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Sabject. 


Accident,  letter  from  the  Acting  Secretary  of  the  Treasury, 
relative  to  the,  at  Benning's  Bridge,  in  which  Treasury 

and  national-bank  notes  were  destroyed 

A4Jatant-6enerars  Office,  letter  from  the  Secretary  of  War, 
transmitting  the  report  of  the  freedmen's  branch  of  the. . 
Agency,  letter  from  the  Secretary  of  the  Interior,  relative 

to  the  removal  of  the  Weeminuohe  Indians 

Alabama,  message  from  the  President  of  the  United  States, 
transmitting  memorial  of  colored  citizens  of, 

relative  to  tnelr  civil  rights 

letter  from  the  Secretary  of  War,  showing  the 
number  of  United  States  troops  in,  on  Novem- 
ber 3, 1874 

Amendment,  letter  of  the  Secretary  of  the  Treasury,  trans- 
mitting  draught  of  a  bill  to  amend  section 

2997  of  the  Revised  Statutes 

Annuities,  letter  from  the  Secretary  of  the  Interior,  relative 

to  au  appropriation  for  Creek 

Appropriations,  letter  from  the  Secretary  of  the  Treasury, 

transmitting  estimates  of 

index  of  the  a3>ove 

tabular  statements  of  disbursements  made 
from  the,  for  the  Indian  Department  for 

the  fiscal  year  ending  June  30, 1874  . . 

letter  from  the  Secretary  of  the  Interior, 
relative  to  an  appropnation  for  the  Co- 
lumbia Hospital  for  Women  and  Lying-in 

Asylum 

letter  from  the  Secretary  of  War,  calling 
attention  to  the  omission  in  the  Army 
appropriation  bill  of  the  item  of  |10,000 

for  torpedo  trials 

letter  frt>m  the  same,  recommending  an  ap- 
propriation to  pay  the  claim  of  Dempsey  & 

OToole  ...: 

letter  from  the  same,  relative  to  an  omission 
in  the  appropriation  act  of  June  23, 1874, 
relative  to  printing  the  report  of  Lieut. 
George  M.  Wheeler 
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Vol. 


AppropriatioDS,  letter  from  the  Secretary  of  the  iDterior, 

traDsmittiug  estimates  of  appropriation 
required  to  meet  obligations  under  exist- 
ing contracts  for  transportation  to  vari- 
ous Sioux  agencies 

letter  from  the  Secretary  of  War,  relative  to 
balances  of  appropriations  for  hospitals.. 

letter  from  the  same,  relative  to  the,  for 
head-stones  in  national  cemeteries 

letter  from  the  Secretary  of  the  Interior,  trans- 
mitting estimates  of  appropriations  for 
subsistence  and  support  of  Northern  Sioux 

Indians .'. 

letter  from  the  same,  transmitting  estimates 
of  appropriation  to  aid  and  instruct  In- 
dians of  the  Central  Superintendency 

letter  from  the  same,  transmitting  an  esti- 
mate of  appropriation  for  collecting  and 
subsisting  Apache  Indians  in  Arizona 

letter  from  the  eame,  recommending  an  ap- 
propriation from  the  annuities  to  the 
Cheyennes  for  support  and  education  of 
two  white  female  children  captured  from 
said  Indians 

letter  from  the  same,  transmitting  an  esti- 
mate of  appropriation  to  remove  the  Mo- 
doc Indians  from  Oregon  to  the  Indian 
Territory 

letter  from  the  Secretary  of  W*r,  relative 
to  the  clause  of  the  appropriation  bill  of 
June  23, 1874,  which  refers  to  the  Rock 
Island  bridge 

letter  from  the  Secretary  of  the  Treasury, 
transmitting  estimates  of  deficiency  in.. . 

letter  from  the  Secretary  of  the  Interior, 
relative  to  an  amendment  to  the  Indian 
appropriation  bill  for  subsistence  of  Ute 
Indians 

letter  from  the  Secretary  of  the  Interior, 
relative  to  an  appropriation  for  Creek  an- 
nuities   

letter  from  the  same,  transmitting  estimate 
of  appropriation  for  subsistence  and  sup- 
port of  certain  Indians  in  the  Indian  Terri- 
u)ry 

letter  from  the  same,  transmitting  estimate 
of  appropriation  for  a  new  safe  for  his 
Depart  men  t 

letter  from  the  same,  transmitting  estimate 
of  appropriation  to  pay  claim  of  James 
W.Terrell 

letter  from  the  same,  recommending  an 
amendment  to  the  Indian  appropriation 
bill  for  Malheur  reservation,  Oregon 

letter  from  the  same,  transmitting  estimate 
of  appropriation  for  Colorado  Indian  serv- 
ice  

]e!}ter  from  the  same,  relative  to  an  appro- 
priation for  repairs  to  the  capitol  build- 
ing at  Olympia,  Washington  Territory.. . 

letter  from  the  same,  transmitting  estimate 
of  appropriation  for  completion  of  the 
new  jail  in  the  District  of  Columbia 

letter  from  the  Secretary  of  the  Treasury, 
transmitting  statements  of  balances  of  ap- 
propriations carried  to  the  surplus  fund 
required  to  be  re-appropriated 


11 
11 
11 

11 
12 
12 


12 

12 

12 
12 

13 
13 

13 
13 
13 
13 
15 
15 
15 

15 


Part. 

No. 

35 

37 

39 

43 

49 

50 

52 

53 

57 

69 

88 

90 

91 

93 

98 

99 

102 

104 

105 

113 

Page. 


INDEX. 


Sabject. 


AppropriatioDs,  letter  from  the  Secretary  of  War,  relative 

to  an  appropriation  for  the  improvement 
of  Galveston  Harbor,  Texas 

letter  from  the  Secretary  of  War,  relative 
to  an  appropriation  for  Rock  Island  ar- 
senal  

letter  from  the  Acting  Secretary  of  the  In- 
terior, relative  to  an  entiniat^  of  appro- 
priation to  pay  Osage  Indians  interest  on 
avails  of  laud  sold  under  the  treaty  of 
1865 

letter  from  the  Secretary'  of  the  Interior, 
transmitting  estimate  of  appropriation 
for  Indian  service  in  Oregon 

letter  from  the  same,  for  the  same  in  Cali- 
fornia   

letter  from  the  same,  relative  to  an  amend- 
ment to  the  Indian  appropriation  bill  re- 
ferring to  the  Choctaws 

letter  from  the  same,  transmitting  estimate 
of  appropriation  for  Indian  service  in 
New  Mexico 

letter  fVom  the  same,  relative  to  an  amend- 
ment to  the  Indian  appropriation  bill  for 
certain  incidental  expenses  in  Oregon 

letter  from  the  same,  relative  to  an  appro- 
priation reqnired  for  completing  the  pur- 
chase of  the  grounds  surrounding  Colum- 
bia Hospital 

letter  from  the  Secretary  of  War,  transmit- 
ting statement  showing  expenditures  for 
the  contingent  expenses  of  the  military 
establishment  for  1674 

letter  from  the  Secretary  of  the  Interior, 
transmitting  estimate  of  appropriations 
required  to  meet  liabilities  ot  the  Indian 
service 

letter  from  the  Acting  Secretary  of  the  In- 
terior, transmitting  estimate  of  appro- 
priations for  Chippewa  Indians  of  Lake 
Superior 

letter  from  the  same,  relative  to  an  esti- 
mate of  appropriations  required  for  the 
confederated  tribes  of  the  Kaskaskias,  in 
Kansas 

letter  from  the  Secretary  of  the  Interior, 
transmitting  estimate  o(  appropriations 
to  pay  certain  members  of  the  Kickapoo 
Inaians 

letter  from  the  same,  submitting  an  amend- 
ment to  the  Indian  appropriation  bill,  to 
extinguish  rights  to  hunt  under  treaty  of 
April  29, 1868,  with  Sioux  Indians 

letter  from  the  same,  relative  to  a  defi- 
ciency in  appropriations  for  the  ninth 
census 

letter  from  the  Secretary  of  War,  relative  to 
absence  from  appropriation  bills  of  the 
item  for  expenses  of  surveys  in  the  mili- 
tary divisions , 

Arizona,  letter  from  the  Secretary  of  War,  relative  to  the 

bill  fH.  R.  2419)  for  military  roads  in 

letter  rrom  the  Secretary  of  the  Interior,  transmit- 
ting estimates  of  appropriation  for  Apache  In- 
dians in 
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Arkansas,  letter  from  the  Attorney -General,  relative  to  ex- 
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Armament,  letter  from  the  Secretary  of  War,  relative  to 
the  future  armameut  of  permanent  works, 
with  an  estimate  to  convert  smooth-bores  into 
rifles 

message  from   the    President,  relative  to  the 
armament  of  fortificatious,  and  the  necessity 
for  nrocnriusr  heavy  cannon 

Army,  letter  from  the  Secretary  of  War,  showing  expend- 
itures for  the  contingent  expenses  of   the  Army 
for  1874 

letter  from  the  same,  relative  to  printing  the  cata- 
loGTue  of  the  Medical  Museum  of  the  ...-. 

Arsenal,  letter  from  the  Secretary  of  War,  relative  to  an 
appropriation  for  Roek  Island 

Attorney-General,  annual  report  of  the 

Papers  accompanying  the  above : 
Report  of  warden  of  United  States  iail - 

37 

Report  of  trustees  of  the  Reform  School  of  the  District 
of  Columbia 

45 

Report  of  the  Board  of  Metropolitan  Police 

65 

Attorney-General,  transmits  statement  of  contingent-fund 

expenses  for  year  ending  January  1, 

ie75 

letter  from  the,  showing  what  has  been 
done  to  recover  certain  District  Re- 
form-School funds  from  Jay  Cooke  &  Co. 

letter  from  the,  relative  to  the  same. . : . . 

letter  from  the,  transmitting  facts  rela- 
tive to  agents  of  the  eastern  band  of 
Cherokee  Indians ---. 

letter  from  the,  relative  to  expenditures 
in  the  marsbal's  office  of  the  western 
iudicial  district  of  Arkansas. 

Audit,  board  of,  of  the  District  of  Columbia,  message  from 
the  President,  transmitting  report  of,  relative  to  street- 
car companies 

B. 

Baker,  Lieut.  Frank,  letter  from  the  Secretary,  transmitting 
memorial  for  relief  of 

Bank-notes,  letter  from  the  Acting  Secretary  of  the  Treas- 
ury, relative  to  destruction  of,  at  Beuning's  Station 

Barracks,  letter  from  the  Secretary  of  War,  relative  to  the 
completion  of.  at  Pensacola  Harbor.  Florida 

Bay,  letter  from  the  Secretary  of  War,  relative  to  Red  Fish 
Bar,  in  Galveston 

Breech-loading  musket  and  carbine,  letter  from  the  Secre- 
tary of  War,  relative  to  the  manufacture  of  the  Roberts.. 

Breakwater,  letter  from  the  Secretary  of  War,  transmitting 
estimates  of  the  cost  of  a.  at  Cleveland.  Ohio ... ...... 

Bridge,  letter  from  the  Secretary  of  War,  relative  to  the, 
over  the  Allefrhenv  River,  at  Pittsburirh 

letter  from  the  same,  relative  to  the  appropriation 
for  the  Rock  Island 

report  of  the  same,  on  the  Saint  Clair  and  Caron- 
delet. .- 

Brids^es,  letter  from  the  Secretary  of  War,  relative  to  the 
bill  to  amend  the  act  authorizing  the  construction  of 
bridires  across  the  Ohio  River 

Building,  public,  letter  from  the  Secretary  of  the  Treasury, 
relative  to  the  erection  of  a,  at  Auburn,  N.  Y 
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Subject. 


Bartch,  Alexauder,  message  from  the  President,  vetoing  bill 
for  the  relief  of. 


C. 

California,  letter  from  the  Secretary  of  War,  transmitting 

claims,  account  of  the  Modoc  war,  of  citizens  of 

letter  from  the  same,  transmitting  sarv'ey  of  the 

San  Joaqain  River,  of 

letter  from  the  same,  relative  to  Camp  Cook 

military  reservation  in 

letter  from  the  Secretary  of  the  Interior,  trans- 
mitting estimate  of  appropriation  for  Indian 

service  in 

letter  from  the  same,  relative  to  the  Panoche 

^  Grande  Rancho  in 

Canal,  letter  from  the  Secretary  of  War,  showing  receipts 

and  expenditures  of  the  Louisville  and  Portland 

Capitol,  letter  from  the  Secretary  of  the  Interior,  relative  to 

repairs  on  the,  at  Olympia,  Wash 

Carbine,  letter  from  the  Secretary  of  War,  relative  to  the 
manufacture  of  the  Roberts  breech-loading  musket  and.. 
Casualties,  letter  from  the  Secretary  of  War,  showing,  in 

the  war  with  Mexico 

Catalogue,  Descriptive  Anatomical,  letter  from  the  Secre- 
tary of  War,  relative  to  printing  the,  of  the  Army  Medical 

Museum 

Cavalry,  letter  from  the  Secretary  of  War,  relative  to  cloth- 
ing lost  by  Company  F,  Third  Regiment  of . k 

Cemeteries,  letter  from  the  Secretary  of  War,  relative  to 

headstones  in  national 

Census,  letter  from  the  Secretary  of  the  Interior,  relative 

to  an  appropriation  for  the  expenses  of  the  ninth 

Centennial  Commission,  message  from  the  President,  report- 
ing progress  made  by  the  United  States 

Children,  Tetter  from  the  Secretary  of  the  Interior,  relative 
to  the  support  of  two  white  female,  captured  from  the 

Cheyenne  Indians 

Cholera,  epidemic  in  the  United  States  in  1873,  causes  of.. . 
Civil  rights,  message  from  the  President,  transmitting  me- 
morial of  colored  Alabamians,  relative  to  their 

Claims,  letter  from  the  Secretary  of  War,  relative  to  Mon- 
tana Indian  war,  of  1867 

letter  from  the  same,  transmitting  the,  of  citizens 
of  California  and  Oregon,  on  account  of  the  Mo- 
doc war 

letter  from  the  same,  relative  to  Charles  O.  Woods. . 
letter  from  the  same,  relative  to  the  claim  of  the 
Mission   of  Saint  James,   at  Fort  Vancouver, 

Wash 

letter  from  the  Secretary  or  the  Interior,  relative  to 

the  claims  of  the  Absentee  Shawnee  Indians 

letter  from  the  same,  transmitting  ten  reports  of 
the  surveyor-general  of  New  Mexico,  relative  to 

private  land 

letter  from  the  same,  transmitting  list  of  Indian 

depredations  for  ten  years 

letter  from  the  same,  relative  to  the  claim  of  Wil- 
liam P.  Lyon  &  Son 

letter  from  the  Secretary  of  the  Treasury,  transmit- 
ting schedule  of,  allowed  since  June  30,  1874 

letter  from  the  Secretary  of  War,  relative  to  Sugg 

Fort's "... 

Clerks,  letter  from  the  Secretary  of  State,  transmitting  list 
of,  in  his  Department 


Vol. 


15 


12 
12 
13 

15 
18 
12 
15 
15 
i5 

13 
11 
11 
15 
15 

12 
13 

12 

11 


12 
12 


15 
12 

12 
12 
13 
15 
11 
12 


Part. 


No. 


Page. 


142 

45 

75 

80 

121 

180 

77 

104 

152 

«**•>• 

118 

.•*•*• 

83 

28 

39 

155 

129 

52 
95 

•••••« 

46 

9 

45 
55 

117 

•  •• .  .4 

54 

62 

65 

86 

107 

34 

68 

YIII 


INDEX. 
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Clerks,  letter  from  the  Postmaster-General,  transmitting 

list  of,  in  his  Department 

letter  from  the  Secretary  of  War,  transmitting  list 

of,  in  his  Department 

Clothing,  letter  from  the  Secretary  of  War;  relative  to  loss 

of,  hj  soldiers  of  Fifth  Cavalry 

letter  rrom  the  same,  relative  to  loss  of,  by  United 

States  soldiers  at  Fort  Sanders 

letter  from  the  same,  relative  to  George  A.  Cowles 

&  Co/s  mode  of  preserving 

Coast  Survey,  annual  report  of  the  Superintendent  of 

Commerce  and  navigation,  annual  report  of  the  Chief  of  the 

Bureau  of  Statistics  on  the,  of 

the  United  States 

contents  of  the  above 

Commercial  relations  of  the  United  States,  letter  from  the 

Secretary  of  State,  transmitting  report  of  the 

Commission,  United  States  Centennial,  message  of  the  Pres- 
ident shoving  progress  made  by  the 

Commissioner  of  Patents,  annual  report  of  the 

Comptroller  of  the  Currency,  annual  report  of  the 

Connect icnt,  letter  from  the  Secretary  of  War,  relative  to 

the  main  channel  of  New  Haven  Harbor 

Consular  fees,  message  from  the  President,  transmitting 
statement  of  fees  collected  by  United  States  consuls  and 

diplomatic  ofiScers 

Contingent  expenses,  letter  from  the  Secret^ary  of  State, 

showing  amount  of,  in  his  Depart- 
ment  

letter  from  the  Secretary  of  War, 
showing  amount  of,  in  his  Depart- 
ment   

letter  from  the  Attorney-General, 
showing  amount  of,  in  his  Depart- 
ment   

letter  from  the  Secretary  of  the 
Navy,  showing  amount  of,  in  his 

Department 

Contracts,  letter  from  the  Secretary  of  War,  showing  the, 

made  by  his  Department 

letter  from  the  Postmaster-General,  showing  con- 
tracts made  in  his  Department  for  mail-locks, 

keys,  stationery,  &c 

Cooke,  Jay  &,  Co.,  letter  from  the  Attorney -General,  show- 

in^r  what  has  been  done  to  recover  cer- 
tain   District    Reform-School    funds 

from 

letter  from  the  same,    relative  to  the 
same 


Vol. 


Part; 


No. 


Page. 


Court-martial,  letter  from  the  Secretary  of  War,  transmit- 
ting record  of  the,  in  Lieut.  S.  K.  Thompson's  case 

Cowles  &  Co.,  George  A.,  letter  from  the  Secretary  of  War, 
accompanying  report  of  investigation  of  preserving  cloth- 
ing from  moth  and  mildew,  originated  by 

Currency,  annual  report  of  the  Comptroller  of  the 

Customs-duties,  letter  from  the  Secretary  of  the  Treasury, 
relative  to  construction  of  laws  imposing 


D. 
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18 
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15 

11 
14 


17 
17 

16 

15 

10 
9 

15 


11 

11 

15 

15 

12 
15 

15 

15 

18 
15 


11 
9 

13 


Dakota,  letter  from  the  Secretary  of  War,  relative  to  the 
relief  of  certain  settlers  on  Fort  Randall  military  reser- 
Tation,  in 13 

Defense,  armament  for  sea-coast,  message  from  the  Presi- 
dent, relating  to 15 


112 

176 

28 

148 

17 

100 


171 
171 

157 

129 

150 

3 

162 


8 

30 

130 

106 

67 
111 

112 

153 
172 
154 


17 
3 

82 


79 
126 


INDEX, 


IX 


Subject. 


DeficieDciee,  letter  from  the   Secretary  of   the  Treasary, 

transmitting  estimates  for  certain 

Dempsey  &  OToole,  letter  from  the  Secretary  of  War, 

recommending  payment  of 

Depredations,  letter  from  the  Secretary  of  the  Interior, 

transmitting  list  of  claims  for  Indians 

Destmction  of  Treasury  and  national-bank  notes  at  Ben- 
Ding's  Station,  letter  from  the  Acting  Secretary  of  the 

Treasury  relative  to 

Disbursements,  tabular  statement  of,  made  foi*  the  Indian 

Department  for  the  year  ending  June  30, 1874 

District  of  Columbia,  report  of  the  Commissioners  of 

annual  report  of  the  trustees  of  the 

Reform-School  of 

annual  report  of  the  warden  of  the 

,  United  States  jail  in 

letter  from  the  Secretary  of  the  Inte- 
rior, relative  to  the  Columbia  Hos- 
pital for  Women  in  the 

letter  from  the  same,  relative  to  the 

United  States  jail  in  the 

letter  from  the  same,  relative  to  pur- 
chasing grounds  surrounding  the 

Columbia  Hospital  in 

letter  from  the  same,  relative  to  a 
building  for  female  patients  at  the 

Insane  Asylum  in , 

letter  from  the  Attorney-General, 
showing  what  has  been  done  to  re- 
cover from  Jay  Cooke  &,  Co.  funds 
belonging  to  the  Reform-School  in., 
message  from  the  President,  transmit^ 
ting  report  of  the  board  of  audit  of, 
relative  to  certain  street-railway 
companies 


Vol. 


Part. 


E. 

Education,  annual  report  of  Commissioner  of 

Education  of  two  white  female  children  captured  from  the 
Cheyenne  Indians,  letter  from  the  Secretary  of  the  Inte- 
rior relative  to 

Engineer  Department,  report  of  the,  as  to  obstruction  of 

8an  Jacinto  River,  Texas 

Enlisted  men  in  the  Ordnance  Bureau,  letter  from  the  Sec- 
retary of  War,  relative  to  the  employment  of 

Epidemic  cholera  in  the  United  States  in  187.3, causes  of 

Examinations  of  the  Saint  Croix  and  Chippewa  Rivers,  let- 

^  ter  from  the  Secretary  of  War  transmit- 
ting reports  of 

of  the  Withlacoochee,  Oconee,  Ocklockon nee, 
Iliawassee,  Cahawba,  and  Black  Warrior 
Rivers,  lettur  from  the  same,  transu.itting 

reports  of 

Exhibition,  international,  of  1876,  message  from  the  Presi- 
dent, showing  what  is  proposed  to  be  exhibited  at,  by  each 

executive  department  of  the  Government 

Expenditures  and  receipts  of  the  Louisville  and  Portland 

Ci(na],  letter  from  the  Secretary  of  War, 

showing  the 

of  the  marshal's  office  of  the  western  judicial 
district  of  Arkausas,  letter  from  the  At- 

,  torney-Geueral  relative  to 

and  receipts  for  the  current  fiscal  year 

£xpen8e8,contiagent,let ter  from  the  Secretaryof  State,show- 

ing  amount  of,  in  bis  Department. 
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175 
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47 
39 


INDEX. 


Subject. 


Expenses  coDtiogent,  letter  from  the  Postraaster-General, 

sliowiog  amonut  of,  in  his  Depart- 
ment  

letter  from  the  Secretary  of  the 
Treasury,  showing  amount  of,  in 

bis  Department 

letter  from  the  Secretary  of  the  In- 
terior, showing  amount  of,  in  his 

Department 

letter  from  the'  Attorney -General, 
showing  amount  of,  in  his  De- 
partment.  ■    

letter  from  the  Secretary  of  War, 
showing  amount  of,  in  his  De- 
partment  

Fines  and  deductions  imposed  on  mail  contractors,  letter 

from  the  Postmaster-General,  transmitting  list  of 

Fire,  letter  from  the  Secretary  of  War,  relative  to  the  loss  of 
clothing  by  United  States  soldiers  at  Fort  Sanders  by.. . 
Florida,  letteir  from  the  Secretary  of  War,  relative  to  bar- 
racks at  Pensacola  Harbor,  in 

letter  from  the  same,  relative  to  survey  of  Nassau 

River,  in 

Foreign  relations  of  the  United  States,  message  from  the 
President,  transmitting  papers  relative  to  the.. 

list  of  papers  contained  in  the  above 

index  to  the  above 

Fort,  Sugg,  letter  from  the  Secretary  of  War,  relative  to  the 

claim  01 

Freedmen's  branch  of  the  Adjutant-General's  Office,  letter 

from  the  Secretary  of  War,  transmitting  r(  port  of 

Funds,  letter  from  the  Secretary  of  the  Interior,  relative  to 
certain,  belonging  to  the  Prairie  band  of  Pottawatomie 
Indians 


Part.  I   No. 


Page. 


G. 

Gates  and  dams  on  the  Ohio  River,  letter  from  the  Secretary 
of  War,  relative  to  movable 

Grasshoppers,  message  from  the  President,  relative  to  Ne- 
braska and  Kansas  sufferers  by 


H. 

Harbor,  letter  from  the  Secretary  of  War,  relative  to  bar- 
racks and  quarters  at  Pensacola 

of  Cleveland,  Ohio,  letter  from  the  same,  relative  to 
a  breakwater  at 

at  Galveston,  Tex.,  letter  from  the  same,  relative  to 
the  improvement  of 

of  Black  River,  Ohio,  letter  from  the  same,  relative 
to  the  survey  of 

of  Saint  Joseph,  Mich.,  letter  fron  the  same,  relative 
to  the  condition  of 

and  bar  of  Sabine  Paas,  Tex.,  letter  from  the  same, 
relative  to  the  improvement  of 

of  New  Haven,  Conn.,  letter  from  the  same,  relative 
to  the  widening  and  deepening  of 

of  Saint  Mary's,  Md.,  letter  from  the  Secretary  of 
the  Navy,  transmitting  report  of  officers  to  re- 
port   on    expediency   of   establishing    a    naval 

coaling-station  at 

Harbors,  letter  from  the  Secretarj'  of  War,  transmitting 
reports  of  the  examinations  and  surveys  of  cer- 
tain rivers  and 
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59 

139 
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XI 


Subject. 


Harbors,  of  New  Bedford  and  Nantacket,  Mass.,  letter  from 

the  same,  relative  to  the 

of  Crisfield  and   LeoDardtowu,  Md.,  letter  from 

the  same,  relative  to  surveys  of  the 

of  Charlevoix  aud  Monistique,  Mich.,  letter  from 

the  same,  relative  to  improvements  of  the 

Haskins,  Liooisa  A.,  letter  from  the  Secretary  of  the  Interior, 

relative  to 

Head -stones  in  national  cemeteries,  letter  from  the  Secretary 

of  War,  relative  to  the  appropriation  for 

Hinely,  Lewis,  message  from  the  President,  vetoing  House 

bill  granting  a  pension  to 

Hospital  for  Women,  letter  from  the  Secretary  of  the  Inte- 
rior, relative  to  the  Columbia 

at  Hyannis,  Mass.,  letter  from  the  Secretary  of 

War,  relative  to  a  pavilion 

Columbia,  letter  from  the  Secretary  of  the  Interior, 
relative  to  purchase  of  grounds  surrounding 

the 

for  insane  females,  letter  from  the  same,  relative 

to  a 

Hospitals,  letter  from  the  Secretary  of  War,  relative  to  bal- 
ances of  appropriations  for 

I. 

Idaho,  letter  from  the  Secretary  of  the  Interior, relative  to 
purchasing  certain  improvements  on  the  Nez  Perec  In- 
dian reservation  in 

Improvement  of  the  channel  of  the  Mississippi  River  oppo- 
site Saint  Louis,  letter  from  the  Secretary  of  War  relative 

to 

Indian  Department,  tabular  statement  of  disbursements  for 

the 

reservations,  letter  from  the  Secretary  of  the  Interior, 

transmitting  estimate  of  survey  of 

statements  for  year  1874-75 

Indians,  letter  from  the  Secretary  of  the  Interfor,  relative 

to  transportation  to  Sioux  agencies 

letter  from  the  same,  relative  to  the  removal  of  the 

Pawnee  tribe  of,  to  Indian  Territory 

letter  from  the  same,  relative  to  appropriations  fur 

subsistence  of  Northern  Sioux 

letter  from  the  same,  relative  to  appropriations  for 

the  Central  Superintendeucy 

letter  from  the  same,  relative  to  collecting  and 

subsisting  the  Apache.. 

letter  from  the  same,  relative  to  lands  of  the  North 

Carolina 

letter  from  the  same,  recommending  the  appropria- 
tion of  $3,000  for  the  support  of  two  white  female 

children  captured  from  the  Cbeyennes. 

letter  from  the  same,  transmitting  estimate  of  ap- 
propriations to  remove  the  Modoc 

letter  from  the  same,  recalling  a  previous  report  as 

to  the  claims  of  Absentee  »Shawnee 

letter  from  the  same ,  relative  to  the  cutting  of 

timber  by,  on  reservations » 

letter  from  the  same,  relative  to  claims  for  depre- 
dations of,  made  in  the  last  ten  years 

letter  from  the  same,  relative  to  the  consolidation 

of  certain  tribes  of,  in  Washington  Territory 

letter  from  the  same,  relative  to  subsistence  for 
the  Ute,  iu  Colorado 
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Indians,  letter  from  the  same,  transmitting  act  of  the  Chero- 
kee legislature  authorizing  a  loan 

letter  from  the  same,  relative  to  annuities  for  Creek. 

letter  from  the  same,  relative  to  support  of  the 
Cheyenne,  Arapaho,  Apache,  Kiowa,  Comanche, 
and  Wichita 

letter  irom  the  same,  relative  to  relief  of  certain 
tribes  of,  in  Northern  Superiutendency 

letter  from  the  same,  relative  to  removal  of  Wee- 
mi  nuche  agency  to  the  Ute  reservation 

lett<er  from  the  siame,  relative  to  treaty  of  February 
23, 1867,  with  certain  Kansas 

letter  from  the  same,  with  estimate  of  appropria- 
tion for  Indian  service  in  Colorado 

letter  from  the  same,  relative  to  the  sale  of  a  por- 
tion of  Fond  du  Lac  Indian  reservation 

letter  from  the  same,  with  estimate  of  appropria- 
tion to  pay  interest  to  Osage 

letter  from  the  same,  with  estimate  of  appropria- 
tion for  Indian  service  in  Oregon 

letter  from  the  same,  for  the  same,  in  California 

letter  from  the  same,  for  the  same,  in  New  Mexico. 

letter  from  the  same,  relative  to  Louisa  Hawkins, 
a  Choctaw  Indian 

letter  from  the  same,  relative  to  certain  incidental 
expenses  in  Oregon 

letter  from  the  same,  with  estimate  of  appropria- 
tion to  meet  deficiencies  on  account  of  the  In- 
dian service 

letter  from  the  same,  relative  to  support  of  the 
Lake  Superior  Chippewa • 

letter  from  the  same,  relative  to  removal  to  their 
reservation  of  Jicarilla,  Apache,  and  Ute 

letter  from  the  same,  relative  to  funds  belonging 
to  the  Prairie  band  of  Pottawatomie 

letter  from  the  same,  relative  to  support  of  the 
confederated  tribes  of  Kaskaskias 

letter  from  the  same,  with  estimate  of  appropria- 
tion for  certain  members  of  the  Kickapoo 

letter  from  the  same,  submitting  amendment  to 
appropriation  bill  for,  relative  to  extinguishing 
certain  rights  to  hunt  allowed  the  Sioux 

letter  from  the  same,  relative  to  purchasing  cer- 
tain improvements  on  the  Nez  Perc^  reservation. 

le*  ter  from  the  Secretary  of  the  Treasury,  relative  to 
liabilities  of  Choctaw  tribe  of 

letter  from  the  Secretary  of  War,  relative  to  pay- 
ment of  claims  of  Montana  Indian  war 

letter  from  the  same,  relative  to  claims  of  citizens 
on  account  of  Modoc  Indian  war 

letter  from  the  same,  transmitting  cost  to  the 
Quartermaster  and  Commissary  Departments  of 
the  Modoc  war 

letter  from  the  Attorney-General,  relative  to  agents 

of  the  Eastern  band  of  Cherokee 

Insane,  letter  from  the  Secretary  of  the  Interior,  relative  to 

a  new  building  for  treatment  of  female 

Interior,  Secretary  of  the,  annual  report  gf,  vol.  1  of 

Papers  accompanying  the  above : 
Report  of  the  Commissioner  of  the  General  Land-Office, 

vol.  1  of. 

Report  of  the  Commissioner  of  Indian  Affairs,  vol.  1  of . . . 

Report  of  the  Commissioner  of  Pensions,  vol.  I  of 

Report  of  Superintendent  of  the  Census,  vol.  1  of 

Report  of  the  Architect  of  the  Capitol  Extension,  vol. 
lof. 
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Subject. 


interior,  Secretary  of  the,  papers  accompanying  annaal  re- 
port of— 
Report  of  Columbia  Institution  for  the  Deaf  and  Dumb, 

vol.1  of. 

Report  of  the  Government  Hospital  for  the  Insane, 

vol.1  of , 

Report  of  the  Columbia  Hospital  for  Women  and  Ly- 
ing-in Asylum,  vol.  1  of 

Report  of  the  Freedmen^s  Hospital  and  Asylum,  vol.  1  of 

Report  of  the  Commissioner  ot  Education,  vol.  2  of 

ckterior,  Secretary  of,  letter  relative  to  the  Columbia  Hos- 
pital for  women 

letter  relative  to  the  Burlington  and 
Missouri  River  Railroad  in  Nebraska 

letter  relati  vet.o  the  Yellowstone  Park 

letter  relative  to  survey  of  Indian 
reservations 

letter  relative  to  transportation  for 
Sioux  agencies 

letter  relative  to  removal  of  Pawnee 
Indians 

letter  relative  to  the  Burlington  and 
Missouri  River  Railroad  in  Nebraska 

letter  relative  to  support  of  Northern 
Sioux  Indians 

letter  relative  to  support  of  Indians 
of  Northern  Su peri n tendency 

letter  relative  to  support  of  Apache 
Indians 

letter  relative  to  lands  of  North  Car- 
olina Indians 

letter  relative  to  annuities  to  Chey- 
enne Indians 

letter  relative  to  removal  of  the  Mo- 
doc Indians  

letter  relative  to  claims  of  Absentee 
Shawnee  Indians 

letter  relative  to  certain  Indians  liv- 
ing on  reservations  and  who  are 
not  allowed  to  cut  timber  thereon. 

letter  transmitting  report  of  surveyor- 
general  of  New  Mexico 

letter  transmitting^  lists  of  claims  for 
Indian  depredations 

letter  transmitting  expenditures  of 
contingent  fund  in  his  Department. 

letter  relative  to  geological  surveys 
of  the  Territories 

letter  submitting  revised  estimates 
for  the  foregoing 

letter  relative  to  the  claim  of  \Vm.  P. 
Lyon  &  Son 

letter  relative  io  the  consolidation  of 
certain  Indian  tribes  in  Washing- 
ton Territory 

letter  relative  to  subsistence  of  Ute 
Indians  in  Colorado 

letter  transmitting  a  certain  act  of 
the  Cherokee  legislature 

letter  relative  to  Creek  annuities 

letter  relative  to  support  of  Chey- 
enne, Arapahoe,  Apache,  Kiowa, 
Comanche,  and  Witcbita  Indians. . . 

letter  relative  to  relief  of  certain  In- 
dian tribes  in  Northern  Superin tend- 
ency  
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Interior,  Secretary  of,  letter  relative  to  a  new  safe  for  his 

Department 

letter  relative  to  the  removal  of  the 
Weeminucbe  Indian  agency  to  Ute 
reservation 

letter  relative  to  balance  due  James 
W.Terrell 

letter  relative  to  Malheur  reservation 
in  Oregon 

letter  relative  to  treaty  of  February 
23, 1867,  with  certain  Indian  tribes 
in  Kansas 

letter  relative  to  the  Colorado  Indian 
service 

letter  relative  t-o  sale  of  a  portion  of 
Fond  du  Lac  Indian  reservation  in 
Minnesota 

letter  relative  to  repairs  on  the  capi- 
tol  in  Olympia,  Washington  Terri- 
tory  

letter  relative  to  completion  of  the 
new  jail  in  the  District  of  Columbia 

letter  relative  to  interest  due  Osage 
Indians 

letter  relative  to  the  Oregon  Indian 
service 

letter  relative  to  the  California  In- 
dian service 

letter  relative  to  Louisa  Haskins 

letter  relative  to  the  New  Mexico  In- 
dian service  

letter  relative  to  certain  incidental 
expenses  in  Oregon 

letter  relative  to  purchase  of  grounds 
surrounding  Columbia  Hospital . . . 

letter  relative  to  liabilities  on  ac- 
count of  deficiencies  in  the  Indian 
appropriations 

letter  relative  to  a  new  building  for 
insane  females 

letter  relative  to  support  of  Chip- 
pewa Indians  of  Lake  Superior . . . 

letter  relative  to  removal  of  Jicarilla 
Apache  and  Ute  Indians  to  their 
reservation 

letter  relative  to  investment  of  cer- 
tain fuuds  belonging  to  the  Prairie 
band  of  Pottawatomie  Indians 

letter  relative  to  a  payment  to  cer- 
tain members  of  the  Kickapoo 
tribe  of  Indians 

letter  relative  to  extinguishing  cer- 
tain rights  to  hunt  granted  the 
Sioux  Indians 

letter  relative  to  expenses  of  the 
ninth  census 

letter  relative  to  the  purchase  of  cer- 
tain improvements  on  the  Nez  Perc<5 
Indian  reservation  i n  Idaho 

letter  relative  to  the  confederated 
tribes  of  the  Kaskaskias  in  Kansas 

letter  relative  to  the  Panoche  Grande 

Rancho,  in  California 

Internal  Revenue,  annual  report  of  the  Commissioner  of. . 
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15 


J. 

Jail,  letter  from  the  Secretary  of  the  Interior,  relative  to  an 
<    appropriation  for  the  new,  in  the  District  of  Colum- 
bia  

United  States,  annnal  report  of  the  warden  of  the 

Justice,  contingent  expenses  of  the  Department  of,  commu- 
nication from  the  Attorney-General,  relative  to 


K. 

Kansas,  letter  from  the  Secretary  of  the  Interior,  relative  to 

Absentee  Shawnee  Indians  of 12 

letter  from  the  same,  relative  to  treaty  of  February 

23, 1867,  with  certain  Indian  tribes  in 15 

letter  from  the  same,  transmitting  estimate  of  ap- 
propriation to  pay  certain  memoers  of  the  Kick- 

apoo  Indians  in 15 

letter  from  the  Acting  Secretary  of  the  Interior, 
relative  to  an  appropriation  for  confederated 

tribesof  Kaskaskiasin 15 

message  from  the  President,  relative  to  issues  of 

supplies  to  sufferers  by  grasshoppers  in !      15 

Kentucky,  letter  from  the  Secretary  of  War,  with  report  of 
receipts  and  expenditures  of  the  Louisville 
and  Portland  Canal  from  June  11  to  December 

31,  1874 12 

letter  from  the  same,  relative  to  survey  of  Rock-. 
Castle  and  Big  Sandy  Rivers  in |      12 

L. 


15 
5 

15 


Ltand-claims  in  New  Mexico,  private  letter  from  the  Secre- 
tary of  the  Interior,  with  reports  of  the  surveyor-gen- 
eral .of,  on 

Lands,  letter  from  the  Secretary  of  War,  relative  to  lands 
required  for  improvement  of  Fox  and  Wisconsin  Rivers.. 

Laws  imposing  customs  duties,  letter  from  the  Secretary  of 
the  Treasury,  on  the  construction  of 

LJabilities,  letter  from  the  Secretary  of  the  Treasury,  trans- 
mitting amount  of,  due  from  Choctaw  Indians 

Loan,  letter  from  the  Secretary  of  the  Interior,  transmit- 
ting act  of  Cherokee  legislature  relative  toa 

LoD^i  Eli,  Maj.  Gen.,  letter  of,  to  the  Secretary  of  War,  rel- 
ative to  retired  officers 

Lyon  &.  Son,  letter  from  the  Secretary  of  the  Interior,  rela- 
tive to  the  claim  of,  for  printing  Choctaw  laws 

M. 

Mail-contractors,  letter  from  the  Postmaster-General,  trans- 
mitting list  of  fines  and  deductions  imposed  on 

Mails,  letter  from  the  Postmaster-General,  relative  to  smug- 
gling merchandise  through  the 

Maryland,  letter  from  the  ^cretary  of  the  Navy,  transmit- 
ting report  of  board  of  officers  appointed  to 
inquire  as  to  expediency  of  establishing  a  na- 
val coaling  station  at  Saint  Mary's  HarlK>r,  in., 
letter  from  the  Secretary  of  War,  relative  to  sur- 
veys of  the  harbors  of  Crisfield  and  Leonard- 
town  in 
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22 
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83 

152 

letter  from  tbesanie,  transmitting  reports  of 
surveys  of  New  Bedford  and  Nantucket 
Harbors,  in 

Medicines,  letter  from  the  Commissioner  of  Patents,  rela- 
tive to  patents  on 

Messengers,  letter  from  tbe  Secretary  of  War,  relative  to 
tbe  employment  in  bis  Office  of  two  additional 

Metropolitan  police,  annual  report  of  the  board  of 

6.^3 

Mexico,  letter  from  tbe  Secretary  of  War,  showing  troops 
engaged  in  war  with,  and  casualties  resnltinir 

^^^^   • 

Michigan,  letter  from  the  Secretary  of  War,  relative  to 
granting   right    of  w^ay    for   public    sewer 
through  Fort  Gratiot  military  reservation  to 
city  of  Port  Hnron,  in 

letter  from  tbe  same,  relative  to  Saint  Joseph 
Hi&rbor,  in 

letter  from  the  same,  relative  to  improvements 
of  the  harbors  of  Charlevoix  and  Monistique, 
in 

Military  post,  letter  from  tbe  Secretary  of  War,  relative  to 

a  new,  near  Carlin,  Nevada 

letter  from  tbe  same,  relative  to  the  same 

ti ve  to  the  Fort  Kearney 

- — 

letter  from  the  same,  relative  to  the 
amount   of    land  included  within 
the  Fort  Harker 

Military  roads,  letter  from  the  Secretary  of  War,  relative  to 

House  bill  for  constructing,  in  Arizona.. . 
letter  from  tbe  same,  relative  to  construc- 
tion from  Green  River  City,  Wyoming,  to 
tbe  Yellowstone  National  Park,  and  to 
Fort  Ellis,  Montana,  of  a 

Militia,  letter  from  tbe  Secretary  of  War,  giving  abstract  of 
tbe,  in  the  United  8t>ates 

Mines  and  mining,  report  of  Prof.  R.  W.  Raymond  on 

Minnesota,  letter  from  tbe  Secretary  of  War,  transmitting 
survey  of  the  Minnesota  River 

letter  from  tbe  Secretary  of  tbe  Interior,  rela- 
tive to  tbe  sale  of  a  portion  of  tbe  Fond  du 
Lac  Indian  reservation  in 

Mississippi  River.  m**«»*"»*^«*  from  tbe  President,  transmit- 
ting report  of  engineers  on  the  reclam- 
ation of  the  alluvial  basin  of  the 

leitci  iioiii  I  he  Secretary  of  War,  rela- 
tive to  the  examination  of  the  mouth 
of  tbe -. 

Missouri,  report  of  the  Secretary  of  War,  on  tbe  Saint 
Clair  and  Caroudelet  bridfre  in 

Modoc  war,  letter  of  tbe  Secretary  of  War,  showing  cost  to 

Montana,  letter  from  tbe  Secretary  of  War,  relative  to  the 
Indian  war  claims  of  1867  of. ..... ...... ...... 

letter  frx>m  the  same,  relative  to  House  bill  for 
constructing  military  road  from  Green  River 
Citv.  Wvomincr. to  Fort  Ellis. in..... ..*. 

letter  from  the  Secretary  of  the  Interior,  relative 
to  the  Yellowstone  Park,  in 

Museum,  letter  from  tbe  Secretary  of  War,  relative  to 
nrintinfif  catalosrue  of  the  Armv  Medical.. 

Musket,  Roberts's  breech-loading,  letter  from  the  Secretary 
of  War,  relative  to  the  manufacture  of,  at  the  Springfield 
Armory 
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KavigatioD,  letter  from  the  Secretary  of  War,  relative  to 

the  obstructioD  of,  in  the  Ohio  River 

rei)ortof  theEugineer  Department,  relative  to 
obstructions  to,  in  San  Jacinto  Kiver,  Texas 

Navy,  annual  report  of  the  Secretary  of  the 

contents  of  the  above 

letter  from  the  Secretary  of,  relative  to  contingent 

expenses  of  his  Department 

letter  from  the  same,  transmitting  report  of  board  of 
officers  appointed  to  inquire  into  expe<liency  of  es- 
tablishing a  naval  coaling-station  at  Saint  Mary's 

River,  Maryland 

Nebraska,  letter    from  the  Secretary  of  War,  relative  to 

Fort  Kearney,  military  reservation  in 

letter  from  the  Acting  Secretary  of  the  Interior, 
relative  to  the  Burlington  and  Missouri  River 

Railroad  in : 

letter  from  the  Secretary  of  the  Interior,  relative 

to  the  same 

letter  from  tho  same,  relative  to  the  removal  of 

Ihe  Pawnee  Indians  from 

message  from  the  President,  relative  to  supplies 

furnished  sufferers  by  grasshoppers  in 

Nevada,  letter  from  the  Secretary  of  War,  relative  to  es- 
tablishing a  new  military  post  in,  near  Carlin.. . 

letter  from  the  same,  relative  to  the  same 

New  Mexico,  letter  from  the  Secretary  of  the  Interior,  re- 
lative to  appropriations  for  military  service 

in 1 ---•■ 

letter  from  the  same,  relative  to  removal  of 

Jicarilla,  Apache,  and  Ute  Indians  in 

New  York,  letter  from  the  Secretary  of  the  Treasury,  re- 
lative to  a  public  building  at  Auburn 

letter  from  the  Secretary  of  War,  transmitting 
Lieut.  Col.  John  Newton's  report  on  the  survey 

of  Harlem  River  in 

North*  Carolina,  letter  from  the  Secretary  of  the  Interior, 

relative  to  the  lands  of  the  Cherokee  In- 
dians in ... 

letter  from  the  Attorney-General,  relative 
to  agents  of  the  eastern  baud  of  Cherokee 
Indians  in 1 , 

O. 

Obstructions  to  navigation,  letter  from   tl»o  Secretary  of 

War,  relative  to,  in  the  Ohio 

River 

report  of  the  Engineer  Depart- 
ment, relative  to,  in  Sau  Ja- 
cinto River,  Texas 

Officers,  retired,  letter  from  the  Secretary  of  War,  relative 

to  the  effect  of  H.  R.  2093,  on 

Ohio, letter  from  the  Secretary  of  War,  relative  to  the 
House  bill  authorizing  construction  of  bridges  over 

the  Ohio  River 

letter  from  the  same,  relative  to  obstructions  of  navi- 
gation in  the  Ohio  River 

letter  from  the  same,  relative  to  a  breakwater  in  the 

harbor  of  Cleveland ,  in 

letter  from  the  same,  relative  to  hydraulic  gates  and 

dams  in  the  Ohio  River 

letter  from  the  same,  relative  to  the  survey  of  Black 
River  Harbor,  in 
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Ohio  letter  from  the  same,  relative  to  the  sarvey  of  the  old 

bed  of  Grand  River  in 

Ordnance,  letter  from  the  Secretary  of  War,  relative  to 

heavy : 

Ordnance  Burean,  letter  from  the  Secretary  of  War,  rela- 
tive to  the  employment  of  enlisted  men  in 

Ordnance  Stores,  letter  from  the  Secretary  of  War,  relative 

to  the  expense  of  sales  of 

Oregon,  letter  from  the  Secretary  of    War,  transmitting 
claims  of  citizens  of,  on  acconnt  of  the  Modoc 

war 

letter  from  the  same,  transmitting  snrvey  of  the 

Yamhill  River  in 

letter  from  the  Secretary  of  the  Interior,  relative 
to  appropriations  for  removing  Modoc  Indians 

from,  to  the  Indian  Territory 

letter  from  the  same,  relative  to  Malbear  reserva- 
tion in 

letter  from  the  same,  relative  to  appropriations  for 

tbe  Indian  service  in 

letter  from  the  same,  relative  to  incidental  Indian 

expenses  in 

Overflow,  letter  from  tbe  Secretary  of  War,  relative  to  is- 
sues of  supplies  to  sufferers  from  the,  on  tbe  Lower  Mis- 
sissippi, Tombigbee,  Warrior,  and  Alabama  Rivers^ 

P. 

Page,  Frank  A.,  letter  from  the  Secretary  of  War,  relative 

to  the  case  of ...., 

Panoche  Grande  Rancho,  letter  from  the  Secretary  of  the 

Interior,  relative  to 

Park,  Yellowstone,  letter  from  the  Secretary  of  the  Inte- 
rior, relative  to  the 

Patents,  annual  report  of  the  Commissioner  of 

Patents,  Commissioner  of,  letter  from,  relative  to  patents 

on  medicines  and  chemical  compounds 

Pennsylvania,  letter  from  the  Secretary  of  War,  relative 

to  the  bridge  over  the  Alleghany  River,  at 

Pittsburgh,  in 

letter  from  the    same,  relative  to  Govern- 
ment property  in  Pittsburgh 

Police,  Metropolitan,  aunual  report  of  tbe 

Portraits  on  cniTency  and  stamps,  letter  from  the  Secre- 
tary of  the  Treasury  relative  to 

Postmaster-General,  aunual  report  of  tbe 

contents  of  the  above 

appendix  

contents  of  the  appendix 

letter  from,  transmitting  report  of  con- 
tingent expenses  of  his  Department, 
letter  from,  relative  to  smuggling  mer- 
chandise through  tbe  mails 

letter  from,  transmitting  list  of  clerks 
in  his  employ,  inventory  of  property, 

and  contracts  made , 

letter    from,   transmitting  report    of 
fines  imposed  upon  and  deductions 
made  from  pay  of  mail-contractors.. 
Post-Office  Department,  letter  from  the  Assistant  Treasu- 
rer of  the  United  States,  transmitting  receipts  and  ex- 
penditures of  the i 

President  of  the  United  States  transmits  annual  message 

and  accompanying  docu- 
ments   , 
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esident  of  the  llDited  States,  transmits  list  of  papers  cod- 

taiood  in  above  relating 
to  foreicrn  affairs ......... 
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27 
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XXX 

index  to  the  above  . . . 
transmits  statement  of  con- 
sular and  diplomatic  fees 
collected^ ..... ...... .... 

1223 

transmits  memorial  of  col- 
ored citizens  of  Alabama. 

transmits     statement     of 
vrhat  is  proposed  to  be  ex- 
hibited by  the  Executive 
Departments  of  the  Gov- 
ernment at  the  interna- 
tional exhibition  of  1876. 

transmits  report  of  engin- 
eers for  reclamation  of 
the  alluvial  basin  of  the 
Mississinui.. ..-.-. ...... 

«««»•# 

transmits  report  of  prog- 
ress made  by  the  United 
States  Centennial  Com- 
mission .... --.... 

transmits  his  reasons  for 
withholding  approval  of 
bill  for  relief  of  Alexan- 
der Burtch  .--.-• 

transmits    report    of  the 
board  of  audit  relative 
to  certain  street-railway 
comuanies ............. .. 

message  from,  relative  to 
armament  for   sea-coast 
defense .- 

message  from,relative  to  re- 
lief of  sufferers  by  grass- 
hoppers and  drought  in 
Nebraska  and  Kansas 

message  from,  giving  his 
reasons  for  withholdiug 
approval  of  bill  for  relief 
of  Lewis  Hiuel V 

Tinting,  letter  from  the  Secretary  of  War,  relative  to  print- 
ing the  report  of  Lieut.  George  M.  Wheeler 

letter  from  the  same,  relative  to  printing  cata- 
lofinie  of  the  Armv  Medical  Museum 

'roperty,  letter  from  the  Secretary  of  War,  relative  to  prop- 
erty belonging  to   his  Department,  in   Pitts- 
hnrirh.  no  lousrcr  needed 

letter  from  the  Secretary,  transmitting  list  of' 
Grovemment.  now  in  his  nossession ...... ...... 

R. 

^ilroad,  letter  from  the  Acting  Secretary  of  the  Interior, 
relative  to  the  Burlington  and  Missouri  River, 
letter  from  the  Secretary  of  the  Interior  relative 
to  the  same .............. .... .... ...... ...... 
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letter  from  the  Secretary,  relative  to  the  refusal 
to  carry  troops  by  Morgan's  Louisiana  and 
Texas ... w-. 

message  from  the  President,  transmitting  report 

of  board  of  audit  relative  to  certain  street 

Raymond,  B.  W.,  Prof.,  report  of,  on  mines  and  mining 
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Receipts  and  expeuditures,  letter  from  the  Assistant  Treas- 
urer of  the  United  States,  rel- 
ative to  the  Post-Oflico  De- 
partment         11 

letter  from  the  Treasurer  of  the 
,                       United    States,   transmitting 
his  quarterly  accounts  of  gen- 
eral, of  the  United  States IS 

list  of,  for  the  curren t  tiscal  year .       1 1 

Reform-School,  annual  report  of  the  trustees  of  the 5 

letter  from  the  Attorney-General,  relative 
to  the  recovery  from  Jay  Cooke  «fc  Co.,  of 

moneys  belonging  to  the ,..        15 

letter  from  the  same,  relative  t-o  the  same..        lb 
Reservations,  letter  from  the  Secretary  of  the  Interior,  rel- 
ative t^  the  survey  of  certain  Indian 11 

letter  from  the  same,  relative  to  the  sale  of 

certain,  in  Washington  Territory  . .  t 13 

letter  from  the  same,  relative  to  the  Malheur, 

in  Oregon 13 

letter  from  the  same,  relative  to  the  sale  of  a 

portion  of  the  Fond  du  Lac,  in  Minnesota..        15 
letter  from  the  Secretary  of  War,  relative  to 
the  claim  of  the  Mission  of  Saint  James  to 
the  military,  at  Fort  Vancouver,  Washing- 
ton Territory 15 

lett-er  from  the  Acting  Secretary  of  the  Inte- 
rior, relative  to  removal  of  J icurilla  Apache 

and  Ute  Indians  to  their 15 

letter  from  the  Secretary  of  the  Interior,  rela- 
tive to  the  purchase  of  certain  improvements 

on  the  Nez  Perc6  Indian,  in  Idaho 15 

letter  ftx)m  the  Secretary  of  War,  relative  to 
granting  right  of  way  for  a  public  sewer 
to  the  city  of  Port  Huron,  Mich.,  through 

the  Fort  Gratiot  military 11 

letter  from  the  same,  relative  to  amending  an 
act  for  the  relief  of  certain  settlers  on  the 

Fort  Randall  military 13 

letter  from  the  same,  relative  to  Camp  Cook 

military,  in  California 13 

letter  from  the  same,  relative  to  the  amount 
of  land  included  in  the  Fort  Marker  mili- 
tary, in  Kansas 15 

Retired  officers,  letter  from  the  Secretary  of  War,  relative 

to  the  effect  H.  R.  2093  will  have  on  certain 15 

Revenue,  Internal,  annual  report  of  the  Commissioner  of. ..         9 

index  to  the  above 9 

Revised  Statutes,  letter  of  t^e  Secretary  of  the  Treasury, 

relative  to  amending  section  2997  of  the 12 

Rifle,  royalty  on  the  Allen  or  Springfield  breech-loading, 

letter  from  the  Secretary  of  War,  relative  to 13 

Rivers,  letter  from  the  Secretary  of  War,  relative  to  issues 
of  supplies  to  sutierers  from  ovoiriow  of  the 
Lower  Mississippi,  Tombigbce,  Warrior,  and  Ala- 
bama          11 

letter  from  the  same,  relative  to  amendment  of  the 
act  authorizing  construction  of  bridges  over  the 

Ohio 11 

letter  from  the  same,  relative  to  the  examination  of 

the  mouth  of  the  Mississippi ' 11 

letter  from  the  same,  rt'lative  to  the  bridge  over  the 

Allegheny,  at  Pittsburgh 11 

letter  from  the  same,  relative  to  obstruction  of 
navigation  of  the  Ohio 11 
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ere,  letter  from  tbe  same,  relative  to  land  required  for 
the  improvement  of  tbe  Fox  and  Wisconsin 

letter  from  the  same,  transmitting  reports  of  sur- 
veys and  examinations,  as  follows ;  Wolf  Lake 
Cut,  Indiana;  Sebawing  Kiverand  mouth  of  Sag- 
inaw River,  Michigan ;  Grand  Marias  Harbor, 
Lake  Superior,  Minnesota;  Dakota  River,  Da- 
kota; estuary  in  Santa  Barbara  Channel,  near 
Point  Muger;  Sacramento  River,  below  Tehama, 
and  Feather  River,  below  Marysville,  Cal 

letter  from  the  same,  transmitting  reports  of  the 
examination  and  surveys  of  certain 

letter  from  the  same,  transmitting  reports  of  sur- 
.veys  of  San  Joaquin,  California,  and  Yamhill, 
Oregon 

letter  from  the  same,  transmitting  reports  of  exam- 
inations of  the  Saint  Croix  and  Chippewa 

letter  from  the  same,  transmitting  reports  of  exam- 
inations of  the  W^ithlacoochee,  Oconee,  Ocklock- 
onee,  Hiawassee,  Cahawba,  and  Black  Warrior. .. 

letter  from  the  same,  transmitting  surveys  of  Lit- 
tle Kanawha,  GuyandottCi  and  Twelve  Pole, 
West  Virginia 

letter  from  the  same,  relative  to  improvement  of 
Harlem,  New  York 

letter  from  the  same,  relative  to  surveys  of  rivers 
in  Kentucky  and  Florida 

letter  from  the  same,  relative  to  the  survey  of  the 
Minnesota 

letter  from  the  same,  relative  to  the  use  of  hydraulic 
gates  and  damson  the  Ohio 

letter  from  the  same,  relative  to  a  survey  of  the 
mouth  of  the  Mississippi 

letter  from  the  same,  relative  to  the  same 

letter  from  the  same,  relative  to  a  shoal  in  the  Hud- 
son, opposite  Jersey  City 

letter  from  the  same,  relative  to  the  survey  of  the 
harbor  of  Black,  in  Ohio 

letter  from  the  same,  relative  to  the  survey  of  the 
old  bed  of  Grand,  in  Ohio 

letter  from  the  same,  relative  to  the  improvement 
of  the  channel  of  the  Mississippi,  opposite  Saint 
Louis 1 

letter  from  the  same,  relative  to  the  improvement 
of  the  Tennessee  and  Holston 

message  of  the  President,  transmitting  reports  of 
engineere  for   the  reclamation  of  the    alluvial 

basin  of  the  Mississippi 

id,militAry  wagon,  in  Wyoming  and  Montana,  letter  of 

he  Secretary  of  War,  relative  to 

^alty  on  the  Allen,  or  SpringHeld,  breech-loading  rifle, 
3tter  of  the  Secretary  of  War,  relative  to 

S. 

e,  letter  from  the  Secretary  of  the  Interior,  relative  to 

he  purchase  of  a  new,  for  his  Department 

rcoast  defenses,  message  of  the  President,  relative  to 

>men,  letter  from  the  Secretary  of  State,  showing  num- 
ber of,  receiving  certificates  of  citizenship  during  the  year 
nggling  through  the  mails,  letter  from  the  Postmaster- 
general,  relative  to 

te.  Secretary  of,  transmits  statement  of  fees  collected  by 

consular  and  diplomatic  officers 

transmits  statement  of  use  of  contingent 

fund  in  his  Department 
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State,  Secretary  of,  transmits  iDventory  of  Uuited  States 

property  iu  bis  possession 

transmits  abstract  of  collectors'  returns, 
showing  number  of  registered  seamen 
receiving   certificates  of  citizenship 

during  the  year 

transmits  list  ot'clerks  in  his  De2>artnient  | 

Statements,  Indian, for  year  1874-75 

Stationery,  letter  of  the  Postmaster-General,  transmitting 

contracts  for,  in  his  Department 

Statistics,  annual  report  of  the  Chief  of  Bureau  of,  on  the 
commerce  and  navigation  of  the  United  States. 

contents  of  the  above 

Survey,  Coast,  annual  report  of  the  Superintendent  of  the.. 
Surveys,  letter  from  the  Secretary  of  the  Interior,  relative 
to  the  geographical  and  geological,  in  the  Terri- 
tories of  the  United  Stat^is 

letter  from  the  Secretary  of  War,  relative  to,  west 

of  the  lOOth  meridian 

letter  from  the  same,  relative  to,  iu  the  military 
divisions  and  departments 

T. 

Tennessee,  letter  from  the  Secretary  of  War,  relative  to  sur- 
vey of  the  Tennessee  and  Holhton  Ki  vers  in 

Terrell,  James  W.,  letter  from  the  Secretary  of  the  Interior, 

relative  to  the  claim  of 

Territories,  letter  from  the  Secretary  of  the  Interior,  relative 

to  the  geological  survey  of  the 

letter  from  the  same,  submitting  estimates  for 
the  continuation  of  the  geological  and  geo- 
graphical survey  of  the 

Texas,  letter  from  the  Secretary  of  War,  relative  to  Red  Fish 

Bar,  Galveston  Bay,  in 

letter  from  the  same,  relative  to  the  navigation  of 

Saline  Pass  in 

report  of  the  Engineer  Department,  relative  to  ob- 
structions in  San  Jacinto  River  in 

Thompson,  8.  K.,  letter  from  the  Secretary  of  War,  relative 

to  the  case  of 

Timber,  letter  from  the  Secretary  of  the  Interior,  relative 
to  the  necessity  of  legislation  in  behalf  of  Indians  living 
on  reservations  who  are  not  allowed  to  cut  timber  thereon. 
Torpedo  trials,  letter  from  the  Secretary  of  War,  relative  to 

an  appropriation  for 

Transportation  of  troops,  letter  from  the  Secretary  of  the 
Treasury  relative  to  amounts  paid  land-grant  railroads 

for 

Treasury,  Secretary  of  the,  annual  report  of 

index  to  the  above 

transmits  estimates  of  appropri- 
tions  for  next  fiscal  year. .. 

index  to  the  above 

transmits  amounts  of  liabilities 
due  from  the  Choctaw  Indi- 
ans to  individuals 

transmits  draft  of  a  bill  to 
amend  section  2997  of  the 

Revised  Statutes 

transmits  estimates  of  deficien- 
cies of  appropriations  for  the 
current  year  and  prior  years, 
transmits  statement  of  the  con- 
tingent fund  of  bis  Depart- 
ment   
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^Treasary,  Secretary  of  the,  transmits  names  of  persons  em- 
ployed in  the  coast  survey. . . 
Assistant,   transmits    receipts 
and  expenditures  of  the  Post- 
OflRce  Deoartment 
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letter  from,  relative  to  public 
building  at  Auburn,  N.  T 

letter  from,  relative  to  amount 
of  money  paid  land-grant  rail- 
roads for  transporting  troops. 

letter  from ,  relative  to  construc- 
tion  of  laws  imposing  cus- 
toms-duties   - 

transmits  schedule  of  claims 
allowed  under  the  act  of  July 
4,1864 

transmits   statement  showing 
amount  of  money  carried  to 
the  surplns-fnnd  required  to 
be   re-appropriated 

Acting,  letter  from,  relative  to 
the  amount  of  Treasury  notes 
and  national-bank  notes  de- 
stroyed in  the  accident  on  the 
Baltimore  and  Potomac  Rail- 
road near  Ben ning's  Station., 
letter  from,  relative  to  portraits 
printed    on    currency  and 
stamps ---.. ...-- 

Tx-oops,  letter  f5pom  the  Secretary  ot  the  Treasury,  relative 
to  the  amount  paid  land-grant  railroads  for  trans- 
Dortation of. .--.- . , 

letter  from  the  Secretary  of  War,  relative  to  the 
refusal  of  Morgan's  Louisiana  and  Texas  Rail- 
road to  transport  militarv  supplies  and 

letter  from  the  same,  showing  number  of,  stationed 
in  Alabama  on  November  3,  1874 

U. 

^^^lited  States,  letter  from  the  Secretary  of  War,  transmitting 

abstracts  of  the  militia  force  of  the 

annual  report  of  the  Chief  of  the  Bureau  of 
Statistics  on  the  commerce  and  naviga- 
tion of  the. 

causes  of  epidemic  cholera  in  the,  in  1873 

V. 

^^eto,  by  the  President,  of  bill  for  the  relief  of  Alexander 

Burtch  

of  bill  for  the  relief  of  Lewis  Hinely . 
W. 
^^Tar,  annual  report  of  the  Secretary  of,  Cvol.  1 )  of 

•  •  • 

111 

Papers  accompanying  the  above : 
Report  of  the  General  of  the  Armv,  (vol.  1)  of 

3 

Reportof  the  Ad  in  taut-General,  (vol.  1)  of 

67 

Report  of  the  Inspector-General,  (vol.  1 )  of 

93 

Report  of  the  Quartermaster-General,  (vol.  1)  of 

Reportof  the  Commissary-Gtoneral  of  Subsistence,  (vol. 
1)  of 

105 
223 

*  /     **»      *...••     .....a    ••••..    ......    .a...,     ......     •«.••«    a... 

Report  of  the  Paymaster-General,  (vol.  1)  of..... 

243 

Reportof  the  Chief  of  Ordnance,  (vol.  l)of 

255 

Report  of  the  Chief  Signal-Officer,  (vol.  1)  of 

[      42i 
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Subject. 


War,  Secretary  of,  papers  accompaDyiDg  aDnnal  report  of— 

Report  of  the  Chief  of  Engineers,  (vol.  2,  part  1,  of) 

Appendixes  to  the  report  of  the  Chief  of  Engineers, 

(vol.  2,  part  2,  of) 

Index  to  the  last  report 

War,  Secretary  of,  letter  relative  to  Montana  Indian  war- 
claims  of  1867 

letter  relative  to  Fort  Kearney  military 
reservation 

letter  relative  to  issue  of  supplies  to 
sufferers  from  ovei-flow  of  southern 
rivers 

letter  relative  to  the  estahlishment  of  a 
new  military  post  near  Carlin,  Nev  — 

letter  relative  to  construction  of  military 
roads  in  Arizona 

letter  relative  to  the  construction  of 
a  military  wagon-road  from  Green 
River  City,  Wyo.,  to  Fort  Ellis,  Mont.. 

letter  relative  to  the  act  authorizing 
construction  of  bridges  on  the  Ohio 
River  

letter  relative  to  torpedo-trials 

letter  relative  to  examination  of  the 
mouth  of  the  Mississippi  River 

letter  relative  to  granting  the  right  of 
way  to  the  city  of  Port  Huron,  Mich., 
for  a  public  sewer  through  Fort  Gra- 
tiot military  reservation 

letter  relative  to  useless  property  in 
Pittsburgh  belonging  to  his  Depart- 
ment  

letter  relative  to  clothing  lost  by  enlisted 
men  of  the  Third  Cavalry '. . 

letter  relative  to  the  claim  of  Dempsey 
&  OToole 

letter  relative  to  printing  Lieut.  George 
M.  Wheeler^s  report 

letter  relative  to  a  new  military  post 
near  Carlin,  Nev 

letter  relative  to  the  claim  of  Sugg  Fort. 

letter  relative  to  balances  of  appropria- 
tions for  hospitals  for  1872-73  and 
1873-74 

letter  relative  to  heavy  ordnance  and 
the  future  armament  of  permanent 
works 

letter  relative  to  bead-stones  in  national 
cemeteries 

letter  relative  to  the  bridge  over  the 
Allegheny,  at  Pittsburgh,  Pa 

letter  relative  to  obstruction  of  the  Ohio 
River  

letter  relative  to  Charles  O.  Wood's 
claim 

letter  relative  to  the  employment  of  ad- 
ditional messengers  in  his  office 

letter  relative  to  the  appropriation  for 
Rock  Island  bridge 

letter  relative  to  eniploymentof  enlisted 
men  in  the  Ordnance  Bureau 

letter  relative  to  a  pavilion  hospital  at 
Hyannis,  Mass 

letter  relative  to  lands  for  improvement 
of  the  Fox  and  WisconsinR  ivers 

letter  relative  to  Camp  Cook  military 
reservation  in  California 
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Subject. 


War,  Secretary  of,  letter  relative  to  royalty  on  the  Allen 

or  Springfield  breech-loading  rifle  and 

cartridge 

letter  relative  to  print  in  jr  catalogne  of 

*  the  Army  Medical  Mummiui 

letter  relative  to  Red  Fish  Bar,  Galveston 

Bay 

letter  relative  to  cofitinoanee  of  explora- 
tions  and  surveys  west  of  the  one 

hundredth  meridian 

letter  relative  to  survey  of  the  mouth  of 

the  Mississippi  River 

letter  relative  to  the  same 

Iett4»r  relative  to  Galvestoii  Harbor,  Tex. 
letter  relative  to  an  appropriation  for 

Rock  Island  Arsenal 

letter  relative  to  the  claim  of  Saint 
James    Mission    to    Fort    Vancouver 

military  reservation 

letter  relative  to  the  boundaries  of  Fort 

Marker  reservation 

letter  relative  to  the  case  of  Frank  A. 

Page 

letter  relative  to  appropriations  for  sur- 
veys in  the  military  divisions  and  de- 
partments  

letter  relative  to  clothing  lost  by  United 
States  soldiers,  by  fit  e,  at  Fort  Sanders, 

Wyoming 

letter  relative  to  the  manufacture  of  the 
Roberts    breech-loading   musket  and 

carbine 

letter  relative  to  a  nhoal  in  the  Harlem 

River  opposite  Jersey  City 

letter  relative  to   the  survey  of  Black 

River  Harbor,  Ohio 

letter  relative  to  Saint  Joseph  Harlmr, 

Michigan 

letter  relative  ti»  the  survey  of  the  old 

bed  of  Grand  River,  Ohio 

letter  relative  to  the  improvement  of 
the  channel  of  the  Mississippi  River 

opposite  Saint  Louis 

letter  relative  to  the  expense  of  sales  of 

ordnance  stores 

transmits  report  of  otticers  to  examine 
process  of  Geor^rc  A.  Cttwles  for  pres- 
ervation of  clotliing 

transmits  report  on  iho  Saint  (J lair  and 

Carondelet  bridge 

transmits  claims  of  California  and  Ore- 
gon on  account  of  the  Modoc  war 

transmits    re|>ort    of    the    Freedmen's 
branch  of  the  Adjutant-General's  otUce 
transmits  proposed  resolutions  for  com- 
pletion of  barracks  and   quarters  at 

Pensacola  Harbor,  Florida , 

transmits  reports  of  surveys  of  Wolf 
.  Lake  Cut,  Indiana;  Sebewaing  River 
and  mouth  of  Saginaw  River,  Michi- 
gan; Grand  Marais  Harbor,  Lake  Su- 
perior, Minnesota;  Dakota  River,  Da- 
Kota;  estuary  in  Santa  Barbara  Chan- 
nel, near  Point  Muger,  Sacramento 
River,  below  Tehama,  and  Feather 
River,  below  Marysville,  Cal , 
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Subject. 


War,  Secretary  of,  traDsmits  report*  of  Hurveys  of  uertiiin 

rivers  aud  harbors  in  Maine,  Now 
Hampshire,  and  MaHsachuHetts 

transmits  rejwrts  of  snrveyH  of  harbors 
of  New  Bedford  and  Nantucket,  Mass 

transmits  repoi*t  of  cost  of  breakwater  at 
Cleveland  Harbor,  Ohio 

transmits  reports  of  surveys  of  San  Joa- 
qnin  River,  California,  aud  Yamhill 
River,  Oregon 

transmits  reports  of  examinations  of 
Saint  Croix  and  Chippewa  Riverss 

transmits  reports  of  exaniinatitms  of 
Withlacoochee,  Oconee,  Ocklockonee, 
Hiawassec,  Caljawba,  and  Black  War- 
rior Rivers 

transmits  reports  of  surveys  of  harbors 
of  Crisfield  and  Leonardtown,  Md.; 
aud  Little  Kanowha,  Guyandotte,  and 
Twelve  Pole  Rivers,  West  Virginia.... 

transmit*  Lieut.  Col.  John  Newton's  sur- 
vey of  Harlem  River,  New  York 

transmits  reports  of  surveys  of  Rock 
Castle  and  Big  Sandy  Rivers,  Ken- 
tucky, and  Nassau  River,  Florida.  — 

transmits  report  of  survey  of  the  Minne- 
sota River 

transmits  report  of  engineers  on  appli- 
cability of  hydraulic  gates  and  dams 
in  the  Ohio  River 

transmits  amendment  of  the  act  for  the 
relief  of  settlers  on  Fort  Randall  res- 
ervation  

transmits  report  of  refusal  of  Morgan's 
Louisiana  and  Texas  Railroad  to  trans- 
port United  States  troops  and  supplies 

transmits  report  showing  number  of 
United  States  troops  in  Alabama  on 
November  3,  1874 

transmits  statement  of  contracts  made 
by  his  Department  during  1874 

transmits  report  of  troops  engaged  in  the 
Mexican  war,  and  their  losses  

transmits  statement  showing  contingent 
expenses  of  his  Department 

transmits  cost  to  the  Quartermaster  and 
Commissary  Departments  of  the  Mo- 
doc war ^ 

transmits  memorial  ot  Lieut.  Frank 
Baker 

transmit*  abstract  of  the  militia  force  of 
the  United  States , 

transmits  letter  of  Maj.  Gen.  Eli  Long, 
retired 

transmits  copy  of  the  record  of  the 
court-martial  of  Lieut.  S.  K.  Thompson 

transmits  report  on  the  harbor  and  bar 
of  Sabine  Pass,  Texas 

transmits  report  on  the  widening  and 
deepening  the  main  channel  of  New 
Haven  Harbor,  Connecticut , 

transmits  reportson  the  harbors  of  Char- 
levoix and  Monistique,  Michigan 

transmits  reports  of  surveys  of  the  Ten- 
nessee and  Holston  Rivers , 
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War,  Socret-ary  of,  traDsmits  list  of  clerks  and  others  em- 
ployed in  his  Department 

West  Virginia,  letter  from  the  Secretary  of  War,  relative  to 
surveys  of  the  Little  Kanawha,  Guyandotte,  and  Twelve 

Pole  Rivers,  in 

Wheeler,  George  M.,  letter  from  the  Secretary  of  War,  rela- 
tive to  printing  the  report  of 

letter  from  the  same,  relative  to  con- 
tinning    explorations  and  surveys 

west  of  the  100th  meridian 

Wisconsin,  letter  from  the  Secretary  of  War,  relative  to  im- 
provement of  the  Fox  and  Wisconsin  Rivers  in 

Wood,  Charles  O.,  letter  from  the  Secretary  of  War,  relative 

to  the  claim  of 

Wyoming,  letter  from  the  Secretary  of  War,  relative  to  the 

construction  of  a  military  wagon-road  in 

letter  from  the  same,  relative  to  clothing  lost  by 
fire,  by  United  States  soldiers  at  Fort  Sanders,  in 
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43d  CoNaBESS,  \  HOUSE  OF  REPRESENTATIVES.    (  Ex.  Doc.  1, 
2d  Session.      ]  \      Part  2. 


I^EPOI^T 


OF  THE 


SECRETARY  OF  WAR: 


BKINO  PART  OF 


THE  MESSAGE  AND  DOCUMENTS 


COMMUNICATKD  TO  THE 


TWO  HOUSES  OF  CONGRESS 


AT  THE 


BEGINNING  OF  THE  SECOND  SESSION  OF  THE  FORTY-THIRD  CONGRESS. 


VOLUME   II. 
PART  II. 


WASHINGTON: 

aOVBBNMBNT    PBINTINO    OPFIOK. 

1874. 


APPENDIXES 


TO   THE 


REPORT  OF  THE  CHIEF  OF  ENGINEERS, 


(CONTINUED.) 


1  E^a 


APPENDIXES 


TO  THE 


REPORT  OF  THE  CHIEF  OF  ENGINEERS, 


(CONTINirED.) 


APPENDIX  T. 


NUAL  REPORT  OF  LIEUTENANT  COLONEL  Q.  A.  GILL- 
MORE,  CORPS  OF  ENGINEERS,  FOR  THE  FISCAL  YEAR 
ENDING  JUNE  30,  1874. 

United  States  Engineer  Office, 

Nexc  York^  August  28,  1874. 

General  :  I  have  the  honor  to  submit  herewith  my  anuual  report 
'Upon  the  several  works  of  surveys  aud  examinations  and  harbor  im- 
Jrovements  under  my  charge. 

The  reports  show  the  operations  carried  on  during  fiscal  year  ending 
June  30,  1874 ;  the  operations  contemplated  during  fiscal  year  ending 
June  30,  1875  ;  and  estimates  for  the  year  ending  June  30,  1876. 

The  operations  of  the  United  States  dredging-steamer  Henry  Burden 
are  made  the  subject  of  a  separate  report. 

Very  respectfully,  general,  your  obedient  servant, 

Q.   A.   GiLLMORE, 

Lieut.  Col.  of  Engineers^  Bvt.  Maj,  Oen. 

Brig.  Gen.  A.  A.  Humphreys, 

Chief  of  Engineers,  U,  S.  A, 


T  I. 


DIPROVEMENT  OF  THE  SHIP-CHANNEL  IN  CHARLESTON  HARBOR,  SOUTH 

CAROLINA. 

The  project  for  this  work  comprised  the  removal  of  sundry  wrecks 
sunk  in  the  harbor  during:  the  civil  war,  the  removal  of  125  linear  feet 
from  the  outer  end  of  the  Bowman  jetty,  projecting  from  Sullivan's  Island 
into  Beach  Channel,  aud  dredging  in  that  channel  to  a  depth  of  15  feet 
low-water  soundings. 

The  estimated  cost  of  these  improvements  was  $74,000  to  $76,000. 
There  has  been  appropriated  $74,700. 

During  the  past  fiscal  year  the  work  accomplished  cx)mprised  the  re- 
moval of  only  738  cubic  yards  of  stone  from  the  outer  end  of  Bowman's 
jetty,  most  of  which  was  placed  on  or  alongside  the  shore  ei\d  o^  V\v^ 
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same,  and  122  cubic  yards  was  deposited  in  deep  water  to  the  west  of 
the  channel  end  of  the  jetty.  This  work  does  not  progress  as  rapidly 
as  was  expected,  in  consequence  of  the  strong?  currents  which  exist  there 
at  all  stages  of  the  tide  except  for  a  couple  of  hours  at  slack- water  of  ebb 
and  flood  tide.  The  contractors  at  work  on  the  jetty  are  Mr.  Joel  Griffin, 
under  a  contract  entered  into  on  the  30th  of  September,  1872,  and  Mr, 
Benjamin  Maillefert,  under  a  contract  entered  into  on  the  8th  of  May, 
1874.  There  were  also  removed,  under  a  contract  with  Mr.  Benj.  Mail- 
lefert, entered  into  on  the  16th  of  September,  1873,  the  wrecks  of  the 
Stono,  the  Prince  of  Wales,  and  the  Juno,  lying  close  to  the  Bowtuaa 
jetty  on  the  east  side. 

Under  a  contract  executed  April  15,  1873,  Mr.  Benj.  Maillefert  re- 
moved the  wreck  of  the  monitor  Keokuk,  sunk  in  the  main  channel 
abreast  of  Morris  Island,  and  purchased  by  him  for  the  sum  of  §50. 

My  assistant,  Capt.  J.  W.  Cuyler,  Corps  of  Engineers,  in  reporting 
upon  the  progress  of  the  work  of  removing  Bowman's  jett} ,  says : 

Mr.  GriflBn  rai8<'8  his  stono  by  a  pair  of  grappling-irons,  worked  by  a  wliii)  by  man- 
power, on  a  small  flat,  and  can  raise  stone  from  1^  to  2^  cubic  yards  in  size.  Mr.  Mail- 
lefert works  on  a  larger  scale,  nsiug  a  large  scow,  on  which  is  a  heavy  'Tongs'^  or  set  of 
claws,  run  by  steam-power,  and  can  take  up  stone  from  3  to  4  cubic  yards  in  size.  The 
locality  is  most  unfavorable  for  this  work.  Owing  to  exposure  to  heavy  seas  and  a  con- 
tracted channel-way,  giving  strong  currents,  varying  with  the  winds  and  the  different 
stages  of  the  tide,  it  was  found  impossible  to  do  any  work  but  for  about  an  hour  on 
either  side  of  the  slack-water  time,  so  that  the  work  has  progressed  but  slowly  ;  scarcely 
as  rapidly  as  the  importance  of  it  called  for.  To  meet  this  requirement,  it  is  deemed  , 
that  appliances  more  perfect  than  those  now  in  use,  and  the  carrying  on  of  operations 
on  a  more  extended  scale,  are  requisite — indeed  indispensable. 

No  dredging  was  done  during  the  past  fiscal  year  in  Beach  Channel, 
it  having  been  thought  best  to  defer  this  w^ork  until  the  end  of  the  jetty 
was  removed  to  a  depth  of  16^  feet  below  low-water,  in  order  that  the 
benetit  of  the  increased  flow  to  be  secured  thereby  might  be  realized. 

During  the  i^resent  fiscal  year  the  work  of  removing  the  end  of  Bow- 
man's jetty  will  be  continued,  and  probably  complete<l  to  a  depth  of  16J 
feet  below  low-water,  over  that  portion  comprising  125  linear  feet  of  its 
outer  end,  as  first  estimated. 

Dredging  in  Beach  Channel  to  secure  the  desired  depth  of  15  feet  at 
mean  low-water  will  also  be  carried  on,  and  |)ossil)ly  completed.  The 
time  of  its  completion  will  depend  on  whether  the  work  is  done  by  con- 
tract or  by  the  Unite;?  States  dredging-steamer  Henry  Burden.  If  by 
the  latter,  it  will  be  prosecuted  in  connection  with  dredging  elsewhere, 
the  magnitude  of  which  cannot  be  stated  in  anticipation  of  proposals 
from  contractors.  Bea(!h  Channel  is  essentially  a  flood-tide  channel; 
the  tidal  wave  in  entering  it  meets  with  no  smlden  bar  to  obstruct 
its  flow  until  it  reaches  Drunken  Dick  Shoal  and  the  contracted  water- 
way between  this  shoal  and  Fort  Moultrie,  where  the  Bowman  jetty  is 
located.  A  vessel  entering  this  channel  from  the  ocean,  after  reaching 
four  fathoms  of  water  ofl  liattlesnake  Shoals,  six  miles  distant  from 
Fort  Moultrie,  would  gradually  and  quite  regularly  shoal  her  sound- 
ings until  she  arrived  at  the  narrow  pass  between  the  end  of  Bow- 
man jetty  and  Drunken  Dick  Shoal,  where  she  would  encounter  a 
narrow  channel  a  little  less  than  15  feet  deep,  with  a  sharj)  turn  to  the 
southward,  caused  by  the  projecting  end  of  the  jetty.  It  is  expected 
that  the  removal  of  the  outer  end  of  this  jetty  will  result  in  straighten- 
ing the  channel  without  any  diminution  of  depth,  and  it  is  hoped  that 
any  additional  width  and  depth  secured  in  the  narrow  pass  by  dredging 
will  be  permanent.  The  direction  of  Beach  Channel,  with  the  exception 
of  the  sudden  turn  above  mentioned,  is  due  east  and  west.    The  turn  is 
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expected  to  disappear,  in  great  measure,  with  the  removal  of  the  outer 
portioQ  of  the  jetty,  upou  which  work  is  now  iu  progress.  The  direction 
of  the  flood-current  through  Beach  Channel  is,  therefore,  due  west. 
When  it  reaches  the  inner  end  of  that  channel,  at  the  jetty,  it  meets 
the  main  volume  of  the  flood  through  the  main  ship,  the  north,  and 
the  swash  channels,  an<l  is  diverted  in  a  northwesterly  direction,  par- 
allel to  that  portion  of  Sullivan's  Island  west  of  Fort  Moultrie,  and  flows 
thence  through  Rebellion  Roads  and  Hog  Island  Channel.  On  the  ebb 
this  large  volume  of  water,  constituting,  perhaps,  three-fourths  of  the 
entire  ebb-flow  in  the  harbor,  takes  the  opposite  or  southeasterly  direc- 
tion, and,  passing  by  the  narrow  inner  end  of  the  Beach  Channel,  flows 
to  the  sea  through  the  several  channels  farther  south.  One  of  the  objects 
of  shortening  Bowman  jetty  is,  therefore,  to  increase  the  volume  of  ebb 
flowing  through  Beach  Channel.  In  the  original  project  for  the  improve- 
ment of  this  harbor,  submitted  in  my  communication  of  May  13,  1871, 
it  was  stated  that — 

Should  the  removal  of  125  feet  from  the  end  of  Bowman  jetty  be  exeoated  with  such 
results  as  to  suggest  a  further  reduction  in  the  length  of  that  work,  an  additional  apv 
propriatiou  will  be  requested.  > 

Over  this  section  of  125  feet  a  depth  in  no  phuje  less  than  11 J  fefet  at 
mean  low-water  was  attained  during  the  last  fiscal  year,  resulting  in 
such  an  increase  in  the  volume  of  flow  on  the  ebbtide  that  I  am  induced 
to  recommend  a  further  reduction  of  50  feet  in  the  length  of  the  jetty, 
at  an  estimated  cost  of  $10,000,  inclusive  of  the  necessary  additional 
dredging. 

Within  the  last  few  weeks  the  municipal  authorities  of  the  city  of 
Charleston  have  taken  some  important  steps  towards  the  improvement 
of  Pumpkin  Hill  Channel  across  the  main  bar,  opposite  the  lower  end  of 
Morris  Island.  This  channel  is  the  one  now  exclusively  used  by  large 
vessels.  It  is  run  by  range-lights  on  Morris  Island.  A  contract  has 
been  entered  into  between  the  city  authorities  and  Mr.  Benjamin  Maille- 
fert,  under  which  the  latter  agrees  to  establish  a  channel  20  feet  deep  at 
mean  high-water,  and  of  a  specified  width.  1  entertain  no  doubt  of  the 
practicability  of  dredging  such  a  channel  with  a  centrifugal  pump, 
which  the  contractor  intends  to  use,  substantially  as  now  employed  upon 
the  steamer  Henry  Burden. 

Experience  will  indicate  whether  the  annual  cost  of  maintaining  such 
a  channel  at  that  point  will  be  too  great  to  justify  the  General  Govern- 
ment in  assuming  it. 

The  contemplated  depth  of  20  feet  at  mean  high  water  (or  15  feet  at 
mean  low-water)  is  the  same  as  that  adopted  in  the  project  for  improv- 
ing Beach  Channel.  But  20  feet  in  Beach  Channel  is  equivalent  to 
nearly,  if  not  quite,  22  feet  on  Pumpkin  Hill,  owing  to  the  much  greater 
swell  always  existing  at  the  last-named  locality.  A  vessel  drawing  18 
feet  of  water  would  require  an  exceptionably  quiet  sea  in  order  to  pass 
through  Pumpkin  Hill  Channel  on  20-feet  soundings  without  striking 
the  bottom,  while  she  could  ordinarily  pass  Beach  Channel  on  18J  to  19 
feet  soundings. 

Financial  statement. 

Balance  in  Treasury  of  the  United  States  July  1,  1873 $26, 700  00 

Amount  in  hands  of  officer  and  subject  to  his  chock 9, 142  44 

Amount  appropriated  by  act  approved  Juno  23,  1874 18, 0(M)  00 

Amount  expended  during  fiscal  year  ending  June  30, 1874 20, 018  57 

Amount  available  July  1,  1874 30,r)73  87 

Amonut  required  for  the  fiscal  year  ending  June  30, 1876 10, 000  00 
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T   2. 

IMPROVEMENT  OF  SAVANNAH  RIVER  AND  HARBOR,  GEORGIA. 

The  anuual  report  of  the  progress  made  in  the  improvement  of  Savan 
nah  River,  during  the  fiscal  year  ending  Jane  30,  1873,  embraced  a  pre 
ject— 

Having  in  view  the  ultimate  achievement  of  a  practicable  low-water  ship-channer 
15  feet  in  depth,  or,  rather,  a  channel  by  which  vessels  drawing  22  feet  of  water  cai 
pass  on  the  high-tide  from  Tybee  Roads,  where  the  mean  rise  and  fall  is  7  feet,  to 
vanuah  Citj*,  where  the  mean  rise  and  fall  is  only  6^  feet. 

It  was  stated  that  the  estimated  cost  of  carrying  out  the  entire  project'  -^it 
was  $481,320,  and  that  the  general  plan  could  be  extended  and  a  greatemr  ^^r 
channel-depth  attained,  if  it  should  be  found  expedient  to  do  so. 

OPERATIONS  DURING  THE  YEAR. 


The  operations  during  the  past  fiscal  year,  although  conducted  in  fur 
therance  of  the  project  referred  to  above,  were  not  included  in  the  gen 
^ral  estimate.    They  consisted  in  dredging  at  various  points,  and  i 
removing  sundry  wrecks  and  other  obstructions  as  specified  below. 

1.  Northeast  of  Fort  Pulaski,  and  south  of  the  light-ship,  55,369  cubic3^ 
yards  of  materials  have  been  removed  from  a  shoal  or  bar  which  sepa- 
rates Tybee  Roads  from  the  channel  passing  between  the  oyst^r-beil 
and  Fort  Pulaski.    The  channel  established  over  this  shoal  is  13  feet 
deep  and  nearly  200  feet  wide  at  mean  low-water. 

Most  of  the  dredging  in  this  locality  was  done  by  the  United  States 
dredge-steamer  Henry  Burden,  and  it  was  found  convenient  and  deemed 
expedient  to  make  the  channel  considerably  wider  than  was  contemplated 
when  the  project  for  the  fiscal  year  was  submitted. 

2.  Abreast  of  Elba  Island  a  long  shoal  exists  from  which  57,688  cubic 
yards  of  materials  were  removed,  and  a  channel  13J  feet  deep  and  fully 
100  feet  wide  at  mean  low- water  secured. 

Upon  this  shoal  the  work  done  was  fully  double  the  quantity  estimated 
for  »nd  set  forth  in  the  specifications,  a  large  deposit  of  silt  having 
taken  place  between  the  time  when  the  survey  used  in  the  calculations 
for  the  work  was  made  and  the  period  of  commencing  the  dredging. 
At  other  points,  notably  opposite  the  lower  end  of  Elba  Island,  and  also 
opposite  the  upper  end  of  Long  Island,  the  shoals  have  been  removed 
to  such  a  degiee  by  the  scouring  action  of  the  water  that  no  dredging 
has  yet  been  necessary,  and  none  is  contemplated  during  the  present 
fiscal  year,  or  under  the  appropriation  made  in  the  act  approved  June 
23,  1874. 

3.  At  the  place  known  as  The  Wrecks,  opposite  the  lower  end  of 
Fig  Island,  2,436  cubic  yards  of  materials  have  been  removed.  Of  the 
115,403  cubic  yards  of  dredging  accomplished  during  the  year,  45,607 
cubic  yards  were  taken  out  by  the  United  States  dredge-steamer  Henry 
Burden  from  the  shoal  northeast  of  Fort  Pulaski,  and  the  balance, 
69,886  cubic  yards,  by  the  city  of  Savannah  under  contract.  (A  full 
report  of  the  work  dune  by  the  steamer  Henry  Burden  during  the  year 
is  given  in  a  statement  by  itself.)  No  dredging  was  done  upon  Garden 
Bank  op[)Osite  the  city  of  Savannah. 

4.  The  wrecks  of  two  large  wooden  vessels  of  1,000  to  1,200  tons 
burden  each  (the  Thompson  and  the  Sebastecook)  were  removed  from 
the  channel  northwest  of  Fort  Pulaski,  near  the  oyster-bed  beacon. 
This  work  was  done  under  a  special  agreement  entered  into  with  Mr. 
David  Symons,  on  the  authority  of  the  Chief  of  Engineers.     A  lighter 
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loaded  with  oyster-shells  for  Fort  Pulaski,  sunk  in  the  channeljopposite 
trial  work,  was  also  removed  by  Mr.  Synious,  under  authority Jfrom  the 
Chief  of  Engineers. 

WORK  CONTEMPLATED   DURING  THE  PRESENT  FISCAL  YEAR. 

The  act  approved  June  23, 1874,  appropriated  $50,000  for  continuing^ 
^he  improvement  of  the  harbor  of  Savannah.  It  is  proposed  to  expend 
^his  sum  substantially  as  follows,  although  all  the  work  specified  may 
xiot  be  completed  during  the  fiscal  year,  viz: 

1.  In  dredging  20,000  to  25,000  cubic  yards  from  the  shoal  northeast 
of  Fort  Pulaski  in  order  to  establish  a  channel  13^  feet  deep  and  150 
Jeet  wide  at  mean  low- water.  It  is  probable  that  the  width  will  exceed 
150  feet. 

2.  In  dredging  25,000  to  30,000  cubic  yards  from  the  shoal  abreast  of 
!£lba  Island  so  as  to  secure  at  that  point  a  channel  13J  feet  deep  and 
125  feet  wide  at  mean  low^-water. 

3.  In  dredging  35,000  to  40,000  cubic  yards  at "  The  Wrecks,"  opposite 
the  lower  end  of  Fig  Island,  so  as  to  secure  a  channel  13^  feet  deep  and 
125  feet  wide  at  mean  low-water. 

4.  In  dredging  30,000  to  38,000  cubic  yards  from  Garden  Bank,  oppo- 
site the  lower  portion  of  the  city  of  Savannah,  so  as  to  estabjish  along 
the  city  wharves  a  channel  13^  feet  deep  and  not  less  than  125  feet 
uride  in  that  locality. 

5.  In  removing  one  crib  sunk  during  the  civil  war  in  the  channel  at 
the  entrance  from  the  Savannah  River  into  St.  Augustine  Creek. 

This  channel  was  closed  by  a  line  of  heavy  cribs  and  piles,  many  of 
which  have  already  been  taken  out.  It  is  not  proposed  to  remove  them 
all,  but  to  widen  the  existing  opening  for  the  accommodation  of  steam- 
ers and  small  sailing-vessels  using  the  inside  passage  from  Savannah  to 
Brunswick  and  farther  south. 

At  both  Garden  Bank  and  "  The  Wrecks''  the  natural  causes  at  work 
have  a  tendency  to  fill  up  the  channel.  The  obvious  remedy  for  this 
evil  is  to  increase  the  volume  of  flow  in  the  stream  by  means  of  a  dam 
or  a  deflecting  jetty  at  *' Cross-Tides"  in  conjunction,  if  necessary,  with 
a  contraction  of  the  water- way  by  means  of  longitudinal  jetties  wher- 
ever needed. 

The  project  submitted  last  year  contemplates  both  of  these  classes  of 
works,  and  I  deem  it  extremely  doubtful  whether  the  channel  will  main- 
tain itself  at  the  necessary  depth  without  a  resort  to  them. 

An  essential  feature  of  that  project  is  a  dam  at  "  Cross-Tides''  with  a 
sluice-way  lor  river-boats,  or  in  lieu  thereof  a  deflecting  jetty,  the  object 
in  either  case  being  to  force  into  Front  River  along  the  wharves  of  the 
city  of  Savannah  a  portion  of  the  large  volume  of  water  which  now 
passes  into  Back  River  through  the  Cross-Tides,  four  miles  above  the 
city,  and  joins  the  Savannah  River  again  below  Fig  Island  and  one  mile 
below  the  lower  city  limits. 

Nearly  two-thirds  of  the  water  coming  down  the  Savannah  River  flows 
through  the  ^' Cross  Tides'^  into  Back  River,  while  only  one- third  of  it 
passes  down  Front  River  past  the  city  wharves  and  over  the  shoals 
known  as  Garden  Bank  and  "  The  Wrecks,"  that  are  such  serious  ob- 
structions to  navigation. 

I  entertain  grave  doubts  of  the  stability  of  any  channel  established 
over  these  shoals  by  dredging  alone,  unaided  by  suitable  works  for  aug- 
menting the  volume  of  flow\ 

I  therefore  deem  the  construction  of  the  work  projected  at  "  Cross- 
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Tides,"  either  a  deflecting  jetty  or  a  sluice-dam — preferably  the  latter — 
as  of  capital  importance. 

In  order  to  secure  the  construction  of  this  work,  and  at  the  same  time 
carry  on  the  necessary  improvement  by  dredging  at  points  lower  down, 
a  liberal  appropriation  is  recommended. 

It  is  not  improbable  that  after  the  jetty  or  dam  is  finished  it  will  be 
found  necessary  to  contract  the  natural  water-way  at  some  points  in 
order  to  establish  a  more  rapid  current  over  the  shoals. 

In  my  judgment  the  work  at  *' Cross-Tides"  should  first  be  constructed. 
This  will  result  in  an  increased  voluu^e  of  water  to  deal  with  at  the 
shoals  below.  The  measure  of  this  increase  will  determine  the  method 
of  improvement  likely  to  prove  the  most  advantageous. 

The  omission  of  this  dam  from  the  scheme  of  proposed  improvement 
will  in  my  opinion  materially  enhance  the  total  cost  of  the  projected 
Works,  for  not  only  will  the  scouring  effects  of  the  increased  flow  to  be 
established  by  the  dam  be  wanting,  but,  to  compensate  for  its  absence, 
the  contraction  of  the  channel  with  longitudinal  jetties  in  order  to  create 
an  ebb  current  of  the  requisite  velocity  to  keep  the  channel  open  may 
have  to  be  resorted  to,  on  a  scale  not  estimated  for  or  deemed  necessary 
on  the  hypothesis  of  a  dam  at  "  Cross-Tides." 

Even  the  postponement  of  the  construction  of  this  deflection  jetty  or 
dam  until  the  heaviest  part  of  the  dredging  is  done  on  the  shoals  at  and 
below  the  city  will  increase  the  cost  of  completing  the  works. 

Its  construction.at  the  earliest  practicable  moment  is  urged  as  a  meas- 
ure of  economy. 

The  detailed  estimate  of  the  total  cost  of  the  proposed  improvements, 
together  with  a  table  of  statistics  showing  the  steady  increase  of  the 
commerce  of  the  city  of  Savannah,  was  included  in  my  last  annual 
report. 

Financial  stateinenU 

Balance  in  Treasury  of  United  States  July  1,1873..^ $70,000  00 

Amonnt  in  hands  of  officer  and  subject  to  his  check 1,605  64 

Amount  appropriat^nl  by  act  approved  June  Z'\  1874 50, 000  00 

Amount  expended  during  fiscal  year  ending  June  30, 1874 71,149  55 

Amount  available  Jul^  1,  1874 50,656  09 

Amount  required  for  hscal  year  ending  June  30, 1876 175, 000  00 

Additional  amount  which  will  be  required  to  complete  the  project 256, 320  00 


T3. 

IMPROVEMENT  OF  THE  BAR  AT  THE  MOUTH  OF  THE  ST.  JOHN^S  RIVER' 

FLORIDA. 

The  temporary  improvement  of  the  ship  channel  across  the  St.  John's 
River  Bar,  by  dredging,  was  carried  on  during  a  period  of  fifteen  weeks, 
with  the  United  States  dredging-steamer  Henry  Burden,  fully  described 
in  my  previous  reports,  more  particularly  in  the  annual  report  of  the 
Chief  of  Engineers  for  the  fiscal  year  ending  June  30,  1872. 

At  the  time  work  was  begun,  on  September  29,  1873,  it  was  found 
that  many  changes  had  taken  place  since  the  suspension  of  work  the 
previous  November.  The  portion  dredged  in  south  channel  had  shoaled 
considerably,  and  had  become  crooked  and  elongated,  while  the  channel 
north  of  Pelican  Bank  had  scoured  out  to  such  a  degree  that,  in  respect  to 
depth  of  water,  there  wa«  only  a  few  inches  difference  in  favor  of  the 
south  channel. 

The  north  channel  being  much  the  shortest  of  the  two,  and  in  all 
respects  quite  as  accessible  and  convenient  for  vessels,  seemed  to  offer 
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the  biist  promise  of  useful  results  with  the  small  sura  available  for  the 
work.     It  was  therefore  selected  as  the  one  to  be  dredged. 

The  total  quantity  of  sand  removed  between  September  29,  1873,  and 
January  10,  1874,  when  work  was  suspended,  was  14,649  cubic  yards. 

The  amount  expended  in  running-expenses,  current  repairs,  and  altera- 
tions was  $3,915.59,  or  an  average  of  26|  cents  per  cubic  yard.  I  am 
not  prepared  to  say  that  the  work  done  resulted  in  any  material  im- 
provement of  the  channel.  The  seavson  was  exceptionably  bad  for  dredg- 
ing, and  the  interruptions  from  storms  and  heavy  fogs  frequent  and 
sometimes  prolonged.  The  consequence  was  that  the  increased  depth 
achieved  from  time  to  time  during  the  few  periods  of  comparatively 
continuous  work  which  the  weather  allowed  was  filled  in  by  the  suc- 
ceeding storms,  and  the  channel  restored  to  its  normal  condition,  if  such 
a  term  can  be  applied  to  a  water-way  possessing  no  stability  and  liable 
to  be  changed,  not  only  in  its  position  and  direction  but  in  its  depth 
also,  by  every  storm  that  occurs  upon  the  coast,  no  matter  from  what 
direction  it  may  proceed. 

It  has  never  been  assumed  nor  supposed  that  dredging  in  the  channel 
across  the  Saint  John's  bar  would  result  in  any  permanent  improvement. 
On  the  contrary,  the  constantly  shifting  character  of  this  bar  has  been 
admitted  from  the  first,  and  discussed  at  some  length  in  my  annual 
reports. 

The  only  kind  of  permanent  improvement  which  is  at  all  applicable 
to  the  mouth  of  this  river,  with  any  promise  of  success,  is  the  method 
of  jetties;  and  even  jetties,  although  judiciously  located  and  well  con- 
structed, might  signally  fail  to  give  that  measure  of  relief  which  is  de- 
sired. 

It  is  claimed  by  parties  interested  in  the  growth  of  Jacksonville,  and 
in  the  trade  naturally  tributary  to  the  St.  John's  River,  that  a  large 
amount  of  freight  from  the  West  will  seek  ocean  transportation  by  way 
of  that  stream  as  soon  as  the  Jacksonville,  Pensacola  and  Mobile  Rail- 
road, having  its  eastern  terminus  at  Jacksonville,  shall  have  formed  its 
contemplated  western  connections ;  and  that  it  will  then  be  demanded 
of  the  General  Government,  in  the  furtherance  of  what  is  understood 
to  be  its  general  policy  of  internal  improvements,  to  expend  money  lib- 
erally for  permanent  works  of  improvement,  either  at  the  mouth  of  the 
St.  John's,  or,  as  an  alternative,  upon  a  ship-channel  or  canal  for  large 
vessels  between  that  river  and  Nassau  Inlet,  or  even  Fernandina. 

The  soundness  of  these  views  may  well  be  questioned ;  for  a  glance  at 
the  map  will  show  that  eastern  bound  freight  from  all  points  west  of 
the  Apalachicola  River  would  naturally  seek  Mobile  or  Pensacola  as  a 
shipping-port  in  preference  to  a  harbor  on  the  Atlantic  coast,  the  saving 
in  distance  by  rail  being  more  than  sufficient  to  compensate  for  the 
lengthened  voyage  by  sea. 

It  would  appear,  therefore,  that  only  the  middle  and  eastern  portions 
of  Florida,  and  that  part  of  Georgia  beyond  reach  of  the  railroad-system, 
whose  tide  water  connection  is  at  Brunswick,  could  afford  to  send  its 
productions  to  the  St.  John's  River  for  shipment.  But  conceding  that 
this  is  not  the  case,  and  that  at  an  early  day,  or  as  soon  as  certain  pro- 
jected roads  are  completed,  the  amount  of  freight  brought  to  tide- water 
on  the  Atlantic  by  the  Jacksonville,  Pensacola  and  Mobile  Railroad 
and  the  Florida  Railroad  will  require  a  harbor  with  ample  depth  of  water 
for  large  sea-going  vessels.  Even  under  this  hypothesis  it  does  not 
necessarily  follow  that  the  requisite  facilities  for  transshipment  should 
be  supplied  by  the  General  Government  on  the  St.  John's  River. 

From  the  west  it  is  only  twenty-six  miles  farther  by  rail  to  Fernandina, 
^here  an  excellent  harbor  exists  and  no  improvemeiita  ate  u^efc^'S^'^T'^  > 
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than  it  is  to  Jacksonville.    The  harbor  of  Fernandina  is  accessible  to 
vessels  drawing  eighteen  feet  of  water. 

The  expenditure  of  from  $750,000  to  $1,000,000  in  the  construction  of 
a  ship-channel  or  canal  from  the  8t.  John's  liiver  to  Fernandiua  would 
doubtless  also  render  the  St.  John's  accessible  to  ocean  going  vessels  of 
sufficient  capacity  to  transport  their  cargoes  at  low  rates. 

The  distance  iroin  Fernandiua  to  Jacksonville,  along  the  route  gen- 
erally conceded  to  be  the  best  for  a  canal,  is  tift^'-two  miles,  of  which 
twenty-two  miles  would  be  the  St.  John's  River  itself,  improved  at  cer- 
tain points,  and  twenty-six  miles  the  existing  inside  passage  consider- 
ably improved  by  widening,  deepening,  and  straightening  at  sundry 
points. 

The  balance  of  four  miles  would  be  made  up  of  artificial  channels  ex- 
cavated through  the  marshes  and  lowlands,  at  such  places  and  in  such 
directions  as  would  result  in  the  greatest  reduction  in  the  length  of  the 
line. 

I  have  never  been  an  advocate  for  jetties  at  the  mouth  of  the  St.  John's 
River,  having  no  confidence  in  the  practicability  of  their  construction 
and  maintenance  at  a  reasonable  cost,  and  no  belief  in  either  the  cer- 
tainty or  the  magnitude  of  the  benefit  to  be  derived  from  them.  Upon 
these  points  I  am  not  able  to  form  any  judgment  upon  which  I  am  will- 
ing to  rely  myself,  much  less  to  adv-ance  or  recommend  officially. 

It  would  seem,  therefore,  that  the  question  which  presents  itself  for 
solution  in  this  connection  is  whether  the  United  States  shall  cotfstruct 
and  maintain  permanent  works  of  improvement  at  an  original  outlay  of 
nearly,  if  not  quite,  $1,000,000,  in  order  that  the  trifling  difference  be- 
tween the  cost  of  twenty-six  miles  of  railroad  transportation  and  fifty- 
two  miles'  carriage  by  water  may  be  saved  to  the  producers  located 
within  a  very  restricted  area  of  countr}".  I  am  not  prepared  to  advocate 
such  a  policy. 

Assuming,  therefore,  that  the  General  Government  will  not  deem  it 
expedient  to  enlarge  into  a  ship-channel  for  large  ocean-going  vessels  the 
present  inland  passage  between  Fernandiua  and  St.  John's  River,  the 
next  question  is  whether  any  expenditure  at  all  can  be  wisely  made 
upon  that  route. 

The  passage  is  at  the  present  time  navigable  for  small  steamers  and 
is  used  by  them  constantly. 

A  survey  or  examination  of  that  portion  of  this  line  south  of  Nassau 
Inlet,  was  provided  for  by  the  act  of  Congress  approved  June  23,  1874, 
and  the  appropriation  of  $10,000  by  the  same  act,  for  the  improvement 
of  the  bar  at  the  mouth  ot  the  St.  John's  River,  was  made  applicable  to 
the  improvement  of  this  passage. 

From  my  knowledge  of  this  channel,  derived  from  pilots  and  masters 
of  vessels,  and  the  necessity  for  its  constant  use  by  small  steamers  plying 
between  Savannah  and  Jacksonville,  for  the  accommodation  of  towns 
and  planters  along  the  route,  I  deem  its  imi)rovement  to  a  limited  ex- 
tent by  the  United  States,  to  be  entirely  legitimate  and  proper.  It  will 
doubtless  be  found  expedient  and  desirable  to  continue  its  improve- 
ment from  time  to  time,  until  it  is  brought  to  such  condition  that  all  the 
river-craft  plying  upon  the  St.  John's  River  above  Jacksonville  can 
reach  Fernandiua  and  discharge  and  receive  cargoes  at  that  point. 
The  commerce  of  the  St.  John's  is  steadily  increasing  in  magnitude 
and  importance,  and  the  amount  of  freight  brought  down  the  stream 
and  arriving  at  Jacksonville  by  rail,  for  transshipment  to  foreign  or  do- 
mestic ports,  is  by  no  means  inconsiderable. 

At  the  present  time  it  has  to  be  exported  in  small  vessels,  upon  which 
the  freight-charges  are  comiiaratively  high.    The  freight  arriving  by 
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rail  can,  of  course,  avoid  this  by  going  to  Fernandiua,  but  is  to  a  large 
extent  prevented  taking  that  direction  by  local  coa)i»etition  and  jealousy. 

The  natural  and  proper  port  tor  the  shipment  of  all  freight  arriving 
in  East  Florida,  by  either  the  Jacksonville,  Pensacolaand  Mobile,  or  by 
the  Florida  Kailroad,  and  seeking  transportation  in  large  vessels, 
is  Fernandina,  and  the  inside  passage  should  be  enlarged  to  such  degree 
that  the  St.  John's  River  boats  and  barges  can  deliver  their  cargoes 
at  this  point  in  all  cases  when  the  shipment  by  small  vessels  arriving 
and  departing  by  way  of  the  Bt.  John's  Bar  is  deemed  relatively  disad- 
vantageous. 

I  doubt  the  wisdom  of  expending  any  more  money  upon  the  bar  at  the 
mouth  of  the  St.  John's  Riv^er.- 

As  soon  as  practicable  after  the  survey  of  the  inside  passage  provided 
for  at  the  last  session  of  Congress  shall  have  been  completed,  a  project 
for  it^  improvement  ^vill  be  submitted,  with  estimates  of  its  cost. 

The  amount  appropriated  for  the  fiscal  year  ending  June  30,  1875,  is 
$10,000,  which  can  be  applied  to  continuing  the  work  on  the  bar,  or  to 
dredging  out  the  inside  passage  between  the  St.  John's  River  and  Nas- 
sau Inlet. 

I  recommend  for  the  fiscal  year  ending  June  30, 1876,  an  appropriation 
of  $15,000,  to  be  applied  to  such  improvement  of  the  inside  passage  re- 
ferred to  as  the  contemplated  survey  may  show  to  be  feasible  and  desir- 
able, or  in  the  event  of  the  impracticability  of  any  improvement  of  this 
passage  at  a  reasonable  cost  to  be  used  upon  the  bar. 

Financial  statement 

BalanceinTreasury  of  United  States  July  1,  1873 $10,000  00 

De<lact  aiuonnt  expended  during  the  fiscal  year  ending  June  30, 1874 77  63 

Araoant  appropriated  by  act  approved  June  '2^i,  1874 10, 000  00 

Amount  expended  during  fi8cal  year  ending  June  30, 1874 9, 922  37 

Amount  Available  July  1, 1874 10,000  00 

Amount  required  for  the  fiscal  year  ending  June  30, 1876 15,000  00 


T4. 

operations  of  united  states  dredging- steamer  henry  burden. 

United  States  Engineer  Office, 

New  York,  August  3,  1874. 

General:  I  have  the  honor  to  submit  below  a  brief  statement  of  the 
operations  of  the  United  States  dredging-steamer  Henry  Burden  for  the 
fiscal  year  ending  June  30, 1874,  as  supplementary  to  m^^  annual  reports 
upon  the  river  and  harbor  inij)rovements  under  my  charge. 

As  previously  described,  the  Henry  Burden  is  a  small  side-wheel 
steamer,  fitted  up  with  a  9-inch  centrifugal  pump,  two  branches  of  6  inch 
suction-hose,  and  timber  bins  with  sliding  gates  on  deck  for  holding  the 
materials  raised  from  the  bottom. 

The  pump-engine  is  connected  with  the  steamer's  boiler.  The  mate- 
rials pumped  up  from  the  bottom  are  w^ashed  overboard  at  the  dumping 
ground  by  running  the  pump  in  clear  water. 

The  steamer  was.  purchased  under  authority  from  the  War  Depart- 
ment, and  taken  possession  of  on  the  20th  of  August,  1873.  The 
dredging-apparatus  had  been  placed  on  board  two  years  before,  while 
the  vessel  was  und^r  charter  to  the  United  States. 

The  steamer  sailed  from  New^  York  on  the  27th  of  August  and  reached 
Savannah  on  the  30th,  making  the  passage  in  eighty  hours,  during  which 
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she  encountered  a  storm  which  thoroughly  tested  and  proved  her  sea- 
worthiness. 

During  the  early  j>art  of  the  month  of  September  she  was  engaged  in 
experimental  work  at  different  points  of  the  Savannah  River  upon  the 
various  kinds  of  materials,  such  as  sand,  mud,  and  a  mixture  of  the  two, 
composing  the  bars  and  shoals  in  that  stream,  that  required  removal. 

While  engaged  in  these  trials  tbe  crew  became  so  disabled  by  malarial 
fever  that  it  was  deemed  expedient  to  defer  all  dredging-operations  upon 
the  Savannah  liiver,  except  those  carried  on  by  tbe  contractor,  until 
the  sickly  season  had  passed. 

The  steamer  was  therefore  ordered  to  the  bar  at  the  mouth  of  the  St 
John's  River,  Florida,  where  dredging  Was  commenced  on  the  29th  of 
September,  and  conthiued  until  the  appropriation  was  exhausted  on  the 
10th  of  January,  1874. 

Owing  to  exceptionally  bad  and  foggy  weather — the  season  being  de- 
scribed by  pilots  as  the  most  inclement  known  in  the  locality  for  thirty 
years — only  lifty-seven  working-days,  averaging  five  hours  each,  were 
secured.  In  this  time  14,649  cubic  yards  of  sand  was  raised  from  the 
bar  and  dumped  in  deep  water,  or  about  51^  cubic  yards  per  hour. 

The  cost  of  this  dredging  per  year,  as  compared  with  the  cost  during 
two  previous  years,  while  the  vessel  was  under  charter,  is  shown  in  the 
following  table : 


Least  coat  dnring  any  one  day,  per  cubic  yard 

Least  cost  daring  any  one  week,  per  cubic  yard . . 
Least  cost  during  an}'  one  month,  per  cubic  yard . 
Average  cost  for  the  entire  period 


1871-'72. 


10  13 


1872-*73. 


$0  15 
19        !        19  1-2 
26        I        83  1-2 
52  3-5  31  l-d 


1873-'74. 


#0  8  410 
14  1-6 
16 
26  5-7 


These  figures  cov^er  all  current  expenses  for  superintendence,  wages, 
and  subsistence  of  officers  and  crew,  (twelve  persons  in  all,)  fuel,  repairs, 
and  supplies. 

From  these  results,  obtained  during  a  short  season  of  almost  unex- 
ampled inclemency,  I  judge  that,  even  in  so  exposed  a  position  as  the 
St.  John's  Bar,  the  Henry  Burden,  taking  one  year  with  another,  can 
remove  upward  of  80,000  cubic  yards  of  material  per  year,  at  a  cost  not 
much,  if  at  all,  exceeding  20  cents  per  cubic  yard. 

On  the  loth  of  January  the  steamer  was  transferred  to  the  Savannah 
River,  and  dredging  was  commenced  on  the  shoal  known  as  the  **  Knoll," 
northeast  of  Fort  Pulaski,  and  continued  until  the  end  of  the  fiscal  year. 
Twenty-one  days  were  lost  on  account  of  bad  weather,  trips  to  Savannah 
for  fuel,  &c.,  and  no  work  was  done  on  Sundays,  leaving  one  hundred 
and  twenty-two  working-days,  of  eight  and  a  half  hours  average  duration 
each.  This  includes  the  time  occupied  in  going  to  the  shoal  in  the 
morning  and  returning  in  the  evening. 

During  this  period  45,607  cubic  yards  of  materials  were  removed  and 
deposited  at  the  dumping-grounds,  equal  to  about  47  yards  per  hour 
during  the  hours  occupied  in  work. 

The  material  removed,  after  getting  below  about  6  inches  of  crust, 
composed  of  sand  and  loam,  is  nearly  pure  sand.  The  capacity  of  the 
steamer,  therefore,  working  in  such  materials,  is  about  100,000  cubic  yards 
per  year.  The  cost  is  less  than  20  cents  per  cubic  yard,  as  shown  by 
the  following  analysis : 

The  least  cost  during  any  one  day  wa«  19^  cents  per  cubic  yard. 

The  lefist  cost  during  any  one  week  was  13  cents  per  cubic  yard. 

The  lexist  cost  during  any  one  month  was  15  cents  per  cubic  yard. 

The  average  cost  for  the  entire  period,  5^  months,  was  19xV  cents  per  cubic  yard. 


REPORT    OP    THE   CHIEF    OF    ENGINEERS.  13 

The  foregoing  figures  cover  all  expenses  for  superiuteudence,  wages, 
fael,  &c.,  as  in  the  case  of  the  St.  John's  River  Bar.  The  cost  could  be 
reduced  at  least  20  per  cent,  to  25  per  cent,  if  favorable  arrangements 
could  be  umde  for  purchasing  wood  delivered  at  the  Fort  Pulaski  wharf. 
At  present,  the  steamer  is  obliged  to  use  coal,  a  much  more  expensive 
fuel  than  wood,  and  has  to  go  to  Savannah  for  it,  thereby  causing  con- 
siderable additional  expense. 

From  August  20,  1873,  to  June  30,  1874,  ten  and  one-third  months, 
the  expenses  of  the  steamer  have  been  as  follows : 

Cost  of  steamer fi26,000  00 

Alteration  aud  repairs  and  expenses  of  delivering  vessel  at  Sa- 
vannah         1,439  53 

$27, 439  53 

Running  expenses : 

Superintendent  and  crew 8,  SQQ  66 

Fuel 3,911  61 

Engineers'  and  steamers'  supplies  and  repair  of  vessel 596  17 

Engineers'  supplies  and  repair  of  pump-machinery 901  35 

14,295  79 

Total 41,735  32 

Cost  of  vessel  10^  months  under  contract 30, 380  00 

Cost  of  vessel  10^  months  under  Government  ownership 14, 295  79 

Amount  saved  to  the  United  States  in  10^  months  by  present  arrangement.     16, 084  21 

The  cost  to  the  [Jnited  Stat-es  since  the  purchase  of  the  steamer,  as 
compared  with  the  cost  under  the  contract,  is  shown  to  be  over  $16,000 
less,  or  a  monthly  saving  of  about  $1,560.  At  the  same  rate  the  entire 
cost  of  the  steamer  will  be  saved  to  the  Government  in  nine  months  from 
July  1,  as  below  : 

Original  cost  of  steamer $26, 000  00 

Add  ordinary  wear  aud  tear  19^  months,  at  10  per  cent,  per  annum 4, 200  OP 

Total 30,200  00 

Average  monthly  saving,  (1,560  per  month,  19^  months 30,160  00 

Calculating  the  cost  of  the  dredging  done  by  the  Burden  on  the  Sa- 
vannah River  at  75  cents  per  yard,  the  lowest  bid  ever  received  after 
advertising  for  proposals,  aud  the  price  paid  the  city  of  Savannah,  and 
the  cost  of  dredging  on  the  St,  John's  River  at  the  rate  paid  when  under 
charter,  it  may  be  said  that  the  vessel  has  already  more  than  paid  for 
herself. 

Cost  of  dredging  Savannah  River,  45,607  yards,  at  75  cents  per  yard §34, 205  25 

Cost  of  dredging  on  St,  John^s  River  under  charter 10, 000  00 

44, 205  25 

-I 

Totalcost  of  steamer  to  June  30,  1874 41,735  52 

Very  respectfully,  your  obedient  servant, 

Q.  A.  GiLLMORE, 

Lieutenant- Colonel  of  Engineers^ 

Brevet  Major- Oeneralj  U,  S,  A. 
Brig.  Gen.  A,  A.  Humphreys, 

Chief  of  Engineers^  U.  S>  A, 
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APPENDIX  U. 

ANNUAL  REPORT  OF   MAJOR   WM.   P.  CRAIGHILL,  CORPS 
^    OF  ENGINEERS,  FOR  THE  FISCAL  YEAR  ENDING  JU^E 
30,  1874. 

United  States  Engineer  Office, 

Baltimore^  Md.j  Augtutt  11,  1874. 

Gex»jeral  :  I  have  the  honor  to  transmit  herewith  the  annual  report 
for  the  year  ending  June  30,  1874,  for  works  of  improvement  of  rivenj 
and  harbors,  and  of  examinations  and  surveys  therefor,  which  have  been 
in  my  charge. 

As  far  as  possible  the  usual  commercial  statistics  have  been  obtained. 
Where  they  are  not  appended  they  have  not  been  supplied  by  the  proper 
officials,  although  in  all  cases  they  have  been  asked  for. 
Very  respectfully,  your  obedient  servant, 

Wm.  p.  Craighill, 

Major  of  En^in^rSj  U,  8.  A, 
Brig.  Gen.  A.  A.  Humphreys, 

Chief  of  Engineers^  U,  8.  A. 


U  I. 


improvement  of  the  SUSQUEHANNA  RIVER  NEAR  HAVRE  DE  GRACE, 

MARYLAND. 

The  old  wooden  deflector  has  continued  to  stand  as  well  as  could  be  ex- 
pected, and,  according  to  the  testimony  of  persons  navigating  the  river, 
has  been  fulfilling  its  object  of  concentrating  the  flow  of  the  water  below 
the  bridge  and  maintaining  a  better  depth  in  the  channel  over  the  shoals 
below  Havre  de  Grace. 

It  has  not  been  possible,  for  want  of  funds,  to  make  a  survey  of  the 
locality. 

The  deflector  was  seriously  injured  and  breached,  by  the  extraordi- 
nary ice-gorge  of  March,  1873.  A  small  amount  of  money,  as  much  as 
was  available,  has  been  expended  in  closing  the  breach,  as  far  as  prac- 
ticable, by  sinking  old  hulks,  (canal-boats,)  twelve  in  number,  filled  with 
stone.  This  expedient,  which  has  proved  successful,  has  been  found 
cheap,  owing  to  the  nearness  of  the  canal  debouching  near  that  point, 
as  well  as  of  the  quarries  at  Port  Deposit. 

It  is  believed  there  can  be  no  reasonable  doubt  of  the  advantageous 
influence  of  the  work  already  built  there,  and  the  opinion  is  still  held 
that  it  should  be  replaced  by  a  permanent  structure  which  might  be 
built  for  $50,000. 

The  improvement  is  in  the  coUccl  ion -district  of  Baltimore,  which  is  the  nearest  port 
of  entry.  It  extends  from  opposite  Point  Concord  light  to  Sposutie  Island.  The 
trade  between  Baltimore,  Pliiladelphia,  and  New  York,  with  the  valley  of  the  Suscjue- 
hanna  to  near  its  head,  is  greatly  interested  in  this  work.  The  amount  of  this  trade  is 
large  but  cannot  be  accurately  ascertained. 

Amount  required  for  the  fiscal  year  ending  June  30,  1876,  $50,000. 


U    2. 

IMPROVEMENT  OF  NORTHEAST  RIVER,  MARYLAND. 

Nothing  has  been  done  at  this  place  since  April,  1873,  when  Morris  & 
Cumiugs  comjyleted  their  dredging.     The  results  of  their  operations 
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were  the  following:  a  channel  60  feet  wide  at  bottom,  with  a  ruling 
depth  of  5  feet  at  mean  low- water,  leading  from  the  5-foot  curve  in  the 
Northeast  River,  to  the  wharf  at  Northeast ;  a  basin  about  120  feet  long 
and  120  feet  wide  in  front  of  the  wharf;  and  a  channel  25  fe6t  wide  and 
3  feet  deep  at  low-water,  leading  from  the  wharf  to  Alexander's  mill. 

A  8i)ecial  report  was  made  May  28,  1873,  accompanied  by  a  sketch, 
which  showed  the  condition  of  the  channels  at  that  time.  No  money  has 
been  since  available  for  an  examination  of  the  channels.  The  effect  of 
the  improvement  has  been  to  increase  the  trade  of  the  town  and  enable 
a  steamer  to  run  re«:ularly  between  it  and  Baltimore,  as  well  as  sailing- 
vessels  to  aid  in  the  trade. 

Northeast  is  in  the  collection -district  of  Baltimore,  which  is  also  the  nearest  port  of 
eiitr>'. 

It  was  estimated  this  improvement  would  cost  $10,000,  the  wiiole  of 
which  was  appropriated  in  one  sum  and  the  w^ork  done  for  it.  No  more 
money  is  now  required.  It  is  not  improbable  some  filling  may  here- 
after gradually  take  place  where  Stony  Kun  empties  into  the  channel. 
In  time  of  freshets  more  or  less  sediment  will  be  necessarily  deposited 
from  that  stream. 

Financial  statement 

Amount  in  hands  of  officer  and  subject  to  bis  check •  $2  74 

Amount  expended  during  the  fiscal  year  ending  June  30,  1874 2  74 


U  3. 

IMPROVEMENT  OF  ELK  RIVER  BELOW  ELKTON,  MARYLAND. 

An  examination  of  this  river  was  made  in  January,  1873,  and  a  pre- 
liminary report,  with  an  approximate  estimate  of  the  cost  of  the  im- 
provement, was  submitted  in  reply  to  a  call  for  information  from  the 
Senate  Committee  on  Commerce,  which  was  printed  in  H.  K.  Ex.  Doc. 
No.  124,  March  24,  1873.  (See,  also,  pp.  77  and  815  of  Report  of  Chief 
of  Engineers  for  1873.) 

The  estimates  of  the  cost  of  improvement  now  presented  are  based  upon 
a  more  minute  survey  of  the  locality  made  in  October,  1873.  (See  pp. 
4  and  63  of  H.  R.  Ex.  Doc.  No.  84,  43d  Congress,  1st  session.) 

The  improvement  proposed  was  to  make,  by  dredging  a  channel  of  6 
feet  in  depth  at  low  water,  or  8  feet  at  high-water,  from  Cedar  Point  to 
Elkton,  and  in  the  Little  Elk  as  far  as  Bennett's  wharf.  Such  a  channel 
in  both  branches  of  the  river,  if  75  feet  wide,  will  cost  about  $36,000; 
and  if  but  50  feet  in  width,  $25,000.  Cheap  dikes  will  be  required  for 
regulating  the  banks,  and  to  provide  a  place  behind  which  to  place  the 
material  dredged. 

An  ai)propriation  of  $5,000  was  made  by  the  act  of  June  23, 1874, 
which  will  be  expended  at  the  worst  place,  viz:  near  Elkton,  between 
the  first  and  second  guts,  where  the  bar  is  nearly  dry  at  low- water.  A 
cheap  dike  will  be  built,  about  900  teet  long,  on  the  right  bank  of  the 
river,  opposite  the  month  of  the  first  and  second  guts,  above  and  below 
them,  at  a  cost,  it  is  estimated,  of  about  $2,000.  The  remainder  of  the 
small  appropriation  will  be  spent  in  dredging  and  depositing  the  ma- 
terial behind  the  dike.  The  channel  can  be  probably  made  50  feet  wide. 
The  depth  will  dei)end  on  the  price  per  cubic  yard  at  which  the  work 
can  be  done. 
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It  is  deemed  proper  to  call  special  attention  to  the  following  quotation 
from  the  report  of  November  18,  1873: 

Should  it  bo  decided  by  Congress  to  appropriate  for  thin  work,  it  is  a  case  where  true 
economy  requires  the  whole  anionut  to  be  available  in  one  sum,  for  continuous  and 
prompt  expenditure.  It  would  not  be  expedient  to  commence  the  improvement  unless 
at  least  $20,000  were  available. 

To  this  it  may  be  added  that  if  the  work  is  to  be  carried  through  with 
inadequate  appropriations,  the  cost  will  unquestionably  be  more  than 
the  amount  of  the  original  estimate. 

Elkton  is  situated  in  the  collection-district  of  Baltimore,  which  is  also  the  nearest  port 
of  entry. 

Financial  statement. 

Amount  appropriated  by  act  approved  June  23. 1874 §r>,  000  00 

Amount  available  July  i,  1874 5,0()0  00 

Amount  re<iuired  for  the  fiscal  year  ending  June  30, 1876 20, 000  00 


U4. 

IMPROVEMENT  OF  WORTON  HARBOR,  MARYLAND. 

Nothing  was  done  in  the  year  past  except,  in  July,  1873,  to  drive  a 
few  guidepi^es  to  aid  in  the  navigation  of  the  channel,  the  dredging  of 
which  was  completed  the  previous  month.  A  channel  100  feet  wide  at 
bottom  was  made,  connecting  the  wharves  iu  use  with  deep  water  of  the 
creek.  A  basin  was  also  excavated  at  the  head  of  navigation,  about  150 
feet  long,  and  of  the  same  width. 

The  estimate  for  this  improvement  was  $12,000,  which  was  appropri- 
ated in  one  sum,  and  the  work  was  finished  in  one  season.  No  more 
money  is  required. 

Worton  Creek  is  in  the  collection-district  of  Baltimore,  which  is  also  the  nearest  port 
of  entry. 

Financial  statement. 

Amount  in  hands  of  officer  and  subject  to  his  check !$222  85 

Amount  expended  during  the  fiscal  year  ending  June  30,  1874 fti'i  85 


Us. 

IMPROVEMENT  OF  QUEENSTOVVN   HARBOR,  MARYLAND. 

Nothing  has  been  done  at  this  place  since  December,  1872,  when  work 
ceased  upon  the  exhaustion  of  the  appropriation,  and  the  excavation  of 
a  channel  from  the  town  to  Chester  Kiver  at  the  mouth  of  the  creek. 
This  channel  was  100  feet  wide  at  the  bottom,  and  about  8  feet  deep  at 
low-w  ater.  The  work  is  stated  by  those  interested  to  have  been  of  great 
value  to  the  trade  of  the  place. 

Queenstown  is  in  the  collection-district  of  Baltimore,  which  is  also  the  nearest  jwrt 
of  entry. 

The  estimated  cost  of  this  work  was  i*9,500;  the  appropriations  were,  March  3,  1871, 
85,000  ;  June  10,  1872,  $6,000  ;  total,  611,000. 

If  the  whole  amount  of  the  estimate  had  been  given  in  one  sum,  and 
the  operations  not  interrupted  between  the  expenditure  of  one  appro- 
priation and  the  grant  of  another,  the  cost  would  not  have  exceeded  the 
estimate. 

No  further  appropriations  required. 
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U6. 

IMPROVEMENT  OF  CHESTER  RIVER,  AT  KENT  ISLAND  NARROWS,  MARY- 

LAND, 

A  survey  of  this  locality  was  made  in  October,  1872,  and  a  report 
submitted/  It  was  estimated  that,  to  excavate  a  channel  from  East^jrn 
Bay  to  Chester  River  100  feet  in  width,  would  cost  $23,000,  if  7  feet 
deep  at  mean  low-water.  • 

An  appropriation  of  $15,000  was  made  March  3, 1873.  Some  legal 
question  having  arisen  as  to  the  right  of  the  United  States,  in  the  prog- 
ress of  the  work,  to  remove  a  causeway,  which  has  been  standing, 
under  the  authority  of  the  State  of  Maryland,  for  more  than  fifty  years, 
across  the  channel  separating  Kent  Island  from  the  mainland,  it  was 
decided  by  the  Secretary  of  War,  after  consulting  the  Attorney-General 
of  the  United  States,  to  defer  operations  until  the  laws  of  the  State 
relating  to  the  subject  should  be  repealed  or  properly  modified. 

By  an  act  approved  April  11,  1874,  the  State  of  Maryland  assented 
to  the  removal  of  the  causeway,  but  with  the  provision  that,  ^'  before  the 
said  causeway  shall  be  cut  or  opened,  there  shall  be  built  a  bridge,^  with 
a  draw  of  not  less  than  60  feet  in  width.  In  consideration  of  this  pro- 
vision theSecretary  of  War  decided,  further,  that  the  improvement  would 
not  be  begun  until  the  bridge  was  built,  when  the  causeway  could  be 
removed  and  the  dredging  of  the  channel  be  done  at  the  same  time. 
The  money  available  may  thus  be  most  advantageously  and  economically 
expended. 

A  further  appropriation  of  $5,000  was  contained  in  the  act  of  June 
23, 1874,  making  a  total  of  $20,000. 

To  complete  the  estimate  the  sum  of  $3,000  is  required. 

This  locality  is  in  the  coUeotion-district  of  Baltimore,  which  is  also  the  nearest  port 
of  entry. 

Financial  statement 

BalanceinTreasury  of  United  States  July  1, 1873 $15,000 

Amonn t  appropriated  by  act  approved  June  23,  1874 5,  000 

Amount  available  July  1,1874 ^ 20,000 

Amount  required  for  the  tisoal  year  ending  June  30, 1876 5, 000 


U  7. 
IMPROVEMENT  OF  THE  HARBOR  OF  BALTIMORE,  MARYLAND. 

The  object  of  this  work  has  been  to  make  a  channel  24  feet  deep  at 
mean  low -water,  for  the  approach  of  vessels  drawing  22  J  or  23  feet,  to 
the  city  of  Baltimore,  at  any  ordinary  stage  of  tide. 

On  the  30th  of  June,  1873,  the  United  States  contractors  were  en- 
gaged in  the  Craighill  Channel  and  the  Fort  McHenry  Channel,  while 
other  contractors,  under  the  Patapsco  River  Improvement  Board,  were 
excavating  in  the  Brewerton  Channel — all  under  the  supervision  of  the 
United  States  engineer.  Operations  were  vigorously  prosecuted  in  all 
three  divisions  of  the  channel,  and  by  January  1,  1874,  the  channel  was 
available  for  use.  The  contracts  were  completed  about  May  1,1874. 
Daring  June,  1874,  a  thorough  resurvey  of  all  the  channels  showed 
them  to  be  generally  in  excellent  condition,  though  still  requiring  ad- 
ditional work  to  bring  them  to  completion.  Attention  is  requested  to  the 
appended  communication  to  the  Patapsco  River  Improvement  Board, 
2ENa 
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which  contains  a  historical  sketch  of  the  improvement  and  the  interest- 
ing facts  connected  with  it. 

It  is  obvious,  as  stated  in  previous  reports,  that  this  channel  will  require 
repairs  and  supervision  to  keep  it  in  condition  for  use,  as  is  the  case 
with  all  artificial  highways,  such  as  railways,  canals,  or  ordinary  roads. 
This  channel  is  nothing  bui  a  canal  in  the  middle  of  a  river.  It  has 
been  estimated  that  the  sum  of  $50,000  will  be  needed  every  year  after 
its  completion  for  such  repairs  as  will  be  required  for  the  constant  coun- 
teraction by  man  of  the  tendency  of  nature  to  bring  portions  of  the 
channels  back  to  their  normal  depth,  in  some  parts  not  greater  than  17 
feet.  The  necessity  of  properly  regulating  the  port-warden's  lines,  to 
which  previous  reports  have  called  attention,  is  still  pressing,  both 
within  and  without  the  limits  of  the  city. 

The  interests  to  be  affected  by  this  improvement  embrace  a  large  area 
in  the  southern,  western,  and  northwestern  sections  ot  the  country,  for 
which  Baltimore  is  rapidly  coming  to  be  regarded  as  a  great  commer- 
cial center. 

The  eetimate  for  this  improvement  was  ^60,000. 

Of  this  amount  the  city  of  Baltimore  has  supplied,  in  1872  and  1873 $350,  OOQ 

Congress  has  appropriated  $375, 000,  as  follows  : 

June  10, 1872 100,000 

Match  3,  1873 200,000 

June  23,  1874 75,000 

Totalby  city  and  Confess 725,000 

Had  this  whole  sum  been  at  once  available,  the  work  would  have  been 
completed  tor  that  amount.  Suspension  of  operations  from  want  of 
funds  and  changes  of  contractors  necessarily  make  work  cost  more  than 
if  the  operations  are  continuous  and  actively  carried  on  throughout  by 
the  same  parties.  For  the  annual  reparations  need^  in  this  improve- 
ment there  should  be  provided  $50,000.  For  1873  and  1874  this  sum 
was,  in  each  year,  necessarily  taken  from  the  funds  appropriated,  and 
so  it  must  be  in  1875  ;  and  hence,  to  bring  the  work  to  completion,  we 
should  have  at  once  $150,000 +$35,000,  to  fill  the  original  estimate 
These  together  make  $185,000.  To  provide  still  further  for  the  repairs 
of  1876  we  should  have  $50,000  more;  or  a  total  of  $235,000  for  the  year 
ending  June  30, 1876. 

Financial  statement. 

Balance  in  Treasury  of  United  states  July  1,  1873 $200,000  00 

Amount  in  hands  of  officer  and  subject  to  his  check 6, 913  58 

Amount  appropriated  by  act  approved  June  23,  1874 75,000  00 

Amount  expended  during  the  tiscal  year  ending  June  30, 1874 206,306  07 

Amount  available  July  1,  1874 75,607  51 

Amount  required  for  the  fiscal  year  ending^  June  30,  1876 235, 000  00 


Communication  of  Major  Craighill  to  the  Patapsco  River  Improvement 

Board, 

Baltimore,  Md.,  June  26>  1874. 

Hon,  Joshua  Vansantj  Mayor  of  Baltimore ;  Mr.  J.  W.  Garrett^  President  Baltimore  and 
Ohio  Bailroad ;  Mr.  J.  H.  Pleasants,  President  Board  of  Trade ;  composing  Patapsco 
River  Improvement  Board: 

Gentlemen  :  It  is  my  agreeable  duty  to  announce  to  you,  as  the  representatives  of 
the  interests  of  the  city  of  Baltimore  in  the  matter,  the  practical  completion  of  the 
\\ork  undertaken  for  the  improvement  of  the  ship-channels  connecting  your  city  with 
the  deep  waters  of  the  bay. 

Before  referring  to  the  present  oonditlon  of  the  work,  it  will  be  perhaps  interesting 
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to  review  its  past  history  to  some  extent.  From  its  earliest  settlement,  Baltimore  has 
ittea<1ily  progressed  in  importance  9s  a  commercial  entrepot  until  to-day,  when  her 
prospects  seem  more  brilliant  than  ever  before. 

HISTORY  OP  THE  IMPROVEMENT. 

Daring  the  earliest  period  of  this  era  of  progress,  owing  to  the  moderate  draught  of 
the  shipping  then  in  nse,  there  was  no  diffionlty  in  reaching  the  city  by  the  natural 
channels,  which  afiforded  a  depth  of  from  16  to  18  feet  at  mean  low-water.  In  course 
of  time,  as  the  comparative  economy  of  transport  in  large  vessels  was  apparent  and 
admitted,  it  became  equally  evident  to  her  citizens  that  if  Baltimore)  was  to  retain  and 
increase  her  European  trade  some  measures  must  be  adopted  for  obtaining  a  greater 
depth  of  water  in  the  ship-channels. 

It  has  not  been  found  practicable  to  ascertain  exactly  when  this  subject  was  first 
agitated  among  the  citizens,  but  we  find  that  in  1852  (nearly  a  fourth  of  a  century  ago) 
a  fact  giving  evidence  of  a  foresight  and  energy  which  her  recent  action  in  this  matter 
shows  has  not  deserted  her  people,  a  *'  Board  of  Commissioners  of  the  Patapsco  River 
Improvement ''  was  in  existence,  consisting  of  Messrs.  Brune,  Leslie,  Cooper,  and  Brown. 
This  board  was  charged  with  the  expenditure  of  a  special  appropriation  of  $50,000, 
made  by  the  city,  together  with  a  portion  of  the  duties  levied  by  the  State  on  auction 
sales,  not  exceeding  $20,000  per  annum,  which  was,  by  a  special  law,  transferred  to  the 
city  for  use  in  the  improvement  of  the  ship-channels. 

About  the  same  time  (1852)  an  appropriation  of  $20,000  was  made  by  Congress  for 
this  purpose,  and  Captain  (now  Colonel  and  Brevet  Brigadier-General)  Henry  Brewer- 
ton,  United  States  Corps  of  Engineers,  was  placed  in  charge  of  the  work,  with  instruc- 
tions to  prepare  and  submit  a  project  lor  the  accomplishment  of  the  desired  ends. 

The  area  covered  by  this  proposed  improvement  naturally  arranged  itself  in  two  di- 
visions :  the  upper,  commencing  at  Fort  McHenry  and  extending  one  and  a  half  miles  be- 
low Fort  Carroll,  was  six  miles  long,  and  had  an  average  natural  depth  of  from  1^  to  21 
fiaet  at  mean  low-water ;  the  lower  division,  extending  from  a  point  one  and  a  half  miles 
below  Fort  Carroll  to  the  entrance  buoy  of  the  old  snip-channel,  about  four  miles  be- 
yond North  Point,  was  nine  miles  in  length,  with  an  average  depth  of  only  16  to  18 
feet  of  water. 

A  comparison  of  the  earliest  and  latest  hipdrographic  surveys  showed  very  slight 
changes  in  the  general  depths  and  condition  of  these  channels,  indicating  thereby  tnat 
the  river,  and  portions  of  the  bay  adjacent  to  the  river's  mouth,  had  established  an 
equilibrium  between  the  forces  of  the  flowing  waters  and  the  resistances  of  the  banks 
and  bed;  and  that,  while  the  operation  of  natural  causes  would  always  tend  to  pre- 
serve and  restore  this  condition,  yet  it  would  necessarily  be  very  gradual  in  its  opera- 
tion, owing  to  the  feeble  currents  produced  by  the  small  rise  and  fall  of  the  tides,  the 
large  area  of  water-way,  and  the  infrequency,  if  not  the  entire  absence,  of  sediment- 
bearing  freshets. 

Under  these  conditions,  it  was  evident  that  the  excavation  of  a  channel  of  the  re- 
quired dimensions  was  in  this  cast)  the  most  proper  and  economical  method  of  effecting 
the  improvement. 

THE  BREWERTON  CHANNEL. 

We  find  accordingly  that,  in  the  autumn  of  18.52,  Captain  Brewerfon  recommended 
tbe  formation,  by  dredging,  of  a  channel  150  feet  wide  and  22  feet  deep  at  mean  low- 
water,  extending  in  a  direct  line  from  Fort  McHenry  to  a  point  one  and  a  half  miles 
below  Fort  Carroll,  and  thence  in  another  straight  line  a  distance  of  niue  miles  to  tbe 
old  ship-channel  entrance  buoy,  about  four  and  a  half  miles  beyond  North  Point.  He 
farther  advised,  as  the  natural  depth  in  the  upper  division  was  so  superior  to  that  in 
tbe  lower,  (being  in  fact  nearly  as  great  as  was  then  thought  to  be  required,)  that  all 
operations  be  concentrated  in  the  lower  division,  nntil  it  was  at  least  equal  in  effi- 
ciency to  the  upper.  It  may  be  well  here  to  state  that  this  recommendation  was  ap- 
proved and  rigidly  adhered  t'O,  aud  that  no  work  was  done  between  Forts  Carroll  and 
McHenry  until  the  spring  of  1873. 

The  dimensions  given  above  were  only  adopted  by  Captain  Brewerton  after  consul- 
tation with  the  Board  of  Commissioners,  pilots,  and  many  others  interested  in  the 
work.  Much  difference  of  opinion  prevailed  at  that  time  as  to  the  required  widths  and 
depths,  but  those  given  above  were  finally  adopted  by  both  the  Government  aud  city 
authorities  as  being  best  suited  to  tbe  combination  of  means  at  command  aud  the 
requirements  of  navigation. 

As  the  result  of  a  conference  between  Captain  Brewerton  and  the  Board  of  Commis- 
sioners, a  joint  plan  of  action  was  adopted,  and  from  that  time  to  this,  the  two  parties 
have  worked  harmoniously  together  on  this  important  work,  generally  if  not  always 
in  accordance  with  the  plans  and  under  the  general  direction  of  the  officers  of  the  Gen- 
eral Government  who  have  successively  had  charge  of  the  operations  at  different 
times. 
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At  the  time  Captain  Brewerton  assnmed  direction  of  this  work,  the  city  was  in  pos- 
nessiou  of  a  dredging-raachine,  said  to  have  cost  $70,000,  which  was  then  operating 
about  the  wharves.  The  style  and  ultimate  fate  of  this  costly  machine  are  involved 
in  obscurity,  but  it  seems  never  to  have  worked  on  the  river  improvement  proper. 

After  an  exhaustive  examination  of  the  various  kinds  of  dred^ing-machines  then  in 
use,  Captain  Brewerton  then  recommended  the  adoption  of  the  Osgood  patent,  as  then 
constructed  by  Mr.  A.  B.  Cooley,  of  Philadelphia,  as  being  the  best  adapt^^d  to  the 
execution  of  this  particular  work. 

In  accordance  with  this  recommendation,  the  commissioners  ordered  one  dredge  of 
this  gentleman  in  December,  1852,  and  another  was  contracted  for  by  Captain  Brew- 
erton for  the  United  States  in  the  following  April,  1853. 

In  October,  1853,  operations  were  commenced  under  Captain  Brewerton 's  supervision 
on  the  line  of  the  new  channel  by  the  city  and  United  States,  with  a  force  of  one  dredge 
each.  Owing  to  the  superior  and  nearly  sufficient  depth  in  the  channel  above  Fort 
Carroll,  it  had  been  determined  (as  previously  stated)  to  confine  operations  first 
to  the  completion  of  the  lower  division  of  the  channel,  and  accordingly  these  dredges 
commenced  work  at  the  angle  below  Fort  Carroll.  Operations  were  continued  by  the 
two  dredges  until  December  17, 1853.  They  resumed  work  in  May,  1854,  and  in  July  a 
second  dredge  was  added  to  the  city  force,  the  three  dredges  working  thence  until 
December  2, 1854. 

Operations  were  resumed  with  the  same  force  in  May,  1855,  and  continued  until 
January,  1850,  when  a  cessation  became  necessary  for  repairs,  work  being  recommenced 
in  May  following. 

During  this  year  Congress  appropriated  $100,000  additional,  and  in  the  fall  two  more 
dredges  and  a  tug-boat  were  contracted  for  by  Captain  Brewerton,  which  joined  the 
force  alreiwly  at  work  on  the  channel  in  May,  1857,  making  a  total  of  five  dredging- 
machines  and  two  tug-boats,  en^h  dredge  having  four  scows  for  the  conveyance  of 
excavated  material  to  the  dumping  grounds  along  shore. 

The  dredges  were  removed  to  town  for  repairs,  &c.,  in  February,  1858,  returning  to 
the  work  in  March,  with  a  fonrth  dredge  added  to  the  force  by  the  General  Govern- 
ment.    In  September  of  this  year  (1858)  the  Government  appropriation  became  ex- 
'hausted,  and  operations  on  the  part  of  the  United  States  were  suspended  by  Captain 
Bremerton. 

One  of  the  dredging-machines  and  its  scows  was  lent  to  the  Board  of  Commissioners, 
who  continued  the  work  on  the  channel  during  the  remainder  of  the  season  of  185«, 
and  those  of  1859  and  18G0.  The  improvement  of  the  ship-channel  ceased  from  this 
time  for  six  years,  (until  1866.) 

At  the  time  that  operations  ceased  in  1860,  the  results  obtained  were  a  channel  150 
feet  wide,  and  about  22  feet  deep  at  mean  low-tide,  from  a  point  one  and  a  half  miles 
below  Fort  Carroll  to  a  point  just  beyond  North  Point,  about  four  and  a  half  miles  in 
length,  and  several  incomplete  cuts  extending  a  mile  or  two  below ;  but  the  whole 
work  was  left  in  an  unfinished  and  incomplete  condition.  It  is  proper,  also,  to  remark 
here  that  from  the  cessation  of  operations  in  1860,  until  the  summer  of  1871,  the  amounts 
of  the  appropriations  were  so  small  that  little  more  could  be  done  than  holding  the  depth 
already  gained. 

.The  original  estimate  for  this  channel  was $390,000  00 

Expended  to  date  of  suspension  : 

By  United  States $120,000  00 

By  city  and  State 184,317  06 

304, 317  06 

Balance  on  original  estimate 85,682  94 

This  division  of  the  improvement  was  at  this  time  named  by  the  Board  of  Commis' 
jBioners  the  ^'Brewerton"  Channel,  and  as  it  has  been  known  from  that  time  by  this  uaa3.« 
.  it  will  be  so  designated  hereinafter. 

THE  CRAIGHILL  CHANNEL. 

No  further  steps  were  taken  for  the  completion  of  this  work  until  1866,  when  tt»* 

'  Greneral  Government  having  appropriated  $15,200,  a  careful  resurvey  was  made,  und^^^ 

my  diroction,  of  the  river  and  bay  below  Fort  Carroll,  which  developed  the  fact  th^*-** 

'  the  action  of  the  tides  and  currents  coming  down  from  the  upper  bay  and  the  Snsqn^^. 

hanna  had  materially  injured  the  excavations  made  below  North  Point,  and  that  a-^  i 

'  the  lower  portion  of  the  original  line  eastward  of  Seven-Foot  Knoll  light  was  subjec:^ 

to  obstruction  by  fields  of  ice.    In  consequence,  a  new  location  was  made,  defieciinj 

from  the  Brewerton  Channel  three-fourths  of  a  mile  below  Seven-Foot  Knoll  ligh« 

near  the  terminal  point  of  the  work  completed  previously,  and  running  thence  diP- 

south  t>oward  Sandy  Point  light.    On  this  line  a  channel  was  projected  s^O  feet  wiiS- 

and  22  feet  deep  at  mean  low-water. 
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The  dredges,  three  in  nnmher,  with  their  complement  of  scows,  and  one  tug-boat 
having  been  put  in  working  order,  commenced  operations  at  upper  end  of  the  new  cnt 
sonth  from  the  Seven-Foot  Knoll,  and  were  continued  during  the  successive  seasons  of 
1666,  '67,  »68,  and  '69. 

In  September,  1867, 1  was  succeeded  in  charge  of  the  work  by  Brevet  Major-General 
Parke,  major  of  Engineers,  who  carried  on  the  work  in  this  channel  until  May,  1868, 
when  he  was  relieved  by  Brevet  Brigadier-Getieral  Simpson,  colonel  of  JIngineers,  who 
in  November,  1869,  announced  the  due  south  channel  as  open  to  commerce,  200  feet 
wide  and  21  feet  deep,  and  that  the  Brewerton  Channel  had  been  re-opened  for  a  limited 
width  to  the  same  depth.  • 

Here  I  must  be  permitted  ti)  refer  to  a  matter  which  has  been  an  embarrassment  to 
me,  but  the  explanation  should  be  made,  and  perhaps  no  better  occasion  will  occur. 
My  name  has  been  given  to  the  new  or  lower  channel.  This  was  done  throngh  the 
courtesy  and  kind  feeling  of  my  friend,  Gen.  J.  H.  Simpson,  Corps  of  Engineers,  with- 
out consultation  with  me. 

In  1870,  an  appropriation  having  been  made  by  Congress  of  S42,900,  he  dredges,  tug, 
and  scows  were  thoroughly  repaired  and  set  to  work  in  the  Brewerton  Channel,  where 
they  continued  until  November. 

During  that  month  I  was  again  placed  in  charge.  During  this  winter  the  Govern^ 
luent  dredges  and  scows,  being  old  and  much  worn,  requiring  frequent  and  costly 
repairs,  were  sold,  and  the  work  was  thenceforth  carried  on  by  contract,  with  a  marked 
increase  in  rapidity  of  execution  and  an  equally  marked  decrease  in  cost. 

Fifty  thousand  dollars  having  been  appropriated  by  Congress  in  March,  1871,  con- 
tracts made  with  Mr.  Brainard,  of  Albany,  N.  Y.,  and  Mr.  Dodge,  of  Fulton,  N.  Y.,  for 
the  removal  of  about  310,000  cubic  yards  Of  material,  the  former  contractor  commenced 
work  in  July  in  the  Brewerton  Channel,  and  the  latter  in  the  same  channel  in  Septem- 
ber  following.  The  work  also  actively  assisted  in  this  season  by  Captain  Cooper,  port 
warden,  with  two  dredges  belonging  to  the  city. 

In  the  spring  of  1872  Congress  appropriated  $100,000.  The  great  increase  in  the 
commercial  importance  of  Baltimore  since  the  late  civil  war,  and  the  great  develop- 
ment of  her  foreign  trade,  especially  in  her  steamship  lines,  made  the  pressure  so^ great 
for  more  rapid  progress  than  was  possible  by  the  useof  tlie  Government  appropriations 
alone,  that  in  the  spring  of  this  year  (1872)  your  board  was  organized  by  the  city,  and 
$200,600  placed  at  your  disposal  for  immediate  application. 

The  availability  of  this  additional  amount  of  money  rendered  easy  the  execution  of 
the  work  in  a  much  more  energetic  and  satisfactory  manner  than  had  been  possible 
hitherto ;  the  fact  being  that  the  very  limited  amounts  previously  devoted  to  it  had  not 
much  more  than  sufficed  to  retain  from  year  to  year  the  advances  already  made,  and  to 
prevent  the  deterioration  which  natural  and  incidental  causes  necessarily  proiluce. 

It  also  rendered  possible  the  completion  of  the  improvement  on  a  much  larger 
scale  than  originally  contemplated,  and  on  one  to  render  it  competent  to  meet  the 
requirementfi  of  to-day,  which  differed  so  greatly  from  those  existing  at  the  inception 
of  the  undertaking. 

It  ha<l  been  perceived  for  several  years  previous  that  to  make  the  improvement  really 
efficient  it  would  be  necessary  to  increase  considerably  both  the  width  and  depth  of 
the  proposf:d  channels.  This  had,  indeed,  been  recommended,  but  no  steps  taken  toward 
its  actcuil  consummation. 

During  this  spring,  however,  (1872,)  the  whole  project  was  revised,  and  the  channels 
marked  out  in  three  divisions,  of  dimensions  as  follows:  From  Fort  McHenry  to  the 
angle  below  Hawkins'  Point,  2.50  feet  wide,  24  feet  deep  at  mean  low-water;  thence  to 
angle  near  Seven-Foot  Knoll.  (Brewerton  Channel,)  same  dimensions ;  thence  due  south 
toward  Sandy  Point,  250  feet  wide,  through  softer  portions,  and  400  feet  through  oyster- 
beds  and  hard  lumps,  and  24  feet  deep  throughout. 

Early  in  the  summer  of  1872,  under  existing  contracts  for  nearly  300,000  cubic  yards 
on  the  part  of  the  General  Government,  and  for  450,000  on  the  part  of  your  boar^* 
operations  were  commenced  on  the  revised  project,  with  a  total  of  thirteen  dredges, 
three  of  them  being  of  the  clam-shell  type,  and  forming  altogether  probably  the  largest 
force  of  dredges  ever  employed  in  this  country  at  one  time  on  the  same  improvement. 
The  larger  portion  of  this  force  was  placed  at  work  on  the  northern  side  of  the  old 
Brewerton  Channel  to  excavate  the  additional  width  to  that  section  of  100  feet,  while 
^ree  dredges  were  engaged  on  the  lower  portion  of  the  Craighill  Channel. 

This  addition  to  the  Brewerton  Channel,  100  feet  wide,  24  feet  deep,  and  six  and 
three-quarters  miles  long,  was  completed  during  the  year  1872,  and  the  buoys  marking 
the  northern  edge  of  the  cnt  were  moved  over  to  permit  the  unobstructed  use  of  the 
D«w  channel,  while  the  dredges  should  be  engaged  in  deepening  the  old  one. 

Daring  the  early  spring  ol  1873,  the  sum  of  $350,000  was  made  available,  the  Gene- 
ral Government  and  the  city  of  Baltimore  contributing  nearly  equal  portions.  Con- 
tracts were  entered  into  by  your  board  with  Messrs.  Morris  &  Cnnimings  for  the  re- 
J^oval  of  760,000  cubic  yards  of  material  (subsequently  increased  to  980,000  yards,)  and 
^y  the  General  Government  with  Messrs.  Curtis,  Jobes  &  Co.,  f>r  the  removal  of 
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750,000  yards ;  there  was  also  remaining  nnexecoted  tlie  major  part  of  a  contract  with 
Mr.  G.  H.  Ferris  for  the  removal  of  300,000  yards  from  the  Craighill  Channel.  Of  these 
amount^  835,000  yards  were  to  be  removed  from  the  Brewerton  Channel,  750,000  from 
the  Fort  McHenry  Channel  and  375,000  from  the  Craighill  Channel.  The  main  portion 
of  this  work  was  executed  dnring  1873,  the  contractors  suspending  work  a  short  time 
during  the  winter  for  repairs,  and  finally  completing  their  contracts  dnring  April, 
1874. 

We  have  thus  traced  this  work  through  its  various  stages  of  progress  to  what  may 
certainly,  \n  a  measure,  be  termed  its  completion. 

HOW  THE  WOKKWAS  DONE. 

The  marked  incidents  connected  with  the  last  two  years  of  its  progress  are  the  de- 
cline in  cost  of  dredging  and  the  increase  in  rapidity  of  execution.  It  is  not  too  much 
to  say  that  with  the  machines  heretofore  used  in  this  work,  and  at  their  usual  average 
of  daily  work,  it  would  have  required  from  five  to  eight  years  to  accomplish  the  same 
results.  From  the  10th  of  April,  1873,  to  the  10th  of  April,  1874,  seven  dredges  of  the 
clam-shell  type  excavated  and  removed  as  average  of  900  yards  each  per  day  for  each 
calendar  day,  including  sunshine  and  storms,  Sundays,  holidays,  and  delays,  and  stop- 
pages of  all  kinds.  Their  execution  during  actual  working  days  at  times  reached  over 
3,000  yards  per  day.  The  greatness  of  this  advance  will  be  perceived  when  it  is  con- 
sidered that  a  very  good  average  under  similar  circumstances  for  the  dredges  heretofore 
employed  would  be  250  yards  per  day — their  maximum  capacity  being  from  600  to  700 
yaixls  per  day. 

At  the  same  time  the  price  per  cubic  yard  for  this  work  has  been  reduced  from  37 
cent«  in  1871  to  22  cents  in  1873. 

One  of  the  chief  difficulties  of  the  work  has  been,  in  so  broad  an  expanse  of  water  as 
is  presented  by  the  Lower  Patapsco  and  the  Bay,  to  keep  the  dredges  in  place  in  the 
excavation  of  a  narrow  channel. 

LOCATION  OF  THE  CHANNELS. 

Itmny  therefore  be  relevant  to  present  a  brief  outline  of  the  methods  used  for  de- 
termining the  proper  locations  for  these  channels,  for  securing  the  accuracy  of  their 
alignment  during  the  execution  of  the  work,  as  well  as  the  proper  execution  it>self. 

In  the  first  place,  general  surveys  were  made  to  determine  the  best  location  for  the 
channels  as  to  depths,  &c.  These  results  being  plotted,  the  lines  were  laid  down  on  the 
map,  and  their  positions  determined  with  reference  to  certain  established  points  on 
shore.  With  these  data,  and  from  these  fixed  stations,  point's  in  the  selected  lines  for 
the  channel  were  accurately  determined  by  triangulation,  and  marked  by  woodeti  piles 
driven  into  the  bottom  of  the  river  or  bay.  These  points  being  for  each  channel  on 
the  same  side,  formed  continuous  rows,  the  slightest  irregularity  in  which  would  ex- 
hibit itself  to  the  most  casual  observer.  The  next  step  was  to  determine  the  depth  of 
water  within  these  limits  more  specifically  and  fully  than  the  general  survey  would 
permit.  For  this  purpose  another  survey  was  made,  confined  entirely  to  the  limits  of 
the  channels  as  laid  down,  the  state  of  the  tides  being  noted  continuously  at  regular 
intervals  of  time,  at  stations  along  the  routes. 

Being  thus  prepared  for  work,  the  dredges  were  brought  into  the  -channels  and  their 
positions  fixed  laterally  by  measurement  with  cords  and  wires  from  the  lines  of  piles 
before  referred  to,  their  movements  forward  or  backward  being  regulated  and  accu- 
rately measured  by  means  of  the  line  extending  astern  to  an  anchor  fixed  in  the  bot« 
torn.  Each  dredge  had  in  its  vicinity  a  tide-gauge  to  regulate  the  depth  of  cutting,  and 
an  inspector  whose  duty  it  was  to  see  the  dredge  properly  located,  to  determine  the 
depth  to  which  the  bucket  should  descend,  to  regulate  the  alignments  and  progression 
of  the  dredge,  and  to  see  that  the  scows  were  fully  loaded,  as  well  as  to  record  their 
nnmberand  contents. 

CONCLUDING    REMARKS. 

The  work  as  now  submitted  to  your  inspection  has  had  for  its  object  the  accomplish- 
ment of  the  following  result:  To  permit  the  approach  to  Baltimore  at  mean  low -water  of 
vessels  dratdng  from  22j  to  23  feet^  and  at  ordinary  high-water  of  vessels  drawing  24 
or  24^  feet.  This  is  attained  by  the  completion  of  this  channel  with  a  depth  of  24  feet 
at  mean  low-water. 

A  width  of  250  feet  has  been  given  where  the  material  on  the  edges  is  not  of  sufficient 
hardness  to  injure  a  vessel  touching  it.  This  is  the  case  throughout  from  Fort  McHenry 
down  throngh  the  Brewerton  Channel  and  about  two  miles  in  length  of  the  lower  chan- 
nel. This,  however,  is  regarded  as  a  iiit»fmi«m  width,  as  the  sides  are  likely  to  be  occa- 
sionally struck  by  large  vessels,  especially  steamers,  whose  lengths  are  greater  than 
the  width  of  the  channel,  and  which  may  not  be  kept  exactly  in  the  line  of  the  channel. 
Where  the  sides  are  thus  struck  masses  of  material  are  thrown  into  the  channel. 

In  some  parts  of  the  lower  section  of  the  channel,  where  the  harder  material  of  the 
ojster-bauks  or  lumps  was  found  to  some  extent,  the  width  has  been  ma4e  400  feet,  to 
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diminish  the  prohahilities  of  vessels  tonchiDg  the  sides;  in  fact,  to  remove  all  danger  of 
sach  striking,  if  doe  care  is  exercised  by  navigators.  In  some  portions  of  the  lower 
channel  there  was  provided  by  natnre  herself  a  much  gi'eater  width  than  400  feet,  and 
a  mnch  greater  depth  than  24  feet.  Of  oonrse,  in  snch  parts  no  dredging  has  been 
necessary.  At  the  turn  from  the  Brewerton  to  the  lower  channel,  which  is  an  angle  of 
about  90P,  the  width  of  the  channel  has  been  made  about  1,000  feet,  to  give  ample  room 
tor  long  vessels  in  passing  that  point.  In  a  small  portion  of  the  lower  channel  the 
material  of  the  bottom  is  so  very  soft  that  while  the  surface  of  this  fluid-mud  is  duly 
23|  or  23  feet  below  the  surface  of  the  water  at  low- water,  it  appears  no  real  obstacle 
to  the  passage  through  it  of  the  keel  of  a  vessel  drawing  23  feet  at  the  same  stage  of 
the  tide.  The  last  survey  reveals  the  existence  of  a  few  very  small  areas  where  a  little 
deepening  is  still  necessary. 

It  is  not  to  be  forgotten  that  this  channel  is  an  artificial  road  or  highway,  of  the  same 

general  character  in  that  respect  as  a  railway,  or  canal,  or  ordinary  wagou-road.     Ic 
id  not  exist  by  natnre.    It  was  made,  and  to  be  kept  in  good  condition  it  requires  care 
im  its  U9e  and  annual  repairs. 

Range  lights  and  buoys  have  been  provided  to  enable  careful  navigators  to  find  th  is  high- 
Trray  and  to  keep  in  it  safely  as  well  by  night  as  by  day.  The  sum  which  will  be  required 
annaally  to  keep  this  highway  in  its  present  condition  need  not  exceed,  and  will  be 
probably  less  than  $50,000,  but  it  should  be  regularly  provided  and  judiciously  and  econom- 
ically applied. 

The  constant  and  careful  nse  of  the  channel  by  heavy  ships,  and  especially  by  screw- 
steamers,  will  improve  its  depth,  rather  than  injure  it.  The  sum  of  $75,000  has  just 
been  provided  by  Congress  for  this  improvement. 

The  result  now  reached  in  the  creation  of  this  artificial  highway  has  been  attained 
only  by  the  patient  and  persistent  and  combined  labor,  through  many  years,  of  mauy 
peraons  on  the  water  and  in  the  office.  Let  each  receive  his  due  share  of  credit.  Much 
of  this  labor  has  l>een  performed  under  my  supervision,  and  I  desire  to  say,  emphati- 
cally, that,  if  this  work  is  of  any  value  to  the  great  city  of  Baltimore,  she  owes  more 
for  it  to  Mr.  N.  H.  Hutton  than  to  any  other  person.  I  feel  under  ^eat  personal  obli- 
gation to  him,  while  assisting  me  in  the  performance  of  my  duty,  for  the  exhibition  of 
much  energy,  patience,  and  skill  by  him,  and  it  is  but  his  due  for  me  to  say  so  in  this 
connection.    He  has  had  the  immediate  charge  of  the  operations. 

In  conclusion  I  beg  to  express  my  sincere  thanks  to  the  members  of  your  board  for 
the  confidence  manifested  and  the  support  at  all  times  given  to  me  during  my  couuec- 
tion  with  the  work. 

Very  respectfully,  your  obedient  servant, 

Wm.  p.  CJraighill. 

At  the  conclusion  of  the  reading  the  mayor  said  :• 

**  It  would  be  an  act  of  supererogation  on  my  part  to  make  any  remarks  on  this  occa- 
sion after  the  report  just  read.  We  have  all  reason  to  be  gratified.  Baltimoreaus  have 
long  been  aware  of  the  necessity  of  these  improvements.  In  former  times  15  or  18  feet 
of  water  was  sufficient  for  the  ships  then  constructed,  but,  as  these  increased  in  size, 
wisdom  demonstrated  the  necessity  of  beginning  the  work  and  pushing  it  forward. 
When  I  was  a  boy  vessels  of  400  or  500  tons  were  usual,  and  the  Girard  vessels  of  t>00 
or  700  tons  were  considered  very  large.    The  water  here  was  then  sufficient. 

*'  It  is  a  pleasant  condition  of  the  public  mind  that  it  is  always  prepared  to  lend  its 
aid  to  improvements  when  made  apparent.  The  merchants  of  Baltimore,  to  whom 
honor  is  due,  kept  this  improvement  constantly  in  mind.  The  State  Commission,  a 
member  of  which  I  see  here,  (R.  R.  Kirkland,  esq.,)  and  others,  worked  assiduously, 
and  effecting  as  much  as  possible  with  the  small  amount  of  $20,000  from  auction-duties. 
With  the  great  extension  of  trade  it  was  apparent  that  Baltimore  was  to  be  a  great 
entrepot,  the  great  storehouse  of  products  not  only  from  the  surface  but  below  the  sur- 
face. 

"  I  need  not  refer  to  the  Bremen  line  or  the  Allan  line,  whose  presence  required  the 
construction  of  this  channel,  and,  if  they  increase  in  size,  of  still  further  extending  the 
work.  The  Government  has  liberally  responded  to  the  action  of  Baltimore  City  regard- 
ing this  work,  and  credit  is  due  to  Mr.  Swan,  Mr.  Albert,  Mr.  O'Brien,  and  others,  as- 
sisted by  the  merchants,  for  the  liberal  manner  in  which  the  Government  has  aided 
the  work.  I  bear  testimony  to  the  faithful  manner  in  which  the  work  has  been  con- 
ducted by  Colonel  Craighill.    It  was  done  with  promptness  and  regularity. 

^'Tfae  soundings  will  demonstrate  the  work  has  been  well  executed.  It  has  been  done 
economically  and  expeditiously,  and  the  estimates  made  by  Colonel  Craighill  were  found 
to  be  almost  mathematically  correct.  Of  the  money  appropriated  by  the  city  $50,400 
remains  unexpended.  I  congratulate  you,  my  fellow-citizens,  on  the  completion  of  the 
work.  The  channel  is  as  a  road  and  highway,  and  must  be  kept  in  its  present  condition . 
It  is  important  for  the  interest  of  our  great  city,  as  we  must  have  the  road  with  which 
to  export  onr  grain  and  other  articles,  and  to  bring  to  this  shore  those  articles  of  which 
we  have  need. 
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U  8. 

IMPROVEMENT  OF  CAMBRIDGE  HARBOR,  MARYLAND. 

On  the  30th  of  June,  1873,  Mr.  Dodge,  the  contractor,  was  engaged  in 
dredging  at  this  place.  By  his  operations  the  entrance  to  the  inner 
basin  was  widened  to  125  feet,  and  the  sharp  curve  at  the  turn  into  the 
outer  channel  was  eased  by  cutting  off  the  projecting  point  on  the  con- 
vex side. 

Work  was  suspended  August  11,  when  the  appropriation  was  ex- 
hausted. The  value  of  the  improvement  may  be  inferred  from  the 
attached  letter  of  the  president  of  the  Dorchester  and  Delaware  Railroad 
Company,  of  which  road  Cambridge  is  one  of  the  termini.  The  addi- 
tional cut  to  which  he  refers  was  not  contemplated  by  the  original  esti- 
mate, which  was  for  a  minimum  improvement.    It  would,  undoubtedly, 

be  advantageous. 

Dorchester  and  Deulware  Railroad  Company, 

President's  Office,  Cambridge,  Md,,  July  3,  1874. 

Dear  Sir  :  It  affords  me  pleasure  to  give  you  the  desired  information  about  the  chan- 
nel at  Cambridge  which  yoa  so  successfaUy  cleared  out.  It  stands  well,  filling  np  very 
little  if  any.  Another  cut,  widening  it,  would  be  a  great  improvement,  and  we  then 
should  have  one  of  the  prettiest  little  harbors  in  the  world.  For  this  purpose,  I  intend 
to  ask  an  appropriation  of  $0,000  at  the  next  session  of  Congress,  which  I  have  some 
assurance  I  can  get.  Since  I  last  wrote  to  you  a  number  of  large  vessels  have  loaded 
with  lumber  in  50  or  60  yards  of  my  office  for  New  York,  Maine,  and  other  markets.  I 
and  other  citizens  of  Cambridge  and  Dorchester  County  feel  ver^*  grateful  to  you  and 
the  member  of  Congre^  for  this  public  improvement. 
Most  truly,  yours,  &c., 

W.  Wilson  Byrn. 
Col.  Wm.P.  Craighill, 

Corps  of  Engineers,  U.  S.  J. 

This  place  is  situated  in  the  collection-district  of  Baltimore,  which  is  the  nearest 
port  of  entry. 

The  estimate  of  this  improvement  was  $21,600  for  a  channel  and  basin  of  8  feet  depth, 
and  8:^6,000  for  a  depth  of  10  feet  at  low- water.  Congress  appropriated  $10,000  March 
3, 1871,  $10,000  June  10, 1872,  and  $5,000  March  3, 1873.    Total  $25,000. 

If  the  whole  of  the  estimate,  $21,600,  had  been  appropriated  in  one 
sum,  the  work  which  cost  $25,000  would  have  been  done  for  $21,600. 
No  further  appropriation  is  asked  unless  Congress  should  feel  inclined 
to  make  the  addition  to  the  channel  asked  for  by  Mr.  Byrn  and  referred 
to  above. 

Financial  statement. 

Balance  in  Treasury  of  United  States  July  1, 1873 $5,000  00 

Amount  expended  during  fiscal  year  ending  June  30, 1874 4, 874  11 


U  9. 

IMPROVEMENT  OF  THE  WICOMICO  RIVER,  NEAR  SALISBURY,  MARYLAND, 

A  survey  of  a  portion  of  this  river  was  made  in  1871,  and  a  report 
submitted.  It  was  found  that  the  improvement  needed  was  the  opening 
of  a  channel  by  dredging  from  the  existing  7  feet  water  to  the  bridge, 
about  75  feet  in  width  and  7  feet  in  depth  at  mean  low-water,  at  a  cost 
of  about  $20,000.  The  inhabitants  offered  and  agreed  to  construct  such 
bulk-heads  as  might  be  necessary  to  receive  the  material  excavated  from 
the  river,  and  give  proper  banks  to  the  stream,  which  it  was  altogether 
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proper  they  should  do,  as  they  would  thereby  be  greatly  improving  their 
own  property. 

Congress  appropriated  $5,000  June  10,  1872,  which  was  expended  in 
1872  in  making  a  channel  of  reduced  dimensions,  the  width  being  about 
25  feet.  The  channel  thus  excavated  was  in  length  about  four-fifths  of 
a  mile,  extending  from  the  bridge  at  Salisbury  through  the  shoalest 
part  of  the  river.  About  one-fifth  of  a  mile  of  this  channel  had  a  depth 
of  5  feet  at  mean  low- water;  the  remainder  a  depth  of  7  feet.  This 
was  in  itself  a  valuable  improvement.  The  dikes,  however,  were  not 
built  when  the  dredging  began,  and  it  was  promised  they  should  be 
placed  as  soon  as  the  dredging  was  completed,  before  the  ice  of  winter 
and  the  Ireshets  of  spring  should  have  degraded  the  banks  of  dredged 
material.  The  consequence  (as  developed  by  a  survey  made  in  Marcb, 
1873)  was  what  might  have  been  expected — a  considerable  filling  of  the 
dredged  channel,  due  in  great  part  to  the  causes  mentioned  above. 

A  new  appropriation  of  $5,000  was  made  March  3,  1873.  The  under- 
standing with  which  the  appropriations  were  made  being  that  the  com- 
munity interested  were  to  construct  the  necessary  bulkheads,  it  has  been 
thought  proper  to  defer  further  attempts  at  improvement  until  these 
Btruetures  shall  have  been  placed.  There  is  now  a  fair  prospect  of  their 
being  shortly  built. 

An  additional  appropriation  of  $5,000  was  made  by  the  act  of  June 
23, 1874. 

Salisbury'  is  a  verj'  thriving  town,  extensively  engaged  in  the  lumber- 
trade,  and  will  doubtless  be  greatly  benefited  by  the  improvement  pro- 
posed. 

The  Wicomico  is  in  the  collection-district  of  Baltimore,  which  is  also  the  nearest  port 
uf  entry. 

This  channel  should  receive  annual  repairs  to  keep  it  in  proper  condi- 
tion.   For  that  purpose  the  sum  of  $2,500  should  be  provided. 

The  original  estimate  was  for  completion,  ^17,000,  which  was  based  upon  the  expec- 
tation of  continuous  and  rapid  work.  The  appropriations  have  been  $o,000,  Juue  10. 
1872,  expended ;  and  $5,000  June  23,  1873,  now  available.  To  complete  the  estimate,  and 
provide  for  filling  four  years,  the  two  sums  of  $7,000  and  $10,000  are  required  to  carry  the 
work  through  lb76,  or  a  total  of  $17,000. 

Financial  statement. 

Balance  in  Treasury- of  United  States  J nly  1,  1873 $5,000  00 

Amount  in  hands  of  officer  and  subject  to  his  check 98  14 

Amount  appropriated  by  act  approved  June  23,  1^4 5, 000  00 

Amount  expended  during  the  fiscal  year  ending  June  30,  1874 290  35 

Amount  available  July  1,  1874 9,807  79 

Amount  required  for  the  fiscal  year  endiug  June  30,  1876 17,060  00 


U    ID. 


IMPROVEMENT  OF  THE  HARBORS  OF  WASHINGTON  AND  GEORGETOWN, 

D.  C. 

Under  the  act  of  Congress  approved  March  5,  1872,  a  board  of  sur 
Tey  was  created  for  the  purpose  of  reporting  to  Congress  a  full  and 
comprehensive  plan  of  improvement.  This  report  was  printed  in  Mis. 
Doc.  Xo.  15,  Senate,  42d  Congress,  3d  session. 

An  appropriation  of  $50,000  was  made  by  act  of  March  3,  1873.  The 
freshets  of  the  spring  of  1873  having  caused  considerable  deposition  in 
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tbe  channels  leading  to  Washington  and  Georgetown,  an  examination 
of  theni  became  necessary,  in  order  to  ascertain  the  extent  of  the  changes 
reported.  This  examination  was  made  by  Lieutenant  Thomas  Turtle, 
Corps  of  Engineers,  as  soon  as  practicable  after  the  subsidence  of  tbe 
freshets.  A  project  of  expenditure  was  submitted,  the  main  idea  of 
which  was  to  expend  the  appropriation  so  as  to  relieve  at  once,  as  far 
as  possible,  the  wants  of  commerce,  while  conforming  to  the  plan  of 
improvement  recommended  by  the  board  of  survey  already  referred  to. 

It  was  de<5ided  by  the  Chief  of  Engineers,  in  carrying  out  that  idea, 
to  devote  $35,000  to  dredging  in  the  Virginia  Channel  (which  is  pro- 
posed ultimately  to  be  the  only  channel)  to  a  depth  of  14  feet  at  low- 
water,  and  to  expend  the  remaining  $15,000  in  dredging  along  the  pres- 
ent Washington  front,  as  high  as  Seventh  street,  to  a  depth  of  12  feet 
at  low- water. 

Proposals  for  the  work  were  received  August  11, 1873,  and  an  abstract 
of  them  forwarded  to  the  Chief  of  Engineers  August  11, 1873. 

Up  to  the  close  of  the  fiscal  year  no  authority  had  been  given  for  pro- 
ceeding with  the  work. 

The  board  of  survey  recommend  that,  if  it  shall  be  decided  by  Con- 
gress to  carry  out  their  plan  of  improvement,  not  less  than  $2,000,000 
should  be  appropriated  for  the  first  year.  In  any  event,  not  less  than 
$50,000  should  be  provided  for  the  year  ending  June  30,  1876,  to  pay 
for  necessary  dredging  to  keep  the  channels  open  and  to  remove  certain 
dangerous  rocks  in  the  harbor  of  Georgetown. 

Financial  state^nent 

Balance  in  Treasury  of  United  States  July  1, 1873 |50,000  00 

Deduct  amount  expended  in  fiscal  year  1872-73 730  29 

Amount  expended  during  the  fiscal  year  ending  June  30,  1874 .'.  50S  76 

Amount  available  July  1, 1874 48,760  95 

Amount  required  for  the  fiscal  year  ending  June  30,  1876 2, 000, 000  00 


Commercial  statistics, 

CUSTOM-HOUSE, 

District  and  Port  of  Georgctoion^  D,  C,  September  17,  1874. 

Sir  :  Tours  of  the  14th  of  July,  1874,  requesting  certain  information  to  be  embodied 
in  your  next  report  to  Congress  of  the  further  improvement  of  the  Potomac  River 
below  Georgetown,  D.  C,  was  received  in  due  time,  and,  in  reply  thereto,  would  state — 

First.  That  the  amount  of  revenue  collected  at  this  port  for  the  fiscal  year  endiui; 
June  30, 1874,  was  $6,956.70. 

Second.  In  regard  to  commerce  and  navigation  that  would  be  benefited  by  the  fur- 
ther improvement  of  the  Potomac,  I  can  give  you  but  a  partial  statement,  it  being 
much  more  than  a  casual  observer  would  suppose,  who  did  not  make  investigations  in 
regard  thereto. 

Steam  and  sailing  vessels  entered  and  cleared  during  the  fiscal  year  ending  June  30, 
1874,  viz : 

379  steamers,  aggregating 204,162  tons. 

156  sail,  aggregating 26,410  tons. 

Total...  535 230,572  tons. 

Belonging  to  the  district  of  Georgetown — 

25  steam-vessels,  aggreg^ating 3,877  tons. 

80  sail-vessels,  aggregating 2,058  tons. 

Total...   105 5,935  tons. 


Also,  372  canal-boats  and  barges,  aggregating  22,394  tons. 
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Steamers  CDjiraffed  in  the  coasting  trade  :  3  from  Georgetown  to  Baltimore,  aggregat- 
ing 2,040  tons;  2  from  Georgetown  to  Philadelphia,  ac^gregating  489  tons;  2  from 
Georgetown  to  New  York,  aggregating  666  tons ;  1  from  Georgetown  to  Norfolk, 
aggregating  717  tons  ;  1  from  Washington  to  month  of  Potomac,  aggregating  352  tons; 
1  from  Washington  to  Qnantico,  Va.,  aggregating  490  tons. 

Seven  of  the  above  steamers  arrive  ana  depart  once  each  week  ;  two  arrive  and  de- 
part twice  each  week ;  one  arrives  and  departs  daily.  Ten  steam-tugs,  the  greater 
nomber  of  which  are  in  constant  employ. 

From  information  received  from  tne  agents  of  the  coal  companies  located  here,  I 
woald  state  that  the  shipments  of  coal  from  Georgetown  for  the  year  ending  Jnne  .30, 
1874,  was  not  less  than  690,000  tons,  which,  at  $4  per  ton,  would  amount  to  ^2,760,000, 
and  to  carry  which  at  least  600  vessels  have  been  employed,  and,  in  addition  thereto, 
about  100  vessels  were  partly  laden  here,  and  obliged  to  go  below  to  Alexandria  to  com- 
plete their  cargoes,  becanse  of  there  not  being  water  in  our  channel  of  sufficient  depth 
to  enable  them  to  carry  full  cargoes. 

I  am  also  informed  that  all  the  vessels  which  are  now  being  built  for  carriage  of  coal 
are  of  the  tonnage  which  will  either  necessitate  the  deepening  of  the  channel,  or  to 
abandon  Georgetown  as  a  place  of  shipment  altogether. 

Grain  and  lumber  are  brought  here  from  various  sections  of  the  country  in  large 
quantities,  with  other  articles  of  commerce,  in  which  trade  quite  a  number  of  sail- ves- 
sels are  employed. 

All  vessels  arriving''and  departing  are  not  under  the  necessity  of  entering  or  clearing, 
bat  I  think  I  am  under  the  number  when  I  say  that  twelve  hundred  steam  and  sail 
vessels  have  arrived  and  departed  during  the  iiscal  year  ending  June  30,  ld74,  not 
numbering  the  small  crafts,  such  aa  oyster  and  fishing  vessels. 

Third.  Alexandria,  Va.,  is  a  port  of  entry  below  Georgetown,  D.  C« 

Fourth.  Washington,  D.  C,  is  a  port  of  delivery  only,  Georgetown  being  the  only 
port  of  entry. 

I  regret  very  much  that  I  cannot  give  you  a  full  and  complete  statement  of  the  value 
of  the  commerce  of  the  port,  but  in  concluding  would  say  that  great  neoesiiity  exists 
at  the  present  time  for  the  improvement  of  the  channel  leading  to  Georgetown ;  ia 
order  to  accommodate  and  facilitate  its  commerce,  the  channel  should  be  kept  free  and 
of  proper  depth,  that  vessels  of  large  tonnage  may  come  and  go  without  delay  or  detri« 
meat. 

Very  respectfully,  your  obedient  »ervant, 

Chas.  S.  Engush, 

Wm.  p.  Craiohhx, 

Major  of  Evgineern^ 
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U    II. 

IMPROVEMENT  OF  ACCOTINK  CREEK,  VIRGINIA. 

Under  a  contract  dated  September  14, 1872,  operations  were  begun  at 
this  place  October,  1872,  and  finished  April  3,  1873.  A  channel  about 
40  feet  wide  at  bottom,  and  from  2^  to  3  feet  deep  at  low-water,  leading 
from  the  2^  feet  water  in  Accotiuk  Bay  to  a  point  about  200  yards  within 
the  mouth  proper  of  Accotink  Creek,  and  a  channel  about  4  feet  deep 
and  25  feet  w  ide  from  that  point  to  the  village,  were  completed.  No  re- 
examination of  this  creek  has  been  made  for  a  year,  for  w^ant  of  funds, 
but  it  is  understood  that  the  work  stands  quite  well,  and  that  those 
interested  have  been  planting  willows  on  the  banks  to  prevent  their  deg- 
radation. 

Accotink  is  in  the  collection-district  of  Alexandria,  which  is  the  nearest  port  of  entry. 

Financial  statement 

Amount  in  hands  of  officer,  and  subject  to  his  check $23  04 

Amount  expended  during  the  fiscal  year  ending  June  30,  1874 23  04 

Amount  required  for  the  fiscal  year  ending  Juno  30, 1876 14,000  00 


U    12. 

IMPROVEMENT  OF  OCCOQUAN  CREEK,  VIRGINIA. 

At  the  close  of  the  last  fiscal  year,  Mr.  A.  A.  Dodge  was  engaged  in 
dredging  a  channel  through  "  Lower  Mud  "  under  his  contract,  dated 
May  17,  1873.  Operations  were  suspended  August  12,  after  completing 
two  cuts.  A  channel  about  50  feet  wide  and  5  feet  deep  at  mean  low- 
"water  through  the  entire  width  of  "  Lower  Mud,"  was  the  result  of  the 
season's  work. 

A  re-examination  of  the  excavated  channel  was  made  in  June,  1S74, 
demonstrating  the  fact  that  very  little  filling  had  taken  place  during  the 
time  which  had  elapsed  since  the  cessation  of  work. 

There  were  no  proposals  received  during  the  year. 

Occoquan  is^  located  in  the  collection-district  of  Alexandria,  which  is  the  nearest  port 
of  entry. 

The  original  estimate  for  the  improvement  of  this  creek,  giving  a  channel  100  feet 
wide  and  5  feet  deep  at  mean  lovr-vrater,  amounted  to  $18,000.  An  appropriation  was 
made  March  3,  1873,  of  $5,000.  An  appropriation  was  made  June  23,  1874,  of  $5,000. 
Required  to  complete  the  work,  $8,000. 

Financial  statement 

Balance  in  Treasury  of  United  States  July  1,  1873 $5, 000  00 

Deduct  amount  expended  in  fiscal  year  1872-73 1,870  82 

Amount  appropriated  by  act  approved  June  23,  1874 5, 000  00 

Amount  expended  during  the  nscal  year  ending  June  30, 1874 2, 019  29 

Amount  available  Julv  1,  1874 6,109  89 

Amount  required  for  tne  fiscal  year  ending  June  30,  1876 8, 000  00 


U  13. 


IMPROVEMENT    OF   THE    RAPPAHANNOCK    RIVER   BELOW   FREDERICKS 

BURG,  VIRGINIA. 

Under  a  contract  dated  August  14,  1873,  Mr.  A.  A.  Dodge  removed 
about  17,500  cubic  yards  of  material  from  the  Fredericksburg  Bar.^d<^* 
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positing  behind  tbe  dikes  on  either  bank  of  the  river  until  the  space 
seemed  full,  and  then  carrying  the  remainder  down  the  river  and  dump- 
ing it  in  places  where  there  was  little  probability  of  its  returning  into 
the  channel.  This  method  of  disposing  of  material  is,  however,  i-adi- 
cally  wrong,  and  should  never  be  resorted  to  except  from  absolute  neces- 
sity, or  to  save  expense  when  funds  are  inadequately  provided,  and  a 
certai  n  result  must  be  attained.  Mr.  Dodge  also  took  out  some  logs  and 
snags  below  Spottswood  Bar.  His  work  was  concluded  in  November, 
1873.  A  survej'  made  in  November  and  December,  1873,  showed  the 
river  was  in  a  better  condition  for  navigation  than  it  had  been  for  many 
years  before.  The  object  of  the  operations  since  1870  had  been  fully 
attained,  viz,  to  give  8  feet  at  low-water  as  high  up  as  Fredericksburg, 
whereas  previously  (since  the  war)  only  4J  feet  was  found  at  more 
than  one  place. 

My  opinion  as  to  the  extent  of  the  operations  required  for  this  river 
was  expressed  in  a  letter  to  the  Chief  of  Engineers  dated  April  29, 1873. 
As  the  same  opinion  is  still  entertained,  a  quotation  from  that  letter  is 
here  introduced  : 

The  estimate  of  about  $85,000  for  the  improvement  of  the  river,  contained  in  my 
report  of  Janaary  26,  187 1 ,  contemplated  the  procurement  of  a  depth  of  10  fc^t  at 
mean  low-water  as  high  as  Fredericksburg.  The  first  and  second  appropriations  there- 
after having  been  smaU  and  inadequate  to  giving  that  depth,  it  was  considered  better 
to  attain  first  a  depth  of  8  feet  at  low-water,  and  afterward,  if  the  wants  of  commerce 
should  require  a  greater  depth,  it  could  be  given  if  the  money  should  be  appropriated 
by  Congress.  With  the  information  now  in  my  possession,  I  am  of  the  opinion  that  8 
feet  at  Tow-water  is  sufficient  for  the  present  needs  of  the  commerce  upon  the  river, 
and  I  have  failed,  notwithstanding  the  manifest  improvement  in  the  navigation,  to 
perceive  any  such  tendency  to  a  corresponding  revival  of  trade  on  the  river,  or  in  the 
towns  on  its  banks,  as  would  justify  the  expenditure  of  any  money  in  making  a  10-foot 
navigation  where  it  does  not  now  exist. 

I  submit,  however,  an  estimate  below  for  giving  now  10  feet  at  low- 
water  as  high  as  Fredericksburg: 

ESTIMATE    TO    COMPLETE    IMPROVEMENT — CHANNEL  100  FEET    BY  10    FEET    AT   MEAN 

;       LOW-WATER. 

Excavation. 

Fredericksburg  Bar,  40,000  yards,  at  33  cents $13,200 

Spottswood  Bar,  20,000  yards,  at  25  cents .5,000 

18, 200 

Remainder  of  river,  as  per  estimate  of  1871,  from  Spottswood  down 29,250 

For  contingencies,  20  per  cent,  of  $47,450 9,490 

Total  required 56,940 

Experience  gained  since  1871  indicates  that  it  will  require  annnaliy 
from  $5,000  to  $8,000  to  keep  the  river  open.  It  also  shows  that  with 
the  wrecks  as  they  are  at  Spottswood  Har,  (one  having  been  removed  in 
1872,)  no  other  deflector  or  training-dike  is  needed.  The  cut  keeps  well 
open,  and  only  needs  widening. 

The  appropriations  by  Congress  since  the  estimate  of  1871  (of  $85,000 
for  10  feet  water)  have  been  the  following  : 

Fifteen  thousand  dollars  March  3, 1871 ;  $15,000  June  10, 1872;  $15,000  March  3,  1W3 ; 
$7,000  June  23,  1874  ;  total,  $52,000.  To  complete  the  estimate  $33,000  are  required, 
which  would  have  done  the  work  had  the  whole  snm  been  at  once  appropriat-ed  and 
operations  not  interrupted.  The  work  would  now  require  $57,000  minus  the  $13,000 
now  available,  or  $44,000. 

About  $7,500  per  annum  will  be  reciuired  for  this  river  to  keep  it  in 
its  present  condition  of  an  8  foot  low-water  navigation,  or  to  keep  it  at 
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10  feet,  if  that  depth  were  once  attained.  If  the  whole  amount  of 
844,000  cannot  be  appropriated  in  one  sum,  (and  Gongrress  is  certainly 
the  judge  whether  the  present  or  prospective  commerce  of  the  river 
would  require  a  corresponding  navigation  of  10  feet,)  the  true  policy  is 
to  appropriate  not  more  than  $7,500,  the  annual  sum.  Five  thousand 
dollars  would  probably  be  sufficient  for  the  year  ending  June  30,  1876. 

This  work  is  located  in  the  collection-district  of  Tappahannock. 

The  report  and  estimate  of  1871,  having  been  omitted  from  the  annual 
report  of  1871,  is  hereto  appended  as  a  part  of  the  history  of  the  im- 
provement of  the  river. 

A  letter  from  the  collector  of  customs  at  Tappahannock,  Va.,  dated 
August  10, 1874,  is  also  appended  hereto. 

Financial  statement 

BalaDce  in  Treasury  of  United  States  July  1, 1873 $15,000  00 

Deduct  amount  expended  in  fiscal  year  1872-73 1,913  92 

Amonnt  appropriated  by  act  approved  June  23, 1874 7, 000  00 

Amount  expended  during  the  fiscal  year  ending  June  30,  1874 7, 1 07  19 

Amonnt  available  July  1,  1874 12,978  89 

Amount  required  for  the  fiscal  year  ending  June  30,  1876 7, 500  00 

Bide  opened  at  1  o'clock  p,  m.,  July  25, 1873. 


Na 


Name. 


1 
2 


G.  H.  Ferris 
A.  A.  Dodge 


Address. 


Time. 


Begin. 


Brooklyn  . 
Baltimore. 


Oct.     1, 1873 
Sept.   1,1873 


Complete. 


Jan.     1. 1874 
Jan.  10,1674 


Price  per 
oabic  yard. 


90  39 
33 


Contract  to  A.  A.  Dodge,  at  33  cents  per  cubic  yard. 


Report  and  estimate  of  1871. 

United  States  Engineer  Office, 

Baltimore^  Md.y  January  26,  1871. 

General:  I  have  the  honor  to  submit  herewith  a  report  and  esti- 
mates on  the  subject  of  the  improvement  of  the  Kappahanuock  Eiver, 
Virginia,  a  duty  devolved  upon  me  by  Engineer  Department  letter  of 
July  23,  1870. 

The  necessity  for  some  effort  toward  the  amelioration  of  the  condition 
of  this  river  was  recognized  by  the  General  Government  at  least  as  early 
as  1852,  at  which  time  the  late  General  Mansfield  (then  captain  Corps  of 
Engineers  and  brevet  lieutenant-colonel)  was  directed  to  make  an  exam- 
ination and  report.  Owing  to  the  want  of  a  detailed  survey  and  map  of 
the  river,  his  report  at  that  time  was  only  general  and  preliminary  in 
it«  character,  and  resulted  in  the  suggestion  that$4:(),000  be  appropriated 
for  commencing  operations  on  the  improvement,  pending  the  execution 
of  a  thorough  survey  of  the  river  from  Fredericksburg  to  the  bay,  when 
a  final  report  and  estimate  might  be  made.  This  survey  was  made  by 
the  United  States  Coast  Survey,  at  General  Mansfield's  request,  during 
1853  and  1854,  but  no  further  action  was  had  on  the  question  of  the 
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river  improvement  from  that  time  until  now,  so  far  as  my  knowledge 
goes. 

Tlie  survey  of  1853-'o4  materially  abridged  the  amount  of  field-work 
required  at  this  time  to  enable  me  to  report  intelligently  on  the  kind 
and  amount  of  work  necessary  to  be  done  to  effect  the  desired  improve- 
ment. The  general  results  of  the  examinations  made  in  1870  under  my 
direction  indicate  no  material  change  in  the  condition  of  the  river  since 
the  date  of  General  Mansfield's  report.  The  extent  and  character  of 
the  obstructions  are  generally  the  same,  consisting  of  bars  or  shoals, 
formed  either  in  those  places  where  the  river,  having  a  straight  course, 
expands  in  width  suddenly,  or  near  the  mouth  of  tributary  streams.  The 
depth  of  water  over  the  principal  of  these  bars  was  found  to  be  nearly 
as  given  by  General  Mansfield,  though  differing  considerably  from  those 
given  by  the  Coast  Survey 'map.  Fredericksburg,  which  is  the  com- 
mercial center  of  the  interests  involved  in  the  improvement  of  the 
Eappahannock,  is  situated  on  the  right  bank  of  that  stream,  about  160 
miles  above  its  junction  with  Chesapeake  Ba3\  It  had,  for  a  long  period 
anterior  to  the  late  war,  maintained  a  very  considerable  coastwise  and 
European  trade,  and,  despite  the  impediments  to  a  free  navigation  of  the 
river,  was  rapidly  increasing  in  wealth  and  importance. 

Its  annual  coastwise  shipment  of  grain  formerly  exceeded  1,000,000 
bushels,  and  its  flour  and  woolen  goods  possessed  an  extended  European 
reputation. 

So  long  as  ninety  years  ago  vessels  loaded  at  Fredericksburg  directly 
for  ports  in  Europe;  since  1820,  however,  the  shoaling  of  the  river  has 
entirely  cut  them  off  from  that  trade.  The  water-power  of  this  point  is 
said  to  equal  that  of  Lowell,  Massachusetts,  both  in  power  and  avail- 
ability. By  means  of  damming,  this  power  has  been  put  in  condition  for 
immediate  use,  and,  indeed,  is  now  quite  extensively  utilized,  though  it 
needs  capital  and  a  more  certain  navigation  to  the  bay  to  develop  its 
full  capacity.  It  is  believed  that  when  the  means  of  sure  and  cheap 
transit  thence  by  the  river  is  assured  capital  will  offer  in  abundance 
to  do  the  rest.  That  the  wealth  and  prosperity  of  this  section  will  be 
increased  by  this  improvement,  and  consequently  that  of  the  whole 
country,  there  can  be  no  doubt. 

The  river,  from  Fredericksburg  to  Port  Royal,  (about  thirty  miles  be- 
low,) winds  in  a  tortuous  course  between  banks  generally  well  elevated 
and  stable,  though  showing  at  some  points  indications  of  sliding,  which 
would  probably  be  remedied  by  removing  the  superincumbent  timber. 
Its  width,  between  these  points,  gradually  increases  from  350  feet  to 
1,500  feet;  though  presenting  several  enlargements  beyond  this  ratio, 
where  are  generally  found  the  obstructing  bars  and  shoals.  Below  Port 
Royal  the  river  expands  gradually,  until  at  its  mouth  it  has  a  width  of 
four  miles.  The  bottom  is  generally  sandy,  and  the  current  without 
sufficient  force  to  preserve  a  stable  channel. 

As  far  as  a  discussion  of  the  river  improvement  is  concerned.  Port 
Royal  may  be  considered  the  month  ;  beyond  that  it  is  an  arm  of  the 
bay.  The  influences  of  freshets  and  fluvial  currents  are  lost  beyond  this, 
and  all  of  its  characteristics  are  those  of  an  estuary  rather  than  a  river. 
On  this  lower  portion  of  the  river  only  two  obstructions  exist  to  navi- 
gation, viz,  at  Nanzatico  and  Naylor's  Hole.  The  first  (caused  by  a 
sudden  enlargement  of  the  water-way)  is  slight  in  extent;  the  latter  is 
caused  by  the  confluence  of  two  opposite  tides,  occurring  at  a  point 
naturally  inclined  to  shoal,  and  it  will  be  probably  removed  to  a  point 
lower  down  and  more  favorable  by  any  improvement  which  facilitates 
the  tidal  movement  in  the  upper  river.    The  river,  then,  requiring  im- 
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provement,  may  be  called  thirty  miles  in  length.  The  obstractions  are 
bars  and  shoals  formed  either  by  enlargement  of  the*  water-way  beyond 
its  low-water  capacity  to  fill  properly,  or  to  enable  the  channel  to  main- 
tain its  own  stability;  or  are  the  effect  of  tributaries  arresting  the 
floods  at  the  months,  and  forming  bars. 

The  wrecks  deposited  in  the  river  during  the  war,  though  undoubted 
obstructions,  are  small  in  size  and  insignificant  in  numbers. 

It  is  proposed  to  remove  the  bars  and  shoals  by  dredging ;  to  form  a 
channel  100  by  10  feet  at  mean  low- water;  to  break  up  and  remove  the 
wrecks  by  blasting,  and  in  some  cases  to  assist  the  channel  in  preserv- 
ing its  proper  position  and  depth  by  the  use  of  dikes  or  jetties  of  cheap 
construction. 

It  is  believed  that  a  general  system  of  training-dikes,  which  would 
regulate  the  size  of  water-way  in  accordance  with  its  volume  and  the 
required  depth,  assist  the  upward  movement  of  the  tidal  wave  by  dimin- 
ishing friction  along  the  banks,  and  control  and  assist  the  ebb,  would 
prove  highly  beneficial.  As  their  proper  construction  would  prove  ex- 
X>ensive,  and  as  much  if  not  all  that  is  at  present  required  can  be  done 
without  their  use,  except  in  special  cases,  as  mentioned  above,  they  have 
not  been  included  in  the  plans  and  estimates  herewith  submitted. 

The  estimated  cost  of  a  channel  100  feet  wide  and  10  feet  deep,  at 
mean  low-water,  is  $S3,760,  and  I  would  recommend  that  that  amount 
be  appropriated  for  this  pnrpose. 

To  the  report  of  my  assistant,  Mr.  N.  H.  Button,  which  accompanies 
this,  and  his  maps,  I  respectfally  refer  for  details  of  the  survey  and  its 
results. 

The  following  papers  are  also  transmitted  herewith,  viz  : 

1.  Extract  from  Colonel  MaDsfield's  report  of  November  26, 1852. 

2.  Letter  of  November  12,  1870,  from  Mr.  Wentworth,  collector  of  the  district  in 
which  the  RappahaDnock  is  sitaated. 

3.  Letter  of  October  5, 1870,  from  Mr.  A.  K.  Phillips,  once  custom-honse  officer  at 
Fredericksbarg. 

4.  Printed  petition  to  Congress,  detailing  certain  facts  of  importance  abont  the  Rap- 
pidiannock  River,  and  praying  for  an  appropriation  for  its  improvement. 

To  show  the  relative  positions  of  the  several  localities,  of  which  de- 
tailed sketches  are  transmitted,  reference  is  requested  to  the  printed 
Coast  Survey  map  of  the  river,  a  copy  of  which  is  supposed  to  be  in  the 
Engineer  Burean. 

Very  respectfully,  your  obedient  servant, 

Wm.  p.  Cbaighill, 

Major  of  Engineered 
Brig.  Gen.  A.  A.  Humphreys, 

Chief  of  Engineers y  U.  S.  A, 


Report  of  Mr.  N,  H.  Huiton^  Assistant  Engineer. 

United  States  Engineer  Office, 

Baliimore^  Md,f  January  24^  1871. 

Major:  In  accordance  with  yonr  instructions,  I  have  the  honor  to  submit  herewith 
the  results  of  an  examination  made  under  your  directions  of  the  Rappahannock  River, 
Virginia, with  a  view  to  the  improvement  of  its  channel. 

A  very  thorough  survey  of  tne  river,  in  1853,  made  by  the  United  States  Coast  Sur- 
vey, rendered  unnecessary  any  more  extended  operations  in  the  field  at  this  time  than 
an  examination  of  such  portions  of  the  river  as  were  shown  on  the  map  of  that  sur- 
vey to  have  a  channel-way  of  less  depth  than  that  desired  to  be  obtained,  in  order  to 

Seng 
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determine  what,  if  any,  changes  had  occurred  in  the  position  and  depth  of  the  channel, 
and  their  extent  and  character. 

The  result  of  an  interview  with  those  citizens  of  Fredericksburg  most  largely  inter- 
ested in  the  development  of  commerce  dependent  on  the  river  improvement,  indicated 
that  a  depth  of  10  feet  at  mean  low-water  would  bo  a  sufficient  depth  to  meet  all  the 
requirements  of  the  case.    The  examinations  were,  therefore,  confined  to  obstructions 
to  the  use  of  that  amount  of  water. 

Tide-gauges  were  established  at  Fredericksburg  (head  of  navigation  and  tide-water) 
and  at  Port  Royal,  thirty  miles  below,  and  the  state  of  the  tides  recorded  at  every  half 
hour  from  6  a.  m.  to  6  p.  m.  during  the  continuance  of  the  survey,  which  commenced 
on  the  11th  and  was  completed,  in  so  far  as  the  weather  permitted,  on  the  15th  of 
November,  (both  dates  inclusive.) 

The  survey  was  carried  on  with  a  yawl  boat;  soundings  were  made  with  a  graduated 
rod,  used  by  one  of  the  most  experieuced  pilots  on  the  river,  and  angles  were  measured 
by  means  of  a  prismatic  compass,  checked  by  frequent  reference  to  established  points 
on  shore. 

Commencing  at  Fredericksburg,  the  survey  was  carried  on  continuously  to  Port 
Royal.  On  arrival  at  that  place,  the  weather,  which  had  been  hitherto  extremely  favor- 
able, became  so  boisterous  and  inclement  as  to  preclude  the  hoiie  of  an  examination  of 
the  only  two  shoals  below  (Nanzatico  Reach  and  Naylor's  Hole)  within  the  limits  of  a 
reasonable  delay. 

The  Coast  Survey  chart  has  consequently  been  used  as  the  basis  for  calculation  at 
those  points  in  the  following  estimates,  and  without  any  probable  chances  of  error  in 
the  results,  as  the  opinions  of  all  those  acquainted  with  the  river  coincide  in  the  belief 
that  those  places,  being  beyond  the  infiueuce  of  freshets  and  river-currents,  have  not 
changed  in  any  respect  since  1853  and  1854. 

The  obstructions  to  a  10-foot  navigation  (with  the  exception  of  a  few  old  and  dilapi- 
dated wrecks)  were  found  to  consist  of  bars  or  shoals,  formed  either  by  the  sudden  ex- 
pansion of  the  wal«r-way  beyond  its  useful  width,  or  by  the  influence  of  tributary 
streams,  which,  checking  the  downward  flow  of  the  main  river  in  times  of  high  water, 
produce,  adjacent  to  their  debouches,  bars  of  sediment. 

Freshets  are  of  annual  occurrence,  sometimes  attaining  a  height  of  25  feet  above 
mean  low-water,  but  generally,  in  the  opinions  of  those  residing  near  the  river,  not  ex- 
ceeding from  12  to  16  feet  in  height.  The  mean  rise  and  fall  ofthe  tides  is  reported  as 
2'  3".  During  the  examination,  no  evidence  of  any  excessive  wash  of  the  river-banks 
was  observed.  They  are  generally  high  and  stable,  though  near  Spottswood's  Bar,  and 
at  several  other  places  below,  for  short  distances  were  formed  slides,  caused  by  the 
weight  of  timber  above,  which  could  readily  be  remedied  by  clearing  the  slopes  for  a 
few  hundred  yards  back  from  the  river. 

.  The  tributaries  entering  the  Rappahannock  between  Fredericksburg  and  Port 
Roya«  are  few  in  number  and  unimportant  in  size;  whatever  of  injurious  effect  they 
may  produce  on  the  river  in  times  of  high  water,  must  be  attribute<l  to  their  action  in 
checking  the  downward  current  of  the  main  stream  by  their  discharge  at  an  obtnse 
angle,  as  their  drainage  areas  are  too  limited  in  extent  to  contribute  any  serious 
amount  of  sediment.  If  it  be  true  that  this  is  their  only  injurious  effect,  it  can  be 
rendered  innocuous  by  extending  their  entrance  into  the  river  in  a  direction  more 
nearly  coincident  with  the  current  of  the  latter. 

Ccmimencing  at  Fredericksburg,  a  shoal  is  found  extending  along  the  whole  front  of 
the  town,  and  down  the  river  as  far  as  the  mouth  of  Deep  Run.  It  has  a  length  of 
1,800  yards,  and  from  four  to  seven  feet  of  water  on  it  at  present.  The  river-bed  here 
presents  the  appearance  of  a  general  elevation  or  plateau  throughout  its  whole  extent, 
and  it  appear;}  probable  that  a  channel  once  excavated  through  it  would  retain  its 
depth. 

The  next  shoal  is  that  known  as  Spottswood's  Bar,  four  miles  below  town^  where  the 
river  expands  in  width,  leaving  a  current  without  sufficient  force  to  maintain  a  regular 
channel.  Its  length  is  about  1,SK)  yards,  and  the  least  depth  about  six  feet  at  low-water. 

At  Castle's  Ferry,  eight  miles  below  Fredericksburg,  is  found  the  next  bar,  which 
arises  from  the  same  cause  as  the  one  above.  Its  length  is  700  yards,  and  depth  of 
water  at  present  8  feet. 

A  bar  of  slight  extent  is  found  at  Farleyvale  Reach,  four  miles  below  Castle's  Ferry 
having  a  length  of  350  yards,  and  a  depth  of  8  feet.  In  addition  to  the  bars  as  named 
above,  the  wrecks  of  five  or  six  small  vessels  obstruct  the  channel  opposite  Fredericks- 
burg, and  three  are  found  obstructing  the  '*  cross-over  "  at  Spotts wood's  Bar.  They  are 
all  small,  and  can  be  easily  removed  oy  blasting. 

No  other  obstructions  to  a  10-foot  navigation  at  low-water  are  found  above  Port 
Royal ;  the  next  in  order  being  at  Nanzatico,  three  miles  below  that  town,  having  a 
length  of  800  vards,  and  a  depth  of  7  feet  at  present. 

Naylor's  Hole,  thirty  miles  below  Port  Royal,  and  just  above  Tappahannock,  is  the 
next  and  last  shoal.  At  that  point  the  river  has  a  loose,  sandy  bottom,  and  an  expanded 
water-way,  through  which  the  channel  meanders  with  insufficient  force  to  preserve 
stability  of  position  or  depth. 
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The  confluence  of  opposing  tides,  which  also  occurs  here,  renders  a. bar  inevitable. 
It  has  a  length  of  800  yards,  and  a  least  depth  of  7  feet.  It  is  believed  that  any 
improvement  which  facilitates  the  movement  of  the  tidal  wave  above  this  will  tend  to 
remove  this  bar  lower  down  the  river,  and  to  a  position  where  its  tendency  to  increase 
will  be  lessened.  The  composition  of  all  the  shoals  and  bars  encountered  on  this  stream 
is  of  sand  and  mud,  easily  removable  by  dredgiog.  This  would  seem,  therefore,  to  be 
the  principal  work  required  to  effect  the  desired  improvement  of  the  river.  As  most, 
if  not  all,  of  the  bars  and  shoals  arise  from  conditions  of  the  river,  indicating  a  greater 
area  of  water-way  than  the  low-tide  volume  of  the  river  can  supply  with  the  re(|uired 
'depth  of  water,  it  would  seem  that  a  system  of  "  training-dikes '^  could  be  benehcially 
employed,  which  would  serve  to  regulate  the  dimensions  of  water-way,  facilitate  the 
movement  of  the  flood-tide  upward,  and  govern  and  direct  the  ebb.  This  system, 
which  might  be  usefully  applied  throughout  a  large  extent  of  the  river,  and  would 
probably  result  in  establishing  permanently  even  a  greater  depth  than  10  feet  at  low- 
water,  has  not  been  estimated  for  at  present,  as  will  be  seen  by  reference  to  the  accom- 
panying maps,  except  at  such  points  as  their  use  seemed  imperative. 

As  the  sinuosity  of  the  river,  its  narrowness  and  high  bluff  banks,  which  shut  out 
and  break  up  the  prevailing  winds,  will  render  essential  towing  or  steam  transports  in 
the  navigation  above  Port  Royal,  a  width  of  channel-way  has  been  adopted  of  one 
handred  feet,  and  its  estimated  cost  is  as  follows : 

Channel  100  feet  wide,  10  feet  deep  at  low-water : 

Fredericksburg  Bar: 

•87,  000  yards,  at '25  cents $21,751 

200  feet  dike,  at  $2.50 500 

5  wrecks,  at  $500  each 2,500 

Total 24,750 

Spottswood's  Bar : 

50,000  yards,  at  25  cents 12,500 

600  feet  dike,  at  $2.50 1.500 

3  wrecks,  at  $600  each 1,800 

Total 15,800 

Castle's  Ferry  Bar: 

^.000  yards,  at  25  cents 5,000 

600  feet  dike,  at  $2.50 1,500 

6,500 


-"    ' 


Farleyvale  Beach  : 

8,000  yards,  at  25  cents 2,000 

I  I 

Nanzatico  Reach : 

26,000  yards,  at  25  cents 6,500 

1,200  feet  dike,  at  $2.50 3,000 

9,500 


Naylor's  Hole : 

27,000  yards,  at25cent8 6,750 

1,«00  feet  dike,  at  $2.50 4,500 

11,250 

Makinga  total  cost  of 69,800 

Add  10  per  cent,  for  superintendence 6,980 

Add  10  per  cent,  for  contingencies 6,980 

a3, 760 

Accompanyiog  this  are  maps  of  all  those  places  where  bars  were  found  during  this 
aarvey,  and  one  or  two  places  which  were  indicated  as  having  less  than  10  feet  of 
water  on  the  Coast  Survey  map  of  1853-54,  but  which  were  found  to  have  that  depth 
or  over  at  the  present  time. 

These  sketches  are  all  drawn  to  a  scale  of  mhiTj  except  Nanzatico  and  Naylor's 
Hole,  which  are  on  a  scale  of  ^u^inj.    The  soundings  in  black  are  those  of  Coast  Survey, 
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made  in  1853-^54.  Those  in  red  are  the  depths  as  measured  during  the  recent  surroj- 
The  location  and  extent  of  excavations  proposed  are  shown  in  red  outline,  shaded 
with  blue — the  proposed  dikes  in  red. 

Very  respectfully,  your  obedient  servant, 

N.   H.   HUTTON, 

Ctr{7  Engineer^  Assistant, 
Miy.  William  P.  Craighill, 

Ck>rp8  of  Engineers  J  U.  S,  J. 


Extract  from  r^ort  of  Capt,  J,  K.  F,  "Mansfield  j  Corps  of  Engineers^  o/1852. 

Washington  City,  JVarem&cr  26,  1852. 

I  made,  personally,  a  reconnoissance  of  the  river,  and  have  obtained  the  following 
information : 

It  appears  that  in  1802,  and  as  late  as  1812,  ships  have  been  loaded  at  the  wharves  at 
Fredericksburg,  but  that  since  that  period  the  channel  has  been  gradually  filling  up  by 
deposits  brought  from  above  the  falls,  till  at  this  time  there  is  only  7  feet  of  water, 
at  nigh-water,  at  the  wharves,  and  about  8  feet  water  only  can  be  carried  at  high- water 
over  Hazel  Run  Bar,  one  mile  below  the  city,  and  about  the  same  depth  for  two  miles 
beyond  ;  thence  to  SpotwelFs  Bar,  five  miles  farther,  there  is  about  10  feet  water  at 
high-water ;  thence  about  eight  miles  farther,  at  Moss  Neck,  there  is  a  reach  of  about 
two  miles  with  10  feet  water  at  high-water ;  thence  at  Port  Tobago,  about  ten  miles 
below  Port  Royal,  the  channel  is  quite  crooked,  and  11  feet  of  water  at  high- water  ; 
thence  at  Naylor's  Hole»  five  miles  above  Tappahannock,  the  channel  very  crooked  and 
9  to  10  feet  water  at  high- water  the  whole  distance  to  Tappahannock.  The  indications 
are  generally,  at  different  places,  about  10  feet  water  at  high- water,  till  Tappahannock 
be  passed,  and  the  bottom  is  represented  as  of  sand  and  lumpy.  The  river  is  narrow  at 
Fredericksburg,  and  continues  so  for  miles  below,  widening  very  gradually  till  Port 
Royal  is  reached,  say  forty  miles  below  the  city,  when  it  begins  to  expand  rapidly,  and 
finally  attains  a  width  of  about  four  miles,  with  a  tortuous  channel  and  extensive  shoals 
on  either  side,  varying  according  to  particular  localities. 

There  is  no  bar,  however,  at  its  mouth  as  it  enters  the  Chesapeake  Bay,  and  it  may 
be  looked  upon  as  an  arm  of  this  bay,  extending  up  as  far  as  Port  Tobago,  ten  miles 
below  Port  Koyal,  and  eighty  miles  from  it>8  mouth. 

This  river  may  be  called  one  hundred  and  thirty  miles  lon^  from  the  falls  at  Frede- 
ricksburg to  its  mouth,  and  it  maintains  a  general  uniform  direction  from  the  interior 
of  the  State ;  at  Fredericksburg  a  canal  slack- water  navigation  of  fifty -six  miles  up 
the  valley  of  the  RappahannocK  to  Waterloo  connecting  with  it,  and  thus  it  is  made 
an  important  means  of  trauspostatiou  of  about  one  hundred  and  eighty  miles  from 
Chesapeake  Bay  into  the  interior,  by  water,  independent  of  the  connection  it  has,  and 
will  have,  eventually,  with  railroad.  Its  banks  are  generally  high  and  present  a  {>er- 
manent  slope,  and  the  freshets  of  the  river,  which  are  of  short  duration,  probably 
never  exceed  20  feet  in  height,  and  are  but  slightly  felt  below  Port  Royal. 

The  country  throughout  the  whole  extent  of  this  river  is  in  a  high  stat«  of  cultiva- 
tion, and  it  is  very  important  as  one  of  the  arteries  of  coastwise  commerce  to  the  ex- 
tent of  about  $4,000,000  annually. 

I  have  thus  shown  the  obstacles  to  the  navigation  of  this  river  to  be  simply  the  de- 
posits of  mud,  sand,  &.C.,  washed  into  the  channel,  and  the  crooked  channels  through 
the  broad  bed  of  the  river  as  it  expands  into  an  arm  of  the  Chesapeake ;  and  it  would 
appear  that  there  can  be  no  difficulty  in  the  way  of  restoring  this  beautiful  river  to  its 
original  usefulness  as  a  highway  of  commerce  for  the  whole  country,  and  particularly 
to  the  city  of  Fredericksburg  and  Falmouth,  where  there  are  established  flouring  mills 
and  cotton  manufactories. 

I  am,  very  respectfully,  your  most  obedient  servant, 

Jos.  K.  F.  Mansfield, 
Captain  Corps  Engineers^  and  Brevet  Colonel. 

Bvt.  Brig.  Gen.  Jas.  G.  Totten, 

Chief  of  Engineers, 


Commercial  statistics, 

Custom-House,  Tappahannock,  Va., 

Collector's  Offlce^  August  10, 1874. 

Sir  :  I  have  the  honor,  in  reply  to  yours  of  the  14th  ultimo,  to  state  that  the  Rappa- 
hannock River  below  Fredericksburg  is  situated  in  the  customscollection-district  of 
Tappahannock,  Va. 
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2d.  That  during  the  fiscal  year  ending  June  30, 1874,  there  was  no  revenue  collected 
at  the  portof  Tappabannock. 

3d.  There  is  no  other  port  of  entry  on  the  Rappahannock  below  Fredericksburg. 
There  is  a  port  of  delivery  at  Urbana,  on  said  river. 

4tb.  There  is  a  very  extensive  Alighting  business  carried  on  by  means  of  the  river 
•on  the  following  articles,  viz:  Grain,  tobacco,  cord-wood,  ship-timber,  railroad-ties, 
lumber,  oysters,  &c. 

Very  respectfully,  your  obedient  servant, 

James  J.  McDonald, 
Special  Deputy  Collector. 
Maj.  WiLUAM  P.  Craighill, 

Corps  of  Engineers, 


U    14. 
IMPROVEMENT  OF  AQUIA  CREEK,  VIRGINIA. 

It  having  been  found  inexpedient  to  begin  the  improvement  with  the 
«mall  appropriation  of  $1,500  of  June  10,  1872,  it  was  held  in  hand  to 
await  a  further  appropriation  by  Congress.  The  new  appropriation  of 
March  3, 1873,  was  $2,000.  Proposals  were  received  April  29, 1873,  for 
excavating  a  channel  from  the  draw  in  the  railroad  bridge  toward  the 
**  Narrows"  above,  to  be  20  feet  wide  at  bottom  and  4  feet  deep  at  mean 
low-water,  but  they  were  too  high,  and  their  rejection  was  recommended, 
and  that  the  work  be  again  postponed.  A  special  report  was  made 
May  21, 1874,  as  follows : 

United  States  Engineer  Office, 

Baltimore,  Md.y  May  21,  1874. 

General  :  In  reply  to  telegram  of  this  date  I  have  the  honor  to  state,  that  I  should 
T>e  unwilling  to  promise  any  useful  results  at  Aquia  Creek  for  a  sum  less  than  the  esti- 
mate submitted  with  my  last  annual  report ;  and  it  is  proper  I  should  add  that,  on  ac- 
count of  the  unusual  softness  and  fluidity  of  the  material  tliere,  the  channel  excavated 
even  with  that  sum  would,  in  all  probability,  not  be  permanent,  but  would  very  soon 
require  re<excavation. 

Constant  dredging  will  be  needed  to  keep  a  channel  open  there,  at  a  greater  expense, 
it  now  seems  to  me,  than  the  interests  involved  justir^.  This  is  my  candid  opinion. 
Still,  if  Congress  should  think  fit  to  appropriate  any  sum  in  addition  to  funds  now 
available,  I  should  endeavor,  if  chtirged  with  its  expenditure,  to  use  it  so  as  to  produce 
some  useful  effect,  however  small  and  temporary  that  effect  might  be. 
Very  respectfully,  your  obedient  servant, 

W.  P.  Craighill, 
Major  of  Engineers, 
Brig.  Gen.  A.  A.  Humphreys, 

Chief  of  Engineer s^  U,  S.  A. 

Aquia  is  in  the  collection-district  of  Alexandria. 

The  total  thus  far  appropriated  for  this  work  is  S3,500.  The  estimate  was  $  18,000. 
Xlence  it  remains  to  appropriate  $14,500  to  fill  it.  The  whole  amount  should  be  avail- 
able at  once,  or  the  work  not  begun. 

Observation  of  several  years  induces  the  opinion  that  it  is  doubtful 
"%vhether  the  interests  involved  are  of  sufficient  value  to  justify  so  large 
^n  expenditure  at  this  locality,  when  the  probabilities  of  a  success  in 
^he  permanence  of  the  improvement  are  small. 

Financial  statement 

^Balance  in  Treasury  of  the  United  States  July  1,  1873 $2,900  00 

Amount  in  hands  of  officer  and  subject  to  his  check 466  45 

-Amount  expended  during  the  fiscal  year  ending  June  30,  1874 137  39 

Amount  available  July  1,  1874 3,229  05 

-Amount  required  for  the  fiscal  year  ending  June  30,  1876 14, 500  00 
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U  15. 

IMPROVEMENT  OF  NOMINI  CREEK,  VIRGINIA. 

On  the  30tli  of  June,  1873,  Mr.  G.  H.  Ferris  was  engaged  in  excavating 
a  channel  throngh  the  bar  at  the  mouth  of  the  creek.  After  completing 
two  cuts,  connecting  deep  water  in  Nomini  Creek  with  that  of  the  bay,, 
operations  were  suspended  September  17.  The  examination  made  im- 
mediately after  the  close  of  work  showed  a  channel  about  50  feet  wide 
at  bottom,  with  a  ruling  depth  of  7  feet  at  mean  low-water.  A  re- 
examination of  the  artificial  channel  made  in  June,  1874,  disclosed  the 
fact  that  the  channel  maintained  quite  well  its  former  dimensions^ 
although  some  filling  has  taken  place. 

Nomini  Creek  is  in  the  collection-district  of  Alexandria,  which  is  also  the  nearest 
port  of  entry. 

No  proposals  were  received  during  the  year. 

Cost  of  improving  creek,  as  per  original  estimatCf  $20,000.  Appropriated  March  .3, 
1873,  $10,000,  and  June  23,  1874,  $6,000— total,  $16,000.  To  complete  the  estimate 
rigorously  $4,000  are  needed ;  but  this  is  a  case  where  the  whole  appropriation  should 
have  been  made  at  once.  r 

Interruption  of  the  work  has  caused  it  to  be  more  expensive,  hence 
$6,000  are  asked  for  year  ending  June  30, 1876. 

Financial  sta  tern ent. 

Balance  in  Treasury  of  United  states  July  1,  1873 $7,500  OO 

Deduct  amount  expended  in  fiscal  year  1872-73 850  46 

Amount  appropriated  by  act  approved  June  23,  1874 6,000  00 

Amount  expended  during  the  fiscal  year  ending  June  30,  1874 5, 619  94 

Amount  available  July  1, 1874 7,029  60 

Amount  required  for  the  fiscal  year  ending  June  30, 1876 6, 000  00- 


U  16. 

IMPROVEMENT  OF  THE       MES  RIVER,  VIRGINIA. 

The  operations  of  the  year  have  been  of  the  same  character  as  of  the- 
previous  year,  and  may  be  described  in  general  by  the  language  used 
in  the  last  annual  report,  viz : 

Removing  rocks  from  the  channel  near  the  city  of  Richmond,  especially  at  the 
Rockett's  Reef,  dredging  on  the  bars,  and  depositing  the  material  beliind  dikes  con- 
structed partly  for  that  purpose  and  partly  to  rectify  the  banks  and  contract  the  water- 
way in  some  places  where  needed. 

The  work  has  been  exceedingly  unfortunate  in  losing,  by  death,  Mr^ 
W.  G.  Turpin,  who  was  the  assistant  engineer  on  the  part  of  the  United 
States  and  the  engineer  for  the  city  in  the  joint  operations  for  the  im- 
provement of  the  river.  He  was  prostrated  by  typhoid  fever  in  October, 
1873,  and,  after  continuing  in  a  feeble  state  of  health,  finally  passed 
away  quite  suddenly  in  June,  1874,  I  have  felt  this  stroke  severely,  as 
my  relations  with  Mr.  Turpin,  both  official  and  personal,  were  of  the 
most  agreeable  character.  He  was  an  upright,  zealous,  and  efficient 
officer.  In  addition  to  this  loss,  the  work  suffered  another  in  the  death 
of  Mr.  K  B.  Eandolph,  clerk  and  general  assistant,  who  died  in  Febru- 
ary, 1874. 

On  the  30th  of  June  a  channel  is  found  125  feet  wide,  and  with  a 
depth  of  15^  feet  at  high-water,  through  the  Bocketts'  Beef,  which  ha» 
been  always  the  most  serious  and  dreaded  obstruction  in  reaching  the- 
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wharves  of  the  city.  Other  dangeroas  masses  of  rock  have  also  been 
taken  out  near  that  channel  and  in  other  parts  of  the  river  in  the  vicinity. 
The  means  used  in  this  work  are  the  diamond  drill  as  the  borer,  nitro- 
glycerine as  the  explosive,  a  simple  hoisting-apparatus  for  lifting  the 
large  masses,  the  assistance  of  divers  being  necessary.  Much  rock  is 
so  shattered  by  the  explosions  as  to  be  reduced  to  a  fit  state  for  taking 
oat  by  the  buckets  of  the  dredges.  The  following  are  reported  as  the 
quantities  removed  on  the  reef  and  near^  viz : 

Nine  hundred  and  fifty-eiglit  cubic  yards  of  rock  in  mafises,  1,631  yards  in  small  pieces, 
lifted  by  the  dredges,  and  ^9  yards  of  sand  and  gravel.  One  pound  of  nitro-glycerine 
has  been  used  to  each  2^  cubic  yards  of  rock.  The  nitro-glycerine  is  made  and  used 
by  Mr.  C.  L.  Kalmbach.  Ninety-five  holes  have  been  drilled,  in  length  aggregating 
819  feet 

The  sickness  and  death  of  Mr.  Turpin  and  Mr.  Randolph  have  left 
the  statistics  of  the  year  in  a  somewhat  unsatisfactory  condition.  From 
the  Ist  of  October,  1873,  to  June  30,  1874,  about  89,000  cubic  yards  of 
sand  and  river-sediment  have  been  taken  out  from  the  bars  near  the 
eity.  The  principal  dike  built  has  been  near  Eichmond  Bar,  near  the 
left  bank  of  the  river,  of  which  1,515  feet  have  been  completed  up  to 
June  30, 1874.  It  was  begun  in  February,  1874.*  A  portion  of  the  dike 
on  the  right  bank,  which  was  built  several  years  ago,  by  Captain  Minor, 
for  the  city,  nearly  opposite  this  new  dike,  has  been  taken  up,  as  it  was 
improperly  located  and  in  a  position  to  do  injury  to  the  river. 

Some  extracts  of  interest  are  appended  below,  taken  from  the  last 
report  made  by  Mr.  Turpin  in  his  capacity  of  engineer  for  the  city.  He 
explains  the  method  of  conducting  the  joint  operations  by  the  United 
States  and  the  city  of  Eichmond,  and  refers  to  other  important  matters 
connected  with  the  improvement,  in  which  he  took  such  an  intelligent 
and  active  part. 

A  careful  resurvey  of  the  river,  extending  from  the  ship-lock  at  the 
city  to  Trent's  Eeach,  and  including  the  Dutch  Gap  Cut-off,  was  com- 
menced in  November,  1873,  and  complet>ed  in  March,  1874,  by  Mr,  Wil- 
liam Popp.  Its  object  was  to  note  the  changes  made  by  nature  and  art 
since  the  last  maps  and  the  partial  examinations  of  1870,  and  to  give 
the  basis  for  a  careful  revision  of  the  estimate  for  the  continued  im- 
provement of  the  river.  This  estimate  is  submitted  below.  Two  esti- 
mates are  given,  one  for  a  channel  180  feet  wide  and  15  feet  deep  at 
high-water,  the  other  180  feet  wide  and  18  feet  deep  at  high-water.  It 
is  only  necessary  at  present  to  consider  the  smaller  depth.  The  greater 
depth  can  be  given  when  the  trade  on  the  river  requires,  which  is  not 
the  ca«e  at  present.  The  operations  of  the  year  ending  June  30,  1876, 
will  have  for  their  object  the  attainment  of  a  depth  of  15  feet  at  high- 
water,  as  high  as  Eichmond,  and  of  as  great  width  as  the  funds  will 
admit. 

The  appropriations  by  Congress  have  been  $50^000  July  11, 1870 ;  $50,000  March  3, 
1871;  $50,000  June  10,  1872;  $75,000  March  3,  1873;  $50,000  June  23,  1874;  total, 
275,000,  of  which  there  is  now  available,  in  money  and  property,  $70,000. 

The  estimate  of  1870  for  dredging,  diking,  and  rock-excavation,  for  a 
channel  180  by  15  at  high-water,  was  $120,000.  Up  to  that  time  no  work 
had  been  done  on  the  James  Eiver  by  the  United  States.  The  prices 
in  that  estimate  were  taken  from  information  obtained  in  Eichmond  and 
supposed  to  be  reliable.  Actual  experience  shows  them  to  have  been 
too  low.    Besides  the  work  done  in  dredging,  diking,  and  rock-excava- 

*  Two  thousand  one  hundred  and  fifty  feet  of  diking  at  north  end  of  Drewry's  Island 
have  also  been  built  during  the  year.^ 
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tion,  which  were  incladed  in  the  estimate,  $35,000  of  the  above  sum 
-were  spent  in  removing  wrecks  which  greatly  obstructed  the  channel, 
and  $5,000  in  deepening  a  portion  of  Dutch  Gap  Cut-off  to  18  feet, 
which  was  found  necessary.  In  the  report  of  1870  it  was  stated  that, 
in  a  freshet-river  like  this,  $15,000  would  be  annually  required  to  keep 
the  channel  open  when  made.  This  expense  has  fallen  and  will  fall 
on  the  annual  appropriations  from  1870  to  1874  inclusive.  It  is  now 
estimated,  after  tiie  experience  of  these  years,  that  the  sum  of  $117,000 
will  be  needed  to  open  a  channel  180  feet  wide  by  15  feet  deep  at  high- 
water,  to  which  add  for  annual  repairs  after  treshet49,  to  include  June  30, 
1876,  $30,000,  and  deduct  $60,000,  the  sum  now  available,  and  we  have 
$87,000  as  the  sum  asked  for  the  year  ending  June  30,  1876. 

A  letter  from  the  collector  of  customs  at  Eichmond,  Ya.,  dated  August 
14,  is  appended  hereto. 


• 


Fitiancial  statmient. 


Balance  in  Treasury  of  United  States  July  1, 1873 $115,000  00 

Deduct  amount  expended  in  fiscal  year  1872-73 8, 358  23 

Amount  appropriated  by  act  approved  June  23, 1874 50, 000  00 

Amount  expended  during  the  fiscal  year  ending  June  30, 1874 93, 596  46 

Amount  available  July  1,  1874 63,045  31 

Amount  required  for  the  fiscal  year  ending  June  30, 1876 87, 000  00 


Estimate  for  James  River  improvem^nty  1874,  the  depths  being  taken  at  mean  high-water. 

Canal-locks  to  Ivocketts' : 

Channel  180  feet  by  15  feet,  2,500  cubic  yards,  at  $1 $2,500 

Channel  180  feet  by  18  feet,  300  yards  rock,  at  $10 3,000 

24,100  yards  other  material,  at  $1 24,100 

Across  Rocketts'  Reef: 

Channel  180  feet  by  15  feet,  1,000  cubic  yards  rock,  at  $10 10, 000 

Channel  180  feet  by  18  feet,  3,000  cubic  yards  rock,  at  $10 30, 000 

Rocketts*  to  lower  end  of  Drewry  Island : 

Channel  180  feet  by  15  feet,  54,000  cubic  yards,  at  60  cents 32, 400 

Channel  180  feet  by  18  feet,  174,000  cubic  yards,  at  60  cents 104, 400 

Across  Richmond  Bar: 

Channel  180  feet  by  15  feet,  600  cubic  yards,  at  $10 6,000 

78,000  cubic  yards  sand,  at  45  cents 35, 100 

Channel  180  feet  by  18  feet,  1,200  cubic  yards  rock,  at  $10 12, 000 

214,000  cubic  yards  sand,  at  45  cents 96,300 

Dikes,  3,000  cubic  feet,  at  $3.50 10,500 

Across  Warwick  Bar : 
Channel  180  feet  by  15  feet.     No  excavation. 

Channel  180  feet  by  18  feet,  40,000  cubic  yards,  at  45  cents 18, 000 

Dikes,  1,350  feet,  at  $3.50 4,725 

Kin^sland  Reach : 
Channel  180  feet  by  15  feet.    No  excavation. 

Channel  180  feet  by  18  feet,  13,000  cubic  yards,  at  45  cents 5, 850 

Dikes,  2,200  feet,  at  $3.50 7,700 

Dutch  Gap  Cut-off: 
Channel  100  feet  by  15  feet.    No  excavation. 

Channel  120  feet  by  18  feet,  23,700  cubic  yards,  at  60  cents 14, 220 

Channel  180  feet  by  18  feet,  85,000  cubic  yards,  at  60  cents 51, 000 

At  Aikons's,  (old  estimate  as  for  quantities  :) 
Channel  180  feet  by  15  feet.    No  excavation. 

Channel  180  feet  bv  18  feet,  48,000  cubic  yards,  at  35  cents 16, 800 

Dikes,  1,200  feet,  at  $4 4.800 

Harrison's  Bar : 
Channel  180  feet  by  15  feet.    No  excavation. 
Channel  180  feet  by  18  feet,  1,500  cubic  yards,  at  50  cents 750 
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Total  amount, 

Channel  180  feet  by  15  feet $110,720 

Add  for  contingencies 6, 280 

117,000 


Channel  180  feet  by  19  feet Jt 388,925 

Add  fbr  contingencies 20, 000 

408,925 

Extracts  from  report  of  Mr,  W,  G,  Tarpin^  while  engineer  for  the  city  of  Richmond, 

Richmond,  Va.,  January  19, 1874. 

Sir:  I  submit  the  following  report  of  the  operations  for  the  improvement  of  James 
River  for  the  past  year,  giving  the  condition  of  the  improvement-fund,  the  expenditures 
made  during  the  year  by  order  of  the  committee,  in  making  such  additions  to  the  ma- 
chinery and  outfit  owned  by  the  city  as  was  indispensable  to  an  efficient  conduct  of  the 
work,  and  in  keeping  such  machinery  in  good  working-order,  and  under  their  agree- 
ment with  the  United  States  engineer-officer  in  charge  to  supply  such  machinery  and 
ontfit  as  would  be  sufficient  to  meet  the  outlay  they  were  prepared  to  make  in  the 
prosecution  of  the  work. 

In  an  elaborate  report  submitted  to  the  council  in  May  last,  after  the  complete  in- 
auguration of  the  joint  arrangement  for  the  river  improvement,  and  the  satisfactory  de- 
monstration of  the  advantages  resulting  therefrom,  and  the  certainty  of  executing  a 
jpreater  amount  of  work  than  under  any  other  plan,  and  at  less  cost,  the  council  was 
inforoied  of  the  arrangement. 

Briefly  once  more,  that  no  one  who  will  take  the  trouble  to  read  this  report  may 
misunderstand  the  arrangement,  I  detail  it :  The  joint  committee  agree  to  keep  their  ma- 
chinery in  good  order,  and  from  time  to  time  make  such  additions  as  to  keep  the  outfit  up 
to  the  most  efficient  standard.  The  United  States  engineer-officer  to  have  control  of 
the  machinery  so  far  as  operations  on  James  River  were  concerned,  he  agreeing  to 
pay  all  salaries  and  wages  connected  with  the  machines,  and  for  the  distributiou  of 
the  materials  when  deposited  behind  the  dikes;  to  furnish  all  the  fuel  and  lubricators 
necessary  to  run  the  machines.  Thus  far,  this  arrangement  went  into  effect  January  1, 
1873.  On  the  1st  of  March,  all  expenses  attending  the  construction  of  dikes,  office-rent, 
clerical  salaries,  and  attendant  expenses  were  assumed  by  the  Government.  The  ar- 
rangement was  terminable  at  the  pleasure  of  either  party ;  so  the  matter  has  always 
been  under  the  control  of  the  committee,  if  the  interests  of  the  city  were  and  could  be 
separate  from  those  of  the  Government,  in  the  improvement  of  James  River.  I 
was  active  in  bringing  this  arrangement  about,  seeing  very  clearly  that  nothing  I 
could  do  would  tend  so  much  to  the  successful  progress  of  the  work.  I  am  glad  to 
know  that  my  expectations  have  been  fully  realized.  In  this  connection  it  may  be 
notifying  to  the  committee  to  know  that  their  efforts  in  furtherance  of  all  plans  for  a 
vigorous  prosecution  of  the  work  have  met  the  cordial  indorsement  of  Colonel  Craighill, 
United  States  Engineer  Corps,  controlling  the  improvement  of  rivers  and  harbors  in 
Virginia. 

•  «  «  «  #  4»  ^ 

The  machinery  of  the  city  is  now  in  first-rate  order;  $150,000  would  not  now  supply 
AS  complete  or  more  serviceable  outfit  than  that  owned  by  the  city. 

Without  addition  to  the  present  outfit,  and  having  no  unforeseen  accidents,  I  think  that 
$1,000  per  month,  or,  say,  $12,000  for  the  year  1874.  will  be  ample  to  conduct  the  work 
as  now  carried  on  in  conjunction  with  the  United  States.  As  we  are  reaching  work  of 
easier  execution,  I  am  strongly  in  hopes  that  the  expense  of  repairs  will  be  less  than  I 
have  estimated.  One  thing  is  certain :  they  will  in  the  future,  as  in  the  past,  be  kept 
as  low  as  possible.  None  that  were  not  needed  have  been  or  will  be  made,  but  the 
committee  are  assured  that  the  most  expensive  work  done  is  that  attempted  in  sub- 
marine operations  with  inefficient  machines;  hence,  as  is  my  custom,  and  it  is  true 
economy,  our  machines  have  been  kept  up  to  the  highest  standard  of  efficiency. 

During  the  year  122,686  cubic  yards  have  been  dredged  and  placed  behind  the  dikes 
and  distributed  ;  2,540  linear  feet  of  dikes  have  been  completed ;  738  cubic  yards  of 
rocks,  broken  by  blasting  at  Rocketts'  Reef^  were  raised  by  one  of  the  dredges ;  105 
bowlders,  requiring  the  aid  of  divers,  have  been  removed  from  the  channel  between  the 
brick-yard  and  the  lower  point  of  Drewry's  Island,  causing  the  loes  of  much  time  and 
damage  to  the  machinery.  These  bowlders  raised  varied  in  size  from  one-half  to  six 
cubic  yardS;  and  hundreds  of  others  were  raised  by  the  ordinary  process  of  dredgin^« 


42  REPORT  OF  THE  CHIEF  OF  ENGINEERS. 

Many  of  them  bad  large  masses  of  copper-sheathing  groand  into  them,  showing  that 
they  had  been  repeatedly  struck  hard  by  passing  vessels. 

The  United  States  expenditure  during  the  same  period  in  condacting  their  part  of 
the  joint  operations  was  $62,439.27,  or  |i5,203.27  per  month,  making  the  cost  per  cubic 
yard,  inclusive  of  the  dikes,  50.9  cehts  per  yard.  The  repairs,  or  portion  borne  by  the 
city,  was  $18,151.95,  or  14.7  cents  per  cubic  yard.  The  total  cost  per  yard  bein^  65.6 
cents.  The  dikes  completed  will  contain  many  thousand  cubic  yards  in  addition  to 
what  has  been  deposited  behind  them.  Before  the  joint  arrangement  for  the  conduct  of 
the  work  could  b%  entered  into,  advertisements  were  extensively  published,  asking 
proposals  for  the  execution  of  this  work  by  contract.  The  lowest  bid  received  was 
$1.50  per  cubic  yerd,  and  only  sand,  gravel,  and  small  bowlders  were  covered  by  the 
bid,  and  exclusive  of  dikes,  that  were  to  be  furnished  for  the  deposition  of  the  ma- 
terial, either  by  the  city  or  the  Government.  Under  this  law  the  bid  could  have  been 
accepted,  but  was  not,  and  under  authority  from  the  War  Department,  Colonel  Craig- 
hill  accepted  my  plan,  now  in  successful  operation.  At  $1.50  per  yard  the  122,686  cubic 
yards  would  have  cost  $184,029.  and  long  before  the  end  of  the  year  all  the  funds  of 
the  Government  would  have  been  exhausted.  At  the  beginning  of  the  year  1873  the 
funds  of  the  city  were  inadequate  to  have  operated  their  machinery  anything  like  to 
its  capacity  for  the  year.  So  that  but  for  this  joinb  operation  work  would  now  be  sus- 
pended ou  James  River.  As  it  is,  the  Government  fund  will  carry  the  work,  on  the 
present  scale,  to  the  hrst  of  August  instant,  even  should  no  further  appropriation  be 
made  by  Congress,  in  addition  to  continuing  the  removal  of  Rocketts'  Reef. 

The  operations  at  Rocketts*  Reef  are  conducted  by  the  Government  wholly.  Since 
the  work  was  commenced,  in  June,  1872,  2,102  cubic  yards  of  solid  rock  have  been 
blasted  from  the  bed  of  the  river,  and  removed,  and  4,.i07  cubic  yards  of  the  hard,  dis- 
integrating rock  have  been  removed  by  dredging.  During  the  next  six  mouths  the 
danger  and  obstruction  to  navigation  at  this  point  will  all  be  removed.  We  have  now 
a  channel  of  70  feet  in  width,  with  full  15  feet  at  low-tide,  which  will  give 
upwards  of  18  feet  at  mean  high-water. 

The  year  was  not  a  favorable  one  for  submarine  operations.  Daring  the  year  55| 
days  were  lost  from  ice,  high-water,  and  currents  so  strong,  consequent  thei*efrom,  that 
the  machines  could  not  hold  their  positions  in  the  channel.  In  the  five  first  months  in 
the  year  the  rain-fall  in  the  city  was 27  inches,  and  for  the  whole  year  was  53.32  inches. 
During  the  month  of  May,  for  seventeen  consecutive  days,  every  machine  w^as  idle,  the 
river  being  from  2^  to  8  feet  above  ordinary  high-water.  I  have,  in  a  number  of  pre- 
vious reports,  endeavored  to  explain  that  the  difdcnlties,  and,  for  the  distance,  the 
greatest  proportional  cost  attending  the  improvement  of  James  River  was  from 
the  outlet  from  the  docks  to  the  lower  x>oint  of  Drewry's  Island.  Numerous  points  of 
solid  rock  are  found  in  the  harbor;  some  of  the  most  dangerous  of  these  have  been  re- 
moved. Then,  the  Rocketts'  Reef,  460  feet  long,  over  which  space  a  large  mass  of  solid 
rock  is  encountered.  Then,  from  the  brewery  to  the  brick-yard  was  the  shoalest  reach 
on  James  River,  at  ordinary  high  tides,  affording  not  over  from  10  to  10|  feet  of  water. 
The  materiar  excavated  from  this  reach  almost  rivaled  rock  in  toughness  and  diffi- 
culty of  excavation.  Several  times  I  almost  despaired  of  its  excavation  by  dredging- 
roachines;  but  perseverance  at  last  enabled  us  to  complete  a  channel  through  it  about 
100  feet  wide,  and  with  no  less  than  16  feet  water  at  mean  high-tides.  Over 
most  of  the  distance  the  standard  depth  of  18  feet  was  secured.  Where  we 
did  not  obtain  18  feet  narrow  ledges  of  solid  rock  were  encountered,  that  will 
be  removed  by  drilling  and  the  use  of  nitro-glycerine.  These  points  are  not  nu- 
merous or  extensive,  and  such  removals  are  made  by  the  United  States  engineers 
exclusively,  and  on  Government  account.  Had  this  work  not  been  accomplished  with 
dredging-machines,  its  cost  from  the  use  of  explosives  would  have  been  very  great,  so 
great  that  I  would  hardly  have  deemed  its  undertaking  at  this  time  or  within  the  past 
three  years  judicious,  and  it  would  have  required  years  for  its  execution.  From  the 
brick-yard  to  the  lower  end  of  Drewry's  Island  there  was  a  gradual  improvement,  the 
disintegrating  rock  gradually  sinking  and  more  sand  and  gravel  being  encountered, 
until,  at  the  lower  end  of  the  island,  from  19  to  20  feet  of  water  at  hi^-tides  can  be 
obtained  without  encountering  it.  The  opening  of  this  reach  and  removal  of  Rocketts' 
Reef  was  the  key  to  reaching  the  harbor  of  Richmond.  I  did  not  deem  it  judicious  to 
operate  on  the  lower  reaches  that  are  easy  of  execution,  until  it  was  demonstrated  that 
this  work  could  be  accomplished.  In  this  view  of  the  case  I  was  fully  sustained  by 
Colonel  Craighill  and  the  committee,  though  the  general  plan  on  rivers  is  to  begin  on 
the  lower  reaches  and  work  up-stream.  jS\  material  dredged  from  the  river  is  placed 
behind  dikes  constructed  for  tnat  purpose,  and  a  rectification  of  the  width  of  the  river. 
I  am  aiming  on  this  reach  to  secure  an  average  width  of  about  800  feet.  These  dikes 
also,  while  securing  the  material  dredged  from  the  channel,  give  a  certaintv  of  not 
again  having  to  remove  it  from  the  channels.  They  also  have  the  effect  of  making  the 
currents  uniform,  and  tend  to  prevent  accretions  on  the  reaches,  where  they  can  be 
constructed.  I  am  gratified  to  know  that  these  improvements  are  having  this  effect. 
Tbev  also  have  the  effect,  in  connection  with  the  removal  of  the  bars,  of  increasing  the 
tidal  flow,  and  when  completed,  in  accordance  with  the  proposed  plan  for  the  river 
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improvements,  vr'ill  have  a  marked  effect  in  increasing  the  duration  of  the  flood-tide^ 
and  sach  increase  will  cause  an  increase  in  the  height  of  the  flow,  the  difference  here 
between  the  duration  of  the  ebb  and  flow  tides  being  about  one  nour  and  thirty-five 
minutes.  Whatever  tends  to  their  equalization  is  of  great  importance,  especially  as  the 
larger  class  of  vessels  seeking  our  harbor  must  be  governed  by  high-tides.  During  the 
past  year  the  tidal-flow,  owing  to  the  general  prevalence  of  east  and  northeasterly 
windjs,  was  uncommonly  good,  for  months  averaging  a  mean  rise  of  4  feet,  and  on  such 
tides  13  feet  could  be  brought  to  the  city  with  ease. 

The  necessity  of  going  so  fully  into  minute  details  oonuected  with  the  operation  of 
the  Government  operations,  so  that  a  correct  understanding  may  be  had  of  the  gen- 
eral condition  of  the  improvement,  must  be  my  apology  for  the  length  of  this  report. 

At  the  expense  of  being  tedious,  I  will  submit  a  few  observations,  not  for  the  benefit 
of  the  committee,  but  for  those  who  have  not  the  opportunity  of  familiarizing  them- 
selves with  the  improvement.  I  hear  the  remark  frequently  made  that  the  money  is> 
being  wasted  ;  that  no  good  was  being  done  to  the  river ;  that  there  is  no  more  water 
in  the  river  than  before  the  work  began  ;  that  it  was  nonsense  to  attempt  to  improve 
James  River.  While  the  work,  as  far  as  it  has  progressed,  has  been  costly  and  tedious. 
of  execution,  I  do  not  feel  that  the  money  spent  in  its  execution  has  been  wasted  in 
any  particular.  Large  expenditures  had  to  be  made  in  the  purchase  and  construction 
of  costly  machinery  and  other  appliances,  without  which  nothing  could  be  accom> 
plished,  and  the  work  executed  will  compare  most  favorably  proportionally  to  the 
difficulties  attending  its  execution,  with  any  similar  work  in  the  United  States.  I 
make  this  statement  from  an  extended  and  careful  comparison  with  prices  paid  at  the 
numerous  points  throughout  the  country  where  rivers  and  harbors  are  improved  by 
the  United  States.  The  city  of  Glasgow  is  always  held  up  as  a  model  for  all  others- 
situated  inland  as  an  example  of  what  can  be  accomplished  by  those  determined  to 
become  commercial. 

That  city  owns,  and  keeps  constantly  at  work  on  the  Clyde  and  in  the  harbor,  six 
dredging-machines,  either  one  of  which  has  the  capacity  of  doing  more  than  double 
the  work  of  the  three  machines  owned  by  this  city.  The  engineer  of  the  Clyde  Trust, 
reports,  in  1872,  the  last  that  I  have  seen,  a  removal  of  345,2u9  cubic  yards  of  material, 
as  deposited  by  the  city  sewers  and  from  the  higher  reaches  of  the  river,  and  this  is  a^ 
yearly  tax.  Their  yearly  expense  is  about  $177,(K}0.  The  value  of  their  dredging-plant 
is  about  $700,000.  During  the  twenty-six  years  ending  with  1871,  the  expenditure  wa* 
$25,000,000,  and  13,617,000  cubic  yards  were  removed.  In  addition  to  the  large  harbor 
facilities  for  shipping,  a  new  dock  is  now  under  construction,  estimated  to  cost  $7,500,000. 
lu  fact,  from  a  stream  fordable  at  many  points  below  Glasgow,  and  at  high-tide  with 
not  over  3^  feet  water  at  the  city,  a  magnificent  ship-canal,  about  400  feet  wide  and 
eighteen  and  a  half  miles  long,  has  been  constructed,  affording,  at  high  tide,  25  feet 
water,  and  with  a  low-water  depth  of  15  feet,  the  tidal  flow  being  10  leet.  Less  than 
one-eighth  of  the  number  of  cubic  yards  excavated  ou  the  Clyde  will  give  15  feet  water 
at  mean  low-tides  from  Richmond  to  Hampton  Roads,  a  distance  of  one  hundred  and 
four  miles.  For  many  of  the  facts  connected  with  the  Clyde  I  am  indebted  to  the 
managing  director  of  the  improvement,  who  kindly  answered  numerous  iuquiries  pro- 
pounded to  him  bv  me,  and  to  Stevenson's  work  on  Canal  and  River  Engineering,  edi- 
tion of  1872.  A  comparison  of  the  prices  of  similar  work  on  the  Clyde,  where  labor  is 
much  cheaper  than  here,  is  not  at  all  unfavorable  to  those  on  James  River.  By  the 
termination  of  the  present  fiscal  year,  30th  of  June,  (instant,)  the  city  of  Baltimore,  in 
addition  to  the  large  amount  annually  expended  in  clearing  their  basin  and  immediate 
harbor,  (exceeding  the  average  yearly  expenditure  on  the  part  of  this  city  in  improv- 
ing the  river,)  will  have  spent  in  two  years  8400,000  in^  widening  and  deepening  the 
two  channels  leading  from  the  ba;^  into  the  Patapsco  River,  and  in  giving  them  24  feet 
water  at  meau  low-water ;  the  Government  spending  on  the  same  channels,  in  the 
same  time,  $^^0,000.  So  it  will  be  seen  that  those  who  help  themselves  are  those  the 
most  liberally  aided.  Those  who  will  think  that  the  opening  of  the  shoalest  reach  on 
the  river,  over  one  mile  long,  and  of  material  of  the  hardest  Kind  ever  attempted  by 
dredging-machinery,  is  a  waste,  or  that  the  removal  of  a  long  and  dangerous  reef  of 
rocks  just  at  the  entrance  to  the  harbor,  the  removal  of  dangerous  ledges  in  the  imme- 
diate harbor,  the  removal  of  hundreds  of  bowlders  and  detached  masses  of  granite  from 
yie  channel,  large  numbers  of  them  requiring  the  aid  of  divers  and  the  powerful  ma- 
chinery of  the  United  States  to  raise  them  from  their  beds,  is  a  waste,  must  feel  but 
little  interest  in  the  commerce  of  the  city. 

The  practicability  as  well  as  the  feasibility  of  the  improvement  of  James  River  has 
repeatedlv  been  decided  by  the  highest  professional  authority.  If  the  improvement  of 
rivers  and  harbors  was  an  untried  theory,  there  mi^ht  be  some  hesitancy  in  making  the 
experiment  with  James  River.  But  with  a  mean  nse  and  faU  of  the  tides  of  nearly  4 
feet,  and  the  immense  natural  discharge  of  the  river,  there  is  water  enough  for  an  im- 
provement, the  cost  of  which  will  be  small  in  comparison  with  the  great  interesta 
served  and  to  be  served.  No  one  proposes  to  create  more  water,  but  the  intention  and 
plans  proposed  are  simply  to  conserve  the  ample  supply  in  existence,  and  make  it  serve 
the  purposes  of  navigation.    This  is  accomplished  by  removing  the  bars,  coutrouaUQiEVQC 
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water- way  at  points  that  are  jadioioas,  rectifying;  the  direction  of  the  channel  at 
fiome  points,  and  by  these  means  reducing  the  slope  of  the  bed  of  the  river  for  a  few 
miles;  hence  the  velocity  of  the  water  is  diminished,  and  the  result  of  an  improved 
navigation  is  secured.  Pass  to  Drewry's  Bluff,  when  the  velocity  is  but  slight  at  slack 
water,  and  there  is  water  enough  for  any  improvement  that  the  most  sanguine  may  have 
dreamed  of.  and  between  Richmond  and  City  Point  the  addition  to  the  natux^  dit- 
charj^e  of  the  river  is  one  not  appreciable.  This  increase  in  depth  is  due  to  the  low 
velocity,  and  this  water  daily  passes  by  our  city.  We  have,  for  a  few  miles  only,  to 
produce  the  same  condition,  or  an  approximation,  and  the  benefit  is  at  our  wharves, 
xhe  United  States  engineers  have  in  the  most  emphatic  manner,  after  careful  study,  in- 
dorsed the  practicability  of  the  improvement,  and  each  year  recommend  the  appropria- 
tion for  carrying  it  out,  and  as  the  improvement  has  progressed  have  inoreaised  their 
yearly  estimates.  But  no  surer  means  of  discontinuing  these  recommendations,  and 
consequently  the  appropriations,  can  be  fallen  upon  than  for  them  to  be  satisfied  that, 
in  the  sense  of  the  community  which  the  object  is  to  benefit,  it  is  believed  that  the 
money  is  thrown  away,  and  that  no  good  has  been  or  is  to  result  from  the  expenditures. 

I  could  adduce  innumerable  instances  of  the  successful  improvement  of  rivers  and 
harbors  in  our  own  country  and  Europe.  In  the  latter  country  numerous  streams,  that 
do  not  compare  in  natural  flow  of  water  with  many  of  our  creeks,  are  at  great  cost  im- 
proved, and  the  result  is  large  inland  commercial  cities;  but  the  details  would  make 
this  report,  already  long,  an  unreasonable  length. 

In  a  previous  report  I  called  the  attention  of  the  committee  to  the  great  improve- 
ment in  the  river  that  I  considered  practicable,  at  a  moderate  outlay,  from  the  restora- 
tion and  repair  of  the  dikes  between  this  city  and  City  Point.  Thousands  of  acres  are 
now  daily  submerged,  and  could  these  dikes  be  restored,  and  this  immense  waste  of 
water  be  prevented,  a  marked  improvement  in  the  strength  and  duration  of  the  flood- 
tides  would  be  the  result.  This  waste  of  water,  could  it  be  confined  to  the  river,  would 
make  a  depth  of  thirteen  inches  from  this  city  to  City  Point. 

This  report  would  have  been  submitted  at  the  close  of  the  year,  but  a  protracted 
illness  and  tedious  convalescence  must  be  my  apology  for  the  delay.  Thanking  yonr- 
i3elf  and  committee  for  the  encouraging  and  hearty  support  of  all  my  plans  and  sug- 
gestions for  the  successful  conduct  of  the  work,  and  the  uniform  personal  consideration 
received  at  their  hands, 

I  am,  very  respectfully,  your  obedient  servant, 

Walter  G.  Turpin, 

Engineer  on  part  of  the  City. 
Col.  Albert  Ordway, 

Chairman  Joint  Committee  Improvement  James  River. 


Commercial  etatiatics. 

CusTOM-HousE,  Richmond,  Va., 

Collector's  Officcj  Jugnst  14, 1874. 

Sir  :  Your  letter  to  me,  dated  14th  ultimo,  would  have  been  answered  before  this,  but 
I  desired  to  procure  information  not  then  in  my  possession,  and  which  I  hoped  might 
add  weight  to  the  rather  slender  data  furnished  by  the  records  of  this  office. 

In  reply  to  your  first  inquiry — what  amount  of  customs-revenue  was  collected  at  this 
port  during  fiscal  year  ending  June  30, 1874 — I  refer  vou  to  the  following  figures,  viz 
1871-72,  $104,645.83 ;  1872-73,  $72,750.02 ;  1873-74„$34,135.29 ;  which  show  rather  dis- 
-couragingly,  even  when  it  is  borne  in  mind  that  the  duty  on  salt  was  reduced  in  1872 
from  24  cents  per  100  pounds  to  12  cents  per  100  pounds,  and  that  the  importation  of 
iron  from  foreign  countries  to  Richmond  was  first  curtailed  by  the  great  advance  caused 
by  strikes  in  England,  and  next,  and  as  at  present,  kept  down  by  the  efiects  of  the  panic 
of  1873.  The  amount  of  merchant  tonnage,  on  the  contrary,  shows  an  increasing  tend- 
ency. During  1873,  the  foreign  commerce  (tonnage)  noted  on  records  of  this  office 
stood: 

No.        Tons.        Total. 

Foreign  vessels  entered 21      5, 927  ♦ 

American  vessels  entered 14      2,283 

8, 210 

Foreign  vessels  cleared 31     11,530 

American  vessels  cleared 29      9,773 

21,303 

During  first  seven  months,  1874  : 

Foreign  vessels  entered 12      4,243      4,243 

American  vessels  entered Nine. 

Foreign  vessels  cleared 25      8, 066 

American  vessels  cleared 12      3,807 

11  873 
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As  by  far  our  heaviest  basioess  is  during  the  last  four  mouths  of  the  year,  it  is  already 
certain  that  the  tonnage  engaged  iu  foreign  trade  with  Richmond  during  1874  will 
much  exceed  that  of  previous  years. 

Extension  of  railroad  connection  with  the  West  has  brought  to  our  flouring-mills  an 
increased  supply  of  wheat,  and  the  Chesapeake  and  Ohio  Railroad,  developing  an  en- 
tirely new  traffic,  has  delivered  at  its  wharves  on  James  River,  for  water-transporta- 
tion, some  36,000  tons  of  produce  of  various  kinds  during  the  six  months  ending  June- 
30. 1874. 

The  deepening  of  the  channel  of  James  River,  though  satisfactory  as  far  as  carried, 
has  been  only  partial ;  and  while  obstructions  which  formerly  existed  in  certain  locali- 
ties have  been  removed  so  as  to  give  sufficient  depth  of  water  to  allow  safe  passage  of 
vessels  trading  with  this  port,  yet  in  other  places  obstructions  still  exist  which  render 
the  improvement  incomplete ;  hence,  that  luli  advantage  may  be  realized  from  what 
has  been  done,  it  is  imperatively  necessary  that  a  corresponding  depth  should  be  given 
at  those  points,  thus  rendering  necessary  a  further  improvement  of  the  channel,  so  as 
to  furnish  a  continuous  depth  of  water  from  the  wharves  at  Richmond  to  City  Point. 

Vessels  now  arriving  in  the  James  River  from  foreign  poits  bound  for  Richmond  are 
compelled  to  discharge  cargo  at  City  Point  until  their  draught  of  water  is  reduced  to 
Hi  to  12  feet  before  they  can  ascend  the  river  to  Richmond.  This  entails  heavy  ex- 
pense, and  causes  delay  aud  embarrassment  to  both  captain  and  consignee.  Vessels, 
on  the  other  hand,  loading  for  foreign  ports,  can  only  ship  a  portion  of  cargo  at  Rich- 
mond, and  must  (if  over  §00  tons)  drop  down  to  City  Point  to  complete  lading.  This 
is  expensive  to  shippers,  and  takes  the  loading  of  their  property  away  from  that  per- 
sonal supervision  which  is  so  desirable  on  the  part  of  the  shippers. 

The  exports  contributing  much  more  to  the  real  wealth  of  the  country,  and  there- 
fore of  much  greater  importance,  are  still  more  seriously  aftected  by  the  present  ob- 
stmctions  to  free  and  safe  navigation  of  the  James  River,  and  the  general  commerce 
of  the  country  is  thereby  embarrassed.  A  comparatively  limited  section  feels  the 
effect  of  the  imperfect  navigation  of  the  river  upon  imports  destined  for  this  port, 
which  might,  without  great  inconvenience,  be  received  through  other  ports.  But  such 
is  not  the  case  with  regard  to  articles  of  peculiar  product  or  manufacture  for  which 
Richmond  is  and  must  be  a  special  and  almost  exclusive  market  and  direct  outlet,  as 
tlonr  for  the  Brazilian  market  and  tobacco  for  the  European  markets. 

The  injury  to  commerce  by  existing  obstructions  to  free  navigation  of  the  James 
River  is  not,  however,  confined  to  Richmond,  or  even  the  State  of  Virginia,  but  affects 
the  commerce  of  the  entire  country.  The  extent  to  which  the  injury  reaches  it  is  im- 
possible to  state ;  but  it  is  well  known  that  every  impediment  to  cheap  and  rapid 
transportation  tends  to  diminish  the  products  of  a  country;  as  they  are  increased 
always  by  increased  facilities  of  moving  them  to  points  where  they  are  needed  for 
consumption. 

The  area  of  country  at  this  time  tributary  to  the  commerce  of  Richmond  has  been 
greatly  enlarged  by  the  extension  of  inland  communication  with  the  West  and  South- 
west, and  is  likely  to  be  extended  on  a  vast  scale  wheu  the  western  connections,  now 
in  progress,  shall  have  been  completed. 

In  considering,  therefore,  the  benefit  likely  to  accrue  to  the  commerce  of  the  country 
from  prosecuting  the  improvement  of  James  River,  it  is  proper  to  take  a  much  wider 
and  more  national  view  than  is  presented  by  the  present  limited  commerce  of  Rich- 
mond, and  to  look  to  those  more  remote  sections  which  are  now  seeking  an  avenue  to 
the  markets  of  the  world  by  the  most  direct  route  to  the  seaboard. 

The  fostering  care  of  the  General  Government  is  now  directed  to  the  subject,  (espe- 
cially with  reference  to  the  completion  of  the  James  River  and  Kanawha  Canal,)  and 
the  statesmen  of  the  country  are  with  anxious  solicitude  turning  their  attention  to 
the  pressing  demands  of  our  immense  and  rapidly-increasing  inland  population,  whose 
labor  is  now  unproductive  to  themselves  and  valueless  to  the  world  in  consequence  of 
their  inability  to  have  their  products  transported  to  the  seaboard  where  markets  await 
them. 

The  successful  improvement  of  James  River  will  at  least  furnish  an  additional  out- 
let for  this  vast  commerce,  and  induce  it,  or  a  portion  of  it,  to  seek  it  as  the  readiest 
avenue  to  the  seaboard,  and  thence  to  markets  at  home  or  abroad. 

In  a  national  point  of  view,  I  therefore  consider  it  very  important  that  the  improve- 
ment of  James  River  should  be  prosecuted  to  a  successful  termination,  in  order  to  ren- 
der practically  available  what  has  already  been  done,  by  furnishing  a  continuous 
depth  of  water  for  vessels  drawing  13  tm  14  feet. 
I  am,  sir,  very  respectfully,  yours, 

CuARt.ES  S.  Mills, 

Collector. 

Maj.  W.  P.  Craighill,  U,  S,  Engrs, 
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U  17. 

IMPROVEMENT  OF  THE  APPOMATTOX  RIVER,  VIRGINIA. 

The  operations  of  the  year  have  been  dredging  in  the  Paddledock 
Out,  and  above  it  toward  the  city  of  Petersburg,  and  the  completion 
in  July,  1873,  of  the  deflector  at  the  upper  end  of  Puddledock  Cut  to  a 
length  of  250  feet.  The  new  cut  is  now  used  altogether,  but  the  width 
of  60  feet  is  too  little. 

The  object  of  the  dredging  has  been  to  give  an  available  channel  at 
mean  low-water  for  vessels  drawing  8^  or  9  feet.  Such  a  channel  was 
carried  to  within  3,500  yards  of  the  city  line  by  the  16th  of  May,  1874, 
when  operations  were  suspended  for  want  of  funds.  The  new  appropri- 
ation of  $30,000  of  June  23, 1874,  will  enable  the  work  to  be  resumed  at 
an  early  day,  and  the  minimum  channel  brought  to  the  city  line. 

A  survey  of  the  river  was  made  in  the  winter  of  1873-74 ;  but  other 
more  pressing  duties  have  prevented  the  completion  of  the  map  as  yet. 
The  use  of  the  old  intricate  channel  is  nearly  given  up,  the  old  one 
being  preferred  by  navigators,  but,  as  before  remarked,  its  width  is  in- 
sufficient. 

A  Board  of  Engineers  in  1870  presented  a  project  for  the  improve- 
ment of  the  river,  to  give  a  channel  60  feet  wide  with  a  depth  of  12  feet 
at  high-water,  to  cost  $343,000,  and  for  permanence  of  banks  an  addi- 
tional sum  of  $125,000.  This  project  was  not  carried  out,  as  the  city  of 
Petersburg  had  8i>ent  a  large  sum  of  money  on  the  improvement  by  a 
plan  submitted  by  Mr.  H.  D.  Bird.  It  was  determined  to  make  use  of 
the  city  work  as  far  as  possible,  as  it  had  been  carried  so  far. 

In  this  connection  reference  is  requested  to  my  report  published  in 
the  Annual  Report  of  the  Chief  of  Engineers  of  1871,  pages  606  and  fol- 
lowing. The  Eeport'  of  the  Board  of  Engineers  of  September,  1870, 
having  been  omitted  from  the  Annual  Report.of  1871,  and  being  valua- 
ble in  connection  with  the  history  of  the  improvement,  is  appended 
below. 

The  appropriations  by  Congress  have  been — 

March  3,  1871,  $50,000 ;  June  10,  1872,  $40,000 ;  March  3, 1873,  $30,000 ;  June  24,  1874, 
$30,000.    Total,  $150,000. 

The  work  has  dragged  through  several  years  with  these  small  appro- 
priations ;  but  important  results  have  been  gained,  though  the  cost  has 
been  greater  than  it  would  have  been  if  the  operations  could  have  been 
active  and  continuous  with  ample  funds.  It  is  now  estimated  that  to 
gave  a  channel  of  80  feet  width  and  10  feet  depth  at  low- water  will  re- 
quire the  sum  of  $153,000,  and  an  annual  sum  of  $20,000  for  repairs 
after  completion.  In  every  stream  subject  to  copious  sediment-bearing 
freshets  such  repairs  will  be  always  necessary.  Kequired,  therefore, 
to  fill  the  estimate,  $123,000,  which  is  equal  to  the  difference  between 
$153,000  and  $30,000,  the  last  sum  being  the  amount  of  the  last  appro- 
priation and  now  available. 

ESTIMATED   COST. 

To  complete  channel  in  Appomattox  Biver  80  feet,  by  10  feet  at  mean 
low-water,  from  Point  of  Rocks  to  city  limits  at  Petersburg: 

Earth  and  mud  excavation : 

South  Channel,  70,000  yards,  at  30  cents |21,C00  00 

Puddledock  Channel,  120,000  yards,  at  30  cents 36,000  00 

Petershnrg  Channel,  80,000  yards,  at  30  cents 24,000  00 

Stein's  Upper  Cut,  60,000  yards,  at  30  cents 18,000  00 
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Rock-excavation : 
Stein's  Upper  Cut,  1,200  yards,  at  810 

Piling: 

To  close  (to  mid-tide  level)  old  channel,  upper  end  Puddledock,  640  feet,  at 
$3.50 

To  close  guts  leading  to  old  cbannel,  6, 500  feet,  at  $3.50 

Hiprapping  in  place  through  Puddledock  Cut,  7,500  yards,  at  $3.50 

To  divert  mouth  of  Lt.  Run  : 

fi,000  yards  excavation,  (earth,  &c.,)  at  30  cents 

^  feet  double  piling  and  flooring,  at  |7 


SUMMARY. 


£arth  and  mud  excavation,  336,000 yards,  at  30  cents. 

Hock-excavation,  1,200  yards,  at  $l6 

iJock  riprap,  7,500  vards,  at  $3.50 

PiliDg,  7,140  feet,  at  $3.50 v 


Total 


$12,  000  00 


2.240  00 
22,750  00 
24, 500  00 

1,080  00 
3,500  00 


$100, 800 

1,200 

26, 250 

24,990 

153, 240 


ANNUAL  UEPAIRS. 


I^r«edging 

^^ipairs  to  banks  and  piling. 


$14,000  CO 

6,000  00 

Total 20,000  00 


Financial  statement. 

i^lancein  Treaspry  of  United  States  July  1, 1873 

leant  in  hands  of  officer  and  subject  to  his  check,  (including  $286.44  per- 

^^entage  due  on  contracts  not  yet  completed) 

CKnoant  appropriated  by  act  approved  June  Si3,  1874 

^>3ciount  expended  during  the  fiscal  year  ending  June  30,  1874 

A^Uaount  available  July  1, 1874 

leant  required  for  the  fiscal  year  ending  June  30,  1876 

Bids  opened  at  12.5  o'clock  p.  m.,  July  25,  1873. 


30, 000  00 

8. 993  33 

30,000  00 

38,347  12 

30, 646  21 

123,  000  00 


Jsr, 


Name. 


F.  P.  Leavenworth 


9    G.  H  Ferria. 


Address. 


Kind  and  number 
of  machines. 


Peter8bnrj(b,  Ya 
Brooklyn 


3  dipper-dredge  8 
now  owned  by 
city. 

Osgood  


Timo. 


'Begin. 


Sept.  1,1873 


Not.    1,1873 


Complete. 


0 


May    1,1874 


Jnly    1,1874 


10  33 


34f 


Contract  awarded  to  6.  H.  Ferris,  at  24}  cents  per  cubic  yard. 


Report  of  H,  D,  Bird^  Assistant  Engineer, 

Petersburg,  July  2, 1874. 

Sir  :  I  have  the  honor  to  report  to  you  the  amount  of  work  done  on  this  improve- 
ment for  the  twelve  months  ending  June  30,  1874. 

Contractor  Burch  completed  his  contract  for  dredging  out  the  middle  of  Puddledock 
Cut  on  the  28th  of  February  last,  and  removed  between  July  1,  1873,  and  that  date 
32,181  cubic  yards  of  material,  including  several  large  bowlders. 

Contractor  Ferris  commenced  work  on  the  9th  of  December,  1^3,  at  the  point  where 
Barch's  contract  was  to  terminate,  and  dredged  up  the  Petersburg  Channel  until  the 
IHth  of  May  last,  when  the  work  was  suspended  for  want  of  funds.  During  the  period 
he  was  at  work,  he  dredged  out  a  length  of  6,600  feet  of  channel,  80  feet  wide  at  bot- 
tom, the  two  middle  cuts  (40  feet)  10  feet  deep  below  low-water,  and  each  outside  cut 
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(20  feet)  7  J  feet  deep  ;  and  removed  90,914  cubic  yards.  This,  abided  to  the  work  don© 
by  Biircb,  makes  the  whole  amount  of  material  taken  out  durin^r  the  twelve  months 
123,095  cubic  yards.  Nearly  all  this  was  carried  off  in  scows  and  deposited  in  the  deep 
water  below  the  Point  of  Rocks. 

We  also  completed  in  July  last,  with  hireQ  labor,  250  feet  of  a  deflector  at  a  point  2 
miles  below  Petersburg,  and  built  at  the  same  place  an  abutment  to  protect  the  old 
pilinjf. 

The  dredging  has  now  reached  a  point  3,500  feet  below  the  city  line.    All  the  work 
stands  well  so  far,  and  vessels  have  used  the  new  channel  for  the  last  twelve  months. 
Respectfully  submitted. 

H.  D.  BiiiD, 

Assistant  Engineer. 
Col.  W.  P.  Craighill,  * 

Corps  of  Engineer's  J  U.  S.  A, 


COMMERCIAL  STATISTICS. 

Petersburg,  Va.,  July  20, 1874. 

Colonel:  According  to  ^our  instructions,  I  have  obtained  and  beg  leave  to  submit 
t  je  following  information  in  regard  to  the  business,  <&c.,  of  this  city  for  the  twelve 
months  ending  June  30,  1874. 

Respectfully,  your  obedient  servant, 

H.  D.  Bird, 

Assistant  Engineer^ 
Col.  W.  P.  Craighill, 

Corps  of  Engineers,  U,  S,  A, 

Petersburg  is  the  collection-district  in  which  the  Appomattox  River  is  situated. 

Population, 
By  last  census 18,834 

Duties,  j-c. 

Custom-house $32,673 

Internal-revenue 1,703,800 

Post-office 17,316 

1,753,789 
Value  of  property. 

Real  estate $5,612,580 

Personal 3,824,015 

Total 9,4.36,595 

Tastes  paid. 

State $61,405 

Municipal 170,306 

Water 13,295 

Gas 44,000 

Total 289,006 

City  property. 

Expended  on  river  improvement 402,900 

Water-works i 125,000 

Land  and  buildings ■ 111,000 

Public-school  houses 57,000 

Wharves 16,540 

Steam  fire-engines 6,300 

Railroad  stocks 300,000 

Bonds  receivable 249,982 

Total 1,268,722 


I 
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Tonnage  of  river. 

Tons. 

%  steamers  and  ISGschooDers «•...  1(3.400 

Tonnage  of  railroads, 

PetereburK  and  Weldon 57,23S 

Petersburg  and  Richmond 01,  ^'":? 

Petersburg  and  Lynchburg 21^5, 787 

Petersburg  and  Norfolk 176,  030 

Total 500,943 

Agricultural  pi'odncis  8old  in  city. 

41,fi04  bales  cotton $2,803,776 

I5,:ttO  hogsheads  tobacco 1,533,000 

550,000  buHhels  wheat 1,100,000 

6O<->,000  bushels  corn 540,000 

2S,tK)0  bushels  pea-nuts 00,000 

UTO(),000  pounds  sumac 25,500 

Oats,  hay,  Ac 60,000 

Total 6, 1^2,276 

Merchandise  sold. 

^rx>cerie8 $4,000,000 

I>ry -goods 1,350,0(10 

Clothing,  hats,  caps,  boots,  and  shoes 1,050,000 

ila^rdware,  stoves,  and  tin 275,000 

I^i'ugs,  medicines,  and  paints 150,000 

^  rockery  and  stone  ware 60, 000 

I>*oiiaud  steel ^..   50,000 

g»cle«aud  leather. 80,000 

go«)k8,  stationery,  &c 40,000 

f  ertilizers 250,000 

J-^mber 300.000 

^/^al  and  fire- wood 300,000 

^Miscellaneous 100,000 

Total 8,005,000 

Manufactures, 

L    <^tton-manufactories,  valne  of  products $1,  Ono,  850 

^^   tobacco 3,325,132 

r    ^oar-mills /^5U,  000 

:^  Ciane-mills 270,000 

f   iron-works    100,000 

J    printing-offices 65,000 

'^    iiaper-niill,  1  brewery,  1  distillery,  4  planing-mills;  wagon,  carriage,  and 

-other  shops 200,000 

Total 5,909,982 

Moneyed  institutiotis, 

^itizens'Bank.... $325,000 

Commercial  Bank 1*JUJ  00 

planters  and  Mechanics*  Bank 25«  ►,  000 

^^rersburg  Bank (3!i,(00 

^^tersburg  Savings  and  Insurance  Company 35(i,  000 

*^arniers  and  Merchants'  Insurance  Company 1(K),  (MiO 

*  irginia  Lil'e-Insurauce  Company 300,500 

People's  Savings-Bank •J(»,0(>0 

t>epo8its 1,200,000 

Total 2,791,500 

Recapitulation, 

Value  of  real  and  personal  property $9,4:>G,595 

Value  of  city  property 1,2(>S,722 

4£Na 
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• 

Value  of  banks  and  moneyed  inBtitutions $2,791,500 

Value  of  agricultural  products  sold 6,  It^'i,  *i76 

Value  of  merchandise  sold 8,()O5,()O0 

Value  of  manufactures  sold 5, 90.^,  9!*2 

Total 33,593.075 

Taxes  paid. 

General  Government $1,753,789 

State  and  city 289,006 

Total 2,032,7^5 


Reports  of  Board  of  Engineers  of  1870. 

United  States  Engineer  Office, 
Baltimore^  Md.j  September  30,  1870. 

General  :  The  Board  of  Eu^ineers  convened  by  Special  Orders  No. 
87,  dated  Headquarters  Corps  of  Engineers,  August  29,  1870,  have  tlie 
honor  to  submit  the  following  preliminary  report  as  to  the  improvement 
of  the  Appomattox  Eiver  from  Petersburg  to  its  mouth. 

A  map  accompanies  this  report,  showing  so  much  of  the  river  as  seems 
to  require  improvement  at  this  time.  Upon  the  map  is  exhibited  the 
plan  of  improvement  of  the  commission  of  1852,  as  described  in  tbeir 
report  dated  November  26,  1852,  which  is  printed  in  Senate  Doc.  No.  1, 
Thirty-third  Congress,  first  session,  1853,  Part  II,  commencing  at  page 
394. 

Upon  the  same  map  is  exhibited  the  plan  of  Mr.  H.  D.  Bird,  bounded 
by  yellow  lines.  A  copy  of  his  report,  dated  August  20,  1869,  is  traus- 
mitted  herewith. 

The  board,  after  inspecting  the  Appomattox,  find  a  large  amount  of 
work  already  done  according  to  Mr.  Bird's  plan,  the  adoption  of  much 
of  which  it  is  deemed  expedient  now  to  recommend. 

Without  at  present  discussing  the  details  of  the  plans  referred  to,  the 
board  will  state  the  reasons  upon  which  are  founded  their  objections  to 
some  features  of  both. 

No  place  is  found  along  the  river  from  Petersburg  to  the  Point  of 
Kocks,  where  the  use  of  jetties  perpendicular  to  the  banks  seems  the  best 
expedient.  Where  a  river  like  the  Appomattox,  whose  tidal  reservoir 
ifs  very  limited,  is  divided  into  two  or  more  channels,  that  direction 
should  be  followed  which  will  give  a  channel  consisting  of  a  successiou 
of  moderate  curves,  to  the  exclusion,  on  the  one  hand,  if  practicable,  of 
long,  straight  reaches,  and  on  the  other  hand,  of  abrupt  bends.  Abrupt 
bends,  even  if  permanent,  are  objectionable  by  causing  a  great  loss  of 
momentum  of  the  water,  anfl  are  difficult  of  navigation  from  their  shape. 
There  is  generally  a  liability  to  change  of  form,  from  the  abrading  in- 
fluence of  the  water  in  its  sudden  and  great  variations  of  direction  and 
velocity,  and  to  the  consequent  formation  of  bars.  These  changes  in 
the  curves  of  the  beuds  lead  to  variations  in  the  position  and  condition 
of  the  channel  which  cannot  be  foreseen,  and  make  the  navigation  in- 
tricate and  uncertain. 

lu  straight  reaches,  unless  the  cross-section  is  of  the  exact  dimensions 
suited  to  the  accommodation  of  a  constant  quantity  of  water  flowing 
through  it,  (conditions  which,  in  a  river  subject  io  the  action  of  tides 
and  freshets,  can  rarely,  if  ever,  be  fulfilled,)  the  channel  will  bo  found 
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shifting  from  place  to  place  in  the  varying  stages  of  the  river,  having 
its  depth  likewise  variable. 

In  the  curves  of  moderate  curvature  the  channel  will  be  found  near 
the  concave  bank,  and  the  depth  of  water,  though  somewhat  diminished 
in  passing  from  one  concave  to  another,  will  not  be  strikingly  variable. 
^In  a  river  like  the  Appomattox,  whose  banks  are  of  a  character  easily 
abraded  by  running  water,  especially  when  its  velocity  is  greatly  in- 
creased in  time  of  freshets,  the  concave  banks  require  revetments  of 
some  kind.  No  continuous  revetment  of  the  convex  banks  needs  now  to 
be  prescribed.  On  the  contrary,  it  is  seldom  prudent  to  confine  a  river 
between  two  fixed  artificial  banks,  as  the  longitudinal  distance  between 
them  can  be  suited  to  but  one  stage  of  water,  and  must  be  either  too 
gre4it  or  too  small  at  all  other  stages. 

Bearing  these  ideas  in  mind,  which  are  thought  to  be  correct,  and  be- 
lieving further  that  the  fundamental  principle  in  all  works  of  river  im- 
provement is  to  regulate  the  operations  of  nature  after  carefully  watch- 
ing them,  but  not  to  use  undue  restraints  or  to  give  too  free  scope  for 
excesses  on  her  part,  and  wishing  to  use  as  much  of  the  work  already 
done,  according  to  Mr.  Bird's  plan,  as  would  be  likely  to  give  good  results 
in  the  desired  direction,  viz.,  the  improvement  of  the  river,  the  board 
made  the  following  recommendations: 

1st.  That  Stein's  upper  cut  be  not  now  opened.  The  channel  now  used 
in  that  portion  of  the  river  will  have  a  good  direction,  if  provi(le<l  with 
a  concave  dike,  on  the  broken  black  line,  a,  6,  c.  The  plan  proposed 
will  prove  less  expensive,  it  is  believed,  than  the  reop*3mng  of  Stein's 
cut,  which  would  require  the  removal  of  a  large  quantity  of  rock.  Mr 
Bird  expects  to  give  a  channel  in  the  rock  but  60  feet  in  width  by  V^ 
fe^t  in  d^pth  at  high- water.  A  narrow  channel  in  rock  which  is  wholly 
unseen  is  always  objected  to  by  navigators,  and  undoubtedly  with  good 
reason. 

In  reopening  Stein's  upper  cut  the  project  of  Mr.  Bird  is  in  direct  op- 
position to  that  of  the  commission  of  1852,  which  was  approved  by  the 
Executive  Department,  to  whose  charge  the  work  was  assigned  by  Con- 
gress. It  is  a  matter  for  consideration  whether  work  thus  done  by  the 
General  Government  in  one  of  the  navigable  rivers  of  the  country  can 
with  propriety  be  undone  without  the  consent  or  sanction  of  the  same 
authority. 

But,  on  the  other  hand,  should  the  increased  trade  of  the  city  ever 
make  necessary  the  additional  wharf-room  indicated  on  Mr.  Bird's  plan 
for  the  improvement  of  this  part  of  the  river,  his  arrangements  for  that 
purpose  are  good,  and  would  require  the  reopening  of  Stein's  upper 
cut,  which  the  board  would  then  approve,  though  now  deeming  unne- 
cessary. 

These  basins-  in  that  part  of  the  river,  besides  their  use  for  the  ac- 
commodation of  shipping,  would  be  at  any  time  desirable  as  tidal  reser- 
voirs. 

2d.  From  the  lower  end  of  Stein's  upper  cut  C,  to  follow  the  chan- 
nel marked  out  by  the  commission  of  1852,  to  A,  its  intersection  with 
the  northern  boundary  of  Mr.  Bird's  line,  thence  to  e,  to  adopt  his  line, 
thus  making  use  of  the  pile-work  already  executed  by  him  from  d  to  e, 
avoiding  the  long,  straight  reaches  from  dtof,  and  from  g  to  h  (Hare's 
Bar)  in  the  line  of  the  commission  of  1852.  The  dredging  from  d  to  e 
to  be  confined  to  a  space  shown  on  the  map  by  broken  black  lines,  60 
feet  in  width  on  the  bottom. 

3d.  A  cut  to  be  made  from  e  to  ^  by  the  dredges,  60  feet  in  width,  and 
supported  on  the  concave  side  by  a  dike. 
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4th.  From  h  to  o  to  follow  the  channel  of  the  commission  of  1852, 
putting  in  the  curved  dikes  Jc  I  and  m  n^  and  trimming  oflf  the  oppo- 
site points,  and  probably  putting  in  another  concave  dike  between  the 
limits  N  and  O. 

5tb.  From  O  to  follow  the  present  main  channel  to  the  Point  of  Bocks. 

The  object  of  the  board  in  making  these  recommendations  for  work 
to  be  done  as  soon  as  means  are  iirovided,  is  to  give  as  soon  as  practica- 
ble, chiefly  by  dredging,  a  channel  60  feet  wide  and  12  feet  deep  at  ordi- 
nary high-water;  avoiding,  as  much  as  possible,  abrupt  bends  or  long 
straight  reaches,  or  regulating  them  where  they  cannot  be  avoided  en- 
tirely. The  actually  navigable  channel  of  the  river  should  not  be  aban- 
doned without  very  strong  reasons. 

The  board  believe  that  Mr.  Bird's  expectation  of  the  opening  of  his 
channel  by  the  action  of  the  water  itself  will  not  be  realized.  The  case 
is  very  different  from  Mr.  Stein's  cuts,  which  were  narrow  and  short. 

At  a  point  about  midway  between  /  and  //,  the  river  has  but  one 
channel  of  about  the  same  width  as  in  Mr.  Bird's  project.  It  is  far  from 
evident  that  the  river  would  be  able  to  maintain  a  channel  of  the  same 
width  in  the  position  he  has  selected,  and  of  a  depth  greater  than  in  the 
present  channel. 

The  feature  of  a  near  approximation  to  perfect  straightness  is  con- 
sidered a  defect  in  the  present  case,  and  for  that  reason  the  channel  of 
the  commission  of  1852,  the  channel  now  used,  is  preferred,  except  in  the 
portion  where  the  adoption  of  Mr.  Bird's  is  recommended. 

It  is  recommended  that  dredging,  where  necessary,  be  commenced  at 
the  lower  ends  of  the  cuts,  and  that  a  channel  be  first  excavated,  60 
feet  wide  at  bottom  and  9  feet  deep  at  high-water,  the  depth  of  the  cut 
to  be  next  increased  to  12  feet  at  high-water.  When  that  much  is  suc- 
cessfully^ accomplished — and  the  board  believe  it  may  be — it  will  be  time 
to  think  of  getting  a  channel  with  great  width  and  depth. 

Any  scheme  of  improvement  of  a  river  subject,  like  the  Appomattox, 
to  considerable  freshets,  must  contemplate  the  occasional,  perhaps  the 
constant,  use  of  dredges  to  keep  open  the  artificial  channel. 

The  board  do  not  wish  to  be  understood  as  saying  that  the  line  of 
whi'^h  the  improvement  is  recommended  in  this  report  would  be  re- 
garded as  the  best,  if  a  large  sum  of  money  would  be  available,  as  re- 
quired in  the  progress  of  the  work,  and  if  nothing  had  been  already 
done  in  carrying  out  particular  plans. 

The  object  has  been  to  lay  down  a  plan  as  good  as  existing  circum- 
stances permit,  and  such  as,  with  the  means  likely  to  be  furnished  by 
the  General  Government  and  by  the  city  of  Petersburg,  will  result  in  a 
decided  improvement  of  the  river.  As  the  work  progresses  the  advan- 
tage or  the  necessity  of  adding  to  or  modifying  what  has  been  recom- 
mended above  may  become  apparent.  Any  well-devised  scheme  of 
river  improvement  should  4>e  progressive  and  elastic;  and  too  great 
haste  in  executing  may  result  in  injuries  which  more  deliberation,  joined 
to  careful  watching  of  effects,  would  have  avoided. 

Tiie  citizens  of  Petersburg  have  certainly  exhibited  a  most  commend- 
able willingness  to  help  themselves.  They  have  already  taxed  them- 
selves heavily  to  provide  money  for  the  improvement  of  the  river.  lu 
60  doing  they  are  at  the  same  time  contributing  to  the  general  good, 
and  it  is  hoped  they  may  be  encouraged  by  receiving  at  the  next  ses- 
sion of  Congress  a  liberal  appropriation  of  money  from  the  general 
Treasury. 

It  is  proper  to  state  that  the  city  of  Petersburg  is  now  the  owner  of 
two  good  dredges  of  the  Osgood  pattern,  and  expects  soon  to  procure  a 
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third  dredge  and  a  tug-boat.    There  is  on  hand,  also,  a  large  quantity  of 
material  for  piles  and  sheet-piling. 

Drawings  and  estimates  will  be  forwarded  as  soon  as  practicable,  with 
sueb  explanations  as  may  seem  necessary. 
Eespectfully  submitted. 

J.  H.  Simpson, 
Colonel  of  Engineers,  Bvt  Brig,  Gen.  U,  8,  A. 

John  Newton, 
Lieut,  Colonel  of  Engineer s^  Bvt.  Maj.  Gen. 

VVm.  p.  Craighill, 
Major  of  Engineers^  Bvt.  Lieut.  Col, 
Bvt.  Maj.  Gen.  A.  A.  Humphreys, 

Commanding  Corps  of  Engineer's, 


United  States  Engineer  Office, 

Baltimore,  Md.,  November  19,  1870. 

General  :  Referring  to  their  report  of  September  30, 1870,  tbe  Board 
of  Engineers  convened  by  Special  Orders  No.  87,  dated  Headquarters 
Corps  of  Engineers,  August  29,  1870,  have  the  honor  now  to  report 
farther  concerning  the  Appomattox  River. 

A  copy  of  a  communication  from  Mr.  H.  D.  Bird,  dated  September  21, 
received  in  Baltimore  October  8,  is  inclosed  herewith,  accompanied  by 
a  general  plan  of  his  line  of  improvement,  and  sketches  illustrative  of 
some  of  its  details. 

This  plan  differs  favorably  from  that  first  proposed  by  him,  and  has 
been  made  less  objectionable  by  his  abandoning  the  idea  of  straight 
cuts,  and  giving  to  it  more  of  the  features  of  the  line  recora mended  by 
this  board,  viz,  such  easy  curves  as  will  as  much  as  possible  direct 
the  current  to  the  concave  banks  of  the  river ;  but  his  modifications  do 
not  by  any  means  come  up  to  the  requirements  deemed  essential  by  the 
board.  The  curves  of  Mr.  Bird's  plan  are  not  sufficiently  defined  to 
produce  the  desired  result.  There  are  also  inclatled  in  his  communica- 
tion an  estimate  and  a  summary  statement  o^xpenditures  up  to  the 
date  of  his  report.  ^^ 

It  is  believed  that  it  would  be  found  impossible  by  Mr.  Bird  to  make 
a  channel  12  feet  in  depth  and  of  an  average  width  of  350  feet  within 
the  limits  of  his  estimate,  or  for  twice  its  amount.  It  is  to  be  observed, 
however,  that  a  large  part  of  the  work  of  excavation  is  expected  by 
him  to  be  done  by  the  river  itself.  It  is  far  from  certain  that  his  ex- 
pectations will  be  realized.  It  is  considered,  also,  that  his  timber 
revetments  are  not  sufficiently  strong,  and  that  they  will  need  an  addi- 
tional expenditure  of  $2  per  running  foot  in, that  portion  adopted  by  the 
board. 

In  the  report  of  September  30,  a  line  was  laid  down  by  the  board. 
A  drawing  is  herewith,  indicating  the  manner  of  construction  designed 
for  the  dikes  proposed  as  a  part  of  that  plan.  The  material  dredged 
from  the  channel  is  intended  to  be  used  in  forming  the  mass  of  the 
dikes.  The  timber  facing  will  stand  a  number  of  years,  a  portion  of  it 
where  most  exposed  being  itself  protected  by  riprapping.  It  will  finally 
decay  down  to  low-water  mark.  In  the  mean  time  the  bank  will  be  con- 
Boiidating  and  preparing  for  its  ultimate  covering  of  stone. 

A  channel  GO  feet  wide  at  bottom,  12  feet  deep  at  high-water,  accord- 
ing to  the  plan  recommended  by  the  board,  will  cost,  in  round  numbers) 
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$250,000.  At  the  expiration  of,  say,  ten  years,  an  additional  expend!- 
tiire  of  8120,000  will  be  necessary  to  make  the  banks  permanent.  An 
annual  exi)eDditure  of  $10,000  will  be  required  to  keep  the  channel  and 
banks  in  good  condition. 

ESTIMATE. 

12, 600  linear  feet  of  dike,  as  per  sketch,  at  $5  per  foot |63»  000 

3, 050  linear  feet  Mr.  Bird's  dike  strengthened,  at  ^2  per  foot 6, 100 

11,000  yards  riprapping,  at  $3.50  per  yard 3c<,500 

450,  000  yards  material  removed  from  channel  and  deposited  in  dike,  at  30 
cents  per  yard 135,000 

242, 600 

For  permanent  completion  of  work .  125,000 

Sum  required  annually  fur  channel  and  banks 10,000 

Kespectfully  submitted. 

J.  H.  Simpson, 
Colonel  of  Engineers^  Bvt  Brig.  Genl, 
John  Newton, 
Lieut.  Colonel  of  Engineers^  Bet  Maj,  Gen. 

W.  P.  Craighill, 
Major  of  EngineerSy  Bvt,  Lieut  Cot 
Brig.  Gen.  A.  A.  HmiPHREYS, 

Chief  of  Engineer 8 y  U,  S.  A. 


Letter  of  Chirf  Engineer  Lower  Appomattox  Company. 

Oi?TiCE  Lower  Appdmattox  Comp^iny, 

Petersburg,  Va.j  September  21,  1870. 

Colonel:  I  take  pleasure  in  complying  with  your  request,  to  communicate  to  yoa 
what  I  have  done  and  am  still  doing  toward  the  improvement  of  the  Appomattox 
River,  as  the  engineer  in  charge  of  the  works. 

Before  entering  into  the  subject,  it  is  proper  to  make  a  brief  statement  in  regard  to 
the  river,  and  the  cflbrts  heretofore  made  to  improve  it,  as  a  necessary  preliminary  to 
a  right  understanding  of  the  case. 

The  Appomattox  River  rises  in  Appomattox  County,  over  one  hundred  miles  west  of 
Petersburg,  and  empties  into  James  River  at  City  Point,  eleven  and  three-eighths 
miles  east  of  it.  The  tide  flows  up  to  the  city,  and  vessels  drawing  seven  and  a  half 
feet  of  water  can  come  up  to  the  wharves.  The  accompanying  map  will  give  you  a 
niore  accurate  idea  of  this  part  of  the  river,  seven  and  three-quarter  miles  of  which,  from 
Petersburg  to  Point  of  Rocks,  is  the  portion  we  have  to  improve.  For  the  rest  of  the 
way  down  the  channel  is  bold  and  deep  enongh  to  float  any  vessel  that  can  reach  City 
Point. 

Tlje  city  of  Petersburg  has  long  been  the  seat  of  a  considerable  commerce,  and  as  early 
as  1824  the  citizens  turned  their  attention  to  the  improvement  of  the  river.  A. joint-stock 
company  was  incorporated,  but  with  such  a  small  capital  that  it  was  exhausted  before 
the  work  was  completed ;  but  sufficient  was  done  to  effect  a  decided  and  permanent 
improvement  in  the  navigation  of  the  river. 

The  attention  of  the  people  soon  afterward  was  entirely  diverted  from  the  river  to 
the  construction  of  railroads,  which  were  then  coming  into  vogue.  Among  the  roads 
embarked  in  by  our  citizens  wasone  to  City  Point,  which  was  built,  and  it  was  thought 
that  it  would  render  unnecessary  the  further  improvement  of  the  river.  From  that 
time  until  1854,  the  minds  and  means  of  our  people  were  so  absorbed  in  making  rail- 
roads that  the  river  seemed  entirely  forgotten.  But  as  those  roads,  particularly  the 
one  through  Lynchburg  to  the  West,  approached  completion,  and  were  beginning  to 
biing  to  Petersburg  a  large  amonnt  of  freight  for  shipment,  the  importance  of  making 
it  the  shipping-place  instead  of  City  Point  became  so  manifest  that  the  attention  of  our 
citizens  wjis  again  turned  to  the  improvement  of  the  riv«*r.  As  the  railroads  to  the 
West  ran  through  many  States,  this  improvement  had  become  a  work  of  national  as 
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trell  as  local  interest,  and  onr  citizens  very  naturally  applied  to  Congress  for  aid  to 
make  it,  A  small  appmpriation  was  made,  and  a  commission  of  Government  engineers 
was  sent  to  survey  the  river  and  lay  down  a  plan  for  the  improvement.  The  work  was 
conimeucedf  but  unfortunately  the  aid  of  the  Government  was  not  continued,  the 
engineers  were  withdrawn,  and  the  burden  of  continuing  the  work  fell  upon  the  citfy. 
The  councils  made  liberal  appropriations  for  the  work,  and  it  was  prosecuted  with  con- 
siderable vigor  up  to  the  breaking  out  of  the  war.  That  of  course  suspended  the  opera- 
tions, and  soon  after  the  river  was  dammed  up  as  a  military  necessity,  But  the  navi- 
gation had  been  so  far  improved  that  vessels  drawing  ^  feot  water  could  reach  the 
wharves,  and  the  increase  in  the  commerce  of  the  city  was  beginning  to  show  the  value 
of  the  improvement  to  it  and  the  country. 

As  soon  after  the  war  as  the  city  council  could  command  any  means,  an  appropria- 
tion was  made  to  remove  the  dam  and  to  purchase  a  dredge,  and  work  was  again 
resumed.  But  it  was  found  that  the  effect  of  the  dam  had  been  most  disastrous  to  the 
Davigation,  for  so  many  bars  had  formed  during  the  four  years  of  stoppage,  that  ves- 
sels drawing  only  7  feet  could  not  get  to  the  wharves  except  on  high-tides.  From 
that  time  until  last  year  the  work  was  carried  on,  but  owing  to  the  poverty  of  our  peo- 
ple the  appropriations  were  so  limited  that  there  was  but  little  improvement  made  in 
the  navigati<m. 

In  July,  1869,  the  business  prospects  of  the  city  had  increase<l  so  much  that  the  coun- 
cil <letennined  to  push  the  improvement  on  a  laruje  scale.  A  liberal  appropriation  was 
vote<i,  a  new  committee  wrs  appointed,  and  a  survey  was  ordered  to  be  made  to  see  if 
any  improvement  could  be  effected  in  the  old  plan  of  carrying  on  the  works,  and  what 
it  would  cost.  I  was  selected  to  make  the  survey,  and  upon  my  report  the  council 
called  a  vote  of  the  people  on  the  subject  of  raising  the  money  for  the  work.  The  citi- 
zens responded  in  the  same  liberal  spirit,  and  authorized  an  issue  of  city  bonds  for 
§200,000  for  the  purpose. 

The  btmds  could  not  be  negotiated  until  March  of  this  year.  The  delay,  however, 
^ras  valuable  to  me,  as  it  gave  me  time  to  make  a  more  careful  examination  and  study 
of  the  river,  and  to  perfect  the  plan  of  improvement  I  had  projected.  This  plan  was 
indicated  as  much  by  the  results  plainly  visible  on  the  river  of  the  former  efforts  made 
to  improve  it,  as  by  those  of  my  survey. 

Between  them  both  I  believe  I  have  elaborated  a  plan  that  will  give  us  all  that  can 
be  reasonably  desired  in  the  improvement.  In  a  word,  I  feel  confident  that  if  the  works 
are  carried  out  on  this  plan  we  shall  be  able  in  time  to  bring  t^)  Petersburg  any  vessel 
that  can  reach  City  Point,  an  object  which  I  conceive  should  always  be  kept  in  view 
in  any  scheme  to  improve  the  river,  for  anything  short  of  it  will  not  satisfy  the  future 
wants  of  the  commerce  of  the  city. 

The  tirst  plan  of  improvement  started  on  the  river  was  to  straighten  it  as  much  as 
poR^iible,  and  to  narrow  the  channel  where  it  was  too  wide  by  jetties,  so  as  to  give  the 
current  such  a  direction  and  increased  force  as  would  enable  the  freshets  and  the  tidal 
flow  to  scour  the  river  deeper  and  keep  it  so.  No  dredging  or  excavation  was  resorted 
to  on  this  plan,  except  in  making  two  new  cuts  to  straighten  the  channel.  One  of  them 
was  rock,  which  was  blasted  out  to  the  required  depth.  The  other  was  through  an 
island,  where  a  straight  cut  was  made  with  shovels,  ten  feet  wide  at  the  water-line, 
four  feet  deep»  and  about  three-quarters  of  a  mile  long.  After  this  was  done  the  chan- 
nel on  each  side  of  the  island  was  dammed  up,  and  the  cut  was  left  to  the  action  of 
the  river.  I  was  informed  that  this  cut  was  scoured  out  to  a  navigable  depth  in  about 
thirty  days,  and  you  will  see  in  the  map  of  the  Coast  Survey,  made  in  1853,  twenty- 
nine  years  after  the  cut  was  made,  that  it  averaged  200  feet  in  width,  and  was  the 
deepest  part  of  the  improved  portion  of  the  river. 

Yon  observed,  when  you  examined  the  river,  that  the  water  had  broken  through  the 
sides  of  this  cut  in  several  places,  into  the  old  channel,  which,  of  course,  must  have 
impaired  its  scouring  power.  But  notwithstanding  this,  and  the  necessarily  imperfect 
manner  in  which  the  works  were  constructed  for  the  want  of  adequate  means,  it  is 
recorded  in  the  report  of  a  committee  of  the  city  council  made  in  1849  that  the  navi- 
gation was  then  double  what  it  was  before  the  works  were  commenced,  and  that  one 
bar,  the  worst  in  the  river,  had  been  entirely  obliterated. 

The  plan  adopted  by  the  Government  engineers  was  to  dredge  out  a  channel  CO  feet 
wide  at  bottom  and  12  feet  deep,  and  erect  such  jetties  as  would  be  needed  to  give  the 
current  a  proper  direction  and  at  the  same  time  close  up  all  branches  and  low  places 
which  would  be  likely  to  divert  the  water  from  the  channel ;  and  they  recommend  that 
when  the  commerce  of  the  river  would  authorize  the  expenditure,  these  temporary  ar- 
rangements should  be  replaced  with  permanent  artificial  banks. 

With  the  results  of  these  two  plans  before  me,  which  are  so  plainly  visible  on  the 
river,  and  a  careful  professional  study  of  it,  particularly  of  the  valuable  map  of  the 
river  made  by  the  officers  of  the  Coast  Survey  in  18r)4,  I  ha<l  no  difficulty  in  prqj<'Cting 
a  plan  for  the  improvement,  which,  if  carried  out  faithfully,  will,  I  am  satisfied,  give 
Ofi  at  an  early  day  all  the  depth  of  navigation  needed  for  the  business  of  the  city. 
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I  will  not  trouble  yon  with  any  of  tlie  details  of  this  plan,  for  yon  have  seen  enon^rfa 
of  tliem  to  enable  you  to  form  an  intelligent  opinion  of  them;  I  will  merely  stat-e  that 
my  plan  is  to  straighten  the  river  and  ease  the  curves  or  bends  where  it  can  bo  done  to 
advantage  and  with  not  too  great  an  expense,  and  to  coutiue  it  for  the  whole  distance, 
from  Petersburg  to  the  Poiut  of  Rocks,  by  artificial  banks,  wherever  they  are  needed, 
to  one  channel,  ej^paudiug  regularly  in  width  from  200  to  500  feet,  so  as  to  give  ample 
room  both  for  the  freshets  and  flow  of  the  tides. 

To  make  this  plan  as  perfect  as  I  conceive  it  could  be  made,  I  did  not  hesitate  to 
abandou  the  present  channel  of  the  river  almost  entirely,  for  with  the  construction  of 
about  a  mile  of  new  channel  I  shall  shorten  the  river  nearly  half  a  mile  and  conduct 
it  into  the  old  south  channel,  which,  no  doubt,  was  anciently  the  true  channel  of  the 
river.  In  the  old  works  it  had  been  shut  off  repeatedly,  but  never  perfectly,  and  when 
I  took  charge  of  the  improvement  fully  half  the  flow  of  the  downward  water  passed 
into  it.  One  has  only  to  see  this  beautiful  body  of  water,  with  its  comparative  straight- 
ness,  and  bold  southern  shore,  to  be  satisfied  that  with  little  expense  it  can  bo  made  the 
finest  part  of  the  river.  The  north  shore  or  bank  of  this  channel,  and  everywhere  else 
where  the  bank  is  needed  to  confine  the  river,  will  be  made  of  the  material  dredged 
from  the  river  to  obtain  the  necessary  depth  of  water. 

I  am  satisfied,  from  the  experience  of  this  river,  and  from  results  shown  in  other 
rivers,  that  the  increased  impetus  which  this  shortening  and  narrowing  of  the  river 
and  confining  it  to  one  chauntrl  must  give  to  the  freshets  and  tidal  flovv^  will  keep  the 
bed  of  the  river  so  scoured  out  that  very  little  dredging  will  be  required,  except  to 
strengthen  the  baillis  or  make  the  navigation  deeper. 

On  first  of  March  last,  as  soon  as  the  money  for  the  works  was  secured,  we  let  to 
contract  all  the  piling  timber,  and  driving  of  piles,  and  the  blasting  of  the  rock  in 
Stein's  upi)er  cut.  Wo  also  contracted  for  a  dredge,  as  the  bids  we  received  for  dredging 
were  all  too  high.  We  had  an  old  dredge,  which  we  immediately  set  to  work  on  the 
new  cut  through  Puddledock,  and  we  commenced  driving  piles  as  soon  as  the  con- 
tractors could  start  their  pile-drivers.  We  also  hired  a  dredge,  and  in  May  last  the  new 
one  was  received  and  put  to  work. 

We  had  purchased  a  new  ten-horse  engine  and  pump  for  the  purpose  of  keeping  the 
water  down  in  Stein's  cut  while  the  rock  is  blasting,  and  have  built  some  lighters  and 
two  large  pontons,  and  fitted  them  up  with  railroad  tracks  and  cars  to  land  the 
material  dredged  out  of  the  river.  We  have  lately  contracted  for  another  dredge  and 
steam-tug,  which  will  be  delivered  bj'  the  end  of  the  mouth. 

The  work  done  up  to  the  first  of  this  month  is  as  follows  : 

All  the  piling-timber  has  been  delivered  and  the  contractors  have  driven  and  finished 
10/^00  feet  of  piling.  This  l>iling  is  driven  wherever  there  is  water,  or  very  low  places 
through  which  the  curreut  might  be  diverted,  as  a  nucleus  upon  which  to  form  the  em; 
bankmeut.  The  dredges  have  made  a  single  cut  through  Puddledock  Swamp,  6,173 
ftet  long,  30  feet  wide,  and  8  feet  deep.  The  greater  part  of  this  sWamp  was  covered 
with  a  dense  growth  of  large  trees,  the  stumps  of  which  had  to  be  blasted  out  before 
the  dredges  could  start  them. 

Besides  this  wcrk,  the  dredges  have  made  a  cut  of  1,200  feet  in  length,  and  10  feet 
deep,  toward  uncovering  the  rock  in  Stein's  cut,  and  have  raised  to  high  water  the 
embankment  necessary  to  protect  2,100  running  feet  of  piling.  A  considerable  amount 
of  ditching  and  cleaiiughas  in  the  mean  time  been  done  by  hand  labor,  most  of  wliich 
has  been  finished.  About  three-fifths  of  the  pile-driving  and  the  blasting  the  rock  out 
of  Stein's  cut  is  all  the  work  that  remains  to  be  done  by  contractors. 

The  principal,  and,  indeed,  the  only  remaining  important  work  to  be  done  now  is  the 
dredging  to  make  the  embankment.  I  expect  soon  to  be  able  to  put  three  dredges  to 
work  on  it.    These  dredges  will  lift  an  average  of  1,500  cubic  yards  a  day. 

I  have  added  to  this  report  an  account  of  the  expenditures  we  have  made  on  the 
work  from  the  first  of  March  last  to  the  end  of  this  month,  and  also  my  estimate  of  the 
whole  cost  of  making  so  much  of  the  improvement  as  will  give  us  12  feet  wat^jr. 

As  a  part  of  this  report  I  present  you  with  a  tr.icing  from  the  map  showing  the  old 
channel  and  the  new  one  I  am  making.  Also  ah  enlarged  map  and  profile  of  the  rock- 
cutting  in  Stein's  cut,  and  a  sheet  containing  a  plan  of  the  pontons  for  landing  the 
dredged  material,  and  cross-sections,  showing  the  diflerent  modes  of  driving  piles. 

lIoi)iug  these  papers  and  this  report  will  give  you  all  the  information  you  need  in 
regard  to  our  work, 

I  have  the  honor  to  be  your  obedient  servant, 

H.  D.  Bird, 
Chief  Engineer  Lover  Appomattox  Company, 

Col.  W.  P.  Craigttiix, 

Chief  Engineer  in  charge  of  Government  Surveys  of  James  River j  <fc. 
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Statement  of  expenditnrea  made  by  the  Lower  Appomattox  Company  on  the  new  improvement  of 
the  river  from  March  1,  1870,  to  September  1, 1870,  six  months. 

For  machinery,  materials  on  hand,  and  for  laud: 

Paid  for  new  dredge $15,656  00 

Paid  for  two  pontons 7,011  04 

Paid  for  two  ligbtera 255  12 

Paid  for  engine  and  pump  to  drain  Stein's  ont 1,615  00 

Paid  lor  wheelbarrows  and  tools 395  00 

Paid  for  piling-timber  on  hand 14, 209  08 

Paid  for  wood 410  00 

Paid  for  land  damages 1,300  00 

For  work  done : 

Paid  for  piling  material  used 11,645  90 

Paid  for  driving  piles 6,793  50 

Paid  for  running  dredges 6,509  84 

Paid  for  work  in  Pudclledock  cut 3,860  90 

Paid  for  work  in  Stein's  cut -. 345  61 

Paid  for  engineering  expenses 3,381  91 

Paid  for  contingent  expenses 1, 798  61 

Total  expenditure 75,186  70 

Estimate  of  the  cost  of  improving  the  Appomattox  liiver  to  obtain  a  depth  of  12  feet  navigation 

made  August  20,  1869. 

For  improvement  in  harbor  of  Petersburg -.  $9,248  50 

Maiking  new  channel  through  Stein's  cut 13,805  00 

Making  new  channel  through  Puddledock 9,615  00 

Piling  materials  and  driving 38,700  00 

Dredging-machinery  and  dredging 70,800  00 

Riprapping '. 3,608  00 

Engineering  expenses  and  superintending 11,500  00 

Contingencies,  10  per  cent 15,727  65 

Total  estimate 173,004  15 

N.  B. — This  estimate  contains  no  provision  for  building  the  docks  laid  down  on  the 
map.  There  is  an  additional  estimate  for  the  dock  on  the  south  side.  It  will  cost 
$33,088.50.  Neither  this  dock  nor  the  one  on  the  north  side  will,  of  course,  be  needed 
until  they  are  required  by  the  trade.  I  laid  them  down  on  the  map  to  complete  the 
plan  of  improvement.  I  got  two  miles  of  wharfage  in  a  length  of  half  a  mile,  and  a 
^'idth  of  less  than  a  quarter  of  a  mile.  The  docks  can  be  so  arranged  with  suitable 
l^ates  that  they  can  be  scoured  out  during  any  freshet  by  plashing  the  water  through 
them.  I  omitted  to  state  above  that  the  worst  streams  entering  into  the  river  are  those 
on  the  noith  side,  Oldtown  Run  and  Swift  Creek,  neither  of  which  run  into  the  new 
channel.  The  artificial  bank  on  the  north  side  will  not  have  a  stream  running  through 
it.  On  the  south  side  the  only  streams  of  importance  will  be  conducted  into  the  river 
at  8uch  an  acute  angle  as  not  to  create  eddies. 


U  i8. 


IMPROVEMENT    OF    THE   SOUTH    BRANCH    OF  THE    ELIZABETH    RIVER, 

VIRGINIA. 

The  improvement  proposed  was  the  excavation  of  a  channel,  60  feet 
wide  at  the  bottom  and  7J  feet  deep  at  mean  low-water,  through  the 
numerous  bars  and  shoals  between  the  lock  of  the  Albemarle  and  Chesa- 
I)eake  Canal  and  Deep  Creek  three  and  a  half  miles  below ;  also,  the 
cntting  off  of  one  or  two  points  where  the  bends  in  the  river  were  verj' 
abrupt.    Such  a  channel  has  been  excavated  nearly  continuously  for 
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5,400  yards  from  the  lock  down,  and  below  that  distance  at  intervals 
through  the  shoals  as  far  as  the  funds  would  allow.  There  are  still  two 
shoals  known  as  Nicaraugua  Bar  and  the  Deep  Creek  Bar,  through  which 
dredging  is  required  before  the  work  already  done  will  be  available  to 
the  full  extent. 

The  work  has  been  done  under  two  contracts.  The  first  was  with 
Mr.  G.  H.  Ferris,  of  Brooklyn,  who  removed  29,500  cubic  yards  of  ma- 
terial from  the  river  between  October  13  and  December  24,  1873.  The 
second  was  with  Mr.  Marshall  Parks,  who,  between  March  4  and  June 
18,  1874,  removed  11,855  cubic  yards,  of  which  7,118  cubic  yards  were 
deposited  on  the  banks  of  the  river  at  various  points,  and  4,737  yards 
were  thrown  otf  lighters  in  coves  where  there  was  little  danger  of  its 
return  into  the  channel.  The  matter  removed  by  Mr.  Fqrris  was  also 
dumped  in  coves. 

The  work  will  be  continued,  as  far  as  funds  are  available,  toward 
completion  during  the  year  ending  June  30,  1875,  in  the  use  of  the  ap- 
propriation of  $10,000  of  June  23,  1874. 

The  improvement  affects  a  large  shipping  interest  in  Norfolk,  Balti- 
more, and  North  Carolina,  as  at  present  a  number  of  vessels  in  the  river, 
in  passing  to  and  from  the  canal,  are  compelled  at  times  to  wait  several 
hours  for  a  suitable  tide.  When  the  work  is  once  completed  by  the 
United  fc.tates  there  will  be  small  annual  repairs  necessary  for  the  chan- 
nel, which,  it  is  supposed,  will  be  made  by  the  company,  of  whose  canal 
the  river  is  the  actual  extension  to  Norfolk. 

The  river  is  in  the  collection-district  of  Norfolk,  which  is  the  nearest  port  of  entry. 

From  the  report  of  Mr.  Marshall  Parks,  president  of  the  canal  com- 
pany, for  the  year  ending  September  30,  1873,  it  appears  that  the  num- 
ber of  vessels  passing  through  the  canal  for  that  year  was  5,618  of  all 
kinds,  of  which  2,075  were  steamers,  nearly  all  of  greater  draught  of 
water  than  could  be  taken  through  the  river  at  low  tide.  As  the  vessels  of 
other  classes  were,  to  a  great  extent,  dependent  upon  the  steamers  for 
towing,  they  also  were  subject  to  detention.  This  canal  is  somewhat 
peculiar  in  character,  having  but  a  single  lock,  which  is  one  of  the  tinest 
in  the  country,  and,  having  no  towing-path,  steam  is  the  only  artificial 
motor  used  upon  it.  The  communication,  of  which  the  Elizabeth  River 
and  this  canal  are  parts,  is  a  highly  important  one. 

This  improvement  was  estimated  to  cost  $25,000.  The  appropriations  by  Conj^ress 
have  been  $15,000  March  3, 1873,  and  $10,000  June  23,  1874 ;  total,  $25,000. 

Some  of  the  work  by  contract  has  cost  considerably  more  than  was 
expected,  owing  to  the  unusual  difficulties  found  in  disposing  of  the 
material  removed  by  the  dredges,  and  the  inability  to  procure  and  con- 
trol reliable  labor  in  that  section  of  country,  amounting  at  times  nearly 
to  a  suspension  of  work. 

What  has  been  stated  and  the  non-continuity  of  operations,  which 
always  adds  to  expense,  make  it  necessary  to  ask  for  $5,000  for  the 
year  ending  June  30,  1876. 

Financial  statement 

Balance  in  Treasury  of  United  States  July  1,1873..: $15,000  00 

Deduct  amount  expended  in  fiscal  year  1872-'73 20  00 

Amount  appropriated  by  act  approved  June  23,  1874 10, 000  00 

Amount  expended  during  the  fiscal  year  ending  June  30, 1874 14,281  73 

Amount  available  July  1, 1874 *. 10, 698  27 

Amount  required  for  the  fiscal  year  ending  June  30,  1876 5, 000  00 
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Proposals  opened  12.5  o'clock^,  m.,  January  10,  1874. 


No. 


Xamo. 


Address. 


1  Morris  &  Cninings     New  York  City 

2  Marshall  Parks Norfolk 


Kiod  and 
namber  of 
machlDes. 


Time. 


Commence. 


Complete. 


1  Clamshell    Feb.   1,1874 
Feb.  15, 1874 


Apr.    1, 1874 
Jane  15, 1674 


•-1  «J 


Remarks. 


$0  45 

43     Will  deposit 
on  marshes. 


Contract,  Marshall  Parks,  at  43  cents  per  cubic  yard. 


COMMBKCIAL  8TATI8TICP. 

Custom- HousK.  Norfolk,  Va., 

Collector's  OfficCy  July  18,  1874. 

8iR :  Your  communication  of  the  14th  instant,  relative  to  forwarding  such  iiiforma- 
tiou  to  your  office  that  would  be  of  valuable  ai^sistance  to  you  in  your  annual  report, 
is  received. 

In  reply,  I  have  the  honor  to  submit  the  following  information,  viz: 

1st.  Amount  of  revenue  collected  at  this  port  during  the  fiscal  year  ending  June  30, 
1874,  |.-<2,000. 

2d.  Amount  of  exports  durin<;  the  fiscal  year  ending  June  30,  1874,  $1,830,036. 

34l.  Amount  of  tonnage,  number  of  vessels,  and  crew  entered  coastwise  during  the 
fiscal  year  ending  June  30,  1874 : 


Class. 


ENTERED. 

Side-wheel  steamers 

Propeller  steamers 

Barks 

Brigs 

Schooners 

Sloops 

CLEARED. 

Side-wheel  steamers 

Propeller  steamers 

Brigs 

Schooners ., 

Sloops 


Tonnage. 


816,  008 

403, 471 

2,508 

5,076 

11, 886 

35 


1,238,984 


Crew. 


23, 405 

10, 34S 

45 

151 

582 

8 


34, 536 


792, 055 

348, 902 

707 

6,748 

33 


1, 148, 445 


20, 739 

9,207 

14 

341 

3 


30, 304 


No. 


713 
555 

5 

17 

129 

2 


1,421 


687 
499 

2 
76 

1 


1,265 


4th.  Amount  of  tonnage,  number  of  vessels,  and  crew  of  American  vessels  entered 
from  foreign  ports  during  the  same  period : 

Entered, — Tonnage,  1,162;  crew,  51 ;  number,  6. 
Cleared. — Tonnage,  13,474 ;  crew,  375 ;  number,  36. 

Foreign  vessels  for  same  period : 

Entered, — Tonnage,  20,389 ;  crew,  808;  number,  54. 
Cleared. — Tonnage,  25,193  ;  crew,  649 ;  number,  48. 

5th.  In  my  opinion  there  would  be  benefited  by  the  improvement  of  the  harbor  at  this 
port  a  vast  quantity  of  coastwise  shipping,  such  as  the  Old  Dominion  Steamship 
Company  steamers,  Baltimore  Steam  Packet  Company,  Boston  Line  of  Steamers,  Phil- 
adelphia, Richmond,  Washington,  Edenton,  and  several  other  lines  of  steamers. 

There  would  be  a  great  amount  of  advantage  and  a  vast  deal  of  benefit  in  favor  oi 
the  Allan  Line  of  English  steamers;  also  the  San  Antonio  Line,  of  which  several  of  its 
stt^amers  touch  at  this  port  every  mouth.  The  present  indications  at  this  port,  and  the 
calculations  which  have  been  and  are  now  being  made  by  the  difi^erent  merchants  for 
the  purpose  of  the  shipment  of  cotton,  are  demonstrative  of  great  progress. 
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The  amount  of  cotton  exported  to  foreign  countries  the  past  fiscal  year,  as  follows: 
24,819  bal^s,  amounting  to  11,405,911  pounds,  shows  an  enormous  increase  since  the 
opening  of  the  custom-house  in  18G4 ;  and  there  are  in  progress  of  erection  three  immense 
cotton -presses,  together  with  the  one  that  has  been  completed  for  the  past  six  mouths, 
which  willacld  materially  to  the  cotton  business  at  this  port. 

The  intended  improvements  to  the  harbor  here  would  be  of  great  benefit  to  the 
large  vessels,  drawing  considerable  water,  which  enter  this  port  for  the  purpose  of  be- 
ing laden  with  merchandise  of  various  kinds. 

It  is  the  intention  of  the  cotton  merchants  of  this  city  to  ship  a  great  quantity  of 
cotton  during  the  coming  fall,  thereby  enlarging  the  commercial  statistics  of  this 
locality. 

Hoping  that  the  above  information  may  be  of  much  benefit  and  advantage  for  yooi 
annual  report, 

I  am,  very  respectfully,  your  obedient  servant| 

Chas.  E.  Gettslich, 

Major  W.  P.  Craighiix,  Deputy  Collector, 

Corps  of  Engine^s.  U,S,A» 


Letter  of  President  AlbemarU  and  Chesapeake  Canul  Company, 

Office  of  the  Albemarle  and  Chesapeake  Canal  Company, 

Norfolk,  Fa.,  Jul^j  25,  1874. 

Sir:  In  reply  to  your  letter  respecting  the  southern  branch  of  the  Elizabeth  River, 
I  would  state  that  the  excavation  in  the  natural  channel,  executed  under  your  direc- 
tion during  the  past  season,  has  greatly  improved  the  navigation,  and  it  is  confidently 
expected  tliat  when  the  work  is  fully  completed  as  designed,  for  which  Congress  has 
ifiade  a  partial  appropriation,  vessels  drawing  less  than  eight  feet  of  water  wlU  be  able 
to  arrive  and  leave  the  lock  of  the  canal  of  this  company  at  all  stages  of  the  tide. 

The  Albemarle  and  Chesapeake  Canal  Company  have  expended  several  thousand 
dollars  in  the  improvement  of  the  natural  channels  leading  to  their  canals,  and  I  need 
only  call  the  attention  of  the  public  to  the  importance  of  this  improvement  to  the 
*' commerce  between  the  States"  by  stating  the  traffic  through  the  canal  for  the  pavt 
year.  By  the  printed  report  of  the  company  for  the  fiscal  year  ending  September  :iO, 
1873,  five  thousand  seven  hundred  and  seventy  vessels,  consisting  of  steamers,  schoon- 
ers, sloops,  barges,  lighters,  boats,  and  rafts,  have  passed  through,  and  during  the  nine 
subsequent  months,  ending  June  30, 1874,  there  have  passed  four  thousand  three  hun- 
dred and  eighty-four  vessels  of  all  classes. 

I  would  also  mention  that  such  has  been  the  progress  of  using  steam  on  the  Albe- 
marle and  Chesapeake  Cai^al  (which  was  designed  and  ctjustructetl  expressly  for  this 
purpose)  that  sixty-four  steamers  have  been  running  on  the  canal  during  the  present 
year,  and  since  the  opening  of  navigation  by  this  company,  in  1861,  fifty  thousand  one 
hundred  and  eighty-three  vessels,  all  of  which  have  been  propelled  by  steam  or  towed  by 
steamers,  have  passed  through  this  new  canal  and  inland  line,  from  New  York,  Phila- 
delphia, Baltimore,  and  Norfolk,  to  the  several  ports  in  North  Carolina,  to  Charleston, 
Savannah,  and  other  southern  ports. 

I  cannot  close  this  letter  without  expressing  the  hope  that  Congress  will  make  addi« 
tioual  appropriations  to  improve  the  inland  waters  from  the  North  to  the  South,  and 
that  the  few  links  required  to  make  the  inland  navigation  from  Massachusetts  to 
Florida  may  be  completed  at  an  early  day. 

More  than  half  a  century  ago  the  great  importance  of  this  line  of  intercommunica- 
tion, considered  in  a  national  point  of  view,  received  an  official  recognition  in  a  report 
of  the  Hon.  Albert  Gallatin,  the  then  S|3cretary  of  the  Treasury.  He  recommended  the 
line  adopted  by  this  companv  as  the  shortest  and  cheapest  route  for  a  line  of  inland 
navigation  between  the  North  and  South,  which,  together  with  the  Chesapeake  and 
Delaware  and  the  Delaware  and  Raritan  Canals,  completes  a  chain  of  inland  naviga- 
tion from  New  York  southward,  a  distance  of  about  600  miles,  avoiding  the  dangers  of 
Hatteras  and  the  coast  of  North  Carolina. 
Respectfully,  your  obedient  servant, 

Marshall  Parks,  President. 

Col.  W.  P.  Craighill, 

Corps  of  Engineers^  U,  S,  A, 
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Comparative  aiaiement  of  tolls  and  totcing  received  during  each  year  from  September  30, 1865, 

to  September  30, 1873,  incluinve* 


Year. 


Year  ending  Sepiemb«»r  .10. 1866 

Y«»ar  endinst  Septeml  6' 30, 1867 

Year  uudiug  Sejit^^mbor  30,  1868 

Year  ending  St*ptember  30, 1869 

Year  ending  September  30, 1870 

Year  ending  September  30,  l«7l 

Year  ending  September  30, 1872 

Year  ending  September  30, 1873 

Total - : 


Tolla. 


141, 346  54 

48, 682  01 
47.  872  43 
45, 073  60 
47,  662  56 
55,  778  72 
60,  846  64 
T3, 251  88 


420, 514  ltd 


ToT^ifig. 


19,241  75 
10,  810  83 
10,398  14 
11,452  26 
10,  567  61 
8.  806  77 
10.251  58 
11,587  16 


63,116  10 


Total. 


$50,588  29 
59,  4J2  84 
58,  270  57 
56,  525  86 
58, 2.30  17 
64,  585  59 
71,098  22 
84,  839  04 


503,630  48 


Report  of  number  and  class  of  vessels  passing  through  the  Albemarle  and  Chesapeake  Canal 

for  the  fiscal  year  ending  September  30,  1873. 


• 

Month. 

i 

B 

i 
i 
1 

r 

aZ 

a6 

■a 

3 

Boats. 

i 

• 

1872 

October 

162 
163 
105 
167 
132 
185 
182 
195 
193 
195 
210 
186 

81 
101 

87 
128 
131 
143 
147 
130 
118 
144 
104 

66 

33 
47 
38 
71 
60 
87 
64 
44 
39 
.    45 
39 
25 

20 
23 
13 
20 
10 
16 
21 
11 
23 
26 
23 
19 

71 
73 

41 
72 
69 
75 
89 
102 
86 
70 
65 
73 

39 
37 
13 
11 
17 
48 
31 
29 
21 
99 
83 
32 

5 
9 

1 

7 

6 

2 

11 

18 

20 

22 

32 

19 

411 

1872 

November 

453 

1872 

December 

298 

18T3 

January 

476 

1873 

February  

425 

1873 

Marcli 

556 

1873 

April '. 

545 

1873 
1873 

leri 
le73 

May 

529 

June 

500 

July 

601 

Auirast 

.556 

1873 

September 

420 

Total 

2,075 

1,380 

592 

225 

886 

460 

152 

5,770 

North 

— —              1 

1,030 
1,045 

699 
681 

298 
294 

140 
95 

490 
396 

234 

226 

152 

3,033 

South 

2,737 

Total 

2,075 

1,38() 

592 

225 

886 

460 

152 

5,770 

Xumber  and  class  of  vessels  passing  through  the  Albemarle  and  Chesapeake  Canal  from  Sep- 
tember 30,  18C0,  to  September  30,  1873. 


Year. 


1861 

1862 

1863 

li«4 

1865 

1866 

1867 

1868 

1869 

1570 

1871 

1872 

1873 

Total 


e 

i 

*•> 

CO 

a 
§ 

1 

i 

55 

• 

£ 

0^ 

•^•4 

671 

453 

377 

953 

1,300 

1,062 

1,112 

1,093 

1,093 

1,487 

1,656 

1,667 

2,075 

1,139 

192 

62 

24 

266 

Ti9 

907 

944 

7.'>2 

859 

944 

1,070 

1,380 

71 

8S 
71 
15 
190 
302 
353 
442 
398 
437 
555 
523 
592 

4,045 

153 
69 
16 
124 
122 
256 
313 
381 
297 
167 
183 
158 
225 

300 

275 

292 

96 

79 

338 

763 

778 

950 

911 

1, 030 

752 

886 

15,034 

9,285 

2,464 

7,450 

5 
5 


179 
188 
125 
174 
602 
921 
761 
1.  066 
1,077 
486 
483 
553 
460 

7,075 


.-2 


8 


5 
3 
18 
29 
26 
:)6 
35 
49 
85 
152 


446 


o 
H 


2,524 
1,265 
950 
1,391 
2,562 
3,636 
4,243 
4,730 
4,638 
4,  382 
4,900 
4,808 
5,770 


45,799 


NOEFOLX,  Ya.,  September  30, 1873. 
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lAst  of  steamers  navigating  the  AlbtniarU  and  Chesapeake  Canaly  number  of  p€usages,  Md 
amount  of  tolls  paidy  for  the  fiscal  year  ending  September  30,  1873. 


Names. 


AntorU 

AlpiuG 

Arago,  (U.S) 

Aniiio  Wood 

Benj.  Winder 

Brooklyn 

Cvguet 

Chowan,  (company's  tnf;). 
Croatan.  (company's  tu^) . 

Currituck  . .  .•. 

Clarion  and  raft 

Commerce 

Dixie 

£.  Ludlow  and  barge 

E,  B.  Lane  and  barge 

£.  Cbamberlaine 

Elizabeth  City 

Eric  Enterprise 

Emma  Dunn 

£.  W.  Molyneaux  and  raft 

E.  Paysou 

Ebtolio 

E.  A.  Stephens,  (U.  S) 

Guiding  Star 

Ilackeiisack  

Heliotrope,  (U.  S) 

Hero  and  raft 

Haibinger 

H.Smith 

Isis • 

Ida  and  raft 

I.  D.  Coleman   

Joe  To  wnsend 


Passages. 


85 

17 

2 

1 

27 

27 

227 

159 

148 

4G 

61 

38 

1 

34 

45 

18 

11 

9 

4 

33 

1 

15 

1 

2 

34 

2 

2 

1 

2 

1 

32 

19 

87 


Tolls. 


$3,729  76 

45  29 

28  00 

3  75 

866  05 

93  34 

2, 340  05 


1,188  20 

1, 495  79 

1,532  76 

4  20 

1, 334  .'52 

1,307  27 

323  67 

135  31 

275  80 

55  29 

453  20 

46  50 

69  05 

39  00 

20  99 

1,291  09 

120  00 

97  00 

13  23 

22  15 

29  30 

1,  5TJ  2:? 

602  62 

748  51 


Names. 


Juniper  and  raft 

J.  W.  Allison 

J.  B.  Woodward 

Louisa 

L.  G.  Cannon 

Lucy 

Lumberman  and  raft  — 

Lyunhaveu , 

Laura  and  raft 

MollipWentz 

Nettie  and  raft 

N.W.A.Cobb 

North  Carolina 

Olive 

Kotary ". 

Raleigh 

R.  T.  Waters  and  raft. . . 

Sparkle 

Scow 

San  Antonia 

S.  J.  Flemming 

TuUp,  (U.  S) 

Thos.  E.  Cahill 

Tbos.  Jefferson 

United , 

Uncle  Knoff,  (U.S) , 

W.G.  Oler 

Wm.  Nuci 

Wm.  Gates 

W.  H.  Seward,  (U.  8)  . . . 
Winnepenny  and  barges 

Total 


Passages. 

Tdlfl. 

32 

H^53 

1 

44  90 

15 

14100 

49 

3,179  39 

78 

2,106  14 

42 

l,3t«36 

78 

814  30 

54 

996  53 

52 

9,415  68 

25 

579  87 

28 

2,147  97 

9 
42 

68743 

101 

2.300  56 

63 

1,123  18 

9 

362  73 

95 

3,473  80 

24 

397  43 

i 

29  10 

1 

64  80 

2 

143  17 

8 

436  80 

15 

719  26 

12 

111  51 

18 

929  61 

1 

41  80 

6 

328  34 

1 

9  30 

3 

46  92 

1 

.80  00 

1 

65  50 

2,075 

45.351  66 

List  of  steamers  passing  through  the  Albemarle  and  Chesapeake  Canal,  and.  number  of  pas' 

sages  from  October  1, 1873,  to  June  30,  1874. 


Names. 

Passages. 

Names. 

Passages. 

Names. 

Passages. 

Astoria 

60 

6 

2 

16 

47 

69 

2 

161 

130 

69 

2 

35 

16 

33 

7 

20 

4 

7 

3 

59 

2 

4 

Harbinirer 

5 

2 
17 

2 
23 
31 

4 

1 
52 
52 
50 
40 
69 
39 

3 
38 
38 
24 

9 
69 

1 
28 

Nettie 

7 

Alida 

Helen  Smith 

Hackensack 

Isis 

Olive 

75 

Arago 

Pamlico 

3 

Bon,].  Winder 

Belle  Virginia 

Brooklyn 

Prooeller 

1 

Ida 

J.  D.  Coleman 

J.  M.  Molyneaux 

Jas.  T.  Eastmor 

J.  B.  Woodward 

Juuioer 

Rotary .......... 

22 

Raleieh 

77 

Bloomsburg 

C  vffnet 

Ruffiiles 

1 

R.T.  Waters 

Silver  Wave 

Snarkle 

57 

Chowan 

17 

Croutan 

22 

Chestor 

Joe  Townaend 

Lvnuhayon  >...... 

Stanley 

3 

Commerce 

Sea  W'eed    

s 

Chiriou 

L.  G.  Cannon 

Lumberman 

Laura 

Lt.  Fields 

5 

Currituck 

Steohen 

1 

E.  City 

Tulip 

4 

E.  Ludlow 

Lausin 

T.J.Cochran 

TuchaDoe  .......... 

30 

Emma  Dunn 

Lucy 

2 

E.  B.  Lane 

MoliieWentz 

MaryC 

Unitea 

14 

Estelle 

Wm.  Gates 

3 

E.  W.  Molyneaux 

Mary  E.  Roberts 

May  Flower 

North  Carolina 

Zeohvr ............. 

1 

Erie  Enterprise 

Heliotrope 

Total 

1,699 

Number  and  class  of  vessels  passed  through  the  Albemarle  and  Chesapeake  Canal  from  Octo- 
ber 1,  1873,  to  June  30,  1874. 

Steamers 1,699 

Schooners 1,134 

Sloops 480 

Barges 262 

Lighters 556 

Boats ., 159 

Rafts 94 

Total 4,384 
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U  19. 
IMPROVEMENT  OF  NANSEMOND  RIVER,  VIRGINIA. 

Daring  the  month  of  Jaly,  1873,  the  snags  and  sunken  trees  in  the 
bed  of  the  river,  and  the  overhanging  trees  and  branches  on  its  banks, 
which  were  obstructing  navigation,  were  removed. 

The  construction  of  the  proposed  regulating  and  retaining  dike  was 
commenced  August  6,  and  suspended  January  13,  1874,  when  2,156 
linear  feet  of  it  had  been  completed. 

During  the  mouths  of  October  and  November  all  the  artificial  ob- 
structions in  the  channel-way  of  the  river  were  removed  b^^  blasting, 
hoisting,  and  dredging.  They  consisted  of  the  wrecks  of  a  schooner  and 
a  sloop,  and  41  piles  near  the  Western  Branch  bar,  and  19  piles  in 
Lower  Blockade,  about  four  miles  from  the  mouth  of  the  river. 

An  examination  of  the  bar  at  the  Western  Branch  and  its  vicinity 
was  made  in  April,  1874,  and  it  was  found  that  (owing  to  the  contraction 
of  the  river-bed  by  the  dike)  the  river  had  commenced  cutting  deeper 
the  channel  at  the  upstream  end  of  the  bar. 

Proposals  for  dredging  were  invited  and  a  contract  made  with  Messrs. 
Morris  and  Cumings,  June  1,  1874. 

The  contractors  commenced  operations  June  5,  and  it  is  expected  that 
they  will  finish  their  contract  about  July  15.  A  channel  75  feet  wide 
at  bottom  and  7  feet  deep  at  mean  low-water  will  then  be  available. 

This  work  is  located  in  the  coUectioD-district  of  Norfolk,  which  is  the  Dearest  port  of 
entry.    Amouut  of  revoQue  collected  at  that  place  durintr  last  fiscal  year,  $-^2,000. 

For  further  statistical  data,  reference  is  requested  to  report  of  Chief  of 
Engineers  for  1872,  pages  725  and  726. 

The  estimate  for  the  improvement  of  this  river  was  $30,000.  There  have  been  appro- 
priated by  Congress  $I5;000  March  3, 1873,  and  $10,000  June  2:5, 1874— total,  $25,000,  leav- 
ing $5,000  to  be  appropriated  to  fiU  the  estimate  and  complete  the  work. 

Financial  statement 

Balance  in  Treasury  of  United  States  July  1, 1873 $12,500  00 

Amount  in  hands  of  officer,  and  subject  to  his  check 2, 087  30 

Amount  appropriated  by  act  approved  June  23, 1874 10, 000  00 

Amount  expended  duriug  the  fiscal  year  ending  June  30, 1874 9, 175  99 

Amount  available  July  1,  1874 15,411  31 

Amount  required  for  the  fiscal  year  ending  June  30, 1876 5, 000  00 

Bids  opened  at  \2o^clock  m.  May  27, 1874. 


Name. 

Address. 

Kind  and  number 
of  machines. 

Approximate    daily 
amount  of    work 
expected. 

Time. 

1 

s 

Begin. 

Complete. 

o 
u 

•c 

1 

E.  W.  Ferris 

Brooltlyn 

New  York 

Baltimore.. 

Portland,  Mo... 
Portsmouth,  Va 

1  Osgood 

1  Clam-shell  .... 

O.ydt. 
400 

June  5, 1874 
June   5, 1874 

June  22, 1874 
June  15, 1874 
June  20, 1874 

Aue.    1. 1874 

Ctg. 

9rt 

2 

Morris    Sc    Cnniings's 
Dredf^iDjs  Company. 

J.  H.  Teemyer  &.  Co 

Curtia,  Fobes  &  Co 

H.  E.  Culpepper 

July  15.1874      20 

3 

Osgood  

Oct   31,1874 
Aug.    1,1874 
Sepl  20, 1874 

30 

4 
5 

Clam-shell 

1  or  more  Osgood 

2,000 

34 
37 

Contract :  James  Cummings,  president  Morris  Sc  Cumings's  Dredging  Company,  at  20  cents  per 
cubic  yard. 
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U  20. 

IMPROVEMENT    OF    THE    ROANOKE     RIVER    BELOW    WELDON,    NORTH 

CAROLINA. 

As  was  stated  in  the  last  annual  report,  a  second  snag-boat  of  larger 
size  had  been  fitted  up  to  be  used  in  conjunction  with  the  old  one.  This 
boat  was  towed  up  the  river  early  in  July,  1874,  nearly  to  Weldon, 
to  be  ready  to  commence  operations  so  soon  as  the  river  was  in  a  favor- 
able condition,  which  was  not  until  September  25,  owing  to  freshets. 
A  succession  of  these  had  caused  much  delay  during  the  whole  year. 

The  entire  course  of  the  river  from  the  railroad  bridge,  one  mile  below 
Weldon  to  its  mouth,  a  distance  of  about  one  hundred  and  thirty  miles, 
has  been  carefully  dragged,  and  there  have  been  removed  47  bad  snags, 
and  10  rafts  of  trees,  timber,  &c.,  which  had  lodged  at  different 
places.  These  rafts  are  generally  caused  by  land-slides.  A  large  num- 
ber of  overhanging  trees,  throughout  the  course  passed  over,  have  been 
cut  dow^n  or  trimmed,  and  as  the  land-slides  are  generally  due  to  such 
trees,  it  is  probable  they  may  be  fewer  hereafter. 

The  cutoff  known  as  the  Devil's  Gut,  by  which  the  distance  between 
Jamesville  and  Williamston  is  reduced  about  six  miles,  an  important 
saving,  has  been  cleared  out  to  within  three  miles  of  the  lower  end,  the 
space  passed  over  being  the  worst  portion.  The  snag-boats  were  towed 
to  the  upper  end  of  the  gut  and  operations  commenced  there.  Eight  very 
large  snags  have  been  taken  out.  The  masses  of  trees  and  rafts  which 
had  lodged  made  the  passage  impossible  for  any  but  a  small  boat.  By 
the  removal  of  these,  and  the  cutting  down  of  overhanging  trees,  away 
is  cleared  for  small  steamers  to  pass  through. 

In  January,  1874,  the  snag-boats  assisted  in  raising  a  tug-boat  which 
was  sunk  in  the  river  by  accident,  and  otherwise  would  probably  have 
been  totally  lost,  as  well  as  become  seriously  hurtful  to  the  regimen  of 
the  stream. 

Under  a  contract  for  the  purpose,  Mr.  Foote  has  removed  from  the 
bed  of  the  river,  or  so  broken  up  that  the  remains  no  longer  obstruct 
navigation,  a  light-boat  at  Broad  Creek,  a  steamboat  near  Jamesville, 
and  a  light-boat  and  three  schooners  at  Willow  Bend.  These  were  the 
last  wrecks  in  the  river  which  impeded  its  navigation. 

Mr.  Foote  has  also  done  some  work  under  his  contract  for  removing 
rock  near  Weldon,  but  has  been  very  much  retarded  by  freshets.  All 
the  necessary  blasting  is  reported  as  done,  but  the  actual  removal  is 
not  yet  completed.  It  is  expected  that  he  will  finish  his  work  this 
summer. 

The  operations  have,  on  the  whole,  been  satisfactory,  although'  much 
interrupted  during  high  stages  in  the  river.  The  navigation  is  mate- 
rially improved.  It  is  believed  very  few  snags  have  been  passed  over. 
A  few  could  not  be  taken  out  with  the  machinery  available.  These 
should  be  removed  by  blasting.  It  is  expected  that  the  snag-boats  will 
again  ])ass  over  the  entire  length  of  the  riv^er  below  Weldon. 

The  improvement  of  this  river  is  of  much  interest  to  the  whole  of  the 
adjacent  country,  for  which  it  is  the  only  outlet.  This  is  an  exceed- 
ingly fertile  country,  from  which  its  products,  cotton,  lumber,  and 
shingles,  are  shipped  in  large  quantities. 

The  river  is  situated  in  the  collection-district  of  Edenton,  which  is  the  nearest  port 
of  entry.    The  nearest  li^ht-houso  is  the  Koanoke  River  light. 

In  a  report  of  December  5,  1871,  printed  in  annual  report  for  1872,  an 


REPORT  OF  THE  CHIEF  OF  ENGINEERS.  65 

estimate  was  presented  of  $270,000  for  giving  5  feet  at  low- water  from 
Weldon  down. 

The  appropriations  by  Confess  have  been  $20,000  March  3, 1871,  $10,000  June  10, 
1872,  $10,000  March  3, 1873,  $5,000  June  23,  1874  ;  total,  $45,000. 

On  the  30th  June,  1874,  the  sum  of  $15,227.94  was  available  for  this 
river.  Up  to  this  time  operations  have  been  confined  to  removing 
wrecks,  snags,  rafts,  overhanging  trees,  sunken  logs,  and  some  rocks 
near  Weldon,  which,  except  the  last,  should  be ,  continued.  Unless  it 
is  determined  to  enter  systematically  upon  the  improvement  of  the 
river  in  the  attainment  of  a  low- water  depth  of  5  feet,  no  appropriation 
is  needed  for  year  ending  June  30, 1876.  If  that  work  is  to  be  carried 
out,  the  sum  of  $100,000  should  be  provided  for  the  first  year. 

A  report  was  made  on  the  Roanoke  River,  dated  January  17, 1871, 
which  was  omitted  from  the  annual  report  for  that  year.  It  is  worth 
printing,  and  is  now  appended  hereto  as  a  part  of  the  history  of  the 
improvement. 

A  letter  from  the  collector  of  customs  at  Edenton,  N.  0.,  dated  August 
25,  1874,  is  also  appended  hereto. 

Financial  statement 

Balance  in  Treasury  of  United  States  July  1, 1873 $20,000  00 

Amount  in  hands  of  officer  and  subject  to  his  cheek 4,073  41 

Amount  appropriated  by  act  approved  June  23, 1874 5,000  00 

Amount  expended  during  the  hscal  year  ending  June  30,  1874 13, 862  22 

Amount  avaiUble  July  1, 1874 15,227  94 


Report  of  January  17,  1871. 

United  States  Engineer  Office, 

Baltimorej  Md.j  January  17, 1871. 

Genebal  :  It  is  now  apparent  that  it  will  be  impossible  for  me  to 
make  a  report  on  the  Eoanoke  Kiver  (such  as  I  wish  to  submit)  in  time 
for  its  consideration  by  you  in  less  than  a  month  from  this  date,  and  it 
seems  proper^  that  the  cause  of  this  delay  should  be  stated,  and  a  pre- 
liminary report  made  at  once. 

It  will  be  recollected  that  authority  for  the  survey  was  not  given  by 
Congress  until  late  in  the  summer  of  1870.  The  annual  unhealthy  sea- 
son of  the  country  through  which  the  Roanoke  flows  had  already  begun. 
It  proved  to  be  more  unhealthy  than  usual.  It  was  impossible  for  me 
to  make  the  examination  of  the  river  in  person,  other  duties  preventing. 
I  was  advised  that  it  would  be  dangerous  for  unacclimated  persons  to 
spend  even  a  single  night  upon  the  river,  much  less  to  attempt  a  con- 
tinued survey  or  examination  of  it,  until  the  malarious  season  should  be 
ended  under  the  influence  of  frost.  Suitable  persons,  who  were  accli- 
mated, could  not  be  procured. 

In  the  mean  time  a  partial  examination  was  made  by  myself  and  as- 
sistants, and  considerable  information  was  collected  by  personal  inter- 
views and  written  correspondence  with  those  who  claimed  to  know  the 
river  well. 

As  soon  as  the  weather  permitted  a  party  was  placed  upon  the  river, 
and  the  survey  from  Weldon  down  commenced,  under  direction  of  Mr. 

5  ENQ 
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George  H.  Elliott,  the  eflScieut  civil  assistant  for  several  years  past  at 
Fort  Monroe. 

The  survey  progressed  well,  when  it  was  interrupted  by  the  forma- 
tion of  ice  in  the  river  in  December,  a  most  unusual  occurrence  in  tbat 
locality. 

I  have  to-day  had  a  letter  from  Mr.  Elliott,  dated  12th  instant,  in  which 
he  states  that  the  survey  cannot  be  completed  before  the  early  part  of 
next  month.  The  report  will  be  rendered  as  soon  after  the  1st  of  Feb- 
ruary as  practicable,  but  in  all  probability  not  before  the  adjournment 
of  the  present  session  of  Congress.    I  regret  this  fact  very  much. 

That  part  of  the  river  above  Weldon  has  been  the  subject  of  consid- 
eration and  report  by  several  local  engineers  in  years  gone  by,  with  a 
view  to  determining  the  proper  means  of  passing  the  rapids  between 
the  successive  pools  into  which  that  part  of  the  river  is  divided. 

The  Hoanoke  River,  for  a  considerable  part  of  its  course,  and  the 
Dan  and  Staunton  Elvers,  which  by  their  union  form  the  Koanoke,  flow 
through  a  country  of  much  fertility,  producing  tobacco,  cotton,  wheat, 
corn,  timber,  hides,  &c.  The  fisheries  at  the  mouth  of  the  Roanoke  are 
also  very  valuable. 

Steamers  from  Norfolk  plying  through  the  canals  and  sonnd  carry 
to  that  city  the  produce  of  the  Roanoke  country,  from  HilFs  Ferry  to 
the  mouth  of  the  river.  There  is  another  line  of  steamers  on  the  river, 
between  Hill's  Ferry  and  Weldon,  which  is  a  feeder  to  the  railroad  from 
Weldon  to  Portsmouth. 

At  and  near  Weldon  are  found  the  principal  falls  in  the  river,  which, 
although  making  a  formidable  obstacle  to  the  navigation  of  the  river, 
afibrd  a  very  fine  water-power  for  manufacturing  purposes,  in  close 
proximity  to  the  raw  material,  cotton ;  in  a  country  richly  productive 
in  provisions ;  with  feed  cheap  and  near  at  hand ;  with  rapid  means  of 
communication  with  all  parts  of  the  country,  and  with  easy  access  to 
the  sea,  through  the  ports  of  Richmond,  Norfolk,  and  Petersburg,  within 
short  distances. 

Above  Weldon  the  falls  are  turned  by  a  canal.  Above  the  canal  the 
navigation  of  the  Roanoke  and  its  tributaries  has  been  carried  on  by 
means  of  bateaux.  These  boats  are  about  50  feet  in  length,  from  5  to 
8  feet  broad,  with  a  carrying-capacity  of  about  six  tons,  and  a  draught 
of  water  of  about  16  or  18  inches  when  loaded.  The  trade  carried  on  by 
these  boats  was  in  former  years  extensive,  important,  and  highly  valua- 
ble. It  has  greatly  fallen  off  since  the  introduction  of  railroads  through 
the  country,  which  afford  a  much  more  rapid  means  of  transport  of  the 
products  of  the  country  to  market  and  of  return  freights.  The  rates  of 
freight  on  the  railroads  are  of  course  higher,  and  the  people  are  very 
anxious  for  such  an  improvement  in  the  navigation  of  the  river  above 
AVeldon  as  will  allow  the  advantageous  use  of  light-draught  steamers. 

In  1823  Mr.  Isaac  Briggs  estimated  that  a  sufficient  improvement  of 
the  Upper  Roanoke  at  that  time  could  be  made  for  $25,000.  His  report 
on  the  Roanoke  and  its  tributaries  is  quite  elaborate. 

Mr.  John  Couty's  estimate  of  1838,  for  improving  the  Roanoke  for 
more  extended  uses,  by  lock  and  dam  navigation,  amounted  to  $350,000. 

It  is  the  opinion  of  an  experienced  civil  engineer,  who  knows  the  pres- 
ent condition  of  the  Upper  Roanoke,  that  a  depth  of  two  feet  could  be 
obtained  at  moderate  cost. 

I  am  not  now  prepared  to  submit  a  project  or  an  estimate  for  the  im- 
provement of  the  Roanoke  above  Weldon,  neither  the  time  nor  money 
at  my  disposal  having  been  sufficient  to  enable  such  an  examination  to 
be  made  as  would  give  the  data  for  an  estimate.    A  considerable  sum 
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of  money  has  been  expended  on  that  portion  of  the  river,  under  the 
direction  of  a  company  holding  a  charter,  as  I  am  informed,  from  the 
State-s  of  North  Carolina  and  Virginia,  bat  I  have  been  unable  to  learn 
its  amount,  or  whether  the  expenditure  proved  remunerative. 

Several  small  vessels  were  sunk  during  the  war  in  the  Lower  Koanoke, 
which  should  be  removed. 

Dredging  will  be  needed  in  several  places,  with  perhaps  the  removal 
of  some  overhanging  and  fallen  trees;  and  snags  require  to  be  cut  away. 

When  Mr.  Elliott  has  completed  his  survey,  plans  and  estimates  for 
the  improvement  of  the  river  will  be  submitted.  Enough  is  already 
known  to  indicate  that  the  sum  of  $40,000  can  be  advantageously 
expended  upon  the  Eoanoke  in  the  next  fiscal  year. 

I  send  herewith  papers,  &c.,  as  follows  : 

1.  Report  (1823)  of  Isaac  Brings,  on  Roanoke,  Dan,  and  Staunton  Rivera. 

2.  Report  ( 1836)  of  Thomas  Blanchard,  on  navigation  of  Upper  Roanoke. 

3.  Report  ( I83d)  of  John  Couty,  on  Upper  Roanoke. 

4.  Article  from  Roanoke  News,  of  January  7, 1869,  published  at  Weldon,  relative  to 
navigation  of  the  river,  &,c. 

5.  Communication  of  October  14, 1870,  from  Mr.  Charles  G.  Manning,  collector  of  the 
district  in  which  the  Roanoke  River  is  situated. 

6.  Consolidated  statement  of  tolls  collected  at  Gaston,  from  October,  1845,  to  Octo- 
ber, 1854. 

7.  Detailed  and  consolidated  statement  of  tolls  and  articles  subjected  to  toll  at  Gaston 
from  October  1,  1844,  to  October  1,  1851. 

8.  Map  of  part  of  the  town  of  Weldon,  showing  location  of  canal,  basin,  &c.,  Decem- 
ber 11, 1868. 

9.  Map  of  canal  in  plan  and  profile,  and  of  Roanoke  River,  &c.,  near  Weldon,  March, 
1860. 

10.  Map  showing  course  of  Roanoke  River,  from  its  mouth  to  some  distance  above 
Gaston. 

11.  Map  in  two  sheets,  showing  courae  of  Roanoke  above  Williamston,  and  of  its 
tributaries,  the  Dan  and  Staunton  Rivera. 

Very  respectfully,  your  obedient  servant, 

Wm.  p.  Crakjhill, 

Major  of  Engineers. 
Brig.  Gen.  A.  A.  Humphreys, 

Chie/  of  JEngineerSj  U.  8.  A. 


Commercial  statistics^ 

CCSTOM'HOUSK,  Edenton,  N.  C, 

Collector's  Office,  August  25, 1874. 

StU:  Your  letter  of  the  14th  of  .Tuly  came  duly  to  hand  and  contents  noticed.  The 
delny  in  answering  your  inquiries  is  owing  to  the  tardiness  of  the  parties  to  whom  I 
irrote  some  weeks  ago  in  giving  me  the  information  desired.  1  now  furnish  oulv  par- 
tial returns.  Time  is  passing  rapidly,  and,  fearing  yon  might  conclude  I  had  neglected 
your  letter,  I  deemed  it  better  to  furnish  you  at  once  with  all  the  information  it  has 
been  possible  for  me  to  derive  from  the  various  sources  to  which  I  have  applied. 

I  have  the  honor  to  report  the  following : 

Ist.  The  collection-district  is  Albemarle.  2d.  Amount  of  revenue  collected  during 
the  fiscal  year  ending  :K)th  June,  1874,  on  foreign  importations,  is  $2()5.73.  Amount 
marine-hospital  dues  collected  during  same  period  is  $597.69. 

There  is  no  port  of  entry  excepting  the  port  of  Edenton  for  vessels  engaged  in  the 
foreign  trade.  There  are  several  ports  of  entry  and  delivery  below  Edenton  and 
above  Edenton,  on  the  Roanoke  River  and  tributaries,  for  vessels  in  the  coastwise 
trade.  Below  Edenton,  viz :  Columbia,  Elizabeth  City,  Coinjock,  and  Crawford. 
Above  Edenton,  viz :  Plymouth,  Windsor,  Jamesville,  Williamston,  Hamilton,  Hill's 
Ferry,  and  othera. 
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The  amount  of  commerce  and  navigation  on  the  Roanoke  River  and  its  tribntariefl 
is  as  follows : 

The  amount  of  imports  from  northern  ports  landed  at  Plymouth  and  other  places  oti 
the  Roanoke  River  and  its  tributaries,  including  fertilizers,  (valne  of  $30,0(K),)  abont 
$850,000.  Amount  of  products,  including  timber  of  all  kinds,  cotton,  and  other  prod- 
ucts, and  the  l&sheries,  $3,500,000.  Total  tonnage  employed  in  carrying  on  above  trade, 
about  200,000  tons. 

The  improvements  already  made  on  the  Roanoke  River  have  been  of  great  benefit 
to  its  commerce  and  navigation,  and  further  improvements  are  still  needed,  espe- 
cially on  the  Upper  Roanoke  below  Halifax,  and  also  on  some  of  its  tributaries,  viz : 
Gardner's  Creek,  one  mile  from  Jamesville,  and  the  thoroughfare  leading  from  the 
Roanoke  to  Cashie  River,  four  miles  above  Plymouth.  I  have  no  doubt  these  improve- 
ments, if  made,  will  increase  the  commerce  and  conveniences  of  navigation  in  propor- 
tion to  the  extent  of  the  improvements  made. 

Edenton  Bay  and  Harbor  and  the  mouth  of  Maokay's  Creek,  of  which  surveys 
have  been  made,  are  especially  recommended  to  your  attention.  If  the  improvements 
were  made  which  were  reported  last  year,  the  conveniences  of  trade  and  navigation  of 
said  places  would  be  greatly  facilitated,  and  it  is  believed  the  amount  of  products  of 
the  sections  contiguous  thereto  would  be  increased  in  like  proportion. 

The  obstructions  have  so  greatly  increased,  that  masters  and  agents  of  steam  and 
sail  vessels  drawing  more  than  7  feet  of  water  frequently  object  to  bringing  to  or 
taking  freight  from  these  places.  The  trade  of  Edenton  alone  is  estimated  to  be  about 
$650,000.  All  of  the  estimates  herein  made  are  believed  to  be  under  the  actual  value 
of  the  products  of  the  sections  lying  on  and  near  the  Roanoke  River  and  its  tribu- 
taries. 

I  would  therefore,  respectfully  recommend  that  the  improvements  be  made  to  these 
places,  in  conformity  with  the  surveys  and  estimates  made  therefor  last  yeac. 
Very  respectfully,  your  obedient  servant, 

CHA8.  G.  Manning, 
CollecUnr  District  of  Albemarle,  Edenton,  N,  C. 

M^j.  Wm.  p.  Craighilt^ 

United  States  Engineer  Corps, 


U    21. 

IMPROVEMENT  OF  THE  CAPE  FEAR  RIVER,  NORTH  CAROLINA. 

The  report  is  appended  hereto  of  Capt.  0.  B.  Phillips,  Corps  of  Engi- 
neers, who  has  had  the  immediate  supervision  of  this  interesting  and 
important  work.  He  deserves  praise  for  the  energy  and  faithfulness 
which  he  has  manifested,  and  has  my  thanks  therefor.  Eeference  to 
that  report  is  requested  for  details. 

The  sand  continues  to  accumulate  with  gratifying  rapidity  near  the 
closing  work  between  Smith's  and  Zeke's  Islands,  and  the  two  will  soon 
form  but  one.  Numerous  shoals  are  growing  horizontally  and  vertically, 
and  thus  gradually  emerging  from  the  water. 

The  indications  increase  of  the  opening  of  a  new  and  straighter  chan- 
nel through  the  Bald  Head  entrance,  or  rather  of  the  reopening  of  the 
old  and  natural  channel,  which  deteriorated  so  rapidly  after  the  break- 
ing through  of  the  New  Inlet.  There  are  ample  grounds  for  the  belief 
that  by  steadily  carrying  forward  the  work  the  New  Inlet  will  be  entirely 
closed  in  a  reasonable  time,  chiefly  by  the  agency  of  the  winds  and  waves, 
and  the  river  be  practically  restored  to  its  condition  of  a  century  ago, 
when  New  Inlet  had  no  existence,  and  the  old  mouth  of  the  river  had 
one  of  the  finest  entrances  on  the  South  Atlantic  Coast.  The  strong 
and  increasing  probabilities  of  attaining  such  a  result,  which  is  of 
national  importance,  induce  me  to  renew  the  recommendation  made  in 
previous  reports,  that  funds  be  liberally  provided  for  this  work.  It  is  a 
case  in  which  liberality  is  true  economy,  if  the  work  of  improvement  is 
to  be  carried  through. 
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As  exhibiting  my  views  as  to  farther  steps  in  the  improvement,  there 
is  appended  below  a  copy  of  the  following  communication  on  the  sub- 
ject: 

United  States  Enginrrr  Office, 

Baltimore,  Md,,  July  16,  1S74. 

General  :  Up  to  this  time  the  operations  for  the  improvement  of  the  Cape  Fear 
have  been  rather  preliminary  than  direct  in  their  bearing,  though  they  have  been  of 
notable  benefit  to  the  river  and  to  the  commerce  of  Wilmington.  Their  object  has 
been  to  diminish  the  outflow  through  New  Inlet,  with  a  proportional  increase  in  the 
discharge  through  the  old  mouth  of  the  river. 

The  closing  work  between  Smith's  and  Zeke's  Islands,  H  of  ^  >^il®  '^^  length,  nec- 
essarily had  a  great  influence  in  the  desired  direction,  which  is  observable  in  the  in- 
creased depth  on  the  old  bar  and  the  shoaling  on  that  of  New  Inlet,  the  latter  being 
now  very  much  given  up  by  the  larger  vessels  trading  to  that  port.  The  deflector  from 
Federal  Point,  now  extending  to  a  length  of  500  feet,  has  doubtless  had  a  beneficial 
effect  toward  the  same  end.  As  this  work  is  extended,  its  construction  becomes  slower, 
more  difficult,  and  much  more  expensive.  It  is  proposed  to  use  none  of  the  present 
appropriation  upon  it  unless  later  in  the  fiscal  year  it  may  become  expedient. 

The  dredging  behind  the  Horseshoe  Shoal,  just  opposite  New  Inlet,  which  has  already 
received  your  approval,  has  the  same  object  as  those  parts  of  the  project  already  men- 
tioned, as  has  also  the  operation  of  the  suction-dredge  on  the  Bald  Head  Bar. 

The  work  on  the  Bald  Head,  as  well  as  that  behind  the  Horseshoe  Shoal,  are  both,  to 
some  extent,  experimental ;  but  there  are  strong  reasons  for  believing  in  the  success  of 
both,  and  the  advantages  of  each,  if  successful,  are  so  obvious  and  direct  that  both 
should  be  done,  and  now  is  the  time  for  them. 

The  Bald  Head  Bar,  formerly  (before  the  opening  of  New  Inlet)  the  best,  has  now 
about  10  feet  on  it  at  low- water,  but  there  has  been  a  gain  of  more  than  a  foot  since 
work  was  commenced  there  in  the  latter  part  of  1870.  The  outer  bar  of  the  western 
channel  has  about  14  feet  on  it  at  low -water,  but  the  inner  bar,  called  the  *'  Rip/'  has 
only  about  10  feet.  The  Bald  Head  entrance  is  much  the  most  direct,  and  is  not  obstructed 
by  a  " rip''  or  inner  bar.  It  is  the  natural  mouth  of  the  river,  aud,  I  am  convinced, 
will  ultimately,  if  the  improvement  is  continued,  become  again  the  best  and  most  used 
entrance.  Hence,  the  suction-dredge  will  be  worked  there,  and  the  *'rip"  of  the  west- 
em  channel  will  be  disregarded,  at  least  for  the  present. 

In  ascending  the  river  there  is  water  enough  until  we  reach  the  verv  curved  and  un- 
stable channel  around  the  Horseshoe  Shoal,  through  which  not  more  than  9  feet  can  be 
carried  at  low- water. 

The  dredging  behind  the  Horseshoe  will  shorten  and  straighten  the  channel,  while 
at  the  same  time  diverting  a  large  volume  of  water  from  '*  New  Inlet "  and  into  its  old 
and  natural  channel,  which  ran  in  the  direction  of  the  cut  now  proposed  to  be  dredged 
to  a  depth  of  9  feet  at  low-water,  and  100  feet  in  width.  If  the  result  is  favorable, 
atid  such  a  result  is  expected,  the  cut  should  be  deepened  at  once  to  12  feet  at  low- 
water,  as  we  may  suppose  the  suction-dredge  will  have  attained  at  the  same  time  a 
depth  of  12  feet  on  the  bar. 

Vessels  drawing  about  11  feet  at  low- water,  or  15  to  16  feet  at  high-water,  would 
then  be  enabled  to  approach  to  within  twelve  miles  of  Wilmington,  when  they  find 
another  obstruction,  called  the  ^*  Logs,"  over  which  only  about  9  leet  at  low-water  can 
be  carried.  Thence  to  the  city  12  feet  at  low- water  can  be  taken.  The  statement  that 
has  been  made  above  seems  to  indicate  that  the  project  for  the  improvement  of  the  Cape 
Fear  should  now  contemplate  the  attempt  to  get  12  feet  at  low- water  as  high  as  the 
city  of  Wilmington,  which  amounts  to  16}  or  17  at  high-water.  The  operations  of  this 
year,  and  the  available  funds,  should,  in  my  judgment,  be  directed  toward  the  attain- 
ment of  that  object.  The  estimate  below  has  been  prepared,  under  my  direction,  by 
Capt.  C.  B.  Phillips,  Corps  of  Engineers,  having  this  object  in  view. 

*EtHmaU  for  the  improvement  of  Cape  Fear  River,  North  Carolina,  $o  as  to  secure  (hjf 
dredging)  12  feet  of  water  {at  mean  low-tide)  to  the  city  of  Wilmington. 

''The  various  points  at  which  dredging  would  be  required  to  secure  the  above  are 
as  follows : 

"1.  Horseshoe  Shoal,  below  New  Inlet ;  dredging  385,586  cubic  yards  at 
35  cents,  for  a  channel  200  feet  wide  at  bottom $134,955  10 

"2.  At  the  'Logs,' or  obstructions  opposite  Campbell's  Island,  about  eight 
miles  below  Wilmington ;  removing  stumps  and  logs,  5|  cuts  at  same 
rate  of  cost  as  the  H  cuts  already  complet<ed;  each  cut  30  feet  wide ;  to- 
Ul  proposed  width  200  feet 41,580  00 

''3.  At  the  shoal  immediately  below  the  '  Logs;'  dredging  124,666  cubic  yards 
at  35  cents,  for  a  channel  200  feet  wide  at  bottom 43,633  10 
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*'  4.  At  the  shoal  immediately  above  the  upper  jetty,  abont  three  miles  be- 
low WilniiDgton ;  dredging  14,963  cable  yards  at  35  cents,  for  a  channel 
200  feet  wide  at  bottom $5,237  05 

*^  5.  On  the  bar  at  the  month  of  the  river ;  running  suction-dredge,  (per 
month,)  $1,000. 

"  RECAPITULATION. 

"At  Horseshoe $134,955  10. 

**At 'Logs' ^ 41,580  00 

"At  shoal  below*  Logs' 43,633  10 

"At  shoal  above  upper  jetty .- 5,237  05 

225,405  25 
"Add  for  contingencies,  superintendence,  &c 22, 540  52 

247, 945  77 
"Add  for  suction-dredge,  one  year 12,000  00 


"Total. 


"  Baltimore,  July  1, 1874." 


259,945  77 

"C.B.  Phillips, 
**  Captain  of  Engineers^  U,  S,  J. 


This  is  for  a  channel  about  200  feet  wide,  and  requires  $260,000.  I  believe  that  with 
this  sum  of  money  at  ance  available  the  object  indicated  above  could  be  attained.  It 
is  proposed  to  work  toward  that  object  as  far  as  the  fuuds  at  command  will  permit, 
commencing  with  the  dredging  behind  the  Horseshoe  and  the  work  on  the  Bald  Head 
Bar.  arrangements  for  which  are  already  iu  pro|p*ess. 

The  long,  narrow  spit  called  Smith's  Island  will  always  need  watching  and  protec- 
tion at  certain  exposed  points.  One  of  these  now  demands  an  immediate  expenditure  of 
some  $4,000  upon  it.  It  is  probable  that  $10,000  more  will  be  required  for  other  points 
during  the  fiscal  year.  It  is  believed  that  if  the  cut  behind  the  Horseshoe -be  opened 
and  enlarged.  New  Inlet  would  continue  to  shoal,  and  eventually  would  nearly  close. 
No  estimate  is  therefore  submitted  for  a  work  to  absolutely  shut  up  that  inlet,  for  it 
would  be,  I  think,  an  unnecessary  expenditure  of  money  to  attempt  it  now.  It  will  be 
probably  found  expedient  to  hasten  the  closing  of  the  inlet,  and  assist  in  maintaining 
the  channel  behind  the  Horseshoe,  by  prolonging  the  deflecting  jetty  from  Federal 
Point;  but  that  will  not  be  in  this  fiscal  year. 

If  you  approve  the  views  presented  in  this  communication  the  operations  of  the  year 
will  proceed  accordingly,  special  approval  to  be  asked  when  any  new  step  of  impor- 
tance is  about  to  be  taken. 

The  estimate  of  Captain  Phillips  amounts  to $260,000 

The  amount  now  available  is 150,000 

Difference 110,000 

Add  for  use  of  suctioned  red  ge  one  year,  and  repairs 15,000 

Add  for  protection,  &c.,  Smith's  Island 15,000 

Add  for  extension  of  jetty  from  Federal  Point 60,000 


Total 

Very  respectfully,  your  obedient  servant, 


Brig.  Gen.  A.  A.  Humphreys, 

Chief  of  Engineers,  U,  S,  A. 


200,000 


Wm.  p.  Craighill, 

Major  of  Engineers, 


October  14, 1870,  General  J.  H.  Simpson  made  an  estimate  for  a  work  to  close  the  open- 
ing between  Smith's  and  Zeke's  Islands,  amounting  to  $256,000.    There  was  appropri- 
ated June  11, 1870,  $100,000 ;  March  3, 1871,  $75,000  ;  June  10,  1872,  $100,000;  March  3, 
1873,  $100,000 ;  total,  $375,000. 

This  sum  was  expended  up  to  June  30, 1874,  in  the  work  for  which 
General  Simpson  estimated,  and  within  his  estimate :  For  the  deflecting 
jetty,  600  feet  long  from  Federal  Point,  in  removing  obstructions  at  the 
'^LogSj^and  in  the  purchase,  fitting  up,  and  working  of  the  suction- 
dredge  on  the  Bald  Head  Bar. 

The  estimate  now  presented  contemplates  giving  12  feet  at  low- water, 
or  16^  feet  at  high- water,  as  high  up  the  river  as  Wilmington,  a  very 
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important  gain  of  3  feet.  This  estimate  amounts  to  $260,000.  Tbe  ap- 
propriation of  Jane  23, 1874,  having  been  $150,000,  there  remains  to  be 
still  supplied  to  complete  the  estimate  $110,000.  Add  $15,000  for  use  of 
suction-dredge  one  year,  and  repairs;  $15,000  for  protection  of  Smith's 
Island,  &c.,  and  we  have  the  sum  of  $140,000  as  necessary  for  the  year 
ending  June  30, 1876.  There  will  be  probably  required  also  for  extending 
the  jetty  from  Federal  Point,  $60,000,  a  sum  which  should  be  available 
for  year  ending  June  30,  1876. 

Financial  statement. 

Balance  in  Treasury  of  United  States  July  1,  1873 $100,000  00 

Deduct  amount  expended  in  fiscal  year  l872-'73 9, 063  32 

Amount  appropriated  by  act  approved  June  23,  1874 150, 000  00 

Amount  expended  during  tbe  fiscal  year  ending  June  30,  1874 92, 9S5  13 

Amount  available  July  1,  1874 147, 951  55 

Amount  required  for  the  fiscal  year  ending  June  30,  1876 200, 000  00 


Report  of  Capt  Charles  B.  Phillips,  Corps  of  Engineers, 

United  States  Enoinekr  Office, 

Baltimore,  Md,,  July  1,  1874. 

Major:  I  have  the  honor  to  submit  herevvitb  tbe  following  report  of  operations  at 
tbe  improvement  of  the  Cape  Fear  River,  North  Caroliua,  during  the  fiscal  year  end- 
ing June  30,  1874 : 

At  tbe  date  of  the  last  annual  report  tbe  work  for  tbe  closing  of  tbe  space  between 
Smith's  and  Zeke's  Islands  bad  just  been  completed^,  and  preparations  had  been  made 
for  commencing  a  jetty  or  denector  at  Federal  Point,  on  tbe  northern  shore  of  New 
Inlet. 

A  board  of  engineers,  in  its  final  report  to  tbe  Chief  of  Engineers  in  December,  1872, 
recommended  tbe  construction  of  such  a  deflector,  and  in  July  following  tbe  work  was 
commenced,  in  accordance  with  a  project  submitted  to  and  approved  by  the  Chief  of 
Engineers,  for  the  expenditure  of  the  appropriation  then  available. 

The  deflector  consists  of  crib-work,  loaded  with  stone,  and  built  to  high-water  mark, 
and  takes  from  Federal  Point  a  general  southwest  direction,  following  tbe  line  of  shoals. 

Tbe  construction  of  this  deflector  to  a  length  of  500  feet  has  constituted  the  princi- 
pal feature  of  tbe  work  on  this  river  during  the  year. 

A  small  force  (averaging  about  four  men)  has  been  kept  at  tbe  old  work  between 
Smith's  and  Zeke's  Islands,  engaged  in  making  such  slight  repairs  as  were  nec<:8sary  ; 
in  filling  and  sinking  sand-bags  about  tbe  work ;  and  in  attending  generally  to  tbe 
protection  of  the  old  work  and  the  adjacent  beaches. 

In  December  last,  it  having  been  determined  not  to  proceed  at  present  with  tbe  new 
work  at  Federal  Point  to  a  greater  length  than  500  feet,  a  project  ror  the  expenditure  of 
the  balance  available  was  submitted  to  the  Chief  of  Engineers,  and  by  him  approved. 
(December  10.) 

The  project  contemplated  an  attempt  to  remove  tbe  so-called  'Mogs''  or  obstructions 
immediately  above  Campbell's  Island,  and  about  eight  miles  below  the  city  of  Wil- 
miDgton. 

Accordingly,  a  large  dredge-boat,  fitted  up  with  grappling-apparatns,  was  chartered 
and,  proceeding  to  the  Cape  Fear  River,  was  engaged  continuously  at  this  point,  from 
tbe  2d  of  March  until  the  11th  of  April,  in  removing  stumps  and  logs  from  tbe  channel 
of  the  river. 

Tbe  above-mentioned  project  also  contemplated  tbe  purchase  of  a  steamer  and  her 
subsequent  fitting-out  bs  a  suction-dredge,  to  work  at  tbe  mouth  of  the  Cape  Fear 
principally  at  the  Eastern  or  Bald  Head  Channel. 

A  propeller  of  145  tons  burden  was  purchased  and  fitted  out,  as  stated  above,  her 
dredging-apparatus  consisting  of  a  9-inch  centrifugal  pump,  driven  by  a  double  oscil- 
lating engine  (10-incb  cylinders)  with  connecting  suction  and  discharge  pipes,  and 
with  sand-bins  on  the  main-deck,  of  an  aggregate  capacity  of  about  40  cubic  yards. 

Tbe  suction-dredge  commenced  work  on  the  6th  of  April,  at  the  Bald  Head  channel ; 
bat  before  a  fair  trial  could  be  made  of  her  capabilities  she  ^as  called  off,  April  11,  to 
assist  in  towing  the  grapple-dredge  north.  She  has  not  yet  returned  to  her  own  sta- 
tion. 

During  tbe  month  of  May  a  survey  was  made  of  the  shores  adjacent  to  New  Inlet, 
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inclnding  the  new  work  atiFederal  Point,  the  old  work  between  Smith's  and  Zeke's  Isl- 
andSy  and  the  beach  and  shoals  which  have  accuroulated  in  the  vicinity. 

A  coast  survey  party  has  also  made  a  re-snrvey  of  the  Bald  Head  Channel  at 
the  old  mouth  of  the  river,  being  engaged  during  portions  of  the  months  of  May  aod 
June  last. 

RBSULTS  OF  THB  WORK  FOR  THE  YKAR. 

The  sand  has  continued  to  accumulate  in  immense  quantities  about  the  old  work 
between  the  islands,  particiilarly  on  the  outer  side. 

The  shoals  have  increased  in  number  and  dimensions,  and  the  two  islands  are  nearly 
united  by  an  almost  continuous  beach,  which  is  constantly  becoming  higher  and 
stronger. 

As  the  new  work  has  progressed  out  from  Federal  Point,  the  beach  has  followed 
until  at  present  nearly  one-third  of  the  length  of  the  crib-work  is  covered  to  high- 
water  mark  with  sand. 

This  structure,  independently  of  its  service  as  a  deflector  of  the  currents,  has  done 
much  to  strengthen  Federal  Point. 

As  the  work  progressed,  a  very  serious  deepening  occurred  in  advance  of  the  line  of 
cribs,  the  outer  crib  having  been  sunk  in  20  feet  of  water,  where  originally  there  was 
but  6  feet. 

This  deepening,  and  consequent  settling  of  the  cribs,  was  checked  to  a  certain  ex- 
tent, by  the  liberal  use  of  brush  loaded  with  stone,  and  sunk  at  the  end  and  sides  of 
the  work.  • 

The  effects  of  the  new  work  at  points  more  remote  from  it  are,  to  a  certain  extent, 
matters  of  conjecture.  Changes  have  taken  place  at  points  below  New  Inlet,  which 
perhaps  pay  mainly  be  attributed  to  the  influence  of  the  Federal  Point  work. 

Among  the  sechanges  may  be  cited  the  remarkable  growth  of  Zeke's  Island  during 
the  year. 

Before  the  new  work  was  commenced,  the  island  was  growing  rapidly  in  an  easterly 
direction,  and  as  stated  in  the  last  annual  report  was  evidently  restoring  the  old  shore- 
line which  it  possessed  before  the  breaks  between  the  islands ;  this  is  due,  no  doubt,  to 
the  influence  of  the  old  work.  During  the  past  year,  however,  not  only  has  this  growth 
continued,  but  the  island  has  also  grown  toward  the  north  and  west,  thus  contracting 
somewhat  the  width  of  New  Inlet.  It  had  been  anticipated  that  the  work  might  cause 
an  abrasion  at  this  point,  rather  than  have  the  contrary  effect. 

A  considerable  abrasion  has  occurred  at  the  most  northeasterly  point  of  Smith's 
Island,  which  it  seems  probable  is  due  to  the  change  of  currents  in  New  Inlet  caused 
by  the  new  work.  Some  apprehension  has  been  felt  that  this  abrasion  might  ulti- 
mately turn  the  eastern  flank  of  the  old  work  unless  checked^  This  abrasion,  however, 
has  not  increased  perceptibly  during  the  past  six  months.     ^ 

There  has  also  been  a  threatened  break  at  what  has  been  known  as  the  ''  weak  point '^ 
of  the  narrow  beach  of  Smith's  Island. 

This  point  is  situated  about  three  miles  below  (to  the  south  of)  the  old  work.  The 
breach  here  has  always  been  very  narrow  and  low,  and  steps  have  been  taken  within 
the  past  two  years  to  strengthen  it  by  means  of  catch-sand  fences  and  planting  of 
grass.  Quite  a  volume  of  water  at  present  passes  in  and  out  at  this  point  at  and  near 
high-tide.  The  distance  of  this  point  from  the  channel  of  the  river,  (over  three  miles,) 
and  the  nature  of  the  flats  on  the  inner  side,  being  extremely  shoal  and  full  of  oyster- 
rocks,  would  seem  to  show  that  no  serious  break  need  be  apprehended  here.  At  the 
same  time,  the  threatened  break  indicates  a  greater  pressure  of  water  below  New 
Inlet,  as  if  more  passed  by  Zeke's  Island,  and  through  the  old  mouth,  than  before  the 
work  commenced. 

At  the  old  mouth  of  the  river,  we  should  expect,  and  hope,  to  find  the  greatest  mani- 
festation of  the  increased  flow  of  water. 

The  gradual  wearing  away  of  Bald  Head  Point  (on  the  southwest  side)  has  oon- 
tinued,  but  not  so  as  to  increase  the  distance  across  to  Fort  CasweU,  on  the  western 
side  of  the  river.    The  beach  at  Fort  Caswell  remains  unchanged. 

The  soundings  recently  taken  in  the  Bald  Head  or  Eastern  channel  Indicate  a  con- 
stant improvement  in  depth,  and  a  gradual  movement  toward  the  east,  the  position 
once  occupied  by  the  old  main  channel.  Ten  feet  of  water  can  now  be  carried  entirely 
through.  It  is  now  occasionally  used  by  vessels,  and  there  is  a  prospect  that  it  wiU 
shortly  be  used  entirely  by  shipping,  as  the  better  of  the  two  channels. 

At  the  western  or  Oak  Island  entrance  no  special  change  has  taken  place.  On  the 
*'  bulk-head  "  or  inner  bar  a  depth  of  9  feet  has  been  constantly  maintained. 

The  result  of  the  dredging  or  grappling  at  the  **  logs^  was  one  cut,  30  feet  in  width, 
entirely  across  the  obstructions,  (a  trifle  over  a  half  a  mile  in  length,)  and  a  second 
cut  about  one-third  that  distance  over  the  worst  portion. 

This  locality  proves  to  have  been,  at  some  day,  the  site  of  an  old  cypress  swamp. 
Many  stumps  were  removed,  having  a  diameter  of  from  4  to  8  feet,  together  witb 
thousands  of  smaller  stumps,  cypress  knees,  and  roots. 

These  stumps  were  projecting  above  the  bed  of  the  river,  were  mostly  perfectly  sonnd, 
and  showed  signs  of  having  been  frequently  hit  by  the  keels  of  passing  vessels. 
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PROBABLE  OPERATIONS  DURING  THE  COMING  FISCAL  YEAR. 

In  acooi>3ance  with  instmotions  received  from  yoo,  I  have  prepared  an  estimate  for 
the  improvement  of  this  river,  so  as  to  secure  (by  dredging)  a  depth  of  12  feet  of 
water  at  low-tide,  entirely  to  the  city  of  Wilmington. 

With  the  amount  of  funds  available,  it  is  evident  that  but  a  portion  of  this  whole 
plan  of  improvement  can  be  undertaken  during  the  coming  fiscal  year. 

The  two  points  which  seem  to  most  imperatively  demand  attention  are,  1st,  the  bar 
at  the  mouth  of  the  river ;  and,  2d,  the  *^  Horseshoe  Shoal''  below  the  New  Inlet. 

For  operations  at  the  month  of  the  river,  the  suction-dredge  (referred  to  before  in 
this  report)  is  already  provided.  The  cost  of  running  this  dredge  will  be  about  |1,000 
per  month,  or  $12,000  for  the  entire  year,  if  run  continuously. 

For  cutting  a  channel  behind  the  ^*  Horseshoe,"  200  feet  in  width  at  bottom,  the 
estimated  cost  is,  for  9  feet  in  depth  at  low  water,  |71,976.  If  reduced  to  150  feet  in 
width,  the  estimated  cost  is  $53,982. 

The  undertaking  of  the  latter  project,  together  with  the  work  on  the  bar,  would 
seem,  therefore,  to  be  all  that  can  he  safely  counted  upon  during  the  coming  year. 

With  these  estimates,  the  present  amount  available  affords  a  margin  of  $34,000  for 
contingencies. 

Having  in  view  the  possible  necessity  of  repairs  upon  the  work  already  completed, 
and  the  very  probable  necessity  of  steps  for  the  strengthening  of  the  weak  points  of  the 
beach  of  Smith's  Islandj^  the  above  margin,  though  liberal,  seems  none  too  large  under 
the  circumstances. 

Should  no  such  contingencies  arise,  the  balance  can  be  profitably  expended,  either 
in  giving  the  proposed  cut  behind  the  ^^  Horseshoe  "  an  increased  width  or  depth,  or 
in  dredging  above  New  Inlet  at  one  or  more  of  the  points  indicated  in  the  accompany- 
ing estimate. 

I  am,  m%jor,  very  respectfully,  your  obedient  servant, 

Chas.  B.  Phillips, 
Captain  qf  Engin^trSf  U.  S.  A, 

Major  W.  P.  Craighill, 

Corps  of  Engineersj  U*  S»  A, 
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Bids  opened  at  12. 5  p.  m.  November  20, 1873. 


S 

e 


1 

8 


Bidden'  names  and  reai- 
denoea. 


( 


D.  D.  Barber, Wilming-  \ 
ton,N.C 5 

Tillery    &,    Wilkinson, 
Wilminston,  N.  C. 

Jamea  H.SDrijiger, Wil- 
mington, N.  C* 

Stranaz  &  Rice,  Wilming- 
ton, N.  C. 


Where  lighters  will  be 
Imided. 


Opposite  Wilmington  i 
Wilmington,«N.  C 

do 

do 


for, 
ird- 

S-ij 

IMi 

-Ji 

mount 

feet, 

measu 

rioepe 
feet, 
measu 

^ 

P4 

2si3,680 

$13  00? 
16  00  5 

111,840 

.  223,680 

12  45 

73.930 

16  00 

223,680 

13  00 

Time. 


Commence — 


Dec.  1, 1873 

Deo.  1,1873 

Dec.  15,1873 

Deo.  1, 1873 


Complete- 


Jan.  15,1874 

Jan.  15,1874 

Jan.  15, 1874 

Dec.  31,1873 


Will  famish  223,680  feet,  board  measare,  if  time  is  extended  to  March,  1874. 
Contract:  Tillery  &  Wilkinson,  at  $12.45  per  M. 


Statement  for  fiscal  year  ending  June  30, 1874. 

IMPORTS. 


Month. 


1873. 


July 

Aagost 

September 
October ... 
Norember 
December.. 


1874. 


January.. 

February 
March... 
April 

Jane 


Total. 


In  American 
Teasels. 


138 

10,864 
10, 010 


20,912 


In     foreign 
vessels. 


12.812 

146 

9,379 

12, 957 
5,339 
4,723 


4,533 
17, 766 

1,905 

9,471 
15,280 

1.128 
22,086 

107, 525 


Aggregate. 


^818 

146 

9,379 

12,957 
5,339 
4,761 


33,163 

11. 915 
9,471 

15,280 
1,128 

22,086 


128,437 


SXPOBTS. 


1873. 


July 

Augnst 

September. 
October  ... 
November. 
DeoembOT. 


1874. 


Janoary. . 
Febmary. 

March 

April 

May 

June 


106,473 
16, 917 
3,800 
11.064 
18,913 
19,856 


10,790 
9,369 
4,804 
5,599 
6,153 

41,690 


255.428 


281, 170 
199,201 
213,326 
272,855 
404,372 
449, 321 


425,348 
243, 552 
165,993 
103. 498 
207,397 
319, 549 


3,285,582 


387,643 
216,118 
217, 126 
283,919 
423,285 
469, 17T 


436,1.38 
252,921 
170, 797 
109,097 
213,550 
361,239 


3, 541, 010 


Total  exports , 
Total  imports. 


|3, 541, 010 
12H.  437 


Cunox-HouBB,  WUmington,  N,  O.,  July  90, 1874. 


3, 669,  447 
R.  W.  Chadwick. 
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Statemtmiof  the  commerce  and  navigatum  far  the  fiscal  year  ending  June  30, 1874. 

E5TRIE8. 


Month. 


July 

August ... 
September 
October . . . 
November 
December. 


January  . 
Febraary 
March  ... 

April 

May 

Jane 


1873. 


1874. 


American  ves* 
aels  from  for- 
eign porta. 


No. 


1 
2 
1 
1 


1 
9 


Tons. 


549 


170 
833 
170 
149 


183 


1,444 


Goaatwisa  ves- 
sels. 


Na 


84 
33 

28 
37 
18 
17 


86 
19 
29 
29 
88 
83 


299 


Tons. 


11,075 
16,103 
14, 710 
17,304 
8,893 
9,841 


18,363 
10, 848 
15.839 
14, 105 
18,843 
18,548 


Foreign  Tea- 
ads. 


155,861 


Na 


3 
9 
16 
81 
84 
41 


38 
9 
15 
14 
13 
15 


803 


Tons. 


803 
8,543 
4.693 
6,347 
6,640 
11,435 


5,591 
8,378 

3,809 
3,917 
3,875 
4,869 


56,883 


Aggregate. 


Na 


87 
48 
44 
58 
48 
61 


49 
30 
45 
44 
35 
39 


510 


Tons. 


18,478 
18,646 
19,4QS 
83,651 
15,533 
81,815 


18,183 
18,843 
19,908 
18,171 
16,718 
17,000 


813,586     X 


CLEARANCES. 


July 

August . . . 
September 
October . . . 
November  , 
December. 


January  . 
Febmajry 
March ... 
April  .... 

May 

June 


1873. 


1874. 


Total  entries 

Total  clearances 


4 

4 

1 
4 

7 
6 


5 
4 
3 
3 
8 
4 


47 


1,434 

860 

197 

769 

1,483 

1,075 


1,399 
647 
406 
587 
435 
915 


10, 147 


14 
17 
19 
19 
13 
15 


19 
16 
19 
17 
19 
14 


801 


8,854 

11,018 

18,976 

18,693 

7,977 

9,780 


10,450 
8,957 
11,484 
10,586 
11, 491 
9,156 


185, 311 


10 
10 
14 
80 
85 
87 


38 
80 
15 
15 
17 
80 


831 


8,841 
8.774 
4.863 
5.749 
7.036 
7,406 


10,854 
5,530 
3.850 
4,366 
5,049 
5,658 


64,766 


26 
31 
34 
43 

45 
48 


68 
40 
37 
35 

38 
38 


479 

510 
479 


989 


13,129 
14,689 
17,43C 
19,811 
16,436 
18,810 


88,103 
15.184 
15,740 
15,470 
16,975 
15,729 


800,894 

813,588 
800,224 


413,812 


CusrroM-HousE,  WUmingt^n,  K,  O.,  July  80, 1874. 


B.  W.  Chadwick. 


Cemmerce  and  naeigation  of  Wilmington^  N.  C,  in  1872,  and  compared  tcith  premous  y€ar$, 

Wilmington,  N.  C,  October  13, 1873. 

Sir  :  In  compliance  with  a  resolation  of  the  Chamber  of  Commerce  of  Aagast  29, 
1873, 1  have  the  honor  to  transmit  herewith  a  report  upon  the  commerce  and  naviga- 
tion of  the  port  of  Wilmington,  N.  C,  for  the  year  ending  31et  December,  1872,  and 
compared  with  previous  years. 

I  have  further  the  honor  to  append  hereto  three  tables,  containing  commercial  sta- 
tistics, carefully  prepared  from  the  most  reliable  sources  at  my  command. 

Attention  is  'invited  to  Statement  A,  exhibiting  the  foreign  exports,  imports,  and 
navigation  for  six  years  ending  Slst  December,  1872. 

This  statement,  being  obtained  from  an  official  source,  may  be  relied  on  as  correct, 
from  which  it  wil^  be  seen  that  the  exports  have  increased  from  $735,150  in  1867  to 
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13,614,714  in  1672.  A  corresponding  increase  is  perceptible  in  the  imports,  from  (7,661 
in  1867  to  1300,037  in  1672.  The  navigation  of  the  port  shows  a  similar  increase,  as 
from  57  clearances  of  17,339  tons  in  1667  it  has  risen  to  156  clearances  of  41,528  tons  in 
1872. 

Not  the  least  gratifyin^i;  feature  in  this  flattering  improvement  in  the  commerce  and 
navigation  of  the  port  is  the  fact  that  nearly  the  whole  of  it  is  dne  to  the  operations 
of  the  last  two  years. 

Of  the  general  arrivals  in  1672,  as  appear  in  Statement  B,  fifteen  were  from  Navassa 
Islands,  whose  aggregate  of  cargo  amonnted  to  3,977  tons  of  Navassa  phosphate,  of  the 
valne  of  $64,000.  The  Navassa  Islands,  although  foreign,  are  under  the  flag  of  the 
United  States,  consequently  the  vessels  and  cargoes  are  regarded  as  coastwise,  and  do 
not  appear  in  this  statement. 

Attention  is  also  invited  to  Statement  B,  exhibiting  the  navigation  of  the  port,  both 
foreign  and  coastwise,  for  the  year  1672,  and  compared  with  nine  months  of  167.3  end- 
ing 30th  September,  1673,  (excluding,  however,  vessels  trading  to  ports  within  the  State 
of  North  Carolina.) 

This  statement,  being  compiled  from  the  books  of  the  commissioners  of  navigation, 
may  be  regarded  as  official  and  reliable,  from  which  it  will  appear  that  for  the  year 
187^  there  were  533  arrivals  of  all  classes  and  nationalities,  (of  which  6*2  were  barks  and 
74  brigs,)  with  an  aggregate  tonnage  of  198,358 ;  and  for  the  nine  months  of  1673 
there  were  457 arrivals,  of  169,542  tonnage,  (of  which  76  were  barks  aud  68  brigs;)  thus 
showing  a  monthly  increase  of  6  vessels  and  2,306  tons  thus  far  in  this  year  over  1672. 
I  found  much  difficulty  in  procuring  a  correct  list  of  the  vessels  arriving  from  ports 
within  the  State  or  of  their  cargoes,  no  registry  of  them  being  made  by  the  harbor- 
master or  any  one  else.  Upon  close  investigation,  however,  I  found  seven  mercantile 
firms  who  kept  records  of  such  consignments  to  themselves,  Thow  many  more  there 
were  I  was  unable  to  find  out  with  any  degree  of  accuracy ,  but  i  have  reason  to  believe 
there  were  many.)  From  these  I  ascertained  that  they,  in  the  aggregate,  had  received 
consignments  during  the  year  1872  of  467  vessels,  of  about  the  average  capacity  of  200 
barrels,  their  cargoes  consisting  of  256,177  bushels  corn,  3,956  bushels  pease  and  other 
small  gmin,  32,2&  bushels  peanuts,  57,506  pounds  bacon,  20  barrels  and  8  kegs  lard, 
3,026  barrels  muUets,  56,000  barrels  naval  stores,  1,012  bales  cotton,  762  bales  of  North 
Carolina  hay. 

I  have  further  the  honor  to  append  hereto  Statement  C,  containing  a  compilation  of 
tlie  annual  report  of  the  Daily  Journal  of  the  principal  articles  of  produce  exported 
from  the  port  of  Wilmington,  N.  C,  for  the  year  ending  31st  December,  1872,  and  com- 
pared with  those  of  the  years  1869,  1870,  and  1671. 

This  statement  exhibits  a  value  of  exports  for  the  year  1672  of  |9,899,491 :  the  values, 
not  being  recorded,  were  carefully  obtained  from  reliable  sources,  and  while  they  may 
not  be  literally  correct  in  every  instance,  I  think  they  are  reliable  as  feir  as  they  go, 
and  within  the  actual  value.  x  ^ 

It  will  be  observed  that  this  statement  purports  to  exhibit  only  the  principal  arti- 
cles of  produce  exported,  and  as  such  furnishes  an  approximate  only,  and  by  no  means 
a  full  exhibit  of  the  exports.  In  confirmation  of  this  &ict  it  was  found,  upon  investiga- 
tion and  an  examination  of  the  freight-lists  of  the  steamers  only,  (the  freight-hsts  of 
sailing-vessels  and  railroads  not  being  accessible  or  available,)  that  there  had  been 
shipped  of  articles  which  do  not  appear  in  this  report  5,500  tons  of  Navassa  guano, 
which  was  manufactured  here,  all  of  the  productions  of  the  Cane  Fiber  Company,  654 
barrels  of  pulverized  soapstone,  a  quantity  of  flaxseed,  9,440  beef-hides,  570  sides  of 
tanned  leather,  a  large  quantity  of  furs,  beeswax,  tallow,  wines,  fruits,  and  vegetables, 
with  various  other  articles,  enough  to  justify  me  in  the  estimate  of  not  less  than 
$2,000,000  as  the  value  of  unrecorded  exports.  I  therefore  feel  no  hesitation  in  re- 
porting $12,000,000  in  round  numbers  as  the  actual  amount  of  exports  for  the  year 
1872. 

It  will  be  observed  from  an  examination  of  these  various  statements  that  the  increase 
in  the  navigation  and  commerce  of  the  port  has  progressed  steadily,  as  it  has  rapidly 
done  in  the  past  three  years,  and  it  is  gratifying  to  know  that  this  progress  is  well  sus- 
tained by  corresponding  improvements  of  the  city  and  in  productions  of  the  country 
tributary  to  Wilmington,  which  give  it  the  complexion  of  robust  health,  rather  than 
the  hectic  flush  arising  from  the  exigencies  of  trade  and  politics. 

A  reason  no  doubt  will  be  asked  by  some  for  this  vigorous  growth  of  the  city,  its 
commerce  and  navigation — where  the  starting  point.  What  the  impulse  and  the  stim- 
ulant. 

I  know  of  no  other  or  better  reason  than  what  may  be  found  in  the  operations  of  the 
Government  at  the  mouth  of  the  river  for  the  improvement  of  the  harbor. 

Thil»  work,  commenced  in  the  summer  of  1670,  has  progressed  steadily  and  success- 
fully, but  very  slowly,  and,  thus  far,  may  be  said  to  be  only  preparatory,  owing  to  the 
meager  annual  appropriations  allowed  by  Congress,  no  amount  having  as  yet  been 
appropriated  sufficient  to  justify  .an  attempt  to  deepen  the  channel  by  means  of 
dredging,  which  must  be  adopted  before  valuable  results  can  reasonably  be  expected; 
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and  yet  the  uavigatioo  has  somewhat  improved  under  this  preparatory  work,  for  it 
is  but  yesterday  we  hear  of  the  British  bark  Nancy  Bryson  drawing  17  feet  of 
water,  being  piloted  to  sea  over  the  bar  (not  rip)  on  her  voyage  to  London.  The  bare 
anticipation  of  the  reality  of  improving  the  harbor  has  had  an  electrifying  effect  that 
nothing  else  could  produce.  It  has  stimulated  commerce,  trade,  and  city  improve- 
ments; it  gives  value  to  real  estate  ;  it  has  infused  new  life  and  energy  into  oar 
railroads,  which  are  being  rapidly  pushed  through  the  mountains  with  numerous  tribu- 
tary branches,  while  the  subjects  of  opening  canals,  clearing  out  rivers  and  creeks, 
opening  and  improving  roads  and  highways,  and  other  improvements,  are  constantly 
being  agitated  in  our  midst ;  and  this  is  but  the  beginning  of  the  end. 

It  therefore  becomes  a  duty  of  self-preservation  to  our  citizens,  and  particularly  to 
the  merchants,  to  see  to  it  that  this  work  is  not  permitted  to  flag  or  falter  until  the 
last  nail  is  driven  home  in  the  perfect  completion  of  our  river  and  harbor  improve- 
ments. 

Eespectfhlly,  your  obedient  servant, 

H.   NUTT. 

Note. — November  1, — For  the  month  of  October,  just  closed,  there  were  61  arrivals  of 
shipping,  aggregating  25,432  tons,  of  which  Iti  were  steamships,  15  barks,  13  bngs, 
and  18  schooners,  (15  barks  and  12  brigs  being  foreign,)  and  compared  with  the  month 
of  October,  1872,  shows  a  gain  of  19  arrivals  and  7,682  tons  in  this  month  over  the 
corresponding  month  of  last  year. 

H.N. 
Col.  Wm.  L.  De  Rossbt, 

President  of  the  Chamber  of  Cotjimerce. 

A. — FOREIGN  COMMERCE. 

Statement  of  vessels  e9itered  and  cleared,  shotmng  cltissy  nationality,  and  tannage. 

CLKARED. 


Year. 


1867. 
1867. 
1867. 
1868. 
1868. 
1868. 
1868. 
1868. 
1869. 
1869. 
1869. 
1869. 
1869. 
1870. 
1870. 
1870. 
1870. 
1870. 
1870. 
1871. 
1871. 
1871. 
1871. 
1871. 
1871. 
1871. 
1871. 
1871. 
1871. 
1873. 
1872. 
1873. 
1872. 
1873. 
1872. 
1872. 


Total. 


1 

5 


3 

15 

3 


1 
3 
6 
1 
1 


1 

1 

31 

12 
1 


3 
SO 
36 
3 
i 
3 
1 
4 


143 


14 


19 

31 

3 

S 

1 

16 

39 

4 

2 


14 

30 

1 

3 

3 


30 
36 
6 
1 
1 
1 
1 
1 


1 
31 
33 
10 
13 

1 


32 


303 


e 

I 


1 
1 

31 
3 


12 
4 


13 
4 


36 
2 
1 


3d 
6 


24 


160 


I 
55 


Kationallty. 


British 

Dominican  .. 
American  .... 

Britiah 

German 

Banish 

Dutch 

American  — 

British 

German 

Danish , 

Norwegian . . 
American  — 

British 

German 1 . 

Norwegian .. 

Danish 

Swedish 

American  .... 

British 

German 

Norwegian  . . , 

Swedish 

French 

Argentine 

Dutch , 

Danish 

Spanish 

American  .... 

British 

German 

Norweccian . . . 

Swedish 

Spanish 

Russian 

American 


1 

a 

i 

1 

Number  for 
the  year. 

Tonnage  for 
tho  year. 

19 

1 

37 

33 

3 
o 

A* 
1 

31 
48 

7 

3 

1 
33 
40 

3 

3 

3 

1 
57 
49 
19 

3 

1 

1 

1 

1 

1 

1 
53 
49, 
36 
15 

5 

3 

1 
50 

10,  570 

95 

6,684 

7,633 

668 

359 

368 

11,314 

11,544 

1,539 

304 

316 

6,478 

8,683 

536 

563 

456 

397 

11,133 

13,700 

5,693 

426 

302 

301 

913 

164 

396 

175 

10,588 

^13,  916 

11.  345 
3,447 
1,56:1 

688 

390 

11,379 

57 

17,349 

69 

S0,14S 

90 

20,071 

106 

31,667 

138 

31.85^ 

158 

41,588 

608 

153, 613 

608 

153,613 

For  the  year  1873,  343  vessels  cleared  with  cargoes  valaed  at  $3,453,845. 
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A- — Statement  of  the  foreign  exports  and  imports  at  the  port  of  Wilmington,  N.  C.^from  the 
let  of  January,  1867,  to  the  31«(  of  December,  1872,  embracing  a  period  of  six  years,  com- 
piled  from  an  official  source. 

Exports— Valiiation. 


Tear. 


1867. 

ims. 

lt*69. 
1870. 
1871. 
1872. 


Total 


$5,333 
1,327 
4,061 

55,832 


66,543 


•a  o 


•77,931 

62,969 

76,621 

85, 695 

376,689 

784,266 


1, 464, 171 


i 


1455 
1,951 
3,624 

13, 695 
2,643 

16, 148 


38,516 


0     • 
9 

X 

OQ 


1587,326 
677,  834 

1,161,512 
483,199 
9H7,321 

1,  787,  403 


5, 684,  595 


I 
5 


$165, 908 
112.611 
83,368 
178,249 
127, 957 
158, 924 


727, 017 


"Si 

c 

CO 


i 

§ 


^ 


$3,530 
4.136 

4,484 
11,018 

8,620 
12,341 


$1,172 


2,292 


44, 129  1    3.  464 


-a 

d 

I 


$735,150 

860,673 

1, 334, 932 

773,183 

1, 509,  583 

2, 814, 914 


8,028,435 


For  1873,  $3,453,845. 


Imports— Yaloation. 


1867 $7,861 

1868 48,904 

1869 30,321 

1870 197,488 


1871 $182,309 

1872 300,037 


Total 766,920 


B. — ArHviUs  of  shipping  at  the  port  of  Wilmington,  N.  C.,from  the  Ist  of  January  to  the  21st 
of  December,  1872,  compiled  from  the  books  of  the  Commissioners  of  Navigation,  as  regis- 
tered by  B,  G.  Bates,  esq,,  harbor-master,  and  which  may  be  regarded  as  official.  Also  for 
the  first  nine  months  of  1873,  from  the  1st  of  January  to  the  'SOth  of  September,  1873. 

American : 
Steamers,  181 ;  barks,  12;  brigs,  35 ;  schoonersj  206;  total,  434 ;  tonnage,  168,767. 

Foreign : 
Barks,  50;  brigs,  39;  schooners,  10;  total,  99;  tonnage,  29,591. 

Grand  totals;^ 
Steamers,  181 ;  barks,  62 ;  brigs,  74 ;  schooners,  216 ;  total,  533 ;  tonnage,  198,358. 

From  the  1st  of  January  to  the  dOth  of  September,  1873. 

American : 
Steamers,  138 ;  barks,  1 ;  brigs,  23 ;  schooners,  170 ;  total,  332 ;  tonnage,  133,647. 

Foreign  : 
Barks,  77;  brigs,  45;  schooners,  3;  total,  125;  tonnage,  35,848. 

Grand  totals : 
Steamers,  138 ;  barks^  78 ;  brigs,  68 ;  schooners,  173 ;  total,  457 ;  tonnage,  169,542. 

Monthly  increase  of  arrivals  this  year  oyer  the  last,  six,  and  tonnage  2,308. 
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The  general  navigation  and  commerce  of  the  port,  both  fort^ign  and  coastwise,  for 

the  years  1872  and  1873,  was  : 

Kavcmela.        Tons.        Value  exports. 

For  the  year  1872 S33  198,558      $11,899,491 

For  the  year  1873 646  237,302        12,500,000 

Showing  an  increase  in  one  year  of 113  38,744  600,509 

Foreign  bnsiness  for  1867 57  17,349  735,150 

Foreign  business  for  1873 242  70,000  3,453,815 

Foreign  increase 185  52,651  2,617,695 

Foreign  imports,  1867 87,861 

Foreign  imports.  1872 300,037 

Increase 292,176 

President  Bridgers  in  his  annual  report  to  the  stockholders  for  the  year  ending  30th 
September,  1873,  exhibits  an  increased  business  on  the  Wilmington,  Columbia  and 
Augusta  Railroad  in  two  years  of  $317,126  -/^j^y, which  is  a  little  more  than  76  per  cent.; 
while  the  Wilmington  and  Weldon  Railroad,  in  the  same  time,  has  increased  $159,994 
-ftV,  which  is  more  than  27  per  cent. 

The  tonnage  of  the  former  has  increased  more  than  100  per  cent.,  and  the  latter  over 
50  per  cent. 

Increased  number  of  barrels  spirits  turpentine,  16,033,^,or  91^  per  cent. 

Increased  number  of  barrels  rosin,  81,643,  or  91 J  per  cent. 

Increased  number  of  bales  of  cotton,  2,250,  or  31  per  cent. 

Increased  car-loads  of  lumber  and  timber,  469,  or  155-fV  per  cent. 

Increased  general  merchandise,  car-loads,  (32,484,230  pounds,)  203,  or  85|  per  cent., 
showing  an  aggregate  gain  of  4,215  car-loads  to  the  local  business  of  Wilmington  in 
two  years. 


U  22. 
EXAMINATION  AND  SURVEY  OF  ELK  RIVER,  BELOW  ELKTON,  MARYLAND. 

United  States  Engineer  Office, 

Baltimore  J  Md.,  November  18, 1873. 

General  :  An  examination  or  survey  of  Elk  River,  Maryland,  below 
Elktou,  was  directed  in  the  appropriation  bill  of  March  3,  1873.  The 
survey  has  lately  been  made  by  Mr.  William  Popp,  by  my  direction. 
A  copy  of  his  report  is  inclosed  herewith,  dated  November  15,  1873, 
accompanied  by  a  map.  The  following  extract  is  also  given  from  a  pre- 
vious report  by  Mr.  Popp,  dated  January  18,  1873,  which  was  made 
after  a  rapid  reconnoissance  of  the  locality  in  that  month : 

The  town  of  Elkton  is  situated  in  Cecil  County,  Maryland,  about  one  mile  above  the 
coufluence  of  Big  and  Little  Elk  Creeks,  which  form  Elk  River.  Tide-water  in  Big 
Elk  Creek  extends  to  Elkton. 

Above  Elkton  the  creek  furnishes  fine  water-power,  its  fall  per  mile  being  very  con- 
siderable. Little  Elk  Creek  also  furnishes  good  water-power  at  a  distance  of  about 
two  miles  above  the  confluence.  Manufacturing  establishments  of  various  kinds,  an 
«  roUing-mills,  paper-mills,  &c.,  have  been  erected  on  the  banks  of  both  creeks,  and  in 
close  proximity  to  Elkton. 

The  town  of  Elkton  itself  contains  several  industrial  establishments  within  its 
limits,  and  has  the  appearance  of  being  a  thriving  and  energetic  place.  For  further 
reference  in  regard  to  population,  imports,  and  exports  of  the  place,  its  history,  <&g.,  I 
beg  leave  to  refer  to  the  appendix  to  this  report,  which  was  drawn  up  by  a  committee 
appointed  by  the  town  oommissioners. 

The  Philadelphia,  Wilmington  and  Baltimore  Railroad,  which  passes  through  Elkton, 
affords  at  present  almost  the  only  means  of  transportation,  because  Bi^  Elk  Creek,  as 
well  as  Little  Elk  Creek,  is  obstructed  by  bars.  Heavy  and  bulky  articles  suffer  very 
mnoh  from  the  high  rates  of  freight  which  are  of  necessity  charged  by  railroads.  For 
this  reason,  and  to  remove  the  only  obstacle  which  so  far  has  impeded  the  further 
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growth  of  Elkton  as  a  mannfactnriDg  place  and  the  developmeDt  of  the  Barronndin^ 
country,  it  is  desired  by  the  citizens  of  Elkton  to  obtain  a  cheaper  communication  in 
the  shape  of  a  navigable  channel  connecting  Elkton  with  the  Cfhesapeake  Bay. 

APPENDIX.  , 

Town  of  Elkton,  situated  at  the  head  of  navigation  of  Elk  River,  was  called  Head 
of  Elk  during  Revolutionary  War;  just  below  the  town,  about  one  mile  from  the 
bridge,  the  river  receives  on  the  northw^est  side  the  Little  Elk  Creek,  upon  which  Elk 
Landing  is  situated,  about  two  hundred  yards  from  itB  mouth. 

In  the  revolutionary  period,  and  for  some  time  afterward,  the  navigation  some  distance 
above  where  the  bridge  noAv  stands,  on  the  main  branch,  was  good  and  safe,  so  that 
vebsels  drawing  some  8  or  9  feet  water  came  up  and  discharged  their  lading  at  an  old 
warehouse,  which  was  burned  some  forty  years  ago. 

The  obstniction  to  the  navigation  was  mainly  caused  by  the  sinking  of  two  barges 
loaded  with  granite,  leaving  a  large  accumulation  of  sand  and  gravel,  thus  forming  a 
bar.  Lat«r,  about  the  period  of  the  war  of  1812,  the  navigation  to  Elk  Landing  was 
principally  depended  upon  ;  a  turnpike  for  transportation  ten  miles  to  the  water  of  the 
Delaware  at  Christiana,  Del.,  having  been  constructed  by  a  company  incorporat«)d  for 
that  purpose. 

Over  this  route  a  large  trade  was  carried  on,  and  large  amounts  of  property,  consist- 
ing of  flour,  whisky,  grain,  lumber,  and  goods  of  all  descriptions,  were  carried  in 
wagons,  to  be  forwarded  to  and  from  the  cities  and  States  south ;  also  from  the  Sos- 
quehanna  country 

The  improvement  desired  is  to  open  the  navigation  between  the  bridge  and  French* 
town,  so  that  the  advantages  of  cheap  transportation,  such  as  water-carriage  affords, 
may  be  secured  in  vessels  drawing  from  7  to  9  feet  of  water  to  the  bridge  and  Elk 
Landing. 

An  appropriation  from  the  Government  for  this  object  would  greatly  benefit  the 
town  of  Elkton  as  well  as  the  surrounding  country,  extending  over  into  the  State  of 
Delaware.  The  town  itself  has  a  population  of  some  2,000  inhabitants,  there  being  a 
number  of  stores,  where,  including  lumber  and  manufactured  articles,  some  $500,000 
worth  of  goods  are  probably  sold  annually.  In  the  town  is  a  large  flour  and  saw  mill, 
using  water-power,  also  a  large  match-stick  factory,  using  steam ;  also  an  iron- 
foundery. 

On  Big  Elk,  the  principal  tributary  of  Elk  River,  there  are  a  number  of  mills  and 
factories,  near  the  town,  as  follows:  Brickett's  flour-mills.  West  Amwell  Iron-Works, 
Beldwiu's  two  cotton-factories,  Brewster's  woolen-mill.  Park  &  Smith's  iron-works, 
not  in  operation ;  Scott's  grist  and  saw  mills ;  Simmous's  woolen-mills. 

On  Little  Elk,  also  near  the  town,  Stile's  flouring-mills,  Mackell's  grist  and  saw  mills. 
Public  Ledgei-'s  paper-mills;  at  Marley, Petermau  &  Harlan's  paper-mills,  Coster's 
paper-mills,  Providence  and  Rook  paper-mills. 

AH  these  manufacturing  interests,  also  a  large  agricultural  district,  including  also 
the  iron-ore  deposits  some  three  or  fimr  miles  east  of  Elkton,  at  Iron  and  Chestnut 
Hills,  and  other  neighboring  localities,  would  be  largely  benefited  by  the  proposed 
improvement.  Two  railroads  are  also  projected — one  leading  from  Elkton  to  Massy's 
Cross-Roads.  in  Kent  County ;  the  other  leading  from  Elkton  to  Oxford,  in  Chester 
County,  Pa.,  where  it  connects  with  a  road  leading  into  the  coal  and  lime  regions  of 
Pennsylvania. 

Vessels  can  already  carry  about  OJ  feet  at  low-water  up  to  Cedar 
Point,  the  confluence  of  Big  and  Little  Elk.  The  width  of  the  stream 
varies  from  100  to  150  feet.  The  improvement  proposed  is  to  make,  by 
dredging,  a  channel  of  6  feet  in  depth  at  mean  low- water,  which  would 
give  a  depth  of  over  8  feet  at  high- water.  Cheap  dikes  are  required  for 
regulating  the  banks,  and  to  provide  a  place  behind  which  to  place 
material  dredged  from  the  river. 

A  channel  from  Cedar  Point  to  Elkton  6  feet  in  depth  at  low-water  # 
and  75  feet  in  width  would  cost  $29,100 ;  a  channel  to  Elkton  6  feet  in 
depth  and  50  feet  in  width  would  cost  $19,600.  To  obtain  the  same  depth 
in  the  Little  Elk,  as  high  as  Bennett's  wharf,  would  cost  for  a  channel 
75  feet  wide  $G,700,  and  for  a  channel  50  feet  wide  $5,000.  To  make  in 
both  branches  a  channel  75  feet  wide  would  therefore  cost,  in  round 
numbers,  $36,000;  to  make  in  both  branches  a  channel  50  feet  wide 
would  cost  $25,000. 

Should  it  be  decided  by  Congress  to  appropriate  for  this  work,  it  is  a 
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case  where  true  economy  requires  the  whole  amount  of  $36,000  to  be 
available  in  one  sum  for  continuous  and  prompt  expenditure. 

It  would  not  be  expedient  to  commence  the  improvement  unless  at 
least  $20,000  were  available. 

Very  re>spectfully,  your  obedient  servant, 

Wm.  p.  Craighill, 

Major  of  Engineers. 
Brig.  Gen.  A.  A.  Humphreys, 

Chief  of  Engineers,  U,  8,  A. 


Report  of  Mr,  William  Poppj  Assistant  Engineer. 

Baltimore,  Md.,  November  15, 1873. 

M-i-ipR:  I  have  the  honor  to  submit  the  following  report  on  the  survey  of  Elk  River 
Iwlow  Elktou,  Md.,  made  by  me  under  your  direction,  from  October  1.3  to  19  : 

An  examination  of  the  river  having  been  made,  and  a  report  submitted  January  18, 
which  contained  a  general  description  of  Elkton  and  the  river,  I  beg  leave,  in  order  to 
avoid  repetitions,  to  refer  to  that  report. 

The  results  of  the  late  survey,  which  was  conducted  with  great  care,  are  given  on 
the  accompanying  sketch.  The  soundings  appearing  on  the  sheet  make  up  about  one- 
hixth  part  of  those  taken.  They  were  reduced  to  mean  low-water,  as  determined  by 
tidal  observations  taken  at  Howard's  wharf  during  six  days.  As  there  were  several 
unusually  low  tides  occurring  during  the  progress  of  the  survey,  it  is  believed  that 
mean  low-water  thus  determined  is  probably  taken  somewhat  too  low. 

Elk  River  is  formed  by  two  branches,  Big  Elk  and  Little  Elk  Creeks,  whose  conflu- 
ence is  at  Cedar  Point.  No  difficulty  is  experienced  by  vessels  trading  on  the  river  un- 
til they  reach  Cedar  Point,  the  ruling  depth  up  to  that  point  being  about  6^  feet  at 
low-water.  From  Cedar  Point  up.  Big  Elk  Creek  gradually  shoals,  the  shoalest  place 
of  it  being  situated  about  one-fourth  mile  below  the  bridge,  where  the  available  depth 
of  water  is  only  If  feet.  The  width  of  Big  Elk  varies  from  100  to  150  feet.  The  bot- 
tom consists  of  sand  and  mud.  The  proportion  of  mud  decreases  in  going  up  the  cre»»k, 
and  it  disappears  near  Ben's  Gut  entirely,  and  is  finally  replaced  by  fine  gravel.  Above 
the  bridge  the  creek  gradually  assumes  the  character  of  a  mountain-stream  ;  the  bot- 
tom changes  from  sand  to  gravel;  numerous  shoals,  with  only  a  few  inches  of  water  on 
them,  alternate  with  deep  holes;  the  banks  become  steep;  the  bed  of  the  creek  deeply 
cut  in  the  surrounding  land.  This  part  of  the  creek  has  not  been  shown  on  the  accom- 
panying sketch,  and  no  further  reference  will  be  made  to  it. 

In  Little  Elk  a  ruling  depth  of  about  5  feet  at  mean  low-water  is  found  as  far  up  as 
Bennett's  wharf.    The  channel,  however,  is  narrow. 

Both  Big  Elk  and  Little  Elk  Creeks  nre  bordered  along  the  greater  part  of  their 
course  by  marshes,  drained  by  numerous  "guts."  The  reference  of 'the  marshes  near 
tbe  banks  is  about  that  of  ordinary  high-water  or  but  slightly  higher.  Toward  the 
int4>rior  of  the  marshes  there  is  a  sufficient  fall  of  the  ground  to  make  it  several  inches 
below  high-water.  Basins  are  thus  created  which,  being  filled  during  the  flood-tide, 
discharge  their  contents  through  the  "gilts'^  during  ebb.  The  discharge  continues 
some  time  after  the  turn  of  tide  in  the  creeks,  especially  after  very  heavy  high -tides, 
owing  to  the  fact  that  the  water  admitted  partly  over  the  banks  during  flood  is  com- 
pelled to  return  through  the  narrow  mouths  of  the  "  guts.'' 

The  improven)ents  &8ired  by  the  citizens  of  Elkton  is  a  practicable  channel,  with  a 
depth  of  G  feet  at  low-water  from  Cedar  Point  to  Howard's  wharf,  and  a  turning-place 
Dear  that  wharf.  Some  also  desire  to  have  Little  Elk  improved  in  the  same  manner  as 
far  as  Bennett's  wharf. 

The  proposed  channel  and  dikes  shown  on  the  accompanying  sketch  would  cost  as 
follows : 

Channel  75  feet  wide  at  bottom,  with  proper  side-slopes,  6  feet  deep  at  mean 

low- water,  including  turning-place,  51,000  cubic  yards,  at  35  cents ^17,850 

Dikes  for  regulating  width  of  creek  and  retaining  excavated  material,  4,300 
linear  feet,  at  :S2 8  600 

EDgiueeriug,  superintendence,  &c.,  10  per  cent 2, 645 

29,095 
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Same  channel  as  above,  only  50  feet  wide,  36,000  cubic  yards,  at  35  cent« $12,600 

Dikes,  2,600  linear  feet,  at  §2 5,200 

Enj^ineering,  siiperiutendence,  &c 1,780 

19,580 

If  Little  Elk  be  improved,  the  cost  will  be  as  follows : 

Channel  75  feet  wide,  6  feet  deep  at  mean  low-water,  from  near  Cedar  Point  to 

Bennett's  wharf,  13,200  cubic  yards,  at  35  cents * §4, 620 

Dike,  700  linear  feet,  at  $2 1,400 

Contingencies,  10  per  cent 602 

6, 622 

Same  channel  as  above,  only  50  feet  wide,  8,700  cubic  yards,  at  35  cents f3, 045 

Dike,  700  linear  feet,  at  $2 .' 1,400 

Contingencies,  10  per  cent 444 

*  4,889 

Below  Cedar  Point  no  improvement  is  required,  except  the  removal  of  two  piers  of 
a  wharf  near  Frenchtown.  They  consist  of  a  wooden  crib  tilled  with  stones,  and  their 
removal  would  cost — 

220  cubic  yards  crib-work,  at  $1 .^ $220  00 

If  Big  Elk  is  improved  as  above  proposed,  an  appropriation  of  about  1^2,000  every 
eight  or  ten  years  will  be  required  to  maintain  it  in  gooa  condition. 

Elkton  is  situated  in  the  collection-district  of  Baltimore,  which  is  also  the  nearest 
port  of  entry.  Amouut  of  revenue  collected  at  that  place  during  last  fiscal  vear, 
$7,298,409.69. 

For  information  concerning  commercial  importance  of  place  and  other  statistical 
data,  I  beg  to  refer  to  appendix  of  report  submitted  January  18, 1873. 
Verj'  respectfully,  your  most  obedient  servant, 

William  Popp. 
Maj.  W.  P.  Craighill, 

Corps  of  Engineers,  U.  S,  A, 


U  23. 

OLD-HOUSE  CHANNEL,  PAMLICO  SOUND,  NORTH  CAROLINA. 

United  States  Engineer  Office, 

Baltimore^  Md.^  February  24,  1874. 

General  :  An  examiuation  or  survey  of  Old- House  Channel,  Paiulico 
Sound,  North  Carolina,  was  directed  in  the  appropriation  bill  of  Marcli 
3,  1873.  A  great  pressure  of  other  duties  prevented  the  examination 
until  December,  1873,  when  it  was  made  by  Mr.  George  fl.  Elliott.  A 
copy  of  his  report  is  forwarded  herewith,  accompanied  by  a  sketch  of 
the  locality. 

The  channel  is  described  ih  Mr.  Elliott's  report,  as  is  also  Oregon 
Inlet,  through  which  it  is  connected  with  the  ocean.  The  channel,  if 
improved,  would  have  no  value  unless  the  permanence  of  Oregon  Inlet 
Tvas  guaranteed.  This  inlet  is  constantiy  changing  in  its  location,  and 
the  channel  through  it  is  also  variable,  both  in  position  and  depth  of 
water,  being  tortuous  even  in  its  best  condition.  The  Old-House  Chan- 
nel itself  is  obstructed  at  a  distance  of  about  four  miles  from  the  inlet 
by  a  shifting  sand  bulk-head. 

After  considering  the  circumstances  of  this  case  I  am  brought  to  the 
conclusion  that  the  probability  of  successful  improvement  is  so  small, 
the  expense  of  any  scheme  promising  permanently  good  results  so 
large,  and  so  out  of  proportion  to  the  value  of  the  commerce  likely  to 
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be  benefited  thereby,  that  I  am  constrained  to  recommend  that  no 
money  be  spent  by  the  United  States  in  the  attempt  to  improve  the  OJd- 
House  Channel. 

Very  respectfully,  your  obedient  servant, 

William  P.  Craighill, 

Major  of  Engineers, 
Brig.  Gen.  A.  A.  Humphreys, 

Chief  of  Engineers,  U.  8.  A.  • 


Report  of  Mr,  (x,  H.  Elliott^  Assistant  Engineer. 

FoKT  Monroe,  Virginia,  February  12, 1874. 

Colonel:  I  have  the  honor  to  submit  report  on  the  examination  of  the  Old-House 
Channel,  Pamlico  Sound,  North  Carolina,  made  under  your  direction  in  December  last. 

This  channel  is  situated  in  the  northeastern  extremity  of  Pamlico  Sound,  adjacent 
to  Ore<;on  Inlet,  which  is  its  outlet  to  the  oceau.  From  the  inlet  it  extends  inward  in 
a  southwesterly  direction  for  about  four  miles,  to  what  is  known  as  the  Bulk-head, 
where  it  terminates.  This  bulk-hea<l  (of  sand)  is  about  half  a  mile  wide  at  its  nar- 
rowest point ;  after  passing  over  it  6  feet  water  is  fouod  ;  this  gradually  increases  to 
the  main  channel  of  the  sound,  where  there  is  a  depth  of  15  feet.  Vessels  entering  the 
inlet,  and  bound  up  or  down  the  sound,  must  pass  through  this  channel,  as  nearly  the 
whole  of  the  sound  in  this  vicinity  consists  of  sand-flats,  of  which  a  large  portion  are 
dr>'  at  low-water,  and  as  there  is  now  a  depth  of  but  4  feet  on  the  bulk-head  at  high- 
water,  the  channel  is  but  little  used  by  coastinjg-vessels.  Oregon,  the  most  northern 
inlet  south  of  Cape  Henry,  is  a  breach  made  by  the  ocean  through  the  nan-ow  beach 
during  a  very  severe  storm  in  1847,  when  the  tide  rose,  as  people  living  there  then  and 
now  say,  10  feet  above  ordinary  high-water,  and  carried  away  nearly  everything  mova- 
ble. It  is  shifting  in  its  character,  as  will  be  perceived  by  reference  to  the  sketch  ac- 
companying this  report,  on  which  are  indicated  the  shore-lines  at  the  date  of  it«  surveys 
(United  States  Coast  Survey)  in  1849  and  1862,  and  of  the  recent  examination.  These 
show  that  it  has  moved  southward  since  1849  some  three-eighths  of  a  mile,  and  from 
paiit  ex[>erience  it  cannot  but  be  regarded  as  probable  tnat  at  some  future  day  it  may 
close  up,  as  have  others  on  this  coast ;  notably,  the  one  at  Nag's  Head,  which  defied  the 
attempts  made  for  its  improvement.  The  channel  out  is  crooked,  and  the  depth  of 
water  variable,  averaging  from  8  to  9  feet  on  the  bar  at  ordinary  high-tide,  which  is 
abont  the  depth  on  the  bar  in  what  is  known  as  the  Swash  Channel  at  Hatteras  Inlet, 
although  on  the  outer  bar  there  is  a  depth  of  18  feet. 

The  advantages  to  be  gained  by  the  improvement  of  this  channel  and  the  inlet  are , 
avoiding  the  difficult  and  dangerous  navigation  of  Cape  Hatteras  and  vicinity  by  all 
coasting- vessels  entering  Pamlico,  and  in  case  of  those  bound  north  of  Hatteras  inlet 
for  Roanoke  Island,  Albemarle  Sound,  or  any  of  the  rivers  entering  into  it  and  the- 
Dorthem  portion  of  Pamlico,  a  saving  of  time  and  distance,  as  at  present  they  have  to 
run  down  to  Hatteras,  sixty  miles  run  south  of  Oregon,  and  then  return  the  same  dis- 
tance up  the  sound ;  whereas,  were  they  able  to  pass  in  at  Oregon  and  through  the  Old- 
House  Channel,  they  would  be  at  the  extreme  north  of  Pamlico,  and  in  a  nearly  central 
position  with  regard  to  all  points  of  that  and  Albemarle  Sounds. 

Notwithstanding  these  advantages,  I  do  not  think  them,  at  the  present  time,  at  all 
commensurate  with  the  expense  ot  such  an  uncertain  undertaking  as  this  improvement 
would  be,  especially  as  nearly  the  whole  of  the  trade  of  Albemarle,  and  a  large  p«)rtion 
of  that  of  Pamlico  Sonnd,  is  now  carried  on  through  the  Albemarle  and  Cliesape:ike 
Canal,  at  freight  rates  which  compare  favorably  with  those  in  other  portions  of  the 
South,  and  freight-boats  will  have  to  be  increased  to  a  very  great  extent  before  it  will 
be  found  insufficient  to  accommodate  them,  in  which  event  the  Dismal- Swamp  Canal 
would  doubtless  be  enlarged  and  re-opened. 

A  long  and  careful  study  of  data,  only  to  be  obtained  by  a  very  considerable  amount 
of  field-work,  as  also  of  the  changes  to  which  the  inlet  channel  and  shoals  in  the  vicin- 
ity are  subject  from  the  action  of  wind  and  tide,  will  be  necessary  to  form  even  an  ap- 
proximate estimate  of  the  cost  of  an  improvement  of  any  value.  As  an  illustration  of 
the  effect  of  the  wind,  I  may  state  that  on  December  26,  I87ii,  duriug  niy  stay  in  the 
vicinity,  a  northeast  storm  prevailing,  the  water  near  the  bulk-head  fell  in  a  iVw  hours 
4i  feet,  and  on  the  wind  changing  to  northwest  rose  with  even* greater  rapidity,  and 
continued  to  rise  until  it  reached  a  level  of  5f  feet  above  the  low-water  level  of  Decem- 
ber 26.  This  caused  a  change  of  position  in  the  outer  lino  of  the  bulk-head  of  several 
hundi-ed  feet,  but  no  opportunity  was  afforded  me  of  metisnring  it  accurately. 
Very  respectfully ,  your  obedient  servant, 

Geo.  H.  Elliott, 

Col.  William  P.  Craighill,  Assistant  Engineer. 

Corps  of  Engineers, 
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U  24. 

JAMES  RIVER  AND  KANAWHA  CANAL. 

Report  of  tJie  Board  of  Engineers. 

Army  Building, 
Nei€  York,  March  18,  1874. 

General  :  The  Board  of  Engineers  convened  by  Special  Order  17, 
War  Department,  Adjutant-General's  Office,  January  27,  1874,  to  ex- 
amine and  report  upon  the  James  River  and  Kanawha  Canal  project, 
respectfully  report  that  they  met  and  organized  at  the  office  of  the  engi- 
neer in  charge,  at  Richmond,  Va.,  on  the  5th  of  February.  By  invita- 
tion of  the  president  of  the  James  River  and  Kanawha  Canal  Company, 
Col.  C.  S.  Carrington,  they  thence  proceeded,  in  the  steam-yacht  kindly 
placed  at  the  disposition  of  the  board  by  General  W.  F.  Bartlett,  to 
examine  so  much  of  the  existing  canid  from  the  basin  at  Richmond  as 
far  up  as  could  be  compassed  in  a  day's  excursion.  The  following  day, 
after  having  examined  the  locks  connecting  the  bavsin  with  the  docks 
along  the  river,  they  were  met  by  a  committee  of  both  houses  of  the 
general  assenjbly  of  the  State  of  Virginia,  by  whom  they  were  introduced 
to  and  received  by  the  senate  and  house  of  representatives  in  session, 
and  were  presented  to  his  excellency  the  governor  of  the  State. 

The  same  night  they  took  passage  on  the  Chesapeake  and  Ohio  Rail- 
road, accompanied  by  the  president  and  chief  engineer  of  the  James 
River  and  Kanawha  Canal  Company,  (Col.  C.  S.  Carrington  and  Mr.  J. 
M.  Harris,)  and  the  chief  engineer  of  the  Chesapeake  and  Ohio  Railroad, 
(Mr.  H.  D.  Whitcomb,)  for  Charleston,  West  Virginia. 

As  the  proposed  route  down  the  Great  Kanawha  below  Charleston  is 
to  consist  of  a  sluice-dam  navigation,  it  was  not  deemed  necessary  to 
extend  the  present  examination  farther  west  than  Charleston,  especially 
as  the  season  of  the  year  was  unpropitious,  and  the  character  of  thp 
project  could  be  perfectly  understood  without  such  examination.  Pass- 
ing Sunday,  February  9,  in  Charleston,  the  board  had  opportunity  to 
obtain  much  valuable  information  concerning  the  proposed  route  and 
the  extraordinary  geological  features  of  the  great  Kanawha  Valley. 

On  Monday,  the  10th,  the  board,  accompanied  by  the  gentlemen 
already  named,  took  a  special  train  placed  at  its  disposal  by  the  courtesy 
of  the  Chesapeake  and  Ohio  Railroad  Company,  and  proceeded  east- 
ward, examining  as  they  went  the  location  of  i^roposed  dams  for  the 
slack-water  navigation  of  the  Kanawha  and  New  Rivers,  and  stopped 
for  the  night  at  White  Sulphur  Springs,  on  Howard's  Creek.  The  west- 
ern end  ot  the  tunnel  being  about  two  and  three-quarters  of  a  mile  below 
the  Springs,  and  two  and  a  half  miles  from  its  junction  with  the  Green- 
brier River,  and  the  eastern  end  but  a  few  miles  eastward,  the  Springs 
offered  the  most  convenient  point  for  an  examination  for  the  location  of 
the  tunnel,  and  of  its  shafts,  as  well  as  for  obtaining  a  comprehensive 
idea  of  the  topography  of  the  region  of  the  summit-level.  That  the 
ground  was  covered  with  snow  was  of  course  an  obstacle  to  that  thorough 
examination  which  the  members  of  the  board  would  have  liked  to  make; 
nevertheless,  the  essential  features  of  the  location,  so  fiir  as  the  canal 
and  tunnel  were  concerned,  were,  it  is  believed,  thoroughly  understood. 

The  board  visited  both  of  the  ])ropo8ed  tunnel  termini,  and,  besides, 
examined  commanding  poin^^s  with  relation  to  modifications,  and  per- 
haps change  of  location  for  the  tunnel.  They  were  of  course  unable  to 
penetrate  the  mountain  region  where  the  proposed  Anthony's  Creek 
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reservoir  is  located ;  but  this  is  a  matter  where  mere  personal  examina- 
tioD  could  have  added  little  or  nothing  to  the  information  furnished  by 
the  surveys  and  long-protracted  observations  of  the  competent  engi- 
neers who  have  prepared  the  plans  and  estimates. 

On  the  following  day,  February  11,  the  board,  completing  its  exam- 
inations in  this  region,  proceeded  to  Goshen,  and  stopped  for  the  night. 
They  had  intended  at  this  point  to  take  stagecoaches  for  Lexington,  and 
thence,  taking  boat  on  the  North  River  branch  of  the  James  River  and 
Kanawha  Canal,  to  follow  itand  the  main  stem  to  Buchanan,  and  through 
the  Blue  Ridge  to  Lynchburg.  The  state  of  the  roads  was  reported  to 
be  such  that  the  board  concluded  t-o  proceed  by  rail  to  Lynchburg, 
where  they  arrived  Wednesday  evening,  the  12th.  One  of  the  members 
and  the  recorder  proceeded  thence  down  the  canal  the  same  evening. 
The  others,  all  except  General  Weitzel,  who,  in  consequence  of  pressing 
duties,  left  the  board  at  Goshen  for  his  station,  remained  at  Lynchburg 
throughout  the  next  day,  Thursday,  during  which,  accompanied  by  the 
president  and  chief  engineer  of  the  canal,  and  by  several  prominent 
citizens  of  Lynchburg,  ^  they  made  an  excursion  up  the  canal  to  the 
upper  end  of  Judith  Pond  and  return,  thus  occupying  nearly  the  entire 
day.  On  the  following  day,  Friday,  the  president  of  the  board  left  for 
New  York  by  rail,  while  the  twa  remaining  members,  Mr.  Latrobe  and 
Colonel  Craighill,  passing  the  day  in  Lynchburg,  took  the  canal-packet 
the  ensuing  night  for  Richmond,  arriving  there  Sunday  morning. 

The  board  having  made,  as  well  as  the  season  of  the  year  would  per- 
mit, examination  of  the  route,  separated,  to  enable  members,  while  con- 
tinuing their  investigations,  to  attend  to  their  individual  duties. 

Before  the  reconvention  of  the  board,  on  call  of  the  president,  March 
9,  two  of  the  members,  Mr.  Latrobe  and  Colonel  Craighill,  who  bad  been 
appointed  a  committee  to  examine  the  estimates,  devoted  much  of  their 
time  to  this  duty,  in  which  they  were  assisted  by  Mr.  Harris,  Mr.  Flut- 
ton,  and  Mr.  Turpin.  They  also  visited  the  Hoosac  tunnel  for  the  pur- 
I)08e  of  obtaining  information  bearing  upon  tunnel-construction,  and 
the  president  visited  Syracuse  to  obtain  from  the  actual  experience  ot 
the  Erie  Canal  important  facts  concerning  water-consumption  and  lock 
arrangements. 

The  board  having  re-convened  in  New  York  on  the  9th,  were  favored 
with  the  attendance  of  Mr.  Harris  (chief  engineer  of  the  James  River 
and  Kanawha  Canal)  and  of  Mr.  Hutton;  and  their  several  reports  and 
estimates  were  again  gone  over  by  the  full  board. 

The  foregoing  account  of  the  proceedings  of  the  board  will  show  that, 
for  so  vast  a  subject,  these  examinations  could  be  but  of  a  very  general 
character.  In  such  a  case  the  obvious  mode  of  proceeding  was  first  to 
satisfy  themselves  that  the  projects  presented  had  been  conscientiously 
made  up  b3^  competent  engineers,  and  that  their  data,  their  facts^  their 
surveys,  &c.,  (to  the  extent  at  least  purported,)  were  reliable.  The  board 
at  the  outlet  unhesitatingly  affirms  this  to  be  the  case  in  the  projects 
submitted.  The  project  differs,  by  a  world-wide  difference,  from  a  mere 
reconnoissauce  of  a  new  route.  A  large  part  of  it  lies  over  a  work  ac- 
tually constructed;  another  portion  over  an  extension  of  that  same 
work  actually  commenced,  but  as  yet  incomplete;  another  [>ortion 
connecting  with  the  last-named  and  extending  over  the  summit  to  the 
Greenbrier  as  early  as  1825-'26,  the  subject  of  very  accurate  surveys 
and  estimates  by  the  subsequently  eminent  engineer,  the  late  Major 
McNeill,  United  States  Topographical  Engineers.  With  his  accurate  to- 
pogxaphy  before  them,  the  surveys  have  been  repeated,  and  again  rei)eat- 
ed  since,  and  projects  revised,  and  plans  made  with  all  this  accumulated 
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information.  A  great  modification,  indeed,  of  the  first  plans  has  been 
made:  first,  by  the  late  lamented  Mr.  E.  Lorraine,  (approved  by  all 
sijbsequent  engineers,)  in  the  introduction  of  the  long  tunnel.  But  to 
modern  engineers  such  tunnels  are  no  novelty,  and  its  existence  in  the 
present  plan  throws  no  element  of  uncertainty,  either  as  to  practica- 
bility or  cost.  So,  too,  with  regard  to  water-supply.  There  can  be  no 
reason  to  call  in  question  the  results  of  the  surveys  and  the  protracted 
observations,  extending  through  a  whole  year,  of  the  late  Mr.  Lor- 
raine. 

With  regard  to  a  very  important  part  of  the  line — the  Greenbrier  and 
New  River  slack- water  improvement  from  Howard's  Creek  to  the  Great 
Falls  of  the  Kanawha — the  engineer  in  charge  has  officially  stated  that 
he  has  not  had  adequate  means  of  surveying,  and  therefore  that  the 
plans  have  not  been  founded  on  such  perfect  knowledge  of  the  bed  of 
the  river  and  of  its  regimen  as  would  be  desirable  5  nevertheless,  the 
board  bear  witness  that  the  eiibrts  of  the  late  Mr.  Lorraine  and  of  his 
successor,  (at  the  time  assistant  on  this  work,)  Mr.  Harris,  have  been 
most  strenuous  to  supply  the  deficient  information,  and  that  their  plans 
for  locks  and  dams  have  been  most  carefully  and  conscientiously  made 
up,  while  lacking  in  some  elements  for  satisfactory  location  or  for  pre- 
cision of  estimate. 

Having  convinced  themselves  of  the  reliability  of  the  data  by  proi)er 
evidence,  the  board  must  necessarily  make  these  data  the  basis  of  their 
own  opinions  5  and  if  these  diverge  from  those  upon  which  the  plans 
have  been  based,  it  must,  in  generalybein  consequence  of  modification  of 
those  plans  being  judged  necessary. 

With  these  preliminary  remarks,  a  brief  description  of  the  project,  as 
presented  to  our  consideration,  will  now  be  given. 

The  James  River  and  Kanawha  Canal  is  a  project  for  connecting  the 
James  River  at  Richmond  with  the  Ohio  River  at  Point  Pleasant,  by 
meansof  acanal  and  slack-water  navigation.  The  canal  to  be  constructed 
will  have  a  width  of  70  feet  at  the  water-line,  with  a  depth  of  7  feet ;  its 
locks  to  be  120  feet  between  the  gates,  and  to  have  a  width  of  chamber 
of  20  feet.  The  tonnage  of  the  boats  to  be  used  on  it  will  be  about  280 
tons.  The  slack-water  navigation  to  begin  at  the  Greenbrier  River,  at 
the  end  of  the  canal,  and  to  continue  down  this,  the  New,  and  the  Kan- 
awha, to  the  Ohio  River.  The  locks  for  this  navigation  are  designed  to 
be  240  feet  by  40  feet,  with  7  feet  depth  of  water,  and  to  accommodate  a 
barge  of  700  tons,  or  four  boats  for  the  enlarged  canal. 

From  Paint  Creek  Shoals,  on  the  Kanawha,  to  the  Ohio  River,  it  is 
proposed  to  improve  the  navigation  by  means  of  open  sluice-dams. 

To  furnish  the  supply  of  water  for  this  improvement,  it  is  proposed  to 
construct  two  reservoirs,  the  first  in  the  valley  of  Anthony's  Creek,  a 
tributary  of  the  Greenbrier  River,  and  the  second  in  the  valley  of  Meadow 
River,  a  tributary  of  the  Gauley  River. 

The  execution  of  the  project  involves  work  which  may  be  subdivided 
as  follows : 

Ist.  The  enlargement  of  the  existing  canal  from  Richmond  to  Bu- 
chanan. 

2d.  The  construction  of  the  projected  and  definitely-located  portion  of 
the  canal  from  Buchanan  to  the  mouth  of  Fork  Run. 

3d.  The  construction  of  the  canal  up  Fork  Run  to  the  summit-level 
1,700  feet  above  tide,  under  the  Tuckahoe  and  Katis  Mountains,  by  a 
tunnel  seven  and  four-fifths  miles  long,  and  thence  down  the  valiej'  of 
Howard's  Creek  to  the  Greenbrier  River. 

4th.  The  slack-water  improvement  of  the  Greenbrier,  New,  and  Kaua- 
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wha  Rivers  to  Paint  Creek  Shoals,  (with  occasional  short  canals  toavoid 
expensive  location  of  dams.) 

5th.  The  open  shiice-dam  improvement  of  the  Kanawha  River  from 
Paint  Creek  Shoals  to  its  junction  with  the  Ohio  River. 

Concerning  this  project,  the  board  is  required  to  report  upon  "all 
questions  of  practicability,  plan,  and  probable  cost  for  a  water-commu- 
nication to  the  Ohio  by  the  way  of  the  James  and  Kanawha  Rivers, 
together  with  the  probable  time  required  for  its  completion,  and  the 
cost  of  maintenance  when  built." 

On  the  first  point,  practicability  of  a  water-communication,  a  resolu- 
tion, adopted  unanimously,  shows  the  sense  of  the  board : 

Rewlved^  That,  in  tbe  opinion  of  this  board,  it  is  entirely  practicable  to  connect  the 
waters  of  the  James  and  Ohio  Rivers  by  a  water-navigation  7  feet  in  depth. 

In  this  connection  we  remark  that  the  route  from  Richmond  as  far  as 
Covington  (243.77  miles)  is,  from  the  first-named  place  to  Buchanan, 
196^  miles,  an  established  work,  to  be  merely  enlarged^  and  between 
Buchanan  and  Covington  (47.27  miles)  a  partially-executed  work. 
There  could  be  no  doubt  of  the  practicability  of  enlargement^  unless 
some  unusual  obstacle  interposed.  On  the  contrary,  we  are  assured  by 
the  engineers  in  whose  charge  the  existing  work  now  is,  and  to  whom 
it  is  thoroughly  well  known,  that  not  only  is  enlargement  practicable, 
but  that  it  has  been  carefully  estimated  for. 

The  remaining  portion  of  open-canal  route  between  Covington  and 
the  Greenbrier  has  been,  almost- throughout  its  whole  length,  examined 
by  the  board,  and  it  is  their  opinion  that  it  is  as  practicable  to  make 
the  open-canal  part  as  in  parts  where  the  work  has  been  already  executed. 

With  regard  to  the  tunnel,  as  presented  to  us,  it  is  of  about  the  same 
length  as  the  Mont  Cenis  tunnel,  and  it  has  a  very  great  advantage 
over  this,  that  whereas  that  was  wholly  driven  from  the  ends,  the 
proposed  tunnel  will  be  driven  from  shafts  of  moderate  height,  and  at 
distances  seldom  exceeding  one  mile.  The  rock,  too,  is  of  a  material 
very  easily  excavated. 

With  regard  to  the  proposed  reservoirs  on  Anthony's  Creek  and 
Meadow  River,  the  question  of  practicability  depends  solely  upon  that 
of  building  dams  of  the  required  height,  about  which  no  question  has 
been  raised.  The  drawing  of  water  in  large  volumes  and  the  controlling 
of  its  draught,  under  a  head  of  60  or  more  feet,  may  indeed  require 
unusual  arrangements  and  extraordinary  precautions,  all,  however, 
perfectly  practicable. 

With  regard  to  the  extension  of  the  water-line  from  the  mouth  of 
Howard's  Creek,  on  the  Greenbrier,  to  the  Great  Falls,  while  the  board 
is  unanimous  as  to  the  question  of  practicability^  of  a  "  water-communi- 
cation,'' they  are  not  so  as  to  Jbhe  proposed  method  of  locks  and  dams, 
or  slack-water  navigation ;  and  the  difference  involves  very  material 
differences  in  the  probable  cost  of  the  work.  All  concur,  however,  in 
the  opinion,  as  expressed  by  formal  resolution,  '*  that  it  may  be  expe- 
dient to  adopt  canal-navigation  for  this  part  of  the  line,  with  occasional 
exceptions,  where  it  may  be  desirable  in  consequence  of  peculiarly 
favorable  reaches  or  the  necessity  of  water-supply." 

Concerning  the  further  extension  of  the  water-communication  of  7 
feet  at  low- water  from  the  Great  Falls  to  the  mouth  of  the  Kanawha,  no 
question  of  practicability  has  been  raised,  i.  e.,  that  by  dams  and  sluices, 
or  eUe  by  locks  and  dams,  it  may  be  accomplished. 

In  the  question  of  practicability,  that  of  water-supply  at  the  summit 
is  necessarily  involved.    Accepting  as  reliable  the  surveys  and  observa- 
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tions  of  Authony's  Creek  and  its  water-shed,  the  question  of  quantity 
of  water  available  from  that  source  is  accepted  with  them.  Taking 
actual  experience  on  the  Jordan  summit  of  the  Erie  Canal  for  estimat- 
ing water-consumption,  the  demand  would  be  somewhat  greater  than 
in  the  estimates  presented  to  us ;  nevertheless;  a  large  surplus  still  re- 
inaius,  while,  on  the  other  hand,  the  whole  Greenbrier  Valley,  from  near 
Howard's  Creek  to  its  sources,  lies  above  the  proposed  summit-level, 
and  a  large  portion  of  its  water-shed  (five  times  that  of  Anthony's 
Creek)  may  be,  by  reservoirs,  converted  into  gathering-ground  for  the 
canal.  The  board,  therefore,  are  unanimous  in  the  opinion  that  an  ample 
water-supply  can  be  commanded. 

On  the  second  point  submitted,  Viz,  the  plan,  there  are  minor  diflfer- 
ences  of  opinion  applying  to  all  that  portion  east  of  the  summit,  (or,  more 
generally  speaking,  to  all  everywhere  which  shall  be  opeti  canal,)  which, 
however,  will  involve  very  considerable  differences  as  to  cost.  These 
differences  refer  to  whether  the  proposed  plans,  with  single  locks,  shall 
be  accepted  as  they  are,  or  whether  the  locks,  remaining  single,  shall  be 
enlarged ;  or,  finally,  whether  double  locks  shall  be  everywhere  con- 
structed and  the  sides  of  the  prisms  be  revetted. 

So  tar  as  regards  the  tunnel,  the  board  is  unanimously  of  opinion  that 
a  tunnel  of  the  dimensions  proposed,  (52  broad  by  34  high,)  i.  e.,  wide 
enough  for  passing  everywhere,  should  not  be  attempted,  and,  on  the  sug- 
gestion of  one  of  our  members,  unite  on  the  recommendation  of  a  single 
tunnel  with  turn-outs  of  dimensions  which  will  be  fully  set  forth  in  his 
individual  report,  with  which,  hereafter,  if  found  necessary^  a  second 
tunnel  may  be  combined.  It  is  also  suggested  that  the  tunnel  and  canal 
construction  may  be  facilitated  by  raising  the  level  20  feet,  so  as  to  avoid 
the  deep  cutting  in  the  narrow  valley  of  Howard's  Creek ;  or  improved 
by  a  radical  change  of  location^  taking  a  point  near  the  railroad-cross- 
ing in  the  ravine  of  Brush  Creek,  or  JeiTy's  Run,  for  the  eastern  terminus, 
and  the  same  point  on  Howard's  Creek  for  the  western.  By  this  it  is 
supposed  that  two  miles  of  canalling  would  be  saved,  and  the  location 
laid  in  a  more  open  valley  (Brush  Creek)  than  Fork  Run  ;  or,  finally,  and 
possibly,  by  starting  from  the  last-named  point  and  tunneling  a  dis- 
tance scarcely  exceeding  that  originally  designed  by  Mr.  Lorraine,  (nine 
miles  and  a  fraction,)  the  valley  of  the  Greenbrier  may  be  reached,  by 
which  the  expensive  canalling  in  Howard's  Creek  ravine  and  the  feeder 
would  be  wholly  dispensed  with.  These  modifications  of  location  are  not 
mentioned  as  matters  of  positive  recommendation,  but  as  subjects  for 
further  survey,  with  a  view  to  having  the  best  possible  location. 

The  board  here  remark,  too,  that  in  so  long  a  tunnel  the  question  of 
traction  assumes  a  very  predominant  importance.  Diminution  of  the 
great  cost  of  such  works  impels  the  fixing  of  the  very  narrowest  dimen- 
sions admissible.  On  the  other  hand,  resistance  to  traction  increiisesso 
rapidly,  as  the  dimension  of  the  tunnel  is  made  to  approximate  to  the 
dimension  of  the  boat,  that  it  becomes  a  very  important  question  how 
those  dimensions  should  be  fixed ;  whether  the  diminution  of  width  (by 
which  the  cost  of  excavating  and  arching  is  much  diminished)  may  not 
be  compensated  by  an  increase  of  depth  ;  and  finally,  that  the  mode  of 
traction  be  positively  fixed  before  the  tunnel-section  and  interior  ar- 
rangements are  finally  determined.  The  long  experimental  difficulties 
encountered  on  the  St.  Quentin  tunnel,  three  and  one-fourth  miles 
long,  (Belgium,)  and  the  Pouilly  tunnel,  two  and  one-tenth  miles  long, 
(France,)  in  applying  horsepower  and  steam,  show  that  the  tunnel  can- 
not be  economically  and  successfully  planned  till  the  matter  is  entirely 
settled.    Were  the  question  still  in  the  form  originally  presented  to  us, 
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i.  e.,  of  a  single  tunnel  wide  enough  for  passing,  this  matter  of  traction 
would  play  a  less  important  part,  for  there  would  be  a  wide  water-way, 
(in  which,  nevertheless,  there  is  still  an  increase  of  25  per  cent,  in  the 
traction,  according  to  Mr.  Hntton's  calculations,)  but  with  a  narrow 
tunnel  the  question  becomes  of  very  great  importance. 

Concerning  the  plans  for  lock  and  dam  navigation  on  the  Greenbrier, 
New,  and  Kanawha  Rivers,  there  is  diflference  of  opinion  as  to  the  ap- 
plicability of  the  system,  while  it  is  admitted  that  further  surveys  are 
necessary  to  the  final  adjustment  of  these  plans.  The  engineer  in  charge 
states  officially  to  the  board,  "  I  would  not  build  dams  on  bowlders,  but 
I  have  no  doubt  of  our  ability  to  carry  the  work  through  the  New  River 
sections  successfully  by  the  use  of  the  ultimate  resort  of  a  canal  at 
points  where  others  fail."  As  four  of  the  New  River  dams,  besides  sev- 
eral others,  are,  in  the  projects  before  us,  founded  where  as  yet  the  bed- 
rock has  not  been  discovered,  the  above  statement  is  conclusive  that 
the  plans  need  revision.  As  there  is  not  complete  unanimity,  as  before 
observed,  concerning  the  success  of  the  slack-water  method  of  naviga- 
tion in  this  locality,  the  objection  to  it  must  be  left  for  discussion  in  the 
individual  reports. 

On  the  third  point  submitted  to  the  board,  viz,  the  probable  cost,  the 
resolution  of  the  board — that,  in  the  opinion  of  the  board,  the  water- 
Hne  by  the  James  River  and  Kanawha  route,  with  7  feet  depth,  may 
be  completed  in  six  years  at  a  cost  of  not  more  than  $60,000,000,  allow- 
ing an  unusually  broad  margin  for  contingencies  which  cannot  be  accu- 
rately measured;  the  cost  may  reasonably  be  expected  to  be  within 
$55,000,000,  and  possibly  not  exceed  $50,000,000 — expresses  the  sense 
of  the  majority  of  the  board  both  as  to  probable  cost  and  time  of  com- 
pletion. 

It  has  already  been  stated* that  the  estimates  submitted  by  the  engi- 
neer have  been  revised  and  in  general  seemed  adequate  for  the  work  pro- 
posed. Indeed,  the  only  increase  in  the  scale  of  prices  has  been  a  mod- 
erate one  applied  to  the  summit-tunnel,  at  the  recommendation  of  one  of 
our  members,  whose  experience  has  made  him  particularly  authoritative 
on  this  subject.  One  of  the  members  of  the  board  does  not  concur  in 
the  above-specified  probable  cost,  his  dissent  being  founded  on  non- 
concurrence  in  the  portion  of  the  plans  which  involves  slack- water  navi- 
gation, and  on  the  necessity  of  doubling  the  locks  or  Increasing,  with 
their  dimensions,  those  of  the  canal-prism  in  order  to  accommodate  the 
expected  traffic. 

Concerning  the  fourth  and  last  point  submitted,  viz,  "  the  benefits  to 
commerce  to  be  derived  from  the  construction  of  such  a  work,"  the 
board  can  only  speak  in  general  terms.  Indeed,  it  cannot  be  expected 
of  its  members,  most  of  whom  are  little  conversant  with  the  statistics  of 
commerce  and  with  those  intricate  details  which  are  involved  in  ques- 
tions merely  of  profit  on  capital  invested,  to  speak  otherwise  than  in 
general  terms. 

In  such  terms  the  following  resolution  expresses  the  unanimous 
opinion  of  tlie  members: 

In  the  opinion  of  the  board,  this  route  presents  extraordinary  claims  as  the  measure 
of  relief  to  the  population  of  the  Western  States,  in  furnishing  them  for  their  bulky 
productions  cheap  transportation  to  a  market,  and  for  fostering  the  commerce  of  the 
United  States  by  developing  immense  mineral  resources  now  neglected. 

A  glance  at  the  map  of  the  United  States  east  of  the  Rocky  Mount- 
ains shows  tliat  the  northern  frontier  is  skirted  by  the  great  lakes  and 
the  St.  Lawrence  River,  furnishing,  with  the  adjunct  of  the  Erie  Canal, 
water-transx>ortation  to  the  seaboard  to  the  entire  northern  border. 
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The  Mexican  Gulf  forms  the  southern  boundary,  and,  by  aid  of  the 
rivers  which  it  receives,  and  especially  by  the  Mississippi,  furnishes 
water- transportation  to  the  regions  through  which  these  rivers  ramify. 
On  the  other  hand,  there  is  a  great  central  region  for  which  these  routes 
to  the  seaboard  and  a  market  are  too  long.  If  we  regard  the  Mississippi 
River  as  a  great  north  and  south  or  meridian  line  of  water- transporta- 
tion, bisecting  the  country,  as  distinguished  from  the  lakes  and  the  Gulf 
which  skirt  the  northern  and  southern  boundaries,  we  shall  find  that, 
while  this  great  central  axis  sends  out  to  the  westward  its  numerous 
great  and  parallel  arms  to  the  foot  of  the  Rocky  Mountains,  by  which  it 
draws  to  itself  the  freight  commerce  of  this  vast  region,  it  directs  one 
single  central  arm — the  Ohio — to  the  eastward  and  toward  the  Atlantic 
seaboard,  and  that  the  natural  and  shortest  prolongation  of  this  arm  to 
the  Atlantic  seaboard  is  the  Kanawha,  and,  by  implication,  the  "  cen- 
tral water-line '^  upon  which  we  are  called  to  report.  With  the-se  gen- 
eral remarks,  we  believe  we  may,  in  this  report,  dismiss  the  subject, 
referring,  for  statistics  especially  relating  to  it,  to  the  numerous  printed 
documents  and  to  appended  statements  of  several  of  the  individual 
members. 

It  could  hardly  be  expectejl  that  on  all  points  connected  with  so  vast 
a  project  there  should  be  perfect  unanimity.  Hence,  while  unanimous 
in  the  foregoing,  the  several  members  deem  that  the  full  exhibition  of 
their  several  views  requires  individual  expressions  of  opinion,  which 
will  be  appended  to  this. 

Respectfully  submitted. 

J.  G.  Barnard, 
Colonel  of  Engineers  and  Bvt.  Maj,  Gen,  U,  S.  A. 

Ben  J.  H.  Latrobe, 

Civil  Engineer. 

Q.  A.  GiLLMORE, 

Lieut  Col.  of  Engineers^  Bvt.  Maj.  Gen. 

Wm.  p.  Craighill, 
Major  of  Engineers,  Bvt.  Lieut.  Col. 
G.  Weitzel, 
Major  of  Engineers,  Bvt.  Maj.  Gen.  U.  S.  A. 

Thomas  Turtle, 
\  First  Lieut,  of  Engineers^  Recorder. 

Brig.  Gen.  A.  A.  Humphreys, 

Chief  of  Engineers,  U.  S.  A. 


The  following  papers  of  individual  members  form  appendixes  to  this 
report,  and  are  deemed  essential  to  a  full  expression  of  the  views  of  the 
board : 

1.  Remarks  of  General  Barnard  supplementary  to  the  general  report  of  the  board  on 
the  James  River  and  Kanawha  Canal  project. 

2.  Letter  to  the  Chief  of  Engineers  of  Mr.  B.  H.  Latrobe. 

3.  Letter  to  the  Chief  of  Engineers  of  General  Q.  A.  Gillmore. 

4.  Letter  to  the  Chief  of  Engineers  of  Col.  W.  P.  Craighill. 

5.  Letter  to  the  Chief  of  Engineers  of  General  G.  Weitzel. 


1. — Remarks  of  General  J.  G.  Barnard  supplementary  to  the  general  report  of 
the  hoard  on  the  James  River  and  Kanawha  Canal  proje-ct. 

In  the  general  report  it  is  stated  that  "  one  of  the  members  of  the 
board  does  not  concur  in  the  above-specified  probable  cost,  his  disseut 
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bein^  mainly  founded  on  non-concurrence  in  the  portion  of  the  plans 
which  involves  slack-water  navigation,  and  upon  the  necessity  of  doub- 
ling the  locks,  or  to  increase,  with  the  dimensions  of  the  locks,  those  of 
the  prism,  to  accommodate  the  expected  traffic." 

Concerning  the  increase  in  lock  dimensions  without  enlargement  of 
prism,  width  and  depth,  (as  the  measure  is  understood  to  be  in  accord- 
ance with  the  views  of  the  engineers  of  the  existing  canal,  and  as  it  has 
been  unanimously  not  only  approved  but  recommended  by  all  my  col- 
leagues on  the  board,)  1  do  not  care  to  press  my  non-concurrence  further 
than  its  verbal  expression,  merely  stating  that  not  having  had  practical 
experience  on  canals,  I  could  only  fonu  my  opinion  upon  the  well-devel- 
oped experience  of  the  great  work  from  which  actually  proposed  dimen- 
sions of  the  work  submitted  to  us,  and  of  most  other  li^e  canal  projects, 
have  been  taken — the  Erie  Canal. 

So  far  as  I  have  had  opi)ortunity  of  learning  that  experience,  the  ton- 
nage estimated  for  the  proposed  canal  (three  times  as  great  as  the  Erie 
has  yet  ever  carried)  demands  either  double  locks  or  much  enlarged 
tonnage  in  its  boats,  to  be  obtained  only  by  increasing  the  lock  dimen- 
sions, anxi  with  them  the  prism  dimeusiousl 

For  another  reason  I  have  found  myself  unable  to  acquiesce  in  the  con- 
clusions of  the  majority  with  regard  to  the  plans  and  probable  cost  of 
the  work.  I  refer  to  the  proposed  *'lock  and  dam''  navigation  of  the 
Greenbrier  and  New  Rivers,  on  a  scale  such  as  to  admit  steamers  or 
tow-boats  with  canal-barges,  (locks  240  feet  long  and  40  to  50  feet  wide.) 

In  order  to  be  brief,  I  will  allude  first  to  that  portion  of  the  work 
which  is  least  suited  to  that  kind  of  navigation,  viz,  that  portion  of  the 
New  River  from  Bowyers's  Ferry  to  the  mouth  of  the  Gauley.  It  is  eight- 
een miles  in  length,  and  has  an  average  fall  of  15  feet  per  mile.  The 
expressive  term  '*  canon,"  though  sometimes  extended  much  further,  is 
more  especially  confined  to  this  portion.  "The  river  here  breaks  through 
Sewall  Mountain,  and  is  confined  throughout  within  narrow  limits, 
bounded  by  rugged  banks  and  precipitous  cliffs  rising  many  hundred  feet 
above  the  surface  of  the  water."  Along  this  chasm  the  project  shows  15 
dams,  averaging  one  and  one-fifth  miles  apart,  and  20  locks;  the  longest 
dam  is  607  feet,  and  the  shortest  317  feet.  The  average  length  is  404 
feet;  average  height,  (from  foundations,)  30  feet.  The  least  lift  of  any 
lock  is  9  feet ;  the  greatest  24  feet;  lifts  of  15,  16, 17,  and  18  feet  very 
frequent.  The  extreme  flood-discharge  of  the  river  is  estimated  to  be 
98,000  cubic  feet  per  second,  and  to  flow  over  a  dam  of  average  length, 
(404  feet,)  with  a  height  of  17  J  feet,  (about.)  The  locks  are  to  be  40  feet 
wide;  to  be  correspondingly  increased,  (i.  e.,  to  46  or  48  feet,)  if  the  eu- 
larged  lock  recommended  by  the  majority  of  the  board  be  introduced 
into  the  canal  part  of  the  line. 

The  regimen  of  the  river  is  scarcely  at  all  known,  and  even  the 
amount  of  flood-discharge  is  calculated  upon  the  "concurrent  reports 
of  nearly  all  the  engineers  who  have  surveyed  the  river,  that  it  seldom, 
if  ever,  rises  more  than  8  feet  on  the  ledge,  1,300  feet  long,  over  which 
flow  the  Great  Falls  of  New  River;  otherwise  known  as  Richmond 
Falls."  The  lock-gates  and  guard-wails  are  to  be  built  high  enough  to 
exclude  these  floods,  which  are  computed  to  rise  17^  feet  on  the  average 
dam,  and  19  or  20,  probably,  on  those  of  minimum  length. 

The  Greenbrier,  to  junction  of  New  River,  forty-nine  miles,  has  an 
average  fall  of  between  6  and  7  feet :  and  from  thence  to  Bowyer's 
Ferry  ^about  the  same  distance)  the  New  River  falls  (average)  nearly  10 
feet ;  thence  to  Great  Falls,  eighteen  miles,  15  feet  per  mile,  as  before 
stated.     The  floods  of  the  Greenbrier  are  stated  by  Mr.  Hutton  to  be 
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20  feet  high ;  of  the  New  River,  30  to  35  feet  from  Stretcher's  Neck 
(about  fifteen  miles  above  Bowser's)  to  Bowyer's,  and  for  a  few  miles  be- 
low Miller's  Ferr^'  40  to  50  feet.*  The  Greenbrier  and  upper  parts  of 
New  River  would  be,  of  course,  more  amenable  to  the  slack-water  sys- 
tem than  the  extremely  unfavorable  portion  first  alluded  to ;  and  it  is 
quite  possible  that  reaches  of  some  extent  may  be  introduced.  Whenever, 
however,  the  lockage  is  through  locks  necessarily  laid  with  full  exposure 
to  the  floods,  (as  they  must  be  to  lock  directly  from  pool  to  pool^)  there 
will  be  the  danger  of  destruction  and  the  dangers  and  obstacles  of  car- 
rents.  In  the  plans  before  the  board  there  are,  in  all,  60  dams  and  75 
locks,  the  latter  with  an  average  lift  of  14  feet. 

The  foregoing  staten^ent  of  the  elements  which  make  up  the  proposed 
"lock  and  dam  "  t  navigation  will  suffice  to  show  that  they  are  very  un- 
usual. Neither  Mr.  Harris,  (chief  engineer  of  the  James  River  and 
Kanawha  Canal  Company,)  in  his  report  on  the  subject,  January  15, 
1874,  nor  his  predecessor,  the  late  Mr.  Lorraine,  in  answering  the  "objec- 
tions to  canals  in  mountain  districts,"  cite  any  real  precedeuts.J 

I  would  not  urge  my  individual  opinion,  formed  from  the  most  thorough 
review  of  this  subject  of  impr'ovement  of  rivers  which  I  have  be^n  able  to 
make,  against  those  of  the  numerous  distinguished  engineers  who  have 
planned  or  given  their  approval  to  the  system;  but  as  an  engineer,  con- 
sulted by  the  Government  on  this  question,  I  cannot,  while  unconvinced 
of  the  adequacy  and  fitness  of  this  link  of  a  "  great  central  water-line"  of 
communication  between  the  trans-AUeghanian  States  and  the  Atlantic 
seaboard,  officially  affirm  its  '*  practicability,"  though  I  have  no  donbt 
that,  so  far  as  mere  construction  is  concerned,  it  is  so.  I  believe  the 
proper  and  safe  basis  for  the  project  for  this  part  of  the  route  to  be 
an  in(lei)endent  canal,  with  perhaps  the  introduction  of  occasional  reaches 
of  slack-water  which  may  be  peculiarly  favorable  for  navigation  or 
necessary  for  the  purposes  of  water-supply. 

The  rivers  along  which  this  navigation  lies  are  very  tortuous,  the 
straight  line  from  Howard's  Creek  to  Great  Falls  having  little  more 
than  half  the  length  of  their  actual  course.  Thus  far  the  river-channel 
and  immediate  margins  have  alone  been  made  the  subject  of  survey  and 
study,  and  scarcely  more  than  a  guess  can  be  made  as  to  the  direction 
and  depth  of  the  valleys  of  the  numerous  creeks  that  enter.  It  is  at 
least  within  the  compass  of  a  reasonable  probability  that,  by  skillful  use 
of  these  ravines  as  sites  for  the  locks,  combined  with  tunnels  of  greater 
or  less  length,  and  with  occasional  slack-watered  portions  of  the  river, 

*  Flood-marks  of  a  height  very  much  exceeding  these  last  figures  have  beeu  uDinis- 
takal)ly  discovered  at  oue  locality  in  the  cailon.  As  it  is  exceptional  in  height,  (69  feet,) 
peculiar  to  the  locality,  and  never  actually  observed,  I  only  allude  to  the  recorded  fact 
The  reduction  of  these  floods  to  less  than  30  feet,  by  the  removal  of  bowlders,  is  M- 
snmed,  but,  to  my  mind,  far  from  demonstrated.  The  dams,  even  below  Bovvyer's  Ferry, 
average  but  30  feet  above  foundations  and  considerably  less  than  30  feet  above  low- 
water.  They  will,  therefore,  be  overtopped  by  back-water,  by  floods  of  less  than  30 
feet.  Whether,  therefore,  the  guard-locks  and  short  reaches  of  independent  ciinal  (the 
sole  harbors  of  refuge  to  boats  caught  in  these  floods)  be  submerged,  depends,  it  would 
seem,  on  the  tenabifity  of  this  assumption. 

f  There  is  an  important  distinction  to  be  made  between  a  pure  "  lock  and  dam  "  navi- 
gation, such  {IS  this  is,  (with  the  exception  of  some  short  canal-reaches  where  rock 
fonndutious  for  dams  are  not  found,)  and  a  "  slack-water-'  navigation  in  which  favorable 
reaches  of  slack-water  are  iutrcMluced.  The  latter  is  not  inconsistent  with  entire  re- 
moval of  lift-locks  from  the  river  to  dry  land 

t  Where  the  James  River  Canal  passes  the  Blue  Ridge,  with  a  fall  of  about  14  feet 
per  mile,  the  navigation  is  independent  canal.  Above  and  below  the  Blue  Ridge  the 
slack-wat^r  consists  of  occasional  favorable  reaches  connected  by  canal,  the  fall  being 
less  than  5  feet  iMjr  mile.  So  of  the  North  River  branch,  where  the  fall  is  ^  feet  per 
mile.    The  locks,  moreover,  are  only  15  feet  in  width. 
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the  canal  and  locks  may  be  removed  entirely  from  the  river-bed,  and 
the  length  of  the  line  greatly  reduced,  doing  away  with  most  of  the 
dams,  placing  the  locks  where  their  construction  will  (diminished  to  the 
standard  size  of  canal-locks)  cost  but  a  fraction  of  the  sum  estimated 
for  those  of  the  proposed  plan,  and  where  they  will  be  in  perfect  security. 
Against  this  economy  must,  however,  be  set  off  the  increased  cost  ot 
baildinga  canal-trunk  on  very  difficult  ground,  and  of  driving  numer- 
ous tunnels. 

In  the  initiation  of  a  route  presented  as  a  great  national  measure  to  be 
undertaken  by  the  Government  for  accomplishing  objects  which  ihe 
board  concurs  with  the  warmest  advocates  in  attributing  to  this,  there 
should  be  no  doubtful  element,  nor  should  the  increased  cost  be  any 
objection  to  the  fixing  of  the  whole  project  on  its  proper  basis.  The 
plans  presented  for  the  preparation  of  these  rivers  for  lock  and  dam 
navigation  by  steamboats  and  tows  are  avowedly  incomplete,  and  the 
estimate  not  presented  as  accurate.  Their  modification  by  the  adoption 
as  a  basis  of  an  independent  canal,  in  conjunction  with  the  adaptation 
of  the  locks  and  canal  section  to  the  proposed  traffic,  may,  and  proba- 
bly will,  increase  the  cost  beyond  the  highest  sum  mentioned  in  the 
general  report  of  the  board.  In  saying  this  1  am  not  to  be  understood 
as  dissenting  from  the  board  as  to  the  adequacy  of  the  estimates  on  tbe 
basis  on  which  they  are  made. 

Bespectfully  submitted. 

J.  G.  Barnard, 
Colonel  of  EngiTieers  and  Bvt.  Maj.  Oen.  U,  S.  A. 

New  York,  March  28, 1874. 


NOTE  CONCERNING  WATER  CONSUMPTION  AND  SUPPLY. 

L  Comumption. — The  portion  of  the  line  to  be  supplied  from  the  sum- 
mit-level is  that  stretching  from  Covington  to  the  Greenbrier,  and  this 
length,  exclusive  of  the  tunnel^  is  21.9,  or,  in  round  numbers,  22  miles. 

The  maximum  lift  of  any  locks  (which  governs  the  calculation)  is  14 
feet.  For  single  locks  Colonel  Abert,  in  his  exhaustive  treatment  of 
this  question,  says  two  locksful  per  boat  should  be  allowed  for  passage 
of  summit.  For  double  locks  oti  the  Erie  nearly  one  and  a  half  are  actually 
consumed. 

As  the  above  number  of  boats  is  (for  single  locks)  excessive,  however, 
I  retain  the  computation  at  1^,  and  we  require  for  lockage  10,080,030 
per  day=7,000  per  minute. 

On  the  Erie  Canal,  of  almost  identical  section,^^<rateon  and  evaporation 
consume,  as  tested  by  observation  on  the  Jordan  level,  Hfteen  miles 
long,  200  cubic  feet  per  minute.  Hence,  for  22  miles,  0,53o,000  cubic 
feet  per  day =4,400  per  minute. 

Leakage  at  lock  gates,  double  locks  at  two  extremities  of  the  Jordan 
level  on  the  Erie  Canal,  (one  lock  7  feet  on  5 J  feet  lift,  width  18  feet,)  is 
3,000  cubic  feet  per  minute. 

Our  locks  are  single,  but  they  have  twice  the  lift,  and  they  are  one- 
ninth  wider.  It  is  rather  within  limits  to  allow  the  same,  4,320,000 
cubic  feet  per  day =3,000  cubic  feet  per  minute. 

There  are  other  causes  of  waste,  (see  Colonel  Abert's  report,)  which,  on 
the  Erie,  are  estimated  at  900  feet  per  minute  for  this  level.  I  will  as- 
sume 500  feet ;  hence,  for — 
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Waste  at  strtwtures^  720,000  cubic  feet  per  day =500  cubic  feet  per 
minute.  Total,  21,456,000  cubic  feet  per  day =14,900  cubic  feet  per 
minute. 

Now  it  is  not  certain  tliat  the  tunnel  will  consume  no  water,*  and  the 
feeder  from  the  dam  on  Greenbrier  will  certainly  consume  a  great  deal 
(See  Colonel  Abert's  report.)    Hence  it  would  be  better  to  assume  as— 

Total  required,  25,000,000  cubic  feet  per  day=17,360  cubic  feet  per 
minute. 

II.  Water-supply. — The  total  discharge  of  Anthony's  Creek  for  the 
twelve  months  commencing  July  1,  1851,  was  found  by  Mr.  Lorraine 
to  be  5,670  millions  of  cubic  feet;  the  area  of  the  basin  one  hundred 
and  two  square  miles,  showing  an  actual  drainage  of  two-thirds  the 
usual  rain -fall  of  36  jnches,  and  more  than  two-thirds  the  rain  as 
gauged  during  these  twelve  months,  (34J  inches.)  The  proposed  reser- 
voir will  contain  4,806  millions  of  cubic  feet;  and  as  a  daily  evapora- 
tion of  J  inch  from  its  surface  is  allowed  for  900  millions,  it  will  practi- 
cally store  all  the  available  drainage  of  the  basin.  The  total  annual 
discharge  of  the  Greenbrier  can  be  only  inferred  from  the  area  of  its 
drainage-basin  ;  and  this,  from  imperfection  of  maps,  can  be  but  rudely 
approximated  to.  It  is  probably  four 'to  five  times  that  of  its  tributary, 
Anthony's  Creek ;  i.  c,  its  drainage  should  .be  twenty-two  and  a 
half  to  twenty-eight  thousand  millions  of  cubic  feet,  the  smallest  of 
which  numbers  greatly  exceeds  the  contents  of  Mr.  Ellet's  proposed 
Meadow  River  reservoir.  How  much  of  this  drainage  may  be  gath- 
ered and  utilized  for  the  one  hundred  and  twenty  days  of  summer,  over 
and  above  the  actual  discharge  of  the  river,  (estimated  by  Mr.  Hutton 
at  S^'millions  of  cubic  feet  per  day  for  the  summer  months,)  can  only 
be  determined  by  survey.  Although  McNeill  says  that  the  Greenbrier 
Valley  is  "admirably  adapted  to  reservoirs,''  (he  had  in  mind  compara- 
tively small  ones,)  a  glance  at  Mr.  Ellet's  description  and  map  of  the 
Meadow  River  reservoir  suffices  to  show  that  no  such  topography  ex- 
ists in  the  Greenbrier  Valley,  and  that  it  would  be  hazardous  to  affirm 
that  one-third  of  its  drainage  (by  resort  to  numerous  small  reservoirs) 
could  be  collected,  t 

These  two  streams,  or  rather  the  Greenbrier  alone,  to  which  Anthony's 
Creek  is  but  a  tributary,  are  the  main  sources  of  water-supply  to  the 
summit;  but  it  would  seem  that  from  these  the  supply  could  be  readily 
doubled ;  and,  indeed,  much  more  than  doubled. 

Assuming  that  25  millions  per  day  (or  3,000  millions  for  120  days)  are 
required  for  the  canal,  and  2,232  millions  in  addition  for  the  Greenbrier 
slack- water  navigation,  (which  is  but  a  small  fraction  more  than  is  con- 
sumed in  the  estimated  lockages,)  and  the  total  contents  of  the  Antho- 
ny's Creek  reservoir,  added  to  the  summer  flow  of  the  Greenbrier,  is 
nearly  all  called  for  as  a  supply  for  the  project  now  presented.  A  reduc- 
tion of  such  nnusual  "lifts"  as  14  feet  in  locks  drawing  from  the  sum- 
mit-level would  be  desirable.  Arrangements  of  locks  increasing  con- 
sumption cannot  safely  be  made  without  increasing  the  supply  arrange- 
ments; that  is,  by  constructing  other  reservoirs,  supposing,  as  I  do, 
that,  at  the  very  outset,  the  number  of  lockages  to  be  as  estimated. 

J.  G.  B. 

*  On  the  IllinoiB  Canal  deep  cuts  through  stratified  rock  have  been  found  to  waste 
water  more  than  other  excavatious,  and  to  be  difficult  to  puddle. 

t  It  is  possible,  perhaps,  though  no  one  reservoir  can  be  made,  that  by  a  costly  suc- 
cession of  dams  and  reservoirs  along  the  main  vallej)  the  whole  drainage  might  be 
gathered. 
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2. — Letter  to  the  Chief  of  Engineers  of  Mr,  Benj,  JET.  Latrobe. 

United  States  Engineer  Office,  Army  Building, 

Is'ew  Yorkj  March  19,  1874. 

General  :  The  joint  report  of  the  board  expressing  the  views  which 
I  entertain,  in  common  with  my  colleagues,  upon  the  points  embraced 
in  the  instructions  under  which  we  are  acting  in  reference  to  the  pro- 
posed extension  of  the  James  River  and  Kanawha  Canal  to  the  Ohio 
Kiver,  I  have  only  to  offer  some  suggestions  as  to  the  mode  of  carrying 
the  work  into  effect  in  its  final  location  and  construction. 

In  stating  my  opinion  of  its  practicability  I  mean  to  express  my  belief 
that  its  cost  will  not  be  greater  than  the  objects  it  contemplates  will 
fully  warrant.  In  regard  to  the  dimensions  of  the  work  best  suited  to 
the  accommodation  of  the  trade  to  pass  over  it,  and  to  the  economy  of 
its  transportation,  I  see  no  reason  to  dissent  from  those  upon  which  the 
plans  and  estimates  of  Colonel  Craighill  have  been  founded.  I  will, 
however,  offer  a  suggestion  on  this  head  further  on. 

As  respects  the  plans  of  the  different  structures,  viz,  the  dams,  locks, 
aqueducts,  culverts,  &c.,  they  appear  to  me  to  be  judiciously  designed. 

From  the  examination  I  have  made  of  the  prices  of  the  different 
classes  and  kinds  of  work,  I  believe  them  to  be  suflBcient,  with  perhaps 
one  exception,  which  I  will  notice  in  its  place.  The  proposed  mode  of 
conducting  the  work  upon  the  enlargement  of  the  existing  canal  be- 
tween Richmond  and  Buchanan  I  think  judicious — that  is,  to  retain  the 
present  locks  upon  the  part  near  Richmond,  where  the  local  trade  is 
heavy,  and  place  the  new  locks  alongside  of  them,  and  for  the  remainder 
of  the  distance  to  let  the  new  occupy  the  sites  of  the  old  locks,  where 
those  sites  are  the  best,  care  being  taken  to  suspend  the  business  of 
the  canal  for  as  short  a  time  as  possible,  which  can  be  done  by  proper 
arrangements.  The  widening  and  deepening  the  canal  to  the  new  dimen- 
sions by  removing  deposits  in  it,  and  by  excavating  on  the  berme  side, 
and  raising  and  strengthening  the  present  towing-path  with  the  mate- 
rial, seems  also  the  best  manner  of  effecting  the  object,  although  at 
rocky  bluffs  it  may  be  better  to  extend  the  existing  embankment  out- 
ward to  a  greater  or  less  extent  as  the  particular  case  may  require. 

As  the  improvement  is  partly  to  consist  of  slack-water  and  partly  of 
canal,  I  think  that  the  latter  description  of  work  should  be  preferred 
wherever  it  will  not  involv^e  too  great  an  increase  of  cost.  From  such 
observation  as  I  was  enabled  to  make  upon  the  Greenbrier  and  New 
Rivers,  it  appeared  that  good  ground  for  a  canal  could  be  found  at  a 
number  of  points  and  should  be  availed  of.  The  dams  upon  these 
rivers,  as  projected,  are  of  necessity  high,  in  consequence  of  the  rapid 
fall  of  the  stream,  and,  however  well-built,  are  not  altogether  free  from 
danger.  They  should,  therefore,  be  reduced  to  the  smallest  number  con- 
sistent with  other  proper  considerations,  and  be  placed  at  no  points 
where  solid  rocJc  cannot  be  reached  Where  that  foundation  cannot  be 
had,  I  would  advise  a  canal,  at  whatever  cost  it  would  be  attended  by, 
and  I  will  here  suggest  whether,  in  view  of  the  very  serious  difficul- 
ties of  construction  upon  parts  of  those  rivers,  and  especially  in  the 
canon  part  of  New  River,  approaching  the  Gauley  River,  it  would  not 
be  best  to  carry  the  canal  and  slack  water  improvement  of  the  dimen- 
sions proposed  for  the  part  of  it  east  of  the  mouth  of  Howard's  Creek, 
down  those  rivers  to  a  point  a  little  below  the  Falls  of  Kanawha, 
and  make  the  transfer  from  barges  to  canal-boats  at  that  point.  The 
cost  of  thi«  transfer  will  be  the  same  at  whatever  point  it  may 
take  place,  while  the  locality  will  be  more  favorable  at  the  lower 

7  eng 
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point.  I  am,  of  course,  aware  of  the  reason  for  extending  the  barge  and 
steam-towing  system  as  far  east  as  may  be  judiciously  done.  At 
the  estimates  of  comparative  cost  of  freightage,  which  are  used  in  the 
report  of  Colonel  Craighill,  it  would  seem  that  the  three  mills  per  ton 
per  mile  of  ^ar^e-transportation,  and  3.6  mills  for  canal-carriage,  would 
make  for  the  one  hundred  and  fifteen  miles  from  the  mouth  of  Howard's 
Creek  to  a  point  a  mile  or  two  below  the  Falls  of  Kanawha  a  diflfereuce 
of  7  cents  per  ton.  Such  a  difference  should  not,  of  course,  be  disre- 
garded, but  the  question  remains  open  whether  the  difference  in  the 
cost  of  construction  and  inaintmning  the  two  descriptions  of  improve- 
ment would  not  more  than  counterbalance  this  apparent  difference  iu- 
the  cost  of  carriage.  It  is  certainly  necessary  to  keep  the  cost  of  can 
struction  alw^ays  in  view,  otherwise,  in  order  to  cheapen  transportation 
to  the  public  who  use  the  improvem.ent,  an  amount  of  capital  might  be 
invested  in  it  too  large  even  for  the  resources  of  the  National  Govern- 
ment to  meet. 

if  a  canal  and  slack-water,  with  locks  of  half  the  dimensions  of  those 
required  for  the  barge  and  tug  system,  can  not  only  be  built  at  a  largely 
decreased  cost,  but  maintained  too,  the  tolls,  which  are  an  important 
part  of  the  expense  of  carriage,  may  be  reduced,  even  if  they  are  in- 
tended to  be  no  higher  than  will  just  keep  the  work  in  repair.  Nor  can 
the  fact  that  the  Government,  upon  which  the  construction  of  the  line 
will  devolv^e,  may  not  look  for  interest  upon  its  cost,  render  that  point 
one  of  indifference,  as  the  more  dead  capital  it  has  on  hand  the  more 
the  people  must  be  taxed  in  one  form  or  other  for  its  support. 

This  consideration  may  possibly  be  regarded  as  remote  and  indirect, 
especially  as  the  part  of  the  country  most  urgent  for  new  channels  of 
cheap  transportation  would,  perhaps,  bear  but  a  small  proportion  of  such 
increased  taxation^ 

As  I  believe  it  has  been  expected  by  the  board  that  I  would  give  some 
special  attention  to  the  summit-tunnel  as  one  of  the  most  marked  char- 
acteristics of  the  project,  I  will  now  submit  what  occurs  to  me  to  say 
upon  that  subject. 

Having  some  years  since,  in  a  letter  to  the  late  INIr.  Lorraine,  expressed 
my  entire  confidence  in  the  practicability  of  this  apparently  formidable 
feature  of  the  work,  I  have  nothing  to  recall  in  that  regard.  What  I 
saw  of  it  upon  the  ground  recently  made  it  assume,  indeed,  a  more 
lavoral)le  aspect  than  before.  There  are,  however,  questions  open  in 
regard  to  its  location  which  have  already  claimed  the  attention  of  the 
board,  and  which  can  only  be  decided  by  additional  instrumental  sur- 
veys. The  suggestion  of  General  Barnard  as  to  a  change  in  the  location 
of  the  canal  east  of  the  summit,  so  as  to  make  it  approach  the  east  end 
of  the  tunnel  by  the  valley  of  Brush  Creek  or  Jerry's  Eun  instead  of 
the  valley  of  Fork  Eun,  is  fully  worthy  of  careful  examination,  which 
may  result  in  showing  a  tunnel  of  little  if  any  greater  length,  with  a 
reduction  of  length  and  cost  in  the  canal  eastward  thereof.  This  would 
suppose  the  west  end  of  the  tunnel  to  remain  unalt^ired  in  position,  and 
to  debouch  upon  Howard's  Creek,  as  proposed  heretofore.  I  would  sug- 
gest, however,  that  the  summit-level  of  the  canal  be  raised  20  feet,  or 
by  two  10-foot  lift-locks,  at  the  west  end,  and  18  feet  by  two  9-f6ot  lift- 
locks  at  the  east  end,  which  would  allow  a  slope  in  the  whole  length  of 
the  tunnel  (of  7.8  miles)  of  tw  o  feet,  or  at  the  rate  of  three  inches  per 
mile,  to  facilitate  the  delivery  of  the  waiter  eastward  from  the  feeder 
which  must  enter  at  the  west  end  of  the  level,  and  to  create  a  slight 
current  of  about  one  mile  per  hour  to  assist  the  loaded  boats  iu  their 
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paasa<2^e  eastward.   If  this  slope  is  considered  too  miicb,  it  may  be  reduced 
to  what  may  be  thought  better  to  suit  the  purpose  in  view. 

The  walls  and  gates  of  the  first  lock  at  the  east  end  would,  of  course, 
require  to  be  of  2  feet  additional  height,  to  prevent  waste  at  the  first 
lock  when  boats  were  not  passing;  and,  as  the  canal  must  be  fed  mainly 
from  the  summit  as  far  as  Covington,  the  surplus  water  which  would 
flow  to  the  east  end  of  the  tunnel,  if  a  slope  were  given,  would  be  passed 
by  the  flumes  down  to  that  point,  to  maintain  the  supply  required  by 
filtration  and  evaporation  on  the  east  side  of  the  mountain,  where  this 
last  source  of  waste  will  be  somewhat  greater  than  on  the  west  side, 
owing  to  the  more  southern  exposure.  My  chief  reason  for  suggesting 
the  raising  of  the  summit-level  is  obviously  to  cheapen  the  cost  of  con- 
struction and  hasten  the  time  of  completion,  especially  at  the  west 
approach,  in  the  bed  of  Howard's  Creek,  where  1  apprehend  serious 
difficulty  would  be  met  in  the  excavations,  owing  to  the  depth  to  which 
the  bottom  must  be  reduced,  and  at  a  point  where  the  extreme  narrow- 
ness and  precipitous  character  of  the  ravine  would  make  it  almost  im- 
possible to  exclude  from  the  cutting  the  creek  when  swollen  at  all. 

I  have  drawn  upon  the  profile  what  I  would  propose  in  this  case,  and 
which,  from  such  calculations  of  quantities  as  I  have  been  able  to  make, 
I  estimate  will  effect  a  saving  of  about  $759,000  in  the  approach-cuts  at 
both  ends,  the  length  of  the  tunnel  remaining  the  same  as  before. 
Another  effect  of  raising  the  summit  level  the  proposed  20  feet  will  be 
felt  in  reducing  to  thatextent  the  depth  of  the  shafts,  and  in  cheapening 
their  construction,  and  the  hoisting  of  the  material  of  the  tunnel  through 
them,  by  about  $74,000,  the  aggregate  saving  equaling  $833,000.  From 
this  must  be  deducted  the  cost  of  constructing,  maintaining,  and  attend- 
ing four  locks,  estimated  at  equivalent  to  $147,000;  leaving  a  balance 
of  about  $080,000. 

This  additional  lockage  will,  indeed,  practically  lengthen  the  canal 
about  one  and  two  thirds  miles,  if  we  avssume  a  speed  of  two  and  a  half 
miles  per  hour  and  10  minutes  to  pass  a  lock.  The  i)recise  value  of  this 
virtual  elongation  I  do  not  i)ropose  to  estimate.  It  may  be  more  than 
enough  to  overbalance  the  advantages  of  the  saving  of  capital;  but  we 
should  go  into  these  considerations  in  every  case  where  a  shortening  of 
distance  is  invited  if  we  do  it  in  this.  1  do  not  myself  perceive  why  the 
precise  elevation  of  1,700  feet  above  tide  should  be  chosen  more  than 
any  other  of  about  the  same  height,  while  I  fully  approve  the  great 
redaction  which  the  late  Mr.  Lorraine's  good  judgment  proposed,  and 
which  meets,  I  believ^e,  the  approval  of  the  entire  board. 

The  location,  plans,  and  estimates  before  us  are  entitled  to  the  utmost 
consideration  and  confidence,  yet,  as  the  gentlemen  who  have  presented 
them  fieely  admit,  may  be  susceptible  of  advantageous  modification  in 
their  details  when  the  work  comes  to  be  laid  out  and  executed. 

Another  advantage  of  raising  the  summit-level  would  be  felt  in  the 
conclusive  reason  it  would  attbrd  for  adopting  the  cut-off'  line  at  the  bend 
first  above  the  mouth  of  Howard's  Creek,  where  the  cutting  would  be 
much  reduced,  and  about  a  third  of  a  mile  of  distance  saved  over  the 
line  around  the  bend,  reducing  the  loss  of  equated  distance  from  in- 
creased lockage  to  about  one  mile.  The  creek  can  also  on  the  higher 
level  be  passed  under  the  canal  by  an  aqueduct  above  the  bend,  and  the 
locking-down  into  the  basin  at  the  Greenbrier  River  be  made  after  pass- 
ing through  the  cut. 

Jn  this  connection,  I  would  suggest  whether  it  would  not  be  better  to 
move  the  feeder-dam  upon  the  Greenbrier  from  where  it  appears  to  be 
placed  upon  the  map  down  to  the  point  which  I  have  marked  A  thereon^ 
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and  where  there  would  appear  to  be  probably  a  good  ledge  foaodatioDt 
judging  from  the  bluff  at  that  point.  The  dam,  if  placed  here,  would 
of  course,  be  much  higher  and  more  costly  than  if  located  at  the  upper 
site,  as  it  would  feed  a  20-foot  higher  summit-level,  and  the  bed  of  the 
river  is  probably  5  or  6  feet  lower,  so  as  to  make  the  dam  some  35 
feet  high.  The  pool  which  would  be  formed  as  a  storage-reservoir 
would  probably  more  than  compensate  the  increased  cost.  About  a  mile 
in  length  of  the  feeder  would  be  saved  upon  bad  ground.  A  tunnel  of 
about  900  feet  long,  and  a  section  of  15  by  10  through  the  point  of  hill 
at  the  mouth  of  Howard's  Creek,  would  save  a  third  of  a  mile  more  of 
difficult  ground,  the  entire  saving  of  length  of  feeder  also  promoting 
economy  of  water. 

It  is  proper  I  should  say  here  that  if  General  Barnard's  suggestion  of 
a  location  of  the  main  tunnel  which  would  make  it  debouch  directly 
on  the  Greenbrier  River  should  be  found  to  be  preferable,  then  the 
preceding  proposal  to  raise  the  summit-level  may  lose  its  force,  as  How- 
ard's Creek  in  that  case  would,  at  the  point  of  crossing  it,  be  far  above 
the  level  of  the  tunnel,  and  thus  entirely  out  of  the  way.  The  length 
of  the  main  tunnel  would,  however,  in  that  event  be  increased  upward 
of  a  mile,  and  the  shafting  toward  its  western  end  be  perhaps  separated 
too  widely  for  the  earliest  completion  of  the  work. 

I  submit  some  diagrams  showing  three  different  forms  which  the 
tunnel  may  be  made  to  assume,  the  notes  upon  which  will  make  their 
relative  cost  appear,  leaving  their  relative  advantages  to  be  discussed. 
If  expense  of  construction  is  to  have  the  consideration  usually  given  to 
it,  and  the  reasons  for  a  restriction  of  outlay  of  capital,  at  first  at  least 
and  until  the  trade  full}'  develops  itself,  are  to  prevail,  my  opinion 
is  that  the  single  tunnel,  with  passing-places  for  boats  at  every 
fourth  of  a  mile,  would  be  the  best  to  estimate  for.  I  doubt  whether 
the  rock  through  which  the  tunnel  will  probably  pass  would  stand  with- 
out artificial  support  until  it  could  be  arched,  if  driven  of  the  full  width 
of  52  feet  within  the  lining  or  57  feet  exterior  to  it,  which  width  in  the 
form  of  tunnel  proposed  would  be  necessary  for  but  a  short  length  of 
about  140  feet  at  the  recesses  in  each  quarter  of  a  mile.  If,  however, 
the  system  of  turn-outs  or  passing-places  be  rejected,  the  double  tunnel 
shown  on  the  plan  should,  except  so  far  as  resistance  to  traction  is  in- 
volved, have  the  preference  over  the  single  wide  tunnel.  In  comparing 
the  estimated  cost  of  the  several  plans,  I  have  used  the  prices  of  the 
report  of  CJolonel  Craighill ;  although,  as  I  have  intimated  above,  I 
think  that  in  the  case  of  this  tunnel  they  should  be  increased,  in  view 
of  what  has  been  already  learned  of  the  cost  of  the  Hoosac  Tunnel  and 
of  the  contingencies  aff'ecting  that  of  any  work  of  the  character  and 
extraordinary  magnitude  of  the  one  now  in  contemplation.  I  think  it, 
therefore,  prudent  (while  admitting  that  Colonel  Craighill  had  goocl 
data  for  his  own  estimate)  to  add  about  38^  per  cent,  to  the  price  per 
cubic  yard  of  excavation  and  30  per  cent,  to  that  of  masonry,  as  esti- 
mated in  the  report  of  Mr.  W.  R.  Hutton,  of  the  21st  January,  1871,  to 
Colonel  Craighill,  increased  by  the  addition  to  it  made  by  the  latter. 
This  estimate  of  $5  per  cubic  yard  for  excavation  and  $8  for  masonry 
in  the  tunnel  was  increased  10  per  cent,  for  contingencies  by  Mr.  Hut- 
ton  and  5  per  cent,  additional  by  Colonel  Craighill,  making  $5.77i  and 
$9.24  per  cubic  yard,  which  I  propose  to  make  $8  and  $12,  respectively. 
The  price  of  shaft-excavation,  $20  per  cubic  yard,  I  consider  quite 
sufficient. 

Applying  these  advanced  prices  to  the  quantities  given  by  the  single 
tunnel  of  31  feet  in  clear  width  and  similar  height,  with  recesses  every 
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quarter  of  a  mile  for  passing  boats,  and  assuming  the  whole  length  of 
the  tunnel  to  be  lined  with  masonry  instead  of  one-half  its  length,  as 
previously  estimated^  and  including  the  cost  of  a  towing-path  of  timber, 
we  will  have,  as  the  cost  of  such  a  tunnel,  7.8  miles  in  length,  $16,192,487, 
which  is  $884,914  more  than  the  previous  estimate  of  $15,307,573,  for  a 
tunnel  of  a  uniform  width  of  52  feet  in  the  clear.  The  narrower  tunnel 
can  be  widened  hereafter  without  interfering  with  its  continued  use  to 
the  same  width  of  52  feet,  (which  it  is  designed  to  be  at  the  recesses,) 
whenever  the  demands  of  the  trade  may  require,  or  should  another  tun- 
nel be  constructed  alongside  of  it,  the  work  can  be  executed  at  much 
reduced  cost  compared  with  the  first,  using  the  original  tunnel  for  re- 
TDoval  of  the  material  through  cross-connecting  galleries,  and  boats  upon 
the  canal. 

The  timber  platform  is  preferable  to  a  solid  one  for  the  towing-path,  as 
it  enlarges  the  cross-section  of  the  canal  by  allowing  a  free  flow  of  the 
water  within  the  wood-work,  and  so  reduces  the  resistance  to  traction, 
while  it  is  of  cheap  construction  and  readily  repaired.  Should,  how- 
ever, as  is  highly  probable,  steam-power  be  used  on  the  canal  instead 
of  animal,  the  towing-nath  may  be  omitted,  with  an  estimated  saving 
of  $123,000. 

The  estimated  cost  of  the  whole  work  may  now  be  summed  up,  taking 
Mr.  Turpin's  estimate  for  the  two  hundred  and  sixty-one  miles  from 
Kichmond  to  the  mouth  of  Fork  Run,  and  Mr.  Hutton's,  thence  to  the 
Ohio  River,  with  Colonel  Craighill's  addition  for  contingencies,  substi- 
tuting only  the  estimate  just  offered  by  myself  for  the  summit-tunnel, 
in  place  of  the  previous  one. 

From  Kicbmoiul  to  the  month  of  Fork  Run,  261  miles $14, 781, 644 

From  month  of  Fork  Run  to  month  of  Howard's  Creek,  exclusive  of  tun- 
nel, 12.6  miles 2,124,662 

Tunnel,  including  towing-path  of  timber,  and  with  (7.8  miles  included  in 

the  above  12.6  miles)  passing-places  for  boats  each  one-fourth  of  a  mile    16, 192, 487 

Feeder  and  Anthony's  Creek  reservoir 497, 129 

From  mouth  of  Howard's  Creek  to  Lyken's  Shoals,  Greenbrier  and  New 

Rivers,  116.5  milea 14,567,895 

•  From  Kanawha  River,  Lyken's  Shoals,  to  Point  Pleasant,  including 

Meadow  River  reservoir,  85.1  miles 1,071,290 

Total  Richmond  to  Point  Pleasant,  475.2  miles 49, 235, 107 

To  which  add  amount  allowed  by  Colonel  Craighill  upon  the  estimates  of 

Messrs.  Turpin  and  Hutton,  for  contingencies 2,377,738 

51,612,845 
If  the  summit-level  be  raised  20  feet,  deduct 686, 000 

Leaving 50,926,845 

And  if  the  Richmond  dock  and  lock  is  deducted  on  the  ground  that  it 

should  be  built  by  that  city 1,300,000 

The  aggregate  cost  of  the  work  would  then  be 49, 626, 845 

This  estimate  should,  in  my  opinion,  prove  sufficient  if  the  work  be 
judiciously  conducted,  the  heavier  parts  being  first  got  under  way  and 
the  lighter  ones  from  time  to  time  theretifter,  so  as  not  to  make  too  sud- 
den demands  upon  the  capital  and  labor  of  the  country,  with  due  regard 
to  which  consideration  the  work  may  still  be  completed  within  six  years. 

I  have  been  confirmed,  since  submitting  the  first  part  of  the  preced- 
ing remarks,  in  the  opinion  that  it  will  be  best  to  extend  the  canal  and 

•  This  estimate  is  for  an  open-dam  improvement  of  the  Kanawha  River,  as  proposed 
by  Mr.  Lorraine.  Should  an  ordinary  lock  and  dam  system  be  adopted,  about  one 
million  dollars  would  be  added  to  the  estimate. 
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slack-water  system  proposed  for  the  line  east  of  the  Greeobrier  River, 
to  the  Kanawha  below  the  falls,  in  which  case  the  present  estimate  for 
that  part  of  the  work  should  be  so  much  more  than  sufficient  to  com- 
plete it  upon  the  smaller  scale,  as  probably  to  cover  the  additional  cost 
of  the  cut-off  tunnels  at  Big  Bend  and  Stretcher's  Neck,  with  a  saving 
of  upward  of  ten  miles  of  distance.  The  water  supply  would  also  be 
made  more  entirely  free  from  doubt,  even  should  the  breadth  of  the 
locks  be  enlarged,  as  suggested  by  a  member  of  the  board. 

That  double  locks  will  ultimately  be  required  by  the  demands  of  the 
trade,  there  can  be  little  question,  although  their  cost  may  be  omitted 
from  present  estimates,  and  the  addition  of  them,  upon  the  Greenbrier 
and  New  Rivers,  can  be  more  readily  made  on  the  smaller  than  the 
larger  scale. 

The  commercial  benefits  of  such  a  work,  to  the  country  at  large,  have 
been  fully  treated  by  my  associates,  and  indeed  appear  to  be  too  obvi- 
ous for  argument ;  but  it  is  not  less  clear  that  an  equally  effective  im- 
provement of  the  Ohio  River  must  go  hand  in  hand  with  it  in  order 
that  its  advantages  may  be  fully  realized. 

Respectfully  submitted. 

Benj.  H.  Latrobe. 

Brig.  Gen.  A.  A.  Humphreys, 

Chief  of  Engineers^  U.  S.  A. 


3. — Letter  to  the  Chief  of  Engineers  of  General  Q.  A.  Qilhnore, 

Engineer  Office,  Army  Building, 

h'eio  York^  March  19,  1874. 

General  :  I  have  the  honor  to  submit  below  my  individual  opinions 
upon  some  features  of  the  James  River  and  Kanawha  Canal  project,  not 
embraced  in  the  general  report  of  the  board  appointed  to  examine 
that  subject,  or  not  treated  there  with  that  fullness  which  I  wish  to  give 
them. 

The  board  has  expressed  its  unanimous  approval  of  the  project  as  a 
whole,  recognizing  its  commanding  national  importance  and  its  entire 
practicability,  reserving  divergencies  of  opinion  among  its  members 
upon  points  of  detail,  for  separate  individual  reports. 

The  project  contemplates  a  water-line  connecting  the  Ohio  and  James 
Kivers,  assumed  to  be  capable  of  carrying  9,720,000  tons  annually  both 
ways,  of  which  7,500,000  tons  would  comprise  the  through  and  way 
freight  going  East. 

I  am  convinced,  from  the  examination  which  I  have  been  able  to  give 
the  subject,  that  the  line  will  attract  a  much  larger  amount  of  tonnage 
than  it  can  possibly  carrj',  even  if  its  capacity  should  prove  to  be  as 
great  as  that  claimed  for  it.  I  therefore  re^^pectfully  invite  attention  to 
the  following  remarks  upon  its  commercial  importance,  and  the  deiiuc- 
tions  drawn  therefrom. 

The  commercial  importance  of  this  line  may  be  considered  firsts  with 
respect  to  the  development  and  distribution  of  the  mineral  wealth  of  the 
States  of  Virginia  and  West  Virginia ;  and,  «eeonf7/.y,  in  respect  to  it« 
fitness  for  supplying  the  growing  demand  for  cheap  transportation  east- 
ward, for  the  surplus  products  of  the  West. 

1.  The  distribution  of  the  mineral  wealth  of  Virginia  and  West  Virginia, 

The  manufacture  of  iron  and  salt,  and  the  mining  of  iron-ore  and  coal,. 
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are  the  principal  and  most  important  local  interests  capable  of  very 
large  development  and  growth  in  this  region.  They  only  await  the 
means  of  prompt  and  economical  conveyance  and  delivery  of  their  pro- 
ductions to  market,  in  a  fixed  time  and  at  a  fixed  price,  in  order  to  spring 
at  once  into  industries  of  vast  dimensions  and  influence.  To  secure  this 
reiiult  a  direct  and  unbroken  line  of  water-transportation  is  conceded  by 
all  to  be  essential. 

At  the  present  time,  one  single-track  railroad,  the  Chesapeake  and 
Ohio,  traverses  this  region,  having  its  termini,  one  on  the  tide- water  at 
Kichmond,  and  the  other  on  the  Ohio  River  about  forty  miles  below  the 
mouth  of  the  Kanawha,  while  the  James  River  and  Kanawha  Canal, 
running  westward  from  Richmond  up  the  valley  of  James  River,  stops 
at  the  eastern  base  of  the  Alleghany  Mountains,  and  is  therefore  entirely 
destitute  of  any  commercial  significance  whatever. 

The  coal  and  salt,  all  west  of  the  Alleghanies,  find  for  about  seven 
months  of  the  year,  on  the  shallow  waters  of  the  Kanawha  and  Ohio 
liivers,  an  inadequate,  uncertain,  and  frequently  interrupted  means  of 
reaching  the  only  available  markets  in  the  West;  while,  with  the  ex- 
ception of  the  cannel  coal,  which  constitutes  but  a  small  fraction  of  the 
whole,  and  is  the  only  variety  possessing  sufficient  value  to  bear  long 
railroad-freights,  they  are  entirel.v  excluded  from  the  eastern  markets. 
The  vast  mineral  wealth  of  the  Kanawha  Valley,  therefore,  lies  practi- 
cally idle  and  useless. 

The  inadequate  facilities  for  conveying  it  West,  repel  capital,  while 
the  Atlantic  States  are  not  only  deprived  of  all  direct  participation  in 
its  use,  but  lose  the  benefits  of  the  competitive  prices  which  its  presence 
among  them  in  certain  and  regular  supplies  would  create. 

The  assumption  is  not  without  many  intelligent  advocates,  that  local 
interests  alone  are  of  sufficient  magnitude  to  render  this  water-line  re- 
Minuerative,  and  therefore  to  justify  its  construction  ;  that  with  cheap 
transportation  from  the  Lower  Kanawha  to  tide-water  once  established, 
this  dormant  mineral  wealth,  the  iron-ores  of  Virginia  and  the  coal-beds 
and  salt-springs  of  the  Kanawha  Valley,  to  say  nothing  of  the  vast 
forests  of  valuable  timber,  and  the  products  of  agriculture,  would  be 
of  such  intrinsic  worth  a«  to  attract  and  fix  the  capital  necessary  for  its 
conversion  into  articles  of  trade  and  commerce;  and  that  it  exists  in 
sufficient  abundance,  not  only  to  require  the  constant  employment  of 
all,  or  nearly  all,  of  the  carrying  capacity  of  the  proposed  canal,  but  also 
to  exert  a  powerful  influence,  proportionate  to  its  magnitude,  upon  ruling 
prices  in  the  great  distributing-markets  of  the  country. 

In  this  aspect  the  question  of  constructing  this  line  assumes  a  national 
importance,  independent  of  its  functions  as  a  conveyor  of  western  produc- 
tions to  the  tide-waters  of  the  Atlantic,  for  domestic  and  foreign  con- 
sumption. 

In  his  testimony  before  the  "Senate  Transportation  Committee,'' 
October  24, 1873,  concerning  the  local  trade  which  the  line  would  com- 
mand. Prof.  David  T.  Ansted,  of  England,  a  mining  engineer  and  geol- 
ogist of  extensive  research  and  experience,  mukes  the  following  state- 
ment, as  the  result  of  personal  knowledge  and  investigation  : 

With  regard  to  the  quantity  of  niiiierals  which  would  have  to  be  carried  over  such 
lines  of  water-coiiimuiiicatioii,  I  cau  safely  say,  from  my  knnwled^je  of  the  subject  in 
various  ways,  that  it  would  be,  alone,  sufficient  to  justify  the  construction  of  thecanal^ 
at  the  cost  at  which  it  has  been  placed,  (^0,000,000.) 

A  brief  description  of  the  locality  and  extent  of  these  mineral  ijeposits 
will  not  be  out  ot^  place  in  this  connection.     For  more  detailed  informa- 
ion,  reference  may  be  made  to  various  geological  reports. 
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THE  IRON-ORES  OF  VIRGINIA. 

Professor  Ansted's  opinions  of  these  iron-fields,  based  upon  personal 
examination,  condensed  from  his  testimony  before  the  *'  Senate  Trans- 
portation Committee,"  are  as  follows : 

'^  I  find  npoD  tbe  line  of  tbis  proposed  commnnicat ion  one  of  the  most  remarkable 
iron-fields  that  exists  upon  any  part  of  tlie  world  as  at  present  known.  It  contains 
every  variety  of  the  most  valuable  ores,  and  these  ores  are  distributed  in  snob  a  man- 
ner as  to  be  more  accessible  than,  I  think,  in  any  other  district.  These  ores  extend 
over  a  wide  ran^e  of  country,  ranging  from  east  to  west,  intersected  nearly'  at  right 
angles  by  the  railroad,''  [and  also  by  the  line  of  the  proposed  canal.]  "  They  include 
the  most  valuable  of  all  the  known  iron-ores — magnetic  oxide.  They  include  a  very 
large  quantity  of  the  red  hematite,  a  very  large  quantity  of  the  peculiar  ore  known 
here  as  the  fossil-ore,  which  is  exceedingly  valuable  for  iron-making ;  a  very  large 
quantity  of  brown  hematite,  and  I  believe  other  ores,  which  I  have  not.  however, 
seen  in  very  great  abundance.  But  these  are  quite  sufficient  to  justify  what  I  have 
said  with  regard  to  the  value  of  the  district  for  iron  production.  These  iron-ores  exist 
in  a  belt  beginning,  I  believe,  about  the  position  of  Charlottesville,  oh  perhaps  a  little 
east  of  that  on  the  line,  and  they  terminate,  so  far  as  I  know,  a  little  on  the  western 
side  of  Staunton,  certain  of  the  groups  being  found  on  the  eastern  side  of  the  Blae 
Ridge,  and  others  between  the  Blue  Ridge  and  the  Alleghanies."  [This  belt  is  about 
seventy  miles  wide  along  the  line  of  the  proposed  canal.]  "  With  regard  to  the  min- 
ing of  the  iron-ores,  that  can  be  done  at  a  cost  below  the  price  of  mining  similar  ores 
in  any  part  of  the  world  which  I  have  ever  visited."  [Professor  Anst-ed  had  previously 
stated  that  he  *^  had  been  accustomed  to  visit  different  coal-fields  and  iron-fields,  espe- 
cially in  all  parts  of  Europe,  and  in  some  parts  of  Asia  and  America,  and  that  he  had 
been  occupied  in  practicing  engineering  as  connected  with  geology  for  the  last  twenty- 
eight  years."]  **  The  ridges  of  ore  stand  lip  out  of  the  ground,  tney  have  in  fact  kept 
np  the  hills  while  the  country  around  has  beeu  removed,  and  all  that  has  to  be  done 
is  to  ruu  a  tunnel  into  the  hill-side,  tap  the  lode  as  it  comes  down,  and  remove  it  from 
below,  and  bring  it  down.  The  quantity  of  ore  which  exists  in  this  way,  which  I  have 
seen,  is  very  large'indeed,  and  the  quantity  that  exists  in  different  parts  of  the  coun- 
try, which  I  have  not  seen,  I  have  every  reason  to  believe  is  enormously  large.  The 
mining  for  ore  in  that  district  could  be  done  at  the  very  smallest  possible  cost.  It  has 
the  greatest  advantages  of  position." 

In  answer  to  the  question,  "  How  would  the  cost  in  this  region  com- 
pare with  the  cost  of  the  manufacturing  of  iron  abroad  ?"  Professor 
Ansted  replied  that  '^  the  cost  of  the  manufacturing  of  the  best  quali- 
ties of  iron  which  ought  to  be  made  from  ores  of  such  very  high  vahies 
would  not  be  much  more  than  one-half,  at  the  present  prices  of  labor 
here.  The  actual  cost  .of  making  Bessemer  steel,  for  instance,  would 
be  considered  below  half  the  cost  in  any  part  of  England  at  the  present 
time." 

These  emphatic  views  of  a  scientist  eminent  in  his  profession,  and  of 
long  and  varied  experience  as  an  expert,  have  never  been  questioned. 
On  the  contrary,  they  have  been  fully  concurred  in,  without  dissent,  by 
all  intelligent  investigators  into  the  mineral  resources  of  the  region 
under  consideration. 

There  is  no  room  for  doubt  that  the  line  of  the  proposed  canal  be- 
tween the  eastern  base  of  the  Blue  Ridge  and  the  summit  of  the  Alle- 
ghanies  passes  in  close  proximity  to  vast  and  numerous  beds  of  iron- 
ore,  unsurpassed  in  richness  and  in  the  facilities  with  which  it  can  be 
mined  and  delivered  to  boats. 

THE   COAL-FIELDS  OF  WEST   VIRGINIA. 

The  coal-fields  of  West  Virginia,  occupying  the  region  traversed  by 
the  New,  the  Gauley,  the  Kanawha,  theGuyandotte,  and  the  Big  Sandy 
River§,  and  their  numerous  tributaries,  for  many  miles  on  either  side  of 
the  main  streams,  are  among  the  most  remarkable  in  the  world ;  cer- 
tainly, much  the  most  remarkable  in  America.     It  is  here,  according  to 
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tbe  concurreut  testiraony  of  experts  in  geology,  that  the  veins  of  bitii- 
niinons  coal,  found  upon  the  entire  western  slope  of  the  Appahichiau 
chain  of  mountains,  exhibit  their  maximum  aggregate  thickness. 

Geologists  also  claim  that  these  coal-tields  are  superior  to  those  of 
Great  Britain  or  Pennsylvania,  and  are  indeed  the  finest  in  the  world  ; 
that  the  ca7<«e^coal  of  this  region  is  fully  equal  to  the  best  English  or 
Nova  Scotia  cannel,  and  is  most  valuable  for  making  gas  5  that  the  ordi- 
nary bituminous  coal  is  in  every  respect  as  good  as  that  mined  in  Penn- 
sylvania ;  and  that  the  Kanawha  splint  coal  possesses  every  requisite 
excellence  for  smelting  iron  ores  without  coking.  Experience  in  the 
use  of  these  several  varieties  of  coal,  for  manufacturing  and  domestic 
purposes,  has  fully  confirmed  these  views.  The  Kanawha  and  New 
River  coal-seams  are  both  thicker  and  more  numerous  than  those  on  the 
Monongahela,  those  of  the  splint  and  the  bituminous  varying  from  4  feet 
to  11  feet  in  thickness,  and  those  of  the  cannel  from  2J  to  5,  or  even  5J, 
feet  in  thickness. 

Mr.  Thomas  S.  Eidgway,  formerly  of  the  geological  survey  of  Vir- 
ginia, made,  in  1872,  a  geological  report  to  the  Chesapeake  and  Ohio 
Kailroad  Company,  which  passes  through  the  coal  region  side  by  side 
with  the  proposed  wat^jr-line.  After  describing  the  seams  of  coal  which 
crop  out  on  the  banks  of  the  New  and  the  Kanawha  Rivers,  and  several 
tributaries  of  the  latter,  some  of  which  are  now  being  worked,  the 
report  upon  the  coal-beds  closes  as  follows : 

The  lower  coal-measures,  which  I  have  just  described  in  detail,  are  comprised  iu 
tweuty-four  seams,  eleven  of  which,  containing  an  aggregate  thickness  of  51  feet,  are 
workable.  The  pick  and  shovel  may  disclose  new  beds  in  addition.  Any  attempt  to 
estimate,  by  calculation,  the  amount  of  coal  contained  within  a  given  number  of  miles 
of  your  roud  would  be  futile.  Without  deeming  it  necessary  to  resort  to  a  trigono- 
metrical survey  of  even  a  small  portion  of  the  tield,  it  is  quite  obvious  that  there  are 
above  the  water-level,  between  Big  Sewell  Mountain  and  Charleston,  within  five  miles 
on  either  side  of  the  line  of  your  road,  thousands  of  millions  of  tons.  The  same 
seams  could  of  course  be  reached  by  pits  of  moderate  depth  between  Charleston  and 
Huntington,  and  the  amount  of  coal  available  from  West  Virginia  is  incalculably 
large ;  sufficient,  allowing  for  a  normal  ratio  of  increase  in  consumption,  to  supply  the 
we«tem  mai'ket  for  a  thousand  years  to  come. 

The  impracticability  of  sending  the  coal  by  rail  to  tide-water  to  sup- 
ply the  eastern  markets  is  here  recognized. 

The  tract  of  country  specially  referred  to  by  Mr.  Eidgway,  "between 
Big  Sewell  Mountain  and  Charleston,''  about  fifty  miles  long  and  ten 
wide,  does  not  comprise  one-half  the  area  of  the  best  coal-lands.  It  is 
traversed  midway  throughout  its  entire  length  by  the  proposed  water- 
line,  by  means  of  either  canal,  slack- water,  or  sluice  navigation  of  the 
New  and  the  Kanawha  Kivers.  The  several  workable  seams  of  coal  are 
horizontal,  or  nearly  so,  and  are  separated  from  each  other  by  various 
kinds  of  rock.  The  coal  crops  out,  not  only  upon  both  banks  of  the 
!New  and  Kanawha  Eivers,  but  al^o  up  Gauley  River,  Coal  River,  Paint 
Creek,  Cabin  Creek,  Armstrong  Creek,  and  other  tributaries,  thus  af- 
fording extraordinary  natural  advantages  for  mining  and  delivery  to  the 
main  line.  The  aggregate  thickness  of  these  parallel  workable  seams, 
that  is,  seams  located  above  the  level  of  High  River,  varies  in  different 
localities  from  30  feet  to  70  feet,  and  the  estimate  that  ''there  are  thou- 
sands of  millions  of  tons"  within  a  distance  of  five  miles  on  either  side 
of  the  proposed  line  between  Charleston  and  Big  Sewell  Mountain  is 
certainly  no  exaggeration.  Indeed,  assuming  that  all  the  available  coal- 
seams  convenient  to  the  route  lie  within  this  narrow  strip,  which  we 
know  is  not  the  case,  and  that  the  coal  covers  but  one-half  of  this  area, 
the  other  half  having  been  swept  away  during  the  process  of  forming 
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valleys,  canons,  and  mountain  gorges;  and  assuming,  furthermore,  that 
the  aggregate  thickness  of  the  seams  is  only  27  feet,  or  2  feet  less  than 
the  lowest  ascertained  thickness,  the  workable  beds  would  still  contain 
about  7,000,000,000  tons  of  coal  within  five  miles  of  the  water-line,  an 
amount  sufficient  to  tax  to  its  utmost  limit  the  entire  carrying  capacity 
of  the  enlarged  canal,  estimated  at  9,720,000  tons  per  year,  to  the  ex- 
clusion of  all  other  freight,  for  a  period  of  seven  hundred  years. 

But  this  estimate  does  not  really  include  a  fourth  part  of  the  coal 
known  to  exist  above  the  water-level  in  workable  seams  within  conven- 
ient reach  of  the  proposed  line.  For  it  has  been  fully  ascertained  by 
the  investigation  of  geologists,  and  by  numerous  openings,  that  the  ca»- 
wc^produciug  region  of  West  Virginia,  in  which  the  seams  attain  their 
greatest  aggregate  thickness  and  the  coals  their  best  quality,  actually 
covers  an  area  of  over  one  thousand  three  hundred  square  miles,  in  a 
belt  about  sixty  miles  long,  lying  northeast  and  southwest,  and  twenty- 
two  miles  wide  at  right  angles  to  this  line.  It  is  estimated  by  gex)logists 
and  surveyors  that  upon  about  one  fourth  of  this  area,  or  three  hundred 
and  twenty-five  square  miles,  much  of  the  coal  is  wanting  in  the  valleys 
and  gorges,  and  that  it  has  an  aggregate  average  thickness  of  50  feet 
over  the  other  nine  hundred  and  seventy-five  square  miles.  Professor 
Ansted  places  the  thickness  as  high  as  GO  to  70  feet  above  the  water- 
level.  But,  assuming  the  thickness  at  only  45  feet,  this  region  would 
furnish  43,000,000,000  tons  of  coal,  equal  to  43,000,000  tons  per  year  for 
one  thousand  years,  all  above  the  water-line,  and  all  easily  reached  by 
short  lines  of  narrow-gauge  roads  and  slack-water  navigation  up  the 
numerous  valleys  and  tributaries  which  pierce  this  section  in  all  direc- 
tions. 

The  foregoing  estimate  is  not  conjectural.  It  includes  only  such 
coals  as  are  in  convenient  proximity  to  the  proposed  water-line  which 
will  traverse  this  region  east  and  west  along  the  New  and  Kanawha 
Rivers,  dividing  it  into  two  nearly  equal  parts,  and  cutting  the  coal- 
seams  to  their  very  base.  The  total  coal  production  of  the  world  for 
the  year  1872  amounted  in  round  numbers  to  227,768,000  tons.  Of  this 
amount  there  w^ere  produced  bv  Great  Britain  120,000,000  tons,  and  by 
the  United  States  44,000,000  tons. 

The  United  States  doubled  her  production  in  seven  vears,  (from  1865 
to  1872,)  while  Great  Britain  in  eight  years  (from  1864  to  1872)  did  not 
increase  her  coal  production  quite  85  per  cent. 

At  the  same  rate  of  increase  the  amount  of  coal  that  will  be  mined  in 
the  United  States  by  the  time  the  proposed  water-line  will  be  completed 
if  begun  during  the  x)re8ent  year,  or,  say,  by  the  vear  1880,  will  be 
100,000,000  tons. 

What  portion  of  this  vast  prospective  supi)ly  would  be  at  once  drawn 
from  the  Kanawha  coal-fields,  if  a  method  of  cheap  transportation  were 
provided  for  it,  whether  one-tenth,  one-eighth,  one-fifth,  or  more,  I  will 
not  undertake  to  estimate.  I  should  say,' however,  that  one-tenth,  or 
10,000,000  per  year,  would  be  a  low  estimate. 

These  coals  will  be  able  to  replace,  to  a  great  extent,  those  sent  a<5ross 
the  Atlantic  from  England,  for  while  the  Kanawha  coals  can  be  delivered 
to  ocean-vessels  at  liichmond  for  $3  to  $3.15  per  ton,  after  paying  for 
mining,  delivery  to  barge,  and  one-half  cent  per  ton  permileon  the  water- 
line,  the  English  coals  cannot  cross  the  ocean  at  all  without  paying  $3 
to  $4  per  ton  for  ocean-transportation  alone. 

With  regard  to  the  quantity  of  coal  that  can  be  mined  annually  and 
delivered  to  boats  on  the  water-line,  all  testimony  concurs  in  represent- 
ing it  to  be  very  large,  on  account  of  the  peculiar  topography  of  the 
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country — a  continued  succession  of  ridges  and  valleys — which  afifords 
a  multitnde  of  ontcropa 

There  is,  of  course,  an  economic  limit  to  this  industry,  as  to  allothers^ 
but  in  my  judgment  that  limit  could  not  be  reached  by  the  entire  car- 
rying capacity  of  the  proposed  line  for  a  thousand  years,  even  if  devoted 
exclusively  to  the  coal  business.    Professor  Anstcd  says : 

There  are,  I  think,  about  twenty  distinctly  workable  seams  of  coal  in  the  middle  of 
the  district,  or  what  I  regard  as  the  middle  of  the  whole  series  of  coal-bearing  beds. 
These  middle  beds  are  workable,  all  of  them,  above  the  water-line.     They  lie  almost 
horizontally,  and  are  capable  of  being  worked  at  a  cheaper  rate  than  any  coals  which 
exist  on  a  larger  scale  in  any  part  of  Europe.    There  is  no  reason  whatever  why  the 
coal  throughout  the  whole  of  this  district   should  not  be  obtained  at  a  cheaper  rate 
than  is  now  being  got  in  any  of  the  mines  in   Europe,  and  I  believe  I  may  say  in  any 
of  the  mines  of  America.    There  is  practically  no  difficulty  whatever —  no  power  re- 
qnired  to  lift  anything.    The  quantity  that  could  be  mined  is  very  large  indeed.  The 
mine  valley  of  the  Kanawha  is  a  deep  cut  in  the  great  deposit  of  the  carboniferous  beds, 
and  this  great  cut  is  intersected   at  intervals   by  cross-cuts  which  afterward,  almost 
without  exception,  become  more  or  less  parallel  with  the  main   line  of  the  valley.     In 
that  way  the  coal  is  cut  out  into  blocks  of  convenient  size,  accessible  generally  from 
two  or  three  sides,  and  that  facilitates  the  getting  to  a  very  unusal  extent.  In  a  rongh 
way,  I  can  saj'  that  the  average  quantity  of  coal  which  would  be  obtained  on  every  acre 
of  these  coal-lands  would  be  about  fifty  thousand  tons.     Forty  thousand  tons  per  acre 
would  not  be  at  all  an   unreasonable  estimate.    The  quantity  of  coal  that  will  be  re- 
quired in  America  within  a  comparatively  short  time  must  amount,  of  course,  to  mil- 
lions of  tons  per  annum.  I  believe  at  present  the  quantity  is  somewhere  about  twenty 
millions.^     In   England  we  are   now  mining   about  a  hundred   and   twenty  millions 
of  tons  per  annum.    There  can  be  no  doubt  whatever  that  the  general  coal-faelds  west 
of  the  AUeghanies  will  have  to  supply  all  the  manufacturing  parts  of  America  before 
long. 

Professor  Ansted  further  states  that — 

The  railways  cannot  certainly  carry  the  quantity  of  coal  that  is  required,  and  the 
quantity  of  iron  that  will  be  required,  to  communicate  between  the  East  and  West  t 

It  will  be  absolutely  necessary  that  there  should  be  other  means  of  conveyance,  and 
of  all  the  means  of  conveyance  for  raw  materials, or  minerals,  such  as  coal  and  iron- 
ore,  nothing  can  equal  water. 

The  canal  communication  from  east  to  west  seems  to  be  an  absolute  necessity  for 
this  district.  I  cannot  suppose  that  the  coal-field  can  be  properly  developed,  or  that 
the  iron-field  can  be  properly  open  and  worked,  without  such  water-communication 
being  completed. 

Professor  Ansted  also  expressed  the  opinion — 

Tliat  the  price  of  the  best  West  Virginia  coals,  particulaly  the  splint-coals,  if  they 
could  be  sent  by  water  to  a  shipping-place  on  the  Atlantic,  would  beyond  all  doubt 
enable  the  coal-dealer  to  meet  all  foreign  competitors  in  the  coaling  stations  of  St. 
Thomas,  Jamaica,  and  other  islands,  aiid  secure  a  permanent  demand  there,  and  that 
these  coals  would  certainly  be  preferred  in  the  various  South  American  ports. 

Mr.  Wm.  H.  Edwards,  president  of  the  Kanawha  and  Ohio  Coal  Com- 
pany at  Coalburg,  testified  before  the  Senate  Committee  on  Transpor- 
tation that  "with  the  opening  of  the  proposed  water-line,  mining  would 
commence  on  all  our  creeks  and  all  along  the  river,  and  we  would  be 
equal  to  iilliug  any  demands  that  might  arise  on  the  sea-board." 

The  Siime  gentleman,  in  reply  to  certain  inquiries,  says,  under  date  of 
]March  11,1874: 

Our  company  mined  in  1873  88,000  tons  of  coal.    If  the  water-line  were  completed,  and 
we  could  send  the  coal  away  regularly  and  promptly,  we  could  easily  mine  150,000 
tons  per  year,  and  hundreds  of  such  companies  could  mine  and  deliver  150,000  tons  of 
coal  each,  if  there  was  a  market  and  sufficient  transportation ;  every  lot  of  500  acres 
could  sustain  one  such  company  wherever  the  splint-coal  is  found  and  accessible^ 

*  The  census  of  1870  gives  the  production  for  year  ending  June  30,  1870, at  3'2,81)3,6y0 
tons.  More  recent  coal  statistics  give  the  productions  for  the  year  1872  at  44,156,263 
tons. 

t  Virginia  and  West  Virginia. 

X  Splint-coal  is  found  everywhere  in  connection  with  other  coals  in  West  Virginia. 


108  REPORT   OF   THE   CHIEF   OF    ENGINEERS. 

Dr.  John  P.  Hale,  a  geutleman  long  resident  at  Charleston,  on  the 
Kanawha  Kiver,  and  acknowledged  to  be  thoroughly  familiar  with  the 
topography  of  I  he  coal  region,  and  the  extent  and  character  of  the 
different  varieties  of  coal,  estimates  the  area  of  available  coal-lauds, 
after  deducting  one-third  for  loss  by  the  erosion  of  the  streams,  at  one 
thousand  six  hundred  and  sixty-six  square  miles,  in  the  valleys  of  New 
and  Kanawha  Rivers  and  their  tributaries.  He  gives  (what  he  terms 
to  be)  a  moderate  estimate  of  30,625  tons  of  coal  per  acre,  after  allowing 
one-fourth  for  waste  in  mining,  based  upon  an  average  aggregate 
thickness  of  25  feet.  This  is  really  the  minimum  and  not  the  average 
thickness. 

Dr.  Hale,  in  reply  to  an  inquiry  as  to  the  quantity  that  could  be 
mined  annually,  writes  as  follows,  under  date  of  March  2, 1874  : 

Take  the  distance  you  mention — «ay  fifty  miles  along  the  main  river — it  would  be 
possible  to  have  an  average  of  one  coal  operation  for  every  mile  in  extent  on  both  sides. 
This  would  give  one  hundred  mines.  If  they  worked  full  time,  and  produced  an 
average  of  12,000  bushels,  or  480  tons  each,  per  day,  making  for  the  whole  number  of 
mines  48,000  tons  per  day,  this  would  give  240  barge-loads  o f  200  tons  each,  per  day, 
equal  to  10  boats  per  hour,  or  1  boat  every  six  minutes  day  and  night.  This  is  for  the 
main  river  only,  but  by  going  only  a  moderate  distance  up  the  side  streams  which 
penetrate  the  coal-fields  in  every  direction,  the  above  quantity  could  readily  be  nuilti- 
jdied  by  six,  giving  one  boat  of  200  tons  every  minute  day  and  night.  Of  course  I  am 
only  dealing  with  poaaihilitieSf  but  you  will  readily  see  that  the  practical  limit  of  these 
operations  is  not  in  the  extent  of  accessible  coal  in  this  region,  nor  in  the  aniouut  that 
can  easily  be  mined,  but  will  be  in  the  capacity  of  the  canal  to  transport  it,  and  in  the 
market  for  the  coal.  To  any  one  familiar  with  the  rapid  and  vast  increase  in  the  con- 
sumption of  coal,  the  world  over,  the  danger  will  not  appear  great  of  overstocking  the 
markets,  when  we  get  cheap  access  to  them  through  this  canal.  I  think  we  have  coal 
enough  for  the  canal,  and  I  hope  Congress  will  give  us  canal  enough  for  the  coal. 

With  regard  to  the  quantity  of  coal  that  can  be  mined  annually  from 
horizontal  seams,  and  brought  out  through  a  single  tunnel,  it  may  be 
remarked  that  a  company  controlled  by  English  capital  has  recently  be- 
gun operations  in  Gauley  Mountain,  about  three  miles  from  the  Hawk's 
^^Test  Station  of  the  Chesapeake  and  Ohio  Kailroad,  in  the  expectation 
of  mining  300,000  tons  of  coal  annually.  They  have  tunneled  into 
the  side  of  the  mountain  through  their  lowest  coal-seam,  which  is  11  feet 
thick,  and  will  communicate  from  this  tunnel  with  the  upper  seams 
through  a  vertical  shaft,  through  which  all  the  coal  from  the  higher 
levels  will  be  delivered  to  coal-cars  in  the  main  tunnel,  and  thence,  by 
a  double-track  narrow-gauge  road,  to  the  Hawk's  ^est  Station. 

With  the  water-line  completed,  and  prompt  and  certain  transporta- 
tion thus  secured,  100,000  tons  per  year  would  be  a  very  moderate  pro- 
duction for  one  company,  and  there  is  ample  room  for  more  than  two 
hundred  such  companies  to  carry  on  mining  ojierations,  without  occupy- 
ing one-fourth  the  accessible  outcrops,  or  going  far  from  the  main  line, 
producing  upward  of  20,000,000  tons  of  coal  annually.  By  going  ba^k 
eight  or  ten  miles  from  the  principal  stream,  this  yearly  production 
could  be  more  than  doubled,  without  touching  any  but  the  most  easily 
accessible  seams,  or  encountering  any  serious  difficulties. 

The  manufacture  of  iron  is  also  destined  to  become  a  business  of  very 
large  dimensions  along  the  proposed  line,  and  large  capital  is  now  await- 
ing investment  in  this  interest.  It  is  in  contemplation  to  establish  fur- 
naces, not  only  at  the  ores,  but  at  the  coals,  these  minerals  being  sepa- 
rated from  each  other  by  an  interval  of  one  hundred  miles.  A  reci- 
I>rocity  of  full,  and  therefore  cheap,  freights  will  thus  be  established,  the 
ore  moving  to  the  coal,  and  the  coal  by  return  cargoes  to  the  ore,  while 
the  manufactured  iron,  either  of  pig  or  rolled  iron,  will  move  to  eastern 
or  to  western  markets  as  may  suit  the  interests  of  the  manufacturers. 
A  heavy  business  in  way-freights  may  therefore  be  anticipated. 
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OTHER  SOURCES  OF  LOCAL  WEALTH. 

I  have  thus  briefly  and  imperfectly  noticed  the  two  principal  minerals 
awaiting  development  in  immediate  proximity  to  the  proposed  water- 
line. 

There  are,  however,  besides  the  iron  and  coal,  other  valuable  interests 
now  lying  practically  dormant  in  the  same  region,  and  only  requiring 
cheap  means  of  transportation  to  become  at  once  objects  of  great  com- 
mercial importance.  Among  these  are  building-stone,  lime,  hydraulic 
cement,  roofing-slate,  salt,  and  vast  virgin  forests  of  valuable  timber. 

The  manufacture  of  salt,  even  under  existing  disadvantages,  has 
already  become  an  important  industry  in  the  Kanawha  Valley.  At  the 
salines  above  Charleston,  and  in  Mason  County  on  the  Lower  Kanawha, 
where  the  salt- brine  is  obtained  from  artesian  wells,  the  annual  pro- 
duction has  at  times  reached  as  high  as  7^500,000  bushels.  It  is  doubt- 
less capable  of  large  increase.  This  salt  is  considered  to  be  fully  equal 
to  that  from  Turk's  Ishand. 

Granite  of  excellent  quality,  and  unsurpassed  in  strength,  texture, 
and  beauty  by  any  which  the  New  England  States  afford,  is  found  in 
vast  ledges  on  the  banks  of  the  James  River  near  Richmond.  With 
water- transportation,  this  granite  would  find  a  ready  and  desirable 
market  in  the  West,  in  the  section  of  country  bordering  the  Ohio,  Mis- 
sissippi, and  Missouri  Rivers,  which  is  destitute  of  building-stone  of 
this  quality  and  description. 

The  forests  in  the  valleys  of  the  Greenbrier,  New,  and  Kanawha 
Rivers  and  their  tributaries  are  very  heavily  timbered  with  black  wal- 
nut, white  oak,  poplar,  (the  northern  white- wood,  not  bass-wood,)  beech, 
sycamore*  and  sugar-maple. 

It  will  be  seen  from  the  foregoing  remarks  that  the  proposed  water- 
line  miiy  be  expected  to  derive  a  large  portion  of  its  business  from  the 
States  of  Virginia  and  West  Virginia. 

This  local  business  bein«;  upon  the  spot  will  of  course  take  precedence 
of  through  freights,  and  hence  its  consideration  must  necessarily  enter 
prominently  into  all  questions  concerning  the  dimensions  and  capacity 
of  a  water-line  that  is  intended  to  provide,  and  should  provide  for  many 
years  to  come,  without  enlargement,  an  adequate  outlet  for  those  sur- 
plus productions  of  the  West  which,  in  consequence  of  their  great 
comparative  bulk,  are  unable  to  sustain  long  portage  by  rail. 

It  is  in  this  connection  only  that  the  foregoing  discussion  is  considered 
at  all  pertinent. 

2. — Thejitn388  of  this  tcater-line  as  an  outlet  for  western  produce. 

It  will  appear  by  reference  to  a  good  map  of  the  United  States,  and 
to  table  of  distances  and  charges  upon  the  various  existing  and  pro- 
jected through  freight-lines  running  eiist  and  west,  that  the  section  of 
country  which  would  naturally  select  this  Virginia  water-line  to  the 
eastern  markets  in  preference  to  all  others,  because  the  cheapest  of  kll, 
comprises  the  region  tributary  to  the  Ohio,  the  Mississippi,  and  the 
Missouri  Rivers,  from  Wheeling  to  Cairo,  from  Cairo  to  St.  Paul,  and 
on  the  Missouri  from  its  mouth  to  its  headwaters,  comprising  the 
largest  portion  of  the  aggregate  area  of  the  several  States  bordering 
those  streams  on  either  side. 

The  ten  States  in  the  region  referred  to,  viz,  Kentucky,  Ohio,  Indi- 
ana, Illinois,  Iowa,  Missouri,  Wisconsin,  Minnesota,  Kansas,  and  Ne- 
braska, contained  in  1870  more  than  one  third  of  the  entire  po^iulation 
of  the  United  States. 

According  to  the  last  census  report  their  aggregate  crop,  in  round 
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numbers,  for  the  ^ear  ending  June  30,  1870,  amounted,  in  cereals  and 
other  productions  of  the  soil,  to  32,400,000  tons. 

Tons. 

Por  the  year  1871  these  productions  had  increased  to  over. .  38, 381, 000 
Neat  cattle,  swine,  aud  sheep,  (1871)* 3, 500,000 

Total  for  1871 41, 881,000 

Manufactures  are  entirely  excluded  from  this  statement.  What  por- 
tion of  this  total  tonnage  is  an  actual  surplus,  that  can  be  spared  for 
market,  it  is  impossible  to  determine  with  great  precision.  The  usual 
estimates  of  statisticians  fix  it  at  three-fifths  in  a  rich  agricultural  dis- 
trict, but  assuming  it  to  be  only  one-half,  and  omitting  the  hay,  and  we 
have  for  export  from  these  ten  States,  excluding  manufacture  altogether, 
a.  total  for  1871  of  15,300,000  tons.  If  we  supi>ose  that  the  rate  of  in- 
crease since  1871  has  been  the  same  as  that  for  the  year  previous,  the 
surplus  agricultural  productions  of  these  ten  States  for  the  year  1874, 
suitable  for  long  portage  by  water,  will  exceed  20,000,000  tons.  In  1870 
the  wheat-crop  alone  in  these  ten  States  amounted  to  155,469,000  bushels; 
and  the  corn-crop  for  the  same  year  to  475,000,000  bushels.  Allowing 
three-fifths  of  the  former  and  two-fifths  of  the  latter  as  a  surplus  for 
export,  at  a  benefit  to  the  producer  of  only  28  cents  per  bushel  on 
wheat  and  10  cents  per  bushel  on  corn,  and  the  same  to  the  consumer, 
and  the  aggregate  benefit  to  the  country  at  large  arising  from  a  ready 
market  for  these  two  crops  alone  for  a  single  year  amounts  to  more  than 
$90,200,000.  The  normal  rate  of  yearly  increase  in  the  production  of 
these  two  cereals  would  lead  to  much  greater  results  at  the  present 
time. 

It  would  not  seem  immoderate  to  estimate  the  annual  tonnage  that 
will  seek  this  line  within  a  very  few  years  nfter  its  completion  at  from 
six  to  eight  millions  from  the  two  Virginias,  and  an  equal  amount  from 
the  West,  or  say  12,000,000  to  16,000,000  tons  from  both  sources. 

3.  The  i)rojected  central  water-line  is  described  in  the  general  report. 

The  canal  is  70  feet  wide  at  the  water-level  and  7  feet  deep,  with 
interior  slopes  of  1  upon  2,  giving  a  bottom  width  42  feet.  The  locks 
are  to  be  120  feet  long  between  gates,  and  20  feet  wide,  with  7  feet  depth 
of  water  on  the  miter-sill. 

The  actual  capacity  of  a  canal  of  these  dimensions  is  estimated  in 
Mr.  VV.  R.  Huttou's  report  to  Major  Craighill  as  follows : 

On  the  Erie  Canal  198  boats  have  actually  passed  through  a  single  lock  in  one  day ; 
and  we  may  therefore  safely  assume  a  capacity  fur  180  boats.  The  tonnage  of  the  boats 
will  be  about  2d0  tons,  but  Jis  the  freight  going  West  will  not  be  more  than  oue-fourtli 
of  that  from  the  West,  we  will  average  them  at  IHO  tons,  which  will  show  a  trade  of 
9,720,000  tons  per  annum,  or  for  a  season  of  three  hundred  days. 

From  this  it  would  follow  that  all  the  eastern-bound  freight  would 
be  carried  by  a  daily  average  of  90  boats  of  280  tons  each,  or  one  boat 
in  every  8  minutes,  night  and  day,  equal  to  7,560,000  tons  in  three 
hundred  days,  allowing  for  suspension  of  work  on  Sundays  and  fifteen 
days'  stoppage  by  ice. 

This  estimate  of  Mr.  Button's  appears  to  be  very  large,  larger,  indeed, 
than  the  average  results  obtained  on  the  Erie  Canal  would  seem  to 
justify. 

I  believe  that  an  average  of  one  boat  every  10  minutes  would  repre- 
sent a  much  nearer  approximation  to  the  practical  capacity  of  the  canal, 

•Address  of  Hon.  W.  J.  McAlpine  to  the  New  York  Chamber  of  Commerce,  May 
8,  1873,  page  26. 
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if  indeed  this  estioiate  be  Dot  considerably  in  excess.  Upon  the  sum- 
mit-level of  the  Erie  Canal,  which  is  double-locked,  a  daily  average  of 
101  and  a  maximum  of  200  boats  pass  the  locks  during  the  busy  season. 
The  tonnage  both  ways  on  the  Erie  Canal  in  1872  was*  3,562,560  tons. 
The  tonnage  both  ways  on  Erie  Canal  in  1871  was  3,580,922  tons. 
Through  tonnage  bound  East,  (annually,)  1871-'72,  2,637,212  tons. 

These  quantities  are  carried  during  a  period  of  seven  months  each 
year.  In  1871  the  total  through  and  way  freights  were  carried  an  aver- 
age distance  of  two  hundred  and  nineteen  miles  for  each  ton. 

It  would  seem,  therefore,  that  a  total  carriage  both  ways  of  7,560,000 
tons  would  more  than  represent  the  greatest  yearly  capacitj'  of  the  pro- 
posed line.  This  would  require  the  boats  to  pass  every  10  minutes, 
night  and  day,  for  a  season  of  three  hundred  days,  and  evidently  allows 
very  little  for  contingent  accidents  and  delays.  It  would  provide  for 
6,048,000  tons  of  eastern-bound  through  and  way  freight.  My  own 
judgment  would  place  the  annual  carriage  of  the  line  both  ways  consid- 
erably lower,  but  as  I  am  convinced  that  a  water-line  of  greater  ton- 
nage than  the  one  recommended  will  be  needed  at  a  very  early  day,  on 
the  ground  that  otherwise  it  will  fall  very  far  short  of  satisfying  the  in- 
creasing demands  that  will  be  made  upon  it  from  the  moment  of  its 
completion,  it  is  my  wish  not  to  understate  the  possible  capacity  of  the 
route  as  proposed. 

It  is  admitted,  therefore,  that  the  proposed  line,  under  proper  admiu- 
istration,  may  be  made  to  carry  annually  6,048,000  tons  of  eastern- 
bound  way  and  through  freight. 

In  my  judgment,  and  for  reasons  briefly  set  forth  in  the  foregoing 
pages,  the  line  will  be  required  to  convey  within  five  years  after  its 
completion  more  than  8,000,000  tons  of  coal,  iron-ore,  and  iron  in  Vir- 
ginia and  West  Virginia  alone,  while  the  amount  of  western  produce 
that  will  seek  it  annually  will  reach  as  high  as  6,000,000  to  8,000,000 
tuns  more;  and  it  will  fail  to  carry  any  portion  of  this  western  tonnage, 
except  at  the  expense  and  to  tbe  detriment  of  local  trade. 

It  will  be  necessary,  therefore,  to  provide  for  a  very  large  addition  to 
the  tonnage  of  the  route,  either  by  enlarging  its  dimensions,  duplicating 
the  locks,  or  by  each  of  these  modes  in  succession.  So  far  as  possible, 
arrangements  for  one  or  the  other  of  these  enlargements  should  be  an- 
ticipated. As  to  their  relative  advantages  and  cost,  opinions  probably 
differ  within  wide  limits  even  among  experts  in  canal  administration, 
and  the  question  should,  therefore,  be  the  subject  of  mature  preliminary 
study. 

The  width  of  the  locks  adopted  in  the  project  (20  feet)  can  be  increased 
3  or  4  feet  at  a  cost  not  exceeding  $1,000  per  lock.  Mr.  Hutton's  esti- 
mate is  $700  per  lock.f  For  the  entire  line,  therefore,  from  Richmond 
to  the  beginning  of  the  slack-water  on  the  Greenbrier,  comprising  157 
locks,  this  cost  would  not  exceed  $150,000,  or  less  than  one-third  of  1 
per  cent,  on  the  entire  cost  of  the  work.  This  single  change  in  the 
project  would  increase  the  tonnage  of  the  line  nearly  one-fourth,  as  the 
boats  could  then  carry  345  tons  of  cargo. 

A  subsequent  enlargement  could  be  readily  and  cheaply  made  by 
raising  the  sides  of  the  locks  and  the  canal  one  foot  or  more,  and  still 
another  by  lengthening  the  locks. 

Adding  one  foot  to  the  depth  would  raise  the  tonnage  of  the  boats  to 
400  tons,  and  a  further  increase  of  24  feet  in  the  length  of  the  lock- 

*  Address  by  Hon.  W.  S.  McAlpine  before  New  York  Chamber  of  Commerce  May  8, 
1873. 

t  Mr.  Hutton  is  an' engineer  of  experience  in  canal  construction  and  manaprement. 
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chambers  would  restore  the  original  and  proper  proportion  between  the 
length  and  breadth,  and  with  8  feet  of  water  in  the  canal  the  boate 
would  carr3^  about  500  tons  on  7  feet  draught.  Allowing  10  minutes  for 
lockage,  the  yearly  tonnage  of  the  canal  would  then  be  10,800,000  tons 
of  eastern-bound  freight.  A  tonnage  capacity  somewhat  greater  than 
this  could  be  given  to  the  canal  recommended  in  the  project  by  doubling 
its  locks,  or  by  making  them  long  enough  to  take  two  boats  at  once. 

4.  The  question  of  water-supply  for  the  summit-level  must  necessarily 
be  considered  in  connection  with  any  proposed  increase  iu  the  dimen- 
sions of  the  locks. 

The  locks  supplied  from  this  level  are  assumed  to  have  a  maximum 
lift  of  10  feet,  and  the  number  of  boats  passing  both  ways  240  or  3G0 
prisms  of  lift  per  diem,  being  an  excess  of  96  boats  per  day  over  the 
number  t^ken  above  as  the  basis  of  yearly  trade. 

The  project  before  the  board  contemplates  supplying  the  summit- 
level,  during  the  dry  season,  exclusively  from  a  reservoir  on  Anthony's 
Creek,  a  tributary  of  the  Greenbrier,  having  a  discharge  certainly  less 
.than  one-fourth — probably  less  than  one-sixth — that  of  the  main  stream. 
It  would  be  entirely  safe  to  assume  the  discharge  of  the  Greenbrier  at 
three  times  that  of  Anthony's  Creek.* 

The  Greenbrier  flows  through  a  mountain  gorge  peculiarly  favorable 
to  the  construction  of  dams  for  a  distance  of  more  than  sixty  miles,  all 
above  the  level  of  the  summit  to  be  supplied.  If  necessary,  therefore, 
the  supply  afforded  by  the  Anthony-s  Creek  reservoir  may  be  increased 
twofold. 

As  an  alternative  the  Greenbrier  may  be  excluded,  and  an  additional 
supply  obtained,  equal  to  one-third  of  that  from  Anthony's  Creek,  by 
appropriating  the  w^aters  of  Little  Creek,  Howard's  Creek,  and  Tucka- 
hoe  Creek.  Assuming  this  to  be  the  case,  and  we  have  the  following 
'results,  calculated  with  locks  24  feet  wide,  144  feet  long,  and  10  feet  lift, 
fed  from  the  summit  level : 

Cubic  yardp. 

The  Anthony^s  Creek  reservoir  will  afford  an  available  daily  supply  of 571,780 

The  three  creeks  above  named  will  supply  daily 190, 000 

Total  daily  supply  of  water  from  ihaae  sources 761,780 

Quantity  required  daily  for  the  use  of  240  passing  boats,  with  locks  24  feet 
by  144  feet,  and  10  feet  lift,  including  leakage,  filtration,  and  evaporation.       550, 000 

Daily  surplus 211,780 

The  adequacy  of  the  wjiter-supply  for  the  summit-level  will  not  be 
questioned  by  any  engineer  who  gives  the  subject  a  few  moments'  intel- 
ligent though  t.t 

But  as  one-half  the  water  drawn  from  the  Greenbrier  and  its  tribu- 
taries for  the  summit-level  will  be  lost  to  the  proposed  slack-water 
navigation  west  of  the  summit,  the  question  arises  whether,  with  these 
enlarged  locks,  there  will  be  water  enough  left  for  the  service  of  the 
proposed  barge-locks  on  the  Greenbrier,  above  its  confluence  with  New 
Kiver,  or,  say,  above  Second  Creek.  Upon  this  point  I  am  prepared  to 
say  that  I  see  no  controlling  necessity  for  making  the  locks  on  either 
the  Greenbrier  or  New  Eiver  larger  than  those  on  the  canal ;  and,  if 
made  of  the  same  size,  the  water  expended  in  lockage  at  the  west  end 
of  the  summit-level  will  amply  suffice  to  carry  boats  through  the  Green- 

*  Report  of  Capt.  Wra.  G.  NcNeill,  Topographical  Engineers,  March  24,  1828. 

t  It  is  assumed  that  the  data  supplied  by  the  surveys  and  examinations  of  Captain 
McNeill  and  Mr.  Lorraine  are  trustworthy.  It  is  not  known  that  they  have  ever  been 
called  in  question. 
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brier,  by  drawing  upon  the  surplus  to  supply  any  deficiency  due  to 
natural  and  incidental  causes. 

The  large  barges  from  the  West  can  very  well  break  freight  and 
transfer  their  cargoes  to  canal-boats  on  the  Kanawha  River  below  the 
Great  Falls.  I  would  prefer  barge-navigation  on  the  New  and  Green- 
brier Rivers,  if  readily  attainable;  but  I  do  not  consider  the  differences 
involved  in  this  question  of  much  importance. 

Substituting  canal  for  slack-water  na\igation  on  this  portion  of  the 
line  would  add  from  7  to  8  cents  per  ton  to  the  tjost  of  transportation. 

Below  the  confluence  of  Greenbrier  and  Sew  Rivers  it  is  presumed 
there  is  no  question  of  the  adequacy  of  the  water-supply  for  lock  and 
dam  navigation  even  for  large  barges,  and  I  would  prefer  this  method 
of  improvement  to  that  of  open  sluices  for  the  entire  distance  from 
Kanawha  Falls  to  the  Ohio  River. 

But  the  improvement  of  the  Kanawha  should  be  considered  in  con- 
nection with  that  of  the  Ohio  below  Point  Pleasant,  a  subject  not  before 
this  board. 

The  only  diflSculties  of  construction  at  all  serious  in  character  will' 
probably  be  encountered  in  founding  the  dams  for  slack- water  naviga- 
tion upon  bowlders  and  coarse  gravel  and  pebbles,  where  no  bed-rock 
has  been  discovered. 

In  Mr.  Button's  judgment,  formed  after  a  careful  examination  of  the 
localities,  these  bowlder-sites  for  dams  can  generally  be  avoided,  and  it 
may  be  safely  assumed  that,  where  such  avoidance  is  impossible,  a  canal 
can  be  substituted  for  slack-water. 

COST   OF  THE  WORK. 

5.  As  to  the  probable  cost  of  the  work  from  Richmond  to  the  mouth  . 
of  the  Kanawha  River,  my  views  are  expressed  in  a  resolution  of  the 
boar'J,  passed  with  one  dissenting  voice,  that  $60,000,000  would  build 
it,  leaving  a  large  margin  for  contingent  expenses,  while  its  cost  would 
probably  not  exceed  $55,000,000,  and  possibly  not  $50,000,000. 

COST  OF  MAINTENANCE. 

6.  The  annual  cost  of  maintenance  and  administration  should  not 
exceed  $750,000,  but  may  possibly  reach  81,000,000. 

PROBABLE  TIME  FOR  ITS  COMPLETION. 

7.  The  time  required  to  complete  the  work  and  open  it  to  trade  will 
depend  upon  the  time  occupied  in  constructing  the  long  tunnel.  1 
judge  that  five  and  a  half  to  six  years  will  be  ample. 

SUMMARY. 

1.  The  construction  and  maintenance  along  the  proposed  route  of  a 
water-line  of  even  larger  dimensions  than  the  one  jiroposed  is  entirely 
practicable,  and  the  necessity  for  it  is  so  imperative,  and  its  importance 
to  the  country  at  large  so  great,  that  the  General  Government  may  well 
assume  the  work,  even  at  a  cost  greatly  in  excess  of  the  estimates. 

2.  The  line  as  proposed,  when  working  to  its  full  capacity,  will  carry, 
as  claimed  in  the  project,  7,500,000  of  eastern-bound  through  and  way 
freight  annually.    I  place  its  tonnage  lower  by  more  than  1,500,000  tons. 

8  ENG 
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3.  The  line  will  be  required  within  a  short  time  after  it  is  opened  to 
convey  eastward  more  than  12,000,000  tons  annually. 

Its  construction,  therefore,  should  be  begun  with  a  view  to  increasing 
its  capacity  at  an  early  day,  either  by  duplicating  its  canal-locks  or  by 
enlarging  the  single  line,  as  shall  be  deemed  of  most  advantage. 

4.  The  cost  of  the  work,  if  the  locks  be  made  4  feet  wider  than  the 
project  contemplates,  should  not  greatly  exceed  $50,000,000,  but  may 
reach  $60,000,000,  and  the  annual  cost  of  its  maintenance  will  be  within 
81^0,000. 

By  widening  the  proposed  locks  4  feet,  the  tonnage  of  the  canal  would 
be  increased  nearly  one-fourth. 

5.  The  time  for  completing  the  work  should  not  exceed  five  and  a  half 
to  six  years. 

Very  respectfully,  your  obedient  servant, 

Q.  A.  GiLLMORE, 

Lieut.  Col.  ofEngineerSj  Bvt.  Maj.  Oen.^  U.  8.  A. 

Brig.  Gen.  A.  A.  Humphreys, 

Chief  of  EngineerSy  If.  S.  A. 


4. — Letter  to  the  Chief  of  Engineers  of  Col.  W.  P.  Craighill. 

United  States  Engineer  Office, 

New  York,  March  19,  1874. 

General  :  The  board  of  engineers  which,  under  your  instructions  of 
January  28, 1874,  convened  in  Richmond,  Va.,  February  5,  and  has  since 
been  engaged  in  examining  the  route  of  the  proposed  James  River  and 
Kanawha  ^^  water-line,"  and  the  maps  and  documents  relating  to  the  sub- 
ject, yesterday  agreed  upon  a  report  indicating  its  opinions  upon  points 
as  to  which  there  was  entire  unanimity,  with  the  understanding  that 
separate  papers  should  be  prepared  by  each  member,  for  the  purpose  of 
a  more  detailed  setting  forth  of  the  special  views  of  each  as  to  parts  or 
the  whole  of  the  project. 

While  the  general  opinions  expressed  in  my  printed  reports  of  January 
27,  1871,  and  April  11, 1873,  are  still  entertained,  further  reflection  and 
conference  with  my  able  and  experienced  colleagues  on  this  board  have 
induced  me  to  modify  to  a  limited  extent  my  views  as  to  some  of  the 
details.  I  feel  bound  (and  the  duty  is  certainly  a  pleasing  one)  to  make 
a  matter  of  official  record  my  testimony  to  the  courteous  consideration 
manifested  toward  me  by  my  associates. 

Your  instructions  direct  the  board  to  take  into  consideration  and  re- 
port upon  all  questions  of  practicability,  plan,  and  probable  cost  for  a 
water-communication  to  the  Ohio  by  the  way  of  the  James  and  Kanawha 
Rivers,  together  with  the  probable  time  required  for  its  completion  and 
the  cost  of  maintenance  when  built.  These  instructions  also  contain 
the  following  paragraph :  "  It  is  also  desirable  to  have  the  views  of  the 
board  on  the  benefits  to  commerce  to  be  derived  from  the  construction 
of  such  a  work." 

The  letter  of  Hon.  H.  G.  Davis,  of  the  Senate  of  the  United  States,  to 
the  Secretary  of  War,  dated  November  12, 1873,  in  which  he  asks  for 
the  organization  of  a  board  of  engineers  to  consider  and  report  on  the 
"  water-line,"  contains  a  paragraph  quoted  below.  It  may  properly  be 
mentioned  here  that  Mr.  Davis  writes  in  his  capacity  of  member  of  the 
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Special  Committee  (of  the  Senate)  on  Transportation  Eoates  to  the  Sea- 
board.   He  says : 

Yon  are  aware  of  the  fact  that  several  snrveys  and  official  reports  have  already  been 
made  by  the  State  of  Virginia  and  the  Oeneral  Oovemment  in  regard  to  this  work,  all 
of  which  seem  to  indicate  that  the  project  is  perfectly  practicable.  Some  of  the  friends 
of  the  enterprise,  however,  desire  to  present  such  additional  evidence  in  regard  to  the 
coat  of  the  proposed  tunnel  and  of  the  entire  canal,  the  water-snpply  of  suramit-level, 
the  probable  time  required  to  complete  the  tunnel  and  the  entire  canal,  and  other  ques- 
tions involving  iti)  practicability  as  will  place  all  these  questions  beyond  doubt  in  the 
public  mind.  *  *  *  *  *  It  is  for  these  reasons  I  have 

made  the  foregoing  request  as  to  the  appointment  of  a  board  of  survey,  who  shall  care- 
fully examine  and  pass  upon  all  the  computations  and  deductions  of  the  engineers  who 
have  located  the  canal  and  estimated  its  probable  cost,  the  time  required  for  its  con- 
struction, and  other  questions  of  a  practical  nature. 

The  question  of  ^^ practicahility^  is  of  little  importance  until  the 
fundamental  one  be  settled  of  "  the  benefits  to  commerce  to  he  derived  from 
the  construction  of  such  a  worJc,^  When  the  commercial  working  capacity 
of  the  line  is  determined  by  the  engineers,  its  comm^ercial  value  seems 
rather  a  question  for  the  political  economist.  As  to  the  commercial 
value,  so  much  has  been  written  that  I  might,  perhaps,  with  propriety 
pass  it  by  entirely.  I  desire,  however,  to  invite  special  attention  to  the 
emphatic  and  unanimous  opinion  of  the  board,  expressed  in  the  follow- 
ing resolutions : 

Be9olvedy  That,  while  the  board  is  of  the  opinion  that  for  ordinary  pa^enger- travel 
and  many  kinds  of  freight  the  railroad  will  be  properly  preferred  as  the  means  of 
transpor tuition,  there  can  be  no  reasonable  questioning  of  the  fact  that,  when  the  cir- 
cumstances of  the  case  are  such  that  comparative  slowness  of  movement  is  permissible, 
and  the  quantities  to  be  moved  large,  the  cheapness  of  transportation  by  water  be- 
comes obvious  to  everj^  one  who  fairly  weighs  the  statistics  on  the  subject.  In  this 
view  very  great  bench ts  to  commerce  would  be  derived  from  the  construction  of  a 
water-communication  from  east  to  west  between  the  James  and  Ohio  Rivers. 

2.  Whereas  the  James  River  and  Kanawha  route  beiug  among  the  few  south  of  the 
Erie  Canal  route  over  which  it  appears  to  be  practicable  to  establish  a  water-navi- 
gation connecting  by  the  Ohio  River  the  immeqse  internal  navigation  of  the  great 
Mississippi  Valley  with  the  seaports  of  the  Atlantic ;  and  whereas  it  will  probably 
famish  the  most  direct  connection ;  and  whereas  the  route  has  very  gi*eat  local  ad- 
vantages of  climate,  owing  to  which  it  will  be  comparatively  little  obstructed  bv  ice, 
and  of  ge(»1ogical  character,  connecting  the  richest  coal-fields  of  the  world  (now  lying 
almost  undeveloped  for  want  of  adequate  means  of  removal)  with  the  markets  of  the 
world,  and  at  the  same  time  with  the  almost  equally  rich  region  of  iron  and  other  ores 
in  the  Virginia  Valley: 

Therefore,  in  the  opinion  of  this  board,  this  route  presents  extraordinary  claims  as 
the  measure  of  relief  to  the  population  of  the  Western  States,  in  furnishing  for  their 
balky  products  cheap  transportation  to  a  market,  and  for  fostering  the  commerce  of 
the  United  States  by  developing  immense  mineral  resources  now  neglected. 

As  to  the  commercial  value  of  the  work,  the  light  thrown  by  the  fol- 
lowing statistics  from  the  history  of  the  Brie  Canal  is  valuable : 

The  entire  cost  of  constructing  the  Erie  Canal  to  1863  was  $38,977,831,  (nearly 
$39,000,000.)  This  snm,  with  interest  to  1863,  amounted  to  $52,491,915.  During  the 
same  period  the  gross  receipts  from  tolls  were  $71,783,676,  (nearly  $72,000,000.)  After 
deducting  expenses,  ($12,518,860,)  there  remained  a  net  profit  of  $59,264,812,  not  only 
safficient  to  pay  the  entire  cost  of  construction  with  interest,  but  leaving  a  surplus 
of  nearly  $7,0(K),000.  Of  the  gross  earnings  it  appears  that  but  little  more  than 
one-9ixth  was  required  to  meet  expenses  and  repairs.  Five-sixiks  were  net  gain. 
This  included  not  only  the  period  afber  the  enlargement  but  before,  when  the  canal  was 
in  an  unfinished  condition,  with  cost  of  repairs  greater  and  receipts  less.  Since 
1862  the  net  earnings  have  been  about  $20,000,000  more.  From  1862  to  the  end 
of  the  fiscal  year  1868,  the  amount  of  tolls  paid  to  the  State  was  $25,260,384.  No 
other  improvement,  railroad  or  other,  can  make  such  an  exhibit.  The  Erie  Canal  has 
not  only  paid  for  its  construction,  but  makes  itself  a  present  to  the  State  with  about 
$27,000,0<^  of  net  profits.  •  *  »  For  the  montns  of  October  and  December  of 
1S67,  the  receipts  irom  tolls  were  about  two  millions,  being  a  little  more  than  half  the 
receipts  for  the  fiscal  year  and  more  than  half  the  estimated  receipts  for  the  next  fis- 
cal year.    These  figures  show  that  the  navigation  closes  just  when  the  demand  f(»r 
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transportation  is  gfreatest,  aud  the  comparative  smallness  of  receipts  for  the  other  five 
months  of  open  navigation  shows  that  the  freiglit  which  cannot  use  this  canal  gets  to 
market  over  other  and  much  more  expensive  avenues  of  transportation. 

With  reference  to  the  Erie  Canal,  one  who  knows  whereof  he  speaks 
uses  the  follow- iiig  hmguage : 

The  Erie  Canal  now  conveys  one-fourthof  the  whole  of  the  exports  of  that  vast  inte- 
rior region  which  I  have  already  described,  and  as  much  of  it  during  its  six  mouths  of 
uninterrupted  navigation  as  all  of  the  trunk-railways  together  during  the  same  time. 
Every  canal-boat  which  comes  to  this  city  with  an  average  cargo  is  more  than  the 
average  of  the  New  York  Central  Railroad  trains.  In  the  busy  canal-season,  more  than 
one  hundred  and  fifty  such  boats  come  daily  to  tide-water,  and  the  New  York  Central 
Railroad  t rathe  never  reaches  thirty  trains  per  day.  Such  a  canal-traffic  would  make 
more  than  twenty  luiles  of  railroad-cars.  The  slow,  plodding  canal-boat  attracts  do 
attention,  while  the  bustle,  noise,  and  whirl  of  a  freight-train  create  a  sensation  in 
every  village  through  which  it  passes. 

See  also  the  remarks  of  Mr.  Harris,  the  present  chief  engineer  of  the 
James  Elver  Canal : 

First,  as  to  the  supply  of  tonnage.  By  the  statistics  alluded  to  we  iind  that  the 
States  bordering  on  the  water-line  produced  in  the  year  1871  more  than  four  times  as 
mnch  corn  and  about  three  times  as  much  wheat  as  all  the  remaining  States  of  the 
Union,  and  that  the  quantity  of  wheat,  corn,  rye,  oats,  barley,  buck  wheat,  and  pota- 
toes amounted  to  tlie  enormous  sum  of  1,134,7'2<>,^)0<)  bushels;  averaging  these  articles 
at  only  50  pounds  to  the  bushel,  we  have  27,887,200  tons.  These  samt'  States  pro- 
duced also  the  same  year  109,094  tons  of  tobacco  and  10,385,000  tons  of  hay.  These 
sums  added  together  make  a  grand  aggregate  of  38,381,294  tons.  Suppose  oinvthird  tf 
this  is  deducted  for  home  consumption,  the  remainder  is  25,587,.'')30  tons,  to  which,  if 
we  were  to  add  the  tonnage  of  salted  pork,  beef,  live  stock,  and  that  created  by  the 
forests  and  mines,  the  grand  total  would  probably  be  at  Ivii^t  30,000,000  tons. 

This  same  report  also  informs  us  that  the  increase  of  the  population  west  of  the 
Mississippi  during  the  last  decade  was  at  the  rate  of  52  per  cent.,  while  that  of  the 
whole  country  was  only  22  per  cent.  As  the  productions  i!w?rease  at  least  in  the  same 
ratio  as  the  population  in  this  productive  country,  may  we  not  reasonably  conclude 
that  by  the  year  1880,  or  by  the  time  the  water-line  can  possibly  bo  completed,  this 
country  will'  produce  forty  or  fifty  millions  of  tons  for  export  ?  Can  there,  then,  be  a 
reasonable  doubt  that  this  line  will  be  supplied  with  as  much  tonnage  as  it  can  carry, 
taking  into  view  that  it  will  be  the  cheapest  and  safest  of  all  the  lines  of  transporta- 
tion for  the  tonnage  of  this  country  ?.  Instead  of  a  deficiency  of  tonnage,  I  think  the 
result  will  be  that  this  line  cannot  carry  it  all,  though  worked  to  its  utmost  capacity, 
and  the  people  of  the  West  will  very  so(m  demand  another  water-line  to  be  made  from 
the  Mississippi  Valley  to  the  Atlantic  Ocean,  to  carry  oft'  the  surplus  of  their  inex- 
haustible and  fertile  country. 

Secondly,  as  to  some  of  the  benefits  to  be  derived  by  the  Western  Stiites  bordering 
on  the  Ohio  and  Mississippi  Rivei-s.  The  average  result  in  favor  of  the  Virginia  wati^r- 
line,  as  compared  with  seventeen  different  lines  of  transport,  as  shown  in  the  table 
heretofore  referred  to,  \»  ^2.84  per  ton.  This  is  equivalent  to  the  gain  of  8^  cents 
a  bushel  on  wheat,  and  within  a  fraction  of  8  cents  per  bushel  on  corn,  and  in  the  same 
proportion  for  all  other  articles.  Let  us  suppose  that  this  line,  when  finishe<l,  will  have 
the  influence  of  thus  cheapening  the  cost  of  transportation  for  twenty-live  miles  on 
each  side  of  the  rivers,  extending  from  the  mouth  of  the  Kanawha  to  Dubuque,  a  dis- 
tance of  thirteen  hundred  and  fifty-five  miles.  This  would  embrace  an  area  of  country 
containing  43,360,000  acres. 

By  the  report  of  the  statistician  of  the  Agricultural  Bureau  the  States  bordering  on 
the  rivers  ln'tween  the  nH)nth  of  Kanawha  and  Dubuque  produced  in  1871  11.3  bushels 
of  wheat  and  35.7  bushels  of  corn  per  acre.  It  was  shown  by  the  table  of  cost  referred 
to  that  the  Virginia  line  would  save  to  the  people  of  the  Western  States  H^  cents  per 
bushel  on  wheat  and  8  cents  on  corn.  It  is  clear  that  8|  cents  multiplied  by  11.3 
bushels  wouhl  give  the  amount  realized  per  acre  on  all  the  wheat-landi  and  1^2.85.6  per 
acre  on  ct>rn-land.  Let  us  again  suppose  that  one-fourth  of  this  area  of  country  was 
cultivated  in  wheat  in  1871,  and  one-fourth  in  corn ;  by  multiplying  one-fourth  of  the 
area  by  90.4  cents,  and  another  fourth  by  .'^2.85.0,  these  products  added  together  show 
what  the  farmers  of  this  region  lost  by  not  having  the  water-line  in  1671,  and  what 
they  would  now  gain  every  year  on  their  crops  of  corn  and  wheat  only  by  having  it 
constructed.  The  result  would  be  as  follows  :  U),840,0OO  acres  multiplied  by  90.4  cents, 
$9,71>9,3(iO  ;  10,840,000  acres  multiplied  by  82.85.(>,  $30,959,040.  These  sums  added  to- 
ge'ther  make  the  sum  of  .^40,758,400  that  would  be  realized  by  the  agriculturists  of 
this  portion  of  the  country  per  anuum  without  any  more  labor  on  their  part,  and 
would  be,  in  etVect,  enhancing  the  value  of  their  real  estate  by  the  enormous  sum  of 
$679,306,000.00,  because  it  would  take  this  capital,  put  at  interest  at  6  per  cent.,  to  pro- 
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dnce  that  amoiiut  of  pecnniarv  benefit  derived  per  annum  by  the  constmction  of  this 
great  work.  The  recent  snccessful  application  of  steam-navigation  on  the  Erie  Canal 
assures  us  that  the  day  of  slow-plodding  horse-traction  on  large  canals,  snch  a«  this 
will  be,  has  pjissed  ;  and  that  the  new  era  of  steam-navigation  has  begun,  and  will  be 
fully  inaugurated  before  this  great  line  can  be  finished,  diminishing  tije  time  by  one- 
half  and  the  expense  one-half,  or  reducing  the  total  expense  of  navigation  on  the  canal 
to  less  than  one-half  what  it  is  at  present.  At  these  rates  the  actual  cost  of  transport- 
ing a  bushel  of  wheat  three  thousand  miles  would  be  only  about  7  cents,  and  the  total 
charges  not  more  than  15  cents  per  bushel;  and  the  effect  upon  the  wheat  and  corn 
growing  regions  of  the  West  would  be  not  only  to  make  two  bushels  of  wheat  grow 
where  only  one  grew  before,  but  to  cause  millions  of  bushels  to  be  grown  where  none 
were  grown  before. 

In  this  connection  I  will  8iinply  advert  to  a  suggestion  made  by 
another  member  of  the  board.  The  need  tor  a  cheap  means  of  transpor- 
tation between  East  and  West  becomes  specially  pressing  upon  the  pro- 
daeers'of  the  Wes  ern  and  Northwestern  States  at  the  very  season  when 
the  Erie  route  fails  them,  from  climatic  causes  which  may  be  said  to  be 
uncontrollable.  The  Oiiio  River  is  then  in  a  favorable  condition  for 
navigation,  even  without  further  expenditure  for  its  improvement,  and 
if  the  James  River  water-line  were  completed  there  would  be  a  through 
line  at  once  for  this  urgent  work  of  transportation.  It  has  been  also  well 
suggested  by  the  recorder  of  our  board  tha,t  the  boats  on  the  Erie  Canal 
instead  of  remaining  idle  for  five  months  every  year,  could  be  readily 
transferred,  and  work  on  the  James  River  line  during  the  x)eriod  of  clos- 
ure of  the  Erie.  This  transfer  could  be  easily  effected  through  the  Del- 
aware and  Raritan  Canal  and  Chesapeake  and  Delaware  Canal.  This 
means  at  once  places  the  great  commercial  metropolis  of  our  country, 
New  York,  in  connection  with  the  James  River  line.  It  will  be  found 
this  route  also  compares  favorably  in  distance  with  others  to  New  York 
from  the  West. 

As  to  the  commercial  capacity  of  the  James  River  line,  what  has  been 
hitherto  written  has  had  reference  generally  to  a  channel  of  the  same 
dimensions  a«  the  existing  Erie  Canal,  and  the  estimates  of  cost  submit- 
ted in  my  reports  contemplated  such  a  navigation  east  of  the  Alleghany, 
permitting  the  use  of  boats  of  about  280  tons,  while  those  of  IW  tons 
were  expected  to  be  brought  from  the  West  as  far  as  the  summit-level, 
the  long  tunnel.  That  a  water-communication  of  the  capacity  of  the 
Erie  Canal  can  be  built  along  the  James  River  line  is  believed  by  the 
board,  as  appears  from  the  following  resolution,  unanimously  agreed  to  : 

Besolvedy  That,  in  the  opinion  oi  this  board,  it  is  entirely  practicable  to  connect  the 
waters  of  the  James  and  Ohio  Rivers  by  a  water-navigation  of  7  feet  depth. 

Differences  of  opinion  prevail  in  the  board  whether  the  slack-water 
navigation  should  be  adopted  for  the  Greenbrier  and  New  Rivers,  or 
whether  the  smaller  canal  should  be  continued  down  those  streams. 
There  are  also  differences  of  opinion  as  to  the  best  dimensions  and 
details  for  locks,  &c.  Before  those  details  can  be  settled  further  surveys 
will  be  necessary. 

The  following  resolution  agreed  to  by  four  of  the  five  members  of  the 
board,  may  be  here  quoted  : 

Resohedf  That,  while  the  estimates  have  hitherto  been  limited  t.o  a  water-line  with 
canal-locks  of  120  by  20  and  slack- water  locks  of  240  by  40,  the  board  is  of  the  opinion 
that  the  canal-loeks  should  probably  be  built  of  23  or  24  feet  width,  with  a  correspond- 
ing increase  in  the  width  of  slack-water  locks,  with  a  view  to  increase  of  capacity  for 
the  line  in  future  if  demanded,  as  this  additional  width  can  be  economically  given. 
Additional  depth  could  thereafter  be  readily  obtained,  to  as  great  an  extent  as  the 
water-supply  would  permit,  by  raising  the  walls  and  banks. 

The  dissenting  member,  it  is  undersood,  has  not  satisfied  himself 
folly  a^  to  the  proper  manner  of  giving  increased  capacity  to  the  canal, 
whether  by  enlarged  single  locks  or  by  doubling  them. 
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My  owD  opinioD  on  this  point  is  that  the  capacity  of  the  canal  should 
be  as  great  as  the  water-supply  aud  ecouomicai  workiug  will  justify. 
Inasmuch  as  the  expenses  for  making  a  lock  24  feet  wide  rather  than  20 
feet  is  very  small  in  the  first  construction  as  compared  with  the  total  cost, 
I  recommend  that  they  be  so  built.  If  this  should  be  found  to  be  too 
great  width,  they  may  be  narrowed  easily  and  cheaply.  If  the  water- 
supply  be  found  greater  than  expected,  the  locks  and  canal  may  readily, 
and  at  comparatively  small  expense,  be  made  deeper  by  raising  the  walls 
and  banks.  Thecontinuousslack-water  navigation  on  the  Kanawha,  New, 
and  Greenbrier  should  have  locks  at  least  double  in  length  and  width 
of  those  on  the  canal,  so  as  to  pass  at  once  four  canal-boats  or  three 
boats  and  a  tow-boat  if  desired.  My  opinion  is,  further,  that  only  single 
locks  should  be  first  built.  If  the  trade  justify,  they  should  be  after- 
ward doubled.  Tbe  enlargement  of  the  prism  proposed  in  my  report 
of  January  27,  1871,  is  considered  ample,  as  it  will  suffice  for  the 
locks  of  greater  width  now  recommended,  and  by  revetting  the  slopes 
and  making  them  steeper  the  canal  may  be  adapted  to  the  use  of  steam- 
navigation,  which  should  be  confidently  expected  in  the  future.  As  a 
steamboat  may  readily  be  propelled  at  twice  the  speed  of  the  horse- 
boat,  the  time  of  passage  through  the  canal  and  its  locks  will  be  lessened 
one-half,  and  thus  the  capacity  of  the  route  be  practically  doubled. 

As  pertinent  to  this  question  I  will  here  quote  some  interesting  state- 
ments made  by  Maj.  W.  McFarland,  qf  the  Corps  of  Engineers,  who  has 
given  much  special  and  intelligent  study  to  the  subject  of  the  construc- 
tion and  use  of  canals.  He  is  writing  about  another  canal-route  than 
that  by  the  James  River : 

The  extreme  tonnage  of  tbe  boats  passing  tbroogh  the  Erie  Canal  is,  according  to 
the  last  published  reports,  about  240  tons,  while  the  average  load  is  about  220  tons. 
The  locks  here  are  110  feet  long  and  18  feet  broad  ;  the  boats  commonly  95  to  97  feet 
long  and  17  feet  6  inches  broao.  I  desire  here  to  call  attention  to  a  curious  and  im- 
portant fact.  The  Delaware  and  RaritAn  Canal,  which  forms  a  link  of  the  inland  line 
of  water-communication  between  the  cities  of  New  York  and  Philadelphia,  is  of  the 
following  dimensious:  Eighty  feet  wide  at  (he  water-surface  ;  average  depth,  9  feet: 
locks,  220  feet  long,  and  24  feet  wide.  The  largest  horse-boats  plying  upon  this  canal 
can  carry  450  tons,  but  the  average  actual  cargo  is  about  210  tons. 

Mr.  John  S.  Hillis,  of  the  firm  of  W.  P.  Clyde  &  Co.,  of  Philadeli)hia,  formerly 
superintendent  of  the  Raritan  and  Delaware  Canal,  stated  to  the  New  York  commis- 
sionets  on  canals,  as  the  result  of  his  experience,  that  the  most  economical  boat  or 
barge  for  this  canal  is  110  feet  long  by  23  feet  3  inches  beam,  carrying  300  tons.  Boats 
140  feet  long  and  carrying  500  tons  have  been  tried,  but,  on  account  of  extra  ex{)ense 
of  crew  to  meet  the  increased  difficulty  of  management,  were  not  found  economical. 

The  auditor  of  the  canal  department  of  the  State  of  New  York,  in  his  report  for  the 
fiscal  year  ending  September  30,  lcf72,  says  :  **  From  the  experience  of  the  season  of  1872, 
our  canals,  in  their  present  condition,  are  equal  to  all  the  requirements  likely  to  be  de- 
manded of  them  in  1872,  and  have  no  rival  on  the  score  of  cheap  transportation  at  the 
present  time." 

We  may  re^t  satisfied,  then,  that  the  300-ton  boats,  which  would  be  able  to  pass 
through  our  proposed  canal  when  completed,  ar^  the  largest  that  can  be  economically 
handled,  at  least  until  the  tonnage  of  this  canal  shall  exceed  that  of  the  Erie  Canal, 
which  for  the  year  ending  with  the  navigating  season  of  1872  amounted  to  nearly  six 
million  and  a  half  tons. 

As  to  the  question  of  practicability,  the  opinion  of  the  whole  board  is 
fully  expressed  in  a  resolution  already  quoted  in  another  connection, 
which  will  be  repeated  here : 

RcBolvedy  That,  in  the  opinion  of  this  board,  it  is  entirely  practicable  to  connect  the 
waters  of  the  James  and  Ohio  Rivers  by  a  water  navigation  of  7  feet  depth. 

As  to  some  of  the  important  features  of  the  route,  the  opinions  of  the 
board,  as  expressed  in  other  resolutions,  will  be  now  given : 

Eeaolvedf  That  the  boanl  is  of  the  opinion  that  it  is  entirely  practicable  to  drive  the 
JoD^  tunnel  tliroagb  the  AUeghimy  Mountains,  by  which  it  is  proposed  to  connect  tbe 
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headwaters  of  the  James  and  Greenbrier  Rivers.  The  cost  of  such  a  tonnel,  34  feet  in 
clear  width,  with  passing-places  for  boats  each  one-fourth  mile,  would  be  about 
$2,000,000  per  mile.    The  time  of  completion  need  not  be  over  six  years. 

Id  this  opinion  the  board  was  auaniinous. 

Bewlved,  That  the  board  is  of  opinion  that  by  the  nse  of  reservoirs  on  Anthony's 
Creek  and  the  Greenbrier  River,  a  sufficient  supply  of  water  may  be  had  for  the  tunnel 
snmmit-level  and  its  dependencies,  and  that  the  supply  of  water  is  also  sufficient  for 
the  portion  of  the  proposed  water-line  east  and  west  of  the  high  level. 

In  this  opinion  the  board  was  unanimous. 

Be$olred^  That  the  board  is  of  the  opinion  that  it  is  entirely  practicable  to  enlarge  the 
existing  James  River  Canal  and  slack-water  navigation  to  Buchanan,  making  the  locks 
120  by  20  feet,  and  the  width  of  the  canal  at  the  water-line  70  feet,  with  a  depth  of  7 
feet ;  and  to  extend  the  canal  and  slack- water  navigation  of  the  same  dimensions'  to  the 
eastern  portal  of  the  long  tunnel,  thus  admitting  the  use  of  boats  of  280  tons  burden . 

In  this  opinion  the  board  was  unanimous. 

Resolvedy  That,  in  the  opinion  of  the  board,  the  preparation  of  the  Ejiuawha  River  for 
navigation  from  the  Ohio  to  the  Great  Falls  of  the  Kanawha  by  boats  of  700  tons  is 
entirely  practicable. 

In  this  opinion  the  board  was  unanimous. 

Whereas  there  are  differences  of  opinion  among  members  of  the  board  as  to  the 
practicability  of  lock  and  dam  (or  slack-water)  navigation  of  the  Greenbrier  and  New 
Kivers  between  Howard's  Creek  and  the  Great  Falls  of  the  Kanawha ;  and 

Whereas  the  same  differences  of  opinion  prevail  as  to  the  extension  of  the  barge- 
navigation  of  the  Kanawha  above  the  Great  Falls  : 

Solved,  That,  in  the  opinion  of  this  board,  it  may  be  expedient  to  adopt  canal-navi- 
gation for  this  part  of  the  line,  with  occasional  exceptions  where  it  may  be  desirable  in 
consequence  or  peculiarly  favorable  reaches  or  the  necessity  of  water-supply. 

In  this  opinion  the  board  was  unanimous. 

One  member  of  the  board  is  emphatically  of  the  opinion  that  the  use 
of  the  canal  instead  of  the  slack- water  method  is  not  only  expedient  along 
the  portions  of  the  line  mentioned  in  the  last  resolution,  but  that  the 
slack- water  method  is  inapplicable  along  that  portion.  He  will,  no  doubt, 
set  forth  his  views  on  this  subject  with  the  usual  force  and  clearness  of 
his  expressions.  With  great  deference,  I  feel  unable  to  reach  the  same 
conclusions,  but  do  not  entertain  a  doubt  as  to  the  practicability  of  ex- 
tending the  slack-water  navigation  over  that  portion  of  the  line,  if  neces- 
sary. The  question  of  the  expediency  of  doing  so  may  be  regarded  as 
still  open,  but  my  opinion  is  decided  that,  while  it  may  be  desirable  to 
resort  to  some  tunnels  on  New  River,  with  the  view  of  shortening  dis- 
tance and  time  of  passage,  as  well  as  avoiding  some  probably  unfavor- 
able sites  for  dams,  as  well  as  interference  with  the  railroad,  the  slack- 
water  navigation  of  that  river  should  be  adhered  to,  as  well  as  of  the 
Greenbrier.  By  making  the  change  from  700-ton  boats  to  ordinary 
canal-boats  take  place,  as  suggested  by  one  or  more  members,  near  the 
Great  Falls  of  the  Kanawha  rather  than  at  the  western  portal  of  the  long 
tunnel,  as  proposed  in  my  report  of  January  27, 1871,  the  cost  of  the 
water-line  would  be  notably  diminished.  Further  surveys  are  necessary, 
and  other  considerations  will  come  in,  (partly  of  an  engineering  and 
partly  of  a  politico-economical  character,)  for  the  tinal  determination  of 
this  question  of  method  and  scale  of  construction. 

The  following  resolution  was  agreed  to  by  four  of  the  five  members 
of  the  board  :  / 

Rewlvedf  That,  in  the  opinion  of  the  board,  the  water-line  by  the  James  River  and 
the  Kanawha  route,  with  7  feet  depth,  may  be  completed  in  six  years,  at  a  cost  of  not 
more  than  $60,000,000,  allowing  an  unusually  broad  margin  for  contingencies,  which 
cannot  be  accurately  measured.  The  cost  niav  reasonably  be  expected  to  be  within 
$55,000,000,  and  possibly  will  not  exceed  $50,000,000. 


1-20  REPORT    OF   THE    CHIEF   OF   ENGINEERS. 

It  was  understood  that  the  dissenting  member  objected  to  that  part 
of  the  resolution  which  referred  to  the  cost  and  time  of  completioD  of 
the  work.  The  views  of  other  members  thaij  myself  as  to  probable  cost 
will  no  doubt  be  stated  in  their  separate  opinions. 

On  this  subject  I  submit  the  following :  To  my  report  of  January  27, 
1871,  is  appended  Mr.  Turpin's  estimate  for  the  enlargement  of  the  ex- 
isting canal,  which  contains  an  item  of  81,300,000  for  a  dock  and  ship- 
lock  at  Richmond,  in  addition  to  a  tide-water  connection  for  the  canal 
proper.  This  item  may,  it  would  seem  to  me,  with  propriety  be  omi^ 
ted  from  the  estimate  for  the  through  water-line.  The  total  of  the  esti- 
mate of  Messrs.  Hutton  and  Turpin  for  the  whole  route  was  $47,600,000, 
containing  an  item  of  10  per  cent,  for  contingencies.  Deducting  the 
amount  of  the  estimated  cost  of  the  ship-lock,  $1,300,000,  the  total  esti- 
mate would  be  reduced  to  $46,300,000.  Increasing  this  by  an  amount 
equal  to  nearly  an  additional  10  per  cent.,  or,  in  fact,  giving  a  margin 
for  contingencies  of  nearly  20  per  cent.,  we  reach  the  sum  of  $50,000,000, 
stated  by  me  as  the  probable  cost  of  the  line. 

The  plan  of  the  tunnel  submitted  in  my  report  of  January  27,  1871, 
contemplated  a  cross-section  of  52  feet  width  and  34J  feet  height.  I 
now  adopt  the  opinion  of  the  board  that  it  is  expedient  (as  a  first  con- 
struction at  least)  to  use  a  tunnel  of  less  width,  providing  passing-places 
at  suitable  intervals. 

This  reduction  in  size  will  reduce  the  cost  of  the  tunnel,  whatever 
scale  of  prices  be  adopted  for  the  work. 

One  colleague,  Mr.  B.  H.  Latrobe,  whose  great  experience  in  tunnel- 
ing entitles  his  opinions  to  the.  highest  consideration,  has  revised  the 
estimates  for  the  tunnel,  and  I  am  willing  to  defer  entirely  to  his  judg- 
ment in  that  matter;  yet  I  feel  bound  to  ask  attention  to  the  circum- 
stances which  governed  in  fixing  the  scale  of  prices  adopted  in  the  esti- 
mate prepared  by  Mr.  Hutton.  (See  his  report  with  mine  of  January 
27, 1871.)  Besides  relying  upon  his  own  excellent  judgment  and  con- 
siderable experience,  he  took  the  advice  of  the  engineers  of  the  Chesa- 
peake and  Ohio  Eailroad,  who  had  driven  a  long  tunnel  in  close  prox- 
imity to  the  site  of  that  proposed  for  the  (janal.  In  the  opinion  of  the 
chief  engineer  of  the  Chesapeake  and  Ohio  Eoad,  Mr.  H.  D.  Whitcomb, 
(see  his  testimony  before  Senate  Special  Committee  on  Transportation,) 
the  prices  used  by  Mr.  Hutton  were  sufficient.  They  were  more  than 
work  of  a  similar  character  had  been  actually  done  for  on  the  railroad. 
But,  as  stated  before,  I  waive  this  point  altogether,  in  deference  to  Mr. 
Latrobe's  opinion. 

If  the  canal  be  substituted  for  the  slack-water  navigation  as  far  down 
as  the  Great  Falls  of  the  Kanawha,  the  estimate  will  be  still  further  re- 
duced. The  existence  of  the  Chesapeake  and  Ohio  Eailroad  and  of  the 
James  Eiver  Canal,  by  the  facilities  afforded  for  the  transportation  of 
materials,  will  make  the  cost  of  the  improvement  much  less  than  it  would 
otherwise  have  been.  The  price  of  labor  in  that  section  of  country  is 
low,  as  has  been  fully  demonstrated  by  the  cheapness  of  the  excellent 
work  done  upon  the  tunnels  and  other  portions  of  the  railroad. 

As  to  the  annual  expense,  the  board  agreed  unanimously  to  the  fol- 
lowing resolution : 

Resolved^  That,  in  the  opinion  of  the  board,  the  cost  of  maintenance  of  the  water-line 
(repairs  and  administration  included)  should  not  exceed  81,000,000  per  annam. 

Mr.  Lorraine,  for  many  years  the  chief  engineer  and  superintendent 
of  the  James  Eiver  Canal,  estimated  the  cost  of  maintenance  of  the 
water-line  as  about  8^00,000  per  annum.    Mr.  Hutton,  lately  chief  engi- 
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ueer  of  the  ChiBsapeake  and  Ohio  Canal,  estimated  the  cost  of  mainte- 
nance of  the  water-line  at  something  less  than  $400,000.  The  exi>erience 
of  the  Erie  Canal  is  that  the  cost  of  maintenance  is  between  one  and 
two  per  cent,  of  the  total  cost.  While  agreeing  with  the  board  tliat  the 
cost  of  maintenance  of  the  water  line  should  not  exceed  $1,000,000  p^ 
annunij  I  feel  confident  it  need  not,  under  proper  management,  exceed 
$750,000. 

Finally  and  sammarily,  my  opinion  is,  that  it  is  entirely  practicable 
to  connect  the  waters  of  the  James  and  Ohio  Rivers  bv  a  canal  and 
slack- water  navigation  of  7  feet  depth.  The  cost  need  not  under  any 
circumstances,  it  seems  to  me,  exceed  $55,000,000,  probably  not 
$50,000,000,  if  the  work  be  in  the  hands  of  honest  and  competent  engi- 
neers, free  from  improper  influences,  and  supplied  with  funds  as  fast  as 
required.  Under  the  same  circumstances  the  work  may  be  practicably 
completed  in  six  years.  The  portions  to  the  east  and  west  of  the  long 
tunnel  may  be  ready  for  use  in  four  years,  or  sooner. 

The  line  should  not  be  regarded  as  a  rival  of  the  Brie  Canal  and  Hud- 
son River  route,  or  of  the  Mississippi  River  route.  They  are  necessary, 
and  so  is  this  as  an  intermediate  and  supplementary  route.  They  will 
not  be  rivals,  but  all  are  now  actually  needed  to  do  the  pressing  work  of 
the  people.  As  these  wants  increase,  other  similar  lines  will  become 
equally  necessary,  and  will  be  constructed. 

While  I  think  there  is  at  command  enough  information  to  justify  the 
opinions  given  above,  I  desire  emphatically  to  recommend  an  early  re- 
examination of  nearly  the  whole  route.  Especially  and  first  should  this 
be  done  to  determine  positively  the  best  location  for  the  long  tunnel, 
which  will  take  more  time  for  construction  than  any  other  part  of  the 
line,  and  there  should  be  no  delay  in  commencing  it,  if  the  work  is  to  go 
on  at  all.  The  remaining  portions  of  the  work  might  be  commenced 
two  vears  later. 

It  is  j>erhaps  proper  to  repeat  and  emphasize  the  fact  that  the  addi 
tional  surveys  required  are  not  for  the  purpose  of  demonstrating  the 
practicability  of  the  work  from  end  to  end,  but,  by  gaining  more  minute 
knowledge  of  the  features  of  so  long  a  line,  to  locate  its  details  with  pre- 
cision, and  thereby  improve  and  cheapen  its  construction. 

At  present  the  estimate  is  an  approximation,  with  a  very  broad  margin 
on  the  side  of  fullness. 

With  further  surveys  the  basis  will  be  provided  for  a  close  estimate, 
which  we  would  expect  to  be  materially  lessened  from  its  present  total. 
Very  respectfully,  your  obedient  servant, 

W.  P.  Craighill, 
Maj.  of  EngineerSy  Bvt.  Ideut.  CoLy  U,  8.  A. 

Brig.  Gen.  A.  A.  Humphreys, 

Chief  of  Engineers,  U.  S.  A. 


5. — Letter  to  the  Chief  of  Engineers  of  Oeneral  0.  Weitzel. 

New  York,  March  18, 1874 

General.  :  In  addition  to  that  which  is  said  in  the  unanimous  report 
of  thcboard  on  the  James  River  and  Kanawha  Canal,  I  desire  to  say 
that  I  believe  the  entire  project,  as  presented  to  us  for  report,  is  practi- 
cable. 

The  only  portion  of  the  proposed  manner  of  communication,  about 
which,  in  the  mind  of  one  of  the  members  of  the  board,  the  question 
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of  practicability  has  not  been  settled,  is  the  coDtemplated  slack-water 
improvement  of  the  Greenbrier,  New;  and  Kanawha  Rivers  to  Paint 
Creek  Shoals. 

Bat  these  rivers  have  been  repeatedly  as  carefully  examined  and  sar- 
veyed  as  the  available  time  and  funds  would  permit.  The  last  one  was 
made  by  Mr.  Lorraine,  in  1872,  under  the  direction  of  Major  Craighill, 
Corps  of  Engineers.  '*The  object  of  this  survey  was  chiefly  to  make  a 
detail  location  of  the  locks  and  dams  and  a  more  accurate  estimate  of 
the  cost  of  the  work,  and  also  to  ascertain  to  what  extent  the  Ches- 
apeake and  Ohio  Eailroad  and  the  water-line  would  conflict  with  each 
other.'' 

This  duty  was  faithfully  performed,  and  with  as  much  detail  as  the 
funds  allotted  for  the  purpose  permitted.  One  hundred  pages  of  man- 
uscript, containing  details  of  descriptions  of  dams,  &c.,  are  omitted 
from  the  published  report,  but  were  before  the  board. 

The  location  of  the  dams,  in  every  instance,  was  made  with  the  view 
of  avoiding,  as  far  as  possible,  without  making  too  great  a  sacrifice  of 
the  interests  of  the  water-line,  all  interference  with  the  railroad.  This 
result  was  accomplished  by  increasing  somewhat  the  number  of  the 
dams,  and  placing  some  in  somewhat  unfavorable  locations.  It  is  far- 
ther seen  from  this  report  that  of  the  fifty-four  dams  required  for  this 
work  between  Howard's  Creek  and  the  Great  Falls  of  the  Kanawha, 
forty-two  are  located  on  solid  rock,  and  that  twelve  are  located  on 
gravel  and  bowlder  foundations.  Not  one  of  the  numerous  able  engi- 
neers who  have  surveyed  and  examined  this  part  of  the  work  hereto- 
fore has  expressed  any  opinion  that  it  will  be  impossible  to  do  it.  It 
is  admitted  by  all,  that  between  Boyer's  Ferry  and  the  mouth  of  the 
Gauley  River,  owing  to  the  contraction  of  New  River  and  the  increased 
velocity  of  the  stream,  the  work  will  be  more  difficult  and  expensive  than 
at  other  portions  of  the  work. 

The  opinion  of  these  engineers  that  this  part  of  the  route  is  practi- 
cable is  corroborated  in  the  strongest  language  by  at  least  one  very 
experienced  builder  of  locks  and  dams,  who  is  thoroughly  acquainted 
with  this  locality. 

This,  together  with  the  personal  inspection  of  the  localities  made  by 
the  board,  leads  me  to  the  opinion  that  this  part  of  the  work  is  practica 
ble.    It  may,  however,  appear  by  additional  surveys  that  some  portions 
of  this  particular  part  of  the  improvement  can  be  bettered  by  additional 
canals  and  tunnels,  and  this  at  probably  not  too  large  an  extra  expense. 

Major  Craighill,  who  was  in  charge  of  the  recent  surveys  of  this  work, 
requested  the  sum  of  $25,000  to  make  further  examinations,  as  appears 
from  his  official  reports. 

J  am  of  the  opinion  that  the  whole  of  the  Kanawha  River,  from  the 
Great  Falls  to  its  mouth,  should  be  improved  by  locks  and  dams  through- 
out, or  on  the  second  plan  suggested  by  Mr.  Lorraine.  I  believe  that 
this  will  be  more  reliable  than  the  method  by  open  sluice-dams,  and 
that  this  element  of  certainty  warrants  the  additional  expense  which 
this  plan  will  entail.  It  has  been  a  perfect  success  on  the  Monongahela 
River,  and  would  be  of  great  value  as  an  additional  experiment  to  de- 
cide the  proper  plan  to  be  adopted  for  the  improvement  of  the  Upper 
Ohio  River.- 

With  regard  to  the  cost  of  the  improvement,  I  desire  to  say  that  the 
work  of  revising  the  estimates  was  placed  in  the  hands  of  a  sub-com- 
mittee, of  which  the  eminent  civil  engineer  who  was  associated  with 
us  was  a  member.    He  naturally  did  most  of  the  work  of  this  sub- 
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committee,  and  made  a  report  indorsing,  in  general,  the  sufficiency  ot 
the  estimates. 

In  addition,  the  board  was  accompanied  on  its  personal  inspection  ot 
portions  ot  the  line  by  the  chief  engineer  of  the  Chesapeake  and  Ohio 
Bailroad,  the  superintendent  and  chief  engineer  of  the  James  Riv'er 
and  Kanawha  Canal,  and  by  a  contractor  on  the  railroad  of  long  expe- 
rience in  similar  works  in  the  locality  of  the  proposed  water-line. 

All  have  had  the  experience  so  valuable  to  decide  this  point,  and  all 
agree  that  the  work  can  be  done,  if  properly  conducted,  for  the  prices 
stated  in  Major  Craighill's  official  report;  that  is,  $50,000,000,  in  round 
numbers. 

I  believe  this  to  be  true;  yet  I  admit,  with  three  other  members  of 
the  board,  that  a  change  in  the  plans,  which  might  be  decided  upon 
after  further  surveys,  might  increase  the  cost  of  the  work  to  fifty-five 
or  even  sixty  million  dollars. 

But,  in  my  opinion,  even  if  it  should  cost  five  millions  more  than  the 
extreme  fignre  mentioned,  it  should  be  built,  on  account  of  the  great 
benefit  it  would  prove  to  the  country,  as  will  be  seen  from  the  fol- 
lowing : 

Its  capacity  is  stated  by  Mr.  Hutton  as  follows : 

On  the  Erie  Canal,  198  boats  have  actually  been  passed  through  a  single  lock  in  one 
day.  We  may  theu  safely  assume  a  capacity  for  180  boats.  The  tonnage  of  the  boats 
which  wiU  be  used  will  bo  about  280  tons;  but,  as  the  freight  going  West  will  not  be 
more  than  one-fourth  of  that  from  the  West,  we  wiU  average  them  at  180  tous,  which 
will  aUow  a  trade  of  9,720,000  tons  per  annum,  or  for  a  season  of  300  days. 

A  canal  of  this  capacity  can,  therefore,  do  the  work  for  at  least  three 
first-class  railroads,  but  has  the  great  advantage  over  the  latter  that  it 
does  the  work  so  much  cheaper. 

The  average  per  ton  per  mile  carried  by  the  Erie  Canal  in  1869  was 
one  cent.  The  average  on  the  New  York  Central  and  Erie  roads  was 
2.G8^  cents.  This  undoubtedly  included  through  and  way  freights.  I 
believe  it,  at  the  present  day,  a  comparison  somewhat  unjust  toward 
canals  to  say  that  a  ton  of  through-freight  can  be  carried  a  mile  by  rail 
for  one  cent,  and  by  canal  for  one-half  cent. 

Now,  supposing  the  three  railroads  built,  and  assuming  that  they 
were  only  two-thirds  as  long  (about  four  hundred  miles)  as  this  improve- 
ment, and  supposing  the  difference  in  cost  of  transportation  per  ton  per 
mile  were  only  one-half  cent,  and  the  whole  line  were  a  canal,  the  saving 
in  freight  in  one  year  by  the  water-line  to  the  commerce  of  the  country, 
if  it  carried  less  than  two-thirds  of  its  capacity,  (say  (i,000,000  tons,) 
would  be  as  follows: 

By  rail,  6,000,000  tons,  400  miles,  at  1  oeut  per  ton  per  mile $24, 000, 000 

By  James  River  and  Kanawha  Canal,  6,000,000  tons,  602  miles,  at  i  cent 

per  ton  per  mile 18,060,000 

Saving  in  one  year 5,940,000 

• 

or  nearly  $6,000,000,  or  about  one-tenth  of  the  extreme  estimated  cost  o^ 
the  work. 

This,  to  some,  would  probably  appear  astounding.  But  the  history  of 
the  Erie  Canal  shows  the  value  of  such  improvements.  The  cost  of  this 
canal  up  to  1863,  with  enlargement,  was  $38,977,831,  which  sum  with  in- 
terest had  amounted  to  $52,491,915.  Its  gross  earnings  during  the  same 
period  were  $71,783,676 ;  its  expenses,  $12,578,860 ;  its  net  earnings  were 
therefore  $59,264,812,  or  nearly  $7,000,000  above  its  cost,  with  interest. 
The  amount  of  freight  shipped  by  this  canal  in  1868  was  6,442,225  tons, 
so  that  i  do  not  think  I  assume  too  much  when  I  estimate  the  amount 


124  REPORT    OF    THE    CHIEF    OF    ENGINEERS 

of  freiglit  per  annum  on  the  proposed  improvement  at  6,000,000  tons, 
especially  when  it  is  borne  in  mind  that  this  will  on  an  average  be  used 
two  and  a  half  months  in  the  year  more  than  the  Erie  Canal. 

But  in  another  greater  way  it  beneHts  the  commerce  of  the  country. 
It  is  a  well-known  fact  that  only  a  short  period  after  the  grain  of  tbe 
Northwest  is  ready  to  be  shipped  to  the  eastern  markets  the  Erie  aud 
Canadian  Canals  freeze  up  and  na\igation  on  the  lakes  is  suspended. 
Only  a  small  portion  of  the  immense  products  of  the  West  have  reached 
the  sea-shore.  The  rail  can  only  transport  a  small  portion  of  the  re- 
mainder. The  farmers  who  can  hold  their  crop  until  si)ring  are  affected 
only  in  losing  the  interest  on  the  value  of  their  property ;  but  the  mass 
of  them,  who  cannot  do  this,  must  sacrifice  their  best  interests  to  meet 
current  expenses  and  payments,  while  at  the  same  time  the  consumer 
at  the  East  is  obliged  to  pay  prices  out  of  proportion  with  those  received 
by  the  producer,  because  the  present  facilities  for  transporting  property 
are  inadequate.  Now,  just  at  this  juncture  the  Ohio  River  and  its 
tributaries  receive  their  good  boating  stage,  and  this  improvement 
would  enable  the  continued  shipment. through  nearly  all  the  time  the 
lake  and  Erie  Canal  route  is  closed.  This  would  be  a  great  benefit. 
Suppose,  on  account  of  the  ice  that  might  form  in  the  river  and  canal, 
only  2,000,000  tons  of  wheat  are  thus  delivered  East.  This  would  be 
about  00,000,000  bushels.  Now,  this  amount  of  wheat  arriving  East  at 
such  a  juncture  would  benefit  the  people  at  least  to  the  amount  of 
25  cents  per  bushel,  and  also  the  farmers  of  the  West  the  same  amount. 
The  benefit  to  the  country  each  year  would  be,  therelbre,  on  this  account 
alone,  at  least  $30,000,000.  But  the  ice  in  the  river  and  canal  will  never 
cause  much  delay. 

The  greatest  obstruction  to  this  route  will  occur  (until  the  Ohio  River 
is  improved  throughout)  when  the  river  is  at  a  low  stage.  This  always 
occurs  when  the  lakes  and  Brie  Canal  route  are  open.  It  averages  about 
sixty  days  in  a  yeari  The  obstruction  to  it  by  ice,  at  farthest,  will  not 
average  more  than  fifteen  days  in  each  year ;  so  that  now,  even  with 
an  unimproved  Ohio,  this  projected  work  would  give  9^  months  of  un- 
obstructed communication  between  East  and  West,  and  during  four  and 
a  half  of  the  five  months  when  the  lake  and  Erie  Canal  rout<^,  is  closed. 
It  would  thus  secure  an  almost  uninterrupted  communication  between 
the  producers  and  consumers;  give  stability  to  and  cheapen  freights 
and  prices,  and  thus  benefit  to  a  very  great  degree  the  commerce  of  the 
countrv,  both  East  and  West. 

1  am,  sir,  very  respectfully,  your  obedient  servant, 

G.  Weitzel, 
Major  of  Engineer's. 

Brig.  Gen.  A.  A.  Humphreys, 

Chief  of  Engineers. 


Proceedings  of  a  Board  of  Engineers  constituted  by  Special  Orders  Xo.  17,  from  the  War  Dt- 
partmentj  dated  Adjutant-GeneraVs  Office^  Washington,  January  27,  lo74. 

Richmond,  Va.,  February  5, 1874. 

The  board  met  at  10  a.  m.,  all  the  members  beiug  present. 

The  order  appointiug  the  board  was  then  read,  and  also  the  letter  of  instnictioDS 
from  the  Chief  of  Engineers  to  Col.  J.  G.  Barnard,  of  the  Corps  of  Engineers;  the 
letter  from  the  Chief  of  Engineers  to  Mr.  B.  H.  Latrobe.  and  a  letter  from  the  Hod. 
H.  G.  Davis,  United  States  Senator,  to  the  Hon.  W.  W.  Belknap,  Secretary  of  War. 

A  communication  from  Mr.  H.  D.  Bird,  of  Petersburg,  Va.,  to  Colonel  Barnard  was 
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made  to  the  board,  which  communication  recommended  making  Petersburg,  instead 
of  Richmond,  the  eastern  terminus  of  the  canal. 

Then,  after  a  short  discussion  and  consultation,  the  board  proceeded  to  the  examina- 
tion of  the  canal  in  the  immediate  vicinity  of  Richmond,  passing  up  throu«^h  three 
locks  to  the  Powhatan  Iron-Works  and  back  to  the  city.  The  board  then  adjourned 
to  meet  again  next  day  to  proceed  with  the  examination. 

Richmond,  Va.,  February  6,  1874. 

The  board  proceeded,  at  10  a.  m.,  to  examine  the  locks  of  the  canal  from  the  basin 
to  the  river,  and  returned  to  the  office  of  tlie  James  River  improvement  at  11.25. 

The  board  then  met,  and  the  proceedings  of  the  last  meeting  were  read  and  ac- 
cepted. 

Migor  (-raighill  then  submitted  to  the  board  a  list  of  documents  and  maps  to  be 
placed  before  them  for  their  information. 

The  board,  after  consultation,  decided  to  visit  Charleston,  W.  Va.,  as  the  initial 
point  for  the  further  examination  of  the  route. 

Major  Gillmore  submitted  the  following  resolution  to  the  board,  which  was  adopted, 
viz: 

Resohedf  That  W.  C.  Wickham,  esq.,  president,  and  H.  D.  Whitcomb,  esq.,  chief 
engineer  of  the  Chesapeake  and  Ohio  Railroad,  be  invited  to  accompany  the  board  on 
their  trip  to  Charleston  and  other  points  on  the  line  of  the  James  River  and  Kanawha 
Canal. 

Migor  Gillmore  then  submitted  to  the  board  a  second  resolution,  as  follows,  viz : 

Resolved,  That  the  board  will  meet  in  the  city  of  New  York  to  prepare  their  report, 
their  time  for  meeting  to  be  fixed  after  completing  the  examination  of  the  lino  of  the 
canal,  or  such  portions  thereof  as  they  may  decide  to  visit. 

This  resolution  was  adopted. 

The  board  then  adjourned  to  meet  a  committee  of  the  general  assembly  of  the  State 
of  Virginia,  which  was  appointed  tx)  tender  certain  courtesies  on  behalf  of  the  8tate. 

At  8.45  p.  m.  the  board  took  their  departure  for  Charleston,  W.  Va.,  arriving  there 
about  3.30  p.  m  on  the  7th. 

The  board  left  Charleston  at  9  a.  m.  on  the  9th  for  the  examination  of  the  route  east- 
ward, stopping  at  Cannelton  and  the  Great  Falls  of  the  Kanawha,  and  examining  the 
Great  Bend  tun'nel  of  the  Chesapeake  and  Ohio  Railroad,  and  arrived  at  the  White 
Sulphur  Springs  about  5  p.  m. 

The  examination  of  the  route  from  the  Great  Falls  of  the  Kanawha  to  the  d^houM 
of  the  proposed  tunnel,  near  Howard^s  Creek,  was  continued  in  detail,  the  train  mov- 
ing at  a  slow  rate  of  speed  for  that  purpose. 

Febkuauy  10, 1674. 

The  board  left  White  Sulphur  Springs  about  1  p.  m.,  and  examined  the  Alleghany 
tunnel  of  the  Chesapeake  and  Ohio  Railroad,  the  locality  of  the  eastern  end  of  the  pro- 
posed tunnel  for  the  James  River  and  Kanawha  Canal,  and  the  Lewis  tunnel  of  the 
Ciiesapeake  and  Ohio  Railroad,  and  stopped  a  few  moments  at  the  crossing  of  Brush 
Creek. 

Resolntions  were  adopted  appreciative  of  the  courtesy  of  General  W.  C.  Wickham, 
president  of  Chesapeake  and  Ohio  Railroad;  Mr.  H.  D.  Whitcomb,  chief  engineer 
Cbesa|>eake  and  Ohio  Railroad ;  Colonel  C.  S.  Carrington,  president  of  James  River  and 
Kanawha  Canal ;  Mr.  J.  H.  Harris,  chief  engineer  of  James  River  and  Kanawha  Canal, 
and  Mr.  William  R.  Hutton,  the  first  for  having  provided  a  special  train  for  the  use  of 
the  board,  and  the  others  for  accompanying  them  on  their  examination  of  a  portion  of 
the  route  of  the  James  River  and  Kanawha  Canal. 

The  following  resolution,  submitted  by  Mtyor  Weitzel,  was  adopted  by  the  board, 
viz: 

Resolved,  That  Mr.  B.  H.  Latrobe  and  Major  Craighill  be  appointed  a  subcommittee 
to  examine  and  revise  the  estimates  of  cost  of  the  proposed  line  of  water-communica- 
tion between  the  James  River  and  the  Ohio,  and  that  they  are  hereby  requested  to 
make  a  report  of  such  examination  and  revision  at  the  meeting  of  the  board  iu  New 
York  City. 

Goshen,  Va.,  was  reached  about  5  p.  m.,  where  the  board  remained  for  the  night. 

FEBUUAitY  y,  1874. 

The  board  left  Goshen,  Va.,  at  9  a.  m.,all  the  members  proceeding  to  Lyi.churg,  Va., 
via  Charh)ttosville,  Va.,  with  the  exception  of  Major  Weitzel,  who  i)roceeded  direct  to 
Richmond,  Va.,  thence  to  his  station  at  Detroit,  to  await  the  call  of  the  president  for 
the  meeting  in  New  York. 

Major  Gillmore  and  Lieutenant  Turtle  at  once  proceeded  to  Richmond  by  the  canal, 
Colonel  Barnard,  Mr.  Latrobe,  and  Mtgor  Craighill  remaining  in  Lynchburg. 
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February  12, 1874. 

ColoDel  Barnard,  Mr.  Latrobe,  and  Major  Craighill  made  au  exaniiDation  of  the 
canal  as  far  westward  as  Judith  Pond,  eight  miles  from  Lynchburg;  Colonel  Barnard 

Sroceeded  to  New  York;  M%jor  Gillmore  and  Lieutenant  Turtle  were  en  nmU  to 
lichmond. 

February  13, 1874. 

Mj^or  Gillmore  and  Lieutenant  Turtle  reached  Richmond  about  6  a.  m. ;  Mr.  Latrobe 
and  Major  Craighill  left  Lynchburg  for  Richmond,  Va.,  by  the  canal;  Major  Gillmore 
left  Richmond  for  his  station,  to  await  the  call  of  the  president  for  the  meeting  in  New 
York. 

February  14, 1874. 

Mr.  Latrobe  and  Msgor  Craighill  were  en  route  to  Richmond,  Va.,  by  canal. 

February  15,  1874. 
Mr.  Latrobe  and  M^jor  Craighill  arrived  in  Richmond  about  6  a.  m. 

February  16, 1874. 

Mr.  Latrobe  and  M%jor  Craighill,  after  an  examination  of  Dutch  Gap,  proceeded 
this  eveuing  to  Baltimore,  Md.,  and  Lieutenant  Turtle,  on   the  following  day,  to  Old 
Point  Comfort,  Va.,  to  await  the  call  of  the  president  for  the  meeting  in  New  York. 
Approved. 

J.  G.  Barnard, 
Col,  Engineers  and  Bvt.  Mqj,  Gren.,  President  of  the  Board, 
Thomas  Turtle, 

First  Lieut,  of  Engineers^  U,  8,  A,,  Recorder, 


Proceedings  of  Board  of  Engineers  on  the  James  Biver  and  Kanawha  Canalj  at  the  session  in 

New  York  City. 

New  York,  March  9, 1874. 

The  board  met  at  10.40  a.  m.,  in  accordance  with  the  call  of  the  president,  all  the 
members  and  the  recorder  being  present. 

The  record  of  proceedings  from  February  6  to  the  departure  of  the  several  members 
to  their  stations,  was  read  and  accepted. 

Mr.  Latrobe  and  Mqjor  Craighill  were  called  upon  for  a  report  of  their  examination 
and  revision  of  the  estimates  of  the  cost  of  the  proposed  improvement.  A  ver- 
bal report  was  made  to  the  effect  that  no  written  statement  had  been  prepared,  **  as 
it  was  supposed  the  estimates  might  call  for.  a  good  deal  of  discussion.^'  Mr.  W.G. 
Turpin,  who  made  the  survey  from  Richmond  to  the  mouth  of  the  Fork  Run,  under 
the  direction  of  Major  Craighill,  had  been  examined,  and  his  estimates  had  been  taken 
as  correct,  and  believed  to  be  so. 

Mr.  W.  R.  Hutton,  who  made  the  survey  of  ♦he  proposed  route  from  the  month  of 
the  Fork  Run  to  the  mouth  of  Howard's  Creek,  which  includes  the  tunnel,  had  been 
questioned  on  his  estimates.  To  enable  them  to  judge  further  upon  the  estimates  fbr 
this  portion  of  the  line,  they  had  gone  to  the  Hoosac  tunnel,  and  are  expecting  a  report 
on  estimates  from  lYost,  the  chief  engrlneer. 

"  The  estimates  of  quantities  and  prices  from  Howard's  Creek  were  examined,  and 
Mr.  J.  H.  Harris,  who  was  employed  on  the  survey,  and  who  prepared  the  report  after 
the  death  of  Mr.  £.  Lorraine,  was  questioned  relative  to  these  quantities  and  prices, 
and  they  were  generally  taken  as  correct.  Exceptions  were  made  in  regard  to  contin- 
gencies, which  would  be  very  indeterminate.  When  Mr.  Frost's  letter  will  be  received, 
they  will  be  prepared  to  make  a  written  report,  should  it  be  so  desired." 

Mr.  W.  G.  Turpin,  who  had  signified  his  intention  to  appear  before  the  board  if  so 
required,  was  informed  by  telegraph  that  his  presence  would  not  be  necessary,  in 
words  as  follows : 

Mr.  W.  G.  Turpin, 

317  Cary  Street,  Bichmondf  Va. : 

The  l)(Ard  is  satisfied  with  Mr.  Latrobe's  report  of  your  estimates.  Your  coming  on 
is,  therefore,  not  necessary. 

Thomas  Turtle, 
Lieutenant  of  Engineers^  Recorder. 

Mr.  J.  M.  Harris,  chief  eng^ineer  of  the  James  River  and  Kanawha  Company,  was 
then  called  before  the  board.  His  report  to  Major  Craighill,  dat^  Richmond,  Va., 
April  1,  1873,  was  read  in  his  presence,  and  explanation  of  tha  various  matters  con- 
tained in  said  report  obtained  from  him.    The  examination  of  the  report  was  contin- 


REPORT   OF   THE   CHIEF   OF   ENGINEERS.  127 

•  

ned  from  the  initial  point  of  Mr.  Harris's  survey  at  the  month  of  Howard's  Creek,  to 
inclnde  daio  No.  38  at  the  month  of  the  Ganley ;  when,  at  3.40  p.  m.,  the  board  ad- 
journed t-o  meet  to-morrow,  March  10,  at  11  a.  m. 

March  10,  1874 — 11  a.  m. 

The  board  met  poi'snant  to  adjournment. 

The  rei)ort  of  proceedings  of  yesterday  was  read. 

It  was  suggested  by  Major  Craighill  that,  as  Mr.  Turpin's  name  was  mentioned  in 
connection  with  his  work,  Mr.  Harris  and  Mr.  Hutton  receive  like  attention. 

This  change  being  introduced,  the  repoct  was  accepted. 

A  letter  from  Major  Craighill  to  General  Barnard,  dated  February  17, 1874,  was  read, 
and  ordered  to  be  inserted  as  part  of  the  records  of  the  board.    The  letter  is  as  follows  : 

United  States  Engineer  Office, 

Baltimore^  Md.^  February  17,  1874. 

Oenbral  :  Before  the  board  proceeds  to  the  examination  of  the  maps  and  drawings 
connected  with  the  enlargement  of  the  existing  canal,  known  as  the  James  River  and 
Kanawha,  and  its  extension,  so  as  in  connection  with  the  Greenbrier,  New,  and  Kana- 
wha Rivers,  to  become  what  is  called  the  **  central  water-line,"  I  wish  to  call  atten- 
tion to  the  fact  that,  while  I  deem  the  data  collected  and  the  surveys  made  at  the 
time  of  my  report,  as  well  as  at  this  time^  sufficient  to  warrant  the  opinion  that  it  is 
practicable,  at  a  cost  of  about  $50,000,000,  in  six  years,  if  the  funds  be  supplied  as  fast 
as  needed,  to  make  a  water-line  of  seven  feet  depth  of  water,  with  dimensions  of  locks, 
&c.,  as  given  in  my  reports  and  the  sub-reports  thereto  attached,  I  by  no  means  wish 
to  be  understood  as  submitting  other  than  suggestions  and  approximations  as  to  de- 
tails and  definitive  location  ;  these  approximations,  being  as  near  the  truth  as  x>o8si- 
ble — the  effort  having,  however,  always  been  to  have  the  estimates  so  full  and  ample 
as  to  cover  contingencies  of  changes,  Slc,  Neither  the  time  nor  the  means  at  my  dis- 
posal have  allowed  anything  more,  and  in  this  connection  I  desire  especially  to  ask 
attention  to  the  closing  paragraph  of  my  report  of  January  27, 1871,  which  is  in  the 
following  words :  *^  Should  it  be  decided  by  the  national  authorities  to  proceed  with 
this  work,  additional  surveys  will  be  necessary  for  the  definite  determination  of  the 
location  in  detail.  These  surveys  should  be  immediately  undertaken,  and  a  sum  not 
less  than  $25,000  should  be  appropriated  for  them."  No  such  sum  has  since  been  at  my 
disposal. 

Very  respectfully,  your  obedient  servant, 

Wm.  p.  Craighill, 

Major  of  Engineers. 

General  J.  G.  Barnard, 

President  Board  of  Engineers, 

Mr.  Harris  being  again  before  the  board,  the  estimates  of  the  different  dams,  and  of 
the  Great  Bend  tunnel  as  an  alternative  proposition,  were  examined  in  detail. 

The  reading  and  examination  of  Mr.  Harris's  report  was  completed  at  3.30  p.  m.;  the 
board  adjourned  to  meet  t-o-morrow,  March  11,  at  11  a.  m. 

March  11, 1874—11.15  a.  m. 

The  board  met  pursuant  to  adjournment. 

The  report  of  proceedings  of  yesterday  was  read,  and,  after  some  change  in  the  phrase- 
ology, was  accepted. 

Mr.  W.R.  Hutton  was  before  the  board.  His  report  of  December  28, 1870,  to  M^or 
Craighill,  was  read  in  his  presence,  and  various  questions  were  asked  him  relative  to 
different  portions  of  the  same.  The  examination  of  this  report  was  completed,  and  at 
.3.15  p.  m.  the  board  adjourned  to  meet  to-morrow,  March  12,  at  11  a.  m. 

March  12, 1874—11.10  a.  m. 

The  board  met  pursuant  to  acyonmment. 

The  report  of  proceedings  of  yesterday  was  read. 

^Ir.  W.  R.  Hutton  and  Mr.  J.  M.  Harris  were  before  the  board.  Mr.  Hutton  was  re- 
tained until  1  p.  m. 

An  examination  of  maps  of  the  route  from  the  eastern  portal  of  the  tunnel,  eastward, 
was  made. 

At  2.30  p.  m.  the  board  acyonmed  to  meet  to-morrow,  March  13,  at  1  p.  m. 

March  13, 1874—1.20  p.  m. 
The  board  met  pursuant  to  adjournment. 
The  report  of  proceedings  of  yesterday  was  read  and  accepted. 
Mr.  Latrobe  read  to  the  board  a  written  expression  of  opinions  and  suggestions,  and 
submitted  a  sketch  explanatory  of  certain  propositions  in  regard  to  the  tunnel. 
Similar  expressions  of  opinion  were  read  by  the  other  members  of  the  board. 
Adjourned  at  3  p.  m.,  to  meet  to-morrow  at  11  a.  m. 
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March  14, 1874—11.30  a.  m. 

The  board  met  parsiiant  to  adjournment. 

The  report  of  proceedings  of  the  previous  day  was  read  and  accepted. 

Colonel  Barnard  and  Mr.  Latrobe  read  some  remarks  additional  or  supplementary  to 
their  written  opinions  of  yesterday. 

A  series  of  resolutions  was  then  oflfered  as  follows : 

No.  1.  Ottered  by  Major  Craighill: 

Resolved,  That  while  the  board  is  of  opinion  that  for  ordinary  passenger  travel  and 
many  k,inds  of  freight  the  railroad  will  be  properly  preferred  as  to  the  means  of  traoii- 
port  at  ion,  there  can  be  no  reasonable  questioning  of  the  fact  that  when  the  circnm- 
staucesare  such  that  comparative  slowness  of  movement  is  permissible,  and  the  quan- 
tities to  be  moved  large,  the  cheapness  of  transportation  by  water  becomes  obvious  to 
every  one  who  fairly  weighs  the  statistics  on  the  subject.  In  this  view  very  great  bent^ 
fits  to  coninierre  would  be  derived  from  the  construction  of  a  water  couiuiunication 
from  east  to  west  between  the  James  and  Ohio  Rivers. 

This  resolution  was  adopted  unani^lousl3^ 

No.  2.  Ottered  by  Major  Craighill : 

Resolved,  That  the  board  is  of  opinion  that  it  is  entirely  practicable  to  drive  the 
long  tunnel  through  the  Alleghany  Mountain,  by  which  it  has  haoiw  proposed  to  con- 
nect the  headwaters  of  the  James  and  Greenbrier  Rivers.  The  cost  of  such  a  tunnel, 
34  feet  in  clear  width,  with  passing-places  for  boats  each  one-fourth  of  a  mile,  would 
b©  about  .^'2,000,000  per  mile.     The  time  of  execution  need  not  be  over  six  years. 

This  resolution  was  adopted  unanimously. 

No.  3.  Ottered  by  Major  Craighill  : 

Resolved,  That  the  board  is  of  opinion  that  by  the  use  of  reservoirs  on  Anthony's 
Creek  and  the  Greenbrier  River  a  sufficient  supply  of  water  may  be  had  for  the  require- 
ments of  the  tunnel  snmmit-level  and  its  dependencies,  and  that  the  supply  of  water 
is  also  sntticieiit  for  the  portions  of  the  proposed  water-line  east  aud  west  of  the  high 
level. 

This  resolution  was  adopted  unanimously. 

No.  4.  Ottered  by  Major  Craighill. 

Resolved,  That  the  board  is  of  the  opinion  that  it  is  entirely  practicable  to  enlarge 
the  existing  James  River  Canal,  making  the  locks  1*20  feet  by  20  feet,  and  the  width  of 
the  canal  at  the  water-line  70  feet,  with  a  depth  of  7  feet;  and  to  extend  the  canal  and 
slack- water  navigation  of  the  same  dimensions  to  the  eastern  portal  of  the  long  tunnel, 
thus  admitting  the  use  of  boats  of  2f:^0  tons  burden. 

This  resolution  was  adopted  unanimously. 

No. 5.  Olbred  by  Major  Craighill : 

Resolved,  That,  in  the  opinion  of  the  board,  the  preparation  of  the  Kanawha  River 
for  navigation  from  the  Ohio  to  the  Great  Falls  of  the  Kanawha  for  boats  of  700  tons 
is  entirely  practicable. 

This  resolution  was  adopted  unanimously. 

No.  6,  Ottered  by  General  Barnard: 

Whereas  there  are  ditterences  of  opinion  among  members  of  the  l)oard  as  to  the 

Sracticability  of  lock  and  dam  (or  *' slack- water")  navigation  of  the  Greenbrier  and 
ew  Rivers,  between  Howard's  Creek  and  the  Great  Falls  of  the  Kanawha;  and 
whereas  the  same  differences  prevail  as  to  the  extiiusion  of  the  barge-navigation  of 
the  Kanawha  above  the  Great  Falls : 

Resolved,  That,  in  the  opinion  of  the  board,  it  may  be  expedient  to  adopt  canal 
navigation  for  this  part  of  the  line^  with  occq^ioual  exceptions,  where  it  may  be  desir- 
able in  consequence  of  peculiarly  favorable  reaches  or  the  necessities  of  water-supply. 

This  resolution  was  adopted  unanimously. 

No.  7.  Ottered  by  General  Barnard  as  supplementary  to  No.  1 : 

Whereas  the  James  River  and  Kanawha  route  being  among  the  few  south  of  the 
Erie  Canal  route  over  which  it  appears  practicable  to  establish  a  watcr-na\igation 
connecting  by  the  Ohio  the  immense  internal  navigation  of  the  Great  Mississippi 
Valley  witli  the  sea-ports  of  the  Atlantic;  and  whereas  it  will  probably  furnish  the 
most  ilirect  connection  ;  and  whereas  the  route  has  very  great  local  advantages  of 
climate,  owing  to  which  it  will  be  comparatively  little  obstructed  by  ice,  and  of  a 
geological  charartev  connecting  the  richest  coal-fields  of  the  world,  now  lying  almost 
undeveloped  for  want  of  adequate  means  of  removal,  with  the  markets  of  the  world, 
and  at  the  same  time  with  the  almost  equally  rich  region  of  iron  and  other  ores  in  the 
Virginia  Valley :  Therefore, 

Retfolvid,  That,  in  the  opinion  of  the  board,  this  route  presents  extraordinary  claims 
as  the  measure  of  relief  to  the  population  of  the  Western  States,  in  furnishing  them 
for  their  bulky  productions  cheap  transiK)rtation  to  a  market  and  for  fost<?ring  the 
commerce  of  the  United  States  by  developing  immense  mineral  resources  mow  neg- 
lected. 

This  resolution  was  adopted  unauimonsly. 

No.  8.  Ottered  by  Miyor  Craighill ; 
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Reaolred,  That,  in  the  opinion  of  the  board,  the  cost  of  maintonanco  (repairs  and 
iKlniinistratioti  inclnded)  ot  the  water-line  should  not  excee<^l  $1,000,000  per  annum. 

This  resolution  was  un^iuiously  adopted. 

No.  9,  Offered  by  Major  Craighill. 

Besolved,  That  while  the  estimates  have  hitherto  been  limited  to  a  water-line  with 
canal-locks  120  feet  by  20  feet,  and  slack- water  of  240  feet  by  40  feet,  the  boai'd  is  of 
opinion  that  the  canal-locks  should  be  built  of  23  feet  to  24  feet  width,  with  a  corre- 
6iM)Dding  increase  in  the  width  of  the  slack-water  locks,  with  a  view  to  increased  ca- 
pacity for  the  line  in  future,  if  demanded,  as  this  additional  width  can  be  economically 
given.  Additional  depth  could  thereafter  be  readily  obtained  to  as  great  an  extent  as 
the  water-supply  would  permit  by  raising  the  walls  and  banks. 

This  resolution  was  adopted,  Colonel  Barnard  voting  in  the  negative. 

No.  10.  Offered  by  Major  Craighill : 

Be^oJved^  That,  in  the  opinion  of  this  board,  it  is  entirely  practicable  to  connect  the 
waters  of  the  James  and  Ohio  Rivers  by  a  water-navigation  7  feet  in  depth. 

Adopted  unanimously. 

No  11.  Offered  by  Major  Craighill : 

Resolved^  That,  in  the  opinion  of  the  board,  the  water-line  by  the  James  River  and 
Kanawha  route,  with  7  feet  depth,  may  be  completed  in  six  years,  at  a  cost  of  not  more 
than  860,000,000,  allowing  an  unusually  broad  margin  for  contingencies,  which  cannot 
be  accurately  measured.  The  cost  may  reasonably  be  expected  to  be  within  $55,000,000, 
and  may  x>ossibly  not  exceed  $50,000,000. 

This  resolution  wa^  adopted,  Colonel  Barnard  voting  in  the  negative. 

No.  12.  Offered  by  Mr.  Latrobe  : 

Whereas  the  time  within  which  the  line  of  this  improvement  can  be  opened  to  the 
trade  of  the  West,  so  urgently  demanding  a  new  outlet  to  the  seaboard,  must  depend 
upon  the  completion  of  its  most  difficult  work,  the  earliest  possible  commencement  of 
tne  long  Alleghany  tunnel  is  highly  desirable,  and  is  earnestly  recommended  by  the 
board,  while  surveys  for  the  definite  location  for  the  whole  line  of  the  improvement 
shonld  be  also  begun  without  delay,  in  order  that  all  the  questions  relating  to  its  plan 
may  be  determined  in  time  to  avoid  delay  in  its  completion  simultaneously  with  the 
tunnel. 

This  resolution  was  adopted,  Colonel  Barnard  voting  in  the  negative. 

The  board  adjourned  at  3.30  p.  m.,  to  meet  Tuesday,  March  17,  at  11  a.  m. 

March  17, 1874. 

The  board  met  at  1.20  p.  m.,  the  time  of  meeting  having  been  postponed  by  the  presi- 
dent from  11  a.  m.,  as  the  general  report  in  preparation  by  him  was  not  yet  completed. 

The  record  of  proceedings  of  March  14  was  read  and  accepted. 

The  general  report  was  then  read  by  the  president  and  adopted  by  the  board. 

The  following  resolution  was  presented  by  Mr.  Latrobe  and  adopted  by  the  board, 
viz: 

Resolved,  That  the  board  tender  their  thanks  to  their  president  for  the  clear,  concise, 
and  able  manner  in  which  he  has  embodied  their  views  in  the  report  which  he  has  just 
read. 

A  resolntion  was  then  presented  by  Mi^or  Craighill,  as  follows : 

Besolvedj  That  the  board,  when  it  adjourns  to-day,  meet  on  the  19th,  at  1  p.  m.,  when 
the  separate  papers  of  the  members  will  be  submitted  and  read  before  the  board,  to  be 
thereafter,  as  soon  as  practicable,  sent  to  the  Chief  of  Engineers  with  the  general 
report. 

This  resolution  was  adopted,  and  at  2.30  p.  m.  the  board  adjourned,  in  accordance 
with  the  terms  of  the  resolution. 

1.15  p.  M.,  March  19,  1874. 

The  board  met  pursuant  to  adjournment.  M^or  Weitzel  was  absent,  he  having  been 
excused  from  further  attendance  by  the  president  after  the  presentation  of  his  special 
remarks  yesterday. 

Tde  record  of  proceedings  of  March  17  was  read  and  accepted. 

The  general  report  was  a^ain  read  and  the  signing  of  the  same  completed,  Migor 
Weitzel  having  previously  signed  it. 

The  special  remarks  of  the  several  members  were  then  read,  and  at  4.15  p.  m.  the 
board  adjourned  sine  die. 

Approved. 

J.  G.  Barnard, 

Premdent  of  Board, 

Thomas  Turtle, 

First  Lieutenant  of  Engineers,  Recorder. 

Note. — Colonel  Barnard  states  that  declining  to  vote,  rather  than  a  negative,  would 
better  express  his  opinion  on  resolutions  9  and  12. 

8  ENG 
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APPENDIX  V. 

ANNUAL  KEPOKT  OF  LIEUTENANT-COLONEL  J.  D.  KURTZ, 
CORPS  OF  ENGINEERS,  FOR  THE  FISCAL  YEAR  ENDING 
JUNE  30, 1874. 

United  States  Engineer  Office, 

Philadelphia,  Pa.,  July  18, 1874. 

General  :  I  have  the  honor  to  transmit  herewith  the  reports  of  river 
and  harbor  works  in  my  charge  for  the  fiscal  year  ending  June  30, 1874. 
Very  respectfully,  your  obedient  servant, 

J.  D.  Kurtz, 
Lieut,  Colonel  of  Engineers. 
Brig.  Gen.  A.  A.  Humphreys, 

Chief  of  Engineers^  U.  8.  A, 


V  I. 

construction  of  pier  near  LEWES,  DELAWARE. 

At  the  close  of  the  fiscal  year  the  pier  had  been  extended  out  to  1281 
feet  from  its  beginning,  into  water  of  the  depth  of  15.5  feet  at  low-wa- 
ter. The  bridge- waj^  of  the  pier  is  1,155  feet  long,  and  is  three  piles  and 
22  feet  wide ;  the  pier-head  is  five  piles  and  43  feet  wide.  Of  the  pier- 
head, 1 SQ  feet  of  the  iron-work  have  been  constructed.  Thirty  pile-shafts, 
8^  inches  diameter  and  54  feet  long,  are  on  hand  for  the  continuance  of 
work,  with  the  necessary  screws,  caps,  braces,  &c.,  and  also  timber  for 
the  fioor  of  the  entire  structure. 

The  year's  work  consists  in  extending  the  pier  from  1,155  feet  to  1,281 
feet  length,  and  from  9.3  feet  depth  of  water  to  15.5  feet  depth.  Work 
was  suspended  in  November  last,  when  the  appropriation  was  exhausted, 
and  the  property  stored  till  the  resumption  of  operations. 

The  small  appropriation  of  $10,000  made  for  the  service  of  the  pres- 
ent fiscal  year  will  be  applied  to  inserting  the  piles  now  on  hand,  with 
their  connecting  parts,  and  placing  the  timber-work  upon  them.  If  auy 
balance  of  funds  remains,  it  is  proposed  to  use  it  in  fitting  the  pier  tem- 
porarily for  use  of  vessels. 

It  is  a  source  of  regret  that  the  eftbrts  to  place  the  current-dynamome- 
ters in  working  condition  failed.  The  information  the^'  would  afford  is 
valuable;  the  investigation  is  novel  on  our  coast,  and  our  possession  of 
wind-measuring  apparatus  at  the  locality  would  afford  the  special  op- 
portunity of  making  direct  comparison  of  the  velocity  and  continuance 
of  wind-currents  with  the  corresponding  movements  of  the  sea. 

Should  Congress,  in  conformity  with  their  determination  in  voting 
$225,000  for  the  commencement  of  this  work,  now  appropriate  the 
means  necessary  to  finish  it,  the  pier  can  be  completed  without  unnec- 
essary delay.  It  will  be  the  first  structure  of  the  kind  in  our  waters. 
It  will  be  a  valuable  adjunct  to  the  use  of  the  great  harbor  of  refuge  iu 
which  it  is  placed,  and  will  afibrd  an  important  outlet  to  the  commerce 
of  the  Delaware  region,  as  well  as  facilitate  materially  the  operations  of 
the  Navy  in  case  of  war. 

The  accompanying  report  of  Capt.  M.  E.  Brown,  Corps  of  Engineers, 
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the  officer  in  immediate  charge  of  the  construction,  affords  full  details 
of  the  history  of  the  work  for  the  year. 

The  detached  statement  of  the  original  estimate  for  this  work,  with 
the  reasons  for  an  increase  thereof,  is  sent  herewith. 

The  amouDt  required  to  complete  this  work  is $176,500 

Financial  statement. 

Balance  in  Treasury  of  United  States  July  .1,  1873 $8,000  00 

Amount  in  hands  of  officer  and  subject  to  his  check,  (including  $32,377  per- 
centage due  on  contracts  not  yet  completed) 39, 268  12 

Amount  appropriated  by  act  approved  June  23, 1874 10,000  00 

Amount  expended  during  the  fiscal  year  ending  June  30, 1874 47, 268  12 

Amount  available  July  1,  1874 10,000  00 

Amount  required  for  the  fiscal  year  ending  June  30,  1876 176, 500  00 


Beport  of  CapU  M»  B,  Braton,  Corps  of  Engineersm 

Philadelphia,  Pa.,  July  18, 1874. 

Sir  :  Excepting  the  operations  in  the  early  part  of  the  current  fiscal  year,  work  on 
the  pier  has,  to  a  considerable  extent,  been  routine  in  character. 

At  the  beginning  of  July  fifty-five  rows  of  piles  were  in  place,  and  fifty  bays  of  super- 
structure were  completed.  The  work  next  in  prospect  presented  new  conditions,  im- 
posed by  a  bottom  of  constantly  increasing  softness,  compelling  a  resort  to  the  firm 
gravel  about  25  feet  below  the  bed  of  the  harbor,  in  order  to  secure  a  safe  foundation, 
thus  constraining  us  to  use  piles  much  longer  and  heavier,  until  at  last,  instead  of  piles 
16  feet  lon^  and  about  5  inches  in  diameter,  weighing  1,600  pounds,  such  as  were  used 
in  the  earlier  portions  of  the  work,  we  were  compelled  to  deal  with  solid  iron  columns, 
more  than  54  feet  in  length  and  over  8  inches  in  diameter,  weighing  about  10,000 
pounds. 

One  point  of  great  importance  deserves  mention  here.  The  gravel  stratum,  on  which 
alone  oependence  is  placed  as  an  ultimate  foundation  for  the  outer  portion  of  the  pier, 
is  so  hard  and  impenetrable  that  it  is  doubtful  whether  or  not  the  foundation-screws 
could  possibly  be  forced  into  it  their  own  depth  ;  and  yet  it  would  be  fatsil  to  rely  on 
any  other  stratum  than  this  to  uphold  even  the  ordinary  prospective  loading  of  the 

Eier.  This  gravel  stratum  is  reached  at  various  depths  below  the  water-surface,  and 
ad  not  great  precaution  been  taken  some  of  the  screws  would  have  rested  in  a  semi- 
liquid  alluvial  mud,  while  others  could  not  have  been  driven  far  enough  into  the  gravel 
to  avoid  the  necessity  of  taking  up  the  piles  and  sending  them  to  the  contractor's 
shops  to  be  cut  shorter  and  to  have  the  necks  turned  otf  anew.  The  wisdom  of  the 
careful  preliminary  reconnoissance  of  the  bottom,  including  the  sinking  of  artesian 
tubes,  is  therefore  clearly  shown. 

Very  early  in  the  season  we  came  upon  mud,  with  sand,  in  such  proportions  as  to 
present  very  little  opposition  to  the  insertion  of  screw-piles.  Here  the  use  of  the  water- 
jet  was  found  unnecessary.  A  short  distance  beyond  our  operations  were  no  longer 
aided  by  using  the  water-jet. 

It  is  evident,  then,  that  the  device  is  usoful  in  a  great  degree  only  in  hard  and  com- 
pact sand.  It  may  fairly  be  doubted  whether  or  not  the  first  thousand  feet  of  the  pier 
could  have  been  built  in  accordance  with  tbe  project  without  the  application  of  water- 
jets  to  the  upper  surface  of  the  fianges  of  the  screws.  The  work  thereby  eliminated 
from  this  portion  of  the  project  amounts  to  more  than  nine-tenths  of  the  whole  labor 
involved  in  screwing  down  piles  by  a  direct  application  of  power  alore.  We  were 
also  enabled  to  settle  the  screws  as  deeply  as  we  chose  in  a  bottom  where  the  strong- 
est iron  screws  were  broken  as  though  they  had  been  of  glass  when  main  force  alone 
was  used  in  an  unsuccessful  efibrt  to  sink  them  more  than  4  feet. 

The  derrick  erected  for  use  in  putting  down  the  largest  piles  has  proved  as  success- 
ful as  was  expected  or  desired,  and  no  difficulties  or  impediments  have  been  met  with 
except  those  which  patience  and  perseverance  have  cleared  away  or  conquered,  easily 
if  not  always  hastily. 

Progress  outward  has  of  late  been  slow,  necessarily,  compared  with  the  advance 
made  in  the  earlier  part  of  the  work,  for  the  following  reasons  mainly,  which  need 
mention  only  for  the  information  of  those  who  are  unacquaiuted  with  the  work. 

Each  pile  of  the  outer  portion  of  the  pier  weighs  more  than  six  times  as  much  as  the 
lightest  ones  of  the  inner  portion. 
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Tlie  piles  of  the  oater  portion  must  be  inserted  at  points  distant  Irom  the  storage 
ground. 

Each  oater  row  contains  five  piles  to  three  in  ea^h  row  of  the  bridge  part. 

The  onter  piles  must  go  down  24  feet  into  the  bottom,  and  through  about  the  same 
depth  of  water. 

The  inner  piles  are  inserted  only  10  or  12  feet  in  sand,  covered  by  two  feet  of  water. 
On  the  other  hand,  a  progress  of  21  feet,  or  one  bay,  now  adds  from  six  inches  to  DiDe 
inches  to  the  depth  of  water  at  the  pier-head,  already  16  feet  at  low-water,  while,  at 
an  earlier  stage,  we  were  merely  reaching  outward  to  render  available  the  portion  now 
under  construction. 

It  seems  important  that  a  clear  understanding  of  the  present  status  of  the  work 
should  be  had  by  the  public  interested,  lest  they  may  be  led  to  anticipate  an  uureasoD* 
able  progress  from  the  approx)riatiou  of  $10,000  just  made  by  Congress.  Were  we  com- 
pelled to  use  this  money  for  the  pnrchase  of  material,  it  would  buy  only  about  teo 
piles,  with  their  caps  and  screws.  We  have  on  hand,  however,  all  the  material  that 
can  be  placed  in  the  pier  with  the  sum  named. 

When  active  operations  were  suspended  last  December,  much  of  the  material,  such 
as  rope,  cable,  &c.,  as  well  as  the  pontons  in  use,  was  in  a  greatly  damaged  condition. 
They  might  have  been  kept  in  use  at  that  time,  however,  somewhat  longer.  It  will 
now  be  necessary  to  purchase  a  large  amount  of  new  material  in  the  place  of  that 
worn  out,  which  would  be  unsafe  if  used  after  the  deterioration  it  has  sustained 
through  wear  and  the  efiects  of  time. 

It  will  also  require  the  expenditure  of  considerable  time  and  money  to  restore  dis- 
mantled machinery,  make  necessary  repairs,  and  generally  to  place  the  work  in  the 
condition  of  readiness  in  which  it  was  last  November,  when,  after  the  reception  of  the 
decision  that  the  mules  purchased  from  the  appropriation  for  the  pier  could  not  be 
sold,  in  order  that  the  proceeds  might  be  used  in  continuing  the  work,  it  became  neces- 
sary to  discharge  all  employes  as  soon  as  practicable.  The  weather,  as  is  usual  in  the 
vicinity  of  Cape  Henlopen  during  the  latter  part  of  November,  waa  so  unfavorable  that 
only  an  occasional  day  was  suited  to  the  sinking  of  screw-piles.  The  time  was  eco- 
nomically employed,  however,  in  necessary  work,  including  bracing,  the  storing  of  ma- 
terial, and  making  inventories  thereof. 

By  the  end  of  November  the  amount  of  money  remaining  to  the  credit  of  the  appro- 
priation for  the  pier  was  barely  sufficient  to  cover  the  expense  of  maintaining  a  property- 
Keeper  until  the  1st  of  July,  1874,  besides  provision  for  contingent  and  unavoidable 
items.  Having  ascertained  through  experience  that  to  put  the  members  of  the  derrick 
together  and  to  fit  it  for  work  involves  a  considerable  expenditure,  I  did  not  think  it 
wise  to  incur  the  double  expense  of  dismantling  and  refitting  with  so  small  a  balance 
of  money  on  hand.  However,  its  portable  parts,  including  the  gearing,  were  t'aken 
from  it  and  carefully  stored.  The  same  dearth  of  funds  deterred  roe  from  doubtful  and 
costly  efforts  to  adjust  the  dynamometer  in  such  a  manner  as  to  give  reasonable  hopea 
of  obtaining  valuable  results  daring  the  winter. 

The  weather  very  rarely  presents  conditions  of  wind  and  water  favorable  for  socb 
work  on  an  insecure  raft,  outside  the  protection  of  the  breakwater.  Guys  were  attached 
to  the  dynamometer-pile,  and  were  well  secured  to  the  breakwater  and  to  anchora 
beyond.  The  platforms  containing  the  instruments  had  been  secured  in  temporary 
positions  on  the  pile,  at  a  time  when  it  was  hoped  that  circumstances  would  allow 
me  to  have  them  fixed  in  their  proper  positions  after  the  pile  should  be  screwed  down. 
Such  days  as  promised  success  in  this  work  were  invariably  consumed  in  the  attempt 
whenever  the  condition  of  work  on  the  pier  would  justify  it.  The  fine  mominga 
which  tempted  to  this  digression  were  generally  the  preludes  to  sadden  squalls  later 
in  the  day,  and  in  such  cases  the  raft  with  all  on  board  was  often  saved  from  swamp- 
ing only  by  great  effort. 

I  regret  to  add  that  some  time  in  December  or  early  in  January  a  schooner  ran  into 
the  pile  and  bore  it  down  so  that  it  now  lies  flat  on  the  bottom. 

The  wire-rope  guy  connecting  it  with  the  breakwater  remains  intact,  but  the  otbera 
are  not  visible.  Most  of  the  employes  engaged  on  the  pier  were  discharged  on  the  13th 
of  November,  1873.  On  the  last  day  of  November  all  were  discharged  excepting  my 
draughtsman  and  assistant,  Mr.  Stierle,  and  Mr.  D.  H.  Houston,  clerk,  both  of  whom 
remained  employed  until  December  11.  When  the  work  of  the  season  closed  such 
property  as  required  protection  from  the  weather  or  thieves  was  securely  stored  in  one 
or  another  of  the  buildings  on  the  grounds. 

At  this  time  61  rows  of  piles  had  been  inserted,  the  last  row  1,281  feet  beyond  the 
abutment. 

There  remain  on  hand  30  piles  of  uniform  size,  B^  inches  in  diameter.  With  these 
are  the  corresponding  caps  and  screws,  besides  15  additional  caps  and  the  same  number 
of  supernumerary  screws.  All  braces  are  in  place  and  connected  to  the  fifty-seventh 
row,  inclusive.  From  the  fifty-eighth  to  the  sixty-first  or  last  row,  both  inclusive,  the 
braces  are  as  indicated  in  an  accompanying  sketch.    The  braces  remaining  on  band 
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will  HnfTico  for  tbo  construction  to  tbe  seventieth  row,  inclusive.    Collars  and  turn- 
buckle8  will  be  exhausted  with  the  completion  of  the  sixty-seventh  row. 

It  has  been  found  unnecessary  to  adjust  the  screw-buckles  of  the  braces  for  changes 
of  sent^on  and  corresponding  variations  of  temperature,  whose  ettect  in  producinir  ex- 
pansion and  contraction  of  the  braces  is  very  little.  No  strain  on  the  members  of  the 
pier  is  apparent  anywhere  at  any  time.  The  Inmber  for  the  entire  pier  is  on  hand. 
Small  amounts  will  be  needed,  however,  in  the  course  of  construction  at  different 
times  for  subsidiary  purposes. 

I  su|)^gest  the  purchase  of  a  nnmber  of  wooden  piles  to  serve  temporarily  as  fenders, 
to  be  inserted  at  the  last  of  the  season's  work,  so  that  the  pier,  incomplete  as  it  will  be, 
may  yet  be  used  by  vessels  of  moderate  draught. 

The  lower  layers  of  the  piles  of  lumber  are  covered  with  sand  during  the  winter. 
Most  of  it  is  generally  blown  away  in  the  late  spring. 

A  more  serious  effect  of  the  wind  is  in  the  partial  undermining  of  the  foundations  of 
the  temporary  buildings.  These  being  wholly  built  on  piles,  are  more  or  less  threat- 
ened by  tbe  scattering  of  the  sand  from  around  the  supports.  This  has  been  mostly 
prevented  by  placing  obstnictions  to  the  free  action  of  the  wind  in  proper  localities, 
and  by  spreading  brush  in  other  places  so  as  to  cat<2h  and  retain  flying  sand.  The 
foundations  of  the  store-house,  which  contains  much  iron,  must  be  carefully  watched 
especially 

There  are  six  pontons  belonging  to  the  work  now  stored  just  above  the  highest  water- 
mark. They  have  all  been  condemned,  and  are  nearly  worthless  for  use  in  the  work. 
No  reliance  can  be  placed  in  them  even  after  extensive  repairs,  and  I  recommend  that 
four  pontons  as  stanch  as  possible  be  procured  in  season  for  use  when  work  on  the 
pier  is  resumed. 

The  superstructure  of  the  pier  is  complete  to  the  fifty-fifth  row,  inclusive,  or  for  a 
length  of  1,155  feet.  The  longitudinal  stringers  are  on  the  fifty-eighth  row,  and  the 
cross-girdei-s  to  the  fifty-sixth  row. 

During  the  next  few  months  it  is  proposed  to  extend  the  pier  as  far  as  the  appropria- 
tion willallow,  and  if  the  measure  is  Approved  to  prepare  the  end  of  the  pier  for  such 
use  as  may  be  found  practicable. 

Very  respectfully,  your  obedient  servant, 

M.  R.  Brown, 
Captain  of  Eti^neerSf  U.  S.  A. 

Lieut.  Col.  J.  D.  Kuktz, 

Corps  of  Engineers. 


The  origiDal  estimated  cost  as  now  being  carried  on  is  as  follows: 


Designation. 

Price. 

Cost 

147 piles,  22*  X 5"  (and  51".)  (147xl,575> pounds. 

16  piles.  27'.4x5i"  (and  5}",)  (16x'2.:J60) do.. 

10  piles,  31.2«x6"  (andSi",;  (10x3.180) do.. 

125  piles.  54x8i"  (and  d^",)  (125x10,246) do.. 

231,525 

37,760 

31,800 

1.581,835 

S9^ 

1,882,990 

to  08 

$150, 633  60 

5  lon^tiidinal  braces,  23'  x  2i",  (5  x  23  x  16  55) ponnds . 

40longitndinalbraces,  24' x2i".  (40x24x16.55) do.. 

eo  longritiidlnal  braces,  25' .5  x 2}^',  (60 x  25.5  x  20.03) do. . 

135  longitudinal  braces,  27'.5  X 3",  (135x27.5x23.84)    .  do.. 

2,284 
15,888 
:».  646 
88,506 

•  ••••*  •••••**i 

240 

137,  324 

10 

13,  732  40 

223  cross-braoes,  14'.5x9".  (223x14.5x5x10.59) pounds. 

24  eroAs-braces,  14'.5  x  21",  (24  x  14.5  x  1 1.96) do. . 

32 cross-braces,  14.5 x2i",  (32x14.5x13.41) do.. 

4d cross-braces,  14'.5x2g",  (48x14.5x14.94) do.. 

112 cross-braces,  I4'.5x2i",  (112x14.5x16.55) do.. 

8  croMi-braces.  14'.5x21".  (8  X  14.5x  11.96)  do  . 

34,243 

4,162 

6.222 

10,  398 

26,877 

1,388 

6,975 

17.542 

40, 779 

32  cross-braces,  17'x2i",  (32 x  17' x  13.41) do.. 

48  cross-braces.  20^  x  2l.  (48  x^x  14.94) do.. 

112 cross-braces,  22'x2J,  (112x22x16.55) do.. 

639 

148,586 

10 

14,858  60 

879  sorew-bncUes,  averaf^e  60  pounds  each pounds . 

1.670  bolts  and  nuts,  average  10  pounds  each do.. 

^40  lonicitndinal   and  cross -brace  collars,  average  85 

pounds  each .pounds .    90, 400 

174  cross-brace  collars,  average  75  pounds  each do . .     13, 050 

52,740 
16,700 

33,450 

25 
14 

11 

13,  ia->  00 

2,338  00 
3,679  50 
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298  cast-iron  Rcrews,  average  305  pounds  each,  .ponnds.     90, 890 
298  cast-iron  caps,  average  550  pounds  each do. .  163, 900 


down  298  piles days . 

do. . 


Receiving  and  pu 
Blacksmith's  laoor 

Adjusting  caps  and  braces,  (smitherj') do.. 

Acynsting  caps  and  braces,  (labor) ' do.. 

Services  of  divers do. . 

Diving-apparatus 

9,657  linear  feet  string-timbers,  12"  x  12'',  board-measure.  116. 0 

5,133  linear  feet  cross-timbers, 9'' x 9^' do 34.6 

5,118  linear  feet  railroad-stringers,  8"  x  10" do 34.0 

32,932  li  near  feet  floor  joists,  9"  x  4" do 98. « 

23.160  linear  feet  floor-joists,  4" x 4" do 31.0 

3,700  linear  feet  curbing,  6"  x  4" do 7. 4 

72,694  linear  feet  planks, 3'' x 6' do 1 10.  6 

862  bolts  through  string-timbers,  average  5.25  pounds. .  .pounds. 

Other  bolts  ana  spikes do.. 

4,200  linear  feet  rails,  20  pounds  per  foot do. . 

Constnicting  timber-top,  (carpentry) days . 

Constructing  timber-top,  (labor) do . . 

58  piles,  averaging  25'  x  3",  <58  x 25'  x  65.45)  . .  .pounds.     94. 902 
26  piles,  averaging  33'  x  5",  (26  x  33  x  65.45) do . .     56. 156 

110  piles,  averaging  48'.3  x  5",  (110  x 48.3  x  65.45)  . .  .do. .  347.  736 
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70  fender-caps,  73  ponnds  each -: pounds. 

18  fender-caps  and  rings,  105  pounds  each do. . 

1,760  linear  feet  braces,  2  inches  diameter,  10. 47 do. . 

88  screw-buckles,  50  pounds  each do.. 

176  bolts  and  nuts,  6  i>ound8  each «.  .do. . 

194  cast-iron  screws,  2  feet  diameter,  300  pounds  each do. . 

Receiving  and  putting  down  194  piles days 

Blacksm ith's  labor do . . 

Adjusting  collars  and  braces,  (smithery) do. . 

Amusting  collars  and  braces,  (labor) do. . 

12  buoys 

Scow  with  pile-driver 

Portable  engine 

3  boats  

Labor  in  care  of  and  repair  of  machinery days 

Overseer months 

Clerk do.. 

Draughtsman do. . 

Inspector do.. 

Stationery,  office-rent,  fuel,  transportation,  freight,  postage 

Add  for  unforeseen  expenses,  '0  per  cent 

Add  amount  expended  for  machinery,  buildings,  trials,  and  sur' 
veya 


Total. 


Designation. 


Price. 


254,790 
6.463 
300 
6bO 
840 
420 


432.4 

4,500 
3,000 
8.400 
1,000 
700 


496, 794 


5,110 

1,890 

18.  427 

4,400 

1,056 

58.200 

2,100 

230 

50 

150 


2.000 
24 
24 
24 
12 


Cost 


|0  06 
1  75 
3  00 
3  00 
1  75 
9  00 


40  00 
12* 

05 
00 
75 


3 
1 


08 


11 

10 

10 

25 

12* 

06 

75 

00 

00 

75 


50  00 


1  75 
120  00 
120  (K) 
120  00 
150  00 


11,310  ft 

90000 

1,800  00 

1, 4*0  00 

3,7?0  00 
1,500  00 


17,296  09 

562  SO 

375  00 

4,200  00 

3,000  00 

1,225  00 


39,903  52 


562  10 

189  00 

1,842  70 

1.100  00 

132  00 

3.492  00 

3.675  00 

690  00 

150  00 

262  iSO 

600  00 

1,800  00 

1.500  00 

32^  Id 

3.500  00 

2,89^00 

2.^80  00 

3.800  00 

1,8  000 

2,000  00 

33,3S9  42 

20,796  00 


387, 419  61 


Total  amount  appropriated  since  the  adoption  of  the  present  project $235,000  00 

Total  amonnt  expended 225,000  00 

Amount  originally  estimated  to  complete  the  work 152, 419  67 

• 

An  appropriation  beyond  this  originally  estimated  cost  is  desired,  for  the  following 
reasons,  viz  :  increased  price  of  iron  and  labor  ;  the  operation  of  the  8-honr  law ;  the 
occurrence  of  a  sunken  wreck  across  the  line  of  the  pier ;  suspeusious  of  the  work,  and 
strikes  of  the  workmen. 

The  probable  sum  in  addition  to $152,419  67 

That  will  be  required  to  meet  these  difficulties  is 24, 000  00 

Making  a  total  appropriation  asked  for  of 176, 419  67 


V   2. 


CONSTRUCTION  AND  REPAIR    OF    ICE-HARBOR  PIERS  AT    NEW   CASTLE, 

DELAWARE. 

The  small  quantity  of  stone  and  timber  that  remained  from  theoW 
pier  in  the  middle  of  tbe  harbor  has  been  removed ;  the  wood- work  of 
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the  old  pier  on  the  lower  line  of  the  harbor  has  been  sheathed  with  oak 
and  the  corners  protected  with  iron  [)lates ;  a  new  pier,  consisting  of 
wooden  crib  foundation  to  surface  of  low-water,  and  a  stone  super- 
structure, has  been  built  (finished  July  9)  on  the  upper  line,  in  about  27 
feet  water  at  low-tide,  and  a  quantity  of  stone  accidentally  dropped 
within  the  limits  of  the  harbor  has  been  removed. 

An  appropriation  of  $10,000  has  been  made  for  the  present  fiscal  year, 
which  it  is  proposed  to  apply  to  the  removal  of  obstructions  in  the  har- 
bor and  the  commencement  of  a  new  pier. 

The  design  for  the  harbor  includes  two  additional  piers,  which  are 
estimated  to  cost  $30,000  each  =  $60,000. 

The  original  estimated  cost  of  this  work  was : 

To  complete  repairs  of  old  pier $7,000 

For  three  new  piers,  at  $20,000  each  60,000 

Total 67,000 

It  has  since  been  determined,  in  view  of  the  greater  depth  of  water 
and  the  exposure  of  the  situation,  to  increase  the  size  of  the  piers. 

On  issuing  proposals  for  building  a  new  pier  it  was  found,  accordingly, 
that,  with  the  necessary  contingent  expenses,  it  would  require  $30,000 
for  each  pier  complete,  instead  of  $20,000. 

It  was  also  found  important  to  sheathe  one  of  the  existing  piers  and 
to  remove  the  remains  of  another,  which,  with  the  removal  of  the  stone 
before  mentioned,  were  not  included  in  the  original  estimate. 

Therefore  the  original  estimate  of  $67, 000  is  increased  to  the  extent  of  $33,000. 

Required  to  complete  the  ice  harbor $100,000  00 

The  whole  amount  appropriated  to  Jane  30,  1874,  is 59, 500  00 

Amount  expended  to  June  30,  1874,  is 38,880  25 

Amount  required  to  complete  the  work 40,500  00 

New  Castle  is  iu  the  collection-district  of  Wilmington,  Del.,  which  is  also  the  nearest 
port  of  entry. 

The  revenue  collected  there  for  the  year  1873-74  was  $20,255,  and  at  Philadelphia 
$8,264,699. 

Fort  Delaware  is  the  nearest  fort,  and  Christiana  light  the  nearest  light-house. 

Finnncial  statement. 

Balance  in  Treasury  of  United  States  July  1,1873 $34,000  00 

Amount  appropriated  ly  act  approved  June  23, 1874 10, 000  00 

Amount  expended  during  the  hscal  year  ending  June  30, 1874 22,000  15 

Amount  available  July  1, 1874 14,947  65 

Amount  required  for  the  fiscal  year  ending  June  30, 1876 30, 000  00 


V3- 

IMPROVING  HARBOR  AT  MARCUS  HOOK,  PENNSYLVANIA. 

Since  the  completion  of  the  ice-piers  at  this  harbor,  in  1871,  no  addi- 
tional work  has  been  done  except  to  attach  strong  iron  ladders,  (one  to 
each  pier,)  so  as  to  afford  access  to  the  top  of  the  piers. 

The  lower  outer  pier  and  the  shore  ice-pier,  jast  west  of  the  down- 
river landing,  require  repairs.  The  extent  of  the  repairs  requisite  for 
the  outer  pier  will  probably  be  the  resetting  of  a  portion  of  the  two  up- 
per courses,  which  have  been  somewhat  disarranged  by  a  large  three- 
masted  schooner  coming  in  contact  with  it. 

The  old  wooden  landing-piers  also  require  moderate  repairs,  such  as 
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filling  iu  between  cap-logs.  lenewing  the  oak  fenders,  and  floors  to  the 
bridges. 

These  repairs  can  be  executed  during  the  present  season  from  the  un- 
expended balance  of  the  original  appropriation. 

Marcus  Hook  is  in  the  conection-district  of  Philadelphia,  Pa. ;  the  nearest  port  of 
entry,  li^rht-house,  and  fort  are,  respectively,  Wilmington,  Del.,  Christiana  light,  and 
Fort  Mifflin. 

The  revenue  collected  at  Wilmington  and  Philadelphia  during  the  fiscal  year  ending 
June  30, 1874,  is,  respectively,  $20,255.09  and  ^,264,699.53. 

Financial  statement 

Balance  in  Treasury  of  United  States  July  1, 1873 $10,462  12 

Amount  available  July  1, 1874 10,462  12 


V4. 

IMPROVEMENT  OF  WILMINGTON  HARBOR,  DELAWARE. 

By  the  act  approved  March  3,  1873,  an  appropriation  of  $6,000  was 
made  for  the  continuation  of  the  improvement  of  this  harbor,  and  by 
act  approved  Jane  23,  1874,  a  further  appropriation  of  $6,000  was  made 
for  the  same  object. 

Under  the  act  of  March  3,  1873,  proposals  were  invited  under  date  of 
June  21,  1873,  and  a  contract  was  subsequently  awarded  to  the  Ameri- 
can Dredging  Company  for  the  removal  of  about  100  cubic  yards  of 
rock  from  the  channel  of  the  river  just  below  Third-street  bridge.  Owing 
to  unavoidable  delays  and  unforeseen  difficulties  at  other  works,  the  con- 
tractors were  unable  to  commence  rock  operations  at  this  locality  until 
June  17, 1874.  Since  that  time  good  progress  has  been  made  in  drilling 
and  blasting,  and  a  portion  of  the  rock  has  been  removed.  A  contract 
was  executed  by  the  same  company  under  date  of  September  13,  1872, 
for  the  removal  of  thirty-five  cubic  yards  of  rock  on  the  south  side  of  the 
channel  about  600  feet  above  Third-street  bridge.  This  work  has  been 
completed  during  the  fiscal  year. 

Local  surveys  have  been  made  of  the  Christiana  Kiver  at  different 
points  between  its  mouth  and  Third-street  bridge,  and  the  information 
derived  therefrom  has  been  added  to  the  chart  of  the  river  and  harbor 
that  is  now  nearly  complete. 

In  view  of  the  small  amount  appropriated  for  the  improvement  of  the 
harbor  for  the  fiscal  year  ending  June  30,  1875,  it  is  proposed  to  apply 
the  same  for  the  removal  of  additional  rock  from  the  south  side  of  the 
channel  just  below  Third-street  bridge,  to  the  amount  of  about  135 
cubic  yards.  This  improvement  (which  will  be  permanent)  will  give  in- 
creased width  to  the  channel,  a  better  approach  to  the  south  draw-pas- 
sage of  the  bridge,  and  afford  thirteen  feet  depth  of  water  at  ordinary 
low-tide  over  the  rock. 

It  is  proposed  to  continue  the  improvement  of  this  river  during  the 
next  fiscal  year  by  dredging,  so  as  to  afford  12  feet  depth  of  water  at 
ordinary  lowtide,  and  increasing  the  width  to  120  feet  at  the  localities 
along  the  river  and  in  the  harbor,  enumerated  as  follows,  viz:  In  the 
channel  just  above  the  buoy-depot  of  the  Light- House  Establishment; 
opposite  and  below  the  mouth  of  Brandy  wine  Creek ;  up  stream  from 
the  north  draw-passage  of  Third-street  bridge;  and  adjacent  to  Market- 
street  bridge,  above  and  below.  This  will  require  in  the  aggregate  about 
53,000  cubic  yards  of  excavation ;  6,000  cubic  yards  of  this  amount  will 
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be  loose  gravel  and  sand ;  the  balance,  soft  mud.    This  work  will  require 
^n  appropriation  of  820,000. 

Popnlation  of  Wilmington,  Del.,  39,000  ;  present  annual  increase,  2,000. 

The  amount  of  capital  emploved  in  manufactures  in  the  city  of  Wilmington  and 
suburbs  is  $12,725,000.    Value  of  manufactured  articles,  ."2;21, 1.50,000. 

Wilmington  is  in  the  collection-district  of  Delaware,  and  is  a  port  of  entry.  The 
nearest  light-house  and  fort  are,  respectively,  Christiana  light  and  Fort  Delaware. 

The  amount  of  revenue  collected  at  Wilmington  during  the  fiscal  year  ending  June 
30,  1874,  is  $20,255,  and  at  Philadelphia  ^,264,699.53. 

Abstracts  of  proposals  and  of  contracts  are  sent  herewith. 

Original  estimate  for  improving  Wilmington  Harbor  ^  Delaware. 

Ist,  For  removal  of  a  rock  in  channel-way,  as  specified  in  report  of  Novem- 

ber2, 1870 $1,000 

2d.  For  dredging  a  cut  120  feet  wide,  12  feet  deep  at  low- water,  through  the 

bar  at  the  mouth  of  the  river,  19,000  cubic  yards,  at  40  cents 7, 600 

3d.  For  dredging  a  cut  120  feet  wide,  12  feet  deep,  through  the  shoal  just  below 

the  Brandywine,  32,000  cubic  yards,  at  40  cents .* 12,800 

4th.  For  dredging  a  cut  120  feet  wide,  12  feet  deep,  above  the  Brandywine  to 

the  ship-yards,  48,000  cubic  yards,  at  40  cent>8 19,200 

5th.  For  widening  the  cut  at  the  light-house  to  300  feet,  96,000  cubic  yards,  at 

40  cents 38,400 

Add  for  surveys,  inspectors,  office-expense,  and  contingencies 4, 000 

83,000 

Total  amount  appropriated  to  June  30, 1874 $37,000  00 

Total  amount  expended  to  June  30, 1874 25,843  49 

Amount  required  to  complete  the  work 46, 000  00 

Financial  statement. 

Balance  in  Treasury  of  the  United  States  July  1, 1873 $5,000  00 

Amount  in  hands  of  officer  and  subject  to  his  check 1, 895  66 

Amount  appropriated  by  act  approved  June  23, 1874 6, 000  00 

Amount  expended  during  the  fiscal  year  ending  June  30, 1874 1, 739  15 

Amount  available  July  1, 1874 .* 11, 156  51 

Amount  required  for  the  fiscal  j-ear  ending  June  30, 1876 20, 000  00 


.^fstrtui  of  propoeaU  for  impi'ovement  of  Wilmington  Harbor^  Delaware^  received  and  opened 

at  12.30 1).  m.  July  23,  1873. 


1 

Ko.                           Bidder,  name  and  residence. 

—  ••5  a  ? 

Begin— 

Complete- 

# 

j                                                                                                                                                                     ^ 

Rem 
100 
net 
cub 

1  The  Americao  Dred^ng  CompaDy.  Philadelphia.  Pa 

2  Bobert  W.  Warren,  No.  7  Burling  Slip,  New  York.  (No 

137  50 

Sopt   1,1873 

Dec.    1,  1873 

48  00 

Sept   1.1873 

July    1,  1874 

gaarantee.) 

Abstract  of  contract  for  improvement  of  Wilmington  Harbor ,  Delaware. 


Contractor. 

Removing  rock. 

To  commence — 

To  complete — 

American  Dredging  Company,  10  South 
Delaware  avenae,  Philadelphia. 

#37. 50  per  cubic  yard  . 

September  1, 1873 

December  1, 1878 

138  REPORT-  OF   THE   CHIEF    OF   ENGINEERS. 

Vs. 

IMPROVING  CHANNEL  OF  SCHUYLKILL  RIVER,  PENNSY^^VANU. 

By  the  act  of  March  3,  1873,  $40,000  were  appropriated  "  for  the  im- 
provement of  the  channel  of  the  Schuylkill  River,  Pennsylvania,  of 
which  amount  a  portion  shall  be  used  for  commencing  the  removal  of 
the  rock  at  and  near  South-street  wharf."  Also,  by  act  approved  June 
23,  1874,  $20,000  were  appropriated  *'  for  continuing  the  improvement  of 
the  Schuylkill  River." 

'.During  the  fiscal  year  ending  June  30,  1874,  the  improvement  of  this 
river  has  been  in  progress  at  the  following  places,  viz:  at  the  bar  just 
above  Penrose  Perry  bridge,  at  the  south  end  of  the  bar  below  "  Gib- 
son's," at  and  near  South-street  wharf,  and  at  Locust-street  wharf. 

Under  an  informal  agreement  with  Mr.  Wm.  H.  Beard,  dated  June 
11,  1873,  the  work  of  removing  the  gravelly  bar  above  Penrose  Ferry 
bridge  was  commenced  July  18  following. 

Operations  at  this  place  continued  without  interruption,  except  a  sus- 
pension during  the  winter  months  until  May  16,  1874.  During  that  time 
97,493  cubic  yards  of  material  were  removed,  making  one  continuous 
cut  for  about  4,500  feet  through  the  entire  length  of  the  bar,  and  a 
second  cut  from  near  "  Penrose,"  advancing  north  for  nearly  1,200  feet. 
This  will  afford  a  channel  50  feet  in  width  for  1,200  feet  in  length,  and 
one  25  feet  wide  and  3,300  feet  in  length,  with  20  feet  depth  of  water  at 
low-tide. 

Seven  thousand  five  hundred  cubic  yards  of  coarse  gravel  and  sand 
have  been  removed  from  the  southerly  end  of  the  bar  adjacent  to  Gib- 
son's wharf,  making  a  cut  850  feet  in  length,  75  feet  in  width,  with  18 
feet  depth  of  water  at  ordinary  low-tide.  The  removal  of  rock  from  the 
channel  near  Locust-street  wharf,  which  was  in  progress  at  the  begin- 
ning of  the  fiscal  year,  has  been  completed ;  19  feet  depth  of  water  is 
afforded  at  mean  low-tide;  the  amount  of  rock  removed  from  this  local- 
ity during  the  year  was  434  cubic  yards.  Considerable  delay  and  inter- 
ruption was  experienced  by  the  contractors  during  the  progress  of  this 
work.  They  were  inexperienced  in  that  particular  work,  which,  together 
with  the  unfavorable  character  of  the  material,  required  a  much  longer 
time  to  complete  their  contract  than  was  originally  anticipated.  They 
have,  however,  completed  their  contract  in  accordance  with  the  specifica- 
tions, and  satisfactorily.  This  improvement  gives  increased  facilities  to 
establishments  largely  interested  in  the  importation  and  supply  of  Italian 
marble  for  the  Philadelphia  and  other  markets.  In  addition  to  the  rock 
removed  from  the  channel  at  Locust  street,  proposals  were  invited  under 
date  of  June  21,  1873,  for  the  removal  of  about  75  cubic  yards  of  rock 
from  the  channel  at  and  near  South-street  wharf.  A  contract  was  stb- 
sequently  executed  with  the  American  Dredging  Company  of  Phila- 
delphia, who  have  during  the  fiscal  year  completed  their  conti'act,  re- 
moving 172  cubic  yards  of  rock,  affording  16  feet  depth  of  water  at 
ordinary  low-tide. 

The  removal  of  this  amount  of  rock  at  this  locality  was  requisite  in 
order  partially  to  relieve  the  entrance  to  the  east  draw-passage  of  the 
South-street  bridge.  Additional  rock  will  have  to  be  removed  from  this 
locality  before  the  passage  through  the  east  draw  of  the  bridge  can  be 
made  available  for  large-class  vessels. 

During  the  present  working-season  it  is  proposed  to  continue  the  re- 
moval of  the  gravel- bar  just  above  Penrose  Ferry  bridge,  by  excavating 
along  the  western  and  central  portion  of  the  same,  up-stream  from  nea^"* 
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tbe  bridge  for  a  distaoce  of  4,500  feet.  This  will  remove  about  70,000 
cubic  yards  of  material,  and  afford  20  feet  depth  ot*  water  at  mean  low- 
tide.  It  is  proposed  t«  continue  the  improvement  of  this  river  during 
the  next  fiscal  year  by  increasing  the  width  of  the  cut  through  the  bar 
just  above  *'  Penrose  "  to  150  feet,  and  to  remove  fast  and  loose  rock 
and  coarse  material  from  the  channel  opposite  Gibson's  wharf ;  also  to 
increase  the  depth  of  excavation  so  as  to  afford  20  feet  depth  of  water^ 
and  to  a  width  of  about  150  feet  at  ordinary  low-water,  up  to  this 
point. 

The  works  for  the  improvement  of  the  navigation  of  Schuvlkill  River  are  in  the 
collection -district  and  port  of  Philadelphia.  The  nearest  light-house  is  Fort  Mifflin 
li^ht :  the  nearest  fort  is  Fort  Mifflin. 

Number  of  vessels  registered  at  the  port  of  Philadelphia, ;  tonnage  of  same^ 

The  amount  of  revenue  collected  at  Philadelphia  during  the  fiscal  year  ending  June 
30,  1874,  was  $8,2t)4, 699.53. 

Abstracts  of  proposals  and  of  contracts  are  transmitted  herewith. 
The  estimate  of  1870  for  the  improvement  of  the  Schuylkill  Eiver 
accompanies  this  report. 

Amount  required  to  complete  this  work  is  $174,700. 

Financial  statement. 

Balance  in  the  Treasury  of  the  United  States  July  1, 1873 $51,500  OO 

Amount  in  hands  of  officer  and  subject  to  his  check 5,807  05 

Amount  appropriated  by  act  approved  June  23, 1874 20, 000  00 

Amount  expended  during  the  fiscal  year  ending  June  30, 1874 54,975  12 

Amonntavailable  July  1,1  H74 20,000  00 

Amount  required  for  the  fiscal  year  ending  June  30, 1876 40, 000  OO 


Ahitract  of  proposaU  for  removal  of  rock  at  iSouth-street  wharf,  Schuylkill  River,  Pennsylr 

vania,  received  and  opened  at  12  m.  July  ^,  1K73. 


Na 


Bidder,  name,  and  residence. 


1     Tbe  American  Dredsinfr  Company,  No.  10  Soath  Dela- 
ware avenue.  Philadelphia. 
8     Bobert  W.  Warren,  No.  7  Burling  Slip,  New  York. 
I       (Noicnarantee.) 


Rate  per 
cnbio  yard. 


125  50 
$45  00 


Begin — 


Sept   1,1873 
Sept   1.1873 


Complete- 
Dec     1,  1873 
July    1,  1874 


Abstract  of  contract  for  improving  channel  of  Schuylkill  River,  Pennsylvania, 


Contractor. 

Kemoval  of  rock. 

To  commence — 

To  complete — 

American  Dredging  Company,  10  South 
Delaware  avenue,  Philadelphia. 

|3S  50  per  cubic  yard  . 

September  1, 1873 

December  1, 1873 

Estimate  of  1870  for  improving  the  Schuylkill  River  at  its  mouth,  at  Oibson^s  Point,  and 

above  to  the  Chestnut-street  bridge. 

Dredging  at  the  mouth  and  at  "  Penrose'' $1.5,000 

Dredging  the  river  at  Gibson's  Point 10, 000 

The  extension  and  widening  of  the  cuts  at  Gibson's  Point,  to  a  depth  of  18 

feet  at  mean  low-water  of  spring-tides,  35,000  cubic  yards,  at  50  cents 17, 500 

Tbe  extension  of  the  18-foot  channel  above  Penrose  Ferry  bridge,  through 

shoal  spots,  18,000  cubic  vards,  at  40  cents 7, 200 

Deepening  the  cut  at  month  of  river,  10,000  cubic  3'ard8,  at  30  cents 3, 000 

Dredging  at  Gibson's  to  afford  18  feet  depth  of  water  at  mean  low-tide,  (rock)  13, 000 

Bock  at  Locust  street 13.000 
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Widening  and  deepening  the  channel  at  the  mouth  to  afford  20  feet  depth  of 

water  at  mean  low-tiae $10,000 

Widening  and  deepening  the  channel  at  Penrose  Ferry  bridge  draw 3, 000 

To  obtain  20  feet  depth  of  water  to  Point  Breeze  wharves 27,000 

To  obtain  18  feet  depth  of  water  at  mean  low-tide  to  Chestnut-street  bridge.    19,000 

To  obtain  20  feet  depth  of  water  at  mean  low-tide  to  Gibson's  wharves 14,000 

Removal  of  rock  at  Gibson's,  1,200  cubic  yards,  at  $30 36, 000 

Removal  of  rock  at  Spruce  street,  800  cubic  yards,  at  $25 *2O,000 

Removal  of  rock  at  South  street,  2,000  cubic  yards,  at  $25 *50,  OOO 

257,700 

Total  amount  of  appropriation 125,000 

Total  amount  expended 105,000 

Total  amount  required  to  complete  the  work 174, 700 

Total  estimate  of  1870 257,700 

Increase  in  1874 42,000 

299,700 


V  6. 


IMPROVEMENT  OF  DELAWARE  RIVER  AT  FORT  MIFFLIN  BAR. 

This  improvement  was  authorized  by  act  of  March  3,  1873,  appropri- 
ating $50,000  for  commencing  the  work;  and  under  contract  with  the 
Albany  Dredging  Company,  dated  June  25,  1873,  work  was  commenced 
on  the  15th  July  following,  and  has  been  prosecuted  without  serious  in- 
terruption, except  during  the  winter,  to  the  present  time.  The  ex- 
tent of  the  bar,  the  seat  of  improvement,  is  about  1,500  feet  by  800 
feet,  and  during  the  fiscal  year  140,000  cubic  yards  of  material  have 
been  removed,  the  result  of  which  thus  far  has  been  to  open  a  channel 
through  the  bar  along  the  eastern  portion  of  the  cut,  affording  twenty 
feet  depth  of  water  at  mean  low-tide,  with  a  width  of  300  feet.  On  the 
west,  the  same  depth  of  water  has  been  attained,  with  a  width  of  225 
feet. 

The  locality  of  this  improvement  is  about  eight  and  a  half  miles  down 
river  from  the  Unit^jd  States  navj^-yard,  in  the  direct  course  of  all  ves- 
sels arriving  at  and  departing  from  Philadelphia.  The  Delaware  River 
at  this  position  is  about  one  mile  in  width ;  the  velocity  of  the  current  at 
half  flood  or  ebb  is  about  three  miles  per  hour.  In  view  of  these  cir- 
cumstances, the  rate  at  which  this  work  is  being  carried  on  is  very 
favorable  for  the  United  States. 

The  importance  of  this  improvement  is  manifest  in  view  of  the  estab- 
lishment of  new  lines  of  steamships  at  Philadelphia,  both  foreign  and 
coastwise,  the  increased  commerce  of  the  port,  and  a  general  healthy 
growth  in  mercantile  pursuits.  During  the  present  working-season  it 
is  proposed  to  continue  the  dredging  at  the  bar,  and  under  the  present 
contract,  so  as  to  afford  20  feet  depth  of  water  from  the  New  Jersey 
channel  on  the  south  to  the  Pennsylvania  channel  on  the  north,  with  a 
width  of  800  feet.  This  will  require  an  additional  removal  of  about 
70,000  cubic  yards  of  material,  and  will  complete  that  part  of  the  work 
now  in  process  of  execution. 

;^  By  act  of  Congress  approved  June  23,  1874,  $50,000  additional  was 
appropriated  for  this  improvement.  With  this  amount  it  is  proposed  to 
increase  the  depth  of  water  over  the  bar  to  22  feet,  with  an  average 
width  of  1,200  feet,  which  will  require  a  further  removal  of  173,000 

*The8e  items  have  been  increased  $4'i,000 ;  the  increase  is  in  the  prioe  from  $25  to  $40 
per  cubic  yard,  not  in  the  amount  of  material. 
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cubic  yards  of  material.  During  the  present  season  it  is  contemplated 
to  remove  70,000  cubic  yards  of  this  amount,  which  will  leave  103,000 
cubic  yards  to  be  removed  during  the  remainder  of  the  fiscal  year  end- 
ing June  30, 1875. 

For  the  next  fiscal  year  it  is  proposed  to  continue  the  improvement  of 
the  river  at  this  locality  by  increasing  the  general  width  of  the  excavation 
to  1,500  feet,  with  gentle  side-slopes,  and  openings  up  and  down  stream 
of  2,000  feet  in  width,  which  will  require  the  removal  of  140,000  cubic 
yards  more  of  material.  This  will  require  a  further  appropriation  of 
$50,000. 

The  amonnt  required  for  the  eotire  completion  of  this  improvement  is  |50,000.  This 
work  is  in  the  collection-district  of  Philadelphia ;  the  nearest  light-house  and  fort  are^ 
respectively,  Fort  Mifflin  light  and  Fort  Miftiin. 

The  amount  of  revenue  collected  at  Philadelphia  for  the  fiscal  year  ending  June  30^ 
1874,  was  $8,264,699.53. 

Abstracts  of  proposals  and  of  contracts  accompany  this  report. 

Financial  Statement. 

Balance  in  Treasury  of  United  States  July  1,  1873 |50,000  00 

Amount  appropriated  by  act  approved  June  23,  1874 50, 000  00 

Amount  expended  during  the  fiscal  year  ending  June  30, 1874 27, 189  03 

Amount  available  July  1, 1874 66,981  62 

Amount  required  for  the  fiscal  year  ending  June  30, 1876 50, 000  00 


Abstract  of  proposals  for  impromng  Delaware  River  at  Fort  Mifflin  Bar,  received  and  opened 

at  12  m.,  Wednesdayj  June  11, 1873. 


Ho. 

Bidders*  names  and  residences. 

■ 

Dredging,  per 
cnbic  yard. 

To  commence. 

To  complete. 

1 
2 

3 

Aibaoy  Dredging  Company,  Albany,  N.  Y 

American  Dredging  Comi>any,  Philadelphia,  Pa . 
William  H.  Beard.  Brooklyn,  K  Y 

10  SI  90-100 
28 
23  5-8 

July  1, 1873 

Jane  16,1873.. 
Jnlvl0,lb73.. 

Jane  30, 1874. 
Dec.  31, 1873. 
July  1, 1874. 

Abstract  of  contract  made  for  the  improvement  of  Delaware  Biver  at  Fort  Mifflin  Bar, 


Bidder's  name  and  residence.         ^^d^Sgin^!''^^' 

Price  per  cubic 
yard. 

To  commence. 

To  complete. 

Albany  Dredging  Combany,  M.  F. 
Bramard,  treasurer,  Albany,  N.  Y. 

140,000    cnbic 
yds.,  more  or 
less. 

$0  21  9-10 

July  1,1873  ... 

June  30, 1874. 

V7. 

IMPROVEMENT  OF  DELAWARE  RIVER  AT  HORSE-SHOE  SHOALS. 


It  was  recommended  last  year,  in  view  of  the  expense  of  the  proposed 
improvement,  that  it  be  deferred  until  it  was  found  that,  from  further 
experience,  iceboats  cannot  keep  the  channel  open  at  this  point.  The 
last  winter  having  been  very  mild,  no  special  experience  on  this  point 
was  obtained. 

Financial  statennent. 

BalAnce  in  Treasury  of  United  States  Jnly  1,  1873 ^ $49,500  00 

Amoant  in  hands  of  officer  and  subject  to  his  check 154  80 

Amount  expended  during  the  fiscal  year  ending  June  30, 1874 154  80 

Amount  available  July  1, 1874 49,500  00 
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V8. 

IMPROVEMENT  OF  DELAWARE  RIVER  BETWEEN  TRENTON  AND  BORDEN- 

TOWN. 

The  work  of  improvement  consists  in  dredging  a  channel  of  6  feet 
depth,  connecting  the  low-water  6-foot  curves  above  and  below  Periwig 
Island  Shoal.  The  dredging  has  progressed  steadily  during  the  work- 
ing-season, interrupted  somewhat  by  heavy  freshets  during  the  spring 
and  fall.  The  channel  has  been  carried  through  the  shoal  with  a  depth 
of  6  feet  and  a  width  of  75  feet,  and  is  now  being  straightened  and  wid- 
ened. Sixty  thousand  cubic  yards  of  sand,  gravel,  and  bowlders  have 
been  dredged  during  the  year. 

During  the  present  working-season  it  is  proposed  to  continue  the 
work  of  widening  and  straightening  the  channel. 

An  appropriation  of  $25,000  is  asked  for  the  next  fiscal  year  to  con- 
tinue the  w^ork  of  improvement  at  this  point. 

TreDton  is  in  the  coUeotion-clistnct  of  Burlington,  Philadelphia  being  the  nearest 
port  of  entry.  The  nearent  light-house  and  fort  are,  respectively,  Fort  Mifflin  Light 
and  Fort  Mifflin. 

The  revenue  coUected  at  Philadelphia  during  the  year  ending  June  30, 1874,  amounts 
to  $8,264,699.53. 

ORIGINAL  ESTIMATED  COST  OP  WORK. 

To  excavate  a  cut  through  the  shoal  at  Periwig  Island,  200  feet  wide  and 
6  feet  deep,  will  require  the  removal  of  140,000  cnhic  yards  of  gravel, 
bowlders,  &c.,  at  50  cents $70,000  00 

Below  Newbold^s  Island,  a  cut  200  feet' wide,  700  feet  long,  and  1  foot  deep ; 
5,000  cubic  yards,  at  40  cents 2,000  00 

Contingencies 3,000  00 

Total 75,000  00 

Total  amount  of  appropriation : |35, 000  00 

Amount  expended 10, 150  55 

Required  to  complete  the  work 40, 000  00 

Financial  statement 

Balance  in  Treasury  of  United  States  July  1, 1873 $22,500  00 

Amount  in  hands  of  officer  and  subject  to  his  check 2,057  41 

Amount  appropriated  by  act  approved  June  23, 1874 10, 000  00 

Amount  expended  during  the  fiscal  year  ending  June  30, 1874 9, 708  00 

Amount  available  July  1, 1874 14,949  27 

Amount  required  for  the  fiscal  year  ending  June  30, 1876 25,00000 


Vg. 

IMPROVEMENT  OF  BROADKILN  RIVER,  DELAWAIiE. 

The  appropriation  of  $10,000  for  the  improvement  of  the  Broadkilu 
Eiver  was  applied  in  removing  the  shoals  from  Milton  to  Oyster  Roelt 
Shoals,  near  the  mouth  of  the  river. 

A  channel  of  5  feet  in  depth  at  low-water,  with  a  minimum  width  <^^ 
36  feet,  has  been  made. 

The  appropriation  ha\ing  been  exhausted,  the  work  has  been  »tt^ 
peuded,  to  be  resumed  should  Congress  make  a  further  appropriation. 

This  work  is  in  the  collection-district  of  Wilmington,  Del.,  which  is  the  nearest  p^^ 
of  entry ;  Fort  Delaware  is  the  nearest  fort,  and  Delaware  Breakwater  Light  the  neajr^^ 
light-house. 
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• 

Abstracts  of  proposals  and  of  contracts  are  sent  herewith. 
The  accompanying  report  of  Oapt.  M.  E.  Brown,  Corps  of  Engineers, 
^11  give  the  details  of  this  work. 
The  original  estimated  cost  of  this  work  was : 

For  making  opening  across  beach  to  discharge  waters  of  Broadkiln  and 
Lewes  Creeks  into  bay $14, 790 

For  dredging  the  Broadkiln  River  and  building  dam  to  turn  the  waters 
from  Lewes  Sound  into  New  Inlet 65  657 

Total  cost  of  improvement 80,447 

Amount  appropriated  since  adoption  of  project $10,000 

Amount  expended 10,000 

Amount  required  to  complete  improvement 70,447 

Mnandal  statement. 

Balance  in  Treasury  of  United  States  July  1,  1873 $10, 000 

Amount  expended  during  the  fiscal  year  ending  June  30, 1874 10, 000 

Amoaut  required  for  the  fiscal  year  ending  June  30, 1876 30, 000 


Beport  of  Capt.  M,  B,  Brovon^  Corps  of  Engineers, 

United  States  Engineer  Office, 

Philadelphia^  Pa.y  June  30, 1874. 

Sir:  Deferring  to  the  wishes  of  those  most  interested  in  the  improvement  of  the 
Broadkiln  River,  advertisements  for  proposals  were  delayed  sufficiently  long  to  admit 
of  such  inquiries  and  arrangements  on  the  part  of  business  men  desiring  the  improve- 
ment that  a  company  formed  of  themselves  might  be  able  to  bid  for  the  work  and  in- 
vest the  profits  in  further  improvements  of  the  stream. 

The  advertisements  were  dated  June  21,  and  the  bids  were  opened  July  23, 1873. 
•  The  American  Dredging  Company  made  the  lowest  bid,  viz,  30  cents  per  cubic  yard. 
The  contract  was  accordingly  awarded  to  them.    It  was  signed  on  the  14th  of  August, 
1873. 

Further  progress  was  delayed  by  accidents  to  the  contracting  company's  dredges  until 
November  8,  1873,  when  one  dredge  began  excavating. 

It  was  found  that  the  strictest  construction  of  the  terms  had  not  been  the  interpre- 
tation accepted  by  the  dredging  company;  and  in  order  to  avoid  the  use  of  tub-scows 
the  company  finally  agreed  to  count  only  one-half  of  the  buckets  thereafter  dredged, 
providea  they  should  be  allowed  to  dump  the  contents  of  the  dredges  above  low-water 
mark,  which  they  could  accomplish  directly  from  the  dredges  instead  of  placing  the  ma- 
terial in  the  rear  of  the  banks,  the  latter  method  requiring  the  use  of  tub-scows  and  a 
derrick-scow.  This  arrangement  was  greatly  for  the  advantage  of  navigation,  and 
was  gladly  agreed  to  by  all  parties  concerned. 

The  work  continued  until  April  3,  1874,  sometimes  with  one  dredge  and  often  with 
two. 

By  this  time  the  money  was  exhausted.  The  entire  river  had  been  so  dredged  out 
as  to  provide  a  practicable  channel  5  feet  in  depth  throughout  its  course;  all  that  was 
deemed  desirable. 

Twenty-seven  thousand  two  hundred  and  seventy-four  cubic  yards  of  material  have 
been  excavated  from  the  river  and  paid  for,  while  nearly  the  same  amount  additional 
has  been  taken  from  the  bed  without  cost.    No  further  appropriation  has  been  made. 
It  is  proposed  at  some  future  time,  if  Congress  grants  the  money,  to  cut  a  channel 
through  the  peninsula,  Lewes  Point,  at  the  most  practicable  locality,  nearly  simulta- 
neously damming  up  the  old  passage  into  Lewes  Sound. 

It  is  believed  that  navigation  in  both  the  Lewes  and  Broadkiln  Rivers  would  be 
fi^reatly  benefited  by  this  improvement,  and  that  the  long  delays  of  vessels  desiring  to 
pass  from  the  Brosbdkiln  and  Lewes  Rivers  into  the  Delaware  Bay,  now  so  frequent, 
xronld  be  mostly  obviated.  Thirty  thousand  dollars  would  be  needed  to  accomplish 
'this  work. 

Very  resx)ectfully,  your  obedient  servant, 

M.  R.  Brown, 
Captain  of  Engineers,  U,  S.  A. 
Lieut.  Col.  J.  D.  Kurtz, 

Corps  of  Engineers. 
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Abstract  of  proposals  for  improvement  of  Broadkiln  i?irer,  Delaware,  received  and  opened  at 

1  j>.  m.  July  23, 1873. 

No. 

Bidders'  names  and  residences. 

Dred^ng,  per 
cubic  yard. 

Time  of  com- 
raencement. 

Time  of  com- 
pletion. 

1 

G.  H.  Ferris,  Brooklyn,  N.  Y 

$0  45 
30 
35 

Oct.  1,1873 

Oct  1,1873.... 
Sept  1,1873... 

July  1.  \FH. 

2 
3 

AiDcrican  Dredging  Company,  Philadelphia,  Pa 
Broadkiln  Iroproyement  Navlgntion  Company  . 

Dec.  31. 1?73. 
July  23,  liTA. 

Abstract  of  contract  for  improvement  of  Broadkiln  River,  Delaware. 


Contractor. 

Dredging. 

To  commence.      To  complete. 

American  Dredging  Company,  10  Sonth  Delaware 
avenue,  Philadelpnia. 

30   cents    per 
cubic  yard. 

Oct  1,1873.... 

Dec  31, 1873. 

V  10. 

IMPROVEMENT  OF  SOUTH  RIVER,  NEW  JERSEY. 

Under  the  appropriation  of  $5,000,  made  March  3, 1873,  dredging  was 
done  at  such  spots,  in  the  canal' joining  the  Sonth  and  Baritan  Bivers, 
as  had  shoaled  by  the  undermining  of  the  banks  and  deposits  from  the 
river.  On  completion  of  the  work,  a  channel  of  6  feet  in  depth  existed 
throughout  the  canal. 

South  River  is  in  tbe  conection-districi  of  Amboy ;  fort  at  Sandy  Hook  is  the  nearest 
fort ;  and  the  nearest  light-house  that  at  Prince's  Bay. 

Financial  statement 

Balance  in  Treasury  of  United  States  July  1,1873 $5,000 

Amount  expended  during  the  fiscal  year  ending  June  30, 1874 5, 000 


V  II. 


IMPROVEMENT  OF  THE  NORTH  AND  SOUTH  BRANCHES  OF  THE  SHREWS- 
BURY RIVER,  NEW  JERSEY. 

The  appropriation  of  $5,000,  made  for  this  place,  was  expended  in 
removing  the  bulk-head  of  sand  that  had  formed  at  the  north  end  of  the 
Eocky  Point  channel,  and  at  other  points  where  shoaling  had  occurred. 

Shrewsbury  River  is  in  the  collection-district  of  Amboy ;  fort  at  Sandy  Hook  is  the 
nearest  fort ;  and  the  Naves! nk  light  is  the  nearest  light-house. 

Financial  statement 

Balance  in  Treasury  of  United  States  July  1,1873 $5,000 

Amount  expended  during  the  fiscal  year  ending  June  30, 1874 5,000 


V    12. 

IMPROVEMENT  OF  COHANSEY  CREEK,  NEW  JERSEY. 

The  work  of  improving  the  navigation  of  this  creek  was  commenced 
in  July,  1873,  by  the  American  Dredging  Company,  and  was  closed  in 
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December  of  that  year,  24,139  cubic  yards  of  sand  and  mud  having  been 
reDioved  from  the  bed  of  the  creek. 

A.  channel  of  75  to  80  feet  in  width,  and  3  feet  depth  at  low-water,  was 
opened  along  the  wharves  of  the  city  of  Bridgeton,  and  for  a  distance 
of   half  a  mile  below  Broad-street  bridge,  to  deeper  water. 

^o  appropriation  has  been  made  for  the  year  ending  June  30, 1875. 

To  ^vrideD  the  chauoel  below  Broad-street  bridge  to  130  feet,  with  a  depth 
o^  3  ft^t  at  low-water,  will  require  an  additional  appropriation  of $10, 000  00 

To  'vriden  it  U>  130  feet,  and  at  the  same  time  increase  the  depth  below 
^Broad  street  to  4  feet  at  low- water,  will  require  in  addition 10, 000  00 

Amoant  required  to  complete  the  work 20,000  00 

Amount  expended  during  the  year, 

^^■^^^d^njr  24,139  cubic  yards,  at  36  cents $8,690  04 

C^^szfctingencies 1,309  96 

Total 10,000  00 

C^ohansey  Creek  is  in  the  collection-district  of  Bridgeton,  N.  J.,  which  is  the  nearest 
P^> J*t  of  entry. 

Oobansey  light  is  the  nearest  light-house,  and  Fort  Delaware  the  nearest  fort. 

Abstracts  of  proposals  and  of  contracts  accompany  this  report. 

Finaneml  statement. 

Balance  in  Treasury  of  United  States  July  1,  1873 |10,000 

A^Hiount  expended  during  the  fiscal  year  ending  June  30,  1874 10, 000 

A^mount  required  for  the  fiscal  year  ending  June  30, 1876 20, 000 


Ah9ir<ict  ofpropoeaUfoT  improvement  of  Cohansey  Creeks  New  Jersey,  opened  at  1  o^clock  p.  m. 

Thursday y  May  29, 1873. 


Ko. 

Bidders*  names  and  residences. 

Character  of  work — dredging  mnd,  sand,  and  gravel. 

1 

3 

G.  H.  Ferris,  Brooklyn,  N.  Y 

The  American  Dredging  Company, 
Philadelphia. 

47i  cents  per  cubic  yard  if  deposited  in  deep  water ;  75  cents 
per  cable  yard  if  used  for  dllln^  in  wharves. 

36  cents  per  cubic  yard  if  measured  in  soowh  ;  22  cents  per 
cubic  yard,  measured  in  buckets,  if  deposited  directly 
from  the  dredge. 

Abstract  of  contract  made  for  improvement  of  Cohansey  Creekj  New  Jersey, 


Contrat'Or's   name   and 
residence. 


l-'ke  American    I>redging 
Company,  Philadelpnia. 


Nature   of  work, 
(dredging.) 


25,000  cubic  yards, 
more  or  less. 


Price  per  cabio  yard. 


36  cents  if  deposited 
from  scows ;  22 
cents  if  deposited 
from  dredge. 


To  commence — 


Jnly    15,  1873 


To  complete — 


Dea  1, 1873. 


V13. 

PORT-WAuRDEN'S  LINE,  PHILADELPHIA. 


In  accordance  with  the  instructions  from  your  Office  of  June  23, 1873, 
that  portion  of  the  report  of  the  Board  of  Engineers  of  March  24,1873, 
deferring  to  the  above  subject,  was  sent  to  the  mayor  of  Philadelphia, 

10  ENa 


146         REPORT  OF  THE  CHIEF  OF  ENGINEERS. 

and  by  hiin  laid  before  councils  for  their  consideration,  since  which 
nothing  bas  been  received  by  me  respecting  the  matter. 
A  copy  of  my  letter  to  the  mayor  is  inclosed  herewith  : 

United  States  Engineer  Office, 

FhiUuklphia,  Pa.,  July  11, 1873. 

Sir  :  I  have  the  honor  to  traDsmit  to  you  herewith,  in  execution  of  the  instructions 
of  the  Chief  of  Engineers  to  ine,  of  which  a  copy  is  also  iuch)8ed,  a  copy  of  so  much  of 
the  report  of  the  Board  of  Engineer  Officers  of  March  24,  1873,  as  relates  to  the  harbor- 
lines  of  Philadelphia;  and  I  request  that  the  subject  may  be  brought  by  you  to  the 
consideration  of  the  councils  of  the  city,  as  conteuiplated  by  the  same  instructions. 

I  shall  be  ready  to  take  such  further  steps  in  the  matter  as  may  be  found  necessary 
and  expedient. 

Very  respectfully, 

J.  D.  Kurtz, 
Lieut. 'Col.  of  Engineen. 
Hon.  Wm.  L.  Stokley, 

Mayor  of  rhiladelphia. 


V  14. 

breakwater,  crow  shoals,  delaware  b  ay. 

United  States  Engineer  Office, 

Philadelphia^  Pa.j  February  14,  1874. 

General  :  I  bave  tbe  honor  to  present  the  following  report  respect- 
ing harbor  of  refuge  under  Crow  Shoal,  New  Jersey.  This  subject  was 
placed  in  niy  charge  by  your  instructions  of  March  15,  1873,  and  is 
provided  for  in  the  law  of  March  3,  1873,  "  making  appropriations  for  the 
repair,  preservation,  and  completion  of  certain  public  works  on  rivers 
and  harbors.^'     (General  Nature,  No.  61.) 

"Section  2.  For  surveys  and  examinations  ♦  ♦  ♦  at  Crow  Shoals, 
Delaware  Bay,  near  Cape  May  light,  New  Jersey,  for  an  artificial  harbor 
or  breakwater." 

The  field-work  of  the  survey  was  executed  in  August,  1873,  by  a 
party  under  the  direction  of  Mr.  F.  M.  Eppley.  The  area  to  be  exam- 
ined has  a  superficies  of  about  twenty- three  sijuare  miles,  embracing  the 
shoal  and  roadstead  covered  by  it,  and  the  channels  of  approach  and 
exit.  Being  in  an  open  sea,  the  best  that  could  be  done  with  the  funds 
that  could  be  made  available  for  the  purpose  was  to  make  a  general 
hydrograi)hic  reconnoissance  and  run  in  the  connected  shore-line.  The 
work  was  greatly  facilitated  by  the  aid  of  a  steam-tender  belonging  to 
the  Light- House  Establishment,  the  use  of  which  was  kindly  allowed 
during  the  operations,  A  comparison  of  the  results  with  the  survey 
made  in  1836  by  Major  Hartman  Bache,  Corps  of  Topograph icjil  Engi- 
neers, and  with  the  hydrographic  sheets  of  the  Coast  Survey  for  1842- 
'47,  affords  the  means  of  judging  somewhat  of  the  changes  that  are  in 
progress  in  the  locality,  of  the  value  of  the  roadstead  for  shelter,  and  oC 
the  probable  stability  of  the  channel- ways  connected  with  it. 

The  report  of  Mr.  Eppley,  with  his  plat  of  the  survey,  and  a  sheet 
giving  a  comparison  of  it  with  surveys^of  1836  and  1842-'47,  accompany 
this  report,  the  drawings  going  by  express. 

Cape  May  or  Crow  Shoal  roadstead  is  a  magnificent  natural  anchor- 
age, having  a  depth  of  24  feet  at  low-water,  through  an  area  of 
about  three  miles  superficial.  It  is  well  covered  by  the  shoal  lying 
on  its  western  (bay)  side,  and  the  ocean-waves  are  excluded  or  broken 
by  the  shoals  at  its  entrance.  The  cause  which  interferes  with  its  gen- 
eral use  by  vessels  is  the  difficulty  attending  access  to  it  through  the 
c  jiuparatively  narrow  channels  connecting  it  with  the  ocean.    The  Cape 
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May  channel  afforrlvS  24  to  30  feet  of  water,  but  its  width  is  sharply 
trenched  upon  by  shoals  upon  both  hands,  notably  by  the  shoals  lying 
just  south  of  the  lifijht-house.  A  breakwater  of  moderate  jiroflle 
lda<!ed  alonpf  Crow  Shoal  will  afford  whatever  addition  is  needed  to  the 
protective  power  of  the  shoal  itself,  but  the  entrance  to  the  roadstead 
re<piires  to  be  regulated  by  the  removal  of  the  projecting  shoal,  and  of 
the  other  obstacles  that  hinder  its  navigation. 

The  comparative  chart  shows  that  the  shoal  now  lying  off  the  light- 
house, to  the  southward,  distant  about  a  thousand  yards  from  the  shore, 
has  moved  ea^stward  four  or  five  hundred  yards  since  184:2-'47,  and  that 
the  slough  which  was  then  forming  between  it  and  the  shore  has  devel- 
oped into  an  IHfoot  channel,  which  now  separates  the  shoal  from  the 
beach.  This  is  an  extraordinary  movement  for  this  shoal,  the  shape 
and  position  of  which  indicate  hardness  and  persistence  of  composition. 

Any  project  for  converting  the  roadstead  into  a  smooth  harbor  should 
include  protective  works  against  the  ice  which  must  be  driven  into 
the  anchorage,  from  the  bay  and  from  Maurice  River  Cove,  by 
northwardly  and  northwesterly  winds.  Several  years'  observations  at 
Lewes  show  that  there  is  also  liability  to  the  formation  of  ice  on  the 
surface  of  the  harbor  itself,  and  that  this  ice  is  just  as  formidable  a 
trouble  as  that  which  drifts  in  or  is  blown  in  from  the  general  bay. 
A  number  of  winters  may  pass  without  giving  any  trouble  from  ice,  and 
yet  its  entrance  requires  to  be  guarded  against  with  suitable  structures, 
which  after  all  exert  no  preventive  power  against  its  formation  within 
the  harbor. 

The  peculiar  advantage  of  the  existing  harbor  of  refuge  near  Cape 
Henlopen  is  the  broad  and  free  approach  to  it  which  vessels  enjoy  at 
all  times.  Its  area  is  trivial  compared  with  that  of  the  Cape  May  road- 
stead, and  it  is  undergoing  deterioration,  due  probably  to  the  works  them- 
selves. It  is  too  small  to  afford  room  for  the  large  numbers  of  vessels 
resorting  to  it  for  shelter,  and  the  need  is  great  for  additional  room  for 
this  purpose.  The  commission  of  experienced  officers  who  projected 
this  harbor  in  1828  could  not  forecast  the  development  of  the  great  mari- 
time empire  for  which  they  were  providing,  and  their  work  is  conse- 
quently entirely  inadequate  to  the  present  and  future  wants  of  the 
country.  The  commerce  of  the  Delaware  and  of  the  Atlantic  seaboard 
has  outstrifjped  all  probable  growth,  and  needs  greatly  increased  accom- 
modation. 

The  subject  is  presented  and  discussed  by  Major  Bache  in  the  report 
of  December,  1837,  accompanying  his  survey  of  1836,  cited  above. 

Examination  of  the  comparative  chart  shows  general  favorable  con- 
ditions for  the  construction  of  a  breakwater  on  Crow  Shoal,  and  the  use 
of  the  ('hannels  connected  with  the  roadstead.  Cape  May  and  Ricord's 
Channels  have  deepened  materially,  and  may,  therefore,  be  used  by 
larger  vessels  than  formerly.  The  northern  half  of  Crow  Shoal  has, 
however,  been  materially  washed,  and  there  appears  to  be  a  correspond- 
ing shoaling  of  the  inner  part  of  the  roadstead,  which  still  remains, 
however,  of  liberal  dimensions,  both  of  area  and  depth.  A  stone  bar- 
rier placed  along  the  shoal  would  arrest  the  tendency  to  wash  away, 
and  probably  check  the  deposits  in  the  deep  water.  A  general  wearing 
of  the  shore  line  seems  to  be  in  progress. 

On  the  whole,  I  consider  the  works  necessary  to  establish  a  harbor  of 
refuge  at  Crow  Shoal  roadstead  to  be  as  follows: 

1.  A  solid  breakwater  along  the  skoal. 

2.  Opening  the  channel  of  approach  by  dredging, 

3.  Ice-piers  across  the  nppor  en<l  of  the  harbor. 
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The  small  sketch  ou  the  comparative  chart  exhibits  this  project,  and 
an  estimate  of  the  probable  cost  accompanies  this  report. 

The  examination  of  this  subject  necessarily  brings  up  the  general 
question  of  harbors  of  refuge  at  the  mouth  of  Delaware  Bay.    The 
great  importance  of  provision  for  this  purpose  was  insisted  on  many 
years  ago,  and  the  result  was  the  formation  of  the  existing  harbor  un- 
der Cape  Henlopen.    In  later  years  the  question  has  been  how  to  pro- 
vide the  additional  harbor-space  which  the  growing  commerce  of  the 
Atlantic  seaboard  requires.    This  question  has  been  treated  by  the  sev- 
eral officers  who  preceded  me  in  the  charge  of  the  work,  and  has  been 
considered  to  require  the  enlargement  of  the  existing  harbor  by  some 
one  or  other  method.    This  is  the  natural  and  obvious  conclusiou,in 
which  I  have  afcquiesced.     But  I  have  beconae  more  and  more  impressed 
with  the  conviction  that  the  harbor  itself  is  a  mistake — one  that  could 
not  be  avoided  in  the  circumstances  under  which  it  was  projected,  but 
which  is  now  apparent  in  the  greatly  changed  condition  of  the  country. 
The  closing  paragraph  of  Mr.  Eppley's  report  is  of  great  weight  in  this 
respect. 

I  feel  confident  that  the  deep  water  pocket  on  the  Delaware  side  cov- 
ered by  the  "  Shears"  is  the  looiality  that  must  eventually  become  the 
harbor  of  refuge  for  the  mouth  of  the  Delaware,  unless  the  entrance  to 
Crow  Shoal  roadstead  can  be  made  of  ample  width  and  easy  access, 
and  so  maintained.  This  is  so  important  a  matter  that  it  cannot  be 
discussed  at  the  close  of  this  report.  It  is  merely  suggested  as  having 
a  bearing  upon  any  examination  of  the  subject  of  increase  of  harlwr- 
space  at  the  mouth  of  the  Delaware.  It  is  believed  that  the  granite 
masses  now  forming  the  breakwater  and  ice-breaker  of  the  Delaware 
Breakwater  harbor  can  be  removed  and  replaced  along  the  southwestern 
edge  of  the  ''Shears"  Shoal  at  a  cost  that  would  not  be  inordinate  in 
view  of  the  vast  advantage  that  would  result  from  the  change. 
Very  respectfully,  your  ol^dient  servant, 

J.  D.  Kurtz, 
Lieut  Colonel  of  Engineers. 

Brig.  Gen.  A.  A.  Humphreys, 

Chief  of  Engineer 8 y  U,  8.  A. 


Report  of  Mr.  F.  M.  EppUtfj  Assiatant  Engineer. 

United  Statks  Engineer  Office, 

Philadtlphia,  January  8,  1874. 

Sir  :  I  he^  leave  to  submit  for  your  consideration  the  foHowing  report  upon  the 
hydrographic  survey  of  Crow  Shoal,  Delaware  Bay,  including  the  roatintead  lying 
between  Crow  Shoal  and  Cape  May  County,  New  Jersey,  and  adjoining  shoals  aod 
channels. 

The  object  of  the  survey  is  to  ascertain  the  expediency  of  constructing  a  breakwater 
or  artificial  harbor  on  or  at  Crow  Shoal,  to  afford  shelter  to  vessels  during  stornin  or 
unfavorable  weather. 

A  chart  of  the  survey,  drawn  to  a  scale  of  jjyhTnji  accompanies  this  report,  upon  wbich 
the  contours  are  shown  from  one  to  four  fathoms,  mean  low-water.  The  data  used  in 
constructing  the  chart  are  as  follows:  A  measured  base-line  4141.6';  eight  trigonome- 
trical stations,  at  which  94  angles  were  taken  ;  one  hundred  and  forty  miles  of  soundin^r 
lines ;  5,285  soundings ;  1,146  hydrographic  angles ;  four  miles  shore-line  or  topography ; 
twenty-eight  observed  high  and  Iqw  tides;  and  a  hasty  examination  of  the  direction 
of  currents  in  the  roadstead.  The  whole  work  covers  an  area  of  29  square  miles,  and 
was  completed  in  16  working-days. 

The  hydrometric  data  is  not  as  satisfactory  as  desired,  owing  to  our  short  stay  at  Cap« 
May.  A  tide-gauge  was  erected  at  the  wharf  or  "  People's  Landing,"  and  observations 
were  carefully  tasen  every  15  minutes  by  an  intelligent  observer,  and  the  records 
were  examined  at  intervals  by  my  assistant,  Mr.  Howard  Kennedy,  and  mysell"  A 
full  lunation,  or  57  consecutive  tides,  are  necessary  for  the  construction  of  a  complete 
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tide-tabli\  Even  then  there  are  r^ertain  anomalies  which  can  only  be  eliminated  by 
long  and  careful  observations.  The  suauner  tides  are  larger  than  those  of  winter. 
This  is  caused  entirely  by  winds.  The  southerly  or  summer  winds  carry  the  wat-er 
into  Delaware  Bay,  and  a  full  tide  is  the  result,  while  during  the  wint-er  months  the 
northwest  winds  prevail,  driving  the  waters  out  of  the  bay,  producing  low  tides. 

The  following  comparative  table  will  show  the  ditference  between  the  present  obser- 
vations and  the  standard  observations  of  the  Coast  Survey : 


U.  S.  Engrs. 

U.  S  C.  S. 

Difference. 

Mean  rise  and  fall 

5  ft.  1  tenth.. 

6  hrs 

5  hrs.  3G  m . . . 
0  hrs.  24  m. .. 

4  ft.  2  tenths. 
6  hrs. 25m... 
6  hrs.  0  m 

Of  9  tenths.- 

Mean  duration  of  rise 

25  m 

Mean  duration  of  fall 

34  m 

Mean  stand  of  high- water 

Meiin  stand  of  low- water 

24  m 

Mean  low- water  or  plane  of  reference, 
( reading  on  tide-gauge) 

5  ft.  9  tenths. 

6  ft 

Highest  observed  tide,  (wind  S.  E.) 

From  the  foregoing  the  difference  is  manifest,  as  already  explained.  A  common 
staff,  marked  to  teet  and  tenths,  was  used  in  making  our  observations,  and  is  not  con- 
sidered as  accurate  as  the  box-gauge  in  es.posed  situations  or  in  localities  where  heavy 
ground-swells  prevail,  as  at  Cape  May. 

R<\L;arding  the  foree  and  direction  of  winds  as  very  essential  in  the  dincussion  of 
this  work^  1  insert  the  following  official  tabular  statement  of  mean  direction  and  force 
of  winds  and  other  meteorological  data,  for  which  I  am  indebted  to  Mr.  T.  F.  Town- 
send,  observer  Signal-Service,  U.  S.  A.,  at  Cape  May  City : 

Official  tahulur  statement  of  mean  direction  and  force  ofwindSf  and  other  meteorological  data, 

at  Cape  May  City. 

(Computed  from  the  following;  honrs  of  observation :  7  a.  ni.,  7.43  a.  m.,  3  p.  m.,  4.43  p.  m.,  9  p.  m.,  11.08 
p.  m.,  local  time.    Barometer  corrected  for  temperature  and  elevation.] 


Date. 


Jane,  1871 

July,  1871 

Aagiist.  1871  ... 
September.  1871 
October,  1871  ... 
November,  1871 
December,  1871 . 


Jannary,  1872  .. 
February.  1872  . 
March,  1872  .... 

April,  1872 

May,  1872 

Jane,  1872 

July,  1872 

An;;u8t,  1872  .. . 
September,  1872 
October,  1872  . . . 
November,  1872. 
December,  1872. 


January,  1873  . 
Febmarv,  1873 
March,  1873  ... 

April,  1873 

May,  1873 


Barometer. 


1^ 


29.960 
29.975 
30.020 
M.  120 
30.150 
30.049 
30.120 

30.080 
30.010 
.30.033 
30.070 

29.  985 
30.000 
29.9H0 
30.047 
30.046 

30.  098 
30.101 
30.167 

30.097 
30.014 
30.  006 
29.943 
30.  007 


•A 

■a 


2 


30.240 
30.230 
30.320 
30.420 
30..')60 
30.510 
30.600 

30.  4.^ 
30.  630 
30.500 
30.  440 
30.300 
30.270 
30.230 
30.270 
30.270 
30.  5.30 
30.590 
30.560 

30.  481 
30.  588 
30.  740 
30.  261 
30.441 


29.540 
29.560 
29.  610 
29.760 
29.700 
29.  370 
29. 570 

20,&30 
29.400 
29.  440 
29.520 
29.  500 
29.570 
29.  720 
29.678 
29. 766 
29.6.50 
29.  607 
29.  496 

29.  597 
29.247 
29.200 
29.  653 
29.481 


Thermometer. 


Wind. 


o 
^ 


67.0 
72.0 
74.0 
64.0 
58.7 
43.0 
30.6 

31.5 
31.7 
32.6 
48.0 
59.1 
66.8 
75.1 
73.1 
67.4 
56.2 
43.0 
31.4 

32.7 
32.2 
37.0 
46.8 
55.9 


.a 


84 
87 
84 
78 
74 
54 
48 

46 
50 
54 
73 
77 
84 
92 
81 
77 
72 
56 
49 

47 

48 
57 
59 
73 


s 
2 


59 
61 
62 
42 
39 
26 
4 

11 
12 
7 
34 
46 
53 
67 
60 
53 
39 
19 
10 

6 

5 

9 

40 

44 


^ 


a  o 


es 

9 


s. 
w. 

s. 

N.W. 

s. 

N.W. 
N.W. 

N.W. 
N.W. 
N.W. 

S. 

s. 
s. 
s. 
s. 

N.W. 
N.W. 
N.W. 

N.W. 

N.W. 
N.W. 
N.W. 

S.  6c  E. 

O.  Si,   £. 


H  P 


260 
360 
425 
395 
585 
790 
760 

660 
620 
650 
600 
520 

275 
505 
475 
500 
650 
590 

4.'>5 
755 
770 
580 
480 


M  . 
IS 

"a 
1 

o 

H 


4,985 
4,845 
5,195 
5,«70 
7,345 
9,115 
8,825 

9,270 
8,735 
10,726 
9,  005 
8,860 
6,555 
5,560 
4,935 
6.  335 
8.596 
8,485 
9,365 

7,510 


Bain. 


•g 

a 


■*» 
fl 

p 
o 

S 


10.  695 

8.  225 
7,280 


3.68 
5.02 
2.50 
2.72 
4.91 
6.42 
2.90 

2.99 
2.99 
6.61 
.92 
2.23 
2.15 
3.27 
3.09 
4.51 
3.28 
2.71 
2.65 

5.57 
7.61 
3.07 
3.95 
3.29 


(0  u 


>5 


10 

7 
9 
3 

7 
7 
8 

12 
11 

16 
8 
8 

10 
8 
7 
8 
9 

10 

13 

14 
11 

9 
14 

9 
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A  survey  of  Crow  Shoil  was  made  ia  IS.iS  by  Major  Hartman  Baclie,  United  States 
Topographical  Eugin-^erH,  for  a  similar  p«irp>se,  but  as  it  did  not  receive  an  appropria- 
tioQ  from  Con^r.^S"i,  wis  c  )iisequeQtly  abaudoiietl  for  a  tini»^.  The  following  re-wlu- 
tions  will  fully  set  fort>h  the  advantages  that  are  claimed  to  follow  the  constraction  of 
an  artificial  harbor  at  Crow  Shoal : 

Extract  from  the  journal  of  the  seventeenth  Senate  of  the  State  of  New  Jersey ^  1861,  {p.  434.) 

"  It  is  well  known  that  for  over  twenty  years  the  question  of  the  construction  ot  an 
artificial  harbor  on  Crow  Shoal,  on  the  north  side  of  Cape  May,  has  been  coQtem- 
plated. 

"The  breakwater  at  Cape  Henl open, fourteen  miles  southerly  from  Cape  Mav, 
designed  for  ships  and  large-class  vessels,  is  not  sufficient  t-o  accommoilate  even  that 
class. 

'*  Not  unfrequently  is  it  the  case  that  so  great  is  the  number  of  large-class  vessels 
that  no  protection  can  be  afforded  to  small  vessels.  Indeed,  they  would  regard  them- 
selves more  secure  from  danger  at  sea  than  in  such  a  harbor  under  such  circumstances. 

"  Your  committee,  though  desiring  to  be  brief,  cannot  omit  calling  attention  to  the 
|p:eat  increase  in  the  coasting-trade.  This  increase  is  owing  to  the  very  great  and 
increasing  demand  for  coal  at  the  East. 

**  Were  there  no  other  reasons  why  this  breakwater  should  be  made,  this  would  be  a 
sufficient  argument  in  favor  of  its  construction  ;  but,  in  addition  to  this,  large  amounts 
of  grain  and  merchandise  naturally  pass  through  the  Cape  May  Channel. 

'"The  amount  of  enrolled  tonnage  of  the  State  of  New  Jersey  (and  a  large  portion  of 
New  Jersey  tonnage  is  enrolled  in  the  districts  of  New  York  and  Philadelphia)  now 
reaches  about  150,000  tons. 

**A  large  proportion  of  this  would  be  greatly  benefited  by  this  contemplated  harbor. 

"  The  estimated  value  of  merchandise  carried  annually  by  the  line  of  the  New  York 
Steam  Navigation  Company  is  ^20,000,000. 

"  The  recent  meeting  of  citizens  from  the  West,  at  Philadelphia,  and  the  result  of  that 
meeting,  is  likely  to  make  the  city  of  Philadelphia  an  immense  grain  market,  which,  it 
may  be  added,  is  an  additional  argument.^' 

»  #  <»  »  »  •       »  • 

Number  of  vessels  freighting  coal  from  Port  Richmond  to  Philadelphia  in 

1859 3/2S5 

Tons  of  coal  freighted 806, 445 

Number  of  men  employed  in  the  vessels  alone 19,  ^^'iO 

Amount  of  capital  invested  in  vessels $64, 500, 000 

Much  may  be  added  to  this,  so  that  the  estimates  may  be  regarded  as  falling  greatly 
short  of  a  true  statement.  The  importance,  then,  of  this  contemplated  harbor  cannot 
be  overestimated. 

As  before  stated,  the  location  agreed  upon  by  our  most  experienced  nautical  and 
scientific  men  as  the  only  practicable  place  to  afford  the  requisite  facilities  for  protec- 
tion to  the  worthy  and  numerous  class  of  men  engaged  in  this  useful  and  necessary 
trade,  and  to  the  large  amount  of  invested  capital,  is  Crow  Shoal,  Cape  May. 

Joint  resolutions  in  relation  to  the  construction  of  an  artificial  harbor  on  Crow  Shoal^  Capt 

Matft  foi'  the  protection  of  small-class  vessels. 

Whereas  the  construction  of  a  breakwater  or  artificial  harbor  in  Crow  Shoal,  Cape 
May,  for  the  purpose  of  affording  protection,  especially  in  stress  of  weather,  to  that 
portion  of  commerce  known  as  the  coasting- trade,  and  to  all  small-class  vessels,  has 
long  been  in  contemplation  ;  and 

Whereas  the  great  increase  of  this  branch  of  domestic  commerce  has  so  increased 
the  demand  for  improvement,  that  h<as  always  been  deemed  as  important.,  has  become 
an  absolute  necessity,  without  which  all  small-class  vessels  must  continue  to  he 
exposed  to  danger  of  the  ocean,  which  might  be  avoided  ;  and 

Whereas  many  of  the  States  are  equally  interestwl  with  ourselves,  but  not  having 
their  attention  properly  called  to  the  subject,  and  not  being  altogether  aware  of  the 
benefits  to  be  derived  from  the  proposed  harbor,  have  not  had  the  feelings  of  their 
citizens  fully  enlisted  in  the  subject;  and 

Whereas  it  is  the  interest  of  New  Jersey  to  adopt  immediately  some  practical  mea«»ure« 
by  which  States  interested  in  the  Hul>ject  may  become  enlisted  and  aid  from  the  Fed- 
eral Government  be  oljtained  :  Therefore, 

1.  Be  it  resolved,  {home  oj  aHsvmbhj  concurring,)  That  the  governor  of  this  State  he, 
and  is  hereby,  authorized  to  appoint,  at  his  discretion,  a  committee  of  three,  whose 


REPORT  OF  THE  CHIEF  OF  ENGINEERS.         151 

busiDess  and  duty  shall  bo  to  visit  the  different  States  interested  in  this  subject  and 
solicit,  through  the  governors  and  legislatures  of  said  States  in  Congress,  and  urge  the 
passaige  of  an  act  making  an  appropriation  for  said  artiticial  harbor. 

2.  Be  it  resolved^  That  the  governor  be,  and  he  is  hereby,  authorized  to  draw  on  the 
treasury  for  an  amount  not  excee<ling  fifteen  hundred  dollars,  out  of  any  money  not 
heretofore  appropriated,  to  be  paid  to  said  committee  for  the  purpose  of  aidiug  in 
defraying  their  reasonable  and  necessary  expenses. 

Downs  Edmunds. 

Nathaniel  S.  Stratton. 

David  D.  Schimp. 

J.  E.  Smith. 

Jonathan  F.  Leaming. 

Samuel  Pope. 

C.  E.  P.  Mayhew. 

resolution  of  DELAWARE-BAY  PILOTS 

We,  a  meeting  of  the  Delaware  pilota,  held  Thursday^  August  21,  1873,  at  Cape  May  City, 
do  recommend  the  advantage  of  a  breakivater  on  Crow  Shoal. 

Ist.  All  easterly- bound  coasting- vessels  are  compelled,  during  the  prevalence  of  all 
thick,  easti^rly  weather,  to  shelter  withiu  the  capes.  Immediately  following  which  the 
wind  suddenly  veering  to  the  northw«\st  during  the  night,  not  affording  sutHcient  time 
to  weigh  anchor  and  get  to  sea,  are  subjected  to  shipwreck  and  loss  of  lifr. 

2d.  That  vessels  seeking  harbor  off  Cape  May,  and  somewhat  northerly  also,  may 
hold  the  windward  shore  and  run  into  a  breakwater  on  Crow  Shoal ;  whereas  to  cross 
the  Delaware  would  be  exceedingly  hazardous. 

3d.  A  breakwater  ou  Crow  Shoal  would  afford  a  secure  harbor  within  a  shorter  dis- 
tauce  of  over  thirteen  miles  than  the  one  at  Cape  Henlopen. 

4th.  A  harbor  properly  constructed  on  Crow  Shoal  will  be  the  best  and  most  secure 
harbor  against  the  ice  in  Delaware  Bay,  which  now  is  or  may  be  hereafter  cou- 
Btructed. 

5th.  We  are  also  of  the  opinion  that  not  less  than  four  fifths  of  all  the  vessels  trading 
in  and  out  of  Delaware  Bay  can  easily  approach  this  harbor,  so  far  as  the  depth  of 
wat»r  i8  concerned. 

bth.  This  harbor  would  be  a  great  advantage  to  steamers  now  landing  thousands  of 
passengers  annually  within  the  capes  en  route  for  Cape  May  City,  whose  lives  and 
properly  are  more  or  less  endangered  at  the  present  time  without  the  protection  which 
the  breakwater  would  afford. 

7th.  The  present  breakwater  at  Henlopen  does  not  afford  sufficient  anchorage 
accommodations  for  coasting-vessels  passing  in  and  out  by  Cape  May. 

William  Bknnktt, 
John  Stkvkns, 

I^KAEL   HU(iHKS, 

Horatio  H.  Church, 
N.  B.  Smith, 
Thomas  Eldridge, 
Thomas  B.  Schkllknger, 
William  F.  Hand, 

Branch  Pilots. 

Crow  Shoal  lies  west  of  Cape  May  County  ;  runs  about  north  and  s<mth,. nearly  parallel 
to  the  shore.  It  is  supposed  to  have  been  an  island  at  one  tiniM,  and  now  soeins  to  be 
a  part  of  Maurice  Kiver  Flat^j.  It  hiw  from  6.5  fet^t  to  12  feet  of  water  over  it  at  mean 
low-water.  In  extent  it  is  two  miles  long, one-quarter  mile  wide,  tapering  at  both  ends. 
It  feels  hard  to  the  lead  when  sounding.  No  borings  were  made  for  specimens  of  sub- 
strata, but  from  such  observations  made  for  that  purpose  upon  other  shoals  in  Delaware 
Bay,  I  am  led  to  believe  that  it  is  composed  of  tine  sand  and  mud  to  a  depth  of  10  feet, 
when  gravel  and  clay  would  be  reached.  The  geological  formations  of  Cape  May 
County  are  'two,  viz,  drift  and  alluvion,  and  belong  to  the  Quarternary  system.  Few 
bowlders  are  found  in  this  county,  and  none  in  t^ie  immediate  vicinity  of  the  proposed 
work.     Quartz  pebbles  are  very  abundant. 

In  order  to  give  an  approximate  idea  of  the  stratum  found  in  this  locality,  I  append 
the  following  memorandum  of  the  different  kinds  of  earth  passed  through  in  digging  a 
well  at  Congress  Hall,  Cape  May  City,  two  miles  from  Crow  Shoal.  It  may  Jiot  have 
any  particular  bearing  upon  this  work,  but  may  prove  valuable  in  the  future :  One  foot 
jsoil ;  4  feet  hard,  pebbly  gravel ;  10  feet  coarse  sand;  4  feet  clay;  2  feet  clay,  with 
crusts  of  iron  ;  9  f«fet  white  sand  with  an  abundant  supply  of  water ;  whole  depth, 
30  feet.  From  a  reliable  source  I  learn  that  Cape  May  is  ra[»idiy  cutting  away.  The 
Bbore  in  front  of  Cape  May  City  has  suffered  much  from  encroarlinnnts  of  the  sea; 
nearly  one  mile  has  washed  away  since  the  Revolution.    At  Town  Bank,  the  immediate 
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site  of  the  contemplated  harbor,  there  has  been  a  rapid  wear  of  the  shore.  Nathan  C. 
Price,  a  surveyor  of  Town  Bank,  says  his  lines  which  ran  to  the  shore  are  shorter  by 
50  rods  than  they  were  in  1776.  A  range  of  sand-hilis,  commencing  about  west  by 
south  from  the  light-house,  and  running  about  north  in  the  direction  of  Higbee  Signal, 
can  easily  be  traced  by  the  eye,  and  evidently  marks  the  original  line  of  the  shore 
many  years  ago.  The  area  inclosed  by  the  sand-hills  and  present  shore-line  gives  life 
to  varied  vegetable  matter,  much  of  which  is  foreign  to  ^his  immediate  locality,  which 
clearly  demonstrates  an  alluvial  formation  of  a  comparatively  recent  period.  Heuce, 
from  the  foregoing,  the  shifting  tendency  of  this  locality  is  clearly  shown,  and  should 
be  well  considered  in  the  study  of  this  project. 

There  are  two  channels  used  in  carrying  on  the  commerce  of  Delaware  Bay.  Tbe 
main  ship-channel  has  an  almost  unlimited  depth  of  wat^r  through  the  bay,  commenc- 
ing nearly  abreast  of  Cape  Henlopeu,  and  runs  about  northwest.  The  Cape  May  Channel 
runs  nearly  east  and  west  to  the  red  buoy,  or  where  the  light-house  bears  north,  where 
its  course  is  changed  to  northwest,  to  connect  with  Ricord's  Clianuel. 

The  tracks  of  inward -bound  vessels  are  marked  in  broken  lines  upon  the  chart. 
There  are  about  24  feet  of  water  in  the  Cape  May  Channel,  while  Riconl's  Channel  has 
20  feet,  a  gain  of  4  feet  in  depth  since  the  Coast  Survey  chart  was  made. 

The  main  channel  is  used  by  all  large-class  vessels.  Cape  May  and  Ricord's  Channels 
afford  a  good  entrance  for  vessels  of  light  draught  and  some  large  coasters  bound  in 
"  light." 

"  Statement  of  vessels  observed  by  the  light-house  keeper  at  Cape  May^  X, «/.,  during  the  yean 
stated  below f  passing  in  or  out  of  Delaware  Bay  by  the  channels  on  the  New  Jersey  side. 


Years. 


1866 
1867 
1868 
1869 
1870 
1871 
1872 


Barks. 


Brigs. 


1 

3 

13 


Schoon- 
ers. 


6,187 
5,155 
5,843 
7,024 
8,lt<6 
9,985 
9,472 


Sloops. 


963 
755 
688 
1,344 
2,069 
1,826 
1,254 


Steamers. 


140 
128 
22i) 
408 
704 
873 
692 


Total. 


7,290 
6.040 
6,745 
8,792 

10.  959 
12,684 

11.  618 


Remarks. 


Transcript  of 
daily  register 
fmru  1^  to 
1872. 


"  The  journal  of  vessels  passing  in  vicinity  of  light  is  not  heatled  for  pilot-boats,  conse- 
quently they  are  numbered  with  the  schooners.  There  are  a  number  of  vessels  that  pass 
tibia  cape  in  the  night  that  we  don't  see.  But  few  vessels  pass  this  cape  late  in  the  fall 
and  during  the  winter  months,  from  the  fact  of  there  being  no  harbor  for  safe  anchorage 
short  of  Morris  River,  twenty  miles  above  the  cape.  Coal-vessels  bound  liorth,  that 
would  prefer  running  the  Jersey  channel,  go  down  the  Delaware  side  and  anchor  in 
the  breakwater,  where  they  can  lie  with  safety  until  wind  and  weather  are  favorable 
for  going  to  sea.  Pilot-boats,  for  the  same  reason,  seldom  anchor  on  this  side  except 
in  the  summer  months. 

*'D.  E.  Foster, 
"  Keeper  Cape  May  LighU^ 


The  harbor-master  of  Philadelphia  informs  me  that  there  are  about  .500  coaflting-ves- 
Fcls  trading  with  the  port  of  Philadelphia,  through  the  Delaware  Bay^  making  from 
7  to  8  annual  trips.    The  average  draught  of  these  vessels  is  from  11  feet  to  13  feet. 

The  following  is  a  list  of  wrecks  taken  from  the  official  Journal  ot  the  light-hoase* 
keeper  at  Cape  May : 

"  Schooner  Joseph  Maxwell  came  ashore  on  the  main  beach  about  A\  o'clock  on  the 
morning  of  September  2.5,  1868,  in  a  fog;  bound  to  Philadelphia  from  Bath,  Me. 

"  2.  Schooner  William  Wallace  came  tkshore  on  Cox's  Shoal  near  Cold  Spring  Inlet, 
about  6  miles  east  of  Cape  May  light,  on  Sunday  night,  October  6,  1872.  She  had  ev- 
idently been  run  into,  there  being  a  large  hole  in  her  side,  and  her  masts  werecafc 
away  ;  supposed  to  have  been  run  down  by  a  steamer,  near  the  light-ship  on  Five 
Fathom  Hank  ;  wind  on  Saturday  southeast,  gentle. 

"3.  On  the  night  of  25th  October,  1872,  about  8  o'clock,  wind  east,  blowing  half 
gale,  an  Australian  brig  from  Rio  Janeiro,  bound  to  New  York,  came  ashore  on  the 
main  beach,  about  three  miles  ea«t  of  Cape  May  light. 

"4.  On  Sunday  night,  October  20,  1872,  a  schooner  struck  on  a  shoal  up  the  Dela- 
ware Bay,  about  10  miles  above  Cape  May  light. 

**5.  November  25,  1872,  schooner  from  Somerset,  Mass.,  bound  to  Philadelphia,  wtf 
working  into  Delaware  Bay,  with  fresh  southwest  breeze;  attempting  to  go  alwnt, 
*  missed  stays' and  came  ashore  on  the  beach  about  three  miles  east  of  CapeM»y 
light. 
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"  March  29,  1873,  schooner  Ulara  Davidson  came  ashore  on  Cold  Spring  Bar,  six  miles 
cast  of  Cape  May  light.  She  wjis  from  North  Carolina,  bound  to  Philadelphia;  wind 
north  west,  blowing  heavily,  rough  sea." 

The  following  was  taken  from  one  of  the  Philadelphia  journals  since  my  departare 
from  Cape  May : 

**  Octol>er  29,  1873.  The  schooner  Annie  Magee,  from  Boston  to  Philadelphia,  parted 
chains  and  came  ashore  on  the  beach  near  the  steamboat  landing,  during  a  heavy  gale 
from  N.  W.  N.    Vessel  will  be  gotten  off." 

The  above  mentioned  is  the  only  vessel  that  has  come  to  my  knowledge  as  having 
snstaineil  injury  when  harboring  in  Cape  May  Roads.  By  reference  to  the  foregoing 
extracts  from  the  light-keepei-'s  journal  at  Cape  May  it  will  be  seen  that  nearly  all 
the  wrecks  occurred  several  miles  to  the  eastward  of  Cape  May,  and  I  have  no  doubt 
that  the  want  of  a  small  light  or  beacon  at  Hereford  or  Cold  Spring  Inlet  was  the 
cause  of  many  of  these  disasters.  A  light  at  Hereford  Inlet  is  now  in  course  of  ooq- 
struction. 

The  work  of  constructing  a  harbor  at  Crow  Shoal  for  the  better  protection  of  coast- 
ing vessels  would  involve  a  breakwater  of  not  less  than  one  mile  in  extent,  situated 
diructly  inside  the  12-foot  curve  on  the  east  side  of  Crow  Shoal,  thereby  protecting  a  part 
of  the  "pocket "  or  cnl  de  sac  known  as  Cape  May  Roads  from  the  violence  of  the  sea 
gen««Tated  by  westerly  winds  and  from  floating  ice  during  the  winter  mouths.  The 
favorable  trend  of  the  shore  and  the  configuration  of  the  bottom  of  this  locality  ex- 
hibit many  points  in  favor  of  the  construction  of  such  a  work,  and  may  be  regarded 
in  almost  every  respect  feasible,  if  not  expedient. 

Such  a  work  would  only  be  found  useful  during  the  winter  months  in  protecting 
vessels  from  northwest  winds,  but,  with  the  wind  n*om  that  direction,  it  would  be  im- 
possible for  vessels  to  get  into  the  harbor;  besides,  at  such  times  there  is  good  anchor- 
ing groimd  under  the  lee  of  the  main  beach,  on  the  east  side  of  the  cape.  I  have 
been  informed  by  pilots  and  others  that  they  have  seen  from  fifty  to  sixty  vessels  an- 
chored at  that  place  during  northwest  gales  without  sustaining  loss  or  injury.  I  do 
not  think  that  the  existence  of  a  harbor  at  Crow  Shoal  would  induce  more  vessels  to 
use  the  Cape  May  Channel,  as  the  average  draught  of  vessels  in  the  coasting-trade  is 
too  great  to  navigate  with  safety  in  this  locality.  Pilots  seldom  bring  vessels  through 
this  channel  which  draw  more  than  10  feet  of  water. 

Daring  the  summer  months,  when  southerly  and  easterly  winds  prevail,  the  Cape 
May  Channel  affords  a  good  entrance  to  vessels  of  light  draught  and  large  "coasters'' 
bound  in  "  light,"  especially  those  from  the  eastward.  They  almost  invariably  have  a 
fair  wind  at  such  times,  which  permits  them  to  pass  through  Cape  May  and  Ricord's 
Channels  into  Delaware  Bay.  Under  such  circumstances  a  harbor  atCrowShoal  is  not 
required.  During  the  winter  mouths,  when  the  northwest  winds  prevail,  we  have  not 
this  advantage.  These  channels  become  somewhat  dangerous,  as  it  compels  the  mariner 
to  beat  against  head-winds  through  a  comparatively  narrow  channel,  thus  greatly  en- 
dangering his  vessel  by  running  aground  on  the  contiguous  shoals  should  the  vessel 
"  miss  stays"  in  "  going  about."  In  fact,  it  would  be  impossible  to  navigate  this  chan- 
nel during  head-wind  and  tide,  to  say  nothing  of  the  floating  ice,  which,  influenced  by 
the  northwest  winds,  must  necessaiily  encumber  these  channels  entering  the  Delaware 
Bay  by  the  lee  shore.  This  fact  alone  would  almoat  preclude  any  attempt  to  construct 
a  harbor  or  ice-breakers  upon  a  lee  shore. 

Cape  May  Roads  is  now  sufficiently  protected  to  insure  safety  to  all  onlinary  vessels 
against  any  sea  that  may  be  propagated  in  Delaware  Bay.  By  reference  to  the  chart 
it  will  be  seen  that  Crow  Shoal  is  hard,  while  immediately  inside  we  have  a  soft,  sticky 
bottom.  It  is  a  well-established  fact  that  soft  mud  cannot  repose  near  the  surface  in 
exposed  situations,  and  \t»  presence  in  comparatively  shoal  water  iu  this  case  seems  to 
be  a  delicat-e  test  of  the  depth  to  which  the  disturbance  at  the  surface  has  reached, 
and  may  be  regarded  as  an  evidence  of  its  protection  against  heavy  seas.  A  heavy  sea 
approaching  the  roadstead  from  any  direction  of  exposure  cannot  reach  it  without  first 
encountering  shoal  water,  which  tends  to  break  off  the  violence  of  the  sea.  Mr.  D. 
Stevenson  says,  to  the  production  of  considerable  undulations  capable  of  injuring 
marine  works  or  endangering  their  stability,  these  conditions  are  necessary : 

1st.  *^  That  the  sheet  of  water  acted  upon  shall  have  considerable  area. 

2d.  *'That  its  configuration  shall  be  such  that  the  wind  moving  over  it  in  any  direc- 
tion shall  act  upon  its  surface  extensively,  both  in  direction  of  length  and  bresbdth. 

3<1.  "  That  the  depth  of  water  shall  be  considerable  and  unobstructed  by  shoals,  so 
as  to  permit  undulations  to  develop  themselves  to  a  great  extent  without  being  checked 
by  retardations  caused  by  shallow  water  and  unequal  bottom." 

A  glance  at  the  Coa«»t-Survey  chart  of  Delaware  Bay  will  show  the  greatest  length  of 
"fetch"  or  area  of  water  over  which  the  wind  can  act  to  be  50  miles  in  the  direction 
of  N.  W.  It  will  also  be  seen  that  the  undulations  propagated  by  these  winds  must 
pass  over  considerable  area  of  shoal  water,  and  before  i-eaching  the  roadstead  a  greater 
obstacle  presents  itself  in  the  existence  of  Crow  Shoal.  If,  during  sti)rms,  these  waves 
be  of  an  oscillatory  character,  they  become  breakers  or  waves  of  translation  upon  reach- 


154         REPORT  OF  THE  CHIEF  OF  ENGINEERS. 

ing  Crow  Shoal.  The  effect  of  this  would  be  comparatively  smooth  water  in  the  road- 
stead. Even  in  the  absence  of  all  the  a<lvantages  derived  from  the  shoals,  the  sea 
conld  not  be  great,  owing  to  the  short  distance  of  the  "fetch." 

In  discussing  tliis  subject  I  have  only  considered  the  northwest  winds,  as  they  are 
coucede<l  to  be  the  only  winds  capable  of  producing  seas  which  would  endanger  the 
safety  of  vessels. 

With  the  present  improvements  in  ship-building,  and  the  increased  size  of  ground- 
tackle  which  vessels  now  carry,  it  would  seem  fair  to  suppose  that  vessels  could  anchor 
anywhere  in  Delaware  Bay  in  the  absence  of  floating  ice.  Our  blockading  squadron  dar- 
ing the  late  war  lay  at  anchor  in  the  open  sea  along  the  Atlantic  coast,  subject  to  the 
fury  of  waves  of  10  feet  to  20  feet  high,  and  were  seldom  known  to  get  under  way  on 
account  of  storms. 

1  have  not  been  able  to  learn  upon  inquiry  from  many  naval  officers  that  any  of  these 
vessels  were  lost.  This  case  may  onb^  apply  to  large  vessels,  but  in  dealing  with  this 
subject  we  must  regard  the  coasting- vessels  much  increased  in  size  when  compared 
with  those  of  fifteen  years  ago.  At  that  time  schooners  carrying  from  I.'')0  to  200  tons 
were  considered  very  large,  audit  would  have  seemed  absurd  to  put  "fore-and-aft" 
sails  upon  vessels  of  a  larger  size,  while  at  present  there  are  comparatively  few  vessels 
in  the  coasting- trade  of  less  than  200  tpns,  and  the  majority  carry  500  tons  and  up- 
ward. 

The  pilots  of  Delaware  Bay  are  almost  unanimous  in  recommending  a  breakwater 
on  a  shoal  known  as  the  "  Shears,"  on  the  west  side  of  the  main  ship-channel.  This 
site  is  nearer  the  deep  water,  and  would  be  available  for  all  classes  of  vessels,  while  the 
harbor  at  the  Delaware  Breakwater  in  a  few  years  will  only  afford  protection  to  small 
vessels,  as  it  is  tilling  up  very  fast.  Should  the  harbor  at  Crow  Shoal  be  made,  we 
will  then  have  no  protection  for  large  vessels,  aud  a  harbor  on  each  side  of  Delaware 
Bay  for  small  ones. 

Very  respectfully,  your  obedient  servant, 

F.  M.  Eppley. 

Lieut. -Col.  John  D.  Kurtz, 

Corps  of  Engineers y  U.  S,  A, 


Estimate  of  probable  cost  of  a  harbor  of  refuge  at  Crow  Shoal  Roadstead,  New  Jersey, 

2,204,000  tons  granite,  at  $3.50  per  ton fry,  714, 000 

Cost  of  depositing  stone  and  all  contingencies,  18  per  cent 1,388,520 

Fifty  ice-piers,  at  ^20,000  each 1,000,000 

To  dredge  entrance-channels,  1,500,000  cubic  yards,  at  25  cents 375, 000 

10,477,520 

J.  D.  Kurtz, 
Lieut,  Colonel  of  Engineers, 
United  States  Engineer  Office, 

Philadilphia,  Pa.,  February  14,  1874. 


APPENDIX     W. 

ANNUAL  REPORT  OF  LIEUTENANT  COLONEL  JOHN  NTEW- 
TON,  CORPS  OF  ENGINEERS,  FOR  THE  FISCAL  YEAR  END- 
ING  JUNE  30,  1873. 

[Letter  of  transmittal  under  Appendix  G.J 


W  I. 


IMPROVEMENT  OF  THE  HUDSON  RIVER  FROM  TROY  TO  NEW  BALTIMORE, 

NEW  YORK. 

Extension  of  Base  Island  dike  for  a  leugth  of  2,448  feet  was  awarded 
in  contract  to  Mr.  James  D.  Leary.  The  limit  of  time  was  December 
31, 1873,  which  was  extended  to  June  30, 1874.    This  extension  was  not 
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eflfectual,  since  almost  continuous  freshets  in  the  river  have  made  it  im- 
possible to  finish  the  work.  It  will  be  completed  in  the  month  of 
August. 

The  liabilities  on  account  of  this  extension  are  $14,688. 

The  north  end  of  the  Bath  dike  and  the  cross-dike  connecting  it  with 
east  bank  were  repaired  at  a  cost  of  $387.18. 

A  portion  of  the  Small  Island  dike,  to  close  the  space  from  the  Jagger 
Iron-Works,  near  the  city  of  Albany,  to  the  north  end  of  Bogart's 
Island,  was  commenced  under  contract  with  James  D.  Leary.  The 
limit  of  the  contract  was  December  31,  1873,  which  was  extended  to 
June  30, 1874 ;  but  the  prevalent  high-water  of  the  river  has  made  it  im- 
possible to  finish  this  work.  It  will  be  completed  in  August.  The 
length  of  the  portion  under  contract  is  2,580J  feet,  and  the  liabilities 
therefrom  will  be  $14,449.40. 

The  river  had  begun  to  encroach  seriously  upon  the  face  of  Bchodac 
Island.  The  dike  which  was  commenced  several  years  since,  to  protect 
this  island  and  connect  Oastleton  and  Schodac  dikes,  was  left  unfin- 
ished, for  reasons  given  in  a  previous  report.  To  prevent  the  river 
turning  the  dike,  a  stone  wall  and  dam  to  the  shore  were  constructed, 
at  a  cost  of  $124. 

Cedar  Hill  dike  was  partially  filled  where  settlement  of  the  stone  had 
progressed,  and  other  partial  repairs  made  to  the  dike,  at  a  cost  of 
$147.04. 

The  direction  of  the  porth  end  of  the  Middle-Ground  dike,  at  Coey- 
man's,  was  slightly  changed,  at  a  cost  of  $146.04.  This  end  of  the  dike, 
damaged  by  collision  and  much  cut  up  by  floating  ice,  was  afterward 
repaired  and  iron  sheathed,  at  a  cost  of  $232.86. 

Eoah-Hook  and  Barren  Island  dikes,  at  Coey man's,  were  filled  with 
stone  to  compensate  for  settlement,  at  a  cost  of  $447. 

REPAIRS  OF  EXISTING   WORKS. 

Port  Schuyler  dike  has  been  breached  by  the  ice  and  collisions.  This 
has  been  noted  in  piist  annual  reports,  but,  as  the  urgency  has  not  been 
pressing,  it  is  again  mentioned  only  to  introduce  the  probable  cost, 
which  is  estimated  to  be  $9,000. 

Pile-dike,  forming  the  lower  end  of  the  Overslaugh  dike,  needs  repairs 
and  filling  with  stone. 

Probable  repairs  at  Parda  Hook  dike  and  at  Cedar  Hill  dike,  includ- 
ing stone  tilling. 

£oah-Hook  and  Barren  Island  dikes  need  to  be  leveled  up  with 
stone. 

Excepting  the  repairs  of  Port  Schuyler  dike,  the  other  repairs  needed 
would  probably  cost  $1,500. 

CONTINUATION  OF  THE  IMPROVEMENTS  OF  THE  RIVER. 

The  object  of  the  repairs  of  the  Port  Schuyler  dike  would  be  to 
diminish  its  height  to  a  level  a  little  above  that  of  mean  high-water. 
The  effect  of  the  high  level  heretofore  held  has  been,  by  concentrating 
the  scour  at  a  narrow  gorge  in  the  course  of  the  river,  to  convey  gravel 
and  large  material  to  form  Round  Shoal  below.  By  holding  the  top,  on 
the  contrary,  at  a  low  level,  the  floods  eiisily  escape  through  the  back 
channel,  and  thus  diminish  the  supply  ol  gravel  sent  down  the  main 
channel.    This  matter  has  been  referred  to  in  the  annual  report  of  1873. 

Much  of  the  flood  now  escaping  through  the  breaches  in  this  dike 
returns  to  the  main  channel  some  distance  below  over  the  top  of  a  low 
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dike  constructed  by  the  United  States  in  1867  to  connect  Hillhoase  and 
Patroon's  Islands.  The  effect  of  this  is  b<ad,  as  the  floods  bring  over 
lar^e  quantities  of  sand  to  fill  up  the  channel,  already  obstructed  by 
Round  and  Fish- House  Shoals.  This  return  of  the  waters  to  the  main 
channel  is  partly  due  to  the  fact  that  at  some  period,  supposed  between 
1830  and  1843,  dams  were  built  connectingCuyler's  and  Patroon's  Islands 
with  the  west  shore,  and  thus  closing  the  back  channel.  In  order  to  re- 
lieve the  main  channel  of  the  evil  effects  of  the  floods,  it  will  be  neces- 
sary, besides  lowering  Port  Schuyler  dike  during  its  repairs,  likewise  to 
raisi'  the  level  of  the  pile-dike  above  named,  and  to  remove  the  dams 
across  the  back  channel ;  for  the  latter  operation,  probably,  it  may  be 
necessary  to  obtain  the  consent  of  the  State  of  New  York,  as  the 
owners  of  the  islands  in  question  may  have  some  interest  in  preserving 
the  dams,  which  serve  as  causeways  or  roads  to  connect  their  property 
with  the  mainland. 

Loweriug  the  level  of  Port  Schuyler  dike $9,000  00 

RaiHing  the  level  of  the  pile-dike  to  an  additional  height  of  4  feet 10,000  00 

Removing  ol)struction8  in  back  channel,  probably 15, 000  00 

34.000  00 

The  above  includes  what,  in  my  judgment,  should  be  applied,  besides 
the  works  already  constructed,  to  the  permanent  improvement  of  that 
portion  of  the  river  between  Troy  and  Albany. 

Alter  eliminating,  as  far  as  possible,  the  evil  consequences  of  the 
freshets  by  the  system  above  recommended,  additional  permanent  im- 
provement can  be  secured  by  encouraging  the  ascent  of  the  tide,  which 
will  entirely  depend  upon  the  measures  to  be  taken  for  the  improve- 
ment of  the  river  below  Albany. 

Beside  the  two  railroad  bridges  already  constructed  at  Albany,  a 
third  has  been  authorized  by  the  legislature.  However  carefully  the 
distances  and  dimensions  of  the  piers  may  have  been  adjusted,  it  is  im- 
possible, when  the  number  of  bridges  has  been  multiplied,  to  avoid  in- 
terference with  the  tides  and  currents,  and  one  shoal  at  least  has  already 
grown  considerably  since  the  construction  of  the  last  bridge.  The  third 
bridge  designed  has  the  additional  bad  feature  of  a  low  level  of  road- 
way. 

If  the  third  bridge  be  permitted  to  be  established,  the  small  extent  of 
wharf-line  below,  and  available  for  vessels,  would  prove  entirely  insuffi- 
cient for  the  business  of  the  port.  The  tows  for  New  York  are  made  up 
below  the  bridges,  and  the  free  area  of  the  harbor  below  existing 
bridges  is  already  too  restricted  lor  the  pur^mses  for  which  it  is  intended! 
It  is,  in  my  opinion,  a  gross  violation  of  the  rights  of  commerce  and 
navigation  to  attempt  the  construction  of  the  third  bridge  as  de- 
signeil,  and  it  should  be  prev^euted,  if  there  be  power  anywhere  compe- 
tent to  such  end.  I  conclude  this  portion  of  the  report  by  presenting 
extracts  from  Lieut.  J.  H.  Willard's  report  to  me,  which  I  respectfully 
recommend  to  your  notice : 

The  subject  of  improving  and  enlarging  the  canals  that  enter  the  Hudson  is  yet  in 
abeyance ;  but  when  the  various  plans  for  cheap  transportation  are  presented  for  dis- 
cussion, the  Erie  at  least  will  occupy  a  great  share  of  attention. 

But  from  the  outset  all  will  have  been  in  vain  if  the  great  natural  basin  into  which 
they  discharge  is  permitted  to  suffer  injury.  The  Hudson  River,  from  Troy  to  deep- 
water,  should  be  considered  as  the  continuation  of  the  canal,  and  should  be  kept  free 
and  open,  ready  to  take  its  place  in  the  general  scheme  of  improvement. 

The  great  city  of  St.  Louis,  a  thoroughfare  to  the  West,  has  one  bridge  for  its  acoom- 
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modation ;  here  there  are  already  two  donble-track  bridges,  both  of  which  can  be  con- 
trolled by  the  General  Government  and  by  the  State,  so  that  there  can  be  no  call  for 

another  railroad-bridge. 

#  •  «  «  *  «        '  • 

The  interval  between  Westerloo  Islanil  and  the  city  of  Albany  should 
be  closed,  leaving,  however,  a  slip  of  sufficient  depth  for  the  accommo- 
dation of  the  property-owners.  Through  this  channel  water  that  is 
needed  for  the  main  channel  is  uselessly  drained  off  to  the  back  chan- 
nel. Tlie  works  required  for  this  object  would  not  probably  cost  more 
than  $G,000. 

Small  Island  dike,  a  portion  of  which  has  already  beeu  put  under 
contract,  should  be  extended,  as  designed,  to  the  head  of  Bogart's 
Island,  a  distance  of  about  2,000  feet,  and  will  cost  $10,000. 

The  dike  spoken  of  in  former  reports,  and  designed  to  be  parallel  to 
the  Overslaugh  dike,  should  be  commenced  at  the  earliest  date ;  at  most, 
it  would  be  13,000  feet  long,  and  would  cost  ()ossibly  $78,000. 

This  work  is  absolutely  necessary  to  improve  the  channel  at  the 
Overslaugh,  over  which  at  mean  low-water  there  has  never  been  an 
available  depth  exceeding  8  feet. 

The  old  State  dam  in  this  neighborhood  should  be  removed,  as  recom- 
mended in  former  reports.    Estimated  cost,  $7,000. 

Austin's  Rock,  1,900  cubic  yards,  now  requires  removal.  The  probable 
cost  will  be  $26,000.  The  revetment  of  Scammerhaun  Island,  2,500 
feet  long,  will  cost  $10,000. 

The  dike  forming  a  face  to  Schodac  Island  should  be  finished.  Esti- 
mated cost,  1,900  feet  at  $4,  $7,600. 

A  dike  3,500  feet  long  to  connect  Scammerhaun  and  Shad  Islands 
would  probably  be  required.  Its  estimated  cost  is  $17,500.  A  dike 
from  Shad  Island  extending  down  stream  4,000  feet  would  cost  $20,000* 

The  two  dikes  above  named  would  fulfill  the  important  object  of  guiding 
the  flood  to  intersect  the  ebb-channel,  and  thus  avoid  several  cross-overs 
or  shoal  spaces  which  separate  the  present  flood  and  ebb  channels. 

The  last  dike  in  the  order  named  would  also  serve  to  deflect  the  course 
of  Jolly  Creek,  which  enters  the  river  at  the  lower  end  of  Shad  Island, 
and  forms  there  a  considerable  deposit,  to  the  serious  inconvenience  of 
navigation. 

A  dike  from  the  lower  point  of  Barren  Island  about  5,000  feet  long^ 
and  parallel  to  the  New  Baltimore  dike,  would  cost  $32,000.  In  coii- 
janction  with  this  the  beacon-light  on  the  shoal,  and  opposite  to  the 
lower  portion  of  the  New  Baltimore  dike,  should  be  moved  to  some 
other  place.  The  site  of  this  beacon-light  occupies  nearly  the  middle 
of  the  proposed  channel,  and,  being  enrocked  to  preserve  it,  serves  at 
the  present  time  to  maintain  the  shoal,  which  it  is  intended  by  the  con- 
struction of  the  dike  to  get  rid  of  in  whole  or  in  part.  The  effect  of 
the  dike  would  be  to  increase  the  flood  action  through  the  main  chan- 
nel, whereas  at  the  present  time  the  first  effort  of  the  flood  is  thrown 
on  the  west  bank,  and  it  is  only  by  a  secondary  effort  that  it  is  event- 
ually carried  up  the  main  channel.  In  addition  to  the  above,  a  drag 
should  be  used  to  assist  the  currents  to  remove  certain  portions  of 
ghoals  and  to  increase  the  depth  in  many  places,  particularly  upon  the 
middle  ground  at  Coey man's,  in  the  re-entering  opposite  Barren  Island^ 
along  the  main  channel  in  front  of  Coeyman's,  &c.  The  cost  for  two 
years'  service  would  be  about  $20,000. 

A  glance  at  the  map  will  show  the  value  of  the  operations  recom- 
mended from  Ooeyman's  to  New  Baltimore,  in  opening  the  way  for  the 
flood-tide,  and  in  throwing  the  separate  flood  and  ebb  chaunels  now 
existing  into  one  channel. 
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And  the  same  object  is  kept  in  view  in  the  recommended  structure  at 
Shad  and  Scamrnerbaun  Ishirids  and  at  the  Overslaugh. 

It  will  theu  be  perceived  that  the  results  arrived  at  in  this  report  are 
most  important,  and  must  combine  in  one  whole  the  series  of  partial 
improvements  already  effected  in  the  navigation  of  this  river.  What 
has  been  herein  recommended  appears  to  me,  after  a  careful  look  over 
the  whole  ground,  to  embrace  all  that  is  strictly  necessary  toward  a 
permanent  improvement,  and  1  think  the  sums  asked  for  to  complete 
this  project  will  develop  more  visible  improvement  than  all  that  has 
hitherto  been  expended,  because  the  period  has  at  length  arrived  when 
full  advantage  can  be  taken  of  the  extensive  works  already  built  and 
distributed  between  New  Baltimore  and  Troy. 

Amount  of  estimated  cost  of  completing  the  work $269, 600  00 

Balance  available  July  1,  1874 $134  87 

Appropriation  approved  June  23,  1874 40, 000  00 

40, 134  87 

To  be  paid  E.  R.  Seward,  act  approved  June  23, 1874 7, 462  00 

32, 672  87 

Amount  to  be  appropriated  to  complete  the  work 236, 927  13 

Amount  already  appropriated  by  Congress 730, 188  00 

967, 115  13 

Amountofestimateof  1868 984,304  47 

The  money  available  for  this  year's  operations  will  be  devoted,  first, 
to  the  extension  of  the  Small  Island  dike  to  the  head  of  Bogart's 
Island,  and  the  remainder,  which  will  be  insufficient  for  any  large  opera- 
tion, will  probably  be  devoted  to  raising  the  level  of  the  dike  connecting 
Hillhouse  anl  Patroon's  Island. 

The  next  work  which  should  be  undertaken  is  the  improvement  of  the 
important  channel  known* as  the  Ov^erslaugh,  upon  which  no  works  have 
been  constructed  since  about  1834. 

These  improvements  consist  in  constructing  a  dike  parallel  to  the 
Overslaugh  dike,  and  in  removing  Austin's  Rock. 

The  dike  win  cost $76,000  00 

And  Austin's  liock 26,000  00 

Total 102,000  00 

asked  to  be  appropriated  during  the  next  session  of  Congress. 

In  regard  to  the  operations  above,  it  is  manifest  that  they  go  together, 
and  must  be  completed  without  delay  after  once  being  commenced. 

In  what  has  preceded,  I  have  insisted  upon  the  necessity  of  urging  the 
flood-tide  up  in  greater  volume,  as  upon  this  depends  mainly  the  im- 
provement. The  freshets,  except  to  obviate  their  evil  effects,  do  not 
enter  properly  within  the  scope  of  a  discussion  for  the  amelioration  of 
navigation  within  the  limits  of  the  river  assigned  to  my  charge. 

But  in  order  to  enable  the  flood  to  act  with  its  greatest  energy  it  would 
not  merely  be  necessary  to  remove  impediments  to  its  course  within  the 
district  under  discussion,  for  an  inspection  of  the  maps  show  that  the 
volume  and  energy  of  this  tide  are  much  impaired  in  the  lower  course  of 
the  river,  Aiz,  between  New  Baltimore  and  Hudson.  At  many  points 
in  this  portion  the  ebb  and  flood  tides  take  different  channels,  while 
favorable  opportunities  are  indicated,  at  the  same  time,  for  closing  one 
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of  the  channels  into  which  the  course  of  the  river  is  divided,  and  com- 
pelling the  two  tides  to  follow  the  same  course. 

The  importance  of  this  result  upon  the  improvements  of  the  upper 
part  of  the  river  is  obvious  without  discussion,  while  the  benefits  to  be 
gained  require  no  enlargement  from  language. 

The  river-bottom  between  New  Baltimore  and  Hudson  is  generally 
wide,  entirely  too  much  so  for  a  proper  regulation  if  left  entirely  to  na- 
tun\  and  the  result  is  seen  in  numerous  channels  interfering  with  each 
other,  and  in  the  existence  of  several  shoals  which  have  alreadv  demanded 
the  attention  of  the  Stjvte  of  New  York  for  their  temporary  removal. 
But  this  mode  of  treatment  is  generally  ineffectual  except  in  wasting 
money,  and  1  therefore  recommend  that  an  examination  be  made  of 
the  space  extending  from  New  Baltimore  to  Hudson  with  the  view  of 
ascertaining  what  measures  can  be  taken  to  regulate  the  course  of  the 
river,  and  to  improve  certain  shoal  places,  as  well  as  the  probable  cost 
of  such  operations. 

Financial  statement 

Balance  in  Treasury  of  United  States  July  1,  1873 $49,500  00 

Amount  in  bands  of  officer  and  subject  to  bis  check 11,278  89 

Amount  appropriated  by  act  approved  June  23,  1874 40, 000  00 

Amount  expended  during  the  fiscal  year  ending  June  30,  1874 29, 634  63 

Amount  available  July  1,  1874, 40,134  87 

AmouDt  required  for  tbe  fiscal  year  ending  June  30, 1876 102,000  00 


Abstract  of  bids  for  constructing  pile-dike  in  Hudson  RiveTj  near  Albany,  N.  F.,  opened 

August  11,  1873. 


Bidders'  oames. 


Thornas  C.  Jeffers 

WiHUm  Fuller  and  John  B.  Marshall 

I>avid  Pereira 

Jskmas  D.  Lewry ". 


Sonthem  extension 
of  Base  Inland  dike, 
2,500  feet  long. 


|6  70  per  linear  foot. 
6  04  per  linear  foot. 

5  «4  per  linear  foot. 

6  00  per  linear  foot. 


Dike  at  Cuylcr's  Bar, 
4,000  feet  long. 


$6  20  per  linear  foot. 
5  51  per  linear  foot . 
5  31  per  linear  foot. 
5  60  per  linear  foot. 


Total 


$41,550 
37,140 
35,840 
37,400 


The  bids  of  Fuller  and  Marsball  and  David  Pereira  were  thrown  out  for  collusion 
and  attempt  to  defraud  the  Government. 


Abstract  of  contract  for  constructing  pile-dilce  in  Hudson  River^  near  Albany^  N,  Y, 


Contractor's  name  and  residence. 


Date  of  contract. 


Subject  of  contract. 


James  D.  Leary,  Brooklyn,  y.  Y |  August  25,  1873 ,  J 


2,500  feet  dike,  at  $6  per  foot. 
4,000  feet  dike,  at  #5.60  per  foot. 
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W  2, 

REMOVAL  OF   OBSTRUCTIONS  IN  EAST   RIVER,  INCLUDING    HELL-GATE, 

NEW  YORK. 

The  following  table  exhibits  the  lengths  of  tunnels  and  galleries  exca- 
vated at  Hallett's  Point  at  the  end  of  the  fiscal  year : 


Feet. 

No.  1 296.36 

No.2 185.76 

No.3 199.9« 

No.  4 194.53 

No.5 191.25 

No.6 224.08 

No.  7 230.58 

No.  8 ...  213.92 

No.  9 ...  225.59 

No.  10 257.65 

No.  2a 163.27 

No.  26 102.04 


Headings  and  galleries. 

Feet. 

No.2c 143.07 

No.  2d 48.40 

No.  2c 116.10 

No.  3a 75.88 

No.  5a 129.51 

No.56 66.25 

No.  5c 50. 25 

No.  6a 207.58 

No.  Gay  (brancU) . .  15. 75 
No.  66,  (branch)..  146.80 
No.  6c,  (branch)..  172.44 
No.  6(1,  (branch) . .     50. 60 


Fwt 

No.  6c 44.55 

No.6/ 27.00 

No.  7a 75.75 

No.  10a 180.  c5 

No.  106 184.28 

No.  10c 130.65 

No.  lOd 16.25 

No.  10<7 19.50 

Galleries 2,394.20 


Total 6,780.67 


The  work  was  suspended  for  want  of  funds  about  the  middle  of  No 
vember,  1873. 

The  details  of  operations  for  the  months  of  July,  August,  September, 
October,  and  part  of  November,  1873,  are  as  follows : 

Linear  feet  of  drivings  of  tunnels  and  galleries 896.35 

Cubic  yards  removed .-  4,648 

Feet  of  holes  drilled  by  machines,  (Burleigh  drill) 43, 742 

Feet  of  holes  drilled  by  hand 618 

44.360 

9.50 

1.10 

9,:>18 

4,850 

560.50 

1,406 

3i),904 

30.04 

4.8 

36.9 

12. 116 

8.70 

3.60 

0.44 


Average  number  of  feet  of  drilled  holes  to  each  cubic  yard 

Average  number  of  pounds  of  nitro-glycerine  to  each  cubic  yard 

Number  of  blasts  fired - 

Pounds  of  nitro-glycerine 

Pounds  of  j^iant  powder 

Pounds  of  black  powder 

Feet  of  Bickford  fuse 

Average  feet  of  holes  drilled  by  each  machine  per  shift  of  eight  hours 

Average  depth  of  holes ' feet . . 

Average  cost  of  linear  foot  of  hole  drilled  by  machines cents . . 

Number  of  drills  sharpened  for  Burleigh  drills 

Average  cost  of  sharpening  a  drill cents.. 

Average  number  of  feet  drilled  to  each  sharpening 

Expenditure  of  steel  to  each  foot  of  hole  drilled ounce  . . 

The  appropriations  for  removing  obstructions  in  the  East  River  and 
Hell-Gate  are  not  entirely  devoted  to  the  tunnels  and  galleries  at  Hal- 
lett's  Point,  a  considerable  amount  having  been  expended  for  the  con- 
struction, maintenance,  and  the  operating  of  the  steam-drilling  scow, 
which  has  been  at  work,  at  variousperiods,  upon  Diamond  and  Coenties 
Reefs  in  East  River,  and  upon  Frying-pan  and  Pot  Rock  in  Hell-Gate. 

There  are  certain  rocks  in  Hell-Gate,  as  Shelldrake  and  Way's  Reef, 
which  should  be  removed  prior  to  the  completion  of  the  reef  at  Hallett's 
Point,  because  the  existence  of  the  latter  reef  would  protect  the  machine 
from  rapid  currents,  and,  what  is  of  more  importance,  from  violent  col- 
lisions. 

Coenties  Reef,  which  has  been,  it  is  thought,  thoroughly  broken  up, 
requires  but  a  small  sum  to  complete  its  removal  to  a  depth  of  24  feet. 
The  present  least  depth  above  the  mass  of  broken  stone  is  21J  feet. 

It  is  economical,  likewise,  to  continue  the  use  of  the  drilling-scow  in 
blasting  the  channel-rocks,  on  account  of  the  necessary  deterioration  of 
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the  scow  from  the  progress  of  decay,  a  process  which  is  equally  rapid 
whether  the  apparatus  is  kept  at  work  or  not. 

From  the  expediency,  as  just  shown,  of  employing  the  steam-drilling 
scow,  a  proportion  of  each  appropriation  must  necessarily  be  divertea 
from  the  work  at  Hallett's  Point,  and  the  amount  annually  granted, 
$225,000,  is  found  to  be  entirely  too  limited  for  the  economical  or  rapid 
progress  of  the  important  operations  to  which  this  sum  is  applied. 

The  condition  of  the  work  at  Hallett's  Point  is  such  that  there  can 
exist  no  reasonable  doubt  of  its  entire  success,  and  therefore  ahother 
similar  work,  intended  for  the  removal  of  the  middle  reef,  and  including 
reefs  under  various  designations,  as  Flood  Eock,  Gridiron,  Hen  and 
Chickens,  and  Negro  Head,  should  be  early  commenced,  as  by  its  re- 
moval the  width  of  channel  would  be  increased  from  600  to  1,200  feet, 
and  the  most  formidable  obstruction  to  navigation  which  exists  at  Hell- 
Gate  would  be  obliterated. 

For  the  reasons  above  given,  I  ask  an  appropriation  of  $600,000  as 
the  sum  which  could  be  profitably  and  economically  expended  during 
the  year. 

The  discussion  of  the  last  steps  to  be  taken  in  the  removal  of  the  rock 
has  been  postponed  until  the  exploration  of  the  whole  area  of  Hallett's 
Point  Reef,  by  means  of  tunnels  and  galleries,  should  have  been  first 
completed ;  this  is  nearly  done,  and  it  is  proper  to  state  in  general  terms 
what  now  appears  to  be  the  most  rational  mode  of  procedure. 

There  have  been  two  modes  suggested :  First.  To  excavate  a  chamber 
or  cavity  sufficiently  large  and  deep  to  receive  the  whole  body  of  the 
debris  ;  and  this  mode  would  require  the  removal  of  all  the  stone  piers 
supporting  the  roof  of  the  excavation,  and  the  substitution  therefor  of 
artificial  supports  of  little  bulk. 

This  plan,  which  appears  plausible  as  well  as  complete,  would,  in  my 
opinion,  be  inapplicable  at  Hallett's  Point.  An  immense  work  would 
remain  to  be  done  in  taking  down  the  existing  large  piers  under  the 
roof,  and  in  sinking  considerably  the  floor-lines  to  provide  a  sufficient 
cavity,  the  volume  of  which  should  be,  at  the  very  least,  one  and  a  half 
tJmes  the  solid  contents  of  the  roof. 

The  nature  of  the  stratification  in  thin,  vertical  sheets  renders  the  work 
of  removal  Of  the  piers  subject  to  grave  accidents,  due  to  unexpected 
results  during  the  blasting  process.  If  these  piers  could  be  removed  by 
the  use  of  the  pick,  as  was  done  at  Blossom  Eock,  where  the  rock  was 
of  peculiarly  easy  manipulation,  one  of  the  dang  rs  of  removing  the 
piers  would  be  obviated ;  but  the  rock  is  hard  at  Hallett's  Point,  and  the 
constant  application  of  blasting  is  required.  Again,  to  carry  out  the 
system  of  providing  a  chamber  or  cavity,  the  piers,  as  well  as  the  sup- 
ports to  replace  them,  must  have  considerable  altitude— in  some  places 
35  to  40  feet — and  this  altitude  would  add  incalculably  to  the  dangers 
incident  to  their  removal. 

These  difficulties  and  others  have  formed  the  subject  of  consideration 
for  years  past,  but  until  the  work  of  the  tunnels  and  galleries  used  to 
explore  the  whole  rock  and  ascertain  its  condition  should  be  perfected, 
it  did  not  seem  pertinent  to  enter  into  the  present  discussion,  which 
really  concerns  only  the  last  stage  of  the  work,  while  on  the  other  hand 
it  was  probable  that  a  more  mature  judgment,  based  upon  a  longer  ex- 
perience, would  result  from  the  course  adopted. 

The  mode  of  removing  rocks  by  providing  a  receptacle  large  enough 
to  receive  tbe  roof  has  never  been  applied.  It  was  partially  attempted 
at  Blossom  Eock,  a  very  small  reef,  where,  if  anywhere,  the  process 
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would  have  been  applicable,  bat  the  engineer,  Mr.  von  Schmidt,  aban- 
doned this  scheme  before  it  was  half  perfected,  and  after  blowing  up  the 
rock  had  to  remove  the  debris  with  grapples  or  divers.  The  expense 
by  sach  process,  too,  at  Hallett's  Point,  woald,  in  my  opinion,  be  much 
greater  than  by  the  second  method,  which  consists  in  driving  a  system 
of  tunnels  and  galleries,  having  proper  drainage,  to  obtain  places  for 
charges  of  explosives,  and  in  disposing  of  the  debris  by  transportation 
to  other  points.  In  a  work  upon  the  removal  of  Blossom  Kock,  pub- 
lished* by  the  Engineer  Department,  there  are  found  two  projects— the 
one  by  Gen.  B.  S.  Alexander,  of  the  Corps  of  Engineers,  by  means  of 
the  second  method  before  described,  and  of  date  anterior  to  the  project 
of  Mr.  von  Schmidt  described  in  the  same  volume,  and  which  differed 
from  the  former  only  in  removing  the  piers  or  walls  between  the  tunnels, 
and  in  providing  a  deep  chamber  or  cavity  to  receive  the  debris.  The 
useful  idea  of  perforating  the  rock  by  means  of  tunnels,  at  least  was 
evidently  borrowed  by  him  from  General  Alexander,  and  Blossom  Bock 
was  removed  by  the  latter's  process,  for  the  engineer,  von  Schmidt,  de- 
clined to  carry  out  his  own,  and  had  to  remove  the  debris  afterwards  by 
artiUcial  means. 

Prior  to  the  date  of  General  Alexander's  letter,  probably  as  much  as 
six  months,  I  was  engaged  in  a  discussion  of  the  feasibility  of  removing 
certain  channel-rocks  in  this  locality,  by  using  an  iron  cylinder  to  reach 
from  the  surface  of  the  water  to  the  rock,  and  working  in  this  to  per- 
forate a  shaft  into  the  body  of  the  rock,  and  drive  a  system  of  galleries 
where  charges  of  explosive  compounds  to  blow  up  the  whole  mass  could 
be  placed.  This  process  was  not  applied  to  the  channel-rocks,  for  the 
reason  that  in  this  harbor  the  iron  shaft  would  be  continually  exposed 
to  collisions,  and  might  require  a  mass  of  material  to  secure  it  from 
such  accidents,  out  of  all  proportion  with  the  rock  to  be  removed.  Bat 
in  1869,  as  soon  as  sufficient  funds  were  granted  for  large  operations, 
the  cofferdam  at  Hallett's  Point  was  constructed,  preparatory  to  tun- 
neling that  reef.  At  this  locality,  besides  the  great  extent  of  the  work, 
there  was  no  danger  to  be  apprehended  from  collisions. 

The  mode  of  blowing  up  the  reef  at  Hallett'a  Point  would  generally 
be  this :  to  perforate  from  the  inside  each  pier  with  drill-holes  entirely 
or  partly  through  its  mass;  a  sufficient  number  of  these  being  provided 
to  complete  the  destruction  of  the  pier  when  fully  charged.  The  charges 
in  the  different  holes  of  the  same  pier  to  be  connected  together,  and  a 
fuse,  composed  of  a  quick  explosive,  to  connect  the  system  of  charges  in 
each  pier  with  those  of  the  neighboring  piers.  By  this  mode  the  com- 
munication of  heat  or  the  electric  spark  to  a  few  centers  of  explosion 
would  suffice  to  propagate  it  through  the  whole  system ;  because  the 
explosion  of  the  connecting-fuse  would  advance  more  rapidly  than  the 
demolition  of  the  rock. 

In  addition  to  the  charges  in  the  piers,  others,  confined  in  strong  ves- 
sels, might  be  placed  on  the  inside  close  against  the  roof,  and  be  shoved 
from  the  floors  of  the  galleries  to  produce  greater  effect.  The  piers 
might  be  blown  down  by  charges  placed  in  contact  with  them ;  or  in 
the  galleries  large  charges  might  be  placed,  sufficient  to  effect  the  dem- 
olition ;  but  much  larger  amounts  of  explosives  would  be  required  in 
such  process ;  whereas  the  proximity  of  the  w'ork  to  habitations  demands 
not  only  that  a  limited  amount  of  charge  be  used,  but  that  it  be  so  con- 
fined as  to  perform  local  work  only.  Water- tamping,  by  flooding  the 
galleries,  will  be  used  to  prevent  the  flying  of  fragments  of  rock.  The 
principle  of  water-tamping  was,  I  believe,  first  used  by  Maillefert,  in 
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sarfoce-blastiDg  upon  tbe  rocks  in  this  h&rbor  in  1851, 1862,  and  subse- 
qnent  years,  and  all  engineers  who  have  been  since  engaged  in  the  re- 
moval of  submarine  rocks  have  used  it. 

It  is  designed  to  use  the  quick  explosives  principally  if  not  exclusively 
in  the  demotitioQ  of  the  works  at  Hallett'a  Point ;  and  they  should  be 
coDfined  in  tabes,  metallic,  gutta-percha,  or  rubber.  As  it  may  require 
several  weeks  to  charge  the  system  of  holes  and  their  connections,  if 
nitro-glycerine  or  other  compounds  of  which  it  forms  a  part  be  used  in 
metallic  tubes,  danger  might  result  from  corrosion,  or  from  coapling  these 
together.  If  nitroglycerine  be  used  in  metallic  tubes,  it  might  be  best 
to  fill  these  after  they  have  been  set  up  and  connected. 

The  difficulties  above  sketched  would  not  arise  if  the  tubing  be  com- 
posed of  gutta-percha  or  rubber. 

Besides  the  advautages  already  given  as  pertaining  to  the  latter  de- 
scription of  tubing,  another,  that  of  freedom  from  leakage,  would  be  more 
readily  secured  ;  and  this  consideration  is  a  matter  of  first  imporbuice 
when  nitro- glycerine  or  the  compounds  in  which  it  enters  are  nsed, 
though  not  so  if  gnu-cotton  be  the  explosive. 

Oapt.  Wm.  H.  Heuer,  Corps  of  Engineers,  assist'ant,  has  continued 
in  the  superintendence  of  the  operations  at  Ballett's  Point,  where  his 
services  have  been  faithfully  and  effectively  performed. 


STEAM-DEILLING  SCOW. 

The  operations  of  this  machine  were  confined  to  Coenties  Beef,  com- 
mencing work  June  25,  and  being  laid  up  December  15,  1873. 

The  canse  of  suspension  of  work  on  that  date  was  the  exhaustion  of 
funds  available  for  the  work,  and  was  particularly  unfortunate,  as  bnt 
little  additional  cost  was  needed  to  bring  the  level  of  the  rock  to  the 
depth  required,  and  there  was  apparently  nothing  fiirther  to  be  done 
than  to  remove  broken  rock. 

The  least  depth,  which  is  confined  to  a  small  heap  of  loose  stone,  is  21^ 
feet  at  mean  low-water,  and  the  depth  proposed  is  irom  2i  to  25  feet. 
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DariDg  the  period  of  operations  307  boles,  amounting  to  2,629  linear  feet, 
were  drilled.  The  diameter  of  holes  at  the  top  was  generally  4^  indies 
and  at  bottom  3j  inches.  The  amount  of  nitro-glycerine  expended  waa 
17,127  pounds,  and  this  included  likewise  the  charges  of  39  surface-blasts. 

The  amount  of  stone  grappled  and  removed  from  the  reef  was  2,8(^ 
cubic  yards,  and  this  does  not  include  the  amount,  which  is  unknown, 
raked  from  the  surface  into  the  deeper  water  on  the  sides  of  the  reet 

The  operations  of  the  past  season  were  under  the  superintendence  of 
Mr.  J.  H.  Striedinger,  civil  engineer,  and  were  faithfully  and  skillfully 
conducted. 

During  the  present  season  the  machine  will  be  put  to  work  upon  Shell- 
drake  and  Way's  Reef  in  Hell-Gate. 

ESTIMATE. 

I 

The  estimate  of  January  21,  1867,  for  the  removal  of  certain  obstruc- 
tions in  Hell-Gate,  Hallett's  Point,  the  Middle  Beef,  and  smaller  rocks, 
as  Pot  Bock,  Frying-pan,  Way's  Beef,  and  Sbelldrake^  amounted  to 
$8,692,645.15. 

The  mode  of  operation  was  drilling  into  the  surface  of  the  rocks, 
blasting,  and  removing  the  debriSj  and  the  estimate  per  cubic  yard  was 
$44.28,  a  rate  which  is  thought  to  be  correct  for  the  operations  in  question. 

At  a  later  date,  January  3, 1870,  a  new  estimate,  based  upon  the  pro- 
cess of  tunneling  the  larger  reefs,  as  Hallett's  Point  and  the  Middle 
Beef,  and  removing  the  smaller  reefs  by  drilling  from  the  surface  of  the 
water,  was  made  and  the  average  rate  per  cubic  yard  fixed  at  $15  as  a 
minimum,  and  $20  for  the  maximun. 

The  quantitiesin  the  Middle  Beef  and  channel,  as  heretofore  determined 
from  old  surveys,  though  only  approximate,  must  be  retained,  as  there 
are  no  surveys  of  recent  date  sufficiently  advanced  to  furnish  a  more 
correct  volume. 

Reefs  at  Hell-Gate,  234,491  cnbic  yards,  at  $20 $4,689,820 

Diamond  and  Coenties  Reefis,  letter  of  March  2, 1868 449,300 

Total 5,139,120 

The  estimate  for  Diamond  and  Ooenties  Beefs  in  East  Biver  should 
here  be  added,  as  it  did  not  appear  in  the  other  reports  cited  above, 
which  had  reference  to  Hell-Gate  only. 

In  conducting  the  surveys  of  the  reefs  and  smaller  rocks  each  sound- 
ing waa  separately  located  by  instruments,  while  the  rapidity  of  the 
tides  caused  a  suspension  of  the  soundings,  except  during  the  periods  of 
slack  currents. 

Amonnt  allotted  or  specifically  appropriated fl,  440, 000  00 

Deduct  amount  reverted  to  United  States  Treasury 3, 158  55 

1,436,84145 
Balance  on  hand  July  1, 1874 228,922  28 

Expended  July  1,1874 1,207,919  1' 
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Expenditures  classified. 

Excavations  at  Hallett's  Point $660,427  21 

Construction  and  expenses  of  steam-drillinj^  scow  operating  upon  Dia- 
mond and  Coenties  Reefs,  East  River,  and  Pot  Rock  and  JPrying-pan, 

Hell-Gate 365,278  98 

Amount  paid  to  B.  Maillefert  and  others  under  contract  for  work  upon 
Shelldrake  and  Way's  Reef,  Hell-Gate 69,427  55 
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£uffine«rinf(  expenses,  inclading  suryeys  of  Diamond  and  Coenties  Reefs, 
East  River,  Hallett's  Point,  Middle  Reef,  Pot  Rock,  Frying-pan,  Way's 
Reef,  Shelldrake,  Scaly  Rocks,  &.C.,  in  Hell-Gate,  and  expenses  of 
steamers $112, 785  43 


1,207,919  17 

The  work  for  the  present  season  will  be  the  continuation  of  the  tun- 
nels and  galleries  at  Hallett's  Point  and  the  operations  of  the  steam- 
drilling  scow  upon  Way's  Reef  and  Shelldrake,  in  Hell-Oate. 

I  have  to  solicit  attention  to  the  title  of  the  appropriation  approved 
June  23, 1874,  as  follows : 

For  continuing  the  improyement  by  removing  obstructions  in  the  East  and  Harlem 
Rivers  at  or  near  HeU-Glate ; 

which  suspends  all  work  upon  Coenties  Eeef,  nearly  completed,  but  sit- 
uated in  the  lower  part  of  the  East  River. 

The  object  of  that  title  was  to  include  the  work  in  Harlem  River,  but 
I  do  not  think  it  was  understood  by  those  who  passed  it  that  it  would 
exclude  a  most  important  work  which  had  been  included  in  previous 
appropriations. 

Financial  statement. 

Balance  in  Treasury  of  United  States  July  1, 1873 $180,000  00 

Less  amount  expended  in  fiscal  year  ending;  June  30, 1873 233  95 

Amount  appropriated  by  act  approved  June  23,  1874 « 225, 000  00 

Amount  expended  during  the  fiscal  year  ending  June  30,  1874 175, 843  77 

Amount  available  July  1,  1874 228,922  28 

Amount  required  for  the  fiscal  year  ending  June  30, 1876 6C0, 000  00 


W  3. 

IMPROVING  HARLEM  RIVER,  NEW  YORK. 

From  the  appropriation  of  June  23, 1874,  for  continning  the  improve- 
ment of  the  East  and  Harlem  Eivers,  at  or  near  Hell  Gate,  the  sum  of 
$10,000  was  allotted,  and  will  be  devoted  to  the  removal  of  obstructions, 
viz,  the  piers  of  the  old  bridge  and  6mall  rock  off  East  One  hundred, 
and  twenty-fifth  street. 


W  4. 

IMPROVING  PASSAIC  RIVER,  NEW  JERSEY— BELLEVILLE  BAR. 

The  contractors  have  continued  work  on  this  bar,  their  contract  hav* 
ing  been  extended  from  December  31, 1873,  to  June  30, 1874,  and  at  the 
end  of  the  fiscal  year  ending  June  30,  1874,  they  had  removed  5,820} 
cubic  yards  of  stone  and  bowlders,  and  3,807J  cubic  yards  of  sand  and 
gravel. 

As  mentioned  in  my  last  annual  report,  a  number  of  outcroppiugsof 
bed-rock  of  indurated  sandstone  and  shale  were  developed  as  the  dredg- 
ing progressed,  and  this  has  been  found  to  be  the  general  character  of 
the  river-bed  all  along  the  line  to  be  dredged.  As  the  contractor  was  not 
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under  obligation  to  remove  fast  rock,  measures  were  taken  to  drill  and 
blast  it  as  it  was  developed ;  for  this  purpose  a  small  scow  was  par< 
chased  in  the  month  of  August,  1873,  and  fitted  up  with  one  of  the 
steam-drilling  engines  used  in  connection  with  the  drilling-scow  on  the 
reefs  in  the  East  Eiver,  and  was  kept  at  work  drilling  and  blasting  until 
the  month  of  December,  1873,  when  the  ice  compelled  a  suspension  of 
the  work. 

In  the  spring  of  1874,  when  the  contractor  again  resumed  work,  it 
was  found  necessary  to  send  the  scow  and  drilling  arrangements  to  the 
bar  to  assist  them  in  getting  out  the  rock.  The  drilling  this  season  has 
been  done  with  a  diamond  drill,  which  gave  evidence  of  being  very  well 
calculated  for  drilling  in  rock  of  the  character  found  in  this  locality. 
So  far  as  known,  all  the  rock  has  been  broken  up  and  mostly  removed, 
and  the  contractors  will  be  through  with  the  work  by  September  1, 1874. 

RUTHERFORD  PARK  BAR. 

The  work  of  dredging  a  cut  through  this  bar,  under  contract  with 
James  Caler,  2,900  feet  long,  and  50  feet  wide  on  the  bottom,  to  be  com- 
pleted on  June  30,  1874,  was  very  nearly  finished  on  that  date,  and  the 
contract  was  extended  to  September  1, 1874,  in  order  to  allow  him  to 
remove  such  inequalities  as  had  been  overlooked,  and  to  straighten  the 
line  of  the  cut. 

Bed-rock  of  the  same  character  as  that  found  in  the  Belleville  Bar 
was  found  in  this  cut,  and  it  was  necessary  to  make  some  surface-blasts 
in  order  to  break  it  up,  so  that  the  dredge  could  remove  it. 

Original  estimate $123,924  00 

Amouut  appropriated 70,000  00 

Amount  expended 46,390  32 

Financial  statement. 

Balance  in  Treaanry  of  United  States  July  1, 1873 $45,000  00 

Amount  appropriated  by  act  approved  June  23, 1874 20, 000  00 

Amount  expended  during  the  fiscal  year  ending  June  30,  1874 21, 231  70 

Amount  available  July  1,  1874 23,609  eS 

Amount  required  for  the  fiscal  year  ending  June  30,  1876 54, 000  00 


W  5. 

IMPROVING  EAST  CHESTER  CREEK,  NEW  YORK. 

No  work  has  been  done  on  this  creek  since  my  last  anuaal  report, 
except  some  sarveys  made  at  the  entrance,  to  ascertain  if  it  would  foe 
expedient  to  apply  the  money  to  an  improvement  of  that  part  of  tiie 
creek;  but  as  this  could  not  be  done  aidvantageonsly,  I  have  waited 
until  the  inhabitants  in  the  vicinity  of  Mount  Vernon  could  petition 
the  State  legislature  for  power  to  have  land,  through  which  the  improve- 
ment is  to  be  made,  condemned  and  purchased  by  a  commissioner 
appointed  by  the  State;  this  authority  has  been  granted,  and  the  com- 
mission are  now  arranging  the  matter.  I  am  awaiting  the  result  of 
their  labors  to  report  to  the  Chief  of  Engineers  a  project  for  the  dis- 
bursement of  the  sums  available  for  this  work. 

Amount  asked  for  fiscal  year  ending  June  30,  1876,  for  opening  new  channel  above 
Lockwood's,  $35,000. 
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ORIGINAL  ESTIMATE. 

BasiUf  purchase  of  site,  18  acres,  at  $150 $2,700 

Excavation,  to  level  of  mean  low- water,  200,000  cmbic  yards,  at  40  cents 80, 000 

Excavation  of  cot,  60,000  cnbio  yards,  at  40  cents 4 24,000 

Dikinj;  and  revetting  banks  of  cut 12,000 

Engineering  and  contingencies 17,800 

136,  .500 
Amount  appropriated ; 25,000 

East  Chester  Creek  is  in  collection-district  No.  10. 

Financial  statement. 

Balance  in  Treasury  of  United  States  July  1, 1873 $25,000  00 

Amount  expended  during  the  fiscal  year  ending  June  30, 1874 4, 461  60 

Amount  available  July  1, 1874 20,538  40 

Amount  required  for  the  fiscal  year  ending  June  30, 1876 35, 000  00 


W  6. 
IMPROVING  HARBOR  AT  PORTCHESTER,  NEW  YORK. 

No  work  has  been  done  at  this  harbor  during  the  year;  some  drawings 
of  surveys  have  been  finished. 

Amount  necessary  to  be  appropriated  to  complete  the  original  project....  $84, 632  00 

Estimate,  removing  rocks  and  building  break  w^ater 96, 632  00 

Amount  appropriated 12,000  00 

Amount  expended 9,763  30 

Financial  statement. 

Balance  in  Treasury  of  United  states  July  1,  1873 $2,200  00 

Amount  in  hands  oif  officer  and  subject  to  his  check 852  69 

Amount  expended  during  the  fiscal  year  ending  June  30, 1874 815  99 

Amount  available  July  1,  1874 2,236  70 

Amount  required  for  the  fiscal  year  ending  June  30,  1876,  (to  complete  the 
removal  of  sunken  rocks) 60, 000  00 


W  7. 

IMPROVING  HARBOR  AT  RONDOUT,  NEW  YORK. 

Under  the  appropriation  of  March  3,  1873,  contract  was  made  to  ex- 
tend the  north  dike  1,400  feet.  Work  was  commenced  in  October,  and 
at  the  close  of  navigation  742  feet  were  completed.  When  work  was 
resumed  in  April,  the  line  of  dike  was  changed  somewhat,  and  the 
total  length  replaced  from  1,400  feet  to  1,282  feet,  and  was  completed 
by  June  30, 1874. 

Considerable  damage  was  done  to  the  dike  during  the  winter  by  the 
ice  carrying  away  about  80  feet  of  that  portion  built  during  the  fall  of 
1873 ;  this  was  repaired  by  hired  labor.  In  addition  to  the  dike,  a  crib 
was  sunk  on  the  line  of  the  dike  of  the  following  dimensions :  100  feet 
long,  25  feet  high,  20  feet  wide  at  bottom,  and  16  feet  wide  at  top.  This 
was  done  by  verbal  contract. 
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Ahatract  of  propasaUfor  extension  of  pHe-dike  at  Bondouty  N.  F.,  opened  JiUjf  7, 1874. 


Bidders. 


JameH  D.  Leary. ... 

Giige  &  Powley 

Chas.  A.  Harrington 
Clinton  Stevens 


Price. 


tlO.29  per  linear  foot 
11.^  per  linear  foot 

120.00  per  linear  foot 
16.50  per  linear  foot 


Abstract  of  contract  for  extension  of  pile-dike  at  Rondout^  N,  Y. 


Contraotor's  name  and  residence. 

Date  of  contract 

Subject  of  contract 

Bemarka. 

James  D.  Leary,  Brooklyn,  N.  Y. . 

July  S8, 1873 .... 

For  1,400  feet  pile- 
dike. 

Work  to  be  commenced  by 
Aui^at  10,  1873.  and  to  be 
completed  by  Jane  30, 1874. 

It  is  important  that  the  south  dike  be  constructed  and  dredging  com- 
menced in  channel  between  dikes,  and  for  this  purpose  the  sum  of 
(60,000  is  asked  for  the  fiscal  year  ending  June  30, 1876. 

ORIGINAL  ESTIMATE. 

North  dike,  748  yards  long $41,600  00 

Branch  dike,  604  yards  long 34,400  00 

SoQth  dike,  1,277  yards  long 59,600  00 

Dredging  channel  3,000  feet  long,  100  feet  wide,  and  14  feet  deep 14, 400  00 

Contingencies  and  engineering r 22,500  00 

172, 500  00 


Amount  appropriated $IW,000  00 

Amount  expended 29,160  29 

I  beg  leave  to  state  that,  although  the  completion  of  the  north  dike 
has  produced  the  improvement  anticipated,  the  deepening  of  the  water 
in  a  narrow  channel  along  its  face,  it  is  nevertheless  necessary  for  the 
success  of  the  improvement  that  the  other  parts  of  the  project,  viz,  the 
south  dike  and  dredging,  by  which  a  proper  width  of  channel  may  be 
secured,  should  be  undertaken  with  the  least  possible  delay.  Without 
the  continuation  and  completion  of  the  project,  the  work,  in  the  present 
unfinished  state,  will  be  dangerous  to  navigation,  owing  to  southerly 
winds  forcing  vessels  upon  the  north  dike. 

Financial  statement 

Balance  in  Treasury  of  the  United  States  July  1,  1873 $22,500  00 

Amount  in  hands  of  officer  and  subject  to  his  check 6,967  31 

Amount  expended  during  the  fiscal  year  ending  June  30, 1874 15, 675  13 

Amouut  available  July  1, 1874 839  71 

Amount  required  for  the  fiscal  year  ending  June  30, 1876 60, 000  00 


W  8. 

IMPROVING  CHANNEL  BETWEEN  8TATEN  ISLAND  AND  NEW  JERSEY. 

Under  appropriation  of  June  23, 1874,  of  $50,000,  it  is  proposed  to 
commence  the  construction  of  the  south  dike. 

Amou/it  asked  for  fiscal  year  ending  June  30,  1876,  for  completing  south 
dike $85,000  00 


For  dredging  new  channel,  the  present  channel  supposed  to  be  closed,  by 
the  construction  of  the  south  dike 


60,000  00 


145,000  00 
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This  amoant  asked  should  obviously  be  granted  in  one  sum,  because 
the  coDStruction  of  the  south  dike,  which  woald  close  the  present  chan- 
nel, cannot  be  completed  until  the  new  channel  is  dredged. 

ORIGINAL  ESTIMATE. 

Dredging  and  diking $443,210  00 

Amount  appropriate 50,000  00 

Financial  statement 

Amount  appropriated  by  act  approved  Jane  23, 1874 $50, 000  00 

Amonnt  aviulable  July  1, 1874 50,000  00 

Amount  required  for  the  fiscal  year  ending  June  30, 1876 145, 000  00 


W  9, 

survey  of  harlem  river,  near  east  river,  new  york. 

United  States  Engineer  Office, 

Kew  Yorkj  February  19, 1874. 

General  :  I  have  the  honor  to  submit  the  following  report  on  the 
Harlem  Kiver  survey,  made  id  conformity  with  the  act  approved  March 
3, 1873,  for  examinations  and  surveys,  specifying  Harlem  Eiver,  near 
East  River,  New  York. 

The  Harlem  Eiver  forms  an  important  passage  from  the  Hudson  Eiver 
to  Loug  Island  Sound  and  New  York  Harbor.  Its  upper  part  has  been 
much  neglected,  and,  in  consequence,  has  been  obstructed  by  artificial 
obstacles,  while  the  natural  ones  have  been  suffered  to  increase.  It 
is  the  water-boundary  on  the  north  side  of  Manhattan  Island,  separating 
it  from  the  main. 

The  water-course  is,  in  fact,  a  narrow  sound,  continuous  from  the  Hud- 
eon  Biver  to  Loug  Island  Sound ;  and  Spuyten  Duy vil  Creek  is  a  small 
stream  emptying  into  this  sound  near  King's  Bridge.  From*Hudson 
Kiver  to  King's  Bridge  the  stream  is  known  as  Spuyten  Duyvil  Creek, 
and  as  Harlem  Eiver  from  King's  Bridge  to  Long  Island  Sound.  The 
western  or  Hudson  Eiver  entrance  is  thirteen  miles  north  of  the  Bat- 
tery, (New  York  City,)  and  the  main  eastern  entrance  is  in  the  Hell- 
Gate  passage,  between  Ward's  Point,  on  Ward's  Island,  and  the  foot  of 
East  One  hundred  and  sixteenth  street.  New  York  City.  Besides  this 
last-named  entrance  are  two  others — Little  Hell-Gate  and  Harlem  Kills. 
The  first  is  1,100  yards  in  length,  with  an  average  width  of  165  yards, 
and  a  minimum  depth  of  8  feet.  The  bottom  is  irregular  and  rocky, 
and  the  current  very  rapid.  The  other  passage  is  100  yards  in  mean 
width,  and  has  a  minimum  depth  of  4  feet.  The  main  eastern  entrance 
into  Hell-Gate  is  seven  and  a  quarter  miles  from  the  Battery.  The  Little 
Hell  Gate  entrance  is  eight  and  a  quarter  miles,  and  the  Harlem  Kills 
entrance  nine  miles. 

The  distance  from  the  Hudson  Eiver  to  Hell-Gate  by  this  passage  is 
eight  and  a  half  miles. 

Its  easy  access  from  the  Sound,  and  moderately  easy  access  from  New 
York  Harbor,  together  with  its  quiet  interior  position,  would  seem  to 
make  it  a  desirable  thoroughfare  for  vessels  passing  from  Long  Island 
Sound  to  the  Hudson  Eiver,  and,  in  certain  cases,  even  for  those  pass- 
ing between  New  York  Harbor  on  the  East  Eiver  and  the  Hudson. 

The  local  trade  with  the  flourishing  towns  on  its  banks  (now  annexed 
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to  New  York  City)  should  deserve  some  consideration  as  enhancing  the 
importance  of  the  passage.  The  distance  from  Peck  Slip,  oq  the  East 
River,  to  the  mouth  of  Spuyten  Duyvil  Creek,  on  the  Hudson,  is  nearly 
the  same  through  Harlem  Eiver  as  by  way  of  the  Battery  and  Hudflon 
Kiver,  so  that  for  all  places  east  of  this  the  Harlem  Biver  route  is  the 
shorter. 

The  above  is  compiled  from  the  Harbor  Commissioners'  Eeport  of  tlie 
year  1857,  pp.  206,  207.  There  are  at  present  plying  between  Harlem 
and  the  lower  part  of  New  York  City  two  steamboat-lines,  entitled 
respectively  the  Harlem  and  New  York  Navigation  Company  and  the 
Morrisiana  Steamboat  Company.  The  Harlem  and  New  York  Navi- 
gation Company  runs  four  steamboats ;  total  value,  $200,000. 

For  the  year  1873  this  line  carried  1,500,000  passengers,  an  increase 
of  234,000  over  1872,  and  made  on  an  average  twenty- three  round  trips, 
or  forty-six  passages  per  day.  The  net  proceeds  from  freight  were 
$9,000. 

The  Morrisiana  Steamboat  Company  owns  two  steamers,  valued  at 
$130,000.  These  two  boats,  during  the  year  1873,  carried  1,000,000 
passengers,  and  averaged  per  day  ten  round  trips  or  twenty  passages. 
Their  net  proceeds  from  freight  amounted  to  $10,000.  The  above  infor- 
mation is  from  the  officers  of  these  companies.  With  increase  of  travel 
these  lines  intend  to  put  on  more  boats.  On  foggy  days,  trips  cannot  be 
made  without  danger  of  encountering  rocky  obstructions.  As  regards 
the  number  and  tonnage  of  vessels  plying  on  the  Harlem  River,  very 
little  can  be  ascertained,  but  no  doubt  exists  that  a  large  number  fre- 
quents this  river. 

IMPROVEMENT  OF  THE  HARLEM  RIVER— RESULTS  OF  FIELD-WORK. 

Two  tide- waves  of  different  magnitudes  and  establishments  visit  New 
York  Harbor,  meeting  and  overlapping  between  the  upper  part  of  the 
East  Biver  and  the  western  limits  of  the  Sound. 

At  (Governor's  Island,  owing  to  the  expansion  of  the  tidal  basin 
formed  *by  the  upper  bay,  the  Sandy  Hook  tide  reaches  its  minimum 
range,  having  diminished  from  a  mean  rise  and  fall  of  tides  of  4.8  feet 
to  one  of  4.3  feet  at  Governor's  Island.  Thence  toward  the  Sound  the 
tidal  elevation  increases  steadily,  reaching  at  the  west  side  of  Hallett's 
Point  a  range  of  5.1  feet,  and  continuing  thus  until  at  Throgg's  Neck 
we  meet  a  mean  rise  and  fall  of  7.3  feet — the  Sound  tide.  In  this  course 
the  establishments  also  gradually  approach  those  of  the  Sound,  being  at 
Hell  Gate  ferry  Ih.  49m.,  at  Throgg's  Neck  3h.  21m.  later  than  at  Gov- 
ernor's Island.  The  tidal  currents  are  called  into  existence  by  the  vari- 
ations  in  the  different  heights  of  the  Sound,  their  epochs  having  no 
direct  relations  with  the  local  tide,  and  their  velocities  being  affected 
by  the  same  circumstances. 

The  rise  and  fall  of  tides  is  about  5.2  feet  at  the  foot  of  East  One 
hundred  and  twelfth  and  One  hundred  and  twenty-fourth  streets.  New 
York  City.    It  increases  a  little  toward  Mott  Haven,  where  it  is  5.3  feet 

On  its  way  up  from  East  One  hundred  and  twelfth  street  to  Mott's 
dock  the  tidal  waves  experience  a  retardation  of  5J  minutes. 

Of  the  tidal  currents,  the  ebb-current  is  the  stronger  in  the  lower 
Harlem  Eiver;  from  the  east  the  ebb  enters  the  Harlem  River  with 
great  velocity  through  Little  Hell  Gate  and  the  Harlem  Kills,  setting 
strongly  toward  the  New  York  shore,  and  forming  eddies  at  its  junction 
with  the  waters  of  the  Harlem  River. 

The  minimum  depth  of  the  improved  Harlem  River  is  expected  to  be 
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Dot  less  than  12  feet  at  mean  low-water.  Taking  this  as  the  required 
depth,  we  find  the  following  obstnictions  to  safe  channel-navigation. 
The  obstructions  given  below  were  inspected  by  a  competent  diver,  and 
specimens  of  the  rocks  brought  up: 

I.  Three  of  the  five  remaining  piers  of  an  old  bridge  which  formerly 
spanned  the  Harlem  from  what  is  now  called  the  foot  of  East  114th 
street,  New  York  City,  to  the  northwest  end  of  Ward's  Island.  These 
five  piers  are  numbered  on  the  m%.p  of  the  recent  survey  as  1,  2,  3,  4,  5 ; 
No.  1  being  the  pier  nearest  the  Ward's  Island  shore,  and  No.  5  the  one 
in  closest  proximity  to  the  Harlem  shore. 

The  three  piers,  however,  which  come  under  the  head  of  obstructions 
are  respectively  Nos.  1,  3,  and  4.  Pier  No.  5  has  less  than  the  required 
depth  over  it,  but,  by  reason  of  its  very  close  proximity  to  the  shore^ 
it  cannot  be  properly  classed  as  an  obstacle  to  safe  channel-navigation. 
No.  2,  having  12  feet  and  more  of  water  on  it,  is  not  included  in  the 
system  of  improvement.  Pier  No.  1,  formed  of  large*8tones,  is  distant 
18.7  feet  (measured  on  center  line  of  bridge)  from  the  Ward's  Island 
high-water  line,  (corner  of  sea-wall ;)  16.7  feet  is  its  maximum  depth  at 
mean  low- water,  4.8  feet  its  minimum. 

Pier  No.  3  is  composed  of  loose  stones. 

Pier  No.  4  is  composed  of  large  stones,  weighing  about  three  tons,  and 
solidly  imbedded  together.  This  pier  is  distant  36.7  feet  (measured  on 
center  line  of  bridge)  from  the  New  York  high- water  lines.  The  maximum 
depth  of  water  on  said  pier  at  mean  low-water  is  8.7  feet,  the  minimum 
5.1  feet.  Before  proceeding  farther  it  would  be  well  to  give  the  history 
of  the  "  old  bridge  "  in  order  to  determine  whether  these  piers  should  be 
removed  by  the  United  States  Government  or  by  the  State  of  New  York, 

THE  OLD  BRIDGE. 

On  the  20th  of  February,  1807,  at  the  request  of  a  company  engaged 
in  the  cotton-trade,  a  bill  was  passed  by  the  New  York  State  legislature 
authorizing  the  construction  of  the  above-mentioned  bridge.  (See  Web- 
ster and  Skinner's  Laws,  vol.  5.) 

It  was  to  be  built  for  the  advantages  of  the  trade  it  would  afford  this 
company,  (prominent  among  whom  were  Bartholomew  and  Jasper  Ward,) 
the  owners  of  a  cotton-mill  on  Ward's  Island.  The  engineer  and  builder 
was  a  Mr.  Thomas  Lyons,  since  deceased.  The  exact  date  of  the  con- 
struction of  this  bridge  cannot  be  found,  nor  is  there  extant  a  complete 
drawing  of  it.  As  near  as  could  be  ascertained,  after  much  trouble,  the 
bridge  was  built  in  1807.  The  structure  was  of  wood,  50  feet  wide,  25 
feet  carriage-way,  and  12^  feet  on  each  side  for  the  accommodation  of  pas- 
sengers. (These  few  dimensions  were  obtained  from  the  records  in  the 
office  of  the  comptroller  of  the  county  and  city  of  New  York.)  The 
piers  of  the  bridge,  six  in  number,  (as  we  have  every  reason  to  believe,) 
consisted  of  cribs  sunk  in  the  river. 

By  the  completion  of  this  bridge  was  connected  what  is  now  known 
as  the  foot  of  East  One  hundred  and  fourteenth  street.  New  York  City^ 
(then  part  of  the  estate  of  Rev.  Philip  Milledoler,)  and  the  northwest 
end  of  Ward's  Island. 

The  bridge  remained  standing  till  the  3d  of  September,  1821,  when 
an  unusually  high  tide,  combined  with  a  very  strong  gale,  completely 
demolished  it,  nothing  remaining  but  the  piers  upon  which  it  had  rested. 
These  were  visible  at  low-water,  and  were  sufficiently  dangerous  to  be 
the  cause  of  several  accidents.  They  remained  in  this  condition  until  the 
year  1858,  when,  at  the  earnest  request  of  Mr.  H.  P.  McGown,  president  of 
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the  Harlem  and  New  York  Navigation  Company,  the  authorities  of  tbe 
€itj  of  New  York  took  the  matter  in  hand,  and  appropriated  a  sam  of 
money  out  of  the  city  funds.  The  contract  (for  $3,900)  for  removing 
these  obstructions  was  awarded  to  Morris  &  Gumings.  In  either  Aagast 
or  September,  1858,  the  contractors  commenced  operations,  and  by 
means  of  a  large  rake  succeeded  in  lowering  three  piers  and  making  a 
minimum  depth  of  about  12  feet  at  mean  low-water  over  each.  The 
piers  raked  down  were  those  before^  mentioned  as  Nos.  2  and  3,  and 
another  one  of  which  no  trace  exists  at  the  present  day.  Those  left 
untouched  were  the  two  nearest  the  New  York  shore  ( Nos.  4  and  5 }  and 
the  one  in  same  proximity  to  Ward's  Island,  (No.  1.)  • 

II.  Candle  Factory  Beef  lies  off  the  foot  of  East  One  hundred  and 
twenty-second  street,  New  York  City,  140  feet  distant  from  high-water 
line  New  York  shore.  This  rock  consist  of  gneiss  vertically  strati- 
fied. The  shallowest  sounding  gives  1.9  feet  on  the  apex  of  the  rock  at 
mean  low- water.'  The  reef  rises  to  a  sharp  point  at  its  center,  and 
thence  shelves  downward,  giving  at  the  base  depths  of  8  or  9  feet 
Lying  as  this  obstruction  does,  on  the  very  edge  of  the  steamboat-chan- 
nel, it  is  considered  a  dangerous  obstruction.  Several  accidents  have 
happened.  On  the  16th  July,  1867,  the  steamboat  Sylvan  Stream  (of 
the  Harlem  and  New  York  Navigation  Company's  line )  ran  on  the  reef, 
and  was  damaged  to  such  an  extent  as  to  sink  almost  immediately.  In 
April,  1863,  the  passenger-steamboat  Minnie  was  also  sunk  by  running 
on  the  same  rock.  There  have  also  been  accidents  to  sailing- vesseU 
striking  on  the  reef. 

III.  Large  flat  rock,  foot  of  East  One  hundred  and  twenty-fifth 
street,  Harlem,  304  feet  distant  from  the  Harlem  shore  high-water 
line,  and  122  feet  above  the  upper  corner  of  the  pier.  A  portion  of  this 
rock  runs  under  the  pier,  but  is  not  here  considered,  it  being  the  prov- 
ince of  the  proprietor  of  the  dock  to  remove  that  part  of  it.  This 
rock  consists  of  gneiss  vertically  stratified.  The  maximum  sounding 
gives  a  depth  of  11  feet;  the  minimum,  7.5  feet  on  the  rocks. 

IV.  Small  rock,  situated  in  mid-channel,  off  foot  of  East  One  hundred 
and  twenty-fifth  street,  opposite  entrance  to  the  Harlem  Kills,  and  dis- 
tant 470  feet  from  the  Harlem  high- water  line ;  it  is  composed  of  gneiss, 
of  a  dip  of  about  75^.  The  shallowest  sounding  reads  9.4  feet  at  mean 
low  water. 

Y.  Small  rock  at  the  mouth  of  the  Mott  Haven  Canal,  about  50  feet 
from  the  northwest  corner  of  Mott's  dock.  It  consists  of  a  ledge  of 
gneiss,  running  in  a  north-northeast  direction,  nearly  parallel  to  tbe 
direction  of  the  canal.  The  minimum  sounding  gives  a  depth  of  3.S 
feet  on  this  rock  at  mean  low-water. 

PROPOSED  PLAN  OF  IMPROVEMENTS. 

Baking  alone  would  not  prove  a  successful  means  of  removing  tbe 
obstructions *to  safe  channel-navigation  formed  by  bridge-piers,  con8is^ 
ing,  as  they  do,  of  heavy  stones  in  some  places,  and  of  strong  material^ 
firmly  imbedded,  in  others.  Some  surface-blasting  will  be,  at  firsts 
necessary,  in  order  to  reduce  the  size  of  the  larger  stones,  and  al  so  to 
start  the  compact  masses,  before  any  successfiil  attempt  at  grappling 
can  be  made.  The  removal  of  tbe  remaining  rocky  obstructions  most 
be  performed  by  means  of  a  systematic  process  of  rock-drilling,  blasting^ 
and  grappling.  The  comparatively  short  distance  of  these  rocky  ob- 
structions from  the  buildings  on  shore  will  necessitate  the  use  of  small 
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charges,  wbicli  will  cause  these  operations  to  be  somewhat  tedious  and 
expensive. 

Estimate  of  cost  of  improvement 

I.  Piers  Nos.  1,  3,  and  4,  of  old  bridj^re,  off  foot  of  East  One  haodred  and 

fourteenth  street,  Harlem ;  674.2  cnbio  yards,  at  $6  per  cubic  yard.       |4, 045  20 
n.  Candle  Factory  Reef,  foot  of  East  One  hundred  and  twenty-second 
street,  Harlem ;  1,149.46  cubic  yards,  spread  oyer  an  area  of  2,529 

square  yards,  at  $72.81  per  cubic  yard 83,703  OO 

m.  Flat  rock  off  foot  of  East  One  hundred  and  twenty-fifth  street,  Har- 
lem, 304  feet  from  Harlem  shore ;  333.6  cubic  yards,  spread  over  an 

area  of  508  square  yards,  at  $97.13  per  cubic  yard 32, 404  OO 

IT.  Small  rock  in  mid-channel,  off  East  One  hundred  and  twenty-fifth 
street,  Harlem,  470  feet  from  Harlem  shore ;  23.9  cubic  yards,  spread 

over  an  area  of  122  square  vards,  at  $194.56  per  cubic  yard 4, 650  00 

y.  Small  rock  at  the  mouth  of  Mott  Haven  Canal ;  470.59  cubic  yards, 

spread  over  an  area  of  261.2  square  yards,  at  $45  per  cubic  yard....      21, 176  55 
Contingencies,  15  per  cent,  of  the  above 21,896  82 

Total., 167,875  56^ 

Mr.  McGown,  president  of  the  Harlem  and  IS'ew  York  Navigation 
Company,  is  entitled  to  thanks  for  the  kind  assistance  he  lent  us,  point- 
ing oat,  at  the  commencement  of  the  hydrographic  survey,  the  localities 
of  the  submerged  obstructions,  &c. 

The  survey  was  executed  by  Mr.  0.  de  Foresta,  assisted  by  Mr.  Y.  M. 
Newton,  and  valuable  information  was  collected  by  the  latter  gentle- 
man. 

Mr.  J.  H.  Striedinger,  C.  E.,  had  general  charge  of  the  survey  and  of 
the  plotting  of  the  charts,  under  instructions  from  this  office.  '  He  has 
compiled  all  the  information  available  and  bearing  upon  the  purposes 
for  which  the  survey  was  made. 

Bespectfully  submitted. 

John  Newton, 
Ideut.  Col.  of  Engineers^  Bvt  Major-General. 

Brig.  Gen.  A.  A.  Humphreys, 

Chief  of  Engineers  J  U.  8.  A. 


W  10. 

SURVEY  OF  RARITAN  RIVER,  NEW  JERSEY. 

United  States  Engineer  Office, 

New  YorJcj  February  21, 1874. 

General  :  I  have  respectfully  to  forward  this  report  on  the  Earitan 
Biver,  together  with  charts  of  the  survey  made  in  pursuance  of  the  aet 
approved  March  3, 1873,  for  examinations  and  surveys,  specifying  the 
Earitan  Eiver,  New  Jersey,  below  New  Brunswick,  including  the  shoals 
called  the  Middle  Ground. 

The  Earitan  Eiver,  a  tidal  stream,  is  navigable  from  the  bay  to  the 
city  bf  New  Brunswick,  N.  J.,  a  distance  of  about  fourteen  miles.  The 
Earitan  Eiver  occupies  a  central  position  in  relation  to  the  great  chain 
of  rivers,  bays,  and  canals  which  form  the  internal  navigation  of  the 
Atlantic  seaboard,  communicating,  as  it  does,  on  the  east  with  Long 
Island  Sound,  and  the  rivers  of  New  England  which  flow  into  it ;  on 
the  north  with  the  Hudson  Eiver,  the  Erie  Canal,  the  great  lakes,  the 
Northern  Canal,  and  Lak^Champlain.   On  the  south  the  Earitan  Eiver, 
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by  means  of  the  Baritan  and  Delaware  Canal,  communicates  with  the 
Delaware  Elver,  the  Delaware  and  Chesapeake  Canal,  and  Chesapeake 
Bay,  with  Elizabeth  Biver,  and  Albemarle  and  Pamlico  Sounds,  and 
with  the  rivers  of  Virginia  and  North  Carolina. 

With  exception  of  the  Atlantic  Ocean,  the  Baritan  Biver  is  the  only 
means  of  communication  by  water  between  the  cities  of  New  York  and 
Philadelphia.  In  the  year  1871,  the  number  of  vessels  leaving  the  Dela- 
ware and  Baritan  Canal  per  tide- water,  through  the  Baritan  Biver  and 
Baritan  Bay,  was  1,545  steamboats,  668  sloops  and  schooners,  and  13,649 
canal-boats  and  barges.  In  addition  to  the  above,  there  is  a  steamboat- 
communication  between  New  York  City  and  New  Brunswick ;  there  are 
also  vessels  trading  upon  the  Baritan  Biver  other  than  those  going  into 
and  through  or  leaving  the  Delaware  and  Baritan  Canal. 

The  aggregate  tonnage  passing  into  the  Baritan  Biver  and  through  the 
Delaware  and  Baritan  Canal  amounted  to  the  sum  of  2,647,430  gross 
tons  during  the  year  1871. 

The  said  trade  has  since  then  highly  increased,  and  is  still  increasing. 

(The  above  is  an  extract  from  the  petition  of  Messrs.  James  T.  Easton 
and  James  McMahon,  of  New  York,  in  their  suit  with  the  New  York  and 
Long  Branch  Bailroad  Company.) 

The  three  maps  herewith  submitted  embrace  the  navigable  part  of  the 
Baritan  Biver. 

A.— SCOPE  OF  THE  FIELD-WORK. 

Tidal  observations. 

Begular  day  and  night  observations  were  made  at  tide-gauge  I,  (New 
Brunswick,)  and  at  tide-gauge  III,  (South  Amboy,)  during  two  luna- 
tions. Simultaneously  with  the  above,  day-observations  were  made  at 
tide-gauge  II,  (French's  Landing.)  In  addition  to  these  three  standard 
gauges,  and  in  proportion  as  the  field-work  advanced,  intermediate 
gauges  were  set  up  and  used  at  Martin's  Dock,  "Whitehead's  Sand  Dock, 
Whitehead's  Dock,  Kearney's  Dock,  and  at  Watson's  Dock.  Glass-tube 
tide-gauges  A  and  B  for  minute  reading  were  used  at  Watson's  Dock, 
Sandy  Point,  and  Martin's  Dock,  (at  Perth  Amboy,)  for  measuring  the 
approximate  surface-slopes  during  the  current-observations  made  near 
the  New  York  and  Long  Branch  Bailroad  bridge. 

Simultaneous  tidal  observations  were  for  a  few  days  made  near,  dar- 
ing, and  after  high  and  low  water  stands,  and  at  all  the  seven  gauges. 

Currents. 

The  velocities  and  directions  of  tidal  currents  were  observed  during 
a  whole  ebb  and  flood,  both  above  and  below  the  New  York  and  Long 
Branch  Bailroad  bridge.  Cylindrical  poles  reaching  from  the  surface 
of  the  water  to  a  depth  of  six  feet  below,  a  depth  answering  the  average 
draught  of  vessels  navigating  at  present  the  Baritan  Biver,  were  used 
as  floats.  The  position  of  these  free  floats  was  determined  in  very  short 
intervals  of  time  by  instruments  placed  at  the  extreme  ends  of  carefully- 
measured  and  well-located  base-lines. 

Soundings. 

The  soundings  in  water  exceeding  in  depth  three  fathoms  were  taken 
6y  means  of  hand-lines;  those  in  shallow  water  by  means  of  poles. 
Each  sounding  was  located  by  instrumental  observations  on  shore. 
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Triangulation. 

Three  base-lines  were  carefully  measured  and  connected  by  triangu- 
lation. The  magnetic  and  true  beai'iugs  of  the  longest  lines  were  ob- 
served. 

B. — RESULTS  OF  THE  FIELD-WORK. 

1. — Tides. 

The  tidal  wave  coming  round  Sandy  Hook  and  passing  through  Rari- 
tan  Bay  and  up  the  Baritan  Eiver  steadily  increases  in  range  until  the 
rise  and  fall  of  tides  at  French's  Landing  is  0.36  foot  greater  than  at 
South  Amboy,  and  0.49  foot  more  than  at  Sandy  Hook.  From  French's 
LaDdiog  up  the  tidal  wave  diminishes  very  little,  being  at  New  Bruns- 
wick as  much  as  5.164  feet. 

While  there  is  a  difference  in  time  of  only  17  minutes  between  the 
establishments  of  South  Amboy  and  French's  Landing,  the  passage  of 
the  tidal  wave  from  the  latter  place  to  New  Brunswick,  a  tortuous  and 
shallow  channel  five  and  three-fourths  miles  in  length,  is  subjected  to  a 
retardation  of  34  minutes. 

The  average  duration  of  fall  of  tides,  reckoning  from  the  middle  of  one 
stand  to  the  middle  of  the  next,  increases  from  Sandy  Hook  up  to  New 
Brunswick,  lasting  at  Sandy  Hook  6h.  15m.,  at  South  Amboy  6h.  28m., 
at  French's  Landing  7h.  12m.,  and  at  New  Brunswick  7h.  16m. 

Mean  hig:h-water  level  answers  the  elevation  of  the  salt-meadows 
through  which  the  river  winds  its  way. 

2. — CurrenU. 

The  flood,  which  runs  in  the  channel  near  South  Amboy  with  a 
velocity  of  1.05  nautical  miles  per  hour  during  the  swiftest  part  of  an 
average  tide,  gradually  diminishes  in  velocity  on  its  way  up.  Near 
Martin's  Creek,  very  little  flood-current  is  experienced.  The  maximum 
velocity  during  an  average  tide  of  the  ebb-current  is  1.60  nautical  miles 
per  hour  in  the  channel  nev.T  Amboy. 

The  ebb-current  diminishes  somewhat  in  swiftness  at  the  upper  part 
of  the  river,  but  increases  considerably  iu  duration.  The  river-water  is 
brackish  at  French's  Landing  and  fresh  at  New  Brunswick. 

3. — Soundings. 

The  minimum  depth  of  the  Delaware  and  Earitan  Canal,  as  reported 
by  Mr.  I.  J.  Wistar,  general  superintendent,  is  at  present  8  feet.  "  But 
the  Chesapeake  and  Delaware  Canal,  over  which  a  large  quantity  of 
'through' or  joint  traflfic  is  passed,  claims  a  depth  of  10  feet.  This 
company,  (the  Delaware  and  Karitan  Canal  Company)  is  now  altering 
culverts,  dredging  canalbed,  and  otherwise  preparing  to  make  the  same 
depth  of  10  feet  whenever  the  adjacent  rivers  shall  be  in  a  condition  to 
carry  the  same."  (Letter  of  Mr.  I.  J.  Wistar,  general  superintendent, 
Appendix  C.) 

Hence,  soundings  showing  in  the  river-channel  a  less  depth  at  mean 
low-water  than  8  feet  indicate  present  obstructions,  while  those  showing 
depths  less  than  10  feet  mark  out  the  points  for  improvement  of  the 
channel  when  the  contemplated  deepening  of  the  canal  shall  have  been 
effected. 

The  minimum  width  of  the  river-channel  should  not  be  less  than  200 
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feet,  thus  allowing  the  large  tows,  which  can  jast  get  throagh  the  100- 
foot  draws  at  Perth  Amboy,  to  pass  each  other  safely  on  the  river  above 
the  bridge. 

Taking  these  considerations  as  a  basis,  we  find  the  following  obdtrao- 
tions  to  navigation  : 

1.  Shoal  water  in  the  river  above  the  canal-locks  at  ]S"ew  Brunswick. 
(Five  miles  above  "New  Brunswick  a  dam  is  built  across  the  whole  width 
of  the  river  for  the  purpose  of  feeding  the  canal  with  water.  This  sec- 
tion of  the  Earitan  Eiver  acts  as  a  valuable  tidal  basin  to  the  river.) 

2.  A  gravel,  sand,  and  mud  shoal,  narrowing  the  channel-width,  com- 
mences about  160  feet  below  the  New  Brunswick  locks.  The  custom  of 
the  Delaware  and  Earitan  Canal  Company  of  dumping  the  material 
dredged  in  the  canal  over  the  tow-path,  from  whence  it  rolls  down  the 
steep  embankment,  and  is  carried  down  and  deposited  by  the  river- 
current  below  New  Brunswick,  has  most  likely  contributed  to  if  not 
formed  this  shoal. 

3.  Eocks  300  feet  below  the  New  Brunswick  locks.  They  consist  of 
red  shale,  and  project  into  the  channel  from  the  steep  south  shore  of 
the  river,  narrowing  the  channel,  and  endangering  vessels,  which  are 
apt  to  be  carried  on  them  by  the  ebb-currents  setting  toward  the  con- 
cave shore. 

4.  A  ledge  of  rqeks  3,300  feet  above  Martin's  Dock  commences,  about 
1,200  feet  long  and  100  feet  wide,  and,  running  parallel  to  the  concave 
north  shore  of  the  river,  reduces  the  channel-width  considerably. 

5.  Opposite  Martin's  Dock  there  is  a  reef  of  rock  in  the  middle  of  the 
river. 

6.  Shoal  water  below  Widmar's  Dock  and  above  Lawrence's  Creek. 
This  obstruction  consists  of  gravel  and  sand. 

7.  Near  Whitehead's  Dock  is  a  reef  of  rocks  covered  with  sand,  lying 
in  the  middle  of  the  river. 

8.  The  "Middle  Ground"  is  a  very  extensive  gravel  and  sand  shoal 
below  Crab  Island,  and  is  due  to  the  sudden  expansion  of  the  cross- 
section  of  the  river. 

9.  The  "  Stakes  ^  present  a  tortuous,  shallow,  and  changeable  channel 
to  the  navigator. 

This  obstruction  is  due  to  various  causes,  viz :  the  non-coincidence  in 
the  paths  of  the  strong  ebb  and  flood  currents ;  the  great  increase  in 
the  width  of  the  cross-section  of  the  river ;  and,  finally,  to  the  outlet  of 
Bed  Boot  Creek. 

Comparing  the  hydrographic  survey  of  1851  with  the  recent  snrvey, 
one  finds  a  rather  increased  depth  in  a  generally  wider  channel,  due 
partly  to  the  stirring  of  the  bottom  caused  by  the  numerous  steamers 
passing  through,  and  in  some  cases  to  the  construction  of  dock»  from 
the  shore,  whereby  the  cross-section  of  the  river  has  been  contracted 
and  the  scour  increased. 

In  presenting  this  report  of  the  obstructions  to  navigation, twith  the 
charts  and  information  relating  to  the  tidal  flow  and  rise  from  New 
Brunswick  to  its  outlet,  the  capacity  of  the  river  for  improvement  be- 
comes evident.  The  high  range  of  tides  at  New  Brunswick,  obtained 
against  the  serious  obstacles  of  rocky  shoals  and  sharp  curves  in  the 
course  of  the  river,  manifests  the  energy  of  the  tidal  flow. 

It  is  fair  to  presume,  therefore,  that  the  removal  of  these  impediments 
will  increase  the  flow,  and  at  the  same  time,  by  decreasing  the  duration 
of  the  ebb,  add  to  its  scouring  effect. 

The  construction  of  the  dike,  indicated  approximately  in  position 
upon  the  chart,  and  extending  from  a  point  below  the  mouth  of  Bed 
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Root  Creek  to  a  short  distance  above  the  bead  of  Crab  Island,  by  its 
effe(rt  iu  the  removal  of  certain  shoal  spaces  in  the  channel,  and  concen- 
trating, in  the  same  direction  the  tidal  flow,  seems  to  be  tlie  tirst 
important  element  in  the  general  improvement  of  the  river. 

The  next  would  be  to  strengthen  the  course  of  the  river  by  excavat- 
ing a  new  channel  which  should  cut  off  certain  sharp  and  deep  curves 
at  present  existing. 

But  as  the  amount  devoted  to  the  survey  was  not  adequate  to  the 
necessary  examination,  by  borings,  of  the  propose<l  new  route  of  the 
channel,  and  as  other  questions  relating  to  the  ownership  of  tlie  land, 
&c.,  would  need  inquiry,  it  has  been  deemed  expedient  at  this  tiuie  to 
glance  merely  at  what  is  considered  the  next  important  step  in  the  im- 
provements No  estimate,  of  course,  can  now  be  presented  tor  such  ex- 
cavation ;  but  should  Congress  grant  money  for  the  improvement  of  the 
river,  I  would  recommend  that  a  careful  comparison  be  made  of  this 
plan,  as  to  cost  and  advantages,  with  the  same  elements,  contingent 
upon  following  the  present  course  of  the  river. 

The  obstacles  existing  in  the  river  from  Crab  Island  to  New  Bruns- 
wick have  already  been  enumerated  in  this  paper,  and  it  is  proper  now 
to  present  the  estimates  made  for  their  removal,  including  the  cost  of 
the  dike  and  excavations  between  Crab  Island  and  Red  Hoot  Creek. 

The  estimate  to  secure  a  depth  of  8  feet  at  mean  low- water  is  $1,707,- 
042.58;  to  secure  a  depth  of  10  feet  at  mean  low- water,  S2,093,6G2.05. 
The  details  are  given  in  Appendixes  D  and  E.  It  is  not  certain  that  the 
excavation  of  the  tidal  basin  estimated  for  in  the  last  project  would  be 
necessary,  at  least  to  the  extent  there  given ;  the  funds  available  having 
been  exhausted  before  a  survey  of  that  portion  of  the  river  above  New 
Brunswick,  which  would  constitute  the  location  of  the  basin,  could  be 
made,  renders  that  portion  of  the  estimate  open  to  an  amendment. 

It  is  proper  here  to  state  why  the  amount  allotted  to  this  survey  failed 
to  supply  all  the  information  desirable.  After  the  allotment  was  made, 
the  expenses  were  increased  by  the  survey,  and  exact  current-observa- 
tions taken  at  the  site  of  the  railroad-bridge  then  building  near  the  mouth 
of  the  river ;  the  necessity  for  this  having  arisen  after  tlie  apportioning 
of  the  amount  for  the  llaritan  lliver. 

An  inspection  of  the  estimates  (Appendixes  D  and  E)  shows  that  the 
great  cost  of  the  improvement  will  principally  be  due  to  the  larger 
amounts  of  rock  to  be  excavated,  which  lie  above  Whitehead's  Sand 
Dock,  and  that,  excluding  the  rock,  the  cost  of  imi^rovement  up  to  the 
dock  above  named  would  be  about  8200,000. 

The  question  then  naturally  occurs,  should  the  United  States  spend 
nearly  two  millions  for  the  rest  of  the  improvement,  or  should  the  Dela- 
ware and  Raritan  Canal  Company  ])ush  the  outlet  of  their  canal  as  far 
down  the  river  as  Whitehead's  Sand  Dock  f 

A  third  estimate  for  10  feet  in  depth  up  to  Widmar's,  and  thence  for 
a  depth  of  8  feet  to  New  Brunswick,  would  amount  to  $1,726,210.77, 
which  is  very  little  more  than  the  amount  of  the  first  estimate  given. 

I  have  already  reported,  by  letter  of  November  18  last,  upon  the  new 
railroad-bridge  at  the  mouth  of  the  river,  and  hope,  should  experience 
demonstrate  the  inconveniences  and  impediments  offered  by  this  struc- 
ture to  navigation  to  be  serious,  that  no  pains  will  be  spared  by  the 
Government  to  have  it  removed.  Perth  Amboy  is  the  nearest  collection- 
district. 

The  survey  was  executed  during  the  fall  of  1873  by  the  parties  of 
Messrs.  A.  Zoller  and  E.  A.  Giesler. 

3|r.  Julius  H.  Striedinger,  C.  E.,  was  in  general  charge  of  the  survey 
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and  plottings,  and  to  hiin  I  am  indebted  for  the  compilation  of  the  in- 
formation deduced  from  the  survey  and  for  a  calculation  of  the  quanti- 
ties in  the  estimates. 

• 

Mr.  Francis  B.  Stevens,  general  superintendent  of  the  Camden  and 
Amboy  Railroad  Company,  is  entitled  to  thanks  for  the  kind  assistance 
he  lent  us  in  i^ointing  out  the  localities  of  the  submerged  obstructions, 
&c.,  at  the  commencement  of  the  hydrographic  survey. 
Respectfully  submitted. 

John  Newton, 
Lieut  Col.  of  Engineers  J  Bvt  Major- General 

Brig.  Gen.  A.  A.  Humphreys, 

Chief  of  Engineers^  V.  8.  A. 


Commercial  statistics. 
Appendix  A. 

Collector's  Office  Delaware  and  Raritan  Canal, 

New  Brunswick,  N, «/".,  December  5,  1873. 

Nnmber  of  steamers,  sailing-vessels,  boats,  and  rafts  passing  the  outlet-lock  at  New 
Brunswick  (boand  east)  daring  the  season  of  1871 : 

Steamers « 1,545 

Sailiug-vessels ^&i 

Canal-boats 13,215 

Rafts - 434 

Total 15,ae2 

Total  number  of  tons  passing  through  the  Delaware  and  Raritan  Canal  during  the 
season  of  1871 : 

Tom. 

Eastward 2,647,430 

Westward 406,,427 

Total w 3,053,857 


Appendix  B. 

Collector's  Office  Delaware  and  Raritax  Ca^tai^ 

New  Britnswick,  K. «/".,  December  5,  1873. 

Statement  of  articles  carried  through  the  Delaware  and  Raritan  Canal  during  the 
beason  of  1871 : 

2,172,751  tons  of  coal; at $4 w-.....-w. $8,691,004  00 

502,279  linear  feet  of  tie-timber,  at  10  cents 50,227  90 

1  ,^^02,286  cubic  feet  of  square  timber,  at  40  cents 720, 914  40 

1.3,553,782  feet,  board-measure,  at  5  cents 677,689  10 

1,003,008  bushels  grain  and  feed,  at  81.25 1,25.^760  00 

238,707  barrels  of  flour  and  corn-meal,  at  $4.50, w 1,074, 181  50 

61,729  tons  of  iron,  at  $60 3,703,704  00 

405,082  tons  of  merchandise,  at  §60  ..w ..- 24,304,920  00 

40,476,436  9(^ 
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Appekdix  C. 

Deijiware  and  Raritan  Canal, 
(Pennsylvania  Railroad  Company,  lessee.) 

Philadelphia^  January  3,  1674. 

Dear  Sir  :  I  have  your  favor  of  the  3l8t  nltimo,  inqiiirin|i;  the  designs  of  the  com- 
pany in  reference  to  the  draught  of  water  in  the  Delaware  and  Raritan  Canal. 

The  new  lock  at  Now  Brunswick  is  used  for  laden  boats,  and  the  old  one  for  light 
boats.  It  is  considered  that  we  now  have  a  minimum  depth  of  fully  8  feet  throughout 
the  canal. 

But  the  Chesapeake  and  Delaware  Canal,  over  which  a  large  quantity  of  *'  through'^ 
or  joint  traffic  is  passed,  claims  a  depth  of  10  feet. 

This  company  is  now  altering  culverts,  dredging  canal-bed,  and  otherwise  preparing 
to  make  the  same  depth  of  10  feet,  whenever  the  adjacent  rivers  shall  be  in  a  condi- 
tion to  carry  the  same.  A  large  amount  of  money  has  been  already  expended  for  this 
purpose  in  anticipation  of  improved  river  navigation,  and  such  work  is  now  in  prog- 
ress. 

We  sincerely  hope  that  your  report  will  induce  the  necessary  action  on  the  improve- 
ment of  the  Raritan  River,  and  especially  that  it  may  authoritatively  express  the  great 
injury  to  the  heavy  and  increasing  commerce  of  the  Raritan,  which  is  being,  and  will 
be,  caused  by  the  completion  of  the  bridge  at  South  Amboy  on  the  present  plans. 
Very  respectfully, 

1.  J.  Wistar, 
General  Superintendent  Canals, 

Gen.  John  Newton, 

Lieutenant-Colonel  Engineers^  U.  S,  A, 


Appendix  D. 

Estimate  of  cost  for  permanent  improvement  for  an  S-foot  channel  at  mean  low-watery  rock- 
excavation  extending  to  a  depth  of  10  feet  at  mean  low-water. 

Gravel,  sand,  and  mud  shoal  below  New  Brunswick  locks,  52.700  cubic 

yards,  at  35  cents $18,445  00 

Rocks  300  feet  below  New  Brunswick  locks,  2,399  cubic  yards 76, 76d  00 

Ledge  of  rocks  3,300  feet  above  Martinis  Dock,  17,504  cubic  yards 542,6*24  00 

Reef  of  rocks  opposite  Martinis  Dock,  4,672  cubic  yards 182, 208  00 

Reef  of  rocks  covered  with  sand  near  Whitehead's  Dock,  11,509  cubic 

yards 497,188  80 

Middle-ground,  55,505  cnbic  yards,  at  35  cents 19, 444  25 

Stakes.  15,528  cubic  yards,  at  35  cents 5, 434  80 

11,400  ifeetofdike,  at  $12.48  per  running  foot 142,272  00 

Contingencies,  15  per  cent,  of  the  above 222, 657  73 

•  1,707,042  58 


Appendix  E, 

For  a  10-foot  channel  at  mean  low-water. 

Dredging  tidal  basin,  648,000  cubic  yards,  at  40  cents $259, 200  00 

Shoal  commencing  160  feet  below  New  Brunswick  locks,  225,051  cubic 

yards,  at  35  cents 78,767  85 

Rocks  300  feet  below  New  Brunswick  locks,  2,399  cubic  yards 76,7^  00 

Ledge  of  rocks  3,300  feet  above  Martin's  Dock,  17,504  cubic  yards 542, 624  00 

Reef  of  rocks  opposite  Martin's  Dock,  4,672  cubic  yards 182,208  00 

Shoal  below  Widmar's  Dock,  14,400  cubic  yards,  at  35  cents 5, 040  00 

Reef  of  rocks  covered  with  sand,  near  Whitehead's  Dock,  11,509  cubic 

yards 497,188  80 

Middle-ground,  55,555  cubic  yards,- at  35  cents 19,444  25 

Stakes.  15,528  cubic  yards,  at  35  cents 5,434  80 

Dike,  11,400  feet  long,  at  $13.50  per  running  foot 15:5,900  00 

Contingencies,  15  per  cent,  of  the  above 273, 086  35 

2, 093, 662  05 
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APPENDIX   X. 

ANNUAL  REPORT  OF  MAJOR  G.  K.  WARREN,  CORPS  OF 
ENGINEERS,  FOR  THE  FISCAL  YEAR  ENDING  JUNE  30, 
1874. 

Engineer  Office,  United  States  Army, 

Neicport,  R.  J.,  July  1,  1874. 

General:  I  have  the  honor  to  submit  the  anuual  reports  of  improve- 
ments and  surveys  of  rivers  and  harbors  under  my  charge  during  the 
fiscal  year  ending  June  30,  1874. 
Very  respectfully, 

G.  K.  Warren, 
Major  of  Engineers,  and  Bvt.  Maj.  Oen,  U.  8.  A. 
Brig.  Gen.  A.  A.  Humphreys, 

Chief  of  Engineers.  V.  S.  A. 


Xi.    • 

HYANNIS  breakwater,  MASSACHUSETTS. 

During  the  past  fiscal  year,  the  appropritition  of  $10,000  made  by  the 
act  of  Congress  approved  March  3,  1873,  has  been  expended  in  the  re- 
building and  repairing  of  about  220  feet  of  the  west  end  of  the  break- 
water. 

This  work  has  been  conducted  with  especial  reference  to  making  the 
wall  above  low-water  as  solid  as  possible  so  that  it  may  best  resist  the 
force  of  the  waves,  and  to  bringing  the  slopes  under  water  up  to  the  angle 
required  to  insure  permanence,  which  we  think  is  attained  here  by 
making  the  seaward  slope  1  upon  2,  and  the  other  1  upon  1. 

The  west  end,  for  the  length  of  220  feet,  is  now  in  a  proper  condition, 
but,  as  stated  in  my  last  report  on  this  improvement,  the  remaining 
length  of  the  breakwater  is  in  an  unsafe  condition  below  low-water. 
Many  gnps  exist  in  the  seaward  slope,  which,  together  with  its  steep- 
ness, demand  early  repairs  to  prevent  a  breach  in  the  parapet. 

The  estimates  given  below  are  for  this  purpose. 

4,000  tou8  of  riprap  granite,  at  8*3.50  per  ton $14,000  00 

Superintendence,  &c.,  10  per  cent 1,400  00 

15,400  00 

I  deemed  it  advisable  to  make  a  survey  of  the  harbor,  sheltered  by  the 
breakwater,  for  the  purpose  of  ascertaining  the  need  and  probable  cost 
of  enlarging  the  anchorage-ground  by  dredging,  and  herewith  transmit 
a  map  of  the  same,  and  also  the  report  of  Mr.  P.  M.  Blake,  assistant 
engineer,  who  had  charge  of  the  work. 

I  find  that  a  greater  depth  exists  than  shown  on  the  Coast  Survey 
chart  of  Hyanuis  Harbor  for  1850,  while  the  area  available  for  vessels 
drawing  more  than  nine  feet  is  sufficiently  large  at  present  for  the 
use  of  the  coasting-trade. 

All  that  is  now  needed  to  make  this  work  permanently  safe  is  a  suffi- 
cient amount  of  riprap  properly  placed,  and  the  appropriation  of 
$5,000  for  the  present  year  will  be  used,  so  far  as  it  will  go,  toward 
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the  accomplishment  of  this  object.  I  estimate  that  $10,000  more  will 
be  required  to  complete  these  necessary  repairs,  and  urge  that  an 
appropriation  for  that  amount  be  made  for  the  fiscal  year  ending  June 
30,  1876. 

The  removal  of  the  lighthouse,  as  suggested  in  my  former  report, 
from  its  present  position  to  the  east  end  of  the  breakwater,  is  again 
recommended. 

Hyannis  is  in  the  Barnstable  coUection-district.  Barnstable  is  the  nearest  port  of 
entry.  The  amount  of  revenue  collected  there  during  the  fiscal  year  ending  Jane  30, 
1874,  was —  ^ 

Financial  statemenL 

Balance  in  Treasury  of  United  States  July  1,  1873 $10,000  00 

Amount  appropriated  by  act  approved  June  23,  1874 5, 000  00 

Amount  expended  during   the  fiscal  year  ending  June  30,  1874 9,  885  16 

Amonnt  available  July  1,  1874 5, 114  84 

Amount  required  for  the  fiscal  year  ending  June  30,  1876 10, 000  00 


Report  of  Mr,  Percy  M.  Blake,  Assistant  Engineer, 

ExGiXEER  Office,  Unfted  States  Ahmy, 

Netvportf  R.  /.,  June  18.  1874. 

Sir:  I  have  the  honor  of  submitting  the  following  report  on  the  improvomnnt  of  the 
break wat-er  at  Hynnnis,  Mass.,  anthorized  by  act  of  Congress  approved  March  3,  1873, 
appropriating  SlO.OOO  fur  the  improvement  of  Hyannis  Harbor. 

A  survey  of  the  breakwater  made  in  April,  1873,  showed  the  need  of  adding  riprap  to 
the  slope  under  water  throughout  its  length,  even  where  the  part  above  low-water  had 
been  in  late  years  repaired,  and  built  up  to  the  required  height  above  high-water,  the 
seaward  slope  in  places  being  steeper  than  I  upon  1.  About  220  feet  of  tl)e  west  end, 
where  no  repairs  had  recently  been  made,  was  but  a  few  inches  above  high-water,  and 
the  stoues  lay  in  a  very  irregular  manner. 

A  section  cf  the  proposed  improvement  was  prepared,  in  which  the  height  of  the  cap- 
ping al>ove  mean  low-water  was  the  same  as  that  of  the  portion  already  finished,  and 
the  outer  slope  was  1  upon  2. 

Prop<»sals  for  furnishing  in  place  about  1,930  tons  of  best  granite,  as  regnrdod  dura- 
bility, were  advertised  for  on  June  19,  1873,  and  the  lowest  bidders  were  Messrs.  Daw- 
son, Tank  &  Co.,  of  New  London,  Conn.,  who  became  the  contractors  for  the  work  at 
$4.40  per  ton  of  2,240  pounds,  to  be  measured  in  vessels  gauged  by  the  engineer  in 
charge  of  the  work. 

In  obedience  to  your  orders,  I  went  to  Hyannis  August  26, 1873,  to  superintend  oper- 
ations. The  first  loa<l  of  stone  was  delivered  August  27,  and  the  contractors  continued 
to  deliver  the  stone  in  accordance  with  the  terms  of  the  contract  until  November  4, 
when  the  uncertainty  of  the  weather  stopped  further  work. 

During  1873,  1,032  tons  of  stone  were  delivered  and  116  feet  of  the  west  end  finished, 
and  capped  with  heavy  stone  laid  as  headers,  as  specified  in  the  contract. 

Work  was  resumed  [again]  April  27,  1874,  and  continued  till  June  15,  1874,  when  a 
length  of  217  feet  was  built  up  to  the  required  level,  and  finished  off  s<iuare  at  the  ex- 
treme west  end.  Both  slo{»es  under  water  for  the  same  length,  217  feet,  and  the  inner 
slope  for  50  feet  more,  were  repaired  to  the  width  required  by  the  new  sectit>n.  The 
work  of  delivering  stone  was  then  stopped,  as  the  appropriation  was  about  expended. 

During  this  season's  work,  674  tons  of  stone  were  delivered  by  Messrs.  Dawson,  Tank 
&  Co.,  making  a  total  for  them  of  1,706  tons.  Of  this  amount,  about  400  tons  were 
used  on  the  outside  slope,  about  200  tons  on  the  inside  slope,  and  the  remainder,  1,103 
tons,  were  used  above  low-water.  The  capping- stoues,  or  top-headers,  weighed  about 
350  tons,  leaving  756  as  the  amount  built  into  the  wall. 

The  plans  adopted  for  the  improvement,  together  with  the  monthly  progress,  are 
shown  on  accompanying  sketch. 

Although  symmetrical  in  its  appearance  above  low-wa<"er,  the  breakwater  east  of 
where  this  last  appropriation  was  used  is  not  yet  complete  below  that  level.  To  make 
this  so,  the  slo])es  below  low-water  should  be  built  up  so  as  to  conform  in  section  with 
that  part  finished  during  the  past  year.  With  ^ich  a  seaward  slope  as  this  portion 
DOW  has,  it  would  not  be  surprising  if  some  heavy  southerly  storm  should  make  a 
sudden  and  wide  breach  in  it. 

Heavy  ripraps  should  be  put  in  for  930  feet  on  the  outside,  till  the  slope  becomes  the 
required  one  of  1  on  2, 
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From  sections  prepared^rom  data  collected  darin|i;  the  snrvey  of  April,  1873, 1  esUmste 
that  3,635  tons  of  stone  will  be  required  to  brinfr  theontside  to  the  required  slope,  while 
fully  365  tons  more  will  be  needed  to  dress  the  inside  slope  to  1  on  1^  and  till  up 
holes  discovered  by  the  sounding-polo.  This  will  make  the  amount  yet  required  about 
4,000  tons. 

To  be  thoroughly  effective,  the  stones  should  not  weigh  less  than  one  and  a  half  tons 
each. 

During  the  progress  of  improvement,  I  made  a  survey  of  the  harbor  of  Hyannis, 
under  your  direction,  and  platted  the  same  on  a  scale  of  ^^Vir- 

The  length  of  shore-line  mapped  is  1.9  miles,  and  the  area  sounded  over  covers  the 
anchorage-ground  protected  by  the  breakwater,  and  which  is,  in  fact,  all  of  the  avail- 
able basin  for  vessels  drawing  more  than  9  feet. 

All  soundings  were  located  by  triangulations  from  measured  bases  on  shore.  Th« 
breakwater  was  located  by  repeated  triangulations  from  nearly  every  snrvey -station. 
The  plane  of  mean  low- water,  rise  and  fall  of  tide,  &c.,  was  determined  from  a  record 
of  nine^days.  the  gauge  being  read  every  ten  minutes  from  7  o'clock  in  the  morning 
till  6  at  night,  and  the  soundings  taken  were  reduced  to  this  plane.  The  mean  rise 
and  fall  as  thus  determined  was  3.11  feet,  and  agreed  very  nearly  with  the  figures 
obtained  from  the  tide-tables  of -the  Coast  Survey  for  1874,  the  latter  being  3.2  feet 

The  moan  low-wat-er  plane  was  referred  to  underpinning  of  light-house,  that  beinj; 
the  nearest  substantial  object,  and  is  25.529  feet  below  the  top  of  granite  block  in 
underpinning  3.5  feet  east  of  east  side  of  window,  on  south  side  of  keeper's  house. 

The  contours  on  the  map  show  a  steep  bank  just  east  of  and  within  the  entrance  to 
the  harbor,  which  is  a  source  of  annoyance  to  vessels  entering  or  leaving  the  ba^in.  Two 
range-buoys  on  either  end  of  this  bank  would  be  of  great  service  to  sailing-masters. 

The  point  of  land  at  Hyannis  port  is  wearing  away  slowly,  and  a  part  of  the  mat45rial 
is  no  doubt  carried  along  the  shore  in'each  direction. 

From  the  evidence  of  those  living  near  the  harbor,  and  those  familiar  with  the  various 
depths  along  the  shore,  it  would  seem  that  a  very  perceptible  shoaling  is  taking  place 
to  the  west  of  the  railroad-wharf.  It  is,  however,  in  an  unimportant  part  of  the 
harbor,  and  until  it  extends  to  the  end  of  the  wharf  it  can  in  noway  affect  the  amooat 
of  local  commerce. 

Of  the  value  of  Hyannis  Harbor  aa  a  port  of  refuge  much  has  been  said,  andit« 
claims  are  well  known.  It§  great  value  to  ship-owners  and  sailing-masters  depends 
largely  upon  the  condition  of  the  breakwater.  It  is  probable  that  when  this  is  once  in 
the  condition  for  which  we  have  estimated  it  will  need  no  further  repairs  for  a  long 
time. 

Yours,  respectfully, 

Percy  M.  Blake, 

Civil  Engineer. 

Gen.  G.  K.  Warrex, 

Major  of  Engineers^  V,  S,  A, 


X2. 

EDGARTOWN  HARBOR,  MASSACHUSETTS. 

Nothing  has  been  done  here  since  the  date  of  my  report,  of  March 
31, 1874,  giving  a  full  account  of  our  operations  during  the  previous 
working-season.  It  is  earnestly  recommended  that  all  the  remaining 
funds  be  applied  to  surveys  and  investigations  at  points  not  heretofore 
satisfactorily  determined,  and  upon  which  the  propriety  of  our  operations 
thus  far  materially  depends.  I  give  below  the  collection-district,  the 
revenue  collected,  and  the  financial  statement,  after  which  1  request 
that  my  report  dated  March  31,  1874,  and  accompa,nying  papers,  be 
appended. 

Edgartown  is  in  Edgartown  collection-district,  and  is  a  port  of  entry.    The  amonnt 
of  revenue  collected  there  during  the  fiscal  year  ending  June  3^^,  1874,  was — 

Financial  statement 

Balance  in  Treasury  of  United  States,  .July  1,  1873 $15,000  00 

Amount  in  hands  of  officer  and  subject  to  his  check 4,364  81 

Amount  expended  during  the  fiscal  year  ending  June  30, 1874 17,989  33 

Amount  available  July  1,  1874 1,375  48 
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special  report  on  improvement  of  edgartown  harbor,  massa- 
chusetts. 

Engineer  Office,  United  States  Army, 

Newport^  B,  J.,  March  31,  1874. 

General  :  I  have  the  honor  to  transmit  herewith  my  report  and  that 
of  my  assistant  engineer,  Mr.  H.  S.  Van  lugen,  with  a  map,  giving  a 
fuU  account  of  the  operations  during  the  season  of  1873,  for  improving 
the  harbor  of  Edgartown,  Martha's  Vineyard  Island,  Mass. 

The  plan  proposed  was  carried  out,  but  it  failed  entirely  to  accom- 
plish the  object  intended,  and  all  the  appropriation  has  been  expended, 
except  about  $1,300,  which  is  barely  enough  to  make  a  much-needed 
survey. 

Had  the  operation  succeeded,  no  further  means  would  have  been  re- 
quired, and  as  the  result  had  not  been  reached  when  the  last  annual 
estimates  were  subDiitted,  no  further  appropriation  was  asked  for. 

It  seems  to  me  proper  that  this  report  should  be  at  once  submitted  to 
Congress,  so  that  with  the  knowledge  before  that  body  it  will  be  able 
to  decide  what  further  course  to  take.  I  have  prepared  this  report  as 
soon  as  practicable. 

Very  respectfully, 

G.  K.  Warren, 
•  Major  of  Engineers^  Bvt  Maj.  Oen.  U,  S.  A, 

Brig.  Gren.  A.  A.  Humphreys, 

Chief  of  Engineers^  U.  S.  A. 


INTRODUCTION. 

The  improvement  designed  for  the  harbor  of  Edgartown  was  to  be 
oflfected  by  re-opening  Cotamy  Bay  to  the  Ocean  by  an  artificial  cut  through 
Cotamy  Beach,  thus  restoring  the  circulation  of  the  tides  in  this  harbor 
as  it  existed  prior  to  the  closing  of  the  natural  outlet  through  Cotamy 
Beach  in  1869. 

The  operations  were  confined  to  digging  through  the  beach  and  through 
the  contiguous  shoal  in  the  bay.  The  work  was  conducted  with  care  and 
energy,  aided  by  the  most  experienced  men  of  this  part  of  our  coast 
whose  services  we  could  procure. 

The  amount  of  labor  expended  and  material  removed  were  equal  to 
our  expectations,  and  the  cut  was  carried  entirely  through  the  shoal 
and  beach. 

It  was  designed  to  throw  it  open  at  the  time  of  a  favorable  high  tide 
in  the  bay,  but  a  very  feeble  tide  in  the  bay  occurred  at  the  time  we 
were  ready,  and  the  next  high  tide  in  the  ocean  coming  with  a  violent 
storm  broke  into  the  cut.  The  velocity  of  the  current  was  very  great, 
as  it  had  a  head  of  at  least  four  feet. 

The  current  rapidly  widened  the  cut  but  did  not  carry  the  sand  out  of 
it,  and,  on  the  change  of  the  tide,  the  ocean-waves  closed  the  opening 
on  that  side.  Efforts  were  made  afterward  to  open  the  cut  with  the 
outflow  of  the  bay-tide,  but  the  waves  each  time  closed  it  up  at  the 
period  of  slack-water. 

The  difficulties  of  the  undertaking  have  not  been  fully  appreciated. 
As  far  as  I  know,  no  such  attempt  has  succeeded  anywhere  in  this 
country.    All  the  artificial  openings  that  have  been  made  through 
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ocean  beaches  have  been  from  freshwater  pouds,  with  a  large  constant 
head  of  water,  independent  of  the  intermittent  action  of  the  tides. 

The  end  songht  not  having  been  reached,  it  becomes  important,  be- 
fore proceeding  to  further  eftorts,  that  we  shouUi,  first,  fully  reconsider 
the  original  plan  and  the  data  on  which  it  is  based ;  second,  make  as 
complete  a  statement  as  ix)ssible  of  the  operations  carried  on  to  realize 
it ;  third,  present  the  subject  a«  thoroughly  as  we  can  by  the  aid  of  the 
additional  data  obtained  in  these  operations,  with  the  modifications  of 
the  plan  which  seem  called  for;  finally,  to  discuss  the  importance  of 
the  object  to  be  accomplished,  concluding  with  such  recommeudations  as 
we  feel  justified  in  making. 

The  report  will,  therefore,  be  separated  into  chapters,  arranged  ajs 
follows . 

Chapter  I. — History  of  the  undertaking,  from  its  inception,  with  data 
on  wtfich  plan  of  operations  is  based. 

Chapter  II. — Amount  of  the  operations  for  carrying  out  the  plan, 
with  the  results  and  observations. 

Chapter  HI, — A  somewhat  extended  presentation  of  the  physical 
features  and  forces  concerned  in  the  formation  ot  Cotamy  Beach,  and 
in  making  and  closing  openings  through  it,  with  a  new  project  for 
making  an  opening. 

Chapter  IV, — A  brief  discussion  of  the  importance  of  the  objects  to 
be  accomplished,  with  recommendations  for  further  surveys.         * 

CouclvKion, — Recommendations  as  to  further  appropriations. 

Appendix, — Report  of  H.  S.  Van  lugen,  civil  engineer,  assistant  on 
the  work. 

CHAPTER  I. 

HISTORY  OP  THE  PROJECT  OF  OPENING  COTAMY  BEACH. 

The  first  publication  on  this  subject  with  which  I  am  acquainted  is  in  the 
Sixth  Annual  Report  of  the  Board  of  Harbor  Commissioners,  published 
in  January,  1872.  This  report  is  made  to  the  legislative  bodies  of  the 
State  of  Massachusetts,  the  commissioners  being  Josiah  Quincy,  Dar- 
win E.  Ware,  F.  W.  Lincoln,  J.  N.  Marshall,  and  W.  T.  Grammer.  The 
report  says : 

The  attcution  of  the  board  was  caUed  early  in  the  season  (that  of  1871)  to  the  clew- 
ing of  the  outlet  through  Cotamy  Bay,  in  Edgartown,  ahout  two  years  ago,  (thati8,iD 
1SI39.)  #  #  #  »pjjg  ,>fl|j^.t  of  the  destruction  of  the  outlet  was  to 

destroy  the  circulation  of  the  tides  through  the  harbor,  (Edgartown  Harbor,)  diniiDisb 
the  Hcour,  and  induce  a  tendency  to  shoaling.  The  question  to  be  investigated  was 
whether,  by  artificial  means,  the  outlet  could  be  made  again  and  the  tidal  efi'ects 
restored,  and  when  and  under  what  circumstances  this  outlet  should  be  wade. 
*  *  *  These  inquiries  were  so  important,  so  difficult,  and  so  technical 

that  the  board  applied  to  Prof.  Benjamin  Peirce,  the  Superintendent  of  the  United 
States  Coast  Survey,  for  bis  co-operatiou  in  making  the  investigations. 

The  commissioners  then  quote  from  his  letter  in  response  as  follows: 

The  vicinity  of  Edgartown  has  been,  for  many  years,  interesting  to  the  Coast  Sur- 
vey because  of  the  changes  there  in  the  outer  beaches,  and  because  of  the  remarkable 
tidal  ]>}ienomena  which  occur  there.  As  long  ago  as  1846,  Lieutenant  (now  Rear-Ad- 
miral)  Charles  Henry  Davis  called  the  attention  of  scientific  men  to  the  physical 
changes  that  were  in  progress  along  the  shores  of  Nantucket  and  Martha's  Vineyard, 
and,  in  the  same  year.  Assistant  H.  L.  Whiting  made  his  complete  topographical  sur- 
vey of  the  island  and  its  shores. 

My  own  connection  with  these  particular  studieii  goes  back, officially,  as  far  as  1855, 
when  the  problems  arising  from  Mr.  Mitchell's  tidal  investigations  were  referred  to  mo 
forsolution  by  my  predecessor. 
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The  board  gave  the  topographical  survey  to  the  charge  of  Prof.  H. 
L.  Whiting,  and  the  physical  hydrography  to  Prof.  Henry  Mitchell,  and 
the  report  says  : 

They  brought  to  the  work  a  particular  interest  and  preparation. 

Tlie  report  of  Prof.  Whiting,  Assistant  United  States  Coast  Survey, 
wade  to  the  Superintendent  of  the  United  States  (3oast  Survey,  was 
published  as  an  appendix  to  the  cominiasiouers'  report,  and  since  pub- 
lished ill  the  United  States  Coast  Survey,  annual  report  for  18G9.  Froui 
this  I  take  the  following: 

The  comparison  of  the  surveys  just  made  with  those  of  previous  dates  (184f),  1854, 
185a,  and  1656)  #  #  «  atl'ords  data  for  most  interesting  study.  •  *  « 
At  the  time  of  my  first  snrvey,  in  1846,  the  opening  through  Cotaniy  Beach  was  afc  the 
eastern  comer,  so  to  speak,  of  the  hay,  and  wjis  formed  hy  Chappaquiddick  Island  and 
the  east  end  of  the  heach.  It  was,  ahout  2,000  feet  in  width,  and  within  the  opening 
were  two  smaU  sand  islands. 

The  condition  of  the  inlet  corresponded,  in  its  general  location  and 
width,  to  that  shown  on  Des  Barrels  mai)s  of  177C.  The  resurvey  in  185G 
was  made  to  determine  the  position  and  dimensions  of  the  new  opening 
which  was  reported  to  have  been  ma<le  in  a  then  recent  storm.  This 
survey  showed  that  great  changes  had  taken  place  since  1840.  The  old 
inlet  had  worked  about  one  mile  to  the  eastward  of  its  former  deter- 
mined site  and  the  point  of  the  beach  had  lapped  by  the  end  of  Chap- 
paquiddick over  half  a  mile;  about  2,300  square  feet  of  the  southwest- 
ern face  of  the  island  had  washed  away;  instead  of  being  an  opening 
2,000  feet  wide  directly  opposite  the  waters  of  the  bay,  it  was  narrowed 
to  one  about  500  feet  wide,  conlined  between  the  fast  land  of  Chappa- 
quiddick and  the  beach,  and  the  waterway  between  the  ocean  and  the 
bay  was  about  3,000  feet  in  length.  The  new  inlet  had  broken  open  op- 
posite the  middle  of  the  bay  and  was  about  1,400  feet  in  width. 

"Quite  reliable  local  information  concerning  the  intermediate  changes,^' 
Professor  Whiting  says,  was  obtained  by  him,  in  substance  as  follows: 
Soon  after  the  new  or  west  opening  formed  in  1856  the  east  opening 
closed.  This  remaining  opening,  "  following  the  law  of  motion  which 
seems  to  govern  all  the  inlets  on  the  south  side  of  the  island,"  began  to 
move  eastward,  passed  the  position  of  the  inlet  which  had  closed  in  1856, 
and  continued  on  till  the  point  of  beach  forming  its  outer  chop  reached 
a  point  in  line  with  the  geueral  trend  of  the  east  shore  of  Chappaquid- 
dick, where  the  rapid  tidal  current  of  Muskeget  Channel  checked  its 
further  progress.  This  opening  gradually  narrowed,  *'  until,  at  the  occur- 
reuce  of  a  storm  and  tide  favoring  the  action,  the  most  easterly  portion 
of  the  beach  was  beaten  in  upon  the  island  by  the  ocean  weaves,"  and 
the  opening  closed.    This  took  place  in  1869. 

There  is  a  tradition,  which  Professor  Whiting  refers  to,  that  once  be- 
fore, for  a  short  time,  in  the  early  part  of  this  century,  the  beach  was 
continuous  as  it  now  is. 

The  length  of  this  beach  from  east  to  west  is  about  three  and  a  half 
miles,  with  an  average  width  of  450  feet. 

Professor  Whiting's  plan  of  re-opening  the  beach  I  give  in  his  own 
words,  for  it  essentially  embraces  all  the  features  of  the  plan  attempted, 
and  although  I  do  not  think  his  ideas  have  had  a  favorable  trial,  1  be- 
lieve considerable  more  difficulty  lies  in  the  path  of  success,  than 
would  be  inferred  from  its  most  careful  perusal.    It  is  as  follows : 

The  most  favorahle  point  at  which  to  re-open  Cotamy  Beach  seems  to  be  at  or  near 
the  west  end  or  head  of  the  hay. 

The  arguments  in  favor  of  this  location  are  as  follows: 

Igt.  The  greater  length  of  time  that  the  inlet  will  probably  remain  open,  assuming 
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that  it  will  move  from  west  to  east  as  fast,  and  close  as  soon  after  reaching  its  easUrn 
limit  ns  the  former  inlets  have  done. 

2d.  The  fact  that  this  contracted  section  of  the  hay,  hy  confining  the  tidal  currents 
between  the  main  land  of  the  island  and  the  beach,  as  they  flow  to  and  from  the  actual 
inlet  favors  the  formation  and  maintenance  of  a  channel  through  the  shoal-groand 
bordering  the  beach  into  the  deeper  waters  of  the  bay. 

3d.  Economy  in  cutting  through  the  beach,  as  the  cross-section  at  this  point  isaboat 
the  minimum. 

"Although  an  opening  throngh  the  beach  snfficient  to  merely  start  the  water  mn- 
ning,  if  mmle  at  the  time  predicted  by  Professor  Mitchell,*  may  and  probably  will 
create  a  natural  inlet,  and  such  an  inlet  may  answer  the  physical  demands  required  to 
restore  the  tidal  clrcnlation  through  the  harbor;  still  the  nncertaint}'  of  a  single  tide 
doing  the  required  work,  and  the  contingency  of  an  intervening  storm  or  ocean  swell 
preventing  the  continued  action  of  the  succeeding  tide,  render  the  scheme  of  depend- 
ing upon  the  scouring  power  of  the  tide  alone  a  questionable  one,  unless  accompanied 
by  a  prepared  pathway  for  it  as  far  through  the  beach  as  practicable,  and  of  such  a 
width  as  shall  at  once  secure,  when  opened,  a  stream  of  considerable  volume. 

Apart  from  the  physical  importance,  an  effect  of  opening  an  inlet  through  the  onter 
beach,  there  are  difficulties  of  navigation  which  such  an  inlet  only  would  not  relieve. 

As  seen  on  the  map  or  sketch  which  Professor  Mitchell  and  myself  Jointly  append  to 
oar  reports,  there  is  a  ran^e  of  shoal-ground  bordering  the  beach  and  extending  from 
east  t4)  west  along  the  entire  south  front  of  the  bay.  Professor  Mitchell  has  stated  io 
his  report  that  this  shoal-gronnd  has  increased  within  the  last  fifteen  years  by  the 
amount  of  about  1,000,000  of  cubic  yards.  This  coincides  with  the  popular  opinion  of 
the  constant  accumulation  of  material  upon  this  ground,  which  is  now  so  extensive 
and  so  shoal,  that  it  is  difficult  for  the  peculiar  class  of  boats  required  for  the  outside 
fishing  and  pilotage  to  cross  it;  in  fact,  they  cannot  do  so  excopt  by  one  or  two  tortqpos 
and  imperfect  channels. 

If  the  channel-way  through  this  shoal-gronnd  were  made  in  connection  with  a  new 
inlet  through  the  beach,  it  would,  of  course,  give  great  relief  to  the  boating  interest, 
both  for  pilotage  and  fishing.  Here  again  the  western  section  of  the  bay,  before 
alluded  to,  presents  naturally  favorable  ground  for  such  a  channel,  by  improving  what 
was  once  probably  a  natural  channel  leading  to  some  former  inlet. 

As  a  basis  for  the  general  dimensions  and  character  of  a  channel  and  inlet,  as  pro- 
posed, I  have  taken  a  width  about  equal  to  the  narrowest  section  of  the  natural  pass- 
age-way between  the  harbor  and  bay,  which  is  about  300  feet.  This  is  not  wider  than 
desirable  for  a  beating  channel.  The  depth  is  regulated  by  the  class  of  boat«  in  gen- 
eral use,  which  require  about  4  feet  at  mean  low-water.  As  before  stated,  there  are  in 
this  part  of  the  bay  the  traces  of  a  former  channel  throngh  this  shoal.  ,  By  following 
the  general  course  of  this  old  channel  and  removing  snch  portions  of  Ae  shoal  as  in 
places  now  block  it  up,  a  passage-'way  300  feet  wide  and  4  feet  deep  may  be  obtained 
by  the  excavation  of  abont  41,000  cubic  yards  of  the  material  of  the  shoal.  A  corre- 
sponding excavation  through  the  beach  to  the  level  of  mean  high- water  only,  which 
is  probably  all  tliat  will  be  needed  to  insure  a  successful  inlet,  will  require  the  removal 
of  14,000  cubic  yards  of  sand. 

I  had  but  a  small  party  organization,  and  am  indebted  to  Professor  Mitchell  and  Mr. 
Marindin  for  many  favors  and  much  assistance  in  the  execution  of  my  field-work. 

At  this  point  in  this  history  the  bearing  of  certain  comments  on  this 
plan  can  be  more  properly  introduced  than  elsewhere,  although  in  cer- 
tain respects  it  would  be  well  to  reserve  them  till  after  the  data  of 
Professor  Mitchell's  report  have  been  presented. 

This  division  of  the  subject  in  two  reports  increases  somewhat  the 
diflSculty  of  understanding  the  engineering  questions  involved. 

Professor  Whiting's  plan  depends  upon  the  nature  and  extent  of  the 
tidal  influences,  but  we  And  no  allusion  to  these  in  his  report,  except  in 
the  one  case  of  his  reference  to  "the  time  predicted  by  Professor 
Mitchell." 

There  is  here  a  dual  derivation  of  the  tides,  which  produces  the  most 
complex  phenomena,  and  the  different  levels  on  the  opposite  sides  of 
the  Cotamy  Beach  constitute  the  foundation  on  which  the  success  of  the 
project  for  opening  the  beach  artiflcially  is  based. 


*'i 


This  will  appear  further  on  in  my  report.— G.  K.  W. 
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It  seems  at  first  sight  ai^ incongruity  in  Professor  Whiting's  plan  that 
we  should  dig  a  boating  channel  through  the  slioal  in  the  bay  to  the  cut 
through  the  beach,  when  it  is  expected  this  cut  will  move  eastward  and 
leave  the  boating  channel  behind.  But  Professor  Whiting's  idea  of  the 
boating  channel  was  to  have  it  formed  by  enlarging  a  partial  channel 
already  existing  in  the  shoal,  and  he  relied  upon  there  being  k  constant 
connection  between  the  cut  as  it  moved  eastward  and  the  proi)osed 
boating  channel  by  means  of  a  natural  channel  which  has  always 
existed  between  the  beach  and  the  inner  shoal. 

This  inside  shoal  appears  to  have  been  formed  by  the  sand  brought 
in  through  the  former  inlets.    Much  of  it  is  bare  at  low-water. 

The  channel  between  it  and  the  beach  is  itself  shallow  and  of  irreg- 
ular width,  and  no  boat  drawing  more  than  one  foot  can  use  it  throughout 
at  low- water.  I  think  the  cutting  of  a  chaunerthrough  the  shoal,  even 
at  the  most  favorable  point,  was  not  necessary  to  the  success  of  the  cut 
through  the  beach,  and  it  might  have  been  left  till  the  opening  through 
the  beach  was  secured.  As  it  was,  the  making  of  this  cut  involved,  as 
he  estimated  it  would,  the  largest  portion  of  the  expenditure.  Had 
the  money  all  been  expended  in  opening  the  be^ch  itself,  it  would  have 
given  more  chance  of  success,  although  I  think  even  then  success  was 
very  uncertain. 

The  second  point  I  would  call  attention  to  in  Professor  Whiting's 
plan  is  the  width  of  the  proposed  artificial  cut,  which  he  took  at  3U0 
feet,  "  equal  to  the  narrowest  section  of  the  natural  passage-way 
between  the  harbor  and  bay."  The  remark  following — '*  This  is  not  wider 
than  desirable  for  a  beating  channel " — indicates  that  some  physical  idea 
other  than  the  want  of  a  beating  channel  determined  in  his  mind  the 
proposed  width. 

The  only  physical  condition  which  he  states  as  regulating  the  desired 
width  is  that  it  must  be  ^'of  such  a  width  as  shall  at  once  secure,  when 
opened,  a  stream  of  considerable  volume." 

If  the  channel  between  the  bay  and  harbor  is  to  determine  the  re- 
quired dimensions  of  the  new  opening,  it  would  seem  the  most  natural 
that  it  should  have  the  same  sectional  area.    Now,  the  area  of  section 
at  high-water,  at  the  point  between   the  bay  and  harbor  where  the 
width  is  300  feet,  is  about  6,600  square  feet,  giving  a  mean  depth  of  22 
feet.    Judging  from  the  accounts  of  former  openings  and  the  condition 
of  the  gravel  and  pebble  bar,  which  our  operations  of  the  past  year 
show  must  exist  at  the  ocean  end  of  the  inlet,  it  does  not  seem  probable 
that  the  mean  high-water  depth  of  the  opening  would  excee<l  4  feet. 
Hence  the  new  width  would  be  at  least  ^\"-^= 1,650  feet.     We  knew 
such  a  shoal  water-way  would  not  give  the  same  facility  for  water  to 
flow  as  the  narrow  and  deep  one  of  the  same  area,  so  we  should  expect 
tbe  natural  opening  to  exceed  this  width,  such  as  it  was  found  to  be  by 
measurement,  about  2,000  feet  wide,  w^hen   presented  directly  to  the 
ocean.    A  less  width  might  suffice  when  the  inlet  was  presented  to  the 
current  of  the  Muskeget  Channel. 

Now,  if  2,000  feet  is  the  natural  width  of  opening  presented  direct  to 

the  ocean,  requisite  to  permanence  against  the  immediate  effect  of  a 

sform,  it  is  not  improbable  that  any  materially  less  artiticiar  width 

'^ould  be  closed  *'by  an  intervening  storm  or  ocean  swell"  before  it 

obtained  its  normal  width. 

.  Our  operations  the  past  year  show  almost  conclusively  that  an  open- 
^^§  through  the  beach  sufficient  to  merely  start  the  water  running  out, 
"^Hde  at  the  time  predicted  by  Professor  Mitchell,  probably  will  not 
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**  create  a  natural  outlet,''  unless  aided  by  a  remarkable  recurrence  of 
favorable  tides,  calm  weather,  and  quiet  seas. 

(See  report  of  Mr.  Van  Ingen,  civil  engineer,  appended  to  this.) 

The  report  of  Professor  Mitchell,  Assistant  United  States  Coast  Sur- 
vey,  to  the  Superintendent  of  the  United  States  Coast  Survey,  forms  a 
part  of  th^  appendix  of  the  report  of  the  Massachusetts  Board  of  Har- 
bor Commissioners,  made  January,  1872.  This  report  of  Professor 
Mitchell's  relates  to  both  Edgartowu  and  Nantucket  Harbors,  and  is 
mainly  devoted  to  ^^ physical  aspects  and  peculiarities ^ 

I  will  endeavor  to  extract  from  this  report  so  much  of  Professor  Mitch- 
ell's views  as  appears  to  me  to  represent  the  physical  forces  operating 
at  Cotamy  Beach,  not  taking  them  in  the  order  presented,  however,  nor 
quoting  always  his  exact  words.    He  says : 

Professor  Whiting's  repeated  topographical  surveys  along  the  south  side  of  Martha's 
Vineyard  show  that  the  bluffs  are  being  continually  undermined  by  the  sea,  and  since  the 
waves  runniug  before  the  prevailing  westerly  winds  strike  the  shore  diagonally,  there 
is  a  tendency  ''  of  all  materials  to  work  down  to  the  ea^itward  " — a  tendency  which  ^eeiiis 
to  have  results  in  the  choking  np  of  all  the  indentations  of  the  original  shore-line,  and, 
finally,  in  the  formation  of  shoals  on  the  border  of  Muskoget  Channel,  where  the  coast- 
wise movement  is  turned  off  by  the  great  stream  from  the  sound,  (Nantucket  Sound.) 

This  action  of  the  waves  to  move  the  material  of  the  shores  in  one 
prevailing  direction  is  common  to  all  shores.  The  motion  of  the  waves, 
however,  is  not  always  in  the  direction  of  the  prevailing  winds.  Tbia 
fact  is  noted  in  many  publications.  An  example  of  this  is  shown  by 
the  action  of  the  waves  on  the  north  side  of  Long  Island,  !N.  Y.,  which 
drifts  the  material  westward,  while  on  the  south  side  the  motion  of  the 
drifted  material  is  eastward,  and  yet  the  prevailing  winds  must  be  essen- 
tially the  same  on  the  two  sides  of  the  island.  Another  example  is  fur- 
nished by  Lake  Michigan.  On  the  west  side,  south  of  Milwaukee,  the 
prevailing  motion  is  southward,  and  north  of  that  place  it  is  northward, 
and  yet  the  prevailing  wind  must  be  the  same.  The  prevailing  wave 
motion  must  be  influenced  by  the  tendency  which  wave  oscillations  have 
to  move  from  the  deep  waters  as  a  center  toward  the  shores.  In  some 
instances  the  prevailing  drift,  too,  must  be  modified  by  the  prevaihng 
action  of  the  littoral  currents. 

Professor  Mitchell  gives  quite  elaborately  his  view  of  the  formation  of  the 
beach,  but  this  is  expressed  somewhat  differently  from  my  understand- 
ing of  the  formation,  and  I  will  not  quote  it  here,  but  give  my  own  view 
further  on.  Our  difference  does  not  practically  affect  the  question  of 
making  a  new  outlet  through  the  beach. 

I  do  not  find  jwinted  out  in  his  report  the  relation  existing  between 
the  motion  of  the  beach-materials  and  that  of  all  former  openings  in  the 
same  direction,  although,  I  take  it,  one  is  the  cause  of  the  other.  The 
motion  of  the  materials  of  the  beach  being  eastward,  this  material  falls 
into  the  opening  on  its  west  side,  and  accumulates  there,  and  the  nar- 
rowing causes  abrasion  to  commence  on  the  east  side  of  the  opening  to 
maintain  its  capacity.  The  action  of  the  wave  itself  is  also  to  abrade 
the  chop  on  that  side.  Such  action  is  going  on  everywhere  along  our 
coasts..  The  ''  proneness  to  close"  in  particular  neighborhoods  is,  in  this 
case,  as  Professor  Whiting  says,  where  it  reaches  ''  the  fast  land  of  Chap- 
paquiddick,"  on  its  east  side,  which  the  current  through  the  outlet  cannot 
abrade  fast  enough  to  keep  pace  with  the  tilling  in  on  the  opposite 
side. 

Professor  Mitchell  sfiys,  referring  to  Professor  Whiting's  explanation 
of  the  manner  in  which  he  supposed  the  former  opening  closed  : 

I  cannot  ajjjreo  with  Professor  Whiting  in  supposing  that  the  beach  has  gone  on  oc^"* 
malating  till  it  preseuts  a  barrier  difficult  to  ov^ercoiue,  because  the  power  of  the  tidv 
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circnlation  seems  to  me  out  of  all  proportion  to  the  obstacle.  I  incline  rather  to  the 
impression  that  the  ourlet  shifting  to  the  eastward  has,  in  this  instance,  happened  to 
run  its  course,  and  close  on  the  border  of  Mnskeget  Channel  before  any  great  storm 
had  occurred  to  open  a  new  pass  to  the  westward. 

Professor  Whiting's  explanation  (see  extract  from  bis  report)  seems  to 
me  the  correct  one,  of  a  physical  result  by  physical  causes.  What  follows 
in  Professor  Mitchell's  report,  '*  that  the  opening  must  graduHlly  lose 
its  strong  tidal  current  as  it  moves  eastward,  and  very  decidedly  when 
it  reaches  Muskeget  Channel,"  seems  inconsistent  with  bis  own  objection 
to  Professor  Whiting's  explanation,  viz,  "  because  the  power  of  the  tidal 
circulation  seems  to  me  out  of  all  proportion  to  tbe  obstacle." 

I  think  Professor  Mitchell  much  overrates  the  power  of  the  tidal  cir- 
culation in  comparison  with  the  other  forces.  The  tides  act  alt<^rnately 
in  opposite  directions,  and  four  times  a  day  there  is  a  considerable 
period  of  the  tide  when  there  is  almost  no  current  at  all,  and  during 
which  the  forces  at  work  closing  the  opening  may  be  at  the  height  of  a 
{Paroxysm. 

When  I  read  "of  the  former  opening  closing  before  any  great  storm 
had  occurred  to  open  a  new  pass  to  the  westward,'*  I  hoped  to  find  some 
idea  of  how  the  natural  lorcesin  a  great  storm  might  make  a  new  open- 
ing ;  but  beyond  this  allusion  to  such  a  desired  consummation,  there  is 
nothing  said  in  the  report.  There  is  a  view  expressed  on  this  point  by 
Professor  W^hiting  in  Appendix  13  of  the  Annual  Report  of  the  United 
States  Coast  Survey  for  1856,  which  J  will  refer  to  further  on,  when 
giving  my  view  of  this  matter. 

As  before  said,  one  of  the  most  important  parts  of  this  subject  relates 
to  the  tides,  for  on  the  tidal  differences  on  the  opposite  t%ides  of  the 
beach,  mainly  rests  the  hope  of  making  an  artifical  opening  through  it. 

Professor  iviitchell  says  : 

There  approach  onr  coast  from  the  ocean  two  oscillations  of  the  tide,  which  meet, 
(as  you  [Professor  Peirco]  express  it,)  and '/arm  their  node*  southward  of  Nantucket 
iMlaiid.    From  Great  Point,  Nantucket,  along  the  outer  coas*:  of  Am  *rim*  uorthwird, 
high-water  occurs  at  or  shortly  hefore  the  transit  of  the  mo<Hi,  while   from  Smith's 
Pi»int,  Nantucket,  along  the  outer  coast,  to  the  southwest,  high- water  occurs  four  or 

five  hours  earlier. 

*       .  »  •  *  •  #  • 

These  two  oscillations  entering  the  sound,  (Nantucket,)  the  one  ])y  Gay  Head  and  hy 
Maskeget  Channel,  and  the  other  hy  the  eastern  entrance,  give  very  complicated  tides 
between  Tarpaulin  Cove  and  Tuckermuck. 

In  the  small  tid<«  of  Holmes  Hole,  Muskeget  Channel,  and  Wewesder,  (south  side  of 
Nantucket,)  there  are  sometimes  four  high-tides  in  one  day  distinctly  given  hy  gaug- 
ing. But  I  must  not  ent«r  u|>on  details  that  would  complicate  the  conception,  and  I 
would  remark,  hy  the  way  of  preparing  the  reader  to  trust  my  calculations,  given  he- 
low,  that  the  phenomena  present  really  no  complicatiou  when  simultaneously  observed 
from  poiht  to  point. 

I  regret  very  much  that  Professor  Mitchell  did  not  present  us  a  fuller 
view  of  these  tidal  phenomena  and  the  various  fluatuations  to  which 
they  are  liable,  which  presentation  I,  who  am  so  little  prepared,  shall 
have  to  make  from  the  study  of  the  United  States  Coast  Survey  Re- 
ports. 

My  object  is  to  give  a  general  idea  of  tbe  tides  and  currents  and  the 
causes  of  their  variation,  so  that  it  will  be  apparent  that  although  ob- 
servations extended  over  long  periods  may  secure  mean  results,  yet 
that  the  mean  will  furnish  us  no  rjliable  ground  for  practical  operations. 

*  It  will  appear,  further  on,  that  the  same  tidal  wave  reaches  the  shores  of  Nova  Scotia 
as  does  at  Block  Island,  and  that  this  remark  ahout  the  tides  of  the  coast  of  America 
is  not  true  at  that  point,  nor,  strictly  speaking,  does  the  reapproach  from  the  ocean  two 
oscillations.  They  hoth  come  from  the  same,  but  one  is  modified  by  the  shores. — G. 
K.W. 


190  REPORT   OF   THE   CHIEF   OF    ENaiNEERS. 

In  the  Annual  Report  of  the  United  States  Coast  Survey  for  1S57,  p. 
350,  Professor  Mitchell  says : 

The  study  of  tides  and  currents  must  be  regarded  in  a  twofold  relation :  firsts  as 
affording  the  means  of  constructing  prediction  tables  for  immediate  use  iu  navigation; 
second,  as  au  inquiry  into  a  class  of  agencies  whose  ceaseless  activities  are  gradnally 
altering  the  configuration  of  our  harbors  and  sea-coasts,  here  cutting  away  beadlaods, 
there  stretching  out  hooks,  destroyiug  at  one  point  and  building  at  another.  We  are 
called  upon  not  only  to  exhibit  the  daily  and  hourly  conditions  of  these  great  eleueDts, 
but  to  ascertain  their  offices,  their  modes  of  operation,  aud  their  etfect. 

In  Professor  Mitchell's  pamphlet  on  tides  and  tidal  phenomena,  pub- 
lished by  the  Bureau  of  Navigation  of  the  Navy  Department,  Scientific 
Paper  No.  2,  he  introduces  the  subject  thus : 

Tidal  phenomena  present  themselves  to  the  observer  under  two  aspects:  as  alternate 
elevations  and  depressions  of  the  sea,  and  as  recurrent  inflows  and  outflows  of  streams. 

The  word  tide  in  common  usage  is  applied  without  distinction  to  both  the  vertical 
and  the  horizontal  motion  of  the  sea,  and  much  confusion  has  arisen  among  navigatocs 
from  the  double  application  of  this  term.  ^ 

Careful  writers  of  modern  times,  however,  use  the  word  tide  in  strict  reference  to  the 
changes  of  elevation,  while  they  distinguish  the  recurrent  streams  as  tidal  currents  or 
Udal  drifts.  With  regard  to  the  wor£»  ebb  And  flood  no  distinction  of  applicatioo  has 
been  observed. 

A  discussion  by  Prof.  A.  D.  Bache,  based  upon  actual  observations  of 
the  currents  and  rise  and  fall  ot^ — 

The  complicated  system  of  tides  in  Nantucket  and  Martha's  Vineyard,  and  the  sea 
outside  of  the  islands  giving  names  to  the  sounds, 

was  commenced  in  the  Annual  Report  of  the  United  States  Coast  Sur- 
rey for  1854,  p.  36.    It  continues : 

This  region  forms  the  dividing  space  between  the  tidal  establishments  of  eight 
hours  and  of  twelve  hours  or  more,  properly  the  cotidal  hours  of  XII  and  XV.* 

In  Professor  Mitchell's  report  in  Annual  Report  for  1856,  p.  263,  we 
read : 

The  western  or  Xll-hour  wave  as  observed  at  the  extremity  of  onr  field,  (Block  Is- 
land,) is  similar  in  every  respect  to  the  general  tide-wave  observed  along  tlie  coast  be- 
tween this  point  and  Georgia.  Its  half-monthly  irregularities  in  heiieht-s  is  almost 
identical  with  that  observedat  Old  Point  Comfort, Virginia; even  the  individnal  waves 
compare  well  at  these  two  places.  The  eastern  or  XV-hour  wave  at  the  other  eitremiiy 
of  our  field,  (Monomoy,)  is  far  from  being  similar  to  the  tides  of  the  coast  t^  the  oortb- 
ward;  its  individual  tides  differ  from.those  of  B(»ston,  and  its  large  irregularities  would 
seem  not  even  to^be  mulciple^of  thoio  observed  at  that  place. 

Tbe  me.nn  rise  and  fall  of  this  wave  at  Monomoy  is  about  3  feet. 

The  eastern  or  XV-hour  wave  is  then  evidently  affected  by  the  west- 
ern wave,  and  in  order  to  find  the  simpler  form  of  the  XV-hour  tide-wave 
we  must  go  farther  north. 

The  report  of  Professor  Bache  (Annual  Reportof  the  Coast  Survey  for 
1857,  Appendix  No.  33,  p.  342)  givesalong  with  the  determination  of  the 
tide,  made  under  his  own  superintendence,  a  few  made  by  Captain  Sliort- 
land,  R.  N.,  and  Admiral  Bayfiekl,  R.  N.,  extending  oar  partial  knowl- 
edge of  the  tides  to  the  northeast  as  far  as  Cape  Breton  Island.  It 
seems  probable  from  the  chart  accompanying  this  annual  report  that  it 
is  the  same  ocean  oscillation  which  reaches  our  coast  iu  its  simple  forui 
almost  simultaneously  south  of  Martha's  Vineyard  Island  and  at  Cai)© 
Breton  Island.    From  this  latter  point  south  westward,  as  the  wave  moves 

*  There  is  an  apparent  diAcrepancy  here  iu  the  establishments  of  8  hours  fto*^ 
12  hours,  and  the  cotidal  hours  of  12  hours  and  15  hours,  but  the  probable  expl^ 
nation  is  that  the  establiMhnient  time  refers  to  local  ditierences  between  Gay  Head  tiO^ 
Monomoy,  while  the  cotidal  hours  refer  to  the  lines  drawn  through  points  wheu  tb® 
tide  waves  are  not  locally  aflected. — G.  K.  W. 
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shoreward  into  the  great  iudentation  along  the  coast  of  Maine,  it  meets 
with  retardation  in  time  and  receives  an  augmentation  of  heights, 
and  thus  may  be  generated  the  modified  tide  reaching  as  far  south  as 
Nantucket.* 

This  modified  tide- wave,  however,  undergoes  other  modifications  as  it 
approaches  the  simple  wave  south  of  it,  and  we  cannot  take  the  tide- 
wave  at  Monomoy  as  indicating  the  form  and  extent  of  the  northern  or 
XV-hour  tidal  derivation.  For  the  purpose  of  this  report  it  may  be 
near  enough  to  take  the  tide-wave  as  it  appears  at  Provincetown,  Cape 
Cod,  where  the  mean  rise  is  about  9  feet,  (and  does  not  change  materially 
from  this  along  the  coast  of  Maine,)  as  representing  this  northeastern 
wave. 

Therefore  I  assume  that  the  9  feet  at  Cape  Cod,  and  3  feet  at  Block 
Island,  represent  the  extent  of  the  oscillations  of  these  waves  where  un- 
influenced directly  by  each  other. 

The  following  other  differences  between  these  two  tide- waves  is  stated 
by  Professor  Mitchell,  (  Annual  Report  1856,  p.  253 :) 

Though  the  mean  rise  and  fall  of  the  wentern  wave  is  less,  the  half-monthly  changes 
in  ma^itode  are  mach  greater  with  this  than  the  eastern  wave.  AH  the  other  irreg- 
ularities differ  also  in  degree.  Thus  occurs  the  alternate  predominance  of  the  tide- 
waves  at  their  point  of  meeting. 

The  point  of  meeting  above  referred  to  I  take  to  be  simply  the 
meeting  of  the  oscillations  only. 

The  other  phenomena,  the  tidal  currents^  produced  by  these  oscillations, 
occupy  the  whole  interval  between  Monomoy  and  Gay  Head  in  their 
equalization,  and  each  predominates  throifgh  all  the  space,  to  a  more  or 
less  degree,  twice  a  day.  The  real  meeting  and  neutralization  of  these 
two  tide-waves  requires  the  whole  space  in  the  sounds,  straits,  and 
ocean  between  Cape  Cod  and  Gay  Head. 

The  want  of  synchronism  in  these  two  tides  is  such  that  the  high 
part  of  one  falls  partly  into  the  hollow  of  the  other,  and  thus  every- 
where between  the  places  where  each  is  independent,  the  resulting  tide 
is  less  than  it  would  have  been  if  the  dominant  tide  prevailed. 

The  width  of  the  passage  between  Monomoy  Point  and  Nantucket 
Island,  through  which  the  larger  tide  enters,  is  nearly  as  great  as  the 
combined  widths  of  the  Muskeget  Channel  and  the  Vineyard  Sound 
Channel,  through  which  the  other  enters,  and  its  depth  i^  on  an  average 
greater.  The  extreme  effect  of  the  western  tide  in  different  parts  of 
the  sound  must  be  less  than  that  of  the  other,  its  magnitude  at  any 
point  depending  upon  the  proximity  of  the  inlets  filled  by  this  western 
wave. 

Professor  Mitchell  says,  page  262,  Annual  Eeport,  1856 : 

It  is  ascertained  from  lines  of  leveling  connecting  the  tidal  stations  that  the  mean 
level  is  identical  fo|^  the  two  systems ;  that  is,  the  tide-waves  througboat  this  region 
rise  and  fall  above  and  below  a  common  plane. 

Though  this  is  not  doubted,  for  long  periods  the  observations  made 
by  us,  between  October  16,  and  November  1,  inclusive,  and  on  Novem- 
ber 6  and  7,  mainly  during  the  day  time,  which  favored  the  greater  tide 
on  the  inside  of  the  bay,  gave  on  the  average  the  low-tide  in  the  ocean, 
^.2  foot  above  that  in  the  bay,  and  the  mean  level  in  the  ocean,  0.5 
above  the  mean  level  in  the  bay. 

On  October  26  the  low-tide  in  the  bay  was  1.0  foot  lower  than  the 

*  If  this  idea  is  correct  it  seems  hardly  proper  to  say,  as  I  have  quoted  from  Professor 
Mitchell,  '*  that  there  approaches  our  coast  from  the  ocean  two  oscillations  of  the  tide," 
Jf^d  these  appear  to  be  two  derivations  of  the  same  ocean-oscillations  or  tide  waves.— 
^^K.  w. 
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low-tide  oatside,  and  the  high-tide  in  the  oceaD  2  feet  above  the  high- 
tide  in  the  bay. 

It  seems,  therefore,  probable  that  the  unequal  action  of  the  two  tides 
in  filling  and  emptying  Nantucket  Sound  under  varying  conditiou8of 
seasons,  preserves  tor  considerable  periods  the  mean  level  of  Nantucket 
Sound  different  from  the  mean  level  of  the  ocean.  Not  only  do  the  rel- 
ative mean  levels  (which  determine  the  head  of  water)  change,  but  the 
absolute  mean  level  changes  as  well  as  its  mean  slope.  This,  though 
not  materially  affecting  the  flow  of  water  in  the  large  natural  chan- 
nels, is  ot*  vital  importance  to  the  flow  through  an  artificial  opening  of 
little  depth  and  width. 

The  winds,  which  all  along  our  coast  have  a  great  influence  on  the 
tides,  here  produce  extraordinary  modifications  both  in  the  i)eriodical 
and  daily  mean  level.  This  is  true  not  only  of  the  prevailing  winds  of 
a  season,  but  of  their  abnormal  changes.  Easterly  winds  increase  the 
inflow  of  water  from  the  eastern  tides  grently,  and  generally  increase 
both  the  eastern  and  western  tides,  while  westerly  winds  diminish  the 
ocean-tides  and  favor  the  outflow  through  both  the  eastern  and  Muske- 
get  inlets.  Navigators  assert  that  the  irregularities  are  so  great  that 
sometimes  the  ordinary  daily  alternations  of  east  and  west  tides  in  Nan- 
tucket Sound  do  not  take  place,  the  current  remaining  continuous  in 
one  direction. 

The  tidal  currents  which  these  two  tidal  oscillations  occasion  are 
among  the  most  complex  features  of  this  region.  For  the  purimseof 
presenting  a  general  idea  of  them,  the  accompanying  map,  extending 
from  Monomoy  toCuttyhunk,  has  been  prepared  from  the  United  States 
Coast  Survey  lieports,  to  exhibit  the  average  conditions  during  the  pe- 
riod of  a  single  oscillation  of  the  tide- wave  south  of  Martha's  Vineyard. 
The  hours  are  numbered  from  1  to  12,  beginning  with  the  first  hour  of 
the  rising  tide.  The  time  at  which  high  water  occurs  at  different  points 
is  noted  on  the  map,  and  the  mean  rise  near  it,  in  feet.  Arrow-heads  at 
different  places  show  the  changes  of  direction  of  tidal  currents,  and  the 
time  of  change  to  this  dij-ection  is  noted  with  each  arrow.  In  this  con- 
nection consider  also  the  profiles  of  the  tidal  changes  given  in  Chapter  IL 

I  will  now  describe  the  ordinary  tidal  currents  in  the  interfering  and 
tranquilizing  district  between  Gay  Head  and  Monomoy,  corresponding 
to  the  changes  of  level  of  the  water-surface  inside  and  outside  of  Cot- 
amy  Bay.  My  object  is  to  present  these  currents  to  the  mind  so  as  to 
show  their  i)ractical  bearing  upon  the  engineering  question.  1  shall 
therefore  use  common  terms  and  not  the  scientific  ones,  which  involve 
conceptions  not  easy  to  be  realized  except  by  those  familiar  with  the 
scientific  study  of  tidal  phenomena. 

Let  us  begin  with  the  conditions  existing  at  the  time  of  low  water  in 
the  ocean  south  of  Cotamy  Bay.  This  occurs  when  the  moon  is  about 
one  and  a  half  hours  past  the  meridian.  The  tide  in  Nantucket  Sound 
and  Cotamy  Bay  has  now  been  falling  about  two  hours,  but  is  still 
almost  at  the  greatest  difference  of  level  above  the  ocean-surface.  The 
current  is  now  running  out  through  the  Muskeget  Channel  and  Vine- 
yard Sound,  but  still  running  in  at  Monomoy,  showing  that  the  tidejnst 
northeast  of  Monomoy,  when  it  first  begins  to  fall,  discharges  its  waters 
into  Nantucket  Sound  and  out  through  the  other  channels. 

After  the  ocean-tide  south  of  Cotamy  Bay  has  risen  about  one 
hour  the  ocean  northeast  of  Monomoy  has  feiUen  so  much  that  the  cur- 
rent begins  to  run  out  at  Monomoy,  and  Nantucket  Sound  is  emptying 
through  all  its  outlets.  This  state  of  things  continues  till  the  begin- 
ning of  the  fourth  hour  of  the  rising  tide  outside  of  Cotamy  Bay.    At 
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this  time  the  ocean-level  south  of  the  sound  has  become  higher  than  in 
the  east  part  of  the  sound  and  the  current  passes  into  the  sound  from 
the  Muskeget  Channel  and  flows  directly  in   toward  the   Monomoy 
entrance.    This  intiux  of    water  at  the  Muskeget  Channel   slightly 
retards  the  fall  of  the  water  in  the  sound,  and  it  also  slightly  retards 
the  rise  of  the  ocean-tide  outside  of  Cotamy  Beach.    At  this  time  the 
Muskeget  Channel  and  the  eastern  entrance  may  be  regarded  as  a  con- 
tinuous strait  conveying  the  water  of  the  southern  rising-ocean  tide- 
wave  to  the  falling  northeastern  one.    At  about  the  end  of  the  fourth 
hour  it  is  low- water  in  Nantu(;ket  Sound  and  Cotamy  Bay,  and  soon  after 
the  current  begins  to  run  into  Nantucket  Sound  through  the  Vineyard 
Sound.     When  this  takes  place  all  the  main  currents  in  KantucKet 
Sound  become  easterly  currents  inward  at  the  Muskeget  and  Vineyard 
entrances  and  outward  at  Monomoy.    The  rise  of  the  tide  in  Nantucket 
Sound  and  Cotamy  Bay,  due  to  the  eastern  tide-wave,  begins  about  the 
fourth  hour. 

The  difference  of  level  between  inside  and  outside  of  Cotamy  Beach 
lias  now  reached  its  maximum,  though  it  decreases  but  little  for  several 
Aiours  thereafter,  the  two  tides  rising  apace. 

At  the  end  of  the  sixth  hour  the  ocean  tide  is  giving  high- water  along 
-the  south  shore,  and,  its  level  being  still  considerably  above  that  of  Nan- 
tucket Sound,  the  current  continues  running  in  through   Vineyard 
Sound  and  Muskeget  Channel  and  out  past  Monomoy.    The  southern 
tide  now  begins  to  fall,  and  the  currents  from  Vineyard  Sound  and  Mus- 
keget, with  diminishing  heads,  lose  part  of  their  velocity,  and  the  water 
not  running  in  through  these  passages  as  rapiidly  as  before,  while  it  is 
still  running  out  past  Monomoy,  the  level  of  the  sound  stops  rising,  or 
even  falls  a  few  inches.    The  Cotamy  Bay  tide  during  the  seventh  hour 
of  the  falling  tide  outside  is  over  half  up,  and  remains  at  about  this 
level  until  the  beginning  of  the  ninth  hour.    Then  the  tide  from  the 
east  rushes  so  rapidly  in  as,  with  the  assistance  of  the  Vineyard  Sound 
and  Muskeget  currents,  to  force  up  the  level  of  the  whole  sound. 

The  water  at  this  time  (the  beginning  of  the  ninth  hour)  is  running 

in  from  all  directions.    By  the  end  of  the  ninth  hour  the  level  of  the 

sound  is  so  much  above  that  of  the  ocean,  that  the  water  begins  to  flow 

out  through  Muskeget  Channel.    This  regiihen  continues  until  a  little 

after  the  beginning  of  the  eleventh  hour,  or  2  to  3  hours  after  the  Mono-| 

juoy  current  has  begun  to  flow  in,  when  high-water  occurs  at  Monomoy, 

Bdgartowu,  and  other  points  on  the  sound.    It  will  be  noticed  that  the 

first  part  of  the  Nantucket  Sound  rise  comes  from  the  first  ocean  tide, 

though  the  top  is  due  to  the  superimposing  of  the  Monomoy  tide  on 

that  of  the  other.    Soon  after  this  high-water  has  been  reached,  or  at 

the  end  of  the  eleventh  hour,  the  water  runs  om^  of  Vineyard  Sound, 

still  running  in  past  Monomoy,  but  not  with  sufficient  velocity  to  make 

the  supply  equal  to  the  discharge  through  the  other  passages.    It  is 

iio\?  a  westerly  current  in  all  the  channels.    This  continues  until  the 

Sitiue  conditions  with  which  we  started  are  reached. 

The  bearing  of  the  foregoing  description  of  the  action  of  the  currents 
ox\  the  question  of  making  an  opening  through  the  beach  is  mainly 
tliis:  to  make  us  see  that  the  ocean  tidal  wave  south  of  the  be^ch  is 
^'"^^ry  little  affected  in  its  form  by  the  other  wave,  and  that  it  must  be  toler- 
^Vilj'  symmetrical,  and  have  its  mean  level  approximately  half  way  be- 
t:\veen  high  and  low  water,  while  the  rise  inside  of  the  bay  is  much 
^U'ected  when  about  half  up  by  the  falling  of  the  tide  outside. 

The  mean  range  of  the  tide  given  in  the  United  States  Coast  Survey 
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reports  for  the  two  tides  is  2  feet  at  Eigartowa  and  2.7  feet  oatside  Ihe 
beach. 

A  recent  letter  from  Mr.  Mitchell  states  that  for  long  periods  he  re- 
gards the  mean  range  the  same  for  both  tides^  viz,  2.4. 

From  our  observations  in  October,  1873,  the  mean  range  outside  was 
much  greater  than  inside,  .and  the  mean  level  outside  above  that  inside. 
Some  days  the  conditions  favoring  an  inflow  were  four  times  as  great  as 
those  favoring  an  outflow.  These  few  observations  accord  with  Profe^^or 
Mitchell's  statement,  that  all  accounts  of  former  openings  showed  a 
greater  inflow  than  outflow.  For  this  he  gives  an  explanation  in  the 
condition  of  the  bar  at  the  ocean  side  of  the  former  openings. 

I  do  not  know  the  data  on  which  Professor  Mitchell  now  conclodes 
that  the  two  mean  levels  are  the  same,  but,  unless  it  rests  upon  a  length 
and  accuracy  of  observation  precluding  a  doubt,  I  should  be  inclined 
to  question  it. 

The  following  data  in  regard  to  the  tides  and  their  bearing  upon  the 
proposed  work  is  taken  entire  from  Professor  Mitchell's  report : 

Edgariown  Harbor, — Upon  the  map  which  accompanies  this  report  I  have  drawn  pro- 
files of  the  tidal  curves  for  Cotamy  inside  and  outside,  so  that  one  with  his  eye  nuiy 
see  how  sharp  the  contrasts  of  the  tides  appear  on  the  two  sides  of  this  beach,  and  bow 
much  the  relative  levels  differ.  Not  trusting  any  single  day's  work,  however,  but  going 
back  to  the  whole  series,  I  give  below  a  table  of  average  conditions. 

TIME. 

Cotamy  Bay,  at  the  same  level  as  the  sea  outside,  (before  moon's  transit)  ..  2  h.  32  m. 

High-water  in  Cotamy  Bay,  (after  moon's  transit) Oh.  28ui. 

Greatest  height  of  Cotamy  Bay  above  the  sea  outside,  (after  moon's  transit,).  0  h.  40  ra. 

Cotamy  Bay  again  at  same  level  as  the  sea  outside,  (after  moon's  transit)..  4  h.  40  m. 

DIFFERENCE  OF  LEVEL. 

Maximum  height  of  Cotamy  Bay  above  the  sea,  (after  the  larger  high-water).  1.36  feet 
Maximum  height  of  Cotamy  Bay  above  the  sea  outside  during  a  northeast 

gale  of  ordinary  violence 1.83  feet. 

The  times  of  the  preceding  table,  which  are  counted  from  the  moon's  transit,  (i.  e., 
from  her  southing  or  northing,)  are  subject  to  variations  of  about  40  minutes  either 
way.  It  will  be  safe,  however,  to  provide  for  throwing  open  the  canal  two  houra  be- 
fore the  time  of  transit  given  in  the  almanac. 

I  Those  differences  of  level  only  are  given  in  our  table  which  favor  the  outflow,  and 
•those  only  which  follow  after  the  largei'  of  the  two  tides  which  occur  on  the  same  day. 
Care  should  be  taken  to  select  this  larger  tide,  and  this  may  be  done  by  referring  to  the 
heights  at  Boston,  given  in  the  tide-tables  of  the  Coast  Survey  for  every  day  of  the  year. 
The  differences  of  height  do  not  increase  very  much  from  neaps  to  springs,  but  as  the 
opening  is  to  be  made  (according  to  our  presumption ) about  the  time  of  high-wat^^r,  there 
will  be  a  saving  of  labor  by  selecting  a  period  of  high-tides.  There  will  also  be  a  detided 
advantage  in  selecting  a  period  of  strong  winds  from  north  to  east,  but  winds  from  the 
opposite  quadrant  will  prove  very  unfavorable.  During  the  period  when  the  surfaee 
of  Cotamy  Bay  is  above  that  of  the  ocean,  (i.  e.,  from  2  h.  32  m.  before  till  4  b.  40  ro. 
after  the  transit,)  the  current  runs  southward  through  Muskeget  Channel,  and  some- 
times feebly  to  the  westward  along  the  outside  shore  of  Cotiimy  Beach,  but  the  pre- 
vailing stream  along  this  shore  sets  to  the  eastward,  within  the  Wasque  Shoal.       ' 

The  soundings  in  the  harbor  of  Edgartown,  given  upon  the  accompanying  chart,  ex- 
ecuted by  Mr.  Marindin,  differ  fronj  those  which  appear  upon  the  chart  of  Lieut.  Chaa. 
H.  Davis  (dated  1846)  in  three  localities  of  limited  extent : 

1st.  One  foot  more  water  can  now  be  brought  into  the  town  basin  over  the  bar. 

2d.  The  apron  of  sand  within  Chappaquiddick  Point  has  extended  so  as  to  reduce 
the  de])th  all  the  way  across  the  channel  and  impair  the  holding-ground.  The  cross- 
section  most  encroached  upon  has  lost  about  twenty-five  per  centum  of  its  area. 

3d.  The  increase  of  the  bulk-head  or  shoal  in  the  broadest  portion  of  Cotamy  Bay 
has  occurred,  and  amounts  to  nearly  1,000,000  cubic  yards. 

From  inquiry  among  the  citizens  of  Edgartown,  I  learned  that  the  increase  of  water 
over  the  bar  had  not  been  noticed  by  them,  so  1  conclude  that  it  may  be  nothing  ucir, 
but  a  gradual  change  of  past  years. 
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It  wa«  qnitd  othermse  with  the  apron  of  Chappaquiddick  Point,  which  had  excited 
attention  by  its  recent  advances.  The  shoal  in  Cotamy  Bay  has  nnderjjjoue  so  many 
moditications  of  form  within  the  memories  of  pilots  and  boatmen  that  their  testimimy 
was  uncertain.  Until  we  can  have  still  another  snrvej',  we  mnst  infer  that,  the  two  years* 
cloenrc  of  the  beach  has  not  affected  the  bar  or  bay»  but  hjis  conduced  to  the  shoaling 
of  the  main  channel,  and  has  greatly  reduced  its  width  at  one  point.  What,  this  change 
portends  I  do  not  dare  predict,  but  I  agree  with  the  good  people  of  Edgartowu  iu 
thinking  that  something  ought  to  be  done  to  stop  it  forthwith. 

OPINIONS  OF  THE  ADVISORY   COUNCIL. 

Iu  the  appendix  to  the  report  of  the  board  of  harbor  commissioners 
is  also  the  report  of  the  United  States  advisory  council,  consisting  of 
Admiral  G.  H.  Davis,  U.  S.  N.,  Prof.  Benjamin  Pierce,  superintendent 
United  States  Coast  Survey,  and  Prof.  Henry  Mitchell,  Uuited  States 
Coast  Survey,  who  approved  the  project.  The  following  quotation  ex- 
presses their  confidence  in  its  success : 

An  aeqnaintance  with  the  hydrograi)hy  of  the  neighborhood,  at  times  very  inti- 
mate, during  a  quarter  of  a  century,  discovers  to  us  no  fundamental  changes  in  the 
physical  conditions,  and  we  believe  that  with  the  artificial  opening  of  the  inlet  nature 
will  at  once  respond  to  the  efforts  of  the  engineer,  resume  her  good  offices,  restore  the 
former  regimen  of  the  currents,  and  maintain  perhaps  for  years  all  the  advantages  that 
have  distinguished  this  harbor.  That  the  inlet  will  repeat  the  history  of  those  which 
have  before  existed,  shifting  eastward  and  ultimately  closing,  we  do  not  doubt,  but  the 
remedy  may  always  be  repeated,  and  will  never  be  expensive. 

The  next  step  in  the  prosecution  of  this  undertaking  was  a  memorial 
by  the  commissioners  to  Congress  praying  for  an  appropriation.  This 
is  printed  with  their  report.  In  compliance  with  a  resolution  of  the 
House  of  Representatives  of  April  7th,  1872,  a  survey  was  made  by 
George  Thom,  lieutenant  colonel  United  States  Engineers,  under  instruc- 
tions from  the  Chief  of  Engineers.  Hid  report  is  printed  in  full  in  House 
Ex.  Doc.  No.  297,  42d  Congress,  1st  session,  and  partly  reprinted  in 
the  annual  report  of  the  Chief  of  Engineers  for  1872.  From  the  full 
report  I  quote : 

In  order  to  ascertain  the  character  and  quantity  of  the  material  to  be  excavated,  and 
to  det-ermine  the  most  advisjiible  location  of  the  proposed  opening  through  the  south 
beach,  near  its  western  extremity,  as  well  as  to  ascertain  what  changes,  if  any,  have 
taken  place  in  the  beach  since  the  survey  was  made  last  season,  (changes  which  were 
supposed  to  have  been  caused  by  the  extraordinary  storm  of  the  loth  November  last,) 

a  rc^urvey  has  been  made  with  special  reference  to  those  points. 

•  •  •  •  »  *  • 

By  comparing  this  map  with  the  map  accompanying  the  memorial  of  the  harbor 
commissioners,  it  will  be  seen  that  the  changes  which  have  occurred  along  the  south 
beach  where  surveyed  have  been  unimport'ant. 

The  channel*  which,  in  my  opinion,  is  the  most  feasible  and  desirable  to  have  opened 
is  shaded  red  in  the  accompanying  map.  This  would  guide  the  tidal  currents  in  the 
shortest  and  most  direct  course  from  Cotamy  Point  to  the  ocean,  and  would  not,  like 
the  crooked  channel  west  of  it,  be  liable  to  be  closed  by  eddies  formed  by  the  ocean 
swells,  and,  as  shown  by  the  survey,  the  quantity  of  excavation  required  would  be 
smaller  than  for  a  channel  at  any  other  phice  to  the  westward  of  it.  Moreover,  in 
passing  the  south  beach  it  would  sooner  enter  the  deep  water  of  the  ocean,  without 
euconntering  the  breakers  indicated  on  the  harbor  commissioners' map.t 

Estimates  have  been  made  for  both  the  eastern  and  western  channels,  (shown  in  the 
drawing)  and  for  widths  of  1(K),  200,  and  300  feet,  (allowing  for  a  side  slope  of  45^.) 
and  to  a  depth  of  4  feet  at  mean  low-water,  all  that  is  requiretl  either  for  the  scour  of 
tidal  currents  or  for  the  passage  of  the  small  boats,  such  as  are  generally  used  by  the 
fifithermen  and  the  pilots  at  that  place. 

Thf5  exposure  of  this  beach  to  the  ocean  storms,  and  the  consequent  liability  to  diffi- 

•  This  is  almost  exactly  the  channel  we  worked  out. — G.  K.  W. 

t  Oar  observations  show  that  in  heavy  storms  there  is  an  uninterrupted  line  of  break- 
en  all  along  the  shore,  not  unnsuaUy  great  in  magnitude,  hut  foilowing  one  after 
another  so  quickly  that  no  boat  that  was  small  enough  to  not  strike  the  bottom  could 
li  ve  in  them  at  ail.—  G.  K.  W. 
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ciiltieH  and  interruptions  in  opening  a  channel  tbrongh  it,  renders  it  ad^sable,  in  my 
opinion,  to  open  by  excavation  as  uiucb  of  tbe  channel  as  practicable,  so  as  to  favor  as 
innoh  as  possible  the  action  of  tbe  tidal  cnrrents  in  their  completion  of  tbe  •work.  Tbe 
estimates  have,  therefore,  been  made  to  include  the  excavation  by  dredging  of  all  the 
material  (coarse  sand)  to  a  depth  of  4  feet  below  mean  low-water  southwara  to  within 
50  feet  of  the  high-water  line  of  the  ocean,  all  above  high-water  (on  the  beach)  to  he 
removed  (at  a  less  expense)  by  barrows  or  carts. 

In  the  report  of  Mr.  H.  L.  Vvhiting  which  accompanies  the  memorial  of  the  harbor 
commissioners  above  referred  to,  be  recommends  that  the  width  of  the  new  inlet  shouM 
be  about  300  fr-et,  which  "  is  about  equal  to  the  narrowest  section  of  the  natural  passage- 
way between  the  harbor  aiul  bay,  and  is  not  wider  than  is  desirable  for  a  beating  chan- 
nel," in  which  I  fully  concur  with  him.  But  as  it  is  highly  important  for  the  preser- 
vation of  this  harbor  that  an  opening  should  be  made  this  season,  so  that  the  harbor 
may  derive  immediate  benefit  from  the  scour  of  the  tidal  currents,  and  as  there  may 
be  also  some  doubt  as  to  the  complete  success  of  this  undertaking,  it  is  respectfully 
recommended  that  the  proposed  channel  should  be  fir^^t  opened  to  a  width  of  150  feet, 
only,  to  be  afterward  increased  to  a  width  of  300  feet  for  purposes  of  navigation.  It  is 
however,  more  than  probable  that  in  once  making  an  opening  to  a  width  of  150  feet  as 
proposed,  the  action  of  the  tidal  currents  (as  shown  by  Professor  Mitchell)  would  op- 
erate to  singular  advantage,  and  would  increase  the  channel  in  part,  if  nut  fully,  to  the 
desired  width  of  300  feet. 

An  estimate  is,  therefore,  raade  for  this  seasou  for  a  channel  150  feet 
in  width  only,  which  is  as  follows: 

34,000  cubic  yards  excavation  by  dredging,  at  50  cents $17,000 

10,000  cubic  yards  excavation   by  dredging,  with  carts  and  barrows,  at  30 

cents 3,000 

Adding  for  coii-tingencies,  say  .  2,000 

22,000 

The  changes  in  Professor  Whiting's  plan  and  estimate  made  by  General 
Thoni  weie  in  reducing  the  width  from  300  feet  to  150  feet,  and  in 
designing  to  dig  through  the  beach  down  to  4  feet  below  mean  low- 
water  instead  of  to  the  level  of  mean  high-water,  a  difference  of  about 
7  feet. 

The  line  selected  by  General  Thorn  did  not  follow  the  natural  channel- 
way  which  Professor  Whiting  suggested,  but  was  a  direct  one  from  the 
point  on  the  west  side  of  Cotamy  Bay  to  the  ocean.  The  total  amonnt 
of  material  to  be  excavated  was  estimated  by  Professor  W^hiting  at 
55,000  cubic  yards,  and  by  General  Thorn,  in  his  project,  44,000. 

The  act  of  Congress  approved  June  11,  1872,  appropriated  $20,000, 
having  omitted  the  item  of  $2,000  for  contingencies. 

CHAPTER  ir. 

ACCOTTIS'T  OF  THE  OPERATIONS  TO  CARRY  OUT  THE  PLAN  OF  IM- 
PROVEMENT REC0:M3IENDED,  with  the  results  AND  OBSERVA- 
TIONS. 

On  the  commencement  of  tlie  fiscal  year,  July  1,  1872,  this  work  was 
placed  under  my  charge.  I  advertised  for  proposals  to  make  exeavii- 
tions,  and  the  lowest  offer  received  was  40  cents  a  cubic  yard.  This  I 
thought  too  large  a  price,  and  did  not  enter  into  a  contract;  but  1  was 
still  further  iudueuced  by  the  circumstance  that  other  work  beside  the 
excavation  would  probably  have  to  be  done,  the  exact  amount  of  which 
could  not  bef  oreseen,  autl  which  a^  contract  would  not  leave  me  with 
discretionary  power  to  execute.  Principal  of  all  the  other  work  that  I 
considered  important,  was  the  building  of  a  jetty  out  on  the  ocean  side 
of  the  beach  to  the  west  of  the  proposed  cut,  to  interrupt  the  progress 
of  the  sand  along  the  shore  and  prevent  it  filling  np  the  cut.  1  was 
unable  to  make  any  satisfactory  arrangement  of  the  work  that  year. 

Jd  the  beginning  of  the  season  of  1873^  I  submitted  a  plan  of  opera- 
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tions  to  do  the  work  immediately  under  my  own  directions,  by  hirinf? 
dredp^es,  tugs,  teams,  and  men  by  the  day,  as  I  might  find  best,  leaving 
nie  at  liberty  to  change  anything,  as  experience  or  necessity  compelled 
me.  This  course  was  approved  by  the  Chief  of  Engineers.  The  work 
was  in  progress  on  August  30,  and  was  reported  upon  by  me  in  gen- 
eral terms  at  that  date.  See  Annual  Report  of  Chief  of  Engineers  for 
1873,  p.  949.  I  stated  there  that  at  that  time  I  saw  no  occasion  to 
change  the  general  features  of  General  Thorn's  plan.  The  dredging  was 
begun,  almost  exactly  on  the  line  he  recommended,  about  July  21,  by 
an  Osgood  dredge,  to  make  the  channel  through  the  shoal  inside  of  the 
beach.  Here  the  depth  was  too  little  to  allow  scows  to  be  used,  so  a 
first  cut  had  to  be  made  by  the  dredge,  throwing  the  material  over  on 
the  west  side.  Afterward  scows  were  introduced,  and  this  cut  was 
widened  out  to  60  feet,  and  in  some  places  more. 

A  great  deal  of  extra  trouble  and  expense  in  making  this  channel 
arose  from  the  washing  of  sand  into  it  from  the  sides   during  storms 
and  by  the  tidal  currents,  which  caused  sand  bars  to  form  along  its 
course.    This  channel  we  had  to  make  6  to  7  feet  deep  at  mean  low- 
water.    1  now  think  that  all  the  money  spent  on  this  channel,  about 
812,000,  might  have  been  saved  by  selecting  a  place  for  opening  the 
beach  about  half  a  mile  more  to  the  eastward,  near  where  the  opening 
formed  in  1856.    There  there  is  a  deep  place  between  the  inside  shoal 
and  the  beach,  which  would  have  served  as  a  dumping-plnce  for  nil  the 
sand  removed  from  the  beach,  which  would  have  enabled  us  to  dispense 
Avith  the  tug.     With  the  means  thus  saved  we  could  have  commenced  our 
cut  at  onc^  at  the  beach,  with  a  full  width  of  100  feet  from  the  outset, 
Ibr  in  this  width  the.  dredge  could  work  obliquely  at  the  beach,  with 
scows  on  the  outside  of  her,  and  not  require  any  prepared  way.     As  it 
'WHS,  having  adopted  a  plan  which  compelled  us  to  cut  a  channel  through 
t-he  shoal,  we  had  not  means  enough  to  make  more  than  a  cut  60  feet 
"w4de  (two  widths  of  the  dredge-boat)  through  the  beach.    Since  the 
dredge,  working  end  in,  could  not  employ  scows  until  one  cut  was  made 
to  float  them  in,  we  employed  teams  with  scrapers  to  remove  the  sand 
l>ack  from  the  sides  of  the  cut  down  to  low-water.    The  dredge  then 
made  a  cut  through  this  by  throwing  the  material  over  to  the  side, 
from  which  place  it  was  removed  by  the  teams  and  scrapers.    The  sec- 
ond cut  was  made  by  the  dredge,  dropping  the  material  into  dun)p- 
8C0WS,  which  were  towed  away  by  the  tugs.    This  is  but  a  general  de- 
scription of  the  work;  the  details  of  it  are  given  in  the  accompanying 
report  of  Mr.  Van  Ingen,  who  assisted  me  in  the  charge  of  the  work. 

During  its  progress  I  found  that  we  had  nothing  to  apprehend  from 
the  drifting  of  the  sand  by  the  winds.    The  project  of  building  a  jetty 
on  the  west  side  of  the  cut  had  to  be  abandoned  for  want  of  means.    It 
was  evident  that  it  must  be  a  very  considerable  work  to  have  any  good 
result.     It  was  the  important  aid  that  the  channel  through  the  inside 
^oal  would  give  in  building  this  jetty  that  made  me  retain  for  it  so 
iiDportant  a  place  in  the  project,  for  I  do  not  consider  it  had  any  value 
in  securing  the  opening  through  the  beach,  and  as  far  as  a  boating- 
channel  is  concerned,  it  would  have  been  just  as  well  to  leave  that  alone 
till  the  opening  was  secured.    The  temporary  wharf  built  was  also  in- 
tended for  use  in  making  the  jetty,  and  so  was  a  portable  railway-track 
and  cars,  which  I  borrowed  from  another  work. 

The  difficulties  and  delays  we  experien(;ed  threw  us  back  considerably 
in  time,  and  we  were  not  ready  to  take  advantage  of  some  remarkably 
liigh  bay  tides  which  occurred  in  the  first  part  of  October,  during  a 
iiortheaBt  gale., 

When  we  bad  nearly  got  oar  cut  through  the  be^iih^  n<«^  e.^\Oi^  xsc^wv  ^ 
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marsh  sod,  about  1  foot  thick,  underlying  the  sand  and  being  about  at 
the  mean  ocean  level.  This  sod,  it  is  well  known,  resists  the  abrading 
action  of  powerful  currents,  and  we  therefore  carried  our  excavation 
seaward  of  the  main  beach  entirely  through  it,  and  until  we  stnick 
the  cordon  of  gravel  and  pebbles  which  lie  along  the  ocean  shore 
just  below  low- water.  This  gravel  and  pebbles,  we  afterw^ard  had  reason 
to  think,  had  an  important  influence  in  preventing  the  current  from 
deepening  the  water-way,  both  in  our  attempts  to  open  the  beach,  and 
in  the  natural  openings  which  have  heretofore  existed,  and  it  caused 
us  some  apprehension  from  the  outset  of  the  undertaking  as  soon  as  we 
discovered  it,  for  it  was  not  mentioned  in  the  former  reports. 

But  another  cause  of  the  failure  which  we  met  with  became  very 
obvious  toward  the  termination  of  our  work,  and  that  was  the  con- 
siderable greater  elevation  of  the  level  of  the  ocean  than  of  the  bay 
inside.  For  some  fourteen  days  of  simultaneous  observations,  generally 
in  the  day -tides,  which  favored  the  outflow,  we  found  that  the  mean 
level  outside  was  above  the  mean  level  inside,  and  that  the  mean  low- 
water  outside  was  above  the  low- water  inside.  The  inside  tide  did  not 
give  as  great  head  as  the  outside  tide,  nor  did  it  la^t  nearly  as  long. 
For  some  tides,  at  the  least  estimate,  there  would  have  been  four  times 
as  much  water  running  into  an  opening,  if  made,  as  would  have  run 
out. 

During  the  earlier  part  of  our  operations  observations  on  the  tides 
were  not  kept  by  us.  The  great  importance  of  the  tides,  however,  is 
well  illustrated  by  those  we  did  take  between  October  11  and  November 
G,  and  are  presented  on  the  next  four  pages.  They  show  the  fluctuating 
nature  of  these  tides  very  well. 

On  the  page  succeeding  these  is  given  the  average  tidal  curve  from 
Professor  Mitchell's  report,  and  along  with  it  the  average  of  the  day- 
tides  for  five  days,  being  for  the  day  when  the  ocean  broke  into  the 
opening  and  the  four  preceding  ones.  On  these  diagrams  the  vertical 
sides  of  the  small  squares  represent  two-tenths  of  a  foot,  and  the  hori- 
zontal sides  half  hours.  The  full  line  is  the  bay-tide,  the  broken  one 
the  ocean-tide. 

Working  away  with  the  greatest  diligence,  we  reached  such  a  stage 
that  we  could  open  the  beach  at  midnight  October  26  and  27.  We  had 
now  gone  so  far  through  the  beach  that  only  a  temporary  barrier  could 
be  erected  against  a  storm.  All  day  on  the  26th  the  sea  was  calm  and 
the  weather  beautiful,  and  had  been  so  for  two  or  three  days  previous, 
the  barometer  remaining  high  and  stationary.  There  were  indications 
that  a  storm  was  brewing,  and  the  high  cirrus  clouds  took  a  northeast 
and  southwest  direction.  We  were  too  far  away  and  isolated  to  obtain 
any  information  from  the  signal-reports.  It  was  now  the  season  for 
northerly  winds,  as  shown  by  Professor  CoflBn's  wind  diagrams,  in  hisessay 
on  the  winds  of  the  northern  hemisphere,  (copied  at  end  of  this  chapter,) 
and,  judging  by  the  indications,  we  had  every  reason  to  hope  that  if  the 
storm  did  come  it  would  be  from  the  northeast,  which  would  favor  us 
with  a  large  tide.  The  perijod  of  very  highest  tides  predicted  in  the 
tide-table  was  on  the  7th  and  8th  of  October,  but  we  were  now  at  the 
nexf  period  of  high  tides,  as  shown  by  these  tables. 

During  the  26th  numbers  of  people  visited  the  scene  of  operations, 
and  I  had  a  chance  to  converse  with  the  most  experienced  of  those  who 
had  worked  upon  the  beach  at  other  places  to  open  the  fresh-water 
ponds.  None  of  them  professed  any  knowledge  that  would  have  altered 
what  had  been  done  at  the  site  selected.  Nearly  all  the  people  favored 
making  the  attempt  farther  to  the  east,  but  what  was  done  at  the  place 
selected  they  a])peared  satistied  with.    The  remarkable  smoothness  of 
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the  sea,  which  every-  one  regarded  aa  an  important  element  of  success, 
was  all  that  could  be  desired.  There  seemed  every  reason  to  expect 
that  now,  it*  ever,  nature  would  '^  respond  to  the  effort  of  the  engineer." 

As  the  day  declined  a  light  wind  which  was  blowing  from  the  east 
slowly  swung  round  toward  the  south,  and  after  sunset  gradually  in- 
creased, so  that  by  midnight,  when  we  expected  to  throw  down  our  bar- 
rier, and  let  the  high  tide  of  the  bay  out  into  the  ocean,  the  waves  were 
quite  high  under  the  influence  of  a  brisk  wind  from  a  point  a  little  west 
of  south.  The  most  unfavorable  bay  tide  accompanied  this  that  we  had 
yet  witnessed.  The  water  in  the  bay  did  not  at  any  time  exceed  1.1  feet 
above  the  level  outside,  and  the  time  it  was  above  only  amounted  to 
about  four  hours.  To  open  the  beach  at  such  a  time  was  folly,  so  I  di- 
rected it  to  be  strengthened  against  the  waves,  and  all  the  rest  of  the 
night  as  many  men  as  could  work  banked  up  the  sand  across  the  cut, 
and  interspersed  the  layers  of  sand  with  layers  of  eel-grass,  of  which  we 
had  secured  a  good  supply  beforehand.  By  sunrise  the  gale  had  in- 
creased to  one  of  great  fury,  and  lines  of  breakers  one  after  the  other 
extended  along  the  shores  in  front  of  the  whole  beach.  The  wa\  es  rap- 
idly wore  away  the  outer  beach,  and  the  men  worked  as  if  their  lives 
depended  upon  it,  to  keep  the  ocean  out  of  the  cut.  In  this  they  suc- 
ceeded till  about  8  a.  m.,  at  which  time  the  level  outside  was  4  feet 
above  the  level  in  the  bay.  By  this  time  all  the  sand  convenient  to  use 
at  the  barrier  had  been  thrown  upon  it,  and  carried  away  by  the  waves. 
Human  power  could  no  longer  maintain  the  barrier,  and  I  directed  the 
men  to  abandon  further  effort.  They  barely  escaped  to  the  side  of  the 
cut  when  the  waves  leaped  the  barrier  and  swept  it  away  with  them. 
Such  a  rush  of  water  as  now  came  pouring  into  this  opening  looked  as 
if  it  must  inevitably  cut  away  the  beach  and  make  the  inlet  too  large  to 
close  again.  The  water  was  driven  before  the  tempest  into  a  cut  60  feet 
wide  and  mostly  8  to  10  feet  deep,  with  a  head  of  4  feet.  This  force  rap- 
idly widened  the  passage  to  about  140  feet,  mostly  by  undermining  the 
east  side.  The  current,  however,  could  not  carry  the  sand  out  of  the 
cut,  but  dropped  it  at  the  bottom.  The  wind,  as  it  chVinged  more  to  the 
westward,  brought  more  and  more  sand  along  the  beach  and  into  the 
opening  on  the  west  side.  The  waves  also  undermined  the  east  side  by 
I  heir  direct  impact.  The  filling  up  became  very  rapid  as  the  tide  began 
to  fall,  and  by  sunset  the  outside  beach,  that  is,  the  part  specially  formed 
by  the  waves,  was  again  continuous  across  the  opening.  It  was  observed 
during  the  height  of  the  inflow  that  the  current  did  not  follow  our  arti- 
ficial channel  through  the  flats,  but  turned  to  the  eastward  along  the 
natural  water  way  and  onward  in  the  natural  channel  through  the  shoals. 
This  course  was  clearly  marked  by  the  bubbles  which  formed  on  the 
water-surface  at  the  edges  of  the  cut  as  the  undermined  sand  fell  in. 
This  showed  conclusively  that  this  artificial  channel  through  the  shoal 
might  have  been  dispensed  with.  In  consequence  of  the  current  not 
tollowing  it,  it  was  not  filled  up  with  sand,  and  still  remains. 

I  was  very  dissatisfied  with  the  result,  but  I  had  followed  the  best 
light  I  could  get,  and  had  learned  some  things  that  could  be  learned  in 
no  other  way.  In  that,  as  an  engineer,  there  was  some  compensation. 
But  1  was  really  unhapj)y  when  I  thought  what  a  loss  and  disappoint- 
ment it  was  to  the  people  of  Edgartown,  not  only  because  of  its  failure, 
but  on  account  of  its  natural  discouragement  to  future  eftbrts.  I  had 
been  personally  on  the  ground  almost  a  month.  Other  duties  compelled 
me  to  leave,  and  they  have  also  delayed  this  report.  Mr.  Van  Ingeu 
remained  behind  to  try  again  on  the  next  time  of  high-tides. 

At  about  noon  on  October  31,  Mr.  Van  Ingen  began  at  the  cut,  with 
forty  meu  and  six  teams,  to  dig  a  narrow  IrencU^lO  fe^t\svi<^  ^xA'il^yX 
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deep  at  high-water,  sufficient  to  set  the  water  flowing,  but  a  storm  filled 
it  up. 

Again,  on  the  6th  of  November,  he  made  at  the  cut  a  channel  6  feet 
wide  and  3J  feet  deep  at  high-water.  This  he  kept  open  during  t^yo 
outflowing  tides,  the  second  one  giving  him  a  head  of  2.7  feet.  The 
gravel  at  the  ocean  end  defeated  all  attempts  to  deepen  it  there,  althoogli 
he  had  men  shoveling  all  they  could.  A  southeast  storm  closed  it  all 
up  again. 

These  operations  by  Mr.  Van  Ingen  to  effect  an  opening  with  tbe 
outward  current  show  that  there  is  little  chance  of  success  in  tbe  method 
of  merely  making  an  opening  sufiicient  to  cause  the  water  to  flow,  even 
w  hen  aiding  the  operations  of  nature  afterward  by  all  the  stirring  and 
digging  practicable,  unless,  as  he  says,  **  there  should  be  several  days 
of  smooth  sea  in  addition  to  a  fair  head  of  water.''  Even  then  it  is  so 
uncertain  that  I  think  there  is  no  practical  reliance  to  be  placed  upon 
such  plan. 

I  will  conclude  this  narration  of  our  operations  with  some  general 
meteorological  considerations  which  bear  upon  the  subject,  and  which 
have  been  deferred  till  this  place  in  the  report  because  they  have  not 
been  made  controlling  features  of  the  work  on  account  of  their  uncer- 
tainty, although  of  vital  importance  to  success.  It  is  well  known  that 
our  periodical  meteorological  phenomena  are  subject  to  very  wide  limits 
of  variation.  The  changes  between  summer  and  winter,  although  on 
the  average  gradual,  are  frequently  aflected  by  days  in  close  proximity 
in  which  the  ranges  of  temperature  vary  greatly  in  both  directions  on 
the  thermometric  scale  from  the  mean-months — are  exceptionally  cold 
or  exceptionally  w^arm ;  and  the  same  is  true  for  whole  sC/asons. 

Professor  Mitchell,  in  predicting  the  time  of  tide  for  opening  the 
beach,  also  states,  as  already  quoted — 

There  will  also  be  a  decided  advantage  in  selecting  a  period  of  strong  winds  from 
north  to  east,  but  winds  from  the  opposite  quadrant  will  prove  very  nnfavorable. 

The  best  authority  I  can  find  for  determining  the  season  of  the  year 

when  winds  from  the  favorable  quadrant  are  likely 
to  prevail  is  Professor  CoflQu's  "Winds  of  the  North- 
ern Hemisphere,"  in  the  sixth  volume  of  the  ''Smith- 
sonian Contributions  to  Knowledge."  From  this  is 
taken  the  annexed  diagram,  on  which  the  shawling  at 
the  different  points  of  the  compass  are  proportional 
to  the  time  during  which  the  winds  prevailed  from 
those  points  during  a  period  of  four  years'  obsena- 
tions  at  Nantucket. 
From  this  same  work  (Plate  XI)  is  taken  the  following  diagram, 

which  shows  the  deflections  of  the  wind  from 
its  mean  annual  course  in  the  different  months 
of  the  year,  the  relative  amounts  of  the  force 
being  shown  by  the  length  of  the  arrow,  ex- 
clusive of  the  head. 

The  first  of  these  diagrams  shows  that  the 
mean  of  all  the  forces  of  the  wind,  or  their 
resultant,  is  a  west  wind,  and  the  second  dia- 
gram shows  that  all  the  winds  from  thefavora- 
ble  quadrant  referred  to  by  Professor  Mitchell 
are  between  September  and  November^  in- 
clusive, in  the  autumn,  and  in  March  in  the 
spring.    From  these  we  conclude,  as  far  as  we  can  conclude  anythiug 


REPORT   OP   THE    CHIEF    OF   ENGINEERS.  201 

from  them,  that  our  work  was  carried  on  so  as  to  make  the  opening  at 
the  times  when  winds  from  the  favorable  quarter  were  most  to  be  ex- 
pected. 

As  before  stated,  our  isolated  position  cut  us  off  from  receiving  the 
often  useful  warnings  of  the  Signal-Bureau  of  the  War  Department. 

I  have  since  obtained  through  the  courtesy  of  General  Myers,  United 
States  Army,  Chief  Signal-Officer,  copies  of  the  weather-maps  from  mid- 
night Saturday  until  midnight  of  Monday,  extracts  from  which  I  give 
below.  It  will  be  seen  from  them  that  if  1  had  been  in  telegraphic 
comroanication,  the  predictions  would  not  have  altered  my  arrange- 
ments. At  7.35  a.  m.  of  Saturday,  the  25th  of  October,  there  was  no 
storm-center  reported.  At  4.35  p.  m.  it  was  predicted  that  the  area 
of  low  barometer  in  Kansas  wouhl  develop  into  a  storm-center,  moving 
northeastward  on  Sunday,  but — 

For  the  Middle  Atlantic  States  and  New  England,  winds  back  ibo  northeast,  with 
continned  hij;h  barometer  and  clear,  warm  weather. 

This  is  apparently  a  favorable  indication  for  Sunday  night  in  regard 
to  high  tides.  The  prediction  itself  was  true  as  to  the  weather.  On 
Sunday,  October  26, 1  a.  m. — 

A  storm  will  continue  to  develop  in  the  Lower  Missouri  Valley,  moving  northward 
over  the  upper  lakes,  preceded  by  northwesterly  winds,  and  snow  during  Sunday. 

At  7.35  a.  m.  Sunday  the  storm-center  h^id  moved  northward  into 
Wisconsin — 

And  will  probably  move  northeastward  over  Upper  Michigan.  For  New  England 
and  Middle  Atlantic  States,  southeasterly  winds. 

Sunday,  4.35  p.  m. — 

The  storm  on  Lake  Huron  will  probably  move  northeastward.  For  New  Etigland, 
easterly  winda 

Monday,  October  27, 1  a.  m. — 

Ad  area  of  low  barometer  that  was  Saturday  night  in  Missouri  and  Kansas  has 
moved  northeastward  over  Lake  Huron,  and  has  very  rapidly  developed  into  an  ex- 
tended disturbance.  *  *  For  the  Middle  and  Eastern  States,  brisk  and  possibly  high 
southeast  and  southwest  winds. 

This  information  onMonday  morning  would  not  have  been  in  advance 
of  our  actual  experience.  In  fact  there  was  none  of  it  that,  if  received  at 
the  time  made,  would  have  warned  us  against  probable  adverse  conditions 
until  it  was  too  late.  At  7.35  a.  m.  the  storm-center  wns  still  near  Lake 
Erie,  but  by  4.35  p.  m.  it  was  central  just  north  of  Portkmd,  Me.  From 
the  i»o8itions  of  the  center  of  the  storm,  as  located  on  the  last  two  charts 
reierred  to,  it  must  have  moved  nearly  at  the  rate  of  forty-tive  miles  per 
hour  in  the  intervening  time. 

The  weather-charts  sbow  a  velocit}'  of  the  wind  at  7.35  a.  m.,  October 
27,  of  twenty-eight  miles  anhour,  but  I  should  tbink  it  exceeded  this  at 
Edgartown,  and  continued  as  violent  throughout  the  day. 

Cleneral  Myers  has  also  sent  me  the  chart  showing  the  course  of  the 
different  storm-centers  during  the  whole  of  October.  Tbe  most  favor- 
able one  for  high-tides  was  on  the  Gth,  7th,  and  8th  of  the  month,  but 
its  course  was  out  at  sea,  and  could  not  be  predicted.  No  other  favor- 
able one  occurred  during  the  month.  On  account  of  the  injurious  effect 
of  the  waves  in  storms,  I  believe  it  is  better  to  have  a  period  of  calm 
than  even  a  northeast  wind.  But  even  calm  weather,  as  far  as  we  are 
able  to  determine  it  on  land,  will  not  insure  us  quiet  seas,  for  it 
li  eqnently  occurs  that  the  most  violent  w  aves  roll  in  upon  our  shores 
the  effect  of  storms  far  out  at  sea,  of  which  we  Lave  no  warning. 
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Without  going  further  in  this  report,  the  reader  can  form  his  own 
opinion  as  to  whether  the  failure  to  accomplish  the  result  desired  was 
due  to  unfavorable  conditions  which  we  might  reasonably  expect  to 
escape  from  in  another  trial.  For  my  own  part,  I  regard  success  in  the 
way  proposed  so  uncertain  that  no  effort  should  be  spared  to  increase 
it  by  study  of  the  conditions  involved  and  in  search  for  a  more  promis- 
ing project.    This  naturally  leads  us  to  the  following  chapters. 

CHAPTER  III. 

• 

PRESENTATION  OP  THE  PHYSICAL  FEATURES  AND  FORCES  CONCERNED 
IN  THE  FORMATION  OF  COT  AMY  BEACH,  AND  IN  MAKING  AND  CLOSING 
OPENINGS  THROUGH  IT,  WITH  A  NEW  PROJECT  FOR  MAKING  AN 
OPENING. 

I  have  arrived  at  a  point  in  this  report  where  we  must  consider  what 
to  do  in  the  future  prosecution  of  the  work..  My  views  are  now  materi- 
ally different  from  those  on  which  tbe  former  project  was  based,  and  are 
derived  from  knowledge  gained  by  recent  experience,  abided  to  that 
before  obtained  from  others.  For  the  purpose,  therefore,  of  having  in 
one  place  all  the  facts  in  regard  to  the  formation  of  the  beach  which  I 
possess,  I  will  give  a  connected  description  of  the  physical  features  as 
they  appear  to  me. 

THE  BEACH. 

The  situation  of  Martha's  Vineyard  Island  exposes  its  Routhem  side 
to  the  full  force  of  the  ocean  waves.  The  prevailing  direction  of  these 
is  such  that  the  materials  which  compose  the  margin  of  the  beach  are 
swept  along  the  shore  from  west  to  east,  although  there  are  times  (of 
variable  period)  when  the  movement  is  in  the  opposite  direction. 

Reliable  observation  has  determined  that  the  beach-material  is  de- 
rived from  the  cliffs  at  the  west  end  of  this  island,  which  al-e  being 
undermined  bv  the  waves  in  storms.  The  wav  in  which  the  waves 
cut  to  waste  away  a  shore  and  move  the  material  along  it  in  their  pre- 
vailing direction  has  been  frequently  described,  and  may  be  assumed 
here  as  a  part  of  common  knowledge.  On  reaching  head  lands,  this 
material  is  dropped  on  the  sheltered  side,  and  if  the  current  past  these 
points  is  strong  enough,  the  material  is  washed  away.  Frequently  only 
"  spits  "  are  formed,  tailings  of  the  deposit  of  the  shore-drift,  merely 
indicating  the  prevailing  direction  of  the  movement.  When  the  wave- 
force  is  powerful,  these  deposits  may  extend  entirely  across  the  indenta- 
tions of  the  shore,  inclosing  the  space  between  the  head-lands  and  caus- 
ing fresh-water  ponds  to  form  inside  of  them.  Some  of  these  ponds 
periodically  rise  so  high  as  to  burst  the  barrier,  and  sometimes  this 
operation  is  aided  artificially,  thus  draining  the  interior  and  restoring  a 
connection  with  the  ocean  for  a  while.  The  artificial  openings  tbat 
have  been  successful  have,  so  far  as  I  know,  been  confined  to  these 
iresh-water  ponds.  Sometimes,  when  the  inclosed  area  is  large  and  the 
rise  of  the  tide  considerable,  an  inlet  is  maintained  by  the  ebb  and  dood, 
as  at  Port  Jefferson  Harbor  and  Fire  Island  Inlet,  on  Long  Island,  New 
York.  In  rare  cases,  like  Ootamy  Bay,  we  have  seen  the  inlet  direct  from 
the  ocean  maintained  for  an  unknown  period  of  the  past  by  the  tidal 
circulation,  finally  closed  up,  and  being  at  the  same  tinie  connected  by 
another  inlet  with  Nantucket  Sound,  it  cannot  become  a  fresh-water 
lake  and  rise  to  a  level  suflicient  to  burst  the  barrier. 

Thus  it  is  now  at  the  south  side  of  Martha's  Vinevard.    The  drift  of 
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the  material  from  the  waste  of  the  cliffs  on  the  west  end  of  the  island 
has,  in  its  eastward  motion,  closed  the  space  between  all  the  head-lands 
with  a  continuous  beach  till  reaching  the  Muskeget  Channel.  It  there 
meets  with  a  powerful  current,  by  which  the  sand  is  swept  partly  into 
Nantucket  Sound  and  partly  out  to  the  ocean,  forming  extensive  shoals 
in  these  waters. 

The  people  in  this  vicinity  call  that  part  of  the  beach  which  is  built 
by  the  sand  blown  by  the  wind  and  arrested  by  the  plants  "  the  true 
heach,^^  and  the  part  lying  just  seaward,  built  up  by  the  waves  alone, 
and  washed  by  them,  ^^  the  false  heach.^  They  use  the  words  "true" 
and  " false ^  in  the  sense  of  "permanent"  and  "changeable,"  because 
the  first  undergoes  but  slow  alterations,  while  the  other  changes  with 
every  change  of  wind,  generally,  throughout  most  of  its  extent,  increas- 
ing with  easterly  winds  and  decreasing  with  westerly  winds.  More  cor- 
rectly speaking,  the  changing  beach  is  the  real  beach,  and  the  other  a 
dune  formed  from  it.  It  is  necessary,  in  considering  the  nature  of  this 
"littoral  cordon,"  to  distinguish  between  these  two  parts  of  it;  but  as 
it  is  generally  the  custom,  in  speaking  of  Cotamy  Beach,  to  regard  the 
word  " beach"  as  meaning  the  whole  of  it,  I  shall  preserve  that  signifi- 
cation for  the  word  and  designate  the  other  parts  by  prefixing  qualify- 
ing words  relating  to  their  different  formation. 

There  is  a  limit  to  the  height  of  the  beach  formed  by  the  waves,  but 
where  this  is  aided  by  the  winds  and  plants  take  root,  there  is  hardly 
any  limit  to  the  height  that  may  be  attained  by  the  accumulated  sand 
arrested  by  the  plants.  The  comparatively  little  height  attained  by  the 
dune  portion  of  the  Cotamy  Beach  attests  what  the  surveys  show — that 
it  has,  in  recent  times,  been  much  undermined  by  the  waves  on  the 
ocean  side.  Wherever  a  beach  like  this  attains  permanency,  not  only 
does  its  height  become  great,  but  marshes  form  along  the  margin  in  the 
inclosed  bay.  The  remains  of  such  marsh,  now  buried  under  the  dune, 
or  showing  an  edge  exposed  to  the  ocean  waves,  indicate  a  former  period 
of  quietude  along  this  beach  which  it  ha«  not  had  for  many  years. 

Annexed  is  a  profile  (horizontal  scale  one-fourth  of  vertical  scale) 
through  the  beach,  taken  at  the  place  where  our  excavation  was  made. 
This  is  at  one  of  the  narrowest  places,  but  the  height  is  as  great  as  it  is 
anywhere.    Beginning  on  the  ocean  side,  there  is — 

1.  The  belt  of  pebbles  and  gravel  just  below  low-water  level.  Its  ex- 
act extent  we  do  not  know,  but  it  is  probably  as  much  as  (5  feet  deep. 

2.  We  have  the  wave-formeil  beach,  shown  by  the  inclined  shading 
lines,  and  these  lines  indicate  a  kind  of  stratification  which  it  has  in  this 
direction.  Its  width  is  very  variable;  its  height  gives  about  7  feet 
above  ordinary  high-water,  being  the  limit  to  which  the  storm-waves 
cast  up  the  sand;  the  breakers  outside  prevent  the  waves  reaching 
very  great  heights. 

3.  We  have  the  wind-formed  beach  rising  5  to  6  feet  above  the  level 
of  the  wave-formed/ beach.  It  is  nearly  horizontally  stratified.  Under 
its  highest  part  we  found,  buried  up,  a  former  salt-marsh,  which  must 
have  grown,  in  a  period  of  repose,  at  the  inner  margin  of  the  beach. 
Men  now  living  remember  when  it  formed  the  inner  margin  of  the 
beach.  Underneath  this  marshsod,  from  3  to  5  fe^t  below  low-water, 
there  is  a  layer  of  clam-sbells,  nmstly  such  as  are  now  living  inside  the 
bay,  near  the  same  level,  but  which,  inside,  now  live  also  even  above 
low- water  level.  These  shells  under  the  marsh-sod,  mostly  the  Myacidae^ 
fully  grown,  are  in  the  ])osition  in  which  they  lived,  and  must  then,  of 
course,  have  ha<l  free  communication  with  the  water  of  the  bay.  The 
marsh-sod  seems  now  at  the  level  at  which  it  grew. 
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Tliis  section  may  be  taken  as  representing  the  geDeral  form  of  tbe 

beach.  In  some  places  it  is  ninch  wider, 
reaching  a  width  as  great  as  830  feet.  At 
both  tlie  east  and  west  ends  of  the  bay  the 
wind  formed  beach  is  of  a  less  height,  not 
more  than  a  foot  or  two  above  the  part 
washed  by  the  storm-waves,  and  here  tbe 
beach-gra^is  has  not  become  well  established. 
I  do  not  think  that  the  permanence  of  the 
beach  depends  to  any  great  extent  n|)on  the 
part  taken  by  the  winds  and  plants. 

The  expressions  "increasing  waste"  and 

"beaten  back,"  applied  to  this  beacb,  do 

not  convey  my  idea  of  the  operations  going 

on,  and  furnish  us  no  ground  upon  wbich  to 

reason  as  to  the  eU'ect  of  changing  conditions. 

;<§  JO  The  idea  of  being  swept  along  the  shore  is 

consistent  with  wasting,  but  not  with  "  beaten 

»^  back ;"  but  unceasing  waste  is  inconsistent 

"^^  with  the  existence  of  the  beach  itself. 

The  waste  along  the  south  shore  of  Mar- 
tha's Vineyard,  in  one  sense,  is  confined  to 
the  high  cliffs  near  tbe  western  part,  at  tbe 
Ka^haquitvsa  cliffs  and  Gay  Head,  and  is 
there  intermittent,  mainly  taking  place  in 
storms.    As  this  wasted  material  is  moved 
II  eastward  by  the  waves,  it  forms  the  beaches 
2^  across  the  bays,  converting  all  but  Cotamy 
fcjfeT  Bay  (with  its  northern  outlet)  into  ponds. 
It  seems  evident  that  if  this  waste  mate- 
rial at  these  bluff's  was  furnished  as  fast  as 
the  waves  could  move  it  eastward,  each  part 
of  the  beach  would  be  supplied  with  mate- 
rial nearly  if  not  quite  as  fast  as  it  was 
0^      worn  away,  and  a  considerable  degree  of 
permanency  would  be  given  to  the  beacb. 
If,  on  the  other  hand,  there  should   be  a 
lack  of  material  furnished,  the  wear  uix)n 
the  beach  already  formed  would  begin,  aud, 
its  waste  not  being  replaced,  a  recession  ot- 
the  beach  would  follow.    The  water-formed 
beach  would  at  times  all  disappear,  and  the 
waves  would   then   undermine   the   wind- 
formed  beach  behind  it.    This  high  beach 
"^^^^  has  its  crest  next  to  the  waves,  and  at  its 
'^^  present  height,  about  12  feet  above  high- 
water,  a  recession  of  100  feet  would  in  many 
places  bring  it  down  below  the  level  of  the 
extreme  tides.    At  such  a  time,  with  favor- 
ing tides,  a  natural  opening  might  be  formed. 
At  first  glance  one  would  be  inclined  to  say 
that  tbe  wearing  away  of  the   beach  at 
Cotamy  was  a  consequence  of  the  gradual 
wearing  away  of  the  whole  south  shore  of 
Martha's  Vineyard;  but,  if  my  reasoning  be 
correct,  a  diminution  of  the  wearing  away 
at  the  cliff's  which  supply  the  material,  or 
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a  less  amount  of  sand  furnished  by  them,  would  be  the  cause  of  the 
increasing  waste  at  Cotamy  Beach.  Nothing  seems  more  probable  than 
that  the  rate  of  wear  of  the  western  cliffs  must  have  l»een  irregular, 
both  in  extent  and  in  the  quality  of  the  material,  so  that  in  this  alone 
we  have  probable  source  of  change  enough  to  cause  Cotamy  Beach  at 
one  time  to  disappear  and  leave  Cotamy  Bay  open  to  the  sea,  and  at 
another  time  closeil  by  a  beach,  as  now,  with  the  intermediate  condition 
of  an  inlet.  The  evidence  of  the  first  condition  Professor  Mitchell  gives, 
by  referring  the  effect  of  the  action  of  the  ocean  waves  at  points  in  the 
bay  where  they  could  not  now  reach,  and  could  not  have  reached  at 
any  time  since  it  was  known  to  Europeans. 

it  is  not  improbable  that  there  is  less  erosion  now  than  formerly  at 
the  Nashaquitsa  cliffs,  as  they  have  receded  behind  the  partial  protec- 
tion of  Squipnocket  Point. 

A  diminution  of  the  waste  at  these  cliffs,  according  to  my  idea,  in- 
volves an  increasing  waste  at  the  beach  in  front  of  Cotamy  Bay ;  vice 
rersiij  a  large  supj^ly  of  waste  material  from  the  cliffs  implies  a  period 
of  rest  or  even  of  accretion  at  this  beach.  We  have,  largely,  conclu- 
sive evidence  of  such  former  period  of  repose  in  the  remains  of  the  salt- 
marsh  which  we  dug  into  near  the  outer  edge  of  the  beach.  This  m  irsh 
is  now  entirely  covered  with  dune-sand,  but  it  must  have  been  formed 
on  the  inside  margin  of  the  beach,  beyond  the  reach  of  this  drifting 
sand,  and  a  considerable  period  must  have  been  required  for  it  to  grow  ; 
entirely  inconsistent  with  such  rapid  changes  as  we  have  seen  in  the 
last  twenty-five  years.  This  marsh  was  about  the  mean  level  of  the 
bay,  and  about  1  foot  thick.  Underneath  it  was  the  usual  layer  of 
shells  of  the  species  now  found  in  the  bay.  The  beach  must  have  re- 
mained nearly  stationary  while  this  salt-marsh  so<l  was  forming  on  the 
bay  side.  At  present  there  is  no  such  marsh  to  be  seen  in  Cotamy 
Bay. 

Mr.  Wm.  H.  King,  a  resident  of  Edgartown,  employed  by  me,  says 
of  this  former  marsh  :  "  It  was  formerly  about  a  mile  long  sind  30  rods 
wide  in  some  parts,  and  in  others  not  more  than  10  rods.  On  the  lowest 
parts  the  tide  ebbed  and  flowed.  On  it  sedge,  salt,  and  black  grass 
grew.  It  began  to  be  covered  with  sand  about  fifty-five  years  ago,  and 
it  finally  disappeared  beneath  the  beach  about  twenty-live  years  ago.  It 
has  been  known  at  least  as  far  back  as  seventy- five  years. 

This  effect  upon  the  beach  at  Cotamy,  arising  from  changing  conditions 
of  the  receding  cliff's  to  the  westward,  must  have  been  gradual,  and 
operate  over  considerable  periods  of  time,  such  as  I  have  associated  with 
the  growth  of  marshes  inside  the  bay. 

The  changes  at  Cotamy  Beach,  therefore,  I  attribute  alone  to  the 
transporting  power  of  the  waves  along  the  shore.  If  more  material  is 
brought,  under  varying  circumstances,  than  can  be  carried  away,  the 
beach  grows  and  remains  permanent.  If  the  supply  is  less  than  the 
waste,  there  is  a  recession.  In  either  case,  a  rapid  transportation  of 
beach-material  across  an  inlet  might  close  it,  and  even  opposing  winds 
might  unite  to  produce  this  effect.  It  is  important  to  recognize  this,  in 
order  to  realize  the  great  power  that  is  at  work  to  close  an  outlet  after 
it  has  been  artificially  formed.  AH  the  material  of  the  beach  in  its 
changing  conditions  must  pass  the  opening,  and  judged  by  ordinary 
measurement  it  is  truly  enormous.  The  waves  do  not  beat  back,  they 
run  along  the  margin  and  cairy  away. 

While  1  regard  the  variations  in  the  amount  of  recession  of  the  Nash- 
aquitsa cliffs  and  in  the  qnality  of  the  material  they  afford  for  making 
beaches  as  most  important,  thei-e  are,  besides,  meteorological  conditions 
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which  may  operate  more  or  less  effectually  for  one  season,  or  even  for 
several  seasons,  such  as  the  greater  or  less  prevalence  of  strong  south- 
erly winds  over  northerly  winds.  These  variations  I  believe  to  be  of 
very  great  importance  in  the  formation  of  the  beach.  It  is  generally 
thought  that  strong  southerly  winds  cause  the  waves  to  wear  away  the 
beach,  but  that  mild  southerly  winds  and  northerly  winds  in  general, 
when  not  producing  heavy  waves  on  the  shore,  cause  an  increase  of  the 
^^ false  heach.^^  We  can  see  from  this  that  a  long  continuance  of  heavy 
southerly  winds  might  not  only  remove  the  ^^ false  heach^  but  underiniue 
the  wind-formed  portions,  until  what  remained  would  be  lower  than  the 
part  formed  by  the  waves.  If  this  wind  was  westerly,  no  opening  would 
form  under  such  conditions,  for  the  waves  would  constantly  bring  a  sup- 
ply of  sand  from  the  west  and  keep  the  wave-formed  beach  up  to  its 
full  elevation.  The  contrary  result  might  happen  with  an  easterly 
wind,  for  then  the  eastern  portion  of  the  beach  could  derive  no  supply 
of  material  from  the  Muskeget  Channel  to  take  the  place  of  that  moved 
away.  Whenever  the  undermining  with  a  southeasterly  gale  had  gone 
far  enough  to  bring  the  beach  below  the  level  of  the  tidCvS,  there  would 
be  a  minimum  supply  of  material  to  restore  the  waste.  At  such  times, 
too,  the  most  rapid  and  highest  rise  of  the  tides  would  occur,  and  the 
ocean  have  the  best  opportunity  to  force  its  way  inward.  This  view 
accords  with  the  fact  that  all  former  openings  have  been  near  the  mid- 
dle of  the  Cotamy  Beach,  or  east  of  the  middle  part. 

Until  some  such  wearing  away  occurs,  it  is  not  conceivable  how  any 
storm  could  break  the  barrier.  Such  a  cotidition  of  things,  however, 
must  be  of  rare  occurrence.  The  storm  of  November  13, 1871,  (to  ascer- 
tain the  effect  of  which  was  one  of  the  objects  of  the  survey  made  under 
General  Thorn)  was  a  very  remarkable  one.  The  wind  was  from  the 
east,  and  the  tide  rose  suddenly  and  very  high,  but  it  left  no  effect  here. 
No  recorded  ocean  or  bay  tide  could  overcome  the  beach  as  it  now  is. 

There  are  minor  peculiarities  found  on  the  beach  itself,  as  it  is  worn 
away,  which  give  a  different  rate  of  recession  to  different  parts.  Where 
it  is  composed  of  material  thrown  up  by  the  waves  it  is  nearly  all  sand, 
and  generally  homogeneous;  but,  as  we  have  seen,  thft  recession  has 
gone  so  far  that  marsh-sod  formed  in  the  bay  is  now  found  in  places 
projecting  against  the  ocean- waves.  This  would  give  a  different  local 
rate  of  subsequenjt  change.  The  waves,  too,  probablj^  act  somewhat 
unequally,  owing  to  differences  in  depth  in  front  of  the  beach.  The^e 
irregularities  exist  on  the  outlines  of  the  beach,  producing  points  and 
hollows,  and  these,  too,  somewhat  further  modify  the  wave  action. 

This  endeavor  to  understand  the  forces  operating  to  form  and  remove 
the  beach  seem  to  me  called  for,  and  the  inferences  drawn  seem  to  be 
entirely  in  accordance  with  known  facts. 

Imperfect  as  the  state  of  our  knowledge  thus  derived  may  be,  it  is  all 
we  have.  No  human  eye  witnessed  the  former  openings  and  closings  of 
the  beach,  nor  noted  and  recorded  the  changes  that  preceded,  accom- 
panied, and  followed  them.  That  there  was  evidence  of  great  wasting 
away  of  the  beach  at  its  eastern  part  in  1856,  when  Professor  Whiting 
made  his  survey,  after  the  new  opening  formed,  seems  to  be  affirmed  by 
him  ill  his  report,  page  117,  annual  report  United  States  Coast  Survey 
for  1830.     lie  says: 

This  action  of  the  sea  indicates  a  gradnal  wearing  away  of  the  southern  shore  of  the 
island,  and  I  think  in  this  particular  locality  the  beach  may  eventually  be  entirely 
swept  away  or  washed-in  upon  either  shore,  leaving  tbe  bay  between  the  Vineyard 
and  Chappaqniddick  an  open  chop.  *  *  •  *      • 

A  heavy  gale,  with  heavy  and  continued  breakers,  may  throw  np  another  beach  and 
close  this  new  ox>euing,  Ijut  I  think  the  indications  point  to  its  being  tinaUy  swept 
away. 


REPORT   OF   THE   CHIEF   OF   ENGINEERS.  207 

This  is  a  condition  of  things  which  may  naturally  occur  a^ain,  and 
form  a  new  opening.  But  not  only  must  there  be  a  great  wearing  away 
of  the  beach,  but  a  very  favorable  combination  of  the  tides.  A  south- 
east gale  at  the  period  of  greatest  high-tides,  might  raise  the  level 
outside  of  the  beach,  so  as  to  overtop  it  iu  a  worn  condition,  at  a  time 
when  Cotamy  Bay  was  5  or  6  feet  lower.  Then  a  rush  of  a  broad  sheet 
of  water  across  the  low  narrow  beaeh  would  sweep  much  of  it  into  the 
bay,  and  the  succeeding  high-tide  in  the  bay  might  complete  the  work 
by  its  outward  flow.  Mr.  Fisher,  a  well-known  resident  of  the  locality, 
informed  me  that  these  were  the  circumstances  attending  the  formation 
of  the  last  opening.  He  says  the  break  in  the  beaeh  was  made  by  the 
incoming  tide  from  the  ocean,  and  not  from  the  bay  outward,  as  is  gen- 
erally supposed.  Professor  Whiting  also  confirms  this  idea  of  the 
formation  of  the  opening,  for  he  says,  "  the  beach  on  either  side  of  it 
has  been  beaten  in  a  thousand  feet."  I  would  suggest  mceptin  rather 
than  beatenin.  This  action  requires  a  deep  space  in  the  bay  behind  the 
beach  to  receive  thcsand.  This  erroneous  idea  of  the  opening  being  * 
from  the  bay  outward  has  grown  up  from  the  fact  that  the  breaches 
through  beaches  made  at  the  ponds  have  all  been  outward.  But,  as  said 
before,  there  is  no  analogy  between  the  two  cases,  the  ponds  having  a 
bead  of  8  to  10  feet  sometimes,  and  this  entirely  independent  of  the 
tides,  so  that  the  current  was  not  intermittent. 

If  my  conclusions  are  correct,  it  would  seem  that  to  pursue  the 
course  of  nature  in  making  an  opening  we  should  not  attempt  a  narrow 
cut  through  the  beach  at  some  arbitrary  point.  We  should  take  that 
part  of  the  beach  where  natural  openings  have  formerly  existed,  and 
there  remove  the  sand  over  as  broad  a  space  as  possible,  leaving  a  nat- 
ural bulk-head  between  our  excavation  and  the  waves,  and  let  the  latter 
destroy  this  bulk-head  at  the  time  this  natural  action  would  effect  it,  for 
at  such  times  the  conditions  of  wash  would  be  most  favorable  to  the 
opening. 

We  are,  however,  prevented  from  doing  this  by  the  great  width  of 
opening  that  we  should  have  to  initiate;  the  new  opening,  at  the  time 
Professor  Whiting  saw  it,  being  1,400  feet  wide.  I  have,  in  a  previous 
part  of  this  report,  discussed  the  width  of  a  natural  opening,  when  di- 
rectly opposed  to  the  ocean,  which  seems  from  past  observation  to  have 
required  2,000  feet.  A  narrower  width,  500  feet,  was  suflicient  for  the 
period  when  the  opening  was  presented  to  the  Muskeget  Channel,  and 
the  beach  formed  the  side  next  the  ocean.  This  was  the  most  favorable 
position  for  the  opening,  as  far  as  the  ordinary  waves  were  concerned, 
and  the  strong  current  of  the  channel  prevented  any  bar  forming  at  its 
mouth.  It  was  probably  filled  by  the  protecting  beach  itself  being 
waslietl  into  it  by  the  storm-waves  at  a  period  of  no  current,  which  re- 
curs at  every  change  of  level  between  the  two  sides  of  the  beach.  Had 
this  outer  beach  been  properly  revetted  so  as  to  prevent  the  sea  wash- 
ing it  away  and  into  the  narrow  channel,  I  think  the  opening  thus 
presented  to  the  Muskeget  Channel  would  have  remained  open. 

DEFINITE  PLAN  PROPOSED. 

All  things  considered,  I  believe  the  only  practicable  place  for  an  arti- 
ficial opening  is  at  the  east  end  of  the  bay,  between  the  beach  and  the 
fast-land  of  Chappaquiddick,  so  as  to  connect  direct  with  the  Muskeget 
Cbaunel,  and  that  we  should  endeavor  to  restore  the  conditions  which 
existed  when  the  opening  was  at  this  point  and  had  a  width  of  500 
feet.    To  prevent  this  being  filled  up  we  must  protect  the  outer  beach 
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by  rip-rap,  and  by  all  the  appliances,  such  as  fences,  brush,  &c.,  that 
*  will  aid  in  arresting  the  sand  blown  by  the  wind,  and  build  the  beach 
up  above  the  power  of  storm-waves. 

The  swift  current  of  Muskeget  Channel  will  prevent  the  sand  lodging 
so  as  to  fill  this  opening  up.  If  we  can  secure  permanence  to  the  beach 
forming  its  outer  chop,  the  waves  here  will  have  less  power  than  when 
exposed  direct  to  the  ocean;  they  will  not,  therefore,  act  so  powerfully 
to  throw  sand  into  the  opening,  and  they  will  not  so  often  form  impassa- 
ble breakers  at  the  entrance,  rendering  it  useless  to  boatmen  in  heavy 
storms,  as  any  direct  outlet  to  the  ocean  would. 

The  opening,  too,  at  this  point,  leads  directly  to  the  place  that  pilots 
and  fishermen  desire  to  go.  It  is  designed  to  bo  permanent,  and  the  cost 
of  executing  is  not  to  be  repented. 

The  plan  under  which  I  have  operated  has  the  following  objections: 

In  the  view  of  the  fact  that  the  opening,  when  formed,  would  move  east- 
.ward  and  close  again,  it  was  located  at  the  western  side  of  the  bay, 
where  the  difficulties  of  making  the  opening  were  the  greatest.  It  was 
believed  to  be  easy  and  cheap,  but  it  is  not,  and  a  repetition  of  the  op 
eration,  if  once  successful,  should  be  avoided.  An  unsolved  feature  of 
that  plan  is,  how  to  construct  a  bulk-head  across  the  opening  that  will 
withstand  unfavorable  storms,  and  be  readily  thrown  down  artificially 
when  thought  desirable.  This  opening  could  not  have  been  used  by 
the  boats  in  storms  on  account  of  breakers. 

The  tidal  circulation,  in  its  influence  upon  Bdgartown  Harbor,  is  be- 
lieved to  be  the  same  in  both  cases;. but  I  have  reserved  a  discussion 
of  this  effect  until  I  come  to  consider  the  importance  of  the  work  itself. 

The  work  to  be  done  to  carry  out  the  plan  I  propose  would  be  to  cou- 
struct  a  breakwater  of  heaviest  granite  blocks  on  the  south  side  of  the 
proposed  opening,  and  at  right  angles  to  the  current  of  Muskeget  Chan- 
nel ;  the  outer  end  of  this  breakwater  to  bo  on  line  with  the  trend  of 
the  east  shore  of  Chappaquiddick  Island,  in  about  6  feet  of  water;  the 
shore-end  to  be  firmly  anchored  in  the  beach,  and  the  beach  protected  by 
short  granite  jetties  about  50  feet  in  length  and  about  50  feet  apart,  and 
united  at  the  shore-ends  by  a  continuous  line  of  riprap.  Lines  of  fence 
are  to  be  built,  or  rows  of  dead  cedar  trees  set  out  to  act  as  sandcatch- 
ers  on  the  beach,  and  thus  cause  it  to  augment  more  rapidly. 

I  believe  the  whole  width  of  channel  needed  will  have  to  be  dredged 
out,  and  possibly  may  amount  to  500  feet.  I  have,  however,  limited  the 
estimate  to  a  width  of  300  feet,  and  depth  of  4  feet  at  mean  low-water, 
which  will  be  about  one  half  the  other  in  amount  of  material  to  be  re- 
moved. 

The  breakwater  will  be  about  300  feet  long,  20  feet  wide  on  top-side 
slopes  of  one  upon  two,  and  14  feet  high.  The  riprap  protection  to  the 
outer  edge  of  the  beach  will  extend  3,000  feet,  and  will  consist  of  short 
jetties  about  50  feet  long  and  50  feet  apart,  to  be  connected  by  riprap  at 
their  shore-ends.  These  small  jetties  are  to  be  triangular  in  cross-sec- 
tion, with  side-slopes  of  45°  and  8  feet  high.  The  storm  waves  break 
so  far  outside  of  the  beach  that  this  will  be  sufficient  protection  to  it. 

ESTIMATES. 

Granite  for  breakwater,  jetties,  and  rip-raps,  in  blocks  not  less  than  a  ton 

weight,  30,000  tons,  at  $4.50 $135,000 

Fences  or  trees  to  arrest  sand 5, 000 

Dredging,  330,000  cubic  yards,  at  30  cents 69,000 

Superintendence 20,000 

220,000 
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CHAPTER  IV. 

IMPORTANCE  OF  THE  IMPROVEMENT. 

The  inlet  to  Cotamy  Bay  was  valuable  to  the  fishing  interests  as  pur- 
sued in  small  boats,  such  as  are  generally  used  by  fishermen  along  our 
shores,  and  was  also  of  service  occasionally  to  some  vessels  so  unfortu- 
nate as  to  be  in  distress  on  this  coast,  by  enabling  these  men  to  reach 
her  and  act  as  pilots.  If  these  objects  alone  were  to  be  considered  I  do 
not  think  they  would  justify  the  expense  of  an  opening.  The  main  ob- 
ject claimed  for  the  operation,  however,  is  the  influence  in  preserving 
the  depth  of  the  entrance  to  Edgartown  Harbor. 

So  far  as  the  survey  made  by  Professor  VV^hiting  in  1871  goes,  it  does 
not  appear  at  all  conclusive  that  any  injury  to  this  harbor  resulted  from 
the  closing  up  in  18G9.  The  injury  feared  is  based  more  upon  inference 
than  observed  measurement.  There  was  no  survey  to  compare  it  with 
but  the  previous  one  of  1846,  and  many  of  the  changes  shown  may  have 
been  as  much  the  effect  during  the  succeeding  twenty-three  years,  while 
the  Cotamy  Beach  remained  open,  as  during  the  last  two  years  during 
which  it  was  closed.    The  following  changes  were  noted  : 

l.-^t.  One  foot  more  of  water  can  now  be  bronght  into  the  town-basin  over  the  bar. 
2d.  The  apron  of  sand  within  Chappaquiddick  Point  has  extended  so  as  to  rednce  the 
depth  all  the  way  across  the  channel  and  impair  the  holding-ground.  The  crosF-sec- 
tion  most  encroached  upon  has  lost  about  25  per  centum  of  its  area.  3d.  An  increase 
of  the  bulk-head  or  ahoal  in  the  bro.idest  portion  of  Cotamy  Bay  has  occurred,  and 
amounts  to  nearly  1,000,000  cubic  yards. 

The  increase  of  depth,  Professor  Mitchell  says,  had  been  so  gradual 
as  not  to  be  noticed  by  the  people  of  Edgartown,  but  the  extension  of 
the  "apron  of  Chappaquiddick  Point  had  excited  attention  by  its  recent 
advances."  The  addition  to  the  shoal  in  Cotamy  Bay  could  not  directly 
eflect  Edgartown  as  a  harbor.  It  was  of  course  due  to  the  opening  and 
not  its  closing  up. 

The  anchorage  which  has  suflFered  since  the  survey  of  1846  was  inside 
and  past  the  town,  and  cannot  be  considered  important  in  the  point  of 
view  of  a  harbor  of  refuge.  In  fact,  in  all  winds  except  from  the  north 
and  northwest  the  anchorage  outside  the  lighthouse  is  good,  and  these, 
which  the  outer  harbor  furnishes  no  protection  for,  are  generally  accom- 
fianied  by  clear  weather,  and  are  favorable  to  vessels  keeping  on  their 
course. 

Professor  Mitchell  thinks  that  superior  depth  at  the  entrance  of  Ed- 
gartown over  that  at  Nantucket  "  is  due  to  the  exiHtenee  of  a  southern 
opening  in  the  former  vase,^^  If  these  entrances  were  in  every  other 
resi>ect  precisely  alike  I  would  agree  with  him  in  this  opinion,  but  the 
other  conditions  are  so  different  that  I  do  not  think  the  reason  sufficient. 

We  have  already  spoken  of  the  strong  currents  of  water  which  flow 
between  the  Muskeget  Channel  and  the  eiist'rn  entrance.  The  numer- 
ous shoals  attest  the  great  amount  of  sand  they  sweep  along  in  their 
course.  In  this  broad  part  of  the  sound  the  prevailing  northwest  winds 
must  cause  the  waves  to  throw  much  greater  quantities  of  sand  upon 
the  north  shore  of  Nantucket  Island  than  can  ever  reach  the  north  shore 
of  Martha's  Vineyard,  and  this  sand  swept  along  the  shore  of  Nantucket 
by  the  waves  is  sufficient,  in  my  mind,  to  account  for  the  very  different 
conditions  of  the  two  inner  harbor  entrances.  On  the  whole,  I  agree 
with  the  final  conclusion  of  Professor  Mitchell,  that  "until  we  have 
still  another  survey  we  must  infer  that  the  two  years'  closure  of  the 
beach  has  not  affected  the  bar"  at  the  entrance.    With  the  remainder 
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of  the  appropriatiou  unexpended,  $1,385.48,  I  would  recommend  tbis 
survey  to  be  made  the  coming  season.  From  this  we  can  ascertain  wbat 
the  injury  has  been  in  the  last  five  years,  and  whether  it  is  not  better 
to  dredge  at  Edgartown  than  at  Cotamy  Beach. 

CONCLUSION. 

I  cannot  find  ground  at  present  sufficient  to  justify  an  appropriation 
for  making  the  only  opening  in  the  beach  which  I  consider  practicable. 
But  unwilling  to  stand  in  the  way  of  an  object  which  others  have 
thought  so  desirable  and  easy  of  accomplishment,  I  respectfully  recom 
mend  an  appropriation  of  $22,000,  the  original  estimate,  to  be  paid  to 
any  one  who  will  make  the  improvement  desired  ;  letting  it  by  contract 
to  the  lowest  bidder,  under  sufficient  guarantee  that  he  will  make  a 
proper  effort,  and  receive  compensation  upon  succeeding. 


APPENDIX. 

Report  of  Mr.  A.  S.  Van  Ingen,  Assistant  Engineer. 

Engineer  Office,  U.  S.  A., 

Newport  J  li.  /.,  December  26,  bTS. 

General:  I  have  the  honor  to  make  the  foUowing  final  report  of  operations  fortbe 
opening  of  the  South  Beach,  with  a  view  to  the  restoration  of  the  direct  tidal  How  be- 
tween Edgartown  Harbor,  Massachusetts,  and  the  ocean. 

In  accordance  with  your  instructions  of  August  11,  1873, 1  proceeded  to  Edgartowii. 
Mass.,  August  15,  to  assume  charge  of  the  work  already  in  progress.  The  plan  of  oi"*"- 
rations  proposed  was  to  dredge  a  6-foot  deep  channel  through  the  fiats  in  Cotamy  Ba^ 
from  deep  water  to  the  beach,  so  as  not  only  to  assist  in  drawing  the  waters  from  tbe 
bay  toward  the  opening  when  made,  but  also  to  serve  as  a  navigable  channel  for  tb* 
tug  used  in  attendance  on  the  dredges  and  scows,  and  for  vessels  bringing  material  fo^ 
jetties,  which  it  was  thought  would  be  needed  on  the  ocean  side  of  the  beach  to  insure 
complete  success. 

The  west  line  of  the  proposed  cut  through  the  flats  and  beach  had  been  marked  oot 
in  accordance  with  the  plans  of  Lieutenant  Colonel  Toom,  United  States  Engineers. 
with  the  modification  of  saving  60  feet  in  distance  by  running  from  deep  water  move 
directly  for  the  beach,  and  striking  it  660  feet  east  of  the  point  selected  by  him.  A 
dredge,  hired  of  Mr.  Morris  F.  Brainard,  of  Albany,  N.  Y.,  began  work  July  21st  ontbt 
first  and  west  cut.  The  water  was  so  shoal  that  it  was  impossible  to  use  scows  to  atl- 
vantage,  and  the  material  was  thrown  over  the  side.  On  August  10  a  second  dipper- 
dredge,  belonging  to  Messrs.  Staples  &  Phillips,  of  Taunton,  Mass.,  was  placed  on  the 
work,  dredging  up  from  the  beach  on  the  first  cut.  It  was  intended  to  have  the  tug 
from  Albany,  In.  Y.,  previously  chartered,  arrive  at  the  same  time,  to  tow  away  scows.*' 
as  to  begin  the  second  cut  at  once,  before  the  sand  should  have  washed  back  from  the 
bank ;  bad  w^eather  for  two  weeks  delayed  it. 

On  taking  charge  then,  August  15, 1  found  these  two  dredges  at  work  digging  from 
opposite  ends  of  tlie  first  cut  and  throwing  all  material  over  the  side,  thev  being  odIt 
550  feet  apart,  and  no  tug  on  hand.  A  portion  of  the  bank  thrown  up  had  been  washed 
back  into  the  cut  at  the  inside  channel,  near  the  beach,  by  the  severe  gale  of  AuguM 
14.  On  the  21st  the  two  machines  had  so  nearly  met  that  one  was  withdrawn  froni 
the  first  cut  and  set  to  cleaning  out  the  sand  washed  back  ;  the  other  completed  this 
cut,  made  a  side  opening  for  the  flow  of  the  deep  water  west  of  the  baivk,  and  then 
began  the  second  cut  at  the  north  side  of  the  inside  channel,  (shown  on  tue  map,)  the 
material  being  discharged  into  scows.  As  the  tug  had  not  yet  appeared,  these  scovvjs 
lightly  loaded,  except  at  very  high  tides,  were  warped  out  600  to  1,000  feet  to  the  east- 
ward and  dumped  in  the  deep  hole  shown  on  the  map. 

The  tug  reported  August  26 ;  one  dredge  was  immediately  started  in  at  the  north  en^ 
of  the  second  cut,  the  tug  towing  her  scows  away  to  the  eastward  about  4,500  feet; 
the  other  machine  continued  the  same  cut  from  the  inside  channel,  the  scows  being 
warped  away  as  before.  After  carrying  down  the  second  cut  a  few  hundred  feet. » 
much  trouble  was  encountered  in  turning  the  tug  in  the  two  cuts  on  account  of  the 
running  back  of  the  sand,  and  the  forming  of  shoals,  that  a  third  cut  was  begun  Sep- 
tember 3.    The  work  of  dredging  from  this  time  progressed  but  slowly  on  account  of  the 
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« 
rapid  movemeut  of  the  saud,  shoals  formiDg  alongside  the  dredge  every  uight ;  and 
this,  notwithstanding  the  scows  from  each  dredge  were  removed  from  the  narrow  out 
at  the  close  of  each  day,  so  as  to  give  an  uniuterrnpted  ilow  to  the  current.  It  was 
impossible  also  to  keep  the  sand  from  running  through  the  scows.  Much  delay  was 
occasioned  by  having  to  pick  up  these  numerous  shoals. 

On  the  8th  of  September  the  sloop  Mary  Adelaide,  with  tools  and  material,  arrived 
from  Nejvport,  and  discharged  her  cargo  on  the*  beach. 

A  rough  building  was  erected  on  the  beach,  to  serve  as  a  tool- house  and  afford  sbel- 
ter  for  the  men  in  rain  or  at  night.  A  board  bulwark,  6  feet  high,  was  built  across  the 
south  end  of  the  slough  through  the  beach,  a^protection  against  an  unusually  severe 
6tonu  during  the  progress  of  the  work.  This  was  strengthened  by  throwing  up  sand 
on* both  sides  2^  feet  high. 

On  September  15  six  teams  began  the  scraping  away  of  the  sand  from  the  beaob 
down  to  about  mean  sea-level ;  it  was  all  hauled  away  to  the  eastward,  a  distance  of 
about  100  feet,  with  iron  scrapers  holding  about  one-ninth  of  a  cubic  yard,  drawn  by 
two  horses.  The  prices  paid  per  day  were  $*2.25  each  for  horse  and  driver,  and  $2  for 
ordinary  laborers. 

Daring  the  latter  part  of  September,  a  cheap  dock,  60  feet  long  by  25  feet  wide,  was 
built  at  the  beach  on  which  to  land  stone,  it  being  expe(;te<l  that  there  would  be  suffi- 
cient funds  to  build  a  jetty  on  the  south  side  of  the  beach. 

The  two  dredges  continued  as  above  until  the  second  cut  was  finished,  when  the 
dredge,  already  on  the  third  cut,  was  left  to  complete  it,  and  the  other  one  was  set  into 
the  beach  proper,  where  it  had  been  scraped  down  to  mean  sea-level.  Two  cuts  were 
carried  in  together,  the  material  from  the  first  being  thrown  over  to  the  eastward  and 
scraped  away,  and  that  from  the  second  warped  out  in  scows.  The  machine  used  for 
this  work  being  in  bad  repair,  as  soon  as  the  third  cut  was  completed  down  to  the  in- 
side channel  Mr.  Brainard's  dredge  took  its  place  in  the  beach,  and  the  dredge  of 
Messrs.  Staples  &  Phillips  was  discharged,  as  but  one  could  be  employed.  The  gang 
of  scrapers  and  laborers  was  now  increased  so  as  both  to  level  the  beach  ahead  of  the 
dredge  and  remove  the  bank  thrown  up  from  the  first  cut. 

On  October  7  you  arrived  in  Edgartown,  and  from  that  time  until  October  28  took 
immediate  charge.  By  that  time  it  was  found  that  the  dredging  in  the  bay  had  cost  so 
much  more  than  expected,  that  no  jetty  could  be  afibrded ;  neither  could  a  greater 
^vidth  than  two  cuts  be  allowed  through  the  beach.  The  force  of  workmen  was  at  once 
increased,  the  west  bank  shoveled  back  to  an  easier  slope,  the  bulwark,  not  considered 
by  you  sufficiently  strong,  strengthened  by  throwing  up  an  enbankment  of  sand  on  each 
fiide  to  the  level  of  the  top  of  the  boards,  the  width  at  top  being  1  foot ;  eel-grass  was 
added  on  the  south  side  and  was  found  to  make  a  very  firm  bank.  Two  gauges  were 
8et  up,  one  at  the  dock  in  the  bay,  and  the  other  on  the  ocean  side  of  the  beach ;  the 
latter  was  a  piece  of  gas-pipe,  graduated,  sharpened  into  a  we<lge-shape  and  driven  in 
the  bottom.  It  stood  several  severe  storms  without  changing  ite  level  more  than  one- 
hundredth  of  a  foot,  and  was  still  standing  when  I  left.  These  gauges  were  placed  at 
the  same  level,  and  referred  to  the  bench-mark  established  by  the  Coast  Survey  depart- 
ment in  Edgartown,  their  zeros  being  16.535  feet  below  the  Coast  Survey  bench-mark 
on  the  water-table  of  the  Martha's  Vineyard  National  Bank,  under  the  north  front 
window.  Low-water  as  established  by  the  Coast  Survey  is  15.16  feet  below  this  bench- 
mark. Tbe  outside  gauge  being  exposed  to  breakers  part  of  the  time,  did  not  indicate 
the  minor  fluctuations  of  the  tide,  but  careful  reading  gave  very  good  and  accurate 
records  of  the  rise  and  fall.  The  height  of  the  tide  was  taken  in  the  bay  every  15 
minutes,  and  in  tbe  ocean  every  half  hour.  By  means  of  these  the  head  of  water  in- 
side and  outside  was  determined  each  day;  it  was  extremely  irregular,  sometimes  un- 
accountably so.  These  records  are  presented  in  detail  with  this  report,  and  from  them 
are  plotted  the  tidal  curves,  a  copy  of  which  also  accompanies  this  and  shows  the 
difi'erences  of  level  between  the  two  tides  for  each  day. 

Every  eflfort  was  now  put  forth  to  make  the  final  opening  at  the  time  of  the  next 
spring-tides,  about  October  23.  A  channel  55.60  feet  wide  and  6  feet  deep  was  con- 
tinued to  the  bulwark,  on  a  line  with  the  crest  of  the  beach,  and  that  was  taken  down. 
It  was  at  this  time  that  a  tough  turf,  the  remains  of  a  former  marsh,  was  met  in 
dredging,  which,  it  was  feared,  would  present  an  obstacle  to  the  cutting  out  of  the 
current.  The  channel  was  therefore  dredged  50  feet  farther,  and  the  dredge  then  ran 
ahead  20  feet,  digging  and  throwing  over  the  side  so  as  to  loosen  up  the  bottom.  This 
brought  the  channel  to  bigh-water  mark  on  the  ocean  side.  It  was  finally  completed 
at  midnight  October  26,  it  having  been  your  intention  to  open  the  channel  that  night 
as  soon  as  a  bead  occurred  in  the  bay,  which  should  have  been  about  1  a.  m.  The 
greatest  head  that  morning  was  1.1  feet,  not  enough  to  withstand  the  surf  now  begin- 
ning to  roll  in  heavily.  The  wind  was  blowing  strong  from  the  south,  increasing  all 
night.  At  1  a.nn.,  when  all  hopes  of  a  good  head  inside  were  given  up,  an  embank- 
ment of  sand  was  thrown  up  at  the  mouth,  and  strengthened  from  time  to  time  with 
sea-weed  and  sand.  By  9  a.  m.,  October  27,  the  storm  had  increased  so  much,  bringing 
in  a  heavy  sea — the  head  of  water  outside  being  2.2  feet — that  the  embankment  was 
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carried  away,  and  the  water  mshed  in  with  ereat  force,  undermining  the  side-banks 
and  carrying  much  sand  with  it.  The  head  ot  water  increased  from  0,  at  6.30  a.  m.,  to 
2.7  at  10.45  a.  m.  It  was  not  till  2.15  p.  m.  that  the  water  in  the  bay  and  ocean  came 
to  the  same  level.  By  this  time  the  cnt  was  filled  with  sand  the  width  of  the  beach, 
and  to  such  a  height  that  uo  water  would  run  out.  The  storm  the  next  night  was 
unusually  severe. 

After  your  departure,  on  the  28th  of  October,  by  your  direction  I  remained  in  Edgar- 
town  to  take  advantage  of  any  favorable  state  of  weather  and  tide,  and  renew  the 
attempt  to  effect  an  opening.  The  funds  available  were  now  nearly  exhausted,  so  that 
only  an  inexpensive  trial  could  be  afforded,  such  as  the  inhabitants  have  themselTes 
often  made  without  success. 

About  noon  of  October  31,  the  wind  blowing  fresh  northeast,  and  the  wat«r  being 
smooth  outside,  a  gang  of  forty  men  and  six  teams  were  set  to  work  digging  a  narrow 
trench  through  the  beach  ;  a  ditch  350  feet  long,  about  10  feet  wide  and  3  feet  deep  at 
high-wat«r,  was  made  by  5  p.  m.,  when  it  was  proposed  to  open  it  to  the  current  from 
the  inside.  By  that  time,  however,  the  wind  had  shifted  to  northwest,  and  a  beaTj 
sea  had  come  in,  so  that  it  was  deemed  best  to  hold  it  until  the  next  day,  in  hoi>e«of 
the  sea  going  down.  This,  however,  did  not  take  place,  and  the  ditch  was  held  with 
an  embankment  of  sand  until  the  morning  of  November  3,  when  it  was  carrie<l  away 
by  another  severe  southerly  storm  and  the  ditch  filled  in  as  before. 

Again,  on  the  6th  of  November,  came  a  favorable  opportunity.  The  sea  was  rery 
smooth,  the  wind  northerly,  and  the  tides  large.  At  noon  a  gang  of  men  were  set  to 
work  digging  another  ditch  through  the  heach,  making  it  6  feet  wide,  and  3j  feet  deep 
at  high- water.  This  was  completed  at  11  p.  m.  The  head  of  water  in  tho  bav  was  only 
tV  foot,  not  enough  to  withstand  the  slignt  surf.  The  tide  was  now  on  its  first  stand, 
and  it  was  not  until  12  o'clock  that  it  became  higher,  having  in  the  mean  time  fallen 
^V  foot.  The  outside  tide  had,  however,  fallen  rapidly,  so  as  to  give  a  bead  of  f-,  foot. 
The  wind  which  had  been  northwest  at  5  p.  m.  had  again  hauled  northeast,  and  was 
blowing  quite  fresh.  The  bulkwark  of  sand  at  the  mouth  of  the  ditch  was  now  re- 
moved, and  the  water  allowed  to  run  out,  the  whole  force  of  men  being  kept  at  work 
loosening  up  the  bottom  with  shovels  and  hoes.  At  first  the  current  ran  fe<ebly,  bot 
l>ecame  quite  rapid  for  a  short  time  about  2  a.  m.  The  night-tides  being  less  than  the 
day-tides,  the  moon  being  at  nearly  its  maximum  north  declination,  the  rise  above 
mean  low- water  was  only  1.5  feet,  and  the  greatest  head  a  little  over  2  feet.  At  3.45 
a.  m.  the  head  had  diminished  to  about  1  foot,  and  the  current  moved  so  feebly  as  jnst 
to  withstand  the  ocean-surf,  which  had  begun  to  increase.  The  ditch  had  widene*!  to 
about  10  feet  at  low-water,  but  deepened  verj'  little  on  account  of  the  hard  gravel  at 
the  mouth,  which  could  not  be  removed,  though  continually  loosened.  The  month 
was  now  closed  against  the  incoming  tide  with  an  embankment  of  sand,  to  be  held 
until  the  next  head  inside  occurred.  During  the  morning  the  wind  had  hanlp<l  mor* 
to  the  south  and  east,  and  the  swell  and  wind  chop  had  increased  outside  considerably. 
It  was  evident  that  a  southeast  storm  would  be  upon  us  before  we  could  get  the  cut 
wide  enough  to  hold  its  own,  and  that  our  labor  would  be  in  vain.  However,  at  1*2.3<J 
p.  ni.,  with  a  head  of  1.2  feet,  the  embankment  of  sand  was  removed,  and  the  current 
again  started  out.  At  first  it  scarcely  ran  at  all,  being  driven  back  at  the  month  by 
the  surf,  but  soon  the  head  increased,  and  the  current  ran  much  more  rapidly  than  at 
the  previous  head,  sufliciently  so  to  drive  the  sand  30  to  40  feet  out,  where  it  made  a 
point  toward  the  westward.  The  flow  along  shore  was  not  swift  enough  to  carry  ir 
out  of  our  way,  as  we  had  expected.  The  greatest  head  attained  was  2.7  leet.  the  tide 
Inside  having  risen  1.15  feet  higher  than  on  the  previous  night.  At  4  p.  m.  the  ditch 
had  widened  to  27  feet  at  the  mouth  and  17  feet  at  mean  section,  but  ha<i  been  again 
prevented  from  deepening  by  the  gravel  at  the  mouth.  The  swell  had  so  increa.*e<i 
that  all  thoughts  of  being  able  to  hold  the  ditch  by  an  embankment  were  given  np. 
The  head  at  this  time  was  1.3  feet.  The  current  continued  to  run  out  very  feebly  until 
5  p.  m.,  when  the  head  was  only  ^^  foot.  The  water  then  flowed  in,  and  by  the  next  day 
the  beach  was  filled  in  again  as  before,  the  high-tide  outside  washing  over,  but  no 
water  running  out. 

As  I  considered  several  days  of  smooth  sea  in  addition  to  a  fair  head  of  wat-er  essen- 
tial to  the  snccess  of  an  opening,  and  these  could  not  be  expecti^d  at  that  time  of  year, 
and  as  even  with  favorable  weather  the  gravel  at  the  mouth  might  still  prevent  the  cnt 
deepening  unless  some  eflective  measures  were  taken  for  its  removal,  and  as  there  were 
no  funds  available  for  jetties  or  cotter-dams,  I  deemed  it  advisable  to  make  no  further 
trial. 

The  total  length  of  cut  made  was  2,200  ie^t — 60  feet  wide  in  the  bay  (ind  55  to  f»0  feet 
through  the  beach,  and  6  to  7  feet  deep.  The  amount  of  mat-erial  removed  by  dredging 
was  33,725  cubic  yards,  at  a  cost  of  :^.9.^  cents.  The  amount  of  sand  removeti  by 
Bcrapers  was  8,h43  cubic  yards,  at  a  cost  of  27  cents  per  cubic  yard  ;  of  this,  4,177  cnbic 
yards  was  composed  of  the  surface-sand,  from  the  60-foot  wide  cut  down  to  mean  sea- 
level,  and  the  balance  was  that  thrown  up  by  the  dredge  from  the  first  cut  and  that  re- 
moved from  the  sides  to  make  an  easy  slope  for  the  horses. 
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There  accompanies  this  report  a  map  on  a  scale  of  200  feet  to  one  inch,  showing  the 
locality  of  the  work,  channel  dredged,  «tc.,  with  sections  of  beach  before  the  work 
commenced,  aod  sections  of  the  channel  made ;  also,  one  sheet  of  the  tide-records  kept 
at  the  Sonth  Beach  and  two  sheets  of  the  tidal  curves  plotted  therefrom. 

lu  reference  to  future  attempts  to  open  a  channel  through  Ootamy  Beach,  should  any 
be  authorized  by  Congress,  I  would  recommend  that  a  different  site  be  selected  for 
the  opening,  either  at  the  point  of  the  1856  cut,  suggested  by  me  in  my  report  of  July 
22,  1672,  or  at  the  ej:treme  east  end,  as  desired  by  the  fishermen  of  Edgartown.  But 
before  any  location  should  be  chosen,  I  would  suggest  that  a  careful  survey  of  the 
whole  beach  and  vicinity,  and  es]>ecially  of  the  east  end,  be  made. 

The  greatest  advantage  claimed  by  those  in  favor  of  this  latter  site  seems  to  me  to 
be  the  rapidity  of  the  along-shore  current  to  remove  the  sand  washed  out  of  the  open- 
ing, so  as  not  to  form  a  point,  as  was  the  case  where  the  last  attempt  was  made.  The 
relative  speed  of  this  current  at  different  points  along  the  beach  has  not  been  referred 
to  in  any  of  the  published  reports  on  this  subject.  It  is  evidently  more  rapid  at  the 
east  end,  by  Muskegot  Channel. 

Some  measures  also  must  be  taken  to  remove  the  hard  gravel  on  the  south  shore, 
the  presence  of  which  would,  I  think,  prevent  all  deepening  of  the  channel  behind  it. 
In  good  weather  a  dredge  could  work  right  through  this  without  risk,  being  timed  so 
iks  to  reach  the  outside  when  the  ocean  had  fallen  to  the  level  of  the  bay.  Or  sheet- 
piling  might  be  driven  out  a  short  distance  sufficient  to  protect  the  men  inside  from 
the  waves,  and  this  gravel  could  then  be  removed  2^  feet  deep  at  low-water  in  this 
way ;  or  substantial,  stone  jetties  could  be  built  out  on  both  sides  of  the  proposed  cut 
on  the  sooth  shore.  Again,  the  sand  removed  from  the  beach  should  all  be  carried 
away,  and  not  piled  up  on  both  sides  of  the  cut  to  be  washed  in  again  when  the  chan- 
nel widens. 

Should  the  location  of  the  old  opening  of  1856  be  selected,  the  removal  of  sand  would 
1>e  easy.  The  beach  is  here,  it  is  true,  750  feet  wide,  but  not  as  high  as  at  other  points. 
There  is  good  wat^er  inside  all  the  way  to  the  deep  water  at  Cotamy  Point,  and  a  deep 
channel  near  the  beach  running  to  the  eastward  for  a  long  distance.  All  the  dredged 
material  could  be  warped  out  into  this  inside  channel ;  the  only  scraping  needed  would 
be  in  makiDg  a  way  for  the  dredge  in  the  first  cut,  and  she  should  afterwards  re-dig  all 
tiie  materiil  thrown  out  from  the  first  cut.  In  this  way  the  expense  of  a  tug  would  be 
baved. 

I  make  these  only  as  general  suggestions  to  be  reconsidered  after  a  thorough  survey 
shall  have  been  made,  and  to  serve  as  points  to  be  examined  by  those  who  shall  have 
charge  of  such  survey.  The  trial  of  last  fall  developed  a  lamentable  lack  of  data  for 
calcmation,  and  while  certain  of  these  will  be  furnished  by  the  experience  lately 
gaine<],  many  more  are  needed. 

It  might  be  well  to  state  here  that  while  the  plan  proposed  and  desired  by  the  in- 
habitants of  Edgartown,  viz,  opening  a  sniUll  ditch  and  making  the  current  do  all  the 
work,  might  succeed,  it  would  be  dependent  entirely  on  '•  luck ;"  should  there  be  smooth 
Kea  for  a  week  at  a  time,  with  a  good  head  inside,  there  would  be  some  chance  of  suc- 
ct:ss;  otherwise  not. 

It  seems  to  have  been  taken  for  granted  in  all  previous  discussions  that  the  improve- 
ment of  Edgartown  Harbor  could  be  effected  only  by  the  opening  of  a  channel  through 
the  South  I]^ach,  to  allow  the  flow  of  the  tidal  currents,  and  I  have  in  the  previous  sug- 
gestions jiroceeded  on  this  assumption.  With  reference,  however,  to  the  utility  of  sucn 
cut,  simply  as  regards  the  preservation  of  the  harbor  of  Edgartown,  there  seems  to  be 
some  reason  to  doubt.  This  harbor  is  used  as  anchorage-ground  only  for  a  short  dis- 
tance past  the  light-house  up  to  the  point  of  Chappaqaiddick  Island,  opposite  the  town- 
wharves.  Vessels  rarely  go  past  this  from  the  difficulty  of  getting  under  way  readily. 
Even  with  the  beach  closed  vessels  freciuently  have  trouble  in  entering  the  harbor  as 
far  as  mentioned  above,  or  leaving  it  against  an  opposing  tide.  Many  vessels  osten- 
sibly seeking  the  refuge  of  Edgartown  Harbor  never  pass  beyond  the  light-house, 
finding  sufficient  shelter  under  the  lea  of  Cape  Poge,  with  the  wind  east  of  north. 
Professor  Whiting,  in  his  report  on  the  effect  of  the  opening  of  1856,  published  in  the 
Coast  Survey  volume  for  the  same  year,  makes  the  following  statement : 

*'  This  is  now  the  main  opening,  and  the  tide  is  so  strong  through  it  as  to  materially 
affect  the  harbor  and  make  it  difficult  for  vessels  in  light  winds  to  stem  it  in  coming 
in  from  Cape  Poge," 

The  opening  of  a  channel  through  the  beach  will,  then,  in  this  respect,  be  a  detri- 
ment to  navigation,  and  consequently  to  the  usefulness  of  this  harbor. 

There  next  arises  the  question  whether  the  existence  of  an  opening  through  the  South 
Beach  increases  or  decreases  the  injury  to  the  harbor,  and  secondarily  of  Cotamy 
Bay,  from  the  movement  of  sand.  Professor  Whitiug,  in  the  report  cited  above,  con- 
tinues : 

**Thi»  action  of  the  sea  indicates  a  gradual  wearing  away  of  the  southern  shore  of 
the  island,  and  I  think  in  this  particular  locality  the  beach  may  eventually  be  entirely 
swept  away  or  washed  iu   upon  either  shore,  leaving  the  bay,  between  the  Vineyard 
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and  Cbappaquiddick,  an  open  chop.  In  this  case  the  character  and  capacity  of  Eilgar- 
town  Harbor  will  be  greatly  changed.  Whether  it  will  tend  to  deepen  the  eastern 
channel  and  improve  it,  or  carry  the  sand,  &c.,  through  and  deposit  it  in  shoals  toward 
Cape  Poge,  is  a  question  for  time  to  develop.  The  greater  r^uantity  and  velocity  of 
the  cnrrent  sweeping  through  the  harbor  will  have  a  strong  eftect  upon  the  shore  and 
wharves  of  Edgartown.    In  fact,  its  influence  is  already  felt." 

Professor  Mitchell,  in  his  report,  published  in  the  Coast  Survey  volume  of  1869,  writ^i 
as  follows :  • 

"  The  soundings  in  the  harbor  of  Edgartown,  given  upon  the  accompanying  chart, 
executed  by  Mr.  Marindin,  differ  from  those  which  appear  upofi  the  chart  of  Lieut. 
Chas.  H.  Davis,  (dated  1846,)  in  three  localities  of  limited  extent — 

**  Ist.  One  foot  more  water  can  now  be  brought  into  the  town  basin  over  the  bar. 

**  2d.  The  apron  of  sand  within  Cbappaquiddick  Point  has  extended  so  as  to  rednce 
the  depth  all  the  way  across  the  chauueland  impair  the  holding-ground.  Thecn^^i- 
section  most  encroached  upon  has  lost  about  25  per  centum  of  it-s  area. 

**  3d.  An  increase  of  the  bulk-head  or  shoal  in  the  broadest  portion  of  Cotamy  Bay 
has  occurred,  and  amounts  to  nearly  1,000,000  of  cubic  jrards." 

These  three  changes  are  known  to  have  occun*ed  during  the  years  1846-1870,  incln- 
sive — twenty-five  years.  Of  this  time  the  harbor  had  the  benefit  of  an  opening  throngh 
the  beach  for  twenty-four  years,  being  without  it  only  during  the  last  year.  Unfor- 
tunately we  have  no  data  to  show  the  condition  of  the  harbor  and  bay  just  previous 
to  the  closing  of  the  openings,  so  that  it  is  diflticult  to  determine  whether  these  changei 
occurred  during  the  twenty-four  years  or  during  the  one  year.  Professor  Mitchell 
considers  the  first,  a  change  of  1-foot  depth,  to  have  been  the  work  of  years,  because 
not  noticed  by  the  citizens  of  Edgartown.  The  second,  a  change  of  25  per  centnmof 
area,  he  inferentially  ascribes  to  the  iibsence  of  an  opening,  because  the  shoal  ''had 
excited  attention  by  its  recent  advances."  If  recent  covers  a  period  of  only  one  year, 
then  the  change  was  remarkable  certainly.  If  it  extends  further  back,  then  it  cauDot 
be  ascribed  solely  to  either  the  existence  or  non-existonce  of  the  opening. 

Professor  Mitchell  did  not  consider  himself  as  having  certain  testimony  with  reference 
to  the  third  change. 

Is  there,  then,  any  sure  ground  for  charging  the  disadvantageous  changes  to  the 
absence  of  an  opening?  It  seems  to  me  not.  The  third  change  certainly  is  dne  to 
the  sand  washed  in  from  the  ocean  through  the  different  cuts,  mainly  at  their  break- 
ing in.  The  widest  part  of  the  beach  is  found  to  be  that  east  of  the  most  western 
opening  known,  and  as  each  cut  moved  eastward  it  continued  the  point  first  made 
behind  it.  It  seems  highly  probable  that  this  1,000,000  of  cubic  yards  was  introduced 
in  this  way  during  the  passage  of  the  opening  of  18i56  to  the  east  end.  It  is  not  prob- 
able that  this  amount  of  sand  came  from  the  north,  nor  that  it  was  de|K)sited  in  186^*70. 
Neither  is  there  any  probability  of  an  opening  increasing  the  depth  of  the  bay,  except 
in  its  immediate  channel-way,  and  this  is  filled  in  again  as  the  cut  moves  eastwaitl. 
The  tendency,  therefore,  while  the  supply  of  sand  from  the  westward  continnes  as  at 
present,  is  that  every  successive  opening  will  add  to  the  width  of  the  beach  and  the 
nlling  up  of  the  bay. 

Professor  Mitchell,  in  the  above-cited  report,  remarks :  "  Under  the  old  regime  (ex- 
istence of  an  opening)  much  more  water  flowed  northward  than  ever  returned. 
*  »  «  »  «  •  • 

**  When  the  tide  was  low  in  Cotamy  Bay  it  was  high  in  the  ocean,  so  that  the  inlet 
and  its  outer-bar  channels  were  broad  and  deep,  admitting  a  great  volume  of  water. 
On  the  other  hand,  six  hours  later,  when  the  bay  was  full,  the  ocean  outside  was  low, 
the  inlet  and  outer-bar  channel  were  narrow  and  more  shallow,  and  a  comparatively 
small  volume  of  water  could  escape  to  the  sea.  These  were  the  very  conditions  best 
calculated  to.  keep  the  port  free." 

Is  this  latter  statement  correct  t 

As  a  general  rule,  other  things  being  equal,  the  greater  volume  of  water  would  carrj* 
the  greater  amount  of  sand.  The  inside  head  being  smaller  than  the  outside,  and  the 
current  passing  over  the  flats  north  of  the  beach,  when  the  water  was  deeper  than 
with  the  opposite  current,  the  scouring  effect  on  the  flats,  and  consequently  the  amoant 
of  sand  carried  out,  would  not  be  as  great  as  the  current  with  the  greater  outside  bead 
and  along-shore  sand,  and  more  eflective  scouring  power  on  the  flats  would  iutrodnce 
into  the  buy  and  harbor."  If  it  is  considered  possible  that  during  the  absence  of  an 
opening  Cotamy  Bay  may  become  filled  up  with  sand  washed  in  past  Edgartown  hy 
the  current,  with  small  head,  quite  probable  is  it  that  the  shoals  opposite  to  and  north 

*Mr.  David  Stevenson,  F.  R.  S.  E.,  in  his  work  on  "Canal  and  River  Eogineeriug,'' 
pages278, 279,  says:  *^Tlie  harbor  authorities  placed  gates  across  the  entrance  to  the 
Slake,  and,  in  order  to  render  the  scour  more  effective,  impouude  1  the  water  at  high- 
tide,  and  at  low- water  allowed  it  to  escape  through  large  sluices  formed  in  the  gates, 
so  as  to  act  upon  the  harbor  betwoQU  half-ebb  aud  low-wj-ttr,  at  which  period  the 
scour  is  found  to  be  more  efficacious." 
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of  Edgartown  were  formed  with  the  sand  driven  through  from  the  ocean  and  scoured 
ont  of  the  flats  near  the  beach.  And  the  second  change  cited  by  Professor  Mitchell 
may  be  plausibly  explained  in  this  way  :  The  north  current  ran  so  rapidly,  that  the 
sand  from  the  ocean  was  deposited  north  of  Chappaquiddick  Point  and  the  light- 
house. The  south  cuiTeut,  having  less  velocity,  deposited  the  material  brought  back 
from  these  shoals  south  of  Chappaquiddick  Point,  where  the  water  spread  out,  after 
passing  through  the  confined  section  opposite  town.  In  this  way  was  the  "middle- 
ground"  formed.  It  will  be  noticed,  in  passing,  that  the  greater  part  of  the  25  per 
centum  change  took  place  under  the  lee  of  Chappaquiddick  Point  from  the  south  cur- 
rent, as  would  be  expected  if  the  above  explanation  is  correct. 

Let  us  next  consider  whether  Cotamy  Bay  does  not  include  enough  back-water  area 
t  >  effectually  scour  out  the  harbor  and  prevent  filling  up.  The  bay  down  to  the  en- 
trance «t  Chappaquiddick  Point  has  an  area  of  70,447,125  square  feet,  covered  each 
flood-tide  2  feet  deep  above  low-water.  Hence,  the  discharge  opposite  the  town  each 
ebb-tide  is  140,894,250  cubic  feet,  and  the  mean  \selocity  for  the  whole  tide  at  the  least 
section  is  0.6  mile  per  hour.  This  is  nearly  sufficient  to  move  along  fine  gravel,  and 
more  than  is 'required  to  sweep  along  sand.  But  at  certain  periods  of  the  tide  the 
current  flows  much  more  swiftly.  As  the  harbor  is  not  exposed  to  heavy  ocean  waves, 
the  tendency  to  shealing  at  its  mouth  would  not  be  as  great  as  at  most  of  the  harbors 
on  Long  Island  Sound.  Neither  does  there  seem  to  be  that  similarity  between  this  har- 
bor and  that  of  Nantucket,  as  stated  by  Professor  Mitchell  in  his  report  already  cited, 
as  follows :  "  In  my  first  attempt  at  anything  like  a  scientific  paper,  over  fifteen  years 
ago,  I  called  attention  to  the  fact  that  *  about  the  same  relation  is  preserved  between  the  aur- 
face^  of  the  water  at  Brant  Point  and  Wetpeeder  as  between  Cape  Page  and  JVasquey  and  all  the 
advantages  xchich  the  harbor  of  Edgartown  possesses  over  that  of  Nantucket  would  seem  to  be 
due  to  the  t^istence  of  a  southern  opening  in  the  former  case.*  I  remember  that  this  was  the 
result  of  a  study  made  from  actual  levelings  and  careful  observations,  but  had  no  con- 
nection whatever  with  any  project  of  improvement  at  either  of  these  ports."  If  this 
be  true,  then  the  harbor  of  Edgartown,  its  opening  being  gone,  will  rapidly  fill  up,  as  has 
Nantucket  Harbor.  On  the  contrary,  the  situations  of  the  two  places  are  dissimilar. 
Nantucket  Harbor  is  exposed  to  the  sand-laden  currents  flowing  from  south  of  Martha's 
Vineyard  through  Muskeget  channel  and  out  past  Monomoy,  and  returning  through 
this  strait.  Tuckemuck  Bank  and  the  extensive  line  of  shoal-ground  north  of  Nan- 
tucket are  evidently  the  results  of  the  deposits  from  these  streams.  The  filling  in  of 
Nantucket  Harbor  is  doubtless  due  to  the  same  cause.  Edgartown  Harbor,  on  the  cout 
trarv,  is  exposed  to  no  such  inflows  of  sand  from  the  north.  But  a  small  portion  of  the 
Mnskeget  cnanoel-curreut  passes  west  of  Cape  Poge,  while  the  current  entering  Nan- 
tucket Sound  through  the  deep  Vineyard  Sound  must  carry  very  little  sand  with  it. 
Ed^rtown  Harbor  seems  to  be  especially  guarded  from  deposits  of  sand  by  this  pe- 
culiar location.  The  shoals  north  of  the  harbor  are  more  probably  due  to  the  existence 
of  an  opening  in  former  years. 

There  will  doubtless  be  a  gradual  filling  in  of  Cotamy  Bay  with  wind-blown  sand, 
no  more  and  no  less  than  would  happen  with  an  opening  through  the  beach.  This 
now  takes  place  mainly  opposite  those  parts  of  the  beach  not  covered  by  grass.  The 
encouragement  of  the  growth  of  this  at  the  now  bare  portions,  by  brush-protection, 
until  it  should  be  able  to  support  itself,  would  be  inexpensive  and  efficacious. 

To  understand  how  expensive  improvements  are  warranted  at  this  place  it  is  neces- 
sary to  know  something  of  the  interests  at  stake.  Edgartown  is  at  present  a  place  do- 
ing no  business  at  all  with  the  mainland  worth  considering.  It  was  at  one  time  an 
imiK>rtant  whaling  port,  but  now  this  business  has  disappeared,  probably  forever.  It 
consists  of  private  residences,  with  only  so  much  local  business  transacted  as  is  required 
by  the  needs  of  the  citizens  and  inhabitants  of  the  east  end  of  the  island.  In  summer 
it  is  frequented  by  numerous  visitors,  accommodated  at  the  various  hotels  of  the  town, 
and  at ''  Katama,'*'  south  of  the  town.  Its  nearness  to  the  noted  camp-grounds  at  Oak 
Blufis  makes  |it  a  busy  place  during  summer,  and  it  bids  fair  to  equal  this  place  in  the 
future,  having  all  the  advantages,  with  none  of  the  disadvantages,  of  the  latter. 
The  importance  of  the  harbor  as  one  of  refuge  has  been  referred  to  before.  The  steam- 
boats running  between  this  place  and  New  Bedford  find  it  necessary,  in  turning  around, 
to  go  a  considerable  distance  up  Cotamy  Bay,  on  account  of  the-middle  ground  oppo- 
site the  town  wharves.  The  removal  of  this  would  not  only  be  a  convenience  to  these 
boats,  but  would  also  increase  the  anchorage-ground  and  give  vessels  a  wider  space  to 
get  under  way,  the  contracted  area  inside  ChappaquiddicK  Point  being  now  the  great 
objection  to  entering  within  it.  There  is  no  map  in  mv  x>ossession  with  sufficient  data 
on  which  to  base  an  accurate  calculation,  but  it  would  be  safe  to  estimate  the  cost  of 
the  removal  of  this  middle-ground  and  part  of  the  point  at  from  875,000  to  $100,000. 
This  would  give  an  anchorage-ground  of  2,000  feet  in  length  by  1,000  feet  in  width  and 
15  feet  deep.  I  doubt  if  any  opening  through  the  beach  will  be  guaranteed  for  a  less 
sum  by  any  engineer.  A  less  amount  might  open  the  beach,  and  one-fifth  of  the 
amount  might,  and  quite  likely  would,  be  expended  without  conferring  any  benefit  on 
the  harbor  of  Edgartown,  whereas  every  dollar  spent  in  dredging  does  some  good. 
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Bat  evea  shonld  an  opening  be  secured,  the  most  enthusiastic  supporter  must  ac- 
knowledge that  it  is  liable  to  close  eventually,  and  then  the  expenditure  muttt  be 
repeated. 

There  are,  it  is  true,  two  interests  that  would  not  be  benefited  by  the  proposed  im- 
provement, and  which  are  especially,  even  vitally,  interested  in  the  opening  of  a  cat 
through  the  beach.  Professor  Whiting,  in  his  report  in  Coast  Survey,  volume  of  1S69, 
speaks  on  this  point  as  follows :  ''The  question  of  ho^  much  this  pilotage  and  fishing 
interest  is  worth,  of  what  the  value  of  the  former  may  be  to  the  general  security  of 
navigation,  I  will  not  presume  to  answer.  It  is  not,  however,  an  unreasonable  sappo- 
sition  that  within  one  year  from  opening  an  inlet  and  making  such  a  channel-way,  a 
vessel  in  distress  outside  may  be  saved  by  a  pilot  reaching  her  through  this  channel, 
and  that  the  value  of  the  vessel  and  her  cargo  may  be  worth  as  much  or  more  than 
the  amount  it  will  cost  to  make  the  channel- way.  This  is  apart  from  the  question  of 
the  saving  or  loss  of  life.''  There  are  but  few  boats  engaged  in  the  fisheries  of  this  place, 
and  the  receipts  therefrom  small,  though  sufiicieilt  to  support  perhaps  twenty-five  men. 
While  our  sympathies  are  certainly  aroused  for  this  brave  ana  hardy  class  of  men  thas 
deprived  of  their  accustomed  means  of  livelihood,  they  should  not  so  far  prejudice 
our  minds  as  to  lead  us  to  consider  this  class  differently  from  any  other  set  of  meu 
obliged  to  give  up  a  non-paying  business.  This  interest  does  not,  thus  considered,  seem 
to  warrant  a  large  appropriation  for  the  opening  of  a  channel  through  the  beach  :  and 
the  same  might  be  said  of  the  pilotage  interest.  Coasters  are  too  much  afraid  of -the 
shoals  south  of  Martha's  Vineyard  and  Nantucket  ever  to  run  any  risk  of  getting  there, 
and  all  strangers  are  cautioned  against  them.  A  vessel  drifting  on  to  them  unawares 
would  sooner  put  to  sea  than  wait  in  their  vicinity  for  a  pilot.  It  is  doubtful  if,  in 
weather  too  rough  for  a  vessel  to  put  to  sea,  any  of  the  pilots  of  this  island  could  reach 
her.  Still,  this  remains  an  undisputed  fact,  that  if  an  appropriation  by  Congress  were 
made,  and  the  attempt  to  open  the  beach  shonld  succeed,  and  this  opening  should  re- 
main until  some  vessel  so  heavily  laden  as  to  be  unable  to  put  to  sea  should  be  caught, 
then,  if  it  were  not  too  rough,  a  pi  lot-boat,,  from  Edgartown  might  succeed  in  reaching 
her  and  ^aving  a  cargo  worth  more  than  the  opening  had  cost,  and  the  lives  of  men  of 
incalculable  value. 

In  conclusion,  I  see  no*  need  of  treating  this  harbor  any  differently  from  numerous 
others  in  your  department  with  one  entrance,  and  consider  the  most  certain  and  effi- 
cient improvement  of  the  harbor  would  accrue  fi*om  the  removal  of  the  ''  middle- 
ground"  by  dredging. 

I  left  Edgartown  and  reported  at  this  office  November  18,  leaving  the  tool-house  and 
dock  standing,  and  having  stored  the  scrapers,  too]s,  &c.,  with  Charles  Stewart,  on 
the  plains,  and  the  ofiice-furniture  with  Mr.  C.  B.  Marchant,  collector  of  customs. 

I  was  assisted  in  this  work  by  Mr.  W.  P.  Jewett,  assistant  engineer,  and  Mr.  S.  £. 
Tinkham,  assistant  engineer,  who  faithfully  performed  the  duties  assigned  them;  as 
did  also  Messrs.  W.  H.  King,  George  G.  Cleveland,  and  Melatoah  Mayhew,  of  Edgar- 
town. I  am  indebted  to  many  other  citizens  of  Edgartown  for  their  good  int-eutiou!) 
and  assistance. 

Very  respectfully, 

H.  S.  Van  Ingen, 

Civil  Enyiuetr. 

Mtg.  G.  K.  Warrex, 

Corps  o/EmjineerSf  Bvt.  Maj.  Gen,  U,  S.  A, 


X3. 

WAREHAM  HARBOR,  MASSACHUSETTS. 

At  the  close  of  my  last  annual  report,  August  30,  1873,  the  dredging 
operations  under  the  appropriation  of  $10,000,  approved  June  10,  1872, 
had  just  been  finished;  those  under  the  appropriation  of  810,000,  ap- 
proved March  3,  1873,  were  begun  September  1.  Everything  in  regard 
to  proposals,  &c.,  for  doing  this  work  was  given  in  my  last  annual  re- 
port. 

Before  any  improvement  was  made  here,  a  depth  of  7^  feet  at  mean 
low-water,  (lljfeetat  high-water,)  was  the  greatest  depth  that  could 
be  found  over  the  bars,  and  only  in  very  high  tides  could  the  latter 
depth  be  found  over  the  ridge  just  below  the  wharves.  The  channel 
was,  besides,  so  very  crooked,  and  the  form  of  the  harbor  such  that  ves- 
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sels  could  only  sail  up  or  down  with  favorable  winds,  and  the  business 
of  the  town  not  warranting  a  tug,  navigators  were  subjected  to  vexatious 
delays  and  losses. 

From  the  first  I  deemed  it  better  to  improve  the  channel  by  cutting 
oflf  the  points  and  lessening  the  bends  than  to  attempt  to  cut  through 
the  points,  which  had  been  suggested  as  an  alternative  proposition.  I 
believed  that  more  immediate  good  could  be  obtained  by  the  course  I 
adopted  than  by  the  other,  and  that  the  channel  thus  improved  would 
be  more  permanent  than  the  other,  as  being  less  artificial,  and  more 
nearly  what  the  result  of  the  combined  natural  causes  had  produced. 

The  survey  which  I  ordered  iu  the  spring  of  1873  confirmed  my  first 
determination  by  showing  the  greater  feasibility  of  the  course  than  I 
had  at  first  thought.  The  depth  of  water  to  be  given  the  improved  chan- 
nel was  fixed  at  9  feet  at  mean  low- water. 

The  first  appropriation  of  $10,000  was  suflBcient  to  complete  a  chan- 
nel 200  feet  wide,  through  a  ridge  connecting  the  east  shore  with  the 
main  portion  of  Quahaug  Bar,  ot  which  it  may  be  said  to  have  formed  a 
part,  thus  afibrdiug  a  tolerably  straight  passage  around  the  main  por- 
tion of  the  bar,  which  was  nol  touched.  Dredging  was  also  begun  on 
the  upper  bar. 

AVith  the  second  appropriation  of  810,000  dredging  was  continued  on 
the  upper  bar  until  the  funds  were  exhausted,  November  25,  1873.  A 
channel  about  120  feet  wide  was  made  around  the  upper  bar,  and  the 
depth  of  9  feet  extended  up  to  the  town,  leaving  a  channel  nowhere  of 
less  width  than  60  feet. 

A  large  rock,  weighing  28  tons,  was  also  removed  from  the  channel. 

The  amount  of  material  removed  during  the  working  season  of  1873, 
under  both  appropriations*  which  includes  all  that  has  so  far  been  done 
besides  the  new  survey  and  map,  is  as  follows : 

Cubic  yards. 

From  near  Quabau;;:  Bar 21,??6'^ 

Fioin  uear  upper  bur  aud  up  to  tbe  wharves 24,901 

Total 46,7()3 

Also,  one  rock  from  the  channel,  28  tons.  During  the  past  winter, 
among  other  work,  survey  made  by  Mr.  Van  Ingen  was  plotted  and 
the  map  finished.  It  is  sent  with  this  report  attached  to  the  report  of 
Mr.  Van  Ingen,  under  whose  superintendence  the  improvement  has 
been  conducted. 

The  further  improvement  of  this  harbor  will. require  dredging  at  Qua- 
haug Bar,  to  remove  points  where  there  is  less  depth  than  9  feet  at  mean 
low-water,  so  as  to  make  the  channel  there  200  feet  wide  and  9  feet 
deep;  to  remove  a  shoal  opposite  Barney's  Point;  to  remove  the  main 
point  of  the  upper  bar  and  to  widen  above  it,  so  as  to  make  the  9foot 
channel  at  least  100  feet  wide  in  the  straight  portions  and  a  somewhat 
greater  width  at  the  bends,  to  compensate  for  the  greater  room  required 
by  vessels  in  turning. 

The  outlines  of  the  required  channel  are  shown  on  the  accompanying 
map. 

In  the  report  of  the  first  8urvey,madein  October,  1871,  was  one  estimate 
for  removing  ledge  and  bowlder  in  Weweantic  River  of  83,000.  It  does 
not  seem  now  that  the  removing  of  these  properly  belong  to  the  improve- 
ment of  Wareham  Harbor,  but  there  are  rocks  in  the  channel  leading  to 
Wareham  Harbor  just  ofl"  the  mouth  of  the  Weweantic  River,  which 
have  never  been  examined  by  us,  and  which  should  be  removed,  if 
•practicable.    We  provisionally  estimate  the  removal  of  these  at  $3,000. 
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The  location  of  thein  is  shown  by  fonr  buoys,  and  the  place  is  kuovrn 
to  navigators.as  "  Four  Buoys." 

The  following  is  the  estimate  of  the  amount  of  work  still  required  for 
the  improvement  of  Wareham  Harbor,  as  far  as  present  interests  will 
justify : 

Dredging  on  upper  bar  and  vicinity,  24,107  cubic  yards,  at  35  cents $8,437  45 

Dredging  opposite  Barney ^s  Point,  1,401  cnbic  yards,  at  35  cents 49')  .1^ 

Dredging  Quabaag  Bar  and  vicinity,  15,678  cubic  yards,  at  35  cents 5, 4-17  3i> 

Removal  of  rocks  at  Four  Buoys,  (api)roximat€) 3, 0«>^  <>' 

Engineering  and  contingencies 2, 5c:4  9«t 

20,  f>00  i» 

Amount  on  hand,  (appropriation  approved  June  23,  1874) $10, 000  iX) 

Amount  required  in  aiddition 10,01MJ  (.ki 

It  is  proposed  to  do  this  work  by  contract.  Wareham  is  the  center 
of  an  iron-manufacturing  business,  using  a  large  quantity  of  iron  and 
coal,  nearly  all  of  which  is  brought  in  through  this  channel. 

This  harbor  is  a  port  of  delivery.  It  is  in  the  New  Bedford  collection-district,  and 
New  Bedford  is  the  nearest  port  of  entry.  The  amount  of  revenue  collected  tbire 
during  the  fiscal  year  ending  June  30, 1874,  was  §21,095.47. 


/ 


Financial  statement. 

Balance  in  Treasury  of  United  States  July  1,  1873 815, 000  CO 

Amount  in  hands  of  officer  and  subject  to  his  check,  (including  §152.09  per- 
centage due  on  contracts  not  yet  completed ) 2,  iJol  03 

Amount  appropriated  by  act  approved  June  23,  1874 10,  Oi'O  W 

Amount  expended  during  the  fiscal  year  ending  June  30,  1874 17, 157  11 

Amount  available  July  1,  1874 10,(>93^>2 

Amount  required  for  the  fiscal  year  ending  June  30, 1876 10, 000  00 


Report  of  Mr.  H.  S.  Van  Ingeiij  Assistant  Engineer, 

Engineer  Office,  United  States  Army, 

Newport f  R,  I.^JulyX,  1ST4. 

General  :  I  have  the  honor  to  submit  the  foUowing  report,  with  map  of  oper.itions 
for  the  improvement  of  Wareham  Harbor,  Massachusetts,  from  April  1, 1873,  to  the  end 
of  the  fiscal  year  ending  June  30,  1874,  prosecuted  in  accordance  with  acts  of  Congress 
approved  June  10, 1872,  and  March  3, 1873,  appropriating  §10,000  ejich  for  this  purpose. 

Wareham  is  a  town  of  about  3,000  inhabitants,  scattered  over  a  large  section  of 
country,  and  is  the  center  of  quite  an  important  iron-manufacturing  business.  It  is 
located  at  the  head  of  Wareham  Harbor,  or  River,  which  empties  into  the  upper  eu«l 
of  Buzzard's  Bay.  Next  to  New  Bedford,  it  is  the  most  important  port  approached 
through  this  bay.  Within  its  limits  are  situated  one  rolling-mill  and  three  nail-works 
in  active  operation,  representing  a-capital  of  §630,000,  and  doing  a  business  during  the 
fiscal  year  ending  June  30,  1873,  of  §1,190,000.  During  this  time  they  received 
37,647  tons  of  coal,  iron,  and  other  materials — all  of  this,  except  about  5,500  tous 
of  coal,  from  the  provinces — and  a  lari;e  part  of  their  products  passed  through  this 
harbor.  The  provincial  coal  used  by  the  Tremont  Nail  Company,  three  miles  distant, 
came  in  vessels  drawing  too  much  water  for  this  place,  and  had  to  be  landed  at  Fair- 
haven  and  brought  thence  to  Tremont  by  rail  at  extra  expense.  The  deepening  and 
straightening  of  the  channel  in  Wareham  Harbor  will  render  this  unnecessary.  A.  S. 
Gurney  &  Co.  do  a  grain  and  miscellaneous  business  of  about  §100,000  a  year,  entirely 
by  water.  These,  in  addition  to  the  general  merchandise  business  of  the  place,  con- 
stitute the  traffic  interested  in  this  improvement.  The  number  of  arrivals  at  this  jiori 
in  a  year  is  about  225  vessels,  all  sailing  up  to  the  wharves.  Before  the  late  dredging 
there  was  often  much  delay  in  sailing  up,  but  when  the  harbor  shaU  have  been 
thoroughly  improved,  it  will  be  readily  accomplished. 

By  your  direction,  I  assumed  charge  of  this  work  April  7,  1873,  with  instructions  to 
make  a  detailed  survey,  and  superintend  the  improvements.  The  maps  in  your  posses- 
sion were  not  sufficiently  full  to  serve  as  a  guide  for  practical  work.  From  April  "^  ^o 
19  was  spent  in  making  an  examination  and  so  much  of  the  survey  of  the  harbor  a* 
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was  necessary  for  the  laying  out  of  the  work.  I  then  returned  to  Newport  and  plotted 
the  notes  hefore  the  dredging  was  commenced.  The  survey  was  completed  during  the 
month  of  June  while  work  was  in  progress. 

The  contract  for  dredging  under  the  first  appropriation  was  given  July  30, 1872, 
to  the  lowest  bidder,  ^ir.  M.  F.  Brainard,  of  Albany,  N.  Y.,  at  34^  cents  per  cubic 
yard,  he  to  commence  October  1, 1872,  and  finish  June  30, 1873.  His  dredge  was  stopped 
by  you  on  the  way  to  Wareham,  and  employed  on  special  work  until  the  spring  of  1S73, 
and  his  time  for  completion  extended  to  September  1,  1873.  TBe  contract  uuder  the 
second  appropriation  was  given  to  the  same  party  May  6, 1873,  for  36J  cents,  (the  lowest 
bid,)  work  to  be  begun  September  1, 1873,  and  completed  June  30, 1874.  Work  under 
these  contracts  was  commenced  June  14, 1873,  and  prosecuted  with  due  dilijgence  until 
November  25,  when  the  funds  available  for  this  purpose  were  expended.  The  survey 
made  had  developed  the  fact  that  not  as  much  water  by  from  1  to  3  feet  could  be  carried 
over  the  bars  as  was  reported.  The  most  important  fact  discovered,  however,  was  the 
existence  of  a  hard  sand-ridge,  with  5  feet  of  water  on  it  at  mean  low- water,  extending 
from  the  red  buoy  at  Quahaug  Bar  to  the  point  on  the  east  shore,  thus  Cutting  off  the 
connection  between  the  deep  water  above  and  below  it ;  the  former  maps  had  given  a 
passage  through  this  with  lU  feet  of  water  at  low-water.  The  channel  used  was  very 
crooked,  and  not  more  than  7|  feet  deep  at  mean  low-water  in  the  shoalest  part.  In- 
stead, therefore,  of  straightening  this  or  of  making  an  entirely  new  one  through  the 
middle  of  Quahang  Bar,  Doth  of  which  plans  were  given  in  General  Thorn's  last  report 
on  this  work,  I  concluded,  with  your  sanction,  to  make  a  cut  through  the  ridge  men- 
tioned above.  A  channel,  about  200  feet  wide  and  9  feet  deep  at  mean  low- water,  was 
made,  thus  enabling  vessels  to  take  nearly  a  straight  course,  after  turning  the  black 
buoys,  up  to  Barney's  Point.  On  the  completion  of  this  channel  the  straightening  and 
deepening  of  the  channel  around  and  above  the  upper  bar  were  carried  on  as  long  as 
the  money  allowed.  A  channel,  60  feet  wide  in  its  narrowest  part,  and  9  feet  deep  at 
mean  low-water,  was  made  from  the  town  wharves  down  to  the  black  buoy,  and  6  cuts, 
120  feet  wide,  were  made  around  the  point  at  this  buoy.  During  the  prosecution  of 
dredging,  a  rock  weighing  28  tons,  too  large  to  be  moved  b^  the  dredge,  was  encoun- 
terea  opposite  the  Franconia  Iron  Works  wharf.  It  was  raised  by  means  of  a  dump- 
scow,  with  chains  passed  through  the  wells  and  attached  to  bolts  driven  into  it,  and 
floated  ashore  at  high-water. 

The  total  amount  of  work  done,  and  the  expenditure  therefor,  are  given  below. 

Cubic  yards. 

Quahaug  Bar  (sand  with  mud  at  lower  part) 21, 862. 27 

Upper  bar  and  thence  to  wharves,  (mud,  sand,  and  gravel) 24,901. 00 

46  763. 27 

23,876.67  cubic  yards,  at  34^  cents  per  yard ^,237  45 

22,886.60  cubic  yards,  at  36|  cents  per  yard 8,410  83 

Removal  of  rock,  28  tons 154  00 

16. 802  28 

The  estimates  hitherto  made  on  this  work  have  been  based  on  a  greater  depth  of 
wat^r  than  is  really  to  be  found  on  the  bars  of  this  harbor.  They  have  been  made,  too, 
with  a  seeming  preference  for  straight  cuts  through  bars  without  regard  to  the  con- 
figuration of  the  shores.  This  harbor  consists  of  two  bays  joined  by  a  narrow  passage 
with  another  straight  stretch  above  them.  Below  the  lower  one  runs  a  sand-beach, 
bare  at  low-water,  which  limits  the  entrance  to  the  west  side  of  this  bay.  The  beach 
is  said  to  be  in  constant  motion,  and  a  comparison  of  the  present  one  with  former  maps 
indicates  that  it  is  increasing  in  width.  Whether  the  extreme  point — which  is  the  most 
important  question — is  extending  west,  cannot  be  determined.  Opx>osite  the  village 
is  a  road  bridge  and  a  railroad  bridge  and  embankment,  with  no  draw,  thus  stopping 
the  upward  progress  of  vessels  and  contracting  the  water-way.  The  two  passages 
throUjgh  the  bridges  give  a  total  width  of  165  feet,  about  20  feet  deep  at  low-water. 
This  is  not  as  great  an  obstruction  to  the  outflow  through  the  harbor  as  would  be  sup- 
posed, from  the  fact  that  the  narrowest  cross-section  of  the  straight  portion  opposite 
the  wharves  is  only  200  feet  wide  and  8  feet  deep  at  low- water;  the  depth  of  this,  it 
is  true,  however,  may  be  regulated  by  the  water-way  through  the  bridges.  At  the 
lower  end  of  the  wharves,  this  passage  opens  out  at  once  into  a  broad  bay,  and  the 
water  hitherto  running,  while  ebb,  at  a  rapid  velocity,  is  suddenly  checked,  and 
depositing  its  material  forms  the  upper  bar. 

The  cause  of  the  formation  of  tne  lower  or  Quahaug  Bar  is  quite  different.  The 
velocity  of  the  current  between  the  two  bays  is  not  great  enough  to  transport  any 
but  the  lightest  material,  and  as  a  largo  portion  of  the  bar  is  composed  of  sand,  it  must 
have  come  from  other  directions.  Part  may  have  been  brought  down  Crooked  River 
during  freshets. 
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The  boldaess  of  the  water  inside  Long  Beach  seems  to  indicate  the  reflection  of  the 
ebb-tide  from  its  north  shore,  sconring  out  the  sand  and  leaving  it  at  the  lower  part  of 
the  bar,  though  the  general  direction  of  the  ebb-current  is  across  the  bar.  Without 
doubt,  however,  this  is  a  *^  bulkhead  bar,''  formed  by  the  meeting  of  the  ebb  and  flood 
tides,  and  in  this  respect  distinct  from  the  upper  bar. 

If  the  causes  of  these  bars  are  still  active,  as  supposed  above  from  the  configuration 
of  the  harbor,  then  no  dred^ng  improvements  in  the  bars  themselves  can  be  perma- 
nent, and  any  straight  cut  through  the  body  of  them  would  rapidly  fill  up.  The  great- 
est advantage  is  to  be  derived  from  deepening  them  on  the  side  next  to  the  channel. 
The  thorough  improvement  of  this  harbor  would  require  the  construction  of  dikes  up  to 
low-water  mark  through. the  two  bays,  so  as  to  keep  the  water-way  nearly  of  the  same 
width  from  Wareham  to  Buzzard's  Bay.  The  business  of  the  place,  however,  does  not 
authorize  any  such  expensive  improvement,  and  I  therefore  recommend  that  dredging 
be  continued  at  the  upper  and  lower  bars,  as  indicated  by  heavy  broken  blue  lines  od 
the  map  accompanying  this  report ;  and  further,  that  work  on  the  upper  bar  be  done 
first.  The  removal  of  rocks  in  Weweantic  River,  for  which  an  estimate  was  formerly 
made,  I  consider  uncalled  for,  as  I  could  not  find  that  the  river  is  used  at  all.  It  is 
also  quite  independent  of  Wareham  Harbor,  and  an  appropriation  for  its  improvement 
should  be  made  -specially  for  that  purpose.  Instead  of  it,  however,  I  would  recom- 
mend that  a  number  of  rocks  below  Long  Beach,  mainly  at  the  Four  Buoys,  be  takeu 
out,  as  they  are  much  in  the  way  of  vessels  entering  this  harbor.  No  special  examina- 
tion has  yet  been  made  of  them,  as  their  removal  should  constitute  the  last  improve- 
ment, and  the  estimate  therefor  is  only  approximate.  I  would  suggest  that  a  survey 
of  them  be  made  during  the  prosecution  of  improvements  the  next  year. 

The  following  is  an  estimate  of  the  cost  of  future  improvements : 

Dredging  on  the  upper  bar  and  vicinity,  24,107  cubic  yards,  (mud,  sand,  and 

gravel,)  at  35  cents  per  yard $8,437  45 

Dredging  opposite  Barney's  Point,  1,401  cubic  yards,  (sand  and  mud,)  at  35 
cents  per  yard 490  35 

Dredging  in  Quahaug  Bar  and  vicinity,  15,678  cubic  yards,  (mud  and  sand,) 
at  35  cents  per  yard 5, 487  30 

Removal  of  rocks 3,0U0  m 

Eugiueering  expenses  and  contingencies 2,5t^4  90 

20.000  00 

There  accompanies  this  report  a  map  of  Wareham  Harbor,  on  a  scale  of  iV<7~»  show- 
ing the  location  of  dredging  operations  of  the  last  year  (sha<1ed  blue)  and  those  pro- 
posed in  the  future,  (indicated  by  heavy  broken  blue  lines,)  and  two  sheets  of  title- 
observations  kept  in  the  spring  of  1H73.  I  was  assisted  in  my  survey  at  different  times 
by  Messrs.  P.  M.  Blake  and  A.  and  W.  B.  Savary,  assistant  engineers. 
Very  respectfully, 

H.  S.  Van  Ixgen. 
Civil  Eugitwer. 
General  G.  K.  W^arrex, 

Major  of  Engineer8,  U.  S.  A, 


X  4. 

TAUNTON  RIVER,  MASSACHUSETTS. 

At  the  date  of  my  last  annual  report,  August  30,  1873,  the  removal  of 
bowlders  from  this  river  was  in  progress ;  it  was  continued  until  Octo- 
ber 10,  when  the  portion  of  the  appropriation  assigned  to  this  purpose 
was  expended  ;  it  has  been  productive  of  much  good. 

A  contract  for  dredging,  at  82  per  cubic  yard,  had  been  made  with 
Mr.  E.  R.  Seward,  of  Albany,  N.  Y.,  he  to  begin  June  1,  1873,  and  com- 
plete November  3U,  1873.  His  contract  was  afterward  extended  to  June 
30, 1874,  to  allow  him  time  to  finish  the  work  atXorwalk,  Conn.,  under 
ni}'  charge,  before  beginning  this.  The  dredging  was  diligently  prose- 
cuted from  October  2i  to  November  20,  1873,  and  again  from  March  11 
to  March  31,  1874,  when  the  appropriation  was  expended.  The  shoals 
known  as  Blake's  Table  Rock  and  Sheep  Pen  were  thoroughly  removed, 
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and  a  cut  about  25  feet  wide  and  600  feet  long  was  made  through  Cliab- 
bot  Rock  Slioal,  the  depth  of  each  being  9  feet  at  mean  high-water.  The 
following  is  the  amount  of  work  done : 

Cubic  yards. 

Material  areclge<l 3,443.42 

Rocks  and  stoues  removed 224. 50 

On  the  completion  of  work  a  survey  was  made  of  the  channel  dredged 
and  of  several  obstructions  near  Dighton,  detailed  examinations  of 
which  had  never  been  made.  The  map  of  these  surveys  and  a  general 
map  of  the  river,  all  on  one  sheet,  are  presented  with  the  report  of  my 
assistant  engineer,  Mr.  H.  S.  Van  Ingeu,  who  has  been  in  charge  of  tbe 
operations  on  this  river. 

The  future  work  contemplated  is  the  removal  of  the  remainder  of  the 
upper  shoals  by  dredging  and  of  the  obstructions  from  Berkley  bridge 
to  Dighton,  consisting  of  dredgeable  materials  and  rocks. 

The  estimate  for  the  whole  improvement  is  somewhat  increased  over 
that  of  last  year  by  the  addition  of  the  estimate  for  tbe  shoals  near 
Dighton,  not  before  included,  and  for  other  minor  reasons  stated  in  the 
annexed  report  of  my  assistant. 

Dredging,  at  82  per  cubic  yard  for  upper  shoals,  aud  50  cents  for  lower..     $16, 470  50 

Removal  of  rock,  at  §^  per  cubic  yard 2, 400  00 

Eugiueering  expenses  aud  contingencies 3, 129  50 

Total 22,000  00 

Less  appropriation  for  fiscal  year  ending  June  30,  1875 10, 000  00 

For  year  ending  June  30,  1876 12,000  (0 

All  of  this  could  be  advantageously  expended  in  one  year. 

Taunton  River  is  the  channel  for  a  very  important  navigation  and  business  iuterest. 
It  is  in  the  Fall  River  collection-district,  and  that  place  is  the  nearest  port  of  entry. 
The  amount  of  revenue  collected  there  in  the  fiscal  year  ending  June  30,  1874.  is 
$93,12?5.23. 

Financial  statement 

Balance  in  Treasury  of  United  States  July  1,  1873 ^10, 000  00 

Amount  in  hands  of  officer  and  subject  to  his  check 484  53 

Amount  appropriated  by  act  approved  June  23,  1874 10,  OOU  U(» 

Amount  expended- during  the  fiscal  year  ending  June  30,  1874 10, 3-^7  58 

Amount  available  July  1,  1874 10,090  i>5 

Amount  required  for  the  fiscal  year  ending  June  30,  1876 12,  OUU  oo 


Report  of  Mr.  H.  S.  Van  Ingev,  Assistant  Engineer. 

Engineer  Office,  United  States  Army, 

Newport y  R,  /.,  July  1,  1874. 

General  :  I  have  the  honor  to  submit  the  following  report,  with  map,  of  operations 
for  the  improvement  of  Taunton  River,  Massachtisetts,  for  the  fiscal  year  endin*; 
June  30,  1874,  prosecuted  in  accordance  with  the  act  of  Congress  approved  March  3, 
1873,  appropriating  $10,000  for  this  purpose. 

In  fulfillment  of  the  agreement  previously  made  with  them,  Messrs.  Staples  &  Phillips, 
of  Taunton,  Massachusetts,  commenc(*d  the  removal  of  rocks  from  this  river  July  7, 
1873,  and  continued  it  until  October  10  at  the  rate  of  810  per  cubic  yard.  The  part  of 
the  appropriation  assigned  to  this  work  having  been  then  exi)ended,  operations  were  dis- 
continued. During  this  time  224^  cubic  yards  were  taken  out,  consisting  of  about  75 
large  rocks,  aud  the  remainder  stones  of  various  sizes  ;  the  largest  rock  removed  weighed 
about  40  tons.  They  were  taken  from  different  points  on  the  river  between  Blake's 
Wharf  and  the  Needles,  more  than  two-thirds  from  the  latter  point ;  these  were  in  part 
left  from  the  dredging  of  the  Needles  in  1871,  some  of  the  largest  having  been  dug 
around  but  not  removed,  and  others,  mostly  large  stones,  having  been  pushed  by  the 
dredge  on  the  side  ridges.    These  had  greatly  annoyed  vessels  and  scows,  esiiecially  iu 
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swiugiu^  around  the  turn,  and  had  given  rise  to  the  belief  considered  erroneous  in  my 
rexiort  ot  last  year,  that  more  dredging  was  required  at  the  Needles.  The  amouut  of 
rocks  and  stones  removed  far  exceeded  my  inspections,  so  that  the  money  was  gone 
before  the  Nook  and  other  points  further  down  the  river  were  reached.  The  rocks  were 
conglomerates  and  impure  granites.  The  stones  and  small  rocks  were  removed  with  the 
steam-engine  of  a  pile-driver,  lewis-bolts  being  driven  into  the  rocks  and  tongs  being 
placed  around  the  stones.  The  large  rocks  were  taken  out  in  the  following  manner : 
Two  dump-scows  were  joined  by  a  king-post  truss,  from  which  heavy  chains  were 
suspended.  A  rock  having  been  drilled  and  a  lewis-bolt  driven  into  the  hole,  the 
scows  were  placed  over  it  at  low-water,  and  the  chains  placed*  around  the  arrow-head 
of  the  bolt.  As  the  tide  rose  the  rock  was  lifted  from  its  bed,  the  force  due  to  the  rise 
of  the  tide  being  assisted  by  large  jack-screws  supported  by  the  truss  ;  the  rock  was 
raised  to  the  surface  of  the  water  by  these  means.  At  high-water  the  scows  were 
hauled  close  to  the  shore  and  the -rock  deposited  out  of  the  way.  Increased  power  was 
also  obtained,  in  starting  a  rock  from  its  bed,  by  partially  filling  the  air-chambers  of 
the  scows  with  water  before  taking  hold  of  the  rock  and  pumping  them  out  after- 
ward. Many  of  the  rocks  and  stones  were  placed  on  scows  and  carried  to  Taunton 
for  wharf-fronts.    The  price  paid  insured  the  contractors  reasonable  profit. 

A  contract  had  been  made  with  Mr.  E.  R.  Seward,  of  Albany,  New  York,  to  dredge  in 
Taunton  River  at  $2  per  cubic  yard  for  all  material  removed,  he  to  begin  June  I,  1673, 
and  complete  the  work  November  30,  1873.  This  contract  was  afterward  so  changed 
as  to  allow  him  to  begin  on  the  completion  of  his  work  at  Norwalk,  Connecticut,  under 
your  charge,  and  to  finish  by  June  30, 1874.  The  dredging  was  commenced  October  24, 
and  prosecuted  with  great  diligence  until  November  2H,  when  ice  caused  a  cessation 
of  operations.  During  this  time  the  shoals  known  as  Blake*S;  Table  Rock,  and  Sheep 
Pen  were  removed,  and  the  dredging  of  Chabbot  Rock  begun. 

Operations  were  resumed  March  11,  1874,  and  continued  until  the  available  funds 
were  expended,  March  31.  A  clear  channel- way,  9  feet  deep  at  mean  high-water,  aud 
of  the  requisite  width,  according  to  location,  was  made  through  all  these  shoals,  except 
the  last ;  only  one  cut  about  25  feet  wide  and  600  feet  long  could  be  afforded  through 
this.  The  total  amount  of  material  removed  is  3,443.42  cubic  yards :  it  was  much  the 
same  as  that  found  in  previous  shoals,  except  that  the  rocks  were  less  numerous ;  at 
the  lower  part  of  Chabbot  Rock  Shoal  a  very  hard  clay  was  met.  All  material  except 
large  rocks  was  dumped  opposite  Somerset;  the  rocks  were  placed  well  out|Of  the  way 
back  from  the  channel,  whence  they  will  doubtless  soon  be  removed  for  wharf-walls. 

Notwithstanding  the  price  was  so  much  smaller  than  that  paid  for  previous  work, 
85  per  cubic  yard  in  1871  and  $:J.45  in  1872,  good  wages  were  made,  because  a  stout 
and  well-equipped  dredge  was  used  for  the  purpose. 

While  it  cannot  certainly  be  ascertained,  except  by  an  impracticable  number  of 
borings,  how  large  a  proportion  of  the  remaining  shoals  consists  of  rocks,  yet  from  the 
borings  made  they  are  judged  to  be  of  about  the  same  composition  as  those  previously 
removed,  with  a  probability  of  a  less  number  of  rocks.  The  price  allowed  for  future 
work,  therefore,  should  not  exceed  $2  per  cubic  yard,  and  it  can  doubtless  be  done  for 
somewhat  less,  though  the  difficulty  of  getting  rid  of  the  material  will  be  the  same. 

On  the  completion  of  work  in  April,  I  made  a  survey  of  the  channels  dredged,  of  the 
shoal  above  I3erkley  Bridge  and  vicinity,  of  the  obstructions  at  the  Nook  opposite 
Wickamount,  and  at  Babbit's,  now  called  Peter's  Point,  above  Dighton,  and  of  the 
shoal  opposite  Cobb's  Wharf,  at  that  village.  These  are  points  at  which  no  detailed 
examinations  had  ever  been  conducted,  aud  for  the  removal  of  which  obstruction? 
only  approximate  estimates  had  been  made.  The  survey  was  completed  April  14,  and 
the  map  thereof  accompanies  this  report. 

Befkley  Bridge,  connecting  the  townships  of  Dighton  aud  Berkley,  has  been  rebuilt 
since  my  hist  report.  The  old  one  was  removed  some  years  ago,  but  the  piers  were 
never  thoroughly  taken  away.  The  new  bridge  is  a  queen-post  truss,  with  a  Howe- 
truss  draw  150  feet  long.  It  rests  on  eight  piers,  including  the  pivot-pier.  The  width 
of  each  draw-span  was  intended  to  be  GO  feet  in  the  clear;  it  is  that  between  stone- 
work, but  the  width  available  for  vessels  between  fender-piling  is  about  50  feet.  The 
pivot-pier  is  on  the  west  side  of  the  river,  one  end  of  the  draw  resting  on  the  west 
abutment.  The  east  draw-span  is  the  only  one  open  to  navigation,  and  is  best  situated 
with  reference  to  the  direction  of  the  channel  above  and  below  the  bridge.  The  west 
draw-span  is  obstructed  by  the  remains  of  an  old  pier,  having  4|  to  5  feet  of  water  over 
it  at  mean  high-water.  The  deepest  water  above  the  bridge  connects  with  this  span,  and 
there  are  doubtless  times  when  it  would  be  used  by  vessels  in  preference  to  the  other 
one  were  it  open.  Below  the  bridge  there  is  good  water,  aud  over  10  feet  draught  can 
be  carried  through  the  east  .draw-span  at  high-water;  the  depth  then  diminishes,  and 
about  2.30  feet  above  a  shoal  of  sand  is  encountered,  having  less  than  9  feet  of  water 
over  it  at  mean  high-water;  it  is  small,  and  above  it  the  depth  gradually  increases  to 
10, 11,  and  12  feet.  This  shoal  may  have  been  formed  by  the  building  of  the  old  bridge, 
or  it  may  be  due  to  the  increased  width  of  the  river  at  this  point;  there  are  no  data  to 
determine  this. 
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At  the  Nook  the  obstructions  consist  of  single  rocks.  The  ebb-tide  nins  out  through 
and  over  these  almost  in  rapids,  and  with  such  velocity  as  to  make  it  almost  impossible 
to  row  a  boat  against  it.  A  depth  over  10  feet  at  mean  high-water  could  be  carried 
through  this  but  for  the  numerous  bowlders;  no  rocks  were  found  which  obstructed  a 
channel- way  50  feet  wide  and  9  feet  deep  at  mean  high- water,  though  it  is  possible 
among  the  large  number  that  such  there  may  be.  Still  there  are  many  rocks  that  need 
to  be  taken  out,  and,  during  their  removal,  any  others  will  be  readily  found.  The  cur- 
rent sweeping  around. the  point  at  the  upper  end  of  the  Nook  carries  vessels,  bound 
down,  over  to  the  east  side  among  the  rocks;  this  is  especially  the  case  with  unloaded 
vessels  and  scows.  Thefe  is  good  water  close  to  this  point,  but  not  available  on  account 
of  the  "  Fisher  "  rock  and  others ;  were  these  away,  the  tug  could  J^ug  the  point  more 
closely,  and  keep  the  tow  off  the  rocks  ou  the  east  side.  From  the  •*  Fisher  "  down  to 
the  red  buoy  at  the  lowet  end  of  the  Nook  there  is  a  clear  way.  Here  are  numerous 
rocks,  mainly  on  the  west  side,  with  from  6  to  9  feet  of  water  over  them  at  meau  high- 
water;  one,  nearly  in  the  middle,  has  just  9.1  feet  on  it,  and  possibly  worse  oies  still 
may  have  been  missed.  These  are  very  dangerous  to  navigation,  and,  not  on'y  this, 
they  doubtless  impede  greatly  the  rise  of  the  tide. 

In  the  next  turn  below  this,  between  VVickamount  and  the  railroad  bridge  across 
the  creek,  is  a  shoal  of  gravel  and  sand,  with  an  occasional  bowlder.  It  is  nearly  in 
the  middle  of  the  river,  in  the  angle  formed  by  the  confluence  of  the  ebb  currents 
from  the  river  and  creek.  At  mean  high-water  from  8^  to  9  feet  draught  can 
be  carried  over  the  actual  bottom,  though  this  is  somewhat  diminished  by  projecting 
rocks  and  stones.  By  keeping  close  to  W ickamouat  it  can  be  avoided,  but  the  tendency 
of  the  current  is  to  sweep  vessels  on  to  it. 

From  Wickamouut  to  Peter's  Point  there  is  a  good  channel,  with  from  10  to  15  feet 
of  water  at  high-water.  The  shores  here  are  covered  with  bowlders,  and  the  whole 
topography  indicates  rock  formation.  The  east  shore  seems  to  be  a  continuous 
ledge,  out-cropping  on  the  extreme  end  of  Peter^s  Point,  dipping  southwest.  A  pro- 
jection of  this  forms  Reuben's  Island,  and  a  rock  6  feet  below  high-water,  between 
this  island  and  the  black  buoy  on  the  same  range,  was  stated  to  be  probably  another 
out-crop  of  this  by  Lieutenant  Quinu,  United  States  Engineers,  m  his  communi- 
cation to  Lieutenant-Colonel  Thom,  United  States  Engineers,  dated  September  5, 
1871.  I  am  not  certain  that  I  found  the  particular  rock  referred  to  by  him,  but  as  the 
locality  is  full  of  scattering  bowlders,  consider  it  quite  as  probable  that  the  rock  is  of 
this  character;  experiment  alone  can  determine  this.  My  attention,  however,  was 
drawn  especially  by  navigators  of  the  river  to  that  portion  of  the  ledge  on  the  extreme 
end  of  Peter's  Point,  and  another  out-crop  100  feet  north,  dipping  west  across  the  r  ver. 
The  ledge  dips  at  such  an  angle  as  to  give  over  a  10-foot  draught  of  water  from  near 
the  shore  150  feet  out ;  this  full  width,  however,  is  not  available  on  account  of  the 
numerous  projecting  rocks,  supposed  by  me  to  be  bowlders ;  these  limit  the  channel, 
9  feet  deep  at  mean  high-water,  to  65  feet  in  width.  Farther  west  are  several  rocks 
with  less  water  on  them,  while  some  in  this  contracted  width  have  little  water  to 
spare  over  them.  The  removal  of  rocks  at  this  point  would,  I  think,  render  unneces- 
sary any  work  between  the  black  buoy  and  Reuben's  Island. 

From* Peter's  Point  the  depth  continues  from  10  to  15  feet  at  high-water,  down  below 
the  red  buoy,  thence  a  shoal  extends  to  the  upper  end  of  Cobb's  Wharf,  due  to  the 
sudden  widening  of  the  river  here. 

This  completes  the  examination  of  the  river  from  Taunton  to  Dighton.  Between 
DigLton  and  Somerset  is  sufficient  water,  it  is  stated,  to  accommodate  the  wants  of 
navigation,  certainly  as  far  as  the  city  of  Taunton  is  concerned,  by  the  exertions  of 
whose  citizens  the  past  appropriations  have  been  obtained.  In  makiug  the  surveys  of 
obstructions  to  navigation  it  has  been  my  purpose  mainly  to  determine  whether  they 
consist  of  dredgable  material,  or  simplj"  of  rocks ;  if  of  the  former,  to  obtain  data 
sufficient  to  estimate  the  cost  of  their  removal ;  if  of  the  latter,  to  ascertain  their  gen- 
eral location  and  number,  and  to  determine  whether  they  are  bowlders  or  parts  of 
ledges.  To  have  examined  and  located  each  rock  in  this  river,  where  they  are  so 
numerous,  would  have  taken  too  much  time,  without  commensurate  advantages. 

The  following  is  a  summary  of  the  work  accomplished  during  the  past  year,  and 
of  the  expenditures  therefor  : 

Rocks, 224i  cubic  yards,at$10 §2,245  00 

Material  dredged,  (sand,  gravel,  clay,  and  rocks,)  .3,443T^,i^r  cubic  yards,  at  §2 
per  cubic  yard 6,886  84 

Total 9,131  84 

A  description  of  the  manner  in  which  the  navigation  of  the  Taunton  River  between 
Dighton  and  Taunton  is  conducted,  is  necessary  to  an  understanding  of  the  needs  of 
the  river  and  the  best  plan  for  future  operations.  Vessels  are  almost  invariably  towed 
up  and  down,  four  tow-boats  being  employed  in  this  business.  The  steamers  with 
their  vessels  and  scows  start  from  Dighton  as  soon  after  the  Hood-tide  has  made,  as 
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they  can  cross  the  shoals  and  rocks  at  the  lower  part  of  the  river ;  this  they  cauaot 
now  do  more  than  abont  one  honr  before  high-water  at  Di<jhton  ;  they  then  reach  tbf 
upi)er  shoals  a  little  betore  high-water,  and  on  arriving  at  Weir  must  quickly  bn  ak  np 
one  tow  and  reform  a  new  oue ;  bj'  this  time  the  tide  is  about  turuinjj  at  Weir  and  has 
been  running  out  at  Dighton  for  nearly  three-quarters  of  an  hour.  The  tow  has  gotid 
water  over  the  upper  shoals,  but  bj^  the  tin»e  the  obstructions  nearer  Dightou  are 
reached  the  tide  has  fallen  very  rapidly.  As  none  of  the  tow-boats  draw  over  7  feft, 
they  can  pass  over  the  rocks  and  shoals,  and  as  vessels  outward-bound  are  usnallj 
unloaded  or  lightly  loaded,  the  tows  succeed  in  getting  out,  though  often  only  by  drag- 
ging over  the  obstructions.  But  when  a  tug  carries  up  a  vessel  drawing  all  the  water 
available  on  the  upper  shoals,  being  detained  later  at  the  lower  ones,  she  does  not 
reach  the  upper  ones  till  tl^e  last  of  high-water  slack;  then  if  the  same  tug  bass 
loaded  vessel  to  take  out,  they  are  latefor  even  the  upper  shoals,  and  very  Tate  for 
those  near  Dighton,  as  the  tide  will  have  fallen  about  2  feet  when  that  i>lace  is 
reached. 

I  have  gone  thus  into  detail  to  show  that  a  9-f "'ot  depth  of  water  over  each  shoal,  at 
its  respective  high-water,  is  not  equivalent  to  affording  vessels  a  9-fopt  draught  from 
Dighton  to  Taunton  and  back.  If  the  upper  shoals  be  removed  to  9  feet  below  mean 
high-water,  then  the  obstructions  from  Berkley  Bridge  down  to  Dightou  should  be 
cleare<l  away  to  a  depth  of  10  feet  at  least  at  the  same  stage  of  tide.  The  estimates 
that  follow  are  based  on  this  view  of  the  matter,  and  their  increase  over  the  partially 
approximate  ones  of  last  year,  before  detailed  surveys  had  been  made,  is  due  to  this 
change  and  to  the  possession  of  more  accurate  data.  The  increase  of  the  estimates  for 
the  removal  of  the  upper  shoals  arises  from  the  fact  that  it  has  been  found  impossible 
to  dredge  these  to  9  feet  depth,  removing  all  rocks,  without  going  at  least  1  foot 
below  this,  so  that  to  give  a  9-foot  draught  at  mean  high-water  allowance  must  be 
ma<le  to  dredge  to  10  feet. 

The  following  is  an  estimate  of  the  cost  of  future  improvements,  and  includes,  I 
think,  all  the  work  needed  to  bo  done  between  Dighton  and  Taunton  to  enable  vessels 
to  carry  9  feet  between  these  places  at  mean  high-water.  The  proposed  dredging  is 
shown  on  the  accompanying  map  by  heavy  broken  blue  lines  : 

(1.)  Chabbot  Rock  Shoal,  to  complete  three  cuts,  61  feet  wide  and  9  feet  deep 
at  mean  high- water,  3,217  cubic  yards,  (sand,  gravel,  clay,  and  rocks,) 
at  8*2  per  cubic  yard 5^6, 4IM  W 

(2.)  "The  Brothers"  Shoal,  to  make  three  cuts,  same  as  above,  1,803  cubic 

yards,  (sand,  gravel,  clay,  and  rocks,)  a^  i^Z  per  cubic  yard 3, 6(i6  00 

(3.)  John  R.^s  Shoal,  to  make  two  cuts,  43  feet  wide  and  9  feet  deep  at  mean 
high-water,  552  cubic  yards,  (sand,  gravel,  clay,  and  rocks,)  at  $2  per 
cubic  yard 1, 104  i*0 

(4.)  Points  between  Chabbot  Rock  and  Phillips's  wharf,  so  as  to  give  a  chan- 
nel 43  feet  wide  and  9  feet  deep  at  mean  high-water,  l,Ii53  cubic  yards, 
(sand,  gravel,  clay,  and  rocks,)  at  ^2  per  cubic  yard 2, 700  t*^^ 

(5.)  Removal  of  scattering  rocks  from  the  wharf  below  the  Needles  down  to 
Dighton,  especially  in  the  Nook  and  opposite  Peter's  Point,  so  as  to 
give  a  10-foot  draught  of  water  at  mean  high-water,  300  cable  yards, 
at  ^S  per  cubic  yard 2, 400  01^ 

(6.)  Cobb's  Wharf  Shoal,  dredging  a  channel  80  feet  wide,  10  feet  deep,  at 

mean  high-water,  1,407  cubic  yards,  (sand,)  at  50  cents 703  50 

(7.)  Wickamount,  dredging  out  of  shoal  10  feet  deep  at  mean  high-water, 

1,835  cubic  yards,  (sand  and  gravel,)  at  50  cents 917  50 

(8.)  Berkley  Bridge,  dredging  three  cuts  05  fe.et  wide  and  10  feet  deep  at 

mean  high-water,  1,675  cubicyards,  at  50  cents., 8*37  50 

Removal  of  old  pier  in  west  draw-span  to  10  feet  deep  at  mean  high-water, 

81  cubic  yards,  at  82 -         1<J'2  0t» 

Total lr^,-7<».^<' 

Engineering  expenses  and  contingencies 3, 129  5«i 

Total  cost  of  improvements 20,  OOti  00 

These  estimates  are  ma<^le  in  the  order  in  which  the  obstructions  to  which  they  relate 
should  be  removed.  The  fourth  one,  for  the  removal  of  points  between  Chabbot  Rock 
and  Phillips's  wharf,  was  not  made  last  year  because  8^  to  9  fec^t  at  mean  higb-watei 
could  be  carried  over  them,  and  it  was  hoped  that  the  removal  of  rocks  and  the  in- 
creased rise  of  tide  resulting  from  the  clearing  away  of  the  obstructions  lower  down 
the  river  would  render  work  at  these  points  unnecessary.  It  is  now  included  in  the  list 
in  order  that  these  estimates  may  be  comprehensive  ot  contingencies,  it  being  placed 
last  among  the  up-river  improvements. 

I  would  recommend  that  the  810,(»00  appropriated  for  the  next  fiscal  year  should  be 
expended  entirely  in  dredging  and  be  applied  to  the  removal  of  Chabbot  Rock  Shoal, 
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and  the  making  of  two  cute  throngh  "  The  Brothers"  Shoal.  According  to  the  above 
Mtimates,  at  $2  per  cubic  yard,  this,  with  contingencies,  would  just  about  exhaust  the 
appropriation.  Should  the  price  bid  be  less,  I  would  suggest  that  the  balance  of  the 
appropriation  be  used  in  removing  John  R.'s  Shoal,  leaving  the  third  cut  throngh 
"The  Brothers"  Shoal  to  be  made  the  following  year. 

There  accompanies  this  report  a  map  in  one  sheet  on  a  scale  of  t-jVit*  showing  (1) 
the  points  at  which  dredging  has  been  done  during  the  past  year,  Tsluuled  blue,)  and 
where  it  is  contemplated  in  the  future,  (indicated  by  heavy  broken  blue  lines;)  (2) 
the  portion  of  the  river  in  the  vicinity  of  Berkley  Bridge,  showing  the  shoal  above  it; 
(3)  the  river  between  the  upper  part  of  the  Nook  and  Cobb's  wharf  at  Dighton,  with 
the  different  obstructions  needing  removal  and  referred  to  above;  (4)  an  index  map 
of  Taanton  River,  Taunton  to  Somerset,  on  a  scale  of  jrihn^  showing  the  relative  posi- 
tions of  the  map,  and  also  the  localities  from  which  rocks  were  removed  during  last 
somuier,  (cross-lined  in  blue  ;)  (5)  a  side  elevation  of  Berkley  Bridge  with  a  profile  of 
the  river  bottom  on  its  axis,  on  a  scale  of  jixf. 

I  was  assisted  in  the  survey  by  Messrs.  F.  N.  Lincoln  and  P.  M.  Blake,  civil  engi- 
neers. 

Very  respectfully, 

H.  S.  Van  Inoen, 

Civil  Engineer. 

General  G.  K.  Warren,  n 

Major  of  Engineers,  U,  S.  A. 


X5. 

IMPROVEMENT  OF  FALL  RIVER  HARBOR,  MASSACHUSETTS. 

The  act  of  Congress  approved  June  23, 1874,  appropriated  $10,000  for 
the  removal  of  bowlders  from  this  harbor.  It  is  proposed  to  expend  this 
in  the  removal  of  bowlders  by  contract  after  advertising  in  the  usual 
maimer. 

The  work  will  probably  be  done  this  autumn  and  the  following  spring. 

The  whole  estimate  for  the  improvements  at  this  place  was  $45,000. 
The  present  appropriation  will  probably  enable  us  to  remove  most  of  the 
bowlders,  leaving  the  dredging  and  putting  in  dolphins  to  mark  the 
channel  till  further  means  are  provided. 

It  would  be  most  economical  to  have  all  the*  rest  of  the  estimate 
($35,000)  at  one  time,  and  it  could  all  be  advantageously  expended  in 
one  year.  The  full  value  of  removing  the  bowlders  will  not  be  realized 
until  the  whole  work  is  done. 

Fall  River  is  in  the  Fall  River  collection-district,  and  is  a  port  of  entry.   The  revenue 
collected  during  the  fiscal  year  ending  June  HO,  1874,  wa^  ^93,128.23. 

Finnncial  statement. 

Amount  appropriated  by  act  approved  June  23,  1874 .' ^10, 000 

Amount  available  July  1, 1874 '. 10,000 

Amount  required  for  the  fiscal  year  ending  June  30,  1876 3,'),  000 


X  6. 

NEWPORT  HARBOR,  RHODE  ISLAND. 

The  work,  uqder  the  appropriation  of  $8,500,  made  March  3, 1873,  was 
commenced  on  the  shoal  lying  between  Lime  Rock  light  and  Goat 
Island,  where  the  water  was  about  12  feet  deep  at  mean  low- water.  Two 
cuts,  giving  a  width  of  50  feet,  were  made  through  this  to  a  depth  of 
15  feet  at  mean  low-water.    The  dredging  was  difficult,  as  the  shoal 

15  ENG 
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seems  to  be  composed  of  glacial  drift  overlying  the  slate  rock,  not  far 
below,  fresh  detached  pieces  of  which  were  dredged  up.  These  diffi- 
culties caused  us  to  suspend  operations  there,  and  remove  to  the  point 
of  a  sand  shoal  at  the  end  of  Goat  Island.  This  was  dredged  off  to  a 
depth  of  12  feet  at  mean  low- water,  and  in  such  a  line  that  vessels  aft» 
passing  the  black  buoy  can  take  a  direct  course  for  Long  Wharf  without 
grounding.  A  jetty  was  also  built,  about  150  feet  long,  running  out 
southwesterly  from  Goat  Island,  so  as  to  arrest  the  sand  moved  along 
the  shore,  and  prevent  the  point  dredged  off  from  being  again  ex- 
tended. 

None  of  the  material  dredged  was  suitable  for  the  parapets  or  trav- 
erses at  Fort  Adams. 

The  inner  harbor  is  now  so  shoal  at  the  usual  anchorage  and  ap- 
proaches that  it  is  proposed  to  expend  the  recent  appropriation  of 
$10,000  in  deepening  it  here,  where  most  necessary.  The  remainder  of 
the  first  appropriation  will  be  similarly  applied,  a  small  portion  being 
reserved  for  taking  care  of  the  jetty,  and  repairing  any  breaches  that 
may  take  place.  I  transmit  with  my  report  that  of  Mr.  Cotton,  who 
superintended  the  improvement. 

Newport  is  in  Newport  ooUection-district^  and  is  a  port  of  entry.    The  amoant  of 
revenue  collected  dunng  the  fiscal  year  ending  June  30,  1874,  was  $2,514.94. 

Financial  statement. 

• 

Balance  in  Treasury  of  United  States  July  1,  1873 $8,500  W 

Amount  appropriated  by  act  approved  June  23,  1874 10,  000  00 

Amount  expended  during  the  fiscal  year  ending  June  30, 1874 7, 555  SI 

Amount  available  July  1,  1874 10,944  19 

Amount  required  for  the  fiscal  year  ending  June  30, 1876 15. 000  Oi> 


Report  of  Mr,  J.  P.  Cotton,  Assistant  Engineer, 

» 

Engineer  Office,  United  States  Army, 

Newport,  R,  /.,  June  30,  1874. 

General:  I  have  the  honor  to  submit  the  following  detailed  report  of  operations  for 
the  improvement  of  Newport  Harbor,  Rhode  Island,  during  the  last  fiscal  year. 

In  November,  1873,  a  dredge  was  employed  by  tlie  day  in  deepening  to  15  feet  at 
mean  low-water  the  shoal  between  Lime  Rock  and  the  south  end  of  Goat  Island, 
where  the  depth  was  from  11  to  13  feet  at  the  same  time  of  tide.  When  the  survey  of 
the  harbor  was  made  in  1872  this  bar  was  thought  to  be  sand  and  gravel,  but  when  we 
dredged  it  we  found  it  to  be  of  ^avel,  pebbles,  and  small  bowlders,  and  so  bard  that 
but  slow  progress  could  be  made.  In  tlie  shoalest  part  of  this  reef,  and  about  midwaj 
between  deep  wat<9r  on  either  side,  pieces  of  slaty  rock  were  dredged  that  appeared  to 
have  been  broken  from  rock  in  place.  After  passing  the  shoalest  part  of  the  ridge  in 
coming  into  the  harbor,  the  material  grew  finer,  until  sand  and  mud  were  reached  at 
about  14  feet  depth. 

Dredging  was  continued  on  this  reef  through  November,  when,  on  account  of  roa^^ 
weather,  work  was  discontinued. 

Work  was  resumed  here  in  April,  1874,  but  after  five  days  the  dredge  was  transferred 
to  the  point  of  the  shoal  southeast  of  Goat  Island,  where  she  continued  until  the  close 
of  the  work,  May  20.  The  depth  was  increased  from  9  and  10  feet  to  12  feet.  This 
shoal  is  composed  of  gravel,  sa^d,  and  mud,  with  shells  in  each,  met  in  the  order 
named  in  coming  into  the  harbor.  It  was  thought  that  sand  sufficiently  clean  for  cov- 
ering in  the  magazines  at  Fort  Adams  would  be  found  in  this  bar,  but  none  was  foand 
that  would  answer  the  puq)ose. 

Work  on  the  jettj"*  at  the  south  end  of  Goat  Island  was  commenced  on  the  19th  of 
May.  The  stone  was  quarried  at  Fort  Adams  and  towed  to  the  work  in  scows.  The 
Jetty  was  completed  on  the  19th  of  June.  It  is  triangular  in  section,  commencing  on 
the  shore  above  highest  tide,  and  runs  out  about  150  feet  to  where  there  is  about  1  foot 
of  water  at  mean  low-water.  Its  height  is  about  3  feet  above  mean  high-water.  The 
object  of  this  jetty  is  to  arrest  the  sand  that  is  driven  by  waves  idong  the  west  shore 
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of  Groat  iRland,  and  which,  if  not.  stopped,  would  go  to  increase  the  bar,  the  point  of 
which  we  have  dredged  off.  If  this  answers  the  purpose  for  which  it  was  built,  others 
should  be  built  along  the  shore  of  the  island  to  the  north.  These  stop  the  erosion  of 
the  island,  and  the  sand  that  would  find  lodgment  behind  them  would  add  to  the 
area  of  the  island. 

Tbe  result  of  the  work  done  on  this  improvement  is,  op  the  shoal  between  Goat 
Islaud  and  Lime  Rock,  not  as  great  as  was  anticipated,  because  the  material  proved  so 
Dincb  more  difficult  to  dredge  than  was  anticipated,  therefore  a  less  amount  was  re- 
moved.   A  channel  about  50  feet  wide  and  16  feet  deep  was  made.    An  increase  of 
depth  at  this  point  is  very  desirable,  as  in  extreme  low-tides  the  large  steamers  of  the 
Narragansett  Steamship  Company  touch  bottom  if  not  in  the  deepest  part  of  en- 
trance, and  this  is  often  difficult  to  do  in  thick  weather.    The  nature  of  the  material 
ahows  that  the  tidal  action  would  be  sufficient  to  keep  the  channel  clear  if  once  opened, 
and  increase  of  section  here  would  probably  increase  both  flood  and  ebb  currents 
through  the  harbor. 

The  dredging  off  of  the  point  at  the  southeast  end  of  Gk>at  Island  affords  relief  to 
▼esaels  entering  the  harbor,  in  that  they  can  now  haul  up  for  the  west  end  of  Long 
Wharf  as  soon  as  they  pass  the  buoy,  and  carry  12  feet  at  mean  low-water  into  the 
harbor  on  this  range,  which  before  they  could  not  do.  That  this  was  a  serious  obstruc- 
tion is  shown  by  the  copper  sheathing  dredged  from  the  different  part«  of  the  shoals. 
The  jetty  is  built,  but  we  shall  have  to  await  the  action  of  the  storms  of  autumn  and 
winter  to  determine  its  efficiency.  If  it  stops  the  drifting  sand,  the  point  of  the  bar  off 
the  island  may  be  further  dredged  with  good  results. 

The  future  improvement  of  this  harbor  should  be  in  widening  the  channel  through 
the  reef  at  the  entrance,  and  in  dredging  a  channel  from  the  deep  water  in  the  harbor 
into  the  harbor  line.  The  latter  will  aflord  the  greater  present  benefit,  and  I  would 
recommend  that  the  appropriation  of  $10,000,  made  by  act  approved  June  23,  be  ex- 
pended in  dredging  a  channel  200  feet  wide  and  13  feet  deep  at  mean  low-water,  where 
the  present  ruling  depth  is  from  9  to  10  feet  at  the  same  time  of  tide. 

Wharves  are  being  built,  and  considerable  dredging  has  been  done  by  private  parties 
aince  the  improvement  of  the  harbor  was  commenced,  and  if  completed  as  estimated 
for  much  benefit  will  be  realized. 

The  sum  of  $15,000  could  be  expended  to  advantage  during  the  fiscal  year  ending 
June  30,  1870. 

Mr.  C.  R.  Mather,  civil  engineer,  superintended  the  building  of  the  jetty,  and  Mr.  F. 
U.  Lincoln,  civil  engineer,  the  dredging  operations. 

Respectfully  submitted. 

J.  P.  Cotton, 
Civil  Engineer. 

Gen.  G.  K.  Warren, 

Major  of  Engineers,  U,  S.  A. 


Xy. 

PAWTUCKET  (SEEKONK)  RIVER,  RHODE  ISLAND. 

During  the  fiscal  jear  the  work  here  was  coufined  to  a  careful  survey 
of  the  portion  of  the  river  heretofore  dredged,  and  of  the  bridges  that 
have  been  erected  on  it.  I  forwarded  a  report  of  this  on  the  6th  of  May, 
calling  attention  to  the  necessity  for  some  legislative  aetion  or  other 
control  by  the  General  Government,  in  order  to  remedy  the  injury  caused 
to  navigation  by  bad  bridges.  This  was  transmitted  to  Congress  and 
printed  as  H.  Ex.  Doc.  No.  264,  first  session,  forty-third  Congress.  So 
far  as  I  am  aware  no  action  in  regard  to  the  matter  was  taken. 

Since  that  report  was  made  by  me  the  legislature  of  Ehode  Island  has 
authorized  another  bridge  across  the  river  in  its  navigable  part,  and  I 
know  of  no  way  that  I  can  officially  act  to  prevent  the  parties  from  doing 
as  they  please  in  regard  to  its  location,  nor  prevent  their  needlessly  ob- 
structing the  channel  until  after  they  begin  the  work. 

The  appropriation  on  hand  will  be  used  to  deepen  and  widen  the 
channel  at  the  shoal  places,  and  in  removing  the  stone  from  the  east 
draw-opening  of  the  Red  Bridge. 

I  submit  herewith  the  report  of  Assistant  H.  A.  Bentley,  assistant 
engineer,  on  the  past  improvement  and  present  condition  of  the  Paw- 
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tucket  (Seekonk)  Eiver,  Ebode  Island.  This  report  is  accompaoied  by 
a  map  made  from  a  survey  conducted  during  the  season  of  1873.  It  is 
on  a  scale  of  200  feet  to  the  inch,  and  shows  not  only  the  condition  of 
the  channel,  but  also  the  positions  and  structure  of  the  bridges  across 
it.  To  these  latter  I  wish  to  ask  special  attention.  Mr.  Bentley's  report 
is  as  concise  as  the  matter  it  contains  will  admit.  There  is,  first,  a  his- 
tory of  the  former  improvements;  second,  an  account  of  this  last  sur- 
vey ;  third,  a  presentation  of  the  points  where  further  dredging  is  most 
needed ;  fourth,  a  history  of  the  building  and  rebuilding  of  the  bridges, 
and  the  legal  authority  for  building  them ;  fifth,  a  consideration  of  the 
obstruction  these  bridges  cause  to  the  tidal  currents,  and  their  influence 
in  decreasing  the  height  of  the  tide  at  the  city  of  Pawtucket  wharves; 
sixth,  future  improvements  at  bridges. 

The  points  for  special  notice  brought  out  under  these  difterent  heads 
are  as  follows : 

First,  in  regard  to  dredging  already  done.  The  dredging  done  pre- 
vious to  the  last  appropriation — that  of  $10,000,  approved  March  3, 
1873 — had  made  a  channel-way  75  feet  wide  and  7  feet  deep  at  mean 
low- water.  It  had  been  conducted  under  four  dilf'erent  appropriations, 
and  with  the  last  one  it  was  found  necessary  to  redredge  at  places 
which  had  become  filled  since  the  first  dredging.  One  object  of  the 
survey  was,  therefore,  to  determine  the  places  where  liability  to  reform 
shoals  existed,  so  that  by  making  enlarged  and  deeper  channels  at  these 
places  we  might  secure  the  requisite  draught,  even  after  considerable  re- 
filling has  taken  place.  Mr.  Bentley's  report  clearly  points  out  these; 
and  if  our  future  operations  are  to  be  confined  to  dredging,  as  they  have 
been,  I  would  recommend  simply  carrying  out  his  suggestions  with  the 
funds  now  on  hand. 

But  if  something  can  be  done  at  the  bridges,  I  think  it  more  import- 
ant that  it  should  be  done  there  than  altogether  confined  to  the  shoals 
above  them.  Before  recommending  that  the  last  appropriation  should 
be  expended  for  this  purpose,  I  would  like  to  know  what  can  be  exacted 
from  the  bridge  company.  I  beg  here  to  refer  directlj^  to  Mr.  Bent- 
ley's report,  page  14,  "  on  the  bridges.''  Their  history  and  condition, 
the  authority'  for  printing  them,  and  what  should  be  done,  are  stated 
fully.  At  the  Red  Bridge,  an  expenditure  of  about  $675  is  required  to 
renjove  stone  from  the  east  opening  of  the  pivot-draw\  It  is  now  so 
obstructed  that  it  is  useless  to  navigation  ;  and  if  the  other  draw-open- 
ing should  be  closed  by  a  sunken  vessel,  all  navigation  of  the  river 
would  be  suspended.  If  the  bridge  company  cannot  legally  be  com- 
pelled to  open  properly  this  east  draw-space,  I  would  recommend  that 
the  present  appropriation  be  used  for  that  purpose.  Under  the  heading 
''obstructions  to  tidal  flow,"  &c.,  Mr.  Bentley  makes  further  estimates 
for  dredging  between  the  piers  of  the  Ited  and  Washington  bridges,  at  an 
estimated  cost  of  $8,085.  This  latter  expen<liture  the  means  in  our 
hands  would  not  Justify  us  in  making,  as  it  would  prevent  ne<5es8ary 
dredging  on  the  shoals  above.  I  wish  it  would  be  ascertained,  by  projier 
reference,  whether  there  is  not  legal  remedy  to  compel  this  bridgeeom- 
pany  to  restore  the  water-way  to  a  proper  natural  width. 

The  Washington  Biidge  is  in  so  bad  a  condition  that  it  is  expected  to 
soon  rebuild  it ;  but  it  is  a  very  serious  obstruction  to  navigation,  and 
it  is  not  at  all  likely  that,  when  rebuilt,  it  will  be  suited  to  the  wants  of 
navigation,  unless  some  control  is  exercised  over  it  by  the  General 
Government.  The  present  railroad  bridge  might  have  been,  and  should 
have  been,  better  located. 

I  deem  it,  therefore,  a  matter  of  importance  that  some  steps  should 
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be  taken — what  ones  exactly,  I  do  not  know — to  control  the  bridging  of 
the  Piiwtucket  River  in  the  interest  ot  navigation ;  and  unless  suclf 
control  is  acquired  by  the  (General  Government,  it  seems  to  me  out  of 
place  to  further  regard  the  improvement  of  the  Pawtucket  River  as  a 
public  one,  or  that  that  estuary  is  longer  a  navigable  water  of  the  United 
States. 

A  small  sketdi  in  Mr.  Beiitley's  report  shows  the  location  of  the  bridges 

No  further  appropriation  is  recommended. 

Pawtucket  River  is  in  the  Providence  collection-district.  Providence  is  the  nearest 
port  of  entry.  The  amoout  of  revenue  collected  there  during  the  fiscal  year  ending 
June  30,  1874,  was  $184,197.37. 

Financial  statement 

Balauce  in  Treajsnry  of  United  States  July  1,1873 $10,000  00 

Amouut  expended  during  the  fiscal  year  ending  June  30, 1874 686  55 

Amouut  available  July  1,  1874 9,313  45 


Report  of  H,  A.  Bentlepy  Assistant  Enginter. 

Engineer  Office,  United  States  Army, 

Newporty  R.  /.,  April  4,  1874. 

General:  I  have  the  honor  to  submit  the  following  report  on  the  improvement  of 
the  Pawtucket  or  Seekonk  River,  Rhode  Island.  This  will  be  a  history  of  improve- 
ment prior  to  1873,  an  account  of  the  survey  in  1^3,  a  description  of  shoals  requiring 
dredging,  a  history  and  description  of  the  bridges,  and  their  effects  on  navigation  and 
tides,  with  a  statement  of  improvements  required. 

HWTORY  OF  improvements. 

The  first  appropriation  for  the  improvement  of  this  river  was  made  in  1867,  when 
$17,000  was  allotted  for  the  work.  The  money  was  expended  in  dredging  the  channel 
above  High  Hill,  with  the  purpose  of  making  it  75  feet  wide,  and  6  feet  deep  at  mean 
low-wat-er.  The  general  depth  in  the  channel  of  the  river  above  High  Hill,  at  this  time, 
^ra«  5  feet  at  njean  low-water.  The  dredging  done  w»»  at  the  bars  known  as  High  Hill 
Bar,  Swan  PoinT  Bar,  and  Ingrahamville  Bar.  This  improvement  was  carried  on  under 
Col.  D.  C.  Houston,  Major  United  States  Engineers. 

By  act  of  Congress  approved  July  11, 1870,  an  additional  appropriation  of  $8,000  was 
made  for  this  improvement.  .  This  money  was  expended,  under  your  direction,  in  mak- 
ing a  channel  75  feet  wide  and  7  feet  deep  at  mean  low-water  from  Thornton's  wharf, 
Pawtucket,  to  Bass  Rock.  The  depth  of  water  to  be  made  was  changed  from  6  to 7  feet, 
because  of  the  impracticability  of  making  so  light  a  cut  as  a  depth  of  6  feet  required. 

By  act  of  Congress  approved  March  3, 1871,  $7,000  was  appropriated  for  the  contin- 
Dauce  of  the  improvement ;  this  money  was  expended  in  connecting  the  channels  dug 
in  18<T7  at  High  Hill  and  Swan  Point,  by  dredging  a  channel  75  feet  wide  and  7  feet 
deep  between  them,  and  in  dredging  the  bar  immediately  above  Swan  Point.  An  ex- 
amination of  the  channels  dredged  in  18(37  proved  that  tlie  general  depth  in  them  was 
7  feet  at  mean  low- water,  so  that  the  dredging  done  in  1>71  opened  a  channel  nf  the 
re<|«ired  width  and  depth  up  to  a  point  half  way  between  Swan  Point  and  Bishop's 
Point.  A  report,  giving  the  details  of  the  work  done  from  1870  to  187*2  may  be  found 
in  Report  of  Chief  of  Engineers  for  1872,  page  818. 

By  act  of  Congress  approved  June  10, 1872,  an  appropriation  of  $10,000  was  made  for 
this  river.  After  the  usual  advt-rtiseuienis  for  bids,  a  contract  was  made  with  Mr.  E. 
M,  Payn,  of  Albany,  N.  Y.,  for  dredging  and  removing  material,  at  the  rate  of  3*«:^  cents 
per  cubic  yard.  Dredging  was  commenced  under  this  contract  August  8,  1872,  at  the 
place  where  work  was  stopped  the  previous  year  on  account  of  the  exhaustion  of  the 
appropriation. 

The  general  plan  adopted  for  the  work  was  to  continue  the  channel  7.5  feet  wide  and 
7  feet  de<;p  up  to  DunnelPs  wharf,  there  to  connect  with  the  channel  dredged  under  the 
appropriation  of  1870. 

It  was  f.iund  necessary  to  redredge  a  greater  portion  of  the  channel  opposite  Ingra- 
hamville, that  had  been  dredge<l  in  1867;  also  the  bar  at  Dunnell's  wharf;  the  latter 
place  ha<l  filled  in  since  1871.  Some  dre<lging  was  also  done  on  (he  bar  opposite  High 
Hill.  This  contract  wsis  completed  May  12,  1873,  26,073  cubic  yards  of  sand,  gravel, 
and  mud  having  been  removed  from  the  channel  and  placed  on  the  adjoining  flats. 
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By  an  act  of  Congress  approved  March  3, 1873,  another  appropriation  of  $10,000  was 
made  for  this  work.  The  previous  appropriations  were  snpposed  to  have  given  the 
channel  the  required  width  and  depth  ;  it  was,  therefore,  decided  by  yoa  to  have  ft  snr- 
vey  made  of  the  river,  to  ascertain  how  the  available  money  might  be  expended,  so  as 
to  give  the  greatest  benefit  possible  to  navigation. 

SURVEY  IN  1873. 

In  pursuance  of  instructions  received,  I  proceeded  to  Pawtucket  "May  14,  and  com- 
menced the  survey  by  covering  the  entire  river,  from  Pawtucket  to  Fox  Point,  Provi- 
dence, with  a  system  of  triangles,  in  which  each  angle  was  measured  three  times.  A 
connection  was*  made  with  the  survey  of  Providence  River  made  in  1672.  The  survey- 
ing party  was  then  organized,  and  commenced  the  traverse  May  19,  starting  at  S.  Grant 
&  Co.'s  old  coal-dock,  and  running  down  the  west  bank  of  the  river  to  India  Point 
wharves,  Providence,  where  the  party  crossed  the  river.  A  liue  was  then  run  up  the  east 
bank  from  Station  D,  Providence  River  survey,  to  Clapp^s  chemical  works,  Pawtucket. 
The  traverse  lines  were  connected  with  the  primary  triaugulation  points,  either  by  deflec- 
tion and  distance,  or  by  making  them  stations  of  the  line.  The  total  length  of  travene 
line  run  was  about  ten  miles. 

On  the  2d  of  June  the  party  commenced  locating  soundings.  The  position  of  each 
sounding  was  fixed  by  two  angles,  read  from  triaugulation-stations  which  formed  the 
ends  of  a  known  base. 

The  soundings  were  taken  mostly  in  the  channel  of  the  river,  the  flats  on  either  side 
being  of  so  uniform  a  depth  that  but  few  soundings  were  necessary  to  give  a  tme 
showing  of  them. 

Each  of  the  three  bridges  crossing  the  river  was  surveyed,  data  being  obtained  for 
elevations  of  them.  Soundings  were  carefully  located  on  their  axes  and  around  each 
pier. 

Tidal  observations  were  made  for  a  lunar  month  previous  to  the  survey,  to  establish 
a  mean  low-water  plane ;  these  observations  were  made  at  Butler  Hospital  Dock,  from 
April  22  to  May  19,  inclusive,  day-tides  only  being  observed.  The  mean  rise  and  fall  of 
tide  during  that  month  was  4*46  feet.  Mean  lyw-water  plane  established  by  these 
observations  is  referred  to  a  bench-mark  on  stone  arch  over  road  leading  back  from 
the  wharf,  and  about  300  feet  from  it.  This  bench-mark  is  55.794  feet  above  mean  low- 
water.     Below  is  a  sketch  showing  its  location. 


Nortbeut  SMto. 


Tide-gauges  were  established  at  Smith's  wharf,  DunnelPs  wharf,  Bishop's  Point,  Bed 
Bndge,  and  Washington  Bridge,  for  the  reduction  of  soundings  made  in  their  vicinity. 
The  zeros  of  these  gauges  were  referred  to  the  pla')e  of  mean  low- water,  as  established 
at  Butler  Hospital  Dock,  by  making  simultaneous  observations  at  the  gauges  at  low- 
water,  and  assuming  that  the  low-water  at  each  of  them  bore  the  same  relation  to 
mean  low-water  that  it  did  at  Butler  Hospital  Dock,  the  place  where  the  mean  low- 
water  plane  was  established. 

Observations  at  Providence,  extenrling  from  May  22  to  Deoemlx^r  28,  1873,  were 
obtained  from  a  record  kejjt  by  the  Providence  City  Water- Works.  The  mean  rise  and 
fall  of  tide  during  this  time  was  4.548  feet,  or  0.0^8  foot  more  than  that  given  by  the 
observations  at  Butler  Hospital  Dock  for  one  month  only.  This  slight  difference  would 
show  that  the  latter  observations  were  taken  at  a  time  when  the  river  was  only  ordi- 
narily afi'ected  by  the  winds  or  other  disturbing  influences. 

Observations  to  establish  a  mean  low-water  plane  were  made  at  Bishop's  Point  for 
a  lunation  in  October  and  November,  1872.  These  observations  give  the  mean  rise  and 
fall  of  tide  as  5.04  feet,  bein^  0.58  foot  more  than  that  given  at  Butler  Hospital  Dock, 
and  0.492  more  than  at  Providence.  Tlie  simultaneous  observations  taken  show  that 
the  mean  low-water  here,  as  established  in  1872,  is  0.2  foot  lower  than  that  at  Batler 
Hospital  wharf.  The  probable  cause  of  this  diflerence  is  that  the  observ»tions  in  1^*2 
were  taken  at  a  time  when  the  prevailing  winds  very  materially  affected  the  tides,  flo 
that  these  observations  do  not  show  the  state  of  the  river,  as  it  is  at  ordinary  seasons, 
as  well  as  those  taken  at  Butlei^'s  Hospital  Dock  in  1873 ;  and  for  this  reason  the  latter 
plane  was  used  for  the  reduction  of  soundings.  Mean  low-water  at  Bishop's  Point  is 
referred  to  a  bench-mark  on  the  point,  which  is  a  cross  cut  in  the  river-face  of  a 
boundary-stone,  the  intersection  of  the  lines  forming  the  cross  being  the  mark.    This 
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mark  is  6.42  feet  above  the  mean  low- water  plane  established  here  in  1872,  and  6.22 
feet  above  the  mean  low-water  plane  established  by  sii^ultaneous  readinf^s. 

The  observati(»u8  at  the  above-mentioned  places  are  appended  to  this  report. 

[The  iiiap  of  this  sntvey,  platted  to  a  scale  of  200  feet  to  the  inch,  on  which  a^  shown 
sections  of  bridges  and  profiles  of  river-bottom  aloftg  their  axes,  is  submitted  here- 
with.] 

SHOALS  REQUIRING  DKEDGINO. 

From  the  map  of  the  survey,  it  appears  that  the  channel  heretofore  dredged  and 
supposed  to  be  75  feet  wide  and  7  feet  deep  at  mean  low-water,  is  in  some  places  con- 
siderably less  than  this  in  width  and  depth.  These  places,  commencing  in  the  upper 
part  of  the  river,  are  Thornton's  Bar,  DunuelPs  Bar,  Bass  Rock  Bar,  Swan  Point  Bar, 
and  Butler  Hospital  Bar.  The  following  is  a  short  description  of  each,  together  with 
estimates  for  removing  that  part  of  them  lying  in  the  channel : 

Thomton^s  Bar  lies  about  300  feet  below  Thornton's  lower  wharf.  The  7-foot  channel 
here  is  only  40  feet  wide.  It  was  dredged  in  1871  to  a  width  of  75  feet,  but  has  since 
filled  in.  To  redredge  this  to  the  required  width  would  require  the  removal  of  1,200 
cubic  yards  of  sand  and  gravel. 

DunnelVs  Bar  is  immediately  below  DunnelPs  wharf.  A  channel  has  been  dredged 
through  this  bar  twice  since  1870,  and  there  is  now  less  than  the  75  feet  width  with 
the  required  depth  of  7  feet  at  mean  low-water.  The  formation  of  this  bar  is  probably 
due  to  the  fact  that  the  river,  which  above  this  point  is  confined  to  a  comparatively 
narrow  channel,  here  expands  to  nearly  double  its  former  low-water  area.  The  ebb 
tide  in  that  part  of  the  river  above  this  bar  is  quite  strong,  and  probably  brings  down 
a  large  amount  of  material,  of  which  a  large  proportion  is  deposited  at  this  place 
because  of  the  sudden  decrease  in  the  velocity  of  the  current  caused  by  the  increase  in 
section.  It  is  recommended  that  the  dredging  be  carried  to  9  feet  at  mean  low-water 
at  this  place,  in  order  to  give  an  improvement  that  may  at  least  last  for  a  few  years. 
This,  it  is  estimated,  will  require  the  removal  of  1,800  cubic  yards  of  sand  and  irravel. 

B€i88  Bock  Bar. — The  removal  of  500  cubic  yards  of  sand  and  gravel  will  be  sufficient 
to  give  the  required  width  and  depth  to  the  channel  here,  as  it  only  needs  dredging 
for  a  short  distance  on  the  east  side,  immediately  below  Bass  Rock. 

Strait  Point  Bar, — This  is  the  most  troublesome  shoal  in  the  river.  The  channel, 
running  nearly  straight  for  a  mile  and  a  half  above,  here  makes  a  turn  to  the  right,  at 
an  angle  of  about  45^.  The  effect  of  this  turn  is  to  form  an  eddy,  which  probably 
deposits  the  material  forming  the  bar.  It  is  recommended  that  this  bar  be  dredged  to 
a  depth  of  9  feet  at  mean  low-water.  For  a  distance  of  about  1,500  feet  below  this 
shoal  the  channel  need-)  wideiiin>^  in  several  places.  The  removal  of  11,000  cubic  yards 
of  sand  and  mud  is  estimated  as  being  necessary  for  the  improvements  at  this  locality. 

Butler  HoMpital-wharf  Bar. — This  is  the  last  shoal  in  the  river  obstructing  the  chan- 
nel, 75  feet  wide  and  7  feet  deep,  betwedu  Providence  and  Pawtucket.  A  small  amount 
of  dre^lging  is  net- ded  here  to  widen  the  channel  just  below  the  hospital  wharf,  on  the 
west  side  of  the  channel.  The  removal  of  500  cubic  yards  of  mud  will  give  the 
required  width. 

In  addition  to  these  improvements,  I  would  recommend  that  the  channel  of  the  river 
between  Thornton's  wharf  and  Smith's  wharf  be  widened  from  75  feet  to  140  feet, 
VMicause  of  the  close  proximity  of  the  channelhere  to  the  wharves.  Vessels  unloading 
at  Thornton's  wharf  obstruct  the  channel  so  much  that  it  is  almost  impossible  for 
other  boats  to  get  by  them.  This  improvement,  it  is  estimated,  would  require  the 
xemoval  of  3,000  cubic  yards  of  sand  and  gravel.  It  includes  the  removal  of  a  small 
point  extending  into  the  channel  opposite  Thornton's  lower  wharf. 

The  following  is  a  summary  of  dredgiii*;  required,  with  its  estimated  cost : 

Thornton's  Bar,  1,200  cubic  yards  sand  and  gravel. 

Dnnnell's  Bar,  1,800  cubic  yards  sand  and  gravel. 

Bass  Rock  Bar,  .500  cubic  yards  sand  and  gravel. 

Swan  Point  Bar,  11,000  cubic  yards  sand  and  mud. 

Butler  Hospital  Wharf,  500  cubic  yards  mud. 

Thornton  &  Smith's  Bar,  3,000  cubic  yards  sand  and  gravel. 

Eighteen  thousand  yards,  at  33  cent-s  per  yard,  wonld  cost  $5,940  ;  add  10  per  cent, 
for  engineering  and  contingencies  gives  the  total  cost  ^,534. 

THE  BRIDGES. 

There  are  three  bridges  crossing  the  river.  The  first,  or  upper  bridge,  is  known 
as  the  Red  or  Central  Bridge ;  the  second,  about  three-fourths  of  a  mile  below,  as  the 
Washington  Bndge;  and  the  last,  about  250  feet  below  this,  as  the  India  Point  Rail- 
road Bridge.    The  first  two  are  highway  bridges. 

The  following  is  a  brief  history  of  each  ot  them  from  the  time  of  their  first  being 
Imilt : 

Red  or  Central  Bridge. — The  first  bridge  at  this  location  was  built  in  1793.  It  was  a 
wooden  truss,  resting  on  six  pile-piers,  and  having  a  draw-span  on  the  west  side,  with 
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oue  opeiiiug  24  feet  in  length.     It  was  carried  away  by  a  gale  in  1607,  and  was  rebnilt 
iu  the  same  year. 

The  piles  on  which  the  former  superstructure  rested  having  decayed  so  as  to  be  nn- 
safe,  piers  of  rubble  masonry  were  built  arouud  theui. 

In  1859  the  general  assembly  of  the  State  of  Rhode  Island  passed  an  act  requiring 
the  draw-openings  in  the  bridges  over  the  Seekouk  River  to  be  made  .'^  feet  wide  in 
the  clear.     The  draw  of  this  bridge  was  widene<l  in  accordance  with  this  law. 

The  entire  bridge  was  rebtiilt  in  1871,  the  draw  being  located  in  the  center,  with 
spans  of  80  feet  in  the  clear  on  either  side  of  the  pivot-pier,  the  ends  of  the  span  rest- 
ing on  stone  piers,  which  are  connected  with  the  shore  by  spans  88.92  feet  long.  The 
piers  are  built  of  laid  masonry,  resting  on  the  foundations  of  the  did  piers,  except  tiie 
pivot-pier,  which  rests  on  a  pile  founciation.    The  superstructure  is  ot  iron. 

The  building  of  this  bridge  was  authorized  by  an  act  of  the  State  assembly  of  Rhode 
Island,  passed  May  28, 1869.  Section  2  of  this  act,  in  relation  to  draw  in  said  bridge, 
says : 

"  To  have  a  draw-bridge  of  not  less  than  80  feet  in  width  on  each  side  of  said  draw 
when  opened,  and  located  iu  the  main  navigable  channel  of  the  river  for  the  safe  and 
convenient  passage  of  all  vessels  navigating  said  river  through  said  draw." 

The  draw  of  this  bridge  was  not  located  in  strict  accordance  with  this  law,  the  then 
main  navigable  channel  of  the  river  being  on  the  west  side  where  the  old  draw-span 
wa«  located. 

The  present  openings  of  the  draw  are  nearly  in  a  line  connecting  the  deep  water 
above  and  below  the  bridge,  so  that  passing  vessels  can  straighten  out  before  entering 
the  bridge,  and  for  this  reason  the  draws  as  now  located  are  an  improvement  on  the 
location  as  provided  by  the  law  just  quoted. 

These  draw-opeuings  are  probably  iu  what  was  the  main  channel  of  the  river ;  bntto 
protect  the  piers  of  tlie  old  bridge  a  large  amount  of  stone  was  thrown  in  about  them 
from  time  to  time,  until  the  depth  of  water  in  that  part  of  the  river  where  the  draw- 
spans  now  are  was  but  4  feet  at  mean  low- water.  When  the  present  bridge  was  erwted 
the  west  draw-opening  was  dredged  to  a  depth  of  10  feet  at  mean  low- water  ;  the  east 
opening  is  still  obstructed  by  riprap,  and  is  useless  to  navigation. 

If  the  draw-spans  had  been  located  in  strict  accordance  with  the  law,  and  had  the 
company  done  the  same  amount  of  dredging  as  they  have  done,  we  should  have  bad 
two  navigable  draw-openings  instead  of  one;  of  which  the  east  opening  wonld  have 
been  in  tlie  same  location  as  the  now  navigable  draw-npan.  If  the  present  opening 
should  in  any  way  be  obstructed,  the  navigation  of  this  river  must  stop  until  sach 
obstruction  is  removed. 

The  amount  of  material  to  be  removed  from  the  east  oi»ening  to  give  12  feet  at  mean 
low- water  is  about  350  cubic  yards,  which,  at  $1.75  per  cubic  yard,  would  cost  $612..^: 
adding  10  per  cent,  for  c.tmtiugencies,  gives  the  total  cost  $1)73.75.  Inasmuch  as  the 
bridge  company  authorized  the  locatiou  of  the  draw  in  its  present  position,  and  also 
authorized  the  throwing  in  of  the  material  forming  the  obstructions  here,  it  would 
seem  to  devolve  on  them  to  bear  the  expense  of  dredging  this  material  out. 

The  low-water  area  or  axis  of  this  bridge  before  piers  were  built  was  3,752  square 
feet ;  the  area  occupied  by  foundations  of  old  and  foundations  and  piers  of  new  bridge 
is  about  2,462  square  feet.  The  high-water  area  was  5,298  square  feet ;  area  occupied 
by  piers,  &c.,  2,619  square  feet. 

WuMhington  Biidge. — This  bridge  was  built  in  1793  on  six  pile-piers,  with  a  draw, 
having  one  opening,  24  feet  in  length,  on  the  east  side  of  the  river.  This  bridge  was 
carried  away  by  a  storm  iu  1807,  and  was  rebuilt  in  that  same  year.  It  was  carried 
away  again  and  rebuilt  in  1815.  At  this  time  the  three  piers  west  of  the  draw  were 
built  up  (jf  nibble  masonry  iu  the  same  manner  as  was  done  in  the  Red  Bridge.  These 
piers  settled,  so  a«  to  be  entirely  out  of  sight  before  the  new  superstructure  was  re.idT 
to  be  prt  up.  More  riprap  was  thrown  in  on  t'Op  of  the  submerged  piers,  and  piers 
built  on '•top  of  this.  These  piers  stood  until  1867,  when  one  ot  them  toppled  over. 
This  was  supposed  to  have  l>een  caused  by  oystermen  bringing  up  the  stone  forming 
the  foundation  of  the  pier  while  tishiiig  about  the  bridge.  This  pier  was  rebuilt,  and 
the  three  remaining  pile-piers  built  up  similar  to  the  rest.  About  this  time  an  act 
was  passed  by  the  general  asMembly  prohibiting  oyster-fishing  within  a  certain  number 
of  feet  <»f  the  bases  of  the  pi»rs. 

The  draw-opening  of  this  bridge  was  increased  to  38  feet  about  the  year  1859,  in 
accordance  with  the  law  to  that  etl'ect. 

The  present  superstructure  in  a  wooden  lattice  truss,  built  on  the  rubble  piers  here- 
tofore described.  The  draw-span  is  of  the  same  length  as  iu  1859,  (38  feet.)  The  gen- 
eral depth  of  water  in  the  draw-span  is  6.6  feet  at  mean  low-water;  the  greatest  depth 
is  9  ft'et.  I 

The  low-water  area  on  the  axis  of  the  bridge  before  the  piers  were  built  was  ab<»nt 
3,697  square  feet.  The  area  occupied  by  the  foundations  and  piers  of  the  bridge  is 
about  '^,054  sjp-aie  f»  et.  The  high-water  area  was  about  5,587  square  feet.  Area  occu- 
pied by  piers,  A:c.,  2,586  square  feet. 
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India  Point  Railroad- Bridge.— Thiahvidge  is  about  250  feet  below  Wasbington  Bridge. 
The  tii*8t  bridge  built  here  in  1855  was  located  about  40  feet  above  the  present  one. 
It  rentiKl  on  three  piers,  composed  of  oak  piles,  covered  with  copper,  to  protect  them  from 
the  "  Tervedo  navalis."  These  piers  lasted  until  1»^57,  when  they  had  to  be  renewetl; 
these  in  turn  decayed,  and  in  18<)7  were  substituted  by  the  Gushing  patent  iron-cylinder 
pier,  on  which  the  present  bridge  rests. 

The  draw-openings  of  the  ohl  bridge  were  located  on  the  ejist  side  of  the  river.  The 
draw  at  first  had  but  one  opening.  In  18.58  a  new  draw  was  built,  having  two  spans 
38  feet  wide  in  the  clear. 

The  act  authorizing  the  construction  of  the  present  bridge,  built  in  1867-68,  passed 
the  general  assembly  in  1866.  This  act  provided  that  the  draw  of  the  bridge  should 
be  at  least  60  feet  in  width,  and  that  the  proposed  bridge  and  draw  should  be  located 
in  a  manner  satisfactory  to  Robert  Sherman,  esq.,  of  Pawtucket.  The  first  condition 
has  been  carried  out ;  as  to  the  latter,  I  am  not  informed. 

This  bridge  is  396^  feet  long,  divided  into  three  spans  and  a  draw.  Commencing  on 
the  west  side,  there  is  first  a  span  of  113  feet;  next,  one  of  108^  feet;  next  is  the  draw, 
154  feet,  with  openings  of  60  feet  in  the  clear ;  and  last,  a  short  span  of  20J  feet,  one 
end  of  which  rests  on  a  stone  pier,  the  only  one  in  the  bridge,  the  other  end  resting  on 
the  abutment,  xhe  superstructure  is  a  Howe  truss.  The  low-Water  area  on  axis  of 
bridge  before  piers  were  built  was  5,148  square  feet ;  area  occupied  by  piers,  683 
ecjnarefeet;  high-water  area  was  6,849  square  feet;  area  occupied  by  piers,  &c.,  873 
square  feet.  The  piers  of  this  bridge,  as  regards  economy  of  area  obstructed  by  them, 
are  as  good  as  any  that  are  used,  and  present  a  marked  contrast  with  the  piers  of  other 
bridges  crossii  g  this  river. 

An  act  in  relation  to  this  bridge,  passed  by  the  general  assembly  in  1868,  says : 

*'  Section  2.  Said  draw-tender  shall  at  all  times  during  the  season  of  navigation 
cause  the  draw  of  said  bridge  to  be  opened  for  the  passage  of  boats  or  vessels,  on 
proper  signals,  to  be  arranged  by  said  company ;  but  the  draw  of  said  bridf^e  shall  not 
be  o[)ened  within  ten  minutes  of  the  table-time  for  the  passing  of  any  tram  or  loco- 
motive over  the  same  until  after  the  arrival  and  passing  of* any  train  due;  and  any 
boat  or  vessel  ready  to  pass  shall  not  be  detained  beyond  the  time  provided  for  in 
this  section." 

'*  Sec.  4.  Masters  of  vessels  passing  said  draw  shall  so  place  their  bnoys,  warping- 
lines,  eables,  or  anchors  as  neither  to  interfere  with  other  vessels  nor  obstruct  the 
bridge,  only  as  they  may  be  authorized  by  the  draw-tender,  and  without  the  consent 
of  said  draw-tender  not  more  than  one  vessel  at  any  one  time  shall  be  t^iwed  through 
said  draw  by  any  steam-tug  or  other  motive-power." 

The  latter  part  of  section  4  of  this  act  gives  to  the  draw-tender  authority  to  regulate 
the  size  of  all  tows  passing  through  this  bridge,  so  that  a  man  appointed  draw-tender, 
while  he  niny  be  utterly  ignorant  of  all  matters  pertaining  to  navigation,  can  insist  on 
the  disposition  of  each  tow  in  such  a  manner  as  to  be  a  source  of  expense  and  trouble. 
1  have  never  heard  of  any  undue  interference  on  the  pare  of  the  draw-tender,  and  only 
mention  this  as  a  contingency. 

To  facilitate  the  passage  of  vessels  through  this  and  Washington  Bridge,  double 
lines  of  piling  have  been  put  in  lietween  the  draws  of  the  two  bridges.  This  piling 
has  been  extended  about  300  feet  above  Washington  Bridge,  and  one  line  has  been 
extended  about  the  same  distance  below  the  railroad  bridge^.  The  space  between  these 
lines  of  piles  varies  from  3rt  to  60  feet.  Vessels  going  np  the  river  enter  this  passage 
at  an  angle  with  the  cuiTent,  and  pass  the  railroad  bridge  at  an  angle  of  20"^  with  the 
axes  of  the  piers.  When  they  reach  Washington  Bridge,  a  turn  must  be  ma<le  to  the 
left  of  about  45°.  This  turn  has  to  be  in  the  draw  of  the  bridge,  where  the  passage 
18  only  38  feet  wide.  These  vessels  pass  up  the  river  at  high-water,  when  there  is  but 
little  current.  They  cannot  tow  through  safely,  because  of  the  sharp  turn  above 
alluded  to,  but  have  to  warp  through,  and  make  up  the  tow  above.  In  descending 
they  generally  leave  Pawtucket  after  the  tide  commences  t-o  run  out,  and  reach  these 
bridges  when  the  current  is  very  swift,  often  .is  much  as  five  miles  per  hour.  To  break 
ap  a  tow  in  a  current  like  this,  so  as  to  enable  the  vessels  to  warp  through,  would  be 
attende<l  with  great  danger  of  being  carried  down  on  to  the  bridge  to  the  west  of  the 
draw.  Their  only  coui-se  is  to  bn  taken  through  by  the  tug,  and  this  must  be  done  at  a 
epeed  greater  than  the  current,  in  order  to  keep  steerage-way.  In  making  this  passage 
they  are  very  frequontlj'  damaged  by  coining  in  contact  with  the  piling.  Once  in  the 
passage,  there  is  no  escape,  except  with  the  current  at  the  lower  end. 

The  city  of  Providence  is  now  considering  the  advisability  of  erecting  a  new  bridge 
on  the  site  of  Washington  Bridge,  for  which  the  city  engineer  is  preparing  plans.  It 
is  designed  making  the  draw-spans  60  feet  wide.  This  new  draw,  if  properly  located 
and  of  sufficient  width,  will  be  of  great  benefit  to  navigation  interests.  To  best  serve 
these  interests  the  new  <lraw  should  be  placed  ojipohite  the  draw  of  the  railroad  bridge, 
in  a  line  parallel  with  the  general  trend  of  the  channel  above  as  far  as  Twin  Islands 
,Tiie  draw-spans  should  be  80  feet  wide  instead  of  60  feet,  because  of  the  necessity  of 
hiving  fender-piling  around  the  piers,  which  takes  up  from  10  to  15  feet  of  the  availa- 
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ble  space,  as  in  the  case  of  the  railroad  bridge,  with  a  draw  60  feet  wide  and  only  47 
feet  clear  space  between  the  piling. 

This  location  of  a  draw  would  give  descending  tows  the  desired  opportunity  of 
straightening  before  entering  the  draw,  and  would  also  secure  to  them  a  straight  pas- 
sage thron;jh  these  draws.  A  sharp  turn  to  the  right  would  have  to  be  made  wh^'n  free 
of  the  lower  bridge.  This,  however,  could  be  done  with  comparative  safety.  Vessels 
ascending  the  river  would  have  no  trouble  in  being  towed  directly  through  to  Paw- 
tucket.  It  is  thought  this  is  the  best  plan  that  can  be  adopted,  with  the  draw  of  the 
railroad  bridge  located  as  it  now  is.  Why  this  draw  was  located  in  it«  present  positioa 
is  not  evident.  It  was  probably  the  intention  that  only  one  draw-opening  should  be 
used,  as  the  location  of  the  east  span  so  far  from  the  channel  precludes  its  ever  being 
of  any  practical  use.  Had  this  draw  been  located  60  feet  wes't  of  where  it  is,  a  draw- 
span  much  more  favorable  to  the  passage  of  vessels  could  have  been  selected  in  the 
proposed  Washington  Bridge,  and  we  should  also  have  had  two  navigable  draw-open- 
ings in  this  (the  railroad)  bridge.  The  adjoining  sketch  shows  the  location  of  the 
bridges  heretofore  described,  also  the  proposed  passage-way  between  the  two  lower 
bridges. 

OBSTRUCTIONS  TO  TIDAL   FLOW  AT   BRIDGES  AND  IMPROVEMENTS   RRQIIRED  THEREBY. 


The  amount  of  water  brought  into  this  river  by  its  tributaries  is  very  small, 
wholly  inadequate  to  keep  open  a  channel  of  the  depth  sought  for  navigation.  To  the 
scouring  power  of  the  tidal  flow  alone  we  must  look  to  keep  open  this  chauqel,  and 
this  it  fails  fully  to  do.  This  bein^  the  case,  it  is  important  that  everything  obstroct- 
ing  the  free  flow  of  the  tide,  keeping  out  any  portion  of  the  water  that  would  other- 
wise flow  into  the  upper  reaches  of  this  basin,  (where  the  effect  as  a  scouring  power 
would  be  most  benencial,)  should  be  removed. 

In  selecting  sites  for  bridging  this  river,  the  narrowest  places  were  chosen,  because  of 
the  economy  of  construction  at  these  places,  when  compared  with  other  parts  of  the 
river. 

We  thus  have  the  Red  Bridge,  Washington  Bridge,  and  the  railroad-bridge  at  places 
where  the  natural  section  was  but  about  half  of  the  area  of  a  section  at  any  point  of 
the  river  for  a  distance  of  three  miles  above  the  lower  bridge. 

In  addition  to  this  natural  obstruction  to  the  tidal  flow  we  have  the  foundations  and 
piers  of  the  bridges,  occupying  a  large  portion  of  the  already  too  small  sectional  area. 

The  area  thus  occupied  by  the  Red  Bridge  at  high- water  is  about  49  per  cent.;  at 
low-water,  66  per  cent.  At 'Washington  Bridge,  at  Tiigh-water,  the  area  occupied  is  44 
per  cent. ;  at  low-water  it  is  about  55  per  cent. ;  while  at  the  railroad-bridge  it  is  very 
small,  only  about  12  per  cent. 

The  eftect  of  these  obstructions  on  the  rate  of  tidal  propagation  in  the  river  is  very 
apparent,  as  the  result*»  obtained  from  the  following  tidal  observations  will  shc^w : 

The  tide-gauges  at  Washington  and  Red  Bridges  were  located  about  50  feet  above  the 
bridges.  From  the  observations  at  these  places,  and  those  made  at  Hill's  wharf.  Provi- 
dence River,  and  Butler  Hospital  wharf  and  Dunuell's  wharf,  Pawtucket  River,  the 
following  comparisons  are  made: 

The  tide  at  Hill's  wharf  commenced  to  rise  six  minutes  before  it  did  at  the  gauge  at 
Washington  Bridge,  twenty-one  minutes  before  Red  Bridge,  thirtj^-six  minutes  before 
Butler  Hospital  wharf,  and  forty -six  minutes  before  it  did  at  Dunuell's  wharf. 

Now,  the  flood-tide  should  reach  the  gauge  at  Wa>hington  Bridge  nearly  at  the  same 
time  it  does  Hill's  wharf,  because  there  is  very  little  difleronce  in  the  distance  the 
tidal  wave,  coming  up  the  Providence  River,  has  to  travel  to  reach  each  point.  Taking 
this  tidal  wave  as  it  travels  farther  up  river,  we  find  that  it  reaches  the  Red  Bridge, 
a  distance  of  about  three-fourths  of  a  mile,  fifteen  minutes  after  it  was  at  Washing- 
ton Bridge,  having  traveled  at  the  rate  of  three  miles  per  hour.  It  reaches  Butler 
Hospital  wharf  fifteen  minutes  after  it  was  at  Red  Bridge,  traveling  this  distance 
(about  one  mile)  at  the  rate  of  four  miles  per  hour.  In  going  from  Butler  Hospital 
wharf  to  Dunnell's  wharf,  a  distance  of  about  one  and  three-fourths  miles,  it  t«kes 
only  ten  minutes,  having  traveled  at  the  rate  often  and  one-half  miles  per  hour. 

This  comparison  shows  that  in  the  upper  part  of  the  river,  where  there  are  no  arti- 
ficial obstructions,  the  rate  of  propagation  is  three  times  as  fast  as  in  the  lower  ]>or- 
tion  of  the  river,  whereas  if  the  sections  at  Red  and  Washington  Bridges  were  equal 
to  sections  taken  at  any  other  part  of  the  river  between  Butler  wharf  and  Pro^'i* 
dence,  we  onght  to  have  a  rate  of  propagation  exceeding  that  in  the  upper  part  of  th<> 
river,  because  of  the  greater  sectional  area  in  this  (the  lower)  part  of  the  river.  Tbi* 
increased  area  is  due  to  the  very  much  greater  depth  of  water. 

High-water  does  not  js^et  to  Dunucll^  wharf  until  5i7  minutes  after  it  has  reaclif^ 
Providence.  The  duration  of  high-water  stand  is  15  minutes  at  Providence.  Sup* 
posing  the  tide  to  travel  at  a  uniform  rate,  the  last  of  the  flood-tide  would  only  tvs^c^ 
a  point  about  half  way  between  Providence   and  Dunnell's  wharf  when  the  tide  ** 
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Providence  would  have  turned  and  be  flowing  in  the  opposite  direction.   It  is  evident, 
therefore,  that  the  full  effect  of  the  tide  does  not  reach  Pawtncket. 

In  view  of  these  facts,  and  inasmuch, as  this  river  is  only  navigable  for  loaded  ves- 
sels at  high-water,  it  would  seem  to  be  of  the  first  importance  to  increase  the  sectioaal 
area  at  the  Red  and  Washington  Bridges,  so  as  to  facilitate  the  passan;e  of  the  tide  into 
the  upper  portions  of  the  river,  and  thereby  decrease  the  velocity  of  the  current  that 
now  renders  navigation  at  these  places  additionally  precarious.  At  the  railroad-bridge 
the  obstruction  is  very  small,  and  offers  but  little  resistance  t>o  the  tidal  flow. 

To  restore  the  original  section  at  Washington  Bridge  would  require  the  removal  of 
2,300  cubic  yards  of  material.  At  Red  Bridge  it  would  require  the  removal  of  2,600 
cubic  yards.  This  material  is  riprap  stone  and  shells.  The  riprap  varies  in  size  from 
an  ordinary  cobble-stone  to  stone  weighing  ^  ton.  It  is  estimated  its  removal  woald 
cost  $1.50  per  cubic  yard ;  4,900  cubic  yards  X  $1.50  =  $7,350  -f  10  per  cent,  for  engineer- 
ing and  contingencies,  giving  the  total  cost  of  removing  both  obstructions  $d,Odo. 

This  work  could  be  done  with  a  small  *'  Osgood ''  dredge.  Nothing  could  be  done  at 
Washington  Bridge  until  the  present  bridge  structure  is  removed,  as  any  dredging  done 
near  the  piers  would  endanger  the  stability  of  the  structure. 

As  to  who  should  bear  the  expense  of  doing  this  work,  it  is  not  for  me  to  say.  That 
if  done  it  would  effect  a  more  permanent  improvement  than  the  dredging  of  shoals,  as 
estimated  for  on  pages  5  and  6  of  this  report,  I  do  not  doubt. 

If  both  could  be  accomplished  the  wants  of  the  navigation  interests  of  the  river 
would  be  fully  met.    The  estimated  cost  of  both  improvements  is  $14,619. 

The  number  of  vessels  towed  to  Pawtucket  during  1873  was  420,  with  cargoes  con- 
sisting principally  of  coal  and  lumber. 

The  early  history  of  the  bridges  I  obtained  from  a  pamphlet  written  on  them  by 
Col.  J.  Albert  Monroe.  I  was  assisted  in  the  survey  by  Mr.  W.  P.  Jewett,  civil  engineer. 
The  work  of  dredging  was  under  the  direct  superintendence  of  Mr.  G.  N.  Weaver, 
civil  engineer. 

Respectfully  submitted. 

H.  A.  Bentley, 

Civil  Engineer, 

Bvt.  M^.  Gen.  G.  K.  Warren, 

Major  Engineers^  U,  S.  A, 


Be-cord  of  tide-gauge  kept  at  HilVs  wharf  Providence^  by  the  City  Water- Worka,  from  May^ 

to  December  28.  1873. 

jTbe  observations  were  taken  with  a  self-registering  tide-gauge,  furnished  by  the  United  States  Coast 

Survey.] 


Date. 


Mav  22  to  31, 1873 

Juuel  to  30, 1873 

Julvl  to  31, 1873 

August  lto31,  1873.... 
September  1  to  30, 1873 
October  1  to  31, 1873... 
Xoveujber  1  to  30. 1873 
December  1  to  28, 1873. 

Total 


<M  ad 

• 

•«   J! 

• 

O  * 

.a 
.4  *-• 

9 

fct* 

u 

1^ 

1? 

2 

1? 

Notes. 

^2 

H 

^25^ 

H 

17 

139.51 

18 

57.86 

56 

451.  58 

55 

200.46 

60 

486.23 

60 

216. 95 

56 

442.  51 

56 

191.96 

Two  days  lost 

58 

467.  20 

58 

197. 97 

60 

497.  95 

60 

215.83 

58 

455.23 

58 

192.50 

48 

375.74 

49 

167. 76 

Four  daya  lost 

413 

3, 315.  95 

414 

1,441.38 

1441.38  -(-  414 
3315.95  -J-  413 
8.029  —  3.481 


:  3.481,  mean  low -water. 
8.029,  mean  high-water. 
■■  4.548,  mean  rise  and  fall  of  tide. 
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Heoord  of  tide-gauge  kept  at  BiahoF^s  Pointy  Pawtucket  Biverj  Rhode  Island,  in  October  and 

November,  1^72. 


Date. 


October  13. 

.       14. 
15. 
16 
17. 
18. 
19. 
20. 
21. 
22. 
23. 
24. 
25 
26 
27. 


High- 

Low- 

water. 

water. 

7.6 

1.1 

7.6 

1.4 

6.9 

1.6 

7.7 

1.8 

7.7 

1.6 

7.7 

1.5 

7.0 

1.6 

7.0 

1.6 

6.5 

2.0 

5.9 

2.1 

5.6 

2.2 

5.6 

1.6 

5.7 

1.9 

5.8 

1.7 

5.9 

1.6 

Date. 


October    28 

29 

30 

31 

November  1 

2 

3 

4 

5 

6 

7 

8 

9 

10 


High- 

water. 

6.8 

5.8 

6.8 

7.7 

7.9 

7.0 

7.8 

7.5 

7.2 

7.7 

7.2 

6.6 

6.0 

6.7 

Low- 
water. 


2.0 
2.0 
2.2 
1.9 
2.0 
1.8 
1.8 
1.8 
1.7 
1.7 
2.7 
1.8 
1.8 
&0 


Whole  number  of  days'  obaervations  made,  29.  Mean  high-water,.6.85  on  gaage ;  mean  low>water, 
1.81  on  gauge ;  mean  rise  and  £ei11,  5.04  feet.  Lowest  tide  below  mean  low-water,  0.71  foot ;  highest  tide 
abore  mean  high-water,  1.05  feet. 

Seoord  of  tide-gauge  kept  at  Butler  Hospital  wharf  Pawtucket  River,  Rhode  Island,  in  April 

and  May,  1873. 


I 

Date. 

High-water. 

Low-water. 

1 

Date. 

High-water 

Low-water. 

ADril32 

Feet. 
5.5 
5.7 
6.2 
5.7 
5.6 
5.6 
5.3 
5.5 
5.4 
4.2 
4.5 
4.8 
4.8 
4.1 

I^et. 
1.0 
0.5 
0.3 
0.1 
0.0 

ai 

0.05 

0.4 

0.1 

0.3 

0.9 

1.0 

0.7 

0.6 

1 

MaY6 

Feet 
4.6 
4.9 
5.0 
5.25 
4.9 
5.3 
5.5 
5.6 
4.8 
5.4 
5.1 
5.2 
4.6 
4.7 

Feet 
0.9 

23 

1.1 

24 

8 

0.8 

25 

9 

0.8 

fi6 

10 

1.1 

27 

11 ^ 

0.6 

28 

12 

0.8 

29 

13 

1.1 

30 

14 

0.8 

V^Y      1 

15 

0.9 

^  2  ..::.:::...:::::: 

16 

0.85 

3 

17 

1.0 

4 

18 

1.3 

5 

19 

0.7 

"Whole  number  of  days'  observations  made,  28.  Mean  high-water,  5.13  on  gauge;  mean  low-water, 
0.67  on  ^ange :  mean  rise  and  fall,  4.46  feet.  Lowest  tide  below  mean  low- water,  0.67  ;  highest  tide  above 
mean  high- water,  1.07. 


X  8. 


PROVIDENCE  RIVER,  RHODE  ISLAND. 

Operations  under  the  act  approved  March  3,  1873,  appropriating 
$10,000  for  this  work,  were  confined  to  the  removal  of  the  point  of 
Long  Bed. 

The  contractor  commenced  work  early  in  July,  1873,  and  completed 
his  contract  in  the  latter  i)art  of  September,  having  removed  30,529 
cubic  yards  of  material. 

After  the  work  of  dredging  was  completed,  an  obstruction  waS  found 
in  the  channel  outside  of  where  the  work  haci  been  done.  This  obstruc- 
tion, on  examination,  proved  to  be  a  clump  of  piles,  cut  off  near  the 
river-bottom.  They  were  said  to  be  the  remains  of  an  old  dolphin  placed 
there  to  mark  the  channel.  These  piles  (twenty-one  in  all)  were  re- 
moved with  a  dredge  and  diver. 

The  improvements  completed  have  given  to  the  channel  at  this  place 
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an  additional  width  of  400  feet,  making  it  800  feet  wide,  and  have 
straightened  the  12  and  9  foot  contours. 

The  estimate  in  my  last  annual  report  was  for  the  removal  of  this 
point  far  enough  back  to  straighten  the  6foot  contour ;  but  the  work 
having  cost  4  cents  per  cubic  yard  more  than  was  estimated  for,  the 
money  appropriated  was  not  sufficient  to  complete  the  improvement  I 
then  recommended. 

It  is  thought,  however,  that  the  work  already  done  leaves  this  part 
of  the  river  in  as  good  condition  as  is  necessary  for  the  safety  and  con- 
venience of  commerce.    No  further  appropriation  is  therefore  asked  for. 

The  work  has  been  under  the  superintendence  of  Mr.  H.  A.  Bentley, 
assistant  engineer,  whose  report,  giving  in  detail  the  plan  of  operations 
during  the  past  year,  is  appended  to  mine. 

Providence  River  is  in  the  Providence  collection-district,  and  Providence  is  the 
nearest  port  of  entry. 

The  amount  of  revenue  coHected  there  during  the  fiscal  year  ending  Jane  30, 1874, 
was  $184,197.37. 

Financial  statement 

Balance  in  Treasury  of  United  States  July  1,  1873 $10,000  00 

Amount  in  hands  of  officer,  and  subject  tf>  his  check 178  24 

Amount  expended  during  the  fiscal  year  ending  June  30,  1874 10, 101  26 

Amount  available  July  1,  1874 76  96 


Report  of  H,  A.  Bentley y  Assistant  Engineer, 

Engineer  Office  United  States  Army, 

Newport,  B,  i.,  June  30,  1874. 

Generax  :  I  have  the  honor  to  make  the  following  report  of  operations  for  the  re- 
moval of  the  point  of  Long  Bed,  Providence  River,  Khode  Island. 

The  survey  of  Providence  River  between  Fox  Point  and  Field^s  Point  made  in  1872, 
under  your  direction,  by  me,  included  the  point  of  Long  Bed.  From  the  map  of  this 
survey  an  estimate  was  made  for  the  removal  of  this  point,  so  as  to  straighten  all  the 
contours  between  12  and  6  feet.  The  estimate  was  for  the  removal  of  40,000  oabie 
yards  of  material,  to  cost  25  cents  per  cubic  yard,  making  a  total  of  $10,000,  not  in- 
cluding the  cost  of  superintendence,  &c. 

By  act  of  Congress  approved  March  3,  1873,  $10,000  was  appropriated  for  this  im- 
provement. 

Before  issuing  specifications  for  this  work,  borings  were  made  to  ascertain  the  char- 
acter of  the  material.  The  borings  were  made  with  an  iron  rod  which  was  driven  to 
a  depth  of  20  feet  below  mean  low-water.  The  material  was  found  to  be  shells,  gravel, 
and  mud,  closely  packed. 

After  the  usual  a<lvertisements,  the  work  was  let  to  Mr.  8.  F.  Shelbourne,  of  New 
York  City,  for  29  cents  per  cubic  yard.  Mr.  Shelbourne  commenced  work  July  8, 1873, 
with  a  large  clam-shell  dredge,  and  during  the  month  of  July  removed  10,102  yards ; 
in  August  he  removed  11,496  yards;  and  in  September  he  removed  8,931  yards — making 
a  total  of  30,529  cubic  yards. 

The  dredging  done  had  straightened  the  12  and  9  foot  contour  lines,  and  the  balance 
of  the  appropriation  being  insufficient  to  make  another  cut,  the  work  was  stopped 
(September  2o.) 

The  estimate  for  this  work  was  for  25  cents  per  cubic  yard,  whereas  it  cost  29  cents,  a 
difference  of  4  cents  per  cubic  yard,  which  on  the  estimated  number  of  yards  woold 
amount  tio  $1,600;  this  added  to  $10,000  (estimated  cost),  -f  $1,200  for  superintendence, 
would  give  the  cost  $12,800*  This  amount,  less  $10,000,  appropriated  by  act  approved 
March  3,  1873,  leaves  $2,800  necessary  to  complete  the  improvement  estimated  for. 

The  improvement  as  completed  is,  I  think,  adequate  to  the  wants  of  commerce  here. 
But  few  vessels  coming  up  this  river  are  of  a  lighter  draught  than  10  feet  when  loaded; 
and  if  the  channel  was  straightened  to  the  6-foot  contour,  my  later  experience  here 
leads  me  to  think  that  it  would  not  be  of  sufficient  practical  value  to  warrant  the  ex- 
penditure of  even  the  small  amount  of  money  necessary  to  do  the  work. 

In  the  spring  of  1874  complaint  was  made  through  the  United  States  ligbt-hoose 
inspector  of  this  district  that  a  clump  of  piles,  cut  on  under  water,  had  been  left  by  the 
contractor. 
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An  examination  of  that  part  of  Long  Bed  dredged  discovered  no  obstruction  here ; 
bat,  on  extending  the  examination  into  the  channel,  a  hammock  was  fonnd  with  less 
than  12  feet  of  water  on  it,  while  there  was  a  depth  of  15  feet  around  it.  This  hum- 
mock proved  to  be  a  clump  of  piles  cut  off  near  toe  river-bottom.  A  dredge  was  em- 
ployed and  set  at  work  digging  around  these  piles.  A  diver  was  then  sent  down  to  fasten 
to  the  piles  a  chain  which  was  lowered  to  him  on  the  bucket  of  the  dredge.  The  piles 
were  then  pulled  singly  by  raising  the  bucket.  In  this  manner  twenty-one  piles  were 
taken  out.  These  piles  were  driven  so  closely  together  that  they  had  to  be  pried  apart 
to  fasten  the  chain.  The}'  are  supposed  to  be  remnants  of  an  old  dolphin  put  at  this 
point  to  mark  the  channel,  and  had  been  cut  off  by  the  ice. 

The  dredge  for  this  work  was  furnished  by  Mr.  E.  R.  Seward,  of  Albany,  N.  Y.  It 
cost  |75  per  day,  and  waa  employed  three  days.  A  steam-tug  was  also  employed  to  tow 
the  dredge  into  position,  and  to  tow  away  scows;  this  cost  $45.  The  diver  and  appa- 
ratus were  furnished  by  Messrs  S.  Grant  &  Co.,  of  Pawtucket,  the  cost  of  which  was 
$85,  making  the  total  expense  of  removing  the  piles  $355.     This  amount,  added  to 

$8,853.41  expended  under  contract $9,208  41 

The  superintendence  and  cost 791  59 

10, 000  oo' 

Appropriated  by  act  approved  March  3,  1873 10,000  00 

The  channel  at  this  place  is  now  800  feet  wide,  being  400  feet  wider  than  it  was 
before  the  dredging  \f  as  done. 
Very  respecUuUy, 

H.  A.  Bentley, 

Civil  Engineer. 
G.  K.  Wakren, 

Major  of  Engineers j  BvU  Maj.  Gen.^   U.  S.  A, 


X  9. 

WICKFORD  HARBOR,  RHODE  ISLAND. 

The  amoant  appropriated  for  this  work  by  act  of  Congress  approved 
Mai*ch  3, 1873,  $5,000,  was  expended  in  dredging  by  contract  at  40  cents 
X>er  yard,  and  in  removing  one  bowlder  lying  in  the  channel  used  by  the 
steamer  plying  between  Wickford  and  Newport. 

There  was  little  competition  for  this  work,  and  in  cases  like  it,  where 
the  amount  of  money  is  small,  better  bargains  can  be  made  than  by  ad- 
vertising for  proposals. 

A  survey  of  that  part  of  the  channel  where  dredging  was  done  was 
made  after  the  close  of  the  work.  The  soundings  taken  at  that  time 
are  shown  In  red  in  the  accompanying  slfetch;  the  map  and  soundings 
in  black  are  from  the  survey  of  1872. 

Amount  of  material  removed,  II ,  213  cubic  yards,  at  40  cents $4, 485  20 

Cost  of  removing  bowlder 100  00 

Superintendence 414  80 

5,000  00 

The  recent  appropriation  of  $5,000  will  be  spent  in  the  removal  of 
obstructing  points  and  in  widening  the  existing  channel. 

No  further  appropriation  for  dredging  will  be  at  present  required  here. 
The  great  remaining  obstacle  in  this  harbor  is  James's  Ledge,  a  large 
rock  covered  by  but  2.7  feet  at  low-water,  and  marked  only  by  a  black 
spar-buoy.  With  my  report  on  the  survey  of  this  harbor,  dated  Decem- 
ber 24,  1872,  incorporated  in  the  annual  report  for  1873,  was  transmit- 
ted a  contour  map  of  this  rock,  with  an  estimate  of  $15,600  for  its  re- 
moval to  10  feet  below  mean  low-wat«r,  to  which  report  I  now  refer.  A 
beacon  sufficient  to  clearly  mark  this  obstacle  could  be  built  at  a  cost  of 
probably  much  less  than  the  estimate  for  its  removal ;  and  as  the  chan- 
nel at  James's  Ledge  is  ol  ample  width,  such  an  improve\sv^\i\»  ^^x^^ 
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meet  the  wants  of  navigation  as  well  as,  if  not  better  tban,  this  partial 
removal. 

Wickford  is  in  the  Newport  collection-district.  Newport  is  the  nearest  port  of  entry. 
The  amount  of  revenue  collected  during  the  ^acal  year  eudiug  June  30, 1874,  was 
$2,514.94. 

•     Financial  statement. 

Balance  in  Treasury  of  Unite<l  States  July  1,  1873 |5,000 

Amount  appropriated  by  act  approved  June  23,  1874 5,000 

Amount  expended  during  the  nscal  year  ending  June  30, 1874 5, 000 

Amount  available  July  1,  1874 5, 000 


X    ID. 

BLOCK  ISLAND,  RHODE  ISLAND. 

The  appropriation  of  March  3,  1873,  being  early  available,  the  con- 
tractor for  extending  the  breakwater  was  enabled  to  get  at  work  in 
June  of  that  year.  This  work  was  actively  prosecuted  until  October, 
at  which  time  all  was  done  in  this  way  that  was  then  desirable. 

In  these  live  months  13,657  tons  of  stone  was  deposited,  at  a  cost 
of  $2.93  per  ton.  During  October  and  November  we  removed  416  tons 
of  large  bowlders  from  the  inclosed  area,  at  a  cost  of  $4.75  per  ton,  and 
these  were  deposited  in  the  breakwater.  In  extending  the  breakwater 
this  year  we  reduced  its  section,  so  as  to  gain  shelter  more  rapidly, 
diminishing  the  width  on  top  from  30  feet  to  15  feet,  and  the  seaward 
slope  from  1  on  3  to  1  on  2.  The  winter  storms  show  that  this  is  an  in- 
sufficient width,  as  we  expected  they  would;  but  the  amount  of  change 
effected  was  but  little,  and  occasions  no  loss,  as  we  can  complete  the 
work  now  at  as  little  cost  as  if  it  had  been  all  done  at  one  time,  besides 
having  the  benefit  of  a  larger  harbor  at  once.  During  the  latter  part 
of  the  past  fiscal  year  we  began  to  add  to  the  facilities  of  the  inner  har- 
bor by  piling  and  making  landings,  as  the  greatly  increased  business  of 
the  place  required.  We  could  not  allow  privatie  parties  to  build  iu  this 
basin.  The  Fall  River  Iron  Company,  by  due  permission  of  the  War 
Department,  was  allowed  to  build  a  wharf  along  the  inside  of  the  main 
breakwater,  which  is  a  valuable  addition  to  the  public  facilities  for 
business. 

There  is  enough  money  on  hand  to  entirely  remove  the  bowlders 
where  the  water  has  a  depth  as  great  as  5  and  6  feet  within  the  pro- 
tected anchorage.  The  last  appropriation  of  $20,000  it  is  proposed  to 
use  in  strengthening  the  part  of  the  breakwater  built  last  year  and  in 
extending  it  about  100  feet  further.  This  will  be  as  far  as  it  is  desirable 
for  it  to  go.  It  will  then  have  been  built  1,350  feet  from  the  shore  and 
out  to  a  depth  of  15  feet  at  mean  low- water. 

The  next  improvement  required  will  be  a  detached  piece,  leaving  an 
opening  about  200  feet  wide  at  the  terminus  of  the  main  work,  and  ex- 
tending northwesterly  at  an  angle  of  about  45°  with  it  and  300  feet 
long.  This  will  complete  the  shelter  from  northeast  storms.  It  is  very 
desirable  to  have  the  amount  sufficient  for  this  appropriated  all  at  once, 
for  in  an  incomx)lete  state  it  would  prove  a  dangerous  obstruction. 

The  further  improvement  consists  in  extending  the  jetty  from  the 
west  shore  to  gain  still-water  behind  it,  and,  if  a  greater  draught  is  re- 
quired, to  gain  this  by  dredging  the  sheltered  area.  No  serious  filling 
up  has  taken  place  in  this  part.    The  report  of  my  assistant  engineer, 
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Mr.  J.  P.  Cotton,  vrith  map  and  all  other  details  for  investigating  the 
conduct  of  this  work,  accompanies  my  report. 

The  appropriation  of  $60,000  for  the  next  year  is  recommended. 

Besides  the  protection  afforded  to  common  interests  in  storms.  Block 
Island,  under  the  beneficial  influence  of  this  public  work,  is  becoming  a 
place  of  much  resort,  and  from  the  protection  given  to  fishing-smacks, 
a  large  field  is  opened  for  the  fishermen  supplying  the  markets  of  our 
principal  cities. 

Block  Island  is  in  tho  Newport  collection-district,  and  Newport  is  the  nearest  port  of 
entry.  Tlie  amount  of  revenue  collected  there  in  the  fiscal  year  ending  June  30,  1874, 
was  $2,514.94. 

Financial  statement 

Balance  in  Treasury  of  United  States  July  1,  1373 $60, 000  00 

Amount  in  hands  of  officer,  and  subject  to  his  check,  (including  $857.32  per- 

centag^e  due  on  contracts  not  yet  completed) 6, 551  55 

Amount  appropriated  by  act  approved  June  23.  1874 20, 000  00 

Amount  expended  during  the  fiscal  year  ending  June  30,  1874 50, 572  30 

Amount  available  July  1, 1874 -. 35,979  25 

Amount  required  for  the  fiscal  year  ending  July  30,  1876 60, 000  00 


Report  of  Mr,  J,  P.  Cotton^  AsaiBtant  Engineer, 

Enginker  Office  United  States  Armt, 

Netpportj  R.  /.,  June  30,  1874. 

General  :  I  have  the  honor  to  submit  the  following  report  of  operations  on  the  im- 
provement of  Block  Island  Harbor,  Rhode  Island,  during  the  fiscal  year. 

At  the  date  of  my  last  report,  August  31,  1873,  the  contractor  for  furnishing  granite 
for  the  breakwater,  under  appropriation  made  by  act  approved  March  3,  1873,  Mr. 
Francis  H.  Smith,  of  New  York,  had  already  placed  upward  of  8,000  tons  of  granite  in 
tho  work.  He  continued  to  prosecute  the  work  diligently  until  the  completion  of  his 
contract,  October  31,  1873.  The  amouut  of  granite  put  in  the  work  by  him  is  as  fol- 
lows: June,  1,463  tons;  July,  2,852.7  tons;  August,  4,200.3  tons;  September,  3,644 
tons  ;  October,  1,497  tons ;  total,  13,657  tons. 

This  amount  greatly  exceeds  that  put  in  by  any  previous  contractor  on  this  work  in 
the  same  length  of  time.  His  being  able  to  deliver  the  stone  so  rapidly  was  mainly 
due  to  emx>loying  a  steamer  to  carry  stone  and  tow  the  sailing-vessels  when  there  was 
no  wind,  and  to  the  circumstance  that  the  work  is  so  far  extended  that  vessels  can 
unload  in  any  weather  when  they  can  run  to  the  island.  The  employment  of  a 
sttuimer  was  made  a  condition  in  advertising  for  proposals  and  awarding  the  con- 
tract. 

During  October  and  November,  1873,  about  446  tons  of  bowlders  were  removed  from 
the  anchorage  sheltered  by  the  breakwater,  at  a  cost  of  |6  per  ton.  They  were  placed 
in  the  main  work.  An  agreement  has  been  made  with  parties  to  commence  the  re- 
moval of  bowlders  July  1,  at  $4.75  per  ton.  If  from  this  we  take  the  last  contract- 
i)rice  of  stone  placed  in  the  main  work,  we  have  for  net  cost  of  removal  of  bowlders 
|4.75*-$2.93=$1.82  per  ton.  This  price  1  regard  as  very  favorable  for  the  Government, 
and,  in  view  of  the  increased  value  of  the  harbor,  if  entirely  cleared  of  rocks,  I  would 
recommend  that  the  work  be  continued  until  all  are  removed.  If  those  using  the  har- 
bor know  that  there  is  no  danger  from  rocks  on  the  bottom,  they  will  anchor  in  much 
iess  water  than  they  would  if  there  was  an  occasional  bowlder  that  they  might  strike. 
If  they  are  removed,  much  of  .the  harbor,  with  6  to  8  feet  depth  at  mean  low- water, 
that  is  now  useless  because  of  them,  will  become  available  for  small  vessels,  leaving 
the  greater  depth  of  water  for  those  of  greater  draught. 

Piles  have  been  driven  and  the  necessary  lumber  is  on  hand  to  coniplete  the  wharf 
on  the  east,  south,  and  west  sides  of  the  inner  harbor.  T^ese  wharves  will  be  com- 
pleted durinj^  the  season. 

The  Fall  River  iron  Company,  of  Fall  River,  Mass.,  obtained  a  charter  from  the  legis- 
lature of  the  State  of  Rhode  Island  and  permission  of  the  honorable  Secretary  of  war, 
to  erect  a  wharf  on  the  west  side  of  the  main  breakwater  outside  of  the  inner  harbor. 
They  have  built  a  pile-wharf  175  feet  long  and  20  feet  wide,  and  intend  to  run  a 
steamer  to  the  island  two  days  each  week  during  the  summer. 

This  wharf,  built  east  of  the  opening  of  the  inner  harbor  and  close  to  the  main 
breakwater,  will  serve  the  double  purpose  of  a  fender  to  prevent  vessels  from  going  on 
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to  the  rocks  of  the  breakwater  in  case  of  niisataying  in  entering  or  leaving  the  inner, 
harbor,  and  to  warp  to,  before  making  Hail,  when  the  wind  is  from  the  north. 

In  May,  1874,  sonndings  were  made  in  the  inner  har- 
bor and  over  the  area  sheltered  by  the  breakwater,  to 
see  if  the  eftect  of  the  breakwater  had  been  to  fill  up 
the  harbor.  These  sonndings,  compared  with  those 
made  soon  after  the  work  was  commenced,  do  not  in- 
dicat43  that  filling  has  taken  place  to  any  extent,  ex- 
cept over  a  very  small  area  near  the  shore,  where  the 
water  was  so  shoal  as  to  be  of  little  use,  and  this  area 
is  in  the  angle  formed  by  the  shore  and  the  west  crib 
of  the  inner  harbor. 

The  dimensions  of  that  part  of  the  work  bnilt  last 
season  were  less  than  that  bnilt  heretofore,  being  but 
10  to  15  feet  wide,  6  feet  above  high- water,  with  a  slope 
of  2  on  1  on  the  seaward  side,  and  1  on  1  on  the  shore 
side.  With  these  dimensions  the  work  stood  the 
storms  of  winter  very  well,  being  bnt  slightly  modified 
in  a  few  places  by  them.  The  changes  made  in  dimen- 
sions in  1873  were  in  the  width  and  in  the  seaward 
slope,  the  shore  slope  remaining  the  same,  yet  this  only 
was  changed  by  the  waves. 

An  examination  of  the  portion  built  with  the  orig- 
inal dimensions  of  30  feet  wide,  with  seaward  slope 
of  3  on  1,  and  inner  slope  of  1  on  1,  failed  to  discover 
any  changes  in  the  inner  slope.  From  this  it  would 
appear  that  the  fault  in  this  part  was  not  of  slope, 
which  alone  showed  the  effects  of  the  sea,  but  of  width. 
The  seas  advancing  upon  it  strike  and  run  up  the  fore 
slope  and  break  on  top  of  the  work.  The  weight  of 
the  sea  with  its  motion  proves  too  much  for  the  work 
with  its  present  cross-section.  The  annexed  cross- 
section  shows  the  effect  of  the  sea,  the  full  lines  rejv 
resenting  the  work  as  constructed,  and  the  broken 
lines  a  characteristic  section  in  a  part  where  the 
waves  have  modified  it.  Had  this  work  been  capped 
by  a  parapet  with  a  vertical  face  toward  the  sea  of 
sufficient  strength  to  have  withstood  the  waves,  tbe 
outer  slope  would  have  received  the  shock  of  the  reced- 
ing wave.  It  was  not  anticipated  that  this  cross-sec- 
tion would  be  sufficient  to  withstand  the  waves,  but 
by  building  it  thus  we  were  able  to  get  more  shelter 
with  the  money  spent  than  we  could  have  had  if  it  had 
been  completed  to  its  full  width. 

That  part  of  the  work  built  last  season  cost  about 
$120  per  foot  of  length.  To  complete  it  trO  the  re- 
quired width  and  cross-section  will  probably  make 
the  cost  per  foot  $175.  The  extension  of  this  work 
with  its  full  width  will  probably  cost  S200  per  foot. 

With  the  n^niainder  of  the  appropriation  made  by 
act  approved  March  3, 1873,  it  is  designed  to  finish  the 
wharves  and  remove  the  bowlders  from  the  anchorage. 
The  appropriation  of  $20,000,  made  by  act  apiTroved 
June  23, 1874,  will  be  expended  in  increasing  the  width 
of  that  part  of  the  breakwater  built  last  year  and  ex- 
tending it  as  far  as  the  funds  will  pay  for.  It  is 
thought  that  the  main  work  will  then  be  extended 
as  far  as  is  necessary  fOr  a  harbor  for  the  class  of  ves- 
sels for  which  it  was  designed.  It  will  then  be  neces- 
sary to  turn  the  work  to  the  westward,  or  to  build  a 
detached  pier  to  protect  the  harbor  from  northeast 
storms,  the  only  ones  to  which  the  anchorage  is  now 
exposed. 

I  think  a  detached  pier  300  feet  lon^,  extending  in  a  northwest  and  southeast  direc- 
tion, will  best  meet  the  requirements  in  the  case,  in  that,  while  it  keeps  out  the  sea,  it 
can  be  so  placed  as  to  offer  but  little  obstructiou  in  entering  or  leaving  the  harbor. 

This  pier  should  be  placed  at  least  200  feet  north  of  the  head  of  the  main  work,  in 
order  to  give  an  opening  for  vessels  to  leave  the  harbor  in  north  and  west  winds  and 
to  enter  in  southerly  and  easterly  winds. 

When  this  detached  pier  is  completed  and  tUe  jetty  on  the  reef  extended  to  within 
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aboat  800  feet  of  it,  the  harbor  will  be  completely  sheltered  in  all  storms,  haviu^  an 
area  of  17  acres,  with  from  5  to  15  feet  of  water  at  mean  low-water. 

This  depth  can  be  sufficiently  increased  by  dredging  to  accommodate  vessels  likely 
to  seek  it  for  shelter  for  mach  less  than  the  work  could  be  extended  to  include  deep 
water. 

The  probable  cost  of  completing  the  harbor  in  accordance  with  the  above  plan  will 
l>o  : 

For  pier,  300  feet  long,  at  $200 $60,000 

For  extending  jetty  700  feet,  at  $25  per  foot ,.     17,500 

SuiHjrintendence 8,  .500 

86,000 

I  have  been  assisted  in  this  work  during  the  season  of  active  operations  by  Mr.  G. 
N.  Weaver,  civil  engineer. 
Respectfully  submitted. 

J.  P.  Cotton, 

Civil  Engineer. 
G.  K.  Warren, 

Major  of  Engineers,  Bvt,  Maj.  Gen,,  U.  S.  A, 


X   II. 

PAWCATUCK  RIVER,  RHODE  ISLAND  AND  CONNECTICUT. 

The  $10,000  appropriated  March  3,  1873,  was  all  expended  under  the 
contract  reported  in  my  last  annual  report,  work  ceasing  in  November. 
The  channel,  5  to  5J  feet  deep,  was  carried  up  to  the  wharves  at 
Westerly  with  a  width  of  40  feet,  except  at  a  bend,  where  it  was  made 
60  feet  wide. 

Tlie  first  survey,  made  in  1870,  was  hurriedly  done  and  by  inexpe- 
rienced engineers,  and  was  not  as  complete  as  desired.  A  new  and 
careful  survey  was  made  in  the  season  of  1873  by  Mr.  H.  A.  Bentley, 
assistant  engineer,  who  had  charge  of  the  improvement.  The  map  and 
his  report  are  transmitted  herewith.  The  report  gives  a  full  history  of 
all  the  previous  work  and  an  estimate,  based  on  the  new  survey,  of 
what  will  be  the  cost  of  the  additional  improvements  required  to  make 
the  channel  every  where  not  less  than  5J  feet  deep  at  mean  low-water 
and  75  feet  wide.  The  mean  rise  of  the  tide  here  is  oidy  about  2  J  feet. 
The  amount  of  work  remaining  to  be  done  at  the  close  of  the  last 
season's  operations  will  cost  about  $21,000.  The  amount  appropriated 
June  23,  1874,  $10,000,  leaves  $11,000  still  to  be  provided,  which  it  is 
recommended  should  be  given  all  at  once. 

With  the  appropriation  now  on  hand  it  is  proposed  to  continue  the 
dredging  bj^  widening:  the  channel  where  it  is  most  needed.  Already 
the  improvement  of  this  river  has  greatly  diminished  the  cost  of  freight- 
ing to  Westerly. 

The  Pawcatuck  River  is  the  boundary  between  the  Stoninj^ton  and  Providence  col- 
lection-districts. Stonington  is  the  nearest  port  of  entry.  The  amount  of  revenue 
coUected  during  the  fiscal  year  ending  June  30,  1S74,  at  Stonington,  was  $30,346.14, 
and  at  Providence  8184,197.37. 

Financial  statement. 

Balance  in  Treasury  of  United  States  July  1, 1873 $10, 000  00 

Amount  in  hands  of  oflScer  and  subject  to  his  chock,  (including  $800.17,  per- 
centage due  on  contracts  not  yet  completed) 1, 8.^>8  42 

Amount  appropriated  by  act  approved  June  23,  1874 10, 000  00 

Amount  expended  during  the  fiscal  year  ending  June  30,  1874 11,668  72 

Amount  available  July  1,  1874 10,  iny  70 

Amount  required  for  the  fiscal  year  ending  June  30,  1876 11,  000  00 
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Report  of  Mr,  H,  A.  BefiiiVey,  Assistant  Engineer, 

m 

Engineer  Office,  United  States  Army. 

Newport f  R.  /.,  June  10, 1874. 

General  :  I  have  the  honor  to  submit  herewith  a  report  on  the  improvement  of  tb« 
Pawcatuck  River,  Rhode  Island  and  Connecticut,  embracing  a  history  of  the  work  since 
its  commencksment,  a  description  of  the  survey  made  in  1873,  and  estimates  forimproTe- 
meuts  still  needed. 

HISTORY  OF  improvements  COMPLETED. 

A  survey  of  this  river,  with  a  view  to  its  improvement,  was  made  in  accordance  with 
the  second  section  of  a  bill  making  appropriations  for  rivers  and  harbors  for  the  fi»:al 
year  ending  June  30,  1871,  which  provided  (among  others)  for  a  survey  of  the  Pawca- 
tuck River,  Rhode  Island  and  Connecticut. 

This  survey  was  made,  under  your  direction,  by  Mr.  John  H.  Dager,  civil  engineer, 
in  the  fall  of  1870.     It  extended  from  Westerly  to  Little  Narragansett  Bay. 

The  map  of  this  survey  showed  that  a  draught  of  5  feet,  at  mean  low-water,  could 
be  carried  no  farther  up  the  river  than  Gravelly  Beach  ;  above  this  the  water  varied 
in  depth  from  2  to  4  feet. 

Mr.  Dager,  in  his  report  on  this  survey,  deemed  a  channel  75  feet  wide  and  5  feet 
deep  adequate  to  the  commercial  wants  of  Westerly. 

Congress  by  act  approved  March  3, 1871,  appropriated  ^10,000  for  the  ImprovemeDt 
of  this  river. 

Dredging  having  been  decided  on  as  the  best  way  of  opening  the  desired  channel, 
advertisements  were  issued  for  proposals  to  do  the  work.  It  was  awarded  to  Mr.  £.  R. 
Seward,  of  Albany,  N.  Y.,  the  lowest  bidder.  Mr.  Seward,  however,  did  not  commence 
work  at  the  time  specitied  in  his  contract,  and,  after  waiting  a  reasonable  time  for  bim 
to  commence,  arrangements  were  made  with  Mr.  M.  F.  Bratnard,of  Albany,  N.  Y.,and 
Mr.  T.  J.  Hill,  of  Providence,  R.  I.,  to  do  the  work  at  about  the  same  price  as  Mr. 
Seward  had  agreed  to,  (35  cents  per  cubic  yard.) 

Mr.  Brainard's  dredge  commenced  work  in  the  latter  part  of  October,  1871,  at  Car- 
tain  Draw  Point,  and  dredged  one  cut  (throwing  the  material  on  the  side)  down  to 
opposite  Gravelly  Beach,  where  it  joined  deep  water.  The  channel  here  runs  close  to 
the  shore,  west  of  the  cut  made ;  owing  to  an  insufficient  number  of  soundings  havinf; 
been  taken  when  the  survey  was  made,  this  part  of  the  channel  was  not  shown  on  tbo 
map,  and  the  cut  was  made  before  it  was  discovered.  Wbile  the  channel  here  needed 
straightening,  it  was  not  considered  of  so  much  importance  as  the  deepening  of  the 
shoals  above,  because  vessels  could,  with  a  Utile  trouble,  navigate  the  old  channel, 
whereas  above  it  was  impossible.  The  plan  of  operations  was  consequently  changed. 
Mr.  Brainard's  dredge  was  set  at  work  making  a  cut  opposite  Major's  Island,  throwing 
the  material  over  the  side,  the  depth  of  water  here  not  being  sufficient  to  float  scows. 

Mr.  Hill's  dredge  arrived  shortly  after  Mr.  Brainard's,  and  was  started  at  work  a 
short  distance  above  Pawcatuck. Rock.  The  work  up  to  this  time  was  under  the  super- 
intendence of  Mr.  H.  A.  Frink,  civil  engineer,  who  was  relieved  by  Mr.  H.  8.  Van  Ingen, 
civil  engineer.  Mr.  Van  Ingen  remained  in  charge  until  April,  1873,  when,  by  yourdireo- 
tion,  I  assumed  charge  of  the  work. 

It  was  found  necessary  to  change  the  depth  to  be  dredged  to  from  5  to  5|  feet  at 
mean  low-water,  in  order  to  float  the  scows  at  low-water. 

This  appropriation  completed  a  channel  40  feet  wide  and  5|  deep,  to  a  point  opposite 
the  cemetery,  except  immediately  above  Pawcatuck  Rock,  where  the  channel  was  made 
70  feet  wide.    It  also  completed  a  cut  about  1,400  feet  long  opposite  Major's  Island. 

By  act  of  Congress  approved  June  10,  1872,  $10,000  was  appropriated  for  the  contin- 
uance of  this  work.  This  money  was  expended  in  connecting  the  channel  dredged  np 
to  the  cemetery  with  the  cut  opposite  Major's  Island,  and  in  widening  this  cut  by 
making  another  along  its  side.  The  tirst  cut  made  opposite  Moor's  Island  had  filled 
in  at  several  places  to  such  an  extent  that  it  had  to  be  redredged  in  order  to  make  water 
enough  to  float  the  scows  while  making  the  second  cut.  The  material  from  the  first 
cut  was  thrown  on  the  west  side  of  the  cut  because  the  water  was  too  shoal  to  oM 
scows.  The  bank  thus  thrown  up  has  washed  down  considerably,  and  it  was  undoabt- 
edly  part  of  the  material  of  this  bank  that  formed  the  shoals  (in  the  first  cut)  re- 
dredged.  This  is,  however,  probably  as  economical  a  way  as  any  other  of  opening  a 
channel  through  so  shoal  a  place. 

By  act  of  Congress  approved  March  3,  1873,  $10,000  was  appropriated  for  continuing 
this  work.  The  money  was  expended  in  carrying  the  channel  dredged,  with  the  Ust 
appropriation,  up  to  the  Westerly  wharves.  This  channel  is  40  feet  wide,  except  at 
the  turn  near  the  new  ice-house,  where  it  was  made  60  feet. 

The  dredging  under  the  appropriations  of  1872  and  1873  was  done  by  Mr.  E.  M. 
Payn,  of  Albany,  N.  Y.,  at  the  rate  of  36^  cents  per  cubic  yard,  and  was  completed  in 
November,  so  that  its  benefit  was  partly  realized  that  season. 
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CHARACTER   OF  MATERIAL  DREDGED. 

Tho  material  foand  in  dre<lgin>^  that  part  of  the  river  below  PawcAtuck  Rock  was 
^ft  luud.  B  3tween  Pawcatiick  Rock  and  the  cemetery  it  was  sand  and  mud.  Between 
J^he  cemetery  and  Major's  Island,  line  river  sand.  In  dredging  this  sand  there  would 
^^occasionally  brought  up  a  layer  of  very  tine  white  sand;  it  was  generally  between 
two  layers  of  decayed  vegetable  matter.  These  layers  were  about  3  inches  thick. 
Above  Mii^or's  Island  the  material  is  gravel,  so  closely  packed  as  to  make  it  hard 
dredging  for  an  Osgood  machine. 

SURVEY  OF  1873. 

The  map  of  this  river,  made  in  1870,  was  from  a  preliminary  survey,  and  was  not 
©nongh*in  detail  to  answer  tho  purposes  of  a  working  drawing;  besides  this,  it  did 
Dot  show  the  increased  depth  made  b^'  dredging.  It  was  in  consideration  of  these  rea- 
sons deemed  by  you  necessary  to  have  a  new  sutvey  made. 

In  accordance  with  instrncti<m4  received,  I,  while  prosecuting  the  improvement  in 
September  and'October,  1873,  made  a  complete  new  survey  of  the  river  from  the  dam 
at  Westerly  to  about  a  half  mile  below  Lottery. 

The  following  is  a  description  of  the  method  of  making  this  survey  : 

The  river  wjvs  covered  by  a  system  of  triangles  in  which  each  angle  was  measured, 
the  points  on  shore  being  fixed  by  stakes.  These  stakes  were  connected  with  the  tra- 
verse lines  by  making  them  stations  of  these  lines.  The  traverse  lines  were  run  on 
each  bank  of  the  river,  the  general  topography  along  each  line  being  taken. 

Soundings,  located  by  two  angles  from  a  known  base,  were  taken  over  the  part  of 
the  river  surveyed.  These  soundings  are  referred  to  tho  mean  low-water  plane  estab- 
lished bj^r.  Van  Ingen  in  April  and  May,  1872. 

Tbeolfj^vations  by  which  this  plane  was  established  were  made  for  a  lunation,  at 
the  cemetery. 

The  mean  rise  and  fall  of  tide  is  2.3  feet.  Mean  low-water  is  referred  to  a  bench- 
mark. This  bench-mark  is  the  bottom  of  upper  drill-hole,  in  north  side  of  granite 
post ;  in  the  end  of  fence  forming  north  boundary  of  cemetery.  It  is  4.89  feet  above 
mean  low-water. 

The  map  of  this  sarvey  is  platted  to  a  scale  of  200  feet  to  the  inch,  and  is  submitted 
herewith.  This  map  shows  a  channel  5^  feet  deep,  and  from  40  to  60  feet  wide  up  to 
Westerly,  with  two  exceptions,  one  opposite  tho  cemetery  and  one  opposite  the  new 
ice-house ;  at  these  places  there  is  a  depth  of  about  5  feet  at  mean  low-water. 

IMPROVEMENTS   NEEDED. 

The  channel  as  now  dredged  is  only  about  40  foot  wide.     To  complete  the  improve- 
ments contemplated  (a  channel  75  feet  wide)  will  njijuire  the  riMUOval  of  45,000  cubic 
yards  of  material,  which  at  :i<)i  cents  would  cost  >fl(),4*i5.     In  a«ldition  to  this,  about 
$2,t><>0   is  needed  to  straii;hten  the  chanrtel  at  Certain  Draw  Point,  and  about  $500  for 
the  removal  of  rocks  along  the  channel. 

RECAPITULATION   OF   ESTIMATES. 

To  widen  tho  channel  to  75  feet,  5^  feet  deep  at  mean  low-water 1..  ^10,425  00 

To  straighten  channel  at  Certain  Draw  Point 2,000  00 

For  removal  of  rocks 500  00 

Ten  per  cent,  for  engineering  and  contingencies 1,892  50 

Amount  required  to  complete  improvement 20,817  50 

The  estimate's  heretofore  made  for  this  river  have  all  been  too  small,  because  they 
were  made  from  the  old  map,  which  did  not  show  the  channel  accurately,  and  because 
the  greater  part  of  the  material  to  be  dredged  is  tine  sand,  which  runs  into  a  dredged 
cut  from  the  sides  to  such  an  extent  as  to  re(juire  the  digging  to  be  carried  to  a  greater 
depth,  in  order  to  leave  the  re<|uired  depth.  A  channel  of  the  width  and  depth  recom- 
mende<l  will  be  ample  for  all  vessels  that  can  enter  this  river,  the  bar  at  the  mouth 
precluding  vessels  drawing  more  than  5  feet  at  low-water  or  7  feet  at  high-water  from 
en t4^ ring  the  river. 

The  mouth  of  this  river  is  in  Little  Narragansett  Bay.  As  we  have  no  map  showing 
the  present  condition  of  this  bay.  no  reliable  estimate  can  be  formed  of  the  obstruction 
here.  A  map  of  this  locality,  made  by  the  United  States  Coast  Survey  in  IS'M)  and  in 
1855,  shows  that  Napatree  Point,  which  separates  the  bay  from  the  ocean,  is  gradually 
extending  out  into  the  channel  of  the  bay.  A  survey  of  this  bay  is  very  much  needed 
to  show  whether  Napatree  Point  is  still  growing,  and  what  the  depth  of  water  is  in 
the  channel. 

If  this  survey  should  be  made  it  would  also  enable  us  to  better  understand  the  action 
of  the  tides  of  this  river. 

The  total  number  of  cubic  yards  removed  by  dredging  from  the  river  since  the 
commencement  of  the  work,  including  that  thrown  over  the  side,  is  70,575. 
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Tho  improvement  already  made  in  this  river  has  been  the  cause  of  a  redaction  in  the 
freijrhts  to  Westerly,  amonuting  to  75  cents  per  ton. 

The  work  of  dredging  has  been  under  the  immediate  inspection  of  Capt.  S.  Gavitt, 
of  Westerly. 

I  was  assiHted  on  the  survey  of  the  river  by  Messrs.  W.  C.  Graham  and  W.F.Hill, 
civil  engineers. 

Respectfully  submitted. 

H.  A,  Bentley, 

Civil  Engineer. 
G.  K.  Warken, 

Major  of  Engineers,  Bvt.  MaJ.  Gen.y  U.  S.  A, 


X    12. 


STONINGTON  HARBOR,  CONNECTICUT. 

The  work  of  dredging  under  the  appropriation  of  $25,000  by  act 
approved  March  3,  1873,  was  commenced  October  2, 1873. 

That  part  of  the  harbor  between  the  breakwater  and  old  steamboat- 
dock,  and  between  the  channel  and  wharves,  has  been  dredged  to  a 
depth  of  12  feet  at  mean  low- water ;  except  a  small  space  in  the  upper 
part  ot  the  harbor,  where  a  wharf  is  projected,  and  a  space  immediatdy 
next  the  wharves.  The  dredging  of  these  places  would  have  beeu  of 
benefit  to  the  property-owners  only. 

The  work  completed  affords  a  small  anchorage  that  is  completely 
sheltered,  but  this  area  is  inadequate  to  the  accommodation  of  the 
number  of  vessels  seeking  shelter  there  during  storms.  It  is  proposed 
to  expend  the  appropriation  of  $20,000  by  act  approved  June  23,  1874, 
and  what  remains  of  the  previous  appropriation,  in  dredging  off  the 
upper  end  of  Penguin  Shoal.  This  will  give  a  direct  increase  of  the 
anchorage-ground  of  about  45  acres,  and  afford  an  easy  access  to  the 
dee[)er  portions  of  the  harbor  inside  the  steam  boat- wharf.  It  ha«  beea 
one  of  the  plans  contemplated  to  deepen  this  inner  space,  and  it  may  be 
desirable  to  do  so,  as  the  digging  is  easy. 

It  must  be  stated  that  the  plan  first  recommended  was  to  construct 
two  new  breakwaters,  exterior  to  the  existing  one  running  out  from 
Stonington  Point  and  Wamphassuck  Point  toward  e^ch  other,  at  a  cost 
of  $420,000.  The  small  appropriation  made,  and  the  requirement  of 
the  law  that  it  must  be  expended  in  dredging,  compelled  us  to  abandon 
that  plan  and  resort  to  what  we  have  done  and  what  we  propose  to  do 
the  fiscal  year  beginning  July  1,  1874.  Dredging  alone,  however,  will 
not  give  the  shelter  required,  and  an  additional  breakwater  is  neces&iry 
to  enable  vessels  to  hold  by  their  anchors  in  southerly  gales. 

The  plan  now  recommended  does  not  contemplate  any  change  in  the 
existing  breakwater,  but  the  building  of  another  on  the  outer  part  of 
IVnguin  Shoal,  beginning  nearly  west  of  the  end  of  the  present  break- 
water, where  the  depth  is  12  feet  at  mean  low-w^ater,  leaving  an  entrance 
between  them  about  450  feet  long,  and  extending  it  westerly  over  the 
highest  part  of  Penguin  Shoal  till  it  reaches  the  9-foot  curve  on  the 
west  side  of  this  shoal.  This  will  make  it  about  1,200  feet  long.  It  is 
to  be  built  of  heavy  riprap  granite,  no  stone  less  than  a  ton  in  weight, 
with  seaward  slope  1  on  2,  width  on  top  6  feet,  inside  slope  1  ou  1,  aud 
rise  7  feet  above  mean  low- water.  The  mean  rise  of  the  tide  here  is  2^ 
f«'»^t.    This  will  require — 

Th'nty-tiv«^  tbousatul  tons  of  stone,  at  a  cost  of,  say,  $2.50  per  ton,  making  $87,500,  to 
winch  atld  "$^,500  tor  en^iru^crinj^  aud  .siiperintondtmco,  requiring  for  the  whole  work 

.«;:m,:,ooo. 
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If  any  further  work  is  done  here,  I  recommend  the  building  of  this 
breakwater  as  most  important.  The  accompanying  map  shows  the 
condition  of  the  harbor  where  the  dredging  has  already  been  done  and 
the  location  of  the  breakwater  on  Penguin  Shoal.  Accompanying  also 
is  the  report  of  Mr.  H.  A.  Bentley,  assistant  engineer,  who  superintended 
the  work  and  made  the  accompanying  map. 

Stoningtoa  is  in  the  Stonin^tou  collection-district,  and  is  a  port  of  entry.     The 
amount  of  revenue  collected  during  the  fiscal  year  ending  June  30, 1874,  was  $30,346.14. 

Financial  statement. 

Balance  in  Treasury  of  United  States  July  1,  1873 6*25,000  00 

Amount  appropriated  by  act  approved  June  23,  1874 20,000  00 

Amount  expended  during  the  tiscal  year  ending  June  30,  1874 21,047  22 

Amount  avjiilablo  July  1,  1874 23,952  78 

Amount  required  for  the  fiscal  yt-ar  ending  June  30,  187G 96,000  00 


Report  of  Mr.  II.  A.  Bentley,  Assistant  Engineer. 

Engineer  Office,  United  States  Army, 

Xewparty  R.  I.,  June  30,  1874. 

General:  I  have  the  honor  to  submit  the  following  report  of  operations  in  Stoning- 
ton  Harbor,  Connecticut,  during  the  past  fiscal  year: 

By  act  of  Congress  approved  March  3, 1873, 825,000  was  (appropriated  for  the  improve- 
ment of  this  harbor.  The  act  appropriating  this  money  specified  that  it  should  be 
spent  in  dredging. 

It  was  decided  by  you  to  have  the  harbor  between  the  breakwater  and  the  old 
steamboat-dock  dredged  to  a  depth  of  12  feet  at  mean  low-water,  to  increase  the 
anchorage  facilities  of  that  part  of  the  harbor  sheltered  by  the  breakwater. 

The  work  of  dredging  was  contracted  for  by  Mr.  S.  F.  Shelbourne,  of  New  York 
City,  at  the  rate  (»f  20  ctMits  per  cubic  yard. 

The  dre<lge  arrived  at  Stoningou  October  1,  1873,  and  was  set  at  work  October  2, 
commencing  at  tlie  12- foot  contour  line  and  working  in  toward  the  docks,  the  cuts 
running  north  and  south.  These  cuts  were  at  first  carried  up  to  the  deep  water  along- 
side the  old  steamboat-dock,  but  afterward,  learning  that  the  steamboat  company 
intended  building  a  new  dock  out  from  the  east  shore  to  the  snubbing-pier,  the  dredging 
was  stopped  before  reaching  the  proposed  line  of  wharf.  The  building  of  this  wharf 
would  render  that  part  of  the  harbor  between  the  snubbing-pier  and  the  old  steam- 
boat-dock of  no  value  as  anchorage-ground. 

The  dredging  was  prosecuted  during  October,  November,  and  December,  1873,  and 
February,  May,  and  in  June,  1874,  up  to  date ;  this  being  the  time  specified  in  the 
contract  for  completing  the  work. 

The  material  in  the  upper  part  of  the  harbor  is  closely-packed  sand,  while  in  the 
lower  part  of  the  harbor  it  is  soft  mud. 

The  dredging  done  has  deepened  the  harbor  between  the  breakwater  and  the  snub- 
bing-pier, from  the  channel  on  the  west  to  within  30  feet  of  the  hea<ls  of  the  wharves, 
from  a  depth  of  from  7  to  11  feet,  to  12  feet  at  mean  low- water. 

Before  this  dredging  was  done,  most  vessels  putting  iutf>  this  harbor  during  storms 
aochore<l  outside  the  breakwater,  the  shoal  wat^er  inside  compelling  them  to  lie  so 
close  to  the  steamboat-channel  that  they  were  in  constant  danger  of  being  run  down 
by  the  steamers  of  the  Stonington  line.  Since  the  improvement  here  a  great  many 
vessels  have  availed  themselves  of  the  sheltered  space. 

The  total  number  of  cubic  yards  removed  under  Mr.  Shelbonrne's  contract  is  91,087. 

The  work  done  gives  12  feet  depth  over  the  whole  area  between  the  steamboat- 
channel,  the  breakwater,  and  the  steamboat-dock.  The  remainder  of  the  appropriation 
can  be  expended  to  most  advantage  with  the  new  appropriation  in  dredging  Penguin 
Shoal. 

By  act  of  Congress  approved  June  23, 1874,  an  additional  appropriation  of  $20,000  was 
maile  for  this  work. 

I  would  respectfully  recommend  that  this  money  be  expended  in  dredging  off  the 
upper  end  of  Penguin  Shoal  to  a  deptli  of  12  feet  at  mean  low- water.  It  is  estimated 
that  the  available  money  will  be  sutllcieut  to  remove  this  slioal  nearly  as  far  south  as 
a  line  of  prolongation  of  the  outer  portion  •f  the  breakwater. 
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The  improvements  made  and  that  recommended  in  this  report  inclade,  I  think,  all 
the  dredging  needed  in  this  harbor,  which,  with  a  suitable  pi'otection  from  soatberly 
storms,  would  make  an  excellent  harbor  of  refuge. 
Very  respectfully,  your  obedient  servant, 

H.  A.  Bentley, 

Civil  Enginm. 
G.  K.  Warren,  , 

Major  of  Engineers f  Bvt  Maj.  Gen.j  V.  S.  A. 


X13. 

CONNECTICUT  RIVER  BELOW  HARTFORD,  AND  SAYBROOK  BAR,  CONNEC- 
TICUT. 

At  the  date  of  my  last  annual  report,  August  31,  1873,  a  dredge  bad 
been  employed  in  deepening  the  watei  on  Pratt's  Ferry,  Hartford,  and 
South  Glastonbury  Bars.  This  dredge  was  employed  during  July, 
August,  and  a  part  of  September,  removing  the  following  quantities 
from  each  place,  making  a  depth  of  9J  feet,  and  a  width  of  50  to  70 
feet : 

Cubic  yardi. 

Hartford  Bar '. 9,088 

Pratt's  Ferry  Bar 7,US1 

South  Glastonbury  Bar 1,400 

Total 17,569 

At  a  cost  of  $4,350,  or  about  24.8  cents  per  cubic  yard.  The  dredg- 
ing on  these  bars  was  for  the  most  part  in  the  channel  dredged  through 
them  in  1871,  where  a  depth  of  9^  feet  was  made ;  it  had  filled  up  to 
less  than  8  feet  at  ordinary  low-water,  making  passage  for  the  daily 
steamers  running  between  New  York  and  Hartford  difficult  and  uncer- 
tain. 

It  is  probable  that  these  channels  will  be  filled  up  by  every  fliood  and 
require  dredging  at  the  sejison  of  low- water.  The  exact  location  and 
extent  of  the  work  cannot,  however,  be  determined  with  suflicient 
definiteness  to  warrant  the  making  of  specifications  in  time  to  issue 
them  yv'ith  those  for  other  works.  I  propose,  therefore,  to  hire  a  dredge 
by  the  day  when  the  water  becomes  so  low  as  to  make  the  bars  trouble- 
some to  navigation. 

The  construction  of  the  jetty  at  Saybrook  Bar  was  in  progress  at  the 
date  of  my  last  annual  report.  Work  was  continued  on  it  until  the 
funds  available  for  the  work  were  expended.  The  jetty  is  now  1,000 
feet  in  length,  17,504  tons  of  stone  being  used  in  the  construction.  It  is 
built  up  to  the  level  of  highest  water,  triangular  in  cross  section,  with 
side-slopes  of  about  45^.    A  wooden  beacon  marks  the  outer  end. 

An  examination  of  the  jetty  this  spring  showed  that  it  had  been  but 
little  affected  by  the  ice  and  waves  during  the  winter. 

This  jetty  is  not  expected  to  produce  the  desired  effect  in  deepening 
the  water  until  it  is  extended  to  the  deep  water  beyond  the  bar,  about 
100  feet  beyond  its  present  terminus. 

About  $5,000  will  be  required  for  the  dredging  that  may  be  necessary ; 
the  remainder  will  be  used  in  extending  this  jetty. 

We  should  have  870,000  adilitional  to  finish  the  jetty  at  the  mouth, 
and  about  $10,000  for  dredging. 

The  Connecticut  River  below  Hartf(»rd  is  in  the  Middletowu  collection-district 
Middletown  is  the  nearest  port  of  entry.    The  amount  of  revenue  collected  there 
during  the  fiscal  year  ending  June  30,  was . 
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Financial  statement. 

Balance  in  Treasury  of  United  States  July  1,  1873 |45, 000  00 

Amount  in  haodM  of  otfii^or  andsiibjoct  to  bis  check,  (including  $2!Jl.*20,  per-/ 

centaf^e  due  on  contracts  not  yet  completed) 1,730  43 

Aiuoant  appropriated  by  act  approved  June  23,  1874 20,000  00 

Amount  expended  dnring  the  fiscal  year  ending  June  30, 1874 42,713  37 

Amount  available  July  1, 1874 24,017  06 

Amount  required  for  the  fiscal  year  ending  June  30, 1876 80, 000  00 


X  14. 


CONNECTICUT    RIVER    ABOVE   HARTFORD,    CONNECTICUT,  AND   BELOW 

HOLYOKE,  MASSACHUSETTS. 

During  the  past  fiscal  year  work  in  this  portion  was  mainly  confined 
to  completing  a  thorough  survey  of  it.  This  has  now  been  done,  and 
the  maps  finished  on  a  scale  of  400  feet  to  the  inch,  forming  six  sheets. 
The  maps  and  a  diagram  of  borings  made,  with  a  preliminary  report  of 
Assistant  Engineer  Gen.  Theo.  G.  Ellis,  who  conducted  the  survey,  are 
presented  herewith.  Some  few  other  observations  in  connection  with 
gauging  the  low-water  volume  of  the  river  remain  to  be  done,  and  then 
the  final  report,  giving  a  review  of  the  whole  matter,  will  be  made. 

The  last  annual  report  gave  a  clear  general  idea  of  what  had  been 
done  up  to  that  date,  and  it  need  not  be  repeated  here. 

During  the  season  of  1873  a  channel  2J  feet  deep  was  dredged  through 
Barber's  Landing  Bar.    This  was  the  only  improvement  then  needed. 

The  surveys  last  year  showed  that  the  wing-dams  between  Hartford 
and  the  Enfield  Falls,  as  iar  as  built,  had  been  very  beneficial,  and  that 
this  means  of  improvement  would  probably  be  adequate  to  present  re- 
quirements of  navigation,  or  until  there  is  a  great  improvement  made 
at  the  Enfield  Falls.  An  expenditure  of  not  less  than  $87,000  will  be 
required  for  the  improvement  of  these  falls  alone.  (See  Annual  Report 
for  1872.)  Until  the  improvement  of  the  river  is  undertaken  with  a  view 
to  carrying  it  to  the  extent  which  this  contemplates,  and  until  the  ruling 
depth  to  be  secured  is  fixed,  the  kind  of  improvement  to  be  adopted  at 
different  localities  cannot  be  decided.  With  the  ]>resent  small  appro- 
priations only  alleviations  of  obstructions  to  existing  navigation  can  be 
attempted,  and  the  requirements  of  this  are  determined  by  the  existing 
canal  and  locks. 

Our  survey  shows  no  place  between  the  Enfield  Falls  and  Holyoke 
where  the  present  class  of  vessels  find  any  obstruction  or  need  any 
greater  facilities  than  they  now  have. 

Of  the  appropriation  of  $25,000,  appropriated  June  10,  1872,  for  im- 
provement ''on  or  above  Enfield  Falls  and  below  Holyoke,"  we  have 
expended  al>out  half  in  surveys  and  measurements.  We  find,  as  before 
Siiid,  no  i)lace  where  the  remainder  can  be  used  above  the  falls,  and  it 
is  inadequate  to  doing  anything  upon  them. 

Of  the  former  appropriations  for  im])rovement  above  Hartford  and 
below  Holyoke  there  is  on  hand  821,772.31,  which  by  the  words  of  the 
act  is  available  to  improve  the  river  between  Hartford  and  Enfield  Falls. 
It  is  proposed  to  expend  the  money  in  this  portion  of  the  river  by  build- 
ing wing-dams  and  dredging,  as  the  formation  of  shoals  may  require. 

The  improv-ement  of  the  Connecticut  below  Hartford  is  more  import- 
ant to  the  whole  Connecticut  River  Valley  than  is  the  improvement 
above,  and  for  the  present  it  would  be  better  to  confine  the  expenditures 
to  the  lower  part  of  the  river. 
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The  appropriation  of  $25,000,  made 'by  act  approved  June  10,  1872,  is 
applicable  to  the  river  only  *'on  or  above  Enfield  Falls  and  below 
Holyoke;"  a  part  of  the  river  where  there  is  sufficient  depth  of  water  for 
the  class  of  vessels  navigating  it.  What  remains  on  hand  of  this  appro- 
priation is  not  available  for  any  part  of  the  river  where  it  is  needed. 
In  making  up  the  ^'financial  statements"  this  appropriation  is  given  in 
a  separate  statement. 

Financial  statement, 

Connecticut  River  from  Enfield  Falls  to  Holyoke,  Mass. 

Balance  in  Treasury  of  United  States  July  1,  1873 825,000  00 

Amount  expended  during  tbe  fiscal  year  ending  June  30,  1874 12, 391  45 

Amount  available  July  1,  1874 12,60-^  55 

Connecticut  River  above  Hartford  and  below  Holyoke,  Mass. 

Balance  in  Treasury  of  United  States  July  I,  1873 $25, 00«)  00 

Amount  in  bands  of  officer  j^nd  subject  to  bis  cbeck l,Ci^  65 

Amount  expended  during  tbe  fiscal  year  ending  June  30, 1874 4,?^^ 

Amount  available  July  1,  1874 21,77-2  31 


Report  of  Got.  Theo,  G,  ElliSj  Assistant  Engineer. 

Hartfoud,  Conn.,  July  6,  l?74. 

General:  In  compliance  witb  directions  received,  I  transmit  a  preliminary  report 
of  tbe  survey  of  the  Connecticut  River  from  Hartford  to  Holyoke. 

Tbe  survey  of  the  Connecticut  River  between  Hartford  and  Holyoke  was  commenced 
in  the  latter  part  of  August,  1872,  by  a  small  party  under  Mr.  WiUiam  F.  Dyer,  civil 
engineer,  who  started  the  field-work  at  Holyoke  and  continuetl  down  the  river  to  near 
Chicopee  Village.  Work  was  suspended  in  the  latter  part. of  October  of  that  year,  and 
a  plot  was  made  of  the  work  then  completed. 

The  survey  was  resumed  early  in  April,  1873,  and  two  field-parties  were  employed 
upon  the  work. 

One  under  Mr.  \Vm.  F.  Dyer,  civil  engineer,  continued  the  field-work  down  to  En- 
field Dam  ;  and  another,  under  Mr.  Charles  L.  Burdett,  civil  engineer,  made  the  surveys 
from  Enfield  Dam  to  Hartford. 

The  surveys  were  continued  during  the  season  until  suspended,  about  the  Istoi 
October,  when  the  field-work  was  mostly  completed.  In  October  and  November 
borings  were  made  in  the  bed  of  the  river  at  several  points  between  Hartfonl  and 
Holyoke  to  determine  the  depth  of  the  rock. 

During  the  past  winter  the  maps  and  drawings  have  been  completed  by  Mr.  Bunlett, 
Mr.  Dyer,  Mr.  Burnett,  and  Mr.  Curtis. 

During  the  present  season  observations  have  been  taken  by  a  field-party  under  Mr. 
Burdett  to  determine  the  discharge  of  the  Connecticut  and  the  streams  entering  into 
it  between  Hartford  and  Holyoke.  These  observations  are  not  yet  completed,  owing 
to  the  continued  high-water.  The  gauging  of  the  Connecticut  has  been  mainly  done 
at  a  point  just  above  Thompsonville.  Accurate  gauging  cannot  be  done  at  low  stages 
of  the  river  below  Enfield  Rapids  on  account  of  the  titles. 

METHOD  OF  MAKING  THE  SURVEYS. 

The  method  adopted  in  making  this  survey  has  been  to  run  a  ba^e-line  on  each  si(!e 
of  the  river,  and  connect  all  the  angles  by  a  system  of  triangulation.  The  instruments 
used  were  (iurley  transits  reading  to  minutes.  By  repetition,  the  angles  were  deter- 
mined to  the  nearest  10  seconds. 

The  shore-lines  of  the  river  and  the  details  of  the  topography  were  connected  by 
angles  and  measurements  to  the  base-lines.  All  side  surveys  ot  roads,  &c.,  were  made 
by  running  transit-lines  by  angles  and  distances  from  the  base-lines. 

Soundings  across  the  river  were  taken  at  intervals  of  400  feet,  and  in  the  vicinity  of 
bars  and  shoals  at  shorter  intervals,  generally  100  feet,  and  reduced  to  the  lowest  stage 
of  water.  These  soundings  were  made  from  boats  rowed  directly  across  the  river, 
keeping  in  range  with  poles  set  upon  the  banks,  generally  at  right  angles  to  one 
of  the  base-lines.  The  ]»oint8  where  these  ranges  cut  the  base-lines  were  accurately 
fixed,  and  the  boat  was  rowed  as  uniformly  as  possible  from  shore  to  shore.  The  dis- 
tance of  the  first  sounding  from  the  shore  was  noted  and  the  intermediate  ones  were 
ecinally  spaced,    They  were  taken  at  equal  intervals,  measuied  by  a  certain  number  of 
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strokes  of  the  oars,  which  has  been  found  to  give  better  results  than  equal  intervals  of 
time. 

Sections  across  the  whole  valley  at  distances  of  from  1,200  to  2,000  feet  apart  were 
carefnily  leveled  over,  all  intersections  with  roails,  streams,  &c.,  being  noted,  and  the 
intervening  topography  carefully  sketched  in,  with  angles  to  the  more  prominent  ob- 
jects. 

Levels  were  taken  to  all  the  high  and  low  water  marks  that  could  be  found,  and 
were  considered  reliable  with  the  date  of  the  freshet.  "^ 

An  attempt  was  also  made  to  locate  the  crests  of  all  the  bars,  by  means  of  microme- 
ter hairs  in  a  transit  telescope  and  a  rod  used  as  a  telemeter.  Whenever  there  was 
found  a  distinct  and  perceptible  crest  it  has  been  located  upon  the  maps  ;  but  in  many 
cases  there  appeared  to  be  no  distinct  continuous  crest  presenting  the  characteristic 
steep  slope  upon  the  lower  side  generally  seen  in  river-bars,  giving  them  rather  the 
character  of  shoals  than  proper  river-bars,  which  are  formed  from  the  material  carried 
along  the  bottom  by  the  current.  It  may  be  here  remarked,  that  all  the  bars  upon 
the  river  below  Hartford,  as  well  as  those  between  Eutield  Dam  and  Holyoke,  are  of 
the  shoal  form,  and  do  not  present  the  steep  lower  side  above  referred  to. 

The  discbarge  of  the  smaller  streams  running  into  the  Connecticut  has  been  mainly 
obtained  by  computing  the  greatest  and  least  quantities  flowing  over  the  dam  nearest 
to  the  mouth  of  the  stream,  together  with  what  is  lised  by  the  factories.  The  greatest 
amounts  were  most  easily  obtained  and  are  the  most  reliable,  as  there  is  generally  a 
good  record  of  the  highest  point  to  which  the  water  has  risen  upon  the  dam.  The 
least  qnantity  is  often  indeterminate,  as  the  water  is  frequently  held  back  and  stored 
in  ponds  above,  so  that  during  a  portion  of  the  time  no  water  at  all  runs  in  the  bed  of 
the  stream.  The  factories  then  get  no  water  until  those  above  on  the  same  stream  are 
started.  In  such  cases  an  estimate  has  been  made  of  the  amount  of  water  used 
by  the  water-wheels  at  the  lowest  stage  during  running  hours,  and  this  quantity 
taken  for  the  discharge  in  twenty-four  hours.  When  no  other  method  presented, 
the  best  posHible  estimate  was  made  from  the  character  of  the  stream.  The 
mean  discharge  has  been  mainly  obtained  from  the  drainage  area  of  each  stream,  as 
nearly  as  can  be  ascertained  from  maps.  Five-eighths  of  the  average  amount  of  rain- 
fall has  been  taken,  as  it  has  been  found  by  comparing  the  approximate  discharge  of 
the  Connecticut  with  the  average  annual  amount  of  rain-fall  that  about  that  propor- 
tion passes  off  through  the  river. 

DESCRIPTION  OF  THE  RIVER. 

The  river  between  Hartford  and  Holyoke  can  be  divided  into  three  characteristic 
sections : 

1st.  From  Holyoke  to  Enfield  Dam,  a  distance  of  18.4  miles,  in  which  the  surface  at 
low-water  has  a  very  slight  inclination  and  the  water  is  generally  deep  and  with  a 
alow  current. 

2d.  From  Enfield  Dam  to  the  foot  of  Enfield  Rapids,  a  distance  of  five  and  one-fourth 
miles,  in  which  the  water  flows  over  a  rocky  bed  of  steep  inclination. 

I^d.  From  the  foot  of  Enfield  Rapids  to  Hartford,  a  distance  of  10.9  miles,  in  which 
the  river  runs  over  a  sandy  bottom  through  an  alluvial  formation  with  an  inclination 
greater  than  that  above  Enfield  dam,  but  still  to  a  certain  extent  navigible. 

At  the  upper  end  of  the  survey  the  river  flows  over  Holyoke  Dam,  a  substantial 
stractnre  of  timber  built  upon  the  bed-rock  of  the  river,  having  an  average  height  of 
about  30  feet. 

The  main  body  of  the  dam,  which  was  built  in  1849,  consists  of  a  cob-work  of  square 
timbers  brought  up  in  layers.  The  timbers  lying  lengthwise  with  the  current  slope 
back  up-stream  at  an  angle  of  2i  horizontal  to  1  vertical ;  they  are  laid  alternately 
with  intermediate  layers  of  horizontal  timbers  across  the  stream,  and  the  whole  is  filled 
in  solid  with  stone. 

In  1869,  the  rock  in  front  of  the  dam  having  been  excavated  to  a  depth  of  25  or  30 
feet  by  the  force  of  the  overflow,  a  cob- work  50  feet  wide,  forming  an  apron,  waa 
added  to  the  dam  t^  strengthen  it.  It  is  composed  of  round  timbers  6  feet  apart,  with 
the  interstices  filled  with  stone.  The  abutments  and  gates  are  of  good  worKmanship, 
but  are  not  sufliciently  high,  and  are  in  danger  from  this  cause,  the  water  in  1862  hav- 
ing risen  above  the  masonry.  Below  the  dam  the  river  forms  a  rapid  for  about  two 
miles  down  to  just  below  the  railroad-bridge  at  Willimansett ;  the  whole  fall  being 
about  58  feet. 

Boats  formerly  ascended  this  rapid  to  the  villages  of  Holyoke  and  South  Hadley, 
through  an  artificial  channel  at  the  lower  end,  near  the  west  bank,  and  passed  through 
the  South  Hadley  Falls  Canal,  which  has  now  fallen  into  ruins,  not  having  been  used 
for  many  years. 

The  river,  over  the  rapids,  runs  between  high  banks  and  spreads  out  very  little  over 
meadows  at  high-water  until  it  reaches  the  mouth  of  Chicopee  River.  It  then  over- 
flows the  meailows  at  high-water,  or  when  it  rises  to  a  little  more  than  half  the  height 
of  extreme  freshets  nearly  the  whole  distance  down  to  a  point  about  two  miles  above 
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Thompsonville.    There  are  contractions  of  the  hanks  at  Chicopee  Bridge,  Springfield 
and  Pecowsic,  but  for  no  great  distance. 

From  the  point  about  two  miles  above  Thompsonville  to  Enfield  Dam,  a  dietaDceof 
two  and  three-fourths  miles,  the  river  is  confined  between  its  banks  at  all  stages  of  the 
wat^r,  and  this  part  presents  the  most  available  place  for  gauging  the  volame  of  the 
stream. 

Enfield  Dam  is  a  low  stractnre  at  the  head  of  the  rapids,  and  is  open  in  the  middle 
for  155  feet,  which  waa  intended  originally  to  allow  vessels  and  fish  to  pass ;  hot  this 
space  has  been  filled  in  with  stone  to  such  an  extent  as  to  prevent  the  passage  of  boats. 
From  the  foot  of  the  rapids  below  Holyoke  to  Enfield  Dam,  there  is  good  navigation, 
with  over  7  feet  of  water  in  the  channel,  except  at  the  flats  near  the  mouth  of  Chico- 
pee River  and  at  Longmeadow  Flats,  about  half  way  between  Springfield  and  Thomp- 
sonville. At  the  former  place  there  is  bnt  4  feet,  and  at  the  latter  a  little  less  than 
throe  feet  at  extreme  low- water. 

These  shoals  do  not  appear  to  have  the  same  formation  as  the  bars  in  some  of  the 
more  rapid  portions  of  the  stream,  and  do  not  present  the  sharp  and  well-defined  crest 
which  is  produced  in  river- bars  by  the  motion  of  the  sand  along  the  bottom.  They 
seem  to  be  simply  flats  formed  by  the  widening  of  the  bed  of  the  river  between  the 
ordinary  banks.  This  is  particularly  the  ca«<e  at  Longmeadow,  where  the  bed  of  the 
river  at  low-w^ater  is  2,000  feet  wide  and  keeps  nearly  this  width  for  about  a  mile. 

The  bed  of  the  stream,  from  Holyoke  Dam  down  as  far  as  the  foj>t  of  the  rapids 
below  Willimansett  Bridge,  is  mostly  rock.  From  that  point  to  Springfield  it  is  mainly 
sand  and  gravel.  For  two  miles  below  Springfield  it  has  a  more  muddj'  character,  wita 
a  point  or  rock  cropping  out  near  Pecowsic.  From  two  miles  below  Springfield  to  near 
Thompsonville  the  bottom  is  again  sand  and  gravel,  and  from  this  last  x>oint  to  Enfield 
Dam  the  bottom  is  rock. 

Across  this  portion  of  the  river  between  Holyoke  and  Enfield  dam  are  the  following 
bridges : 

A  wood  and  iron  truss-bridge  at  Holyoke,  for  highway,  1,600  feet  long,  consisting  of 
ten  spans  of  160  feet  each. 

A  wooden  truss-bridge  between  Willimansett  and  Holyoke,  upon  the  Connecticnt 
River  Railroad,  750  feet  long,  with  five  spans  of  150  feet  each. 

A  wooden  truss-bridge  at  Chicopee,  for  highway,  1,190  feet  long,  having  seven  spans 
of  170  feet  each. 

An  iron  railroad-bridge  at  Springfield,  1,260  feet  long,  consisting  of  seven  spans  of 
160  feet  each. 

A  wooden  truss-bridge  for  highway,  at  Sirringfield,  1,200  feet  long,  with  six  spans 
of  100  feet  each,  and  three  spans  of  200  feet  each. 

These  bridges  are  all  built  upon  stone  piers;  they  are  but  little  above  the  highest 
water,  and  have  no  draws. 

There  is  a  wire-rope  ferry  at  Willimansett,  just  below  Holyoke,  and  steam-ferries 
just  below  Springfield,  at  Pecowsic,  and  at  Thompsonville. 

From  Holyoke  to  Chicopee  the  average  width  of  the  river  at  low-water  is  about  801) 
feet. 

From  Chicopee  to  Springfield  the  average  width  is  about  1,000  feet,  and  from  Spring- 
field to  Enfield  Dam  the  average  width  is  about  1,40Q  fetjt,  at  low-water. 

In  high  freshets  the  river  remains  within  its  banks  down  to  the  month  of  the  Chico- 
pee, but  then  spreads  out  over  the  meadows,  overflowing  its  banks  and  backing  np 
the  channels  of  the  Chicopee  and  Westfield  Rivers,  covering  the  low  land  in  many 
places  for  over  a  mile  in  width. 

There  is  at  the  present  time  no  navigation  aronnd  Holyoke  Dam.  Locks  of  16  by  80 
feet  are  provided  in  the  canals  of  the  Holyoke  Company  as  far  as  they  are  completed, 
and  as  this  company  has  assumed  the  franchise  of  the  old  South  Hadley  Falls  Com- 
pany they  would  probably  extend  the  locks  to  the  foot  of  the  falls  if  required  by 
navigation. 

The  Enfield  Rapids  extend  from  Enfield  Dam  down  the  river  about  five  and  a  quarter 
miles,  the  stream  dividing  at  one  place,  abont  midway  of  the  rapids,  into  two  branches 
around  King's  Islaad. 

The  bed  is  rough  and  rocky,  and  the  river  runs  between  high  banks.  Aronnd  th»^^ 
rapids  is  the  canal  of  the  Connecticut  River  Company,  mostly  used  at  the  present  time 
as  a  water-power ;  but  it  is  provided  with  locks  19  feet  in  width  and  90  feet  between 
quoins,  through  which  there  is  still  some,  navigation,  although  the  small  size  of  the 
locks  prevents  the  passage  of  such  boats  as  are  used  for  freighting  on  the  lower  por- 
tion 01  the  river. 

There  are  two  bridges  over  these  rapids,  one  at  Enfield,  about  950  feet  long,  extend- 
ing over  the  river  ana  canal,  in  six  spans  of  irregular  length.  This  is  an  old  and  dilap- 
idated woodeu  structure.  The  other  is  the  iron  railway-bridge  over  the  river  and 
canal  at  Warehouse  Point,  consisting  of  one  span  of  177  feet,  twelve  spans  of  88i  feet, 
one  span  of  140  feet,  one  span  of  77  feet,  one  of  4.3  feet,  and  one  of  25^  feet ;  in  all, 
l,524i  feet. 
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There  is  also  a  flyiDg  ferry  between  Windsor  Locks  and  Warehouse  Point.  The 
average  width  of  this  part  of  the  river  is  about  1,100  feet. 

For  a  more  particular  descriptiou  of  this  part  of  the  river,  I  would  respectfully  refer 
to  my  special  report  upon  the  improvement  of  these  rapids,  dated  January  10,  1872. 
(See  Annual  Report  for  1872,  p.  840.) 

From'  the  foot  of  Enfield  Rapids  to  Hartford  the  river  has  a  steeper  slope  than  above 
the  dam  at  Enfield,  and  has  in  consequence  a  somewhat  different  character.  Although 
it  receives  a  considerable  accession  of  volume  from  the  Scantic  and  Farmington  Rivers, 
the  channel  is  shoalcr  and  the  cross-section  smaller  than  above  the  rapids,  owing  to 
the  greater  velocity  of  the  current. 

The  bars  also  are  generally  of  a  different  character  from  those  above,  presenting  a 
a  flat  slope  up  stream,  and  a  steep  declivity  down  stream,  with  a  well-defined  crest, 
as  UKually  seen  in  rivers  with  a  sandy  bottom  and  considerable  current. 

This  part  of  the  river,  below  Red  Hill,  nearly  opposite  the  foot  of  the  canal  at  Wind- 
sor Locks,  flows  wholly  through  an  alluvial  formation.  The  banks  appear  to  be  nearlv 
permanent  down  as  far  as  the  mouth  of  the  Scantic  River,  from  which  point  downward 
they  are  washing  and  caving  off  to  some  extent.  For  about  two  miles  above  the  rail- 
road-bridge at  Hartford  they  are  washing  very  badly ;  in  some  places  losing  probably 
30  or  40  feet  in  a  year. 

Between  Hartford  and  the  lower  end  of  the  canal  of  the  Connecticut  River  Company 
at  Enfield  Rapids  there  is  a  navigable  channel,  with  a  minimum  depth  of  about  4  feet 
of  water,  except  upon  the  bars.    There  are  five  bars  upon  this  portion  of  the  river,  viz  : 

Scantic  Bar,  at  the  mouth  of  the  Scantic  River,  seven  and  a  half  miles  above  Hart- 
ford, with  2.4  feet  of  water  at  the  lowest  water  as  the  bed  of  the  river  now  is. 

Strong's  Island  Bar,  six  and  a  half  miles  above  Hartfonl,  with  2.5  feet  at  the  lowest 
water. 

Farmington  or  Tuuxis  River  Bar,  five  and  a  half  miles  above  Hartford,  with  2.4  feet 
at  the  lowest  water. 

Barber's  Landing  Bar,  three  and  two-thirds  miles  above  Hartford,  with  -^  foot  of 
water  at  the  time  of  the  survey  in  July,  1873.  Dredging  was  done  here  immediately 
after,  which  increased  the  depth  to  2^  feet. 

Higley's  Point  Bar,  one  and  three-quarters  miles  above  Hartford,  upon  which  there  are 
2.7  feet  at  the  lowest  water. 

The  first  three  of  the  above-named,  bars  were  improved  by  the  United  States  Govom- 
ment  in  the  year  1871,  by  the  construction  of  wing-dams,  as  shown  on  the  maps.  They 
were  built  of  riprap,  and  are  now  in  a  good  state  of  preservation.  In  the  summer  pre- 
ceding the  building  of  these  wing-dams  the  depth  on  Scantic  Bar  was  1.2  feet ;  on 
Strong's  Island  Bar,  1.3  feet,  and  on  Ftirmington  River  Bar,  1.5  feet.  It  will  thus  be  seen 
that  they  hat'e  materially  benefited  the  channel.  At  Barber's  Landing  Bar,  in  the 
same  season,  the  depth  was  one  foot,  or  about  what  we  find  it  by  the  present  survey. 
The  b€>d  of  the  river,  from  the  foot  of  the  rapids  to  Hartford,  is  sand  and  gravel.  No 
rock  appears  at  the  surface,  although  in  some  places  it  must  be  quite  near  it,  as  shown 
by  the  borings.  The  width  of  the  bed  of  this  portion  of  the  river  averages  about  1,400 
feet.  At  Hartford  the  banks  are  much  contracted,  being  only  about  600  feet  wide 
opposite  the  New  York,  New  Haven  and  Hartford  Railroad  freight-house. 

At  the  lowest  stages  of  water^  upon  this  section  of  the  river,  large  sand-banks  appear 
upon  the  sides  of  the  stream  within  the  bed,  so  that  the  width  Cor  a  great  part  of  the 
distance  is  reduced  to  about  one-half  of  the  width  of  the  bed  between  the  ordinary 
banks.     In  some  places  it  is  only  500  or  600  feet. 

In  times  of  the  highest  freshets  the  water  overflows  the  meadows  on  either  side,  and 
spreads  out  in  some  places  to  a  width  of  one  and  a  half  miles,  and  has  an  average 
wiilth  of  about  one  mile.  Near  the  mouth  of  the  Hockanum  River  there  is  a  very  de- 
cided contraction  of  the  high- water  section,  caused  by  the  embankment  running  to  the 
ferry  on  the  west  side  of  the  river,  the  extreme  width  at  this  place  being  1,^0  feet. 

Just  below  Hartford  there  is  a  shoal,  called  Hartford  Bar,  upon  which  there  is  a  little 
over  6  feet  at  extreme  low-water.  This  was  improved  in  1871  by  building  a  wing-dam 
of  piling,  about  650  feet  long,  from  the  west  bank,  and  by  dredging  in  1871  and  1873. 
The  wing-dam  appears  to  have  but  little  influence  upon  the  depth  of  water  in  the 
channel,  and  the  eflect  of  the  dredging  is  but  temporary ;  it  benefits  the  channel  for 
one  or  two  seasons  only.  The  wing-dam  is,  however,  very  important  in  protecting  the 
bank  from  washing. 

There  are  two  bridges  upon  this  part  of  the  river,  both  at  Hartford.  One  is  the 
wooden  truss-bridge  of  the  Hartford,  Providence  and  Fishkill  Railroad,  1,200  feet  long, 
with  seven  spans  of  160  feet  each,  and  a  draw  at  the  east  end  with  a  clear  opening  of  47 
feet.  The  other  is  the  Hartford  toll-bridge,  an  old,  dilapidated  wooden  truss,  in  which 
subsequent  additions  barely  support  the  original  structure.  It  is  960  feet  long,  having 
five  spans  of  165  feet  each,  one  span  of  100  feet,  and  a  draw  at  the  west  end  of  17  feet 
clear  opening.  This  latter  bridge  has  a  causeway  lejiding  to  it  across  the  meadow  upon 
the  East  Hartford  side,  with  openings  to  increase  the  water-way.  The  railroad-bridge 
has  a  trestle-work  on  piling  across  the  overflowed  meadows. 
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About  one  and  one-half  miles  below  the  central  part  of  Hartford,  at  the  lower  eud  of 
the  dike,  is  a  steam  ferry  running  to  the  lower  part  of  East  Hartford.  There  is  alaoi 
swing  ferry  at  the  mouth  of  the  »cantic  River,  between  Windsor  and  East  Windaor. 

TIDES. 

The  lower  part  of  the  Connecticut  River  is  affected  by  the  tide  from  Long  Island 
Sound.  At  Hartford  the  fluctuations  are  very  irregular,  being  modified  and  soinetimee 
entirely  neutralized  by  the  wind.  They  are  generally  perceptible  when  the  water  is 
below  5  feet  at  Hartford. 

At  the  lowest  water  in  summer  the  tides  are  more  regular,  and  average  about  10 
inches  in  range.    The  effect  of  the  tides  at  low- water  is  not  generally  noticeable  at  the 
mouth  of  the  Scantic  River,  seven  and  one-half  miles  above  Hartford,  although  very' 
high  tides  at  low-water,  with  a  strong  southerly  wind,  are  perceptible  up  to  the  foot 
of  the  rapids  at  Windsor  Locks. 

THE  SLOPE  OF  THE  RIVER. 

The  height  of  Holyoke  Dam,  at  the  ends,  is  97.60  feet  above  low-water  mark  at  Hart 

ford  Toll -bridge.  The  dam  is  lower  at  intermediate  points,  so  that  at  low  stages  all  the 
water  is  discharged  at,  or  perhaps  below,  this  level  over  the  central  part  of  the  dam. 
The  low-water  slope  of  the  surface,  in  the  following  table,  commences  at  the  above 
height  as  the  water  flows  over  the  dam. 


Low-xoater  slope  from  Holyoke  Dam  to  Enfield  Dam. 


Distance  in  miles. 


Dam  . 

.10 

.30 

1.76 

16.20 

18.36 


Fall  per  mile 
in  feet. 


Vertical. 

6.0(Ki 

68.  oor 

5.057 
.04i 


The  height  of  Enfield  Dam  is  irregular,  and  has,  as  before  stated,  an  opening  in  the 
middle.  At  the  lowest  water  nearly  or  quite  the  whole  volume  passes  through  this 
opening  at  a  level  of  about  38  feet  above  the  Hartford  zero.  The  average  level  of  the 
dam  is  about  one  foot  higher. 

High-water  slope  from  Enfield  Dam  to  the  foot  of  the  rapids. 


Distance  in  miles. 

• 

Fall   in 
feet. 

Fall  per  mile 
in  feet 

Dam .•-. -. 

2.80 
6.40 
1.40 
17.80 
3.40 

Vertical. 

.91 

7.033 

1.44 

.972 

1.48 

12.027 

1.42 

2.394 

5.25 

31.80 

Low-water  slope  from  tlvefoot  of  Enfield  Rapids  to  Hartford, 


Distance  in  miles. 

Fall  in 
feet. 

Fall  per  mile 
in  feet. 

3.54   

1.70 
4.50 

4^) 

7.35  

612 

10.89 

6.20 
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eicht  of  low-water  at  Hartford  is  zero  of  the  gauge  at  the  toll-bridge,  and  is 
)  of  all  the  levels  upon  this  survey.    The  highest  known  water  above  Holyoke 
us  found  to  be  110.60  feet  above  the  Hartford  low-water  mark,  or  13  feet  above 
t  of  the  daiu  at  the  ends. 

igh-water  slope  of  the  river,  as  determined  by  levels  to  the  best  authenticated 
iter  marks,  is  as  follows  : 

High-water  slope  from  ffolyoke  Dam  tq  Enfield  Dam. 


Distance  in  miles. 

Fall  in 
feet. 

Fall  per  mile 
iu  feet. 

29. 

11.10 
3.30 
3.90 

-.50 

.50 

3.60 

5.50. 

3.80 

Vertical. 

55.500 

« 

2.129 

,869 

—.242 

.909 

1.837 

.802 

5.588 

..^-. 

60.20 

Low-water  slope  from  Enfield  Dam  to  the  foot  of  the  rapids. 


Distance  in  miles. 

Fall  in 
feet. 

Fall  \yev  mile 
in  feet. 

8.90 
8.70 

5. 

4.462 

17.60 

High-water  slope  from  the  foot  of  Enfield  Rapids  to  Hartford. 


Distance  in  miles. 

Fall  in 
feet. 

Fall  per  mile 
in  feet. 

.60 

.169 

- 

2.40 

.327 

3.00 

ligh-water  mark  at  Hartford  is  the  height  of  the  flood  of  1854,  the  highest  known, 
19  taken  as  29.80  feet  above  the  zero  of  the  gauge.  There  are  two  places  upon 
er  where  the  high- water  marks  appear  to  give  a  reverse  slope  to  the  surface, 
between  Chicopee  and  Springfield,  where  the  upward  slope  amounts  to  .5  of  a 
about  two  miles,  and  the  other  is  at  the  foot  of  Enfield  Rapids,  where  the  snr- 
IS  called  level  in  the  previous  survey  of  Enfield  Rapids,  and  is  so  retained  in  the 
ng  tables. 

cause  of  this  apparent  anomaly  is  not  determined,  the  high-water  marks  being 
uthenticated.  It  is  proposed  to  find  others,  if  possible,  to  verify  or  show  the 
f  those  already  obtained. 

STREAMS  FLOWING  INTO  THE  CONNECTICUT. 

first  stream  of  any  size  flowing  into  the  Connecticut  below  Holyoke  is  theChico- 
rer,  which  enters  on  the  east  side  just  .ibove  the  village  of  Chicopee.  It  is  used 
iter-power  for  the  manufacturing  establishments  in  the  village.  Its  greatest 
•ge  is  9,635rtubic  feet  per  second ;  its  mean  discharge  is  1,374  cubic  feet  per 
;  its  least  discharge  is  669  cubic  feet  per  second. 
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The  west  stream  is  tbe  Agawam  or  Westfield  River,  which  enters  upon  the  west  side 
opposite  Springfield.  This  has  many  factories  npon  it  in  the  villages  through  which 
it  passes.  Its  greatest  discharge  is  28,633  cubic  feet  per  second ;  its  mean  discharge  i» 
l,2t57  cubic  feet  per  second ;  its  least  discharge  is  500  cubic  feet  per  second. 

Mill  River,  entering  from  the  east,  through  the  lower  part  of  8pringtield,  is  a  stream 
of  some  importance,  and  is  used  as  a  water-power  by  the  United  StJites  armory  and 
other  manufactories.  Its  greatest  discbarge  is  899  cubic  feet  per  second ;  its  mean  dis- 
charge is  63  cubic  feet  per  second  ;  its  least  discharge  is  30  cubic  feet  per  second. 

The  Peeowsic  Brook,  entering  the  river  about  one  mile  below  Springfield;  on  theeasit 
side,  is  also  used  as  a  water-power  for  manufacturing  purposes.  Its  greatest  discbarge 
is  151  cubic  feet  per  second  ;  its  mean  discharge  is  15  cubic  feet  per  second  ;  it«  least 
discharge  is  12  cubic  feet  per  second. 

Freshwater  Brook,  entering  the  river  on  the  east  side,  through  Thompsonville,  i» 
used  as  a  water-power  by  the  Hartford  Carpet  Company.  Its  greatest  discharge  is 
1.598  cubic  feet  per  second  ;  its  mean  discharge  is  18  cubic  feet  per  second ;  its  least 
discharge  is  9  cubic  feet  per  second. 

A  small  brook  entering  the  river  on  the  west  side,  opposite  Thorn psonville,  is  also 
used  as  a  water-power.  Its  greatest  discharge  is  200  cubic  feet  per  second ;  its  meaD 
discharge  is  2  cubic  feet  per  second  ;  its  least  discharge  is  1  cubic  foot  per  second. 

Stony  Brook  enters  the  river  on  the  west  side,  opposite  King's  Island,  about  two  miles 
above  Windsor  Locks.  It  is  used  for  a  water-power.  Its  greatest  discharge  is  1.000 
cubic  feet  per  second ;  its  mean  discharge  is  43  cubic  feet  per  second ;  its  least  discharge 
is  20  cubic  feet  per  second. 

Scantic  River  is  the  next  stream  of  any  size.  It  enters  the  river  seven  and  one-half 
miles  above  Hartford,  on  the  east  side,  and  has  a  iiumber  of  mills  upon  it.  Its  greatest 
discbarge  is  6,116  cubic  feet  per  second  ;  its  mean  discharge  is  139  cubic  feet  per  secoad; 
its  least  discharge  is  35  cubic  feet  per  second. 

The'Farmingtou  or  Tunxis  River  is  a  large  stream  entering  the  river  upon  the  west 
side,  five  and  one-half  miles  above  Hartford,  It  is  used  extensively  as  a  water-power 
in  the  several  villages  through  which  it  runs,  and  is  quite  an  important  stream.  Its 
greatest  discharge  is  24,375  cubic  feet  per  second ;  its  mean  discharge  is  944  cubic  feet 
per  second  ;  its  least  discharge  is  450  cubic  feet  per  second. 

Stonghton's  Brook,  opposite  the  mouth  of  the  Farmington,  is  a  small  stream,  used  as 
a  water-power.  Its  greatest  discharge  is  143  cubic  feet  per  second ;  its  mean  discharge 
is  5  cubic  feet  per  second  ;  its  least  discharge  is  3  cubic  feet  per  second. 

The  Podunk  River  enters  on  the  east  side,  about  two  miles  above  Hartford.  It  is 
used  as  a  water-power  by  several  factories.  Its  greatest  discharge  is  342  cubic  feet  per 
second ;  its  mean  discharge  is  37  cubic  feet  per  second ;  its  least  discharge  is  8  cubic  feet 
per  second. 

The  Park  River,  which  runs  through  the  City  of  Hartford  and  enters  the  Connecticat 
on  the  west  side,  is  used  as  a  water-power  by  mills  in  Hartford  and  several  places  above. 
Its  greatest  discharge  is  2,308  cubic  feet  per  second ;  its  mean  discharge  is  139  cubic  feet 
per  second  ;  its  least  discbarge  is  25  cubic  feet  per  second. 

The  Hockanum  River  enters  the  Connecticut  on  the  east  side  at  the  lower  end  of  the 
survey,  about  one  and  one-half  miles  below  Hartford.  It  is  used  as  a  water-power,  and 
is  quite  an  important  stream.  Its  greatest  discharge  is  6,167  cubic  feet  per  second ;  its 
mean  discharge  is  132  cubic  feet  per  second;  its  least  discharge  is  60  cubic  feet  per 
second. 

BORINGS. 

Borings  were  made  at  several  places,  as  marked  on  the  maps,  to  ascertain  the  depth 
of  the  rock  in  the  bed  of  the  river.  The  tools  used  were  common  carpenter's  augers  of 
1|  and  2  inches  diameter,  attached  to  a  rod  of  ^Huch.gas-pipe.  The  pipe  was  in  lengths 
of  8  feet,  with  threads  cut  upon  the  ends,  so  that  they  would  screw  into  an  ordinary 
wrought-irou  coupling  and  abut  together  within  it  so  as  to  make  a  firm  joint  and  give 
an  exact  length  of  pipe  to  serve  as  a  measure  of  depth.  The  head  of  the  auger  was 
also  fitted  with  a  corresponding  thread  to  screw  into  the  coupling. 

A  wooden  cross-handle  was  used  for  turning  the  anger  and  pipe  from  the  top.  This 
passed  through  an  eye  or  socket  with  a  short  stem,  upon  the  lower  end  of  which  was  a 
screw-thread  fitting  into  the  c<mplings. 

The  apparatus  for  withdrawing  the  auger  consisted  of  a  shears,  formed  of  three  poles 
lashed  tdgether  at  the  top  and  provided  with  blocks  for  hoisting  out  the  rod.  Where 
the  ground  was  soft  these  poles  were  drawn  down  so  as  to  be  forced  into  tbe  groand, 
so  that  a  lever  was  used  to  withdraw  the  rod  in  some  cases. 

This  api>aratus  worked  very  well  when  the  auger  was  withdrawn  sufficiently  ofteD, 
but  it  was  diflicnlt  to  impress  the  necessity  of  this  upon  the  assistants,  and  the  appa- 
ratus was  frequently  injured  by  the  sticking  of  tbe  auger  when  bored  too  far  to  draw 
easily. 

The  material  bored  through  was  also  in  some  cases  very  difficult.  In  many  places  a 
quicksand  filled  up  the  hole  as  fast  as  bored,  and  in  others  the  m^Rtorial  was  of  great 
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hardness.  As  it  was  not  thouji^ht  of  sufficient  importance  to  go  to  the  expense  of 
lining  the  holes  with  pipe,  to  prevent  filling  in,  some  of  the  bonngs  were  abaudoncd 
before  reaching  the  rock.  It  is  believed,  however,  that  they  are  sufficiently  deep  to 
show  the  character  of  the  river-bed. 


Respectfully  submitted. 


Gen.  6.  K.  Warren, 

Maj,  of  Engineers^  TJ,  S,  A, 


Theo.  G.  Eixis, 

Civil  Emjincer. 


X  15. 

NEW  HAVEN  HARBOR,  CONNECTICUT. 

Tfie  dredging  which  was  in  operation  at  the  time  of  my  last  annual 
report,  (Augnat30,  1873,)  under  the  appropriation  of  820,000,  approved 
March  3,  1873,  was  continued  until  the  proposed  improvement  was 
completed. 

In  this  harbor  the  mean  rise  of  the  tide  is  6  feet.  The  object  of  the 
dredging  was  to  obtain  a  depth  of  16  feet  at  mean  low-water  in  a  channel 
200  feet  wide,  over  the  bar  between  Fort  Hale  and  the  light-house,  where 
the  available  low- water  depth  was  previously  11  feet.  This  was  accom- 
plished before  the  funds  were  exhausted,  and  the  channel  between  Long 
Wharf  and  Belle  Dock,  dredged  in  1871,  was  increased  in  width  30  feet. 
The  channel  of  1871  was  supposed  to  be  lUO  feet  wide  and  13  feet  deep 
at  mean  low- water,  but  an  examination  after  last  year's  work  showed  an 
available  width  of  but  110  feet,  which  points  to  the  conclusion  that  the 
previous  width  was  ov^er-esti mated.  The  depth  had  not  decreased  from 
13  feet,  and  the  sides  of  the  channel  were  well  dertned. 

The  amounts  removed  during  the  past  fiscal  year  are  as  follows: 

Cubic  vards. 

From  the  bar  below  Fort  Hale 67,762 

Between  Long  Wharf  and  Belle  Dock 11,193 

Total 78,955 

The  result  of  the  dredging  on  the  bar  below  Fort  Hale  is  not  alto- 
gether satisfactory.  An  examination  of  the  channel  two  months  after 
completion  showed  results  notably  different  from  those  to  have  been 
expected  from  examinations  made  during  the  progress  of  the  work  and 
from  the  amount  removed,  in  that  the  depth  should  have  been  17  feet, 
while  the  average  of  the  soundings  was  but  15  feet.  Owing  to  the  ex- 
cessively soft  nature  of  the  material  of  this  bar,  it  is  unsafe  to  premise 
a  great  duration  of  the  channel  dredged.  No  estimates  for  further  im- 
provements there  will  be  submitted  until  a  reasonable  degree  of  per- 
manence becomes  assured. 

A  jetty  was  commenced  on  the  beach  south  of  Fort  Hale,  for  the 
double  purpose  of  arresting  sand  that  might  drift  out  on  the  bar  and  to 
cause  a  breach  in  the  ditch  of  the  fort  to  close  up. 

The  rock  used  was  that  taken  from  Luddington  Rock,  and  some  piles 
were  driven  to  aid  in  depositing  it.  Before  the  jetty  was  completed  it 
had  succeeded  in  closing  the  breach  by  the  action  of  the  natural  forces, 
and  it  will  probably  be  permanent. 

LUDDINGTON  EOCK. 

The  contract  for  the  removal  of  Luddington  Rock  to  a  depth  of  16  feet 
below  mean  low- water  wns  awarded  to  Mr.  J.  F.  Ward,  of  Jersey  City, 
for  the  sum  of  $11,000.    Work  was  not  begun  until  the  favorable  season 
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was  well  advanced,  and  after  commencement  various  delays,  caused  by 
incompleteness  in  the  preparations  or  by  accidents,  prevented  any  great 
progress.  A  few  holes  were  drilled,  but  before  they  were  ready  for 
blasting  the  fall  storms  had  set  in.  Mr.  Ward,  however,  professes  a 
desire  to  accomplish  the  removal  of  the  rock,  and  has  asked  for  a  three 
mouths'  extension  of  the  contract.  No  payment  is  to  be  made  for  re- 
moving this  rock  till  it  is  all  removed. 

It  is  probable  t^at  all  the  work  done  on  this  rock  has  not  yet  resulted 
in  the  removal  of  the  highest  point,  10.4  feet  below  mean  low-water 
level. 

No  appropriation  was  asked  for  the  present  year. 

The  report  of  Mr.  H.  N.  Babcock,  assistant  engineer,  who  superin- 
tended the  operations  in  New  Haven  Harbor  during  the  last  year,  is 
transmitted  herewith. 

New  Haven  is  in  the  New  Haven  coUection-district,  and  is  a  port  of  entry. 
The  anionnt  of  revenue  coUected  daring  the  liscal  year  ending  June  30,  1874,  was 
$326,910.88. 

FinanHal  statement. 

Balance  in  Treasury  of  United  States  July  1,  1873 $40, 000  00 

Deduct  amount  expended  in  liscal  year  187;?- 73. 854  11 

Amount  expended  during  the  liscal  year  ending  June  30,  1874 IS, ''2^vl  58 

Amount  available  July  1,1874 20,h93  31 


Report  of  Mr,  Henry  X,  Bdbcock^  Assistant  Engineer, 

Engineer  Office.  United  States  Army, 

Nexcporty  It.  I.,  January  19,  1874. 

General  :  I  have  the  honor  to  submit  the  following  report  on  the  improvements  in 
New  Haven  Harbor,  made  under  your  direction  during  the  season  of  1873  : 

dredging. 

On  the  5th  of  May  Messrs.  H.  N.  &  A.  J.  Beardsley  resumed  the  work  of  dredging 
on  the  bar  below  Fort  Hale  at  the  point  where  they  left  off  in  the  fall  of  1872.  At 
this  time  one  cut  of  25  feet  width  had  been  made  through  the  bar,  and  an  additional 
one  of  35  feet  width  about  one-third  way  from  the  upper  end.  The  Messrs.  Beardsley 
continued  working  until  the  2l8t  of  June,  finishing  this  second  cut  and  making  an- 
othol'  on  the  east  side  of  the  first  to  straighten  out  the  channel,  which  was  somewhat 
irregular. 

During  May  they  removed  16,641  cubic  yards  of  mud,  and  during  their  work  in  June 
24,137  cubic  yards,  making  a  total  of  40,778  cubic  yards  during  thirty-four  working 
days;  an  average  of  1,200  yards  a  day.  The  amount  paid  them  was  ^,045.49,  the  con- 
tract-price  being  I9^^;\f  cents  per  cubic  yard. 

The  Messrs.  Beardsley  had  five  scows  in  use  ;  two  of  214.5  cubic  yards  contents  each, 
one  of  103.4  yards,  and  two  of  56  yards  each. 

On  May  14  the  Atlantic  Dredging  Company  began  work,  under  contract  for  1873,  at 
Hit  cents  per  cubic  yard,  and  continued  working  on  this  bar  until  September  15. 

They  removed  during  the  respective  months  as  follows  • 

Cable  yards. 

Mav 11,1.35 

June 23,478 

Julv 32,643 

August 20,416 

September 14,703 

Total 102,375 

This,  distributed  through  eighty-eight  working  days,  makes  an  average  of  1,164 
yards  per  day.  Two  scows,  each  containing  312  cubic  yards,  were  employed.  From 
tin.'  cut  made  in  1872  there  were  20,629.8  cubic  yards  removed,  making  the  total 
amount  of  material  taken  from  the  channel  163,728.8  cubic  yards,  giving  an  average 
depth  of  cut  of  3.88  feet,  the  length  being  5,700  feet  and  thebreadth  200  feet.  I  was 
obliged  to  carry  the  channel  about  1,400  feet  farther  south  than  1  could  trace  the  cut 


REPORT    OF    THE    CHIEF    OF    ENGINEERS.  259 

of  1872,  in  order  to  reach  a  16-foot  depth.  1  was  unable  to  learn  the  crosF-range  by 
which  the  work  of  1872  was  started.  The  ranj^e  fixing  thw  south  end  of  the  cut  as  at 
present  is  a  line  from  the  cupola  of  the  Seikvicw  House.  West  Haven,  to  a  point  half 
way  between  two  barns  on  the  brow  of  the  hill  beyond,  and  bears  nearly  due  east  and 
west.  The  rest  of  the  cnt  of  1H72  was  quite  well  defined,  and  followed  without  diffi- 
culty. The  dredges  were  ranged  on  line  by  oyster-stakes  forced  into  the  bottom.  These 
had  frequently  to  be  renewed,  but  were  the  only  satisfactory  ranges  we  could  procure. 
I  had  one  tide-gauge  on  the  shore  at  Fort  Hale,  and  another  about  t>^o-thirds  way 
down  the  cut,  fastened  to  a  scantling,  which  was  driven  into  the  mud  and  held  u])right 
by  rope-guys  radiating  off  to  three  stones  sunk  about  15  feet  from  the  bottom  of  the 
gauge.  I  attached  a  red  ilag  to  this  gauge,  and  it  remained  till  near  the  close  ot  tl.e 
work,  when  it  was  run  over  in  the  night.  Part  of  the  time  the  gauges  had  to  be  read 
by  glasses.  Soundings  were  taken  generally  at  the  close  of  each  day's  work  when  the 
weather  was  suitable.  The  average  of  these  soundings  quite  uniformly'  exceeded  the 
required  depth,  being  occasionally  as  great  as  18  feet ;  but  it  was  noticed  that  when- 
ever these  soundings  were  left  fo:  two  or  three  days  the  average  was  somewhat  less. 

The  mud  removed  was  exceedingly  soft,  none  of  it  being  firm  enough  to  step  on, 
and  some  so  thin  as  to  level  itself  in  the  scows;  that  taken  from  the  ends  of  the  cut 
appeared  in  general  to  have  less  consistency  than  that  from  the  middle. 

The  mud  frequently  came  up  full  of  young  clam-shells,  never  living ;  it  was  dark 
and  free  from  sand,  and  dried  quite  hard.  The  depth  of  this  mud  on  the  bar  I  could 
not  a.scertain.  I  have  frequently  seen  the  dredge's  spud — a  40-foot  beam — sink  down 
within  10  feet  of  the  water-level  where  thw  water  was  no  more  than  18  feet  deep. 

A  survey  was  made  in  the  early  part  of  November  to  ascertain  the  condition  of  the 
channel  after  the  work.  The  results  of  this  survey  have  been  transferred  to  the  trac- 
ing of  the  survey  of  New  Haven  Harbor  of  1871  and  to  the  tracing  of  the  map  of  the 
dreilged  channel  after  work  of  1872.  The  depths,  instead  of  being  excessive,  were 
fonud  almost  uniformly  too  small.  The  average  depth  on  the  line  of  the  cut  before 
work,  taken  from  the  map  of  1871,  appears  about  13  feet,  and  the  average  depth  of 
material  removed — 3.38  feet — ought  t.o  give  a  general  depth  of  nearly  17  feet,  whereas 
the  survey  shows  only  about  15  feet.  This  is  perhaps  only  to  be  expected  from  the 
softness  of  the  material ;  but  I  do  not  consider  that  all  can  be  due  to  washing  in  from 
the  sides,  na  they  are  yet  tolerably  well  defined  ;  probably  it  may  partially  result  from 
a  subsidence  of  the  surrounding  bottom  and  a  consequent  elevation  of  the  bottom  in 
the  cnt.  The  gauge  used  on  the  survey  was  one  of  those  used  during  the  dredging,  and 
was  referred  to  the  bench-mark  at  Fort  Hale. 

The  available  depth  of  the  channel  at  the  time  of  the  survey  was  14.5  feet  at  mean 
low- water;  but  it  is  impossible  to  say  whether  or  not  it  has  yet  attained  a  condition 
of  periuanency.  Before  the  channel  can  be  of  use  it  must  be  buoyed  ;  probably  a  black 
buoy  on  the  west  side  at  each  end  and  a  red  buoy  on  the  east  side  in  the  middle.  The 
cut  ranges  between  Southwest  Ledge  and  Etist  Kock ;  but  this  alone  is  not  definite 
enough  for  s^  narrow  a  channel.  After  the  completion  of  this  work  the  Atlantic 
Dredging  Company  moved  their  dredge  up  the  harbor,  and  made  one  cut  35  feet  wide 
on  the  southefust  side  of  the  cut  made  in  1871,  from  Long  Wharf  to  Belle  Dock,  removing 
11,193  cubic  yards  in  ten  working  days. 

The  old  cut  here  was  found  quite  well  defined,  the  mud  was  much  stiffer  than  that 
down  the  harbor,  and  at  the  upper  end  was  too  hard  to  be  removed  with  the  ordinary 
mud-buckets.  From  some  of  it  I  washed  about  50  per  cent,  of  fine  sand  and  broken 
shell.  Probably  all  above  the  west  end  of  the  New  York,  New  Haven  and  Hartford 
Railroad  coal-docks  should  be  mentioned  as  srand  in  specifications.  A  survey  made  after 
the  completion  of  the  work  shows  the  dredged  channel  to  be  110  feet  wide,  instead  of 
135  feet,  as  it  should  be  if  the  old  cut  had  been  100  feet  wide. 

The  results  of  this  survey  have  been  copied  on  the  tracing  of  the  map  of  the  upper 
part  of  the  harlfcr. 

The  tide-gauges  used  were  connected  with  the  bench-mark  on  Long  Wharf. 

I  do  not  consider  it  desirable  to  continue  the  widening  of  the  channel  below  Fort 
Hale  any  further,  at  least  until  the  permanence  of  the  present  work  becomes  estab- 
lished. For  the  present  the  widening  of  the  channel  from  Long  W^harf  to  Tomlinson's 
Bridge  would  be  of  more  general  use  than  the  same  amount  of  work  in  any  other  place ; 
after  that,  from  Long  Wharf  houth.     I  submit  estimates  for  the  former. 

To  make  channel  from  Long  Wharf  to  Tomlinson's  Bridge  200  feet  wide  and  13  feet 
deep  will  require  the  removal  of — 

60,000  cubic  yards  mud,  at  20  cents $12,000 

12,000  cubic  yards  «and,  at  50  cents 6,000 

For  superintendence,  &c 2,000 

Total 20,000 

The  widening  should  be  on  the  northwest  side  of  the  present  channel  from  Long 
Wharf  to  the  coal-docks,  and  above  the  coal-docks  on  the  south  side. 
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LUDDINGTON  ROCK. 

On  the  20th  of  June  Mr.  J.  F.  Ward,  contractor  for  the  removal  of  the  rock,  sent  out 
a  schooner  with  apparatus  to  build  a  platform  over  the  rock. 

Mr.  Ward's  plan  of  operations  was  to  set  up  tripods  of  railroad  iron  over  the  rock, 
sling  spars  between  the  tripods,  and  build  the  platform  across  the  spars,  the  floor  to  be 
above  extreme  high- water.  The  rails  of  each  tripod  were  fastened  by  a  st^el  pin 
through  the  top,  which  was  held  by  lashings.  When  a  half-dozen  triiK)ds  had  been  put 
up  the  schooner  drifted  into  them  and  overturned  them  ;  the  work  then  had  to  bere- 

Eeated.  Mr.  Ward's  idea  at  first  was  to  use  band  drilling.  After  this  proved  iiieffectnal, 
e  set  up  an  Ingersoll  drill  on  the  platform,  and  used  steam  from  the  boiler  of  a  tow- 
boat  which  he  was  then  employing.  Afterward  he  had  a  small  upright  boiler  on  the 
staging,  which  was  too  small  to  keep  the  drill  supplied,  and  occasioned  considerable 
delay  in  waiting  for  steam.  Between  the  time  taken  for  preparation  and  building  the 
staging,  and  that  occupied  in  making  actnal  and  contemplated  changes  in  the  working 
force  and  in  taking  inventories,  the  best  part  of  the  season  was  consumed,  and  the  re- 
sult of  the  whole  work  is  only  the  drilling  of  about  twenty -five  holes  to  a  depth  of  17 
feet  below  low-water.  The  smallness  of  this  result  I  regard  as  not  so  much  due  to  the 
plan  of  the  work  as  to  the  manner  of  carrying  it  out. 

The  platform  and  tripods  are  removed  for  the  winter.  Mr.  W^ard  intends  to  begin 
again  as  soon  as  the  weather  will  permit,  and  carry  oat  his  contract,  if  possible. 

While  the  platform  was  standing,  on  account  of  the  ready  means  of  locating  soand- 
ings  accurately,  I  made  a  survey  of  the  portion  of  the  rock  covered  by  it.  I  located 
the  tripod  heads,  and,  stretching  a  graduated  line  between  them,  sonndeil  at  every  5 
feet,  and  ofteuer  where  there  was  a  decided  rise  or  fall  of  the  bottom.  A  map  of  tbie 
survey  was  made  on  a  scale  of  5  feet  to  the  inch,  which  compares  sufficiently  well  with 
that  made  after  the  work  of  1872. 

The  following  statistics  were  published  by  the  collector  of  port  at  New  Haven : 

1873.  1872. 

Value  of  merchandise  imported $10,463  40  |932,407 

Value  of  merchandise  exported 307,000  00  269,9-25 

Total  revenue  receipts 350,546  00  227,369 

Number  of  foreign  vessels  entered 104 

The  total  revenue  collected  at  other  ports  in  the  State  (Connecticut)  in  1873  amounted 
to  but  little  over  $66,000. 
Very  respectfully, 

Henry  N.  Babcock. 
Gen.  G.  K.  Warren, 

Major  of  Engineera^  U,  8,  A, 


X  i6. 

Mtt-FORD  HARBOR.   CONNECTICUT. 

A  survey  of  Milford  Harbor  was  made  in  the  fall  of  1872,  and  de- 
scribed in  my  special  report  dated  December  24, 1872,  which  was  printed 
as  part  of  Ex.  Doc.  No.  107,  Forty-second  Congress,  third  session,  and 
also  incorporated  into  the  report  of  the  Chief  of  Engineers  for  1873. 

In  that  report  the  following  estimates  were  submitted  : 

For  a  breakwater  at  Welch's  Point |67,000 

For  protecting  the  east  siiore  by  jetties 5, 500 

For  a  jetty  at  the  mouth  of  the  Wepan wog 5, 500 

For  dredging  the  bar  at  the  mouth  of  the  Wepanwog,  100  feet  wide  by  4  feet 

deep  at  mean  low-water 7,000 

Total «.000 

The  title  of  the  appropriation  of  $5,000,  approved  •June  23,  1874, 
viz,  "  forthe  improvementof  Milford  Harbor,  Connecticut,"  leaves  it  free 
to  be  applied  as  deemed  best,  but  the  smallness  of  the  amount  excludes 
the  first  named  Irom  consideration.  The  other  estimates  have  for  their 
object  the  facilitating  of  the  local  traffic. 
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The  appropriated  money  would  be  sufficient  to  cut  a  channel  80  feet 
wide,  4  feet  deep  at  mean  low-water,  through  rtie  bar,  and  this  method 
of  exi>enditure  would  undoubtedly  produce  the  most  immediate  and 
visible  results.  But  the  combined  effect  of  the  erosion  of  the  east  bank 
and  of  the  ebb-scour  from  the  Wepanwog  River  would  soon  fill  up  any 
small  cut,  and  leave  the  work  to  be  repeated.  Both  the  other  improve- 
ments must  be  made  before  or  at  the  same  time  with  the  dredging,  to 
leave  the  increased  depth  permanent.  The  present  depth  of  the  channel 
is  one  that  it  has  attained  as  an  equilibrium  of  the  depositing  and  scour- 
ing actions  of  the  water,  and  is  comparatively  permanent;  so,  until 
some  change  in  the  depth  is  produced,  the  scour  is  at  a  minimum.  The 
erosion  of  the  east  bank  is  not  affected  by  the  condition  of  the  channel 
above,  but  with  every  southerly  storm  it  throws  the  debris  of  the  bank 
out  on  the  present  bar,  increasing  the  distance  across  it. 

The  action  against  the  east  shore  of  the  harbor  being,  then,  the  more 
energetic,  it  is  proposed  to  devote  the  appropriation  to  the  prevention 
of  further  erosion  by  building  out  jetties  between  high-water  and  low- 
water  to  the  high-water  level,  and  at  intervals  of  100  feet  apart  for  a 
distance  of  2,100  feet  along  the  shore.  This,  it  is  anticipated,  will  stop 
the  principal  source  of  the  bar  at  the  entrance  to  the  river,  and  leave 
future  appropriations  to  be  expended  effectively  toward  its  improve- 
ment. 

The  estimates  made  for  building  jetties  and  dredging  were  $18,000, 
leaving  $13,000,  in  addition  to  the  present  appropriation,  necessary  to 
complete  this  improvement.  This  amount  could  be  expended  economi- 
cally in  the  next  fiscal  year. 

Milford  is  in  the  New  Haven  collection-district.  New  Haven  is  the  nearest  port  of 
eutry.  The  amount  of  revenue  collected  there  during  the  fiscal  year  ending  June  30, 
1874,  was  15326,910.88. 

Financial  statement. 

Amonnt  appropriated  by  act  approved  June  23,  1874 $^y,  000 

Amount  available  July  1,  1874 5, 000 

Amount  required  for  the  fiscal  year  ending  June  30, 1876 13,000 


X17. 
HOUSATONIC  RIVER,  CONNECTICUT. 

The  dredging  which  was  in  operation  at  the  time  of  my  last  annual 
report,  (August  30,  1873,)  under  the  appropriation  of  $10,000,  approved 
March  3, 1873,  was  continued  till  the  fund  was  exhausted.  The  object 
sought  in  this  river  is  to  secure  a  draught  of  7  feet  at  mean  low-water 
over  the  shoals  and  bars.  This  was  practically  accomplished  with  the 
last  appropriation,  with  the  exception  of  the  bar  at  the  mouth.  To 
secure  here  any  permanent  increase  of  the  present  depth  (5  feet  at 
mean  low-water)  is  a  very  expensive  work  at  best,  and  I  have  preferred 
expending  the  money  at  other  places  first,  and  waiting  the  result  of 
our  efforts  to  deepen  the  water  on  other  similar  estuaries  before  trying^ 
here.  The  mean  rise  of  the  tide  at  the  mouth  of  the  Housatonic  being 
5J  feet,  there  is  no  diflBculty  for  vessels  to  cross  the  bar  at  hightide» 
but  it  is  very  desirable  to  cross  at  the  beginning  of  the  rising  tide,  so 
that  the  flood  can  be  carried  up  to  Derby,  otherwise  the  time  of  two 
tides  might  be  required  in  passing  the  length  of  the  river.  A  similar 
effect  to  deepening  the  bar  at  the  mouth  can  be  secured  to  navigation 
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by  deepening  the  bars  at  and  near  the  head  of  navigation,  so  that  they 
can  be  passed  at  half-tide,  but  these  up-river  bars  are  also  much  sub- 
ject to  the  river  freshets,  and  will  require  annual  attention.  Work  upon 
the  uppermost  cannot  be  relied. upon  after  heavy  freshets.  The  uew 
appropriation  for  this  river  will  probably  be  needed  in  redredging  some 
of  the  upper  bars  and  in  widening,  straightening,  and  deepening  the 
channel. 
The  work  done  the  past  fiscal  year  was  as  follows: 


Locality. 

oe 
9 

10,197 
5,  05-2 
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In  connection  with  this  improvement  a  survey  was  ma<le  from  Derhy 
Docks  down  to  and  iuclnding  Drew's  llock  and  Bar;  then  an  interval 
of  about  three  and  one-half  miles  of  unobstructed  river  was  ])as8ed  by, 
and  the  survey  continued  from  above  Mill  Bar  down  to  the  New  York 
and  New  Haven  Railroad  bridge,  where  a  connection  was  mjide  with 
the  survey  of  the  previous  year,  which  extended  to  the  mouth.  The 
map  of  the  river  (in  two  sheets)  from  this  last  survey,  on  a  scale  of 
200  feet  to  the  inch,  is  sent  herewith.  The  first  surveys  of  the  bars 
made  in  1871  were  disconnected,  which  made  a  resurvey  desirable, 
which  was  further  needed  to  ascertain  the  changes  in  the  river-bed  and 
the  results  of  our  operations. 

The  survey  and  superintendence  of  the  improvement  during  the  last 
fiscal  year  was  done  by  Mr.  H.  N.  Babcock,  assistant  engineer,  whose 
re|)ort  is  transmitted  herewith. 

The  appropriation  of  $10,000,  approved  June  23,  1874,  will  probably 
do  all  that  the  importance  of  the  navigation  of  this  river  will  at  present 
justify,  but  it  is  recommended  that  $5,000  be  appropriated  for  the  fiscal 
year  ending  June  30,  1876,  to  provide  for  removing  such  obstructions 
as  may  recur. 

In  view  of  the  contingent  character  of  the  work  hereafter  to  be  done 
upon  this  river,  it  is  best  that  the  work  be  done  by  hiring  a  dredge  by 
the  day,  or  in  some  other  way,  as  the  necessity  for  the  work  arises,  and 
not  attempt  to  make  a  contract,  where  the  uncertain  conditions  furnish 
no  basis  for  a  fair  agreement  for  any  detinite  length  of  time  in  advance. 

Honsatoiiic  River  is  in  the  Fairfield  collection-district.  The  nearest  port  of  entry 
is  Bridgeport,  wljere  the  revenue  coUected  during  the  tiscal  year  ending  Jnne  30,  1874, 
amounted  to  $3,584.1*2. 

Financial  statement. 

Balance  in  Treasury  of  United  States  July  1,  1673 $10,000  00 

Amount  in   bands  of  otticer  and  subject  to  bis  check,  (including  $104.24 

percentage  due  on  contracts  not  yet  completed ) 3. 396  M 

Amount  appropriat*5d  by  act  a[)proved  June  2:^,  1874 10.  OiK)  00 

Amount  expended  during  the  fiscal  year  ending  June  30, 1874 13, 169  61 

Amount  available  July  1,  1874 / 10,2-i6  ^3 

Amount  required  for  the  tiscal  year  ending  June  30,  187(5 5,000  00 
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Beport  of  Mr,  JET.  X.  Bahcocky  Assistant  Engineer, 

Engineer  Office,  United  States  Army, 

Newport  J  B.  /.,  June  23,  1874. 

General:  I  have  the  honor  to  submit  the  followinjnr  report  of  operations  in  connec- 
tion with  the  improvement  of  Hoiisatonic  Kiver,  Connecticut,  durinff  the  year  1873. 

Tlie  dredjring  on  tliis  river  bej^an  the  13th  May,  under  the  superintendence  of  Mr. 
W.  W.  Starr,  jr.,  assistant  engineer,  and  passed  into  my  hands  on  the  Ist  of  June. 

During  the  months  of  May  and  June,  the  contractor  for  the  work,  Mr.  G.  H.  Ferris, 
of  nnH)klyn,  N.  Y.,  removeu  from  Two-Mile  Island  Bar  '20,385  cubic  yards  :  the  dredge 
was  then  transferred  to  the  bar  immediately  below  Drew's  Rock,  from  which  5,0.V2 
cubic  yards  were  removed  up  to  the  I5th  July,  whei\  the  dredge  was  set  at  work  at 
Mill  Bar,  removing  up  to  the  14th  August  17.019  cubic  yards.  The  remainder  of  the 
month  of  August  was  spent  at  Crofut's  Bar,  from  which  10,197  cubic  yards  were 
remove<l ;  the  work  was  then  finished  by  the  removal  of  the  "  ballast,"  which  occupied 
until  the  11th  Septeiuber,  and  required  the  removal  of  2.*24fi  cubic  yards.  The  total 
amount  excavated  in  the  river  during  the  year  waa  .n4,8i>9  cubic  yards,  during  10  0 
working-days,  an  average  of  ofiO  cubic  yards  per  day.  The  material  removed  at  Two- 
Mile  Island  Bar  and  at  Drew's  Bar  was  hard  sand  ;  that  at  Crofut's  Bar  and  Mill  Bar 
was  in  places  dark-colored,  fine,  and  quite  soft;  the  ballast  was  found  to  consist  of  a 
nucleus  of  small  stones,  around  which  a  quantity  of  compacted  shells  and  gravel  had 
gathered. 

The  results  of  the  work  have  been  as  follows  :  At  Two-Mile  Island  Bar,  a  channel 
was  made?  feet  deep  at  low-water  and  80  feet  wide;  this  chatmel  was  cut  according 
to  ranges  laid  out  in  1872,  and  a«  two  cut«  of  20  feet  width  each  had,  by  .June  1, 
already  been  made  close  to  the  east  shore,  it  was  necessarj'  to  make  the  other  two  par- 
allel and  adjacent;  this  left  the  south  end  of  the  channel  too  far  to  the  east  to  meet 
the  line  of  deepest  water  below,  s  »  a  wedge-shaped  cut  was  made  on  the  west  nide 
of  the  channel  as  laid  out  and  running  al>out  50  feet  farther  down  stream.  This 
brought  the  cut  to  the  deepest  part  of  that  cross-section  of  the  river.  Had  time  ami 
means  i>ermitted,  it  would  have  been  well  to  have  continued  this  channel  about  500 
feet  farther  down  stream  ;  but  as  it  had  already  considerably  exceeded  the  limits 
marked  out,  and  as  a  more  pressing  exigency  existed  at  Drew's  Rock,  the  dre<lge  was 
renu»ved.  Opposite  the  upper  end  of  Two-Mile  Island,  and  near  the  south  end  of  the 
dredged  channel,  Turkey  Hill  Brook  emptie^s  into  the  river  ;  there  seems  a  tendency  to 
form  a  shoal  at  this  point;  but,  with  no  record  of  the  condition  farther  back  than  last 
HUinmer,  the  rate  of  formation  cannot  be  estimated  ;  the  stream  is  not  a  large  one. 

Since  the  construction  of  the  Drew's  Rock  embankment,  the  shoal  on  the  east  side 
has  extended  up  in  a  point  to  about  60  feet  south  of  the  rock  ;  the  current  ran  around 
the  rock,  cutting  into  the  shoal  ground  just  east  of  the  newly-formed  bar,  then  back 
between  the  point  of  the  bar  and  the  rock,  and  turned  off  again  down  stream,  thus  de- 
scribing rather  more  than  a  com])lete  S ;  the  current  of  the  llood-tide  was  not  quite  so 
crooked.  Owing  to  this  complexity  of  current  as  well  as  to  the  narrow  and  crooked 
condition  oc  the  channel,  it  was  (piite  ditlicult  for  boats  to  pass  the  rock  safely  with- 
out running  on  the  b.ir.  I  wjis  instructed  to  cut  off  the  point  of  this  bar  rather  than 
to  cut  a  channel  through  it.  This  was  done  in  an  oblique  direction  to  a  point  about 
2tM)  feet  below  the  rock,  and  to  a  depth  of  7  feet  at  low- water.  This  improvement  was 
appreciated  ^t  once,  and  I  was  unable  to  learn  that  any  ditlicnlty  in  passing  the  rouk 
had  since  been  experienced. 

On  the  15th  July,  the  dredge  was  renmved  to  Mill  Bar.  The  proposed  improvement 
here  was  to  widen  the  cut  of  1872  at  the  curve  in  the  channel.  This  was  «lone  by 
making  two  cuts  across  the  vertex  of  the  curve,  and  then  cutting  otf  the  points  at 
either  end  of  those  cuts.  A  small  point  projecting  from  the  mea<lows  on  the  east  shine 
just  above  the  north  end  of  the  cut  was  also  removed.  On  the  southwest  side  of  the 
channel,  the  water  is  very  shallow,  and  in  places  low  water  leaves  the  bottom  bare. 
That  part  of  the  flood-tide  that  runs  up  over  the  shoal  ground,  instead  of  turning  with 
the  bend  in  the  channel,  tends  to  run  obli([uely  into  it.  This  will  probably  wa-ih 
down  the  sides  of  the  channel  more  or  less,  hut  it  cannot  well  be  avoided.  At  Mill 
Bar,  the  river  suddenly  widens  to  about  double  its  width  above,  and  the  channel  cros-^t^s 
quite  sharply  from  the  west  to  the  east  side  of  the  river.  It  was  in  the  curve  at  the 
east  end  of  this  crossing  that  the  main  obstruction  lay.  Farther  back  than  ten  years 
ago  the  channel  wa«  between  Long  Island  and  Pope's  Flat.  In  the  spring  of  18()4,  the 
ice  blocked  between  these  two  meadows,  and  turned  the  main  body  of  water  against 
the  east  shore,  where  the  present  channel  wjis  formed.  It  is  impossible  to  say  that  a 
repetition  of  similar  circumstances  may  not  divert  the  channel  to  its  original  course. 
Between  Long  Island  and  Pope's  Flat,  there  is  now  in  places  as  much  as  12  feet  •)f 
water,  but  there  is  a  shoal  at  each  end  of  the  channel.  The  great  development,  at  this 
point  in  the  river,  of  tlats  bare  or  nearly  bare  at  low-water,  must  be  regarded  as  a 
decide<l  disadvantage  ;  however  much  it  may  increase  the  tidal  basin  and  consequent 
scour  below,  it  cannot  but  have  a  bad  effect  at  times  when  the  river  is  unusually 
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swollen  by  diffnsinjj  the  action  of  the  freshet  and  forming  a  place  of  deposit  for  any 
material  then  held  in  snspension. 

The  river  is  wider  at  Mill  Bar  than  at  any  other  point  above  the  mouth.  In  the  old 
channel  the  tide  flows  very  rapidly  and  keeps  it  from  fiHing.  The  dredging  made  the 
new  channel  200  feet  wide  at  the  curve  and  120  feet  wide  elsewhere. 

On  the  14th  Augnst.  the  dredge  was  removed  to  Crofut\s  Bar,  a  shoal  formed  acro« 
from  the  upper  end  of  Wooster's  l8land  to  the  west  shore.  The  channel  east  of  the 
island  is  very  shallow.  Crofnt's  Bar  had  about  5  feet  over  it  at  low-water,  thoujjh,  on 
account  of  the  narrow  and  crooked  course  of  the  channel/  hardly  that  depth  was 
available.  A  cut  was  made  40  feet  wide  and  7  feet  deep  at  mean  low-water;  but  a 
small  amount  of  the  appropriation  remained,  so  the  work  had  to  be  stopped  at  this 
width,  in  order  to  leave  enough  for  the  removal  of  the  *'  ballast."  Very  few,  if  any,  of 
the  boats  running  to  Derby  draw  over  7  feet  of  water ;  and  as  Crofnt'S  Bar  was  passable 
at  half-tide  to  any  such,  it  was  not  a  very  serious  obstacle;  however,  it  appeared  to 
demand  attention  quite  ns  much  as  any  point  above  the  New  York  and  New  Haven 
Rjulroad  bridge. 

On  the  2d  September  the  dredge  began  work  on  the  "  ballast,"  and  by  the  11th  suc- 
ceeded in  removing  the  obstruction  to  a  depth  of  7  feet.  The  "  ballast "  lay  about  2\  feet 
below  low-water  in  the  middle  of  the  channel,  about  a  mile  below  Stratford,  and  was 
not  buoyed;  there  was  sufficient  room  and  dei)th  to  pass  on  either  side,  and  it  could 
not  be  a  serious  obstacle  in  daylight  to  any  one  acquainted  with  the  river;  still,  it*  re- 
moval must  be  a  satisfaction  to  all  concerned.  This  done,  Mr.  Ferris's  dredge  was  dis- 
charged; the  contractor  throughout  displayed  a  willingness  to  comply  with  the  terms 
of  his  contract,  and  forwarded  his  work  with  commendable  energy. 

There  was  at  this  time  about  $400  of  the  apprr priation  left,  and  with  this  it  was 
deemed  desirable  to  make  surveys  of  the  dredged  channels. 

SURVEYS. 

On  the  1st  October,  with  the  assistance  of  Messrs.  C.  L.  Howes  and  W.  C.  Graham, 
assistant  engineers,  and  a  party  of  three  boatmen,  I  began  a  survey  of  the  river,  extending 
from  Mill  Bar  to  the  New  York  and  New  Haven  Railroad  bridge.  A  traverse-lino  was 
run  on  both  sides  of  the  river,  and  the  soundings  all  locatecl  by  intersecting  sights 
from  tWo  transits  at  stations  on  the  shore.  Tidal  observations  were  taken,  and  high- 
water  and  low-water  recorded  day  and  night  for  two  weeks.  There  was  a  box  tide- 
gauge  belonging  to  the  work,  which  we  fastened  to  a  dock  at  Mill  Bar  ;  a  brass  clamp 
was  made,  which  could  be  attached  to  the  indicator  of  the  gauge,  and  to  the  end  of 
this  cliimp  a  tube,  large  enough  for  the  play  of  a  lead-pencil,  was  fixed  ;  then,  with  the 
clamp  fastened  to  the  indicator,  and  a  verj^  light  elastic  passed  over  the  head  of  the 
pencil  to  keep  it  against  the  face  of  the  gauge,  the  height  of  high  and  low-waters 
during  the  night  c<Kild  be  distinctly  read  in  the  morning  by  the  trace  of  the  pencil. 
The  place  of  observation  was  pretty  well  sheltered  from  the  waves,  and  the  |)eDcil- 
marks  had  to  be  read  and  washed  out  before  another  tide  was  recorded ;  the  indicator 
stood  2.7  feet  above  the  level  of  the  water.  A  bench-mark,  consisting  of  a  copper  bolt, 
with  a  cross  filed  in  the  head  and  leaded  into  the  rock,  was  established  at  a  point  oo 
the  east  side  of  a  low,  rocky  hillock,  just  south  of  the  mouth  of  Peck's  Creek;  the 
bench-mark  is  7.544  feet  above  the  observed  mean  low-water.  Unfortunat>ely,  duriafc 
the  whole  survey,  the  river  was  in  a  state  of  freshet,  making  the  mean  of  the  observed 
low-waters  about  0.7  foot  higher  than  a  trne  mean  low-water.  The  observed  mean  rise 
and  fall  of  tide  was  4.36  feet. 

As  soon  as  this  survey  was  finished,  one  was  begun  extending  from  Derby  Dock  to 
and  including  the  dredged  ground  below  Drew's  Rock. 

Captain  Edwards's  bench-marks,  established  in  1871,  were  used  on  this  survey.  The 
sounding-stations  were  connected  by  triangulation  as  fast  as  they  were  needed,  and 
after  the  soHndings  were  completed  a  traverse-line  was  run  as  far  as  the  limited  time 
would  admit  of.  A  tide-gauge  was  set  up  at  each  of  Captain  Edwanls's  bench-marks, 
one  at  Derby  Dock  and  one  at  Drew's  Rock.  The  freshet  was  found  to  have  raised 
the  river  2  feet  at  the  upper  gauge  and  1  foot  at  the  lower  gauge,  where  the  river  is 
much  wider,  making  the  slope  greater  than  the  ordinary  slope  by  1  foot  in  this  dis- 
tance. The  difference  of  height,  1  foot,  was  divided  proportionally  to  the  distance 
from  one  tide-gauge,  and  this  proportional  amount  was  added  or  subtnicted  in  reduc- 
ing the  soundings,  according  to  the  tide-gauge  used — added  in  case  of  the  Derby-Dock 
gauge  and  subtracted  from  that  at  Drew's  Rock.  Maps  embodying  the  results  of  both 
these  surveys  have  been  made  on  a  scale  of  200  feet  to  the  inch  and  submitted. 

FUTURE   IMrROVEMEXTS. 

With  regard  to  the  necessity  of  further  improvements,  the  river  is  at  pr»«ent  more 
easily  navigable  over  its  entire  length  below  Derby  than  over  the  bar  at  its  mouth. 
Indeed,  with  the  exception  of  places  where  work  has  been  done,  I  could  learn  of  no 
locality  in  the  river  where  shoals  wi-re  very  troublesome.  At  the  upper  end  of  Oriv 
iiock  Meadow,  about  a  mile  above  Mill  Bar,  the  greatest  depth  is  about  6  feet,  but 
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the  chaTinel  there  18  quite  wide  and  is  not  yet  a  serious  ohstacle.  Any  work  elsewhere 
than  at  the  mouth  could  prohahly  be  done  to  greatest  ailvautage  in  widening  lastyeai-'s 
cut  at  Crofut's  Bar,  and  in  extending  the  cut  at  Two-Mile  IsUind  about  600  feet  down 
stream.  Undoubtedly,  work  could  be  done  at  any  time  near  the  docks  at  Derby  and 
Huntington,  which,  if  not  necessary,  would  be  appreciated. 

There  jwe  now  in  your  possossion  maps  or  traciugs  of  maps  of  the  Housatonic  River 
from  the  villages  of  Birminglaiu  and  Derby  to  the  sound,  with  the  exception  of  a 
length  of  about  three  and  one-half  miles  between  Drew's  Rock  and  Mill  Bar.  There  is 
no  improvement  at  all  urgently  needeil  on  this  section,  but  a  survey  of  it  would  add 
to  the  completeness  of  your  inforuiation  about  the  present  condition  of  the  river. 

It  is  not  easy  to  tind  a  wholly  suitable  dumping-ground  in  the  river.  Unless  the  late 
freshets  have  tilled  it  considerablj',  some  material  could  be  deposited  at  high-water 
behind  Two-Mile  Island,  some  might  be  placed  behind  Forster's  Island,  and  some  oppo- 
site Drew's  Rock.  It  will  be  advisable  to  extend  the  dumping-ground  at  Drew's  Rock 
but  very  little  farther  north,  as  tbe  separation  from  the  channel  becomes  less  marked ; 
hence  it  could  not  be  used  much  at  low-water.  All  the  dumping-grounds  in  the  river 
are  most  available  at  or  near  high-water,  at  which  time  it  would  he  desirable  Ihe 
dumping  should  mainly  be  done.  This  would  necessitate  the  employment  of  at  least 
five  or  six  scows  capable  of  dumping  in  5  feet  of  water,  and  a  tug-boat  drawing  no  more. 
If  future  work  be  contemplated  in  this  river,  above  the  New  York  and  New  Haven 
Railroad  bridge,  I  should  recommend  that  a  positive  requirement  to  this  effect  be 
inserted  in  the  specifications. 

I  am,  general,  very  respectfully,  your  obedient  servant, 

H.  N.  Babcock. 
Gen.  G.  K.  Warren, 

Major  of  Engineered  U.  S,  A. 


X  i8. 

BRIDGEPORT  HARBOR,  CONNECTICUT.     • 

The  improvement  of  this  harbor  was  begun  by  me  in  1871.  Thai  year 
work  was  mainly  confined  to  building  a  jetty  or  breakwater,  perpendicu- 
lar to  Long  Beach,  on  the  ejist  side  of  the  harbor.  It  is  designed  to 
arrest  the  movement  of  the  littoral  sand,  and  to  cause  a  greater  portion 
of  the  tide  to  flow  over  the  channels  across  the  bar. 

This  jetty  was  increased  in  length  in  1872,  and  at  the  end  of  the  fiscal 
year,  June  30,  1873,  had  been  extended  1,380  feet  from  the  beach.  No 
further  extension  has  since  been  made,  as  it  was  thought  now  long 
enough  to  arrest  the  littoral  sand,  and  allow  of  the  removal  of  the  inner  bar 
without  any  apprehension  that  it  would  be  re-formed.  Some  dredging 
was  done  in  the  years  1871,  1872,  and  1873,  from  means  furnished  by 
former  appropriations,  but  the  whole  amount  of  the  appropriation  of 
$30,000,  approved  March  3, 1873,  was  expended  in  dredging  on  the  outer 
and  inner  bars,  in  the  channel  heading  up  to  the  wharves,  and  in  the 
basin  below  the  first  bridge.     A  wreck  was  also  removed. 

The  dredging  here  is  carried  on  so  as  to  make  a  depth  of  at  least  9 
feet  at  mean  low-water;  the  mean*rise  of  the  tide  being  6.65  feet. 

The  report  of  the  assistant  engineer  superintending  the  last  year's 
operations  is  sent  herewith.  He  has  also  made  what  we  have  every 
reason  to  think  is  an  accurate  map.  The  one  I  had  made  in  1871 
proved  to  be  full  of  errors. 

The  improvement  by  dredging  during  the  past  fiscal  year  has  been 
very  apparent  and  gratifying  to  all  concerned.  A  very  large  increase 
was  given  to  the  capacity  of  the  basin  just  below  the  first  bridge;  a 
very  considerable  widening  and  straightening  of  the  channel  was  made 
thence  down  to  the  inner  bar,  and  so  much  of  the  inner  bar  was  removed 
that  the  least  width  of  channel  there  is  now  400  feet.  All  the  improve- 
ments on  the  inner  bar,  and  inside  of  it,  have  the  shelter  of  the  break- 
water, and  are  permanent.  It  will  be  desirable  to  further  widen  the 
channel- way  above,  if  means  are  furnished. 
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At  the  outer  bar,  the  channel  has  been  dredged  to  a  width  of  150  feet 
and  a  depth  of  about  10  feet  at  mean  low- water.  The  breakwater  and  the 
dredging  on  the  inner  bar  have  probably  considerably  increased  the  cur- 
rent on  the  outer  bar,  and  this  will  help  to  maintain  the  dimensions  of 
the  channel  now  dredged,  The  channel  formerly  dredged  here  seems  to 
have  subsequently  silted  up.  It  is  very  desirable  to  gain  more  width  at 
this  place ;  but,  m  dredging  for  this  purpose,  care  should  be  taken  to  not 
carry  this  to  an  extent  that  will  cause  the  bar  to  shoal. 

With  the  recent  appropriation  and  the  funds  on  hand,  it  io  recom- 
mended to  confine  the  work  to  dredging  at  points  most  needed,  to  be 
carried  on  by  contract  with  the  lowest  responsible  bidder. 

The  extension  of  the  breakwater  will  some  time  hereafter  be  necessary, 
and  it  is  probable  that  a  change  of  direction  more  to  the  south  will  be 
better  than  to  continue  the  present  direction.  There  are  some  who  think 
the  effect  of  this  breakwater  may  be  to  make  the  channel  go  west  of  the 
light-house  5  but  it  is  more  probable  that,  as  it  is  extended,  the  water 
will  deepen  about  the  end  of  it,  and  tend  to  draw  the  channel  toward 
itself.  No  effect  appears  yet  to  have  been  produced  at  the  end  of  the 
breakwater.  Although  it  is  believed  that  the  channel,  after  the  im- 
prov^ement  which  the  means  at  present  available  will  allow,  will  m(?et 
present  wants;  yet,  as  there  are  contingencies  in  a  new  improvement  like 
this,  which  may  require  additional  dredging  after  storms,  and  a  farther 
extension  of  the  breakwater,  an  appropriation  of  $20,000  is  recommended 
for  the  next  fiscal  year. 

Bridgeport  is  in  the  Fairfield  conection-diatrict  and  is  a  port  of  entry.    The  aoioant  of 
revenue  collected  duriag  the  fiscal  year  ending  June  30,  1874,  was  ^.{,584.12. 

Financial  statement. 

Balance  in  Treasury  of  United  States  July  1, 1873 $30, 000  00 

Amount  in  hands  of  officer  and  subject  to  his  check,  (including $1,747.86  per- 
centage due  on  contracts  not  yet  completed) 7, 120  59 

Amount  appropriated  by  act  approved  June  23,  1874 20, 000  00 

Amount  expende<l  during  the  fiscal  year  ending  June  30, 1874 33, 197  HI 

Amount  avaihible  July  1,1874 23,922  98 

Amount  required  for  the  fiscal  year  ending  June  30,1876 20,000  00 


Report  of  William  W.  Starr j  jr.,  Assistant  Engineer, 

Engineer  Office,  Uniteit States  Army, 

Keicporty  R,  /.,  April  30,  1874. 

General:  I  have  the  honor  to  submit  the  following  history  of  the  improvementt 
made  in  the  harbor  of  Bridgeport,  Conn.,  from  the  time  I  took  charge,  in  1872,  tu  the 
present  time,  with  a  report  upon  a  survey,  and  estimates  for  continuing  the  improve- 
ments. ^ 

By  act  approved  June  10, 1872,  Congress  made  an  appropriation  of  ^40,000  for  con- 
tinning  the  work.  July  30,  1872,  contracts  were  entered  into  with  Mr.  D.  V.  Howell, 
of  New  York,  for  supplying  the  granite  necessary  for  extending  the  jetty,  and  with  Mr. 
Sidney  F.  Shelbourne,  of  New  York,  for  dredging  in  the  bars,  and  other  points  in  the 
harbor.  August  28,  1872,  in  accordance  with  yerbal  instructions  received  by  me,  I 
proceeded  to  Bridgeport,  and  took  charge  of  the  work. 

During  the  fiscal  year  ending  June  30,  1873,  Mr.  Howell  delivered  9,523  tons  of  stone, 
which  extended  the  jetty  865  feet,  making  the  total  length  at  the  present  time  1,385 
feet. 

During  the  same  time,  28,303  cubic  yards  of  material  were  removed  from  the  oiit-er 
and  inner  bars,  and  below  Cook^s  Point,  giving  a  depth  of  9  to  12  feet  at  mean  low- 
water,  as  follows : 

From  outer  bar 5, 313  cnbic  yards  fine  sand  and  silt. 

From  inner  bar 11, 902  cubic  yards  sand  and  coarse  gravel 

From  below  Cook's  Point 11,088  cubic  yards  mud. 

Total 28.303  cubic  yards. 
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By  act  of  Congress  approved  March  3,  1873,  $1^0,000  was  appropriated  to  continue  the 
work.  A  contract  was  awarded  to  Mr.  Emory  R.  Seward,  of  Albany,  N.  Y.,  for  dred*;- 
in;;,  he  boin^j  the  lowest  bidder;  but  Mr.  Seward  was  unable  to  commence  the  work 
at.  the  time  required,  and  refused  to  sign  the  contract.  The  work  was  given  to  Messrs. 
H.  N.  &  A.  J.  Beardsley,  of  Bridgeport,  Conn.,  at  the  price  for  which  Mr.  Seward  was 
to  do  it.  Part  ot'the  time,  Messrs.  JJeardsley  used  tw^o  dredges.  The  work  accomxilished 
during  the  season  ending  January  19,  1874,  may  be  summed  up  as  follows: 

Fnmi  inner  bar 38, 919  cubic  yards  sand,  gravel,  and  cobble-stones. 

From     above    and   below   Cook^s 

Point 14, 245  cubic  yards  mud. 

From  point  below  Naugatuck  Rail- 
road pier 34, 294  cubic  yards  mud. 

From  opposite  docks,  inner  har- 
bor       78, 293  cubic  yards  mud. 

Total 165, 751  cubic  yards. 

The  channel  through  the  outer  bar  is  now  150  feet  wide,  with  a  depth  of  10  to  12 
feet  at  nie^n  low-water.  Through  the  inner  bar,  abreast  of  the»  outer  beacon,  (formerly 
the  narrowest  part  of  the  channel,)  the  channel  is  400  feet  wide,  with  a  depth  of  10  to 
13  feet  at  mean  low-water.  At  Cook^a  Point  and  the  point  Ijelow  the  Naugatuck  Rail- 
road pier,  the  chaimel  has  been  widened  from  75  to  100  feet,  and  other  points  removed 
"whicii  have  long  been  serious  obstructions  to  navigation.  In  the  inner  harbor,  where 
there  ft»rmerly  was  a  narrow  channel-way  along  the  docks,  so  narrow  m  many  places 
that  a  vessel  conhl  not  wind  around  at  h)W-water,  a  portion  of  the  flats  opposite  the 
docks  has  been  removed  so  as  to  make  a  channel-way  260  feet  wide  in  the  narrowest 
part,  with  9  teet  depth  at  mean  low-water.  The  material  removed  was  at  tirst  dumped 
about  three-fourths  of  a  uulo  west  of  the  light-house,  but  was  afterward  taken  one 
mile  due  south  of  the  light  house,  and  dumped  in  from  4  to  5  fathoms  of  water.  Late 
in  the  season,  the  strong  fall-winds  made  it  so  difficult  to  reach  the  dumping-ground 
without  danger  of  swamping  the  scows  that  the  material  was  again  carried  west  of 
thrt  light-house,  distant  one  mile,  and  dumped  as  close  to  the  shore  as  possible. 

Ill  April  and  May,  1873,  tidal  observations  were  made  at  the  lower  bridge  for  a  lunar 
month.  Observations  were  made  every  ten  minutes,  night  and  day.  A  box-gauge 
'was  used.     Bench-marks  have  been  established,  as  follows  : 

Bench-mark  No,  1. — On  the  top  of  the  southwest  corner  of  the  draw-pier  of  the  lower 
bridge.  The  point  is  marked  with  a  copper  nail, inclosed  in  a  ring  of  black  paint,  and 
is  7.50  feet  above  the  plane  of  mean  low-water  as  determined  by  these  observations. 

Bench-mark  No.  2. — On  the  northeast  corner  of  the  foundation  for  a  soldiers^  monu- 
ment at  Sea-Side  Park.     This  point  is  23.39  feet  above  the  plane  of  mean  low-water. 

Bench-mark  No.  3. — On  a  plug  332.6  feet,  south  64*^  25'  east  of  the  soi^theast  corner  of 
the  foundation  for  soldiers'  monument,  and  is  13.71  above  the  plane  of  mean  low-water. 
This  plug  was  known  as  station  1  west  in  the  survey  subsequently  made. 

The  elevation  of  the  bench-mark  on  the  northeast  corner  of  the  soldiers'  monument 
•was  found,  after  careful  test-s,  to  bo  2.9  feet  less  when  compared  with  the  plane  of  mean 
low- water  than  the  elevation  given  by  Captain  Edwards  on  his  map.  Mr.  Edwards's 
mistake  doubtless  arose  from  error  in  leveling,  and  not  in  the  establishment  of  his 

Elaue  of  mean  low-water;  for,  so  far  as  other  comparisons  have  been  made,  our  planes 
ave  been  found  to  be  nearly  the  same. 

In  August,  1873,  while  the  work  of  improvement  was  going  on,  by  your  direction  I 
made  a  survey  of  the  harbor  from  the  lower  bridge  to  bej'ond  the  light-house  at  the 
entrance?.  The  map,  to  a  scale  of  2??W.  accompani*  s  this  report, and  shows  the  condition 
of  the  harbor  at  the  time  of  survey.  The  areas  deepened  by  dredging  ^are  inclosed  by 
red  lines  for  work  done  in  1871-'72,  and  by  blue  lines  for  the  subsequent  worit. 

Bridgeport,  with  a  population  of  about  25,000  inhabitants,  is  a  thriving  city,  rapidly 
jjrowing  in  commercial  importance.  It  is  the  terminus  of  two  railroads,  and  is  on  the 
lino  of  the  New  York  and  Boston  road.  These  roa<l8  supply  the  industries  of  many 
intt^rior  cities  and  towns  with  fuel  and  material,  which  come  to  Bridgeport  by  water, 
and  are  there  transferred  to  the  cars.  These  places  are  consequently  dependent  to  a 
great  extent  upon  the  harbor-facilities  of  Bridgeport.  The  principal  obstJicles  to  be 
encountered  in  entering  the  harbor  are  the  outer  and  inner  bars.  The  outer  bar  is 
about  two  miles  from  the  docks.  The  recent  improvements  here  have  given  a  channel- 
way  150  fe.'X  wide,  with  9  to  10  feet  of  water  at  mean  low-water,  where  there  were 
formerly  but  6  feet  at  the  same  stage  of  tide.  It  is  necessary  that  the  approach  to  a 
harbor  should  be  wide  enough  to  allow  vessels  to  beat  in,  in  case  of  head  winds,  or  to 
have  "sea-room"  in  thick  weather.  To  give  this  will  require  a  channel-way  through 
the  outer  bar  at  least  300  feet  wide,  with  a  depth  of  9  to  10  feet  at  mean  low- water.  It 
may  be  necessary  to  give  even  a  greater  wi<lth  ;  so  I  have  made  an  estimate  of  the 
amount  of  material  to  be  removed  for  300,  400,  and  500-foot  channels.  To  make  aiiOO- 
foot  ch  nuel  will  require  the  removal  of  20,000  cubic  yards  of  sand  from  an  area  of 
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135,000  square  feet.     For  a  400-foot  channel  it  will  require  the  removal  of  45,000  cobic 
yards  from  an  area  of  235,000  square  feet.      For  a  500-foot  channel  it  will  require  Uie 
removal  of  70,000  cubic  yards  from  an  area  of  330,000  S(]aare  feet.      The  inner  bar  is 
about  half  a  mile  inside  of  the  outer  bar.    The  channel- way  is  at  present  400  feet  wide, 
and  this  width  would  probably  be  sufficient  were  it  not  for  a  sharp  bend   here.    The 
current  runs  diagonally  across  the  channel,  and  vevssels  entering  the  harbor  on  flood- 
ti<le  are  liable  to  be  carried  on  the  west  or  north  bank  of  the  channel ;  on  the  ebb-tide 
they  are  liable  to  be  carried  on  the  opposite  side.    To  remedy  this,  the  width  most  be 
materially  increased.    The  material  to  be  removed  is  sand  and  gravel.      An  estnnate 
has  been  made  for  increasing  the  width  to  500  and  600  feet.     To  make  the  channel  .tIK) 
feet  wide  will  require  the  removal  of  30,000  cubic  yards  from  an  area  of  95,000  sqaare 
feet.      To  make  the  channel  600  feet  wide  will  require  a  removal  of  64,000  cubic  yards 
from  an  area  of  205,000  square  feet.    The  channel  from  the  inner  beacon  t  *  the  Naoga- 
tuck  Railroad  pier  is,  at  the  present  time,  but  180  feet  wide  in  its  narrowest  place.   This 
should  be  widened  to  the  width  of  the  channel  above  and  below.      I  have   maile  esti- 
mates of  the  amount  of  material  necessary  to  be  removed  to  make  the  channel  300, 4(K), 
and  500  feet  wide.    The  latter  width  is  the  maximum  width  between  the  deep  hole  at 
the  mouth  of  the  gut  Jind  the  Naugatuck  Railroad  pier.    To  make  the  channel  300  feet 
wide,  it  is  necessary  to  remove  56,000  cubic  yards  of  mud  from  an  area  of  220,000 sipiare 
feet ;  to  make  the  channel  400  feet  wide,  it  is  necessary  to  remove  157,000  cubic  yards 
from  an  area  of  430,000  square  feet ;  and  for  a  500-foot  channel,  it  will  be  necessary  to 
remove  277,500  cubic  yards  from  an  area  of  770,000  square  feet. 

Above  the  Naugatuck  Railroad  pier  is  a  triangular  mud-flat  called  the  "  Flat-iron." 
That  part  lying  outside  of  the  new  dock-lines  should  bo  removed.  This  would  require 
a  removal  of  about  20,000  cubic  yards  of  mud  from  an  area  of  75,000  square  feet. 

The  first  estimates  for  the  jetty  at  the  mouth  of  the  harbor  were  for  a  wall  2.800  to 
3,600  feet  long.  At  the  present  time,  it  is  1,385  feet  long,  or  about  one-half  the  length 
of  the  lirst  estimate.  It  may  be  found  necessary  to  extend  the  jetty  when  the  eflfect  of 
the  severe  storms  of  the  past  winter  are  more  fully  known.  It  is  estimated  that  to  ex- 
tend it  600  feet  farther  will  require  9,000  tons  of  stone. 

RKCAPITCLATION  OF  ESTIMATES. 

Outer  bar : 

300-foot  channel,  2,000  cubic  yards,  at  25  cents $5, 000 

400-foot  channel,  45,000  cubic  yards,  at  25  cents 11,2.50 

500-foot  channel,  70,000  cubic  yards,  at  25  cents 17, 5U0 

Inner  bar : 

500-foot  channel,  30,000  cubic  yards,  at  25  cent« 7, 500 

600-foot  channel,  64,000  cubic  yards,  at  25  cents 16,  GOO 

Between  the  inner  beacon  and  Naugatuck  Railroad  pier  : 

300-foot  channel,  56,000  cubic  yards,  at  18  cents 10,080 

400-foot  channel,  157,000  cubic  yards,  at  18  ceut« 2?*,  UW 

500-foot  channel,  277,500  cubic  yards,  at  18  cents 49,  DnO 

Flat-iron,  20,000  cubic  yards,  at  18  cents 3,aX) 

Jetty ,  for  9,000  tons  of  stone,  at  $3 27,000 

SU.MMARY  OF  ESITMATES. 

Outer  bar $17,500 

Inner  bar 16,000 

Between  inner  beacon  and  Naugatuck  pier 49,950 

Flat-iron  ..i 3,600 

Jetty 27,000 

114,050 
Superintendence  and  contingencies 12,lHK) 

Total 126,050 

Very  respectfully, 

Wm.  W.  Starr,  Jb. 
Gen.  G.  K.  Warren, 

Major  of  Engineers,  17,  S,  A, 


X  ig. 

NORWALK  RIVER,  CONNECTICUT. 

At  the  date  of  m  y  ast  annual  report  (August  30,  1873)  dredging  was 
in  progress  iu  this  river  under  the  appropriatioii  of  $10,000,  approved 
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March  3,  1873.  This  work  continued  until  the  8th  of  October,  when  the 
appropriation  was  exhausted.  The  total  amount  removed  during  the 
past  fiscal  year  is  19,985  cubic  yards,  cutting  a  channel  60  feet  wide  and 
6  feet  deep  at  mean  low-water,  and  extending  from  the  head  of  the 
channel  dredged  in  1872  toward  Norwalk. 

The  object  of  the  work  in  this  river  is  to  obtain  a  channel  of  6  feet 
depth  at  low-water  from  the  mouth  of  the  river  to  the  Norwalk  docks. 

The  work  already  done  has  carried  this  channel  from  a  point  1,000 
feet  above  the  Dan  bury  and  Norwalk  Eailroad  docks  to  a  point  600  feet 
Irom  the  Norwalk  docks;  and  under  the  present  appropriation  it  is  pro- 
posed to  complete  this  channel,  and,  with  whatever  remains,  to  excavate 
the  channel  both  above  and  below  the  Washington  Bridge  to  a  depth  of 
6  feet  and  width  of  about  80  feet.  The  rise  of  high  tide  above  mean 
low- water  averages  over  7  feet,  and  the  completion  of  the  ensuing  year's 
work  will  make  a  high-water  draught  of  11  feet  available  to  the  Nor- 
walk docks. 

Ill  order  to  realize  the  full  effect  of  the  work  already  done,  and  to 
complete  the  project  for  improvement  planned  upon  the  survey  of  1871, 
it  will  be  necessary  to  make  the  channel  60  feet  wide  and  6  feet  deep 
at  mean  low-water,  from  Gregory's  Point  to  Norwalk.  This,  it  is  esti- 
mated, can  be  done  for  $10,000,  and  this  amount  is  recommended  for 
the  fiscal  year  ending  June  30,  1874. 

Since  my  last  annual  report  this  work  has  been  under  the  superin- 
tendence of  W.  W.  Starr,  jr.,  assistant  engineer. 

Norwalk  is  in  the  Fairfield  collection-district.  The  nearest  port  of  entry  is  Bridge- 
port. The  amount  of  revenue  collected  there  during  the  fiscal  year  ending  June  30, 
1874,  was  ^,584.12. 

Financial  statement. 

Balance  in  Treasury  of  United  States  July  1,  fe73 $5,000  00 

Amount  in  hands  of  officer  and  subject  to  his  check 5,006  41 

Amount  appropriated  by  act  approved  June  23,  1874 10, 000  00 

Amount  expended  during  the  fiscal  year  ending  June  30,  1874 10,000  00 

Amount  available  July  1,  1874  ....    10,000  00 

Amount  required  for  the  fiscal  year  ending  June  30,  1876 10, 000  00 


Report  of  William  W,  Starr ^  Jr.,  Assistant  Engineer, 

Engineer  Office,  United  States  Army, 

Netvport,  R,  /.,  May  1, 1874. 

General:  I  have  the  honor  to  submit  the  following  report  of  operations  on  the  im- 
provement of  Norwalk  River,  Connecticut,  during  the  past  season,  and  an  estimate 
for  continuing  the  improvements.  Accompanying  this  report  is  a  sketch  showing 
where  the  work  was  done. 

By  act  of  Congress  approved  March  3,  1873,  $10,000  was  appropriated  for  this  work. 

May  6,  1873,  a  contract  was  made  with  Mr.  Emory  R.  Seward,  of  Albany,  N.  Y., 
to  do  the  dredging,  at  45  cents  per  cubic  yard.  July  7,  Mr.  Seward  commenced  where 
work  had  been  stopped  when  the  previous  appropriation  was  exhausted,  at  the  point 
marked  A  on  the  sketch. 

October  8,  the  last  appropriation  was  exhausted,  and  work  was  stopped  nearly 
opposite  Smith's  dock  at  Norwalk,  and  is  shown  on  the  sketch  at  the  point  B. 

Mr.  Seward  removed  19,895  cubic  yards  of  mud,  gravel,  and  bowlders,  some  of  the 
latter  weighing  nearly  a  ton  each.  The  channel  was  made  60  feet  wide  and  6  feet 
deep  at  mean  low-water,  and  was  extended  1,480  feet  beyond  the  work  of  the  previous 
season,  and  toward  the  stone  bridge. 

The  material  removed  was  carried  from  three  and  a  half  to  four  miles  and  dumped 
in  a  deep  hole  at  the  mouth  of  the  river.  The  area  deepened  by  dredging  under  the 
previous  appropriation  is  inclosed  on  the  sketch  by  full  red  lines.  The  work  done 
during  the  past  season  is  shown  in  colors  for  each  month's  work. 

To  obtain  the  full  benefit  of  the  work  already  done,  it  is  necessary  that  the  work  of 
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• 
improvement  should  coDtinue.    Estimates  of  the  amount  of  material  to  be  removed 
and  the  cost  are  therefore  submitted. 

To  make  the  chanuel  60  feet  wide  aud  6  feet  deep  at  mean  low-wat«r  between 
Gregory's  Poiut  aud  the  Washington-street  bridge,  "Vkill  require  the  removal  of  10,?*^ 
cubic  yardsjof  mud  from  an  area  of  110,000  square  feet. 

To  make  the  chnuuel  60  feet  wide  from  the  Washington-street  bridge  to  opi)08ite  the 
Daubury  and  Norwalk  Railroad  docks  at  South  Norwalk  will  require  the  removal  of 
6,520  cubic  yards  of  mud  from  an  area  of  48,000  square  feet.  To  make  the  channel  W) 
feet  wide  from  the  Danbury  and  Norwalk  Railroad  dock  to  W.  Jennings's  wharf  will 
require  the  removal  of  15,000  cubic  yards  of  mud  from  an  area  of  5*2,000  square  feet. 
To  make  a  (iO-fuot  channel  6  feet  deep  through  the  "  Middle  Ground  "  below  the  stone 
bridge  will  require  the  removal  of  12,500  cubic  yards  of  sand  and  gravel,  with  occa- 
sional bowlders,  from  an  area  of  33,000  square  feet. 

RECAPITULATION  OF  ESTIMATES. 

From  Gregory's  Point  to  Washington-street  bridge 10, 880  cubic  yards' 

From  Washington-street  bridge  to  Danbury  and  Norwalk  Railroad 

dock 6, 520  cubic  yards. 

From  Danbury  and  Norwalk  Railroad  dock  to  Jennings's  wharf. ,.  15,  OOO  cubic  yards. 

Through  the  Middle  Ground 12, 500  cubic  yards. 

SUMMARY  OF  ESTIMATES. 

10,880  cubic  yards  from  below  bridges,  at  20  cents $2, 176 

21,520  cubic  yards  to  Jennings's  wharf,  at  30  cents 6,456 

12,500  cubic  yard's  from  Middle  Ground,  at  50  cents 6,2.^0 

Add  superintendence  and  contingencies 1,500 

Total 16,382 

Very  respectfully, 

W.  W.  Starr,  Jr., 
Assistant  in  charge  of  Norwalk  Harbor  Improvement 
Bvt.  Maj.  Gen.  G.  K.  Warren, 

Major  of  EngineerSy  U,  S,  A, 


X    20. 

PORT  JEFFERSON  HARBOR.  LONG  ISLAND.  NEW  YORK. 

The  fniuls  available  at  the  beginning  of  the  fiscal  year  just  closed  were 
about  $1,700.  It  was  at  first  thought  best  to  try  plowing  up  this  bar 
to  aid  the  effect  of  the  current,  but  the  amount  was  too  small  to  expect 
much  good  effect,  and  so  it  was  thought  best  to  reserve  the  fund  till 
more  was  added  to  it. 

This  June  we  made  another  survey,  to  ascertain  the  changes,  if  any, 
that  had  taken  place ;  this  was  made  by  Mr.  Babcock,  and  his  map  is 
transmitted  herewith.  It  shows  clearly  that  the  breakwater  has  thus 
far  accomplished  the  object  intended,  and  given  a  permanence  to  the 
position  of  the  entrance;  for  there  is  no  positive  change  in  it  during  the 
past  year.  Such  filling  at  places  as  has  taken  place  was  expected,  but 
the  depth  over  the  bar  is  not  materially  different.  The  previous  survey 
seemed  to  show  a  slight  increase  in  depth,  but  it  is  not  confirmed  by  the 
last  survey,  and  the  differences  are  probably  owing  to  some  slight  varia- 
tions on  the  plane  of  water-surface  at  the  different  times  when  sound- 
ings were  taken.  It  is  not  recommended  to  do  anything  with  the  means 
on  hand,  but  to  reserve  it  for  surveys  and  for  contingencies  that  may 
arise  here. 

It  would  be  a  valuable  improvement  if  completed  as  designed,  and 
the  foundation  of  the  work  is  well  established. 

An  appropriation  of  $35,000  for  continuing  this  work  is  recommended 
This  will  be  mainly  required  for  dredgiug.    It  will  be  seen  by  looking 
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at  my  former  reports  that  this  bar  is  formed  by  the  stones  brought 
along  the  shore  from  Mount  Misery  to  the  east  of  it.  These  are  as 
large  as  paving-stones,  and  many  are  composed  partly  of  iron,  so  as  to 
be  nearly  one-half  heavier  than  ordinary  stones.  They  resist  a  current 
of  eight  to  twelve  miles  an  hour.  If  removed  from  the  channel,  the 
breakwater  will  prevent  others  from  being  brought  into  it,  aud  the  depth 
will  remain.  An  extension  of  the  breakwater  somewhat  will  ultimately 
be  required,  but  this  could  be  avoided  beyond  the  present  9-foot  curve 
if  the  base  of  Mount  Misery  was  protected  by  stone  from  abrasion  by 
the  waves. 

Port  Jeflfei*9on  is  in  the  New  York  City  collection-district,  and  New  York  City  is  the 
nearest  port  of  entry. 

The  amount  of  revenue  collected  there  during  the  fiscal  year  ending  June  30,  1874, 
is . 

Financial  statement. 

Amount  in  hands  of  officer  and  subject  to  his  check $1,713  95 

Amount  expended  during  the  fiscal  year  ending  June  30, 1874 204  01 

Amount  available  July  1,  1874 1,509  94 

Amount  required  for  the  tiscal  year  ending  June  30,  1876 35, 000  00 


X   21. 


PECONIC  RIVER,  LONG  ISLAND,  NEW  YORK. 

•  At  the  time  of  my  last  annual  report  the  dredging  of  a  channel,  to  be 
55  feet  wide  and  6  feet  deep  at  mean  low- water,  was  being  actively 
prosecuted,  under  a  contract  made  with  M.  P.  Brainard,  of  Albany,  N.  Y. 

The  amount  available  for  the  work  on  the  Ist  of  July,  1873,  was 
$13,949.18.  There  was,  besides,  an  appropriation  of  $5,000  for  this  im- 
l>rovement,  made  by  the  State  of  New  York. 

We  began  our  work  just  below  Indian  Island,  where  there  had  always 
been  a  depth  of  6  feet  at  mean  low-water,  and  carried  it  on  continuously 
till  our  means  were  exhausted.  The  cut  we  had  made  is  8,520  feet  long, 
and  the  amount  of  material  removed  60,045  cubic  yards. 

There  is  left  a  space  of  2,500  feet  still  in  its  natural  condition,  with  a  • 
mean  low-water  depth  of  only  2*J  feet  before  reaching  the  channel  we 
made  (extending  up  to  Riverhead)  in  1871. 

The  work  in  1871  was  through  a  very  shoal  part  of  the  head  of  the 
river,  and  was  made  25  feet  wide  and  4  feet  deep  at  mean  low-water. 

During  the  progress  of  the  work  in  the  last  fiscal  year  (the  season  of 
1873)  we  found  that  our  means  would  not  allow  us  to  make  the  chan- 
nel 55  feet  wide  all  the  way  up,  because  the  original  estimate  was  too 
small  in  amount  of  material  to  be  removed,  owing  to  the  mean  low- water 
plane  having  been  taken  too  high,  and  owing,  besides,  to  the  contract- 
price  exceeding  that  first  estimated.  We  therefore  meant  to  make  a 
narrower  channel,  so  as  to  make  it  extend  the  whole  length  of  the  river. 
This  course  was  opposed  by  those  having  charge  of  the  expenditure  of 
the  $5,000  from  the  State  of  New  York,  as  they  concluded  that  with 
this  means  they  could  make  the  desired  extension  of  the  channel  them- 
selves. 

When  the  contractor  for  doing  this  State  work  was  about  to  begin, 
after  our  operations  had  closed,  it  was  discovered  that  the  State  appro- 
priation was  not  available,  and  nothing  more  was  done  that  season. 

In  the  last  annual  report  I  made  no  estimate  of  fnnds  for  continuing 
the  work  through  the  fiscal  year  beginning  July  1, 1874,  for  I  thought 
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sufficient  had  already  been  appropriated.  Besides  the  cost  of  the  survey 
in  1870,  the  United  States  have  appropriated  $25,000  for  this  improve- 
ment. • 

How  far  I  atn  called  upon  to  decide  upon  the  continuation  of  a  public 
improvement  is  questionable,  but  I  do  not  feel  justifled,  on  ground  of 
national  necessity,  in  recommending  any  further  appropriation  here. 

We  estimate  that  about  $15,000  additional  will  carry  the  chaunel,  55 
feet  wide  and  6  feet  deep  at  mean  low-water,  up  to  a  place  called  Mer 
ritt's  Bay,  a  distance  of  3,500  feet;  that  $10,000  would  make  two 
cuts  through  this  distance  6  feet  deep  and  50  feet  wide,  by  throwing  the 
sand  alongside  the  channel ;  and  that  $5,000  would  make  a  single  cut, 
say  25  feet  wide  and  6  feet  deep,  throwing  the  material  over  alongside 
the  channel.  This  latter  has  been  done,  with  the  appropriation  of  that 
amount  from  the  State,  during  the  present  season. 

I  submit,  herewith,  a  report  and  map,  showing  the  present  condition 
of  the  Peconic  River,  prepared  by  my  assistant  engineer,  Mr.  John  H. 
Dager,  who  superintended  the  dredging  during  the  past  year.  Mr.  H. 
S.  Van  Ingen,  assistant  engineer,  superintended  the  work  done  in  1871, 
and  prepared  a  map  of  the  part  then  improved,  so  that  there  are  now 
on  the  tiles  of  the  office  of  the  Chief  of  Engineers  the  map  of  surve3'  made 
in  1870,  another  showing  the  river  .as  improved  in  1871,  and  thislastoue 
showing  the  river  as  left  by  the  improvement  made  in  1873.  These  may 
be  useful  some  future  day  in  studying  the  effect  of  time  upon  such 
dredging-operations. 

Peconic  River  is  in  Sag  Harbor  collection-district.    The  nearest  port  of  entry  is  Sag. 
Harbor.    The  amount  of  revenue  coUected  during  the  fiscal  year  ending  June  30,  1874, 
was  $945.25. 

Financial  statement. 

Balance  in  Treasury  of  United  States  July  1, 1873 $10,000  00 

Amount  in  hands  of  officer  and  subject  to  his  check,  (including  $52*2.50  per- 
centage due  on  contracts  not  yet  completed) 4, 471  GS 

Amount  expended  during  the  fiscal  year  ending  June  30,  1874 14, 061  24 

Amount  available  July  1,  1874 410  44 


Beport  of  Mr,  John  J7.  Dager j  AsHstant  Engineer, 

Engineer  Office,  United  States  Army, 

Newport y  B.  /.,  December  12,  1873. 

General  :  I  have  the  honor  to  make  the  following  final  report  on  operations  for 
improving  the  Peconic  River,  Long  Island,  New  York,  during  the  year  1873: 

Charge  of  th«  work  was  assigned  to  me  by  your  letter  of  instructions  dated  March 
15,  1873.  The  amount  of  funds  available  at  that  time  was  $20,000;  $10,000  having 
been  appropriated  by  act  of  Congress  approved  June  10,  1872,  and  the  remaiuiog 
$10,000  by  an  act  approved  March  3,  1873. 

Two  contracts  were  made  with  Mr.  Morris  F.  Brainard,  of  Albany,  N.  Y.,  for  the  expend- 
iture of  these  appropriations  by  dredging  in  the  channel  of  this  river ;  the  first,  at 
the  rate  of  24  cents  per  cubic  yard  of  material  removed  ;  the  second,  for  a  similar  pur- 
pose, but  a  rate  of  34  cents  per  cubic  yard. 

Work  was  commenced  by  the  contractor  in  April,  immediately  below  Indian  Island, 
and  prosecuted  without  interruption  until  the  funds  were  exhausted. 

A  channel  averaging  55  feet  in  width  at  bottom,  with  such  side  slopes  as  an  Osgood 
dredge  will  leave,  was  made  from  the  place  of  beginning  to  a  point  above  the  month 
of  Mud  Creek,  excepting  for  a  distance  of  550  feet,  where  there  was  a  sufficient  width 
and  depth  of  water,  making  in  all  a  cut  8,520  feet  long,  and  as  near  G  feet  deep  at 
mean  low-water  as  was  possible. 

The  material  ren)oved  cuii«i«tcd  of  mud  and  sand,  combined,  in  most  i>laces,  but  in 
some  separate,  and  with  an  occasional  vein  of  gravel  and  iron  crossing  the  chaunel. 
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At  the  end  of  each  mouth  a  sket^sh  was  sent  yoa,  showing  the  location  of  the  work 
daring  that  time. 

All  the  material  removed  was  towed  in  scows  into  the  large  cove  on  the  north  shore 
of  the  river,  below  Indian  Island;  it  was  measured  in  the  scows,  and  in  amount  each 

month  was  as  follows : 

Cubic  yards. 

April,  1873 3,725. 

May,  1873 8,252 

Jnne,  1873 9,794 

July,  1873 11,6-28 

Angnst,  1873 3,004 

September,  1873 11,232 

October,  1873 6,560 

November,  1873 5,850 

Total  number  of  cubic  yards  removed *. 60, 045 

This  amount  exceeds  the  amount  estimated  in  previous  reports  as  necessary  to  re- 
move from  this  portion  of  the  river.  The  greater  part  of  this  ditference  is  due  to  the 
difference  in  the  low-water  planes  used.  This  is  explained  as  follows  :  The  soundings 
made  in  1871  were  reduced  to  mean  low-water  established  from  tide-readings  made  iu 
November  and  December,  at  Terry  &  Wells's  dock,  at  the  head  of  the  river,  where  the 
river-bottom  was  nearly  bare  at  low-water,  and  where,  were  it  not  for  the  river-water, 
it  would  have  been  entirely  dry.  Since  the  channel  was  dredged  in  1871,  near  the 
docks,  the  adjacent  flats  are  dry  some  time  before  low-water,  showing  that  previous  to 
this  improvement  there  was  quite  a  descent  to  the  river-surface  at  low-water,  and 
hence  the  former  low-water  plane  at  Terry  ^  Wells's  dock  was  not  applicable  to  the 
tidal  level  which  theimproveuient  introduced.  This  explanation  is  necessary,  because 
the  bench-mark  established  in  1871  was  destroyed  by  fire,  and  no  direct  comparison 
conld  be  made.  The  contract  price  was  also  in  excess  of  the  estimated  cost,  which 
together  with  the  increase  in  quantity  nrevion«ly  explained  prevented  the  work  being 
extended  as  far  up  the  river  as  was  anticipated. 

*  It  was  contemplated  at  one  t\me  to  cuuuue  uur  work  to  a  narrower  channel,  say,  of 
one  cut  of  25  feet  in  width,  and  throw  the  material  to  one  side  of  the  dredge,  so  as  to 
make  a  continuous  channel  up  to  the  one  made  in  the  upper  part  of  the  river  in  1871; 
but  this  course  was  opposed  by  the  people  because  there  was  an  appropriation  of 
$5,000  from  the  State  of  New  York  with  which  to  continue  the  improvement  of  the 
river,  and  this  would  have  been  sufficient  to  make  this  narrow  channel  between  where 
we  left  off  and  the  previous  one  in  1871. 

After  the  expenditure  of  the  United  States  appropriation,  a  contract  was  entered 
into  by  the  committee  iu  charge  of  these  State  funds  for  the  expenditure  of  the  same ; 
but,  before  work  was  commenced,  it  was  found  that  there  was  no  certainty  as  to  the 
time  when  the  contractor  could  get  his  pay,  owing  to  some  informality  in  the  act  of 
appropriation  ;  consequently  the  contract  was  annulled. 

A  continuation  of  the  channel  (the  same  width  and  depth  as  we  have  been  making)  ^ 
np  to  the  point  marked  x  on  the  map,  at  the  west  end  of  Merritt's  Bay,  a  distance  of* 
3,.500  feet,  would  require  the  removal  of  39,000  cubic  yards,  and  would  cost  (if  towed 
away)  $15,000,  or,  if  thrown  over  from  the  dredge  alongside  the  channel,  $10,000.  I 
think  a  channel  25  feet  wide,  made  by  throwing  the  material  aside,  and  costing  ^.^OOO, 
wonld  be  amply  sufficient  for  the  small  amount  of  trade  by  water ;  and  in  view  of  what 
has  been  done  by  the  General  Oovernment  already  for  the  interests  of  the  few  business 
men  in  Riverhead,  they  should  complete  the  work  by  subscription. 

Tide-gauges,  for  the  establishment  of  mean  low-water,  were  located  as  follows :  One 
below  the  mouth  of  Saw-Mill  Creek,  fastened  to  a  pile  driven  near  the  north  shore  of 
the  stream.     (See  map.)    Another  was  placed  at  Howell's  dock. 

Simultaneous  readings  were  taken  on  these  gauges  from  June  7  to  June  26,  1873, 
inclusive. 

For  the  establishment  of  mean  low-water,  the  readings  for  fifteen  consecutive  days 
were  used,  and  give  it,  on  the  gauge  at  Howell's  dock,  at  0.7  foot.  The  mean  rise  and 
fall  of  tide  on  tliis  gauge  is  2.70  feet. 

Mean  low-water,  on  gauge  below  Saw-Mill  Creek,  came  at  2.15  feet,  and  the  mean 
rise  and  fall  was  2.9  feet;  zero,  on  this  gan^e  by  levels,  is  1.JJ6  feet  lower  than  zero  on 
gauge  at  Howell's  dock.    The  slope  of  water  between  gauges  is  0.09  foot. 

Soundings  were  reduced  to  the  plane  of  mean  low- water,  established  from  my  obser- 
vations, up  to  the  west  end  of  Merritt's  Bay,  marked  x  on  map;  and  for  the  reduction 
of  those  above  readings  were  taken  on  a  temporary  gauge  at  Terry  &,  Wells's  dock. 

In  connection  with  this  report,  I  submit  tabulated  high-water  and  low- water  read- 
ings taken  on  the  above-mentioned  gauges;  also  duplicate  maps  extending  from  below 
Indian  Island  to  the  bridge  at  Riverhead,  and  showing  the  improvement  made  this 
season,  made  from  a  survey  taken  in  December,  and  plotted  to  a  scale  of  t^s^.    Con- 
18  ENG 
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tour-lines  of  planes  of  0,  2,  4,  and  6  feet  are  respectively  shown  by  these  colors,  viz, 
black,  purple,  burnt  sienna,  and  green. 

The  monthly  work  is  shown  in  order  by  colors,  as  follows:  April,  1873,  raw  sienna; 
May,  1873,  indigo-blue  ;  June,  1873,  H.krs  green  ;  July,  1873,  carmine  ;  August,  187S, 
ch.  yellow  ;  September,  1873,  ch.  vermilion  j  October,  1873,  bt.  sienna ;  November,  1873, 
bt.  umber. 
Soundings  are  reduced  to  mean  low-water,  and  are  expressed  in  feet  and  tenths. 
The  following  bench-marks  were  esttiblished,  referring  to  mean  low-water:  Top  of 
facing  stone  ofthe  south  side  of  the  cellar-stairs  of  the  store  of  Skidmore  &  Vail  is 
8.9  feet  above;  northwest  corner  of  HowelFs  dock  is  3.2  feet  above. 
Very  respectfully, 

John  H.  Dager. 
Gen.  G.  K.  Warrex, 

Major  of  Engineer's,  U.  S.  A. 


Table  of  high-water  and  low-water  readings    taken  on  gauge  at  HowelVs  dock,  Peconit 

River,  Long  Island, 


Date. 


1873. 

Jnne  7 , 

Jnne   8 

June   9 

June  10 , 

June  II 

June  12 

June  13 

June  14 

June  15 . 

June  16 

Jnne  17 

June  18 

June  19 

June  20 

June  21 

Jane  22 

June  23 

June 24 

June  25 

June  26 


9.25 
10.18 
11.10 
11.35 
12.30 
1.15 
2.55 


4. 
4. 

5. 
5. 
6. 


10 

45 

25 

35 

15 

6.55 

8.00 

9.05 

10.10 

11.15 

12,30 

12  50 

1.45 


a.m. 
a.  ui. 
am. 
a.m. 
p.  m. 

m. 

m. 

m. 

to. 

ni. 

in. 

to. 

m. 
a.  ni. 
a.m. 
a.  m. 
a.m. 
p.  ui. 
p.  m. 

p.  UI. 


!>• 
P- 
P- 
p. 
P- 
P 
P- 
p. 


High-water. 


FeH, 
3.5 

a4 

3.2i 

3.Ci 

3.r-i 

3.0| 

3.0 

3.44 

3.3 

3.  U 

aef 

3.8 

.1.8 

3.3 

3.1} 

3.1 

ai 

3.2 
3.2| 

2.8 


Time. 

Low-water. 

Ftet, 

3.  M  p.  ro. 

\.n 

4. 12  p.  m. 

L« 

5. 10  p.  m. 

1.1 

6. 10  p.  m. 

o.:j 

7. 30  p.  m. 

ai 

a  30  a.  m. 

0.2^ 

9.  25  a.  m. 

0.4| 

10. 30  a.  m. 

0.^ 

11.20  a.m. 

0.6i 

12. 10  p.  m. 

0.41 

12. 30  p.  m. 

as 

1. 15  p.  m. 

0.6| 

2. 00  p.  m. 

0.7 

3  00  p.  ni. 

0.7» 

3.  55  p.  m. 

0.8 

4. 30  p.  ro. 

o.«* 

5.  05  p.  m. 

0.5} 

6. 15  p.  m. 

l.li 

7. 15  a.  m. 

0.7 

8. 20  a.  m. 

0.8 

Note. — The  establishment  of  mean  low-water,  by  the  use  of  any  fifteen  consecutive  readings,  comci 
at  0.7  foot  on  gan^e. 
Mean  rise  and  fall  of  tide,  2.7  feet. 


Table  of  high-water  and  low-waivr  readings  taken  on  gauge  below  Saw-Mill  Creek,  Peeonic 

River,  Long  Island. 


Date. 


1873. 

Jnne    7 

Juue    8 

June    9.' 

June  10 , 

June  11 

June  12 

June  13 

June  14 

June  15 

June  16 

Jnne  17 

June  18 

June  19 

June  20 

June  21 

June  2i 

June  23 

June  24 

June  25 

June  26 


Time. 

High -water. 

Time. 

9. 25  a.  m. 

5.0 

a  35  p.  ni. 

10. 05  a.  m. 

5.2 

4.20  p.m. 

10.  45  a.  m. 

4.8 

5. 15  p.  m. 

11.15  a.m. 

5.1 

5. 50  p.  m. 

11.  45  a.  m. 

4.7 

6.  45  p.  m. 

1. 10  p.  m. 

4.8 

7.  45  a.  m. 

2.  05  p.  m. 

4.9 

8.  40  a.  m. 

2.  55  p.  m. 

5.1 

9. 30  a.  m. 

3.  50  p.  ni. 

5.2 

10. 20  a.  m. 

4.  50  p.  m. 

5.2 

11  00  a.  m. 

5.  35  p.  ra. 

5.1 

11.50  a.m. 

G.  05  a.  ra. 

5.1^ 

12. 30  p.  m . 

6.  .5.'»  a.  m. 

4.9 

1. 20  p.  ni. 

7.  45  a.  m. 

4.8 

2.15  p.m. 

a  25  a.  m. 

4.94 

3. 10  p.  m. 

9.  15  a.  m. 

4.9 

a  55  p.  m. 

10. 00  a.  m. 

5.0 

4. 43  p.  m. 

10.  .50  a.  ni. 

4.9 

5.40  p.  m. 

11.  45  a.  m. 

4.8^ 

6. 3D  p.  m. 

12. 35  p.  m. 

5.0 

7.25a.iQ. 

Low-wat«r. 


2.4 
o 


2. 

2.2 

1.5 

1.6 

2.1 

2.U 
2.3 

2.1 
1.9 

22 

aii 

2.2| 
2.01 
2.4 

aa 

S.SI 

2.1 
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'}f  high-water  and  low-icater  readings  taken  on  gauge  below  Saw-Mill  Creehj  Peoanio 

kiver^  Lang  Island — Continaed. 


Date. 

Time. 

High-water. 

Time. 

Low-water. 

6 

9. 20  a.  m. 
10. 00  a.  m. 
10. 45  a.  TO. 
11.30  a.  TO. 
12. 20  p.  m. 

1. 25  p.  TO. 

2. 10  p.  TO. 

3. 00  p.  TO. 

3.  SO  p.  TO. 

4.  45  p.  TO. 

5.  30  p.  TO. 
6. 10  p.  TO. 
7. 00  a.  m. 
8. 00  a.  TO. 
9. 00  a.  TO. 
9. 55  a.  TO. 

10.  45  a.  TO. 
12. 15  p.  TO. 

1.  00  p.  TO. 

1. 25  p.  TO. 

2.  H»  p.  TO. 
3. 00  p.  TO. 

3.  35  p.  TO. 
4. 20  p.  TO. 
5. 10  p.  TO. 
6. 00  p.  TO. 

Feet. 
4.8i 
4.9 
5.0 

5.U 
5.0 

5.5 

4.9 

4.8i 

4.8 

5.1 

5.6 

5.2 

6.0 

5.4 

5.2 

5.1 

4.8 

4.S 

4.6 

4.8 

4.9 

4.6 

4.8 

4.9 

4.9 

5.0 

3.  35  p.  TO. 
4.30  p.  m. 
5. 10  p.  TO. 
6. 00  p.  TO. 
6. 50  a.  TO. 
7. 40  a.  TO. 
7. 25  a.  TO. 
9. 20  a.  TO. 

10. 25  a.  TO. 
11.30  a.m. 
12. 10  p.  TO. 

1. 00  p.  TO. 

1. :)5  p.m. 

2.20  p.  TO. 

3. 30  p.  TO. 

4.  45  p.  TO. 

5.  55  p.  TO. 

6.  45  p.  TO. 
7.20  a.  TO. 
8.00  a.  TO. 
a  50  a.  TO. 
9. 30  a.  TO. 

10. 10  a.  TO. 

10.  50  a.  TO. 

11.  40  a.  m. 
12. 20  p.  TO. 

FuL 
2.3 

7 

2.1i 
2.2 

B 

9 

2.3 

0 

2.1 

1 

2.3 

2 

1.9 

3 

1.8 

4 

1.5 

5 

1.7 

S 

1.8 

7 

2.8 

B 

3.8 

9 

2.5 

0 ; 

2.4 

I 

2.2| 

1.8 

d 

3 

1.8 

1.9 

5 

2.0 

2.U 
1.2 

7 

1.9 

9 

2.0 

2.1i 
2.3 

I 

:. — Mean  low-water  comes  at  2.15  foet  on  frauge.  and  iu  8.9  feet  below  top  of  facing-stone  of  th© 
ide  of  cellar- staira  of  the  store  of  Skidmore  &,  Vail.    Mean  rise  and  fall  of  tide,  2.9  feet. 


X   22. 

SURVEY  OF  WOOD'S  HOLE,  MASSACHUSETTS. 

eport  anbmitted  December  31,  1873,  and  printed  as  part  of  Fi.  Br 
84,  Forty-third  Congress,  first  session.] 

is  is  one  of  the  snrveys  directed  by  the  act  for  improvement  of 
s  and  harbors,  approved  March  3, 1873,  which  has  been  intrusted 


1 


e  immediate  conduct  of  it  I  gave  to  my  assistant  engineer,  Mr.  J. 
>tton,  who  has,  with  the  aid  of  other  assistants,  made  the  survey 
thorough,  and  has  prepared  a  map  on  a  scale  of  200  feet  to  the 
;  he  has  also  prepared  a  full  report  with  estimates  for  improvement 
red. 

e  term  **  Hole "  on  this  part  of  the  coast  was  applied  by  the  first 
arators,  generally,  to  a  shelter  or  harbor,  and  not  to  a  passage- way. 
term  was  similarly  employed  by  the  trappers  in  the  Rocky  Mount- 
Thus  we  have  in  the  Vineyard  Sound,  "  Holmes's  Hole,"  ''  Wood's 
,^  and  "Robinson's  Hole,"  and  in  the  far  West  such  sheltered  places 
ig  the  mountains  as  "Ogden's  Hole,"  "Pierre's  Hole,"  and  the  like 
itimes  it  hap|>eris  that  the  "  Hole"  is  maiuly  a  passage-way  or  straits 
the  case  of  Quick's  Hole,  one  of  the  straits  connecting  Buzzard',, 
with  Vineyard  Sound,  and  sometimes  it  is  only  a  harbor,  as  is  the 
with  Holmes's  Hole. 

ood's  Hole,  as  a  deep  harbor  in  Vineyard  Sound,  is  quite  distinct  from 
trait  connecting  it  with  Buzzard's  Bay.  But  the  term  is  now  gen- 
jT  applied  to  this  strait  as  well  as  to  the  harbor,  and  as  this  is  the 
J  where  the  improvement  is  required  it  is  the  part  where  the  survey 
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has  been  made  with  greatest  care.  In  speaking  of  it  hereafter,  the  term 
"Hole''  will  be  used  by  me  as  referring  specially  to  the  strait, 
.  Wood's  Hole,  then,  separates  from  the  main-land  the  chain  of  islands 
l^nown  as  the  Elizabeth  Islands,  lying  between  Bazzard's  Bay  and  Vine- 
vard  Sound.  The  length  of  this  chain  of  islands  is  about  twenty  miles. 
The  main  island,  next  to  Wood's  Hole,  (Naushon  Island,)  is  separated 
from  its  neighbor  (Pasque  Island)  by  Robinson's  Hole.  This  passage  is 
narrow  and  obstructed.  Pasque  Island  is  separated  from  the  next  island 
to  the  west  (Nashawena  Island)  by  the  broad  and  deep  strait  known  as 
Quick's  Hole.  Kashawena  Island  is  separated  from  Cuttyhunk  Island 
by  another  very  narrow  passage. 

Besides  the  serious  obstructions  at  Wood's  Hole,  which  will  be  de- 
scribed further  on,  it  is^  in  common  with  the  other  straits  between  the 
Elizabeth  Islands,  but  m  a  more  marked  degree  than  the  others,  ren- 
dered difficult  of  navigation  on  account  of  the  two  different  derivations 
of  the  tides  which  affect  Vineyard  Sound.  One  of  these  tides  enters  at 
the  southwest  end,  between  Cuttyhunk  and  Gay  Head,  and  the  other, 
about  four  hours  later,  comes  from  the  northeast,  through  Nantucket 
Sound,  from  Monomoy  Point.  It  thus  happens  that  the  tide  from  the 
east  is  coming  in  between  three  and  four  hours  after  the  other  tide, 
which  alone  affects  Buzzard's  Bay  sensibly,  has  been  going  out.  In  the 
vicinity  of  the  Hole,  therefore,  when  there  is  a  stand  on  either  side,  it 
is  rising  or  falling  fast  on  the  other  side,  and  the  distance  through  the 
Hole  being  only  about  2,500  feet,  the  difference  of  level  quickly  sets  the 
current  in  motion  through  it,  and  there  is  scarcely  any  useful  period  of 
slack-water. 

Our  observations  at  neap-tide  show  a  head  of  water  forcing  the  cur- 
rent west,  varying  from  0  to  1.6  feet,  and  0  to  1.6  feet  in  the  opposite 
direction.  These  give  maximum  velocities  of  4.26  miles  per  hour  flow- 
ing west,  and  5.06  miles  per  hour  flowing  east,  which  approximate  to 
those  in  Hell-Gate,  in  New  York  Harbor,  where  there  is  also  a  dnal 
derivation  of  the  tides. 

It  might  at  first  be  supposed  that  nothing  but  ledges  of  solid  rock 
could  have  for  ages  endured  this  unceasing  flow  of  water,  but  our  exami- 
nations only  show  us  a  hard,  compact  bowlder-clay.  The  softer  parts  of 
this  have  been  worn  away,  leaving  the  large  granite  bowlders  behind, 
until  the  latter  have  completely  covered  the  surface  of  the  mass  beneath 
in  the  shoal  places  and  prevented  further  abrasion.  These  bowlders  lie, 
however,  in  most  dangerous  proximity  to  the  water's  surface  nearly  all 
over  the  strait,  and  as  they  do  not  completely  deflect  the  current^  the 
latter  sweeps  vessels  directly  upon  them.  The  channels  (so  called,  that 
is,  the  parts  where  there  is  the  deepest  water  and  fewest  bowlders)  are 
very  crooked,  and  the  strait,  as  a  whole,  is  so  dangerous  as  to  be  useless 
to  any  sail-vessels  but  small  ones,  in  the  hands  of  pilots  familiar  with 
the  place.  Even  with  steam,  only  small  vessels  of  about  8  feet  draught 
can  pass  it  at  all  times,  and  for  them  it  is  dangerous. 

The  nature  of  the  obstructions,  as  above  described,  presents  a  hopeful 
case  of  improvement  compared  with  the  removal  of  solid  ledge. 

The  bowlders  are  lying  detached,  and  can  be  grappled  and  lifted.  In 
many  cases  their  size  is  so  great  as  to  require  blasting.  With  the  re- 
moval of  the  worst  of  these  the  improvement  will  be  at  once  felt,  and  if 
it  is  continued  until  the  clayey  surface  beneath  is  uncovered,  the  latter 
can  be  dredged  at  once;  or,  if  left  to  time,  in  all  probability  the  current 
will  then  continue  to  deepen  it  until  it  is  again  protected  by  the  new 
bowlders  which  this  denuding  action  may  disclose. 

In  the  estimates  submitted,  the  smallest  oue,  $5,000,  will  remove  a 
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few  of  the  worst  rocks  tbat  now  interfere  with  the  running  of  the  steam- 
boats between  ^ew  Bedford  and  Martha's  Vineyard.  This  improve- 
ment will  be  of  benefit  principally  to  them.  It  is  much  more  advisable, 
however,  to  appropriate  the  $22,000  estimated  for  a  more  thorough  re- 
moval of  the  bowlders.  This  will  be  of  benefit  to  a  large  number  of 
sail- vessels,  and  a  great  deal  more  good  can  be  done  with  it,  in  its  pro- 
portion, than  with  the  smaller  sum,  because  it  is  a  difficult  place  to  oper- 
ate in,  and  the  necessary  preparations  will  consume  a  large  part  of  the 
smaller  amount  and  leave  but  little  to  work  with.  When  adequate  prep- 
arations are  once  made,  it  is  very  desirable  to  continue  the  work  until  it 
reaches  a  satisfactory  conclusion. 

Our  estimate  further  includes  a  larger  sum  for  continuing  the  improve- 
ment by  dredging,  and  otherwise  to  enlarge  the  passage  to  a  capacity 
adapted  to  the  use  of  our  coastwise  sailing  fleet,  whenever  it  is  advan- 
tageous to  make  the  passage  through  Buzzard's  Bay  instead  of  the  oppo- 
site portion  of  the  sound.  It  may  be  too  soon  to  begin  this  now,  but  it 
will  ultimately  be  necessary,  and  while  upon  the  subject  we  have  made 
our  plans  complete  and  looking  toward  such  final  accomplishment.  All 
the  partial  improvements  proposed  are,  as  far  as  they  go,  directed  toward 
this  final  end,  while  at  the  same  time  affording  the  greatest  benefit. 

This  improvement  may  truly  be  called  a  national  one.  It  is  not  for 
the  benefit  of  the  special  locality.  It  is  for  a  navigable  highway  uniting 
two  large  bodies  of  navigable  water  extensively  used  by  the  commercial 
vessels  of  tlie  United  States,  and  when  thoroughly  improved  it  will  tend 
greatly  to  a  saving  of  time  and  diminish  the  dangers  of  navigation. 
The  circumstances  under  which  its  use  is  particularly  desirable,  and  the 
reasons  for  it  in  detail,  are  given  in  Mr.  Cotton's  report. 

Id  conclusion  I  would  say  that  I  consider  $22,000  as  the  most  desira- 
ble amount  with  which  to  begin  this  work. 

In  1852  there  was  an  appropriation  of  $2,600  made  for  the  improve- 
ment of  Great  Wood's  Hole  Harbor.  This  was  spent  in  building  a 
breakwater  on  its  northern  side  to  close  a  passage  through  which  water 
passed  between  it  and  Buzzard's  Bay.  The  report  of  this  operation  is 
found  in  the  annual  Eeport  of  the  Chief  of  Engineers  for  1853.  It  would 
apj^ear  that  the  work  was  left  incomplete,  as  an  additional  appropria- 
tion of  $2,000  was  solicited.  Private  parties  have,  however,  since  con- 
tinued the  work,  and  occupied  the  vicinity,  so  that  the  opening  is  entirely 
closed  at  the  present  time. 

Wood^s  Hole  is  in  the  Barnstable  collection-distrint.  The  amount  collected  there 
during  the  fiscal  year  ending  June  30, 1873,  was  $3,425. 

Very  respectfully, 

G.  K.  Wabren, 
Major  of  EngineerSj  Bvt.  Major- Oeneralj  U,  S.  A. 


Report  of  Mr.  J,  P.  Cotton^  As-iistani  Engineer. 

ExGiNEER  Office,  United  States  Army, 

Newport  J  R.  /.,  December  31,  1873. 

General  :  I  have  the  honor  to  submit  the  following  report  on  the  "  survey  of  Wood's 
Hole,  Bnzzard^s  Bay,  Massachusetts,  for  the  removal  of  rocks  therefrom,"  made  in  ac- 
cordance with  your  instructions. 

The  field-work  of  this  survey  was  commenced  June  25,  and  completed  July  30, 1873. 
The  party  was  organized  under  Charles  R.  Mather,  civil  engineer,  as  principal  assist- 
ant, with  C.  L.  Howes  and  W.  P.  Jewett,  civil  engineers,  subassistants,  and  the  neces- 
sary chainmen,  boatmen,  and  gauge-readers. 

An  examination  of  that  part  of  Wood's  Hole  obstructed  by  rocks  showed  that  satis- 


278         REPOBT  OF  THE  CHIEF  OF  ENGINEERS. 

factory  soundings  could  be  made  only  at  slack-water.  I  therefore  concluded  to  extend 
the  survey  to  Nobska  Point,  in  Vineyard  Sound,  so  as  to  include  Great  Harbor,  Little 
Harbor,  and  Great  Ledge. 

The  survey  was  made  in  the  following  manner :  A  traverse  line  was  run  from  Nobekt 
Point  around  Little  Harbor,  Great  Harbor,  and  through  the  "  Hole''  to  Buzzard's  E»j, 
then  by  triangulation  to  the  south  shore  of  the  "  Hole"  and  thence  back  to  Yioeyard 
Sound.  This  entire  system  of  traverse  was  divided  up  into  three  polygons;  the  cor- 
rectness of  the  sides  was  checked  by  the  latitudes  and  departures  of  each,  and  by  plot- 
ting by  chords ;  the  angles  were  checked  by  summation.  Each  angle  was  read  three 
times. 

Tide-gauges  were  set  up  at  the  Government  wharf  in  Little  Harbor,  at  the  railroad- 
wharf  in  Great  Harbor,  one  in  the  "Hole"  near  "Middle  Ledge,"  and  one  on  the  wharf 
in  Hadley  Harbor,  in  Buzzard's  Bay. 

The  zero  of  the  gauge  in  Little  Harbor  was  referred  to  the  United  States  Coast -Survey 
bench-mark,  which  is  on  a  large  bowlder  on  the  shore  at  west  end  of  a  cranberry -mantb, 
about  1,700  feet  west  of  Nobska  light.  The  letter  M  cut  in  this  bowlder  is  9.73  feet 
above  mean  low-water  in  Vineyard  Sound.  The  zero  of  the  gauge  on  the  wharf  in 
Hadley  Harbor  was  referred  to  the  Coast-Survey  bench-mark  ou  a  bowlder  about  r^W 
feet  southwest  of  Uncatena  Point.  This  bowlder  is  a  very  large  one,  some  200  feet 
from  the  high  ground.  The  letter  M  cut  on  top  of  it  is  8.b5  feet  above  mean  low- water 
in  Buzzard's  Buy. 

Simultaneous  observations  on  these  four  gauges  were  taken  for  four  consecutive 
days,  July  30,  31,  August  1  and  2,  to  determine  the  relation  of  the  water's  surface  is 
the  "  Hole"  to  that  in  Vineyard  Sound  and  Buzzard's  Bay.  The  zeros  of  these  gauges 
were  connected  by  level.  It  was  found  by  these  levels  that  mean  "  sea-level"  in  Buz- 
zard's Bay  and  in  Vineyard  Sound  was  practically  the  same. 

Mean  rise  and  fall  of  tide  in  Buzzard's  Bay,  according  to  the  Coast  Survey,  is  4.01 
feet,  and  in  Vineyard  Sound  1.65  feet ;  our  observations  for  four  days,  n€»ar  neap  tides, 
gave  the  mean  rise  respectively  3.25  feet  and  1.05  feet.  Mean  "sea-level"  being  the 
same  in  both,  mean  low-water  in  Buzzard's  Bav  would  be  about  1.2  feet  lower  th»a 
mean  low-water  in  Vineyard  Sound.  In  view  of  this  difference  in  the  low- water  planer 
it  would  have  been  better,  perhaps,  to  have  reduced  the  soundings  to  mean  "  sea-level," 
but  as  in  all  of  our  surveys  and  in  all  the  maps  made  by  the  United  States  Coast  8ar* 
vey  mean  low-water  is  the  plane  of  reference,  it  was  deemed  best  not  to  depart  from 
this  custom. 

The  soundings  in  Buzzard's  Bay  and  into  the  "Hole"  to  a  line  joining  the  east  end 
of  Devil's  Foot  Island  and  Mink  Point  were  reduced  to  mean  low-water  in  Buzzard's 
Bay,  and  those  east  of  this  line  to  the  mean  low-wat«r  plane  of  Vineyard  Sound. 

If  the  time  of  low- water  was  the  same  in  Buzzard's  Bav  as  in  Vineyard  Sound,  this 
difference  of  planes  to  which  soundings  were  reduced  might  be  detected  in  the  depths, 
but  low-water  occurs  in  the  sound  about  two  hours  after  it  has  commenced  to  rise  io 
Buzzard's  Bay. 

The  tides  at  this  place,  like  all  places  where  they  have  more  than  one  derivation,  are 
quite  complex,  and  the  usual  terms  of  flood,  ebb,  and  slack-water,  cannot  be  apphed 
here. 

The  tide-wave  from  the  ocean,  which  enters  Buzzard's  Bay  between  Cuttyhnnk 
Island  and  the  main-land,  has,  by  reason  of  the  shoaling  of  the  bay  and  concentration 
by  the  shores,  increased  in  height  from  3.6  feet  at  Cuttyhnnk  to  4.0  feet  at  the  north 
side  of  Wood's  Hole.  When  it  is  low-water  at  Buzzard's  Bay  the  sound  is  partially 
filled  by  the  tide  coming  in  at  the  east  end  of  the  sound,  by  Monomoy  Point,  which 
reaches  the  sound  side  of  Wood's  Hole  about  four  hours  later  than  the  one  from  the 
west  by  Cuttyhnnk.  This  difference  in  derivation  and  time  so  modifies  the  tide  on  the 
sound  side  of  Wood's  Hole  that  the  mean  rise  and  fall  is  but  1.65  feet.  This  difference 
in  the  rise  and  fall  of  tides  in  the  bay  and  sound  at  Wood's  Hole  gives  a  head  of  water 
on  one  side  or  the  other  of  the  "  Hole  "  at  nearly  all  times  of  tide,  and  consequently  a 
strong  current  through  it.  Slack -water  occurs  between  high  and  low  water,  instead  of 
those  times,  and  high  and  low-water  on  the  gauge  occurs  when  there  is  a  swift  current 
through  the  "  Hole." 

Those  navigating  this  channel  use  the  terms  "west  tide"  when  the  current  is  setting 
fix>m  Vineyard  Sound  into  the  bay,  and  "  east  tide,"  when  from  the  bay  into  the  sound. 
These  terms  will  be  used  hereafter  in  this  report  when  speaking  of  the  currents  in  the 
"  Hole." 

Observations  for  velocity  and  direction  of  these  currents  were  taken  for  an  "easf 
and  "  west "  tide.  The  floats  used  were  of  pine,  2  inches  by  2  inches  in  section,  5  feet 
long,  and  loaded  to  float  in  a  vertical  position ;  a  small  wire  was  inserted  in  the  upper 
end,  and  on  this  a  flag  2  inches  square  was  placed,  to  enable  the  observers  to  follow 
them.  The  position  of  these  floats  was  determined  every  thirty  seconds,  by  the  inter- 
section of  lines  of  sight  from  each  end  of  a  measured  base  ou  shore  ;  the  angles  which 
these  lines  made  with  the  base  were  simultaneou»ly  measured  by  observers  with  a 
transit.     A  li:;e  drnwn  through  these  points  shows  the  direction  traveled  by  the  flo»t9, 
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and  the  distance  between  them  gives  the  velocity.  The  course  of  these  floats  shows 
that  the  obstructions  here  (so  dangerous  to  navigation)  are  not  sufficient  to  direct  and 
control  the  current.  Of  fifteen  floats  let  out  in  12  feet  and  upward  of  water,  ten 
passed  over  shoals  with  less  than  9  feet,  and  several  of  them  dragged  over  bowlders 
with  but  2  or  3  feet  on  them  ;  five  only  followed  the  channels  usually  navigated. 

The  maximum  velocity  of  the  "east  tide"  was  5.06  miles  per  hour,  and  of  the  "west 
tide  "  4.26  miles  per  hour.  The  greater  velocity  of  the  "east  tide "  is  doubtless  due  to 
the  fact  that  it  occurs  when  the  tide  is  high  in  the  bay.  This  gives  about  2  feet  more 
depth  in  the  "Hole"  than  at  the  time  of  me  "west  tide,"  which  occurs  when  the  water 
in  the  bay  is  below  mean  sea-level. 

The  observations  giving  the  above  velocities  were  made  at  time  of  neap  tides. 
Gauge-readings  were  not  taken  in  both  bay  and  sound  at  that  time  to  determine  the 
actual  head  of  water,  but  at  the  time  of  succeeding  neap  tides  they  were  kept  for  four 
days.  The  greatest  head  of  water  in  these  four  days  was  about  1.6  feet.  It  was  about 
the  same  in  the  "  east"  and  the  "west  tide."  The  head  and  consequently  the  velocities 
wonid  be  much  greiiter  at  time  of  spriug  tides.  A  chart  of  these  current  observations 
accompany  the  map  of  the  survey. 

DESCRIPTION  OF  THE  "HOLE"  AND  ITS  CHANNELS. 

The  name  Wood's  Hole  is  generally  applied  to  the  harbor  of  refuge  here  and  the 
strait  connecting  the  sound  and  bay.  Those  using  this  strait,  however,  apply  the 
name  Wood's  Hole  to  the  harbor  and  the  village,  and  speak  of  the  strait  as  the  "Hole;" 
these  names  have  this  signification  in  this  report. 

The  "  Hole"  is  about  2,.500  feet  long  and  1,600  feet  wide.  Great  Harbor,  at  the  east- 
em  entrance  of  the  "  Hole,"  has  from  30  to  75  feet  of  water  over  its  whole  extent.  Ves- 
sels drawing  23  feet  of  water  can  enter  this  harbor  from  the  sound. 

In  1853  a  breakwater  300  feet  long  and  about  6  feet  wide  on  top  was  built  by  the 
Government  across  a  neck  of  land  separating  Buzzard's  Bay  from  Great  Harbor.  It 
was  built  to  prevent  the  sand  being  washed  into  Great  Harbor  in  time  of  high  tides 
and  storms  from  the  northeast.  The  amount  appropriated  for  this  work  was  S2,.500, 
but  I  infer  that  this  amount  did  not  complete  it  as  first  desiguod,  as  an  additional  ap- 
propriation  of  $2,000  was  nsked . 

A  road  has  since  been  bnilt  over  this  neck  of  land,  and  the  shore  at  the  west  end  of 
the  breakwater  riprapped  by  private  parties.  It  is  now  in  good  repair,  aud  apparently 
secure. 

The  entrance  to  the  "  Hole  "  is  obstructed  by  a  reef  of  bowlders  extending  from  Mink 
Point  to  Grassy  Island,  and  thence  to  Devil's  Foot  Island.  This  reef  is  known  as  R<m1 
Ledge,  Dry  Ledge,  and  Gnissy  Island.  There  is  a  channel  between  Mink  Point  and  Red 
Ledge  called  Broadway,  with  20  feet  of  water  for  150  feet  in  width  ;  beyond  this  width 
it  shoals  rapidly.  This  channel  is  generally  used  by  the  boats  of  the  New  Bedford  and 
Martha's  Vineyard  Steamboat  Company  ;  but  it  is  not  practicable  for  sailing-vessels, 
because  of  the  sharp  turn  necessary  to  reach  the  main  channel  north  of  Middle  Ledge 
and  the  strong  cross-current.  There  is  a  narrow,  crooke4l  channel  between  Red  aud 
Dry  Ledges  with  about  7  feet  of  water;  this  channel,  I  believe,  is  never  used. 

Mi<ldle  Channel,  lietween  Lone  Rock  on  east  end  of  Dry  Ledge  and  Grassy  Island, 
has  about  10  feet  depth,  at  mean  low-water,  for  100  feet  in  width  ;  this  is  the  channel 
principally  used  by  sailing-vessels,  and  the  only  one  for  which  the  Coast  Survey  chart 
gives  sailing  directions. 

North  Channel,  between  Grassy  Island  and  Devil's  Foot  Island,  has  about  10  feet 
dei)th  for  a  width  of  200  feet.  This  channel  is  used  only  by  those  who  are  familiar  with 
the  set  of  the  currents  here. 

Middle  Channel,  in  following  it  through  from  the  east,  is  obstructed  by  a  rock  about 
400  feet  from  the  entrance  with  7.9  feet  ou  it  at  mean  low- water.  From  the  east  end  of 
Devil's  Foot  Island  a  reef  of  bowlders  makes  out  into  the  channel  aud  entirely  across 
the  channel  marked  out  on  Coast  Survey  chart,  with  11.5  feet  on  its  deepest  part ;  a 
rock  on  the  south  end  of  this  reef  has  7.8  feet  on  it  at  mean  low-water.  To  the  south 
of  this  rock  there  is  20  feet  depth. 

The  next  obstruction  is  Middle  Ledge  ;  here  the  channel  is  about  1.50  feet  wide,  with 
15  feet  of  water.  This  is  a  bad  obstruction  in  the  swiftest  current,  with  deep  water 
east  and  west  of  it.    It  is  marked  by  a  can  buoy. 

Immediately  west  of  Middle  Le<lge,  in  the  channel,  is  a  shoal  with  13.5  feet  of  water 
on  it,  and  20  to  27  feet  all  around  it. 

Some  1,500  feet  west  of  the  buoy  on  Middle  Ledge  there  is  a  shoal  bare  at  low-water ; 
about  300  feet  northeast  of  this  are  three  bowlders,  with  7.7  feet  on  them  at  mean  low- 
water.  The  name  "Entering  Rocks"  is  given  by  some  to  the  shoal,  and  by  others  to 
these  bowlders.  About  1,500  feet  west  of  these  rocks  there  is  a  rock  with  but  9  feet  on 
it ;  it  is  in  abont  16  feet  of  water. 

Broadway  is  obstructed  bv  two  or  three  bowlders,  with  less  than  10  feet  on  them. 

There  is  a  narrow  channel  between  Middle  Ledge  and  Pine  Island,  with  14  feet  of 
water,  but  this  is  obstructed  by  a  cluster  of  bowlders  with  less  than  1  foot  on  them  at 
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low-water.  If  these  were  removed  it  would  still  be  imprcticable,  because  it  is  in  the 
middle  of  a  broad  expanse  of  water,  and  could  only  with  great  difficulty  be  foaod  in 
the  night  or  in  foggy  weather. 

The  obstructions  in  the  ^'  Hole  ^  are  so  great  that  sailing-vessels  attempt  its  paasage 
very  rarely,  and  then  only  at  or  near  slack-water. 

A  line  of  steamers  between  New  Bedford  and  Martha's  Vineyard  make  a  trip  each 
way  daily,  and  in  summer  two  trips  each  way,  through  this  strait.  These  steamers 
carry  freight  and  passengers,  but  their  chief  business  is  the  carrying  of  passengers. 
The  largest  boat  of  this  line  draws  8  feet.  The  channel  used  by  them  Las  several 
bowlders,  with  less  than  9  feet  on  them  at  mean  low-water.  These  in  a  low  run  of 
spring  tides  have  less  than  8  feet,  and  on  them  their  boats  have  struck  repeatedly.  Od 
one  occasion  a  boat  with  600  passengers  struck  on  one  of  these  rocks  and  was  disabled. 
All  were  safely  landed  in  yawl-boats.  These  boats  go  through  the  '^  Hole"  at  all  times 
of  tide  and  in  all  kinds  of  weather. 

There  are  four  boats  belonging  to  this  line,  valued  at  $200,000.  They  make  abont 
800 trips  through  the  "Hole"  yearly,  and  from  November  1,  187*2,  to  November  1,  1873, 
carried  58,9*24  passengers  and  about  1,000  tons  of  freight.  TJie  officers  of  this  company 
think  that  if  the  bowlders  lying  in  the  channel  were  removed,  and  a  few  from  the  point 
of  Middle  Ledge  taken  off,  they  would  have  but  little  difficulty  in  making  the  passage 
of  this  now  dangerous  strait.  I  have  made  an  estimate  for  removing  the  few  bowlders 
that  these  boats  frequently  strike.  Besides  this  I  have  made  several  estimat-es  with 
the  view  of  making  the  use  of  this  channel  practicable  by  the  vast  coasting  fleet 
that  now  passes  through  Vineyard  Sound. 

First :  To  remove  the  Entering  Rocks,  a  few  bowlders  from  the  point  of  Middle 
Ledge,  and  two  or  three  from  Broadway  that  are  serious  obstructions  to  the  navigation 
of  the  "  Hole"  by  the  New  Bedford  and  Martha's  Vineyard  steamers,  $5,000. 

Second  :  To  remove  the  bowlders  as  in  first  estimate,  and  all  those  in  the  channel 
passing  Lone  Rock,  so  as  to  sive  200  feet  in  width  clear  of  rocks,  and  widen  the  channel 
at  Middle  Ledge  to  200  feet  oy  taking  the  bowlders  off  the  point  of  the  ledge,  $22,000. 
With  this  amount  the  channel  can  be  much  improved,  and  it  is  possible  that  if  the 
bowldei's  are  removed  that  the  current  will  deepen  the  channel  somewhat.  A  less 
amount  than  this  will  not  be  so  economical,  as  the  necessary  apparatus  for  doing  this 
work  will  require  considerable  outlay. 

Third  :  For  a  channel  9  feet  deep  at  mean  low-wat«r,  and  300  feet  wide  at  Middle 
Ledge,  400  feet  wide  at  the  bay  entrance,  and  with  three  channels  at  the  sound  en- 
trance, each  300  feet  wide,  and  9  feet  deep  at  mean  low-water,  to  cost — 

For  removing  bowlders f22,  t'WO 

For  dredging  18,870  cubic  yards  clay,  gravel,  and  bowlders,  at  ^1 18,  ^^TO 

Superintendence 2,000 

Total 42,870 

This  improvement,  by  giving  three  wide  entrances  into  the  sound,  would  enable 
sailing-vessels  to  pass  through  from  the  west  without  danger  of  being  drawn  onto  the 
rocks  by  cross-currents,  because  they  would  have  a  channel  in  any  direction,  and  coold 
choose  the  one  that  wind  and  current  best  suited. 

Fourth  :  For  the  improvement  of  third  estimate,  and  the  removal  of  all  of  Middle 
Ledge  to  9  feet  at  mean  low-water;  this  would  give  a  channel  800  feet  in  width,  with 
three  300-foot  channels,  into  the  sound.  With  this  improvement  a  sailing-vessel  could 
beat  through  the  "  Hole." 

For  removing  bowlders,  second  estimate $*22, 0<X> 

Dredging  and  superintendence,  third  estimate 20, 870 

Dredging  of  Middle  Ledge,  59,000  cubic  yards,  at  $1 59, 000 

Superintendence 6,000 

Total 107,870 

Fifth  :  For  a  channel  the  same  width  as  in  fourth  estimate,  and  12  feet  deep  at  mean 
low-water. 

For  removing  bowlders,  second  estimate $*22,000 

For  dredging  and  superintendence,  third  estimate 20, 870 

For  dre<lging  and  superintendence,  fourth  estimate , 65,000 

For  additional  dredging,  84,530  cubic  yards,  at  $1 84,  .^30 

Superintendence 1 8, 000 

Total 200,400 
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Sixth  :  For  a  channel  the  same  as  in  fifth  estimate,  with  300  feet  of  its  width  deep- 
ened to  15  feet  at  mean  low-water,  and  the  three  entrances  to  the  sound  the  same 
<lepth,  (15  feet.) 

For  removing  bowlders,  second  estimate $22,000 

For  dredging  and  superintendence,  third  estimate 20, 870 

For  dredging  and  superintendence,  fourth  e8timai;e  65, 000 

For  dredging  and  superintendence,  fifth  estimate 32, 530 

For  additional  dredging,  61,500  cubic  yards,  at  $1 61, 500 

Superintendence 6, 100 

Total 268,000 

Seventh:  For  a  channel  same  as  in  the  sixth,  with  300-foot  channel  increased  to  18 
feet  deep,  at  mean  low- water. 

For  removing  bowlders,  second  estimate $22, 000 

For  dredging  and  superintendence,  third  estimate 20, 870 

For  dredging  and  superintendence,  fourth  estimate 65, 000 

For  dredging  and  superintendence,  fifth  estimate 92, 530 

For  dredging  and  superintendence,  sixth  estimate 67, 600 

For  additional  dredging,  161,500  cubic  yards,  at  $1 161,500 

Superintendence 16, 500 

Total 446,000 

RECAPITULATION   OF'  ESTIMATES. 

First  estimate - $5,000 

Second  estimate 22,000 

Third  estimate 42,870 

Fourth  estimate 107, 870 

Fifth  estimate 200,400 

Sixth  estimate 268,000 

Seventh  estimate 446,000 

COMMERCIAL  VALUE  OF  THIS  IMPROVEMENT. 

The  removal  of  the  bowlders  from  the  channel  used  by  the  steamers  would  be  of 
^eat  value  to  the  steamboat  company,  whose  boats  use  this  channel  daily ;  and  to  the 
thousands  traveling  by  them,  whose  lives  are  jeopardized  every  time  they  make  the 
passage,  its  value  cannot  be  measured  by  dollars  and  cents. 

The  other  estimates  have  been  made  with  a  special  view  to  the  wants  of  the  coast- 
ing trade,  and  are  arranged  in  the  order  that  will  give  the  most  improvement  for  the 
amonnt  expended.  Each  estimate  is  for  a  definite  improvement  complete  in  itself,  but 
still  a  part  of  the  plan  for  the  greatest  improvement. 

The  strait  of  Wood's  Hole  separates  the  Elizabeth  Islands  from  the  mainland,  and 
is  about  twenty  miles  from  the  west  end  of  these  islands.  These  islands  are  separated 
from  each  other  by  Robinson's  Hole  and  Quick's  Hole,  and  by  two  or  three  small  un- 
navigable  ones  without  names,  forming  passages  between  Buzzard's  Bay  and  Vineyard 
Sonnd.  Robinson's  Hole  is  narrow  and  so  much  obstructed  by  rocks  that  it  is  seldom 
used.  Quick's  Hole  is  a  good  channel,  with  sufficient  depth,  and  is  very  much  used  by 
vessels  going  to  and  from  New  Bedford  and  other  port«  m  Buzzard's  Bay,  but  because 
of  the  detour  around  Penikese  Island  and  a  lone  rock  in  the  bay,  and  the  comparatively 
short  distance  saved,  it  is  but  little  used  by  the  coasting-fleet  passing  east  and  west, 
not  so  much  as  it  probably  would  be  were  it  better  known. 

In  Vineyard  Sound,  on  the  south  side  of  the  Elizabeth  Islands,  the  tidal  current  sets 
to  the  eastward  about  four  hours  after  it  has  turned  and  is  setting  to  the  westward  in 
Buzzard's  Bay,  immediately  north  of  them.  If  the  channel  through  Wood's  Hole  were 
improved,  a  vessel  bound  west,  arriving  there  when  the  tide  commenced  to  set  east 
in  the  sound,  by  going  through  the  Hole,  would  have  a  fair  tide  four  hours  earlier 
and  smooth  water,  and  would,  if  depending  on  tide,  gain  much  in  time  and  distance. 
W^hen  a  vessel  bound  east  arrives  at  the  light-ship  off  Cuttyhunk  Island,  and  meets 
the  tide  running  west  out  of  the  sound,  if  the  wind  is  light  she  can  make  no  head- 
way, and  must  beat  about  the  entrance  until  the  tide  changes.  If,  however,  she  could 
go  through  Wood's  Hole,  she  would  go  to  the  north  of  these  islands  with  a  fair  tide 
and  smooth  water  four  hours  before  she  could  get  into  the  sound.  Again,  if  this  im- 
provement were  completed,  two  fleets  of  vessels  arriving,  one  at  Cuttyhunk  and  the 
other  at  Wood's  Hole,  at  the  same  hour,  would,  in  order  to  have  the  tide  with  them,  one 
take  the  Buzzard's  Bay  route  and  the  other  the  sound  route,  and  avoid  all  danger  of 
collision,  if  in  the  night  or  foggy  weather. 
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The  width  of  Vineyard  Sound  west  of  Wood's  Hole,  available  for  navigation,  is  made 
less  than  two  miles  by  that  dangerous  shoal  known  as  the  "  Middle-Ground/'  near  the 
south  shore.  This  shoal  is  marked  only  by  one  buoy  on  each  end,  and  the  uncerUunty 
of  seeing  these  makes  all  navigating  the  sound  hug  the  north  shore  to  avoid  it. 

They  in  doing  this  frequently  get  aground  on  the  north  shore  in  thick  weather,  and 
collisions  are  of  frequent  occurrence  here. 

If  this  improvement  were  made  it  would  probably  relieve  this  channel  of  nearly 
one-half  the  number  of  vessels  now  using  it,  and  there  would  be  the  further  advantage 
that  most  of  those  using  it  would  be  sainng  in  the  same  direction. 

The  number  of  vessels  engaged  in  the  coasting- trade  is  very  large  and  annually  in- 
creasing,  and  with  this  improvement  made  the  time  saved  in  the  aggregate  would  be 
a  very  large  item,  and  the  lessening  of  the  danger  of  accidents  by  collision  would  be, 
to  so  large  a  number,  worthy  of  consideration.  To  vessels  bound  to  New  Bedford  from 
the  east  this  channel,  if  improved,  would  save  ten  miles  in  distance,  and  to  those  to 
Wareham  nineteen  miles. 

Wood's  Hole  is  in  the  Barnstable  collection-district.  The  amount  of  revenue  col- 
lected there  during  the  fiscal  year  was  $3,425. 

Accompanying  this  report  is  a  map  of  the  survey,  on  a  scale  of  200  feet  to  the  inch ; 
also  a  chart  showing  the  direction  and  velocity  of  the  tidal  flow  through  the  Hole  for 
an  east  and  west  tide,  on  the  same  scale  as  the  map. 

Attached  to  the  report  is  a  chart  showing  four  tides  in  Buzzard's  Bay  and  Vineyard 
Sound,  plotted  from  the  same  plane. 

To  my  principal  assistant,  Mr.  C.  R.  Mather,  civil  engineer,  I  am  under  special  obli- 
gations for  his  valuable  services  in  the  field  and  office. 

Respectfully  submitted. 

J.  P.  Cotton, 
Assistant  Engineer, 

G.  K.  Warrpn, 

Major  of  Engineers  and  Bvf,  Maj.  Gen.y  U,  S.  A, 
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Tides  in  Vineyard  Sound  and  Buzzard's  Bay, 
near  Wood's  Hole,  Mass. 
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X  23. 

SURVEY  OF  THE  HARBOR  OF  FALL  RIVER,  MASSACHUSETTS. 

[Report  sabmitted  Decembdr  31,  1873,  and  printed  as  part  of  H.  Ex.  Doc.  84,  43d  Con- 
gress, Ist  Session.] 

This  survey  was  authorized  by  the  act  of  Congress  approved  Marcb 
3, 1873,  and  was,  as  stated  in  the  act,  made  with  a  view  to  the  removal 
of  rocks  from  this  harbor. 

This  survey  was  conducted  by  my  assistant  engineer,  Mr.  J.  P.  Cotton, 
and  his  report,  with  a  map,  is  submitted  herewith,  to  which  special 
attention  is  invited  for  complete  details  of  the  work.  The  survey  ex- 
tends along  the  harbor-front  about  1,500  feet,  between  Rodman's  wharf 
and  Brown's  wharf,  and  out  to  the  curve  of  14  feet  depth  at  mean  low- 
water. 

The  most  obvious  obstructions  in  this  space  are  bowlder-rocks  of  all 
sizes  up  to  several  tons'  weight;  but  besides  these  the  surface  on  which 
they  lie  is  too  shoal  and  requires  dredging. 

We  have  made  an  estimate  for  the  removal  of  the  rocks  and  the 
dredging  separately,  and  also  for  a  few  dolphins  to  mark  out  the  chan- 
nel when  improved  and  to  guide  and  aid  vessels  in  getting  in  and  oat 

The  improved  channel  thus  to  be  provided  is  to  be  12  feet  deep  at 
mean  low-water,  and  100  feet  wide  at  the  narrowest  parts,  widening  oat 
at  each  end,  where  it  joins  the  main  channel. 

The  estimate  is  as  follows : 

For  removing  bowlders $11,000  00 

For  dredging 33,400  00 

For  six  dolphins 600  00 

45,000  00 

Fall  River  City  is  a  most  important  commercial  place,  and  too  well  knowu  to  need 
special  mention  here.  It  is  a  port  of  entry,  and  the  amount  of  revenue  collected  in  the 
fiscal  year  ending  June  30,  1873,  was  $'212,491.42. 

Yery  respectfully, 

G.  K.  Warren, 
Major  of  EnffineerSj  Bvt.  Maj.  Oen.^  U.  S.  A, 


Beport  of  Mr,  J.  P,  Cotton j  Assistant  Engineer. 

Engineer  Office  United  States  Army, 

Newport^  R.  /.,  December  22,  1873. 

GfeNERAL :  I  have  the  honor  to  submit  the  following  report  on  the  "  survey  of  the 
iiarbor  of  Fall  River,  Mass.,  for  the  removal  of  rocks  therefrom,"  made  in  accordance 
with  your  instructions : 

In  July  I  visited  Fall  River  and  conferred  with  the  parties  who  had  been  instrn- 
mental  in  having  this  survey  ordered,  to  learn  their  idea  of  the  obstructions.  From 
this  conference  and  a  reconnoissance  I  found  that  a  survey  of  that  part  of  the  harbor 
between  Rodman's  wharf  and  Brown's  wharf,  and  the  curve  of  14  feet  depth  at  mean 
low-water,  would  include  all  the  obstructions  and  would  be  all  that  was  necessary  to 
determine  the  improvements  to  be  considered. 

The  field-work  of  this  survey  was  commenced  on  the  6th  and  completed  on  the  13th 
of  September.  The  survey  extends  along  the  harbor-front  about  1,500  feet,  and  oat  to 
14  feet  depth  at  mean  low-water.  It  was  conducted  in  the  usual  manner  by  running  » 
line  along  the  shore.  Important  buildings  and  wharves  were  located  by  angles  and 
^distances.  Inaccessible  points  were  fixed  by  angles  taken  at  each  end  of  a  measaied 
base-line.    The  position  of  every  station  used  as  an  instrument  station  that  had  been 
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ixed  by  triangulation  was  verified  by  repeating  all  of  the  angles  of  the  triangle.  All 
of  the  soundings  were  located  by  the  intersection  of  lines  of  sight  from  each  end  of  a 
base-line  on  shore,  the  angle  that  these  lines  made  with  the  base  being  measured  with 
a  transit. 

When  I  went  to  Fall  River  to  commence  the  survey  I  expected  to  find  an  established 
low-water  plane  with  a  known  reference  to  the  city  levels.  I  consulted  the  city  engi- 
neer and  the  engineer  of  the  water-works,  but  neither  of  them  knew  anything  about 
the  low-water  plane,  and  the  city  engineer  was  quite  sure  that  no  observations  had 
been  made  by  the  city.  I  then  did  what  seemed  best  in  view  of  the  short  time  I  should 
be  engaged  on  the  survey,  and  that  was  to  observe  the  high  and  low  waters  during  the 
progress  of  the  work,  and  from  those  days  when  the  tides  were  least  disturbed  by  winds 
or  storms  to  establish  an  approximate  mean  low-water.  On  three  days  of  good  weather 
the  high- water  readings  were  6.0  feet,  5.9  feet,  and  5.8  feet ;  the  corresponding  low 
waters  were  — 1.7  feet,  — 1.0  foot,  and  —0.9  foot.  Mean  sea-level  from  these  readings  was 
2J3S  feet  on  the  gauge,  and  the  mean  rise  and  fall  for  these  three  days  7.1  feet.  The 
mean  rise  and  fall  given  by  the  United  States  Coast  Survey  is  4.7  feet.  The  observa- 
tions taken  were  at  the  time  of  spring  tides,  but  the  difference  in  rise  and  fall  is  too 
great  to  be  charged  to  this  alone.  I  nave,  however,  assumed  that  mean  sea-levol  on 
those  days  was  the  same  as  that  of  the  United  States  Coast  Survey,  and  from  it  have 
•nbtracted  one-half  the  rise  and  fall  as  given  by  the  Coast  Survey  for  mean  low-water, 
and  to  this  plane  have  reduced  the  soundings. 

The  depth  of  that  part  of  the  harbor  surveyed  varies  from  6  to  14  feet  at  mean  low- 
water.  The  bottom,  which  is  of  gravel  with  bowlders  and  a  small  amount  of  sand,  is 
in  many  places  covered  with  bowlders  varying  in  size  from  '^  pavers^' to  two  tons^ 
weight,*  and  an  occasional  one  of  several  tons.  The  shoalest  portion,  which  lies  in  a 
line  about  west-southwest  from  the  south  side  of  Massasoit-Mill  wharf,  is  known  as 
"  the  ledge.''  The  outer  point  of  this  shoal  is  buoyed  in  about  12  feet  at  mean  low 
water  to  warn  vessels  passiug  up  and  down  the  Taunton  River.  To  the  north  of  this 
shoal  there  is  from  8  to  14  feet  of  water,  obstructed  only  by  an  occasional  bowlder,  some 
of  them  rising  as  much  as  five  feet  above  the  bottom.  None  of  these  bowlders  are 
bnoyed,  and  the  location  of  but  few  of  them  is  well  enough  known  to  enable  them  to 
be  found  readily.  One  opposite  the  Fall  River  Coal  Company's  wharf,  on  which  sev- 
eral vessels  have  struck  within  the  past  two  years,  could  not  be  pointed  out  with 
saificient  definiteness  to  enable  me  to  find  it  without  considerable  search. 

The  removal  of  all  the  bowlders  and  the  dredging  out  of  the  shoal  would  be  neces- 
Bary  to  answer  fully  the  demands  of  navigation  interests. 

I  have  estimated  for  a  channel  100  feet  ^n  width  and  12  feet  deep  at  mean  low-water, 
to  run  nearly  parallel  with  the  wharves  of  the  Massasoit  Mills  and  Fall  River  Coal  Com- 
pany, and  50  feet  from  them  ;  from  the  southwest  corner  of  the  Massasoit  Mill  wharf 
to  curve  to  the  southwest,  and  gradually  increase  in  width  until  the  12-foot  curve  is 
reached,  where  it  is  to  be  300  feet  wide ;  from  a  point  opposite  the  wharf  of  the  Fall 
River  Coal  Company  it  is  to  curve  to  the  northwest,  and  to  be  300  feet  in  width  where 
it  joins  the  12-foot  curve.  This  channel  properly  buoyed,  I  think,  will  meet  the  pres- 
ent wants,  and  prevent  many,  if  not  all,  of  the  disasters  now  so  frequent  Instead  of 
using  buoys  I  would  put  in  dolphins  alopg  this  channel,  at  intervals  of  about  100  feet, 
and  on  alternate  sides  ;  these  would  answer  the  double  purpose  of  marking  the  chan- 
Bel  and  serving  to  warp  te,  in  adverse  winds. 

The  depth  of  channel  estimated  for  is  as  great  as  could  be  obtained  without  largely 
increasing  the  estimate,  and  it  is  thought  that  this  depth,  (12  feet,)  with  the  rise  of 
tide  (4.7)  will  admit  any  vessel  likely  to  be  engaged  in  coastwise  trade  for  some  time 
to  come. 

My  reasons  for  locating  the  channel  50  feet  from  the  front  of  the  wharves  are : 

1st.  There  are  often  several  vessels  lying  at  a  wharf  waiting  to  discharge  ;  if  the 
channel  was  immediately  in  front  of  the  wharves  it  would,  in  such  a  case,  be  partially 
blocked,  and  questions  as  to  the  right  of  way  would  be  constantly  arising. 

2d.  The  foundation  of  some  of  the  wharves  is  on  the  present  bottom  ;  should  the 
depth  alongside  be  increased  there  would  be  danger  of  undermining  and  throwing 
*tbem  down. 

There  is  now  in  a  large  part  of  the  proposed  channel  12  feet  of  water  at  mean  low- 
water,  where  all  that  is  required  is  the  removal  of  the  scattering  bowlders.  It  is 
thought  that  most  of  these  bowlders  can  be  weighed  with  proper  apparatus.  There 
was  but  one  found  that  will  require  to  be  blasted.  The  cost  of  removing  these  bowlders 
it  is  difficult  to  estimate.  In  sounding,  only  a  small  number  of  those  that  will  have 
to  be  removed  were  found,  and  the  sizes  of  only  the  larger  ones  of  those  found  were  es- 
timated. If  the  improvement  is  made  the  proposed  channel  should  be  buoyed,  and  all 
the  bowlders  within  its  limiU  taken  up.  This  could  be  done  only  with  the  aid  of  divers. 
I  estimate  the  cost  of  removing  the  bowlders  from  the  proposed  channel  at  |10,000. 

The  dredging  of  the  channel  to  12  feet  depth  at  mean  low-water  will  require  the 
removal  of  30,400  cubic  yards.  Dredging  at  the  wharves  in  Fall  River  costs  about  |1 
per  cubic  yard,  and  I  think  this  can  be  done  at  that  price. 
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ESTIMATES. 

Removing  bowlders $10,000 

SnperintendeDce 1,000 

$11,000 

Dredging  30,400  cubic  yards  at  $1 30,400 

Superintendence 3, 000 

33,400 

Six  dolphins 600 


45,000 


I  have  collected  the  following  data  concerning  the  amount  of  merchandise  received 
and  shipped  during  the  year  ending  November  1,  1873,  at  the  wharves  in  that  part  of 
the  harbor  of  Fall  River  included  in  this  survey  : 


Coal,  tons. 

Grain,  bushels. 

Bricks. 

Lime  and    ce- 
ment, bbls. 

Lumber,  ft,  b.  m. 

119,800 

460,000 

350,000 

9,000 

8, 201,  .546 

Value  of  merchandise  carried  by  Providence  steam-packet,  $5,000,000 ;  number  of  ar- 
rivals aud  departures  exclusive  of  the  steam-packet,  about  700;  number  that  have 
struck  on  the  obstructions,  45.  Of  this  number  about  one-half  received  serious  damage. 
One  loaded  with  lime  ran  on  a  rock  at  high-water,  and  when  the  tide  fell  she  keeled 
over  and  filled  ;  the  lime  caught  fire  and  the  vessel  and  cargo  were  nearly  a  total  loss. 
So  many  vessels  have  struck  during  the  past  two  years  that  it  is  difficult  to  charter 
vessels  to  bring  coal  here. 

Fall  River  Harbor  possesses  exfra  facilities  for  navigation.  It  is  a  part  of  Moaut 
Hope  Bay,  an  arm  of  Narragansett  Bay,  and  is  seldom  obstructed.  The  bay  is  wide,  so 
that  vessels  can  beat  up  to  town. 

Fall  River  in  1870  had  about  27,000  inhabitants,  and  is  increasing  in  population  very 
rapidly.  It  now  ranks  first  in  the  United  States  in  the  extent  of  its  cotton  manufac- 
turing interest.  It  is  a  port  of  entry.  The  amount  of  revenue  collected  during  the 
fiscal  year,ended  June  30, 1873,  was  $212,491.42. 

Accompanying  this  report  is  a  map  on  a  scale  of  100  feet  to  1  inch,  of  that  part  of 
the  harbor  surveyed/ with  the  wharves  north  aud  south  in  dotted  lines,  taken  from  the 
city  map. 

Mean  low-water,  to  which  the  soundings  on  this  map  were  reduced,  is  —  feet  below 
the  top  of  ring-bolt  in  the  cap  of  Slade's  wharf,  about  60  feet  from  the  northwest  cor- 
ner, on  the  north  side. 

I  was  assisted  in  this  survey  by  Messrs.  Clarence  L.  Howes  and  Wm.  F.  Hill,  civil 
engineers. 

Respectfully  submitted. 

J.  P.  Cotton, 

Assistant  Engineer, 

G.  K.  Warrex, 

Major  of  Engineers  and  Bvt.  Maj.  Gen.j  U.  S.  A, 


X  24. 

SURVEY  OF  POINT  JUDITH  LAKE,  [POND,]  RHODE  ISLAND. 

[Report  submitted  December  31,  1873,  and  printed  as  part  of  House  Ex.  Doc.  84, 
43d  Congress,  Ist  session.] 

This  survey  was  made  in  accordance  with  the  act  of  Congress  for 
rivers  aud  harbors  approved  March  3,  1873. 

This  survey  was  specially  conducted  by  my  assistant  engineer,  Mr. 
C.  K.  Mather,  aud  his  report  in  detail,  and  a  map  on  a  scale  of 
200  feet  to  the  iuch,  are  sent  herewith. 

This  lake,  usually  called  pond,  is  one  of  several  formed  by  a  sand- 
beach  thrown  by  the  waves  between  Point  Judith  and  highland  lying 
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west  of  it.  It  is  about  3,000  feet  average  width,  and  20,000  feet  long, 
receiving  the  drainage  of  an  area  of  about  twenty-five  square  miles. 
The  level  of  the  pond  at  the  time  of  the  survey  was  about  4|  feet  above 
mean  low-water  in  the  ocean.  The  water  in  the  pond  is  mostly  fresh, 
and  escapes  at  nearly  all  times  of  tide  through  a  narrow  crooked  outlet 
through  the  beach  near  the  western  side  of  the  pond.  At  very  high  tides 
and  high  waves  salt  water  finds  its  way  into  the  pond  through  the  outlet 
and  over  the  low  ground  contiguous  to  it.  This  opening,  I  believe,  is 
never  entirely  closed  by  the  beach-sand,  though  it  has  narrowed  so 
much  that  large  fish  do  not  enter  it  as  numerously  as  in  former  times. 
There  is  probably  no  danger  of  its  ever  closing,  as  the  head  of  water 
and  the  area  drained  are  sufficient  to  always  find  an  outlet. 

From  the  6-foot  curve  in  the  ocean  to  where  the  pond  is  6  feet  deep 
is  a  distance  of  7,500  feet,  and  if  a  canal  and  lock  were  practicable,  this 
would  be  the  length  of  the  canal  required  to  give  6  feet  depth.  If  it 
were  practicable  to  establish  a  permanent  outlet,  so  as  to  allow  the  tide 
to'  enter  the  pond  freely  and  preserve  its  mean  level  the  same  as  the 
ocean,  the  pond  would  be  lowered  4^  feet,  and  the  distance  from  the 
curve  of  6  feet  depth  in  the  ocean  to  the  same  depth  in  the  pond  would 
become  8,000  feet,  and  this  would  represent  the  length  of  the  canal  to 
be  cut.  This  latter  arrangement  would  render  the  pond  valuable  for 
raising  oysters,  and  for  such  fish  as  prefer  salt-water  estuaries,  but  the 
fresh- water  pond  is  probably  more  valuable  for  the  herring  fishery. 

To  secure  any  artificial  enlargement  of  the  outlet  e^tteusive  stone 
jetties  would  be  required  on  each  side,  to  prevent  the  opening  being 
filled  with  the  sand,  and  even  these,  unless  of  very  great  extent,  would 
be  of  doubtful  effect,  for  the  beach  is  composed  of  shifting  sand,  ex- 
posed to  the  full  force  of  the  ocean  waves. 

The  village  of  Wakefield  is  situated  at  the  head  of  this  pond,  and  if 
vessels  of  moderate  draught  could  be  made  to  reach  it,  the  people  would 
be  much  benefited;  but  the  cost  of  making  suitable  works  to  effect  this 
would  be  so  great,  that  nothing  but  the  commerce  of  a  great  city  like 
New  York  would  justify  the  attempt.  There  an  artificial  harbor  costing 
millions  could  be  afforded,  and  only  under  its  shelter  could  the  beach 
be  kept  permanently  open.  I  therefore  submit  no  estimate  for  improve- 
ment. 

Very  respectfully, 

G.  K.  Warren, 
Major  of  Engineer s^  Bvt.  Maj.  Oen.y  U,  S.  A. 


J^eport  of  Mr*  Charles  R.  Mather^  Assistant  Engineer. 

Engineer  Office,  United  States  Army, 

Netrpartf  B.  /.,  December  19,  1873. 

Sir  :  I  have  the  honor  to  Bobmit  herewith  a  report  upon  a  survey  and  examination 
of  the  southern  portion  and  outlet  of  Point  Judith  Pond,  Rhode  Island,  together  with 
»ncge«tion8  for  e-stablinhing  navigable  cominunieation  with  the  pond  and  ocean. 

In  accordance  with  yonr  instructions  I  repaired  with  the  party  in  my  charge  to  Point 
Judith  Pond  on  August  2,  1873,  and  comnieuced  the  survey  of  the  pond  and  outlet  on 
Angiist  4,  1873,  completing  it  on  the  27th  of  that  same  month. 

Before  describing  the  survey  proper  I  will  endeavor  to  give  an  outline  of  the  position 
and  extent  of  the  pond,  together  with  some  description  of  its  feeders  and  wat<^r-shed. 

The  Point  Judith  Pond  lies  in  a  comparatively  large  basin,  being  bounded  on  the 
east  by  that  crest  of  hills  running  northward  along  the  west  shore  of  Narragansett  Bay, 
and  turning  inland  near  Narragansett  Pier,  and  bounded  on  the  west  side  by  that  slope 
of  country  running  to  the  westward  which  forms  the  east  side  of  the  water-shed  of  the 
Pawcatuck  River,  and  the  numerous  ponds  located  on  the  southern  shore  of  Rhode 
Island. 
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The  soathem  limit  of  the  pond  commences  at  a  distance  of  some  2,000  to  4,000  feet 
from  the  ocean,  and  extends  northward  about  four  miles,  to  within  one-half  of  a  mile 
of  the  village  of  Wakefield.  It  here  narrows  practically  to  a  brook,  known  as  the 
Saneatncset  River,  which  extends  northward  some  five  miles,  having  for  feeders  two 
small  branches  named  Indian  River  and  Rocky  Brook. 

The  Saugatucset  and  branches  drain  that  portion  of  the  country  lying  some  five 
miles  back  of  Narragansett  Bay,  and  immediately  north  of  Narragaosett  Pier,  while 
the  Pettaqiiamscott  River,  emptying  in  the  ocean  near  Narragansett  Pier,  does  the 
same  for  the  bay  slope. 

The  pond  itself  is  quite  irregular  in  its  conformation  of  shore-line,  and  is  interspersed 
with  numerous  islands,  varying  very  much  in  size.  The  length  of  the  pond  is  aboat 
four  miles,  the  maximum  breadth  one  mile.  The  southern  limit  of  the  pond  is  a  large 
marsh,  interspersed  with  various  creeks.  This  marsh  bounds  the  entire  southern  por- 
tion of  the  pond,  and  is  itself  limited  by  a  range  of  sand-hills,  of  some  25  feet  in 
height,  fronting  on  the  ocean  beach.  At  the  western  limits  of  these  hills  the  present 
"  breach"  or  opening  is. 

This  is  a  shallow  outlet,  of  nearly  constant  width  of  200  feet,  and  general  depth  of 
1|  feet. 

A  prominent  feature  of  the  pond  is  Great  Island,  lying  some  1,200  feet  north  of  the 
marsh,  and  almost,  if  not  entirely,  dividing  the  pond  into  two  distinct  portions  for  a 
distance  north  of  quite  a  mile. 

The  marsh  also  may  be  considered  an  important  feature  of  the  pond,  in  so  far  as  it 
pertains  to  the  future  regimen  of  the  same.  From  the  information  gained  while  on 
the  ground,  I  should  judge  that  the  northern  limit  of  the  marsh  was  gradually 
encroaching  on  the  limits  of  the  pond,  and  that  a  subsidence  of  the  matters  in  suspen- 
sion is  constantly  going  on,  which  has  and  is  increased  proportionally  to  the  diminished 
circulation,  caused  by  the  gradual  and  increasing  closing  uf  the  ''  breach." 

The  changes  that  have  taken  place  in  the  pond  during  the  past  seventy  years  are 
very  marked.  Previous  to  1815  the  outlet  of  the  pond  to  the  ocean  was  ou  the  east 
side  of  the  pond.  This  outlet  was  closed  by  the  "  great  gale  "  in  September  of  that 
same  year,  and  no  traces  now  exist  to  point  out  that  there  ever  was  an  outlet  there, 
except  the  stony  character  of  the  beach  near  the  old  outlet.  The  present  breach  i^ 
about  one  mile  west  of  the  former  opening,  and  its  shores,  being  entirely  of  sand,  are 
unstable  and  shifting. 

The  survey  extended  along  the  ocean-beach  south  of  the  pond  and  eastward  of  the 
same  to  within  1,000  or  1,500  feet  of  Point  Judith  light-house.  The  western  limit  of 
the  survey  is  some  700  or  800  feet  west  of  the  present  breach  or  outlet  of  the  pond, 
which  is  beyond  the  western  limit  of  the  pond  proper.  It  extends  north  (up  the  pond) 
to  a  point  locally  known  as  Beef  Island.  The  entire  survey  constitutes  an  area 
nearly  approximating  in  form  to  that  of  a  square  whose  sides  are  about  11,000  feet  in 
length. 

The  method  of  conducting  the  survey  consisted  in  first  covering  the  marsh  to  the 
fionth  of  the  pond,  and  also  the  ocean -beach,  with  lines  of  traverse,  closing  on  an  arbi- 
trary starting-point,  and  forming  a  polygon  of  some  twentv-three  sides,  the  angular 
correctness  of  which  was  determined  by  a  comparison  of  the  difference  of  the  right 
and  left  deflections  with  360^.  The  linear  measurements  were  tested  by  calculations  of 
the  latitudes  and  departure  of  the  traverse  lines  and  comparisons  of  the  sums  of  the 
same.  The  linear  measurements  were  also  tested  by  platting.  To  prevent  any  gradaal 
accumulation  of  small  and  uncertain  errors,  the  eastern  portion  of  the  polygon  was 
subdivided  into  a  smaller  one,  and  its  correctness  determined  as  before.  Upon  the 
accuracy  of  this  latter  polygon  the  position  of  all  the  stations  on  the  upper  portions  of 
the  pond  depended. 

The  shores  of  the  pond,  together  with  the  northern  limit  of  the  marshes,  were  located 
entirely  by  triangulation,  it  being  considered  that  this  would  be  economical  of  time, 
being,  in  fact,  the  onl^  practicable  way  to  locate  the  outlines  of  the  marsh  and  the 
numerous  creeks  therein. 

Stations  for  doing  this  were  located  on  the  east  and  west  shores  of  the  pond,  and  on 
the  same  shores  of  Great  Island,  by  a  system  of  triangulation  connecting  with  a  side 
of  the  smaller  polygon  just  previously  mentioned. 

A  tide-gauge  was  eslablisbed  in  the  pond,  which  developed  the  fact  that  practically 
there  was  no  oscillation  of  tide  going  on  in  the  pond,  the  maximum  difiierence  of  read- 
ings on  the  gauge  beiu^  O.S  of  a  foot.  A  buoy -gauge  was  also  placed  in  the  ocean  and 
read  for  three  consecutive  days,  and  the  height  of  mean  low-water  established  by  sub- 
tracting one-half  of  the  mean  rise  and  fall  of  the  tides,  as  given  by  the  United  btatee 
Coast  Survey,  from  the  mean  sea-level  determined  from  the  readings.  The  two  gauges 
were  connected  by  lines  of  level,  and  the  difference  of  height  of  the  zeroes  of  the  gauges 
compared.  This  comparison  showed  mean  low-water  in  the  ocean  to  be  44>  feet  below 
the  surface  of  the  pond  at  the  time  of  this  survey. 

Soundings  were  taken  inside  the  pond,  on  both  sides  of  Great  Island,  as  far  north  as 
gave  9  feet  and  over  in  the  west  passage  of  the  pond,  6  feet  being  the  limit  of  depth 
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obtained  on  tbe  east  side  of  Great  Island.  This  latter  depth  was  about  the  max!mnm 
to  be  obtained  in  the  east  passage.  In  the  ocean,  from  Point  Judith  west  to  within 
S^O  feet  of  the  present  breach,  soundings  were  taken  from  the  shore  to  a  depth  of 
over  25  feet.  The  soundings  were  located  by  the  intersection  of  known  lines  of  sight 
from  two  transits. 

Th«  wishes  of  the  people  consnlted  in  the  matter,  relative  to  the  desired  improve- 
ment,  seem  to  universally  be  that  the  pond  should  be  connected  with  the  ocean  in  such 
a  manner  that  vt^ssels  drawing  from  7  to  8  feet  may  pass  into  the  pond.  The  object  of 
the  improvement  is,  however,  twofold: 

First.  To  give  communication  by  water  to  that  section  of  country  lying  near  the 
head  of  the  pond,  which  contains  quite  a  number  of  moderately-sized  manufacturing 
vill«g«6,  or,  in  other  words,  to  give  that  section  an  opportunity  to  get  their  supplies 
and  send  off  their  exports  direct  by  water.  This  section  of  country  now  brings  a  hirge 
portion  of  the  former  to  Providence,  and  re-transports  them  by  rail  via  the  Providence 
and  Stonington  Railroad  to  the  station  on  that  road  nearest  to  the  ultimate  destination, 
from  which  station  they  are  brought  by  teams,  for  varying  distances,  to  the  desired 
place.  This  increase  of  transportation  and  consequent  expense  would  be  almost 
entirely  obviated  if  the  pond  were  connected  with  the  ocean  in  the  manner  spoken  of 
in  the  preceding  paragraph. 

Second.  To  meet  the  wishes  of  the  fishing  interest,  as  during  the  winter  months, 
more  especially  in  former  years,  enormous  quantities  of  bass  and  perch  entered  the 
pond  daring  this  season  of  the  year,  and  the  catching  of  these  fish  gives  employment 
to  numbers  of  men  living  near  the  pond.  I  have  been  informed  that  large  quantities 
of  oysters  were  formerly  obtained  in  the  pond,  but  have  now  almost  entirely  disap- 
peared, owing  to  the  impeded  circulation  in  the  pond  caused  by  the  gradual  closing 
of  the  breach.  I  could  not  obtain  any  extended  information  as  to  what  might  be 
the  average  magnitude  of  these  fishing  interests,  but  have  been  informed  that  it 
reacbeo  the  sum  of  $20,000  per  season. 

The  plan  for  making  a  navigable  connection  with  the  ocean  best  adapted  to  the  case 
is  the  construction  of  atcansil  and  lock  connecting  the  pond  with  the  ocean.  This 
method  of  connection  may  be  considered  almost  necessary  on  account  of  the  difference 
of  level  between  the  pond  and  ocean.  This  would  satisfy  the  requirements  of  the  firnt 
object  of  the  improvement,  and,  if  the  second  should  be  considered  of  sufficient  im- 
portance to  warrant  an  expenditure,  the  present  breach  might  be  dredged  and  opened 
at  the  mouth  to  permit  the  more  easy  access  of  fish  to  the  pond. 

For  the  choice  of  location  of  the  canal  there  offer  two  places.  One  line  lies  on  the 
eastern  side  of  the  pond,  and  presents  in  its  favor  the  fact  that  the  ground  is  quite 
level  for  a  distance  of  at  least  one-half  of  its  length  ;  for  the  remaining  distance  there 
is  a  gradual  rise  to  the  summit  of  the  beach.  The  hard  and  stony  character  of  the 
beach  here  is  also  in  favor  of  this  location.  This  hardness  may  be  of  sufficient  char- 
acter and  depth  to  do  away  almost  or  entirely  with  artificial  means  to  preserve  the 
month  of  the  canal  from  filling  up. 

The  other  choice  for  a  line  of  canal  is  the  present  opening  or  breach.  The  only 
thing  to  1>e  said  in  favor  of  this  location  is  the  level  character  of  the  surrounding 
marsh  near  it,  extending  to  the  mouth  of  the  breach.  The  breach-creek  itself  is  too 
crooked  to  be  made  nse  of  as  a  canal  by  excavation  and  dredging,  and  offers  the  fur- 
ther objection  of  the  extremely  unstable  and  shifting  character  of  its  month.  This  uu- 
stableness  would  necessitate  the  construction  of  exx)ensive  jetties  on  probably  both 
sides  of  the  opening  of  the  proposed  canal,  as  well  as  causing  the  building  of  them 
some  distance  inland  to  prevent  the  possibility  of  the  sea  ever  breaking  over  the  beach 
and  sand-hills  near  the  opening. 

If  the  fishing  interests  were  alone  consulted  in  the  proposed  improvement,  the  pres- 
ent breach  might  be  ntilissed,  by  dredging,  to  assist  the  wants  of  this  interest.  If  this 
were  done  it  would  still  be  necessary  to  protect  the  mouth  of  the  breach  by  jetties, 
and  it  is  quite  questionable  if  the  opening  could  be  successfully  secured  against  the 
strong  probability  of  storms  closing  it  during  the  prosecutiop  of  the  work. 

Accompanying  this  report  is  a  map  of  that  portion  of  the  pond  and  ocean  within  the 
limits  of  the  survey,  on  a  scale  of  200  feet  to  the  inch.  This  map  is  illustrated  with 
sections  of  level  taken  at  characteristic  portions  of  the  beach,  sand-hills,  and  marsh,  <  n 
a  scale  of  100  feet  to  the  inch  horizontal  and  10  feet  vertical  distances. 

I  was  assisted  with  commendable  energy  and  earnestness  during  the  entire  survey  by 
Mr.  0.  L.  Howes,  civil  engineer,  Mr.  Edward  Higginson,  and  Mr.  W.  P.  Chrystie. 
Very  respectfully, 

Oharlbs  R.  Matdbr, 

Assistant  Engineer. 

G.  K.  Warren, 

Major  of  Engineers  and  BvU  Maf,  Gen.,  V,  8,  A, 

19ENa 
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APPENDIX  Y. 

ANNUAL  REPORT  OF  LIEUTENANT-COLONEL  GEORGB 
THOM,  CORPS  OF  ENGINEERS,  FOR  THE  FISCAL  YEAB 
ENDING  JUNE  30,  1874. 

United  States  Engineer  Office, 

Portland^  Me.j  August  17, 1874, 

General:  I  have  the  honor  to  submit  herewith  my  aunnal  refM)rt9 
upon  works  of  river  and  harbor  improvements,  and  of  examinations  and 
surveys  under  my  charge,  for  the  fiscal  year  ending  June  30, 1874. 
Very  respectfully,  your  obedient  servant, 

Geo.  Thom, 
Lient.  Col,  of  Engineers^  Bvt  Brig.  Oen,,  U,  8,  A. 
Brig.  Gen.  A.  A.  Humphreys, 

Chief  of  Engineergj  U.  S.  A. 


Y  r, 

improvement  OF  ST.  CROIX  RIVER,  ABOVE  THft  "  LEDGE/''  MAINE. 

The  following  appropriations  have  been  made  for  the  improvement 
of  this  rivOT : 

By  act  of  Congresa approved  March  9, 1867 , ^,000  09 

By  act  of  Congress  approved  March  3, 1873 , 10,000  00 

By  act  of  CoDgresH  approved  June  23, 1874 10,000  00 

Total 35,OQO0t 

The  act  of  March  2, 1867,  contained  a  proviso  that — 

The  province  of  New  Bmnswiek  contrfbvte  and  pay  to  the  proper  diebiMsing  officer 
a  like  snm  for  said  purpose ;  said  payment  being  made  on  condition  that  in  no  eveoC 
shall  the  province  of  New  Brunswick  be  called  upoa  for  more  than  half  tke  sum  ac* 
tually  expended  for  said  purpose. 

In  July,  1873,  information  was  received  by  the  Department  from  the 
minister  of  pablic  works  of  the  Dominion  of  Canada^  that  $-25,000  had 
been  appropriated  by  Parliament— 

For  the  removal  of  slabs,,  sawdast,  and  other  obstructions  in  the  8t.  Croix  Bivec, 
which  runs  between  the  province  of  New  Brunswick  and  the  State  of  Maine. 

It  being  understood  that  the  Government  of  the  United  States  had 
appropriated  a  certain  sum  for  the  »aiue  purpose,  it  was  suggested — 

Whether  the  two  governments  might  not  act  jointly  in  the  matter. 

By  an  arrangement  made  between  the  United  States  Secretary  of 
War  and  the  minister  of  public  works,  (as  will  appear  in  the  accompa- 
nying correspondence,  marked  A,  1,2,3,4^5,)  this  work  was  intrusted 
to  Henry  F.  Perley,  esq.,  engineer,  department  of  public  works,  aod 
myseU: 

"with  a  view  to  deciding  upon  a  definite  plan  for  the  improvement  of 
this  river,  in  such  a  manner  as  would  meet  the  approval  of  both  govern- 
ments, an  accurate  survey  was  made  under  my  direction  in  July,  Au- 
gust, and  September^  1873^  of  that  portion  of  it  whieh  is  embraced  U- 
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tween  ^Hhe  Ledge"  and  the  bridge  connecting  Calais,  Me.,  with  St.  Ste- 
phen, N.  B.,  a  distance  of  aboat  five  miles,  the  expenses  of  which  sur- 
vey have  since  been  equally  shared  by  the  two  governments.  A  project 
for  the  improvement  of  this  river  was  prepared  by  Mr.  Perley  and  my- 
self, in  November  last,  the  drawing  explanatory  of  which  was  forwarded 
to  the  Department  in  March  last.  VVith  a  view  to  preparing  a  project 
tor  this  work  under  the  additional  appropriation  of  $10,000,  made  by 
act  of  June  23, 1874, 1  addressed  a  communication  to  Mr.  Perley  to  as- 
certain what  action,  if  any,  had  been  taken  by  his  own  government  in 
this  matter ;  in  reply  to  which  (see  accompanying  copies  of  the  corres- 
pondence marked  B,  1, 2, 3)  I  was  informed  that  the  minister  of  public 
works  would  not  consent  to  the  expenditure  of  any  portion  of  the  sum 
of  $25,000,  which  had  already  been  voted  by  that  government  for  this 
work,  until  thoroughly  satisfied  that  there  would  be  no  further  deposi- 
tion of  slabs  and  sawdust  from  the  mills  on  the  St.  Gfoix ;  arguing  that 
if  the  river  were  cleared  out  as  proposed  there  is  now  no  guarantee  that 
the  river  would  remain  in  a  state  of  efficiency,  but  would  soon  be  closed 
up  again  and  require  further  expenditure. 

These  views  entirely  coincide  with  my  own,  as  communicated  in  ray 
report  to  the  Department  dated  September  10,  1867  ;  and  the  attention 
of  Congress  was  then  asked  to  the  matter,  with  a  view  to  such  legisla- 
tion as  might  be  necessary  to  prevent  the  future  obstruction  of  this  and 
other  rivers.  No  attention,  however,  appears  to  have  been  given  to  the 
matter,  so  that  there  does  not  now  exist  any  law  or  authority  sufficiently 
strong  for  effecting  the  desired  object.  Under  all  the  circumstances 
above  stated,  it  is  not  probable  that  any  further  work  will  be  undertaken 
at  present  for  the  improvement  of  this  river.  The  attention  of  Congress 
is  again  respectfully  asked  to  this  matter,  and  to  the  necessity  for  some 
general  law  to  protect  from  injury  and  obstruction  all  navigable  waters 
under  the  control  of  the  IJMited  States,  and  for  the  improvement  of 
which  Congress  has  already  made  or  may  hereafter  see  fit  to  make  ap- 
propriations. 

This  river  throaghoat  its  whole  extent  forms  a  part  of  the  international  boundary ; 
and  that  portion  of  it  for  which  improyemeuts  are  projected  lies  within  the  collection- 
district  of*  Passamaqaoddy,  the  nearest  port 'of  entry  l»eing  Calais,  Me. 

The  light-honse  nearest  thereto  is  on  Dochet's  Island,  in  St.  Croix  River,  about  eight 
miles  below  Calais;  and  the  nearest  fort  is  Fort  Sallivan,  at  Eastpurt,  Me.,  about 
thirty  miles  below  Calais. 

The  amount  of  duties  collected  at  the  port  of  Calais  for  the  fiscal  year  endi!ig  June 
30, 1874,  and  the  extent  to  which  commerce  and  navigatioa  would  be  benefited  on  the 
part  of  the  United  States  by  the  contemplated  improvement  of  this  river,  are  exhibited 
in  the  appended  statement  marked  C,  courteously  furnished  by  the  deputy  collector  at 
that  port. 

Financial  statement 

Balance  in  Treasury  of  United  States  July  1,1673 |24,000  00 

Amount  in  hands  of  officer  and  subject  to  his  check,  (including  percentage 

due  on  contracts  not  yet  completed) 983  25 

Amonnt  appropriated  by  act  approved  June  23,  1874 10,000  00 

Amount  expended  during  the  nscal  year  ending  June  30,  1874 797  67 

Amount  available  July  1, 1874 34, 185  58 


Correspondence  relative  to  proposed  improremeni. 

A  1. 

Ottawa,  July  14, 1873. 

8ir:  I  am  directed  by  the  minister  of  public  works  to  state  that  a  sum  of  $25,000  has 
been  appropriated  by  the  Parliament  of  the  Dominion  for  the  removal  of  slabs,  saw- 
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dust,  and  other  obstructions  in  the  St.  Croix  River,  which  rans  between  the  prorioe* 
of  New  Brunswick  and  the  State  of  Maine,  and  that  it  is  understood  that  the  Gormi- 
nient  of  the  United  States  have  appropriated  a  certain  sum  for  the  same  purpose. 

I  am,  therefore,  to  request  you  will  be  pleased  to  inform  me  of  the  amount  of  the  said 
appropriation,  the  natnre  and  extent  of  the  work  to  be  executed,  and  whether  the  two 
Governments  might  not  act  jointly  in  the  matter. 

I  have  the  honor  to  be,  sir,  your  obedient  servant, 

F.  Braux, 

Secretarg, 
The  Secretary  of  War, 

Washinytonf  U.  S.  A, 


A  2. 


Office  of  the  Chief  of  Ej^<5inekrs, 

Washin^fton,  D.  C,  July  21,  1873. 

Sir  :  The  letter  of  the  secretaiy  of  the  department  of  public  works  of  Canada,  of  tiie 
14th  instant,  in  reference  to  the  improvemelit  of  the  St.  Croix  River,  Maine,  and  stat- 
ing that  an  appropriation  has  been  made  therefor  by  the  Canadian  government,  i» 
herewith  respectfully  returned. 

The  act  making  appropriations  for  the  repairs,  dsc,  of  certain  public  works,  &c,  ap- 
proved March  2,  1867,  contains  the  following  item :  "  For  the  purpose  of  iiiiproviQ|;tbe 
navigation  of  the  St.  Croix  River,  Maine,  above  the  ledge,  fifteen  thousand  doUan: 
Prori(^fd,The  province  of  New  Brunswick  shall  contribute  and  pay  to  the  proper disbars- 
ing  officer  a  like  sum  for  said  purpose.  Said  payment  being  made  on  condition  that  in 
no  event  shall  the  province  of  New  Brunswick  be  called  upon  for  more  than  half  the 
sum  actually  expended  for  said  purpose.''  The  co-operation  of  the  province  not  hav- 
ing been  obtained,  the  work  of  improvement  was  not  commenced. 

llie  officer  in  whose  district  the  St.  Croix  River  lies.  Colonel  Thom,  in  bis  anniial 
report  to  this  office  dated  September  14,  1872,  states  that  for  an  accurate  estimate  of 
the  amount  that  is  required  for  entire  and  permanent  completion  of  the  improvement, 
a  careful  survey  would  be  necessary.  He  estimated  that  it  would  require  the  removal 
of  not  less  than  100,000  cubic  yards  of  slabs,  edgings,  and  sawdust  to  make  a  channel 
100  feet  wide  and  10  feet  deep  at  low- water,  at  a  cost  of  about  $100,000,  one-half  (o  be 
paid  by  the  province  of  New  Brunswick.  « 

The  act  making  appropriations  for  the  repair,  preservation,  and  completion  of  certain 
public  works,  &c.,  approved  March  3,  1873,  has  an  item  ''for  the  improvement  of  the 
St.  Croix  River,  above  the  ledge,  Maine,  $10,000.*'  This  appropriation  contains  no  pro- 
viso, and  will  be  expended  by  the  officer  of  engineers  having  charge,  (Lieutenant- 
Colonel  Thom,)  as  soon  as  an  accurate  survey  can  be  made  of  the  river  from  the  '*  ledge ^ 
to  Calais,  the  head  of  navigation. 

This  survey,  it  is  expected,  will  be  made  during  the  present  month,  at  a  coet  of  about 
$1,000. 

The  amount  then  available  of  the  appropriation  of  March  2, 1867,  including 

the  $1,000  above  referred  to,  is $15,000 

Appropriated  March  3, 1873 10,000 

Total  available 25,000 

which  is  the  amount  appropriated  by  the  Dominion  of  Canada. 

It  is  respectfully  recommended  that  the  department  of  public  works  of  Canada  be 
requested  to  confer  with  Lieut.  Col.  George  Thom,  Corps  of  Engineers,  at  Portland, 
Me.,  in  regard  to  the  expenditure  of  the  appropriation  made  by  the  Dominion  of  Can- 
ada, and  that  Colonel  Thom  be  authorized  to  make  such  arrangements  with  the  Cana- 
•  dian  authorities,  subject  to  the  approval  of  the  War  Department,  as  will  best  subserve 
!  the  interests  of  both  parties. 

By  command  of  Bngadier-General  Humphreys,  and  in  his  absence. 
Very  respectfully,  your  obedient  servant, 

J.  G.  Foster, 
Lieut  Col,  of  Engineers f  BvL  MaJ,  Gen.,  V.  5.  A. 
Hon.  W.  W.  Belknap, 

Secretary  of  War, 

Approved. 

By  order  of  Secretary  of  War. 

W.  T.  Barnard, 
Acting  Cku^  aert 
July  23, 1873. 
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A  3. 

War  Department, 
Washingtottj  D.  C,  July  26,  1873. 

Sir  :  In  reply  to  your  letter  of  the  14th  instant,  requesting  to  be  informed  of  the 
amoaot  appropriated  by  the  United  States  Government  for  the  removal  of  shibs,  saw- 
dust, and  other  obstructions  in  the  St.  Croix  River,  the  nature  and  extent  of  the  work 
to  be  executed,  and  whether  this  Government  could  not  act  jointly  in  the  matter  with 
the  Dominion  government,  I  have  the  honor,  in  the  absence  of  the  Secretary  of  War, 
and  by  his  direction,  to  invite  your  attention  to  the  inclosed  copy  of  the  Report  of  the 
Chief  of  Engineers  upon  the  subject,  dated  the  21st  instant,  with  request  that  the  de- 
partment of  public  works  of  Canada  confer  with  Lieut.  Col.  George  Thorn,  Corps  of 
Engineers,  Portland,  Me.,  in  regard  to  the  expenditure  of  the  appropriation  referred  to 
in  yonr  letter;  Colonel  Thorn  having  been  authorized  to  make  such  arrangements,  sub- 
ject to  the  approval  of  this  Department,  as  will  best  subserve  the  interests  of  both 
governments. 

Very  respectfully,  yoor  obedient  servant, 

W.  T.  Barnard. 

Acting  Chit/  Clerk. 
Secretary  Department  of  Public  Works, 

Ottawa^  Canada. 


A  4. 


Office  of  the  Chikf  of  Engineers, 

fVashington,  D.  C,  August  2,  1873. 

Sir  :  The  inclosed  copy  of  a  communication  from  the  minister  of  public  works  of  the 
Dominion  of  Canada  to  the  Secretary  of  War  upon  the  subject  of  the  improvement  of 
the  navigation  of  the  St.  Croix  River,  with  copies  of  letters  from  this  office  to  the  Sec- 
retary of  War  and  the  reply  to  the  Canadian  authority,  are  forwarded  to  you  for  your 
iaformatiou. 

Yon  will  perceive  the  department  of  public  works  has  been  requested  to  correspond 
with  you  in  regard  to  the  expenditure  of  the  appropriation  made  by  the  Canadian  Par- 
liaiueut,  and  you  are  authorized  to  make  such  arraugeuitsuts,  subject  to  the  approval 
of  this  office,  as  will  best  subserve  tjbe  interests  of  both  governments. 
By  command  of  Brigadier-General  Humphreys. 
Very  respectfully,  your  obedient  servant, 

Jno.  G.  Parke, 

Major  of  Engineers. 
Xfieut.  CoL  George  Thom, 

Corps  of  Engineers. 


k  5. 

St.  John,  N.  B.,  Septanber  8, 1873. 

Sir  :  I  am  instructed  by  the  honorable  the  mioister  of  public  works  of  the  Dominion 
of  Canada  to  place  myself  in  communication  with  you.  relative  to  the  joint  expendi- 
ture of  sums  voted  by  the  Government  of  the  United  States  and  that  of  the  Dominion, 
for  the  purpose  of  improving  the  navigable  channel  of  the  St.  Croix  River. 

For  the  purpose  of  consulting  with  you  respecting  this  work,  I  purpose  calling  on 
yon  on  Monday  morning  next,  the  15th  instant. 

If  this  snits  your  convenience,  will  you  be  kind  enough  to  telegraph  me  to  that 
effect,  and  also  your  address. 

I  have  the  honor  to  be,  sir,  your  obedient  servant, 

Henry  F.  Perley, 
Assistant  Engineer j  Depart.  Public  Ji'orks. 
Lieut.  Col.  Thom, 

Corps  of  Engineers,  U.  S.  A.,  Portland,  Jfe.,  U.  S, 


B  1. 


United  States  Engineer  Office, 

Portland,  Me.,  July  4,  1874. 

Dear  Sir:  I  have  just  been  advised  that  an  additional  appropriation  of  810,000  has 
been  made  for  improving  the  navigation  of  St.  Croix  River,  making  altogether  $35,000 
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appropriated  by  the  United  States  Government  for  that  work.    Will  yon  do  me  the 
favor  to  inform  me  what  action,  if  any,  yonr  own  government  has  taken  in  this  matter, 
and  if  there  is  any  probability  that  you  will  be  able  to  do  anything  this  season  f 
Very  truly  yoars,  Ac, 

Geo.  Thom, 
Lieut,  Col.  of  EngineerSf  BvU  Brig,  Gen.;  U.  S.  A. 
Henry  F.  Peri  by,  Esq., 

Assistant  Engineer ^  Department  of  Public  WorkSj  8t.  John,  N.  B. 


B  2. 

St.  John.  N.  B.,  July  13, 1874. 

Dear  Sir  :  Absence  from  St.  John  is  the  reason  why  I  have  not  replied  to  yonn  ol 
the  4th  instant  before. 

The  sum  of  |25,000  was  re-voted  at  the  last  session  of  Parliament  for  the  improve- 
ment of  the  St.  Croix  River,  but  the  honorable  the  minister  of  public  works  states  that 
he  will  not  consent  to  the  expenditure  of  any  portion  of  that  amonnt  Dotil  he  is 
thoroughly  satisfieil  that  there  would  be  no  further  deposition  of  slabs  and  sawdnst 
from  the  mills  on  the  St.  Croix,  arguing  that  if  the  river  was  cleared  out  as  proposed 
by  your  plan  there  is  now  no  guarantee  that  the  river  would  remaiu  in  a  state  of 
efficiency,  but  would  soon  be  closed  up  again,  and  require  further  expenditure. 
Yours,  faithfully, 

Henry  F.  Perley. 
Bvt.  Brig.  Gen.  Thom, 

U.  S.  Engineer,  Portland,  Me. 


B  3. 


United  States  Fngineer  Office, 

Portland,  Me.,  July  ir,  1874. 

Dear  *Sir  :  I  have  to  acknowledge  the  receipt  of  yonr  letter  of  the  13th  instant, 
informing  me,  in  reply  to  mine  of  4tu  instant,  that  the  sum  of  $25,000  was  re-voted  at 
the  last  session  of  Parliament  for  the  improvement  of  St.  Croix  River,  bat  that  the 
honorable  the  minister  of  public  works  states  that  he  will  not  consent  to  the  expendi- 
ture of  any  portion  of  that  amount  until  he  is  thoroughly  satisfied  that  then)  would 
be  no  further  deposition  of  slabs  and  sawdust  from  the  mills  on  the  St.  Croix,  argning 
that  if  the  river  was  cleared  out  as  proposed  there  is  now  no  guarantee  that  the  river 
would  remaiu  in  a  state  of  efficiency,  but  would  soon  be  closed  up  again,  and  require 
further  expenditure. 

In  my  first  report  to  the  Chief  of  Engineers  on  the  improvement  of  this  riTer,  dated 
September  10,  1867, 1  stated  that  '*  while  the  causes  of  these  obstructions  to  navigation 
continue  in  operation,  [to  wit,  throwing  of  slabs,  edgings,  and  sawdust  into  the  river 
from  the  numerous  saw-mills  on  both  its  banks,  above  and  near  Calais,  Me.,  and  St 
Stephen,  New  Brunswick,]  it  would  not  appear  to  be  advisable  to  expend  the  appropria- 
tion, viz,  115,000,  made  by  act  of  March  2, 1867,  in  removing  them  until  a  sufficient  protec- 
tion should  be  given  to  the  channel  by  adequate  State  laws,  or  else  by  such  laws  of 
Congress  as  might  be  necessary  to  prevent  obstructions  or  other  injury  to  its  navigable 
waters.  To  this  matter  the  attention  of  Congress  was  asked  at  as  early  a  <uy  as 
practicable,  but  as  yet  no  action  thereon  has  been  taken. 

Now,  any  control  over  the  navigation  of  this  river,  forming  as  it  does  a  x^irt  of  tbe 
international  boundarv,  must  necessarily  be  derived  either  from  a  treaty  or  else  from 
joint  legislation  on  tne  part  of  the  State  of  Maine  and  the  Dominion  of  Canada,  by 
which  commissioners  may  be  empowered  to  prevent  any  further  injury  thereto  what- 
ever.   At  present  there  does  not  appear  to  be  any  law  or  authority  sufficiently  strong 
for  effecting  this  object,  so  that  it  is  not  probable  that  any  further  steps  will  be  taken 
at  this  time  by  either  government  for  the  improvement  of  this  river  under  the  appro- 
priations made  therefor,  more  especially  as  the  act  of  Congress,  approved  March  2, 
1867,  making  the  first  appropriation  for  this  work,  provides  that  **  the  province  of  Neir 
Brunswick  shall  contribute  and  pay  to  the  proper  disbursing  officer  a  like  sum  for  said 
]mrpose,  said  payment  being  made  on  condition  that  in  no  event  shall  the  province  of 
New  Brunswick  be  called  upon  for  more  than  half  the  sum  actually  expended  for  said 
purpose." 

Very  respectfully,  your  obedient  servant, 

Geo.  Thom, 
Lieut,  Col.  of  Engineers,  Bvt,  BHg^  Gen.,  V.  S.  J. 

Henry  P.  Pkrley,  Esq., 

MHstant  Engineer,  Department  of  Public  Works,  Dominion  of  Canada,  St.  John,N.B. 
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C. 

Commereial  statistics, 

CusTOM-HousE, 
CalaiSy  Jfe.,  July  31,  1874. 

Statement'  Bbowing  amennt  of  revenue  collected  at  this  port  daring  fiscal  year  ending 
June  30, 1874 ;  also  other  statistics  relating  to  the  business  of  this  port  during  the 
same  period. 

Revenue  collected $31,000  00 

Domestic  cxpiMrts, 

Long  lumber,  superficial  feet 82,000,000 

Lathe 68,000,000 

Shingles 38,000,000 

Pickets 868,000 

Spool^tuff 246,000 

Posts  and  railroad-ties - 55,000 

Clapboards 50,000 

Ship-knees 68,000 

Hoops 200,000 

Calcined  plaster,  barrels 40,000 

Sand-plaster,  casks 12,000 

^ret^ii  exports. 
Long  lumber,  superficial  feet 2,500,000 

Foreign  imports. 
Rock-plaster,  tons 8,144 

Domestic  imports. 

Flour,  barrels 28,000 

Corn,  bushels 128, 00^ 

Pork  and  beefi  barrels'. 3,500 

Coal,  touB 3,100 

Lime,  casks 6,530 

Arrivals  of  vessels. 

Domestic 1,029 

Foreign 70 

Clearances  of  vessels, 

Domeetie 1,004 

Foreign ^ 87 

Vessels  huilt. 
Sixteen  schooners,  total  tonnage 2,635 

Vessels  rebuilt. 
Four  schooners,  total  tonnage • 474 

Repaired  at  dry-dock  and  railways. 

One  hundred  and  eighty  vessels. 

River  open  for  navigation  300  days. 

W.  M.  Haycock, 
Deputy  Collector  and  Inspector. 


Y2. 

IMPROVEMENT  OF  MACHIAS  RIVER,  MAINE. 

The  following  appropriations  have  been  made  for  the  improvement  of 
this  river,  viz : 

By  act  of  Congress  approved  March  3, 1873 $12,000  00 

By  act  of  Congress  approved  June  23, 1874 10, 000  00 

Total 22,000  00 
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With  a  view  to  improving  the  navigation  of  this  river,  a  survey  of  it 
was  made  in  1872,  showing  that  it  was  formerly  navigable  at  mean  Im- 
tcater^  from  its  mouth  at  Machiasport  up  for  a  distance  of  five  miles 
to  the  falls  of  Machias  for  vessels  of  6-foot  draught,  the  average  rise 
and  fall  of  the  tides  being  13.3  feet;  that  there  is  a  good,  unobstructed 
channel,  with  18  feet  of  water,  at  mean  low-water,  as  far  up  as  the  mooth 
of  East  Machias  Kiver,  (being  about  four  miles  below  the  falls  at 
Machias;)  and  thence  up  one  mile  to  the  draw-bridge  between  Machias- 
port and  East  Machias,  a  good  12-foot  ohannel.  Above  the  draw-bridge 
for  a  distance  of  about  two  miles  (being  to  a  point  about  one  mile  below 
the  falls)  the  channel  has  not  less  than  6  feet  of  water  at  mean  low- 
water  for  a  width,  except  in  one  locality,  of  not  less  than  150  feet 
Above  that  point  the  channel  becomes  narrow  and  tortuous,  not  having 
a  greater  depth  than  3  feet  at  mean  low- water,  owing  to  the  obstruc- 
tions (known  as  the  '^middle  ground")  caused  chiefly  by  the  waste 
from  the  saw-mills  at  and  above  the  falls. 

In  order  to  so  improve  the  navigation  of  this  river  as  to  meet  the 
requirements  of  its  commerce,  it  is  recommended  that  its  channel  be  so 
enlarged  as  to  have  a  depth  of  6  feet  at  mean  low-water  for  a  width  of 
150  feet,  all  the  way  up  to  the  wharves  at  Machias.  To  efiTect  this 
would  require  the  removal  of  the  following  obstructions,  viz : 

1.  Shoal  near  draiC'hridge, — This  consists  mostly  of  mnd  and  saw-dnst^  inter- 
mixed with  a  few  logs  and  slabs,  and  requires  the  excavation  of  1,300 

cubic  yards,  the  estimated  cost  of  wbicb^  at  50 cento 96o9  60 

2.  Shoal  or  narraiva  off  JAhby  Head. — ^Tbis  consiats  of  mnd  and  saw-doBt, 

5, 100  cubic  yards  at  50  cents 2,55000 

3.  The  "  middle  groitnd,^^ — ^Tbis  consists  of  about  42, 300  cubic 
yards  of  mud  and  saw-dust,  tbe  estimated  cost  of  re- 

moTing  which,  at  50  cents $21, 150  00 

and  14, 000  cubic  yards  of  slabs  and  edgings,  at  60  cents ....        8, 400  00 

29,K0«0 

4.  Middle  Rock, — ^l^o  remove  this  to  a  depth  of  one  foot  below  the  plane  of 
mean  low- water  would  require  1,553  cubic  yards  of  excavation,  which, 

at  16.75  per  cubic  yard,  (the  price  contracted  for,)  would  amount  to....       10,482  75 
adcling  for  engineering  expenses  and  other  contingencies,  say 4,767  '^ 

Total 48,00*00 

Amount  appropriated  by  acts  of  March  3,  1873,  and  June  23, 1874,  as 

above 22,000  00 

Additional  amount  required  for  completing  this  work 26, 000  00 

On  the  23d  of  June,  1873,  a  contract  was  made  with  Mr.  Edouard  M. 
Le  Prolion,  of  Portland,  Me.,  for  the  removal  of  Middle  Rock,  at  $6.75 
per  cubic  yard,  under  the  appropriation  of  March  3, 1873.  On  the  14th 
of  July  he  commenced  work,  and  continued  it  with  energy  up  to  the 
10th  of  November,  1873,  when,  on  account  of  the  high  stage  of  the  river, 
he  was  obliged  to  suspend  operations  until  spring.  About  the  1st  of 
June,  1874,  operations  were  resumed  for  a  few  days,  but  owing  to  the 
high  and  unfavorable  condition  of  the  river  they  were  again  suspended 
until  about  the  1st  of  July.* 

After  having  completed  the  removal  of  Middle  Rock,  in  Machias  Har- 
bor, which  is  by  far  the  most  important  improvement  of  this  river,  the 
work  that  will  then  remain  to  be  done  consists  in  the  excavation  of 
about  63,000  cubic  yards  of  slabs,  edgings,  saw-dust,  &c.,  from  the  chan- 
nel between  Machias  Village  and  the  draw-bridge.  For  this  work  there 
will  be  an  available  balance  of  about  $11,500  of  the  appropriatioDS 
hitherto  made,  which  is  to  be  applied  to  the  deepening  of  the  channel 

*  On  the  28th  of  July,  1874,  this  work  was  completed  down  to  au  average  deptli  of 
about  oue-half  a  foot  below  the  x)lane  of  mean  low-water. 
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at  tbe  ^^  middle  ground,''  where  obstructed  by  slabs^  edgings,  and  saw- 
dust thrown  in  from  the  mills  above.* 

The  benefit  to  be  derived  from  this  expenditure,  or  from  any  future 
appropriation  for  the  work,  will  be  but  temporary,  unless  Congress 
shall,  by  suitable  legislation,  protect  this  river  from  injury  and  obstruc- 
tion hereafter  in  the  same  manner  as  recommended  for  the  St.  Croix 
and  Penobscot  Rivers. 

Finan^nal  statetnent 

Balance  in  Treasnry  of  United  States  July  1, 187S $11,000  00 

Amonnt  in  handn  of  officer  and  subject  to  bis  check 950  84 

Amount  appropriated  by  act  approved  Jane  23,  1874 10, 000  00 

Amount  expended  during  the  tiscal  year  ending  June  30,  li^4 5, 504  44 

Amount  avaihible  July  1,  1874 14.758  90 

Anion ut  required  for  ttie  fiscal  year  ending  June  30, 1876 26»  000  00 


Y3. 

IMPROVEMENT  OF  NARRAGUAGUS   RIYER,   MAINE. 

The  navigation  of  this  river  from  its  mouth  in  Millbridge  up  to  the 
bead  of  navigation  at  the  bridge  in  Gherr^'fieUl^a  distance  of  about 
seven  miles,  has  hitherto  been  much  obstructed  by  numerous  ledges, 
bars  formed  of  slabs,  edgings,  and  saw-dust,  and  a  very  large  number 
of  sunken  bowlders. 

For  the  improvement  of  this  liver  the  following  appropriations  have 
been  made,  viz : 

By  act  of  Congress  approved  March  3,  1871 $12,000  00 

By  act  of  Congress  approved  June  10,  1872 10,000  00 

Total 22,000  OO 

Of  this  amount  there  was  unexpended  on  tbe  1st  of  July,  1873. . .  ^»763  60 

Up  to  this  period  about  4,900  tons  of  ledge  and  bowlders  and  2,000 
cubic  yards  of  slabs  and  edgings  had  been  removed  from  the  channel 
and  bed  of  the  river. 

These  operations  were  continued  from  the  1st  of  July,  1873,  until  the 
middle  of  October,  during  which  time  the  following  additional  work  has 
been  done,  viz : 

535  tons  of  sunken  ledge  and  bowlders  removed  from  tbe  falls  and  in  its  vicinity 

below ; 
500  tonsof  sunken  led^e  and  bowlders  removed  from  Freeman's  Point  and  its^  vicinity ; 
300  tons  of  sunken  ledee  and  bowlders,  removed  between  Freeman's  Point  and  the 
bridge  at  Chenryheld ; 
3,  400  cubic  yards  of  slabs,  edgings,  and  saw-dust  removed  below  Freeman's  Point ; 
1,600  cubic  yards  of  slabs,  edgings,  and  saw-dust  removed  between  Freen^n's  Point 
and  tbe  bridge ; 

Making  a  total  to  date  of  over  3,000  cubic  yards  of  sunken  ledges  and 
bowlders,  and  7,000  cubic  yards  of  slabs,  edgings^  and  saw-<lust  which 
have  been  removed  from  the  channel  and  bed  oi  the  river;  all  which  has 
been  done  with  hired  labor. 

In  addition  to  this  work  a  large  wrougbt-iron  (0-inch)  spindle,  witb 
day-inark,  has  been  placed  upon  Half-Tide  Rock,  at  Milibridge.    Two 

*On  the  15th  of  Angust,  1874^  invited  proposals  were  opened  for  this  work,  and  a 
contract  therefor  was  awarded  to  Messrs.  Curtis,  Fobes  &  Co.,  of  Portland,  Me.,  for 
18,000  cubic  yards  of  dredging,  (they  being  the  lowest  of  two  bidders,)  at  60  oeuts  per 
ouUic  yard. 
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s^r-buoys  have  also  been  placed  on  the  ledges  on  each  side  of  the  nar- 
row channel  near  SmalFs  Point,  and  two  more  on  the  ledges  below  ^^  the 
falls." 

This  completes  all  the  work  that  has  been  projected  for  the  improTe- 
ment  of  this  river,  whereby  the  appropriations  made  therefor  have  beea 
totally  exhausted. 

By  this  work  the  navigation  of  this  river  has  been  greatly  improved 
in  its  safety  and  depth  of  channel ;  so  much  so,  that  coasting  vessels  of 
light-draught,  with  center-boards,  have  of  late,  for  the  first  time,  been 
running  to  and  from  the  wharves  at  Gherryfield,  taking  oat  lumber  and 
other  products  of  the  country,  and  returning  with  coal  and  general  mer- 
chandise, without  transshipment,  as  formerly,  at  Millbridge. 

Finaneial  statement 

Balance  In  Treasury  of  United  States  July  1, 1873 , $3,000  00 

Amount  in  hands  of  offtcer  and  subject  to  nis  check 1,763  89 

Amoan t  expanded  during  the  fiscal  year  ending  June  30, 1874 4, 763  69 


Y4. 

IMPROVEMENT  OF  SULLIVAN  RIVEE  AND  SULLIVAN  FALLS,  MAINE. 

This  river  is  navigable  from  its  mouth  up  to  Franklin,  a  distance  of 
about  nine  and  a  half  miles.  Hitherto  it  has  been  seriously  obstructed 
and  its  navigation  endangered  by  Hatcher's  Bock  and  numerous  other 
sunken  ledges  in  '^  the  falls,"  and  by  the  stone  foundations  of  several 
bridge-piers  one  mile  above  *'  the  falls." 

For  the  improvement  of  this  river  and  "  the  falls,"  the  following  ap- 
propriations have  been  made  by  Congress,  viz : 

By  act  of  March  3, 1871 $10,000 

By  act  of  Jnne  10,  lin'2L 25,UU0 

TotaL. ^,000 

Under  the  appropriation  of  March  3, 1871,  a  contract  was  made  May 
S,  1871,  with  Mr.  George  W.  Towusend,  of  Boston,  Mass.,  the  lowest  bid- 
der, at  $35  per  cubic  yard,  for  removing  270  cubic  yards  of  Hatcher's 
Bock.  This  work  was  completed  on  the  1st  of  August,  1871,  by  which 
an  increased  depth  of  4  feet  was  obtained  over  the  rock,  giving  3^  feet 
at  mean  low-water,  or  11 J  feet  attnean  high-water. 

Under  the  appropriation  of  June  10, 1872,  a  contract  was  made  Aagast 
20,  1872,  with  the  same  party,  who  was  the  only  bidder,  for  the  fol- 
lowing work,  viz: 

L  RemoviD^  two  or  more  bridge-piers,  to  a  dfOpth  of  10  feet  below  ineaQ  low- 
water,  at  (each  pier) $3,000 

2.  Blasting  ont  Hatcher^s  Rock,  to  a  depth  of  7  feet  at  mean  low- water,  147 

cnbic  yards,  at  |35 isl45 

3.  Blasting  out  to  same  depth  the  Point  of  Ledge  near  Hatcher's  Rock^  24  cnbic 

yards,  at  $35 840 

Up  to  the  1st  of  July,  1873,  the  following  work  had  been  done  under 
this  contract,  viz : 

Three  bridge-piers  jfNos.  4, 5,  and  6,  counting  from  the  northern  or  SalliTan  shore) 
remored  to  a  depth  of  10  feet  below  mean  low-water,  and  the  partial  breaking  ap  o< 
the  Point  of  Ledge  in  ''  the  falls"  near  Hatcher's  Rock. 

Since  the  1st  of  July,  1873,  the  work  on  Qatcher^s  Eock  and  the  Point 
of  Lddge,  near  it,  has  been  carried  on  with  commendable  energy  by  the 
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contractor  and  satisfactorily  completed  in  accordance  with  the  require- 
ments of  the  contract  of  Aagust  26, 1872,  in  addition  to  which,  85  cubic 
yards  of  sunken  ledge  have  been  removed  from  ''  the  falls,"  as  author- 
ized by  the  Department,  on  the  same  terms  as  contained  in  the  contract, 
viz,  $35  per  cubic  yard.  The  forej»oing  work  was  completed  in  Decem- 
ber, 1873,  leaving  a  balance  available  for  additional  work  of  $3,951.41. 

By  the  extension  of  the  survey  made  in  November,  1873,  of  "  the 
falls,"  several  dangerous  sunken  ledges  were  discovered,  which  it  was 
decided  should  be  removed,  the  work  to  be  done  by  contract  after  ad- 
vertising for  proposals  therefor.  On  the  1st  of  May,  1874,  a  contract 
was  made  with  Mr.  Edouard  M.  LeProhon,  of  Portland,  Me.,  for  the 
removal  of  these  ledges  to  a  depth  of  7  feet  below  mean  low- water,  (al- 
together about  106  cubic  yards,)  at  $34  per  cubic  yard,  as  measured  in 
situ.  In  the  latter  part  of  June  operations  were  commenced  under  this 
contract. 

The  progress  made  in  the  improvement  of  this  river  and  "  the  falls,'^ 
up  to  the  1st  of  July,  18T4,  therefore,  consists  in — 

1.  The  removal  of  Hatcher's  Rock  and  the  Point  of  Ledge  near  it,  together  with  85 
cnbic  yards  of  sanken  ledee  in  **  the  falls/'  to  a  depth  of  7  feet  below  mean  low -water, 
or  11|  feet  below  mean  high- water. 

2.  The  removal,  to  a  depth  of  10  feet  below  mean  low-water,  of  three  bridge-piers 
above  **  the  falls,''  affording  a  channel  for  that  depth.  350  feet  in  width. 

3.  Wronght-iron  spindles,  with  day-marks,  have  l>een  placed  upon  Half-Tide  Rock 
and  Low- Water  Rock,  abont  one  mile  below  Sullivan,  and  a  spar-buoy  on  Crabtree 
Ledge,  near  the  mouth  of  the  river.  Two  spar-buoys  have  also  been  placed  to  mark 
the  new  channel  opene<1  through  the  bridge-piers. 

In  addition  to  the  foregoing  work,  a  contract  has  been  made  for  the 
removal  of  all  the  remaining  dangerous  sunken  ledges  from  the  chan- 
nel of  ^^  the  falls,"  to  a  depth  of  7  feet  at  mean  low-water,  to  be  com- 
pleted on  or  before  the  1st  of  September,  1874. 

This  comprises  all  tlie  work  timt  is  projected  for  the  improvement  of 
this  river  and  'Hhe  falls,"  for  doing  which  the  available  funds  are  suf- 
ficient. 

Financial  statement 

Balance  in  Treasury  of  the  United  States  July  1, 1873 $16, 000  00 

Amount  in  hands  of  officer  and  subject  to  his  check,  (including  $1,*200  per- 
centage due  on  contracts  not  yet  completed) 1, 852  03 

Amount  expended  during  the  fiscal  year  ending  June  30, 1874 13, 921  'M> 

Amount  available  July  1, 1874 3,930  73 


^  5. 

IMPROVEMENT  OF  PENOBSCOT  RIVER,  MAINE. 

The  navigation  of  this  river  has  hitherto  been  much  obstructed  by 
sunken  rocks  and  shoals  in  the  harbor  of  Bangor,  and  as  far  down  as 
Crosby's  Narrows,  distant  about  three  and  one-half  miles.  These  shoals 
are  chiefly  composed  of  slabs,  edgings,  and  sawdust  thrown  in  from  the 
numerous  saw -mills  at  Bangor  and  above.  The  sunken  rocks  are  all  in 
the  harbor  of  Bangor,  and  are  known  as  Independence  Rock,  Steam- 
boat Wharf  Ledge,  ledge  off  Dole's  Planing-Mill  Wharf,  Green's  Pier 
Ledge,  and  others. 

The  work  projected  for  the  improvement  of  this  river  consists — 

1.  In  enlargiujc  and  straigbtening  its  cbannel  through  the  several  bars  and  shoals, 
80  as  to  have  a  width  of  not  less  than  200  feet  and  a  depth  of  12  feet  below  the  plane 
of  low-water  (or  25  feet  at  high- water)  in  the  lowest  stages  of  the  river ;  aud 
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•2.  In  breaking  np  and  removing  all  tbe  snnken  rocks  down  to  a  level  of  the  generil 
bed  of  tbe  river,  so  as  to  bave  not  less  tban  7  feet  of  water  over  them  at  low-watecin 
the  lowest  stages  of  the  river,  which  will  give  about  9  feet  in  its  ordinary  summer 
stage,  except  for  Greenes  Pier  Ledge,  which  is  to  have  but  5  feet  over  it  at  mean  low- 
water. 

For  this  work  the  following  appropriations  have  been  made,  viz: 

By  act  of  Congress  approved  July  U,  1870 $ir»,000  00 

By  act  of  Congress  approved  March  3,  lcJ71 50,000  (K) 

By  act  of  Congress  approved  June  10, 1872 40,000  00 

By  act  of  Congress  approved  March  3,  1873... 20,000  00 

By  act  of  Congress  approved  June  23,  1874 20,000  00 

Total 145,000  00 

Of  this  amount  there  had  been  expended,  up  to  July  1, 1873,  the  sum  of  $52,189.93. 

IJiie  progress  made  in  this  work,  up  to  July  1,  1874,  is  as  follows,  viz: 

L — SUNKEN  ROCKS. 

Tcni. 

1.  Removed  from  Steamboat  Wharf  Ledge,  about 1,000 

2.  Removed  from  Independence  Rock,  about 880 

3.  Gulliver's  Rock,  wholly  removed,  about... 80 

4.  Green's  Pier  (outer)  Ledge,  about 115 

The  above  work  was  done  previous  to  July  1, 1872,  after  which  (August 
26,  1872,)  a  contract  was  made  with  Mr.  George  W.  Townsend,  of  Boston, 
Mass.,  (the  only  bidde  ,)  for  removing  to  the  required  depth  the  remain- 
ing portions  of  the  following  ledges,  at  the  prices  stated,  viz  : 

1.  Independence  Rock,  (106  cubic  yards) .       $7,440  00 

2.  Steamboat  Wharf  Ledge,  (150  cubic  yards) 6,000  00 

3.  Ledge  off  Dole's  Planing-Mill  Wharf,  ( 194  cubic  yards) 7, 760  00 

Total,  (530  cubic  yards) 21.200  00 

Under  this  contract  the  removal  of  Steamboat  Wharf  Ledge  was 
completed  in  September,  1873,  to  the  depth  called  for ;  the  removal  of 
eth  ledge  off  Dole's  Planing-Mill  Wharf  and  of  Independence  Eock  is 
nearly  completed,  with  a  probability  that  both  will  be  completed  before 
the  close  of  the  present  season. 

A  contract  was  also  made  on  the  21st  of  June,  1873,  with  Mr.  George 
A.  Bailey,  of  Boston,  Mass.,  for  the  removal  of  about  500  cubic  yards  of 
Green's  Pier  Ledge,  at  $29  per  cubic  yard,  measured  in  situ.  This  work 
has  been  deferred  until  the  removal  of  the  overlying  mass  of  logs,  bal- 
last, &c.,  which,  having  recently  been  completed,  it  is  probable  that 
work  upon  the  ledge  itself  will  be  commenced  at  an  early  day. 

II. — SHOALS. 

On  the  3 1st  of  May,  1873,  a  contract  was  made  with  Messrs.  Curtis, 
Fobes  &  Co.,  of  Portland,  Me.,  for  removing  from  the  channel  near 
Bangor  about  30,000  cubic  yards  of  slabs,  edgings,  &c.  They  were  sub- 
sequently obliged  to  build  a  dredgiug-machine,  with  scows  specially 
adapted  to  this  work,  so  that  they  were  not  able  to  commence  operations 
until  the  middle  of  September,  1873,  which,  however,  they  wei-e  forced 
to  suspend  on  the  23d  of  October  following,  owing  to  the  high  stage  of 
the  river.  The  very  unusual  continuance  of  the  freshet  has  prevented 
the  resumption  of  dredging  oi)erations  since  that  time.* 

Very  slow  and  unsatisfactory  progress  has  been  made  since  1871,  un- 
der the  Boschke  contract  of  May  27,  1871,  and  nothing  whatever  has 
been  done  under  it  since  1872,  although  every  reasonable  facility  has 

*  Dredging  operations  were  resumed  Jaly  9,  IH74,  with  favorable  results. 
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been  afforded  in  extension  of  time  and  otherwise.  There  being:,  more- 
over, sufficient  grounds  for  believing  that  the  original  contratjtor  had 
transferred  all  his  interest  to  other  parties  who  had  not  the  requisite 
facilities  and  means  for  continuing  the  work,  and  all  the  machinery 
which  had  previously  been  used  on  the  work  having  passed  into  other 
hands,  it  was  decided  to  annul  the  contract,  under  the  authority  there- 
in contained,  as  reported  to  the  Department  in  letter  of  June  8,  1874. 

The  present  condition  of  the  work  projected  for  the  improvement  of 
this  river  is  as  follows,  viz : 

Contracts  have  beten  made  for  removinjf — 

1.  All  the  Bonken  ledces,  Bome  of  which  have  been  removed,  and  the  remainder 

frobably  will  be  before  the  close  of  the  present  season,  with  the  exception  of  Green's 
ier  Ledge,  on  which  some  progress  will  be  made,  with  a  probability  of  its  completion 
early  next  season. 

2.  Contracts  have  also  been  made  for  the  removal,  to  the  extent  contemplated,  of  aH 
the  shoals  formed  by  the  accumulation  of  slabs,  edgings,  &c. 

So  that  the  only  work  that  now  remains  to  be  provided  for,  in  order 
to  complete  th^  projected  improvement  of  this  river,  consists  in  the 
excavation  of  a  channel  through  the  gravel-bar  opposite  the  city  of 
Bangor,  (which  at  present  has  but  6  feet  of  water  over  it  at  mean  low- 
water  in  the  lowest  stages  of  the  river,)  so  as  to  have  a  depth  of  12  feet 
in  those  stages  for  a  width  of  200  feet.  This  work  will  require  the  ex- 
cavation of  about  90,000  cubic  yards  of  gravel  and  sand,  with  some 
bowlders,  the  estimated  cost  of  which,  including  contingencies,  is 
$70,000. 

The  amount  of  funds  that  are  available  for  the  improvement  of  this  river 
July  1, 1874,  (including  percentage  due  on  contracts  not  yet  completed,)  is  $83, 014  99 

Of  this  amount,  the  foUowiug  sums  are  required  to  meet  the  unfinished 
contracts,  viz : 

1.  Removal  of  Independence  Rock 7,440  00 

3.  Removal  of  leclge  off  Dole's  planing-mill  wharf 7, 760  00 

3.  Removal  of  Green's  Pier  Ledge,  say 15,000  00 

4.  Excavation  of  slaira  and  edgings,  under  contract  of  May  31,  1873 2^,  000  00 

5.  Retained  percentage  on  unfinished  contracts 1/200  00 

6.  Contingencies,  say 6,614  99 

Total 63,014  99 

Leaving  available  for  removing  the  gravel-bar  at  Bangor* 20, 000  00 

Additional  amount  required  for  its  completion 50, 000  00 

which  amount  could  be  expended  therein  to  advantage  during  the  fiscal  year  ending 
June  30,  1876. 

The  attention  of  the  Department  is  respectfully  called  to  the  neces- 
sity for  some  legislation  or  action  on  the  part  of  the  United  States  Gov- 
ernment to  prevent  further  injury  and  obstruction  to  the  navigation  of 
this  river  by  the  throwing  in  of  mill-waste.  At  the  present  time  an 
enormous  quantity  of  sawdust  is  being  daily  thrown  into  the  river  by 
certain  mill-owners  near  Bangor,  to  the  very  great  injury  of  its  naviga- 
tion, which  it  is  more  than  probable  the  United  States  Government  will 
be  called  upon  at  no  distant  day  to  remove. 

Financial  statement 

Balance  in  Treasury  of  United  States  July  1, 1873 $60,000  00 

Amount  in  hands  of  officer  and  subject  to  his  check 12,810  07 

Amount  appropriated  by  act  approved  June  23, 1874 20, 000  00 

Amount  expended  during  the  nscal  year  ending  June  30,  1874 9, 795  08 

Amount  available  July  1, 1874 81,814  99 

Amount  required  for  the  fiscal  year  ending  June  30, 1876 50, 000  00 

•  Proposals  were  received  for  this  work  on  the  15th  of  August,  1874,  and  the  contract 
was  awarded  to  Messrs.  Curtis,  Fobes  &  Co.  (the  lowest  responsible  bidders)  for  25,000 
cubic  yards  of  dredging,  at  73  cents  per  cubic  yard. 
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Y  6. 
IMPROVEMENT  OF  CAMDEN  HARBOR,  MAINE. 

The  work  projected  for  the  improvement  of  this  harbor  conslBts  in- 

1.  Regulating  the  entrance,  by  dredging,  between  Portland  steamer 
and  Sanford's  steamer  wharves,  and  dredging  a  channel  100  feet 
wide,  1,000  feet  long,  and  7  feet  deep  at  mean  low-water  from 
said  entrance  to  the  head  of  the  wharves  on  the  easterly  side  of 
the  harbor;  amount  of  excavation 46, 500  cabic  ytidi. 

V.  For  dredging  a  channel  60  feet  wide,  1,400  feet  long,  and  4  feet 
deep  at  mean  low-water,  on  westerly  side  of  the  harbor  to  the 
head  of  the  wharves,  and  connecting  with  the  above-mentioned 
improvements;  amount  of  excavation 13,500  cnbic  yards. 

Addition  of  25  per  cent,  for  loosening  of  material  by  dredging 15, 000  cubic  yanU. 

Total 75,000  cnbic  yards. 

The  estimated  cost  of  which,  at  40  cents  per  cnbic  yard,  is $30,000 

Adding  for  engineering  expenses  and  other  contingencies 3, 000 

Total 33,000 

By  act  of  Congress  approved  March  3, 1873,  there  was  appropriated  for  the  im- 
provement of  this  harbor  the  snm  of $10,000 

And  by  act  of  June  *A  1874 10,000 

Total 20,000 

In  conformity  with  a  project  for  improving  this  harbor  nnder  tbe 
appropriation  of  March  3,  1873,  a  contract  was  made  May  14, 1873,  with 
Mr.  Franklin  Mead,  of  Littleton,  Mass.,  for  20,000  cubic  yards,  more  or 
less,  of  dredging,  at  40  cents  per  cubic  yard.  On  the  25th  of  July,  1873, 
operations  were  commenced  under  this  contract,  and  were  continued  to 
completion  on  the  25th  of  October,  1873,  resulting  in  22,753  cubic  yards 
of  dredging.  By  this  work,  whereby  the  appropriation  was  wholly 
exhausted,  a  good  channel  was  opened  to  a  depth  of  not  less  than  7 
feet  at  mean  low-water,  (or  16J  feet  at  mean  high-water,)  and  for  a 
width  of  50  feet  and  more,  extending  from  deep  water  near  the  Portland 
steamer  wharf  to  above  the  upper  wharves  on  the  eastern  side  of  the 
harbor. 

The  appropriation  of  $10,000,  made  by  act  of  June  23, 1874,  is  to  be 
applied  as  follows,  viz : 

1.  Opening  tbe  channel  on  the  western  side  of  the  harbor,  np  as 
far  as  couteni|)lated,  (viz,  Aldeu's  wharf,)  for  a  width  of  50  feet 
and  a  depth  ot  4  feet  at  mean  low- water,  above  Carletou's  wharf, 
and  increasing  from  4  feet  to  7  (below  Carleton's  wharf)  for  a 
distance  of  about  ^KK)  feet  until  it  meets  the  new  eastern  7-foot 

channel,  requiring  the  dredging  of  about  16,000  cnbic  yards 16, 000  oabic  yards. 

2.  Widening  tbe  lower  portion  of  the  new  eastern  channel  below 
where  it  meets  the  proposid   western  channel,  requiring  the 

dredging  of  abont 6^000  cubic  yards. 

3.  Deepening  the  harbor  near  Sanford's  steamer  wharf,  below  the 
7-foot  curve,  to  a  depth  of  9  feet,  as  originally  contemplated, 

about 1,000  cnbic  yards. 

Total 23, 000  cubic  yards. 

Tliis  work  is  to  be  done  by  contract,  after  inviting  proiK)sals  there- 
for.* 

•  Proposals  for  this  work  were  opened  on  the  15th  of  August,  1874,  and  the  oontract 
was  awarded  to  Mr.  Augustus  R.  Wright  (the  lowest  of  two  bidders)  for  32,000  cubic 
yards,  more  or  less,  at  2d  cents  per  cubic  yard. 
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Financial  statement 

Balance  in  Treaanry  of  United  States  July  1,1873 $9,000  00 

Amount  in  bands  of  officer  and  subject  to  his  check 948  63 

Amount  appropriated  by  act  approved  June  23, 1874 10,000  00 

Amount  expended  during  the  nscal  year  ending  June  30, 1H74 9, 948  63 

Amount  available  July  1, 1874 10,000  00 

Amount  required  for  the  fiscal  year  ending  June  30, 1876 13, 000  00 


Y7. 

IMPROVEMENT  OF  KENNEBEC  RIVER,  MAINE. 

All  the  projected. improvements  of  this  river  above  Eicbmond  were 
completed  prior  to  Juue  30,  1873,  as  described  in  the  annual  report  for 
the  fiscal  year  ending  that  date,  whereby  a  safe  and  anobstructed  chan- 
Del,  not  less  than  100  feet  in  width  and  10  feet  in  depth  at  mean  low- 
water,  (or  15^  feet  at  mean  high-water,)  in  its  low  sammer  stages,  had 
been  completed  from  Richmond  up  to  Gardiner,  and  thence  to  Augusta 
a  channel  100  feet  in  width  and  not  less  than  6^  feet  in  depth  at  low- 
water,  (or  11  feet  at  high-water,)  in  its  lowest  summer  stages.  The 
several  appropriations  made  for  this  purpose  from  June  23,  1866,  up  to 
July  1,  1873,  amounted  to  $115,000,  of  which  there  was  then  available 
915,482.80,  to  be,  in  part,  applied  under  the  contract  made  May  21, 
1873,  with  Edouard  M.  LeProhon,  of  Portland,  Me.,  to  the  reoioval  of 
Half-Tide  Eock  fi*om  the  channel  at  the  NaiTows,  below  Bichmond. 
This  work  was  commenced  in  June  and  continued  by  him  until  Novem- 
ber, 1873,  when,  on  an  inspection  of  the  work,  it  was  reported  com- 
pleted to  a  depth  of  12  feet  at  mean  low-water,  as  called  for  by  the  con- 
tract. 

In  order  to  obtain  more  accurate  information  of  the  Narrows,  with  a 
view  to  its  further  improvement,  a  very  careful  survey  of  it,  throughout 
its  whole  extent,  has  since  been  made,  by  which  it  is  shown  that  the 
only  work  that  remains  to  be  done,  in  addition  to  that  heretofore  con- 
tracted for,  consists  in  the  removal  from  the  channel  of  the  following 
sunken  ledges,  viz: 

1.  The  three  ledges  marked  III,  IV,  and  V,  on  the  drawing  sabmit.ted  to  the 
Department,  which  contain  about  70  cubic  yai-ds  above  the  plane  12  feet 
below  mean  low-water,  the  estimated  cost  of  which,  at  $40  per  cubic  yard, 

being $2,800  00 

Adding  for  contingencies,  say 687  75 

Total 1 3,487  75 

2.  Dry  Rock,  which  contains,  a*)ove  the  12-foot  plane,  1,850  cubic  yards,  the 
estimated  cost  of  which,  at  $20  per  cubic  yard,  being $37, 000  00 

Adding  for  contingencies,  say 3,500  00 

Total 40,500  00 

Of  the  above  amount  arailable  for  this  work  July  1, 1873,  viz $15, 482  80 

There  was  expended,  during  the  fiscal  year  ending  June  30,  1874 9, 495  05 

Leaving  available  for  the  removal  of  ledges  III,  IV,  V,  and  Dry  Rock,  the 
sum  of 5, 987  75 

By  act  of  June  23, 1874,  there  was  appropriated,  for  continuing  this  work, 
the  additional  sum  of 12,000  00 

Making  a  total,  available  July  1, 1874 17,987  75 
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Of  this  amount  it  has  been  decided  to  apply  to  the  removal  of  ledges  III, 

IV.  and  V*  the  sum  of $3,487  75 

Leaving  available  for  the  partial  removal  of  Dry  Rock 14,50000 

but  not  to  be  applied  thereto  until  the  additional  sam  required  for  its  completioD,  (yis, 
$26,000,)  be  appropriated  therefor. 

Financial  statement 

Balance  in  Treasury  of  United  States  July  1,  1873 $14,000  00 

Amount  in  hands  of  officer  and  subject  to  his  checi^ l,4r^  ^ 

Amount  appropriated  by  act  approved  June  23,  1874 12,00090 

Amount  expended  during  the  fiscal  year  ending  June  30, 1874 9, 495  05 

Amount  available  July  1,  1874 17,i^73 

Amount  required  for  the  fiscal  year  ending  June  30,  1876 26.000  00 


Y8. 

IMPROVEMENT  OF  PORTLAND  HARBOR,  MAINE. 

The  following  appropriatious  have  been  made  for  the  improvement  of 
this  harbor,  viz : 

By  act  of  Congress  approved  June  23, 1866 $105,111  06 

By  act  of  Congress  approved  July  11,  1870 10.000  00 

By  act  of  Congress  approved  March  3,  1871 40.000  00 

By  act  of  Congress  approved  June  10,  1W72 45,000  00 

By  act  of  Congress  approved  March  3,  1873 50,000  00 

By  act  of  Congress  approved  June  23,  1874 20,000  00 

Total 270,111(5 

Amount  expended  up  to  July  1,1873 $160,671  86 

Amount  expended  during  the  fiscal  year  ending  June  30, 1874.       41, 113  20 

^  201,785  06 

Amount  available  July  1, 1874 68,325  99 

On  the  1st  of  July,  1873,  the  following  work  had  been  done  for  the 
improvement  of  this  harbor,  viz: 

1.  The  capping  of  the  breakwater  extended  for  a  length  of  733^  feet,  leaving  217 
linear  feet  yef  to  be  done. 

2.  A  channel  dredged  through  the  Middle  Ground  Bar,  to  a  width  of  500  feet  and  to 
a  depth  of  21-22  feet  at  mean  low-water,  or  31  feet  at  ordinary  liigh-water. 

3.  A  channel  dredged  through  the  Spit  opposite  the  Qrand  Trunk  Railway  wharves, 
80  as  to  be  100  feet  in  width  at  its  inner  end  and  200  feet  at  its  outer  end,  with  a  depth 
of  20  feet  at  mean  low- water. 

Contracts  had  also  been  made  for  the  following  additional  work  in  the 

harbor,  viz : 

• 

1.  August  23, 1872,  with  Messrs.  Frank  N.  Lord,  of  Rochester,  N.  Y.,  and  Augustus  B. 
Wright,  of  Geneva,  N.  Y.,  for  building  the  granite  pier  at  the  outer  extremity  of  the 
breaicwater  for  the  sum  of  $9,750,  and  for  furnisning  materials  and  buildinj;;  200 
linear  feet,  more  or  lees,  of  granite-capping  for  the  breakwater  extension,  at  |22.50 
per  linear  foot. 

2.  August  22,  1872,  with  Messrs.  Rufus  A.  Soule  and  Hugh  Bowen,  of  Cnmlierlaod, 
Me.,  for  furnishing  and  placing  5,000  tons,  more  or  less,  of  stone,  as  foundation  for  the 
breakwater  extension,  at  $1.20  per  ton  of  2,240  pounds. 

3.  September  17, 1872,  with  Messrs.  John  B.  Curtis  and  Greorge  C.  Fobee,  (oonstitat- 
ing  the  firm  of  Curtis  &  Fobes,)  of  Portland,  Me.,  for  25,000  cubic  yards,  more  or  less, 
of  dredging  in  Back  Bay,  at  25  cents  per  cubic  yard,  as  measured  in  the  scows. 

4.  May  10, 1873,  with  Mr.  Augustus  R.  Wright,  of  Geneva,  N.  Y. 

a.  For  dredging  in  front  of  Grand  Trunk  wharves  (about  13,000  cubic  yards)  to  a 

*  On  the  13tli  of  August,  the  day  on  which  proposals  were  invited  for  this  work,  a 
contract  for  the  same  was  awarded  to  Messrs.  £aouard  M.  Le  Prohon  &,  Co.,  of  Port- 
land, Me.,  at  $33.50  per  cubic  yard. 
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depth  of  20  feet  at  mean  low- water,  for  50  cent8  per  cubic  yard,  as  measured  in  the 
scows. 

h.  For  dredging  in  front  of  harbor  commissioners'  line  from  Atlantic  up  to  Central 
wharf,  (about  G3.00U  cubic  yards,)  and  still  farther  if  required  (not  to  exceed  80,000 
cubic  yards  additional)  above  Central  wharf,  to  a  depth  of  16  feet  at  mean  low-water, 
for  35  cents  per  cubic  yard,  as  measured  in  the  scows. 

The  only  work  done  under  tbese  contracts,  ou  the  1st  of  July,  1873, 
consisted  in  furnishing  and  laying  2,749^2jLn^.  ^qi^^  of  rubble-stone  for  the 
foundation  of  the  breakwater  extension,  and  in  laying  the  foundation 
and  one  course  of  cut-stone  of  the  terminal  pier. 

Since  the  1st  of  July,  1873,  the  work  done  under  these  contracts  is  as 
follows : 

1.  Granite  Pier. — Work  was  continued  upon  this  pier  until  the  Ist  of  October,  1873, 
when  it  was  completed  in  accordance  with  the  contract. 

2.  The  foundation  of  the  breakwater  has  also  been  completed  by  the  furnishing  and 
laying  of  l,0l6|i!^Jj  tons  ot  rubble-stone,  making  altogether  3,766yy\'j  tons  furnished 
under  the  contract. 

3.  The  granite  capping  for  the  breakwater  extensiou  has  also  been  completed,  the 
length  of  same  being  217  feet. 

4.  The  work  in  Back  Bay  has  been  completed  by  the  dredging  of  24,938  cubic  yards, 
whereby  a  channel  has  been  opened  to  a  width  of  100  feet  and  a  depth  of  8  feet  at 
mean  low-water  from  Tukey's  Bridge  up  to  the  stone-shed  wharves. 

5.  The  dredging  in  front  of  the  harbor  commissioners^  line  (in  the  inner  harbor) 
was  commenced  by  Mr.  Wright,  under  his  contract  of  May  10,  1873,  on  tlie  30th  of 
September,  1873,  since  which  time  it  has  been  prosecuted  with  energy— 49,609  cubic 
yards  having  been  dredged  by  him  on  the  1st  of  July,  1874. 

6.  The  sunken  wreck  in  the  main  ship-channel,  below  Forts  Preble  and  Scammel, 
was  blasted  and  scattered  into  deep  water,  so  as  to  have  a  depth  over  it  of  not  less  than 
35  feet  at  mean  low-water. 

7.  The  foundation  of  the  oldest  portion  of  the  breakwater  was  repaired  throughout 
its  whole  extent,  where  necessary — the  work  having  been  done  with  hired  labor. 

From  the  foregoing  it  is  seen  that  all  the  work  that  has  been  projected 
for  the  improvement  of  this  harbor  has  been  completed,  with  the  ex- 
ception of  the  dredging  in  front  of  the  harbor  commissioners'  line  in 
the  inner  harbor. 

The  unexpended  balance  of  the  appropriations,  made  prior  to  June  23, 1874, 
for  the  improvement  of  this  harbor,  is $48, 325  99 

Of  which  there  is  due  for  retained  percentage  on  dredging  done  to  date  by 
Augustus  R.  Wright,  nnder  his  contract  of  May  10, 1873 3,  ."509  62 

Leaving  available  for  additional  work  under  the  contract 44, 816  37 

Of  which  there  will  be  re(inired  to  complete  the  dredging  contracted  for 
in  front  of  the  Grand  Trunk  wharves,  and  bthw  Central  whaii*,  about  ..       14, 816  37 

Leaving  available  for  dredging  above  Central  wharf,  to  be  done  under  the 
existing  contract  with  Mr.  Wright,  if  called  for 30, 000  00 

But  it  is  not  deemed  advisable  to  continue  the  work  a^orc  Central 
wharf  until  Brown's,  Smith's,  and  Hobsou's  wharves  above  shall  have 
been  removed  as  far  inward  as  the  harbor-commissioner's  line,  for  the 
reasons  set  forth  in  my  letter  of  December  28, 1872,  to  the  committee  of 
the  Portland  Board  of  Trade,  a  copy  of  which  accompanied  my  annual 
report  for  the  fiscal  year  ending  June  30,  1873.  And  for  the  same 
reason  it  has  been  decided  to  postpone  similar  work  for  which  the 
appropriation  of  $20,000  made  by  act  of  June  23,  1874,  is  also  available. 

It  is  more  than  probable  that  these  obstructions  will  be  removed  at 
an  early  day,  as  steps  have  already  been  taken  to  that  end,  in  which 
event  the  contemplated  dredging  will  soon  be  completed  to  the  extent  of 
the  amount  available  therefor. 

The  additional  amount  that  will  be  required  for  completing  this  im- 
provement to  the  extent  projected,  will  be  $30,000,  which  is  the  balance 
of  the  original  estimate,  which  amount  can  be  profitably  exi)ended  upon 
the  work  during  the  fiscal  year  ending  June  30,  187G. 

The  above-named  works  are  situated  in  Portland  Harbor,  in  the  collection-district 
of  Portland  and  Falmouth. 

20  ENG 


306  REPORT  OF  THE  CHIEF  OF  ENGINEERS. 

The  following  statemeDt,  furnished  by  the  United  States  collector  of  cnstomB,  ex- 
hibits the  **  duties  ou  imports,  tonnage,  and  hospital  dues  assessed  and  collected  at 
this  port,  for  the  fiscal  year  ending  June  30, 1874  : 

Duties  assessed $10,249,073  90 

Duties  collected 576, 0*25  54 

Tonnage  d ucs  collected |2l,  906  60 

Hospital  dues  collected , . .       3,  495  08 

25, 401  69 

"  The  duties  assessed,  as  well  as  those  actually  collected,  measure  the  business  of  this 
port.  The  goods  on  which  duties  were  assessed  and  not  collected,  were  imported  for 
transportation  to  other  port«  in  the  Uuited  States,  or  for  exportation." 

It  is  understood  that  the  business  of  the  port  will  be  larger  the  current  year  than  it 
was  the  last,  as  a  new  line  of  steamships  is  promised  next  autumn  ;  a  new  railroad  to 
Canada  and  the  West  will  probably  be  opened  for  traffic  in  the  year  l?^6. 

Financial  statement 

Balance  in  Treasury  of  the  United  States  July  1,  1873 p^K  00(1  W 

Amount  in  hands  of  officer  and  subject  to  his  check,  (including  §7*27.07 

percentage  due  on  contracts  not  yet  completed) 9,439  19 

Amount  appropriated  bj-  act  approved  June  23, 1874 20, 000  00 

Amount  expended  during  the  fiscal  year  ending  June  30,  1874 41, 113  2i) 

Amount  available  July  1,  le74 64,H16  37 

Amount  required  for  the  fiscal  year  eudiug  June  30,  1876 30,000  00 


I 


Yg. 

IMPROVEMENT  OF  RICHMOND'S  ISLAND,  MAINE. 

Tbe  work  projected  for  this  place  consists  in  making  a  harbor  of 
refuge,  by  means  of  a  stone  breakwater,  connecting  the  island  with  tbe 
main-land,  tbe  length  of  the  breakwater  to  be  2,000  feet,  with  an 
average  thickness  of  30  feet,  and  a  height  of  13  feet  above  mean  low- 
water. 

The  harbor  to  be  formed  by  this  breakwater  will  aflford  safe  anchora;?e 
and  good  holding-ground  for  vessels  of  the  largest  class,  with  the  wind 
from  any  point  except  from  the  southwest.  As  the  winds  from  tbe 
northward  and  eastward  bring  the  most  violent  and  destructive  gales 
which  occur  on  this  coast,  there  can  be  no  question  as  to  the  great 
benefit  to  be  derived  from  this  work  in  affording  a  refuge  to  vessels 
which  are  prevented  by  those  storms  from  entering  Portland  Harbor 
(twelve  miles  to  the  eastward)  or  other  places  ou  this  part  of  the 
coast. 

The  following  appropriations  have  been  made  by  Congress  for  this 
work,  viz: 

By  act  of  June  10,  1872 $20,000 

By  act  of  March  3,  li573 60,  CM) 

Total 80,000 

The  following  contracts  have  been  made  with  the  lowest  responsible 
bidders  for  furnishing  stone  for  this  work,  viz: 

1.  With  Mr.  Edward  Moore,  of  Portland,  Me.,  August  2'2\  1872,  for  furninhing  and 
depositing  10,000  tons,  more  or  less,  upon  the  work,  at  .^1.24  per  ton  of  2,240  pounds 
under  the  appropriation  of  June  10,  1872  ; 

2.  With  Mr.  James  M.  Andrews,  of  Biddeford,  Me.,  May  26,  1873,  for  furnishing  and 
depositing  25,000  tons,  more  or  less,  of  large  quarry  grout,  at  $1.75  per  ton  of  2,24*) 
pounds,  under  the  appropriation  of  March  3,  1873  ;  and 

3.  With  Mr.  Isaac  Hamilton,  of  Portland,  Me.,  May  26,  1873,  for  furnishing  and 
depositing  6,000  tons,  more  or  less,  of  small  bowldere,  at  1^1.59  per  ton  of  2,240  pounds, 
under  the  api3roprietion  of  March  3,  1873. 
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On  the  Ist  of  July,  1S73,  the  quantity  of  stone  famished  under  these 
contracts  was  as  follows,  viz: 

8,714^ 7 4H  toDS  by  Mr.  Moore,  under  contract  of  August  22,  1872. 
l,144j/*2*iD  tons  by  Mr.  Andrews,  under  contract  of  May  26,  1873. 

In  addition  to  the  above  the  following  has  been  furnished  during  the 
fiscal  year  ending  June  30, 1874,  viz: 

1.  6,298  tons,  by  Mr.  Moore,  under  his  contract  of  August  22,  1872,  making  a 
total  of  15,0i2^|2<i  tions  furnished  in  completion  of  his  contract,  on  the 
30th  of  August,  1873. 

2.  24,845^  5'4|j  tons,  by  Mr.  Andrews,  under  his  contract  of  May  2G,  1873,  making 
a  total  of  25,98yjIjlH  tons,  furnisheil  in  completion  of  his  contract. 

3.  2486^2!i'1t  tons  of  small  stone  by  Mr.  Hamilton,  under  his  contract  of  May 
26,  1873  ;"*  making  the  total  quantity  furnished  during  the  year  33,330^/.iHy 
tons,  and  the  total  to  June  30,  1874,  43, 189 /a^^'^,,  tons.  iMr.  Hamilton  has  still 
to  deliver  about  4,000  tons ;  making  a  total  in  completion  of  his  contract 
of  about  6,200  tons.  The  original  estimate  for  this  work  called  for  60,000 
tons  of  stone  ;  so  that  about  13,000  tons  more  will  be  required  for  it«  com- 
pletion ;  the  estimated  cost  of  which,  at  §1.75 per  ton  (the  price  of  that  last 
contracted  for)  is ^22, 750 

Adding  for  contingencies,  say 2,250 

Makes  the  total  amount  required  for  its  completion 25,000 

Which  could  be  profitably  expended  during  the  fiscal  year  ending  June  30,  1876. 

Financial  statement. 

Balance  in  Treasury  of  United  States  July  1,  1873 $65,000  00 

Amount  in  hands  of  officer  and  subject  to  his  check,  (including  S2,.561.55 

percentage  due  on  contracts  not  yet  completed) , 4,  972  36 

Amount  expended  during  the  fiscal  year  ending  June  30,  1874 60, 708  49 

Amount  available  July  1,  1874 ' 8,568  53 

Amount  required  for  the  fiscal  year  ending  June  iW,  1876 25, 000  00 


Y  10. 

IMPROVEMENT  OF  SACO  KIVER,  MAINE. 

The  following  appropriations  have  been  made,  from  June  23,  186G,  to 
date,  for  the  improvement  of  this  river,  viz: 

Hy  act  of  Congress,  approved  June  23,  1866 $40, 000 

By  act  of  Congress,  approved  March  2,  1867 40, 000 

Allotted  under  act  of  Congress,  approved  July  25, 1868 20, 000 

Allotted  under  act  of  Congress,  approved  Api il  10, 1869 22, 500 

By  act  of  Congress,  apnro ved  July  1 1,  1870 10, 000 

By  act  of  Congress,  af^roved  March  3,  187 1 , 15, 000 

By  act  of  Congress,  approved  J une  10,  1872 15, 000 

Total 162,500 

Of  which  there  was  available  July  1,  1873 $5,  896  20 

The  work  done  up  to  1st  of  July,  1873,  was  as  follows,  viz: 

1.  The  breakwater  at  the  mouth  of  the  river  was  completed  to  the  extent  at  present 
contemplated,  in  June  187:i,  under  six  separate  contracts,  by  which  there  was  furnished 

upon  the  work  81. 125^^11]  grohs  tons  or  90,860 .j,;*^,'}  net  tons  of  stone,  making  a  break- 
water 4,200  feet  in  length,  with  an  average  thickness  of  about  20  feet,  and  a  height  of 
10  feet  above  mean  low-water. 

2.  Dangerous  sunken  rocks  removed  from  the  channel  near  Little  Islands. 

•  On  the  3l8t  of  August,  1374,  Mr.  Hamilton  had  furnished  all  the  stone  required  for 
the  completion  of  his  contract,  whereby  the  whole  ax)piopriation  was  exhausted. 


308  REPORT    OF    THE    CHIEF    OF    ENGINEERS. 

3.  A  channel  50  feet  wide  was  excavated  through  the  bars  below  the  wharves  of  Saco 
and  Biddeford  to  a  depth  of  5  feet  below  mean  low-water  (giving  13f  feet  at  ordinary 
high-water)  in  the  summer  stage  of  the  river,  in  which  about  4,000  cubic  yards  of 
slabs,  edgings,  &c.,  were  excavated  and  removed  from  the  bare. 

4.  A  large  wrought-iron  spindle,  20  feet  long  and  14  inches  in  diamet<jr,  surmonnted 
with  an  iiou  day-mark  8  feet  in  height,  was  phiced  to  mark  the  loot  of  Cow  Island 
Ledge  in  place  of  old  pier  No.  1. 

5.  A  new  pier  was  built  on  the  point  of  ledge  at  Ferry  Narrows,  on  the  site  of  old 
pier  No.  8.  It  is  made  of  hewn  pine  logs,  well  framed  and  braced,  and  filled  to  its  top 
with  stone,  and  covered  on  its  outer  face  with  oak  and  pine  3-inch  plank.  It  is  143  feet 
in  length,  12  feet  in  height  above  mean  low-water,  and  15  feet  in  width  on  top,  with  a 
batter  of  one  in  12  feet. 

Another  pier  of  the  same  descriptiou,  V)o  feet  ia  length,  was  built 
nearly  to  completion  on  the  ledge  on  Jordan's  Point  in  the  ]>lace  of  old 
pier  No.  9.  Upon  this  ledge  a  stone  fonndation  was  built  up  to  the  plane 
of  mean  low-water,  (a  height  of  from  2  to  4  feet,)  and  upon  this  the 
pier  was  built. 

During  the  fiscal  year  ending  June  30,  1874,  the  following  additional 
work  was  done,  viz  : 

The  pier  on  Jordan's  Point  was  completed  July  31  to  a  height  of  12 
feet  above  mean  low- water. 

A  similar  pier,  130  feet  in  length,  was  commenced  in  August,  1873, 
on  Ward's  Point  in  the  place  of  old  pier  No.  7,  and  was  completed  in 
September,  1873 ;  and  the  old  pier  No.  2  (about  one  mile  below  Saco 
wharves)  was  thoroughly  repaired,  planked,  and  ballasted  with  stone, 
having  been  completed  early  in  October,  1873. 

The  piers  were  all  built  and  repaired  with  hired  labor ;  and  their  com- 
pletion finishes  all  the  improvements  that  have  heretofore  been  projecttnl 
or  this  river. 

The  works  for  the  improvement  of  Saco  River  are  situated  in  the  collection-district 
of  Saco  and  Biddeford,  Me.  The  neare^^t  light-house  is  on  Wood  Island,  opposite  the 
mouth  of  Saco  River ;  and  the  nearest  forts  are  those  in  Portland  Harbor,  about  fifteen 
miles  distant. 

The  amount  of  revenue  collected  at  Saco,  the  port  of  entry,  during  the  fisoal  year 
ending  June  30, 1874,  as  furnished  by  the  United  States  collector  of  customs,  was  $'i76.46. 

The  number  of  sea-going  vessels  which  arrived  during  the  same  period  was  219. 

Financial  statement 

Balance  in  Treasury  of  United  States  July  1,  1873 $5,000  00 

Amount  in  hands  of  otficer,  and  subject  to  his  check 896  20 

Amount  expended  during  the  fiscal  year  ending  June  30, 1874 5, 81H5  20 


Y    II. 

IMPROVEMENT  OF  WELLS  HARBOR,  MAINE. 

The  improvement  projected  for  this  harbor  consisted  in  the  repairs  of 
an  old  Government  pier  at  the  month  of  Webhannet  River.  This  pier 
was  built  from  thirty  to  forty  years  ago  for  the  purpose  of  straightening 
and  deepening  the  channel  over  the  bar  at  the  entrance  to  this  harlwr. 
It  was  made  of  crib-work  ballasted  with  stone,  and  was  about  250  yards 
in  length. 

By  an  act  of  Congress  approved  June  10,  1872,  the  sum  of  .^5,000  was 
appropriated  for  this  work. 

The  projected  repairs  were  commenced  with  hired  labor  in  the  latter 
part  of  September,  1872,  and  were  completed  on  the  30th  of  June,  1873; 
and  in  September,  1873,  they  were  entirely  finished. 

Financial  statement. 

Amount  in  hands  of  officer  and  subject  to  his  check 8324  93 

Amount  expended  during  the  fiscal  year  ending  June  30,  1874 '^2A  H3 
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Y    12. 

IMPROVEMENT  OF  COCUECO  RIVER,  NEW  HAMPSHIRE. 


This  river  in  its  lowest  summer  stage  is  navigable  from  tbe  harbor  of 
Portsmouth,  N.  H.,  up  to  the  Lower  Narrows,  (which  place  is  distant 
one  and  one-half  miles  below  the  bridge  at  the  head  of  navigation  in 
Dover,  N.  H.,)  with  6  feet  at  mean  low-water,  and  13J  feet  at  ordinary 
bigh-water.  At  the  Lower  Narrows,  and  above,  its  navigation  has  been 
obstructed  by  ledges,  bowlders,  and  shoals,  having  only  from  6  inches 
to  2  feet  of  water  over  them  at  mean  low-water,  the  average  rise  of  the 
tide  being  6.8  feet  at  the  Lower  Narrows,  and  less  above. 

The  following  appropriations  have  been  made  for  improving  the  navi- 
gation of  this  river,  viz : 

By  act  of  Congress  approved  March  3,  1871 $10,000  00 

Bv  act  of  Congress  approved  .Tune  10,  1872 10, 000  00 

By  act  of  Congress  approved  March  3,  1873 ,     10,000  00 

By  act  of  Congress  approved  June  23,  1674 10,000  00 

Total 40,000  00 

Of  which  amount  there  had  heen  Expended  up  to  July  1,  1873,  the  sum  of.       9,436  18 
Amount  available  July  1,  1873 20,563  82 

Up  to  this  period,  (viz,  July  1,  1873.)  the  work  done  was  as  follows, 
viz : 

1.  A  channel  opened  through  the  ledge  at  the  Lower  Narrows  to  a  width  of  75  feet, 
and  a  depth  of  4  feet  at  mean  low-water. 

2.  All  the  sunken  rocks  removed  from  the  channel  between  the  Lower  and  Upper 
Narrows. 

3.  Contracts  had  also  been  made  with  Mr.  Edward  Moore,  of  Portland,  Me.,  the  low- 
est responsible  bidder,  for  the  partial  opening  of  a  channel  40  feet  in  width  and  4  feet 
in  depth  at  mean  low-water,  t]^rough  the  ledge  at  the  Upper  Narrows,  (or  Gulf.) 

These  contracts  provided  for  the  removal  of  772  cubic  yards  of  ledge, 
at  $26.50  per  cubic  yard.  The  contractor  commenced  operations  in 
3Iay,  1873,  in  building  a  coffer-dam,  so  as  to  inclose  the  whole  work 
contracted  for;  which  coffer-dam  was  completed  in  the  latter  part  of 
August,  when  the  water  was  pumped  out  and  work  commenced  upon 
the  excavation  of  the  ledge.  This  work  was  prosecuted  with  commenda- 
ble energy,  and  was  very  satisfactorily  completed  by  the  contractor,  on 
the  31st  of  October,  to  the  extent  required  under  his  two  contracts, 
viz,  the  excavation  and  removal  of  772  cubic  yards  of  ledge. 

By  this  work  the  channel  has  been  opened  to  a  width  of  40  feet  and 
a  depth  of  4  feet  at  mean  low-water  (giving  10.8  feet  at  ordinary  high- 
water)  for  an  extent  of  300  feet  through  the  Upper  Narrows,  leaving 
about  130  feet  yet  to  be  done  under  future  appropriations. 

In  this  work  all  the  balance  of  the  appropriations  available  July  1, 
1873,  has  been  entirely  expended. 

The  sum  of  $10,000  appropriated  by  act  of  June  23,  1874,  is  to  be 
applied  to  the  completion  of  the  channel,  having  the  projected  width 
and  depth  through  the  Upper  Narrows,  which  will  require  about  500 
cubic  yards  of  ledge  excavation.* 

To  complete  all  the  improvements  projected  for  this  river,  as  stated 
in  the  annual  report  for  the  fiscal  year  ending  June  30,  1873,  will  re- 
quire the  additional  sum  of  805,000,  which  can  be  profitably  expended 
during  the  fiscal  year  ending  June  30,  1876. 

*  A  contract  for  this  work  was  made  on  the  31st  of  July,  1874,  with  Mr.  Edward 
Moore,  of  Portland,  Me.,  (the  only  bidder,)  at  S*20  per  cubic  yard. 
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Financial  statement. 

Balance  in  Treasury  of  United  States  July  1,  1873... $17,000  fKt 

Amount  in  hands  of  officer  and  subject  to  his  check 3, 563  8'i 

Amount  appropriated  by  act  approved  June  23,  1874 10, 000  Oti 

Amount  expended  during  the  hscal  year  ending  June  30,  1874 2(>, 5fi:J  !^i 

Amount  available  July  1,  1874 ! 10,000  W 

Amount  required  for  the  liscal  year  ending  June  30,  1876 65,000  OO 


Y  13. 

IMPROVEMENT  OF  MERRIMAC  RIVER,  INCLUDING  THE  HARBOR  OF  NEW- 

BURYPORT,  MASSACHUSETTS. 

The  following  appropriatious  have  been  made  for  the  improvement  of 
Merrimac  River,  Mass.,  viz  : 

By  act  of  July  11,  l^^O,  for  improvement  of  Merrimac  River,  Mass $25, 000  (X) 

By  act  of  March  3, 1871,  for  improvement  of  Merrimac  River  above  Haver- 
hill, Mass 25,000  ("i 

By  act  of  June  10,  187*2,  for  improvement  of  Merrimac  River  above  Hav- 
erhill, Mass 25,000  W 

By  act  of  March  3,  1873,  for  improvement  of  Merrimac  River,  Mass 25,000  (*) 

By  act  of  June  23,  1874,  for  continuing  the  improvement  of  Merrimac 
River,  Mass 10.000  W 

Total 110,0(M)00 

Amount  expended  up  to  July  1,  1873 51, 305  53 

Amount  available  July  1,  1873 48,694  47 

Up  to  July  1,  1873,  the  work  doue  was  as  follows,  viz : 

1.  The  maiu  (South)  Gangeway  Rock,  in  Xewburyport  Harbor,  broken  up  and  re- 
moved in  1870  to  a  depth  of  9^  feet  at  mean  low-wat«r,  and  a  commencement  made 
upon  North  Gangeway  Rock. 

2.  The  wreck  of  the  schooner  Globe  removed  in  1870. 

3.  Four  hundred  and  seventy-five  cubic  yards  of  clay,  bowlders,  &c.,  excavated  and 
removed  in  1870  from  the  channel  of  the  Lower  Falls  above  Haverhill ;  2,100  cubic 
yards  in  1871,  and  156  cubic  yards  in  June,  1873 ;  making  a  total  of  2,731  cubic  yards, 
by  which  the  work  in  these  falls  was  about  half  completed. 

4.  The  following  contracts  had  also  been  made,  under  the  appropriations  of  June  10, 
1872,  and  March  3,  1873,  with  Mr.  Augustus  R.  Wright,  of  Geneva,  N.  Y.,  the  lowest 
bidder,  for  improving  the  channel  in  the  Lower  Falls,  Hazletine  Rapids,  and  the  Upper 
Falls,  viz  : 

a.  By  contra<!t,  dated  September  9,  1872,  for  4,400  cubic  yards,  more  or  less,  of  exca- 
vation in  the  Lower  Falls  and  Hazletine  Rapids,  at  $4.95  per  cubic  yard ;  and 

h.  By  contract,  dated  May  30,  1873,  for  5,000  cubic  yards,  more  or  less,  of  excavation 
in  the  Upper  Falls,  at  $4.50  per  cubic  yard. 

In  June,  1873,  156  cubic  yards  were  excavated  in  the  Lower  Falls,  as 
stated  above,  under  the  contract  of  September  9, 1872,  after  which  work 
was  commenced  (July  Jr)  at  the  Ui>per  Falls,  under  the  contract  of 
May  30,  1873.  / 

This  work  was  continued  at  the  Upper  Falls  until  the  2l8t  of  October, 
when,  owing  to  the  high  stage  of  the  river,  it  was  suspended  for  the 
winter. 

The  dredging  done  to  that  date  at  the  Upper  Falls  amounted  to  3,755 
cubic  yards,  leaviug  about  2,800  cubic  yards  to  be  done  for  its  comple- 
tion.* 

*  The  dredgiug  was  couipleted  at  the  Upper  Falls  in  September,  1874. 
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Operations  were  resumed  by  Mr.  Wright  at  the  Lower  Falls  on  the 
29th  of  June,  1874,  under  his  contract  of  September  9,  1872. 

The  following  is  an  estimate  of  the  cost  of  the  work  for  completing 
the  improvements  now  projected  for  this  river  and  harbor  of  Xewbury- 
port,  viz : 

1.  yeicbtiryport  Harbor,  at  the  mouth  of  Merrimac  Elver, 

a.  Complete  removal  of  North  Gangeway  Rock,  700  cubic  yards,  at  §i20. ..  §14, 000  00 

b.  Removing  **  the  Boilers,"  near  the  citj' wharves 6,000  00 

Adding  for  contingencies,  say 2,000  00 

Total 22, 000  00 

2.  Eiver  between  Neicburyport  and  Haverhill,  Massachusetts, 

a.  Removal  of  Gangeway  Rock,  14  cubic  yards,  at  |20 $280  00 

h.  Removal  of  two  rocks,  above  Deer  Island  bridge,  108  cubic  yards,  at  ^20.  2, 160  00 

c.  Removal  of  rocks  at  Rocks-Bridge 1,000  00 

d.  Removal  of  Little  Currier  Rock,  2  cubic  yards % . .  25  00 

e.  Dredging  at  Currier  Shoal,  0,500  cubic  yards,  at  75  cents 4, 875  00 

/.    Dike  at  Silby's  Head,  350  feet,  at  825 8,750  00 

Adding  for  contingencies,  say 1,910  00 

Total 19,000  00 

3.  Biver  above  Haverhill^  Massachusetts, 

a.  Excavating  a  channel,  60  feet  wide,  and  4  feet  deep  at  low- water,  in  the 

summer  stage  of  the  river,  at  Hazletiue  Rapids,  1,900  cubic  yards,  at  $4.95.  $9, 405  00 

h.  Completing  the  channel  to  the  same  width  and  depth  at  tlie  ITpper 

Falls,  2,5^00  cubic  yards,  at  $4.50 12,600  00 

c.    Completing  the  channel  to  the  same  width  and  depth  at  the  Lower 

Falls,  2,500  cubic  yards,  at  $4.95 12,375  00 

Adding  for  contingencies,  say 5, 091  09 

Total 39,471  09 

Total  amount  required  for  completing  all  the  projected  improvements,  as 

above $60,471  09 

Of  which  there  is  now  available  under  existing  appropriations.  $43,028  97 
Deducting  amount  of  percentage  retained  on  contract  work. ..       3, 557  t^ 

39,471  09 

Additional  amount  required 41,000  00 

Financial  statement. 

Balance  iu  Treasury  of  United  States  July  1, 1873 $45, 000  00 

Amount  in  hands  of  ot!icer  and  subject  to  his  check,  (ihcludiug  $154  62 

perc^tage  due  on  contracts  not  yet  completed) 3, 694  47 

Amount  appropriated  by  act  approved  June  2i3, 1874 10,000  00 

Aunount  expended  during  the  fiscal  year  ending  June  30, 1874 15, 065  50 

Amount  available  July  1,1874 39,471  09 

Amount  required  for  tiseal  year  ending  June  30,  1876 ^ 41, 000  00 


Y  14. 

IMPROVEMENT  OF  GLOUCESTER  HARBOR,  MASSACHUSETTS. 

By  an  act  of  Congress  approved  June  10,  1872,  the  sum  of  810,000 
was  appropriated  for  the  removing  of  rocks  in  this  harbor.    Under  this 
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appropriation  a  contract  was  made  August  26,  1872,  with  Mr.  Geo.  W. 
Townsend,  of  Boston,  Mass.,  for  removing  the  following  sunken  rocks, 
at  the  prices  named,  viz : 

1.  Babson's  Ledge,  at  $20  per  cubic  yard. 

2.  Clam  Rock,  at  ^20  per  cubic  yard $450 

3.  Pinnacle  Rocks,  at  §20  per  cubic  yard 1, 170 

4.  Rocks  oft'  J.  Friend^s  wharf,  at  820  per  cubic  yard 330 

5.  Rock  off"  Pow's  wharf,  at  $20  per  cubic  yard 45 

On  the  1st  of  July,  1 873,  all  the  work  contracted  for  was  complete? 
viz: 

1.  Clam  Rock,  removed  from  a  depth  of  1  foot  to  that  of  9^  feet  below  the  plane  of 
mean  low-water,  the  level  of  the  surrounding  bottom. 

2.  Pinnacle  Rocks,  removed  from  S^  feet  above  down  to  the  level  of  the  surrounding 
bottom,  which  has  a  depth  of  16^  feet  below  the  plane  of  mean  low-water. 

3.  Rocks  off"  J.  Friend's  wharf,  removed  down  to  the  level  of  the  surrounding 
bottom. 

4.  Rock  off  Pew's  wharf  was  entirely  removed  to  a  depth  of  5  feet  below  mean  low- 
water;  and 

5.  The  largest  bowlders  were  removed  from  the  rocky  shoal  known  as  "  Babson's 
Ledge." 

Work  has  been  suspended  since  July  1,  1873. 

Amount  available  July  1,  1874,  for  additional  work,  $686.84. 

Financial  atateineni. 

Amount  in  hands  of  officer  and  subject  to  his  check $9, 470  64 

Amount  expended  during  the  ftscal  year  ending  June  30,  1874 8,783  ^ 

Amount  available  July  1,  1874 686  64 


Y  15. 

IMPROVEMENT  OF  SALEM  HARBOR,  MASSACHUSETTS. 

The  following  appropriations  have  been  made  by  Congress  for  this 
work,  viz : 

By  act  of  March  3,  1873 1 $15,000 

By  act  of  June  23,  1874 10,000 

Total 25,000 

The  following  is  an  estimate  of  the  cost  of  the  work  j)rojected  for 
the  improvement  of  this  harbor,  viz : 

1.  Excavating  a  channel  1,730  feet  long,  300  feet  wide,  to  a  depth  of  8  feet  at 
mean  low-water,  (giving  17.3  feet  at  mean  high-water,)  from  the  entrance  to. 
South  River  outward  to  deep  water,  including  contingencies $25, 000 

2.  Constructing  a  sea-wall  and  a  breakwater  for  the  iireservation  and  protec- 
tion of  Long  Point,  including  contingencies ^,000 

Total 48,000 

After  advertising  for  proposals,  a  contract  was  made  May  1, 1873, 
with  Mr.  Augustus  K.  Wright,  of  Geneva,  N.  Y.,  the  lowest  of  four 
bidders,  for  30,000  cubic  yards,  more  or  less,  of  dredging,  at  44  cents 
per  cubic  yard,  as  measured  in  the  scows.  On  the  10th  of  May  he 
commenced  work,  and  up  to  the  close  of  the  fiscal  year  ending  June  30, 
1873,  he  had  dredged  9,266.J  cubic  yards  under  this  contract.  After  a 
suspension  of  work  on  the  5th  of  June,  it  was  resumed  on  the  8th  of 
December,  irom  which  date  up  to  the  10th  of  March,  1874,  22,229| 
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cubic  yards  of  dredgiug  was  done,  making  a  total  of  31,496  cubic  yards 
in  completion  of  the  contract.  By  this  work  the  channel  has  been 
opened  to  the  required  depth  of  8  feet  at  mean  low-water  from  the 
mouth  of  South  Eiver  outward  to  deep  water  for  an  average  width  of 
160  feet. 

The  appropriation  made  by  act  of  June  23,  1874,  will,  it  is  believed, 
be  sufticient  to  complete  all  the  dredging  necessary  for  improving  the 
channel  from  deep  w%ater  to  the  entrance  of  South  Eiver.* 

FhiancUil  statement 

Balance  in  Treasury  of  United  States  Jnly  1,1873 $?,000  00 

Amount  in  haucls  of  officer  and  subject  to  his  check,  (including  $615.54  per- 

centa«;e  due  on  contracts  not  yet  completed) 3, 455  51 

Amount  approprialed  by  act  approved  June  23,  1874 10, 000  00 

Amount  expended  during  the  fiscal  year  ending  June  30,  1874 11,455  51 

Amount  available  July  1,1874 \ 10,000  00 

Amount  required  for  the  fiscal  year  ending  June  30,  1876 23,000  00 


Y  i6. 

IMPROVEMENT  OF  BOSTON  HARBOR,  MASSACHUSETTS. 

The  several  works  projected  and  in  progress  for  the  improvement  and 
preservation  of  this  harbor  consist  of  the  following,  viz : 

1.  The  sea-wall  for  the  protection  and  preservation  of  Point  Allerton. 

2.  The  sea-wall  for  the  protection  and  preservation  of  Great  Brewster  Island. 

3.  The  sea-walls  for  the  protection  and  preservation  of  Lovell's  Island. 

4.  The  sea-wall  for  the  protection  and  preservation  of  Gallop's  Island. 

5.  The  sea-wall  for  the  protection  and  preservation  of  the  north  head  of  Long 
Island. 

6.  The  sea-walls  for  the  protection  and  preservation  of  Deer  Island. 

7.  Straightening,  widening,  and  deepening  the  main  ship-chanoel  in  the  Narrows. 
(a.)  At  the  west  end  of  Great  Brewster  Bar ; 

(6.)  At  the  southeast  point  of  Lovell's  Island  ;  and, 
(c.)  At  the  southwest  point  of  LovelPs  Island. 

8.  Widening  and  deepening  the  channel  through  the  Upper  Middle  Bar. 

9.  Removal  of  Nash's  Rock. 

10.  Completing  the  removal  of  Kelly's  Rock. 

11.  Kemoval  of  a  sunken  ledge,  situated  iu  ''The  Narrows,"  between  George's  Island 
and  Great  Brewster  Spit. 

12.  Removal  of  State  and  Pahnvra  Rocks,  on  the  southern  spurs  of  the  Lower 
Middle, 

13.  Surveys  of  sunken  rocks. 

1.  Sea-icall  on  Point  Allerton, — Work  was  commenced  upon  this  sea- 
wall in  September,  1870,  and  was  completed  in  Maj^,  1874,  having  been 
built,  for  the  most  part,  under  four  separate  contracts  with  Mr.  James 
]M.  Andrews,  of  Biddeford,  Me.,  made  respectively  May  24, 1870,  July  26, 
1871,  August  24,  1872,  and  May  8,  1873.  The  hist  contract  provided 
for  completing  this  sea-wall  ^at  the  same  prices  as  in  the  previous  con- 
tracts, viz: 

1.  Granite  wall,  (including  granite  facing  and  coping,  concrete  foundation  and  back- 
ing,) at  177.90  per  linear  foot. 

2.  Concrete  for  a^lditional  foundation,  if  required  in  excess  of  that  called  for  by  the 
drawings  and  specitications,  at  .§11  per  cubic  yard. 

3.  Excavation  for  foundation,  at  §1  per  cubic  yard. 

4.  Back  filling  of  earth,  at  .')0  cents  per  cubic  yard. 

5.  Paving,  (including  paving-stones  and  cobble-stones,  shingle,  and  gravel  for  bed- 
ding for  same.)  at  $G.40  per  superficial  yard. 

•  A  contract  for  this  work  was  made  September  5,  1874,  with  Messrs.  Curtis,  Fobea 
&i  Co.,  of  Portland,  Me.,  to  be  completed  May  1,  1875. 
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The  contractor,  commenced  work,  under  his  last  contract,  early  in 
May,  1873,  and  up  to  June  30  of  that  year  he  had  finished  14^">  linear 
feet  of  jrranite  wall,  593f  cubic  yards  of  excavation  for  the  foundation, 
and  2.00S  cubic  yards  of  back-filling. 

This  work  was  continued  by  him  from  July  1  until  December  12,1873, 
when  it  was  suspended  until  March,  and  then  resumed  and  continued 
until  its  completion  on  the  last  of  May,  1874.  During  this  period  the 
following  additional  work  was  done,  viz :  132.21  linear  feet  of  granite 
wall,  completed  in  August,  1873,  to  the  projected  length  of  1,202^  feet; 
595.58  cubic  yards  of  excavation  for  the  foundation,  completed  in  Au- 
gust, 1873;  3,351  J  cubic  yards  of  earth  back-filling;  and  1,905  super- 
ficial yards  of  granite  paving.  The  total  quantity  of  work  done  under 
the  contract  of  May  8,  1873,  in  completion  of  the  sea-wall,  was  as  fol- 
lows, viz:  277.2  linear  feet  of  granite  wall ;  1,189^  cubic  yards  of  exca- 
vation for  the  foundation;  5,359^  cubic  yards  of  earth  back-fillin«f; 
1,905  superficial  yards  of  granite  paving. 

In  addition  to  the  above  contract  work,  there  have  been  built  since 
July  1,  1873,  for  the  protection  of  the  concrete  foundation  of  this  sea- 
wall, where  most  exposed  to  injury  by  storms  and  currents,  1,005  linear 
feet  of  granite  apron,  and  eight  jetties,  in  which  has  been  placed 
1.598.94  tons  of  granite  grout.  This  apron  has  an  average  width  of 
about  10  feet,  is  from  2  to  3  feet  in  height,  and  extends  all  along  tbe 
fourth,  fifth,  sixth,  seventh,  and  eighth  faces,  counting  from  the  east,  and 
for  about  50  feet  along  the  first  face,  and  along  the  western  wing-wall,  in 
order  to  protect  its  junction  with  the  shore  crest.  The  several  jetties 
have  a  length  of  25  to  30  feet,  a  width  of  about  6  to  8  feet,  and  a  height 
of  2  to  3  feet,  and  are  placed,  five  at  the  fourth,  fifth,  sixth,  seventh,  and 
eighth  angles,  two  from  the  middle  of  the  first  and  seventh  faces,  and 
one  at  the  easterly  wing-wall,  also  serving  as  a  ramp.  The  granite 
grout  of  which  this  apron  and  the  jetties  are  built  has  been  furnished 
and  placed  in  position,  at  83.25  per  ton,  as  authorized  by  Department 
letter  of  Julv  23,  1873.  The  total  length  of  this  sea-wall,  as  completed, 
is  1,202^  feet. 

2.  Sea-wall  on  Ortat  Brewster  Island. — This  wall,  2,800  feet  in  length, 
was  built  for  the  protection  of  the  north  and  south  heads  of  the  island, 
and  fully  answers  the  purpose  intended.  It  was  commenced  in  1849, 
and  was  continued  through  the  year  1850,  when  work  upou  it  was  su^ 
pended.  Since  then  it  has  been  continued  from  time  to  time  as  appro- 
priations have  been  made  for  it.  It  is  now  in  good  condition,  not  requiring 
any  repairs. 

3.  Sea-icalls  on  LovelVs  Island, — There  are  two  sea-walls  on  this  island, 
one  of  which  was  built  thirty  years  ago,  for  the  protection  of  its  north 
head,  and  the  other  in  18G7  and  18C8  for  the  protection  of  the  southeast 
bluft'for  a  length  of  about  800  feet.  An  inspection  of  these  sea-walls, 
made  in  the  latter  part  of  March,  1873,  showed — 

1.  That  the  old  wall  on  the  north  head  was  in  good  condition  ;  but  that  the  Ion <;  jetty  at 
its  southern  extremity  was  much  shattered  by  the  storms  and  currents*  and  that  tb« 
shore-line  south  of  the  wall,  for  a  distance  of  about  600  feet,  had  been  much  abraded  of 
late  years,  to  a  degree  threatening  serious  changes,  the  immediate  prevention  of  which 
was  absolutely  necessary.  For  this  purpose  it  was  recommended  that  the  jetty  be 
repaired,  and  that  an  apron-work  of  large  rubble-stone  be  built  for  the  protection  of  the 
shore  south  of  it  for  a  length  of  620  feet ;   and, 

2.  That  the  sea-wall  at  the  southeast  blutt*  was  in  good  condition,  not  re<iuiring  any 
repair,  but  that  the  shore  line  next  to  its  southern  extremity  had  become  worn  away 
for  a  length  of  110  feet,  for  the  preservation  of  which  a  stone  apron  w&s  recommeDded, 
to  be  IH  feet  in  width  and  3  feet  in  height. 
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Work  was  commenced  with  hired  labor  upon  the  north  wall  in  May, 
1873,  and  was  completed  in  July  following;  and  the  apron  upon  the 
shore  next  to  the  sea-wall  at  the  southeast  blulf  was  completed  early  in 
August,  1873. 

4.  Sea-wall  on  Gallop's  Island. — The  sea-wall  is  1,745  feet  in  length. 
Work  upon  it  was  commenced  in  the  3  ear  18G8,  under  a  contract  made 
May  26,  18C8,  with  Mr.  James  Andrews,  of  Biddeford,  Me.,  and  was 
carried  on  under  that  contract  until  the  end  of  April,  1871,  after  which 
it  was  continued  with  hired  labor  until  its  completion,  in  the  latter  part 
of  September,  1871. 

The  violent  storms  and  currents  to  which  this  wall  is  exposed  had 
laid  bare  its  concrete  foundation  to  such  a  degree  as  to  render  neces- 
sary-, for  its  protection  and  preservation,  a  stone  apron  throughout  nearly 
its  whole  length,  with  jetties  projecting  outwards  from  its  faces.  This 
work  was  commenced  in  August,  1873,  and  completed  in  April,  1874. 
Tbe  apron  extends  along  the  base  of  this  wall  for  a  length  of  1,655 
feet,  being  on  the  most  exposed  faces  of  the  wall  10  feet  in  width. 
Eight  jetties  have  been  built  at  and  near  the  angles  of  the  wall,  of  which 
five  are  of  split  granite,  bedded  in  part  in  concrete,  laid  in  trenches  and 
surrounded  with  a  concrete  apron,  each  being  18  feet  in  length  and  5  feet 
in  width.    The  quantity  of  stone  used  in  this  work  was  about  1,450  tons. 

5.  Sea-wall  on  the  north  head  of  Long  Island, — Work  was  commenced 
upon  this  sea- wall  in  August,  1870,  and  has  been  continued  for  the  most 
part  under  contracts  with  Mr.  James  Andrews,  of  Biddeford,  Me.,  made 
respectively  May  24,  1870,  July  26,  1871,  August  23,  1872,  and  May  8, 
1873,  the  last  of  which  provided  for  completing  this  sea-wall  at  the 
same  prices  as  in  previous  contracts,  viz: 

1.  Granite  wall,  (including  granite  facing  and  coping,  concrete  foundation  and  back- 
ing.) at  8'^8.19  per  linear  foot. 

2.  Concrete  lor  additional  foundation,  if  required,  in  excess  of  that  called  for  by  tbe 
drawings  and  specifications,  at  810.25  per  cubic  yard. 

3.  Excavation  for  the  foundation,  at  81  per  cubic  yard. 

4.  Back-filling,  at  50  cents  per  cubic  yard. 

5.  Paving,  (including  paving-stones  and  cobble-stones,  shingle  and  gravel  for  bedding 
for  same,)  at  $5  per  superticial  yard.  * 

The  contractor  commenced  work  under  his  last  contract  early  in  May, 
1873,  and  up  to  Ist  of  July  he  had  finished  KjI^^^^q  linear  feet  of  granite 
wall  proper,  o58/jj*^  cubic  yards  of  excavation  tor  the  foundation,  and 
1,300  cubic  yards  of  back-filling.  Work  was  continued  by  him  from  July 
1  until  the  1st  of  December,  1873,  when  it  was  suspended  until  March, 
and  then  resumed  and  continued  until  its  completion  about  the  last  of 
July,  1874. 

During  the  fiscal  year  ending  June  30, 1874,  the  work  done  under  the 
contract  of  May  8,  1873,  was  as  follows,  viz : 

Three  hundred  and  eighty  and  one-third  linear  feet  of  granite  wall,  completed  in  Sep- 
tember, 1873,  to  the  projected  length  of  2,080  feet ;  776^  cubic  yards  of  excavation  for  the 
foandation,  completed  in  September,  1873;  3,770|  cubic  yards  of  back-tilling  of  earth 
placed  behind  the  wall,  and  3,038.6  .superficial  yards  of  granite  paving  laid.  The  total 
quantity  of  work  done  by  Mr.  James  Andrews  under  his  contract  of  May  8, 1873,  up  to 
the  Ist  of  Ju^y,  1874,  consisted  of  541.7  linear  feet  of  granite  wall:  1,:«5t^i,V  cubic 
yards  of  excavation  for  the  foundation  ;  5,070^  cubic  yards  of  earth  back-tilling,  and 
3,038-i7j  superficial  yards  of  granite  paving;  leaving  to  be  done  under  that  contract  for 
the  entire  completion  of  the  wall,  only  550  cubiqyards  of  back-filling,  and  353^  super- 
ficial yards  of  granite  paving. 

In  addition  to  the  above  contract  work,  there  have  been  built  since 
about  the  1st  of  April,  1874,  for  the  protection  of  the  concrete  founda- 
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tioii  of  this  sea-wall  where  most  exposed  to  injury  by  storms  and  cur- 
rents, about  750  linear  feet  of  stone  apron  and  7  jetties,  leaving  for 
completion  225  linear  feet  of  apron  work  and  3  jetties.* 

6.  Sea-walls  on  Deer  Island, — The  three  sea-walls  on  this  island  were 
built  about  thirty-five  years  ago  for  the  protection  and  preservation  of 
the  north,  middle,  and  south  heads,  and  were  respectively  1,740,  840, 
and  420  feet  in  length.  The  injury  which  these  walls  had  sustained 
from  the  violence  of  the  storms  was  such  as  to  necessitate  the  rebuild- 
ing of  them  to  a  great  extent.  This  was  commenced  in  1865  and  com- 
pleted in  1869 ;  not,  however,  to  the  extent  that  has  since  proved  to 
have  been  necessary.  On  an  inspfection  of  them  it  was  found  that  in 
numerous  places  the  stone  in  the  lower  course  of  the  north  head  wall 
had  been  moved  out  of  place ;  that  the  granite  paving  in  the  rear  of 
this  wall,  for  a  length  of  OS  feet,  had  still  to  be  completed,  and  that 
about  70  linear  feet  of  the  old  paving  required  relaying,  and  that  the 
wall  otherwise  needed  repairs. 

These  repairs  were  taken  in  hand,  with  hired  labor,  on  the  15th  of 
October,  and  were  completed  early  in  November,  1873. 

7.  Straightening^  widening^  and  deepening  the  main  shipchannel  at "  The 
Narrows,^ — This  work  consists  in  the  removal  of  portions  of  Brewster's 
Spit  and  Lovell's  Island,  so  as  to  obtain  a  depth  of  23  feet  at  mean  low- 
water,  for  a  width  of  600  feet,  with  proper  slopes  up  to  the  18  foot 
curve. 

Work  was  commenced  on  LovelPs  Island  in  1867,  and  continued  dur- 
ing that  and  the  two  following  years,  until  suspended  for  want  of  funds. 
The  officer  then  in  charge  of  this  work  reported  that  by  these  opera- 
tions the  whole  southwest  point  of  this  island  was  cut  off  for  a  width 
of  260  feet  from  the  top  of  the  bank  in  a  regular  slope  to  a  depth  of  23 
feet  at  mean  low- water ;  and  that  the  channel  at  that  point  had  been 
widened  at  the  depth  of  18-foot  curve  from  its  former  width  of  365  feet 
to  625  feet. 

With  a  view  to  ascertaining  the  condition  of  the  channel  in  "The 
^Narrows ''  and  its  vicinity,  and  what  changes,  if  any,  had  taken  place 
therein  stnce  the  completion  of  the  improvements  there,  including  the 
enlargement  of  the  channel  at  LovelPs  Island,  a  resurvey  of  that  local 
ity  was  made  under  my  direction,  in  July  and  August,  1872,  by  my 
assistant,  Mr.  H.  F.  Bothfeld,  civil  engineer,  whose  report  thereon,  and 
map,  dated  February  18, 1873,  accompanied  my  report  for  the  fiscal 
year  ending  June  30, 1873.  On  referring  to  this  map  it  will  be  seen 
that  the  channel  at  the  southwest  x)oiut  of  LovelPs  Island  has  not 
changed,  to  any  considerable  extent,  since  the  dredging  operations  were 
closed  in  1869 ;  that  the  18-foot  curve  is  now  very  nearly  the  same  as  it 
was  then  ;  and  that  the  shore  above  low-water  line  has  acquired  a  more 
natural  slope  of  8  feet  horizontal  to  1  foot  rise  by  the  receding  inland  of 
the  high- water  line ;  also,  that  the  flats  off  the  southeast  point  of  Lov- 
elPs Island  have  advanced  so  much  toward  the  main  channel  as  to  ma- 
terially impede  and  endanger  navigation.  It  will  also  be  seen  that 
the  extreme  westerly  end  of  Brewster's  Spit  has  continued  to  extend 
in  a  westerly  or  southwesterly  direction,  the  point  on  low-water  line 
being  120  feet  further  out  than  in  1860,  and  the  present  18-foot  curve 
168  feet  from  that  of  1860. 

The  estimated  cost  of  the  improvement  of  ** The  Narrows^  by  the 
excavation  from  LovelPs  Island  to  a  depth  of  23  feet  at  mean  low-water, 
for  a  W'idth  of  600  feet,  with  proper  slopes  inward,  and  by  excavating 

*  This  work  was  eatirely  completed  early  in  Aiij^^nst,  l!^T4. 
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Brewster's  Spit,  as  shown  on  the  drawing  above  referred  to,  is  as  fol- 
lows, viz : 

1.  Brewster's  Spit,  60,000  cubic  yards  dredging  on  westerly  extremity  of  the 

spit,  at  40  cents $24,000  00 

U.  Lovell's  Island,  40,000  cubic  yards  dredging  on  southeast  point  at  40 

cents 1 16,000  00 

3.  Lovell's  Island,  40,000  cubic  yards  dredging  on  southwest  point  at  40 

cents ..     16,000  00 

Total 56,000  00 

The  improvements  projected  at  the  west  end  of  Great  Brewster  Bar 
and  at  the  southeast  point  of  Lovell's  Island  are  at  once  to  be  taken  in 
hand,  under  the  appropriation  for  this  harbor  made  by  act  of  June  23, 
1874.» 

8.  Widening  and  deepening  the  channel  through  the  "  Upper  Middle  BarJ*^ — 
The  improvement  projected  for  this  bar  consists  in  opening  through  it 
a  channel  to  a  width  of  600  feet,  and  a  depth  of  23  feet  at  mean  low- 
water,  the  average  length  of  the  "cut"  being  2,200  feet,  with  an  exca- 
vation of  from  1  to  7  feet. 

The  work  done  up  to  the  1st  of  July,  1873,  amounted  to  the  excava- 
tion of  40,425  cubic  yards,  by  which  an  entire  "cut''  was  completed  to 
a  width  of  40  feet,  and  a  length  of  1,800  feet,  and  a  second  "  cut"  com- 
pleted for  a  length  of  1,040  feet,  and  to  a  depth  of  23  feet  at  mean  low- 
water,  including  the  removal  of  a  large  bowlder,  (discovered  in  the 
channel  in  1872,)  ha\ing  but  16J  feet  of  water  on  it  at  mean  low-water. 

On  the  27th  of  January,  1874," proposals  were  invited  for  75,000  cubic 
yards,  more  or  less,  of  dredging  and  rock-excavation,  in  continuation  of 
this  impix)vement,  and  a  contract  was  made  for  the  work  on  the  5th  of 
March,  1874,  with  the  Atlantic  Dredging  Company,  of  Brooklyn,  N.  Y., 
who  were  the  lowest  of  four  bidders,  at  64  cents  per  cubic  yard  for 
dredging  as  measured  in  the  scows,  and  $35  per  cubic  yard  for  the  ex- 
cavation of  ledge  and  bowlders  exceeding  six  tons  in  weight. 

Operations  were  commenced  under  this  contract  early  in  April,  1864, 
and  have  since  been  continued ;  eight  thousand  four  hundred  and 
seventy-six  cubic  yards  of  dredging  having  been  done  up  to  the  1st  of 
July,  1874,  leaving  about  66,500  cubic  yards  still  to  be  done  in  comple- 
tion of  the  contract. 

The  appropriation  made  by  act  of  June  23,  1874,  for  continuing  the 
improvement  of  this  harbor,  will  be  applied  in  part  to  continuing  this 
work  by  contract  after  inviting  proposals  for  the  same,  t 

9.  Removal  of  Nash's  Rock. — Nash's  liock  (so  called)  is  a  shoal  lying  in 
the  outer  entrance  to  Boston  Harbor,  about  one-third  of  the  way  over 
from  Brewster  Spit  to  Point  Allerton.  This  shoal  was  surveyed  under 
my  instructions,  in  September  and  October,  1873,  by  my  assistant  engi- 
neer, Mr.  H.  F.  Bothfeld,  and  a  special  report  thereon,  accompanied  by 
drawings,  was  submitted  to  the  Department  on  the  24th  of  March,  1874. 
From  information  acquired  by  this  survey  it  is  seen  that  the  only  por- 
tion of  this  shoal  which  it  would  be  advisable  and  practicable  to  im- 
prove, is  that  having  less  than  21  feet  of  water  over  it  at  mean  low- 
water,  which  portion  has  an  area  of  637^  superficial  yards,  and  would 
require,  in  order  to  obtain  a  depth  of  21  feet,  the  excavation  and  remo- 
val of  about  200  cubic  yards  of  bowlders,  shingle,  &c.,  at  an  estimated 

*  Proposals  were  invited  for  this  work,  and  contracts  were  made  early  in  September, 
1874 — to  he  completed  on  or  before  the  30th  June,  1875. 

lA  contract  was  made  for  this  work  September  1, 1874,  with  the  Harbor  Improve- 
ment Company,  of  Boston,  for  42,000-55,000  cubic  yards  of  dredging,  at  85  cents  per 
cubic  yard,  to  be  completed  on  or  before  the  15th  of  August,  1875. 
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cost  of  $5,000,  whereas,  to  remove  the  whole  shoal  to  a  depth  of  23fe€t 
below  the  plaae  of  mean  low-water,  would  require  the  additional  exca- 
vation of  over  16,000  cubic  yards  of  similar  material  over  an  area  of  9^ 
acres,  the  cost  of  which  would  be  greatly  disproportionate  to  the  beaetii 
that  would  result  therefrom. 

10.  Completing  the  removal  of  Kelly* s  Roclc. — This  rock  lies  in  the  main 
ship-channel,  distant  about  700  yards  in  a  direction  southeast  by  soath 
from  the  Bug  Light,  (at  the  Narrows,)  and  in  the  line  of  entrance  bnoy 
No.  1  and  Bug  Light. 

In  the  autumn  of  18G9  operations  were  commenced  upon  this  ledge 
for  its  removal,  by  blasting  to  a  depth  of  23  feet  below  the  plane  of 
mean  low-water,  and  they  were  continued  up  to  the  end  of  December, 
1870.  These  operations  were  resumed  in  June,  1873,  and  were  contiu- 
ued  until  the  25th  of  July  following,  during  which  time  118  tons  of  rock 
were  removed.  An  accurate  survey,  since  made,  shows  that  there  is 
still  an  area  of  about  320  superficial  yards  of  this  ledge  which  has  less 
than  the  projected  depth,  on  the  shoalest  parts  of  which  there  are  bnt 
21.2  feet  of  water  at  mean  low-water.  In  order  to  obtain  the  full  depth 
of  23  feet  at  mean  low-water,  the  additional  removal  of  not  less  than 
80  cubic  yards  will  be  required,  the  estimated  cost  of  which  is  85,000. 
It  is  contemplated  to  have  this  work  completed  under  the  appropriation 
made  for  this  harbor  by  act  of  June  23,  1874. 

11.  Removal  of  Sunken  Led ge^  situated  in  the  Xarrows, bet  ween  George'i 
Island  and  Great  Brewster  Spit. — This  ledge  was  discovered  in  Septem- 
ber, 1872,  in  a  resurv'ey  of  ''The  Narrows,"  made  under  my  direction, 
by  my  assistant,  Mr.  H.  F.  Bothfield,  civil  engineer,  and  a  careful  re- 
survey  of  it  wasmadein  July,  1873,  a  drawingofwhichhas  been  furnished 
the  Department.  It  is  situated  near  the  middle  of  the  main  ship  chan- 
nel, directly  in  the  track  of  all  large  vessels,  and  particularly  of  the 
European  steamers,  and  is  distant  317  yards  in  a  direction  west  by  south 
from  Bug  Light.  It  is  an  outcropping  of  ledge  of  argillaceous  slate, 
with  its  laminations  much  contorted.  In  its  longest  direction  it  lies 
obliquely  to  the  channel,  running  from  north  to  southeast  by  east  for 
41  feet,  with  an  average  width  of  nearly  10  feet,  its  highest  point  hav- 
ing but  18.9  feet  of  water  upon  it  at  mean  low-water.  Its  area  in  the 
plane  of  23  feet  below  mean  low- water  is  44.J  square  yards,  and  its  cubic 
contents  above  this  plane  is  IGJ  cubic  yards. 

The  removal  of  this  ledge  to  a  dei»th  of  23  feet  at  mean  low-water  is 
recommended  ;  the  estimated  cost  of  which  is  8500. 

It  is  contemplated  to  have  this  ledge  removed  to  a  depth  of  23  feet 
below  mean  low-water,  under  the  appropriation  of  June  23,  1874.* 

12.  Removal  of  State  and  Palmyra  Rocks. — A  survey  was  made  of  these 
rocks  in  August,  September,  and  October,  1873,  by  my  assistant  engi- 
neer, Mr.  H.  F.  Bothfeld,  under  my  direction  and  in  accordance  with  my 
project  submitted  to  the  Department  under  dat€  of  April  2,  1873,  of 
which  a  special  report  and  drawings  were  transmitted  to  the  Depart- 
ment on  the  25th  of  May,  1874. 

In  this  survey  more  than  2,100  soundings  were  made  over  an  area  of 
about  40,000  square  yards,  the  greater  part  of  which  were  over  the 
shoal  ground  south  of  the  line  connecting  the  buoys  Nos.  8  and  10.  as 
shown  upon  the  drawing.  Forty  borings  were  also  made  to  ascertain 
the  character  of  the  bottom  of  the  shoal.  By  this  survey  it  was  ascer- 
tained that  State  Rock  and  Palmyra  Rock,  of  the  position  and  character 

•A  contract  was  made  for  this  work  August  31,  1874,  with  Mr.  William  H.  Lloyd,  of 
Boston,  who  was  the  lowest  of  two  bidders  therefor,  at  $400  for  the  job,  and  early  io 
fcjeptember  it  was  completed. 
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of  which  but  little  was  previously  known,  are  situated  very  near  each 
other,  and  most  probably  are  outcroppings  of  the  same  ledge,  forming 
spurs  on  the  southern  side  of  the  Lower  Middle  Bar,  at  the  x)oiut8 
marked  A  aud  B  on  the  drawing,  which  are  distant  about  one-half  a 
mile  due  east  from  the  wharf  at  Fort  Independence.  It  was  also  ascer- 
tained that  this  shoal  ground  generally  consists  of  a  top  layer  of  sand 
and  shells,  occasionally  mixed  with  gravel  and  clay,  averaging  about 
one  foot  in  thickness,  with  a  substratum  of  grayish-blue  clay  or  slate 
ledge.  In  several  places  from  2  to  3  feet  of  clay  was  penetrated  before 
striking  the  ledge;  whilst  in  others  the  ledge  was  bare. 

As  the  main  ship-channel  is  here  about  801)  feet  wide,  it  is  not  deemed 
necessary  to  undertake  its  enlargement  b}'  a  general  excavation  of  this 
extensive  shoal.  But  in  order  to  increase  the  safety  of  navigation  it  is 
recommended  that  the  most  dangerous  points  of  ledge  and  bowlders  be 
removed  from  the  southern  part  of  this  shoal  to  a  depth  of  14  feet  be- 
low mean  low- water,  which  is  probably  sufficient  for  such  vessels  as  are 
liable  to  be  benefited  thereby. 

For  this  purpose  the  removal  of  the  following  rocks  will  be  necessary, 
viz: 

a.  At  the  point  marked  F  od  the  drawia;^,  that  beiuo^  the  ledge  ou  which  the  steafher 
Norman  ran  and  stuck  fast  for  two  days,  in  ldJ)9.  Its  highest  point  is  3.7  feet  above 
the  proposed  14-foot  plane,  and  has  an  ar«*a  in  that  plane  of  about  *2i  square  yards,  re- 
quiring the  removal  of  about  12  cubic  yards  of  ledge. 

b.  At  the  point  marked  G,  where  the  ledge  is  '2^  feet  above  the  proposed  14-foot 
plane,  with  an  area  of  about  30  square  yards  in  that  plane,  requiring  the  removal  of 
about  12  cubic  yards  of  ledge. 

0.  At  the  point  marked  H,  where  there  are  several  small  bo^vlders,  or  bowlder-shaped 
ontcroppings,  covering  an  area  of  about  16  square  yards,  the  highest  of  which  are  21 
feet  above  the  proposed  14  foot  plane,  and  are  estimated  to  contain  about  S  cubic  yards, 
in  addition  to  which  it  will  be  necessary  to  remove  about  8  cubic  yards  of  sand  aud 
shells  lying  among  the  bowlders  in  order  to  obtain  14  feet  of  water  over  this  area. 

d.  At  the  points  marked  K,  I,  L  near  the  point  H,  the  most  salient  part  of  the  shoal, 
are  ontcroppings  of  the  ledge  having  respectively  17^  feet,  16^  feet,  and  16|  feet  of 
water  over  them  at  mean  low-water.  Owing  to  the  greater  proximity  of  these  rocks 
to  the  main  ship-ciiannel  it  would  be  advisable  to  remove  them  to  a  depth  of  IH  feet 
below  the  plane  of  mean  low- water,  requiring  the  removal  of  only  about  5  cubic  yards 
of  ledge. 

e.  At  the  point  marked  D,  near  the  line  connecting  buoys  Nos.  8  and  10,  is  another 
outcropping  of  the  ledge,  the  shoalest  of  all  having  over  its  highest  point  but  8  feet  of 
water  at  mean  low-water,  requiring  the  removal  of  about  25  cubic  yards  of  ledge  in 
order  to  obtain  a  depth  of  13  feet,  which  is  here  deemed  sufticient  below  mean  low- 
water. 

To  eft'ect  the  improvement  proposed  as  above  will  require  altogether 
the  removal  of  about  62  cubic  yards  of  rock,  the  cost  of  wdich,  at  $25 
per  cubic  yard,  would  be  $1,551). 

The  removal  of  these  rocks,  with  a  more  suitable  placing  of  buoys 
Nos.  8  and  10,  would  greatly  improve  the  navigation  of  this  part  of*the 
harbor. 

It  is  contemplated  to  have  these  rocks  removed  during  the  coming 
fiscal  year  under  the  appropriation  made  by  act  of  June  23, 1874,  for 
the  improvement  of  this  harbor.* 

13.  Surveys  of  sunken  rocks. — The  discovery  in  September.  1872,  of  an 
unknown  rock  in  the  main  ship-channel  at  the  Narrows,  in  the  vicinity 
of  Lower  Corwin  and  Kelly's  Kocks,  created  a  doubt  as  to  the  existence 
of  other  unknown  rocks  in  that  vicinity. 

•A  contract  was  made  for  this  work  August  31,  1874,  with  Mr.  William  H.  Lloyd, 
of  Boston,  Mass.,  who  was  the  lowest  of  two  bidders  therefor,  at  §1,500,  to  be  com- 
pleted on  or  before  June  30,  1675. 
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In  Jul3%  1873,  a  careful  examination  of  this  channel  was  made  by 
dragging  for  several  days  between  Cor  win  Rock  and  the  northwest 
point  of  George^s  Island,  and  by  taking  a  large  number  of  range  and 
random  soundings  east  of  Kelly's  Rock,  but  without  discovering  any 
new  rocks  having  less  than  23  feet  of  water  over  them  at  mean  low- 
water. 

A  similar  examination  has  also  been  made  over  the  shoals  east  of 
Great  and  Little  Fawn,  in  Broad  Sound,  in  order  to  ascertain  the  local- 
ity of  certain  dangerous  rocks,  the  existence  of  which  has  been  reported; 
but  after  a  careful  and  extended  search  over  an  area  of  1,000  by  500  feet, 
which  was  found  to  be  covered  with  numerous  bowlders  of  various  rizes, 
no  rocks  were  found  having  less  than  13  feet  of  water  over  them  at  mean 
low- water. 

The  navigation  of  the  north  channel  is  almost  always  dangerous,  and 
is  especially  so  at  low-water. 

To  remove  all  the  rocks  that  would  be  necessary,  should  the  imi)rov€- 
ment  of  the  navigation  of  this  place  be  undertaken,  would  cost  much 
more  than  would  be  warranted  by  the  benefit  thereby  gained. 

In  connection  with  the  foregoing  surveys,  observations  have  been  made 
at  Lovell's  Island,  during  the  past  season,  on  the  rise  and  fall  of  the 
tide^  during  a  period  of  three  lunations,  and  the  plane  of  mean  low- 
water,  as  determined  thereby,  has  been  marked  by  permanent  benches 
for  future  reference  in  the  improvements  to  be  made  in  that  part  of  the 
harbor. 

Similar  observations  were  also  taken  during  the  months  of  August, 
September,  and  October,  1873,  at  the  wharf  of  Fort  Independence,  on 
Castle  Island,  preparatory  to  a  continuance  of  the  dredging  at  the  upper 
middle-bar. 

In  the  work  heretofore  projected  for  the  preservation  and  improve- 
ment of  Boston  Harlwr  the  attention  of  the  Department  has  not  been 
called  to  the  condition  of  the  low  land  near  the  southern  extremity  of 
Long  Island,  and  its  bearing  upon  the  preservation  of  Sculpin  LtMljre 
Channel.  During  the  extraordinary  gale  of  the  7-llth  of  October,  1873, 
this  low  land  was  overflowed  and  so  washed  out  as  to  create  serious 
apprehensions  as  to  the  danger  that  might  ensue  to  that  channel.  A 
survey  was  at  once  made  of  this  locality,  in  order  to  determine  its  con- 
dition and  to  ascertain  what  changes,  if  any,  had  taken  place  since  the 
survey  of  1860,  as  well  as  the  cause  of  those  changes.  This  survey 
showed  that  both  the  eastern  and  western  shore-crests  of  the  low  neck 
of  land  which  connects  the  south  head  with  the  main  part  of  Long  Island 
had  been  considerably  weakened,  in  width  as  well  as  in  height,  since 
1860,  but  that  the  main  portion  of  the  low  land  did  not  appear  to  have 
changed  since  then  in  character  or  level ;  also,  that  Scul[)in-Ledge 
Channel  had  been  somewhat  encroached  upon,  the  12-foot  curve  being 
about  60  feet  farther  from  the  shore  than  in  1800. 

It  moreover  appeared,  on  investigation,  that  all  the  damage  done  to 
those  crests  was  caused  by  the  removal,  for  sale,  of  a  very  large  quantity 
of  stone  ballast,  shiugle,  gravel,  and  sand  from  the  shores,  by  the 
owner  of  the  land,  with  tlie  permission  of  the  municipal  authorities  of 
Boston,  from  10,000  to  12,000  tons  of  gravel  having  been  removed  to 
one  wharf  in  Boston  between  the  1st  of  June  and  September,  1873. 

In  order  to  prevent,  as  far  as  practicable,  with  a  small  outlay,  any 
further  immediate  damage  to  those  crests,  their  lowest  and  weakest 
portions  were  raised  and  strengthened  throughout,  so  as  to  have  a 
height  of  not  less  than  2h  feet  above  the  plane  of  mean  high-water. 
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But  afterward  another  gale,  of  still  greater  violence,  occurred  on  the 
16th  and  18th  of  November,  whereby  this  low  land  was  again  over- 
flowed, the  tide  itself  having  risen  higher  than  most  parts  of  the  shore- 
crests.  None  of  the  gaps  of  the  crests,  which  were  closed  a  few  days  pre- 
viously, were  opened  by  this  storm  ;  but  close  to,  and  south  of  what  was 
formerly  the  most  northern  gully  and  the  crests  of  the  western  shore, 
another  wider,  if  not  deeper,  depression  was  made,  through  which  the 
tide  will  enter  at  nearly  every  high- water;  besides  which  the  shore- 
crests,  for  an  extent  of  two  or  three  hundred  feet,  were  lowered  about 
one  foot. 

The  attention  of  the  city  government  of  Boston  has  been  called  to 
this  matter,  and  it  is  hoped  that  six^h  action  will  be  taken  by  it  as  may 
be  necessary  for  the  protection  and  preservation  of  this  channel. 

The  following  is  a  recapitulation  of  the  estimated  cost  of  the  several 
works  projected  for  the  further  improvement  of  Boston  Harbor,  viz  : 

1.  Completion  of  sea-wall  on  north  head  of  Long  Island,  nnder  existing 

contracts,  not  including  retained  percentage $2, 041  66 

2.  Straightening,  widening,  and  deepeuing  the  main  ship-channel  at  *^  The 

Narrows" 56,000  00 

3.  CoQiplotine:  the  channel  through  the  upper  middle-bar : 

a.  66,500  cubic  yards  dredging,  at  64  cents,  (as  per  con- 
tract of  March  5, 1874,)  not  including  retained  per- 
centage to  July  1,1874 $42  560  00 

h.  50,000  cubic  yards  dredging,  at  85  cents  (as  per  con- 
tract of  September  1,1874) 42,500  00 

c.  105,000  cubic  yards  additional  dredging,  at  85  cents. .     89, 250  00 

174,310  00 

4.  Removal  of  NasVs  Rock 5,000  00 

5.  Completiug  the  removal  of  Kelly's  Rock 5, 000  00 

6.  Removal  of  sunken  ledge  in  **  The  Narrows  " 500  00 

7.  Removal  of  State  and  Palmyra  Rocks 1, 550  00 

Adding  for  engineering  expenses  and  other  contingencies,  say 27, 309  04 

Total 271,710  70 

Amount  available  July  1, 1874 151,710  70 

Additional  amount  required  for  completing  the  projected  improvement..  $120,000  00 

The  several  works  built  and  projected  for  the  improvement  of  this  harbor  lie  within 
the  port  of  Boston,  and  in  the  collection-district  of  Boston  and  Charlestown,  Mass. 

Tbe  amount  of  imports  into  this  port  for  the  fiscal  year  ending  June  30,  1^^74,  as 
famished  by  the  United  States  collector  of  customs,  was  $52,212,405  ;  and  tbe  amount 
of  duties  received  was  $16,505,437  50.  During  the  same  period  about  10,000  vessels  of 
an  estimated  capacity  of  about  2,500,000  tons  arrived  and  sailed  from  Boston  Harbor. 

The  following  papers  are  hereto  appended,  viz : 

Abstract  of  proposals  received,  with  names  of  bidders,  (marked  A.) 
Abstract  of  contracts,  with  names  of  contractors,  (marked  B.) 

Financial  statement 

Balance  in  Treasury  of  United  States  July  1,1873 $151,442  15 

Amount  in  hands  of  officer  and  subject  to  his  check 4, 321  90 

Amomit  appropriated  by  act  approved  June  23, 1874 100, 000  00 

Amount  expended  during  the  fiscal  year  ending  June  30, 1874 93, 04 1  46 

Amount  available  July  1,  1874 151,710  70 

Amount  required  for  the  fiscal  year  ending  June  30, 1 876 120, 000  00 

21   ENG 
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A. — Abstract  ofproposaU  received  February  26, 1874,  for  dredging  75,000  cubic  yardi,  mort 
or  lesSf  on  the  upper  middle-bary  Boston  Harbor^  Massachusetts. 
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!Names  of  bidders. 


Atlantic  Dred;noK  Company  — 

Cartis,  Fobes  &  Co .'. 

T.  H.  Crosley  

Morris  Sc  Cumings  Dredging  Co 


Residence. 


Brooklyn,  N.  Y 
Portland,  Me  . . 
Boston,  Mass  . . 
New  York  City 
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B. — Abstract  of  contracts  made  for  the  improvement  of  Boston  Harbor,  Massackumlts. 
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Contractor's  name  and  res- 
idence. 

Nature  of  work. 

Price  per  cubic 
yard. 

Semarki. 

1874. 
March  5. 

Atlantic  Dredging  Co.,  of 
Brooklyn,  N.  Y. 

Dredging  upper  middle-bar. . . 

Removal  of  lodge  and  bowl- 
ders, if  required. 

10  64 
35  00 

As  nieatared  in  tbe 
aoowa. 

Y  17. 

IMPROVEMENT  OF  DUXBURY  HARBOR,  MASSACHUSETTS. 

The  following  appropriations  have  been  made  for  the  improvemeDtof 
this  harbor : 

By  act  of  Congress  approvedJune  10,1872 $10,000 

By  act  of  Cougress  api>rove(l  March  3, 1873 10, 000 

Total 20,000 

Under  these  appropriations  contracts  were  made  November  7,1872, 
with  Mr.  Augustus  R.  Wright,  of  Geneva,  N.  Y.,  for  17,000  cubic  yards, 
more  or  leSvS,  of  dredging,  at  50  cents  per  cubic  yard  ;  and  May  6, 1873, 
with  Mr.  Hugh  Cummiskey,  of  Boston,  Mass.,  for  18,000  cubic  yards, 
more  or  less,  of  dredging,  at  49  cents  per  cubic  yard,  in  the  south  chan- 
nel of  this  harbor. 

This  channel  extends  from  the  "  Cow- Yard,"  so  called,  up  in  a  north- 
westerly direction  between  Captain's  Hill  and  Kingston  Flats  for  a  dis- 
tance of  about  three  miles.  For  a  distance  of  two  and  one-half  mile«it 
has  a  width  of  not  less  than  200  feet,  with  about  11^  feet  of  water  at 
mean  low-water,  (or  about  21  feet  at  mean  high-water,)  and  for  the 
remaining  distance  the  channel  is  narrow  and  crooked,  having  a  width 
of  not  more  than  80  feet  for  a  depth  of  8  feet  at  mean  low-water. 

The  improvement  projected  for  this  harbor  consists  in  straightening 
and  widening  the  upper  portion  of  the  channel,  so  as  to  have  a  width  of 
150  feet,  for  a  depth  of  8  feet  at  mean  low- water,  requiring  about  35,000 
cubic  yards  of  dredging,  for  which  the  contracts  were  made. 

Up  to  the  1st  of  July,  1873,  2,638  cubic  yards  had  been  dredged  by 
Mr.  Cummiskey,  under  his  contract  of  May  6,  1873.  This  work  was  con- 
tinued by  him  until  the  22d  of  August,  when  he  completed  bis  contract 
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by  the  additional  dredging  of  16,360y'^  cubic  yards,  making  a  total  of 
18,998y'o  cubic  3'ard8. 

Operations  were  commenced  in  September  under  Mr.  Wright's  con- 
tract, and  were  continued  until  the  3d  of  December,  1873,  when  they 
were  suspended  until  the  middle  of  May,  1874,  at  which  time  they  were 
resumed  and  continued  until  completion,  on  the  30th  of  May,  1874, 
15,660yjQ  cubic  yards  having  been  dredged  by  him  under  his  contract 
of  November  7,  1872. 

This  completes  all  the  work  contemplated  for  the  improvement  of  Dux- 
bury  Harbor. 

Financial  statement 

Balance  iu  Treasnry  of  United  Stat-es  Jnly  1,1873 $11,976  00 

Amount  in  hands  of  officer  and  snbject  to  his  check,  (including  $258.52  per- 
centage due  on  contracts  not  yet  completed) 6, 663  54 

Amount  expended  during  the  fiscal  year  ending  June  30, 1874 18,639  54 


Y  i8. 

IMPROVEMENT  OF  PLYMOUTH  HARBOR,  MASSACHUSETTS. 

The  work  projected  for  the  improvement  of  this  harbor,  consists  in 
the  construction  and  repair  of  bulk-heads,  jetties,  and  groins,  built  for 
the  protection  and  preservation  of  Long  Beach,  which  serves  as  a  break- 
water, and  affords  to  the  harbor  inside  the  only  shelter  it  has  from  east- 
erly storms. 

These  bulk-heads  and  jetties  are  built  either  of  stone,  or  else  of  crib- 
work  and  brush  ballasted  with  stone;  and  the  groins  of  small  stones, 
with  and  without  brush,  intermixed. 

The  following  appropriations  have  been  made  by  Congress  for  this 
work,  viz  : 

By  act  approved  Jnly  11,  1870 $10,000  00 

By  act  approved  March  3,  1871 10,000  00 

By  act  approved  June  10, 1872 2,500  00 

By  act  approved  March  3,  1873 3,000  00 

By  act  approved  June  23, 1874 5, 000  00 

Total 30,500  00 

Amount  available  July  1,  1873 4,288  85 

Amount  expeuded  during  the  fiscal  year  ending  June  30,1874 4,237  93 

The  work  for  the  preservation  and  improvement  of  this  harbor  wa« 
resumed  on  the  1st  of  August,  1873,  and  continued  until  the  latter  part 
of  November,  when  it  was  suspended  until  about  the  1st  of  May  follow- 
ing, and  continued  until  near  the  end  of  the  fiscal  year. 

During  this  period  the  work  done  was  as  follows,  viz : 

Twenty-three  groins  of  brush  and  stone,  having  a  total  length  of  about  3,000  feet,  and 
10  groins  of  bnisn  alone,  having  a  total  length  of  534  feet,  were  constructed  on  the  outer 
extremity  of  Long  Beach.  The  brush  and  stone  groins  were  made  by  placing  brush  flat 
on  the  surface  of  the  beach  and  piling  upon  it  beach  bowlders  to  a  height  of  about  18 
inches.  These  groins  are  about  5  feet  wide.  The  bnish  groins  were  made  by  digging 
a  trench  2  feet  by  2  feet,  and  placing  brush  in  it  upright  and  as  close  as  practicable,  the 
brush  being  held  by  sand  being  thrown  into  the  treucb  and  well  rammed  down, and  some- 
times further  protected  by  small  bowlders  placed  in  a  row  along  the  sides  of  the  groin. 
The  brush  rises  about  2  or  3  feet  above  tlie  surface  of  the  beach.  These  groins  are  located 
as  follows :  Eleven  brush  and  stone  groins  and  three  brush  groins  on  the  outride  of  the 
breakwater,  perpendicular  to  it,  and  in  the  first  800  feet  from  the  beacon  ;  ten  brush 
and  stone  groins  and  six  brush  gniinson  the  outsidwof  the  plank  bulk-head,  perpendic- 
ular to  it,  and  along  a  distance  of  300  feet,  commencing  at  a  point  abont  1,800  feet  from 
the  beacon  ;  one  brush  and  stone  groin  at  the  beacon,  on  the  inside  of  the  bulk-head, 
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and  perpendicalar  to  it ;  one  on  the  inside  of  and  nearly  parallel  to  the  plank  bnlk-head, 
about  500  feet  \ong,  commencing];  about  400  feet  from  the  beacon ;  and  one  brush  groin 
fills  an  interval  in  the  plank  bulk-head  about  1^00  feet  from  the  beacon.  In  ooDstnict- 
ing  these  groins  1,583  tons  of  small  bowlders  were  used. 

In  addition  to  this,  over  10,000  hills  of  beach-grass  have  been  plantedi 
and  repairs  have  been  made  where  necessary  upon  the  bulk-head  and 
jetties  on  Long  Beach. 

Amount  available  for  additional  work  July  1, 1874 |5,060d3 

This  amount  is  to  be  applied  to  building  additional  brush  and  stone 
groins  outside  and  inside  the  main  bulkh^rd,  and  to  the  repairs  of  the 
brush  bulk-head  and  jetties  and  the  planting  of  beach-grass  where  Dioi»t 
necessar3% 

For  the  further  improvement  and  preservation  of  this  harbor  the  fol- 
lowing sums  will  be  required,  viz : 

1.  For  completing  the  work  projected  for  the  preservation  of  Long  Beach, 

and  fur  such  repairs,  planting  of  beach-grass,  &c.,  as  may  be  necessary . .  (3,  OOO 

2.  Shonl  d  it  be  decided  to  improve  the  har))or  by  dredging,  as  described 
in  my  special  report  to  the  Department,  dated  February  14, 1874,  (a  copy 
of  which  is  hereto  appended,)  it  is  therein  estimated  that  the  cost  thereof 

will  be 28,000 

Total 30,000 

Fhumdal  statement 

BalanceinTreasury  of  United  states  July  1,1873 |3,000  00 

Amount  in  hands  of  officer  and  subject  to  his  check 1, 288  85 

Amount  appropriated  by  act  approved  June  23, 1874 '. 5, 000  00 

Amount  expended  during  the  fiscal  year  ending  June  30, 1874 3, 860  90 

Amount  available  July  1,  1874 5, 427  93 

Amount  required  for  the  fiscal  year  ending  June  30, 1876 30, 000  00 


Y  ig. 

IMPROVEMENT  OF  WELLFLEET  HARBOR,  MASSACHUSETTS.    . 

By  an  act  of  Congress  approved  June  10, 1872,  the  sum  of  $5,000  was 
•appropriated  for  the  removal  of  rocJcs  at  entrance  of  this  harbor,  aud  a 
•contract  was  made  August  23, 1872,  with  Mr.  Samuel  Dyer,  of  Truro, 
Mass.,  the  lowest  bidder,  for  the  removal  of  the  following-named  sunken 
Tocks,  which  had  been  found  by  a  special  survey  to  be  the  most  danger- 
ous obstacles  to  navigation,  viz : 

1.  Channel  Rock^  situated  about  2,000  yards  to  the  southeast  of  Bil- 
lingsgate light,  and  lying  in  about  12J  feet  of  water,  with  only  2  feet  ot 
water  over  it  at  mean  low-water. 

2.  Lobster  RocJc^  situated  in  mid-channel,  about  1,400  yards  to  the 
eastward  of  Billingsgate  light,  and  lying  in  about  18  feet  of  water  at 
mean  low- water,  with  only  4^  feet  of  water  over  it  at  mean  low- water. 

3.  Lumpfish  RocJc^  situated  about  500  yards  to  the  northeast  of  Lob- 
ster Eock,  with  3^  feet  of  water  over  it  at  mean  low-water. 

4.  Mayors  Rock,  situated  in  midchanneU  40  feet  west  of  Buoy  No.  7, 
and  lyiug  in  8  feet  of  water,  with  2.7  feet  of  water  over  it  at  mean  low- 
water. 
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5.  Bay  RocJc^  situated  aboat  700  yards  to  the  northwest  of  Mayo's 
Bock,  and  lying  in  6  feet  of  water,  and  awash  at  mean  low- water. 

On  the  14th  of  May,  1873,  work,  which  had  been  suspended  during 
the  winter,  was  resumed  upon  the  removal  of  these  rocks,  and  up  to  the 
Ist  of  July,  1873,  the  following  had  been  done,  viz : 

1.  Channel  Rock,  completed. 

2.  Mayo's  Rock,  completed. 

3.  Bay  Rock,  nearly  completed. 

4.  Lobster  Rock,  commenced. 

5.  Lnmpfish  Rock,  commenced. 

These  operations  were  continued  up  to  the  latter  part  of  July,  when 
the  removal  of  all  the  rocks  contracted  for  was  completed. 

In  addition  to  which  other  sunken  rocks,  not  provided  for  by  the  con- 
tract, were  removed  by  hired  labor — one  lying  about  70  feet  from  Chan- 
nel Rock  and  nearer  the  mid-channel,  and  others  near  Bay  Eock — 
altogether,  about  50  cubic  yards. 

Balance  of  appropriation  available  July  1, 1873 $4, 179  69 

Aoioant  expended  since  July  1,1673.. 4,179  69 

Whereby  all  the  work  projected   under  the  appropriation  of  June  10, 
1872,  has  been  satisfactorily  completed. 

Financial  statement. 

Anioant  in  hands  of  officer  and  subject  to  his  check $4,179  69 

Amount  expended  during  the  fiscal  year  ending  June  30, 1674 4, 179  69 


Y   20. 

IMPROVEMENT  OF  PROVINCETOWN  HARBOR,  MASSACHUSETTS. 

Under  the  several  appropriations  heretofore  made  for  the  preservation 
and  improvement  of  this  harbor,  the  following  work  had  been  done  on 
the  Ist  of  July,  1873,  viz: 

1.  Bulk-beads  and  jetties  of  various  descriptions  had  been  built  from  time  to  time 
along  Beach  Point  for  its  preservation  and  protection,  both  by  the  United  States  Gov- 
ernment and  by  the  local  authorities. 

2.  A  dike  w  as  built  in  166^  and  1869  by  the  State  of  Massachusetts  across  the  outlet 
of  East  Harbor  Creek. 

3.  A  dike  was  built  in  ^868  and  1869  by  the  United  States  Government  across  East 
Harbor  Creek,  at  the  Wading  Place,  near  High  Head,  about  two  miles  above  the  outlet 
of  the  creek. 

4.  Wooden  bulk-heads  and  jetties  had  been  built  at  different  times  for  the  protection 
and  preservation  of  the  beach  on  Long  Poiut. 

5.  A  stone  bulk-bead  had  been  commenced  for  the  protection  and  preservation  of 
the  outer  end  of  Long  Point,  opposite  the  light-house  and  the  Three-Gnn  Battery. 

6.  A  substantial  dike  (272  feet  in  length)  was  built  in  1871-72  across  the  head  of 
Lancey's  Harl>or,  near  Abel  Hill. 

7.  Beach-grass  planted  on  Beach  Point,  Long  Point,  Abel  Hill,  Cove  Section,  and 
Oblique  Section,  and  at  the  last  two  places  brush  had  also  been  laid  for  their  further 
protection. 

8.  The  projected  extension  of  the  several  jetties  on  Beach  Point  and  State  Dike  had 
been  nearly  completed ;  and 

9.  Accurate  resurveys  had  been  made  (1871.  1872,  and  1873)  of  Cove  Section, 
Oblique  Section,  Beach  Point,  and  Long  Point,  together  with  elaborate  soundings  and 
current  observations  in  the  inner  harbor. 

Amount  available  July  1, 1873,  fur  the  continued  preservation  of  this  work  was 
$2,386.62. 
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In  the  moDth  of  July,  1873,  work  was  prosecuted  with  hired  labor 
upon  the  projected  extension  of  the  jetties  on  Beach  Point,  and  on  tbe 
1st  of  August  it  was  suspended  until  tbe  1st  of  December,  1873,  when 
it  was  again  resumed  and  continued  until  the  1st  of  May,  1874,  and 
then  again  suspended  until  the  latter  part  of  July,  1874. 

The  work  done  during  the  year  has  been  applied  as  follows,  viz: 

1.  To  the  completion  of  aU  tbe  jetties  on  Beach  Point  and  State  Dike  to  the  extent 
projected,  and  of  brush  and  stone  groins  connecting  tbe  outer  ends  of  tbe  jetties. 

2.  To  the  repair  of  the  bnlk-head  and  jetties  on  Beach  Point  loid  St-ate  Dike,  and 
beach-grass  planted  where  most  necessary. 

3.  To  rebuilding  and  strengthening  the  outer  end  of  the  stone  bulk-head  on  Long 
Point;  and 

4.  To  building  at  Cove  Section  a  bnlk-head  of  timber  and  brush,  ballast«d  with  stone, 
190  feet  long,  rendered  necessary  for  the  protection  and  preservation  of  the  beach  st 
that  place,  from  the  fact  that,  by  the  extraordinary  gale  of  November  16, 1673,  th« 
crest-line  of  the  shore,  for  an  extent  of  about  200  feet,  had  been  carried  30  feet  inward 
and  lowered  about  3  feet,  so  as  to  have  a  height  of  only  about  10  feet  above  the  plane 
of  ordinary  high-water.  This  bulk-head  was  completed  about  the  middle  of  Jaiiuarj, 
1H74,  when,  owing  to  another  very  unusual  storm,  tbe  beach  was  still  further  encroached 
upon,  so  as  to  make  it  advisable  to  remove  the  bulk-head  further  in wartl,  where  it 
would  require  a  total  length  of  about  590  feet,  for  the  reasons  stated  in  my  si^ecial 
report  to  the  Department  dated  January  21, 1874.  For  want  of  sufficient  funds,  this 
work  was  not  undertaken  at  that  time. 

On  the  1st  of  July,  1874,  there  was  available  for  the  improvement  of 
this  harbor  (including  $6,000  appropriated  by  act  of  June  23,  1874) 
the  sum  of  $6,103.48,  which  it  has  been  decided  to  have  applied  as 
follows,  viz : 

1.  Repairs  of  bulk-head  and  jetties  and  building  of  short  brush  and  stone  groins  oo 
Beach  Point. 

2.  Extending  and  strengthening  stone  bulk-head  for  the  protection  and  preservation 
of  Long  Point,  in  front  of  the  light-house  and  Three-Gun  Battery. 

3.  Building  a  brush  bulk-hea<l  and  jetties  for  the  preservajiion  of  the  beach  at  Core 
Section,  on  •the  outer  beach.  The  materials  for  all  the  projected  work  to  be  purchased 
in  open  market  and  the  work  to  be  done  with  hired  labor. 

For  continning  the  works  required  for  the  preservation  of  this  harbor, 
the  additional  sum  of  $5,000  will  be  required  for  the  fiscal- year  ending 
June  30, 1876,  for  the  following  purposes,  viz: 

1.  Repairs  of  bulk-head  and  jetties  on  Beach  Point  and  State  Dike |700 

2.  Kepairing  dike  at  Wading  Place,  near  High  Head UOO 

3.  Extending  and  raising  stone  bulk-head  for  the  protection  and  preservation  of 
Long  Point,  near  the  light-house  and  Three-Gun  Battery 1,500 

4.  Additional  work  on  dilte  at  Laucey's  Harbor 50 

5.  Planting  beach-grass  for  the  preservation  and  strengthening  of  outer  beach..      700 

6.  Resurvey  of  outer  beach,  Long  Point,  Beach  Point,  &c 400 

Adding  for  coqtingencies,  say 1,450 

Total 5,000 

Proviucetown  is  a  port  of  entry  within  the  collection-district  of  Barnstable. 

The  amount  of  revenue  received  at  this  port  during  the  fiscal  year  ending  June  30, 
1874,  was  f  1,312.80. 

The  number  of  vessels  engaged  in  coasting  trade  and  foreign  trade  which  have 
resorted  to  this  harbor  for  refuge  and  trade  during  the  past  year,  (as  stated  by  tbe 
deputy  collector  at  that  port,)  from  the  best  available  information,  is  etitimated  to  be 
not  less  than  8,500  sail. 

Financial  statement. 

Balance  in  Treasury  of  United  States  July  1,1873 $.3,000  00 

Amount  appropriated  by  act  approved  June  23, 1874 6,000  00 

Amount  expended  during  the  fiscal  year  ending  June  '.30, 1874 2, 283  14 

Amount  available  July  1,  1874 6, 103  4if 

Amoun t  required  for  the  fiscal  year  ending  June  30, 1876. 5, 000  00 


• 
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Y  21. 

survey  of  aroostook  river,  maine. 

United  States  Engineer  Office, 

Portland^  Ale,,  December  13,  1873. 

General  :  I  have  the  honor  to  submit  the  following  report  on  the 
survey  of  Aroostook  Kiver,  Maine. 

This  sorvej^  was  called  for  by  act  of  Congrej^s  approved  March  3, 
1873,  ^^  making  appropriations  for  the  repair,  preservation,  and  comple- 
tion of  certain  public  works  on  rivers  and  harbors,  and  for  other  pur- 
poses," and  was  made  in  August  last  by  Mr.  Sophus  Haagensen,  assist- 
ant engineer,  under  my  instructions.  His  report  on  the  same,  prepared 
under  my  direction,  is  also  herewith  submitted. 

This  survey,  which  was  made  for  the  purpose  of  ascertaining  the 
practicability  of  improving  the  navigation  of  this  river,  embraced  an 
extent  of  sixty-nine  miles,  commencing  at  the  international  boundary 
near  the  "falls,"  (about  four  miles  above  its  junction  with  the  river  St. 
John,  in  the  province  of  New  Brunswick,)  and  extending  upward  to  the 
month  of  the  St.  Croix  or  Masardis  Stream.  This  river  is  navigable,  in 
its  present  condition,  only  for  about  three  months  of  the  year,  even  for 
boats  drawing  but  2  feet  of  water,  its  navigation  being  obstructed  for 
the  remaining  part  of  the  year,  when  not  closed  with  ice,  by  a  great 
number  of  shoals  or  bars  extending  across  the  river,  with  a  depth,  dur- 
ing the  low  stages  of  summer,  varying  from  4  inches  to  2  feet  over  their 
deepest  parts.  These  occur  at  about  ninety  places,  and  generally  con- 
sist of  coarse  gravel  or  shingle  intermixed  with  loose  bowlders  or  rocks, 
varying  in  weight  up  to  seventy  tons. 

In  order  to  obtain  sufficient  water  over  these  bars  to  make  the  river 
navigable  in  its  lowest  stages  for  boats  drawing  2  feet  of  water,  it  will 
be  necessary  to  excavate  those  bars  and  remove  the  rocks  to  the  requi- 
site depth,  or  else,  where  the  river  widens  or  is  divided  by  islands  into 
several  channels,  to  build  wing-dams,  which  will  throw  the  water  over 
the  deepest  part  of  the  bar  or  close  up  the  side  channels. 

The  estimated  cost  of  this  work,  as  shown  in  the  accompanying  state- 
ment, is  $50,000,  being  for  making  a  channel  50  feet  in  width  and  2  feet 
in  depth  in  the  lowest  stages  of  the  river,  from  the  international  bound- 
ary-line up  to  Masardis,  a  distance  of  sixty-nine  miles. 

The  extent  to  which  the  commerce  of  the  country  would  be  promoted 
by  this  work  would  probably  be  limited,  as  tor  several  mouths  of  the 
year  the  river  is  closed  with  ice;  and  as,  moreover,  the  continuity  of 
water-transportation  would  be,  as  it  now  is,  broken  by  the  "falls,"  which 
are  in  the  province  of  New"  Brunswick,  about  one  mile  below  the  inter- 
national boundary.  Under  these  circumstances,  it  is  more  than  probable 
that  the  commerce  on  the  river  would  continue  to  be  merely  local. 
Besides,  the  right  of  navigating  this  river,  it  is  understood,  has  been 
conferred  by  an  act  of  legislature  of  the  State  of  Maine  upon  a  private 
company,  which  would  probably  have  the  exclusive  control  over  it,  even 
if  improved  at  the  expense  of  the  United  States  Government. 

Respectfully  submitted. 

Geo.  Thom, 
Lieut.  Col.  of  Engineers^  Bvt.  Brig.  Gen.^  U.  S.  A. 

Brig.  Gen.  A.  A.  HuivrPHREYS, 

Chief  of  Engineers^  U.  8.  A. 
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Report  of  Mr,  Sophm  Haagensetiy  Assistant  Engineer, 

Ujjited  States  Engineer  Office, 

Portland f  Me.,  December  9, 1871 

General  :  I  have  the  honor  to  report  upon  the  examination  of  Aroostook  River  from 
the'*  falls'^  near  the  international  bonndary-line  to  the  junction  of  Aroostook  River 
and  the  St.  Croix  or  Masardis  Stream,  in  the  town  of  Masardis,  made  in  pursuance  of 
your  letter  of  inatruction  of  July  23, 1873. 

I  left  Calais,  Me.,  July  31 ;  arrived  in  Presque  Isle  August  1,  and  afcer  completing 
the  examination,  returned  to  Calais,  Aujrust  li. 

The  sources  of  Aroostook  River  are  in  Piscataquis  and  Northern  Penobscot  Counties; 
soon  after  entering  Aroostook  County  these  streams  uuit-e  and  form  the  Aroostook 
River  in  township  9,  range  8,  about  latitude  46*^  15',  longitude  69°.  From  thenee  it 
flow-*  in  a  northeasterly  direction  through  townshiij  9,  range  7,  9,  range  6,  or  Oxbow 
Plantation,  10,  range  6,  Masardis,  Ashland,  Buchanan,  Castle  Hill,  Wade  Plantation, 
Washburn,  Mapletou,  Maysville,  Lyndon,  Forestville,  and  Fort  Fairfield,  all  in  ArooB- 
took  County.  At  Fort  Fairfield,  on  the  international  boundary-line,  it  enters  New 
Brunswick ;  here  are  the  Aroostook  Falls,  and  four  miles  below  the  river  flows  into 
river  St.  John  near  Tobique  village. 

The  principal  tributaries  to  Aroost<iok  River  are:  On  the  north  side,  Big  Machias, 
Little  Machias,  Beaver  Brook,  Salmon  Stream,  Caribou  Stream,  and  Little  Madawaska. 
The  Limestone  Stream  joins  the  Aroostook  below  the  **falls"  in  New  Brunswick.  On 
the  south  side  are :  LTmcolcus  Stream,  Masardis  or  St.  Croix  Stream,  Squawpan  Stream, 
Alder  Brook,  and  Presque  Isle  Stream,  besides  a  great  many  smaller  streams.  The 
Aroostook  River  and  its  tributaries  water  about  fifty  townships,  or  nearly  eighteen 
hundred  square  miles. 

The- length  of  the  Aroostook  River  from  township  9,  range  8,  to  its  conflaence  with 
the  river  St.  John,  is  ninety-six  miles ;  the  last  four  miles  are  beyond  the  international 
boundary-line. 

The  farthest  settlements  on  the  river  are  in  Oxbow  Plantation,  a  distance  of  eighty- 
three  miles  from  the  boundary-line,  but  the  most  important  part  of  the  river  which  at 
£  resent  is  navigated  is  from  the  junction  of  Aroostook  with  the  St.  Croix  Stream  in 
[asardis,  a  distance  of  sixty-nine  miles  by  the  river-channel  to  the  boundary-line,  the 
part  of  tlie  river  embraced  in  the  calied-for  examination. 

The  navigation  of  this  river  is  at  present  limited  to  a  very  short  time  of  the  year, 
owing  to  the  numerous  obstructions  in  the  river  at  its  low-water  stage.  The  contem- 
plated improvement  would  consist  iu  the  removal  of  these  obstructitms,  so  as  to  enable 
small  steamboats  of  about  50  tons  burden  and  not  over  2  feet  draught  to  navigate  the 
river,  carrying  merchaudise  and  passengers  and  towing  lumber. 

An  unobstructed  channel,  with  not  less  than  2  feet  depth  at  the  lowest  summer 
water-level,  and  a  width  of  at  least  50  feet,  will  be  required  for  that  purpose,  and  for 
this  channel  the  following  estimates  have  been  made. 

The  stage  of  the  river  when  the  examination  was  made  was  the  lowest  wat«r  ob- 
served during  the  last  eight  summers,  and  1  foot  below  mean  summer  level ;  conse- 
quently favorable  for  observing  and  examining  the  various  obstructions.  Last  year*8 
(1872)  summer  water-level  was  very  high,  almost  2  feet  higher  than  this  summer.  The 
summer  water-level  varies  thus  1  foot  above  or  below  mean  summer  level. 

The  average  level  of  the  river  at  spring  high-water  is  10  feet  above  mean  summer 
water-level.  Liist  spring,  which  was  the  nighest  water  observed  for  a  long  period,  the 
river  was  14  feet  higher  than  when  the  examination  was  made,  or  13  feet  above  mean 
summer  water-level. 

At  present  there  will  only  be  water  enough  during  three  months  of  the  year  to  ena- 
ble bnats  of  2  feet  draught  to  navigate  the  river;  with  an  improved  channel,  as  that 
contemplated,  navigation  would  be  extended  to  six  months  of  the  year. 

The  river  is  settled  along  the  whole  line  of  proposed  improvements  on  both  sides; 
saw  and  shingle  mills  are  worked  by  its  numerous  tributarits  ;  the  lumber  business  is 
already  extensive.  Without  data  the  business  cannot  be  computed,  but  it  is  believed 
that  two  or  more  boats  would  have  constant-  employment,  to  the  great  development 
and  advantage  of  the  country.  Goods  now  brought  from  Boston  to  the  towns  up  the 
river,  Ashland,  Masardis,  &c.,  are  shipped  to  Calais;  thence  carried  by  rail  to  Houlton, 
and  from  there  hauled  by  teams  a  distance  of  about  seventy  miles;  the  cost  per  ton  of 
freight  is  $45  to  $50,  whereas  if  the  contemplated  improvements  are  made  freight  could 
be  brought  from  Boston  via  St.  John  River  to  Tobique  for  $12  per  ton  ;  hauleil  round 
the  *'  falls''  from  Tobique  to  Fort  Fairfield  for  $1  per  ton  ;  and  transi>orted  on  the  river 
steamboat  for  $5  per  ton,  and  vice  versa;  in  all,  $18  per  ton,  a  reduction  in  rates  of 
transportation  of  60  per  centum. 

Iron-ore  is  abundant  along  the  river  in  Wade  Plantation  and  Washburn ;  works  will 
soon  be  started,  and  the  further  development  of  this  industry  will  be  proportionate  to 
cheap  rates  of  freight. 
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The  natnre  of  the  existinfi:  obBtmctions  are  shoals  or  bars  extending  across  the  river, 
with  a  depth  of  water  varying  from  4  inches  to  2  feet  over  the  deepest  part ;  they 
are  all  of  the  same  description,  consisting  of  coarse  gravel  or  shingle ;  between  these 
bars  are  reaches  with  water  from  4  to  10  feet  deep,  often  with  an  unobstrncted  chan- 
nel, bnt  freqnently  obstructed  by  loose  bowlders  or  rocks,  varying  in  size  from  a  few 
tons  to  70  tons. 

To  obtain  sufficient  water  over  these  bai*s,  viz,  2  feet  at  the  lowest  stage  of  the  river, 
it  will  either  be  necessary  to  excavate  a  channel  through  the  bar,  or,  where  the 
river  widens  or  is  divided'in  several  channels  by  islands,  to  build  wing-dams,  which 
£hall  throw  the  water  over  the  deepest  part  of  the  bar,  or  close  up  side  channels.  The 
top  of  the  dam  is  proposed  to  be  l^feet  above  lowest  summer  water-level.  When  the 
river  rises  to  this  level,  there  will  be  sutficent  water  over  the  bars  and  cuts,  and  the 
wing-dam  will  allow  the  water  to  pass  over  it  at  this  stage.  It  is  proposed  to  build 
these  dams  of  large  bowlders,  which  are  found  in  abundance  near  most  of  the  bars, 
and  the  cost  per  running  foot  of  the  dam  is  estimated  at  from  $3  to  $4. 

The  excavation  of  a  channel  through  the  various  bars  could  be  done  best  by  an  iron 
8cra])er,  drawn  by  oxen  or  horses,  and  the  cost  of  removal  of  material  is  estimated  at 
$1  per  cubic  yard. 

The  removal  of  rocks  obstructing  the  channel  would  be  done  by  hauling  the  rocks 
out  of  the  chaimel  to  the  river-rbanks,  in  case  the  rocks  are  not  too  heavy  to  be  started 
from  tlieir  bed  by  horses  and  tackle ;  a  great  many  would  have  to  be  drilled  and  blasted ; 
and  where  the  water  is  not  deep  enough  to  allow  the  fragments  to  remain  where 
they  fall,  these  will  have  to  be  hauled  out  of  the  channel. 

On  Davenport  Ledge  (obstruction  No.  86)  a  crib-work  fender-pier  would  have  to  be 
built,  the  current  setting  right  against  the  shore  at  this  point. 

Tlie  accompanying  table  gives  the  name  of  the  various  obstructions,  in  the  order 
they  are  met  with  in  going  down  the  river,  from  Masardis  to  the  boundary-line.  In  the 
third  and  fourth  columns  the  locality  of  each  obstruction  is  given ;  the  township  in 
which  they  are  found  in  the  third  column;  the  distance  from  the  boundary-line  to  the 
obstruction  in  the  fourth ;  the  nature  of  the  proposed  work  to  be  done  at  each  place  is 
found  iu  columns  five  to  eleven,  inclusive,  as  well  as  the  separate  cost  of  removing 
gravel,  (column  6;)  rock  that  can  be  moved  without  drilling  and  ^lasting,  (columu7;) 
rock  which  must  be  broken  up  before  removing,  (colnnm  8;)  the  number  of  wing-dams 
to  be  built,  (column  9;)  their  aggregate  length  at  each  obstruction,  (column  10;)  and 
their  eMimate<l  cost,  (column  11.)  In  column  12  the  aggregate  cost  of  the  various  work 
to  l»e  done  at  each  place  is  found. 

The  t<»tal  cost  of  the  proposed  improvements  for  procuring  a  navigable  channel  50 
feet  wide,  with  not  less  than  2  feet  of  water  iu  it  at  the  lowest  stages  of  the  river, 
from  the  int-ernational  boundary-line  up  to  Mtisardis,  where  the  St.  Croix  or  Masardis 
Stream  flows  into  the  Aroostook  River,  the  whole  length  of  said  channel  being  sixty- 
uiue  miles,  is  estimated  at  $50,000,  viz : 

Cost  of  excavating  channels  in  the  gravel-bars $21 ,  355 

Cost  of  removing  loose  rocks 5,875 

Cost  of  building  wing-dams 17, 100 

Cost  offender-pier  ou  Davenport  Ledge 500 

44,830 
CoDtingences,  say 5,170 

Total 50,000 

This  estimate  is  made  nnder  the  supposition  that  the  work  is  done  whf^n  the  river 
is  at  its  ordinary  summer  level;  a  higher  water  will  increase  the  cost  of  the  work,  es- 
pecially the  removal  of  rockb. 

An  outlay  of  from  $6,000  to  $8,000  would  greatly  benefit  the  navigation  of  the  river; 
this  amount  would  be  sufficient  for  clearing  a  50-foot  channel,  throughout  its  entire 
length,  of  dangerous  rocks,  and  enable  steamboats  of  2  feet  draught  to  pass  from  the 
Aroostook  Falls  to  Masardis  at  stages  of  the  river  wheu  there  is  2  feet  of  water  over 
the  shoalest  of  its  bars. 

Very  respectfully,  your  obedient  servant, 

Soph  us  Haagensen, 

Assistant  Engineer, 
Bvt.  Brig.  Gen.  Geo.  Thom, 

Lieut,  Col,  Corps  of  Engineers, 
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Table  showing  obstructions  to  navigation  in  Aroostook  River,  Maine,  iheir  loeaUtif,  the  tottre 
of  proposed  work,  and  the  estimated  cost  of  ranoving  these  obstructions,  so  as  to  procure  a 
navigable  channel  of  not  less  than  bOfeet  in  width,  and  not  less  than  2  feet  of  water  in  iiflt 
the  lowest  summer  water-level. 
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*  There  la  a  great  quantity  of  large  bowlders  on  the  flata. 
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Table  tkowiHg  obetrucUons  to  navigation  in  Aroostook  Biver^  Mainey  ^c. — Continued. 
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50,000 

*  A  fender-pier  built  of  crib-work. 
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survey  of  penobscot  river,  from  oldtown  to  medway  and  vicin- 
ity, maine. 

United  States  Engineer  Office, 

Portland  J  Me,^  December  13,  1873. 
General:  I  have  the  honor  to  submit  the  following  report  on  the 
survey  of  Penobscot  River,  from  Oldtown  to  Medway  and  vicinity, 
Maine. 

This  survey  was  provided  for  by  act  of  Congress  approved  March  3, 
1873,  "  making  appropriations  for  the  repair,  preservation,  and  com- 
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l)letion  of  certain  public  works  on  rivers  and  harbors,  and  for  other  pur- 
poses," and  was  made  ander  my  instructions,  in  August  last,  by  Gapt 
William  S.  Stanton,  United  States  Corps  of  Engineers,  whose  report 
thereon  is  herewith  submitted. 

The  object  of  this  examination  was  to  ascertain  the  practicabiUty  and 
cost  of  improving  the  navigation  of  this  river  between  the  limits  speci- 
fied (being  a  distance  of  about  sixty-five  miles). for  small  boats  of  not 
more  than  2  feet  draught,  such  as  now  run,  at  times,  upon  this  river, 
so  that  they  may  be  able  to  navigate  it  even  in  its  lowest  stages  of 
summer.  • 

You  are  respectfully  referred  to  the  accompanying  report  of  Captain 
Stanton,  which  contains  all  the  information  in  my  possession  upon  this 
subject.  His  estimate  for  such  work  as  would  be  required  to  render 
the  river  navigable  to  the  extent  proposed  is  as  follows,  viz : 

I.  For  cutting  a  chaDoel,  75  foet  wide  and  3  feet  deep,  through  the  ob- 
structions between  Oldtown  and  Winn,  Me $122,018  00 

II.  For  a  channel,  60  feet  wide,  2^  feet  deep,  between  Winn  and  Med  way .       53, 310  00 
III.  For  a  channel,  60  feet  wide,  2^  feet  deep,  between  Medway  and  Rocky 

Rips,  on  the  East  Branch 3.3.200  OO 

208, 528  00 
Adding  for  contingencies  and  engineering  expenses,  say  15  per  cent 31, 279  00 

Total 239,807  00 

or,  say,  $240,000. 

The  extent  to  which  the  commerce  of  the  country  would  be  promoted 
by  this  work,  as  shown  by  Captain  Stanton,  is  very  limited,  in  compar- 
ison with  the  expense  that  would  attend  it. 

Attention  is  also  asked  to  the  fact  that  this  part  of  the  river  is  sepa- 
rated from  tide- water  by  the  impassable  falls,  having  a  descent  of  92 
feet,  between  Bangor  and  Oldtown,  for  a  distance  of  twelve  and  a  half 
miles ;  and  to  the  fact  that  for  several  months  of  the  year  its  naviga- 
tion is  interrupted  by  ice;  also  to  the  fact  that  it  lies  wholly  within  the 
State  of  Maine,  and  thereby  offers  advantages  exclusively  local  in  their 
character. 

Eespectfully  submitted.  i 

Geo.  Thom, 
Lieut  Col.  of  Engineers,  Bvt  Brig.  Gen.j  U.  IS.  A. 

Brig.  Gen.  A.  A.  Humphreys, 

Chief  of  Engineers^  U.  S.  A. 


Report  of  CapU  W,  S,  Stanton,  Corps  of  Engineers,  - 

United  States  E^^ginerr  Office, 

Boston t  Mass.y  September  25, 1873. 

Colonkl:  By  instractions  conveyed  in  yonr  letter  of  July  30,  1873,  I  was  reqnired 
to  make  an  examination  of  the  Penobscot  River  from  Oldtown,  Me.,  to  Medway,  Me., 
and  vicinity,  with  a  view  to  the  improvement  of  its  navit^atiou,  and  la  making  it  to 
give  attention  to  the  foUowin^^  point.s,  viz  : 

1.  "  For  what  purpose  it  is  desired  to  have  the  navigation  of  this  portion  of  the 
river  improved,  and  the  depth  of  water  required  therefor;" 

2.  ^*  What  is  the  stage  of  water  in  the  river  at  the  present  time,  as  compared  with 
other  seasoiiH  of  the  year;  and  for  what  period  of  the  year  can  its  navigation  be  made 
practicable  T" 

3.  *'  The  nature  and  extent  of  the  commerce  and  navigation  of  this  portion  of  the 
Penobscot  River,  and,  as  near  as  pra€ticable,  the  extent  to  which  the  same  wonld  be 
benefited  b}*  improving  the  navigation  ; "  and 
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4.  ''The  Dttture,  extent,  and  locality  of  the  existing  obstructions  to  its  navigation, 
and  probable  cost  of  their  removal,  as  well  as  the  necessity  therefor.'' 

Pursuant  to  the  foregoing,  I  repaired,  after  visiting  Bangor  and  Oldtown  to  procure 
information  and  the  necessary  force  and  outfit,  to  Medway  on  Saturday,  the  9th  ultimo, 
comnieuced  the  examination  on  the  11th,  finished  it  on  the  16th  ultimo,  and  now  have 
the  honor  to  submit  the  following  report : 

Navigation  on  the  Penobscot  River  above  Oldtown  is  absolutely  separated  from  tide- 
water navigation  extending  to  Bangor  by  the  falls  at  Oldtown,  and  by  the  character 
of  the  river  between  the  two  places.  At  the  Oldtowu  Falls  the  river-bed  descends  20 
feet  in  a  horizontal  distance  of  100  feet,  the  water  there  plunging  over  falls  and  shoot- 
ing down  rapids  on  a  rough  bed  of  slate  ledge  extending  across  the  river.  From  the 
crest  of  these  falls  to  the  head  of  tide-water  at  Bangor,  a  distance  of  twelve  aud  one- 
balf  miles,  the  river-bed  descends  92  feet.  At  intervals  in  this  distance,  where  at 
places  the  bed  is  of  slate-ledge,  and  at  others  of  bowlders,  the  water  is  shallow  and  the 
cuirent  very  rapid.  It  is,  therefore,  impracticable  to  make  the  navigation  of  that  {>art 
of  the  river  embraced  in  this  examination  continuous  with  tide-water  navigation  with- 
out the  construction  of  a  canal  around  the  Oldtown  Falls,  at  an  expense  which  it  is 
probable  will  continue  many  years ;  hence,  uncalled  for  and  utterly  unjustifiable  by 
the  interests  to  be  subserved. 

Above  Oldtowu  the  obstructions  consist  of  shoals  of  gravel  and  of  rapids ;  the 
former  vary  in  length  from  about  200  feet  to  about  two-thirds  of  a  mile,  and  the  latt«r 
from  about  500  feet  to  about  one  aud  one-quarter  miles.  While  the  shoals  are  ob- 
structions only  during  the  low  stage,  the  rapids  are  more  or  leiis  troublesome  during 
all  stages  of  the  water.  The  most  of  them  consist  of  large  assemblages  of  bowlders, 
but  some  of  ledges  of  rock  and  bowlders,  extending  across  the  river.  Some  contain 
comparatively  few,  others  immense  numbers  of  bowlders  of  all  sizes  up  to  12  or  15  feet 
in  diamiter,  resting  on  a  bed  of  small  bowlders  or  slate  ledge,  and  thickly  scattered 
about  the  river. 

The  channel  is  generally  tortuous  between  the  large  bowlders  or  jutting  points  of 
ledge ;  the  slope  of  the  river-bed  greatly  increased  ;  the  current  extremely  rapid  ;  and 
the  water  often  rough  and  turbulent.  Between  Mattawamkeag  aud  the  crest  of  the 
Oldtown  Falls,  a  distance  of  forty-five  and  one-half  miles,  the  river-bed  has  a  descent 
of  96  feet.  In  the  channel  the  minimum  depth  of  water  is  greater  over  the  rapids  than 
on  the  shoals. 

Betweeu  the  obstructions  there  are  often  long  reaches  entirely  unobstructed,  with  a 
good  gravel  bottom,  a  smooth,  gentle  current,  aud  a  depth  of  water  varying  from  4  to 
e  or  9,  aud  occasionally  r^ching  10,  12,  or  15  feet. 

Between  Oldtown  and  the  confluence  of  its  two  branches  at  Medway,  the  river  varies 
in  width  from  about  one  hundred  to  about  four  hundred  yards,  and  averages  about 
three  hundred  yards.  Its  width  is  nowhere  greatly  increased  during  high-water,  and 
its  banks  are  not  subject  to  overflow.  It  contains  a  rather  large  number  of  islands, 
sometimes  dividing  it  into  narrow  chutes.    Its  water  is  clear. 

Above  Oldtown,  excepting  the  large  numbers  of  logs  annually  brought  down,  there 
is  uow  no  comuierce  of  importance  on  the  river. 

From  about  1850  to  about  1870,  two  steamboats,  drawing  when  loaded  2^  feet  of 
water,  plied  daily  between  Oldtowu  and  Winn,  a  distance  of  forty-three  miles,  each 
passing  up  or  down  on  alternate  days.  The  average  quantity  of  freight  carried  each 
way  daily  was  about  15  tons;  domestic  supplies, groceries,  aud  provisions  were  carried 
up  the  river,  and  lumber,  clapboards,  and  shingles  brought  down. 

These  boats  wei*e  prevented  from  running  by  ice  usually  from  about  the  1st  of  De- 
cember until  about  the  15th  of  April,  aud  by  the  low  stage  of  water  generally  from 
about  the  Ist  of  July  until  about  the  1st  of  October.  The  river  between  Oldtown  and 
Winn,  it  thus  appears,  is  navigable  for  steamboats  drawing  2^  feet  of  water  only  about 
four  and  one-half  months  annually,  two  and  one-half  during  the  spring  and  summer, 
and  two  mouths  during  the  autumn.'  It  could  be  made  navigable  for  boats  drawing  2^ 
feet  of  water  throughout  the  year,  when  not  obstructed  by  ice,  between  Oldtown  and 
Rocky  Rips,  a  point  on  the  East  Branch  about  seven  miles  above  Medway,  but  only  at 
an  expense,  in  proportion,  far  greater  than  the  magnitude  of  the  interests  involved. 

The  European  and  North  American  Railroad,  between  Bangor  and  St.  John,  New 
Bruiiswick,  crosses  the  river  at  Oldtown  and  runs  forty-five  miles  along  its  left  bank 
to  Mattawamkeag,  where  it  leaves  the  Penobscot,  and  runs  northeasterly  up  the  right 
bank  of  its  tributary,  the  Mattawamkeag.  When,  in  1870  or  1871,  this  railroad  was 
first  put  in  operation,  the  two  steamboats  stopped  running,  and  the  only  boats  which 
have  been  on  the  river  since  that  time  are  two  small  freight- steamboats,  owned  and 
used  by  the  firm  of  Henry  Poor  &,  Son,  of  Boston. 

Your  letter  of  instructions  referred  to  Mr.  E.  S.  Poor,  of  that  firm,  "  for  much  valu- 
able iuformation  concerning  the  commerce  and  navigation  of  this  river,"  and  inclosed 
a  copy  of  a  letter  of  May  17, 187.3,  to  yourself,  from  him,  in  which  he  says:  "My  inter- 
ests in  the  improvements  near  the  mouth  of  the  river  are  only  in  common  with  the 
whole  x)ublic  of  Bangor;  but  in  the  desired  improvements  in  the  upper  part  of  the 
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river,  from  Winn  and  above,  we  (that  is,  the  firm  of  Henry  Poor  Sc  Son,  to  which  I  be- 
long) have  an  especial  interest  I  shonid  be  pleased  to  show  you  where  a  moderate  ex- 
pense will  be  of  immense  advantage  to  the  navigation  of  the  river,  and  wonld  like  to 
be  informed  Avhen  you  will  propose  to  make  the  examination.      •       *       •      •      •     • 

**  We  have  two  boats  running  on  the  river,  one  from  Mattawamkeag  to  Medway,the 
other  to  different  places,  as  we  may  need  her  services.  General  Hersey,  the  member- 
elect  to  Congress  from  Bangor,  is  interested  somewhat  largely  in  lands  above  Medwij, 
and  his  judgment  as  to  the  needs  above  Med  way  would  be  very  good." 

In  a  letter  of  August  2. 1873,  to  me,  Mr.  Poor  also  says:  *'As  the  order  was  passed 
through  Congress  principally  at  my  suggestion,  I  have  had  a  strong  desire  to  be  present 
when  the  survey  was  made,  more  especially  between  Winn  and  Medway,  and  in  the 
vicinity  of  Medway.  I  have  no  desire  to  m;ike  any  sugijestions  in  relation  to  improve- 
ment of  the  river  in  the  vicinity  of  Bangor,  but  would  like  very  much  to  be  with  von 
when  you  will  be  engaged  in  the  survey  of  the  upper  part  of  the  river,  say  from  Winn 
to  Medway." 

One  of  the  two  boats  of  this  firm  has  a  carrying  capacity  of  abont  15  tons,  draws 
when  thus  loaded  23  inches  of  wat.er,  and  is  used  by  them  fof  transportation  between 
their  tanneries  at  Medway  and  Winn,  and  for  supplying  those  tanneries  with  barli 
from  the  banks  of  the  east  branch  of  the  river ;  the  other  is  somewhat  larger,  and  is 
used  by  them  to  transport  hides,  leather,  and  tannery  supplies  between  OldCown  and 
Winn  ;  the  quantity  of  freight  which  it  carries  is  abont  2|  tons  daily. 

The  above  very  limited  navigation  and  commerce  carried  on  by  this  firm,  exclasivelj 
in  connection  with  their  tannerie>8,  is  the  entire  extent  of  steamboat  navigation  now 
on  the  river  above  Oldtown,  and  of  the  commerce  which  it  subserves. 

From  all  the  information  I  have  obtained,  the  purpose  for  which  it  is.  desired  to  hare 
the  Government  improve  this  part  of  the  river  is  to  benefit  the  very  limited  naviga« 
tion  thus  carried  on  by  this  firm,  by  prolonging  the  time  during  which  their  boats  can 
run  annually.  It  is  urged  by  them  that  the  improvement  of  this  part  of  the  river 
would  lea^l  to  the  establishment  of  wooden-ware  manufactories  on  its  banks ;  wonld 
largely  increase  the  commerce  upon  it,  and  greatly  develop  the  region  of  country 
through  which  it  flows.  I  do  not  think  this  increase  in  commerce  or  development 
would  be  either  great  or  important,  an'd  cannot  discover  upon  what  it  would  be 
founded. 

The  soil,  especially  along  the  upper  part  of  the  river,  is  not  very  prodactive,  and  is 
of  but  little  value  for  cultivation.  The  river,  even  if  improved  so  as  to  be  navigable 
for  boats  of  light  draught  throughout  the  low- water  season,  would  still  be  closed  by  iee 
about  one  half  of  the  year.  Above  Oldtown  the  country  bordering  on  the  river  is  no- 
where thickly  settled.  The  seven  townships  above  Winn,  including  it  and  that  acrosi 
the  river,  through  which  flow  the  Penobscot,  and,  for  ten  miles  above  their  junction, 
its  two  branches,  contain,  by  the  census  of  lb70,  a  population  of  only  1,821.  They  arc 
to  a  great  extent  wooded,  but  the  greater  part  of  the  most  valuable  timber  has  been 
cut.  Above  Medway,  which  is  merely  a  tannery  settlement,  the  country  is  rugged  and 
almost  wholly  a  wilderness.  Excepting  about  seven  miles  on  the  East  Branch,  jast 
above  their  confluence,  the  two  branches  are  too  rocky  to  be  made  navigable.  On  their 
banks  are  large  quantities  of  slate,  apparently  of  good  quality. 

The  important  trafilc  on  the  river  above  tide-water  consists  entirely  in  the  lar^ 
numbers  of  logs  annually  floated  down  from  its  tributaries,  its  extreme  head- water* 
and  branches,  and  sawed  into  lumber  at  Oldtown  and  Bangor.  During  the  past  three 
vearsthefollowingquantitiesof  logs,  expressedin  feet,  board-meisure,  have  been  brought 
down  the  riv^r  to  these  two  places:  In  1870,202,014,194  feet;  in  1871,2-?7,49l,675feet; 
and  in  1872, 24(i, 453,649  feet,  of  which  the  average  annual  value  before  manufacture,  at 
812  per  1,000  feet,  is  $2,735,757.11  Of  the  above  quantity  it  is  said  that  from  fifteen  to 
twenty  million  feet  are  annually  brought  down  the  Passadumkeag ;  from  two  to  six 
millions  down  the  Piscataquis;  from  sixty  to  seventy-five  millions  down  the  Matta- 
wamkeag; from  twenty  to  thirty  millions  down  the  East  Branch ;  and  the  balance, 
from  one  hundred  to  one  hundred  and  twenty  million  feet,  down  the  West  Branch. 
Some  of  the  logs  brought  down  the  tributaries  are  rafted,  but  much  the  larger  part  of 
the  above  quantities  are  floated  down  without  rafting,  immense  numbers  together 
forming  what  are  called  **  drives."  The  largest  "drive,"  containing  frequently  from 
sixty  to  ninety  million  feet  of  logs,  extending  for  miles  along  the  river  and  reqnirinf 
about  two  hnndred  men  to  attend  it,  usually  starts  on  the  West  Branch  in  April  and 
arrives  at  the  booms  above  Oldtown  in  July.  When  during  the  descent  of  this  **dnrtr' 
the  stage  of  water  in  the  river  becomes  so  low  as  to  retard  its  advance,  it  is  raised 
successively  by  opening  ten  or  twelve  gates  in  dams  constructed  at  the  Twin  Lakes  on 
the  West  Branch  for  that  purpose.  The  running  of  logs  in  this  manner  is  considerablr 
obstructed  by  very  numerous  large  bowlders  in  the  river,  and  espedally  in  it«  West 
Branch.  The  tallest  of  these  bowlders  catch  a  log  or  two,  against  which  others  rapidly 
accnmulate,  and  form  large  "jams,"  which  stop  a  "drive,"  and  which  consume  maett 
labor  before  it  can  be  rel«^ased.  The  large  "drive,"  it  is  said,  is  sometimes  stopped  is 
this  way  two  days,  at  a  loss  in  the  pay  of  its  men,  at  an  average  rate  of  $3  per  day,  o( 
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$600  per  clay,  caused  137  a  few  bad  bowlders  wbich  might  be  rendered  harmless  by  the 
expeuditnre  uf  a  trifling  sani  in  blasting  off  their  tops  daring  the  low-water  stage.  It 
is  asserted  by  men  familiar  with  the  running  of  logs  that  an  expenditure  of  $50,000 
would  result  in  saving  to  the  lumber  interest  $10,000  annually.  Excepting  the  con- 
struction of  a  dam  at  the  **  Five  Islands,''  to  prevent  logs  from  leathering  and  lodging 
in  two  narrow  chntes,  the  main  improvement  desired  by  this  interest  consists  in  re- 
ducing the  heights  of  very  numerous  bowlders  to  about  2  or  .3  feet  above  the  surface  ot 
the  water  at  the  low-water  stage.  To  do  this  by  blasting,  the  fragments  being  left 
where  they  fall,  would  cost  say  from  $5^  to  $10  per  bowlder.  Bowlders  may  be  seen 
occasionally  in  the  river,  which  have  been  cut  down  in  this  way.  There  are  immense 
numbers,  much  the  larger  part  of  them  on  the  West  Branch,  upon  which  perhaps 
$20,000  might  be  expended  with  advantage  to  the  lumber  interest. 

In  making  the  examination  a  continuous  mid-channel  line  of  soundings  was  taken, 
extending  from  their  confluence  at  Medway  up  the  East  Branch  seven  miles  to  Rocky 
Rips,  up  the  West  Branch  ten  miles  to  Shad  Pond,  and  on  the  river  flfty-eight  and  one- 
half  miles  to  Oldtown.  There  were  tiiken  on  the  East  Branch  nine  hundred  and  twenty, 
on  the  West  Branch  Ave  hundred  and  forty-four,  and  on  the  river  proper  tifty-two  hun- 
dred and  twenty-six  soundings,  averaging  respectively  46, 97,  and  60  feet  apart.  When 
they  were  taken  the  stage  of  water  in  the  river  was  somewhat  below  the  average  an- 
nual lowest  stages,  and  about  4  feet  below  the  annual  high-water  stage  of  longest 
duration.  The  range  on  the  river  between  Oldtown  and  Winn,  between  lowest  and 
highest  water,  is  stated  in  Wells's  **  Water-Power  of  Maine"  to  be  11  feet. 

The  estimates  given  below,  based  entirely  on  a  single  line  of  soundings,  are  rough, 
and  are  submitted  with  a  view  to  giving  a  sufficiently  approximate  idea  of  the  labor 
and  expense  which  the  improvement  of  this  river  would  involve,  rather  than  with  the 
anticipation,  in  view  of  the  facts  above  given,  that  any  improvement  will  be  under- 
taken by  the  Government. 

The  estimated  quantities  of  material  to  be  removed  are  for  a  channel  75  feet  wide 
and  3  feet  deep  at  the  stage  of  water  when  the  soundings  were  taken,  cut  through  the 
obetmctions  between  Oldtown  and  Winn;  and  for  one  60  feet  wide  and  2^  feet  deep 
cut  through  those  above  Winn,  where  the  river  is  generally  more  shallow.  Six  inches 
increase  in  depth,  i.  e.,  to  3  feet  above  Winn,  would  very  much  increase  the  length  of 
excavation. 

The  obstructions,  in  the  order  in  which  they  are  met  in  ascending  the  river  f^om 
Oldtown,  and  the  quantity  of  material  to  be  removed  from  each,  are  as  follows,  viz : 

1.  A  small  shoal  of  gravel  about  three  miles  above  Oldtown.  It  is  about  one  hun- 
dred yards  long,  has  a  minimum  depth  of  water  on  it  in  the  channel  of  2.6  feet,  requires 
a  mean  increase  of  depth  of  two-tenths  of  a  foot,  and  the  removal  of  about  170  cubic 
yards  of  gravel  and  small  bowlders. 

2.  Several  small  shoals  of  gravel  about  ten  miles  above  Oldtown,  and  just  below 
Greenbush,  in  the  chute  between  the  left  bank  and  boom  and  Nebraska  Islands.  The 
minimum  depth  of  water  on  them  in  the  channel  is  1.4  feet;  the  total  length  of  the 
reqaire<l  excavation  about  330  yards ;  the  average  depth  to  cut  6  inches ;  and  the  mate- 
rial to  be  removed,  about  1,400  cubic  yards  of  gravel  mixed  with  sand. 

3.  A  small  shoal  of  gravel  just  above  Grt^nbush,  in  the  short  chute  between  the  foot 
of  Sngar  Island  and  the  head  of  Bird  Island.  The  least  depth  of  water  in  the  chanuel 
is 2  feet ;  length  of  required  excavation,  about  800  feet ;  average  depth  to  cut,  6  inches; 
material  to  be  removed,  about  1,100  cubic  yards  of  coarse  gravel. 

4.  Spencer  Rips,  about  thirteen  miles  above  Oldtown.  Here  bowlders  of  all  sizes  up 
to  about  6  feet  in  diameter  are  thinly  scattered  over  the  river  for  about  one-quarter  of 
a  mile,  and  along  altout  350  yards  of  this  distance  there  is  a  shoal  of  gravel  and  small 
bowlders  mixe<l,  over  which  the  water  ripples.  The  least  depth  of  water  in  the  chan- 
nel is  1  foot;  length  of  required  excavation,  about  350  yards;  average  depth  to  cut,  one 
foot ;  material  to  be  removed,  about  2.900  cubic  yards  of  gravel  and  small  bowlders. 
The  channel  between  the  larger  bowlders  is  sufficiently  wide  and  straight,  and  noue 
need  be  removed  for  steamboats,  but  about  ten  of  the  largest  obstruct  the  running  of 
logs. 

5.  A  shoal  of  gravel  and  small  bowlders,  about  midway  between  Spencer  and  Ayer's 
Rips.  The  least  depth  of  water  in  the  channel  is  1.7;  length  of  required  excavation, 
about  375  yards ;  average  depth  to  cut,  seven-tenths  of  a  foot;  material  to  be  removed, 
about  2,200  cubic  yards. 

6.  Ayei-'s  Rips,  about  fourteen  miles  above  Oldtown,  consisting  of  a  shoal  of  coarse 
gravefand  small  bowlders  mixed,  about  500  yards  in  length,  along  about  200  yards  of 
which  distance  numerous  bowlders,  varying  in  size  up  to  about  4  teet  in  diameter,  are 
scattered  about  the  river.  There  are  also  three  large  bowlders,  about  8  feet  in  diam- 
eter, wbich  obstruct  the  running  of  logs.  Between  the  larger  bowlders  the  channel 
for  steamboats  is  sufficiently  wide  and  practicable,  although  rather  tortuous.  The 
minimum  depth  of  water  in  it  is  1.4  feet.  The  length  of  the  excavation  required  here 
is  about  530  yards;  the  average  depth  to  cnt,  seven-tenths  of  a  foot;  and  the  mate- 
rial to  be  removed,  about  3,100  cubic  yards  of  coarse  gravel  and  small  bowlders.    The 
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Blope  of  the  river  and  the  cnnrent  are  here  somewhat  increased,  bnt  the  latter  U  not 
very  rapid. 

7.  A  shoal  of  gravel,  sand,  and  small  bowlders,  mixed,  about  one-third  of  a  mile 
above  Ayei^'s  Rips.  The  least  depth  of  water  in  the  channel  is  1.4  feet ;  length  of  ex- 
cavation, about  400  yards;  average  depth  to  eut,  six-tenths  of  a  foot ;  material  to  be 
removed,  about  2,000  cubic  yards  of  gravel,  sand,  and  small  bowlders. 

8.  A  small  shoal  of  fine  gravel,  about  1,200  vards  below  Passadumkcag  Rips.  The 
least  depth  of  water  in  the  channel  is  2  feet ;  length  of  excavation,  about  100  yardd; 
average  depth  to  cut,  6  inches ;  material  to  ba  removed,  about  500  cubic  yard^i  of  fioe 
gravel. 

9.  A  shoal  of  gravel,  immediately  below  Passadumkcag  Rips.  The  l«9ast  depth  of 
water  in  channel  is  1  foot ;  length  of  excavation,  about  4:K)  yards ;  average  depth  to 
cut,  1  foot ;  material  to  be  removed,  about  3,600  cubic  yards  of  gravel. 

10.  Passadumkcag  Rips,  about  500  yards  below  the  mouth  of  the  Passadumkeag. 
These  rapids  are  formed  by  a  slate-ledge,  which  extends  across  the  river  and  along  i( 
about  one-half  a  mile.  Scattered  about  on  the  ledge  are  occasional  large  bowlders, 
about  fifteen  of  which  are  near  the  channel,  from  4  to  11  feet  in  diameter,  and  obstruct 
the  running  of  lo^,  but  are  not  in  the  way  of  steamboats.  On  either  side  of  the 
channel,  and  especially  on  the  left  side,  jnttiiig  out  long  distances  from  the  bank,  are 
large,  jagged  masses  of  ledge,  rising  3  or  4  feet  above  the  water.  The  river  is  here 
about  250  yards  wide.  The  channel  is  about  50  yards  from  the  right  bank,  aboot 
parallel  with  it,  nearly  straight,  and  from  100  to  150  feet  wide  at  its  narrowest  parts 
between  points  of  ledge.  The  least  depth  of  water  in  the  channel  is  2^  feet,  and  ii 
found  where  it  is  narrowest.  At  those  points  the  current  is  excessively  rapid,  and 
the  water  rough  and  turbulent.  To  deepen  the  water  in  the  channel  to  3  feet  for  a 
width  of  75  feet  the  length  of  the  excavation  required  would  be  about  50  yards;  the 
depth  to  cut,  about  6  inches;  and  the  material  to  be  removed,  about  200  cubic  yanU 
of  solid  slate  rock. 

11.  A  shoal  of  gravel  and  small  bowlders,  just  above  Passadumkeag,  in  the  chate 
between  the  two  Passadumkcag  Islands  nearest  the  right  bank.  The  least  depth  of 
water  in  the  channel  is  1^  feet;  the  length  of  the  excavation,  about  700  yards ;  average 
depth  to  cut,  seven-tenths  of  a  foot ;  material  to  be  removed,  about  4,000  cubic  yaros 
of  gravel  and  small  bowlders. 

12.  Piscataquis  Rips,  ^ust  above  the  mouth  of  the  Piscataquis  River.  These  rapids 
are  the  worst  on  the  river;  they  consist  of  two  parts,  known  as  the  ''upper  pitch" 
and  the  **  lower  pitch,"  between  which  the  river  is  comparatively  unobstructed.  The 
entire  length  of  the  rapids  from  the  head  of  the  upper  to  the  foot  of  the  lower  pitch 
is  about  one  and  one-half  miles.  In  this  distance  the  river  has  a  great  increase  of 
slope,  chiefly  at  the  two  pitches.  The  upper  pitch  is  much  the  worse  and  the  mone 
extensive.  It  is  about  one-half  a  mile  long,  and  consists  of  a  ledge  of  slate  extendiDg 
along  this  distance  entirely  across  the  river.  The  planes  of  stratification  of  the  ledge 
have  a  nearly  vertical  pit-ch  ;  and  it  has  a  very  ragged  and  uneven  surface,  broken  into 
irregular,  sharp,  and  jagged  ridges  and  isolated  points,  rising  frequently  4  or  5  feet 
above  the  water.  There  are  scattered  over  it  numerous  bowlders  of  all  sizes  up  to  :i 
or  10  feet  in  diameter.  In  the  channel,  which  is  near  the  right  bank  and  geuerallj 
parallel  with  it,  the  bed  is  of  solid  ledge,  occasionally  overlaid  with  bowlders,  its  slopes 
steep  and  irregnlar;  the  current  extremely  rapid,  and  the  least  depth  of  water  1.4  feet 
There  would  be  required  here,  it  is  roughly  estimated,  a  total  length  of  excavation  of 
about  500  yards,  with  an  average  depth  to  cut  of  seven-tenths  of  a  foot,  and  the 
removal  of  about  3,000  cubic  yards  of  solid  rock.  To  clear  the  channel  properly  for 
steamboats  there  should  be  removed  one  large  bowlder  containing  about  20  cubic 
yards,  two  containing  about  5  cubic  yards  each,  and  about  one  hundred  of  about  fivs 
tons  each.  There  are  also  near  the  channel  about  fifty  rocks  which  obstruct  the  mu- 
ning  of  logs.  From  the  foot  of  the  first  pitch  to  the  head  of  the  second  the  distaaoe 
is  about  three-fourths  of  a  mile,  along  which  are  scattered  a  few  largo  bowlders.  The 
channel  here  is  quite  tortuous,  between  shoals  of  small  bowlders ;  the  slope  and  current 
much  less  steep  and  rapid ;  and  the  least  depth  of  wat-er  1.4  feet.  The  total  length  of 
excavation  here  would  be  about  800  feet;  the  average  depth  to  cut,  eight-tenths  of  a 
foot ;  and  the  maiterial  to  be  removed,  about  1,600  cubic  yards  of  bowlders,  varying  in 
size  from  about  6  inches  to  1  foot  or  Id  inches  in  diameter.  There  are  here,  also,  eight 
bowlders,  containing  about  4  cubic  yards  each,  which  obstruct  steamboat  navigatioo, 
and  four  others  which  obstruct  the  running  of  logs. 

The  second  pitch  is  about  one-quarter  of  a  mile  long.  Here  the  river  again  has  a 
greatly-increased  slope,  and  is  obstructed  by  numerous  bowlders  of  all  sizes  up  to  aboat 
8  feet  in  diameter.  In  the  channel,  which  is  the  nearer  left  bank  and  sutticientlj 
straight,  the  least  depth  of  water  found  is  3  feet ;  the  bed  is  of  coarse  bowlders,  appar 
ently  about  2  or  3  feet  in  diameter;  the  current  very  rapid,  and  the  water  very  roo^h 
and  turbulent  where  it  dashes  down  frequent  short  and  steep  slopes  over  the  larger 
bowlders  of  the  bed.  To  properly  clear  this  channel  for  steamboats  there  should  be 
removed  six  large  bowlders,  containing  about  seventeen  cubic  yards  each  ;  twelve  of 
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aboat  six  cnbic  yards  each ;  and  twenty  containiii{|^  each  about  three  cubic  yards.  The 
one  on  the  lower  pitch,  about  one  hundre4  bowlders,  rising  from  3  to  7  feet  above  the 
water,  which  obstruct  the  running  of  logs. 

The  owners  of  the  two  steamboats  which  plied  on  the  river  between  1850  and  1870 
con8truct4Ml  a  canal  on  the  left  bank,  along  the  bed  of  a  small 'stream,  around  these 
rapids.  It  is  now  entirely  out  of  repair,  its  locks  burned  and  destroyed,  and  its  bed 
dry. 

is.  Gordon  Rips,  about  three  miles  above  the  mouth  of  the  Piscataquis,  and  opposite 
i^e  lower  part  of  Gordon  Island,  which  is  separated  from  the  left  bank  by  a  small  and 
<Mrcuitons  chute.  These  rapids  are  about  a  half  mile  in  length,  along  which  distance 
the  river  has  a  considerably  increased  slope,  a  rapid  current,  and  contains  uumerous 
liowlders  of  all  sizes  up  to  8  or  10  feet  in  diameter ;  a  ledge  of  slate  also  juts  out  from 
Oonlon  Island.  For  about  two-thirds  of  the  distance  from  the  head  of  the  rapids  the 
•channel  is  parallel  with  and  about  sixty  yards  from  the  left^bauk  ;  it  then  crosses  to 
within  about  sixty  yards  of  the  right  bank.  The  river  here  is  about  250  yards  wide, 
and  the  channel  at  its  two  narrowest  parts,  between  groups  of  larg^  bowlders,  only 
al>out  100  feet  wide.  The  bed  is  of  small  bowlders,  and  the  least  depth  of  water  2 
feet.  The  length  of  the  excavation  would  be  about  120  yards ;  the  average  depth  to 
cnt>  6  inches;  and  the  material  to  be  removed,  aboutSOOcnbioyardsof  small  bowlders. 
Twelve  bowlders,  containing  about  four  cubic  yards  each,  should  also  be  removed. 

14.  A  shoal  of  gravel  about  two-thirds  of  a  mile  above  Gordon  Rips.  The  least  depth 
of  water  in  the  channel  is  1.7  feet;  the  total  length  of  excavation,  about  350  yards  ; 
the  average  depth  t^o  cut,  eight-t-enths  of  a  foot,  and  the  material  to  be  removed,  about 
*2,300  cubic  yards  of  gravel. 

15.  A  shoal  of  gravel  and  ledge  immediately  below  Mohawk  Rips.  On  the  shoal  the 
least  depth  of  water  in  the  channel  is  1.9  feet ;  the  length  of  the  required  excavation, 
about  300  yards;  the  average  depth  to  cut,  seven-tenths  of  a  foot ;  and  material  to  be 
removed,  about  1,750  cubic  yards  of  gravel.  The  ledge  is  of  slate,  and  is  at  the  lower 
end  of  the  gravel-shoal.  The  least  depth  of  water  on  it  in  the  channel  is  1.3  feet.  The 
length  of  the  excavation  would  be  about  100  feet ;  the  average  depth  to  cut,  1  foot ; 
and  the  material  to  be  removed,  about  270  cnbic  yards  of  solid  slate-rock. 

16.  Mohawk  Rips,  about  fifteen  miles  below  Winn.  Here  the  river  is  about  330 
yftrds  wide,  and  is  obstructed  for  about  half  a  mile  by  a  great  number  of  bowlders  of 
all  sizes  up  to  8  or  10  feet  in  diameter,  thickly  scattered  over  it ;  it  has  also  a  consider- 
ably-increased slope  and  a  rapid  current.  The  channel  is  near  and  nearly  parallel  with 
the  right  bank;  is  respectively  about  60,  75,  and  100  feet  wide  at  its  three  narrowest 
parts,  between  groups  of  large  bowlders ;  has  a  bowlder  bottom,  and  a  minimum  depth 
of  3  feet  of  water  from  the  bead  to  the  lower  part  of  the  assemblage  of  bowlders. 
Frona  this  point  downward  about  350  yards  the  channel  is  shallow,  having  a  least  depth 
of  1.2  feet.  The  length  of  the  required  excavation  would  be  about  350  yards ;  its 
average  depth,  1  foot ;  and  the  material  to  be  removed,  about  3,000  cubic  yards  of 
email  Dowlaers.  To  properly  clear  the  channel  through  these  rapids  would  require  the 
removal  of  one  bowlder  containing  about  3,  one  about  5,  and  two  about  7  cubic  yards, 
besides  various  smaller  ones,  amounting  to  about  50  cubic  yards.  There  are  also  at 
these  rapids  about  75  bowlders  rising  ^om  3  to  10  feet  above  the  water,  which  obstruct 
the  running  of  logs.  ^ 

17.  Mattamiscoutis  Rips,  about  fourteen  miles  below  Winn.  Here  there  is  a  large 
shoal,  about  one-fourth  of  a  mile  long,  of  gravel  and  small  bowlders,  with  numerous 
larger  ones  scattered  over  it,  extending  from  the  right  bank  about  two-thirds  across 
the  river,  which  at  this  place  forms  a  curve,  and  varies  in  width  from  about  200  to 
about  350  yards.  The  channel  lies  around  the  shoal ;  is  at  its  narrowest  point,  between 
a  group  of  bowlders  and  the  left  bank,  about  100  feet  wide;  has  a  bowlder  bottom, 
and,  for  a  very  short  distance,  a  minimum  depth  of  2  feet.  The  current  is  rapid,  and 
the  water  ripples  over  the  bowlder  bottom.  There  would  be  required  here  the  removal 
of  about  150  cubic  yards  of  small  bowlders. 

18.  A  shoal  of  gravel  and  sand  opposite  the  lower  end  of  Mednawcook  Island,  in  the 
chute  next  to  the  right  bank.  The  least  depth  of  water  in  the  channel  is  li  feet ; 
length  of  required  excavation,  about  530  yards;  average  depth  to  cut,  nine-tenths  of  a 
foot ;  material  to  be  removed,  about  4,000  cubic  yards  of  gravel  and  sand. 

19.  A  shoal  of  gravel  opposite  the  upper  part  of  Lincoln  Islands,  in  the  chute  next 
to  the  right  bank.  The  least  depth  of  water  in  the  channel  is  1  foot;  length  of  re- 
quired excavation,  about  400  varus;  average  depth  to  cut,  1  foot;  material  to  be  re- 
moved, about  3,500  cubic  yards  of  gravel  mixed  with  a  small  quantity  of  sand. 

20.  A  shoal  of  gravel  and  sand  about  400  yards  above  Lincoln  Centre.  The  1ea«)t 
depth  of  water  in  the  channel  is  1.8  feet ;  length  of  required  excavation,  about  i>00 
yards ;  average  depth  to  cut,  6  inches ;  material  to  be  removed,  about  2,000  cubic  yards 
of  gravel  and  sand. 

21.  A  shoal  about  three-fourths  of  a  mile  below  Seabonibus  Rips.  The  least  depth  of 
wat€t  in  the  channel  i^  1.3  feet;  length  of  required  excavation,  about  450  yards;  aver- 
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age  depth,  nine-tenths  of  afoot;  material  to  be  removed,  about  3,400  cabic  yards  ot 
small  bowlders  and  gravel. 

22.  Seabonibas  Rips,  about  five  miles  below  Winn.  Here  the  river  is  abont  150 
yards  wide,  and  has  along  about  200  yards  a  number  of  large  bowlders  scattered  over 
it,  between  the  right. bank  and  the  channel,  which  at  its  narrowest  part,  between  tbe 
bowlders  and  left  bank,  is  about  50  yards  wide.  The  least  depth  of  water  is  2.2  feet ; 
length  of  the  required  excavation,  abont  220  yards;  average  depth,  four- tenths  of  a 
foot;  material  to  be  removed,  about  600  cubic  yards  of  small  bowlders. 

23.  A  shoal  iu  the  chute  between  the  left  bank  and  Snow  Island.  The  least  deptb 
of  water  in  the  channel  is  1.9  feet ;  length  of  the  required  excavation,  about  350  yanli; 
average  depth,  four-tenths  of  a  foot ;  material  to  be  removed,  about  1,200  cubic  yardj 
of  fine  gravel  and  sand. 

24.  A  shoal  between  the  head  of  Swan  Island  and  the  foot  of  Brown's  Island.  Tbe 
least  depth  of  water  in  the  channel  is  1.6  feet ;  length  of  excavation,  about  WO  yards; 
average  depth,  about  six-tenths  of  a  foot;  material  to  be  removed,  about  1,500  cubic 
yards  of  fine  gravel. 

25.  Several  shoals  in  chute  between  the  right  bank  and  lirown's  Island.  The  least 
depth  of  water  in  the  channel  is  1.3  feet ;  the  total  length  of  excavation,  abont  l,(tOO 
yards;  average  depth,  seven-tenths  of  a  foot;  material  to  be  removed,  about  5,800 
cubic  yards  of  gravel. 

26.  Five  Islands  Rips.  Tbe  foot  of  these  rapids  is  about  300  yards  above  Winn. 
They  are  about  300  yards  long,  aud  immediately  above  them  the  river  is  divided  into 
five  narrow  chutes  of  five  islands.  Tbe  distance  from  the  head  of  the  islands  to  tbe 
foot  of  the  rapids  is  about  one  mile,  along  which  the  river-bed  is  formed  in  a  ledge  of 
slate,  which  constitutes  the  obstruction,  and  which  crops  out  in  the  river  just  above  tbe 
islands,  along  the  banks  of  the  chutes,  and  in  large  masses  just  below  th<^  islands,  on 
the  left  of  the  channel  at  the  rapids.  The  width  of  the  river  above  the  islands  is  aboat 
250  yards,  and  that  of  tbe  second  chute  from  the  right  bank,  through  which  the  chan- 
nel passes,  is  only  38  yards  at  its  upper  and  narrowest  part.  Below  this  chote  the  cban- 
nel  over  the  rapids  is  near  the  right  bank,  and  rather  crooked,  following  that  bank  in 
a  somewhat  abrupt  turn  to  the  right.  The  current  through  the  chute  is  swift,  audio- 
creases  to  great  rapidity  at  the  rapids,  where  for  about  200  feet  tbe  slope  is  steep  and 
the  water  rough  and  turbulent,  dashing  over  the  ledge  down  several  short  and  8te«p 
slopes.  In  the  channel,  from  a  point  about  300  feet  above  the  islands  to  the  foot  of  tbe 
rapids,  the  bottom  is  alternately  of  ledge  and  bowlders,  which  undoubtedly  overlie  tbe 
ledge.  The  depth  of  water  varies  from  1^  to  5  feet.  Above  the  island  th*e  minimnm 
depth  is  1.9  feet ;  in  the  chute  it  is  l^  feet,  and  on  the  rapids  2^  feet.  The  length  of  tbe 
required  excavation  (for  a  channel  2J  feet  deep  and  60  leet  wide)  would  be  about  .'WO 
yards ;  the  average  depth  to  cut,  six-tenths  of  a  foot ;  and  the  material  to  be  removed 
about  1,200  cubic  yards  of  solid  slate  rock  and  bowlders.  It  is  said  that  in  running 
logs  great  labor  is  expended  yearly  in  setting  adrift  large  numbers  of  logs  which, 
gather  and  lodge  in  the  two  left  chutes  in  consequence  of  their  contracting  channel 
and  irregular  snores.  This  labor  could  be  saved  by  the  construction  of  a  dam  or  boom, 
about  500  feet  long,  and  extending  from  the  left  bank  of  the  river  obliquely  across  tbe 
heads  of  these  chutes  to  the  left  bank  of  the  middle  chute. 

27.  Babcock's  Rips,  about  three-^)urths  of  a  mile  below  Mattawamkeag.  Here  for 
about  one-quarter  of  a  mile  the  banks  are  lined  with  slate-ledge,  and  a  large  number 
of  bowlders  of  various  sizes.  Between  the  latter  there  is  a  good  channel  at  leskst  W 
feet  wide,  having  a  bottom  of  coarse  bowlders,  a  strong,  smooth  current,  and  a  depth 
varying  from  3  to  9  feet,  excepting  at  one  point,  where  it  is  only  2.1  feet ;  the  material 
to  he  removed  here  is  about  100  cubic  yards  of  coarse  bowlders  from  the  bed  of  tbe 
channel.    There  are  also  eight  large  bowlders,  which  obstruct  the  running  of  logs. 

28.  Shoals  of  gravel  between  Mattawamkeag  and  Mattaceunk  Rips.  Between  these 
two  places  the  distance  is  about  six  miles,  and  the  river-bed  is  a  succession  of  gravel 
shoals,  upon  which  the  least  depth  of  water  in  the  channel  is  I  foot ;  while  between 
them,  t.  e.,  between  their  2^  feet  curve,  the  average  depth  is  about  3|  feet.  Tbe  total 
length  of  the  excavation  required  here  would  be  about  4,300  yards;  the  average  depth 
to  cut  six-tenths  of  a  foot,  and  the  material  to  be  removed  about  17,200  cabio  yards  of 
gravel,  mixed  with  small  bowlders  and  a  trace  of  sand. 

29.  Mattaceunk  Rips,  about  seven  miles  below  Med  way.    These  rapids  are  aboat 
one-quarter  of  a  mile  long,  and  consist  of  a  shoal  of  bowlders,  over  which  are  scattered 
numerous  larger  bowlders,  of  all  sizes,  up  to  abont  10  feet  in  diameter.    The  river-bed 
has  a  considerably  increased  slope,  and  the  current  is  rapid.    The  channel  is  tortuoo^ 
crossing  from  the  right  to  the  left  bank,  along  which  it  lies  over  the  steepest  and  worst 
part  of  the  rapids.    In  it  the  least  depth  of  water  is  1  foot,  the  extreme  depth  4,  and  tbe 
average  depth  3  feet.    The  length  of  the  required  excavation  would  be  abont  60  yards; 
it«  average  depth  seven-tenths  of  a  foot ;  and  the  material  to  be  removed  aboot 
300  cubic  yards  of  small  bowlders.     To  straighten  the  channel  there  should  also  be 
removed  three  bowlders,  containing  respectively  about  16,  12,  and  5  cubic  yards,  and 
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aboat  thirty  contaiDin^  from  one-half  to  two  cahic  yards  each.    There  are  here  also 
aboat  thirty  bowlders  which  obstruct  the  ranniag  of  logs. 

30.  From  Mattaceunk  Rips  to  Salmon-stream  Rips,  a  distance  of  about  two  miles. 
Between  these  two  places  the  river  is  much  obstructed  by  shoals  of  gravel,  on  which 
the  minimum  depth  of  water  in  the  channel  is  1.1  feet,  while  between  their  2^  feet 
curves  the  average  depth  is  3|  feet.  The  total  length  of  excavation  required  through 
these  shoals  would  be  about  1,000  yards ;  the  average  depth  to  out  seven-tenths  of  a 
foot ;  and  the  material  to  be  removed  about  4,800  cubic  yards  of  coarse  gravel  and 
small  bowlders,  mixed.    The  river  is  about  200  yards  wide  and  the  current  gentle. 

31.  Salmon-stream  Rips,  about  four  miles  below  Med  way.  Here  for  about  one-quar- 
ter of  a  mile  the  river  has  a  somewhat  increased  slope,  a  moderately  rapid  current, 
and  contains  scattered  over  it  numerous  bowlders,  between  which  there  is  a  tortuous 
channel  at  least  100  feet  wide,  in  which  the  average  depth  of  water  is  4  feet,  and  the 
least  depth  2^  feet,  excepting  over  two  very  small  groups  of  bowlders,  where  it  is 
respectively  1  and  2  feet.  The  removal  of  these  bowlclers  from  its  bed  and  of  several 
larger  ones  from  its  sides  to  straighten  it,  might  be  effected  with  decided  improvement 
to  the  channel  at  an  expense,  say,  of  $500. 

32.  A  slioal  of  gravel  about  midway  between  Salmon-stream  Rips  and  Saint  Mary 
Rips.  The  distance  between  these  two  places  is  about  one  mile.  Between  them  and 
this  shoal  the  average  depth  of  water  is  4  feet.  On  the  shoal  the  least  depth  in  the 
channel  is  1.4  feet;  the  current  is  swift  and  the  water  ripples.  The  length  of  the 
excavation  would  be  about  380  yards ;  its  average  depth  6  inches ;  and  the  material  to 
be  removed,  about  1,300  cubic  yards  of  coarse  gravel  mixed  with  small  bowlders. 

33.  Saint  Mary  Rips,  about  three  miles  below  Medway.  Here  for  about  one-quarter 
of  a  mile  the  river  has  a  considerably  increased  slope,  and  a  bed  of  bowlders  varying 
from  about  6  to  about  18  inches  in  diameter,  over  whicn  the  current  is  rapid  and  the  water 
rough.  There  are  also  scattered  over  the  river  numerous  larger  bowlders,  from  2  to 
about  5  feet  in  diameter,  which  are  awash  at  the  low  and  beneath  the  surface  at  the 
high-water  stage.  The  least  depth  of  water  in  the  channel  is  1.4  feet.  The  length  of 
excavation  would  be  about  170  yards ;  its  average  depth  seven-tenths  of  a  foot ;  and 
the  material  to  be  removed  about  800  cubic  yards  of  bowlders  from  the  bed  of  the 
channel.    Just  below  these  rapids  the  river  narrows  to  about  100  yards  wide. 

34.  A  shoal  of  gravel  just  below  Daisy  Rips.  The  least  depth  of  water  in  the  chan- 
nel is  1 .3  feet ;  the  length  of  the  required  excavation  about  250  yards ;  it<s  average 
depth  four-tenths  of  a  foot ;  and  the  material  to  be  removed  about  700  cubic  yards  of 
gravel.    The  current  is  rapid. 

35.  Daisy  Rips,  about  one  and  one-half  miles  below  Medway.  Here,  for  about  500  feet,, 
the  water  is  shallow  and  the  current  rapid  over  a  bed  of  small  bowlders.  There  are 
also  bowlders  4  or  5  feet  in  diameter  thinly  scattered  about  the  river.  The  least  depth 
of  water  in  the  channel  is  1  foot.  The  length  of  the  required  excavation  about  20O 
yards;  it^s  average  depth ^.1  feet;  and  the  material  to  be  removed  about  1,500  oubio- 
yards  of  bowlders. 

36.  From  Daisy  Rips  to  Medway.  Between  these  two  places  there  are  three  small 
shoals.  The  least  depth  of  water  on  them  in  the  channel  is  respectively  1.5, 1.9,  and  1.5^ 
feet.  The  total  length  of  excavation  through  them  would  be  about  270  yards;  its. 
average  depth  seven-tenths  of  a  foot ;  and  the  material  to  be  removed  about  1,200  cubio 
yards  of  gravel  mixed  with  small  bowlders. 

At  Meoway,  the  east  and  west  branches  flowing,  the  former  south  by  east,  and  the 
latter  in  a  general  southeast  direction,  unite  and  form  the  Penobscot  proper.  The- 
Weat  Branch  is  the  wider,  and  discharges  the  larger  volume  of  water,  while  the  East- 
Branch  is  the  less  obstructed. 

TIIE  EAST  BRANCH. 

This  stream  could  be  made  navigable  for  boats  drawing  2^  feet  of  water  to  Rocky- 
Rips,  about  seven  miles  above  Medway.  To  that  point  its  average  width  i&  about  200' 
feet. 

The  obstructions,  in  the  order  in  which  they  are  met  in  ascending  it,  are  as  IKe^IIowsj. 
viz: 

1.  From  Medway  to  Ledge  Falls,  a  distance  of  about  two  and  one-quarter  milesw 
Here  there  is  a  succession  of  gravel  shoals.  In  the  channel  the  average  depth  of  water 
between  them  is  3.8  feet.  The  least  depth  of  water  on  them  in  the  channel  is  1  foot. 
The  total  length  of  the  required  excavation  through  them  would  be  (for  a  channel  2f 
feet  deep  and  60  feet  wide)  about  1,300  yards  ;  the  average  depth  to  cut  1.7  feet ;  and 
the  material  to  be  removed,  about  14,700  cubic  yards  of  gravel.  The  current  i»  not 
very  rapid,  and  in  many  places  the  water  ripples  over  the  gravel. 

2.  Ledge  Falls.  Here  a  ledge  of  slate  extends  across  the  river  and  forms  its  bed  for 
a  distance  of  about  700  feet.  The  strata  have  a  nearly  vertical  dip  and  extend,  in  places, 
3  or  4  feet  above  the  water.  Over  the  ledge  the  river  has  a  greatly  increased  slope,  and 
an  excessively  strong  and  rapid  current.    At  the  upper  and  lower  limits  of  the  ledge* 
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the  channel  between  its  higher  points  is,  for  a  few  feet,  only  aboat  30  feet  wide,  at  which 
places  the  water  is,  respectively,  2.3  and  4  feet  deep,  runs  with  extreme  rapidity,  and  is 
very  rongh,  dashing  down  slopes  having  about  1^  and  2^  feet  fall  in  distances  of  10 
and  30  feet.  In  the  channel  the  average  depth  of  water  on  the  ledge  is  3  feet  and 
the  least  depth  H  feet.  It  is  ronghly  estimated  that  there  would  here  be  required 
the  excavation  of  about  700  cubic  yards  of  solid  slate  rock. 

3.  From  Ledge  Falls  to  Rocky  Rips,  a  distance  of  about  four  and  three-quarter  miles. 
Between  these  two  places  there  is  a  succession  of  gravel  shoals.  The  least  depth  of 
water  on  them  in  the  channel  is  1  foot ;  the  total  length  of  the  required  excavation 
through  them  about  1,700  yards;  its  average  depth  seven-teuths  of  a  foot;  and  the 
material  to  be  removed  about  8,000  cubic  yards  of  gravel. 

The  examination  of  this  branch  extended  only  to  Rocky  Rips.  Al)Ove  these  rapids 
for  fully  two  miles,  embracing  them  and  the  "  Upper"  and  "  Lower"  Grindstone  Rips, 
it  is  obstructed  by  large  masses  of  slate-ledge  and  by  immense  numbers  of  bowlders  of 
all  sizes  up  to  1.5  or  20  feet  in  diameter;  its  sloi>e  is  steep  ;  its  current  very  rapid,  and 
the  water  iu  places  very  shallow. 

•Above  the  Upper  Grindstone  Rips  there  are,  I  have  been  informed,  occasional  lone 
reaches  which  are  comparatively  unobstructed.  The  entire  length  of  the  East  Branch 
is  said  to  be  about  sixty-three  miles.  It  cannot  be  made  navigable  further  than  to  Rocky 
Rips,  at  least  without  euormous  expense. 

THE  WEST  BRANCH. 

Between  Medway  and  Shad  Pond,  a  distance  of  about  ten  miles,  this  stream  is  ob- 
structed by  the  folfowing  rapids,  viz : 

1.  Nicaton  Rips,  just  above  Medway.  Least  depth  of  water  in  channel,  3  feet ;  least 
depth  on  shoal  of  bowlders  just  below.  1  foot. 

2.  Rocky  Beamy  Rips,  about  one  and  one-half  miles  above  Medway,  and  one-eighth 
of  a  mile  long,    Least  depth  of  water  in  channel,  2  feet. 

3.  Wade  Rips.  A  shoal  of  bowlders  about  one-half  of  a  mile  long.  Least  depth  of 
water,  for  about  200  feet,  1^  feet. 

4.  Burnt  Land  Rips,  about  three  miles  above  Medway  and  about  three-fourths  of  a 
mile  long.    Least  depth  of  water  in  channel,  2  feet. 

5.  Rocky  Rips,  about  four  miles  above  Medway  and  about  three-fourths  of  a  mile 
long ;  least  depth  of  water  in  channel,  1  foot. 

6.  Dolby  Rips,  about  Ave  and  one-half  miles  above  Medway,  and  about  three-fonrths 
of  a  mile  long ;  least  depth  of  water,  2  feet. 

7.  Ledge  Falls,  about  six  and  one-half  miles  above  Medway,  and  about  700  yards 
long ;  least  depth  of  water,  1  foot. 

8.  Jerry  Brook  Rocks,  about  seven  and  one-half  miles  above  Medway,  and  about  one 
mile  long ;  least  depth  of  water,  2  feet.  . 

9.  Pond  Falls,  about  one-quarter  of  a  mile  below  Shad  Pond,  and  about  three-fourths 
of  a  mile  long ;  least  depth  of  water,  1  foot. 

Shad  Pond,  through  which  the  West  Branch  flows,  is  the  upper  limit  of  the  examina- 
tion.   It  has  an  area  of  about  three-fourths  of  a  mile  square. 

All  of  the  above  rapids,  excepting  Nicaton,  Wade,  and  Dolby  Rips,  are,  to  use  the 
expression,  forests  of  large  bowlders,  between  which  the  water  flows  with  a  very  rapid 
current,  and  in  a  very  turbulent  manner,  over  a  rou^h  and  very  steeply  sloping  bed. 
At  Pond  Falls,  Jerry  Brook  Rocks,  and  Ledge  Falls,  in  addition  to  the  bowlders,  there 
are  ledges  of  slate  cropping  out  in  the  river.  The  descent  of  the  bed  between  Shad 
Pond  and  Medway  must  be  great. 

The  West  Branch  cannot  be  made  navigable  above  Medway.  It  contains  an  immense 
number  of  large  bowlders.  By  blasting  off  the  tops  of  many  of  them  the  running  of 
logs  could  be  much  improved. 
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ESTIMATE  OF  COST  OF  IMPROVEMENT. 

I. — Cost  of  cutting  a  channel  75  feel  wide  and  3  feet  deep  through  the  obstructions  between 

Oldtown  and  Winn, 
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122,  018 


11. — Cost  of  cutting  a  channel  60  feet  wide  and  2^  feet  deep  through  the  obstructions  between 

Ulnn  and  Med  way. 
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lU.-Co,t  of  cutting  a  channel  fj^t^eand  2i  feet  deep  through  the  ol^h^io,,  »rtr«. 

Meaway  and  Rocky  Btps,  on  the  East  Branch, 
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SUMMARY. 

Cost  of  improvement  between  Oldtown  and  Winn *122.01;^ 

C08t  of  improvement  between  Winn  and  Medway...       53  310 

Cost  of  improvoment  between  Medway  and  Rocky  Rips..." "/.'!'/."/.' 11 V."       33*200 

lOtal  .-.,,,  ,^^^^^  ^^^^  ^^ ^^^^  ^^^^^^  ^^^^  ^^^^^ 20r^  ^ 

Add  for  cpjjJJDgoijQjp^  j^„^  engineering  expenses,  (say  15  per" cent. )".V.1..V.,V     3l7279 

\^gregate 239,807 

I  cauno^  discover  a  necessity  for  tbe  removal  of  tbese  obstmctions  by  the  GoTera- 
menty  nor  tbe  expediency  of  tbe  expenditnre  by  it  of  any  snch  snm  of  money  npcn  this 
part'  of  this  river  for  the  purpose  of  improving  it  for  steamboat  navigation,  cut  off.  u 
It  is,  from  tide-water  navigation.  There  are  a  great  number  of  streams,  more  or  lem 
remote  tributaries  to  the  great  rivers  in  tbe  country,  for  the  improvemeiit  of  which 
large  appropriations  could,  with  as  good  reason,  be  expected. 

In  regard  to  the  expenditnre  of  from  $20,000  to  |50,000  upon  bowlders,  chiefly  in 
the  West  Branch,  to  improve  the  running  of  logs,  it  is  a  question  whether,  w^ith  justice, 
such  an  expenditure  should  not  be  made  rather  by  the  lumber  interest  than  by  the 
Government.  It  would  result,  probably,  in  benetit  chiefly  to  a  comparatively  very 
small  number  of  persons  extensively  interested  in  lumber  and  owners  of  large  tractsof 
land  in  the  lumber  region. 

The  actual  descent  of  the  river  between  different  places  herein  given  is  taken  from  a 
work  on  the  "  Water-Power  of  Maine,"  by  the  superintendent  of  the  hydrographic- 
survey  of  that  State. 

Respectfully  submitted. 

W.  S.  Stanton, 
Captain  of  Engineers,  V,  S.  J. 

iiient.  Col.  Geo.  Thom, 

Corps  of  Engin€er8f  U,  S,  A. 


Y  23. 

SURVEY  OF  PORTSMOUTH  HARBOR,  NEW  HAMPSHIRE. 

United  States  Engineer  Office, 

Portland^  Me,  December  13, 1873. 

General:  I  have  tbe  honor  to  submit  the  following  report  on  the 
survey  of  Portsmouth  Harbor,  New  Hampshire : 

Th  8  survey  was  called  for  by  act  of  Congress  approved  March  3, 1873, 
"  making  appropriations  for  the  repair,  preservation,  and  eompletioD  of 
certain  public  works  on  rivers  and  harbors,  and  for  other  purposes,'' 
and  was  made  under  my  instructions,  in  June  and  ^uly  last,  by  my  as- 
sistant engineer,  Mr.  Sophus  Haagensen.  His  report  and  map  of  the 
same,  also  prepared  under  my  direction,  are  herewith  submitted. 

The  object  of  this  survey  was  the  building  of  a  breakwater  between 
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Oerrish's  Island  and  Wood  Island,  at  the  outer  entrance  of  the  harbor. 
The  site  of  the  proposed  breakwater  is  a  ridge  or  bar  connecting  these 
two  islands,  the  shortest  distance  between  them  being  1,330  feet  at  high 
water  and  872  feet  at  mean  low  water,  while  at  extreme  low  water  this 
ridge  or  bar  is  uncovered  nearly  its  whole  length.  This  bar  consists  of 
<^oarse  shingle,  intermixed  with  large  bowlders,  covering  a  ledge  which 
crops  out  at  several  places  above  the  18-foot  curve,  forming  Wocd  Island, 
Whale's  Back,  White  Island,  Horn  Island,  and  a  number  of  rocky  points, 
dry  at  half  tide,  scattered  between  the  high  and  low  wat^r  line  of  Ger- 
rish's  Island.  The  solid  and  unchanging  character  of  thif)  bar  affords  a 
very  favorable  foundation  for  the  breakwater  proposed. 

The  estimated  cost  of  this  work,  built  of  rubble-stone  as  shown  on  the 
drawing,  and  for  a  length  of  1,376  feet,  is  $150,000, 

The  extent  to  which  the  commerce  of  this  country  would  be  promoted 
by  the  proposed  work,  as  plainly  seen  on  referring  to  the  accompanying 
sketch  of  this  harbor,  would  be  Very  great,  in  the  large  increase  of  safe 
anchorage-ground  that  would  thereby  be  afforded  to  the  vessels  of  war 
connected  with  the  navy-yard  at  this  place,  as  well  as  to  the  numerous 
vessels  engaged  in  the  coasting  and  foreigti  trade,  and  in  affording  a 
^ood  harbor  of  refuge,  during  southeast  gales,  to  fishing  and  coasting 
vessels  on  reaching  the  outer  harbor. 

This  work  would  derive  increased  importance  from  the  fact  that  this 
harbor,  thus  enlarged  and  improved,  would  be  well  protected,  and  com- 
manded by  Fort  Constitution  and  Fort  McClary  and  the  new  batteries 
now  in  process  of  construction  on  Gerriah's  Islatid  and  Jerry's  Point. 

Respectfully  submitted. 

Geo.  Thom, 
lAeuU  CoL  of  Engineers^  Bvt  Brig.  Gen,  U.  S.  A. 

Brig.  Gen.  A.  A.  Humphreys, 

Chief  of  Engineers^  U.  S.  A. 


Rvpori  of  Mr.  Sophus  HaagenseUj  AmitUint  Engineer,  • 

United  States  Engineer  Office, 

Portland,  Me.f  November  29,  1873. 

General:  In  obedience  to  your  instructions  of  June  25, 1  proceeded  to  Fort  Consti- 
tution, Portsmouth  Harbor,  New  Hampshire,  to  make  a  survey  such  as  might  be  neces- 
sary for  locating  a  breakwater  between  Gerrish's  Island  and  Wood  Island,  and  making 
an  estimate  of  trie  cost  thereof. 

The  field-work  was  commenced  June  28,  and  finished  July  10,  1873. 

I  have  the  honor  to  submit  the  following  report  upon  this  survey,  as  well  a^  a  draw- 
ing, comprising  a  map  of  the  survey,  drawn  to  a  scale  of  200  feet  =  1  inch,  or  1  :  2400, 
showing  the  location  of  the  proposed  bri^akwater,  a  map  of  Portsmouth  Harbor,  from 
Whale's  Back  light  to  the  Narrows,  in  a  scale  of  1 :  20,000,  from  United  States  Coast  Sur- 
vey maps,  a  cross-section  of  the  proposed  breakwater,  and  a  length  profile  through  the 
axis  of  the  same. 

The  survey  was  commenced  by  measuring  a  base-line  on  Gerrish's  Island,  A-B,  (794.58 
feet  long,  horizontal  distance,)  and  from  this  base-line  triangulation  was  extended  to 
various  fixed  points  on  Gerrish's  and  Wood  Islands  ;  the  location  of  Whale's  Back  light 
(old  and  new  position)  and  Portsmouth  light  waa  also  determined,  in  order  to  use 
those  two  points,  viz,  old  position  of  Whale's  Back  light  and  Portsmouth  light,  aa  a 
base  for  comparison  between  the  present  survey  and  that  of  Capt.  Howard  Stans- 
bnry,  United  States  Topographical  Engineers,  map  of  Portsmouth  Harbor,  New 
Hampshire,  1842-'43-'44.  Details  were  drawn  on  the  plane-table,  and  twelve  lines 
of  soundings  run  over  the  bar  between  Wood  and  Gerrish's  Islands,  the  proposed  site  of 
the  breakwater.  Each  sounding  was  located  on  a  certain  range  by  intei*8ecting  sights 
from  a  piano-table  stationed  ashore.  The  soundings  were  either  taken  with  a  16-foot 
pole,  or  with  a  lead  attached  to  a  galvauized-inm  chain.;  no  lead-line  was  used.    Nu- 
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merous  borings  were  made  in  order  to  ascertain  the  character  and  stability  of  the 
foundation  of  the  proposed  breakwater. 

The  soundings  are  all  referred  to  the  plane  of  mean  low- water,  which  is  16  feet  belov 
the  casemate  of  Fort  Constitution ;  the  tide-staff  was  placed  on  the  wharf  at  Fort 
Constitution  ;  the  mean  rise  and  fall  of  tide  here  is  8.6  feet. 

The  site  of  the  proposed  breakwater  is  a  high  ridge  or  bar  connecting  Gterrish's  Island 
and  Wood  Island.  The  shortest  distance  between  these  two  islands  is,  at  high-water, 
1,330  feet ;  at  mean  low-water,  872  feet ;  at  extreme  low-water  this  bar  is  nncoTerai 
almost  its  whole  length,  leaving  only  a  short  run  close  to  Wood  Island,  with  not  ex- 
ceeding 2^  feet  of  water  in  it  for  a  distance  of  only  200  feet. 

This  bar  consists  of  coarse  shingle.  Intermixed  with  heavy  bowlders,  covering  the 
ledge  which  is  cropping  out  at  numerous  pliiees  above  the  18-foot  curve  forming  Wood 
Island,  Whale's  Back,  White  Island,  Horn  Island,  and  a  number  of  rocky  points  dry  at 
half-tide,  scattered  between  the  high  and  low  water  lines  of  Gerrish's  Island. 

A  careful  comparison  of  the  present  survey  with  that  of  Captain  Howard  Stansbury, 
United  States  Topo^aphical  Engineers,  made  thirty  years  ago,  shows  do  change  in  tbe 
contour-lines,  thus  indicating  that  this  bar  has  not  been  subjected  to  changes  during 
this  period.  The  coarse  material  of  which  it  is  composed,  and  the  easy  slopes,  (line  oi 
greatest  depression  has  an  outward  slope  of  1:125,  an  inward  of  1:37,)  promise  a  solid 
foundation  and  stability  to  the  breakwater  which  may  be  built  on  the  bar  connecting 
Wood  Island  with  Gerrish's  Island. 

The  breakwater  is  proposed  to  be  built  of  heavy  rubble-stone  work  (riprap)  throngb- 
ont ;  the  top  to  be  12  feet  wide  in  Ref.,  16  feet  above  mean  low-water,  or  7.4  feet  above 
mean  high- water,  which  is  very  nearly  the  height  of  the  adjoining  shores  of  Gerrish's 
and^Wood  Islands,  viz:  18.20  feet  and  15.05  feet.  The  outward  slope  to  be  1:2,  the 
inner  slope  1 : 1.    (See  Figs.  1  and  2.) 

The  axis  or  midline  of  the  top  will  be  a  straight  line  conforming  as  near  as  practica- 
ble to  tbe  line  of  highest  elevation  of  the  bar.  Two  holes  drilled  in  the  solid  ledge, 
one  on  Gerrish's  Island,  and  one  on  Wood  Island,  mark  this  line,  the  direction  of  which 
is  N.  39^  6'  E.,  or  N.  E.  |  N.,  true  bearing.  The  distance  between  theHe  points  is  1,39?? 
feet.  The  rock  round  the  hole  on  Gerrish's  Island  is  in  ref.  18.20  feet  above  mean  low- 
water;  on  Wood  Island,  15.05. 

The  length  of  the  breakwater  on  top  will  be  1,376  feet;  for  a  distance  of  556  feet  the 
breakwater  will  rest  on  solid  ledge;  for  a  distance  of  820  feet  the  foundation  will  be 
heavy  bowlders  and  coarse  shingle. 

The  estimate  cost  of  the  proposed  breakwater  is  as  follows : 

23,000  cubic  yards  of  riprap  work,  at  $6  per  cubic  yard §138, 000 

Contingencies,  say 12,000 

Total  cost  of  breakwater 150, 000 

The  advantages  to  Portsmouth  Harbor  derived  from  this  bre.ikwater  will  be  evident 
from  tfie  accompanying  map  of  the  harbor,  in  a  scale  of  1 :  20,000. 

A  red  dotted  line  is  drawn  from  Wood  Island  through  the  northeast  extremity  of 
Great  Island,  (Fort  Constitution.)  The  part  of  the  harbor  on  the  northeast  side  of  this 
line  is  at  present  very  mnch  exposed  during  southeasterly  blows,  especially  at  high  tide, 
where  a  direct  wave  1,300  feet  in  width  enters  the  harbor  between  Wood  and  Gerrish's 
Islands,  and  renders  this  part  of  the  harbor  unsafe  as  an  anchorage-ground.  To  be  safe 
in  a  southeast  gale,  vessels  must  pass  Fort  Constitution,  and  anchor  up  close  to  the  north 
shore  of  Great  Island,  or  close  to  the  east  shore  of  Clark's  Island.  By  closing  up  tbe 
gap  between  Wood  and  Gerrish's  Islands  with  a  breakwater,  as  now  proposed,  tbe 
above-mentioned  area  between  Wood  Island,  Fishing  Island,  and  Kittery  Foiut  will  be 
perfectly  free  from  undertow,  or  an  addition  made  to  the  valuable  anchorage-ground  of 
an  area  covering  612  acres  at  high-water ;  the  part  of  this  area  with  more  than  18  feet 
of  water  at  mean  low-water  (27  feet  at  high- water)  measures  270  acres. 

Not  only  will  this  large  part  of  the  harbor  be  improved  by  the  proposed  breakwater, 
but  the  harbor  between  Fort  Constitution  and  Clark's  Island  will,  during  sontbeast 
gales,  be  free  from  the  swell  which  is  at  present  produced  by  the  spreading  of  the  wave 
entering  the  harbor  between  Gerrish's  and  Wood  Islands. 

The  building  of  the  proposed  breakwater  will  thus  atibrd  efficient  protection  to  tbe 
numerous  tishing- vessels  and  coasters  using  the  outer  part  of  Portsmouth  Harbor  as  a 
harbor  of  refuge  during  southeast  gales,  and  inereitsed  anchorage-ground  will  be  ob- 
tained nt  a  comparatively  small  expense. 

Very  respectfully,  your  obedient  servant, 

Soph  us  Haageksen, 

Assiittant  Engittftr 

Bvt.  Brig.  Gen.  Geo.  Tiiom, 

Lieut.  Col.  Cvrps  of  Engineers. 
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survey  in  ipswich  bay,  massachusetts,  at  hodgkins  cove. 

United  States  Engineer  Office, 

Portlandj  Me.j  December  13, 1873. 

General  :  I  have  the  honor  to  submit  the  following  report  on  the 
survey  "  in  Ipswich  Bay,  Massachusetts,  at  Hodgkins  Cove." 

This  survey,  called  for  by  act  of  Congress  approved  March  3, 1873, 
"  making  appropriations  for  the  repair,  preservation,  and  completion  of 
certain  public  works  on  rivers  and  harbors,  aud  for  other  purposes,'^ 
was  made  under  my  instructions  in  June  last,  by  Mr.  Sophus  Haagen- 
sen,  assistant  engineer,  and  his  report  thereon,  dated  November  14, 
1873,  with  the  accompanying  map,  also  made  under  my  instructions  and 
in  consultation  with  me,  are  herewith  submitted  with  my  approval. 

The  object  of  this  survey  was  ''  to  ascertain  the  practicability  of  a 
harbor  of  refuge  by  building  a  breakwater  there,"  and  on  referring  to 
the  accompanying  report  and  map  it  will  be  seen  that  there  would  not 
be  any  engineering  difficulties  attending  the  building  of  such  a  work; 
and  that  the  only  suitable  locations  for  it  would  be  either  upon  the  Lower 
or  the  Upper  Plum  Cove  Rocks.  If  located  upon  the  Lower  Plum  Cove 
Bocks  it  would  afford  about  23  acres  of  good  anchorage-ground  for  a 
depth  of  18  feet,  aud  32  acres  for  a  depth  of  12  feet,  at  mean  low-water, 
and  40  acres  for  the  smaller  class  of  vessels  that  would  resort  to  thi» 
harbor ;  the  cost  of  the  work  being  estimated  at  $640,000. 

But  if  located  on  the  Upper  Plum  Cove  Bocks,  while  it  would  thereby 
inclose  a  much  larger  space,  it  w  ould  afford  only  about  30  acres  of  addi- 
tional anchorage-ground,  w^th  the  serious  objection  that  would  ensue 
from  having  the  anchorage  endangered  by  inclosing  the  Lower  Plum 
Cove  Bocks.  The  estimated  cost  of  a  work  at  this  place  (viz,  Upper 
Plum  Cove  Bocks)  is  $1,130,000. 

The  advantages  of  location  off'ered  by  the  Lower  Plum  Cove  Bocks 
over  the  Upper  consist,  therefore,  in  its  less  cost,  and  in  affording  a 
more  secure  anchorage,  as  well  as  in  the  partial  protection  that  would 
be  afforded  to  a  breakwater  at  that  place  by  the  Upper  Plum  Cove 
Bocka  in  their  receiving  the  first  shock  of  the  northeasterly  gales. 

The  extent  to  which  the  commerce  of  the  country  would  be  promoted 
by  such  a  work  is  clearly  seen  on  examining  the  accompanying  sketch 
of  this  part  of  the  coast,  bearing  in  mind  that  the  most  dangerous 
winds  that  occur  here  are  the  northeast  gales,  and  that  when  fishing, 
coasting,  and  other  vessels  are  now  caught  in  those  gales  in  Ipswich 
Bay,  they  have  to  run  either  for  Portsmouth  or  Gloucester  Harbors^ 
their  sailing  distance  apart  being  thirty-seven  miles,  or  else  have  to 
make  for  Newburyport,  Ipswich,  Essex,  or  Annis  Squam  Harbors, 
-which,  owing  to  the  bars  at  their  entrance,  are  dangerous  to  enter, 
except  in  moderate  weather  and  in  favorable  stages  of  the  tide.  This- 
breakwater  would  afford  a  much-needed  shelter  for  the  numerous  ves- 
sels that  are  always  found  in  this  bay,  for  the  want  of  which  a  large 
number  of  vessels  are  lost  from  year  to  year. 

For  a  more  definite  understanding  of  the  location  and  plan  ot  the 
work  proposed,  reference  is  asked  to  the  accompanying  reiK)rt  and 
drawing. 

Bespectfully  submitted. 

Geo.  Thom, 
Lieut  Col,  of  Engineer 8y  BvL  Brig,  Gen.y  U,  iS.  A. 

Brig.  Gen.  A.  A.  Humphreys, 

Chief  of  Engineers^  U.  ^.  A, 
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Report  of  Mr.  8ophu8  Haagennen^  Assistant  Engineer. 

United  States  Engineer  Office, 

Portland,  Me,,  November  14, 187!(. 

Geneual  :  In  obedienco  to  your  ^instructioDQ  of  May  28,  the  survey  of  Hodgkioi 
Cove,  Ipswich  Bay,  Massachusetts,  with  a  view  to  ascertain  the  practicability  of  a 
harbor  of  refuge  by  building  a  breakwater  there,  was  commenced  June  G,  1673,  and 
iield-work  completed  June  24. 

I  have  the  honor  to  submit  the  following  report  upon  this  survey,  as  well  as  a  draw- 
ing, comprising  a  map  of  the  survey,  drawn  to  a  scale  of  200  feet  =  1  inch,  or  1 :  2400, 
^showing location  of  the  proposed  breakwater ;  a  map  of  the  coast  from  Gloucester  Har- 
bor, Massachusetts,  to  Portsmouth  Harbor,  New  Hampshire,  (from  United  Stat-es  Coast 
Survey  maps,)  in  a  scale  of  1 :  200,000 ;  a  length  profile  through  axis  of  the  proposed 
breakwater,  and  a  cross-section  of  the  breakwater,  showing  details  of  construction. 

The  survey  was  commenced  by  measuring  a  base-line,  A,  B,  C,  from  which  varioa^ 
•fixed  points  were  determined  by  triangulation.  From  the  triangulation-points  tiie 
«hore  topography  was  drawn  on  the  plane-table,  and  ranges  for  sounding  laid  out. 

All  the  soundings  were  taken  on  ranges,  and  the  location  of  each  one  determined  by 
sights  from  the  plane-table  stationed  ashore.  The  soundings  were  either  madd  with  a 
16-foot  pole  or  with  a  lead  attached  to  a  galvanized-iron  chain  ;  no  lead-line  was  used. 

The  plane  of  reference,  to  which  the  soundings  are  reduced,  is  the  mean  low-water 
as  determined  by  sixteen  consecutive  low-waters  observed  on  a  tide*staff  placed  on  Cape 
Ann  Granite  Company's  wharf.  This  plane  is  11.53  feet  below  the  liench  made  at  tbi« 
place,  the  top  of  an  iron  bolt  set  in  the  coping  of  the  stone  pier.  The  niean  rise  and 
fall  of  tide  is  9.0  feet. 

Hodgkins  Cove  is  a  part  of  Ipswich  Bay,  sitnated  on  the  northwest  side  of  Cape  Ann, 
•distant  one  mile  to  the  northeast  from  Ann  is  Squam  light.  A  rocky  promontory,  Da- 
vis Neck,  projects  at  this  point  in  a  northwesterly  direction  from  the  shore,  and  be- 
tween tlie  northeasterly  side  of  this  and  the  high  rocky  shores  of  Cape  Ann  the  bottom 
of  the  ocean  slopes  gradually  up  from  a  depth  of  34  feet  at  low  water,  forming  a  nataral 
anchorage-ground,  sheltered  for  west,  south,  and  southeast  winds,  but  without  any 
protection  against  north,  northeast  and  east  winds.  The  bottom  affords  good  holding- 
ground  for  vessels,  being  composed  of  blue  clay,  covered  with  a  thin  layer  of  fine  white 
and  speckled  sand. 

The  most  dangerous  winds  on  this  part  of  the  coast  are  northeasterly  gales.  Coast- 
ers and  fishing-vessels  caught  in  a  northeast  gale  in  Ipswich  Bay  will  now  have  to 
make  either  Portsmouth  Harbor,  or  round  Cape  Ann  for  Gloucester  Harbor.  The  sailing- 
distance  between  these  two  harbors  is  thirty-seven  miles.  All  the  harbors  on  Ipswich 
Bay,  Newburyport,  Ipswich,  Essex,  and  Annis  Squam  Harbors  are  "barred"  harbors, 
dangerous  to  enter  except  in  fair  weather  and  during  the  last  part  of  the  flood-tide, 
when  there  is  sufficient  depth  of  water  over  the  bars  to  allow  vessels  of  deep  draught 
to  pass  over  them. 

A  glance  at  the  map  of  the  coast  between  Portsmouth  and  Gloucester  Harbors  will  at 
once  show  the  importance  of  having  a  harbor  of  refuge  at  this  part  of  the  coast,  and  the 
advantageous  location  of  Hodgkins  Cove  for  such  a  harbor.  Situated  as  it  is,  on  tbe 
south  side  of  Ipswich  Bay,  vessels  in  any  part  of  the  bay,  or  coasters  in  any  place  be- 
tween the  north  point  of  Cape  Ann  and  Portsmouth  Harbor,  (a  distance  of  twenty-six 
miles,)  would  have  a  fair  wind  and  a  short  sailing-distance,  seeking  this  place  as  a  har- 
bor of  refuge  for  a  northeast  or  east  wind.  The  largest  class  of  vessels  would  be  able 
to  enter  the  proposed  harbor  at  all  stages  of  the  tide,  there  being  'M  feet  of  water  at 
low-tide  in  the  entrance  (see  map  of  survey)  between  Davis  Neck  and  tbe  end  of  tbe 
proposed  breakwater. 

Four  miles  to  the  north  of  Hodgkins  Cove  is  a  fishing-bank,  where  numerous  fishing- 
vessels  are  always  found.  A  large  number  of  these  are  lost  every  year  in  their  attempts 
to  make  Ipswich  or  Annis  Squam  Harbors  during  a  northeast  blow.  A  harbor  at 
Hodgkins  Cove  would  greatly  benefit  the  fishery  in  Ipswich  Bay. 

The  needed  protection  against  northerly  and  easterly  winds,  which  would  make 
Hodgkins  Cove  a  safe  harbor  of  refuge  for  all  classes  of  vessels,  would  be  obtained  by 
building  a  breakwater  from  the  shore  in  a  westerly  direction,  curving  towards  Davis 
Neck,  and  leaving  an  entrance  which  is  800  feet  wide  in  the  high-water  line,  and  45<> 
feet  clear  opening  in  a  depth  of  18  feet  below  mean  low-water.  This  width  would  be 
ample  to  enable  vessels  to  sail  in  with  head  wind  (east)  and  at  the  same  time  not  so 
large  that  the  harbor  basin  would  be  affected  by  the  swell  in  the  entrance. 

The  end  of  the  breakwater  is  carried  out  so  far  from  the  shore  as  to  be  directly  north 
of  the  extremity  of  Davis  Nick,  thus  excluding  all  northerly  and  easterly  undertow 
from  the  harbor,  (the  entrance  faces  westward,)  but  no  undertow  is  created  by  the  wind 
"blowing  from  this  direction;  there  is  only  three  miles  open  water,  and  shoal  water  at 
rthat,  bet^ve«^n  the  entrance  and  the  opposite  shore. 
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The  followicg  fissures  will  give  an  idea  about  the  size  of  the  proposed  harbor  inside 
t;he  entrance-lioe  drawn  from  the  outer  end  of  the  breakwater  to  point  east  on  Davis 
Nick: 

Area  in  the  high-water  line 63  acres. 

Area  in  the  low-water  line 48  acres. 

Area  in  the  6-foot  curve 39  acres. 

Area  in  the  IS-foot  curve 32  acres. 

Area  in  the  18-foot  curve 23  acres. 

Thirty-two  acres  of  the  proposed  harbor  would  thus  have  from  12-33  feet  of  water 
at  mean  low-water,  or  from  21-42  feetat  high-water.  It  is  estimated  that  about  one 
hnndred  coasting  and  fishing  vessels  could  anchor  up  in  the  harbor  without  danger  of 
fouling. 

The  details  of  the  construction  of  the  breakwater  are  illustrated  on  the  map  by  Figs. 
1  and  2, 1'epresenting  respectively  a  cross-section  through  the  breakwater  at  the  great- 
est water  depth,  and  a  length  profile  through  the  axis  of  the  breakwater. 

The  main  body  of  the  breaKwater  is  propose<l  to  be  built  of  riprap  work  up  to 
ref.  10,  or  1  foot  above  mean  high-water,  having  a  width  at  the  top  of  22  feet,  an 
inner  blo'pe  of  1:1,  and  an  outer  slope  of  1:2.  On  top  of  the  riprap  work  a  stoue  wall 
10  feet  high  carries  the  top  of  the  breakwater  up  to  ref.  20,  or  11  feet  above  mean 
high-water.  This  stone  wall  is  to  be  built  of  dimension-stone,  laid  in  three  courses  of 
headers  and  stretchers,  with  a  concrete  backing  and  a  course  of  heavy  coping-stone  12 
feet  wide. 

The  location  of  the  axis  of  the  breakwater,  or  the  middle  of  the  coping,  might  be 
described  as  follows :  starting  from  the  shore  in  a  direction  W.  26^  20'  N.  (true  bearing) 
with  a  straight  line  through  the  iron  bolt  K,  on  Lower  Plum  Cove  Rocks,  for  a  dis- 
tance of  879  feet;  thence  tangent  to  this  an  arc  of  a  circle  with  radius*l,Oi)0  feet  for 
a  distance  of  725  feet,  subtending  an  angle  of  41^  31' ;  thence  tangent  to  this  arc  in  a 
straight  line  running  in  a  direction  W.  15^  11'  S.,  for  a  distance  oC  220  feet.  This 
point  would  be  the  center  of  an  octagonal  stone  pier  34  feet  in  diameter,  to  serve  as  a 
foundation  for  a  light-house. 

The  total  length  of  the  breakwater  on  top  would  thus  be  1,841  feet ;  the  total  length 
on  the  bottom  measured  to  the  foot  of  the  slope  1,918  feet.  For  640  feet  of  this  dis- 
tance the  breakwater  would  rest  on  solid  ledge,  and  for  1,278  feet  on  solid  clay  bottom. 

The  estimated  cost  of  this  breakwater  would  be  as  follows  : 

1.  Riprap  work,  140,340  cubic  yards,  at  $3 §421,020 

2.  Dimension-stone  work,  5,550  cubic  yards,  at  1^20 Ill,  000 

3.  Concrete,  5,(W1  cubic  yards,  at  $10 50,810 

582,830 
Contingencies,  say ' 57, 170 

Total  cost  of  breakwater  over  Lower  PI um  Covd  Rocks 640, 000 

The  greatest  facilities  for  building  a  breakwater  of  the  above  description  at  the 
least  cost  exist  here ;  the  whole  shore  being  solid  granite  ledge,  a  quarry  can  be  opened 
anywhere  in  the  immediate  vicinity  of  the  ureak water ;  stone  of  any  desired  dimensions 
quarried  and  carried  on  a  railway-track  to  the  end  of  the  breakwater  in  process  of 
construction. 

An  estimate  has  also  been  made  for  the  construction  of  a  breakwater  starting  at  a 
point  l/>80  feet  farther  to  the  north  of  the  above-described,  running  over  the  Upper 
Plum  Coire  Rocks,  curving  toward  Davis  Neck,  and  terminating  in  the  same  point  as 
the  first'described. 

The  entrance  would  in  this  latter  case  be  the  same  as  in  the  first,  but  the  inclosed 
area  would  be  considerably  enlarged,  viz : 

Area  in  the  high-water  level  would  contain 125  acres. 

Area  in  the  low-water  level  would  contain 104  acres. 

Area  in  the  6-foot  curve  would  contain 90  acres. 

Area  in  the  12-foot  curve  would  contain 76  acres. 

Area  in  the  18-foot  curve  would  contain 61  acres. 

It  must  be  remarked  that  in  this  case  the  Lower  Plum  Cove  Rocks  would  be  a 
•danger  in  the  haibor,  and  that  the  additional  valuable  anchorage-ground  would  only 
be  31  acres,  thus  hardly  doubling  the  capacity  of  the  first-described  harbor,  t.  e.,  with 
a  breakwater  located  over  Lower  Plum  Cove  Rocks. 

The  cost  of  this  larger  breakwater,  having  the  same  cross-section  as  above  described 
l3Ut  a  length  on  top  of  3,070  feet,  and  a  length  on  the  bottom  of  3,147  feet  would  be : 
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1.  Riprap  work,  254,031  cubic  yards,  at  $3 1762,093 

2.  DinieQsioD-stoDe  work,  9,268  cabic  yards,  at$20 185,360 

3.  Concrete,  8,197  cubic  yards,  at  $10 81,tf70 

1,029,4» 
CoutingeDcies,  say 100,577 

Total  cost  of  a  breakwater  over  Upper  Plum  Cove  Rocks 1, 130, 000 

It  is  a  question  whether  tbe  advantages  to  be  gained  by  building  the  breakwater 
over  Upper  Plum  Cove  Rocks,  namely,  au  increase  of  tbe  capacity  of  the  inclosed  harbor, 
would  warrant  the  increased  cost  of  half  a  million  dollars.  The  strongest  argument 
in  favor  of  the  first  project,  (viz*,  a  breakwater  over  the  Lower  Plum  Cove  Rocks,)  is 
the  fact  that  in  this  case  the  Upper  Plum  Cove  Rocks  would  uaturally  be  an  auxiliary 
breakwater,  taking  the  first  shock  of  the  heavy  northeast  rollers,  whereas  a  break- 
water over  the  Upper  Plum  Cove  Rocks  would  have  to  stand  the  direct  blow  of  the 
heavy  northeast  seas. 

Very  respectful ly,  your  obedient  servant, 


Bvt.  Brig.  Gen.  Geo.  Thom, 

Lieut,  Col.  of  Engineers. 


Soph  us  Ha-\gexsex, 

As9i8tant  Kngineer. 


Y  25. 

survey  of  plymouth  harbor,  massachusetts. 

United  States  Engineer  Office, 

Portland^  MainCj  February  14,  1874. 

General  :  1  have  the  honor  to  submit  herewith  a  report  and  map  on 
the  survey  of  Plymouth  Harbor,  Massachusetts,  made  under  my  iii- 
structious  by  Mr.  Sophus  Haageusen,  assistant  engineer,  as  directe<l  by 
Department  letter  of  December  12,  1873,  in  compliance  with  a  resolu- 
tion of  the  House  of  Representatives,  dated  December  10,  1873,  by 
which  the  Secretary  of  War  was  requested  to  cause  an  examination  or 
survey  to  be  made  of  that  harbor,  "  with  a  view  to  dredging  and  im- 
pro\ing  the  same,  so  as  to  afford  greater  protection  and  facilities  to 
commerce,"  and  "  to  report  upon  the  feasibility  of  making  such  im- 
provement, and  the  probable  cost  thereof." 

The  improvement  of  this  harbor  has  hitherto  consisted  in  the  protec- 
tion and  preservation,  by  means  of  bulkheads  and  jetties  and  otherwise, 
of  Long  Beach,  which  alone  forms  the  harbor,  as  shown  on  the  accom- 
panying drawing.  For  this  work  small  appropriations  have  been  made 
by  Congress,  from  year  to  year,  with  most  successful  results ;  for  the 
continuance  of  which  an  appropriation  of  $5,000  has  been  asked  for  the 
fiscal  year  ending  June  30,  1875. 

To  improve  the  harbor  itself  by  dredging,  as  now  proposed,  would  re- 
quire the  extension  of  the  present  main  channel  from  a  point  one  mile 
above  "  The  Beacon,"  where  it  deiiects  abruptly  to  the  westward,  up  to 
the  outer  end  of  Long  Wharf,  so  as  to  have  a  depth  of  not  le^s  than  six 
feet  at  mean  low-water,  or  16  feet  at  mean  high-water. 

To  make  this  portion  of  the  harbor  practicable  for  *'  beating  up  "  with 
sailing-vessels  would  require  a  width  of  not  less  than  500  feet,  which 
would  necessitate  the  excavation  of  about  80,000  cubic  yards  of  hard 
sand  on  the  '*  Middle  Ground"  and  "  Splitting-Knife"  Bars,  which  ob- 
construct  the  present  channel,  and  about  320,000  cubic  yards  of  mud  and 
clay  between  the  "Middle  Ground"  and  **  Jjong  Wharf,"  at  a  probable 
cost  of  not  less  than  $176,000,  and  with  a  likelihood  that  the  improve- 
ment would  be  but  temporary,  as  the  same  causes  which  have  already 
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produced  the  existiug  shoals  would,  it  is  more  than  probable,  reproduce 
them. 

Should  it  be  decided  to  improve  this  harbor  by  dredging,  it  is  recom- 
mended that  it  should  be  applied  to  the  opening  of  a  channel  100  feet 
ill  width  and  6  feet  in  depth  at  mean  low-water,  from  the  end  of  Long 
Wharf  outward  in  continuation  of  the  present  main  channel,  above  the 
*'  Middle  Ground,''  as  shown  on  the  accompanying  drawing.  A  channel 
of  this  width  would  enable  vessels  to  be  towed  up  to  the  vicinity  of  the 
wharves  of  the  town,  and  would  probably  be  kept  open  by  the  scour  of 
the  ebb-tide  deflected  into  it  from  "  Town  Brook." 

The  probable  cost  of  this  channel  is  as  follows,  viz  : 

64.000  cubic  yards  of  dredging,  at  40  cents  per  cubic  yard $25, 600 

Adding  for  contingencies,  say 2, 400 

Total 28,000 

Further  details  and  information  in  regard  to  this  harbor,  as  obtained 
by  survey,  will  be  found  in  the  accompanying  map  and  report. 

The  extent  to  which  the  commerce  of  the  country  would  be  promoted 
by  the  improvement  of  this  harbor,  as  above  projected,  is  stated  in  the 
accompanying  communication  of  the  collector  of  customs  of  the  port  of 
Plymouth. 

I^espectfully  submitted. 

Geo.  TnoM, 
Lieut  CoL  of  Engineers^  BvU  Brig.  Oen.^  U.  S.  A. 
Brig.  Gen.  A.  A.  Humphreys, 
Chief  of  Engineers^  U.S.A. 


Report  of  Mr.  Sophus  Haagensen^  Assistant  Engineer, 

United  Statks  Engineer  Office, 

Portland^  Me.,  Ff^ruary  14,  1874. 

Gknkral  :  In  pursuance  of  your  instructions  of  January  10, 1  proceeded  to  Plymouth, 
Mafls.f  on  January  12,  and  made  an  examination  of  the  harbor,  v^ith  a  view  to  im- 
proving the  same  by  dredging.  I  have  the  honor  to  submit  the  following  report  upon 
this  examination,  a«  well  as  a  drawing  of  the  harbor  on  a  scale  of  1:10,000 : 

The  part  of  the  harbor  embracing  the  main  channel,  and  the  approaches  to  the  wharves 
in  the  town  of  Plymouth,  was  surveyed,  and  the  characteristic  soundings  platted  on 
the  accompanying  map.  The  northern  part  of  Plymouth  Beach  is  taken  from  the  sur- 
vey made  in  1H72,  in  connection  with  the  improvement  of  Plymouth  Beach ;  the  rest 
of  the  map  is  taken  from  United  Stated  Coast-Survey  charts  of  1854  to  1857. 

The  plane  of  reference,  to  which  the  soundings  are  reduced,  is  the  mean  low-water, 
as  determined  from  previous  surveys,  the  bench-mark  of  which  is  a  spike  in  a  wharf- 
pile  at  the  end  of  Long  Wharf.  Said  spike  is  in  ref.  7.56 above  mean  low-water.  Level- 
ings  were  made  from  this  to  the  floor  of  the  monument  over  Plymouth  Rock,  (sill  be- 
tween columns,)  which  is  a  x>ermanent  bench  in  ref.  17.24  feet  above  the  plane  of 
reference.    The  mean  rise  and  fall  of  tide  is  10.1  feet. 

Vessels  entering  Plymouth  Harbor  from  the  "  main  ship-channel,''  and  the  "  Cow 
Yard,"  have  a  continuous  12-foot  channel  at  low- water,  of  a  width  not  less  than  150 
feet  to  within  a  distance  of  half  a  mile  from  the  wharves  in  Plymouth.  It  runs 
close  to  the  low-water  line  of  Plymouth  Beach  to  a  point  a  mile  distant  from  Plymouth 
Beacon,  where  it  turns  and  runs  for  half  a  mile  in  a  direction  perpendicular  to  the 
Ueach ;  thence  it  runs  parallel  to  the  wharves  in  the  town,  distant  about  half  a  mile 
from  the  same.  Between  the  channel  and  the  wharves  are  flats  more  or  less'dry  at 
low- water. 

Of  the  numerous  drains  or  gullies  in  these  flats,  the  '^  Town  Brook  "  is  the  most  im- 
portant, making  from  one  to  two  feet  depression  in  the  flats  in  front  of  the  wharves  in 
Plymouth. 

The  depth  along  the  mid-line  of  the  channel  varies  greatly.  For  the  first  half  mile 
from  the  **Cow  Yard"  it  does  not  average  more  than  In  feet  at  low-water.  Here  are 
the  so-called  "tussocks" — small  hilU  or  bunches  of  sand  scattered  over  the  bottom. 
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The  shoalettt  sounding  found  in  them  was  9^  feet  at  mean  low- water.  As  soon  as  the 
point  of  Plymouth  Beach  is  passed  the  channel,  sheltered  by  the  bold  shore  of  the 
beach,  deepens,  so  that  a  continuous  18-foot  channel,  (in  places  as  deep  as  29  feet,)  at 
mean  low- water,  can  be  followed  as  far  as  to  the  **  Middle  Ground.''  This  shoal  divides 
the  main  channel  in  two  narrower  channels.  The  northernmost  of  these  is  the  best, 
being  at  least  150  feet  wide  betw«>en  the  12-foot  curves,  and  having  from  15  to  31  feet 
soundings  along  it-s  mid-line.  The  channel  south  of  the  "  Middle  Ground"  has  only 
half  the  width  of  the  former,  and  has  6  feet  less  water  in  it. 

The  width  of  the  '*  main  channel"  at  low- water  is  not  large  enongb  for  a  beatiog- 
channel,  and  no  reasonable  amount  of  dredging  would  make  it  a  beating-ohanuel  at 
low-tide. 

To  improve  the  channel,  so  that  vessels  drawing  16  feet  conld  beat  up  its  whole 
length  at  high-wat«r,  would  require  the  removal  of  two  shoals,  viz, ''  Splitting  Koife"^ 
and  *'  Middle  Ground,"  to  a  depth  6  feet  below  mean  low-water.  Both  these  aboab 
are  banks  formed  of  hard  white  sand,  and  the  above-named  improvement  would  reqnire 
at  least  80,000  cubic  yards  of  dredging,  at  a  cost  of  not  less  than  $40,000.  To  make 
this  work  of  any  value  to  navigation  would,  moreover,  necessitate  the  continoation 
of  a  channel  of  the  same  width  («500  feet  between  the  6-foot  curves)  through  the  flats, 
up  to  the  town  wharves,  a  work  which  would  require  the  additional  removal  of  320,000 
cubic  yards  of  mud  and  clay.  It  is  not  probable  that  such  a  channel  would  be  per- 
manent. The  shoals  would  very  likely  form  again,  especially  the  **  Middle  Ground," 
of  which  the  greatest  part  would  be  left  undisturbed  below  the  6-foot  plane,  and  there 
would  not  be  sufficient  scouring-power  to  keep  an  artificial  channel  of  500  feet  width 
through  the  flats  open.  A  good  beating-channel  from  the  **  Cow  Yard"  to  the  wharves 
in  Plymouth  would  thus  involve  an  expense  of  not  less  than  $176,000,  without  any 
likelihood  of  permanency;  whereas  a  good  to  wing-channel  could  be  made  for  vessels 
of  the  same  class  at  a  comparatively  small  expense,  and  with  greater  promise  of  per- 
manency. 

To  obtain  a  good  towing-channel  for  vessels  drawing  16  feet  from  the  "  Cow  Yard*^ 
up  to  the  wharves  in  Plymouth,  no  improvement  is  needed  in  the  natural  channel  u^ 
to  within  2,400  feet  of  the  wharves ;  from  here  a  channel  would  have  to  be  excavated 
through  the  flats  to  a  depth  of  6  feet  below  mean  low-water — that  is,  16.1  feet  belor 
mean  nigh-water.  This  channel  would  connect  the  depression  in  front  of  the  town 
wharves  with  the  natural  channel,  and  it  is  through  that  the  scour  of  the  "Town 
Brook"  would  be  sufficient  to  keep  a  channel  of  100  feet  width  open. 

Borings  were  made  along  the  line  of  this  proposed  channel,  showing  that  the 
material  to  be  excavated  is  soft  clay.  Below,  the  6-foot  plane  the  bottom  is  harder  and 
gravelly. 

The  amount  of  material  to  be  excavated  to  obtain  a  channel  through  the  flats  of  a 
width  of  100  feet,  and  a  depth  of  6  feet  at  mean  low-water,  (16.1  feet  at  wean  high- 
water,)  is  estimated  at  50,700  cubic  yards  in  siiUy  or  with  an  increase  of  25  per  cent, 
by  loosening,  at  64,000  cubic  yards  measured  in  the  scows.  The  cost  of  removal  and 
dumping  the  same  (the  nearest  dumping-place  is  the  *•  Cow  Yard,"  two  miU^  from  the 
])lace  of  dredging)  is  estimated  at  40  cents  per  cubic  yard,  as  measured  in  the  scows. 

64,000  cubic  yards  of  excavation,  at  40  cents $25,60<v 

Contingencies,  say 2, 4(H^ 

Cost  of  improvement 28,000 

Very  respectfully,  your  obedient  servant, 

SopHUS  Haagensen, 

Assistant  Engineer. 
Bvt.  Brig.  Gen.  Geo.  Thom, 

Lieut,  Col.  of  Engineers. 


Commercial  statistics, 

CusTOM-HousE,  Plymouth,  Ma68., 

Collector's  Office,  February  12,  1874. 

Sir  :  Your  letter  of  January  30  is  received,  and  in  answer  I  beg  leave  to  say  that 
during  the  last  year  the  amount  of  duties  paid  in  Plymouth  was  $27,571.  The  number 
of  vessels  belonging  to  the  port,  and  documented  here,  is  58,  amounting  to  3,154^* 
tons.  A  large  proportion  of  these  vessels  are  engaged  in  the  fisheries,  the  product  of 
which  in  1873  was  about  $180,000.  A  few  are  engaged  in  the  coasting-trade,  carryinj; 
coal,  iron,  and  assorted  cargoes  of  furniture,  hollow  ware,  plaster,  sugar,  molasses,  and 
fish,  to  and  from  Plymouth.  The  total  coasting-trade  of  the  port  during  last  year  com- 
prised 59  cargoes  of  coal,  amounting  to  12,000  tons;  18  cargoes  of  iron,  amounting  to 
2,321  tons;  31  cargoes  of  lumber,  amounting  to  .3,100,000  feet;  3  cargoes  of  gypsum,. 
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moldiog-sand,  ami  stone ;  two  cargoes  of  corn,  amouDting  to  8,000  bushels;  18  cargoes 
of  salt,  amounting  to  2:i,000  bnsbels. 

Besides  these  there  are  sundry  cargoes  of  wood,  ashes,  and  other  articles  difficult  to 
enumerate. 

The  great  difficulty  of  entering  the  harbor  and  reaching  the  wharves  necessitates  the 
more  expensive  importation  of  lumber,  iron,  and  corn  by  rail,  the  amount  of  the  latter 
article  reaching  about  60,000  bushels  the  past  year.  It  is  difficult  to  estimate  the 
advantage  which  would  be  derived  from  a  channel  6  feet  deep  to  the  wharves  at  low- 
tide,  bat  it  is  clear  to  all  persons  of  any  experience  in  navigation  here  that  many 
obstacles  would  thus  be  removed  which  cause  delay  and  expense  in  receiving  and  dis- 
charging cargoes,  and  that  new  inducements  would  exist  for  a  large  increase  of  our 
commerce.  Plymouth  is  already  a  place  of  considerable  importance  as  a  manufacturing 
town,  its  products  reaching  the  sum  of  $3,000,000  per  annum ;  its  water-power  and  gen- 
eral facilities  for  a  large  increase  of  business  promise  the  best  results  from  the  improve- 
ment of  the  harbor  which  is  now  contemplated. 

I  tnist,  sir,  that  the  enterprise  will  not  end  with  a  mere  survey,  but  that  it  may  be 
carried  on  to  a  successful  and  speedy  completion. 
I  am,  with  respect,  your  obedient  servant, 


Grorgk  Tiiom, 

Lieut,  Col.  of  Engineers f  Bet,  Brig,  Gen.^  U.8,  A. 


Thomas  Loking, 

Collector. 


APPENDIX  Z. 

ANNUAL  REPORT  OF  MAJOR  N.  MICHLER,  CORPS  OF  EN- 
GINEERS, FOR  THE  FISCAL  YEAR  ENDING  JUNE  30,  1874. 

United  States  Engineer  Office. 

Portland^  Oregon^  July  24, 1674. 

Sir  :  I  have  the  honor  to  submit  herewith  my  annaal  reports  ppon 
works  of  river  and  harbor  improvements,  and  of  surveys  and  examina- 
tions under  my  charge,  for  the  fiscal  year  ending  June  30, 1874. 

In  obedience  to  Special  Ortlers,  No.  179,  War  Department,  Adjutant- 
General's  OflSce,  Washington,  September  8,  1873, 1  relieved  Major  H.  M. 
Robert,  October  22, 1873,  of  all  his  duties,  including  that  of  Light-House 
Engineer  of  the  Thirteenth  Light-House  District. 
Very  respectfully,  your  obedient  servant, 

N.  Michleb, 
Major  of  Engineers j  U.  S,  A. 
Brig.  Gen.  A.  A.  Humphreys, 

Chief  of  Engineers^  U.  S.  A, 


Z  I. 


improvement  of  the   lower   WILLAMETTE   AND  COLUMBIA   RIVERS 

FROM  PORTLAND,  OREGON,  TO  THE  SEA. 

LOWER  WILLAMETTE  RIVER,   OREGON. 

The  following  improvements  were  projected  and  executed  during  the 
fiscal  year. 

Mouth  of  Willamette  Bar. 

The  building  of  the  United  States  dredger  was  not  completed  and  in 
readiness  for  action  until  the  end  of  August,  1873.    The  delay  was 
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caused  by  the  great  conflagration  in  Portland  during  that  niontli.  On 
the  Ist  of  September  the  dredger,  dump-scows,  and  wood-scow  were 
towed  to  the  month  of  the  river  by  the  steam-tug  Ben  Holliday,  and  the 
operation  of  dredging  the  bar  commenced.  Four  cuts,  each  30  feet  in 
width,  were  made  to  the  depth  of  17  feet,  opening  a  channel-way  of  1,800 
feet  in  length  by  120  feet  in  width.  The  quantity  of  sand  and  mud  re- 
moved amounted  to  8,550  cubic  yards.  The  work  at  this  point  was 
completed  by  the  19th  of  November. 

Post-Office  Bar. 

The  dredger  was  moved  up  to  this  locality  from  the  mouth  of  the  river, 
a  distance  of  four  miles,  and  soon  after  began  to  operate.  The  latter 
work  was  suspended  December  11,  in  consequence  of  the  great  inclem- 
ency of  the  w*eather,  ice  forming  to  such  an  extent  as  to  make  it  neces- 
sary. It  was  resumed  in  the  following  season  on  the  11th  of  March, 
and  the  cut  was  finished  by  the  31st  of  the  same  month.  Eed  and  black 
buoys,  constructed  for  the  purpose,  were  placed  in  position.  The  bench- 
marks were  renewed.  The  total  length  of  cut  through  this  bar  is  1,552 
feet,  with  a  width  of  30.  The  total  number  of  cubic  yards  removed  is 
5,100. 

Percifs  Slough, 

The  special  report  of  the  proposed  improvement  at  this  slough,  dated 
February  28, 1874,  is  herewith  appended  as  part  of  this  report.  The 
appropriation  asked,  for  the  fiscal  year  ending  June  30, 1876,  will  be 
expended  in  keeping  open  the  channel  of  the  Lower  Willamette  and  in 
the  necessary  repairs  to  works.  A  survey  will  also  be  made  of  Wil- 
lamette Slough,  connecting  the  Willamette  at  Post-OflSce  Bar  with  the 
Columbia  at  St.  Helen's. 


Special  report  of  proposed  improvement, 

Unitkd  States  Engineer  Office, 

Portland,  Oregon j  February  28, 1874. 

General:  By  yonr  direction  a  cominuDication  from  Migor  Robert,  United  States 
Enfi^ineers,  of  November  6, 1873,  in  regard  to  the  improvement  of  the  bar  at  the  mouth 
of  the  Willamette  River  by  the  closing  of  Percy's  Slough,  near  the  mouth  of  the  river, 
was  referred  to  roe  for  revision  of  the  plan  of  improvement  therein  suggested  and  for 
further  information.  After  a  careful  study  of  the  reasons  assigned  by  nim  for  the  pro- 
posed plan  of  improvement,  and  upon  a  thorough  personal  examination  of  the  locality 
in  question,  the  loUowing  report  is  respectfully  submitted  for  your  information.  The 
project  in  itself  is  very  reasonable  and  perfectly  practicable,  but  as  to  the  location  of 
the  proposed  dam  for  closing  the  slough,  it  appears  not  to  be  the  proper  one,  for  sev- 
eral reasons  which  will  be  enumerated.  The  inclosed  tracing  of  the  map  of  the  junc- 
tion of  the  Willamette  with  the  Columbia,  showing  also  the  connection  between  the 
two  rivers  through  Percy's  Slough,  will  fully  exhibit  their  relative  positions.  In  this 
proposed  improvement  it  must  be  borne  in  mind  fbat  the  extreme  stages  or  freshets  in 
each  of  the  two  rivers  occur  at  entirely  different  seasons  of  the  year,  the  interval  be- 
tween the  two  extremes  of  water  being  from  four  to  live  months.  The  last  examination 
made  by  myself  was  on  the  12th  of  this  month,  (February,)  at  about  the  average  stage 
of  usual  high-water  in  the  Willamette,  and  the  tug-boat  aboard  which  the  inspection 
was  made  was  unable  to  ascend  the  slough  to  what  may  be  termed  its  head,  as  indi- 
cated by  the  line  C  D  on  the  sketch.  Above  that  line  was  an  extensive  bed  of  gravel 
and  sand,  through  which  the  water  could  only  percolate,  if  pass  at  all.  Immediately 
below  it  was  a  deep  pocket  or  basin,  the  Moundings  showing  a  depth  of  water  averag- 
ing from  7  to  21  feet.  This  gravel-bar  alone,  wituout  any  a<lditioual  aid,  contains  ma- 
terial enough,  when  set  in  motion  by  a  strong  current,  during  one  of  the  freshets  of 
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the  Columbia,  to  be  able  to  more  than  fill  the  channel  at  the  month  of  the  Willamette, 
when  carried  into  it,  held  there,  and  deposited  by  the  opposing  currents  of  the  waters 
of  the  two  rivers.  As  reported,  some  8,000  cubic  yards  of  material  accumulate  during 
the  freshet  of  each  year,  forming  the  bar  at  the  month,  and  which  must  be  annually 
removed  by  dredging,  at  an  expense  of  84,000,  in  order  to  obtain  sufficient  depth  of 
■water  to  enable  sea-going  vessels  to  ascend  to  Portland. 

Your  attention,  general,  is  called  to  the  amount  of  shipments  of  wheat  and  flour 
alone,  and  the  tonnage  of  vessels,  foreign  and  home  bottoms,  to  the  annexed  state- 
ment from  July,  1870,  up  to  and  including  January,  1874,  as  compiled  by  Mr.  Bernard 
Natoop,  of  the  firm  of  Roger,  Meyer  &  Co.,  at  my  request,  and  to  whom  my  thanks 
are  justly  due  for  the  pains  and  accuracy  with  which  it  has  been  done.  While,  ac- 
cording to  these  figures,  each  yearly  expenditure  is  more  than  justified,  still  more  rea- 
sonable would  it  be  to  apply  a  few  thousand  dollars  at  once  for  perfecting  what  may 
prove  to  be  a  permanent  improvement ;  the  first-cost  of  any  such  work  will  be  saved 
in  the  course  of  a  year  or  two  from  the  amount  now  required  annually  to  be  expended 
upon  keeping  a  sufficient  depth  of  water  upon  the  bar  by  dredging.  The  bar  at  the 
month  of  the  Willamette  will  not  only  be  improved,  but  a  good  and  lasting  efiWct  will 
be  bad  upon  what  is  called  Post-Office  Bar  in  the  same  river ;  the  locality  is  about  four 
miles  alK)ve  that  at  the  mouth,  and  its  formation  is  from  similar  causes.  At  a  high 
stage  of  the  Columbia  River  its  waters  are  forced  up  the  Willamette  to  a  short  dis- 
tance above  that  bar,  the  counter-currents  meeting  at  that  point,  and  are  then  dis- 
charged back  into  their  original  bed  through  what  is  termed  the  VVillamette  Slough, 
entering  again  at  St.  Helen^  eighteen  miles  below.  A  survey  of  the  slough  is  also 
recommended  with  reference  to  straightening  it  and  removing  some  ledges  of  dan- 
gerous rocks  and  snags.  A  survey  of  it  will  be  made  during  the  summer,  if  authorized. 
Frequently,  when  the  mouth  of  the  Willamette  is  blocked  with  ice,  the  slough  can  be 
made  available. 

The  plan  proposed  for  damming  Percy's  Slough  is  simply  to  drive  a  line  of  piles  of 
large  dimensions  across  it,  to  cap  them  by  heavy  limber,  and  to  strongly  brace  them 
from  below ;  also  to  cut  and  throw  in,  above  the  row  of  piles,  cuttings  from  the  willow- 
trees,  which  can  be  had  on  the  spot ;  these  will  sprout  up  and  grow,  thereby  forming, 
in  time,  a  strong  obstacle  in  themselves  to  the  current  of  the  Ooiumbia.  The  estimated 
cost  of  the  entire  work  will  be  $5,210.26.  The  location  of  the  dam,  as  selected  by  Major 
Robert,  is  represented  by  the  lines  A  B  ;  its  length  is  about  300  yards.  The  ends  of  the 
dam  at  this  point  terminate  on  both  sides  of  the  slough  in  low  banks,  and,  in  conse- 
qaence,  a  strong  current  may,  during  the  high-waters  of  the  Columbia,  wash  them 
away  and  form  new  channels.  The  location  of  the  dam  which  in  my  judgment  is  the 
best  is  the  one  represented  by  the  line  C  D ;  length,  about  300  yards.  In  this  position 
both  ends  of  the  dam  would  abut  against  high  blulf  banks  on  either  side  of  the  slough, 
the  most  elevated  portions  of  the  two  islands,  (Percy's  and  By  bee's.)  Both  these  islands 
■wonld  have  to  be  tlooded  entirely  before  the  water  could  pass  over  the  dam  ;  an  event 
vehich  is  not  likely  to  take  place,  no  incident  of  the  kind  being  on  record.  A  dam 
built  along  C  D  would  not  interfere  with  the  boat-landing  now  used  by  the  planters  in 
the  neighborhood,  being,  as  before  stated,  really  at  the  head  of  the  slough. 

The  following  is  the  estimated  cost  of  building  the  pile-dam  : 

Length,  857  feet ;  diameter  of  piles,  15  inches. 

6-^  piles,  15  feet  long=l0,290  linear  feet,  at  6  cents $617  40 

Driving  686  piles,  at  $2 1,372  00 

857  feet  capping,  12  by  12  inches,  at  12  cents 102  84 

Sawing  ofl*  top  of  piles  and  fastening  caps,  at  $1  each 857  00 

12,348  pounds  strai)-iron  and  spikes,  at  14  cents 1, 728  72 

86  piles  for  bracing,  20  feet  long  =  1,720  linear  feet,  at  6  cents 103  20 

Driving  and  fastening  86  piles,  at  $5 430  00 

Total 5,211  16 

Very  respectfully,  your  obedient  servant, 

N.   MiCHLER, 

Major  of  Engineer 8 ^  U.  S.  J, 
Brig.  G*on.  A.  A.  Humphreys, 

Chief  of  EnginterSj  U.S.A. 

23  ENa 
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Statement  of  exports  direct  to  Europe  from  Portland,  Oreg.,  from  Jnty,  1870,  up  to  and 

iiutudiny  Januari/j  1?:S74. 


Montli. 


July 

S«">pt«»inbor 

October 

November 
December. 
December- 


Total  tons 


January  ... 
February  . , 
Marcb  .^... 

April 

May 

Juuo 

September. 
October.... 

October 

October...- 
November 


1871. 


Total  tons 


Name  of  ve»Hel, 


Ilerm  Doctor  . 

Alpba  

Chovenl 

Fonlcuskfold  . 

Lvra 

Mont'v  Castle 


Touiiaiie  of  2,'J40 
|K)uudM  per  ton. 

fil2 

ti2l 

1,233 

4.379 


Gunguer. 
lloitedale. 


Tenuax  PropoHeta 
Prince  of  W  ales  . . 


Envoy . . . 
Panama . 
Skiddaw. 
Doreuby. 
Niobe.  -. 


BriHtolinn 

xVlice  Graham. 


610 

604 

IJ37 

78-2 

l,07.'i 

1.046 

1.2il 

l.OOU 

1,000 

660 


9,326 


Mouth. 


January  . . 

Do.... 
February  , 
March 

Do.... 

April 

July 

October . . . 

Do.... 

Do.... 

Do... 
November 

Do.... 

Do.... 

Do... 
December . 

Do.... 


Total. 


1873. 
January  

Do: 

Do 

February  . . 

Do 

Do 

Do 

Do 

Do 

March 

Do 

Do 

April 

July 

AuguHt ..., 

Do 

Do 

September. 

Do , 

Do 

October 

Do 

Do 

Do 

Do  

Xovi'inbcr  . 

Do 


Name  of  vessel. 


Barracoute 

Harrington 

Metis 

Chetah 

Coldstream  . . . 
Sparkling  Dew 
A.  M.  SmaU  .. 

Electra  

Navigator  .... 

Manilla 

Loch  Dee 

Siam 

Zouave  

Ded  Deer , 

Grasmero 

Namorth , 

Channel  Light. 


Victoria  Nvauza  ,. 

Whittingtiiui 

MendelRA(din 

IJarracoute 

Ko8well  Sprague... 

Caribou 

Sarah  Scott 

Ilione 

Victoria  Cross 

Penang  

Northumbria 

Gemini 

Tamaya 

li«*rmeno 

Omfldence , 

Middlesex 

Lieut.  Maury 

Otago 

I*rivateor 

Windermere 

Wetterinu'u , 

Theresii  Bohn 

RoUK'O.  . . . , 

Spirit  of  the  Dawn. 

Fh'ilit'rd 

Vesta 

Lord  o(  the  I.^le.-i . . . 


Total  cargo, 

(tons  of  2/240 

pounds.) 

008 
8:ii 

V20 
4.'>7 

1,  :m 

748 

7:m) 

74.5 
1,070 

J»51 
1,  530 

9W3 
1.  \m 

5-J8 

810 


Lightered, 

(tons  of  2,000 

pounds.) 


15.215 


1. 
1. 
1. 

1. 
1. 

1, 


433 

300 
204 
917 
2-22 

0f<2 

^,30 

000 
951 
',04 
844 

(548 
790 

7H2 


1. 
1. 

1. 
1. 
1, 


1. 


200 
l»tO 
150 
l.'K) 
150 
300 
200 
200 
200 
240 
306 
1,000 
:i06 
600 
100 
320 


4,122 


Draught  of 
vessel. 


17 
18 

in 

18 

16 
15 

18i 

in 
in 
in 

174 

2ii 

18 
20 
IH} 
Id 


7.50 
GOO 
509 


418 
243 


350 
150 


(J52 

360 

454 

662 

54(; 

76 

322 

718 

a-.l 

620 

O.V) 

466 

9.51 

346 

620 

13fi 

9.17 

2.30 

044 

3.'^5 

970 

200 

541 

93G 

ISW 

I9i 

19 

20 

ir 
2a 

19 
IS 
17 

in 

16 

1? 

19 

?{' 

20 

UO 

19 

1« 

17 

17 

18 

17i 

i5i 

IT 
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Month. 


1873. 
Xoveraber . . 

Do 

Do 

Do 

Do 

Do 

December  . . 

Do 

Do 

Do 

Do 

Do 


Total. 


Name  of  vessel. 


Gnnger 

EHkoalo 

Sauta  Rosa  .. 
Fifeshire  .... 
City  of  Paris 

Klectra 

Cutwater 

AHon 

Prof.  Airy  ... 
Powhattiin  . . 

Diftcow 

Sidlaw 


Tot^l  cargo. 
(t«ns  of  2,240 

Lightered, 
(tous  of  2,000 

Dranght  of 
vessel. 

pounds.) 

pounds.) 

Feet 

793 

225 

18 

1.H02 

1,  105 

2()J 

730 

200 

17 

1,  03ti 

350 

18 

1,311 

lOS 

19 

792 

200 

^^ 

1,280 

BW 

20J 

994 

449 

18^ 

612 
539 

17 

16 

1,  205 

3i6 

184 

721 

17 

38.256 

11,756 

RECAPITULATION. 


Year. 

Number  of 
ships. 

Cargo  in  tons 
of  2. 240  lbs., 
(wheat  and 
flour  only.) 

Lighterage, 

(tous  of  2.000 

Tionnds.) 

Cost  of 
lighterage, 
(gold  coiu.) 

Remarks. 

1870 

6 
11 
17 
39 
14 

4, 379 

9,328 

15.215 

38,256 

11,120 

1871 

1872 

4,122 
11,756 

16,000 
17,500 

1873 

Itm 

Jannary. 

Total 

87 

78,298 

15,  878 

2.;,  500 

Shipments  by  coasters  and  steamers  at  25,000  tons  per  annum. 

LOWEE  COLUMBIA   BIVER,   OREOON. 

The  operatious  for  the  fiscal  j^ear  were  confined  to  the  examination 
and  survey  of  that  portion  of  the  river  known  as  the  Hogback,  lying 
between  Tongue's  Point  and  Woody  Island;  the  observations  of  the 
<lirection  and  force  of  the  currents;  also  to  determine  upon  the  most 
eligible  plan  for  dredging  a  channel.  These  several  works  were  placed 
under  the  charge  of  Assistant  Engineer  K.  B.  Randall,  who  performed 
the  duties  under  my  instructions.  The  dredging  and  buoying  of  the 
selected  channel  were  prosecuted  with  the  United  States  dredger,  Mr. 
D.  B.  Buchanan  in  charge.  A  steam-tug  of  sufficient  power  was  also 
employed  as  a  tender  to  the  dredger,  and  several  scows  employed  in 
the  work.  A  map  of  the  survey  was  made,  which  delineates,  as  com- 
pletely as  possible,  the  intricjicies  of  the  several  channels  and  the  posi- 
tions of  the  many  shifting  sand  islands;  also  a  map  showing  the  locality 
and  course  of  the  channel  finally  determined  upon  and  dredged  out; 
and  a  map  showing  the  direction  and  force  of  the  currents.  These  are 
all  appended  as  supplementary  to  this  report,  and  to  which  reference 
must  be  made,  as  explanatory  of  the  latter.  The  survey  was  com- 
menced April  20,  and  completed  by  the  end  of  June. 

After  making  a  number  of  soundings,  the  narrowest  place  across  the 
Hogback  was  found  to  be  opposite  to  the  black  buoy  No.  13,  anchored 
there  by  the  United  States  Light-House  Establishment,  and  having  on 
it,  at  the  shoalest  place,  lOJ  feet,  exactly  the  same  depth  as  in  the 
channel  heretofore  used  between  the  upper  channel  buoy  and  red  buoy 
No.  10.  An  examination  was  then  made  of  what  is  known  as  the  John- 
j^n  Channel.  The  distance  across  the  Hogback  at  this  place  was  greater 
than  at  the  other  one,  but  as  the  course  is  more  direct,  it  was  believed 
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that,  eventually,  it  would  prove  to  be  the  better  one.    Accordingly  the 
dredger  was  placed  at  the  west  end  of  the  proposed  cut.    After  working 
four  diiys,  it  was  found  that  the  dipper  would  not  bring  up  more  than 
one-half  of  its  proper  quantity.    The  cause  ascribed  for  this  is,  that,  ia 
the  first  place,  the  compact  nature  of  the  sand  at  the  bottom  having  a 
tough  sedimentary  coating,  makes  it  diflBcult  for  the  dipper  to  grap- 
ple into  it;  and,  in  the  second  place,  although   the  sand  was  appar- 
ently so  hard,  still,  when  raised  and  forced  into  the  dump-scows,  would 
show  its  characteristic  of  quicksand  by  leaking  or  filtering  through 
the  crevices  between  the  jam  and  gates  at  the  bottom  of  the  hopper. 
Under  these  circumstances  it  was  apparent  that  the  mode  of  dredging 
employed  would  have  to  be  abandoned.    It  was  first  proposed  to  n;«  a 
scraper,  to  be  dragged  forwards  and  backwards  by  the  tug,  until  a  suffi- 
ciently deep  channel  could  be  obtained.    It  was  then  suggested  that  a 
large  curved  hoe,  with  teeth  for  raking  attached  to  its  lower  edge,  to  he 
used  on  ebb-tide,  would  prove  more  efficacious.    It  could  be  soon  made, 
and  at  a  small  cost.    When  ready  for  use  considerable  time  had  been 
lost,  and  the  balance  of  the  appropriation  available  for  this  work  not 
being  large,  a  change  of  plan  was  determined  upon.    This  was,  to  pro- 
ceed to  work  at  the  original  proposed  cut,  opposite  buoy  No.  10,  this 
being  the  shorter  of  the  two,  and  where  scraping  could  be  done  to  better 
advantage,  with  the  probability  of  opening  a  channel  in  the  least  time. 
The  dredger  was  accordingly  moored  at  the  head  of  this  cut,  and  May 
27th  work  was  commenced.    At  that  date  the  depth  was  t^n  and  a  half 
feet;  by  the  24th  of  June  a  channel  had  been  scraped  down  to  fourteen 
and  a  half  feet,  which  enables  a  vessel  drawing  twenty-one  feet  to  pass 
over  the  Hogback,  at  high-water,  without  risk  of  touching.     The  deei>- 
water  channel  below  the  cut  has  been  very  little  affected  by  the  deposits 
from  the  scraping.    It  is  believed  that  the  opening  now  made  will  con- 
tinue to  widen  and  deepen  through  the  active  and  strong  pressure  of 
the  current  passing  down  Oilman  Channel  until  it  again  assumes  the 
form  shown  by  the  United  States  Coast-Survey  chart  of  1870.    The  moduM 
operandi  for  executing  the  work,  although  interesting,  need  not  be  here 
described.     As  the  flood-tides  were  very  weak,  the  work  was  carried  on 
the  ebb.     Upon  the  completion  of  the  cut  an  invitation  was  extended 
by  the  engineer  of  the  dredger,  on  behalf  of  this  office,  to  all  the  pilots, 
both  steamer  and  sailing-vessel,  to  examine  the  channel ;  five  accepted, 
two  of  the  former,  and  three  of  the  latter,  who,  after  sounding  with  their 
own  lead-lines,  expressed  their  entire  satisfaction  in  regard  to  the  work; 
they  requested  that  a  beacon  be  placed  upon  the  sand  on  the  outer  side, 
which  would  enable  them  to  use  the  new  channel  immediately.     An  iron 
beacon  was  planted,  which  will  last  for  some  time,  and  will  sewe  a^  a 
leading-mark.    Teinporary  red  and  black  spar-buoys  were  also  phiced, 
which  will  answer  until  the  Light- House  Establishment  rei)lace  themhy 
permanent  ones. 

During  the  working  of  the  dredger  current  observations  were  com- 
menced. These  were  only  noted  at  the  time  of  ebb-tides,  as  there  is  so 
little  flood  in  the  month  of  June,  it  cannot  have  any  influence  in  the 
formation  of  shoals.  Owing  to  the  great  width  of  the  river  at  Hogba<  1 
the  freshets  from  the  Upper  Columbia  have  no  appreciable  influei:C9 
upon  the  level  of  the  water ;  the  only  efl'ect  produced  by  them  is  to  in- 
crease the  current  on  the  ebb,  and  retard  it  on  the  flood.  The  tides 
have  their  regular  rise  and  fall.  The  best  time  for  observations  of  car- 
rents  would  be  in  October  or  November,  when  the  upj)er  rivers  are  low. 
It  is  at  that  period  that  bars  and  obstructions  are  formed,  caused  hj 
strong  flood-tides,  and  heavy  winds  with  a  ground-swell  from  the  sea. 
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Then  the  sediment  and  sand,  brought  down  during  the  summer  and 
retained  in  deep  channel,  are  carried  back  (the  salt  water  having  made 
the  particles  lighter)  to  form  new  obstructions. 

The  usual  appliances  were  used  in  obtaining  the  rate  and  set  of  cur- 
rents ;  both  are  fully  represented  on  the  map  transmitted,  and  are  indi- 
cated by  figures  and  arrows.  Many  of  these  observations  were  made 
during  high  winds  and  rough  water,  for  both  of  which  an  allowance  was 
made,  and,  although  the  results  may  not  be  strictly  accurate,  still  they 
«re  sufficiently  so  for  the  purpose  of  giving  an  idea  of  the  action  and 
effects  of  the  currents  toward  forming  the  shoals. 

From  present  data  no  well-devised  plan  of  improvement  can  be 
planned ;  it  will  be  a  study  of  the  future.  Owing  to  the  great  breadth 
of  water  it  would  seem  more  advisable  to  let  nature  work  out  its  own 
channels,  and  to  then  follow  them  up  each  year  by  an  economical  use  of 
the  dredger. 

In  concluding  this  report  it  may  be  stated  that  upon  the  termination 
of  the  work  the  engineer  in  charge  started  June  25^  with  the  dredger 
and  scows,  in  tow  of  the  steam  tug  Sedalia,  for  Portland.  After  pro- 
ceeding as  far  as  Kathlamette  the  current  was  found  too  strong  to  con- 
tinue along  with  the  entire  tow.  The  dumping-scows  were  accordingly 
left  there  to  await  the  return  of  the  tug.  Upon  the  dredger  being  moored 
safely  at  its  old  landing  near  the  city,  the  scows  were  sent  for,  and  on 
the  way  up  from  Kathlamette  the  Sedalia  took  fire  and  was  burned  to 
the  water's  edge.  The  scows  were  subsequently  towed  up  and  laid  along- 
side of  the  dredger.  The  crew  of  the  latter  was  discharged  upon  its 
arrival. 

Financial  statement. 

Balance  in  Treasury  of  United  States  July  1,  1873  : 

Lower  WiUamette $10,793  36    • 

Obstructions 9,206  64 

. }I20, 000  00 

Amount  appropriated  by  act  approved  June  23,  1874 20, 000  00 

Amount  expended  during  the  fiscal  year  ending  June  30,  1874 14, 678  15 

Amount  available  July  1,1874* 5,321  85 

Amount  required  for  the  fiscal  year  ending  June  30, 1876 20, 000  00 

•Of  the  amount  available  July  1,  1874,  must  be  deducted  S4,800  for  building  dam 
across  Percy^s  Slougb,  which  is  not  yet  completed. 


Z   2. 


IMPROVEMENT    OF    THE    WILLAMETTE    RIVER    ABOVE    OREGON    CITY, 

OREGON. 

The  report  for  the  fiscal  year  ending  June  30,  1874,  for  this  improve- 
ment is  respectfully  submitted.  The  operations  consisted  in  the  removal 
of  snags  and  other  obstructions,  the  work  continuing  until  Novembers, 
11873,  at  which  time  the  snag-boat  was  laid  up,  the  appropriation  being 
-exhausted. 

Commencing  at  Horseshoe  Bend,  June  16, 1873,  there  were  removed 
^some  large  cotton-wood  trees,  which  obstructed  the  channel  very  much ; 
thence  down  the  river  many  serious  obstacles  were  encountered  until 
Bowers's  Bar  was  reached,  where  several  snags  were  removed  and  placed 
in  the  wing-dam,  which  had  been  broken  by  floating  trees  and  snags 
the  previous  winter.  At  Luckamntte,  the  renowned  '*  big  pine,"  with 
its  fifty  associates,  had  to  be  removed.  A  long  time  was  consumed  at 
this  locality  on  account  of  these  trees  being  deeply  imbedded  in  the 
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gravel.  Giautpowiler  was  indispensable  at  this  point,  as  well  as  at 
other  places.  Two  hundred  and  eighty  snags  were  removed  during  the 
working-season.  Last  year  the  snag-boat  failed  to  remove  many  SDags 
and  stumps,  which  were  removed  during  the  present  working- season. 

The  master  reported  that  the  boat  did  notfail  in  a  single  instance  to 
remove  every  snag,  tree,  and  stump  of  which  it  took  hold*  Many  very 
serious  obstacles  to  the  navigation  of  the  river  have  been  removed ; 
many  still  remain.  It  is  recoujmended,  in  addition  to  the  coutinneil 
removal  of  snags  during  the  ensuing  fiscal  year,  that  certain  improve- 
ments pertaining  to  the  building  of  wing-dams  be  made  at  the  follow- 
ing-named points,  should  no  other  process  bo  adopted,  together  with 
the  removal  of  rocks  at  several  of  them  : 


PolaUy  Bar. 
YamliUI  Bar. 
Union  Bar. 
Five  Islands  Bar. 
Biterman's  Bend. 
Beaver  Rapids. 
McClosky's  Sbute. 


LIST. 

Rocky  Rapids. 

Long's  Crossing. 

Bnena  Vista. 

Wells. 

Luckamutte. 

Ferrier's  Bar. 

Fickel's  Bars,  (upper  and  lower.) 


MagoogaloD. 
Half-moon  Bend. 
Bowers^s  Slough. 
Eola  Slough. 

Eola  Sloagh  Rocks = 

Rocky  Rapids. 
Humphrey's  Rocks ^— 


The  average  number  of  feet  of  wing-dams  will  be  about  6,000.  Tbes^ 
obstructions  extend  from  Oregon  City  to  Bowers's  Slough,  a  distance  of 
about  one  hundred  and  nine  miles. 

Financial  statcmtnU 

Balance  in  Treasury  of  United  States  July  1,  1873 :|l,5(K)00 

Amount  appropriated  by  act  approved  June  23,  1874 7, 500  W 

Amount  expended  duriu jr  the  fiscal  year  ending  June  30,  1874 1,  .500  (19 

Amount  required  for  the  fiscal  year  ending  June  30,  1876 25,000  0,) 


Z  3.' 

IMPROVEMENT  OF  THE  UPPER  COLUMBIA  RIVER,  OREGON. 

The  appropriation  for  the  improvement  of  the  rapids  in  the  Upper 
ColumWa  was  exhausted  during  the  working-season  of  the  tiscal  year. 
The  following  detailed  resume  of  the  nature  of  the  obstructions  which 
have  been  overcome  is  respectfully  submitted.  Propositions  in  regard  to 
the  continuance  of  the  work  of  improvement  are  also  suggested,  A  per- 
sonal inspection  before  and  after  the  completion  of  the  several  works, 
together  with  valuable  information  obtained  from  the  river-pilots  and 
the  engineer  assistant  in  charge,  furnish  the  data  upon  which  this  re- 
port is  based.  The  work  was  done  under  contract  with  Mr.  J.  B.  Mont- 
gomery, and  was  superintended  by  Mr.  R.  B.  Randall,  the  duly  author- 
ized agent  of  the  Government. 

Under  the  direction  of  my  predecessor,  Maj.  H.  M.  Robert,  the  re- 
moval of  the  whole  of  John  Day  Rock  at  the  rax)ids  of  the  same  name 
was  accomplished  during  portions  of  the  months  of  January,  February, 
and  March  of  the  year  1873 ;  also  the  rocks  at  the  Upper  Umatilla 
Rapids,  designated  by  the  letters  '*'  Z,"  "  Y,"  *'  W,"  and  "  X"  on  the  maps 
previously  submitted,  were  blasted,  but  the  debris  was  not  raked  oft  and 
removed.  At  the  Lower  Umatilla  Rapid  work  was  commenced  during  the 
same  period  on  the  rock  ''  E,"  but  it  was  only  partially  removed  in  conse- 
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qiieace  of  the  commencement  of  the  annual  rise  in  the  river,  which  neces- 
sitated the  suspension  of  all  operations  for  the  season.  It  should  be  here 
stated  that  it  is  only  during  the  winter- months  work  can  be  successfully 
executed,  as  at  that  period  the  river  falls  to  the  very  lowest  stage,  so  that 
many  rocks  then  become  exposed  above  the  surface  of  the  water,  and  the 
latter  becomes  clear,  thereby  enabling  the  workmen  to  operate  to  greater 
advantage,  and  thus  expedite  their  labors.  Work  at  that  time  is  some- 
what impeded,  and  often  temporarily  discontinued,  in  consequence  of 
floating  ice.  During  the  extreme  cold  weather,  however,  the  thermom- 
eter ranging  as  low  as  14^  below  zero,  the  river  becomes  frozen  over  in 
a  solid  ma^ss  above  and  below  the  rai)ids,  and  no  interruption  then  oc- 
curs. The  laborers  soon  become  habituated  to  the  extreme  severity  of 
the  temperature,  as  the  weather  remains  perfectly  clear  during  the 
greater  part  of  the  winter. 

Operations  on  the  rapids  were  not  resumed  until  the  1st  of  Novem- 
ber, 1873,  the  river  by  that  time  having  fallen  to  a  suitable  depth.  The 
working-scows  were  then  dropped  down  the  river  from  Umatilla,  at 
which  place  they  had  been  moored  during  the  summer,  to  Devil's  Bend, 
a  short  distance  below.  At  this  point  a  channel  was  opened  100  feet 
in  width  and  600  feet  in  length ;  this  was  done  by  removing  all  bowlders 
or  rocks  from  the  gravel-bar  above  the  bend,  which  lay  within  5 J  feet  of 
the  surface  of  the  water,  at  which  stage  it  corresponded  with  the  zero- 
point  on  the  gauge  at  Umatilla.  The  boats  now  employed  in  running  on 
the  Columbia  above  the  Dalles  to  Wailula,  and  during  the  highest  stages 
of  the  water  ascending  the  Snake  Riveras  high  asLewiston,  are  generally* 
loaded  to  a  depth  of  between  3.J  and  4  feet.  As  the  bowlders  are  covered 
with  little  water,  and  being  scattered  promiscuously  on  the  bottom  of 
the  river,  which  at  this  point  spreads  out  to  a  great  width,  nearly  3,000 
feet  between  the  lines  of  low- water  mark,  they  were  always  more 
tiv^ublesome  and  dangerous  than  the  rocks  below;  the  latter  have  com- 
paratively deep  water  around  them,  and,  their  positions  being  well 
defined,  can  be  easily  avoided. 

The  operation  consisted  in  anchoring  the  scows  immediately  over  the 
rock  to  be  displaced,  and  the  drilling  of  the  necessary  holes  to  receive 
the  tin  cartridges  filled  with  giant  powder;  the  latter  were  fired  by  a 
fuse  protected  by  and  fastened  to  the  cylinder  containing  the  powder 
by  a  wooden  stick.  The  charge  was  from  three  to  eight  pounds,  the 
cases  being  about  three  inches  in  diameter;  the  holes  were  drilled  to  a 
suitable  size  to  receive  them.  Upon  the  completion  of  thnt  portion  of 
the  work,  December  2,  there  occurred  for  more  than  a  month  a  severe 
freezing  spell  which  caused  much  lioating  ice;  work  was  consequently 
suspended  during  that  time,  and  the  boats  moored  in  a  safe  cove  oppo- 
site Umatilla.  On  the  8th  of  January  of  the  present  year  the  scows 
were  warped  up  to  the  Umatilla  Lower  Rapid,  and  operations  were 
resumed  on  the  following  day.  At  this  locality  only  four  rocks  were 
removed,  a  sutlicient  number  to  open  a  channel  large  enough  for  the 
boats  now  plying  on  the  river;  they  are  designated  on  the  sketch  by  the 
letters  C,  C,  C,  and  D.  it  was  deemed  advisable  not  to  continue  work 
on  the  rock  E,  which  had  been  partially  removed  during  the  previous 
spring,  as  it  seemed  probable  that  by  further  lowering  the  water  at 
that  point  other  rocks  might  become  exposed  and  made  dangerous 
which  otherwise  are  not  so  at  present.  Between  the  point  of  the  reef 
and  the  gravel-bank  the  current  has  a  velocity  of  twelve  miles  per  hour. 
The  work  at  the  lower  rapid  was  finally  completed  and  accepted  by 
January  28.  Within  a  few  days  after  this  date  operations  were  resumed 
in  the  high-water  channel  at  the  Umatilla  Upper  Rapid.     By  reference 
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to  the  map  it  will  be  seen  that  what  has  always  been  known  as  the 
low-water  channel,  and  which  has  been  used  up  to  the  present  time,  is 
a  very  long  and  circuitous  one  bounded  on  both  sides  by  reefs  and  sboal- 
water. 

Experienced  pilots  can  alone  navigate  it.  The  one  called  the  "  High- 
water  Channel,"  which  hitherto  has  been  used  duriug  the  season  of  high- 
water,  and  which  can  now  be  safely  run  during  the  lowest  stagCBof  the 
river  in  which  boats  can  pass  over  the  rapids  between  Wallula  and  the 
Dalles,  has  been  made  a  direct  and  short  one.  At  this  rapid  such  rocks 
were  selected  for  removal  as  would  most  benefit  navigation,  as  only  a 
limited  quantity  could  be  displaced  in  order  not  to  exceed  the  amountof 
the  appropriation.  Its  width  at  the  narrowest  point  is  scarcely  40  feet: 
this,  for  several  reasons,  is  by  no  means  sufficient,  and  it  is  recommended 
that  an  increased  width  be  given  to  it  as  soon  as  the  necessary  funds 
become  available.  It  is  stated,  notwithstanding  the  unevenness  of  the 
bottom  on  the  outside  of  the  channel  from  which  the  rocks  have  been 
removed,  that  boats  ascending  with  a  draught  of  4  or  even  5  feet  of  water 
would  experience  no  danger,  but  that  in  descending  there  would  be  con- 
siderable risk  on  account  of  the  swiftness  of  the  current,  there  being 
danger  of  a  sudden  sheer-off  and  the  boats  not  being  perfectly  Dianage- 
able.  At  the  head  of  the  rapid  it  has  a  velocity  of  twelve  miles  an 
hour.  During  a  high  stage  of  water  the  pilots  will  continue  to  use  it  as 
formerly,  and  as.  the  river  falls  wijl  learn  by  experience  whether  it  is  an 
improvement  upon  the  ''  Low-water  Channel,''  that  on  the  Washington 
Territory  shore. 

To  make  the  high-water  channel  perfectly  safe  at  every  stage  of  water, 
it  is  estimated  that  it  would  require  the  removal  of  about  100  cubic  yards 
of  rock  on  the  south  side  of  the  head  of  the  rapid,  a  like  amount  from 
the  edge  of  the  reef  (at  the  narrowest  point)  on  the  south  side  of  the 
channel,  and  a  similar  quantitj'^,  as  contained  in  four  rocks,  on  the  north 
side.  This  work  accomplished,  a  width  of  75  feet  would  be  obtained 
throughout  its  entire  length ;  by  then  using  it,  steamboats  coming  down- 
stream against  the  strong  summer-winds  would  avoid  the  trouble  and 
risk  often  experienced  in  running  the  other  channel.  By  February  25 
the  wotk  was  completed  so  far  as  the  nearly  exhausted  funds  woald 
admit,  and  Its  execution  by  the  contractor  accepted. 

It  may  not  be  uninteresling  to  state  the  method  adopted  by  the  su- 
perintendent of  the  work  for  sounding  the  very  swift  current  over  the 
rapids.  The  scows,  four  in  number,  were  fastened  end  to  end,  and 
firmly  anchored  from  above  the  rapids ;  the  entire  length  thus  obtained 
was  equal  to  185  feet.  A  series  of  soundings,  commencing  at  the  head 
of  the  channel,  was  then  taken,  a  long  iron  rod,  graduated  to  feet  and 
inches,  being  used ;  this  was  plunged  well  forward  in  the  current  so  as 
to  obtain  as  near  as  practicable  a  perpendicular  position  upon  strik- 
ing the  bottom  of  the  river.  This  was  done  once  on  each  side  and  along 
the  entire  length  of  the  united  scows.  The  latter  were  then  hauled  by 
their  boat-lines  distances  of  18  feet,  and  new  sets  of  soundings  taken 
until  the  entire  width  of  the  channel  was  passed  over.  The  scows  were 
then  allowed  to  drop  down  their  own  length,  and  the  foregoing  opera- 
tions repeated ;  this  was  continuously  done  until  the  whole  length  and 
breadth  of  the  channel  had  been  accurately  sounded.  By  this  metho<i 
an  area  of  900  feet  by  75  feet  was  examined.  Angles  were  t^ken 
with  a  sextant  at  each  shift  of  the  boats  upon  some  principal  stations, 
those  designated  on  the  map  by  the  letters  C,  D,  and  N  ;  the^  were 
marked  by  iron  rods  set  in  holes  drilled  into  the  rocks  for  the  purpose. 
These  stations  were  established  by  triangulation  from  a  baseline  of 
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2,150  feet  laid  out  and  carefully  measured  on  the  Oregon  shore.  After 
the  removal  of  the  several  rocks  and  the  completion  of  the  work  upon 
those  blasted  the  previous  year,  a  second  examination  was  made  of  the 
channel,  commencing  from  its  foot.  Timbers  6  inches  by  6  inches  were 
rigged  across  the  bow  of  the  scows  and  planked  5  these  projected  over 
the  sides  so  as  to  present  a  frontage  of  40  feet.  The  iron  rod  was  then 
used  as  before  to  obtain  soundings  at  intervals  of  5  feet,  and  an  accu- 
rate section  of  the  channel  thus  obtained.  The  boat  was  then  heaved 
ahead  by  the  hawser  a  distance  of  5  feet,  measured  upon  the  latter,  and 
a  similar  set  of  soundings  obtained ;  this  was  continued  until  the  head 
of  the  channel  was  reached.  Angles  to  certain  established  points  were 
taken  with  the  sextant  to  locate  each  successive  position  of  the  scow. 
The  tx)p  of  the  rock  marked  C  was  adopted  by  agreement  as  the  level 
for  the  low-water  mark,  and  the  zero  of  the  water-gauge  at  Umatilla 
was  made  to  correspond  with  the  same  point. 

The  following  recommendations  are  made  in  regard  to  future  opera- 
tions on  the  Upper  Columbia  at  the  several  dangerous  rapids  which 
render  navigation  dangerous.  In  addition  to  the  improvements  pre- 
viously suggested  in  regard  to  the  **  High-water  Channel  of  the  Uma- 
tilla Upper  Rapid,  the  captain  and  pilot  of  the  steamboat  Tenino,  Cap- 
tain Coe,  recommends  the  removal  of  all  the  rocks  on  the  north  side. 
To  this  officer  my  thanks  are  justly  due  for  much  valuable  information 
concerning  the  river  and  the  nature  of  the  diflaculties  to  be  overcome. 
Be  also  states  that  if  a  channel  was  made  with  a  uniform  depth  of  6 
feet,  and  having  only  one  rock  left  in  it  with  but  5  feet  on  it,  a  boat 
in  passing  over  it  will  have  her  headwaj"  deadened,  the  boat  seeming  to 
draw  towards  it ;  and  from  this  cause  arises  the  great  difficulty  of  steer- 
ing where  there  are  manj"  of  them. 

Howly  Eapid  is  similar  to  the  upper  part  of  Devil's  Bend.  Large 
bowlders,  which  have  been  borne  down  on  drifting  ice,  are  deposited  on 
the  bar,  and  will  have  to  be  removed  by  the  same  method  as  was  adopted 
at  the  last-named  locality. 

At  Squally  Hook  the  rocks  marked  A  and  B  should  be  removed.  In 
descending,  a  boat  has  to  sheer  so  much  across  the  current  to  avoid 
them  that  her  stern  is  in  danger  of  striking  the  latter.  There  is  also  a 
sniall  one  immediately  in  the  channel,  over  which  boats  pass,  excepting 
at  the  lowest  stage  of  water. 

At  the  Owyhee  Rapid  the  river  is  both  wide  and  shoal ;  the  bottoiji 
is  gravel,  covered  with  bowlders.  The  steamer  Yakima  struck  one  of 
them,  and  while  in  a  sinking  condition  was  run  on  a  bar  below,  her 
deck  remaining  just  above  the  surface  of  the  water.  The  improvements 
suggested  for  this  locality  are  the  establishment  of  leading-marks  on  the 
shores  and  the  removal  of  all  bowlders  within  50  feet  of  the  line  on  each 
side. 

At  the  foot  of  Rock  Creek  Rapid  there  is  a  large  rock,  which  should 
be  blasted.  In  ascending,  boats  put  close  to  its  south  side;  in  descend- 
ing, owing  to  the  swiftness  of  the  current,  they  hug  close  the  Washing- 
ton Territory  shore,  making  quite  an  elbow  to  avoid  it,  and  incurring 
great  risk  at  the  same  time  of  nmning  upon  others. 

Between  the  Cascades  and  the  Dalles,  the  shoalest  place  at  the  lowest 
stage  of  the  river  had  seven  feet  of  water  upon  it ;  there  are  other  shoal 
places,  but  none  are  dangerous. 

The  amount  of  the  appropriation  for  the  current  fiscal  year,  $20,000, 
will  be  applied  as  far  as  possible  toward  the  improvements  above  enu- 
merated, so  as  to  make  the  river  from  the  Dalles  to  the  crossing  of  the 
l^^orth  Pacific  Railroad  (near  the  mouth  of  Snake  River)  in  the  same 


362  REPORT    OF   THE    CHIEF    OF    ENGINEERS. 

navig^able  condition  as  at  the  several  rapids,  John  Day,  Umatilla,  and 
Devil's  Bend. 
The  quantity  of  rock  removed  was  1,125  cubic  yards. 

Financial  statement. 

Balance  in   Treasury  of  United  States  July  1,  1^73 $9,000  Oa  ' 

Amount  in  bands  of  officer  and  sulyect  to  bis  cbeck 10, 183  7(> 

Amount  appropriated  by  act  approved  June  '23,  1H74 20,  000  00 

Amqunt  expended  during  tbe  fiscal  year  ending  June  30, 1874 2t^,  0K5  11 

Amount  available  July  1, 1874 98  65 

Amount  required  for  tbe  fiscal  year  ending  June  30,  1870 , 40,  000  00 


APPENDIX  Z  4. 

ANNUAL  REPORT  OF  MAJOR  HENRY  M.  ROBERT,  CORPS 
OF  ENGINEERS,  FOR  TLIE  FISCAL  YEAR  ENDING  JUNE 
30,  1874. 

Milwaukee,  Wis.,  August  28, 1874. 

Sir  :  I  have  the  honor  to  submit  the  following  as  mj^  annual  report 
on  the  works  of  river-improveiuent  in  Oregon  for  part  of  the  fiscal  year 
ending  June  30,  1874. 

By  Special  Order  179,  War  Department,  Adjutant-Generars  OflBce, 
dated  September  8, 1873, 1  was  ordered  to  be  relieved  from  this  duty  by 
IVIaj.  N.  Michler,  who  took  charge  of  these  works  on  October  22,  1873. 
Up  to  that  date  the  work  done  was  as  follows : 

IMPROVEMENT   OF   THE  LOWER  WILLAMETTE    AND   COLUMBIA   RIVERS 

FROM   rORTLAND,   OREGON,   TO   THE   SEA. 

At  the  commencement  of  the  fiscal  year  the  steam-dredger  (Morris 
and  Cummings's  patent  l^-yard  bucket)  was  nearly  finished,  its  comple- 
tion having  been  very  much  delayed  by  its  machinery  being  detained  in 
San  Francisco  for  payment  of  full  freight  charges. 

The  great  fire  of  August  2  in  Portland,  destroying  over  twenty  blocks, 
caused  another  delay  by  the  destruction  of  the  foundery  in  which  tlie 
steam-capstan  for  the  dredger  was  being  built.  She  was  recalked,  as 
also  were  the  dumping-scows,  in  August,  and  was  finally  finished  two 
or  three  weeks  after  the  commencement  of  the  long  low-water  season. 
She  was  towed  down  river  September  1  to  the  mouth  of  the  Willamette, 
on  which  bar  she  began  woik,  dredging  a  channel  80  feet  wide  and 
holding  15  feet  at  low-water.  Tlie  work  was  done  under  many  disad- 
vantages, the  engineer  and  men  being  new  to  her  pattern,  and  the 
bottom  very  hard  till  broken  ;  then  consisting  of  fine  quicksand,  a  large 
portion  of  which  would  float  away  before  the  bucket  reached  the  scow. 
Notwithstanding  these  disadvantages,  she  removed  in  18  working-days 
of  September  3G.i  scows  of  100  cubic  yards  each. 

Several  large  ships  laden  with  grain,  as  well  as  the  regular  ocean- 
steamers,  passed  through  the  cut  during  this  month,  and,  the  dredging 
being  in  progress,  necessarily  some  detention  occurred  until  it  had 
advanced  sufliciently  to  give  a  temporary  channel.  The  cut  was  made 
40  feet  wide  across  the  whole  bar,  (350  feet,)  then  a  second  cut  40  feet 
wide  was  made  alongside  this,  and  a  third  cut,  2  feet  deeper,  in  the 
center  of  these  two,  was  being  made  when  I  turned  over  the  work. 

Five  spar-buoys,  40  feet  long,  with  sinkers  and  shackles  weighing 
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over  2,000  pounds  each,  were  placed  in  position  on  Swan  Island  Bar,  in 
place  of  the  old  buoys,  reported  by  the  i)ilots  as  too  smallto  be  seen  at 
night. 

An  examination  of  Columbia  Slough  was  made  by  me,  and  my  views 
as  to  the  stopping  of  this  slough  by  a  pile-dam  placed  at  the  icideHt  and 
9halloicest  part  were  transmitted  to  the  Chief  of  Engineers  in  a  report 
dated  November  7,  1873,  to  which  I  would  refer. 

Examinations  with  the  leadline  and  sextant  were  made  by  my  assist- 
ant over  the  various  bars  on  the  two  rivers  in  advance  of  the  dredger's 
work,  to  determine  the  best  line  for  her  to  work  on.  These  examinations 
were  made  at  Swan  Island  Bar,  where  no  material  tilling  was  found, 
only  4  to  5  inches,  and  of  no  great  extent,  after  seven  and  a  half  months' 
intermission  of  dredging ;  also  at  the  mouth  of  the  Willamette  River, 
where  but  10  feet  of  water  was  found,  and  but  12  feet  for  a  linear  dis- 
tance of  500  feet. 

Also  at  Post-Office  Bar,  which  had  but  15J  feet  of  water  on  it,  and  at 
St.  Helen's  on  the  Columbia,  where  the  average  water  on  the  line  of  cut 
was  but  15  feet.  The  maps  and  results  of  these  surveys  were  duly 
transferred  to  Major  Michler. 

A  survey  and  chart  was  also  made,  by  my  assistant,  of  the  "  Hog's 
Back  '^  Bar,  in  the  Columbia  Kiver,  near  Astoria.  The  result  was  com- 
municated to  the  Chief  of  Engineers  in  a  special  report  dated  Novem- 
ber 7,  to  which  I  beg  to  refer. 

The  amount  received  and  expended  by  me  for  this  improvement  is  as 
follows : 

On  hamlJnly  1,  1873 |S,  118  0» 

Received  since,  (of  wbich  8'"),000  was  from  the  new  appropriation  for  this 
fiscal  year) 7,406  64 

Expended : 

New  dredger 3,763  10 

Stores  and  supplies ..:-, 170  81 

Watching  property 29  41 

Repairs 739  03 

Dredging 966  20 

Towing SW  00 

Buoys 1,378  62 

Otfice-expeuses,  salaries,  &c 406  70 

Surveys 646  86 

Total 8,900  73 

Balance  transferred  to  Maj.  N.  Michler 3, 623  99 

IMPROVEMENT   OF   THE   UPPER  WILLAMETTE  RIVER,   OREGON. 

One  hundred  and  ninety-one  snags  were  removed  from  the  river-bed 
np  to  September  30,  and  the  snag-boat  crew  bnilt  3C0  feet  of  dam  at 
Union  Bar.  Giant  powder  had  to  be  used  on  several  snags  to  loosen 
them  and  break  them  uj). 

p]ight  small  buoys  were  placed  in  the  river  at  Tualatin  Eocks  and 
Rock  Island. 

I  visited  the  bars  at  Union  and  Yamhill,  and  found  the  wing-dams 
built  there  last  year  in  good  preservation,  and  answering  the  purpose 
they  were  intended  for. 

There  have  been  received  and  expended  for  this  work  by  me  the  fol- 
lowing sums : 

On  hand  July  1,  1^3 812  21 

Received  since 3,  000  00 


nagging , 

'owing -  ..*• 

Repairs ""»«• 

tores  and  supplies 175  <>1 

kioys  67  75 

nperintendence,  &c 178  71 

^flice-expeuses,  salaries,  &c 245  57 

Total 2,2a5  43 

balance  transferred  to  Maj.  N.  Michler 776  7?* 

IMPROVEMENT   OF  THE  UPPER  COLUMBIA  RIVER,    OREGON. 

No  operations  ia  the  field  ;  waiting  for  low-water, 

imount  on  hand  July  1,  1873,  (of  which  815,157.50  was  due  the  contractor,  ^ 

but  retained  till  the  completion  of  the  entire  work) |19, 214  Z  ^ 

Expended : 
Office-expenses 30  5^ 

(alance  transferred  to  Maj.  N.  Michler $19, 183  7 

URVEYS  FOR  IMPROVEMENTS    OF  RIVERS  AND    HARBORS. — YAMHIL 

RIVER,   OREGON, 

I  made  an  examination  of  this  stream  in  September,  to  ascertain  t 
lature  of  any  impraveraent  which  might  be  undertaken,  and  to  fix  o 
uch  parts  as  would  require  an  instrumental  survey. 

Expecting  the  arrival  of  my  successor  very  soon,  it  seemed  but  proper 
or  me  to  leave  for  him  the  responsibility  of  the  survey  and  report  upoM 
his  new  enterprise,  so  I  took  no  further  steps,  except,  at  his  request,  tcr 
Qake,  on  the  day  1  left  Oregon,  (November  7,)  a  report  to  the  Chief  of 
Engineers  upon  the  examination  I  had  made. 

The  amount  expended  by  me  on  this  examination  and  the  preliminary 
arrangements  for  the  survey  was  $122.31. 

I  was  also  charged  with  an  examination  of  the  mouth  of  the  Coqaille 
liver,  which  was  made  by  Major  Michler. 

KespectfuUy  submitted. 

Henry  M,  Eobert, 
Major  of  Engineers^  U.  IS.  A. 

Brig.  Gen.  A.  A.  Humphreys, 
Chief  of  Engineers, 
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adjacout  country,  compiled  from  different  authorities,  are  inclosed  for 
your  information.  A  profile  of  the  entire  length  of  the  camil,  as  con- 
templated, is  also  furnished,  in  order  to  exhibit  the  nature  of  the  cut  to 
be  made  and  of  the  cubic  contents  of  the  material  to  be  removed. 

Before  proceeding  to  discuss  the  canal  question,  a  few  remarks  are 
deemed  necessary  to  elucidate  the  matter.  The  most  natural  way  to 
reach  the  waters  of  the  Pacific  Ocean  from  the  Coquille  River  would  be 
by  passing  out  through  its  mouth.  This  would,  of  course,  necessitate 
the  improvement  of  the  latter,  which,  from  the  character  of  the  entrance, 
would  prove  a  very  difficult  and  expensive  operation.  No  survey  has 
as  yet  been  made  by  this  office  to  ascertain  the  nature  and  cost  of  such 
an  undertaking,  but  by  an  examination  of  the  Coast  Survey  Pilot  and 
Charts,  and  through  information  gained  from  other  sources,  a  correct 
conclusion  can  be  reached. 

"  The  south  point  of  the  entrance  to  this  river  is  a  high  bluff  head- 
land,'' a  mass  of  rocks,  '^  while  the  north  point  is  a  long,  low,  narrow 
spit  of  land,  overlapping,  as  it  were,  the  southern  head,  so  that  the 
channel  runs  parallel  with  and  close  under  it."  The  channel  still  con- 
tinues to  run  along  the  northern  shore,  and  then  makes  a  sudden  turn 
to  the  south.  In  passing  out  or  in  there  is  great  danger  of  going  upon 
the  rocks.  ''A  short  distance  off  it  (the  mouth)  lie  several  rocks,  but 
not  of  sufficient  size  to  lessen  the  western  swell  which  breaks  continually 
across  the  bar."  It  is  a  very  difficult  entrance,  and  is  seldom  attempted. 
A  rocky  reef  extends  across  it,  which  at  low-water  is  almost  bare. 
Through  this  an  expensive  cut  will  have  to  be  made  to  render  it  passa- 
ble for  sea-going  vessels.  ^^  The  widest  part  of  the  mouth  is  less  than 
two  hundred  yards,  after  which  the  river  spreads  out  into  a  large  sheet 
of  shallow  water,  about  two  miles  long  by  three-quarters  of  a  mile  broad, 
and  bounded  by  low  guound."  This  basin  is  not  deep  enough  to  accu- 
mulate sufficient  water  at  flood-tides,  by  means  of  which  a  strong  cur- 
rent could  be  created  to  wdsh  out  and  keep  open  the  channel,  which  is 
constantly  shifting.  Owing  to  the  extreme  low  shores,  they  are  covered 
with  a  few  inches  of  water  at  the  very  highest  tides.  It  is  reported,  at 
very  low  tides,  the  river  can  be  crossed  by  wading  over  the  bar. 

The  mouth  of  the  river  is  fifteen  miles  from  Port  Orford,  and  sixteen 
from  Empire  City,  on  Coos  Bay ;  a  ferry  is  established  about  half  of 
a  mile  above  it.  In  the  last  sixteen  or  seventeen  years  not  more  than 
the  same  number  of  small  vessels  have  crossed  over  the  bar.  A  small 
steamer  built  on  the  river  lately  passed  out,  bound  for  San  Francisco. 
A  high-tide,  a  smooth  sea,  no  wind,  everything  favorable  at  the  same 
time,  are  requisite  in  order  to  insure  success.  Above  the  basin  the 
river  becomes  beautiful ;  it  is  from  two  hundred  and  fixty  to  three  hun- 
dred yards  in  width,  and  in  appearance  like  a  natural  canal.  The  tide- 
water now  runs  up  forty  miles  to  the  mouth  of  North  Fork ;  formerly, 
only  a  few  years  ago,  it  ascended  to  the  junction  of  the  Middle  Fork. 
For  this  distance  the  depth  of  water  is  very  great.  The  river  is  navi- 
gable for  about  sixty  miles.  The  facts  stated  explain  the  difficulties  to 
be  overcome,  and  the  correspondingly  large  amount  of  money  to  be  ex- 
pended, if  any  contemplated  improv  ement,  even  at  the  risk  of  its  re- 
maining a  permanent  one,  should  be  undertaken  to  improve  the  channel 
at  the  entrance  to  the  river. 

The  Coquille  Kiver  and  its  branches  drain  a  large  tract  of  mount- 
ainous country,  the  coast  range,  about  nine  hundred  square  miles.  Its 
valley  is  described  as  being  remarkably  rich,  some  two  hundred  squarfe 
miles  in  area.  Already"  over  two  hundred  farmers  cultivate  the  soil,  with 
the  necessary  quota  of  stores,  shops,  and  mills.    All  kinds  of  cereals 
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grow  flourishingly,  althougli  uot  as  yet  mucli  planted;  potatoes  and 
imit  (apphes  and  pears)  excel;  in  fact  all  kinds  of  esculents  can  be  pro- 
duced.   Most  su[)erior  and  valuable  timber  profusely  covers  the  land, 
such  as  myrtle,  (laurel,)  maple,  white  cedar,  white  ash,  alder,  fir,  spruce, 
hemlock,  and  other  species,  large   quantities  of  which  are  being  de- 
stroyed for  want  of  means  to  transport  the  lumber  to  market.    Several 
projects  have  been  considered  for  obtaining  means  of  transportation  by 
w  hich  to  forward  the  wealth  of  this  valley  to  the  commercial  points  on 
the  coast,  and  thereby  open  a  fine  country  to  the  many  emigrants  now 
seeking  homes  in  Oregon.    The  initiative  in  the  undertaking  has  been 
made  by  the  building  of  a  wooden  railway  over  what  is  called  Isthmos 
Divide,  connecting  Beaver  Slough,  a  branch  of  the  Coquille  River,  with 
the  Isthmus  Slough,  a  tributary  or  arm  of  Goos  Bjiy.   The  accompany- 
ing map  and  profile  indicate  the  location  of  the  road.    It  was  built  by 
Judge  Gilbert  Hall,  some  four  years  ago,  at  a  cost  of  about  $8,000  in 
coin ;  it  is  a  wooden  tram- way,  consisting  of  longitudinal  wooden  rails 
laid  on  rough  sleepers,  the  ravines  intersecting  the  divide  being  crossed 
by  trestle-bridges ;  it  is  little  more  than  one  and  a  half  miles  in  length. 
The  means  of  transportation  over  this  portage  consist  of  a  platform- 
car,  drawn  by  a  mule,  and  conducted  by  one  man.    Small  light-draaght 
steamers  are  run  from   the   different   localities  on  Coos  Bay  up  the 
Isthmuiy  Slough   to  Hall's  northern  landing,  where  passengers  and 
freight  are  transferred  to  the  car,  and  transported  over  the  tram-way  to 
Hall's  southern  landing,  at  the  head  of  Beaver  Slough.     At  that  point 
they  are  placed  in  canoes  or  small  boats,  which  descend  the  latter  to 
the  Coquille  River,  along  which  they  are  distributed  at  different  points. 
The  entire  distance  from  the  first  landing  to  the  river,  following  the 
sinuosities  of  the  sloughs,  is  about  six  miles.     An  entire  day  is  consumed 
in  making  the  trip,  about  two  tons  of  freight  being  transported  over  the 
route  each  day.    The  amount  passed  over  the  portage  during  the  yenr 
1873  was  about  six  hundred  tons,  consisting  of  a  variety  of  articles,  such 
as  merchandise,  mining-apparatus,  steam-engine  and  boiler,  farming 
implements,  and  produce  of  every  description. 

The  quantity  has  been  yearly  on  the  increase.  In  this  connection, 
while  considering  the  annual  extension  of  trade  from  the  oMinary  con- 
sequences of  addition{\l  and  growing  settlements  on  the  river,  one  im- 
portant fact  must  be  considered — the  obtaining  for  shipment  of  many 
thousands  of  feet  of  lumber  and  many  hundreds  of  tons  of  coal,  the 
former  to  be  found  along  the  valley  of  the  Coquille,  and  the  latter  im- 
bedded in  the  Isthmus  Divide  within  less  than  a  mile  of  the  portage, 
the  production  of  which  alone  awaits  development  when  more  enlarged 
means  of  transportation  can  be  obtained.  In  place  of  the  very  limited 
kind  described  as  now  in  use,  three  several  plans  have  been  proposed 
at  different  times.  The  first  is  the  building  of  a  wagon-road,  the  Coos 
Bay  wagon-road,  from  the  river  to  the  Isthmus  Slough.  The  second  is 
the  construction  of  a  narrow-gauge  railway  between  the  same  points. 
The  third  is  the  digging  of  a  canal  to  connect  the  waters  now  separated 
by  a  narrow  divide,  to  enable  steamers  of  small  draught  to  run  between 
the  different  localities  along  the  river  to  points  on  Coos  Bay,  carrying: 
freight  for  shipment  upon  ocean-steamers  without  breaking  bulk  en  rouU. 
Surveys  have  been  made  of  each  of  the  plans,  and  each  has  its 
advocates.  The  third  would  seem  preferable;  by  it  an  uninterrupted 
line  of  water-course  would  be  had  from  the  country'  between  the  head 
of  navigation  and  the  mouth  of  the  Coquille,  a  distance  of  sixty  miles, 
with  the  present  or  coutenii)lated  wharves  at  Empire  City  for  sea-going 
vessels  bound  in  and  out  ot  the  harbor  of  Coos  Bay.    From  the  point 
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of  departure  ou  the  river  to  that  seaport  is  about  twenty-five  miles.  A 
line  of  steamers  already  makes  rej^ular  eoniiections  between  the  latter 
and  San  Francisco.  The  first-cost  of  building  a  canal  would  be  the 
greatest;  but  then  again,  in  connection  with  its  utility,  it  would  offer  an 
additional  outlet  to  the  overcharged  waters  of  the  river  during  the 
heavy  freshets  which  sometimes  occur.  These  latter,  it  may  be  here 
remarked,  would  in  all  probability  inundate  and  seriously  damage, 
ow  ing  to  the  marshy  nature  of  the  land  upon  which  they  w  ill  have  to 
be  constructed,  any  wagon  or  rail  road  that  may  be  built  to  subserve  a 
like  purpose  as  that  of  the  contemplated  canal.  It  must  be  borne  in 
miml  that  the  greater  part  of  the  distance  between  deep  channels  of 
the  river  and  the  bay  is  low,  not  many  feet  above  the  average  stage  of 
water  in  each,  as  will  be  seen  from  the  followincr  description  of  the  line 
of  the  proposed  canal,  and  as  shown  on  the  profile. 

The  following  dimensions  are  deemed  sufficient  for  all  immediate 
practical  purposes :  The  width  of  the  canal  to  be  30  feet,  and  its  depth 
4  feet  below  low-water  mark  at  ebb-tide.  Commencing  at  the  Coquille, 
it  will  at  first  follow  the  general  course  of  Beaver  Slough.  The  en- 
trance to  the  latter  will  have  to  be  deepened  and  widened  by  dredging. 
The  first  section  of  the  work,  which  follows  up  and  continues  in  the 
slough  5,280  feet,  (one  mile,)  will  also  have  to  be  widened  and  dredged 
in  addition  to  straightening  some  of  its  bends.  The  second  section, 
13,200  feet,  (2  and  a  half  miles,)  will  be  the  first  CMt  of  from  10  to  14 
feet,  and  will  have  to  be  made  through  a  marsh  covered  with  prairie- 
grass  and  thick  brush,  the  course  running  in  a  northeasterly  direction. 
The  third  section  is  1,500  feet  in  length,  a  cut  from  14  to  17  feet  through' 
a  swamp  that  overlies  a  hard  soil.  The  fourth  section  is  through  the 
thickly-timbered  isthmus  divide,  first  following  up  a  deep  ravine,  the 
continuance  of  Beaver  Slough,  the  line  being  parallel  to  the  tram-way ; 
then  across  the  divide  proper,  intersecting  the  railway,  to  the  head  of  a 
second  ravine,  and  following  down  the  latter,  the  course  again  becoming 
nearly  parallel  to  therojid,  until  the  head  of  the  Isthmus  Slough  is  reached. 
The  length  of  this  cut  (the  fourth)  is  about  3,000  feet,  its  depth  varying 
from  12  to  93  feet;  the  latter  is  the  greatest  height  of  the  summit  of 
the  divide.  The  nature  of  the  soil  is  loam  ;  some  soft  or  loose  rock  will 
be  encountered,  and  perhaps  coal  be  discovered.  The  fifth  section,  w  hich 
will  finally  complete  the  work,  is  through  marsh  for  some  4,200  feet,  at 
about  an  average  depth  of  9  feet.  This  cut  follows  the  line  of  the  Isthmus 
Slough.  To  recapitulate,  the  termini  of  the  proposed  canal  are  at  Low's 
place,  on  the  Coquille  liiver,  (mouth  of  Beaver  Slough,)  and  at  Aiken's 
steamboat-lauding,  at  the  head  of  Isthmus  Slough,  arm  of  Cross  Bay. 
Its  entire  length  will  be  27,180  feet,  or  about  five  and  one-seventh  miles. 
Owing  to  the  distance  being  greater  from  the  entrance  of  the  bay  to  the 
northern  terminus  than  that  from  the  mouth  of  the  river  to  the  south- 
ern one,  and  in  consequence  of  the  difterent  physical  formations  of  the 
respective  localities  on  the  coast,  the  high-water  at  flood  tide  will  not 
reach  the  termin<al  points  at  the  same  time,  the  interval  being  one  hour. 
!No  locks,  however,  are  necessary,  the  bed  of  the  canal  being  on  the 
same  level,  unless  it  may  i)rove  desirable  to  retain  the  water  in  the 
canal  at  high-tides,  for  some  purpose,  and  to  prevent  a  too  rapid  current 
from  passing  through  the  cut  on  the  occurrence  of  freshets,  or  during 
the  interval  of  high-tides  at  the  termini.  At  Aiken's  steamboat-land- 
ing the  depth  of  water  at  low-tide  is  4  feet ;  the  greatest  extreme  be- 
tween the  highest  and  lowest  water  marks  known  from  actual  observa- 
tion is  10  feet ;  between  average  high  and  low  tides  there  is  5  feet.  The 
Coquille,  at  mouth  of  B  'aver  Slough,  is  over  thirty -four  feet  in  depth  at 
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low-water.  The  highest  water  noted,  that  daring  the  freshet  of  18(37, 
was  19  feet  above  the  lowest  water  gauge  ;  there  the  main  rise  and  fall 
of  the  tide  is  also  about  5  feet.  There  is  scarcely  an}-  appreciable  dif- 
ference between  the  tides  at  the  two  ends  of  the  proposed  can<al. 

The  cross  sections  of  the  canal  will  be  determined  by  the  natural  slope 
of  the  soil,  which  upon  the  isthmus  divide  is  at  an  angle  of  thirty-three 
degrees,  or  by  the  character  of  the  rock  that  may  be  encountered.  The 
sides  of  the  cut  through  the  low,  marshy  §oil  will  have  to  be  pro- 
tected by  sheet-piling  from  the  wash  of  the  tides  and  the  scouring  effects 
of  the  currents.  By  a  proper  disposition  of  the  material  removed  from 
the  cut  many  acres  of  marsh-land  may  be  reclaimed. 

The  principal  nature  of  the  work  will  be  the  excavation  through  the 
divide ;  the  cutting  and  removal  of  timber ;  the  dredging  of  parts  of  the 
two  sloughs;  the  cutting  of  turf  from  the  surface  of  marsh,  and  the 
clearing  off  of  brush. 

The  following  estimate  of  the  cost  of  the  work  is  respectfully  sub- 
mitted : 

Excavation  769,182  cubic  vards,  at  35  cents $269,213  70 

Dredging  225,979  cubic  yards,  at  10  cents 22,597  90 

Clearing  surface  of  trees  and  brush,  40  acres,  at  $50 2, 000  00 

Cutting  turf  and  brush  from  surface  of  marsh,  preparatory  to  dredging..  1, 500  00 

Sheet-piling,  500,000  feet,  at  $15  per  M 7,500  00 

Engineering,  transportation,  and  superintendence 15,  000  00 

Contingencies,  10  per  cent 31,781  16 

349, 592  76 

The  sum  total  of  estimate  of  cost  of  construction  of  proposed  canal,  as 
above  computed,  is  $349,592.76. 

The  survey  was  commenced  and  completed  during  the  month  of  No- 
vember, 1873.  Since  that  time  the  maps,  estimate,  and  report  have 
been  in  course  of  preparation  when  not  interrupted  by  attendance  upon 
other  duties. 

I  am,  general,  very  respectfully,  your  obedient  servant, 

N.  MiCHLER, 

Major  of  Engineers^  U.  S.  A. 
Brig.  Gen.  A.  A.  Humphreys, 

Chief  of  Engineer H^  U,  S.  A. 


APPENDIX  AA. 

ANNUAL  REPORT  OF  MAJOR  G.  H.  MENDELL,  CORPS  OP 
ENGINEERS,  FOR  THE  FISCAL  YEAR  ENDING  JUNE  30, 
1874. 

United  States  Engineer  Office, 

ISan  Francisco  J  CaLy  July  21, 1874. 

GENERi\x:  I  have  the  honor  to  submit  annual  report  of  operations 
on  breakwater  at  AVilmington,  Cal.,  and  removal  of  Rincon  Rock,  Sau 
Francisco  Harbor,  California,  for  the  year  ending  June  30,  1874. 
Very  respectfully,  your  obedient  servant, 

G.  H.  Mendell, 
Major  of  Engineers, 
Brig.  Gen.  A.  A.  nrMniREYS, 

Chiif  of  Engineers^  U,  S.  A, 
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AA  1-2. 

BREAKWATER  AT  WILMINGTON,  CALIFORNIA. 

At  tbe  close  of  the  last  fiscal  year  the  timber- work  along  the  line 
connecting  Deadman's  and  Rattlesnake  Islands  was  completed,  and  the 
portion  of  the  line  which  was  to  be  built  of  stone  was  in  course  of  con- 
struction, and  about  two-thirds  of  it  were  completed,  leaving  a  gap  of 
600  feet  yet  to  be  filled. 

This  work  was  completed  in  the  past  year.* 

A  i>ortion  of  the  timber-line  consists  of  two  rows  of  piling,  10  feet 
apart,  which  at  the  date  of  the  last  report  stood  in  5  feet  of  water  at 
mean  low-tide.  This  portion  has  been  filled  between  the  piles,  to  the 
height  of  3  feet  above  mean  low-water,  with  stone  and  gravel. 

Both  sides  of  this  double-piled  work,  which  is  1,000  feet  in  length, 
have  been  ballasted  to  half  tide  with  stone  and  gravel,  and  the  same 
was  (lone  on  both  sides  of  the  single-piled  work,  for  a  distance  of  2,200 
leet.  ■ 

The  object  of  this  ballasting  is  to  protect  the  timber  from  the  attacks 
of  marine  insects. 

Two  stone  jetties  have  been  built  in  order  to  contract  the  width  of 
the  channel  and  to  control  the  action  of  the  current.   The  effect  of  these 
jetties  has  proved  beneficial  in  deepening  the  water. 

One  of  these  jetties  was  COO  feet  long,  and  it  was  built  in  5  feet  of 
^ater  and  carried  to  half-tide  level.  The  other  jetty  was  380  feet  long, 
in  6  feet  of  water,  and  it  is  a  few  inches  above  the  plane  of  mean  low- 
water,  or  about  2  feet  above  the  low-water  of  spring-tides. 

A  number  of  short  jetties  w^ere  built  of  timber  or  of  stone,  or  of  both, 
on  either  side  of  the  timber- work,  aggregating  700  feet  in  length.  The 
pnrpose  of  these  jetties  was  to  [)rotect  the  work  irom  the  action  of  un- 
dermining currents,  and  to  facilitate  the  accumulation  of  sand  along  the 
work. 

An  iron  rake  weighing  about  5,000  pounds  was  dragged  across  the 
".^r  26  times  in  strong  ebb-tides.  The  effect  was  not  equal  to  anticipa- 
tion. The  fact  that  there  was  no  steamer  available  at  suitable  times, 
Pi*eveuted  a  full  and  satisfactory  solution  of  the  question  whether  the 
^^tev  could  be  cheaply  deepened  by  this  means. 

One  of  the  gaps  referred  to  in  i)revious  reports  as  being. fitted  with 
^de-gates  was  closed  during  the  year,  and  the  timber-work  was  built  to 
^iTespoud  with  the  other  portions. 

The  accumulation  of  sand  along  the  line  has  not  been  as  rapid  as  was 
"^ped.  The  sand,  however,  does  accumulate.  Along  the  upper  section 
^^  the  work  there  is  a  bank  of  sand  above  high-water  mark,  and  more 
^"aa  100  feet  in  width,  for  a  distance  along  the  line  of  2,500  feet. 

inuring  the  winter  and  spring  a  detailed  survey  of  the  lower  part  of 
?stij{|ry  was  made  by  Lieutenant  Sears,  of  the  Corps,  who  has  been  in 
JP^.'Uediate  charge  of  the  work  from  its  commencement.  The  object  of 
jhis  survey  was  to  obtain  the  information  necessary  to  enable  an  adver- 
ll'^.^Oient  for  completing  the  channel  to  be  issued.  In  connection  with 
*'hiH  survey  a  series  of  current-observations  was  made. 
.  An  advertisement  was  issued  calling  for  proposals  for  completing  the 
^**^iinel.  The  30th  of  April  was  set  to  receive  proposals.  No  offer  was 
5?'^<ie.  Another  call  was  issued  in  June,  under  the  instructions  of  the 
apartment,  for  dredging  by  the  cubic  yard. 

,  tinder  this  call  the  lowest  offer  made  was  49  cents  per  cubic  yard  for 
^^^Uging  and  $2.50  per  ton  of  stone  removed  from  the  channel.    This 

24  ENa 
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oflFer  is  considered  reasonable,  and  it  has  been  accepted,  subject  to  the 
approval  of  the  Chief  of  Engineers. 

This  offer,  if  carried  out,  will  make  a  channel  200  feet  wide  and  10 
feet  deep  at  mean  low-water,  at  a  cost  of  about  $60,000. 

There  will  remain  a  balance  after  this  expenditure,  which  it  is  pro- 
posed to  lay  out  in  training-walls  to  guide  the  current  and  to  maintain 
the  depth  which  may  be  secured. 

A  depth  of  10  feet  at  mean  low-water  will  make  16  feet  at  spring-tide 
high- water,  and  13  or  14  feet  at  ordinary  high- water. 

This  depth  will  enable  many  of  the  vessels  trading  to  this  point  to 
enter  the  estuary,  and  it  will  dispense  with  the  tedious  and  expensive 
system  of  lighterage  which  has  been  in  use  for  the  past  twenty  years. 

This  result  will  be  particularly  gratifying  to  the  people  of  this  neigh- 
borhood, and  indeed  it  will  be  particularly  necessary  on  account  of  the 
rapid  increase  of  trade  at  this  and  adjoining  landings. 

The  depth  of  water  now  is  something  over  4  feet  at  mean  low-water, 
which  is  a  gain  of  more  than  2  feet  since  the  work  was  commenced. 

During  the  year  the  following  amounts  of  stone  and  gravel  were 
applied  to  the  work  in  its  different  parts : 

Tons* 

To  jetty  No.  1 2,647 

To  jetty  No.  2 1,791 

To  maio  line 4, 149 

To  miiug  double  work 2,745 

To  ballasting  timber-line 14,  446 

Of  which  8,473  tons  were  obtained  by  days'  labor,  from  Deadman's  Island  and  from 
the  main  shore. 
The  remainder  was  fnrnished  by  different  contractors. 

The  amount  expended  during  the  past  year  was $71,025  08 

The  amount  available  for  the  year  ending  June  30, 1875,  is 74, 621  99 

This  sum  will,  so  far  as  can  now  be  foreseen,  complete  the  work 
according  to  the  original  project. 

It  will  be  remembered  that  it  has  always  been  expected  that  the 
accumulation  of  sand  along  the  timber-line  would  in  time  form  a  natural 
bank  of  a  substantial  character.  When  this  result  arrives  the  timber- 
work  will  have  done  all  that  was  expected  of  it.  It  will  have  served  to 
guide  the  current  for  the  interval,  and  will  have  been  a  nucleus — an  ob- 
struction to  favor  the  accumulation  of  the  sand.  But  if  this  accumula- 
tion be  too  slow,  there  may  be  reason  for  apprehension  in  that  the  tim- 
ber may  decay  or  be  destroyed,  and  the  estuary  be  again  exposed  to  the 
action  of  a  new  channel  in  the  wrong  place.  If  this  should  happen  the 
old  state  of  affairs  will  recur,  and  we  shall  again  have  but  2  feet  of  water 
at  the  entrance. 

It  has  already  been  stated  that  the  sand  accumulates  slowly. 

It  is  therefore  good  policy  to  protect  the  timber- work  more  thoroughly 
than  has  yet  been  possible.  It  ought  to  be  covered  when  exposed  with 
a  riprap  of  stone. 

The  sum  of  $30,000  is  asked  for  this  purpose. 

Financial  statefnent 

Balance  in  Treasury  of  United  States  July  1,1873 $145,647  07* 

Amount  expended  during  the  fiscal  year  ending  June  30, 1874 , 71, 025  Oj^^ 

Amount  available  July  1, 1H74 74,621  9^^i 

Amount  required  for  the  fiscal  year  ending  June  30, 1876 30, 000  (»-  ■  ^.\ 
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AA  2. 

REMOVAL  OF  RINCON  ROCK,  SAN  FRANCISCO  HARBOR,  CALIFORNIA. 

The  bids  for  the  removal  of  this  rock  were  opened  July  1, 1873. 
They  were  three,  as  follows,  viz : 

1.  John  N.  RiscloD  proposed  to  remove  the  rock  to  the  depth  of  24  feet  at  mean  low- 
water,  taking  ont  4,745  cubic  yards  of  rock  for  the  sum  of  $43,000. 

2.  A.  W.  VoDschmidt  proposed  to  remove  the  rock  to  the  depth  of  20  feet,  taking  out 
1,830  cubic  yards  for  the  sum  of  $45,000. 

3.  Albert  Boschke  proposed  to  remove  the  rock  to  24  feet  for  $44,800. 

Early  in  Jnly  the  harbor  commissioners  of  San  Francisco  made  request 
that  further  action  should  be  deferred  until  the  question  of  a  re-adjust- 
Dient  of  the  harbor-lines  should  be  concluded,  there  being  reason  to  ex- 
pect that  any  new  front  likely  to  be  adopted  would  pass  over  or  include 
within  its  limits  the  rock  which  it  was  proposed  to  remove.     In  either 
case  it  would  be  for  the  advantage  of  the  harbor  that  the  rock  should 
'^main  undisturbed.    This  request  was  acceded  to  by  the  Department, 
l>ot;  subsequently,  on  August  lU,  the  instructions  which  had  been  given 
^o  defer  action  were  revscinded,  and  it  was  ordered  that  a  contract  be 
entered  into  with  J.  N.  Kisdon  for  the  removal  of  the  rock  to  the  depth 
of  2-4  feet. 

Tlie  contract  was  signed  on  September  4,  by  which  it  was  stifMilated 
that  the  work  should  be  completed  by  March  1,  1874,  with  a  provision 
for  tVie  extension  of  the  time  until  June  1, 1874,  in  case  the  work  should 
he  interrupted  by  the  winter  storms. 

let    31ay,  upon  application  by  the  coiitractor,  the  time  for  the  comple- 
tion  of  the  work  was  extended  to, October  1,  1874.    The  work  was  corn- 
men  o^d  in  October,  1873. 
To   the  close  of  the  fiscal  year  there  had  been  removed  1,G50  cubic 

yard:^^  and  there  remained  3,100  cubic  yards  to  be  excavated  and  re- 
niov-^ri, 

For  this  work  there  has  been  paid  the  sum  of  $6,941.62,  50  per  cent. 
of  t lie  contract  price  being  retained  until  the  completion  of  the  work. 
The    uiode  of  doing  the  work  was  as  follows,  viz : 

^  scaffolding  was  placed  over  a  part  of  the  rock.  It  was  made  by 
^''^^^iug  piles  in  rows.  The  piles  were  capped,  and  a  loose  flooring  of 
plani^  was  laid.  From  this  holes  were  excavated,  first,  in  the  usual 
man  uer  of  blasting  by  drills  handled  by  three  men ;  afterward,  how- 
^^^^y  the  drill  was  lifted  by  means  of  a  lever.  The  power  was  altogether 
»>«^^  ual. 

"^Ixe  holes  were  3  inches  in  diameter,  and  they  were  sunk  generally 
abo\^j;  2  feet  below  the  required  depth,  some  of  them  being  about  19  feet 
in  cl^pj^ij  They  were  arranged  in  quincunx  order,  and  were  sunk  at  in- 
^r^^^ls  of  7i  feet.  The  drill  was  worked  through  an  iron  pipe  or  tube 
^^^ohes  in  diameter,  with  a  siiort  tripod  at  its  lower  extremity  resting 
"Pc>¥^  the  rock.  The  object  of  this  tube  was  to  guide  the  drill,  and  to 
pre^i^j.^.^  the  hole  when  it  was  necessary  for  any  purpose  to  extract  the 

.   ^^hen  the  hole  was  excavated,  a  gas  pipe  was  placed  in  it  to  preserve 

,  ^titil  tlie  time  came  for  loading.    The  charge  was  nitroglycerine,  or 

.  **^   dynamite,  contained  in  paper  cartridges,  or  else  in  a  tin  cylinder,  2 

ihel^^jj  in  diameter.     The  charges  were  generally  tired  by  fuse,  some 

^^^tiipts  to  apply  electricity  having  failed,  probably  from  a  defective 

^l^^^ngement  of  the  wires.     One  or  two  lines  of  charges  were  exploded 

^^5^ lice,  the  explosions  being  made  practically  simultaneous  by  proper 

^|*5vistment  of  the  lengths  of  the  fuse.     When  the  rock  was  broken  up 

^  pieces  were  picked  up  by  a  dredger  and  placed  in  a  scow,  to  be  dis- 

^"^Tged  in  deep  water.    Over  a  considerable  part  of  the  well  the  dev^tb 
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of  excavatiou  was  small,  being  only  3  or  4  feet  in  depth.  This  part  of 
the  work  was  done  by  surface-blasts  of  dynamite,  contained  in  tin  cyl- 
inders, about  10  feet  in  length  and  2  or  3  inches  in  diameter. 

Financial  statement 

Balance  in  Treasury  of  United  States  Jaly  1,  1873 $4^,500  00 

Amount  in  hands  of  officer  and  subject  to  his  check 221  71 

Amount  expended  during  the  fiscal  year  endinur  June  30,  1874 8, 147  44 

Amount  available  July  1,  1874 33,632® 


* 


APPENDIX   AA  3. 

ANNUAL  REPORT  OP  LIEUTENANT-COLONEL  B.  S.  ALEX 
ANDER,  CORPS  OF  ENGINEERS,  FOR  THE  FISCAL  YEAR 
ENDING  JUNE  30,  1874. 

SAN  DIEGO  HARBOR.  CALIFORNIA. 

San  Francisco,  Cal.,  July  14, 1874. 

General  :  As  promised  in  the  closing  paragraph  of  my  letter  to  the 
Department  of  the  4tli  of  June  last,  I  have  now  the  honor  to  submit 
«ome  further  information,  going  to  show  that  the  flood  in  the  San  Diego 
River  during  the  past  winter  has  had  the  tendency  to  fill  up  the  harbor 
of  San  Diego. 

It  will  be  remembered  that  in  Janufiry,  1872,  I  directed  Lieutenant 
Handbury  to  put  down  some  eight  or  ten  sediment-boxes,  3  feet  square, 
in  San  Diego  Bay. 

I  quote  a  paragraph  from  my  instructions  to  him : 

The«e  (the  boxes)  may  be  looked  upon  as  artificial  bottoms  of  little  portions  of  the 
harbor,  which  can  be  taken  np  from  time  to  time,  particularly  aft-er  floods,  and  exam- 
ined. The  sediment  which  they  contain  shoiikl  be  preserved  for  examination  and  com- 
parison with  those  you  will  obtain  from  the  source  whence  they  mnst  be  derived. 

The  positions  of  these  boxes  are  shown  on  the  drawing  sent  with  mr 
letter  of  May  17, 1872. 

These  boxes,  when  placed,  were  raised  a  foot  or  two  above  the  bottom 
of  the  bay,  so  as  to  leave  a  current  of  water  beneath  them,  the  object 
being  to  catch  only  the  matter  hehl  in  suspension  during  a  flood,  and 
not  that  which  may  be  rolled  along  the  bottom  by  currents. 

On  the  9th  of  June  last  I  directed  Lieutenant  VVeeden,  then  at  San 
Diego,  to  take  up  and  examine  these  sediujent-boxes,  and  also  to 
examine  the  shore-line  in  the  vicinity  of  the  mouth  of  the  San  Diego 
River.  I  now  transmit  herewith  a  copy  of  his  report  on  this  subject, 
consisting  of  the  report  proper,  an  outline  sketch  of  a  pjirt  of  San  Die^ 
Bay,  and  specimens  of  the  materials  found  in  the  boxes  and  on  tbe 
bottom  of  the  bay  alongside  of  them. 

By  superimposing  this  sketch  on  the  CoavSt  Survey  chart,  or  on 
Lieutenant  Handbury's  map,  the  position  of  the  boxes  will  be  readily 
seen. 

The  sketch  shows  a  considerable  filling  out  of  the  bay  at  the  month 
of  Siin  Diego  River,  the  low-water  line  having  been  carried  out  in  one 
place  a  distance  of  nearly  800  feet  since  1809,  the  date  of  Lieutenant 
Heuer's  survey.  All  of  this  has  been  done  during  the  last  wint^»r  and 
spring.  It  also  shows  a  general  shoaling  of  the  water  in  the  bay.  just 
outside  of  the  low- water  line. 

An  examination  of  the  contents  of  the  "  sediment  boxes"  shows  that 
the  material  in  them,  as  also  that  found  on  the  bottom  of  the  bar 
alongside  of  them,  becomes  finer  as  the  distance  from  the  month  of  the 
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river  increases.    This  was  to  have  been  expected,  for  the  coarser  and 
heavier  materials  will  naturally  settle  sooner  than  the  finer. 

I  think  this  examination  by  Lieutenant  Weeden  fully  bears  out  the 
idea  I  expressed  in  my  letter  of  April  25,  1871,  that  the  San  Diego 
River  is  gradually  filling  up  ISan  Diego  Bay,  and,  in  time,  will  ruin  that 
harbor,  unless  steps  be  taken  to  preserve  it.  I  quote  the  closing  para- 
graphs of  that  letter : 

My  idea  is,  that  the  San  Diego  River — a  turbid  stream  in  times  of  flood — entering 
the  harbor  at  A,  rolls  its  sands  into  the  bay,  which  are,  to  a  great  extent,  spread  out  or 
dissipated  by  the  tidal  currents.  But  the  waters  of  this  river,  at  such  times,  also  carry 
a  large  quantity  of  suspensible  matter  with  them.  This  suspennible  matter  makea 
mad  when  it  is  deposited.  Now,  on  the  ebb-tide,  this  suspensible  matter  will  be 
carried  to  sea  and  lost  in  the  ocean,  but  on  the  flood-tide  it  will  be  carried  with  the 
water  toward  the  upper  portion  of  the  harbor,  where  it  will  be  deposited  at  slack 
water.  Once  on  the  bottom,  the  quiet  waters  of  this  harbor,  with  no  resultant  current^ 
will  have  little  power  to  move  it.  If  I  am  correct  in  these  conclnsions-^and  it  is  a 
matter  which  can  easily  be  demonstrated  one  way  or  the  other  in  times  of  flood — the 
Sao  Diego  River  will,  in  time,  entirely  fill  up  San  Diego  Harbor,  unless  its  outlet  be 
diverted  to  the  sea  through  some  other  channel. 

In  conclusion,  I  think  that  the  San  Diego  River  should  be  turned, 
so  as  to  empty  into  False  Bay,  and  to  accomplish  this  object  I  recom- 
mend that  Congress  be  asked  to  make  an  appropriation  of  $80,000  for 
that  purpose. 

Very  respectfully,  your  obedient  servant, 

B.  S.  Alexander, 
Lieut.    Col.   of  Engineers. 
Bi  ig.  Gen.  A.  A.  Humphreys, 

Chief  of  Engineers^  U.  S,  A. 


Report  of  LhiU.  John  II .  Weeden^  Corps  of  Engineers. 

San  Francisco,  Cal.,  Juhi  6,  1874. 

Colonel:  On  the  9th  of  June,  boin;^  then  at  San  Die<:co,  Cal.,  I  received  from  the 
pre»ideut  of  the  board  of  engineers  a  letter,  dated  June  5,  from  which  the  following 
extracts  are  made: 

•*  What  I  want  yon  to  do  is  to  take  up  the  tea  'sediment-boxes'  which  Lieutenant 
"Haiidlniry  placed  on  the  bottom  of  San  Diego  Kay,  and  ascertain  the  amount  of  sedi- 
lueut  which  has  been  deposited  in  each  of  them,  its  character,"  &c. 

**  I  will  send  Mr.  Lewis  to  assist  you.  He  will  take  tlie  drawings  and  notes  that 
were  taken  when  the  boxes  were  placed;  also  two  sextants  to  deiermiue  the  position 
of  those  that  cannot  readily  be  found." 

Mr.  Lewis  arrived  in  San  Diego  on  the  morning  of  the  15th  of  June,  bringing  au 
additional  letter  of  instructions  from  which  the  following  extract  is  made: 

**  If  any  considerable  changes  have  taken  place  in  the  shore-line  or  sand  bars  about 

the  harbor,  1  wish  you  would  report  them." 

«  J*  •  »  »  •  * 

In  accordance  with  these  instrnctions  I  have  now  the  honor  to  submit  the  following 

REPORT. 

The  "  8e«liment-boxes"  referred  to  are  described  in  Lieutenant  (now  captain)  Hand- 
bory's  report  to  the  president  of  the  board  of  engineers  for  the  Pacific  coast,  dated 
April  25,  1872.  They  were  about  3  feet  square  by  10  inches  in  depth,  having  an  out- 
side ledge  upon  which  the  ballast  was  placed,  and  standing  upon  legs  from  15  to  20 
inches  in  height.  Their  positions  were  determined  by  sextant  angles  and  compass- 
bearings  to  known  objects.  Captain  Hand  bury  also  took  the  precaution  of  marking 
their  actual  positions  with  small  watch-buoys,  which,  however,  were  soon  carried 
away  by  the  sea. 

Before  the  arrival  of  Mr.  Lewis  I  had  organized  a  party  and  provided  boats  and 
apparatus  necessary  for  raising  the  boxes  when  found  ;  the  search  for  them  was  begun 
upon  the  afternoon  of  the  15th  and  continued  with  the  following  results,  premising 
hat  til  e  notation  used  is  the  same  as  that  upon  Captain  HaiidlMiry's  map  : 
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Boxes  No8.  I,  3,  and  4  were  known  to  have  eone  ashore  dnring  the  winter  of  187'2-*73. 
Box  No.  2  could  not  be  found,  the  references  being  compass  courses  to  station  <f,  which 
had  been  destroj'ed,  and  to  ill-<lefined  natural  objects.  Stations  a  and  b  had  also  been 
destroyed,  but  were  re-established  with  sufficient  accuracy  to  warrant  thea.«»»ertion  that 
l>ox  No.  7  had  been  removed  from  its  position,  as  it  could  not  be  found.  Boxes  Nos.  5, 
6,  8,  9,  and  10  were  found,  raised,  and  examined. 

Box  No.  5  was  much  decayed,  and  covered  wit-h  oysters  and  marine  vegetation.  The 
top  of  the  box  was  19  inches  above  the  bottom  of  the  bay,  and  it  contained  from  5  to 
8  inches  of  mud  and  sand,  distributed  as  shown  in  the  section.  Specimens  of  the 
contents  of  the  box,  and  of  the  bottom,  at  the  same  place,  are  submitted,  marked  V  and 
Va,  respectively. 

Box  No.  6  was  in  better  preservation  than  No.  5,  but  the  general  characteristics  of  it 
were  the  same.  The  specimens  of  the  contents  and  of  the  bottom  adjacent  are  marked 
VI,  and  VIrt,  respectively.  It  contained  from  4  to  7  inches  of  earthy  matter,  dis- 
tributed, as  shown  in  the  section. 

Box  No.  8  was  14  inches  above  the  bottom,  and  was  so  much  decayed  that  it  broke 
after  being  raised  clear  of  the  water.  Its  contents  were  distributed  as  shown  in  the 
section,  the  middle  portion  of  the  bottom  being  bare.  The  resp»»etive  specimens  from 
within  the  box,  and  the  bottom  adjacent,  are  marked  VIII  and  Villa. 

Box  No.  9  was  22  inches  above  the  bottom,  and  contained  but  about  half  an  inch  of 
sand  and  mud  evenly  distributed  over  its  bottom.  The  specimens  from  within  and 
without  are  marked  IX  and  1X«,  respectively. 

l^ox  No.  10  was  20  inches  above  the  bottom  of  the  bay,  and  very  much  decayed.  The 
middle  of  its  bottom  was  bare,  but  there  were  deposits  of  2^,  4,  3,  and  3A  inches  at  the 
respective  corners.  Specimens  of  the  contents  and  of  the  bottom  are  marked  X  and  Xa. 

In  view  of  the  importance  of  the  question   involved,  aud  which  was   the   primary 
cause  of  this  investigation,  viz,  whether  the  harbor  of  San  Diego  is  shoaling  or  not, 
I  deemed  it  advisable  to  make  a  resnrvey  of  the  low-Nvater  line  in  the  vicinity   of 
the  mouth  of  the  San  Diego  River.    The  work   has  been  plotted,  and  the  results  are 
shown  npon  the  drawing  which  is  submitted  herewith. 

In  addition  to  the  above  information,  called  for  by  the  instructions  of  the  president 
of  the  board,  I  beg  leave  tosubmit  the  following  resumd  of  phenomena,  of  which  I  have 
a  personal  knowledge. 

As  the  president  of  the  board  will  remember,  I  was  8tatione<l  at  San  Diego  during 
the  past  year ;  a  year  which,  on  account  of  the  great  rain-fall,  presented  unusual  oppor- 
tunities for  observing  the  eticct  of  the  San  Diego  Rivef  upon  the  regimen  of  the  har- 
bor. In  this  report  it  is  not  thought  necessary  to  consider  the  effect  of  the  Sweet- 
water and  Otay  (spelled  Ohjai  on  the  Coast  Survey  map)  Rivers,  which  are  small  streams 
entering  the  harbor  near  its  southern  or  upper  end  :  first,  because  the  injury  done  by 
them  is  very  small  when  compared  with  that  done  by  the  San  Diego,  and  second,  be- 
cause this  injury  is  believed  to  be  irremediable,  excepting  by  dredging,  since  the  har- 
bor presents  the  only  outlet  for  their  ovei  How. 

The  tirst  rains  of  the  season  fell  upon  the  11th  and  12th  of  August,  1873,  amounting 
to  1.80  inches.  So  heavy  a  rain  during  the  summer-months  was  a  most  unusual  inci- 
dent, although  not  altogether  without  precedent.  The  rail  -fall  of  the  previous  four 
years  having  been  the  minimum  known  since  the  occupation  of  the  country,  this 
amount  was  taken  up  by  the  soil,  without  entering  the  bed  of  the  river. 

By  referring  to  the  accompanying  table,  which  is  taken  from  the  records  of  the  signal- 
service  observer  at  San  Diego,  it  will  be  seen  that  the  rainy  season  proper  bejran  on  the 
14th  of  November,  between  which  time  and  the  22d  of  the  same  mouth  0.77  inch  of 
water  fell.  The  next  rain  was  upon  the  4th  of  Dt^cember,  when  there  was  a  fall  within 
the  twenty-four  hours  of  2.52  inches.  The  rain-fall  for  the  remainder  of  the  month  was 
as  follows:  On  the  5th,  0.43  inch;  on  the  6th,  0.20  inch;  7th,  0.31  inch;  8th,  1.66 
inches;  9th,  0.32  inch  ;  11th,  0.02  inch.  The  river  reached  the  mission  of  San  Diego, 
about  seven  miles  from  the  harbor,  on  the  morning  of  the  6th,  and  emptied  into  the 
harbor  on  the  8th,  at  the  same  tiuie  partially  overiiowing  the  fiat  between  the  Bay  of 
San  Diego  and  False  Bay.    This  flow  continued  for  eight  days. 

At  the  town  of  San  Diego  the  rain-fall  for  Jannarv,  1874,  was  as  follows:  On  the  2d, 
0.45  inch  ;  I2th,  0.15  inch;  16th,  0.21  inch  ;  17th,  0.85  inch;  18th,  1.35  inch;  20th,  0.02 
inch  ;  22<1,  0.08  inch. 

The  river  emptied  into  the  harbor  for  the  second  time  at  2  a.  m.  on  the  18th,  passing 
Old  San  Diego  as  a  ''  bore"  3  feet  in  height,  and  continued  flowing,  with  a  varying 
volume,  from  that  time  until  the  middle  of  June.  At  the  time  of  this  second  outflow 
the  channel  of  the  river  for  some  mile^  above  its  mouth  was  filled  with  sand;  the 
wat<n'-way  was  too  small  to  afford  an  outlet  for  the  flooil,  and,  in  consequence,  at  10  a. 
m.  of  the  18th  the  whole  flat  between  the  main-land  and  Point  Loma  was  covered,  the 
water  crossing  the  divide  and  emptying  into  False  Bay,  as  well  as  into  San  Diego  Har- 
bor. This  condition  of  afl'airs  continued  until  the  19th,  when  the  river  resumed  its 
natural  channel. 

It  in  evident  that  the  comparatively  large  rain-fall  of  the  18th  could  have  had  no  part 
ID  producing  the  overflow,  as  it  bad  not  tbeu  taViciii  \\«Lt^\  \\,  \^  fev\wv\Vs  ^^?vd«int  that 
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the  volume  of  water  to  be  discharged  on  the  19th  was  as  large,  if  not  larger,  than  that 
which  sought  an  outlet  on  the  I8th,  and  yet  the  river  subsided.  This  result  could  have 
been  produced  in  but  one  way,  viz.,  the  scouring  out  of  the  river-bed.  A  few  rou^^h 
soundings,  at  different  points,  proved  this  to  have  taken  place,  as  a  depth  of  from  6  to 
14  feet  was  found. 

My  duties  in  local  charge  of  the  construction  of  the  fort  at  San  Diego  affording  me 
sufficient  leisure,  I  made  a  personal  examination  of  both  sides  of  the  river  at  every 
time,  during  the  season,  when  there  was  any  change  in  its  regimen.  These  examina- 
tions, about  twenty  in  number,  offer  cumulative  evidence  of  the  most  positive  nature 
that  large  amounts  of  sand  and  debris  were  carried  into  the  bay,  while  the  instrumental 
survey  of  last  month  proves  conclusively  that  this  debris  was  deposited  at  the  delta 
of  the  river  and  along  the  adjacent  shores. 

In  conversation  with  the  president  of.  the  board,  in  April  lost,  I  stated  that  at  least 
300,000  cubic  yards  had  been  thus  deposited.  I  am  now  of  the  opinion  that  this  was  an 
under  rather  than  an  over  estimate. 

If  other  evidence  were  desjxable  to  prove  the  immediate  and  nrgent  necessity  for 
changing  the  outlet  of  the  river  into  False  Bay,  many  collateral  facts  might  be  cited. 
For  weeks  at  a  time  during  the  freshets,  the  whole  surface  of  the  bay  was  covered  with, 
river-water,  surcharged  with  suspensible  matter,  the  stratum  being  so  well  defined  as 
to  afford  water  suitable  for  drinking  at  a  mile  and  a  half  from  the  river's  mouth.  That 
the  process  of  deposition  was  going  on  is  proven  by  the  examination  of  the  Hats  at  dif- 
ferent points.  The  sand  of  the  river-bed  is  peculiar  to  itself,  being  brought  down  from 
the  upper  portion  of  the  Mission  Valley,  and  utterly  wanting  in  the  lands  adjacent  to 
the  bay,  yet  this  sand  is  found  at  those  places  about  the  harbor  where  eddies  are  formed 
by  the  river  and  tidal  currents. 

A  review  of  historical  authorities  joined  with  an  examination  of  existing  facts  af- 
fords an  additional  argument  in  favor  of  the  proposed  improvement.  The  navigator 
and  explorer,  Sebastian  Vizcaino,  who  visited  this  port  in  1602,  speaks  of  False  Bay  as 
a  good  harbor.  To-day  there  is  between  that  bay  and  the  true  harbor  a  flat  nearly  two 
miles  square,  which  has  evidently  been  deposited  by  the  river.  If  this  process  of  delta- 
formation  has  been  so  injurious  in  the  past,  what  guarantee  can  there  be  for  the  future, 
excepting  the  forcing  of  the  river  into  False  Bay  ?  There  is  no  alternative.  The  river 
must  be  turned,  or  a  few  years,  such  as  the  last,  will  see  the  second  harbor  on  the  Pa- 
cific  coast,  and  the  only  one,  save  San  Francisco,  which  is  now  available  for  large  ships, 
degraded  to  a  slough,  navigable  onlv  by  vessels  of  the  smallest  class. 

•  •  it        *  n  •  •  • 

Very  respectfully,  your  obedient  servant, 

Jxo.  H.  Weedkx, 
First  Lieut.  Engineers,  V.  S.  A, 
Lieut.  Col.  B.  S  Alexander, 

Corps  of  Engineers^  U,  S.  J.,  President  Board  of  Engineers,  «f-c. 


Table  of  rain-fall  in  San  Diego  during  the  icinter  1873-74. 
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Total  —  14.94  inches. 

The  above  table  is  from  the  records  of  the  signal -service  observer  at  San  Diego,  and 
gives  the  rain-fall  in  the  town.  In  previous  years,  when  a  rain-gauge  was  kept  in  the 
mountains,  the  rain-fall  there  was  found  to  be  almut  three  and  one-half  times  greater 
than  that  at  the  bay.  This  same  ratio  is  presumed,  from  the  testimony  of  competent 
judges,  to  have  obtained  during  the  past  year. 
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APPENDIX  AA  4. 

ANNUAL  EEPOET  OF  LIEUTENANT  COLONEL  C.  SEAFORTH 
STEWART,  CORPS  OF  ENGINEERS,  FOR  THE  FISCAL  YEAR 
ENDING  JUNE  30,  1874. 

EXAMINATION  AT  SANTA  CRUZ,  CALIFORNIA. 

San  Francisco,  Cal.,  July  26, 1873. 

Sir  :  By  letter  from  the  Office  of  the  Chief  of  Engineers,  dated  Wash- 
ington, D.  C,  March  19,  1873, 1  was  notified  that  under  the  provisions 
of  act  of  Congress  approved  March  3,  1873,  an  examination  or  survey 
was  to  be  made  at  Santa  Cruz,  Cal.,  in  my  district. 

As  it  was  found  upon  inquiry,  and  by  examination  of  such  charts  as 
could  be  procured,  that  no  change  sufficiently  great  to  require  a  resurvey 
had  probably  taken  place  in  this  harbor,  it  was  believed  an  examination 
would  give  data  upon  which  to  base  a  project  for  its  improvement. 
During  the  month  of  June,  under  orders,  I  went  to  Santa  Cruz,  made 
an  examination  of  the  harl)or,  and  now  report  as  follows : 

Santa  Cruz  is  situated  a  short  distance  inland  from  the  north  shore 
of  Monterey  Bay,  and  chiefly  on  the  right  bank  of  the  San  Lorenzo. 
This  during  the  dry  season  is  a  mere  rivulet,  but,  at  times,  in  the  rainy 
season,  bears  along  a  large  body  of  water. 

In  the  town  and  its  vicinity  are  many  manufactories.  There  are  ex- 
tensive powder-works,  some  seven  or  eight  tanneries,  lime-kilns,  saw- 
mills, soap  and  glue  factories,  and  a  foundery.  From  statistics  fur- 
nished me,  it  would  appear  that,  during  the  year  1872,  about  150,000 
kegs  of  powder,  from  90,000  to  95,000  barrels  of  lime,  from  7,000,000 
to  8,000,000  feet  of  lumber,  and  some  90,000  sides  of  leather,  with  other 
articles,  were  shipped  from  the  two  wharves,  the  money-value  of  those, 
exports  being  estimated  at  more  than  $1,100,000  in  coin.  The  im- 
ports, including  about  1,200  tons  of  nitrate  of  soda  and  325  of  sulphur, 
are  estiuiated  at  over  $730,000  in  value. 

There  is  a  weekly  line  of  steamers,  that  of  Goodall,  Nelson  &  Per- 
kins, running  to  and  from  San  Francisco.  Owing  to  climate,  local  at- 
tractions, sea-bathing,  &c.,  Santa  Cruz  is  quite  a  resort  for  strangers. 

The  harbor  lies  at  the  northwest  extremity  of  the  Bay  of  Monterey, 
and  is  perhaps  one  and  a  half  miles  in  length  from  east  to  west,  by  about 
three-fourths  of  a  mile  from  north  to  south.  The  holding-ground  for 
vessels  is  good.  The  land  affords  protection  from  winds,  going  around 
by  the  north,  from  the  west  to  the  south.  The  harbor  is  open  to  winds 
and  seas  from  the  southward.  The  heaviest  seas  are  said  to  come  in 
from  the  south  to  the  south-southwest,  during  southerly  gales,  in  the 
winter-months.    A  breakwater  would  protect  the  anchorage  from  these. 

There  is  forwarded  herewith  a  tracing  of  the  shore-line  and  soundings 
of  this  harbor,  obtained  from  the  United  States  Coast  Survey,  and  on 
it  are  sketched  the  position,  plan,  and  vertical  cross-section  of  such  a 
structure. 

The  usual  entrance  would  be  to  the  eastward.  Should  it  be  found  the 
interval  at  the  west  end  allows  too  heavy  a  sea  to  pass  in,  an  Rdditional 
work,  some  430  ynrds  in  length,  might  be  constructed  from  Point  Santa 
Ciuz  to  cover  this  gup. 
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To  make  a  correct  estimate  of  the  cost  of  such  a  work  is  difficult.  On 
this  coast  materials  and  labor  are  high.  The  tendency  of  trades  unions 
and  legislation  has  been  to  increase  the  cost  of  both,  and  to  lengthen 
the  time  of  construction  of  any  important  work.  Appropriations  are 
not  made  in  a  lump,  but  by  yearly  installments,  and  these  may  be  inter- 
mitted. Contracts  must  therefore  be  limited  to  these  yearly  amounts, 
and  cannot  be  made  to  the  greatest  advantage.  After  the  work  is  be- 
gun, changes  in  currents  doe  to  it  may  cause  the  formation  of  shoals, 
and  these  may  render  it  necessary  to  suspend  operations  for  a  longtime, 
to  ascertain  the  ultimate  character  and  dimensions  of  the  deposits. 
In  the  mean  time  the  unfinished  structure  may  be  greatly  damaged 
by  the  action  of  storm-waves,  thus  adding  largely  to  the  ultimate  cost. 
For  some  of  these  reasons,  the  Delaware  breakwater,  to  say  nothing 
of  any  other,  was  some  forty  years  under  construction,  and  was  never 
built  of  the  intended  dimensions.  It  does  not  contain  one-third  of  the 
material  required  for  the  one  now  under  consideration.  This  work,  if 
ever  undertaken,  may,  from  like  causes,  linger  on  to  completion  through 
75  or  100  years.  Tbe  foregoing  elements  of  uncertainty  have  been,  as 
far  as  practicable,  taken  into  account  in  determining  the  following  esti- 
mate. It  is  also  based  on  tbe  supposition  the  breakwater  is  to  be  con- 
structed of  stone  of  suitable  forms,  sizes,  and  chara4:^ter,  and  in  the 
general  way  like  works  have  been  in  some  cases  heretofore. 

Limestone  and  granite  are  to  be  found  within  a  few  miles  of  Santa 
Cruz,  and  granite  near  Monterey. 

In  the  position  given  this  work,  the  average  depth  at  mean  low-water 
is  7  fatboms.  For  a  running  yard,  lengthwise,  we  have  1,004.8  cubic 
yards  of  stone,  if  we  suppose  no  voids.  Considering  these,  and  calling 
two-thirds  solid  material,  which  will  perhaps  be  fairf  including  what 
will  be  required  for  the  ends,  and  for  what  may  be  scattered  by  storms 
during  the  necessarily  long  period  of  construction,  we  get  669.8  cubic 
yards,  or,  as  one  cubic  yard  will  weigh  about  two  tons,  1,339.6  tons  for 
every  yard  in  length.  It  is  thought  every  ton  in  place  will  cost  about 
$3  in  coin,  or  $3.45  in  legal-tenders.  This  would  give,  in  the  latter, 
$4,621.62  per  running  yard.  A  length  of  2,300  yards  would  then  cost 
$10,629,726.  Should  th^.  auxiliary  construction  off  Point  Santa  Cruz  be 
made,  it  would  require  about  190,000  tons,  or  an  additional  expense  of 
$655,500  in  legal-tenders. 

The  present  necessities  of  commerce,  to  my  mind,  do  not  justify  a  like 
expenditure;  therefore  it  is  not  believed  anything  can  be  expended 
profitably  on  this  work  during  the  next  fiscal  year. 

Santa  Crnz  is  in  the  collection-district  of  San  Francisco.  That  city  is  the  nearest 
port  of  entry. 

The  nearest  fort  is  that  of  Fort  Point,  at  entrance  to  harbor  of  San  Francisco.  The 
nearest  light-house  is  Santa  Cruz  light. 

The  amount  of  commerce  and  navigation  that  would  be  benefited  by  the  completion 
of  the  work  is  indeterminate. 

The  amonnt  of  revenue  collected  at  San  Francisco  during  the  last  fiscal  year  is  re- 
ported at  $8,065,988.21. 

For  statistical  and  other  information  T  am  indebted  to  the  collector  of 
the  port  of  San  Francisco,  to  Messrs.  Davis  and  Xelson,  and  Captains 
Johnson  and  Hobun,  in  their  employ. 
Respectfully  subniitte<l. 

C.  Seaforth  Stewart, 

Lieut.  Col.  of  Engineers. 
Brig.  Gen.  A.  A.  Humphreys, 

Chief  of  Engineers,  U.  S.  A. 
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AA  5. 

SAN  ANTONIO  CREEK,  SAN  FRANCISCO  BAY,  CALIFORNIA. 

Report  of  the  Board  of  Engineers. 

San  Francisco,  Cal.,  February  16, 1874. 

^T[General:  The  board  of  officers  constituted  by  Special  Orders  No. 
32,  headquarters  Corps  of  Engiueers,  Washington,  D.  C,  March  24, 
1873,  for  the  purpose  of  making  the  exaraination  and  survey  and  plan 
of  a  harbor  for  San  Antonio  Creek,  California,  provided  for  in  section  2 
of  the  act  making  appropriations  for  rivers  and  harbors,  approved 
March  3,  1873,  has  the  honor  to  submit  the  following  report: 

As  a  preliminary  step  to  the  investigation  of  this  subject,  the  board 
caused  a  map  of  San  Antonio  Estuary  and  Bar,  and  of  San  Leandro  Bay, 
to  be  prepared  from  the  best  attainable  information. 

This  map  embraces  the  peninsula  between  these  two  bodies  of  water, 
the  city  of  Oakland  on  the  north  side  of  San  Antonio  Estuary,  and  the 
marshes  and  sloughs  on  the  east  and  south  of  San  Leandro  Bay. 

The  map  also  shows  the  depth  of  water  in  these  two  bays,  the  sound- 
ings being  referred  to  the  plane  of  mean  low-water,  as  established  by 
the  United  States  Coast  Survey. 

The  sloping  shore  is  shown,  with  its  depth  of  water  at  low-tide,  from 
a  point  north  of  the  present  city  of  Oakland  to  a  position  opposite  to 
the  entrance  to  San  Leandro  Bay. 

The  board  also  caused  special  surveys  to  be  made  : 

Ist.  Of  the  vicinity  of  the  entrance  to  San  Leandro  Bay. 

2d.  Of  a  line  for  a  tidal  canal,  to  connect  the  waters  of  Sau  Antonio 
Estuary  with  those  of  San  Leandro  Bay. 

Tracings  of  the  map  and  of  the  two  special  surveys,  marked  No.  1  and 
No.  2,  are  inclosed  herewith. 

The  board  also  caused  various  borings  to  be  made  in  order  to  ascer- 
tain the  nature  of  the  material  with  which  it  will  have  to  deal  in  execut- 
ing the  suggested  improvement  of  San  Antonio  Estuary. 

Many  of  these  borings  are  tabulated  on  the  map,  and  others  showu  in 
the  sections  on  that  map,  and  on  Nos.  1  and  2. 

The  board  also  caused  simultaneous  tidal  observations  to  be  made  in 
San  Antonio  Estuary  and  in  San  Leandro  Bay,  in  order  to  ascertain  if 
there  was  a  difference  in  the  times  of  high  and  low  tide  in  these  two 
bodies  of  water,  or  a  difference  in  the  elevation  of  the  water  above  a 
common  0  for  the  similar  phases  of  the  tides. 

The  results  of  these  tidal  observations  are  platted  on  the  paper 
marked  3. 

The  positions  of  the  two  tidal  stations  are  laid  down  on  the  map. 

These  tidal  observations  show  that  the  water  rises  a  little  higher  and 
falls  a  little  lower  in  San  Leandro  Bay  than  it  does  in  San  Antonio 
Estuary;  the  mean  difference  in  the  range  of  the  tides  of  these  two  bays 
being  about  four-tenths  ( ,*o)  of  a  foot. 

It  will  also  be  observed  that  the  times  of  high  and  low  water  are  later 
in  San  Leandro  Bay  than  in  San  Antonio  Estuary;  the  mean  difference 
in  time  being  about  one  hour. 

In  considering  a  ''  plan  of  harbor'^  for  San  Antonio  Estuary,  we  sup- 
pose we  are  to  inquire  to  what  extent  this  estuary  can  be  developed  so 
as  to  make  it  a  commercial  harbor;  the  number  and  character  of  vessels 
it  could  accommodate,  if  so  developed,  and  the  cost  of  such  an  enter- 
pnse. 
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After  a  careful  study  of  our  maps  and  examiuation  of  the  ground, 
and  all  the  surrounding  circumstances,  we  have  arrived  at  certain  con- 
clusions on  these  subjects,  which  we  now  proceed  to  state: 

The  estuary  of  San  Antonio  receives  the  drainage  of  only  a  small 
tract  of  country  to  the  eastward  of  the  city  ot*  Oakhiud,  and  having  no 
large  stream  emptying  into  it  to  give  a  resultant  current,  it  is  doubtless 
slowly  filling  up  by  sediment  brought  into  it  troui  the  surrounding  shores 
during  the  rainy  season. 

The  estuary,  it  will  be  noticed,  spreads  out  at  its  upper  end,  so  that 
it  is  much  wider  there  than  it  is  lower  down. 

This  upper  portion  is  very  shallow,  a  great  part  of  it  being  bare  at 
low  water. 

It  is  the  water,  however,  which  this  wide  but  shallow  portion  of  the 
estuary  holds  at  high -tide,  together  with  that  contained  in  the  sloughs 
'  and  over  theadjacent  marshes,  which  scours  out  a  considerable  channel 
in  the  narrow  portions  on  the  ebb-tide  when  it  becomes  concentrated. 

An  examination  of  the  map  will  show  that  ott*  the  end  of  Hibbard's 
wharf,  where  the  channel  is  narrow,  there  is  a  depth  of  twenty-two  feet 
of  water  in  one  place  at  low-tide. 

Again,  at  the  mouth  of  the  arm  of  the  estuary  forming  Lake  Merritt, 
where  it  is  again  narrow,  the  depth  increases,  so  that  we  find  twenty- 
three  feet  in  one  place  at  low-water. 

Still  again,  at  the  entrance  of  the  estuary  and  for  some  distance  out- 
side of  it,  we  have  a  depth  of  water  ranging  from  twelve  to  eighteen 
feet  at  low- water. 

But  as  we  go  outside,  the  water  flowing  out  of  the  estuary  is  dispersed 
•over  a  large  area,  and  the  depth  gradually  diminishes  until,  at  the  dis- 
tance of  a  little  more  than  a  mile  from  the  entrance,  a  bar  is  formed, 
having  only  about  two, feet  of  water  over  it  at  low- water. 

It  is  a  natural  inference,  therefore,  to  conclude  that  it  is  the  scouring 
effect  of  the  water  flowing  out  of  the  estuary  which  maintains  a  channel 
of  considerable  depth  wherever  the  water-way  is  sufficiently  contracted 
to  develop  the  necessary  velocity  of  current. 

And  we  are  forced  to  the  conclusion  that,  if  the  water  of  the  ebb- 
tide could  be  confined  to  a  narrow  passage  from  the  entrance  of  the 
estuary  out  to  deep  water  of  San  Francisco  Bay,  a  channel  would  be 
scoured  out  to  that  bay,  the  depth  of  water  in  such  channel  becoming 
greater  as  the  width  of  the  passage  diminished. 

We  speak  of  the  ebb-current  as  doing  this  work,  because  it  is  a  well- 
known  fact,  in  relation  to  tidal  harbors,  that  the  greater  portion  of  the 
«cour  of  channels  is  done  by  the  ebb-tide.  The  flood-current  has  com- 
paratively little  influence  in  scouring  out  a  channel,  because  it  is  dis- 
persive, while  the  ebb-current  is  concentrative. 

The  greater  scouring  eft'ect  of  the  ebb-tide  is  also  due,  in  this  case,  to 
the  manner  in  which  the  tides  rise  and  fall  in  the  bay  of  San  Francisco ; 
<5ommencing  at  low-water  large,  the  tide  rises  to  high-water  small,  then 
falls  to  low-water  small,  then  rises  to  high- water  large,  then  falls  to  low- 
water  large  again.    • 

Thus  we  have  two  steps  to  get  from  low-water  large  to  high-water 
large,  while  we  have  but  one  step  to  get  back  again  from  high- water 
large  to  low-water  large.  It  is  the  scouring  eftect  of  this  large  ebb-tide 
which  keeps  this  channel  open,  and  of  considerable  depth  where  it  is 
sufficiently  contracted. 

We  may  observe  that  it  is  the  latter  portion  of  the  ebb-current  which 
is  the  most  concentrated,  and  which  produces  the  greatest  scouring. 

It  follows,  therefore,  that  one  of  the  first  steps  looking  to  the  im- 
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provement  of  the  entrance  to  this  estuary  is  to  contract  the  waterway 
over  the  bar. 

The  best  method  of  making  this  contraction  appears  to  us  to  be  by 
two  parallel  training-walls  of  stone.  The  positions  of  these  walls,  with 
their  proposed  sections,  are  shown  in  detail  on  the  map. 

In  order  to  afford  the  necessary  room  for  navigation,  these  walls  are 
placed  one  thousand  feet  apart  from  center  to  center  of  walls. 

If  it  be  found  in  time  that  a  narrower  passage  will  be  more  easily 
maintained  at  the  necessary  depth,  the  width  can  be  easily  and  cheaply 
reduced  by  short  wing-dams  run  out  on  one  or  both  sides  of  the  channel. 

It  will  be  noticed  that  the  constructions  we  propose  do  not  rise  to  the 
full  height  of  the  tide.  We  place  the  top  of  the  two  walls  at  the  height 
of  four  feet  above  low- water,  so  that  they  will  be  entirely  submerged  at 
high- water.  This  insures  that  the  estuary  will  be  entirely  filled  by  each 
high-tide,  for  the  last  of  the  flood  will  run  freely  over  these  walla,  while 
the  first  part  of  the  flood-tide  and  the  last  of  the  ebbtide — which  latter 
does  the  principal  work  of  scouring — are  guided  and  confined  between 
the  two  walls. 

Our  borings  on  the  bar  at  the  mouth  of  San  Antonio  Estuary  show 
that  this  bar  is  composed  of  hard  sand  to  a  depth  of  two  or  three  feet, 
but  below  this  there  is  a  stratum  of  mud,  soft  sand,  and  broken  shelb 
nearly  to  the  depth  of  the  proposed  channel  of  entrance,  to  be  hereafter 
described ;  and  below  this,  in  places,  hard  sand  is  again  found.  This  is 
a  very  favorable  condition  of  things  for  obtaining  a  channel  across  or 
through  this  bar,  either  by  dredging  or  by  the  action  of  the  current 
when  it  is  confined. 

In  fact,  we  believe,  for  the  reasons  already  given,  that  in  one  or  two 
years  after  these  walls  are  constructed  the  current  would,  without  other 
aid,  wash  out  a  channel  between  them  of  some  twelve  or  fourteen  feet 
in  depth  at  low  water,  approximating  in  width  and  depth  to  the  present 
channel  in  the  estuary  above. 

Such  a  channel  would  be  permanent,  and  it  could  be  obtained  at  mach 
less  cost  than  by  dredging. 

The  work  that  is  necessary  to  be  done  to  convert  San  Antonio's  Estu 
ary  into  a  good  harbor  for  commercial  purposes  naturally  divides  itself 
into  three  parts: 

1.  I'tiat  connected  with  the  entrance, 

2.  The  harbor  proper. 

3.  A  tidal  basin. 

For  the  sake  of  easy  reference,  we  have  designated  these  portions  on 
the  map  herewith  by  the  letters  A,  B,  C. 

The  entrance  A  is  bounded  on  the  northern  and  southern  sides  by 
the  two  submerged  ''  training-walls." 

The  harbor  B  is  to  be  inclosed  on  the  Oakland  and  Alameda  shores 
by  bulk-heads,  either  of  wood  or  stone,  filled  in  behind,  so  that  the  en- 
tire length  of  these  bulkheads  becomes  available  as  wharves.  Vessels 
lying  alongside  of  these  wharves  will  have  their  keels  parallel  to  the 
direction  of  the  currents  both  of  flood  and  ebb-tidee. 

The  tidal  basin  C  is  to  be  excavated  to  the  depth  of  two  feet  below 
low- water,  so  that  its  entire  tidal  area  will  be  available  when  the  wants 
of  commerce  will  justify  the  expenditure.  Of  course  this  space  may 
also  be  excavated  to  any  required  depth,  and  surrounded  by  a  balk- 
head,  thus  converting  it  also  into  a  commercial  harbor. 

But  this  tidal  basin,  C,  even  when  excavated  so  as  to  make  its  entire 
tidal  prism  available  for  scour,  will  not  be  large  enough  to  contain  i 
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qnantity  of  water  safficient  to  open  and  maintain  a  wide  and  deep  chan- 
nel of  entrance  between  the  training  walls  and  in  the  harbor  B. 

Eather  than  incur  the  heavy  expense  of  dredging  out.  these  channels, 
and  the  annual  cost  of  maintaining  them  of  the  requisite  depth,  we 
have  sought  for  a  cheaper  mode  of  construction,  and  one,  too,  by  which 
the  depth  of  water  in  the  harbor  and  the  approach  to  it  will  be  pre- 
served without  the  necessity  of  constant  dredging. 

Fortunately,  such  a  plan  is  almost  provided  by  nature. 

If  the  capacity  of  the  tidal  basin  C  could  be  greatly  increased  in  size, 
say,  so  as  to  double  the  present  quantity  of  water  flowing  into  and  out 
of  San  Antonio  Estuary,  the  escaping  water  of  the  ebb-tide  in  the  case 
supposed  would  scour  out  and  maintain  a  channel  very  much  wider  and 
deeper  than  the  present  one. 

We  propose  to  double  the  quantity  of  water  flowing  into  and  out  of 
San  Antonio  Estuary  by  connecting  that  estuary  with  San  Leandro  Bay 
by  a  tidal  canal  of  the  proper  size  to  insure  the  filling  and  emptying  of 
that  bay  at  each  flood  and  ebb  tide.  For  this  purpose  a  dam  across 
the  present  mouth  of  San  Leandro  Bay  will  be  necessary. 

Such  a  canal  and  dam  are  shown  in  the  map  herewith. 

It  will  be  noticed  that  this  dam  is  not  shown  to  the  full  height  of 
high-water.  To  insure  the  filling  of  this  bay,  we  only  build  the  dam  to 
the  height  of  four  feet  above  low-water  level,  which  is  the  same  as  the 
beight  of  the  training-walls  already  described. 

The  flood-tide  when  it  reaches  this  height  will  then  flow  freely  over 
the  proposed  dam,  and  add  greatly  to  the  quantity  of  water  entering 
the  bay  through  the  canal. 

Of  course  during  the  first  part  of  the  ebb-tide  the  water  will  escape 
over  the  top  of  this  dam,  but  after  the  water  has  reached  the  level  of 
the  top  of  the  dam  all  the  remaining  water  in  San  Leandro  Bay  must 
escape  through  the  canal  into  San  Antonio  Estuary. 

It  is  possible  that  in  the  future  it  may  be  well,  in  order  to  add  to  the 
sconring  effect  in  San  Antonio  Estuary,  to  force  all  the  tidal  prism  in  San 
licandro  Bay  to  escape,  at  least  during  certain  tides,  through  the  canal. 

To  accomplish  this,  we  have  sketched  automatic  tide-gates  on  the  top 
of  the  dam  across  the  entire  width  of  the  entrance  to  San  Leandro  Bay 
from  shore  to  shore. 

These  gates  would  be  so  arranged  as  to  let  the  flood-tide  flow  freely 
into  the  bay,  but  would  close,  unless  prevented  from  doing  so,  the  mo- 
ment of  the  beginning  of  the  ebb  current. 

Cubie  feet 
The  cubical  contents  of  the  tidal  prism  of  San  Leandro  Bay,  as  it  is  at 

the  present  time,  for  a  lise  and  fall  of  tide  of  six  feet,  is  equal  to 165, 000, 000 

Of  the  proposed  canal 20,000,000 

Total  additional  tidal  prism  in  these  two  bodies  of  water 185, 000, 000 

The  cubical  contents  of  San  Antonio  Estuary,  as  it  is  at  present,  are 
157,000,000  cubic  feet. 

So  we  see  that,  when  the  whole  tidal  prism  of  San  Leandro  Bay  is 
forced  to  flow  out  through  the  canal  into  San  Antonio  Estuary,  the  quan- 
tity of  water  escaping  through  that  estuary  on  the  ebb-tide  would  be 
considerablj'  more  than  doubled. 

Exactly  what  effect  doubling  this  quantity  of  water  would  have  in 
deepening  the  channel  in  San  Antonio  Estuary  and  the  entrance  be- 
tween the  two  training-walls  it  is  difficult  to  say  or  to  calculate. 

We  could  apply  the  usual  hydraulic  formulas  governing  the  flow  of 
water  in  such  cases  to  the  new  condition  of  things  when  the  whole  tidal 
prism  in  San  Leandro  Bay  and  the  proposed  canal  are  forced  to  pass 
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through  San  Autouio  Estuary,  but  we  do  not  thiuk  it  necessarj'  to  en- 
cumber this  report  with  them  further  than  to  show  the  result  at  which 
we  have  arrived.  To  do  this,  let  us  examine  the  circumstances  at  a 
single  point  only — say  the  mouth  of  San  Antonio  Estuary.  We  will 
state  that — 
The  area  of  a  cross-section  at  the  mouth  of  San  Antonio  Estuary  at 

high-tvater  mark  =  12,  302  square  feet. 
Area  at  low- water   =    5,  012  square  feet. 


2)17,  314 


Mean  area 8,  657  square  feet. 

Comparing  this  mean  section  with  the  tidal  prism  of  the  estuary^ 
there  results  for  a  6  foot  tide  a  mean  velocity  of  0.838  foot  per  second. 
Now,  when  the  whole  quantity  of  water  flowing  out  of  this  estuary  is 
more  than  doubled,  as  it  will  be  when  the  tidal  prism  of  San  Leandro 
Bay  and  the  canal  are  forced  through  it,  the  mean  velocity  of  the  e«eap^ 
ing  tide  will  be  fully  doubled,  and  the  water  will  begin  to  scour  for  it- 
self a  deeper  and  wider  channel,  until  an  equilibrium  is  established 
between  the  strength  of  the  current  and  the  resistance  of  the  particles 
to  be  moved.  Then  the  size  of  the  channel  will  become  fixed,  and  its 
depth  will  remain  i>ermanent. 

Exactly  what  depth  of  water  would  be  obtained  by  the  proposed  con- 
structions is  a  question,  as  we  have  already  observed,  which  it  is  impos- 
sible to  foresee.  Hut  as  the  present  depth  of  water  at  the  point  we  have 
chosen  for  illustration  is  14  feet  at  low  water  at  the  present  time,  and 
as  the  material  to  be  removed  in  order  to  obtain  a  deeper  channel  is 
generally  soft  mud,  like  that  on  the  present  bottom  and  sides  oi  the 
channel,  we  think  it  entirely  reasonable  to  conclude  that,  when  the  tidal 
currents  flowing  through  this  channel  are  fully  doubled  in  volume,  the 
depth  of  the  channel  will  be  increased  18  or  20  feet  at  low-tide. 

The  same  remarks  apply  to  the  depth  of  water  in  the  entrance 
between  the  two  training- walls,  but  with  still  greater  force  ;  for  the  ma- 
terial to  be  moved  there,  except  tor  2  or  3  feet  on  the  surface,  is  of  the 
same  general  character  as  that  in  the  estuary,  and  the  scouring  effect 
there  would  vary  as  the  quantities  of  tide-water  that  lay  above  any 
given  section-line. 

The  order  in  which  this  work  should  be  executed  would  be  as  follows: 

First.  Construct  the  two  submerged  training- walls,  beginning  at  the 
shore  and  carrying  them  out  simultaneously,  terminating  them  about  the 
points  indicated  on  the  drawing. 

Within  a  year  after  these  walls  shall  have  been  completed,  with  per- 
haps a  little  dredging  to  break  the  hard  sand  on  the  surface  so  a^  to 
direct  the  course  of  the  scour  downward  into  the  soft  material,  instead 
of  leaving  it  spread  out  over  the  entire  surface  of  harder  material,  we 
are  of  the  opinion  that  a  channel  would  be  scoured  out  between  these 
walls  of  some  12  to  14  feet  in  depth  at  low-tide.  This  of  itself  would  be 
a  great  advantage  to  San  Francisco  and  Oakland,  as  well  as  to  the 
traveling  community  generally.  For  then  all  ferry-boats,  river  and  bay 
steamers  could  pass  freely  from  San  Francisco  or  other  points  on  the  bay 
to  wharves  at  Oakland,  instead  of  lauding,  as  they  now  do,  at  the  end  of 
a  wharf  some  two  miles  from  shore,  and  carried  thence  on  cars  over  a 
wooden  bridge,  which,  however  carefully  w^atched,  many  persons  fear 
will  some  day  or  other  be  the  cause  of  a  serious  accident. 

As  there  are  now  some  sixty-seven  thousand  overland  passengers 
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and  two  million  ferry  passengers  for  Oakland  and  the  neighborhood 
passing  over  this  long  bridge  yearly,  the  importance  of  the  considera- 
tion above  mentioned  will  be  manifest. 

Second.  Excavate  the  canal  between  San  Antonio  Estaary  and  San 
Leandro  Bay. 

Third.  Constrnct  the  dam  at  the  month  of  San  Leandro  Bay. 

Pourth.  Excavate  the  tidal  basin  G. 

Then,  after  the  expiration  of  one  or  two  years,  or  when  the  new  tidal 
prisms  have  done  their  work,  we  will  know  what  excavation  will  be 
necessary  to  enable  the  largest  ships  to  enter  the  new  harbor,  so  as  to 
**  bring  ship  and  car  together.'^ 

We  proceed  to  give  an  approximate  estimate  of  cost  for  executing 
this  work  according  to  the  designs  shown  in  the  drawing : 

3 . — Number  of  cnbic  yards  of  stone  in  the  training- walls 127, 200 

Number  of  cubic  yards  of  stone  in  the  aprons,  supposing  them 
to  be  20  feet  square  and  2  feet  thick,  and  placed  100  feet 
apart  between  centers 6, 650 

Total  cubic  yards  of  stone  in  training-walls 133, 850 

Which,  at  $3  per  yard,  amounts  to $401,550  00 

In  this  estimate  we  have  diregarded  the  void  spaces  between  the 
8tcn?8,  which  will  be  a  liberal  allowance  for  the  settlemedt  of  the  stone 
in  the  sand,  and  for  the  stone  that  may  be  washed  away  by  storms 
daring  the  construction. 

We  allow  two  tons  of  two  thousand  (2,000)  pounds  each  to  the  cubic 
yarvl. 

We  suppose  the  stone  to  be  obtained  at  Yerba  Buena  Island. 

Dredging, 

To  dredge  a  channel  between  training- walls  100  feet  wide  and  to  a 
depth  of  6  feet  below  low-water,  removing  thereby  the  hard  sand  on 
the  surface  of  the  bar,  113,300  cubic  yards,  at  30  cents  per  cubic  yard. .  33, 990  00 

435,540  00 
Add  10  per  cent.. for  contingencies 43, 554  00 

479,094  €0 

2. — Excavation  of  canal, 

Nnmber  of  cubic  yards  of  excavation  in  the  canal  to  give  a  depth  of  8 
feet  of  water  at  low-tide  from  San  Antonio  Estuary  to  San  Leandro 
Bay  2,329,980,  at  15  cents  per  cubic  yard |349,497  00 

We  have  put  the  estimate  for  the  excavation  of  the  canal  at  a  low 
figure,  because  we  suppose  the  excavated  material  can  be  used  for  fill- 
ing up  the  marshes  in  the  rear  of  the  bulk-beads  at  Oakland  and  Ala- 
meda, and  that  whoever  makes  this  excavation  will  also  fill  in  these 
znarsbes. 

The  same  remarks  apply,  though  to  a  less  extent,  to  our  estimate  for 
the  dredging. 

3. — Dam, 

At  the  mouth  of  San  Leandro  Bay.    Number  of  cubic  yards  of  stone  in 

the  dam,  21,670,  at  |3  per  cubic  yard 65,010  00 

A.—Tidal  Basin  C. 

Number  of  cubic  yards  of  excavation  to  give  a  depth  of  2  feet  below  low- 
water,  3,198,100,  at  25  cents  per  cubic  yard 799,  .525  00 

1,214,032  00 
Add  10  per  cent,  for  contingencies 121, 403  20 

Total  cost  of  Nos.  2, 3,  and  4 1,335,435  20 
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At  this  point  our  estimate  ends.  We  suppose,  if  the  United  States 
undertakes  the  improvement  of  San  Antonio  Estuary  it  will  confiae  ito 
efiforts  to  making  the  harbor  accessible  for  the  usual  seagoing  vessels, 
and  to  securing  the  natural  forces  of  conservation  by  providing  the 
maximum  available  tidal  areas. 

This  done,  whatever  shall  remain  in  the  way  of  providing  conveniences 
and  accommodations  for  commerce,  may,  we  think,  with  propriety,  be 
left  to  the  commercial  interests  concerned. 

Possibly  some  future  work  may  be  required  to  obtain  the  necessary 
depth  of  water  between  the  two  training-walls.  This  may  be  done  at 
first,  as  we  have  stated  above,  by  short  wing-walls  thrown  out  on  either 
side  of  the  channel,  thereby  confining  the  water-way  to  a  width  sufficient 
to  maintain  the  requisite  depth. 

As  commerce  increases,  the  ends  of  these  wing- walls  can  be  taken  up, 
and  the  width  of  the  channel  of  approach  increased  from  time  to  time, 
if  necessary,  by  dredging. 

Here  we  oiight  to  state,  that  if  our  only  object  had  been  to  provide  a 
narrow  and  deep  channel  of  entrance  to  San  Antonio  Estuary,  we  would 
have  placed  the  training-walls  only  about  500  feet  apart ;  but  looking 
to  the  probable  future  wants  of  this  harbor  when  its  commerce  may  be 
largre,  we  thought  it  best  to  provide  a  wider  entrance. 

When  the  work  we  have  described  is  completed,  Oakland  and  Alameda 
will  have  a  fine  land-locked  harbor  or  basin  at  B,  capable  of  accommodat- 
ing forty  large  ships  at  the  same  time  alongside  their  wharves,  with 
room  for  as  many  more  at  anchor  in  the  estuary,  and  have  room  besides 
for  as  many  ferry-slips  as  would  be  wanted  to  accommodate  travel/ 

Oakland  is  not  a  port  of  entry,  the  nearest  port  being  San  Francisco, 
distant  about  five  miles.  Oakland  is  so  intimately  connected  with  Sao 
Francisco  that  the  interests  of  the  two  cities,  if  not  identical,  are  as 
nearly  allied  as  those  of  New  York  and  Brooklyn. 

We  learn  from  the  newspapers  of  the  day  that  there  were  67,000 
overland  passengers,  2,000,000  ferry  passengers,  $32,000,000  in  treasure 
from  the  mines  of  Californiaand  Nevada;  450,000  tons  of  general  freight; 
161,000  tons  of  wheat,  valued  at  $0,440,000,  all-  passing  over  the  long- 
wharf  at  Oakland  during  the  past  year. 

As  both  travel  and  trade  between  the  two  cities  are  increasing  rapidly, 
and  the  present  wharf  is  only  a  temporary  one,  it  would  seem  that  the 
interests  of  the  two  cities  would  be  greatly  increased  by  some  more  per- 
manent landings  at  Oakland. 

If  such  be  the  views  of  Congress,  and  if  it  be  decided  to  improve  the 
harbor  of  Oakland,  we  recommend  the  appropriation  of  the  amount 
necessary  to  construct  the  two  training- walls,  and  dredge  out  a  channel 
between  them  100  feet  wide,  having  a  depth  of  6  feet  at  low-water,  al 
the  present  session  of  Congress,  viz,  $479,094. 

This  amount  would  give  a  beneficial  and  useful  result  at  once,  and 
establish  all  the  travel  and  much  of  the  trade  between  the  two  cities 
on  a  better  basis  of  communication  than  they  now  have. 

We  will  close  this  report  by  stating  that  there  are  many  details  con- 
nected with  this  improvement  into  which  we  cannot  enter  without  pro- 
longing this  i»aper  to  unreasonable  length  ;  such,  for  instance,  as  the 
objections  which  may  be  urged  against  closing  up  the  natural  entrance 
into  San  Leandro  Bay,  and  to  what  extent  these  objections  may  be  com- 
pensated by  aftbrding  a  deeper  entrance  to  it  through  San  Antonio 
estuary  and  the  canal ;  such,  also,  as  the  objection  to  placing  obstruc- 
tions in  the  tidal  prism  of  the  Bay  of  San  Francisco,  and  how  far  this 
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objection  may  be  compensated  by  increased  tidal  water  in  San  Antonio 
estuary  and  the  canal  connecting  it  with  San  Leandro  Bay. 

Again^  there  will  be  laud-damages,  and  bridges  will  be  required  over 
the  proi>osed  canal. 

Still,  again,  the  two  bridges  across  the  harbor  at  Oakland  will  not  be 
suitable  structures  when  that  harbor  has  an  active  commerce. 

As  the  first  work  to  be  done  will  be  to  build  the  training- walls  and 
dredge  a  channel  between  them,  time  will  be  afforded  during  the  exe- 
cation  of  this  work  to  mature  the  details  of  all  such  special  matters  njt 
herein  discussed. 

Respectfully  submitted. 

G.  H.  Mendell, 

Major  of  Engineers, 
C.  Seaforth  Stewart, 

Lieut.  Col.  of  Engineers. 
B.  S.  Alexander. 

Lieut.  Col.  oj  Engineers. 
Brig.  Gen.  A.  A.  Humphreys, 

Chief  of  Engineers,  U.  S.  A. 


APPENDIX  BB. 

A.NNUAL  KEPOKT  OF  COLONEL  O.  E.  BABCOCK,  CORPS  OP 
ENGINEERS,  FOR  THE  FISCAL  YEAR  ENDING  JUNE  30,  1874. 

Office  of  Public  Buildings  and  Grounds, 

Washingtmij  B.  C,  October  7, 1874. 

Gbneral  :  I  have  the  honor  to  submit  the  following  report  of  the 
operations  on  the  works  under  my  charge  for  the  fiscal  year  ending 
June  30, 1874: 

CAB£  AND  IMPROVEMENT  OF  THE  PUBLIC  GROUNDS.— GROUNDS  SOUTH 

OF  THE  EXECUTIVE  MANSION. 

The  work  of  filUug  these  grounds  to  the  grade  of  Fifteenth  and  Seven- 
teenth  streets  has  progressed  as  gradually  during  the  year  as  the 
appropriation  made  for  the  purpose  would  allow.  A  considerable  quan- 
tity of  earth  is  deposited  in  these  grounds  by  citizens  from  excavations 
made  from  cellars,  &c.  This,  together  with  such  earth  as  was  satisfac- 
torily purchased,  was  used  in  grading  these  grounds. 

MONUMENT  GROUNDS. 

Work  was  commenced  on  the  Monument  grounds  July  1, 1873,  and 
carried  forward  until  the  appropriation  for  the  same  was  expended, 
with  the  following  results :  The  high  ground  along  Fourteenth  street 
and  south  of  the  present  roadway  was  cut  down  to  the  proper  grade, 
the  earth  so  removed  being  used  for  filling  along  Fourteenth  street 
north  of  the  entrance  of  the  roadway  to  these,  grounds.  The  graded 
grounds. were  rolled,  covered  with  good  soil,  and  sown  with  Kentucky 
blue-grass  seed.  The  maia  roadway  was  repaired  and  regraveled,  from 
time  to  time,  in  places  where  needed,  and  thus  kept  in  good  order. 
Believing  it  more  economical  and  expeditious  to  form  a  small  lake  of 

25ENG 
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that  portion  of  the  marsh  lying  east  of  "Meridian  avenue,"  than  to 
fill  the  same  with  earth,  a  portion  of  the  muck  deposited  was  excavated 
and  removed  to  the  White  Lot,  and  used  to  form  a  compost  for  the  dress- 
ing of  the  different  grounds.  This  excavation  was  completed  in  Sep- 
tember, connection  was  made  with  the  sewer  in  B  street,  and  so  arranged 
with  stop-plank  that  at  low  tide  the  water  can  be  drawn  from  the  lake. 
Bountiful  springs  were  found  near  the  shore  of  the  lake,  but  to  insnie 
a  full  supply  of  water,  the  Potomac  water  was  taken  from  Fourteenth 
street  supply-pipe.  This  was  accomplished  by  laying  800  feet  of  4-incli 
pipe  from  Fourteenth  street,  to  a  position  nearly  opposite  the  Monumeot, 
from  which  point  a  3-inch  pipe  (three  hundred  feet)  was  laid  to  the  center 
of  the  lake,  to  which  a  fountain-jet  was  attached.  During  cold  weather 
the  lake  formed  safe  and  good  skating  for  children,  and  was  much 
enjoyed  by  them. 

SMITHSONIAN  GROUNDS. 

As  the  entire  portion  of  these  grounds  south,  and  a  portion  of  them 
north  of  the  Institute  along  Twelfth  street,  had  not  been  graded  or 
improved,  work  was  first  commenced  there.  This  portion  was  thoroughly 
subdrained,  3-inch  tile  being  used,  and  laid  in  trenches  3  feet  deep  and 
3Q  feet  apart.  These  tiles  were  led  into  6  inch  sewer-pipes,  which  wer« 
connected  with  the  main  sewers  of  the  city  in  Seventh  and  Twelfth 
streets.  The  entire  grounds  above  mentioned  were  gra<led,  covered 
with  good  soil,  and  sown  with  Kentucky  bluegrass  seed.  As  the 
part  of  the  ground  so  graded  is  about  one-tbird  of  the  entire  square  it 
required  the  moving  of  a  great  number  of  cubic  yards  of  earth.  It  is 
now  ready  for  the  construction  of  the  walks  and  for  planting.  A  line  of 
6-incli  sewer-pipe  was  laid  along  the  north  line  of  these  grounds  from 
Twelfth  to  Seventh  streets,  and  connected  with  the  main  sewer  of  the 
city  at  the  last  named  street.  T-pieces  were  put  in  at  proper  distances 
to  receive  lateral  drains  from  the  ground  formerly  occui>ied  by  the  old 
canal,  which  is  now  a  part  of  these  gounds.  The  gi^avel  walk  leading 
from  the  Institute  north  to  Tenth  street  was  taken  up  and  relaid  with 
asphalt.  This  walk  is  the  most  used  by  the  public,  and  after  rains,  and 
in  the  spring  of  the  year,  was  at  times  almost  impassable.  It  is  now  in 
g6od  condition  at  all  times  of  the  year. 

A  13-inch  water-main,  running  through  these  grounds,  was  tapped 
near  the  center  of  the  grounds  and  a  4  inch  i)ipe  run  east  to  Seventh 
street.  From  this  pipe  lateral  branches  of  2-inch  pipe  were  run  to  B 
street  south,  200  feet  apart,  and  stop-cocks  and  valves  were  put  in  at 
proper  distances  to  aftbrd  easy  irrigation  when  needed.  The  4-inch 
pipe  was  connected  with  the  sewer  in  Seventh  street  with  a  stop-cock, 
so  that  the  water  can  be  drawn  from  the  pipes  in  winter  when  th«\v  are 
not  in  use,  in  order  to  prevent  their  being  destroyed  by  the  fi-eezing 
of  the  water.  When  making  connection  with  the  13-inch  main  a  6-inch 
13ipe  was  laid  west  a  few  feet,  thus  obviating  the  necessity  of  again 
making  a  concection  to  this  main  to  supply  fountains,  if  it  should  sub- 
sequently be  decided  to  build  them.  The  line  of  wood  tence  on  Seventh 
and  Twelfth  streets  was  removed,  the  material  of  any  value  being  taken 
to  the  Monument  grounds  and  stored.  The  roadways  and  walks  in  the 
improved  portion  of  these  grounds  have  been  kept  free  from  weeds,  and 
the  trees  have  been  properly  trimmed  and  are  in  good  condition. 

AEMOEY  SQUABE. 

In  this  square  the  grading  has  been  completed  with  the  exception  of 
a  small  portion  near  the  railroad  depot.     The  portion   graded  wa5 
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covered  with  good  soil,  and  sown  with  blue  grass-seed,  harrowed  in  and 
rolled.  The  old  fences  surrounding  it  were  removed  and  taken  to  the 
Monument  grounds,  and  a  row  of  hedge  along  the  line  of  the  old 
canal  was  removed,  thus  giving  this  square  a  better  and  much  more 
extended  appearance.  The  surplus  earth  taken  from  these  grounds 
was  used  in  tilling  the  reservations  just  opposite.  As  the  brick  building 
in  this  square  known  as  the  "  Armory  building''  is  old,  unsightly,  and 
contracts  the  appearance  of  these  grounds,  I  recommend  that  authority 
be  given  to  sell  the  same  at  public  auction,  the  proceeds  to  be  used  in 
ornamenting  the  grounds.  For  this  reason  I  have  not  included  any 
sum  for  their  improvement  in  my  estimates  for  the  next  fiscal  year. 

RESERVATIONS  BETWEEN  THIRD  AND  SIXTH  STREETS. 

The  board  of  public  works  having  raised  the  grade  of  Missouri  and 
Maine  avenues  several  feet,  these  reservations  are  so  far  below  grade 
that  tliey  became  nuisances  from  the  fact  of  their  collecting  the  drain- 
age from  the  higher  grounds  around,  forming  pools  of  stagnant  water 
very  injurious  to  the  public  health.  In  order  to  correct  this  as  far  as 
possible,  the  appropriation  for  these  reservations  was  expended  for 
earth  to  fill  in  the  low  places. 

JUDICIARY  SQUARE. 

The  old  wooden  buildings  on  this  square,  formerly  occuined  by  the 
Crovernment  as  hospitals,  and  later  by  tbe  Women's  Christian  Associa- 
tion, were  sold  August  12, 1873,  but  were  not  entirely  removed  until 
November,  at  which  time  the  improvement  of  the  square  was  com- 
menced, the  subdrainage  being  the  first  work  done.  A  brick  sewer 
runs  diagonally  through  this  square  from  G  and  Fifth  streets  to  E  and 
Fourth  streets,  built  for  the  purpose  of  draining  the  jail,  the  City-hall 
1>uilding,  and  for  other  purposes.  Connection  was  made  with  this  sewer 
at  G  street,  from  which  a  line  of  6-inch  terracotta  pipe  was  laid  alon 
the  north  line  of  the  square  to  the  fence  surrounding  the  jail.  From 
this  pipe  lines  of  3-inch  tile  were  laid  3  feet  deep  and  30  feet  apart,  and 
ranning  to  Louisiana  avenue.  From  the  connection  at  E  street  a  6-inch 
terra-cotta  pipe  was  run  west  270  feet;  into  this  lines  of  3-inch  tile,  30 
feet  apart,  were  run  south  to  Louisiana  avenue  and  north  to  the  jail-yard 
fence.  The  3-inch  tile  was  laid  3  feet  deep  and  the  6-inch  sewer  at  a 
depth  to  secure  the  necessary  fall  to  insure  rapid  drainage.  In  the  con- 
struction of  this  subdrainage  652  feet  of  6inch  sewer-pipe  and  23,115 
feet  of  3-inch  tile  were  used.  For  the  purposes  of  irrigation,  and  to 
supply  fountains,  three  lines  of  4-inch  water-pipe,  each  630  feet  long, 
were  led  into  this  square  from  Fifth  street;  along  each  one  of  these 
lines,  at  intervals  of  200  feet,  a  line  of  2-inch  pipe  was  laid  on  each  side 
100  feet  from  the  main  line  and  at  right  angles  to  it,  at  the  end  of  which 
angle- valves  are  to  be  attached,  so  that  every  part  of  the  ground,  except 
what  is  occupied  by  the  jail,  can  be  thoroughly  irrigated  by  using  a 
hose  75  feet  in  length.  To  accomplish  this,  1,890  feet  of  4-inch  and  2,200 
feet  of  2-inch  cast-iron  pipe  was  used.  A  large  quantity  of  earth  was 
hauled  into  these  grounds  by  the  board  of  public  works,  which  was 
used  in  grading  the  low  places.  The  entire  grounds  were  rough-graded, 
and  part  of  tbe  walks  staked  out  in  readiness  for  excavation.  Large 
quantities  of  loose  stones,  were  plowed  up  while  the  grading  was  going 
on.  They  were  collected,  together  with  a  lot  of  other  loose  stone  in  the 
square,  and  deposited  in  piles  near  the  jail-yard.    They  will  be  broken 
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to  tile  proper  size  aud  used  for  foundations  for  the  roads  and  walks. 
The  iron  fence  surrounding  part  of  the  square  was  turned  over  to  the 
board  of  public  works,  which,  together  with  some  of  the  same  pattern 
taken  from  around  the  Capitol  grounds,  will  be  used  to  fence  along  the 
line  of  Government  reservation  fronting  upon  the  old  canal  from  Sixth 
street  west  to  Fifteenth  street.  The  brick  building  on  this  square,  need 
for  school  purposes,  was  removed  in  the  fall.  Iron  park-posts  have  been 
placed  in  position  around  the  square,  and  lampposts  of  a  correspondiD«; 
pattern  have  been  substituted  for  the  city  lamp-posts ;  and  being  placed 
in  line  with  the  park-posts,  and  having  the  chain  attached  to  them,  the 
whole  line  of  posts  presents  a  uniform  appearance.  For  the  purpose  of 
thoroughly  lighting  the  inside  of  this  square,  the  necessary  mains  have 
been  laid,  sufficient  to  supply  forty  lamps.  These  posts,  three  of  which 
combine  a  drinking  fountain,  with  the  requisite  number  of  lamps,  have 
been  purchased,  and  will  be  placed  in  position  as  soon  as  possible.  For 
the  convenience  of  the  people  who  pass  through  this  square  a  woodeo 
walk  was  laid  along  the  line  of  £  street,  so  as  to  avoid  the  mud  and  wet 
of  the  winter  and  spring. 

LINCOLN  SQUARE. 

In  this  square  the  work  of  excavating,  grading,  graveling,  aud  roll- 
ing tbe  walks  has  been  completed,  6,383  square  yards  of  walks  having 
been  constructed.  Two  fountain-bowls,  each^O  feet  in  diameter,  have 
been  made  of  brick,  and  the  necessary  supply  of  water  and  drain  pipes 
led  into  them.  A  lodge,  similar  to  the  one  in  Franklin  Square,  with 
urinals  on  each  side,  has  been  erected,  and  the  necessary  connections  with 
water  and  sewer  pipes  made.  The  lodge  is  ornamental,  and  its  accom- 
modations of  much  value  to  the  public,  and  prevents  the  committing  of 
nuisances.  The  trees  have  been  properly  attendeil  to,  being  trimmed 
when  required,  and  are  in  good  condition. 

SCOTT  STATUE  RESERVATIONS. 

The  reservations  on  each  side  of  the  Scott  statue  have  been  graded, 
soiled,  seeded,  and  inclosed  with  posts  and  chain.  They  have  also  beeo 
ornamented  by  the  planting  of  trees,  evergreens,  &c.  The  circle  grouDd^ 
immediately  surrounding  the  statue  have  also  been  improved  by  beiD^ 
graded,  soiled,  and  sodded,  and  planted  with  ornamental  and  floweriog 
plants,  evergreens,  &c.  A  stone  curb  has  been  set  around  the  circle 
inside  of  the  stone  flagging,  next  to  which  a  brick  gutter  has  been  laid 
for  the  purpose  of  carrying  off  the  surface-water  from  the  moond,  whiefa 
would  otherwise  run  on  the  pavement.  This  gutter  has  been  connected 
with  the  main  sewer  on  Sixteenth  street. 

The  water-pipe  running  through  the  circle  has  been  tapped  in  two 
places,  and  l^-inch  angle- valves  attached.  The  taps  were  made  near 
the  circumference  of  -the  circle,  and  opposite  the  reservations  on  either 
side,  so  that  they  can  be  easily  Irrigated  if  necessary.  Four  lampposts 
and  lamps  have  been  placed  around  this  circle,  and  all  necessary  cod- 
nections  made  with  the  gas-mains. 

RAWLINS   SQUARE. 

This  square  has  been  inclosed  with  an  iron  post  and  chain  fence, 
and  lamp-posts  of  a  pattern  corresponding  with  the  park-posts  bare 
been  placed  in  position  around  the  square,  thereby  affording  sufficient 
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light,  and  both  lamp  and  park  posts  have  received  two  coats  of  paint. 
To  prevent  washing,  a  small  terrace  was  made  and  sodded  along  the 
north  side  of  the  sqaare.  The  square  was  sown  with  blue-grass  seed, 
which  has  taken  well,  and  will  make  a  good  lawn.  The  following  is 
the  number  and  variety  of  the  trees  planted  in  this  square:  6  juniper, 
8  Virginia  cedars,  4  dogwood,  1  sassafras,  1  black-walnut,  3  English 
maples,  3  spireas,  1  magnolia,  4  forsy thias,  1  birch,  1  Japan  quince,  and 
1  jasmine.  These  trees  were  transplanted  during  the  winter,  when 
the  ground  was  frozen,  and  were  removed  without  disturbing  the  earth 
around  their  roots. 

CIRCLE  RHODE  ISLAND  AND  VERMONT  AVENUES. 

At  the  date  of  my  last  annual  report  this  circle,  the  largest  in  the 
city,  had  been  partially  subdrained,  and  water  and  gas  mains  led  into 
it.  At  that  time  the  sewer  along  Khode  Island  avenue  into  which  this 
sewerage  was  to  be  led  had  not  been  built.  This  sewer  was  completed 
by  the  board  of  public  works  during  the  spring,  and  connection  was 
made  with  it  and  the  circle  drained  of  the  ponds  of  stagnant  w^ater, 
aft^r  which  the  improvements  were  renewed.  The  circle  was  graded, 
excavation  for  fountain  made,  drainage  for  the  same  provided,  connec- 
tion made  with  the  water-pipes  for  supplying  the  fountain,  and  the  work  of 
constructing  the  bowl  commenced.  A  quantity  of  clay  ifrom  this  circle 
was  hauled  to  the  "Scott  Statue  reser\*?itions,"  and  used  in  grading  the 
same.  • 

WASHINGTON  CIRCLE. 

This  circle  has  been  improved  by  taking  up  the  gravel  walks,  grading 
and  narrowing  them,  and  relaying  the  screened  gravel.  They  were 
carefully  rolled,  and  now  present  a  smooth  and  hard  surface  very  pleas* 
ant  to  walk  upon.  The  ground  around  the  statue  has  been  enlarged, 
regraded,  and  sodded.  A  brick  gutter  was  laid  around  the  circle 
inclosing  the  statue  and  on  each  side  of  the  walks,  the  former  being  led 
into  a  trap  located  north  of  the  statue.  From  this  trap  a  line  of  4-inch 
sewer-pipe  was  laid  to  the  main  sewer  in  New  Hampshire  avenue.  This 
will  collect  the  surface-water  from  the  mound,  and  thus  prevent  the 
washing  of  the  walks.  The  12-inch  Government  water-main  that  passes 
through  this  circle  was  tapped  and  two  angle-valves  attached.  They 
-were  placed  near  the  circumference  of  the  circle  surrounding  the  statue 
for  the  purpose  of  affording  easy  irrigation,  if  needed.  The  portion  of 
these  grounds  that  was  regraded  was  sodded;  the  trees  were  trimmed 
to  open  a  view  of  the  statue,  and  the  seats  replaced  and  fastened  in 
position. 

RESERVATION  NO.  17. 

The  appropriation  for  this  reservation  was  expended  in  grading  and 
getting  out  gravel  for  roadways,  walks,  &c.  The  condition  of  the  ground 
was  such  that  but  little  progress  could  be  made  with  the  small  amount 
appropriated.  The  remains  of  the  stone  foundation  for  the  jail  build- 
ing are  still  on  these  grounds. 

TRIANGULAR  RESERVATIONS. 

Two  reservations  on  Massachusetts  avenue,  between  Tenth  and 
Twelfth  streets,  which  were  above  the  grade  of  the  avenue  at  that 
point,  as  established  by  the  board  of  public  works,  were  cut  down  to 
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grade,  and  the  dirt,  2,951  yards,  was  hauled  into  the  grounds  soath  ot 
the  Executive  Mansion,  and  used  for  filling. 

Four  reservations  on  Pennsylvania  avenue,  east  of  the  Capitol,  were 
surrounded  with  iron  posts,  to  which  was  attached  a  rail  of  gas-pipe» 
The  reservation  on  Massachusetts  avenue,  between  Fifth  and  Sixth 
streets,  named  "Ashland  Place,"  in  honor  of  Henry  Clay,  has  been 
graded,  water  and  sewer  pipe  led  into  it  for  a  fountain,  and  inclosed 
with  a  wrough^iron  fence. 

The  reservation  on  New  York  avenue,  between  Tenth  and  Eleventh 
streets,  has  been  inclosed  with  a  wrought-iron  park  fence,  and  a  foun- 
tain and  iron  bowl  also  placed  in  position,  for  which  the  necessary 
water  and  drain  has  been  provided.  A  number  of  evergreens  has  been 
set  out  in  the  reservation  on  New  York  avenue  and  H  street,  in  front  of 
the  Presbyterian  church  at  that  point. 

The  reservation  on  the  north  side  of  Pennsylvania  avenue  between 
Eighteenth  and  Nineteenth  streets  has  been  improved  by  removing  the 
old  wooden  fence  that  inclosed  it  and  substituting  a  park  post  and 
chain.  It  was  graded  and  the  walks  laid  out  on  the  same  plan  as  the 
one  opposite.  The  walks  were  filled  with  gravel  and  rolled.  A  few 
park  settees  were  placed  in  this  and  the  reservation  opposite  and  se- 
curely fastened  to  the  giound. 

CONGRESSI^AL  CEMETERY. 

No  work  has  be^n  done  in  this  cemetery  since  my  last  atinaal  report, 
except  to  grade  and  sod  the  slope  of  H  street,  which  was  widened  last 
year.  This  was  found  necessary  to  prevent  the  grade  from  being  de- 
stroyed by  rains.  The  amount  appropriated  for  this  cemetery  was  thus 
exhausted. 

MANURE. 

A  large  number  of  cart-loads  of  a  vegetable  deposit  (muck)  has  been 
excavated  from  the  low  and  marshy  grounds  in  the  Monument  Lot  and 
nauled  into  the  White  Lot  adjoining.  This  muck  after  being  exposed  to 
the  action  of  the  weather  was  turned  over  and  thoroughly  mixed  with 
lime,  1,500  bushels  of  which  were  used.  The  lime  pulverizes  the  mack 
and  kills  the  germ  of  any  seed  that  may  be  in  it,  and  makes  a  valuable 
and  comparatively  cheap  compost.  It  was  hauled  and  spread  on  the 
public  grounds  when  they  were  frozen,  to  prevent  the  cart-whftels  from 
damaging  the  sod.  The  grounds  were  raked  after  spreading  so  as  to 
evenly  distribute  it.  The  use  of  this  compost  has  been  very  siitisfactory 
and  the  growth  of  grass  marked, 

PROPAGATING  GARDEN. 

The  green-houses  at  this  garden,  formerly  located  on  reservation  cor- 
ner of  Third  street  and  Missouri  avenue,  were  removed  to  the  Nursery 
grounds,  Reservation  No.  3,  and  extensive  additions  were  made  to  them. 
The  material  used  in  rebuilding  these  houses  was  taken  principally  from 
the  old  green-houses  and  from  the  houses  removed  from  the  squares 
added  to  the  Capitol  grounds  last  year.  In  addition  to  the  construction 
of  these  houses  two  rows  of  frames  were  built  and  supplied  with  the 
necessary  heat,  &c.  These  frames  are  comparatively  inexpensive  to 
build  and  heat,  and  are  very  useful.  The  plants  were  removed  to  the 
new  houses  and  properly  arranged  before  any  damage  was  done  to  them 
by  frost  or  exposure  to  the  autumn  storms.    A  quantity  of  bulbs  and 
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seeds  wa^  imported  from  Europe  for  the  green-house  and  the  grounds, 
and  was  imported  to  secure  the  varieties  desired.  A  portion  of  these 
seeds,  together  with  others  saved  from  the  public  grounds,  were  prop- 
erly put  up  in  papers,  labeled,  «&c.,  and  one  package  containing  sixty 
papers  was  delivered  to  each  member  of  Congress.  In  addition  to  this 
distribution  of  seeds  every  member  who  applied  was  supplied  with  fifty 
euttiugs  of  various  greenhouse  plants,  &c.,  of  the  surplus  stock  of  such 
plants  in  the  green-houses.  Most  of  these  plants  were  packed  in  boxes 
ready  for  shipment. 

NURSERY. 

The  Nursery  groun<ls  were  inclosed  with  a  wooden  fence,  the  old  pal- 
ing^s  taken  from  the  various  reservations  being  used  for  that  purpose. 
It  vvas  not  the  intention  when  these  grounds  were  first  selected  as  a 
nursery  to  inclose  them;  but  it  was  found  that  the  young  stock  could 
not  be  properly  protected  without  it.  A  quantity  of  such  stock  as  was 
deemed  advisable  to  be  set  out  in  the  public  grounds  for  their  embellish- 
ment was  purchased  and  placed  in  the  nursery,  to  be  used  from  time  to 
time  a«  occasion  may  require.  In  addition  to  the  stock  purchased,  a 
large  amount  of  seed  was  gathered  from  the  trees  in  the  public  grounds, 
selecting  only  such  varieties  as  are  most  desirable,  and  was  planted  in 
the  nursery.  There  are  now  several  thousand  young  trees  from  this 
planting,  which  with  proper  care  will  in  a  few  years  furnish  such  trees 
as  will  be  needed  in  the  public  grounds. 

TREES,  EVERGREENS,  ETC. 

During  the  winter,  when  the  ground  was  frozen,  a  number  of  large 
trees  was  transplanted  from  the  VVhite  Lot  and  other  reservations.  They 
were  of  the  following  varieties,  and  were  distributed  in  the  reservations 
as  follows: 

iScott  Square, — Two  elms,  2  forsythias,  1  catalpa,  2  spireas,  13  enony- 
mus. 

JFarragut  Sqttare, — Three  English  maples,  2  elms,  2  horse-chestnuts,  3 
Norway  maples,  1  enonymus. 

Movnt  Vernon  Square, — One  white  ash,  1  persimmon,  15  elms,  14 
maples. 

Circle  MassachtisettSj  Connecticut^  and  New  Hampshire  avenues, — One 
asb,  1  ash-leaved  maple,  1  sycamore,  1  sugar  maple,  4  cedars. 

These,  together  with  those  placed  in  Kawlins  Square  already  enumer- 
ated, make  110  trees  so  removed. 

In  the  spring  the  landscape  gardener,  by  my  direction,  visited  nur- 
series in  Pennsylvania,  New  York,  and  New  Jersey,  and  purchased  a 
n amber  of  fine  specimens  of  trees,  evergreens,  &c.,  such  as  could  not 
be  purjLshased  in  this  vicinity.  They  arrived  in  good  order,  and  were 
placed  temporarily  in  the  nursery.  Some  600  of  these  were  transplanted, 
being  placed  principally  in  Scott,  Farragut,  Franklin,  and  Kawlins 
Squares,  and  Mount  Vernon  Place.  Nearly  all  have  grown  well  during 
the  summer. 

FOUNTAINS. 

The  various  fountains  have  had  proper  care  and  attention.  In  the 
fall  the  water  was  turned  oflf  and  the  bowls  filled  with  leaves' to  prevent 
their  being  damaged  by  frost.  In  the  spring  the  leaves  were  removed 
and  the  water  turned  on,  and  it  was  found  that  the  bowls  had  sustained 
no  injury  from  the  frost  during  the  winter.    Much  annoyance  is  experi- 
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enced  in  the  spriuif  from  fish  spawn  that  gets  into  the  jets  of  the  fonn- 
tains  and  prevents  the  free  play  of  the  water. 

CHAIN  BRIDaE. 

At  the  date  of  the  last  annual  report  the  rebuilding  of  Chain  Bridge 
was  under  contract  with  Mr.  S.  11,  Dickson,  of  !New  Haven,  Conn.  By 
the  terms  of  his  contract  the  bridge  should  have  been  fully  completed 
by  the  1st  day  of  June,  1873.  He  was  repeatedly  notified  to  com- 
mence and  finish  his  work,  and  on  the  15th  of  October,  1873,  (there  be- 
ing no  evidence  that  he  had  even  commenced  it,)  he  was  finally  notified 
that  his  contract  was  annulled. 

With  the  approval  of  the  Chief  of  Engineers,  a  contract  was  then 
entered  into  with  Messrs.  Clark,  Reeves  &  Co.,  of  the  Phoeuixville  Bridge 
Works.  Their  contract  was  dated  November  14, 1873,  to  be  fully  com- 
pleted on  or  before  the  1st  of  May,  1874.  They  immediately  commenced 
the  work,  and  their  first  shipment  of  iron  was  received  December  26, 
1873;  other  shipments  followed  in  rapid  succession,  and  the  entire  work 
was  fully  completed  on  the  27th  day  of  March,  1874, 

It  is  due  to  Mr.  Dickson  to  state  that  the  several  communications  sent 
to  him  from  this  oflice  to  the  address  given  by  him  were  not  received  by 
him,  but  were  returned  to  me  by  the  postmaster  of  New  Haven,  the  10th 
of  January,  1874. 

SCOTT  STATUE. 

Since  my  last  annual  report  the  granite  pedestal  for  the  Scott  statae 
has  been  received  and  placed  in  position,  on  the  site  selected  for  the 
same,  at  the  intersection  of  Bhode  Island  and  Massachusetts  avenues. 
The  largest  stone,  weighing  119  tons  1,171  pounds,  was  removed  from 
the  foot  of  6  street  northwest,  in  eight  days,  without  damage  to  either 
the  stone  or  the  roadways  over  which  it  was  moved.  The  bronze  statae 
was  placed  in  position  as  soon  as  the  pedestal  was  ready  to  receive  it 

MISCELLANEOUS. 

The  post  and  chain  inclosing  Farragut  Square,  and  the  iron  fence  in- 
closing the  triangular  reservation  on  Pennsylvania  Avenue  betwe^ 
Twentieth  and  Twenty-first  streets  and  the  Washington  Circle,  was 
painted.  The  rustic  seats  in  the  Fourteenth-street  Circle  were  re- 
paired, scraped,  and  varnished.  The  other  seats  in  the  public  squares 
that  were  torn  from  their  fastenings  during  the  winter,  were  repaired, 
placed  in  position,  and  fastened.  A  large  number  of  cocoons  of  the 
basket  caterpillar  were  picked  from  the  evergreens  and  destroyed,  thus 
preventing  an  immense  amount  of  damage  being  done  them.  These 
worms  are  very  injurious  to  evergreens,  and  in  a  very  short  time  will 
destroy  them  if  not  removed. 

The  snow  and  ice  were  promptly  removed  from  the  walks  along  the 
public  reservations  under  my  charge.  Three  hundred  .and  fifty  boxes 
for  the  sparrows  were  made  by  the  carpenters  during  the  winter,  andiB 
the  spring  were  securely  fastened  to  the  tiees. 

The  increase  of  the  sparrows  has  been  so  rapid  that  all  the  boxes  were 
occupied  almost  immediately.  They  have  not  been  so  much  disturbed 
by  the  boys  this  year,  in  consequence  of  which  they  are  becoming  mote 
tame. 

Much  annoyance  is  experienced  with  the  wild  garlic  which  grows  in 
most  of  the  public  reservations.    Large  quantities  have  been  dug  up 
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and  removed,  especially  from  Lafayette  and  Franklin  Squares  and  the 
grounds  around  the  Executive  Mansion. 

The  President  presented  to  this  office  a  handsome  specimen  of  an 
American  eagle,  which  had  been  sent  to  him  from  Wisconsin.  A  cage 
was  constructed  for  it  and  placed  in  Franklin  Square,  thus  adding  to 
this  square  a  feature  of  much  interest  to  the  children  of  the  city. 
Specimens  of  animals  are  frequently  offered  to  this  office  from  officials 
of  the  Government  and  private  individuals,  which  are  often  declined  for 
the  want  of  means  to  properly  house  and  care  for  them.  In  a  few  years, 
and  at  a  comparatively  small  expense,  a  very  line  collection  of  Ameri- 
can and  other  animals  could  be  collected.  Such  a  collection  would  be  a 
great  source  of  entertainment  to  the  people  of  the  capital  and  those 
\i8iting  it,  besides  being  of  great  value  to  the  student  of  natural 
history. 

I  would  respectfully  recommend  that  an  appropriation  be  made  to  pro- 
vide for  receiving  such  contributions. 

The  trees,  evergreens,  &c.,  in  the  various  reservations  have  been  cared 
for  and  properly  trimmed  in  season.  Some  of  the  evergreens  were  tied 
up  to  prevent  the  breaking  of  their  branches  from  the  weight  of  snow 
falling  on  them  during  the  winter.  While  the  leaves  are  falling  a  force 
is  employed  to  collect  and  remove  them.  They  are  deposited  in  piles, 
thas  forming  a  vegetable  mold  which  is  very  valuable,  and  which  is 
used  in  the  green-houses  for  propagating  purposes.  What  is  not  used 
for  this  purpose  is  used  for  top-dressing  for  lawns. 

The  electrical  lighting  apparatus  in  the  Capitol  has  been  kept  in 
thorough  repair.  No  trouble  has  been  at  any  time  experienced  in 
working  it. 

By  a  careful  supervision  of  the  consumption  of  the  gas  in  the  entire 
Capitol  building  during  the  long  session  of  Congress,  a  great  saving  has 
been  effected,  enabling  a  return  to  the  Treasury  of  the  United  States 
of  the  sum  of  $10,257.62  of  the  "  lighting  fund." 

The  triangular  reservation  on  Seventh  street  and  Pennsylvania  avenue, 
which  was  opened  to  the  public  in  June,  1871,  has  been  closed,  the  abuse 
of  the  privilege  more  than  counterbalancing  the  benefits  to  the  public. 

The  public  gardener  has  been  employed  during  the  year,  when  his 
services  were  not  otherwise  required,  in  preparing  maps  of  the  reserva- 
tions that  had  been  improved  by  this  office.  These  maps  give  the  road- 
ways and  walks,  locate  the  fountains,  drinking-fountains,  and  the  drains, 
and  gas  and  water  pipes.  Maps  of  the  following-named  reservations 
have  been  so  prepared,  viz :  Lafayette,  Lincoln,  Judiciary,  Scott,  and 
Farragut  Squares,  Washington  ami  Thirteenth-street  Circles,  and  the 
circle  at  intersection  of  Massachusetts,  Connecticut,  and  New  Hampshire 
avenues,  and  Mount  Vernon  Place,  the  grounds  around  the  Executive 
Mansion,  two  triangular  reservations  on  Pennsylvania  avenue  between 
Eighteenth  and  Nineteenth  streets,  triangular  reservation  on  New 
York  avenue  between  Tenth  and  Eleventh  streets  and  Ashland  Place, 
reservation  on  Massachusetts  avenue  between  Fifth  and  Sixth  streets. 

It  is  the  intention  to  make  these  maps,  as  well  as  others  yet  to  be 
prepared,  show  the  location  of  the  various  trees  and  shrubs,  with  the 
local  and  botanical  name  of  each  given,  so  that  at  any  time  in  the  future 
when  a  tree  dies,  an  examination  of  the  map  would  show  what  had  been 
previously  set,  and  thus  enable  the  same  species  to  be  reset,  so  that  the 
original  plan  of  planting  and  arranging  the  trees  can  be  maintained,  and 
a  comparison  of  the  hardiness,  length  of  life,  &c.,  of  the  different  varie- 
ties be  kept. 
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Much  difficulty  has  been  experienced  in  locating  water  and  sewer- 
drain  pipes,  which  these  maps  will  obviate. 

I  have  to  report  that  on  the  22d  day  of  October  I  received  from  Messrs. 
Latimer  &  Cleary,  auctioneers,  an  account  of  sales  of  the  old-wood 
buildings  on  Judiciary  Square,  sold  by  them  August  12, 1873.  The 
proceeds,  $1,609.46,  was  paid  tojthe  managers  of  the  Women's  Christian 
Association,  in  accordance  with  the  act  of  Congress  authorizing  their 
sale. 

Permission  was  twice  given  during  the  year  to  menageries  and  circus 
companies  to  exhibit  on  the  unimproved  reservation  between  Four  and 
a  half  and  Sixth  streets,  upon  condition  that  they  should  give  $100  each 
time  to  some  charitable  institution  in  the  city,  and  should  admit  the 
soldiers'  and  sailors'  orphans  free. 

Of  the  $200  thus  received,  $150  was  given  to  the  Children's  Hospital, 
a  Christian  institution,  whose  relief  extends  to  all  children,  without  dis- 
tinction of  color,  and  $50  to  the  Women's  Christian  Association,  a  very 
worthy  charitable  institution. 

NAVY- YARD  AND  UPPER  BRIDGES. 

The  Navy-yard  and  Benning's  Bridges  have  received  the  necessary 
care  and  attention  during  the  year,  and  travel  has  been  uninterrupted. 
They  have  both  received  very  extensive  repairs,  and  are  in  as  good  con- 
dition as  the  appropriation  for  their  care  and  preservation  will  permit 

The  Navy-yard  Bridge  accommodates  an  immense  travel,  and  requires 
almost  constant  repairing.  On  the  29th  of  July,  1873,  as  a  four-horse 
team  belonging  to  the  Government  Insane  Asylum  was  crossing  the 
Navy-yard  Bridge,  a  span  of  the  bridge  broke,  and  let  them  through 
into  the  water.  A  patient  from  the  hospital  was  seated  with  the  driver, 
and  narrowly  escaped  being  drowned.  Two  of  the  horses  were  drowned. 
The  bridge  was  immediately  repaired.  This  bridge  is  the  only  direct 
means  of  communication  with  the  asylum  and  Washington,  and  as  it 
contains  some  six  hundred  and  twenty-five  patients,  any  interruption  of 
this  character  is  of  serious  embarrassment  to  the  institution. 

TELEGRAPH. 

An  appropriation  was  made  by  Congress  for  the  purpose  of  connect- 
ing the  Capitol  with  the  Executive  Departments  and  the  Government 
Printing  Office  by  a  telegraph  line,  and  directing  the  officer  in  charge 
of  the  public  buildings  and  grounds  to  construct  the  line.  Proposals 
were  solicited  from  several  parties  engaged  in  that  business,  and  it  was 
awarded  to  the  lowest  bidder.  The  lines  were  erected,  and  proper  in- 
struments purchased  and  placed  in  position  before  the  assembling  of 
Congress  in  December.  The  lines  were  so  arranged  that  the  several 
Departments  are  connected  with  each  other  as  well  as  with  the  Capitol. 

To  prevent  disfiguring  the  Capitol  Grounds,  the  wires  were  run  from 
North  Capitol  street  to  the  Capitol  under  ground.  To  accomplish  this, 
two  cables  of  five  wires  each  were  laid.  At  North  Capitol  street  the 
various  wires  were  attached  to  the  cable,  an  ornamented  iron  post 
being  used,  through  the  center  of  which  the  wires  were  led.  The  line 
was  kept  in  good  working  order  during  the  session  of  Congress,  and 
has  proved  of  great  service  to  the  members  and  to  the  various  Depart- 
ments. The  posts  have  received  two  coats  of  paint  to  preserve  them 
and  make  their  appearance  in  the  city  as  unobjectionable  as  possible. 
A  quantity  of  material  was  purchased,  which  will  be  available  during 
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the  coming  year.  I  would  respectfully  recommend  an  extension  of  this 
line,  so  as  to  connect  the  navy-yard,  arsenal,  Smithsonian  Institution, 
Department  of  Agriculture,  tbe  Naval  Observatory,  and  other  national 
institutions  in  the  District  of  Columbia. 

GOVERNMENT  WATER-PIPES. 

The  Government  water-pipes  conducting  water  to  the  Capitol  from 
Smith's  Spring  are  laid  along  North  Capitol  street,  in  which  street  the 
board  of  public  works  has  been  constructing  a  large  sewer.  The  nature 
of  the  work  was  such  that  the  pipes  were  continually  breaking.  To 
correct  this,  and  to  avoid  the  necessity  of  digging  up  the  street  ip  case 
of  a  break,  and  to  maintain  the  supply  of  water,  the  locatipn  of  the 
line  was  changed,  it  being  placed  under  the  side  or  foot  walks,  just  inside 
the  curb.  It  was  discovered  in  moving  the  pipe  that  many  of  the  pieces 
had  been  destroyed  by  rust.  These  were  replaced  with  new  pipe.  The 
supply  of  spring-water  to  the  Capitol  was  not  interrupted  during  the 
session  of  Congress. 

EXECUTIVE  MANSION. 

The  public  and  private  portions  of  the  Executive  Mansion  received 
tbe  necessary  care  for  the  protection  of  the  property  and  comfort  of  the 
President's  family.  The  bath-tubs  and  water-closets  were  replaced  with 
new  ones.  Great  care  was  taken  with  the  plumbing  to  prevent  leaking. 
The  floor  of  the  bath  room  was  so  arranged  with  lead  that  no  water 
coald  get  through  and  damage  the  ceilings  below  in  case  of  an  over- 
flow or  breakage  of  the  pipes.  The  pipes  leading  from  the  basement 
were  incased  in  zinc,  to  prevent  rats  and  mice  following  along  them 
and  getting  into  the  upper  part  of  the  house.  One  sleeping-room  was 
repaired  by  being  newly  papered,  a  new  grate  put  in,  painted,  and  a  new 
stationary  marble  wash-stand,  to  which  hot  and  cold  water  pipes  were 
attached.  Hot  and  cold  water  pipes  were  led  into  other  rooms.  Two 
sleeping-rooms  in  the  upper  portion  and  one  reception-room  on  the  first 
floor  of  the  house  were  papered.  A  large  and  roomy  wardrobe,  made 
of  ash  and  walnut,  was  constructed,  and  phiced  in  one  of  the  rooms,  it 
taking^  the  place  of  an  old  and  worthless  one  made  of  pine.  Carpets  of 
different  styles  have  been  purchased  and  put  down  in  the  several  rooms 
as  needed.  New  furniture  was  purchased  >ind  placed  in  the  house  when 
required.  The  carpets  were  taken  up  and  thoroughly  cleaned.  The 
entire  exterior  of  the  Mansion  was  cleaned  of  cobwebs,  &c.,  and  places 
which  suffered  from  the  inclemency  of  the  weather  were  covered  with  a 
light  coat  of  paint  to  present  a  uniform  color.  The  heating-apparatus 
and  gas  and  water  pipes  have  been  repaired  as  necessity  required. 

GREEN-HOUSES. 

An  appropriation  of  $10,000  for  continuing  the  permanent  improve- 
ment of  the  green-houses  was  made  by  Congress.  It  was  contemplated 
to  use  this  in  the  construction  of  an  iron  superstructure  to  take  thQ 
place  of  the  present  wooden  one,  which  is  old  and  decayed.  Upon  get- 
ting estimates  it  was  found  that  the  work  would  cost  some  $50,000,  and 
therefore  it  was  deemed  advisable  not  to  commence  the  work  unless  an 
additional  appropriation  was  made.  The  house  was  kept  in  good  repair, 
and  so  much  of  the  appropriation  as  was  necessary  for  that  purpose 
was  expended. 

The  unexpended  balance  was  re-appropriated  for  care  of  and  neces- 
sary repairs  to  the  houses  for  the  next  fiscal  year. 
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FUEL. 

Advertiseraeuts  soliciting  bids  for  fuel  for  the  Executive  MaDsion 
and  the  greeu-houses  were  published  in  the  various  papers  of  the  city. 
The  contract  was  awarded  to  Mr.  C.T.  Yoder,  who  has  liHed  it  in  a  sat- 
isfactory manner. 

FINANCIAL  STATEMENT. 

The  appropriations  for  the  fiscal  year  just  closed  have  all  been  expended,  with  the 
exception  of  that  made  for  lighting  the  Capitol,  Executive  Mansion,  and  the  public 
grounds,  and  for  permanent  repairs  to  the  green-houses  at  the  Executive  Mansion,  the 
unexpended  balance  for  the  former  being  $10,257.62,  and  the  latter,  |7,90 1.86.  The  un- 
expended balance  of  the  lighting-fund  will  be  covered  into  the  Treasury.  The  unex- 
pended balance  for  green-house  was  re-appropriated  by  the  last  Congress  for  the  care 
of  and  necessary  improvements  to  the  same  for  the  ensuing  year. 

The  estimates  submitted  for  the  service  of  this  oflice,  for  the  fiscal  year  ending  June 
30,  1876,  are  as  follows  : 

Salaries |55,016  00 

Contingent  expenses  of  office .  - .-. 2, 000  00 

Repairs  and  refurnishing  the  Executive  Mansion,  care  of  green-house,  and 

fuel  for  both 30,000  00 

Lighting  the  Capitol,  Executive  Mansion,  and  the  public 
grounds,  purchase  of  lamps,  lamp-posts,  pay  of  lamp-light- 
ers, and  plumbing  and  gas-fitting  of  all  sorts $51, 000  00 

For  purchase  of  gas-fixtures  for  corridors  of  the  Ht>use  of  Rep- 
resentatives, to  correspond  with  those  in  the  Senate 5, 000  00 

66,  000  00 

For  repairs  to  the  Navy- Yard  and  Upper  bridges 7, 000  00 

For  repairing  and  extending  the  Government  wat«r-pipes  and  those  lead- 
ing from  Smith's  Spring,  that  supplies  the  Capitol 10,000  00 

("or  care  and  improvement  of  the  public  grounds,  as  follows,  viz  : 

For  filling  the  grounds  south  of  the  Executive  Mansion 10, 000  00 

For  suburaining,  repairing,  and  regraveling  the  roads  and 
walks  of  the  Smithsonian  grounds  north  of  the  building, 

and  for  constniction  of  fountain 10,000  00 

For  building  approaches  to  the  bridge  to  be  erected  over  Sixth 

street  by  the  Baltimore  and  Potomac  Railroad  Company..        S, 000  00 
For  completing  the  improvement  of  the  reservations  between 

Third  and  Sixth  streets,  as  per  plan 10,000  00 

For  improving  various  reservations  along  avenues,  to  harmo- 
nize with  the  work  done  by  the  board  of  public  works 20,000  00 

For  ordinary  care  of  an  extension  to  the  green-houses  at  the 

Propagating  Garden 5,000  00 

For  ordinary  care  of  Lafayette  Square 1 2, 000  00 

For  the  removal  of  the  preseut  cumbersome  iron  fence  inclos- 
ing Lafayette  Square,  and  substituting  post  and  chain 5, 000  00 

For  paving  4.221  square  yards  of  walks  in  Lafayette  Square.       10, 552  50 

For  annual  repair  of  fences 2,000  00 

For  manure  and  hauling  the  same 8, 000  00 

For  painting  iron  fences 4, 000  00 

For  purchase  and  repair  of  seats 1, 000  00 

For  hire  of  horses  and  carts 5, 000  00 

For  purchase  and  repair  of  tools 2, 000  00 

For  trees,  tree-boxes,  lime,  and  white wa&hiug 5,000  00 

For  removing  snow  and  ice 1,000  00 

For  flowers,  pots,  twine,  wire,  italiens,  lycopodeum,  &c 1,000  00 

For  purchase  of  trees  and  plants  for  nursery,  and  care  of  same        2, 000  00 

For  tree-markers  and  marking  them 100  00 

For  making  cages  and  boxes  for  sparrows *.....  .500  00 

For  abating  nuisances 1,000  00 

For  removing  the  ailantus  trees  from  the  public  grounds, 
the  same  having  been  condemned  by  the  board  of  health.  500  00 

For  care  of  and  repairs  to  the  various  fountains 1, 000  00 

For  continuing  the  improvement  of  reservation  No.  3,  as  per 

plan 20,000  00 

For  excavating  bottom  and  paving  the  side  of  the  lake  in  the 

Monument  grounds 5, 000  00 
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For  replacing    fountain    on    Fourteenth-street    circle   with 
marble $2,500  00 

For  improving  Pacific  Place  circle,  MaMsachusetts,  Connecti- 
cut, and  New  Hamptibire  avenues 5,000  00 

For  improving  Stanton  Place,  at  the  intersection  of  Maesa- 
chnsetts  and  Maryland  avenues 10, 000  00 

For  taking  up  and  relaying  curb  and  flag  south  of  the  Execu- 
tive  Mansion 1,500  00 

For  cutting  down  embankment  in  the  nursery 1, 250  00 

For  granite  coping  and  fence  in  front  of  the  Executive  Man- 
sion         7,450  00 

For  repairing  fountain  south  of  the  Executive  Mansion,  and 

for  coping  and  center-piece  for  same 3, 000  00 

For  fountain  and  watchman's  lodge  in  Judiciary  Square 5,000  00 

For  colossal  statue  of  Lincoln,  to  be  placed  in  Lincoln  Square. .       20, 000  00 

For  pedestal  for  same 10,000  00 

For  the  purchase  of  triangular  sc^uares  of  ground 
west  of  square  624  and  north  of  square  56^3,  con- 
taining 17,564  feet 817,564  00 

For  improving  the  same 3,000  00 

— 20,564  00 

For  inclosiuflr  two  triangular  reservations  on  Ohio  avenue, 

between  Thirteenth  and  Fifteenth  streets 3, 000  00 

For  the  purchase  of  300  seat«  for  the  public  grounds 2, 400  00 

For  filling,  grading,  draining,  and  improving  the  reservation 
on  Missouri  avenue  lately  occupied  by  the  Agricultural 
Department 10,000  00 

For  removing  the  cast-iron  fence  from  reservation  on  Pennsyl- 
vania avenue  between  Twentieth  and  Twenty-first  streets, 

recasting  it  into  park-po6ts,and  for  improving  the  same 1, 500  00 

$239, 816  50 

Grand  total  of  estimates 397,832  50 

To  convey  an  idea  of  the  labor  required  to  make  the  improvemeDta 
as  detailed  in  the  foregoing  report,  I  would  state  that  29,375^  days^ 
labor  of  men,  6,518  days'  of  horses  and  carts  were  expended,  in  addi- 
tion to  962  months'  of  regular  laborers. 

In  closing  my  report,  I  desire  to  express  my  appreciation  of  the 
valuable  aid  I  have  received  in  the  prosecution  of  the  wor'^  of  this 
office  from  my  assistant  engineer,  Mr.  George  D.  Benjamin,  whose 
ability  has  in  no  small  degree  contributed  to  its  success.  I  wish,  also^ 
to  mention  most  favorably  Mr.  George  H.  Gideon,  iu  charge  of  bridges, 
and  Mr.  George  H.  Brown,  the  landscape  gardener ;  Mr.  Wm.  H.  Bailey,, 
in  charge  of  gas,  water-pipes,  &c.,  and  Mr.  James  Balloch,  in  charge  of 
accounts,  for  their  hearty  co-operation  at  all  times  and  their  earnest 
efforts  for  the  successful  administration  of  the  office. 

WASHINGTON  AQUEDUCT. 

On  the  3d  of  March,  1873,  the  following  appropriation  was  made  by 
Congress,  viz : 

For  wooden  fence  at  the  distributinj^-reservoir $1, 500 

For  dwelling  for  gate-keeper  at  distributing-reservoir 2, 500 

For  completing  stone  bridge 8, 600 

For  macadamizing  conduit-road 16,000 

For  engineering,  maiu tenance,  and  general  repairs 15, 000 

Plans,  specifications,  and  forms  of  contract  for  the  work  embraced  in 
the  above  appropriation  were  made  in  July,  and  advertisements  were 
issued  inviting  proposals  for  the  same.  Bids  were  received  and  opened 
on  the  26th  of  August,  and  the  several  works  were  awarded  to  the 
lowest  bidders. 
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The  following  is  an  abstract  of  the  bids  received : 


Wilson  &  Reeside  — 

Thomas  Harvey 

Etnmart  <&  ^nifth 

John  H.  Howlett 

Anderson  Sc  Sunney. 
Thomas  P.  Morgan  . . 

Holmead  &  Eslin 

Andrew  Glcason 

H.  A.  Garrett  &  Co. . . 
George  B.  Abrams  . . . 

E.  P.  I)ongherty 

y.C.Belt 

Croply  &  Brewer 


Bidders. 


12,582  00 
2,700  00 
2. 900  00 
3,298  00 
3,450  00 
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DISTRIBUTINa-RESERVOlR. 


The  contract  for  the  dwelling  and  wooden  fence  was  awarded  t 
Reeside  &  Wilson,  of  Washington,  D.  C,  who  commenced  work  on  each 
structure  in  September. 

The  fence  around  the  reservoir  was  completed  in  November;  the 
dwelling  was  completed  in  December.  The  fence  is  composed  of  cedar 
posts  placed  6  feet  apart,  from  center  to  center,  on  which  are  spiked 
three  rails,  each  3  by  4  inches,  in  lengths  of  18  feet.  On  the  rails  are 
nailed  pickets,  1  by  4  inches,  6  feet  long.  Tbe  bottom  board  is  1  by  15 
inches,  in  lengths  of  18  feet.  The  total  length  of  fence  built  is  1,524 
feet,  making,  in  addition  to  that  previously  built,  5,854  feet,  which  com- 
pletes the  fencing  of  this  reservoir. 

The  dwelling  consists  of  a  superstructure  of  bricks,  on  stone  fonuda- 
tions,  surmounted  by  a  slated  Mansard  roof,  and  contains  six  rooms, 
three  in  each  story. 

The  grounds  around  the  dwelling  were  graded  and  drained,  and 
inclosed  with  a  wooden  picket-fence  5  feet  in  height. 

Tbe  old  buildings  were  taken  down  and  the  lumber  used  in  the  con- 
struction of  a  stable  and  store-house  for  tools.  All  the  fences  and  out- 
buildings were  thoroughly  lime-washed. 

The  embankments  at  the  auxiliary  gate-house  and  the  stone  well- 
house  were  graded  to  a  uniform  slope  and  sodded. 

The  light-shaft  of  the  pipe- vault  in  front  of  the  effluent-gate  house 
was  finished  with  a  cast-iron  ventilator. 

A  stone  culvert,  100  feet  in  length,  with  a  water-way  3  feet  square,  was 
built  across  tbe  road  in  front  of  "Drovers'  Rest," and  a  ditch  was  exca- 
vated along  tbe  northerly  boundary  of  the  reservoir  lands  to  intercept 
the  surface-drainage  of  the  drove-yard,  and  connected  with  the  culvert, 
thus  preventing  the  possibility  of  the  surface-water  from  the  cattle-yard 
reaching  the  distributing-reservoir. 

Stone  culverts  were  also  built  for  the  several  watercourses  crossing 
the  pii>e-line  between  the  reservoir  and  Foundry  Branch.  Before  build- 
ing the  culverts  bids  w^ere  received  from  responsible  contractors,  and 
the  work  was  awarded  to  the  lowest  bidder,  J.  V.  W.  Vandeuburg,  of 
Washington. 
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MACADAMIZING  AND  GRADING. 

The  coutract  for  uiacadamiziug  and  grading  was  awai'ded  to  Thomas 
P.  Morgan,  of  Washington,  who  commenced  his  work  in  September  and 
completed  it  last  July.  The  total  length  of  road  macadamized  is  6,000 
feet,  amounting  to  8,000  square  yards. 

The  macadam  laid  by  Mr.  Morgan  commences  at  the  west  end  of  tun- 
nel F  and  continues  to  culvert  No.  1). 

The  material  used  is  principally  gneiss  rock,  broken,  with  a  steam 
-crusher,  so  as  to  pass  in  any  direction  through  a  2J-inch  ring.  The 
width  of  macadam  is  12  feet,  the  depth  1  foot,  placed  on  the  roadway 
in  layers  of  4  inches,  and  each  layer  thoroughly  rolled  with  a  heavy  stone 
cylinder.  The  roadway  was  previously  prepared  by  widening  the  exca- 
vations and  embankments.  The  embankments  were  also  widened  over 
culverts  Nos.  25  and  26  and  at  each  end  of  Cabin  John' Bridge. 

A  rocadway  was  graded  and  prepared  for  macadam  along  the  north- 
erl  V  front  of  the  distributing-reservoir  and  over  the  pipe  line  for  a  distance 
of  5,000  feet. 

The  total  quantities  of  work  done  by  Mr.  Morgan  are  as  follows : 

Macadaiu 8, 000  sqaare  yards. 

Excavation 22, 560  cubic  yards. 

Paved  ditches 181  square  yards. 

STONE  BRIDGES. 

The  contract  for  completing  the  coping  and  parapets  of  stone  bridges 
was  awarded  to  Thomas  Harvey,  of  Washington.  He  commenced  work 
in  September,  and  completed  the  coping  and  parapets  of  bridge  No.  3 
in  December.  The  plan  adopted  is  similar  to  that  for  Cabin  John 
Bridge.  The  stone  was  quarried  from  the  Government  quarries  at 
Seneca.  The  length  of  the  paYapets  is  200  feet  each,  and  they  contain 
2,945  cubic  feet  of  cut  stone. 

For  bridges  Nos.  1  and  2  the  coping  was  made  of  concrete.  There 
being  no  roadway  over  these  bridges,  parapets  are  not  required.  The 
concrete  was  composed  of  broken  stone,  sand,  and  hydraulic  cement, 
mixed  in  the  following  proportions : 

1  barrel  of  Ronud-Top  cemeut. 
10  cubic  feet  of  river  saud. 
18  cubic  feet  of  broken  stone. 

The  Stone  was  broken  small  so  as  to  pass  in  any  direction  through  a 
2-inch  ring. 

The  cement  and  sand  were  mixed  dry,  in  a  large  box ;  suflficient  water 
was  added  to  make  mortar ;  after  which  the  broken  stone  was  thrown  in. 
and  the  whole  mass  turned  over  twice  with  shovels  and  hoes  and  used 
inimediately. 

It  was  deposited  in  layers  of  4  inches  in  depth,  and  each  layer  was 
rammed  with  a  wooden  rammer  nnlil  the  mortar  flushed  to  the  surface. 
The  third  and  last  layer  was  worked  perfectly  smooth  on  top,  and  the 
surface  was  divided  into  rectangles,  4  feet  wide  by  9  feet  long,  with 
wooden  moulds,  which,  being  removed  after  the  concrete  had  set,  formed 
suitable  grooves  for  the  surface-drainage.  Previous  to  laying  the  con- 
crete, a  belt-course  of  cut  stone,  1  foot  wide,  1  foot  thick,  and  in  lengths 
of  9  feet,  was  laid  entirely  around  the  deck  of  each  bridge. 

POTOMAC  DAM. 

The  cut-stone  dam  over  the  Marjiand  channel  of  the  Potomac  Eiver 
recently  was  examined,  and  found  to  be  in  good  condition.    In  July  ad- 
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vantage  was  taken  of  the  low  stage  of  the  water  in  the  river  to  replace 
a  part  of  the  riprap  protection  above  the  dam,  and  which  had  been 
carried  over  the  dam  by  the  spring  freshets.  To  a  certain  extent  similar 
work  has  to  be  done  once  a  year,  and  comprises  the  only  repairs  made 
on  this  structure  since  its  completion  in  18G7.  The  feeder  under  the 
Chesapeake  and  Ohio  Canal  was  cleaned  out  from  end  to  end. 

PIPE-LINE. 

The  pipe-line  is  in  good  condition,  and  during  the  year  no  leaks  of  any 
importance  have  occurred.  All  of  the  stop  cocks  have  been  kept  clean 
and  in  working  order,  and  the  vaults  have  been  lime-washed.  Stone 
pavements  were  laid  around  the  vaults  on  the  canal-roa<l. 

IRON  BRIDGES. 

Bridge  No.  5,  over  College  Pond,  is  in  good  order.  The  floor  of  bridge 
No,  6,  over  Rock  Creek,  has  been  kept  in  repair.  The  following,  in 
reference  to  this  structure,  is  extracted  from  my  last  annual  report: 

There  seems  to  be  no  authority  of  law  for  the  use  of  this  bridge  for  common  tnvel 
The  constant  jarring  to  which  it  is  subjected  has  caused  many  of  the  omamenUl 
BoroHs  which  encircle  the  joints  of  the  mains  to  become  loose  and  drop,  and  I  have  no 
doubt  its  continued  use  for  a  general  thoroughfare  will  eventually  destroy  its  usefoloeii 
for  aqueduct  puri>oses. 

WATER-PRESSURE  ENGINE. 

The  Worthington  water-pressure  engine  that  supplies  a  part  of  Gkorge- 
town  heights  with  Potomac  water  has  been  kept  in  almost  coDStant 
operation.  It  has  been  stopped  only  for  short  intervals  to  replaee  the 
rubber  springs  as  they  wore  out,  and  for  other  slight  repairs.  The 
valves  and  pistons  have  become  much  worn,  and  will  soon  have  to  be  re- 
newed.    The  cylinders  are  also  worn,  and  should  be  rebored. 

The  acqueduct  lands  at  Rock  Creek  bridge  have  been  graded  and 
sodded,  and  enclosed  with  a  substantial  fence.  In  the  work-shop  at  tbis 
point  a  ^^  band-saw"  and  grindstones  have  been  set,  also  a  lU-incb 
turbine  to  work  them. 

HIGH-SERVICE  RESERVOIR. 

The  grounds  at  this  reservoir  have  been  kept  in  good  order.  The 
gallery  under  the  reservoir  and  the  wooden  fences  around  the  grounds 
have  been  lime-washed. 

CONSUMPTION  OF  WATER. 

The  quantity  of  water  supplied  during  the  year  has  averaged  over 
17,000,000  gallons  daily.  The  surface  of  water  at  the  distributing-reser 
voir  has  been  kept  at  the  elevation  of  +  144  feet  above  tide-water.  To 
maintain  this  elevation  the  conduit  from  culvert  No.  19  to  the  distribnt- 
ing  reservoir  has  been  run  under  a  head.  Since  the  embankments  over 
this  portion  of  the  aqueduct  were  widened  and  raised  there  have  been 
no  leaks  in  the  conduit.  Before  the  embankments  were  increased  the 
conduit  leaked  whenever  the  water  in  the  distributing-reservoir  was 
raised  above  +  142. 

The  water-supply  has  been  very  clear,  except  during  a  part  of  the 
month  of  April,  when  it  was  riley  for  a  few  days,  owing  to  the  loug- 
continued  turbid  condition  of  the  Potomac. 

During  the  summer  months  the  surface  of  water  in  the  Potomac  falls 
considerably  below  the  crest  of  the  Potomac  Dam.  and  it  has  been  diffi- 
cult to  keep  the  surface  in  the  reservoirs  up  to  -|-  144. 

In  July  and  August  of  the  present  year  this  elevation  has  not  been 


REPORT   OF   THE   CHIEF   OF   ENGINEERS. 


401 


coustautly  maintained,  the  snrface  being  often  as  low  as  +  143,  show- 
ing that  the  daily  consumption  is  more  than  the  minimum  flow  of  the 
Maryland  channel  of  the  Potomac. 


WORK  YET  TO  BE  DONE. 


At  Great  Falls  the  Potomac  Dam  should  be  built  entirely  across  the 
river  of  the  Virginia  shore,  and  the  gate-house  should  be  finished  with 
a  slated  roof,  supported  by  a  wrought-iron  frame.  The  walls  should  be 
finished  with  galvanized-iron  cornice. 

The  receiving-reservoir  will  always  be  used  for  the  storage  of  water, 
to  be  kept  for  use  in  case  of  accidents  happening  to  the  conduit  above, 
or  when  the  Potomac  is  swollen  and  unfit  for  use.  It  should  be  inclosed 
by  a  substantial  wooden  fence. 

The  remainder  of  the  roadway  over  the  conduit  should  be  finished 
and  the  embankment  widened.  The  slopes  should  be  soiled  and  seeded, 
in  order  to  prevent  washing  by  the  rains.  -»-^^^ 

At  the  receiving-reservoir  a  dwelling  should  be  built  for  the  gate- 
keeper, similar  to  that  built  at  the  distributing-reservoir. 

The  outer  slopes  of  the  distributing-reservoir  should  be  soiled  and 
seeded  in  order  to  prevent  washing  by  the  rains. 

The  estimates  for  which  appropriations  should  be  made  for  the  next 
fiscal  year  are  as  follows : 


For  engineering,  maintaining,  and  general  repairs 

For  bnilding  an  iron  trnss-roof  and  fnrnishing  and  setting  galvanized-iron 

cornice  on  the  gate-house  at  Great  Falls 

For  bnilding  a  stone  dam  across  the  Virginia  channel  of  the  Potomac 


River 


$15,000  00 

3,000  00 

200, 000  00 

3, 000  00 

9,5'^H  00 

10,000  00 

13,000  00 

27, 050  00 

280,578  00 

The  following  is  a  financial  statement  for  the  last  fiscal  year,  ending 
June  30, 1874 : 


For  bnilding  dwelling  for  gate-keeper  at  receiving-reservoir 

For  building  a  wooden  fence  aronnd  the  receiving-reservoir 

For  continuing  macadamizing  and  widening  of  conduit-road 

For  soiling  and  seeding  embankment-slopes  of  distributing-reservoir 

For  soiling  and  seeding  the  slopes  ot  the  conduit-embankments  from  Great 
Falls  to  distributing-reservoir 


Titles  of  appropriations. 


Available 
July  1, 1873. 


Act  of  July  15, 1870. 

Slox)e-wall  of  distributing-reservoir 

Repairs  of  Tunnel  No.  1,  and  removing  fallen  stones  ... 
Cleaning  oat  obstrnctions  above  dam  beading  aquedact 
Preserving  new  or  Delecarlia  Tunnel . .  .* 

Act  of  March  3, 1871. 

Earthwork  and  slope-wall  of  Division  Dam 

Act  of  June  10,  lBn2. 

Completing  parapets  of  Cabin  Jobn  and  other  bridges. . 

Dial-telegraph  from  Great  Falls  t<i  "Washington 

Excavation  of  distributiug-resen'oir 

Act  of  March  3, 1373. 

Engineering,  maintenance,  and  repairing 

Macadamizing  condnit-road 

Completing  stone  bridges 

Dwelling  for  gate-keeper 

Wooden  fence  at  distribatiug-  reservoir 

26  ENG 


|1, 066  59 

01 

01 

176  65 


2,024  02 


6.  805  73 
2,429  00 
3,736  71 


15,  000  00 

16,000  00 

8,600  00 

2,500  00 

1,500  00 


Expended 
in  1873-'74. 


Available 
July  1, 1874. 


|1, 086  59 

01 

01 

176  65 


3,024  02 


6,805  72 

2,  429  00 

3,  736  71 


15, 000  00 

14,  965  65 

8,600  00 

2,500  00 

1,500  00 


1,  034  35 
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The  above  balance  of  the  act  of  March  3,  1873,  was  expended  last 
month. 

Col.  T.  B.  Samo,  who  has  been  the  assistant  engineer  in  charge  of 
the  aqueduct  office  for  the  last  ten  years,  has  rendered  most  efficient 
assistance  in  its  care  and  the  prosecution  of  the  work  during  the  year, 
and  Mr.  K.  Dunning,  in  charge  of  the  office,  has  given  it  most  faithful 
attention  and  service. 

Very  respectfully,  your  obedient  servant, 

O.  E.  Babcock, 
Colonel  of  Engineers^  U.  iS.  A, 
Brig.  Gen.  A.  A.  Humphreys, 

Cliuf  of  Engineers  J  C.  iS,  A. 


APPENDIX    CC. 

ANNUAL   REPORT  OF  MAJOR  C.  B.  COMSTOCK,  CORPS  OF 
ENGINEERS,  FOR  THE  FISCAL  YEAR  ENDING  JUNE  30, 1874. 

SURVEY  OF  THE  NORTHERN  AND  NORTHWESTERN  LAKES. 

U.  S.  Lake  Survey  Office, 

Detroitj  Mich,^  August  1,  1874. 

General:  I  have  the  honor  to  submit  the  annual  report  of  the  sur- 
vey of  the  northern  and  northwestern  lakes  for  the  fiscal  year  ending 
June  30,  1874. 

LAKE  SUPERIOR. 

The  work  of  connecting  the  triangulation  of  Lake  Superior  with  that 
of  Lake  Michigan,  which  had  already  been  begun,  was  continued  under 
great  difl]culties,by  Assistant  Engineers  Wisner  and  Marr,  during  the  fall 
of  1873  and  the  early  summer  of  1874.  Aside  from  the  difficulty  in  get- 
ting weather  good  enough  to  read  angles  in,  the  country  in  which  sta- 
tions were  to  be  erected  was  a  dense  forest,  without  any  traveled  roads, 
and,  especially  in  the  spring  of  1874,  rendered  almost  impassable  by  long- 
continued  rains.  These  difficulties,  and  the  results  accomplished,  are 
stated  in  the  reports  of  Assistant  Engineers  Wisner  and  Marr,  given  in 
Appendix  A.  At  the  date  of  this  report  all  the  angles  have  been  read, 
and  the  connection  is  completed.  Assistant  Engineer  Wisner,  in  addi- 
tion to  reading  horizontal  angles,  determined  the  latitude  of  the  south 
end  of  Keweenaw  base-line  and  the  azimuth  of  the  base.  The  Kewee- 
naw base  was  re  measured  during  the  tall  of  1873  by  Assistant  Engineer 
E.  S.  Wheeler,  whose  report  will  be  found  in  Appendix  A. 

LAKE  >IICIIIGAN. 

At  the  be<;inuing  of  the  fiscal  year,  Assistant  Engineers  Flint  and 
Woodward  were  engaged  in  reading  the  angles  of  the  primary  triangu- 
lation  along  the  western  shore  of  Lake  Michigan.  During  the  fall,  the 
angles  of  this  triangulation  were  read  from  Watcrford  to  Deeriield,  in 
the  vicinity  of  Chicago.  They  also  reread,  later  in  the  tall  and  in  the 
spring  of  1874,  some  of  the  triangles  in  Green  Bay,  so  that  now  there  is 
a  continuous  chain  of  well-read  triangles  reaching  from  St.  Iguace,  on 
tJie  north  shore  of  Lake  Superior,  to  the  immediate  vicinity  of  Chicago, 
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aud  fiirnishiug  an  arc  of  the  meridian  four  hundred  and  fifty  miles 
long:. 

Assistant  Engineer  Flint  also  made  a  careful  determination  of  latitude 
aud  azimuth  at  Minnesota  Junction. 

Details  of  the  work  accomplished  by  Assistant  Engineers  Flint  and 
Woodward  will  be  found  in  Appendix  A. 

There  remained  at  the  close  of  the  last  fiscal  year  a  portion  of  off-shore 
hydrography  and  of  topography  at  the  southern  end  of  Lake  Michigan 
still  uncompleted.  Lieut.  D.  W.  Lockwood,  w  ith  the  steamer  Search, 
continued  and  completed  the  oft-shore  hydrography  and  built  needed 
stations  in  Green  Bay,  and  Assistant  Engineer  Custer  completed  the 
topography.  The  latter,  late  in  the  fall,  was  sent  to  the  St.  Lawrence 
Itiver.  The  amount  of  work  performed  by  Lieutenant  Lockwood  and 
by  Assistant  Engineer  Custer  is  given  in  detail  in  their  reports  in  Appen- 
dix A. 

A  line  of  azimuths  and  latitudes  on  the  west  shore  of  Lake  Michigan 
had  been  begun  by  Lieutenant  Powell,  and  was  completed  by  him  in 
the  fall  of  1873.  It  begins  at  station  Portage,  whose  latitude  and  longi- 
tude are  determined  by  geodetic  connection  with  Fort  Howard,  and  ex- 
tends to  Milwaukee,  giving  the  latitudes  and  longitudes  of  numerous 
points  along  the  west  shore  of  Lake  Michigan,  thus  checking  the  topo- 
graphical work. 

On  the  east  shore  of  Lake  Michigan,  the  line  of  azimuths  and  latitudes 
stai'ts  from  station  Point  aux  Bees  Scies,  geodetically  connected  with 
Fort  Howard,  and  was  continued  by  Lieutenant  Maguire  to  South  Haven, 
near  which  point  it  will  connect  with  the  triangulation  at  the  south  end 
of  the  lake. 

The  work  needed  to  complete  the  Wisconsin  triangulation  is  only  the 
reading  of  the  angles  of  the  triangles  at  the  south  end  of  the  lake.  Ulti- 
mately, a  base  should  be  measured  south  of  Chicago  to  verify  the  trian- 
gulation north  of  that  city,  and  to  continue  the  triangulation  east  to 
Lake  Erie  and  south  into  Illinois.  The  reports  of  Lieutenants  Maguire 
and  Powell  will  be  found  in  Appendix  A. 

DETROIT  RIVER. 

The  serious  losses  to  commerce  occurring  by  vessels  grounding  where 
the  Detroit  Biver  enters  Lake  Erie,  and  at  a  place  called  the  Lime  Kilns, 
on  the  Detroit  River,  having  shown  that  the  old  charts  of  those  places 
were  not  in  sufficient  detail,  a  resurvey  of  the  river  was  undertaken,  and 
completed  in  the  fall  of  1873,  and  a  preliminary  chart  published  in  the 
spring  of  1874.  The  losses  last  year  from  lack  of  such  a  chart  probably 
amounted  to  $50,000  or  $75,000.  The  survey  was  made  by  Assistant 
Engineer  Lamson,  whose  report  will  be  found  in  Appendix  A. 

ST.  LAWRENCE  RIVER. 

During  the  year,  the  topography  and  hydrography  of  this  river  have 
been  completed,  extending  from  the  head  of  Welles  Island  to  Lake  On- 
tario, while  the  triangulation  has  been  made  continuous  from  the  forty- 
fifth  parallel  to  Clayton,  and  then  extended  to  Lake  Ontario.  The  tri- 
angulation has  been  made  by  Lieutenant  Bailey,  and  Assistant  Engin- 
eers Foote,  Metcalf,  Kussell,  and  Darling;  the  topography  by  Assistant 
Engineers  To  war,  Custer,  Mayer,  Eisenmann,  and  Terry;  the  hydro- 
graphy by  the  same  parties,  and  by  Captain  Livermore. 

Keports  of  Assistant  Engineers  Mayer  and  Towar  will  be  found  in 
Appendix  A. 
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LAKE  ONTARIO. 

A  recoiinoissance  for  trian^lation  has  been  carried  by  Capt.  W.  R. 
Livermore  and  Assistant  Engineer  E.  S.  AVheeler  from  Cape  Vincent 
west  to  Big  Sodua,  and  a  base  has  been  selected  on  the  beach  near 
Sandj^  Creek.  Several  of  the  stations  have  been  erected.  The  toiK)- 
graphy  and  in-shore  hydrography  are  in  progress  on  the  south  shore 
from  Cape  Vincent  to  Galop  Island,  the  parties  being  those  of  Assistant 
Engineers  Mayer  and  Eisenmann,  while  on  the  north  shore  the  parties 
of  Assistant  Engineers  Towar  and  Terry  are  carrying  the  topography 
and  inshore  hydrography  along  Wolf  and  Amherst  Islands. 

Lieut.  D.  W.  Lock  wood,  on  the  steamer  Ada,  is  charged  with  mov- 
ing  and  supplying  parties,  reconnoissance  for  stations  and  their  erec- 
tion, and  oti- shore  hydrography. 

LONGITUDE-WORK. 

At  the  request  of  the  geological  survey  of  Wisconsin,  the  determina- 
tion of  the  latitudes  and  longitudes  of  points  on  some  of  the  correction- 
lines  and  principal  meridians  of  the  land  surveys  in  Wisconsin  was  un- 
dertaken in  1873.  A  number  of  points  have  been  determined,  but  the 
reductions  have  been  made  only  for  points  near  Galena.  111.,  Valley  Junc- 
tion, Wis.,  and  Stillwater,  Minn.  -Assistant  Engineer  O.  J3.  Wheeler  was 
assigned  to  the  longitude-work  at  Detroit;  and  as  no  officer  or  assistant 
could  be  spared  for  the  field,  the  services  of  Prof.  S.  W.  Kobinson,  w  ho 
had  previously  served  on  the  lake  survey,  were  obtained.  All  the  work 
was  reduced  in  the  office  during  the  winter,  and  the  results  are  reported 
by  Assistant  Engineer  O.  B.  Wheeler  in  Appendix  B.  , 

At  the  request  of  Lieut.  G.  M.  Wheeler,  the  lake-survey  co-operated 
in  1873  with  Dr.  Kampf  in  the  determination  of  the  longitude  of  Ogden, 
Utah.  Assistant  Engineer  O.  B.  Wheeler  was  the  observer  at  Detroit. 
The  work  has  been  reduced,  and  the  results  are  reported  in  Appendix  C. 

At  the  request  of  the  governor  of  Michigan,  the  determination  of  the 
positions  of  some  principal  points  in  the  interior  of  the  State  has  been 
undertaken. 

Lieut.  E.  Maguire  was  assigned,  in  the  spring  of  1874,  as  observer  at 
Detroit,  and  Lieut.  C.  F.  Powell  as  field-observer.  The  weather  during 
May  and  June  \^as  exceedingly  unfavorable,  but  Lapeer,  Flint,  and 
Pontiac  have  been  occupied  for  both  latitude  and  longitude  by  Lieuten- 
ant Powell. 

MAGNETIC  WOEK. 

Capt.  A.  N.  Lee  continued  his  magnetic  work  during  July  and 
August,  1873,  visiting  several  stations  in  the  \icinity  of  the  great  lakes. 
His  report  is  given  in  Appendix  D. 

The  following  is  a  general  summary  of  the  field-work  during  the  year : 

LoDpritndes  determined  telegraphically 6 

Latitudes  determined 12 

Primary  azimuths 7 

Primary-triangulation  stations  occupied 37 

Primary  base-line  measured 1 

Miles  of  developed  shore-line  surveyed 544 

Square  miles  of  topography 193 

Square  miles  of  in-shore  hydrography 214 

Square  miles  of  off-shore  hydrography 1 1,210 


I 
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OFFICE-WORK. 

During  the  winter,  the  length  of  the  Keweenaw  biise  was  computed  by 
Assistant  Engineers  E.  S.  Wheeler  and  K.  S.  Woodward.  Its  com- 
puted length  is  subject  to  a  slight  correction,  depending  on  the  value 
finally  adopted  for  the  length  of  the  standard  15-foot  bar  at  a  temper- 
ature of  320  Fahrenheit. 

An  attempt  has  been  made  to  estimate  the  probable  error  in  the 
measurement  alone,  omitting  all  consideration  of  error  in  the  assumed 
length  of  the  standard.  While  the  determination  of  the  probable  errors 
in  measurement  with  an  instrument  whose  length  is  made  up  of  so  many 
parts,  all  liable  to  small  changes,  and  of  so  complicated  construction, 
necessarily  requires  many  assumptions,  yet  the  discussion  seems  to  show 
that  it  is  capable  of  tolerably  good  work,  without,  however,  reaching  the 
precision  attained  with  the  base-apparatus  of  Repsold  or  Brunner.  The 
results  are  given  in  Appendix  E. 

There  being  some  uncertainty  as  to  the  accuracy  of  the  screw  of  the 
Wiirdemann  comparator.  Lieutenant  Lockwood  was  directed  to  examine 
it.     His  report  will  be  found  in  Appendix  F. 

A  new  series  of  tests  of  the  thermometers  in  use  being  deemed  neces- 
sary, the  work  was  intrusted  to  Assistant  Engineer  Russell.  His  results 
will  be  found  in  Appendix  G. 

A  series  of  comparisons  of  the  new  lake  survey  yards  6,  7,  8,  9, 10, 
with  each  other,  was  made  under  nij^  direction,  (in  a  room  whose  tem- 
perature was  made  as  steady  as  possible,)  by  Assistant  Engineer  E.  S. 
Wheeler,  and  the  results  are  reported  in  Appendix  H. 

It  is  also  deemed  best  to  report  a  series  of  comparisons  of  these  yards 
with  the  15-foot  standard  bar,  although  during  some  of  them  the  sta- 
bility of  temperature  was  much  less  than  in  the  preceding.  These  are 
given  in  Appendix  I. 

The  constants  of  the  14-inch  non-repeating  Simms  theodolite  having 
been  partially  determined.  Assistant  Engineer  Wisner  was  directed  to 
complete  their  determination.    His  results  are  given  in  Appendix  J. 

The  field-work  generally  has  been  reduced,  and  the  work  of  the  topo- 
graphical and  hydrographical  parties  has  been  platted  on  23  sheets  of 
antiquarian  paper.  Meteorological  observations  have  been  continued 
during  the  year  at  Port  Austin,  Monroe,  Mich.,  and  at  Sackett's  Harbor, 
N.  Y.    The  results  are  given  in  Appendix  K. 

The  results  of  the  water-level  observations  for  the  year  are  given 
graphically  on  Plate  I. 

During  the  year,  Mr.  Mueller  has  completed  for  the  engraver  a  final 
chart  of  Sandusky  Harbor  on  a  scale  of  y^g  JoO'  ^"^  ^^^  corrected  the 
charts  of  "  North  end  of  Lake  Michigan,^'  '*  {Straits  of  Mackinac,"  and 
"  Beaver  Group,"  so  as  to  include  hydrography  finished  since  their  com- 
pletion. He  has  made  progress  on  the  final  chart  of  "  South  end  of  Lake 
Michigan"  on  a  scale  of  xo^d^* 

Mr.  Molitor  has  completed  on  stone  a  preliminary  chart  of  the  mouth 
of  Detroit  Kiver  on  a  scale  of  inrooo?  ^^^^  ^h®  chart  has  been  printed.  It 
was  much  needed.  He  has  also  completed,  except  the  lettering,  a  final 
chart  of  Lake  St.  Clair ;  scale,  5^^o* 

Mr.  Wltzleben  has  completed  a  map  of  Chicago;  scjile,  ^^Jod- 

Chart  No.  1,  of  the  St.  Lawrence  River,  is  nearly  completed ;  scale, 

iron  do" 

Mr.  Fisher  has  made  progress  on  chart  No.  2  of  the  St.  Lawrence 
Kiver;  scale,  ^^ J ^q. 
Tbere  are  forwarded  herewith  a  sketch  showing  the  general  progress 
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of  the  lake-survey  and  a  sketch  showing  the  triangulation  in  Wis- 
consin. 

The  following  changes  of  officers  under  my  command  took  place  dur- 
ing the  year : 

Capt.  W.  R.  Livermore,  relieved  May  26. 
Capt.  A.  N.  Lee,  relieved  February  28. 
First  Lieut.  H.  M.  Adatus,  joined  .June  8. 
Second  Lieut.  T.  M.  Bailey,  joined  June  1. 

To  the  officers  and  assistants  of  the  lake-survey  my  thanks  are  due 
for  their  hearty  assistance  in  the  work. 

The  need  that  the  survey  of  the  lakes  should  be  vigorously  prose- 
cuted is  best  shown  by  the  number  of  charts  required  by  the  commerce 
of  the  lakes,  now  five  or  six  thousand  a  year,  and  by  the  constant 
inquiry  and  pressure  for  charts  not  yet  completed,  or  for  which  not  even 
the  surveys  have,  as  yet,  been  made. 

It  is  judged  that  the  single  survey  made  last  year  of  the  mouth 
of  Detroit  River  and  of  a  part  of  Lake  Erie  will  save  from  $50,000  to 
$100,000  to  commerce  this  year. 

Financial  statetnent 

Amount  expended  during  fiscal  year  1873-74 $17.5, 000 

Amount  available  for  fiscal  year  1874-75 175,  t»00 

Amount  required  for  survey  of  northern  and  northwestern  lakes  for  fiscal 
year  ending  June  30,  1876  :  For-  continuation  of  surveys  of  Lakes  Ontario 
and  Erie ;  determination  of  points  in  Michigan,  in  aid  of  State  survey ; 
.extension  of  triangulation  south  from  Chicago ;  and  miscellaneous 219, 000 

Estimate  of  funds  for  continuance  of  the  survey  of  the  northern  and  north 
icestern  laJces  for  the  fiscal  year  ending  June  30,  1876. 

For  continuing  surveys  of  Lakes  Ontario  and  Erie  ;  determination  of  points  in  Michi- 
gan, in  aid  of  State  survey  ;  extension  of  triangulation  south  from  Chicago ;  and 
miscellaneous,  $219,000.    Details  as  foUows  : 

Continuance  of  survey  of  Lake  Ontario,^and  reduction  of  the  work  : 

Triangulation,  six  parties $30,000 

Topography,  four  parties 52, 000 

Hydrography,  two  steamer-parties 30,  000 

Survey  of  Lake  Erie,  and  reduction  of  the  work: 

Triangulation,  four  parties 20,000 

Topography,  two  parties 26,  000 

Hydrography,  one  steamer-party - .       15,  000 

Survey  of  Lake  Michigan : 

Reduction  of  previous  work  ;  determination  of  points  in  interior  of  Michi- 
gan, in  aid  of  State  survey  ;  and  extension  of  triangulation  south 
from  Chicago 25,000 

Miscellaneous : 

Water-level  and  meteorological  observations  and  reductions,  $5,000; 
transportation  of  parties,  quarters,  and  fuel  for  officers,  $6,000 :  office- 
rent,  fuel,  stationery,  and  instruments,  $5,000 ;  completion  of  unnnished 
work,  $5,000 21,000 

Total 219,000 

Very  respectfully,  your  obedient  servant, 

C.   B.   COMSTOCK, 

Major  of  Engineers  and  BvU  Brig.  Gen, 
Brig.  Gen.  A.  A.  Humphreys, 

Chief  of  Engineers^  U.  S,  A, 


rj/ 
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Appendix  A.— Field-wokk. 

1. — Itcport  of  Mr.  George  T.  Winner,  Assistant  Engineer. 

Fayette,  Mich.,  June  30,  1874. 

General  :  I  have  thelionor  to  submit  the  following  report  upon  the  operations  of  the 
parties  assigned  to  uiy  charge  during  the  past  fiscal  year. 

During  the  season  of  1873,  the  parties  uuder  my  immediate  direction  were  that  of  the 
steamer  Surveyor,  a  triaugulation-party,  and  a  station-building  party,  with  orders  to 
work  in  connection  with  Assistant  Engineer  G.  A.  Marr,  in  carrying  a  system  of  tri- 
angulation  from  Lake  Superior  to  Green  Bay. 

During  the  month  of  June,  1873,  the  parties  had  been  distributed  at  their  respective 
stations,  and  with  the  beginning  of  the  fiscal  year  I  commenced  measuring  angles  at 
station  Triloba. 

After  having  occupied  stations  Triloba  and  Shelter  Bay,  I  proceeded  with  steamer  to 
south  base  Keweenaw  Bay,  and  made  a  series  of  observations  for  the  latitude  of  that 
station  and  azimuth  Keweenaw  base  line.  By  the  time  this  work  was  completed,  the 
station-party  had  finished  building  the  large  stations  at  Divide  and  Mud  Lake,  and  as 
Aassistant  Engineer  Wright,  who  had  been  assigned  to  assist  me  in  locating  stations,  had 
been  recalled  to  the  office,  I  was  obliged  to  discontinue  instrumental  work,  and  go  with 
steamer  and  station-party  to  Green  Bay  to  definitely  locate  the  stations,  at  Sturgeon, 
Monistique,  and  Fishdam. 

The  character  of  the  country  crossed  by  this  system  of  triangulation  rendered  recon- 
noitering  and  station-building  extremely  difficult. 

The  laud  was  heavily  wooded  and  interspersed  with  almost  imjlassable  swamp,  and 
in  some  instances,  in  order  to  obtain  the  required  height  for  the  larger  stations,  we  were 
obliged  to  raise  a  pole  from  thirty  to  forty  feet  above  the  general  level  of  the  furest,  and 
recounoiter  by  climbing  the  pole  till  the  necessary  height  was  reached  for  seeing  the 
other  station.  Owing  to  a  severe  strain  received  while  doing  this  work,  I  was  detained 
at  Green  Bay  much  beyond  the  time  expected,  and,  on  returning  to  Lake  Superior  the 
fore  part  of  September,  every  effort  was  made  to  complete  the  work  on  that  side  before 
the  close  of  the  season  ;  but  the  severe  storms  that  then  set  in  rendered  it  impossible 
to  do  instrumental  work,  and  on  October  13th,  the  weather  becoming  so  inclement 
that  there  was  no  hope  of  our  being  able  to  do  anything  more,  the  parties  broke  camp 
and  returned  to  Detroit. 

After  returning  to  office,  T  was  engaged  till  close  of  year  in  determining  the  instru- 
mental constants  of  instrument  used  during  the  season,  and  iu  computing  the  season's 
field-not^s. 

Fi-om  the  beginning  of  the  present  year  until  leaving  the  office  again  for  field-work, 
I  was  occupied  in  computing  the  observations  for  azimuth  made  by  Assistant  Engineer 
A.  R.  Flint  in  1872  and  1H73;  Lieutenant  Powell's  observations  for  latitude,  ma<le  during 
1872  and  1873 ;  and  Lieutenant  Maguire's  observations  for  latitude  and  azimuth  of  1873. 

On  May  5  I  left  Detroit  with  a  triangulatiou-party,  on  board  the  steamer  Search,  for 
Ore^n  Bay,  to  work  in  connection  with  Assistant  Engineer  Marr,  on  Lake  Superior,  in 
making  the  necessary  measurements  for  completing  the  work  commenced  last  season. 
On  May  10  the  steamer  landed  my  party  at  the  mouth  of  the  Sturgeon  River,  and  the 
work  of  transferring  instruments  and  necessary  camp-equipage  to  the  Monistique 
station  was  at  once  commenced.  But,  owing  to  the  high  stage  of  water  in  the  rivera 
and  swamps,  we  were  ten  days  in  reaching  that  station. 

Being  entirely  cut  off  from  all  communication  w^ith  the  parties  on  the  bay,  we  had  to 
depend  on  our  own  resources,  and  in  one  case  had  to  send  a  distance  of  fifty  miles  in 
order  to  reach  and  re-adjust  a  signal  we  were  unable  to  read  to. 

On  May  30  work  at  the  Monistique  station  was  completed,  and,  as  soon  as  the  iustra- 
ments  could  be  transferred,  operations  were  commenced  at  Sturgeon.  Here,  however, 
it  was'found  that  the  party  iu  charge  of  building  of  stations  on  Green  Bay  the  previous 
fall  had  made  a  mistake  iu  regard  to  being  able  to  see  Sturgeon  from  Ford  River,  and, 
consequently,  I  was  detained  until  Assistant  Engineer  Flint  could  locate  aud  build  a 
station  at  Pine  Hill,  near  the  head  of  Little  Bay  des  Noquet. 

Oil  June  17  the  work  at  Sturgeon  station  was  finished,  and  on  the  20th  I  again 
reached  the  mouth  of  Sturgeon  River  with  party,  having  been  forty  days  iu  the  woods 
and  swamps  between  the  Sturgeon  and  Monistique  Rivers,  during  which  time  the 
weather  averaged  rainy  at  least  two  days  in  three,  thus  keeping  everything  wet  the 
most  of  the  time,  and  often  completely  spoiling  our  provisions  iu  packing  through  from 
Bupply-camp  to  station,  a  distance  of  twenty  miles. 

On  June  22  the  steamer  assisted  me  in  moving  to  Fishdam  station,  the  work  at  which 
place  wa«  finished  on  the  24th,  thus  completing  the  connection  of  the  Lake  Superior 
triangulation  with  that  of  Green  Bay. 

The  general  health  of  party  has  been  good  throughout,  considering  the  exposure  and 
hardships  to  which  all  were  subjected,  and  I  am  under  many  obligations  for  tlio  hearty 
co-operation  of  all  aud  the  cheerful  performance  of  all  duties  required. 
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The  following  is  a  summary  of  work  accomplished  during  the  year:  ■  iii^*' 

1873.  iL.rtOll 

'y.m 

Number  of  stations  built ^  %r-$m 

Number  of  triangulat ion-stations  occupied ^  l*iriHl» 

Number  of  latitude-stations  occupied 1  I  \^^ 

Number  of  azimuth-stations  occupied 1  ■'•*  * 

Numberf of  primary  angles  measured ^*-  ■  '-^'^ 

Number^of  secondary  angles  measured ^^^ 

1874. 

* 

n 

Number  of  triangulation-station^  occupied ., 'I 

Number  of  angles  measured ^"^ 

Office-work, 

Computation  of  observations  for  latitude  made  at  10  stations.     Computation  of  /* 
«ervations  for  azimuth  made  at  5  stations.    Computation  of  field-notes  of  triangul''**^**^ 
at  3  stations.    Computation  for  value  of  micrometer  of  Z.  T.  No.  1,  made  at  2  stal**^^*' 
Determination  of  instrumental  constants  of  T.  <&  S.  I4-iuch  theodolit«. 
Very  respectfully  submitted. 

Geo.  Y.  Wisner, 

Assistant  Engin*^^- 
Gen.  C.  B.  Comstocf, 

Superintendent  Cnited  States  Lalx-Survey. 


2. — Report  of  Mr.  G,  A,  Man'j  Assistant  Enginar. 

Camp  Shelter  Bay,  Lake  Superior,  July  1,  l^^- 

General  :  I  have  the  honor  to  make  the  following  report  for  the  fi^scal  year  ending 
June  30,  1874  : 

At  the  beginning  of  the  year,  was  stationed  on  Granite  Island,  Lake  Superior,  f<Jf 
duty  on  main  triangnlation. 

Was  detained  at  this  station  nearly  two  weeks  after  the  main  part  of  the  workf* 
done,  on  account  of  not  being  able  to  see  the  flash  at  Vulcan  station.  Finallv,<^ 
August  5,  Assistant  Engineer  Wisner  visited  that  station,  and  succeeded  in  giviBgi 
flash. 

Was  transferred  to  Marquette  August  6,  where  we  went  into  camp  at  the  montlicC 
Carp  River  for  observations  at  station  Mesnard. 

While  at  this  camp,  besides  observing  the  angles  of  the  main  triangulation,  raide  a 
secondary  triangnlation,  in  order  to  locate  churches,  public  buildings,  &c.,  in  Mai- 
quette;  also,  did  some  leveling  in  connection  with  the  water-gauge  at  that  place. 

Left  Marquette  for  Grand  Island  August  27,  landing  that  night.  Went  into  eanipfor 
work  at  the  main  station  on  Grand  Island. 

As  one  of  the  lines  of  sight  from  this  station  had  not  been  cut  in  the  right  dirfction. 
several  days  were  spent  in  watching  the  hill,  which  showed  in  this  siipx^osed  cot  w 
Mud  Lake  station,  but  finally  concluded  it  must  be  out  of  place. 

It  was  not  until  September  20  that  the  line  was  cleared  in  the  right  direction,  and 
as  the  unfavorable  weather  of  autumn  had  set  in,  the  remaining  work  at  this  station 
was  obtained  under  quite  unfavorable  circumstances. 

Left  Grand  Island  for  Detroit  October  9,  and  reported  at  the  office  in  Detroit  Octo- 
ber 1.3.  On  OctoV>er  90  received  instructions  to  select  some  station  near  Detroit,  in  th* 
triangulation  of  Detroit  River,  for  observing  azimuth,  and  also  to  observe  the  angles 
at  several  stations  from  Detroit  up  to  Lake  St.  Clair.  A  large  post  was  put  up  on 
Belle  Isle  for  observing  azimuth,  but  on  account  of  snow-storms  and  very  unfavorable 
weather,  the  azimuth-work  was  not  finished  until  November  5.  As  there  were  but  ven* 
few  days  during  the  winter  fit  for  measuring  angles,  the  triangulation  of  Detroit  Rivfr 
was  not  fully  connected  with  that  of  Lake  St.  Clair  till  just  before  leaving  the  offiee 
for  field-work  in  May,  1H74. 

Was  at  work  in  the  ollice  during  the  winter,  except  on  such  days  as  were  fit  for  field- 
work.  The  results  for  angles  in  the  Lake  Superior  work  w^cre  tabulated,  and  theroeaa 
results,  corrections  for  signals,  the  probable  errors,  &c.,  all  worked  up.  A  compatatioD 
of  a  part  of  the  triangulation  of  Detnit  Kiv^er  and  a  recomputation  of  the  ba^e  near 
Wyandotte  were  made,  and  a  geodetic  computation  of  the  whole  triangulation  of 
Detroit  River. 
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At  two  of  the  stations  in  the  triangalation  of  the  river ,  the  instrnment  coald  not  be 
set  up  in  center  of  station,  and  small  bases  were  measured  and  the  proper  corrections 
made  for  reduction  to  center. 

The  computations  for  azimuth  at  Belle  Isle  were  also  made.  April  17,  received  in- 
structions to  connect  triangnlation-station  Milk  Kiver  Point,  on  Lake  St.  Clair,  with 
east  end  of  land-survey  base-line  of  Michigan.    This  work  was  completed  April  22. 

Left  Detroit  May  9  for  field-work  on  Lake  Superior,  having  a  party  of  one  recorder 
and  seven  men. 

The  summation  of  work  in  the  field  is  as  follows : 

LAKE  SUPERIOR— SUMMKR  OF   1873. 

ft 

Main  triangulaiion. 

Theodolite-pointings 1, 145 

Theodolite-readings 2,380 

Results  for  angles 698 

Secondary  icork. 

Theodoli  to-pointings 247 

Theodolite-readings 302 

* 

Triangulaiion  J  Detroit  Biver, 

Theodolite-pointings 1,799 

Theodolite-readings 1,580 

Results  for  angles 325 

Azimuth-icork. 

Theodolite-pointings 300 

Theodolite-readings 900 

Results  for  azimuth 136 

Stars  for  time 13 

Small  bases  chained,  (total  in  meters) 1,096 

LAKE  SUPERIOR — SEASON  OF  1874. 

Main  triangulaiion. 

Theodolite-pointings 609 

Theodolite-readings 1, 164 

Results  for  angles 361 

Secondary  work. 

Theodolite-pointings 106 

Theodolite-readings 184 

Chaining,  (in  meters) 408.4 

Vertical  angles  measured 3 

During  the  season  of  1873  I  had  as  recorder  Mr.  C.  W.  Clark,  who  proved  himself  a 
very  practical  and  reliable  man,  and  has  my  sincere  thanks  for  his  qfieerful  co-opera- 
tion at  all  times. 

At  present  I  have  Mr.  George  C.  Comstock  as  recorder,  who  has  shown  much  ability 
for  the  work,  and  will  undoubtedly  render  valuable  service  to  the  survey. 
Very  respectfully,  your  obedient  servant, 

G.  A.  Marr, 
Assistant  Enginetrr, 
Gen.  C.  B.  Comstock, 

Major  Corps  of  Engineers j  U,  S.  A. 
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3. — Report  of  Mr,  E.  5.  W heeler ^  Assistant  Engineer, 

Office  United  States  Lake  Sukvey, 

Detroit,  July  1,  1874. 

Sir  :  I  have  the  honor  to  report  jthe  following  field  and  office  work  during  the  latt 
yeir: 

July  1,  1873, 1  was  ordered  to  remeasnre  the  Keweenaw  base-line.  Assistant  Engi- 
neers Burton  and  Pratt  and  Recorder  Goldsmith  were  detailed  to  assist  lue. 

My  party  consisted  of  eighteen  men,  with  the  usual  outfit.  The  instrument*  were 
the  primary  base-apparatus;  Blunt  theodolite  No.  1 ;  and  a  Wiirdemann  level  and  rod. 

The  party,  with  instruments  and  camp-equipage,  left  Detroit  July  3,  and  landed  at 
the  base-line  July  8.  Comparisons  of  the  tubes  with  the  standard  bar  commenced 
July  16,  and  were  continued  till  August  12.  The  measurement  of  the  south  part  of 
the  line  was  completed  Sopteral>er  6,  and  the  whole  line  September  25.  The  remeas- 
urements  were  completed  October  9,  after  which  comparisons  were  made  until  Octo- 
ber 15. 

The  whole  number  of  tubes  in  the  line  is  1,933.  The  first  94  tubes  were  measured 
seven  times.    Therefore  the  whole  number  of  tubes  measured  was  2,497. 

Measuring  was  done  on  32  days,  making  an  average  of  78  tubes  per  day.  The  party 
was  in  the  field  67  working  days,  40  of  which  were  spent  in  comparing,  32  in  niejvsur- 
iug,  7  in  making  camp,  setting  comparator-posts,  and  general  preparations,  2  in  wait- 
ing for  steamer  after  work  was  done,  and  6  were  stormy. 

Camp  was  broken  up  on  the  17th  of  October.  Mr.  Burton  brought  the  party  to 
Detroit,  arriving  here  on  the  2l8t  of  October. 

My  thanks  are  due  Messrs.  Burton  and  Pratt  for  the  energy  and  care  with  which 
they  executed  all  work  intrusted  to  them.  After  my  party  started  to  Detroit  1  was 
ordered  to  the  south  end  of  Lake  Michigan,  to  inspect  the  stations  at  Deerfield,  Pala- 
tine, Park  Ridge,  Danby,  Willow  Springs,  Miller's,  Michigan  City,  Otis,  and  Spriug- 
ville,  which  I  did,  and  arrived  in  Detroit  November  1. 

I  was  then  ordered  to  arrange  one  end  of  the  cellar  under  the  lake-survey  office  for 
a  comparator-room,  setting  the  new  comparator-posts  on  brick  piers,  ceiliug  the  sides 
and  top  of  the  room,  and  packing  them  with  sawdust,  and  making  a  double  door. 

A  series  of  60  comparisons  between  the  five  new  yards  and  the  standard  bar  was 
made,  lasting  from  December  8  to  December  30.    The  standard  yards  were  then  com- 

Sared  with  each  other  from  Jauuary  14,  1874,  until  March  9.    These  comparisons  have 
een  discussed,  and  results  given  in  report  No.  254. 

The  computation  of  the  Keweenaw  base-line  was  completed  May  1.  May  5  I  was 
ordered  to  examine  the  water-gauges  at  Cleveland,  Erie,  Charlotte,  and  Sackett's  Har- 
bor, to  select '  a  suitable  primary  base-line  near  the  east  end  of  Lake  Ontario,  and  to 
continue  the  reconnoissance  for  triangnlation  along  the  south  shore  of  Lake  Ontario 
westward.  I  completed  the  examination  of  water-gauges  May  14.  A  base-line  was 
selected  on  the  shore  of  the  east  end  of  Lake  Ontario,  between  the  mouths  of  Big  and 
Little  Sandy  Creeks.  Four  stations  are  necessary  to  connect  this  base  with  the  pri- 
mary triangnlation;  two  at  the  extremities  of  the  line,  one  near  the  village  of  Sandy 
Creek,  and  another  near  the  village  of  Mannsville.  All  these  points  were  selected  and 
marked.  The  reconnoissance  for  triangnlation  was  continued  as  far  westward  as  Big 
Sodus. 

The  points  selected  for  stations:  Grand  Point  and  Prince  Edward*s  Island,  Canada, 
Bi^  Sodus,  hill  in  Victory  Township,  hill  in  Butler  Township,  auda  hill  in  Lyons  Town- 
ship. 

All  of  these  points,  except  the  first  named,  were  visited  and  marked.    June  12  I  was 
ordered  to  return  to  Detroit  and  make  a  second  series  of  comparisons  of  the  standard 
yards  at  a  temperature  as  near  62^  as  possible.    The  comparisons  were  begun  June  18, 
and  have  been  continued  until  the  present  time. 
Very  respectfully,  your  obedient  servant, 

E.  S.  Wheeler, 
•  Assiatatit  Engineer. 

Gen.  C.  B.  Comstock. 


A.— Report  of  Mr.  A.  R,  Flint,  Aasiatant  Engineer. 

United  States  Steamer  Search, 

Hedge-Hog  Harbor,  July  3,  1874. 

General:  I  have  the  honor  to  submit  the  following  report  upon  field  and  office 
work  done  during  the  fiscal  j^ear  ending  June  30,  1874. 

At  the  beginning  of  the  year  I  was  in  charge  of  the  primary  triangnlation  on  the 
west  side  of  Lake  Michigan,  Assistant  Engineer  R.  S.  Woodward  working  in  connection 
with  me. 
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From  July  I  to  August  23  the  triangulation  had  been  completed  from  Culedouia 
and  Waterforu,  Wis.,  as  far  southward  as  Deerfield  and  Palatine,  111. 

Churches  or  public  buildings  were  located  in  Racine  and  Kenosha,  Wis.,  and  in 
Wankegan,  Highland  Park,  and  Evanston,  111. 

From  the  28tu  of  August  to  the  10th  of  September  I  was  making  observations  for  a 
thorough  determination  of  latitude  and  azimuth  at  Minnesota  Junction  Station,  Wis. 

After  finishing  this  work  I  was  ordered  to  Green  Bay,  to  carry  the  primary  triangu- 
lation as  far  northward  as  possible  from  Fort  Howard  during  the  season. 

Owing  to  stormy  and  very  unfavorable  weather,  the  work  was  only  completed  as  far 
as  Peshtigo,  Wis.,  by  the  middle  of  October;  and  as  the  season  was  so  far  advance  1, 
tlie  triangulation  in  Green  Bay  waa  discontinued,  and  an  attempt  made  to  carry  the 
primary  triangulation  in  Illinois  as  far  as  Chicago. 

The  weather  proved  to  be  extremely  unfavorable  for  reading  angles,  and,  as  no  sub- 
stantial progress  had  been  made  by  the  4th  of  November,  Assistant  Engineer  Woodward 
and  myself  returned  to  Detroit. 

All  the  stations  occupied  during  the  year,  and  those  occupied  by  myself  in  Wiscon- 
sin in  1872,  were  permanently  marked ;  one  stone  being  set  about  three  feet  below  the  sur- 
face of  the  ground  to  mark  the  trigonometrical  point,  and  three  reference-stones,  each 
rising  about  six  inches  above  the  surface. 

A  section-corner  on  the  correction-line  near  Appleton,  Wis.,  was  connected  with  the 
primary  triangulation,  and  also  the  northwest  comer  of  Benton  Township,  in  Illinois ; 
the  latter  point  being  on  the  State  line  between  Wisconsin  and  Illinois. 

During  the  winter-months  I  was  engaged  in  reducing  my  observations  for  latitude 
and  azimuth  made  at  Minnesota  Junction  in  1^3,  and  for  azimuth  made  in  1672  at 
Brace  Station,  Wis. 

I  was  also  engaged  during  February  and  March  in  reducing  latitude  and  azimuth 
observations  made  by  Lieuts.  E.  Magulre  and  C.  F.  Powell  during  the  season  of  1873. 

At  Point  aux  BecsScies,  Clay  Banks,  and  South  Haven,  Mich.,  and  Fox  Point,  Wis.,  I 
also  observed  and  reduced  observations  for  determining  the  value  of  one  turn  of  the 
micrometer-screw  of  zenith- telescope  No.  19. 

Keports  in  detail  have  been  submitted  on  all  office-work. 

On  the  Ist  of  May,  1874, 1  was  assigned  to  the  charge  of  the  steamer  Search  to  complete 
the  primary  triangulation  of  Green  Bay,  working  in  connection  with  Assistant  Engi-  * 
neers  G.  Y.  Wisner  and  R.  S.  Woodward. 

It  was  hoped  to  complete  the  triangulation  by  the  30th  of  June,  but  stormy  and 
foggy  weather  has  prevented  it. 

Some  delay  was  caused  by  niy  party  having  to  locate  and  build  a  station  to  connect 
the  Green  Bay  triangulation  with  that  brought  overland  from  Lake  Superior. 

Two  weeks  were  spent  in  this  work. 

It  was  reported  by  the  station-building  party  in  1873  that  all  the  stations  necessary 
for  making  the  connection  had  been  built,  but  it  seems  that  no  reconnoissance  was 
made,  or  the  error  would  have  been  discovered. 

On  the  30th  of  June  five  stations  remained  to  be  occupied  before  the  triangulation 
of  Green  Bay  would  be  completed. 

During  the  year  I  have  been  efficiently  aided  by  Recorders  V.  H.  Laur  and  W.  C. 
Clls,  and  I  have  especially  to  acknowledge  the  valuable  assistance  rendered  by  As- 
sistant Engineer  R.  S.  Woodward.    His  field-work  is  entitled  to  the  highest  credit. 

The  following  is  a  statement  of  the  field-work  for  the  fiscal  year: 

Tiiangulatian  in  1873. 

Number  of  stations  occupied  on  the  west  shore  of  Lake  Michigan 5 

Number  of  primary  angles  measured '24 

Number  of  secondary  augles  measured ^ 8 

Number  of  stations  occupied  in  Green  Bay 3 

Number  of  primary  angles  measured 13 

Number  of  secondary  augles  measured 3 

Latitude, 

Number  of  nights  observed 4 

Number  of  pairs  of  stars  observed 147 

Number  of  stars  observed  for  value  micrometer-screw 4 

Number  of  single  observations 624 

Azimuth, 

Number  of  nights  observed 4 

Number  of  standanl  circumpolar  stars  observed 14 

Number  of  single  observations 22i 
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Tiixingulation  in  1874. 

Number  of  stations  occupied h 

Number  of  angles  measured U 

Number  of  stations  built 1 

SUMMARY  FOR  THE   YEAR. 

Triangulation, 


Number  of  stations  occupied 13 

Number  of  primary  angles  measured 5») 

Number  of  secondary  angles  measured 11 

Number  of  results  on  each  primary  angle,  40  ;  making  in  all 2, 000 

Latitude, 

Number  of  pairs  of  stars  observed 147 

Number  of  observations  for  one  turn  of  microateter  screw GS4 

Azimuth. 

Number  of  observations  on  circumpolar  stars 14 

Number  of  results  at  each  observation,  16 ;  making  in  all ;     ffl4 

Number  of  stations  permanently  marked 21 

Very  respectfully  submmitted. 

A.  R.  Flixt, 

Aa^stant  Engineer, 
Gen.  C.  B.  Comstock, 

Superintendent  United  State  Lake-Survey, 


5. — Report  of  Mr.  R.  S.  Woodward^  Assistant  Engineer. 

Fayette,  Delta  County,  Mich., 

June  30,  1874. 

Sir  :  In  accordance  with  your  instnictions  of  May  1,  1874, 1  have  the  honor  to  sub- 
mit the  following  report  in  regard  to  field-work  during  the  season  of  1873,  offioe-wark 
during  the  winter  of  1873  and  1874,  and  field-work  thiis  far  for  the  present  season. 

May  1,  1873, 1  was  ordered  to  proceed  to  the  work  of  reading  angles  of  the  triangu- 
lation in  Wisconsin,  assigned  to  the  immediate  charge  of  Assistant  Engineer  A.  B. 
Flint. 

Accordingly,  we  left  Detroit  on  May  2,  and  on  May  6  began  work  at  Horicon  station, 
near  Horicon  Village,  Wis.  My  party  consisted,  besides  myself,  of  Mr.  M.  Brennaa. 
recorder,  and  Mr.  S.  L.  Large,  observer's  attendant. 

After  completing  the  work  at  Horicon,  we  took  the  west  line  of  stations  of  the  sr*- 
tem,  beginning  with  Lebanon,  and  occupied  in  succession  stations  Lebanon,  Delafield. 
Waterford,  Dover,  Bristol,  Antioch,  and  Fr6mont,  reaching  Palatine,  the  next  station 
south  of  Fr<5mont,  on  August  14. 

At  this  time  orders  were  received  to  repair  to  Sheboygan,  Wis.,  and  report  for  dntr 
to  Lieut.  C.  F.  Powell,  Corps  of  Engineers.  We  left  Palatine,  therefore,  August  16,  and 
reached  Sheboygan  August  18. 

Reported  to  Lieutenant  Powell  the  following  day,  and  received  instructions  to  read 
the  azimuth-angles  '^nd  make  the  shore-line  corrections  at  North  and  South  Sheboygan 
stations.  This  work  was  completed  August  24,  and  we  left  Sheboygan  on  the25tb, 
reaching  Palatine,  111.,  on  the  26th.  Owing  to  very  unfavorable  weather,  we  w«« 
unable  to  complete  the  work  at  Palatine  station,  though  we  remained  there  till  Sep- 
tember 6.  On  the  latter  date,  in  compliance  with  instructions  from  Assistant  Flint. 
we  proceeded  to  Green  Bay  to  work  on  the  triangulation  connecting  the  Wisconsin 
and  Lake  Superior  systems.  We.  began  work  on  the  bay  September  8,  and  between 
this  date  and  October  15  occupied  Little  Tail  Point,  Bruce,  and  Fort  Howard  stations. 
The  work  progressed  slowly,  however,  on  account  of  foggy  and  stormy  weather.  At 
Little  Tail  Point  nearly  a  month  was  consumed.  At  each  of  Bruce  and  Fort  Howard 
only  two  angles  were  to  be  read,  but  the  atmosphere  was  so  continually  foggy  and 
unsteady  as  to  render  the  results  obtained  rather  unsatisfactory. 

October  15,  we  left  Green  Bay  for  Palatine,  having  received  orders  to  return  to  the 
triangulation  in  Illiuois.    Here  again  the  weather  proved  very  unfavorable. 

It  was  desired  to  carry  the  triangulation  as  far  as  the  shot-tower  in  Chicago,  bnt 
very  little  progress  was  made  up  to  November  1,  when  we  were  ordered  to  return  to 
the  office. 

During  the  entire  season,  the  10-inch  Gambey  repeating-theodolite  was  nsed.  Its 
reputation  as  a  repeatiug-instrnment  has  already  been  established,  and  needs  no  com- 
ment here. 


REPORT  OF  THE  CHIEF  OF  ENGINEERS.         413 

MeDtioD  mnflt  be  made  of  the  cordial  assistance  rendered  at  all  times  by  Messrs. 
Brennan  and  Large.  To  them  is  due,  iu  a  great  degree,  the  general  success  of  the 
season's  work.  Mr.  Large  rendered  especially  valuable  service  in  setting  targets  and 
in  flashing.  A  summary  of  the  season^s  work  in  tabular  form  will  be  found  at  the 
close  of  the  report. 

Soon  after  returning  to  the  office  in  November  last,  I  was  ordered  to  report  to  Assist- 
ant Engineer  £.  S.  Wheeler.  Under  his  direction,  I  assisted  in  making  comparisons 
between  the  standard  bar  and  yards,  in  the  determination  of  constants  of  the  base-line 
apparatus,  and  computed  the  length  of  Keweenaw  base  from  the  measurement  of  1873. 
The  details  of  this  work  will  be  found  in  Assistant  Engineer  Wheeler's  reports. 

May  5,  1874, 1  was  again  ordered  to  the  lield,  and  took  passage  on  board  lake-survey 
steamer  Search;  in  charge  of  Assistant  Engineer  A.  R.  Flint,  for  Green  Bay. 

We  began  work  on  tl^  triangulation  May  13,  at  D^broux's  Bluif  station.  Since  then 
we  have  completed  the  work  at  Ddbronx^s  Blu^,  Mcnomonee,  and  Burnt  Bluff  stations. 

At  Menomonee  we  carried  a  secondary  system  of  triangulation  four  miles  up  the 
Menomonee  River  to  connect  the  triangulation-station  with  a  point  on  the  land-survey 
correction-line  in  W^isconsin. 

My  thanks  are  due  to  Col.  A.  Jacobi,  civil  engineer,  Menomonee,  and  the  Messrs. 
Van  Clevc,  civil  engineers,  Marinette,  for  assistance  rendered  iu  determining  a  section- 
<M>rner  on  the  above  line. 

This  season,  Mr.  E.  L.  Fergunon  has  serve<l  as  recorder  for  the  party,  and  Mr.  S.  L. 
Large  as  observers'  attendant.  They  have  both  given  valuable  aid  iu  the  prosecution 
of  the  work.  In  the  primary  triangulation,  the  Troughton  and  Simnis  14-inch  non- 
repeating tliemlolite  has  been  used  thus  far. 

In  the  secondary  work  at  Menomonee,  the  Blunt  10-inch  theodolite  was  used. 

The  former  instrument  has  given  excellent  satisfaction;  the  latter  will  be  reported 
on  hereafter. 

Below  is  given  a  summary  of  field-work  done  during  the  seasons  of  1873  and  1874. 

Summary  of  field-work  done  during  1873  and  1874. 

187.3. 

Between  May  1  and  July  1 : 
Number  of  stations  occupied 4 

Number  of  angles  measured  |  P"^'j^^^^- y  ;*  y*  "*  y  y  *•  y  "  ^^ 

Between  July  1  and  November  2 : 
Number  of  stations  occupied 9 

Number  of  angles  Jneasuredj  P"^*j*^^^;-r  *••;";;;;•;  *;^  ^^ 

Between  May  1  and  November  2  : 
Number  of  stations  occupied 13 

Number  of  angles  »neasured|  P"™^^^^  *"]••"••••••;; '"^  '^ 

1874. 
Between  May  5  and  July  1 : 

Number  of  stations  occapiedj  p^Si^'iiiiJJiriiJ:'.:::::".'.".'::::.":""::":  lo 

Namber  of  angles  measnred  j  I^^„*^^y^y-;- •-•••;;;••••  ••••••;;;;-;^  ^ 

Very  respectfully, 

R.  S.  Woodward, 
A8«Uftant  Engineer. 
Gen.  C.  B.  Comstock, 

Superintendent  U.  8,  Lake-Survey. 


6. — JU'port  of  Lieut.  D.  W.  Lockicood,  Corps  of  Engineers. 

United  States  Lake-Survey  Steamer  Ada, 

June  30,  1874. 

Major  :  I  have  the  honor  to.submit  the  following  report  of  work  done  by  parties 
under  my  charge  during  the  fiscal  year  ending  June  30,  1874 : 

May  10,  1873,  I  left  Detroit  in  command  of  the  lake-survey  steamer  Search,  with 
the  astronomical  parties  of  Lieutenants  Magniro  and  Powell  on  board  the  boat. 
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LieuteDant  Maguire^s  party  was  landed  at  Whitehall,  Mich.,  and  Lientenant  Powell's 
at  Clay  Banks,  (west  shore.) 

Up  "to  the  7th  of  June,  the  crew  were  engaged  in  huilding  and  repairing  stations 
and  cutting  ont  sight-lines  along  the  west  shore  of  Lake  Michigan  from  Clay  Baski 
to  Milwaukee.  After  the  last-mentioned  date,  the  oflf-shore  hydrography  of  the  scmtb 
end  of  the  lake  was  completed  from  near  New  Buffalo  to  Wind  Point,  north  of  Racive. 

During  the  latter  part  of  August,  the  steamer,  in  accordance  with  your  instmctjom, 
proceeded  to  Green  Bay,  and  from  the  time  of  her  arrival  there  until  the  cIom  of  the 
season,  October  15,  the  party  was  engaged  in  building  and  repairing  the  stations 
required  to  carry  the  primary  triangulation  from  Big  Bay  des  Noquet,  soath  to  Grc€B 
Bay  City. 

The  boat  arrived  at  Detroit  October  17,  1873.  During  the  wint-er  I  Was  engaged  in 
looking  after  the  plotting  of  the  off-shore  soundings,  laying  up  and  fittiug  out  tb^ 
steamers,  and  in  collecting  data  for  a  report  on  methods  of  shore-line  work  practiced 
on  the  lake-survey,  accuracy,  &.c. 

May  5,  1874,  I  left  Detroit  in  commaTid  of  the  lake-survey  steamer  Ada,  with  in- 
structions to  build  what  stations  were  required  at  the  east  end  of  Lake  Ontario,  t« 
complete  the  secondary  triangulation  of  the  St.  Lawrence,  already  nearly  finished. 

In  addition  to  this,  my  instructions  also  re<iuire<l  me  to  move,  when  necessary,  iht 
shore-parties,  four  in  number,  and  supply  them.  Up  to  the  end  of  the  fiscal  year,  tb? 
following  work  has  been  performed :  Stations  built,  9 ;  one  35-foot,  three  25-foot,  and 
live  lO-fuot  center-posts. 

In  addition,  nearly  all  the  stations  of  last  year  required  repairing,  and  in  most  ct9» 
marking.  Considerable  cutting  has  been  done;  a  secondary  base-line  near  Cape  Vin- 
cent has  been  measured. 

The  secondary  triangulation  of  the  St.  Lawrence  has  been  completed  to  tbelin* 
A  Tibbet's  Point —  A  Bear  Point,  and  the  secondary  base  at  Cape  Vincent  connected 
with  the  line  A  Sir  John's —  A  Carlton.  Considerable  time  has  been  ocoapied  id  sop- 
plying  and  moving  shore-parties. 

I  have  the  honor  to  be,  very  respectfully,  your  obedient  servant, 

D.  W.  Ldckwood, 
First  Lieutenant  of  Engineer*, 

Maj.  C.  B.  CoMSTOCK, 

Cor2)8  of  Engineers. 


7. — Report  of  Mr.  Henry  Custer,  Assistant  Engineer. 

Detroit,  Mien.,  July  1,  1874. 

Sir  :  Agreeably  to  your  instructions,  I  have  the  honor  to  lay  before  you  a  report  <rf 
the  tield-work  and  otHce-work  rendered,  the  former  by  the  party  under  my  cbarfc 
during  the  summer  of  1873,  the  latter  by  myself  and  assistants  during  the  winter  of 
1873-74  and  summer  of  1874  up  to  date.  , 

The  party,  consisting  of  twenty-one  men,  one  subassistant,  and  two  recorden. 
reached  Racine  City,  Wis.,  the  10th  of  May.  It  established  its  camp  near  the  monit 
of  Root  River.  The  work  in  this  locality  still  left  unfinished  from  last  season  (1^72) 
was  continued,  and  brought  to  a  termination  by  the  23d  of  June  following.  Thf 
labors  of  the  party  performed  here  were  the  following :  A  triangulation  was  extended 
over  the  entire  city  of  Racine,  serving  as  a  base  for  a  minute  topographical*  survey  of 
the  city  and  surroundings,  made  partly  with  the  plane-table,  (wheu  the  weather  Was 
favorable,)  partly  with  the  theodolite. 

This  triangulation  furnished  also  a  base  for  the  termination  of  soiue  32  bnoys. 
located  over  what  is  called  "The  Racine  Reef."  A  large  number  of  soundings  wen- 
taken  between  these  buoys,  in  every  conceivable  direction,  securing  an  exact  detioitioD 
of  the  extent  and  nature  of  the  shoal  and  reef  east  of  the  Racine  light-house. 

While  the  undersigned  was  occupied  in  the  performance  of  the  above  labors,  Assist- 
ant Engineer  V.  T.  McGillycuddy  was  occupied  in  making  a  minute  topographical  snr- 
vey  around  the  city-limits  of  Milwaukee,  Wis.  Subsequently,  a  triangulation  w** 
also  made  of  this  city  by  myself,  aud,  being  very  ably  assisted  by  Assistant  EugiDeef 
V.  T.  McGillycuddy,  this  work  was  terminated  with  good  results  daring  the  unprece- 
dentedly  short  time  of  only  three  days. 

Iq  addition  to  the  above-mentioned  work,  azimuth-observations  were  made  tbi? 
time  while  Polaris  was  at  its  eastern  elongation,  agreeing  perfectly  with  those  m»^ 
the  fall  previous  at  the  western  elongation  of  the  same  star.  A  shore-line  survey  oi^ 
two  and  a  half  miles  in  extent,  with  the  corresponding  off-shore  soundings  and  in-shore 
topography,  was  also  made.  This  work  was  necCvHsary  to  close  up  the  gap  between  the 
two  terminal  points  of  shore-line  survey,  namely,  first,  of  our  survey  of  1872  ;  secondly, 
of  the  shore-line  survey  of  Assistant  Engineer  J.  R.  Mayer,  (Ada  station  VI,)  of  lf7l. 
in-  this  direction.  A  few  soundings  were  also  taken  in  Root  River,  aud  extended  up- 
stream as  far  as  navigable. 
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On  the  25th  of  June  the  party  was  moved  to  Waukegan,  111.  Here  a  suitable  camp 
was  Ibnnd  about  one  mile  south  from  the  city,  near  the  lake-shore.  Here,  as  in  Racine 
City,  a  triangulation  wjis  made,  furnishing  the  base  for  a  minute  plane-table  survey  of 
Waukegan  City  and  surroundings.  In  addition  to  this,  a  shore-line  survey  was  made, 
extending  northward  seven  miles,  to  the  terminal  point  of  my  shore-line  survey  in 
1^*2  ;  sonthward  it  extended  some  nine  and  a  half  miles  to  the  southern  limits  of  the 
village  of  Lake  Forest. 

This  survey  entailed  considerable  labor  by  its  necessary  corresponding  off-shore 
soundings  and  in-shore  topography.  In  the  vicinity  of  Waukegan,  for  instance,  the 
■5-fatbom  curve  could  only  be  reached  at  a  distance  of  a  mile  or  one  and  one-half  miles 
from  shore.  On  the  2d  of  August,  the  labors  of  the  party,  somewhat  retarded  by 
rainy  weather  and  considerable  sickness  among  the  crew,  were  terminated  for  this 
locality.  On  the  4th  of  August  the  party  was  moved  sonthward,  to  the  village  of 
Wiuuetka,  111.  This  locality  was  selected  as  the  most  central  point  between  the  two 
limits  of  the  shore-line  yet  to  be  survej^ed. 

The  shore-line  survey  executed  here  extended  northward  ton  miles  and  eight  and 
one-half  miles  southward,  to  the  terminal  point  of  Assistant  Engineer  J.  R.  Mayer^s 
shore-line  survey  of  1872  in  this  direction. 

Corresponding  oif-shore  soundings  were  made  along  the  whole  extent  of  the  shore- 
line survey.  A  c«>nsiderable  shoal,  extending  itself  northeast  and  southeast  of  the  lo- 
cality known  as  Grosse  Point,  was  carefully  detined  by  a  large  number  of  soundings. 
A  plane-table  survey  was  made  by  the  undersigned  of  Evanston  and  North  Evanston, 
based  here,  as  elsewhere,  upon  a  sufficient  number  of  triangulation-points.  The  in- 
shore topographical  survey  along  this  portion  of  the  lake-shore  was  most  laborious, 
on  account  of  the  unbroken  chain  of  towus  and  villages  situated  upon  this  portion  of 
the  lake-bhore. 

On  the  12th  of  September  the  labors  of  the  party  at  this  point  were  terminated. 
Agreeably  to  your  orders,  arrangements  had  been  made  with  one  of  the  northern 
transportation-steamers  to  move  the  party,  boats,  and  camp-equipage  to  its  new 
place  of  labor,  the  St.  Lawrence. 

Accordingly,  on  the  14th  of  September,  the  party  was  brought  to  Chicago,  and  there 
placed  on  board  of  the  steamer  St.  Albans,  on  the  eve  of  sailing  for  the  St.  Lawrence. 

The  party  reached  Clayton,  N.  Y.,  on  the  23d  of  September.  On  the  24th  of  Septem- 
ber it  was  taken  on  board  of  the  United  States  lake-survey  steamer  Ada,  in  command 
of  Captain  Livermore,  and  brought  to  the  new  camping-ground,  on  the  northeast  shore 
of  Wolfe's  Island,  in  the  St.  Lawrence.  During  the  stay  of  the  party  in  this  locality, 
a  plane-table  survey  was  made  of  a  portion  of  Wolfe's  Island ;  the  survey  extended 
eastward  to  the  light-house  on  the  east  end  of  the  island.  A  similar  survey  (plane- 
table)  was  made  by  Assistant  Engineer  V.  T.  McGillycuddy,  over  a  portion  of  Howe's  or 
Sir  John's  Island.  These  surveys  were  not  immediately  based  upon  triangulation-points. 
Their  validity  was,  however,  fully  established  by  a  subsequent  triangulation,  made  by 
the  undersigned,  which  verified  the  plane-table  work,  and  extended  itself  westward 
and  northward  some  distance  down  the  Bateau  Channel.  Altogether  about  twenty- 
eight  miles  of  shore-line  were  surveyed  from  the  camp  on  Wolfe's  Island.  The  princi- 
pal bays  along  this  portion  of  the  shore-line  of  Wolfe's  Island  were  also  sounded.  On 
the  1st  of  November  the  work  was,  owing  to  rough  weather  setting  in,  discontinued, 
the  party  taken  on  board  the  steamer  Ada,  with  orders  to  store  boats  and  camp-equip- 
age at  Clayton,  N.  Y.  This  order  was  subsequently  carried  out,  with,  however,  the 
loss  of  one  of  our  boats,  which  was  wrecked,  during  a  severe  gale,  while  the  steamer 
was  on  her  way  to  Clayton. 

On  the  10th  of  November  the  steamer  Ada  reached  Detroit  with  the  party  on  board. 

During  the  winter  iy73-'74  the  undersigned  was  occupied  in  plotting  his  tield-notes 
and  in  making  the  necessary  computations.  (Very  little  of  this  sort  of  labor  had  been 
done  in  the  field.)  During  the  time  from  December  to  May  1  the  undersigned  was 
assisted  by  one,  ofteuer  two,  assistant  engineers,  whose  labors  necessitated  direction. 
Since  May  1  and  up  to  date  the  undersigned  has  continued  his  labors  in  the  otiice,  but 
unassisted.  The  results  of  all  these  labors,  both  in  the  field  and  in,  the  oftice,  are  stated 
in  detail  in  the  tables  which  are  added  to  this  report,  and  out  of  them  all  the  necessary 
information  as  to  how  much  has  been  doue  and  in  what  manner  these  surveys  have 
been  conducted  can  be  had. 

I  am,  general,  very  respectfully,  your  obedient  servant, 

IIknry  Custkk, 
Absislaiit  EiKjinicr. 

Gen.  C.  B.  Comstock, 

>Stip<rinti'ndent  Vn'iUd  States  Lake  Sunrr, 
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8. — Report  of  Mr.  A.  C,  Lamson,  Assistant  Engineer. 

Office  Unhed  States  Lake-Survey, 

VetroUf  Mieh.^  June  5,  1674. 

Sir:  I  have  the  honor  to  submit  the  following  report  of  operations  of  the  party 
under  my  charge  during  the  season  of  1873,  together  with  the  office- work  done  during 
the  winter  of  1874. 

On  May  1,  1873,  I  received  instructions  from  you  to  make  a  reconnoissance  on  the 
Detroit  River  for  a  base-line  for  the  secondary  triangulation. 

I  was  furnished  with  a  steam-launch,  and  was  assisted  in  the  work  by  Assistant 
Engineer  F.  Terry. 

A  base-line  was  found  on  the  Michigan  Central  Railroad,  in  the  neighborhood  of 
Wyandotte,  about  6,000  feet  long,  and  was  subsequently  measured  by  Assistant  Engi- 
neer F.  M.Towar.  Having  carried  out  my  instructions,  I  returned  to  Detroit  May  3. 
On  May  5,  under  instructions  to  make  a  survey  of  the  Detroit  River,  I  embarked,  with 
Assistant  Engineer  F.  Terry  and  Recorders  J.  Teeple,  WUnlemann,  and  Jil  laborers,  on 
board  the  United  States  steamer  Surveyor,  and  proceeded  down  the  river,  establishing 
camp  on  Su^ar  Island,  moving  camp  in  a  few  days  over  to  Bois  Blanc. 

The  work  in  this  field  embraced  the  survey  of  Lake  Erie  in  the  neighborhood  of  Bar 
Point,  and  the  river  up  as  far  as  Stony  Island  on  the  Canadian  shore,  and  up  as  far  as 
Trenton  on  the  American  shore,  including  the  lower  end  of  Grosse  Isle  and  the  islands 
in  that  locality. 

The  work  on  Lake  Erie  was  greatly  retarded  in  consequence  of  many  severe  storms 
experienced  during  our  stay  in  that  locality,  also  in  thn  displacement  of  buoys  by  the 
almost  continuous  stream  of  steamers  and  sailing-vessels  passing  in  and  out  the  river. 
In  the  river  the  same  trouble  was  found,  with  the  additional  disadvantage  of  swift 
currents,  especially  near  Stony  Island. 

On  July  25  camp  was  movecLfrom  Bois  Blanc  to  the  head  of  Grosse  Isle,  and  the 
work  carried  up  the  river  as  mr  as  Ecorse. 

On  September  9  camp  was  moved  from  Grosse  Isle  to  Fort  Wayne,  and  the  work 
carried  up  the  river  as  far  as  Eighteenth  street,  Detroit. 

On  October  3  camp  was  moved  from  Fort  Wayne  to  Belle  Isle,  and  the  Detroit 
River  survey  connected  with  the  survey  of  Lake  St.  Clair.  By  November  7,  at  which 
time  camp  at  Belle  Isle  was  bioken  up  and  the  party  returned  to  Detroit,  the  svrvey 
of  Detroit  River  was  completeh,  with  the  exception  of  the  city -front. 

Immediately  after  the  return  of  the  party  from  the  field,  Assistant  Engineers  F.Terry 
and  J.Teeple  were  ordered  by  you  to  survey  the  city-front,  which  they  accomplished 
in  about  ten  days,  completing  the  survey  of  the  Detroit  River. 

On  April  1,  1874,  Assistant  Engineer  F.  Terry  was  ordered  by  you  to  make  a  survey  of 
the  city  of  Detroit;  subsequently  Assistant  Engineer  .J.Teeple  was  ordered  into  the 
field  on  the  same  duty.  Assistant  Engineer  Terry's  ««ork  included  the  survey  east  of 
Woodward  avenue,  and  that  of  Assistant  Engineer  Teeple  the  survey  west  of  Wood- 
ward avenue,  the  work  being  completed  about  the  1st  of  May.  The  secondary  triangu- 
lation of  the  river  was  commenced  by  Assistant  Engineer  Towar,  who  carried  the 
work  from  Pointe  Monille  up  the  river  as  far  as  Sandwich,  when  the  work  w^as  turned 
over  to  me. 

I  established  stations  up  the  river  and  through  the  city,  connecting  with  the  light- 
bonse  on  Lake  St.  Clair,  when  the  secondary  triangulation  was  transfered  to  Assistant 
Man*,  who  completed  the  work  during  the  winter  of  1874. 

To  Assistant  Engineer  F.  Terry  and  Recorder  J.  Teeple  I  wish  to  express  my  thanka 
for  their  zeal,  ability,  and  care  during  the  summer's  operations.  Recorders  WUrde- 
mann  and  Wells  rendered  good  service  as  far  as  they  were  capable. 

27  ENG 
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The  following  is  tbe  amount  of  field-work  accomplished  during  the  season : 


Field-work. 
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Stations  built 

Sounding-stations  . . . 
Theodolite-pointings 
Theodolite-readings  . 
Lines  of  soundings  . . 

Casts  of  lead 

Sextant -angles 

Buoys  


Compass-readings 

Observations  on  Polaris 

Square  miles  of  hydrography 
Square  miles  of  topography. 

Shore-lines 

Angles  measured 


35 
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5,220 

5,686 
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26,633 

152 

78 
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371 
10.440 
11,373 
1,814 
53,266 
305 
157 
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3 
36 
32 
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105 

15. 6® 
17,099 
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79,899 
457 

»5 
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S 

54 

48 
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The  following  is  the  amount  of  office-work  done  dnring  the  winter  of  1874 : 

Square  inches  of  hydrography *. ......  2,173 

Square  inches  of  topography l'^^ 

Shore-line  traced 'l-g 

Points  plotted [  0gl 

Lines  of  soundings  plotted ^  Ifl 

Buoys  plotted \ 

Very  respectfully,  your  obedient  servant, 

A..  C.  LaM80N, 
Assistant  Engifiter. 
Maj.  C.  B.  CoMSTOCK, 

Corps  of  Engineers y  Superintendent  United  States  Lake-Survey, 


9. — Beport  of  Mr.  J.  R.  Mayer.  Assistant  Engineer, 

Mud  Bay,  June  28, 1874. 

Sir:  In  compliance  with  your  instructions,  I  have  the  honor  to  address  you  tbefd- 
lowing  report : 

Report  of  the  amount  of  work  done  by  my  partv  from  July  11,  1873,  to  October  21. 
1873: 

Trigonometrical  stations  built 46 

Sounding-stations  built 19^ 

Buoys  located 29 

Lines  sounded 968 

Miles  of  soundings 539 

Casts  of  the  lead 22  133 

Tria.gulationJ^^Ji°J«;:;;;;;;;;;;;:;;;;;;::;;;;;:;;::;:::;;^  ..'^^ 

i  pointings 5,231 

Topography  <  readings 6,650 

(  vertical  angles l,39i 

Miles  of  shore-line ta.h 

Miles  of  roads  leveled 25 

Square  miles  of  topography ■,         17.3 

Square  miles  of  hydrography 18 

Meridian  observed 1 

Base-lines  measured 3 

The  survey  was  based  on  a  tertiary  triangulation  made  by  me,  and  having  for  hu/t- 
line  a  side  of  the  primary  triangulation  (A  Dorr — A  Grindstone)  given  to  me  l»ef«>rpl 
started  for  the  field.   But  having  discovered  that  the  data  was  erroneous,  being  toosliort 
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of  280™.25, 1  was  compelled  to  make  an  additional  work  in  measuring  three  small^base- 
lineB,  and  forming  twelve  new  triangles,  which  work  caused  a  loss  of  some  fifteen  days 
and  checked  the  progress  of  the  other  divisions  of  the  snrvey  so  much  that  the  amount 
of  work  done  for  shore-line  and  soundings  during  nearly  a  month  was  very  little. 
Consequently  it  would  be  fair  to  date  the  beginning  of  the  sui-vey  from  the  1st  of 
August,  1873. 

Besides  that,  it  has  been  necessary  to  exceed  your  instructions,  in  order  to  sketch 
minutely  all  the  accidents  of  the  ground  by  leveling  carefully  more  points,  and  tracing 
the  contour-lines  10  feet  apart  of  vertical  elevation. 
Very  respectfully, 

J.  R.  Mayer, 
Assistant  Engineer, 
Maj.  C.  B.  CoMSTOCK,  • 

Carps  of  Engineer's,  Bvt.  Brig,  General j  U.  S.  J, 


10,'— Report  of  Mr.  F,  M,  Tawarj  Assistant  Engineer, 

Gananoquk,  Ontario,  June  :M),  1874. 

Major  :  I  have  the  honor  to  submit  the  following  report  of  the  work  done  by  the 
party  under  my  charge  during  the  fiscal  year  ending  Juue  30,  1874. 

On  July  3,  1873, 1  left  Detroit  for  the  St.  Lawrence  River  on  board  the  United  States 
steamer  Ada,  having  with  me  Assistant  Engineer  A.  T.  Morrow,  Recorders  Russel  and 
Brothertou,  and  six  men. 

We  arrived  at  Wellesley  Island,  St.  Lawrence  River,  on  the  morniu£[  of  July  7,  where 
we  established  the  camp. 

I  proceeded  at  once  to  Ogdensburg  to  recruit  the  remainder  of  my  party.  I  accom* 
plished  this  and  returned  on  July  10. 

We  remained  at  this  place  until  September  1,  completing  the  Canada  channel  from 
Rockport  to  Gananoque,  a  distance  of  about  twelve  miles.  In  this  distance  there  were 
upward  of  three  hundred  islands,  grouped  together  in  many  instances  so  thickly  as  to 
render  the  development  of  their  shore-line  very  ditficult. 

On  September  1  my  camp  was  moved  to  the  American  channel,  between  Clayton  and 
Cape  Vincent. 

We  occupied  two  camps  on  this  channel,  completing  it  from  the  foot  of  Long  Island 
to  Tibbitt's  Point  light-house  at  the  head  of  the  river. 

On  October  23  we  broke  up  camp  for  the  season,  and  the  party  was  disbanded.  I 
was  then  ordered  to  report  to  Capt.  W.  R.  Livermore,  Corps  ot  Engineers,  under  whose 
orders  I  was  engaged  until  November  10,  when  we  arrived  in  Detroit. 

During  the  winter-season,  my  work  was  plotted  on  five  sheets  of  antiquarian  paper 
by  myself  and  Assistant  Engineer  J.  Teeple. 

I  am  particularly  indebted  to  Messrs.  Morrow  and  Russel  for  the  prompt  and  efficient 
manner  iy  which  they  performed  their  duties  in  the  field,  and  to  Mr.  Teeple  for  his 
assistance  in  the  office. 

On  May  5,  1874,  my  party  left  Detroit  on  the  steamer  Ada,  I  joined  them  at  Cape 
Vincent  on  May  9,  and  we  were  placed  in  camp  at  this  place  on  the  following  day ; 
since  that  time  we  have  completed  the  unfinished  shore-line,  topography,  and  hydrog- 
raphy from  Gananoque  to  the  head  of  Howe  Island,  a  distance  of  twelve  miles. 

I  have  been  efficiently  aided  in  tliis  work  by  Messrs.  Donovan  and  Winchell. 

Inclosed  is  a  tracing  showing  the  locality  of  my  work  for  tlie  year. 

The  shore-line,  shaded  with  carmine,  is  that  which  was  resnrveyed  for  the  location 
of  sounding-stations  only ;  that  inclosed  with  a  continuous  line  shows  the  shore-line 
developed  and  the  approximate  limit  of  the  topography  connected  with  it. 

The  following  is  the  amount  of  work  given,  in  detail,  done  during  the  fiscal  year: 


Field-work. 


Lines  of  sonnding 

Cants  of  lead 

S<^aare  miles  of  hydrography 

Miles  of  shore-line .' 

Theodolite-pointings 

Theodolite-readings 

Saoare  mifesof  topography 

Alii tades  detenu ined 

Triangnlation-stations  built 

Compass-readings 

Soanding-statious  built 

Observations  for  meridian 

Miles  of  shore>lioe  for  locating  sounding-stations. 


'    1873. 

1674. 

1,643 

624 

32,767 

13,  615 

47 

34 

126 

66 

11,764 

6,502 

15,871 

7,439 

38 

IH 

3,054 

565 

51 

55 

15 

6 

820 

1,185 

9 

8 

89 

ToUI. 


2,267 

46,382 

81 

194 

18.266 

23,310 

52i 

3.619 

1U6 

21 

2,005 

11 

29 
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DariDg  the  winter  of  1873  and  1874,  the  shore-line  topography  and  hydrography  vere 
plotted,  and  ninety-three  triangles  were  computed. 
Very  respectfally,  your  obedient  servant, 

F.  M.  TowAR, 
Assistant  Engi»etr, 
Maj.  C.  B.  CoMSTOCK, 

Corps  of  Engineers f  U»  S.  A, 


11. — Report  of  Lieut.  Edward  Maguiret  Corps  of  Engineers, 


• 


Detroit,  Mich.,  July  1, 187i 

Major  :  I  have  to  submit  the  following  report  of  work  accomplished  by  me  daring 
the  season  ending  June  30, 1874. 

In  compliance  with  your  instructions,  I  left  Detroit  with  my  party  May  9,  1873,  and 
arrived  at  Whitehall,  Mich.,  May  12,  moving  to  Clay  Banks  station  the  same  day. 

At  this  station  I  was  unable  to  do  any  work,  on  account  of  bad  weather,  until  tbe 
31st  of  May.  The  work  here  consisted  of  observations  for  azimuth,  latitude,  and  hori- 
zontal angles.    At  Duck  Lake,  the  horizontal  angle  was  read. 

At  Douglass,  the  work  consisted  of  observations  for  azimuth,  latitude,  and  horizoDtai 
angle. 

At  South  Haven  station,  the  horizontal  angle  was  read  and  latitude  observed  for. 

At  Frankfort,  observations  for  azimuth  were  taken  ;  station  Frankfort  was  connected 
with  station  Point  Betsey. 

I  arrived  at  St.  Joseph  October  12,  and  remained  there  until  November  19,  without 
being  able  to  do  any  work  at  all. 

The  whole  amount  of  work  accomplished  is  as  follows  : 

Azimuth, 

Reealti 

Frankfort 3 

Clay  Banks 3 

Douglass % 

Total 11 

Latitude, 

Pain 

Clay  Banks .r 

Douglass '. 5^ 

Sontu  Haven 54 

Total 149 

Horizontal  angles, 

Frankfort ^ 

Clay  Banks 17^ 

Duck  Lake 56 

Douglass 122 

South  Haven 64 

Total 452 

During  the  winter  I  was  engaged  in  the  computation  of  the  field- notes  ;  the  follow- 
ing are  the  results : 

Horizontal  angles, 

Piob.efwr. 

Little  Point  Sable— Clay  Banks— Duck  Lake 172°  53'  10".65  r.  H 

Clay  Banks— Duck  Lake— Twin  Sisters 175^  38'  51".86  0". « 

Twin  Sisters— Douglass— South  Haven 192°  34'  21".81  0".  43 

Douglass— South  Haven— St.  Joseph 20(P  52'  10".17  0".33 

Latitude  of  A  stations, 

Prob.  enwr. 

Clay  Banks 43°  3^  23".01  0"A9 

Douglass 42^38' 11".62  0".16 

Soutli  Haven 42^^  16'  13".48  0".n 
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Observed  azimuths. 

Of  A  Point  Betsey  from  A  Frankfort 181°  16' 28^20 

Of  A  Little  Point  Table  from  A  Clay  Banks 17P  02'  05".77 

Of  A  Twin  Sisters  from  A  Douglass 180^  40' 49". 47 

I  am,  m^jor,  very  respectfully,  your  obedient  servant, 

Edwd.  Maguire, 
Lieutenant  of  EiiQineerSt  U.  S.  A, 
Maj.  C.  B.  CoMSTOCK, 

Corps  of  Engineers  J  U.  S,  A. 


12. — Beport  of  Lieut,  C.  F,  Powell^  Corps  of  Engineers, 

Lake-Survey  Astronomical  Station, 

St,  Johns,  Mich,,  July  30, 1874. 

Major  :  I  have  to  submit  the  following  report  of  ray  work  on  the  survey  since  May 
7,  1873,  the  date  of  the  previous  report,  to  June  30, 1874. 

FIELD-WORK,  1873. 

At  the  time  of  the  last  report  I  had  been  assigned  to  the  continuation  of  the  latitude 
and  azimuth  work  on  the  west  shore  of  Lake  Michigan,  which  I  had  begun  the  previous 
season.  This  work,  when  completed,  was  to  give  the  latitudes  and  longitudes  of  a 
series  of  i>oints,  the  extreme  ones  being  near  Sturgeon  Bay,  Wisconsin,  and  at  or  near 
Milwaukee,  on  which  to  base  the  map  of  the  part  of  Lake  Michigan  lying  between 
these  points. 

My  party  included  one  recorder,  one  cook,  one  observatory-attendant,  two  flashers, 
and  three  laborers.  Later  in  the  season  Assistant  Engineer  R.  S.  Woodward,  with  a 
small  party,  reported  for  temporary  duty,  upon  the  completion  of  which  he  was  relieved. 

Portage  station,  near  Sturgeon  Bay,  had  been  located  in  1871  by  Captain  Lee,  from 
the  Green  Bay  triangulation.  Its  latitude  had  also  been  determined  by  me  in  1872. 
I  therefore  proceeded  to  Clay  Banks,  the  first  station  south  from  Portage,  where  the 
party  was  landed  from  the  survey-steamer  Search  on  May  16. 

From  Clay  Banks  I  occupied  in  succession  the  stations  Kewaunee,  Two  Rivers  Point, 
Point  Creek,  Ada  I,  Fox's  Point,  and  Milwaukee  court-house. 

The  party  and  camp  were  moved  from  Clay  Banks  by  small  boats,  from  Kewaunee 
by  small  boat  and  wagon,  and  thereafter  by  steamer  or  rail. 

The  horizontal  angle  was  read  at  each  station ;  latitude  observed  where  I  had  not 
taken  it  the  previous  year,  excepting  at  Milwaukee  court-house,  where  it  was  not 
required  ;  observations  for  azimuth  made  at  Clay  Banks,  Point  Creek,  and  Fox's  Point, 
and  connections  established  with  the  survey  astronomical  posts  of  1866  at  Clay  Banks 
and  Two  Rivers  Point.    The  Kewaunee  latitude  post  of  1866  had  been  destroyed. 

Connections  were  also  made  with  one  or  more  points  of  the  shore-line  survey ;  topo- 
graphical sketches  drawn  and  underground  and  surfkce  marks  placed,  according  to 
general  instructions  governing  parties  occupying  primarv-triangulation  stations. 

Observations  in  two  different  sets,  for  the  determination  of  the  value  of  a  division 
of  micrometer  and  levels  of  myzenith-telescope,  were  made  at  Fox's  Point. 

Mr.  Woodward  occupied  the  North  arid  South  Sheboygan  stations,  read  the  horizontal 
angle,  connected  with  the  latitude-post  of  1866  at  North  Sheboygan,  made  other  required 
connections,  and  placed  the  station-marks  at  both  places. 

In  order  to  connect  the  work  with  the  Wisconsin  triangulation,  angles  were  read  at 
Fox's  Point  to  three  points  in  Milwaukee  fixed  by  the  triangulation. 

The  data  of  my  work  and  the  triangulation  latitudes  will  afford  a  comparison  of  lon- 
gitudes brought  from  Green  Ba^  by  different  methods  and  different  routes. 

To  obtain  a  comparison  of  azimuths,  angles  were  read  at  the  dome  of  the  Milwaukee 
court-house  from  Fox's  Point  to  the  triangulation  stations^at  Lisbon  and  New  Berlin. 

The  Kewaunee,  Point  Creek,  North  Sheooygan,  and  Ada  I  stations  were  built  during 
the  summer.  The  first  two  were  placed  on  new  sites,  and  were  required  to  break  the 
long  lines  north  and  south  from  Two  Rivers  Point.  The  station  at  North  Sheboygan 
-was  necessary  to  replace  one  destroyed,  and  that  of  Ada  I  to  gain  a  greater  elevation 
than  afforded  by  the  off-shore  hydrographic  station  of  1871  over  the  same  station  mark. 
The  second  and  third  stations  named  were  built  by  Lieutenant  Lockwood's  steamer 
party. 

The  field-work  was  finished  on  October  9. 

The  instruments  used  were  the  20-inch  Oertling  theodolite  No.  2562,  of  late  issue;  and 
the  old  24-inch  WUrdemann  zenith-telescope  No.  1.    The  defeects  of  the  Oertling  instru- 
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ment  are  well  known.    The  zenith-telescope  had  been  repaired  thorooghly  thepreviotu 
winter,  and  was  ingood  condition. 

Mr.  Horace  Holmes,  recorder,  merits  commendation  for  the  int-erest  shown  in  thevoi^, 
and  aasistance  rendered  in  station-building,  making  connections,  and  posting  flashers 

OFFICE-WORK,  1873  AND   1874. 

During  the  winter  I  was  engaged  upon  the  computation  of  the  tield-work,  in  com- 
pleting that  for  the  season  of  l3r2,  and  reworking  the  latitudes  of  1872,  asing  Lit«r 
adopted  values  of  instrumental  constants  and  omitting  all  pairs  not  independent  or 
containing  stars  not  given  in  Safford's  catalogue,  1875.  Except  the  reference  of 
azimuths  to  the  same  litie  and  adoption  of  mean  result,  and  consequently,  the  compu- 
tation of  final  longitudes,  all  the  work  has  been  re-computed  independently  and  com- 
pared. The  azimuth  stations  have  been  plotted,  and  the  co-ordinates  therefrom  of  the 
latitude  and  azimuth  posts  indicated,  upon  the  detailed  survey  sheets. 

The  values  obtained  for  instrumental  constants  of  the  zenith  telescope  will  be  foond 
in  my  record  book  of  latitude  observations,  1873.  Other  results  are  shown  in  the  tabl» 
following.  The  ^'  mean  "  result  for  latitude  is  the  arithmetical  mean,  and  from  that  the 
probable  errors  have  been  computed.  The  want  of  assistance  and  pressure  of  other 
duties  prevented  the  computation  of  final  result  and  probable  error  by  a  more  rigid 
method. 

Readings  and  results  in  the  column  ^'Number  of  readings  or  results"  refer  respect- 
ively to  the  non-repeating  Oertling  theodolite  and  repeating  Gambey  and  Wilrdemaoa 
instruments.    A  result  is'the  mean  of  five  readings  in  each  position  of  the  telescope. 

Attention  will  be  drawn  to  the  Point  Creek  azimuth  on  account  of  its  variance'from 
the  four  others  and  their  close  agreement.  At  Point  Creek,  the  light  of  the  Sheboygan 
light-house  was  read  to  at  night  and  the  tower  during  day-time.  Care  was  taken  to 
prevent  the  effect  of  phase  to  see  that  the  light  was  in  the  axis  of  the  tower  and  to 
determine  the  reduction  to  station  from  azimuth-post.  The  cemputed  distance.  Point 
Creek — North  Sheboygan;  measured  distance.  North  Sheboygan — Light-Honse;  and 
one  reading  of  the  included  angle,  give  the  angle  at  Point  Creek  to  within  less  than  1 
of  that  observed.  In  obtaining  the  mean  result,  the  Point  Creek  azimuth  has  been  us^ 
with  full  weight. 

The  Wisconsin  trlangulation  not  having  been  worked  up,  the  comparison  of  longi- 
tudes and  azimuths  at  Milwaukee  cannot  now  be  made. 

LATITUDES  PREVIOUSLY  REPORTED. 


Station. 

• 

u 

o    . 

as 
1^ 

Latitades. 

1 

Redaction 
from    re- 
coropata- 
tion. 

o 

r 

> 

u 
o 
> 

1 

1      o 

Portase 

1871 
1872 

1866 
1872 

1866 
1872 

1866 
1872 

...... 

147 
47 

147 

27 

82 
36 

44  48  54.  780 
55.076 

Adopted 

// 

// 

11 

54.78 
58.41 

r) 

C.F.P. 

So 

-  0.060 

+  3.397 

56.60 

44  41  15. 310 
35.300 

Adopted 

4-  3.879 
—15.270 

Clay  BaDks 

19.19 
19.98 

&W.B. 
C.F.P. 

Do 

-  0.044 

19.45 

44  11  34.785 
12  04. 691 

Adopted 

-f  29. 613 
-  a  005 

Two  Rivers  Point 

64.40 
04.57 

a.  w  R. 

Do 

-  0.115 

C.  F.  p. 

04.46 

43  45  54. 130 
43  41  01. 498 

-  L070 

-  0.090 

North  Sheboygan 

5a  06 
01.38 

S.  W  K. 

South  Shebovsan 

-  0.126 

r  F  P 

"  Reduced  from  Captain  Lee's  trlangulation. 
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LATITUDES,   1873. 


StatioD. 

• 

o 

Number  of 
pairs. 

Latitudes. 

Probable 
error. 

Reduction 
toA 

9 

5 

• 

u 

9 

1 

Kewaunee 

June  30 
July     2 
July      4 
July      5 

24 
18 
23 
23 

0       t           II 

44  25  41.075 
40.  744 
41. 320 
41.266 

// 

// 

II 

C.  F.  P. 

Do •. . . 

Do. 

Do 

Do. 

Do 

Do. 

Mean 

41.122 

±0.100 

-f  0.003 

41.13 

Aug.     2 
Aug.     3 
Aug.      4 
Aug.      5 

23 
22 

28 
28 

Point  Creek 

43  57  57.  787 
58.186 
58.375 
5rt.  729 

C.  F.P. 

Do 

Do. 

Do 

Da 

Do 

Do. 

Mean 

58.295 

±0.095 

+0.558 

5a  85 

SheboYJian  liubt*hou86 

43  45  50. 360 

43  45  12. 880 

43  29  la  574 
ia730 
ia289 
19.041 

(*) 

(t) 

C.  F.  P. 

Lutheran  church,  Sheboviran. .. 

Adal 

Sept     4 

Sept      8 
Sept    10 
Sept    11 

19 
21 
20 
21 

Do 

Do. 

Do 

Do. 

Do 

'  ' 

Do. 

1 

ia677 

db  0.088         +0.02 

ia70 

Sept.   22 
Sept    23 
Sept    25 
Sept    26 
Sept    27 

19 
8 
22 
26 
22 

43  10  13.  4;<8 
13.218 
13.317 
13.  730 
13.068 

C.  F,  P. 

Do 

Do. 

Do 

Do. 

Do 

Do. 

Do 

Do. 

Mean 

13. 353 

±0.080 

-0.088 

13.27 

*  Reduced  from  North  Sheboygan. 


t  Reduced  from  North  Sheboygan  and  Point  Creek. 
HORIZONTAL  ANGLES. 


ee 

2i 

• 

H 

Angles. 

"oS 

Mean. 

9 
9 

• 

a 

• 

u 

Instrument 

1 

© 

9 

*3 

R 

Xi 

V 

9 

% 

s 

2 

•« 

^ 

X 

JZ5 

;k 

a 

o 

o     /          " 

II 

^ 

JLzimnth-mark   1872— CUy  Banks- 

1872 

38 

3  05  56.  89 

±0.54 

L 

C.  F.  P. 

Oertllng    theodo- 

Portage. 

lite  2563. 

Portage— Clay  Banks— azimuth-mark 

1873 

52 

5  06  11.  43 

±0.33 

L 

..do  ... 

Do. 

1873. 

Azimuth-mark   1873— Clay  Banks- 

1873 

64 

178  24  04.  67 

±0.39 

L 

.rdo... 

Do. 

Kewaunee. 

Clay  Banks— Kewaunee— Two  Riv- 

1873 

60 

199  54  08.  25 

±0.28 

L 

. . do . . . 

Do. 

ers  Point 

Kewaunee— Two  Rivers  Point— Point 

1873 

:a 

150  54  39.  72 

±0.30 

L 

..do ... 

Do. 

Creek. 

Two  Rivers  Point  — Point  Creek- 

1873 

78 

149  22  06.  47 

±0.24 

R 

. .  do . . . 

Do. 

North  Sheboygan. 

* 

Korth  Sheboygan— Point  Creek— She- 

1873 

76 

0  09  28.70 

±0.16 

R 

..do ... 

Do. 

boygan  lisn^hon8e. 
Sheboygan  Ught-house— Point  Creek- 
Lutheran  church,  Sheboygan. 

1873 

18 

3  20  30.50 

±0.34. 

R 

. . do  . . . 

Do. 

Point   Creek  — North   Sheboygan  — 

1873 

16 

175  03  21.  41 

±0.27 

L 

R.S.W 

Gambey    theodo- 

South Sheboygan. 

lite    1,   10-inch 
limb. 

South  Sheboygan— North   Sheboy- 

1873 

4 

45  28  46. 93 

±0.58 

R 

..do... 

Do. 

gan — Lutheran  church. 

North   Sheboygan  —  South    Sheboy- 

1873 

16 

166  OS  05. 38 

±0.23 

L 

. .  do  . . . 

Do. 

gan—Ada  I. 
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Horizontal  angles — Contiuued. 


Angles. 

S: 

a 

£2 

Mean. 

le  error. 

on. 

er. 

Instrument. 

• 

•§ 

t 

i 

a 

0 

t 

a 

1 

N 

» 

It 

5 

O      '            " 

North   Sheboygan  —  South   Sheboy- 

18T2 

32 

0  22  17. 66 

±0.57 

K 

C.  F.  P. 

Oorllinir    theodo- 

gan— azi  m  u'th-mark . 

lit«25C2. 

South   Sheboygan  —  Ada  I  —  Fox's 

1873 

60 

173  13  14. 00 

±0.52 

R 

..do 

Do. 

Point. 

Ada   I  ~  Fox's    Point  —  Milwaukee 

1873 

54 

176  10  44. 24 

-to.  30 

R 

. .  do  ... 

Do. 

coort-hoose. 

Milwaukee  court-house— Fox's  Point- 

1873 

30 

14  47  34.  49 

±0.37 

L  ^ 

..do  ... 

Do. 

South  Milwaukee. 

< 

Milwaukee  court-house — Fox's  Point- 

1873 

24 

0  19  19.  84 

±0.23 

L 

..do  ... 

Do. 

Catholic  cathedral.  Milwaukee. 

Catholic  cathedral,  Milwaukee^- Fox's 

1873 

24 

0  43  39. 85 

±0.36 

L 

..do  — 

Do. 

Point— Episcopal    cathedral,    Mil- 

waukee. 

Fox's    Point  —  Milwaukee  court- 

1873 

9 

74  29  n.64 

±1.84 

L 

H.H.. 

Wiirdemann  the- 

house—Lisbon. 

1 

odolite  23,  6-inch 
Umb. 

Fox's    Point  —  Milwaukee  court- 

1873 

4 

116  31  40.  67 

±0.85 

L 

C.  F.  P. 

Do. 

house—New  Berlin. 

AZIMUTHS.  ^ 

[Observer,  C.  F.  P.— Instrument,  Oertling  theodolite  2562.] 


Station. 


Date. 


1872. 

Clay  Banks Aug.  26 

Clay  Banks I  Aug.  29 

Clay  Banks I  Aug.  30 

Clay  Banks |  Aug.  31 


Clay  Banks. 

Clay  Banks. 
Clay  Banks. 
Clay  Banks. 
Clay  Banks. 

Clay  Banks. 

Point  Creek. 

Point  Creek. 
Point  Creek. 
Point  Creek . 
Point  Creek. 


1873. 
June    4 
June    7 
June    7 
June  11 


Aug.    7 

Aug.  7 
Aug.  9 
Aug.  10 
Aug.  12 


Point  Creek 

South  Sheboygan., 

^  South  Sheboygan. I 

South  Sheboygan. 

South  Sheboygan. 

South  Sheboygan.' 

Fox's  Point 


1872. 
Sept  19 
Sept.  25 
Oct.      3 
Oct.      4 


J  873. 
Sept.  30 


a 


.a 

9 

5 

525 


6 
4 
4 

12 


10 
10 
10 
10 


8 
10 
10 
14 


4 
4 
4 

8 


8 


Star. 


Polaris,  near  e.e. 

do 

do 

do 


Mean 


Polaris,  near  e.  e 

A  Ursee  Minoris,  near  e.  e 

Polaris,  near  e.  e 

A  Ursfe  Minoris,  near  e.  e. 


Moan. 


i  Unue  Minoris,  between 
w.  e.  and  c. 

Polaris,  near  e.  e 

do 

do 

do 


Mean, 


Polaris,  near  e.e. 

do 

do 

do 


Mean 

Polaris,  near  e.e. 


Mean. 

• 
fl 

€ 

P 

O       '        W/ 

27  43  09.  97 

R 

17.76 

20.07 

/  16.72 

R 

15.84 

19  29  47. 00 

51.25 

5L16 

48.80 

L 

49.55 

180  26  3a  55 

24.06 

27.21 

24.37 

2&36 

R 

26.83 

4  43  32. 55 

38.18 

22.98 

32.41 

L 

3L71 

172  23  47. 35 

s 

§ 


a 


mm 


e  I 


y/ 


—133.57 


—  54.50 


0.00 


+    &40 
0.00 


O         f  II 

207  41  02.  S7 


199  28  55.05 


359  33  33. 17 


184  43  4a  11 
7  36  12.65 
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AZIMUTHS  REFERRED  TO  LINE  POINT  CREEK  A — NORTH  SHEBOYGAN  A. 


Station. 


Clay  Banks 

Clay  Banks 

Point  Creek 

South  Slieboygan 
Fox'b  Point 


Year. 


1872 
1873 
1873 
1872 
1873 


fe-S 

a 

a 
55 


4 
4 

5 
4 

1 


s 

fe  a 

a 

a 
55 


Azimaths  west 
of  south. 


26 
40  I 
46 

20 

8 


O        '  II 

359  24  15. 47 
16.57 
04.47 
15.65 
15.73 

Adopted  . .  .12. 63 


LONGITUDES  WEST   FROM  GREENWICH. 


Station. 


Portage  A • 

Clay  Banks  A 

Kewaunee  A 

Two  Ri  verePoint  A 

Point  Creek  A • 

North  Sheboygan  A 

Sheboygan  Light-bouse 

Lutheran  Church,  Shelioygan 

South  Sheboygan  A • * 

AdalA ' 

Fox's  Point  A 


Longitude. 


87  16  57. 81 
21  5L72 
30  16. 31 
30  37.69 
41  57.72 
41  47.29 

41  50.01 

42  51.44 
42  17. 99 
47  37.  58 
52  55.51 


Kednced  f^om  Captain  Lee's 
triangulation. 


FIELD-WORK,   1874. 

For  this  seasoD  I  was  iDstructed  to  determine  the  latitude  and  telegraphic  longitude 
of  certain  points  in  the  interior  of  Michigan.  Observations  for  personal  equation  with 
Lieutenant  Maguire  were  taken  at  the  Detroit  observatory. 

I  left  Detroit  May  13.    Since  that  time  and  up  to  June  30  Pontiac  and  Lapeer  sta- 
tions have  been  occupied  and  the  work  completed  at  both  places. 
Very  respectfully,  your  obedient  servant, 

Chas.  F.  Poweli^ 
First  Lie-utenant  Engineers, 
Maj.  C.  B.  CoMSTOCK, 

Corps  of  ErtgineerSf  U.  S.  A. 


Appendix  B.— Astronomical  determination  of  points  in  the  interior  of  Illi- 
nois AND  Wisconsin. 

Report  of  Mr.  0.  B.  Wheeler j  Assistant  Engineer. 

Office  U.  S.  Lake-Survey, 

Detroit,  Mich,,  May  15,  1874. 

Sir  :  I  have  the  honor  herewith  to  submit  a  report  on  the  astronomical  determina- 
tion of  points  in  the  interior  of  Illinois  and  Wisconsin.  The  object  was  to  furnish 
the  geological  survey  of  Wisconsin  with  data  for  correcting  the  maps  projected  from 
the  public -land  surveys.  / 

The  points  determined  were  two  on  the  fourth  principal  meridian,  the  one  the  State 
Line  between  Ulinois  and  Wisconsin  near  Galena,  111.,  and  the  other  near  Valley  Junc- 
tion,  Wis.  Also  there  were  determined,  by  trigonometrical  transfer  from  the  as- 
tronomical station  at  Valley  Junction,  points  on  the  correction-line  between  townships 
20  and  21  north,  and,  from  a  former  astronomical  station  at  St.  Paul,  Minn.,  points  on 
the  correction-line  between  townships  30  and  31  north,  near  range  19  west. 

The  field -observers  were  Prof.  S.  W.  Robinson,  of  Illinois  Industrial  University,  and 
Assistant  Engineer  T.  W.  Wright.  Professor  Robinson  made  all  the  time  observations 
in  connection  with  the  longitude.  The  observations  at  Detroit  in  connection  with 
Galena  and  Valley  Junction  for  differences  of  longitude  were  made  by  myself. 
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The  instrnmonts  used  at  Detroit,  and  the  pier  upon  which  the  transit  was  moonted, 
were  the  same  as  noted  in  Appendix  F,  United  States  lake-sarvey  annual  report  for 
ld71. 

The  instruments  were  the  Trough  ton  &.  Simms  transit,  42-inch  focal  length,  uifd 
clock  and  chronograph  respectively  Nos.  184  and  216  Bond  <&  Son.  The  instrnmenu 
used  in  the  field  were  the  combined  transit  and  zenith-telescope  Pist4>r  &  Martioi, 
Berlin,  dated  1849,  of  26  inches  focal  length,  and  mean-time  chronometer  Dent  2096. 

DIFFERENCE  OF  LONGITUDE. 

A  list  of  stars  from  the  American  Ephemerisand  the  standard  catalogue  of  5s29stui 
of  the  German  Astronomical  Society  was  prej^ared  to  be  used  by  both  observew. 
This  list  was  arranged  as  follows  : 

Level. 

Polar  Star,  (over  part  of  the  wires.) 

Revoi*8al. 

Polar  Star,  (wires  same  as  before  reversal.) 

Level. 

Five  time-stars. 

Level. 

Reversal. 

Level. 

Five  time-stars. 

Level. 

Polar  Star,  (over  part  of  the  wires.) 

Reversal. 

Polar  Star,  (wires  same  as  before  reversal.) 

Level. 

Transmission  of  signals. 

The  remainder  of  the  list  was  identically  arranged  with  that  before  the  transmis- 
sion of  signals.  Thus  two  time  determinations  were  made  on  each  night  at  each  sta- 
tion, and  the  transmission  of  signals  came  between  the  two. 

The  transmission  of  signals  was  as  follows: 

(1.)  Field-station  breaks  for  one  minute  on  main  line  rn  coincidence  with  mean-time 
chronometer,  making  two  breaks  at  zero  seconds,  and  omitting  to  break  on  the  10, 20, 
30,  40,  and  50  second  ticks. 

(2.)  Detroit  clock  (sidereal  with  automatic  break-circuit)  is  switched  into  the  main 
line  for  seven  minutes ;  two  breaks  indicate  the  zero  second,  and  the  10, 20, 30,  40,  and 
50  second  ticks  are  cut  out. 

(3.)  Detroit  sends  arbitrary  signals  for  two  minutes,  breaking  twice  at  the  zero  sec- 
ond, and  making  the  signals  approximately  at  10,  20,  30,  40,  and  50  seconds. 

(4.)  Field-station  sends  arbitrary  signals  for  two  minutes,  breaking  twice  at  the  zero 
second,  and  making  the  signals  approximately  at  10,  20,  30,  40,  and  50  seconds. 

(5.)  Same  as  (2). 

All  the  signals  were  recorded  on  the  Detroit  chronograph.  The  field-obAerrer  ob- 
served coincidences  of  sidereal  clock  with  mean-time  chronometer  during  operati<»s 
(2)  and  (5),  and  also  noted  the  times  of  all  the  signals  of  operations  (3)  and  (4). 

In  the  reduction  of  the  observations,  the  method  of  high  and  low  stars  was  used. 
Fifteen  wires  were  observed  at  Detroit,  but  only  five  reduced  on  any  time-star,  since 
only  five  were  observed  in  the  field.  Observations  recorded  from  the"^  mean-time  chro- 
nometer were  treated  as  follows : 

An  epoch  was  chosen,  being  an  even  hour  on  the  face  of  the  mean-time  chronometer, 
and  each  record  from  the  mean-time  chronometer  was  corrected  for  the  change  doe  to 
the  increase  of  sidereal  interval  on  mean-time  interval  for  the  space  of  time  between 
the  epoch  and  the  record.  This  changes  Dent  (mean)  to  what  we  call  Dent  (sidereal-) 
But  Dent  (sidereal)  still  has  a  rate  on  sidereal  time,  and  we  determine  this  rate  either 
by  comparing  its  errors  in  the  earlier  and  later  parts  of  the  night,  or  by  comparing  the 
rate  of  the  clock,  found  by  means  of  its  errors,  with  the  rate  of  Dent  (sidereal)  on  the 
clock,  as  determined  by  coincidences.  We  have  adopted  the  latt-er  method  of  deter- 
mining this  ratCj  since  essentially  it  is  only  the  rate  of  one  clock  on  the  other  that  is 
required. 

The  mean  of  all  the  errors  of  Dent  (sidereal)  as  given  by  fundamental  time  stars  ii 
taken,  and  also  the  mean  of  the  right  ascensions  of  the  stars  used.  To  thia  mean  entir 
we  apply  the  correction  for  rate,  reckoning  from  the  sidereal  time  of  the  former  as- 
sumed epoch  to  the  time  of  the  mean  of  the  right  ascensions  of  the  stars  nsed.  1^^ 
gives  the  error  of  Dent  (sidereal)  at  the  assumed  epoch.  In  the  following  tables,  ^t 
stands  for  error  of  clock  or  chronometer  where  no  account  has  been  taken  of  rate,  and 
A  to  stands  for  the  same  corrected  for  rate.  When  the  «lock  or  chronometer  is  slow,  the 
sign  of  the  correction  is  positive,  and  when  they  are  gaining  the  rate  is  negative. 

Tables  1,  2,  3,  and  4  give  the  individual  results  for  time  for  ooth  the  Detroit  and  field- 
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stations,  the  mean  results  for  error  of  the  Detroit  clock,  and  the  rate  of  the  Detroit 
clock.  The  error  and  deduced  rate  of  Dent  (sidereal)  are  shown  in  tables  5,  G,  and  7. 
Tables  5  and  6  give  the  combination  of  results  and  the  differences  of  longitude  uncor- 
rected for  personal  equation.  Table  7  gives  the  results  of  personal  equation  from  ob- 
servations made  at  Detroit.  The  same  iusUuments,  method  of  observation  and  reduc- 
tion, were  used  in  determining  the  personal  equation  as  were  emploved  In  the  longitude- 
work,  the  field-transit  being  mounted  in  the  Detroit  observatory  five  feet  to  the  west 
of  the  Detroit  transit.  A  large  range  in  the  results  for  personal  equations  will  be  no- 
ticed. The  results  Indicate  that  the  relative  personal  equation  was  increasing  during 
the  season. 

This  supposition  would  account,  perhaps,  for  the  gradually  diminishing  values  for 
longitude  in  the  four  nights  at  Galena. 

It  is  thought  best,  however,  to  combine  the  results  in  a  single  result,  in  the  follow- 
ing manner :  On  September  18,  only  four  time  stars  were  ob^rved,  and  this  night's 
result  should  have  but  little  weight.  September  16  is  combined  with  September  18, 
giving  the  former  four  times  the  weight  of  the  latter ;  then  this  result  is  combined  with 
the  mean  of  July  5  and  July  6,  giving  this  mean  twice  the  weight  of  the  result  from 
September  16  and  September  18.  The  result  thus  obtained  is  0".272,  which,  corrected  for 
the  difference  of  longitude  of  the  two  transit-instruments  (O'.OOS),  gives — 

S.  W.  R.  —  O.  B.  W.  =  — 0-.277 

Table  5  gives  for  a  difference  of  longitude  between  Detroit  and  Galena  astronomical 
stations  uncorrected  for  personal  equation — 

29«  30-.958 

which,  corrected  for  personal  equation,  gives — 

Galena  west  from  Detroit  =  29™  31«.23 

Table  6  gives  for  a  difference  of  longitude  between  Detroit  and  Valley  Junction  as 
tronomicaf  stations,  uncorrected  for  personal  equation — 

29"  26-.101 

which,  corrected  for  personal  equation,  gives — 

Valley  Junction  west  from  Detroit  =  29"  26».38 

Table  1. — Individual  results  for  error  of  clock  at  Detroit  and  error  of  chronometer  at  Galena 
•        mean  results  at  Detroit  and  rate  of  the  Detroit  clock. 


Nanio  of  star. 


July  11. 


Julv  12. 


1 
a 
110 

0 
0» 

c 

i 


Aquilsp  . . 

Lyiu' 

Ht^rculis . 

Lyrie 

So  r  pen  tin 
Aqiiilie  .. 
AqnilsG  . . 
Aqiiihe  .. 
AqililH3  . . 
Aqiiiltr  . . 
A<|uil}n  . . 


Moan 


C  CyRui. 
1  Pi'jrasi 
$     Aqiiarii 


e 

M 

20 

a 

0 

0 

Y 

It 


Atpiarii... 

Pe;:a8i 

Ca)iiiconii 
Pfgasi   ... 

A()itarii 

PeiTjisi 

Aqiiarii  — 
Aquarii... 
Aqnarii.. . 


Mean 


A  t  of  clock.      A  f  of  Dent  »i(i.  i     A  f  of  clock. 


1 


m.    ts.  h.  m.    ft. 

-3  14.46     1     -ffi  4.5  4e.ft5 


14.71 


4'».  04 


in.  *. 
-A  16.  12 
16.41 
16.32 
16.55 
16.40 
16.  42 


A  t  of  Dent  Rid. 


h.  m.  K. 
+6  4f»  43.  04 
43.  22 
43.  25 
43.06 
43.04 
42.97 


14.  5:^ 


4«.9<» 


14.78 
14.77 
14.82 


4P.  83 
48.74 
48.90 


16.  59 
16.  52 
16.  49 
16.49 


-3  14.67H        +6  45  48.892 


3  16.431 


43.19 
42.94 
42.79 
43.20 


-4-6  49  43.069 


Hourly  rate  of  clock 

Adupt«d  rate  of  Dent  sidereal  from 
compariAODB  with  clock , 


3  14.  80 
14.  79 
14.44 


f6  45  48.57 
48.68 
48.43 


14.  57 


48.58 


14.51 
14.59 
14.  65 


48.58 
48.50 
48.  51 


3  16.54 
16.54 


-I  6  49  42.53 
42.94 


3  14.621        +6  45  48.550 


-3  16.  540  !     +6  49  42.  735 
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Tablk  L— Individual  results  far  error  of  dock,  <fc — Continued, 


Name  of  star. 


July  21. 


Jaly22. 


A  f  of  clock. 


A  t  of  Dent  aid.      A  (  of  clock.    ;  A  ( of  Dent  sid 


1      AquilsB  .. 

a      Lvne 

110  U'erculU. 
0     Lyi*8B 

St^rpe  litis 

AquilsB   . 

AqoilsB  .. 

AquilsD . . 

AquilsB  .. 

AqailsB  . . 

Aquil® . . 


m. 
-3 


0» 

c 

c 


». 

41.94 
42.03 
41.99 
42.20 
42.10 
42.12 
42.20 
42.31 
42.25 


42.19 


Mean 


<     Cygni 

1      Pegasi 

$  Aquarii — 

(      Aquarii 

c      Peg««i    

I*.  Capricomi . 

20    PegaHi 

a  Aquarii — 

e      Pegaai 

0  Aquarii  — 

Y     Aquarii 

IT  Aquarii  — 


3  42. 133 


-3 


Mean 


42.42 
42.43 
42.17 
42.25 
42.33 
4'Z23 
42.50 
42.36 
42.39 
42.32 
42.40 
42.26 


-3  42.  338 


h.  tn.  t. 
+7  24  39.  34 
39.52 
39.56 
39.38 
39.31 
39.27 
39.21 
39.17 
39.33 


39.25 


+7  24  39.  335 


+7  24  39. 16 
39. 29 
:<9. 19 
39.10 
39.23 
39.48 
.19.32 
39.19 
39.22 
39.33 
39.15 
39.16 


+7  24  39. 235 


Hourly  rate  of  clock 

Adopted  rate  of  Dent  sidereal  ttom 
comparisons  with  clock 


-     0. 0720 


0.0745 


0.03SS 


Table  2. — Indimdual  results  for  error  of  clock  at  Detroit,  and  error  of  chronometer  ai 
Valley  Junction ;  mean  result  at  Detroit,  and  rate  of  Detroit  clock. 


Name  of  star. 

Auffiist  6 

. 

AngoBtB 

A  t  of  clock. 

A  (of  Dent  Sid 

A  (  of  clock. 

AtofDentsid. 

d   Aanilie 

tn.      9. 

h. 

tn. 

9. 

tn.      t. 

-4    36.85 
36.92 
36.95 
37.25 

h. 

tn. 
34 

57.  ?1 

a»  Cai»ricoml 

-4    30.34 

+8 

27 

11.55 

57.79 

w    (yiinricorni        .        ..    .............. 

57.!* 

DflDhini 

30.63 

10.89 

57.91 

a    Cv*irui •... - 

37.13 

57.85 

v«  DelDhini 

30.91 
30.79 
30.89 
.30.92 

10.98 
10.94 
10.97 
11.07 

37.23 
37.19 
37.18 
37.26 
37.32 
37.31 

57.60 

u    Aanarii  

57.53 

u2  VuloeculaB 

57.71 

V    C vuni 

57.69 

li  Cvirni 

57.71 

C   Cvicni 

30.71 

11.21 

57.61 

M^an , , ^ 

-4    30.741 

+  8 

27 

11.030 

-4    37.145 

+  8 

34 

57.735 

C   Peirasi 

-4    30.51 
30.66 
30.51 
30.70 
31.07 
30.95 
31.05 
31.29 

+8 

27 

10.64 
10.93 
10.68 
10.72 
10.99 
10.69 
10.48 
10.73 

A    Peuasi 

A   A  o  uarii 

a   Pt'pasi    

-4    37.46 
37.73 
37.61 
37.62 
37.71 

+8 

34 

57.47 

0    f'iftciurn 

57.37 

t    PitHnum 

57  39 

M   Pisciura 

57.37 

a    AjidromediB 

57.40 

Mean 

-4    30.843 

+  8 

27 

10.732 

-4    37.626 

+  8 

34 

57.40P 

Honrl  V  rate  of  clock « 

-        0. 0400 

-        0. 1644 

Adopted  rate  of  Dent  sidereal  ftrom 
coraparisoQS  with  clock 

— 

0.0614 

0.1315 
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*Tablb  3. — Personal  equation : — Individual  results  for  error  of  clock  and  chronometer  at  De- 
troit ;  mean  result  for  error  of  clock  and  rate  of  clock. 


Name  of  star. 


^  Ophiuchi  . . 

la.  HercalU . . 

a.*  Herculis.. 

a  Ophiacbi . . 

M-  Herculiit.  . 

1  Aqiiilo) . . . 

«  I-yrse 

0  X.yrse 

C  Aqaila^ ... 

d  Saglttarii . 

6  Aquilte... 

K  Aqnila;... 

y  Aquilee... 

«  AqnilaB... 

a*  Capricorn  I 

Mean  . . 


Mean 

Hourly  rate  of  clock 


Jply  5. 


A  t  of  clock. 


Af  of  Dent  sid. 


m. 


-  3  11.73 


11.76 
11.73 
11.65 
11.  72 
11.72 
11.57 
11.  52 
11.55 


—  3  11. 661 


A.  M. 


+  6  51  44.  25 


44.27 
44.03 
44.07 
44.11 
44.18 
43.98 
44.29 
44.43 


6  51  44. 179 


Joly  6. 


A'e  of  clock. 


Y     Aqnilas i. . . 

a*    Capricorn! J 

w     Capricomi 

0     Aqnarii -3  11.66 

AqnaHi 11.65 

ta.     Capricorni I  11.42 

a.      Aqnarii '  11.48 

e     Aquaril '  11.39 

-r    Aquarii |  11. 54 


+  «  51  43. 99 
44.06 
43.92 
44.04 
44.20 
44.25 


-  3  11.523 


+ 


0.  Qyyi 


+  6  51  44. 080 


m. 
3 


». 

11.59 
12.27 
11.94 
11.92 
11.93 
11.70 
11.98 
12.18 


-  3  11.939 


A  i  of  Dent  aid. 


A.  m.  i. 
+  6  55  29. 01 
28.88 
28.71 
28.79 
29.00 
28.62 
28.72 
28.64 


+  6  55  2a  796 


3  11.94 
11.77 
11.59 


-  3  11.767 


+ 


0. 0717 


6  55  28.  79 
28.36 
28.54 


+  6  55  28.  563 


Tablk  4. — Personal  equation  : — Individual  results  for  errors  of  clock  and  chronometer  at 

Detroit ;  mean  result  of  clock  and  rate  of  clock. 


Name  of  star. 


e 


Aqnilee 

Capricorni. 

Caprioomi . 

Dolpbini . . . 

Cvgni 

Delpbini  . . 

Aquarii  ... 

Tulpecnlse 

V     CyKDi 

6l»Cygni 

C     Cygni 

p    Aquarii  ... 


J2 


Mean 


A  Pegasi . . 

A  Aquarii 

a  Pegasi . . 

0  Piacium 

Mean 


Hourly  rate  of  clock 


1 

September  16. 

September  18. 

A  t  of  clock. 

ACofDentsid. 

At  of  clock. 

A  (of  Dent  aid. 

m.    i. 

-5  33.02 
33.05 
33.07 
33.22 
33.75 
33.43 
3:127 
33.42 
33.57 
33.58 
33.55 

A.  m.     «. 
+  11  35  32.16 
32.22 
32.20 
32.25 
32.46 
32.39 
32.25 
32.31 
32.36 
32.46 
32.27 

m.    s. 

A.  m.     $. 

-5  3a  43 
33.54 
33.52 

+  11  43  19.68 
19.62 
19.56 

33.87 

19.63 

-5  33.357 

11  35  32.:i03 

-5  33.590 

+  11  43  19.623 

-5  33.39 
33.10 
:«l.28 
33.17 

+11  35  32.21 
32.28 
32.16 
31.97 

••••••  ••••••  ••-• 

-5  -33.235 

+  11  35  32.155 

+      0.0526 

1 

+      0.0530 

1 
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Tabl£  5. — CamhinaHan  of  results  for  difference  of  longitude  between  Detroit  (MitL)  mi 

Galena  (III.)  astronomical  stations. 


Date,  1873. 


July  11. 


Epoch  of  reference  for  Dent,  (mean) . 


Mean  A  e  of  clock  before  sisnals. . 

at  Detroit  local  aidereal  time. 
Mean  A  e  of  clock  after  aij^als. .. 

at  Detroit  local  sidereal  time. 
Bate  of  clock  from  ita  A  t'a 


Mean  A  (  of  Dent  aidereal  for  whole 

nisbt 

at   Galena,   HL,    local   sidereal 
time 


Coincidence  observed  (  Dent  sidereal 

at  Galena:  i  Clock 

(  Dent  sidereal 

{clock 

Bate  of  Dent  sidereal  on  clock,  (by 

coincidences) 

Bate  of  Dent  sidereal  by  dock's  A  Cs 
and  coincidences 


A  ti)  of  Deut  sidereal  at  coincidence  . . 

Tme  sidereal  time  of  coincidences  at 
Galena 

A  ti)  of  clock  at  same  coincidence 

Tme  sidereal  time  of  coincidence  at 
Detroit 

Difference  of  lonsitnde  by  signiUs 
from  Detroit  to  Galena 


Means  of  comparisons  (  Dent  sidereal 

from  Detroit  chrono-  < 

graph :  (  Clock 

A  4  of  Dent  sidereal  at  comparison  . . 
True  sidereal  time  of  comparison  at 

Galena 


A  <f  of  clock  at  comparison 

Tme  sidei  eal  time  of  compariiions  at 

Detroit 

Difference  of  loogitade  by  signals 

twin  Galena  to  Detroit 


Mean  difference  of  longitude,  (sig- 
nals in  both  directions) 


h.  m.  t. 
11  00  00 

-  3  14. 678 
19  07  08. 5 

-  3  14.6S1 
21  56  58.3 

+  00.0901 


-f  6  45  48.  708 
30  38  35.*4 

13  20  49. 904 
21)  39  24. 333 
13  48  32. 2ir7 
21  07  06.  066 

-  00. 0866 

-  00.0665 

+  6  45  48. 743 

20  06  3a  647 

-  3  14.  648 

20  36  09. 685 
29  31. 038 

13  15  52. 259 


20 

+  6 

20 


20 


34  26.790 
45  4&  747 

01  41.006 

3  14.  650 

31  12. 140 

29  31. 134 

29  31. 086 


July  18. 


July  81. 


k.  m.  8. 

11  00  no 

3  16.  431 
18  59  11. 

3  16.540 
21  34  30. 

00. 0421 


h.  nt.  t. 
10  00  00 

3  42. 133 
18  56  0&4 

3  42.  338 
21  47  11.7 

00.0790 


+  6  49  43. 013  I  +  7  24  39. 281 
19  25  04.         I      20  29  96. 6 


13  44  00.  619 
21  06  31.  OOU 
13  .*%  19. 136 
21  18  49.500 


00.08281  - 
00.1249'  - 


13  46  33. 090 
90  44  43.500 
12  59  05.590 
90  56  58.000 

00.0025 

00.0745 


Jnlyfi. 


+  6  49  48. 870 

20  3:{  43.  489 

-  3  16.518 

21  03  14.  482 
29  30.993 

13  32  01. 906 

SO  54  32. 317 
+  6  49  42. 895 

20  21  44. 801 

-  3  16.510 
20  51  15.  807 

29  31.006 

29  31.000 


+  7  24  39. 303 

20  11  32.  .193 

-  3  42.259 

90  41  03. 341 
39  .10. 848 

12  43  39. 146 

30  40  31. 687 
+  7  24  39. 306 

20  07  la  454 

-  3  43. 254 
90  36  49.  433 

29  30.979 

29  30.914 


10  (WW 

3  44371 
18  56  0d4 

3  use 

21  49  517 
OOlIOK 


+  72831121 
90  18  SIS 

12  44  M.1H 
90  46  lisn 

13  11  31374 
81  13  l&SI 

+  OOLlXl 

+  7  28  a  U8 

90  12  ST.3aS 
—        3  44.44! 

90  43  28.0U 

39  30.741 

12  39  &117 


SO 

+  7 

90 


20 


41  II » 
28  311U 

07S&S3S 

3  44.441 

37  39.147 

99  3a  915 

39  30.8S 


Table  6. — Conibination  of  results  for  diference  of  longitude  hetteeen  Detroit  (Mich.)  and 

Valley  Junction  (  fVis.)  astronomical  stations. 


Date,  1873 


Epoch  of  rt^fcrence  for  Dent,  (mean) 


Mean  A  ( of  clock  before  signals . . 

at  Detroit  local  sidereal  time. 
Mean  A  <  of  clock  after  signals 

at  Detroit  local  sidereal  time. 
Bate  of  clock  from  its  A  e's 


Mean  A  f  of  Dent  (sidereal)  for  wbole  night 
at  Valley  Junction  local  aideral  time... 


{Dent sidereal  . 
Den^aidereal  * 


Bate  of  Dent  (sidereal)  on  clock,  (by  coincidences) 

Bate  of  Dent  (sidereal)  by  clock's  A  f's  and  coincidences 

A/«  of  Dent  (sidereal)  at  coincidence 


t  Clock 


August  6. 


h.  tn.  §. 
11  OU  00 

—  4  30.  741 
20  43  01. 0 

—  4  30. 843 
23  13  43.  5 

—  00.0400 

+  8  27  10.  871 
22  02  55.7 

13  08  42.  335 
22  09  50. 000 
13  25  31.674 
82  26  39.333 

—  00. 0214 
~   .        00.0614 


+  8  27  10. 882 


Augusts 


h.   fH.  8. 

11  00  00 

—  4  37. 145 
90  37  57. 

—  4  37. 
23  33  38. 

—  00  1M4 

4-  8  34  57.631 

21  32  5L 

13  33  29.^ 

22  42  31.000 
13  51  44.ai^ 
S3  00  4&000 

•4-  oao39 

~  00.1312 


+  8  34  57.  Sa 
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Table  6. — Comhiiuition  of  results  far  difference  of  longitude,  4^c, — Contioaed. 


X>*te,  1873 


True  sidereal  time  of  coincidence  at  Valley  Junction 

^  f«  of  clock  at  same  coincidence 

Triie  sidereal  time  of  coincidence  at  Detroit  

IMfferenoe  of  longitude,  by  signals,  from  Detroit  to  Valley  Junction. 

Means  of  comparisons  from  Detroit  chronograph ....  J  ciock'*^*^  \ 

^  f«  of  I>ent  (sidereal)  st  comparison 

Trae  sidereal  time  of  comparison  at  Valley  Junction 


At^  of  clock  at  compsrison 

Trae  sidereal  time  of  comparison  at  Detroit 

IHfference  of  longitude,  by  signals,  from  Valley  Junction  to  Detroit. 

difference  of  longitude,  (signals  in  both  directions) 


August  6. 


A.  m.  ». 

21  52  A%  556 

4  30.  8«»d 

23  as  08. 525 

S9  25.969 


13  02  10.  181 

22  03  17. 998 

+  8  27  10. 906 

21  29  21.087 

—        4  30.793 

21  58  47.207 

29  26. 118 

29  26. 044 


August  8. 


h.  m.  s. 

22  08  97.  449 

4  37.  473 

22  37  53.  527 

29  26.078 


13  19  20.  578 

22  28  21.  836 

-f  8  34  57.  583 

21  54  18. 161 

—        4  3t.434 

22  23  44.  402 
29  26.241 

29  26.159 


Table  7. — Combination  of  results  for  personal  equations  between  Prof.  S.  W,  Robinson  and 

Assist.  Engr.  0.  B.  Wheeler, 


I>ate,  1873 


July  5. 


£poch  of  reference  for  Dent  (mean) 
Spocb  of  reference  in  right  ascen- 
sion   


A  t  of  clock  before  signals. .. 
Me«o  right  ascension  of  stars  used 

Mean  A  (  of  clock  after  signals 

Mean  right  ascension  of  stars  used . 
Bate  of  clock  trom  these  A  f 


Bale  of  Dent  (sidereal)  on  clocks, 
by  compiffisoDs 


h.     tn, 
10  00 

16  51.  7 

3 
19  18 

3 
21  52 


t. 

OO 


+ 


Sate  of  Dent  (sidereal)  on  true  si- 
dereal from  last  two  values 

Mean  At  of  Dent  (sidereal)  for 
whole  night 

Mean  right  ascension  of  all  the 
stars  used 

Interval  from  epoch  to  this  mean 
in  sidereal  time 

Amount  of  rate  during  this  inter- 
val   

A  <  of  Dent  at  assumed  epoch 


f  Clock 

Coincidences  of  Dent  / 

and  clock :  ]  and  Dent 

[  (sidereal.) 

Time  of  coincidence,  (right  asccn- 
••ion) 

Interval  from  epoch  to  coincidence 
in  sidereal  time 

Correction  for  rate  of  Dent  (side- 
real) during  this  interval 


-f-  6  51 

20  20 

3  28 

■i-  6  51 


n.66i 
11.  ."^ 

00.054 

00.069 

00.015 
44. 140 


July  6. 


Sept  16. 


Sept  18. 


00. 052 
44.192 


20  51      31.  500 


Brrorof  Dent  (sidereal)  at  coinci- 
dence   

True  sidereal  time  of  coincidence 
byS.  W.R 

Besnlting  Afof  cl«)ok  at  coinci- 
dence, S.  W.R 


A  (  of  clock  at  coincidence, O.  R  W 


S.  W.  B ,  observes  earlier  than  O. 
B.W 


13  56 
20  48 
3  56.6 


-f  6  51 

20  48 

3 

3 


36.  012 
20. 

00.059 

44.133 
20.145 
1L355 
11.580 

00.225 


h.     in-,     t. 
9  00      00 

15  55.5 

-  3      U.939 
17  39 

-  3      11.767 
20  04 

-}-  00.072 


h.     m.     t. 

7  00      00 


18  35.5 

5 
20  34 

5 
22  53 

+ 


00.086  I- 


33.357 
33.235 
00.053 

00.093 


00. 014 
+  6  55      2a  733 
18  18.5 
2  23 


-  00.041 

+  11  35      32.263 
21  11 
2  35.5 


+  6  55      2a  766 

19  39      20.  949 

12  40      40.  652 
19  36.2 
3  40.  7 

00. 052 

+  6  55  2a  714 

19  36  09. 366 

3  11.583 

3  11. 800 

00.217 


00.033    -  00.106 

+  11  35      32.369 


21  41       57.500 

10  00      52. 381 
21  36.5 
3  01.0 

00.124 

+11  35  32.245 

21  36  24.  (^ 

5  32.874 

5  33.302 

00.  <28 


7  00      00 

18  43.3 

)On]y  four  stars 
i    observed. 
-        5      33.590 

20  58. 1* 
+  00.053 


00. 193 

-  00.140 

+  11  43      19.622 

20  5ai 

2  14.8 

00. 315 
+  11  43      19.937 

20  42      3a250 

8  53      45.  637 
20  37.1 
1  53.8 

00.266 


+  11  43 

20  37 

5 

5 


19. 671 
05.308 
32.942 
33.609 

00.667 


'Adopted  from  rate  on  September  16.  This  supposition  f^iveB  a  large  change  of  rate  in  the  Den- 
ehronometcr,  which  is  probably  due  to  the  short  interval  of  time  between  the  coincidences  from  wbicli 
the  rate  was  obtained.    This  night  is  given  but  little  weight  ia  the  final  result 
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Latiiude. — The  observations  for  latitude  were  made  by  both  Professor  RobhiMm  ntd 
Mr.  Wright,  the  instrnments  being  the  same,  and  mounted  on  the  same  posts,  m  in 
longitude- work  at  Galena  and  Valley  Junction.  The  stars  were  selected  from  tbeCsU- 
logue  of  Mean  Declinations  of  981  Stars,  and  arranged  in  independent  pairs. 

Tables  8  and  9  give  the  mean  resnlts  for  each  night,  the  number  of  independent 
pairs  observed,  and  the  range  on  each  night,  together  with  the  final  mean,  toUl  Dam- 
ber  of  pairs,  and  entire  range  in  individual  results. 

Table  8. — General  results  for  latitude  of  Galena  (III.)  astronomical  statimt. 


Date,  1873. 


Mean  result  for  night. 


July  14 

Julvl7 

July  23 

July26 

Pinal  mean 


// 


42  25  10. 04 
09.54 
09.04 
09.40 


42  25  09.  50 


Nomber  of         v^m 
independent  pain,  i  '""^ 


27 
3:1 
30 
16 


4.» 

7.58 
5.9 


107 


1» 


Table  9. — General  results  for  latitude  of  Valley  Junction  (Wis.)  astronomical  station. 


Date,  1873. 


Mean  result  for  night. 


Number  of        Irmm. 
independent  pairs.  '  '*"*^ 


August  16 

August  16 

Final  mean 


O       f 

44  03 

lb.  92 
11.06 

23 
29 


44  03  11. 00 


52 


408 
5.83 


5.8 


Location  of  the  astronomical  stations  and  of  the  points  d^to^mined  of  the  land  surrty.^ 
The  co-ordinates  of  the  section  comers  of  the  laud  surveys  from  the  astronomical  sta- 
tion were  determined  either  by  triangulation  from  a  measured  base  or  by  triaDgnla- 
tion  in  connection  with  measurements  along  railroad- tracks  where  it  was  possible  to 
make  very  accurate  measurement's. 

The  astronomical  station  at  Galena,  111.,  was  situated  as  follows : 

From  Miner's  brick  house,  (east  corner,)  bearing  south  20^  46' east ;  distance,  I27i 
feet. 

From  Frazer's  brick  house,  (east  corner,)  bearing  south  76<^  08'  east ;  distance,  16i7 
feet. 

From  Frazer's  brick  house,  (west  corner,)  bearing  south  84^28'  west ;  distance,  18(17 
feet. 

From  Frazer's  brick  house,  (southwest  corner,)  bearing  south  25^  41'  west ;  distance, 
194.6  feet. 

From  Methodist  Episcopal  church,  (northeast  corner,)  bearing  N.  54*^  14' W.;  dis- 
tance, 338.0  feet. 

The  points  of  the  land  survey  near  Galena  determined  were  the  intersection  of  tbe 
fourth  principal  meridian  with  the  State-line  between  Illinois  and  Wisconsin,  aoi 
the  first  section-corner  of  the  Wisconsin  land  survey,  on  the  State  line,  to  the  west  of 
the  fourth  principal  meridian. 

The  co-ordinates  of  these  points  from  the  astronomical  stations  are  respectively  io 
latitude  north  9767.89  meters,  (or  -|- 5'  16".60,)  and  north  9776.10  meters,  (or  +5' 
16".86;)  and  in  longitude  east  420.:J8  meters,  (or—  18".42,)  and  west  1190.89  meters, (or 
-f  52".17.)  Then,  since  the  longitude  of  Detroit,  Mich.,  from  Greenwich,  is5*»  32™  12».24,. 
(see  Lake-Survey  Report  for  1871  and  General  Introduction  to  Washington  Obsenrt- 
tions,  United  States  Naval  Observatory  for  1871,)  we  have,  for  the  latitude  and  longi- 
tude of  the  astronomical  station  Galena,  111. — 

Latitude    =  42^  «5' 09".50 
Longitude  =  90^  25'  52" .05 

the  intersection  of  the  fourth  principal  meridian  with  the  State  line — 

Latitude    =  42^  30' 26".l 
Longitude  =  90^  25'  33".6 
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mud  the  firet  section-corner  of  the  Wisconsin  sarvey  on  the  State  line  to  the  west  of  the 
Ibarth  principal  meiidian — 

Latitude   =  42^  31'  2r>''.4 
Longitude  =  90^  26'  44".2 

The  astronomical  station  at  Valley  Junction.  Wis.,  is  situated  from  the  intersection 
of  the  westerly  rails  of  the  Wisconsin  Valley  Railroad  and  tbe  West  Wisconsin  Rail- 
roady  aa  follows : 

West  =  ;J52.4  feet ; 
South  =  364.0  feet. 

The  points  of  the  land  survey  near  Valley  Junction  were  tlie  southeast  section  comer 
of  section  13^  and  the  northeast  section-corner  of  section  1,  of  township  18  north,  range  1 
^west,  being  points  on  the  fourth  priucipal  meridian. 

The  co-ordinates  of  these  points  from  the  astronomical  station  are  respectively  in  lati- 
tude—  ^ 

South  2512.1  meters  (or  —  1'  2r'.4) 


and — 

and  in  longitude — 

and — 


North  2333.5  meters  (or  -f  1'  15  '.G) 
West  170D.6  meters  (or  +  1'  16".7) 


West  1724.1  meters  (or  +  1'  17".4) 

hence  we  have  for  the  latitude  and  longitude  of  the  astrouomical  station  Valley  Junc- 
tion, Wis. —  . 

Latitude     =  44'  03'  ll'.OO 

Longitude  :^  90-  24'  39".30 

The  southeast  section-corner  of  section  13,  township  18  north,  range  1  west — 

Latitude     =  44*^  01'  49".6 
Longitude  =  90-  25'  5r)".0 

and  the  northeast  section-corner  of  section  1,  of  township  18  north,  range  1  west — 

Latitude     =  44-  04'  26  ".6 
Longitude  =  90-  25'  56''.7 

also  points  of  the  land-survey  on  the  correction-line  between  townships  20  and  21 
north,  near  Valley  Junction,  as  follows,  were  determined :  The  southeast  and  sonth- 
"west  section  corners  of  section  31,  township  21  north,  range  3  east.  The  co-ordinates 
of  these  points  from  the  astronomical  station  are  respectively — 

North  21j!^24.8  meters  and  east  18492.8  meters ; 
North  21818.9  meters  and  east  17091.6  meters; 

from  which,  by  a  geodetic  computaticm,  we  find  the  difference  in  latitude  and  longitud  © 
between  the  astronomical  station  and  the  points  respectively — 

Difference  in  latitude  =  +  11'  46''.3 ;  difference  in  longitude  =  —  13'  53".5 
Diftereuce  in  latitude  =  -|-  11'  46''.2 ;  difference  in  longitude  =  —  12'  50"  4 

hence  we  have  for  these  points  respectively — 

Latitude  =  44^  14'  5r".3;  longitude  =  90^  10'  45''.8 
Latitude  :=  44^^  14'  57".2;  longitude  =  90^  11'  48 '.9 

From  the  southeast  corner  of  the  custom-house  at  St.  Paul,  Minn.,  the  position  of 
^'hich  is,  as  formerly  determined  by  the  lake-survey — 

Latitude     =  44^  56'  42".89 
Longitude  =  93^  05'  33".90 

-were  found  the  latitude  and  longitude  of  the  following  points  in  Wisconsin  on  the 
correction-line  between  townships  30  and  31  north:  The  southeast  section  corner  of 
section  34,  and  the  southwest  section-corner  of  section  :W,  of  township  31  north,  rang© 
19  west.  The  co-ordinates  of  the  points  from  the  southeast  corner  of  custom  house  are 
respectively — 

North  198(X).0  meters ;  east  31669.8  meters  ; 
North  19793.0  meters ;  east  2>!m6.9  meters  ; 

from  which,  by  a  geodetic  computation,  we  find  the  difference  in  latitude  and  longitude 

between  the  astronomical  station  and  the  points  respectively — 

Difference  in  latitude  =  +  10  38".9  ;  difference  in  longitude  =  —  21'  09".3 
Difference  in  latitude  =  -h  10'  39".2;  difference  in  longitude  =  —  21'  4l".8 

hence  we  have  for  these  points  respectively — 

Latitude  =  45^  07'  21 '.8;  longitude  =  92-  41'  24  ".6 
Latitude  :^  45^  07'  22".l ;  H>vgitnde  =  92^  43'  52  .1 
The  local  bearings  of  such  portions  of  lines  of  the  land  surveys  as  were  determined 

were  as  follows,  as  found  from  the  differences  of  the  co-ordinates  already  given  : 

28  ENG 
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The  State  Hue  between  Illinois  and  Wisconsin,  from  its  intersectioa  with  the  foaith 
principal  meridian,  bears  west  16'  17"  north. 

The  fourth  principal  meridian  from  the  southeast  section  corner  of  section  13,  town- 
ship 18  north,  ranse  1  west,  bears  north  11'  10"  west. 

The  correction  line  between  townships  20  and  21,  from  the  southeast  section  coron 
of  section  31,  township  21  north,  ran^e  3  east,  bears  west  f)'  IS"  south  ;  and  thecolTt^ 
tion  line  betweeu  townships  30  and  31,  from  the  southeast  section-comer  of  section  34, 
bears  west  10'  20"  north. 

The  computations  have  been  made  in  duplicate  by  two  computers  working  independ- 
ently, chiefly  by  Subassistants  C.  H.  Kummell,  Charles  Pratt,  T.  W.  Wright,  and  J.  E 
Darling. 

Very  respectfully,  your  obedient  servant, 

O.  B.  Wheeler, 

AssistaHt  Engintrr. 

General  C.  B.  Comstock, 

Superintendent  United  States  Lake-Suri-ey, 


Appendix  C— Difference  of  lox(;itude  between  Detkoit,  Mich.,  and  Ogde5, 

Utah. 

liepori  of  Mr.  0.  B.  TTheelei'j  Assistant  Engineer. 

Office  United  States  Lake-Survey, 

Detroity  Mich.,  Maif  1,  IfHl 

Sir  :  I  have  the  honor  herewith  to  report  on  the  instruments  employed,  the  mellw^ 
of  observation  and  reduction,  and  the  results  of  a  telegraphic  connectioD  for  differeoee 
of  longitude  between  Detroit,  Mich.,  and  Ogden,  Utah. 

In  this  work,  the  lake  survey  co-operated  with  a  party  under  the  direction  of  Lieut 
George  M.  W^heeler. 

The  observers  in  this  connection  were  Dr.  F.  Kampf,  at  Ogden,  and  myself,  at  DctrDil 
The  transit  used  at  Detroit  was  the  one  known  as  the  old  Trough  ton  and  Simras,  tht 
focal  length  of  its  object  glass  being  43.4  inches,  and  its  magnifying  power  110 
diameters. 

The  clock  (sidereal)  and  chronograph  used  were  respectively  Nos.  Ib4  and  216  Bond 
&  Son. 

The  position  of  the  transit  was  the  same  as  given  in  the  lake  survey  Report  for  1871 

The  instruments  used  at  Ogden  observatory  were  a  combined  transit  instrnment, 
Wiirdemann  No.  28 ;  a  sidereal  chronometer,  Negus  1491  with  break  circuit  attachmeDt: 
and  a  chronograph,  with  Professor  Harkness'  (United  States  Naval  Observaton) 
improvem  ents. 

At  Ogden,  the  transit  was  mounted  over  the  eastern  monument  in  the  transit- 
room. 

The  method  employed  was  that  by  transmission  of  clock  signals  in  connection  with 
arbitrary  signals. 

The  clock  signals  being  automatic,  the  clock  and  chronometer  were  compared  by  cob- 
necting  first  one  and  then  the  other  with  the  telegraph  wire,  and  thus  causing  thes 
both  to  record  their  beats  simultaneously,  first  upon  the  chronograph  at  one  statioo. 
and  then  upon  that  at  the  other. 

The  clock  signals  from  Ogden  were  not  well  recorded  on  the  Detroit  chronograph  on 
account  of  the  short  breaks  in  the  Ogden  chronometer,  and  the  arbitrary  signals  luadt 
ai^proximately  every  ten  seconds  were  used  instead  of  the  automatic  signals. 

The  automatic  breaks  of  the  Detroit  clock  were  used,  reading  every  t^nth  second. 

By  the  use  of  signals  transmitted  in  both  directions,  the  wave  time  and  loss  of  time 
in  the  use  of  repeaters  become  practically  eliminated. 

The  errors  and  rates  of  the  clock  and  chronometer  and  the  relative  personal  equation 
of  the  observers  being  determined,  the  correct  difference  of  time  between  the  two  sta- 
tions thus  becomes  known. 

In  the  Detroit  observations  of  time-stars,  fifteen  wires  were  observed,  but  five  onlj 
were  used  as  constituting  a  complete  observation. 

A  preliminary  reduction,  by  the  method  of  high  and  low  stars,  was  first  made.  Tbe 
final  values,  however,  depend  upon  a  reduction  by  the  method  of  least  squares.  Tbere 
were  five  nights  on  which  signals  were  exchanged. 

The  collimation  on  the  first  three  nights  was  considered  constant,  and  was  the  mean 
of  the  values  determined  by  revei-sals  on  slow  stars ;  on  the  remaining  two  nights,  tb« 
collimation  entered  the  equations  of  condition  as  an  unknown  quantity. 

The  rate  was  determined  from  the  high  and  low  star  reduction,  and  eliminated  from 
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the  equations  of  condition,  except  on  the  i^rst  night,  when  it  entered  the  equations  of 
condition. 

On  this  night,  the  signals  were  obtained  before  any  star  observations,,  and  the  night 
should  have  but  half  weight. 

For  weighting  the  equations  of  condition,  the  probable  error  for  time-stars  taken 
indiscriminately  and  observed  over  a  single  wire  was  determined,  and  found  to  be 

For  the  slow  stars,  the  probable  errofof  observing  a  single  wire  was  computed  for 
each  star  from  all  the  observations  made  by  me  during  the  year. 

The  slow  stars  observed  were  A  and  a  UrscB  MinoHSj  1  Draconis  (H.-),  and  226  Cepheiy 
and  the  respective  probable  errors  were  found  to  be  ^  1*.31,  ^  1*.03,  -)-  0'.295,  and 
J^  0'.213 ;  and  since  the  weight  unity  was  given  to  the  mean  of  five  wires  on  a  time- 
star,  the  sauare  roots  of  the  weights  for  the  slow  stars  over  five  wires  are  respectively 

When  the  number  of  wire3  used  differed  from  five,  the  weights  of  the  resulting  times 
of  transit  were  reduced  to  this  standard  number  by  the  formula  — 

^  ^  w  ,  (0.06)^ 

5         rp 

where  rp  is  the  probable  error  of  a  polar  star  across  a  single  wire  and  n  the  number  of 
wires  observed. 

The  stars  selected  were  either  from  the  American  Ephemeris  or  from  the  Standard 
Catalogue  of  529  Stars  of  the  German  Astronomical  Society ;  none  of  these  stars 
observed  on  any  of  the  five  nights  being  rejected. 

The  coUimation  adopted  for  the  first  three  nights  was  from  the  mean  of  three 
reversals  on  Polaris,  with  results  as  follows : 

Sept.  29 =  +  0».322  for  illumination  west. 

Sept.  30 ^ -f  0-.206  for  illumination  west. 

Oct.  1 =-j-0".3l9  for  illumination  west. 

Adopted  moan =  -ih  0».282  for  illumination  west. 

The  results  for  clock-corrections  and  rates  on  the  difierent  nights  are  as  follows : 

Detroit  clock-correction  and  rate. 


Date. 


By  clock  184. 


I  A.  tn. 

September  29, 1873 [  1  00 

September  30, 1873 1  22  00 

October   1,1873 ,  22  00 

October   9,1873 22  00 

October  10, 1873 23  30 


Clock-correction. 


m.  «.     «. 

-5  37. 524  ±  0. 034 
-5  38.  309  ±  0. 038 
-5  39.  010  ±  0.  028 
-5  42.206  ±  0.02(i 
-5  43.  K)0±  0.024 


Hourly 
rate. 


-0.001 
—0.020 
-0.022 
-0.025 
-0.085 


From  letter  of  Lieut.  George  M.  Wheeler,  February  19,  1874,  we  have — 

Corrections  and  rate  of  Kegus  1491. 


Date. 


September  29 
September  30 
October  1  . . 
October  2  . 
October  3  . . 
October  4  . . 
October  5  - . 
October  7  . . 
Oitober  8  . . 
October  9.. 
October  10  . . 
October  11 .. 


Loc4il  Bide- 
real  time. 


h. 
20.6 
19.7 
20.2 
20.4 
19.9 
20.35 
19.75 
27.2 
20.7 
20.6 
20.6 
21.2 


Correction  of 
chronometer. 


tn.    8. 

42  32.174 
31.975 
31.788 
31.796 
31.918 
32.126 
32.691 
34. 059 
34.279 
35.003 
3.'>.  .383 
36.  523 


Hourly 
rate. 


t. 

+0.  008 
-f  0.008 
0.000 
-0.005 
-0.009 
-0.  024 
-0.028 
-0.013 
-0.030 
-0.  016 
-0. 046 


Adopted 
rate. 


8. 
+0.0C8 
-f  0.0(8 
0.0(0 
0.000 
-0. 007 
-0.  017 
-0.026 
-0.020 
-0.022 
-0.023 
-0.031 
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The  comparisons  of  clock  and  chronometer,  and  the  resalting  differences  of 
tude,  uncorrected  for  personal  equation,  are  as  follows : 

Means  of  direct  comparisons  of  clock  and  chronometer. 


Date. 

Detroit  chronograph.    ^                              Ogden  cbronograpL 

1 
Clock  164.           Chronometer  1491. 

Clock  164. 

ChroDoaieter  14n. 

September  29 

September  30 

October  1 

A.    m.       9.          h.    fn.       9. 
23    58    29. 006  =  22    39    36. 222 

0    15    25. 563  =  22    56    31. 561 
23    56    13.239  =  22    37    14  515 

0    18    39. 276  =  22    59    44. 374 
23    53    31.279  =  22    34    35.494 

h,    m.        9.           h.    m.      t. 
23    53    22.000  =  32    34    29.5n 
0     10    42.000  =  22    51    4&34^ 
23    51    33.000=:>S2    32    37.616 

October  9 

0    :iO    ^.842  =  23     11    34.262 

October  10 

23    46    02. 000  —  ^    97    O^S^i 

The  alove  with  ci'rors  of  clock  applied. 


Date. 

Detroit  chronograph. 

Ogden  chronograph. 

Clock  184.          !  Chronometer  1491. 

1 

Clock  184. 

Chronometer  149L 

September  29 

September  30 

October  1 

h.    tn.        9.           h.    Tit.        9. 
23    52    51. 483  =  21    57    04. 059 

0    09    47.209  =  22    13    59.606 
23    50    34.186  =  21     54    46.727 

0    12    57.011  =  22    17    09.3.32 
23    47    47.656  =  21    52    00.072 

h.    tn.       9.           h.    m.       t. 
23    47    44.477  =  21    51    57.407 
0    05    03.647  =  22    09    16.XI3 
23    45    52.  949  —  21     50    0.\  "^ 

October  9 

0    24    46. 573  =  22    28    59  216 

October  10 

23    40     18. 387  —  91     ^^    ^i  l-^ 

Detroit  and  Ogden — difference  of  longitude. 


Date. 

From  Ogden 
record. 

From  Detroit 
record. 

Mean. 

Wave  and  annatiir? 
time. 

September  29 

September  30 

October  1 ............ 

h.    m.      9. 

1    55    47.070 
47.  254 
47. 121 
47.  357 
47.233 

h.    m.      9. 

1    55    47.424 
47.  603 
47.  459 
47.  679 
47.  584 

h.    m.      9. 
1     55    47.247 
47.428 
47.290 
47.  518 
47.409 

9. 

0.177 
0.174 
0  1fi9 

October  9 

0.161 
0.175 

October  10 

Combining  the  above  values  for  difference  of  longitude,  ffivinjj  the  first  resalt  bat 
one-half  weight  arbitrarily,  since  the  weight  of  the  Ogden  time  .determinations  is  noi 
given,  we  have — 

Ih  55m  47i.393 

Observations  for  relative  personal  equation  were  made  by  Dr.  Kampf  and  myself  00 
October  17  and  23  at  Detroit. 

In  these  observations,  the  first  observer  on  any  star  observed  over  the  first  tally  of 
five  wires;  the  second  observer  observed  over  the  last  tally,  also  of  live  wires. 

The  observers  became  alternatelv  first  and  second  on  alternate  stars. 

The  results  of  fourteen  observations  on  each  night  are  as  follows : 

Personal  equation — Dr.  F.  Kampf  and  Assistant  Engine^'  0.  B.  TFheeltr. 

Oct.  17, 1873,  F.  K.— O.  B.  W.  =  -  0«.070  J-  (K0142 
Oct.  2:5, 1«73,  F.  K.— O.  B.  W.  =:=  -  0M.53  -j-  0-.0220 

Combining  the  twenty-eight  results  on  the  supposition  that  the  circmustanc<w  of 
observation  were  the  same  on  the  two  nights,  we  have  the  following  adopted  valne: 

F.  K.— O.  B.  W.  =  -  OMll  ±  0».0139 
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Applying  this  valae  for  persoDal  equation,  we  have : 

Difference  of  longitude  between  the  east  stone  pier  of  the  Lake-Surrey  observatory  and  the 
^*i9i  monument  in  the  transit-room  of  the  Ogden  observatoryj 

Ih  55m  47..50 

From  Lake-Snrvey  Report  1871,  the  same  Lake-Survey  station  is  given  as  24™00".12 
£roni  Washington. 

The  reductions  have  been  in  every  case  duplicated,  and  were  made  chiefly  by 
^A^seistant  Engineers  Charles  Pratt  and  Thomas  \V .  Wright. 
Very  respectfally,  your  obedient  servant, 

O.  B.  Wheeler, 
Assistant  Engineer. 
General  C.  B.  Comstock, 

Superintendent  U.  S.  Lake  Surrey. 


Time-determination  tables. 
In  the  following  tables  are  contained  the  abbreviations — 

111.  =  Illumination. 
C  A  i  =  Reduction  to  the  middle  wire. 
Aberr.  =  Aberration,  (diurnal.) 
A  a  =  Azimuth-correction. 
Bo  =  Level-correction. 
Cc  =  Collimation-correction. 
i'  =  Observed  time  of  transit  of  a  star ;  commonly  the  mean  of  five  wires. 
(  =  t'  corrections  being  made  for  C  At,  Aber.,  and  B&,  and  also  for  Cc,  and 

rate  when  c  and  p  do  not  enter  the  equations  of  condition. 
a  =  The  right  ascension  of  a  star. 
f{a — t)  =  (An  assumed  A  ()  =  I'he  absolute  term  of  the  equations  of  condition. 

a  =  Deviation  from  the  meridian;  -(~  when  the  instrument  points  east  of  south, 
c  =  Distance  of  the  middle  wire  from  the  line  of  colli  ma  tion ;  -\-  when  illu- 
mination is  west. 
p  =  Hourly  rate  of  clock. 
A  t  =  Clock- corrections  ;—  when  fast,  -|-  when  slow. 

d  =  An  assumed  clock-correction  at  a  certain  epoch,  (clock-time.) 
6  6  =^  Difference  between  the  assumed  clock-correction  and  A  <  as  found ;  when 
C  A  i  is  omitted  ('  =  the  mean  of  the  several  wires  reduced  to  the 
middle  wire. 

Detroit,  September  29, 1873. 
Latitude,  42^  20'  -|-. — Observer,  Assistant  Engineer  0.  B.  Wheeler. 


m. 

Star. 

CAi 

Aberr. 

Rate. 

Aa 

Bb 

Cc 

V 

a 

A< 

w 

12  Ceti 

t. 

+  0.03 
+  0.06 
+  0.03 
+  0.03 

8. 

-0.02 
-0.03 
-0.0-2 
-0.0-2 
-0.65 
-0.65 
-0.0-2 
-0.0-2 
-0.02 

t. 

0.00 
0.00 
0.00 
0.00 
0.00 
0.00 
0.00 
0.00 
0.00 

». 

+  0.13 

+  0.33 

s. 

+  0.28 
+  0.50 
+  0.30 
+  0.28 
+ 1.^  52 
-13.52 
-  0.2» 

h.  tn.     #.    A.  fii.     9. 
0  29  13.050  23  36.24 

h,  tii.     9. 
0  05  37.56 

a    Caasiopiic 

-0. 07  +  0.  85 

38  58.03 
0  42  52. 66 

33  21.99 
37  15.  74 

37.35 

0    Ceti  .'. 

+  0.16 
+  0.10 
-5.28 
-5.28 
+  0.14 
+  0.08 
+  0.10 

+   0.25 
+  0.40 
+  14.19 
+  15.41 
+  0.34 

37.64 

<     PUcinm 

1  02  00.760  56  33.93 

37.63 

-w- 

Polaris 

18  19.04 
18  44.86 
S3  20.52 
30  31.40 

1  13  03.  63 
13  02.63 
17  43.31 
34  44.04 

E. 

Polaris 

tft    Ceti 

-0.03 
-0.03 
-0.03 

37.35 

V    Piscium 

+  0.48-  0.29 

37.58 

E. 

0    Pisciam 

+  0.44 

-  0.29 

1  44  31. 46 

1  38  44. 10 

37.56 

Normal  equations. 

-h  10.98  a  -h  0.42  p  +  3.40  66  -  0.13  =  0 
-I-  0.42  a  +  1.43  p  -|-  0.52  6  6 -\-  0.20  =  0 
-f    3.40  a  4-  0.52  p  -f  7.01  6  6  -\-  3.08  =  0 

ti  =  -f  0-.174  E.  of  S. 

p  =  —  0».001  per  hour. 
66  =  —  0".524,  with  the  weight  5.85. 

c  =  -|-  0>.282  for  illumination  west,  (adopted  from  reversals  on  slow  stars.) 

6  was  assumed  =  —  5™  37«  at  1*».  clock-time. 
A  <  =  —  5™  37».524  ±  0«.034  at  1»»,  clock-time. 

Note. — On  Polaris,  eight  wires  were  observed  before  reversal  and  five  after.    Weight 
was  given  accordingly  in  forming  the  normal  equations. 
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Detroit,  September  30, 1873. 
Latitudej  A2P  20', — Ohserver,  Assistant  Engineer  O.  B.  T\  heeler. 


JU. 


W. 


W. 

E. 


Star. 


E. 
W. 


e 

I* 

32 
1 


e 
e 

Y 
n 

226 

A 

/5 

e 


Delphini 

Delphini 

Aquarii 

Vulpeculae 

Cygni 

Draconis  (L.  C.) 

Aqnarii 

Aqnarii 

Pegasi 

Capricomi 

Pegasi 

Aquarii 

Aqaarii 

Aqaarii 

Cephei 

Pegasi 

Aquarii 

Ceti 

PiBoinm 

Polaris 

Polaris 

Ceti 


CAi 


+0.03 
+0.03 
+0.03 
+0.04 
+0.04 
+  0.02 
-0.03 


Aberr 


Bate. 


-0.03 
-0.03 
-0.03 
-0.03 
-0.03 
-0.03 
-0.35 
-0.03 
-0.03 
-0.03 
-0.03 


+0.03 
Pisclum !+0.03 


8. 

-0.02 

-0.  021 

-0.02 

-0.02 

-0.02 

+0.11 

-0.02 

-0.02 

-0.02 

—0.02 

-0.02 

-0.02 

-0.02 

-0.02 

-0.06 

-0.02 

-0.02 

-0.02 

-0.02 

-0.65 

-0.«5 

-0.02 

-0.02 


i. 

+0. 03 
+0.03 
+0.03 
+0.03 
+0.02 
+0.01 
+0.01 
+0.01 
+  0.01 
+0.01 


Aa 


-O.Ol 
-O.Ol 
-0.01 
-0.01 
-0.02 
-0.06 
-0.07 
-0.07 
-0.07 
-0.07 
-0.07 


». 
+  0.06 
+  0.06 
+0.10 
+0.04 
+0.03 
+0.70 
+0.09 
+0.09 
+0.07 
+  0.10 
+0.97 
+  0.09 
+  0.08 
♦-0.08 
-0.26 
+  0.07 
+0.59 
+0.11 
+0.07 
-3.61 
-3.61 
+  0.09 
+0.06 


At 


h.    m.    9. 

20  32  4$>.  30 
46  35.60 
51  2e.01 

20  54  48.32 

21  13  11.38 
24  2G.02 
30  32.78 
36  40.02 
43  37.31 

21  52  02.  88 

22  09  28.04 
15  48.63 
20  46.37 
24  28.03 
35  43.  33. 
40  4a  38 

22  51  40. 13 

0  42  53.  89 

1  02  02. 26 
18  47.  59 
18  25. 69 
23  21.00 

1  30  21.  87 


A.  tn. 

20  27 
40 
45 

90  49 

21  07 
18 
24 
31 
37 

21  46 

22  m 
10 
15 
18 
30 
35 

23  46 
0  37 


0 
1 


56 
13 
13 
17 
84 


<.     i  A.  m. 
10.66  0C5 
47.  M 
SO.43I 
10.72 
33.83 
4a  93 
54. 78^ 
01.871 
59.23; 
24.89' 
50. 0& 
10.50> 

oaso 

49. 98. 
05.36i 
10.14 
01.94 
15. 74 
33.94' 
02.80 
02.8f> 
43.32 
44.04. 


3^64 

J*.  3 

%.! 

£•( 

3e.S 

3tL« 

^.€ 


Xormal  equations, 

-f  20.56  a  -h  10.66  d  6 -{-  0.85  =  0 
4-  10.66  a  +  19.37  6  d -^  4.72  =  0 

a^^  0M19  E.  of  S. 
de  =  —  0«.309,  with  the  weight  13.84. 
c  =  -{-  0*.282  for  illamination  west,  (adopted  from  reversals  on  slow  stars.) 
p  =  —  0".020  per  hour,  (adopted  from  high  and  low  star  reductioD.) 
Assumed  value  of  ^  =  —  5"  38*  at  22*^,  clock-time. 

At  =  —  S"*  38".309  ±  0«.038  at  22^,  clock-time. 

Note. — On  1  Draconis  fifteen  wires  were  observed:  on  226  Cephei  also  fifteen  wire*: 
on  Polaris,  eight  before  reversal  and  four  after.  Weight  was  given  accordingly  in 
forming  the  normal  equations. 

Detroit,  October  1,  1873. 

Latitude ^  42^  20'. — Observer ^  Assistant  Engineer  0.  B,  Wheeler, 


m. 


E. 


Star. 


CAi 


E. 


E. 
E. 


0    Aqnilie 

a*   Capricorn!.... 
w    Capricomi . . . . 

t     Delphini 

Y*  Delphini 


ft     Aquarii 

32  Vulpecnla) 

<  Cygni 

1     Pegani 

0    Aqaarii 

(    Aqaarii 

<  Pegasi 

H    Capricomi 

20  Pegasi 

a    Aqnarii 

9     Pegasi 

B     Aqaarii 

y    Aqaarii 

ir     Aqaarii 

226  Cephei 

■     Pegasi 

Pegasi 

A    Aqnarii 

«    Pegasi 

«    Andromeda; . . . 

0    Ceti 

c     Pisoium , 

Polaris 

Polsris 

«>   Ceti 

n    Pisciam 


i 


9. 

0.03 
0.03 
0.03 
0.03 
0.03 
0.03 
0.04 
0.04 
0.03 
0.03 
0.03 
0.03 
0.03 
0.03 
0.03 
0.03 
0.03 
0.03 
0.03 
-47.  94 
+  0.03 
+  0.03 


+ 
+ 
+ 
+ 
+ 
+ 
+ 
+ 
+ 
+ 
+ 


+  0.04 
+  0.03 
+  0.03 


-  0.03 

-  0.03\ 


Aberr 


9 
-0. 
-0. 
-0. 
-0. 
-0. 
-0. 
-0. 
-0. 
-0. 
-0. 
-0. 
■0. 
■0. 
•0. 
■0. 
-0. 

0. 


02 
02 
02 
02 
02 
02 
02 
02 
02 
02 
02 
02 
02 
02 
02 
02 
02 


Rate. 


-0. 02  -0 


■0. 

■0. 

-0. 

■0. 

■0. 

■0. 

0. 

0. 

0. 

0. 

0. 

0. 

0. 

0. 


9 
+  0. 
+  0. 
+0. 
+0. 
+0. 
+  0. 
+0. 
+0. 
+0. 
+0. 
+0. 
+0. 

0. 

0. 

0. 

0. 
-0. 


02 
06 
02 
02 
02 
02 
02 
02 
02 
65 
65 
02 
(ft 


-0. 
-0. 
-0. 
-0. 
-0. 
-0. 
-0. 
-0. 
-0. 
-0. 
-0. 
-0. 
\-0. 


04 
04 
04 
03 
03 
03 
02 
02 
01 
01 
01 
01 
00 
00 
00 
00 
01 
01 
01 
01 
01 
02 
02 
02 
02 
04 
04 
05 
05 
05 
Oft 


Aa 


9. 
+0.22 
+0.26 
+0.29 
+0.17 
+  0.15 
+0.25 
+0.09 
+0.08 
+0.13 
+0.24 
+0.25 
+0.17 
+0.27 
+0.16 
+0.21 
+0.19 
+0.25 
+0.22 
+0.21 
-0.69 
+0.17 
+0.11 
+0.25 
+0.15 
+0.09 
+0,29 
+  0.1»^ 
-9.53 
-9.53 
+0.25 
\+0.1S 


B& 


9 

0. 
0. 


+  0. 


0. 
0. 


+  0. 
+  0. 
+  0. 
+  0. 

0. 

0. 

0. 

0. 

0. 

0. 

0. 

0. 

0. 

0. 

1. 

0. 

0. 
+  0. 
+  0. 


+ 
+ 


0. 
0. 


+  0. 

+11. 

+12. 
+  0. 

\+  0. 


23 
20 
19 
35 
40 
29 
51 
61 
51 
35 
33 
44 
30 
45 
37 
41 
32 
36 
37 
68 
44 
53 
34 
49 
49 
21 
.12 
13 
47 
28 
39 


Cc 


9. 

0.28 
0.29 
0.30 
0.29 
0.29 
0.29 
0.32 
0.32 
0.30 
0.28 
0.29 
0.29 
0.29 
0.29 
0.28 
0.28 
0.29 
a28 
a28 
1.13 
0.29 
0.30 
0.29 
0.29 
a32 
0..30 
0.29 
+13.34 
-13.34 
-0.29 
-0.29 


+ 
+ 
+ 
+ 
+ 
+ 
+ 
+ 
+ 
+ 
+ 
+ 
+ 
+ 
+ 
+ 
+ 
+ 
+ 


At 


h.  nu 
20  10 
16 
25 
32 
46 
51 

20  54 

21  13 
21 
30 
36 
43 

21  52 

22  00 
05 
09 
15 
80 
24 
36 
40 
46 

22  51 

23  04 

0  07 
42 

1  02 
18 
18 
23 

1  30 


9. 

25.63 
41.14 
43.89 
49.39 
26.69 
29.05 
49.69 
12.77 
53.01 
32.89 
39.94 
37.16 
03.08 
34.72 
56.23 
2&24 
48  59 
46.52 
2&14 
29.53 
4a  36 
05.56 
40.14 
06.78 
30.50 
53.96 
02.15 
26.22 
51.  .'>6 
22.01 
22.90 


A.  fn. 

20  04 
11 
90 
27 
40 
45 

20  49 

21  07 
16 
24 
31 
37 
46 
54 

21  59 

22  03 
10 
15 
16 
30 
35 
40 
46 

SS  58 

0  01 

37 

0  56 

1  13 


17 
1  24 


9. 
47.06 
02.58 
05.341 
10.64 
47.81 
50.421 

ia7i 

33.82 
14.96 
54.77 
01.86 
59.22 
94.  8H 
56.49 

laio 

5a05 
10.49 
06.29 
49.97 
05.32 

iai3 

27.31 
01.94 
S8.67 
52.24 
15.75 
83.94 
02.99 

43.34 
44.04 


k.  m.    t 

0  osas^Ti 

».■:? 

39.  li 

3a« 

».« 

3SL61 
38.01 

36.  ■« 

3167 
30114 
39L«) 
3&« 

38l» 
39.6 


31.  n 

311S 
39lM 
3BlA 
S9Ll« 


3AO0 
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+  16.61 

a  =  +  0'.314  E.  of  S. 
«3ff=  —  COlO,  with  Ihe  vui  slit  1 2.88. 

c  ^  + 1>.2(«  for  illumtDation  west,  (adopted  from  reversals  on  slow  stars.) 
p  ^  —  0".(Wi  per  hour,  (adopted  from  high  and  low  slac  reduction.) 
■AsBiimed  valae  of  8:^  —  5"  39*  at  BS**,  cluck-time. 

d  i  =  -  S"-  aiC.OlO  ±  O'.O-iH,  at  SBii',  clock-time. 
Note. — On  226  Cephel  tbe  first  tall;  of  five  wires  was  observed,  and  on  Polaris  eight 
~wire8  before  and  f«nr  after  reveniali  and  on  i,  Aiinarii  and'o  Pegaai  four  wires  each 
■were  observed.     Weight  was  given  accordingly  in  forming  the  normal  equations. 

Detroit,  October  9, 1ST3. 
LaliluiU,  42<-  20'.— Obiere«r,  Aaiittant  i'ngiH«er  0.  B.  Wkeehr. 


'    CapriMmi 

Delptaini 

C.lgBl- 

c?^i. ..:::::::: 

'  Cygnl 

DnirxmU  (L.C.>. 
Dnconls(L.C-). 
Aqoarii 


L-J. 


9gMi... 


C«prloorni . . . 


e  c«phi!i..I! 

Pcgui.... 


PiMiam... 
Polul*.... 
PoUrK.,.. 


+  0.m'40-'3S— 0.« 


+Ctl8|+0,0«+  0,3 


I  S«  10.' 

SI  si. «« 

M  «.    - 

I  moi 


3  04  io.:m 

3U09... 
3  N3L0t 

IS  4t.  ti 

18  IU87 


10  38.601  0  03  41.13 


31  01. 7e! 

37  S9,  Wl 

91  30  lb!  Osl 


38  S3. 30.  «a.ott 

M04.wl 

40  37.ae  Ai.v» 

4eOI.90  42.94 

W  SB  Stt  64  41  »a 

33  31  34. 17  49.  99 

33  31.  «•  i%  98 


0.^6  34.00 


43.40 
"49  09 


Normal  eqaaiionl. 

-t-21.5Ro-(-  2.66C+ H.67(ie-  3.51  =  0 
+  2.6fia  +  51.:t4c+  i.TSilff- 15.58  =  0 
+  H.67a+   4.75  c  + 26.26  c!d+   0.06  =  0 

a  =  +  0'.3(i5E.  DfS. 
c  =  -j-  0'.309  for  illnmiuation  weHt. 
6  6     —  0>.206,  with  the  weight  IG.It. 

p  ^  —  O'.O^.'i  per  hoor,  (adopted  from  high  ami  low  star  reduction.) 
AMDmedvalneofe  =  -  5''  42' at  22'>,  cluek-time. 

H  =  -  S"  42'.2«(  ±  O'.O-ie  at  221',  rlock-time. 
Note. — On  a  Oygni,  61'  Cygni,  u  Piscium,  four  wires  were  observed ;  on  }.  Aqnarii, 
three ;  on  I  Dracouig,  seven  liefore  and  five  afterreversal ;  on  Polaris,  eight  before  and  Gv( 

'        rmalei 


after  reveiiiBl.    Weiglit  was 


■a  accordingl.v  in  forming  the  normal  eqnations. 
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Detroit,  October  10,  1873. 
Latitude,  A2'^  20'. — 06«eiTer,  AaHstant  Engineer  0,  B.  Wheeler. 


IlL 


E 


E. 


E. 
W. 


W. 


Star. 


A    Ursa)  Minoris. 
A    Ursie  Minoris. 

a*  Capricorn  i 

ir    CupricorDi 

c     DelphiDi 

a    Cygni 

M-    Aquarii 

6l»Cygni 


1 
I 

0 

c 
a 

n 

A 


Cygni. 
Draconis  (L.  C.) . 
Draconis  (L. C.).. 

Aquarii 

Aquarii 

Pegaai 

Capricomi 

Aquarii 

Aquarii 

Aquarii , 

Pegasi 

Andromedio 


t    Piscium 
Polaris.. 
Polaris.. 

fl»  Ceti    ... 

n    Piscium 

p    Arietis  . 

a    Arietis  . 

i'  CeU  .... 


CAt 


t. 


+  0.03 
+  0.  03 
+  0.03 
+  0.05 

+0.0:* 

+  0.04 
+  0.04 


-0.03 
-0.  03 
-0.03 
-0.03 
-0.03 
-0.03 
-0.04 
-0.03 


+  0.03 
+  0.03 
+  0.03 
<-0.03 


Aberr 


8. 

-0.  ai 
-0.1=0 
-0.  02 
-0. 02 
-0.02 
-0. 02 
-0. 02 
-0. 02 
-0.02 
+  0.11 
+  0.11 
-0.02 
-0.02 
-0.02 
-0.02 
-0.  02 
-0.02 
-0.02 
-0.02 
-0.02 
-0.02 
-0.02 
-0.65 
-0. 65 
-0.02 
-0.02 
-0.02 
-0.02 
-0. 02 


Rate 


Aa 


B6   I    Ce 


L\ 


8. 

+0.30 
+0.30 
+  0.2?^ 
+0.26 
+0.26 
+0.23 
+0.23 
+0.20 
+0.19 
+0.18 
-lO.  18 
+  0.17 
4.0. 16 
+  0.15 
+0.14 
+0.12 
+0.  08 
+0.06 
+  0.04 
-.0.05 
-0.10 
-0.13 
-0. 15 
-0.15 
-0.16 
-0.17 
-0.90 
-0.21 
-0.23 


8. 

-3.93 

-3.93; 

+0.09 

+0.09 

+0. 05 

-6.01' 

+0.08 

+0.01 

+0.03 

+  0.59 

+0.  59 

+0.08 

+0.09 

+0.06 

+  0.09 

+0.07 

+0.  07 

+0.08 

+0.  05i 

+  0.03 

+0.09 

+0.06 

-3.07 

-3.  07 

+6.09 

+0.05 

+  0.04 

+0.04 

+0.06 


8. 

-3.40 
-1.97 
0.00 
+  0.02 
+0.07 
+0.17 
+0. 10 
+0. 15 
+0. 08 
-0. 12 
-0. 44 
+0. 07 
+0.07 
+0.09 
+0.06 
+0.09 
+0.11 
+0.10 
+0.16 
+0. 14 
+  0.05 
+0. 07i 
+2.O2I 
+3.90I 
+0.08I 
+0. 121 

+0. 17I 

+0.21 
+0.23 


8.  I 
-7.611 
+7.6I1 
+0.15 
+0. 15i 
+0. 15 
+0.20. 
+  0. 15| 
+0. 18 
+0. 16 
-1.01! 
hi.  Oil 
-0. 14 
-0. 14 
-0. 15 
-0. 15 
-0. 14 
-0.14 
-0. 15 
-0. 15 
-0. 16. 
-0. 15 
-0. 14i 
-5.96 
+  5.96, 
+0. 14 
+0. 15 

+0. 15! 

+0. 15 
+0. 15 


h.  m.    8. 
19  56  36.  96 

19  56  27.  88 

20  16  45.  45 
25  48.01 
32  53.60 

42  50.  55 

20  51  33.  35 

21  06  57.  421 
13  16.  81 1 
24  34.  25 
24  30.94 
30  38.  09 
36  45.25 

43  42.60 

21  52  08.  20 

22  05  01.  54 
34  35.  81 
51  45.42 

23  04  12.  32 

0  07  36. 25 
42  59.  46 

1  02  07. 69 
18  57.  08 
18  43.58 
23  26.66 
30  27.60 

1  53  23.  89 

2  05  47. 35 
2  12  02.  44 


A.  m. 
19  50 

19  50 

20  11 
20 
27 
37 

20  45 

21  01 
07 
18 
18 
24 
31 
37 
46 

21  Z9 

22  28 
46 

22  58 

0  01 

37 


1 


56 
13 
13 
17 
24 

1  47 

2  00 
2  06 


8.     \  k, 

46.36 

46.361 

02.44 

O5.20I 

10.  ."lO! 

07.5*; 

50.30' 

14.28 

33.67; 

50  421 

50.42 

54.66 

0L76i 

59.11 

24.79 

18.02) 

52.30 

0I.89| 

28.63; 

52.26; 

15.79J 

24.01! 

04.3d; 

04.381 

43.42^ 

44.17 

40.52 

03.97 

ia99t 


05O.5( 
4IM 
41 S4 

419! 

41fi 


nc 

4X31 
41  Si 

aci 

41  S> 

413: 
41:4 

41  i9 

41S 

ax 


ar 

419 
4134 
41^ 

ac7 


XoJ*nial  equations. 

26.39  a  4-   0.93  c  -f-  12.87  60  ^   4.8I  =  0 

0.93  a  -f  57.49  c  +    1.92  d  ^  -    7.11  =  0 

12.87  a  -f-    1.92  c  -f  22.34  66  +  11.61  =  0 

a   =  +  0'.101E.  of  S. 

c  =  -f-  0".  142  for  ilhimiDation  west.       , 

p   =  —  0*.  590  with  the  weight  16.03. 

p  =  —  0.  085  per  hour  (adopted  from  high  and  low  star  reduction.) 

6  was  assume^  =  —  5"*  43*  at  23»'  :iO™  clock-time. 

At  =  —  5°»  43".590  ±  0-.024  at  23'»  30™  clock-time. 

Note.— On  /?  Aqnarii  and  f  Aquarii,  e  Piscium  and  6^  Ceti  four  wires  were  observed 
on  y  Ursffi  Minoris,  seven  before  and  seven  after  reversal ;  on  1  Draconis,  seven  before 
and  four  after  reversal ;  on  Polaris,  eight  before  and  four  after  reversal.  Weight  wi« 
given  accordingly  in  forming  the  normal  equations. 


Appendix  D.— Results  of  m.vgnetic  oiiSERVATioxs. 

Report  of  Capt.  A.  K.  Lee^  Corps  of  Engineers. 

Office  U.  S.  Lake-Survev, 
Vetroity  Mich.,  October  21,  1873. 

Major:  I  have  the  honor  to  submit  herewith  the  results  of  magnetic  observatioitf 
made  ULder  your  instructions  during  the  months  of  July  and  August,  1873. 

The  report  of  observations  made  in  May  and  June  of  this  year  Las  been  already  sab- 
mitted  to  you. 

Your  letter  of  instruction  of  July  8,  1873,  directed  me  **  to  proceed  to  the  following 
nlaces  in  the  order  named,"  and  from  the  last  to  return  to  Detroit ;  viz  :  Foreetville, 
Mich. ;  Fort  Gratiot,  Mich. ;  Marquette,  Mich. ;  Copper  Harbor,  Mich. ;  Da  Lath  and 
St.  Paul,  in  Minn. ;  Milwaukee,  Wis. ;  Michigan  City,  Ind. ;   and  Grand  Haven,  Mich. 

At  each  place  I  was  to  observe  for  declination,  horizontal  intensity  and  dip,  wi 
wherever  it  was  practicable,  use  the  same  points  as  occupied  by  Lieutenant  JSmitli, 
Topographical  Engineers,  in  1858  and  1859. 

During  the  time  that  has  elapsed  since  Lieutenant  Smith's  observations  so  many 
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changes  have  occnn'ed  at  the  different  stations,  especially  those  in  towns  or  their 
vicinities,  that  in  several  cases  I  found  it  impossible  to  use  his  old  points. 

In  others  I  fonnd  the  points  used  by  him  had  been  evidently  selected  without  refer- 
ence t-o  future  occupation,  and  where  such  was  the  case  I  thought  it  advisable  to 
choose  others. 

At  Fort  Gratiot  the  land  in  the  vicinity  of  the  old  station  has  passed  into  the  hands 
of  the  Grand  Trunk  Railroad.    The  buildings  they  have  erected  prevented  me  from 
occupying  the  exact  spot  used  by  Lieutenant  Smith.    I  selected  a  station,  however,  as 
near  the  old  one  as  possible,  and  on  the  Government  reservation. 

At  Marquette,  Milwaukee,  and  Grand  Haveu  I  was  also  obliged  to  occnpy  new 
poiuts. 

The  instruments  used  were  a  Wlirdemann  theodolite  magnetometer  No.  3,  Barrow 
dip-circle  No.  26,  and  a  Wiirdemann  theodolite,  No.  85,  d-inch  limb,  reading  to  10". 

For  time  I  used  a  Kiihlberg  chronometer-watch,  running  to  mean  time,  with  a  rate 
of  about  2"  gaining.    The  colnmating-magnets  used  were  marked  at  ends  C  2  and  C  3. 
C  2  is  3.75  inches  in  length  and  0.79  inch  in  diameter.    C  3  is  2.41  inches  in  length  and 
0.79  inch  in  diameter. 

Before  going  into  the  field  in  1872,  the  zeros  of  the  magnet-scales  were  accurately 
determined,  as  were  also  the  values  of  one  division  of  each  scale. 

The  zeros  were  redetermined  before  commencing  work,  in  1873. 

The  moment  of  inertia  of  magnet  C  2  and  stirrup  were  also  determined  before  leav- 
iDff  Detroit  in  1872. 

Additional  observations  were  made  on  my  return  from  the  field  in  1872,  for  the  more 
accurate  determination  of  tliis  constant.  The  logarithm  of  adopted  value  is  log  K  := 
1.1548012.  Since  my  return  from  the  field  this  fall  I  have  made  several  sets  of  observa- 
tions, to  determine  whether  this  constant  has  changed.  The  result  of  these  observa- 
tions is  log  K  =  1.1501082.  The  iuertia-riug  used  being  too  light  for  the  ma^ets, 
this  discrepancy  in  the  two  values  for  K  does  not  prove  that  the  moment  of  inertia  has 
changed. 

The  old  value,  bein^  the  mean  of  13  or  14  sets  of  careful  observations,  is  retained  and 
used  in  the  computation. 

I  also  determined,  in  the  spring  of  1873,  the  value  for  **P"  for  the  pair  of  magnets  used. 
This  value  being  practically  zero,  it  has  not  been  taken  into  account  in  the  computa- 
tions. 

The  weight  of  the  magnets  used  rendered  it  necesflary  to  suspend  them  by  six  threads ; 
this  being  the  smallest  number  that  could  be  used  without  danger  of  constant  breakage. 

The  torsion  was  removed  before  observing  by  suspending  the  brass  cylinder  of  same 
weight  as  the  heavy  magnet,  and  allowing  it  to  remain  for  several  hours,  and  whenever 
practicable  over  night. 

The  observations  for  declination  were  made  to  include  the  early  morning  eastern 
elongation,  and  continued  at  intervals  during  the  day,  to  an  hour  in  the  afternoon  suf- 
ficiently late  to  include  the  western  elongation. 

The  mean  declination  for  the  day,  obtained  by  taking  the  mean  of  the  elongations, 
is  the  one  given.  * 

In  the  observations  for  dip  both  needles  were  used,  care  being  taken  to  reverse  the 
poles  of  the  needles,  using  always  the  same  number  of  strokes  of  the  bar-magnets.  As 
I'ar  as  practicable,  a  third  set  was  taken  on  a  succeeding  day  as  a  check  against  large 
errors. 

Careful  observations  have  been  made  to  determine  the  instrumental  correction  tor 
the  dip-circle  used ;  but  as  this  correction  is  less  than  the  probable  error,  it  has  not 
been  applied. 

The  observations  were  made  under  an  astronomical  tent,  care  being  taken  to  remove 
all  iron  from  the  poles ;  and  nothing  was  carried  about  the  person  or  allowed  to  be 
brought  near  the  tent  that  could  in  any  way  afiect  the  magnets. 

Two  sets  of  observations  for  azimuth  were  made  at  each  station,  (except  two,)  one  of 
which  at  least  was  at  an  elongation. 

I  am,  major,  very  respectfully,  your  obedient  servant, 

A.  N.  Lee, 
Captain  of  Engineers f  U.  8,  A. 

Maj.  C.  B.  CoMSTocK, 

Corps  of  Engineers  J  U.  S.  A. 

Note. — In  submitting  the  results  of  my  magnetic  observations  for  1872,  I  omitted  to 
give  the  declination  at  Charlotte,  N.  Y. ;  the  results  appearing  to  me  too  small  to  be 
anywhere  near  correct,  viz,  3*^  44'  26"  W. 

I  observed  again  at  Charlotte  this  year,  at  a  difi'erent  point,  and  on  two  days.  I 
found  the  mean  for  the  two  days  to  be  3^  46'  09"  W. 

These  results  show,  I  think,  that  the  error  is  due  to  local  attraction,  and  not  to  the 
observations. 
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Observations  far  dipy  1873. 


Stations. 


Fore«tville 

Fort  Gratiot 

Fort  Brady 

Marquette 

Copper  ^arbor 

Daluth : 

Saint  Paul 

Milwaukee 

Michigan  City 

Grand  Haven  


Date. 


1873. 
July  11 
July  11 
July  12 

July  15 
July  15 
July  16 

July  22 
July  22 
July  23 

July  29 
July  29 

Aug.  2 
Aug.  3 
Aug.    3 

Aug.  13 
Aug.  13 
Aug.  14 

Aug.  19 
Aug.  19 
Aug.  20 

Aug.  22 
Aug.  22 

Aug.  25 
Aug.  25 
Aug.  26 

Aug.  28 
Aug.  28 
Aug.  29 


a 


o 


I 

II 

II 

T 

II 

I 

I 

II 
II 

I 
II 

I 

II 

I 

II 

I 

II 

I 

II 

II 


I 

II 

II 

I 
II 

I 


A4 


o  / 

74  54 

74  53 

14  53 

74  19 

74  21 

74  23 

77  29 

77  31 

77  28 

75  51 

75  48 

78  05 
78  01 
78  00 

76  20 
76  14 

76  18 

74  55 

74  58 

74  58 

73  43 

73  45 

72  43 

72  44 

72  50 

73  56 
73  56 
73  59 


> 
t 

p. 


74  52 

75  00 
74  52 

74  32 

74  27 

74  26 

77  32 

77  33 

77  32 

75  49 

75  45 

78  04 
78  02 
78  02 

76  16 
76  16 
76  21 

74  51 

74  54 

74  59 

73  42 

n  42 

72  41 

72  46 

72  36 

73  54 

74  07 
73  57 


Mean. 


o       / 

74  53 

74  56 

74  53 

74  20 

74  24 

74  24 

77  30 

77  .T2 

77  30 

75  50 

75  46 

78  04 
78  02 
78  01 

76  18 
76  15 
76  19 

74  53 

74  56 

74  58 

73  43 

73  43 

72  42 

72  45 

72  43 

73  S5 

74  01 
73  58 


Dip. 


o      / 

74  54 

74  23 

77  30 

75  48 

78  03 

76  17 
74  55 

73  43 

73  43 

73  56 
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Appendix  E.— Remeasurement  of  the  Keweenaw  base. 

Report  of  Major  C.  B,  Comstockj  Corps  of  Engineers, 

1.  This  base  was  originally  measured  in  1867,  but  as  General  W.  F.  RaynoldB^at  tb^t 
time  in  charge  of  the  Lake-Survey,  bad  little  confidence  in  the  precision  of  the  work, 
on  accouut  of  the  muddy  condition  of  the  ground  during  the  measureiueut  giving  iu- 
stability  to  the  measuring-tubes,  it  was  decided  to  remeasure  it.  This  was  done  in  the 
summer  and  fall  of  1873  by  Assistant  Engineer  £.  S.  Wheeler,  aided  by  Assistant  En- 
gineers C.  F.  Burton  and  C.  Pratt. 

The  base-apparatus  used  is  a  compensating  one  by  Wiirdemann,  a  copy  of  that  of 
the  Coast  Survey,  and  is  described  in  the  Lake-Survey  Report  for  1H68,  the  original 
being  described  in  the  Coast-Survey  Report  for  1854.  The  measuring  part  consists  of 
tubes  1  and  2,  each  about  15  feet  long. 

In  previous  bases  of  the  Lake-Survey,  the  measurement  had  been  made  without  tenti 
over  the  tubes  ;  in  this,  Assistant  Engineer  Wheeler  was  directed  to  make  the  measar^ 
ment  under  movable  tents,  so  as  to  avoid  at  least  in  part  the  large  daily  fluctuations  in 
the  length  of  the  base-tubes,  arising  from  unequal  temperatures  of  the  compeosatioK 
bars,  the  upper  being  most  heated  by  the  sun.  This  fluctuation  amounts  in  extreme 
-cases  to  0.00500  inch,  the  length  of  a  tube  being  approximately  15  feet. 

A  mercurial  thermometer  can  only  be  depended  on  to  give  the  temperature  of  a 
standard  bar  when  the  temperature  of  the  bar  varies  very  slowly.  For  tnis  reason,  at 
previous  bases,  the  length  of  the  tubes  had  been  deduced  from  comparisons  with  the 
standard  bar  at  its  maximum  or  minimum  daily  length,  as  then  only  could  it«  tempera- 
ture be  closely  determined  by  thermometers.  The  mean  of  these  maxima  and  minima 
results  was  taken  as  the  working  length  of  the  tube  during  measurement  for  the  Fond 
4u  Lac  base. 

But  as  this  result  might  not  be  precisely  the  mean  length  of  a  tube  daring  the  time 
of  actual  measurement,  it  was  decided  to  attempt  to  determine  the  length  of  the  tnbe 
under  circumstances  as  nearly  the  same  as  those  of  measurement  as  possible.  Accord- 
ingly, Assistant  Engineer  Wheeler  was  directed  to  make  the  comparisons  under  tents  (u 
the  measurement  was  to  be  so  made)  instead  of  in  a  house  as  heretofore,  aud  to  continoe 
them  through  the  part  of  the  day  in  which  measuring  was  done,  (from  8  a.  m.  to  6  p. 
m.,)  in  the  expectation  that  the  daily  mean  of  such  comparisons  would  give  closely 
the  mean  length  of  the  tube  during  measurement  on  a  similar  day. 

As  the  thermometers  could  not  he  trusted  to  give  the  rapidly-varying  temperatareof 
the  standard  bar,  that  temperature  was  fixed  by  packing  the  bar  in  ice  kept  constantly 
renewed.  To  avoid  its  cooling  effect  on  the  tnbe  it  was  only  introduced  between  thi 
comparators  once  in  two  hours,  the  stability  of  the  very  steady  stone  posts  on  which 
the  comparators  stood  being  trusted  in  the  interval. 

As  the  length  of  the  tubes  at  the  Fond  du  Lac  base  had  been  determined  by  maxima 
and  minima  comparisons  under  cover  while  the  tubes  during  measurement  had  been  ex- 
posed to  the  sun.  Assistant  Engineer  Wheeler  was  also  directed  to  ascertain  the  differ- 
ences between  the  mean  lengths  of  the  two  tubes  as  resulting  from  maxima  and  minims 
eomparisons  under  cover,  aud  as  resulting  from  comparisons  continued  through  the 
working-day,  the  tubes  having  no  tents  over  them  to  protect  them  from*the  sun  or  sky. 

These  differences  are  corrections  to  be  applied  to  the  lengths  of  the  tubes  Faulting 
from  maxima  and  minima  comparisons  used  in  reducing  the  Fond  du  Lac  base. 

2.  Keweenaw  base  is  approximately  parallel  to  the  west  shore  of  Keweenaw  Bay,  its 
north  end  being  about  100  feet  from  the  shore  and  its  south  end  about  4,000  feet  from 
it,  the  length  of  the  base  being  28,992  feet  approximately,  or  five  and  a  half  milea. 
Its  height  above  the  bay  varies  from  25  to  HO  feet,  the  slopes  of  the  ground  being 
gentle,  so  that  the  inclination  of  the  base-tubes  reached  4"^  in  but  a  single  case.  The 
latitude  and  longitude  of  its  north  end  are  46^  57'  and  88^  27\ 

Nearly  the  whole  length  of  the  base  is  through  a  forest,  and  the  snrface-soil  is  decom- 
posed sandstone  mixed  with  vegetable  matter.  Although  the  ground  was  tolerably 
nrm  during  the  measurement,  greater  stability  for  the  trestles  was  obtained  by  making 
them  rest  on  stout  wooden  stakes  driven  to  the  surface  of  the  ground.  The  base-Une 
had  been  converted  into  a  rarely  used  road,  aud  in  places  grass  had  sprung  up.  As 
stakes  were  used,  the  partial  soil  was  not  removed. 

3.  Comparisons  of  the  tubes  with  the  standard  bar  were  made  from  July  16  U> 
August  12,  1873;  measurements,  from  August  13  to  September  7,  lti73;  comparisons, 
from  September  8  to  September  11,  1873 ;  measurements,  from  September  12  to  Sep- 
tember 25,  1873;  comparisons,  from  September  26  to  October  5,  1873;  remeasnrements 
from  October  6  to  October  8,  1873 ;  comparisous,  from  October  9  to  October  15,  1873. 

The  first  distance  of  94  tubes  was  measured  four  times  at  the  beginning  of  the 
measurement  and  three  times  after  the  base  had  been  finished,  to  ascertain  the  error 
in  measurement. 

From  the  preceding  table  it  will  be  seen  that  as  much  time  was  required  for  the  com- 
parisons as  ibr  the  measurement. 
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The  computation  of  the  length  of  the  base  was  raade  in  duplicate  by  Assistant  En- 
gineer £.  S.  Wheeler  and  Assistant  Engineer  R.  S.  Woodward.  Thermometers  and 
^rade-angles  were  first  corrected  for  their  errors,  and  then  the  correction  for  grade-angles^ 
contact-levels,  expansion  of  tube  2,  and  error  in  cylindrical  surface  of  tube  1,  were 
summed  and  applied  to  the  sum  of  the  adopted  lengths  of  the  tubes.  The  resulting 
length  was  then  reduced  to  the  sea- level,  giving  for  length  of  base  347,906.28  British 
inches.  A  correction  for  deviation  from  alignment  and  for  contact-pressore  will  be 
applied  in  $  21. 

4.  The  following  markings  of  the  base  have  l>een  made:  At  south  base  the  end 
point  of  the  base  is  a  cross  on  a  piece  of  brass  leaded  into  the  top  of  a  stone  post  six 
feet  long,  the  top  of  the  post  being  level  with  the  ground.  On  the  prolongation  of  the 
base  southward,  precisely  one  yard  from  the  end  of  the  base,  is  a  cross  on  a  piece  of 
brass  set  in  the  top  of  a  stone  post  two  and  a  half  feet  long,  the  top  of  this  post  being 
six  feet  under  ground.  At  right  angles  to  the  end  of  the  base  and  about  100  feet  east 
of  it  a  six-foot  stone  post  rises  one  foot  above  the  ground. 

There  is  a  similar  post  about  100  feet  west  of  the  end  of  base,  its  top  being 
broken  otf. 

At  the  end  of  the  ninety-fourth  tube  (1,410  feet)  from  south  end  of  base,  and  on  the 
base-line,  there  is  a  cross  on  brass  in  the  top  of  a  stone  post  2^  feet  long,  the  top  of  the 
post  being  18  inches  under  ground. 

At  the  middle  of  the  ba.se  (end  of  nine  hundred  and  fifty-second  tube)  there  is  a 
cross  on  brass  in  the  top  of  a  stone  post,  the  top  of  the  post  being  2  feet  uuder  ground. 

At  the  north  end  of  base  there  is  a  cross  on  brass  in  the  top  of  a  stone  post  about  three 
ftet  long,  the  post  running  down  to  rock  and  its  top  bein^  4  inches  above  ground.  On 
the  base-line  and  28.4  inches  south  of  the  north  ena  is  a  similar  cross  in  a  similar  post, 
"whose  top  is  level  with  the  surface  of  the  ground.  It  is  proposed  to  mark  the  north 
end  of  the  base  on  the  underlying  rock.  The  present  stone  is  about  30  feet  from  the 
road. 

Some  other  stones  were  set  on  the  base,  whose  descriptions  will  be  found  in  the  note- 
books. 

Detd'mi nation  of  lengths  of  tubes  1  and  2  by  comparisons  with  l^-foot  standard  bar. 

5.  In  these  comparisons  two  objects  were  to  be  attained: 

First,  to  determine  the  actual  or  working  lengths  of  the  tubes  while  employed  in  the 
measurement  of  the  base. 

Secondly,  to  find  a  correction  to  be  applied  to  the  lengths  of  the  tubes  used  in  the  reduc- 
tion of  the  Fond  du  Lac  base,  on  account  of  the  ditlerence  of  exposure  of  the  tubes 
daring  comparisons  and  measurement.  The  comparisons  for  that  base  were  in  a  shed, 
the  means  of  the  lengths  at  maxima  and  minima  temperatures  of  the  standard  bar  being 
Dsed  in  reduction,  while  the  measurement  was  in  the  open  air,  the  tubes  being  unpro- 
tected from  the  sun. 

To  reach  the  first  end,  each  tube  was  compared  with  the  standard  bar  in  ice  during 
several  whole  days,  and  the  lengths  of  the  tube  obtained  for  each  half-hour  between  b 
a.  m.  and  6  p.  m.,  the  usual  working-hours.  The  mean  of  these  for  one  day  gave  the 
length  for  that  day.  The  tubes  during  these  comparisons  were  under  a  tent,  and  as 
nearly  as  practicable  under  the  same  conditions  as  during  measurement. 

To  reach  the  second  end,  the  tubes  under  two  thicknesses  of  canvas,  and  a  part  of 
the  time  wrapped  in  quilts,  so  as  to  approach  the  conditions  of  the  Fond  du  Lac  com- 
parisons, were  compared  with  the  staudard  bar  not  in  ice,  at  its  niaxima  and  minima 
temperatures. 

Then  the  tents  were  removed,  leaving  the  tubes  exposed  to  the  sun  or  clouds,  and 
half-hourly  determinations  of  the  lengths  of  the  tubes  were  made  by  comparisons  with 
the  standard  bar  in  ice.  The  difference  between  the  mean  of  the  lengths  of  each  tube 
derived  from  maxima  and  minima  comparisons  and  the  mean  of  those  resulting  from 
all  day  comparisons  in  the  open  air,  is  taken  as  the  correction  to  be  applied  to  the 
lengths  of  the  tubes  derived  from  maxima  and  minima  comparisons  at  the  Fond  du 
Lac  base,  to  give  their  working  lengths  during  the  measurement  of  that  base. 

6.  The  method  of  comparison  was  as  follows  :  two  contact  level  comparators,  one  by 
Wiirdemann  and  one  by  Stackpole,  were  mounted  on  heavy  stone  piers,  a  little  more 
than  15  feet  apart.  The  masonry  supports  of  these  piers  rested  on  rock,  and  the  piers 
were  boxed  nearl3'  to  their  tops  to  protect  them  from  unequal  changes  of  temperature. 
A  tube  resting  on  its  trestles  was  placed  between  the  comparators,  the  standard  bar 
was  placed  on  the  tube  and  carefully  aligned,  and  then  by  the  motions  of  the  trestles 
one  or  tbe  other  was  brought  between  the  comparators,  the  Stackpole  being  kept  at  a 
fixed  reading  and  the  Wiirdemann  comparat/or  being  read. 

The  stone  piers  proved  to  be  very  steady. 

While  the  bar  in  ice  was  used  its  temperature  is  assumed  at  32^  ;  and  judging  from  the 
apparent  steadiness  of  the  piers  after  correcting  for  expansion  of  comparators,  this  as- 
sumption must  be  nearly  correct,  the  probable  error  in  the  bar  temperature  doubtlcj^s 
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beiDg  much  less  than  in  the  deteruiiDations  with  the  thermometer  when  the  tempoa- 
ture  of  the  air  is  not  stationary. 

When  the  bar  was  not  in  ice^  its  temperature  was  determined  by  mercurial  thermom- 
eters. 

In  reducing,  the  thermometers  were  corrected  for  their  errors,  and  then  their  cnrrei 
plotted. 

The  readings  on  the  standard  bar  and  tubes  were  plotted  as  ordinates,  tirne^  being 
the  abscissas. 

On  inspecting  the  curves  of  comparisons  of  tubes  with  bar  in  ice  when  Hk 
temperature  was  above  65^,  slight  uepressions  are  seen  in  the  tube  curve  arincg 
from  the  cooling  effect  of  the  bar  during  the  five  or  ten  minutas  it  was  on  the  tube. 
In  extreme  cases,  these  depressions  amount  to  0'".00040.  As  the  bar  in  ice  was  placed 
on  the  tube  but  once  in  two  hours,  the  effect  is  eliminated  by  neglecting  these  depress- 
ions in  the  curves. 

The  differences  between  the  tube  and  bar  curves  give  the  corresponding  differeoca 
of  length,  and  hence  the  length  of  the  tube  from  the  computed  length  of  the  bar  at  tbe 
observed  temperature. 

7.  In  all  the  following  comparisons  and  in  the  computation  of  the  length  of  the  base 
the  following  assumptions  have  been  made  : 

Length  of  standard  bar  at  62^  F.   in  British  inches 180.00972 

Expansion  of  standard  bar  for  1^  F 0. 00174 

Expansion  of  Tube  1  for  P  F O.OOOOO 

Expansion  of  Tube  2  for  1^  F 0.00002 

Any  corrections  to  these  values  will  be  applied  to  the  resulting  length  of  base. 

8.  The  following  table  gives  the  results  of  maxima  and  minima  comparisons  of  Tobe 
1,  and  shows  the  increase  in  temperature  of  tnbe  I  for  two  hours  before  maximum  or 
minimum  temperature  of  bar. 


August  1,  1873. . 
August  2,  1873  . . 
August  9,  1873  . . 
August  11,  1873 . 
August  13,  1873  . 
October  13,  1873. 
October  14, 1873. 
October  14,  1873. 
October  15,  1873 . 


Date. 


Tub©  temper- 

Iijcrease of 

Maximum  or 

Lengtb  of 

ature. 

temperature. 

miuimum. 

Tubel. 

0 

o 

til. 

64.6 

1. 1 

Maximum... 

179. »;« 

62.3 

1.3 

Maximum... 

XI 

63.6 

0.6 

Maximum. .. 

3« 

58. 

0.0 

Minimum  ... 

m 

57.5 

-  0.8 

Miuimum ... 

iH 

52. 

+  2.3 

Maximum... 

^0 

49. 

+  2.0 

Maximum ... 

« 

37.6 

+  0.5 

Minimum  . .. 

w 

45.7 

+  0.2 
inlma  comDari 

Minimum  . . . 
sons 

& 

Lnd  meau  of  m 

179.  ra» 

The  difference  between  the  means  of  the  comparisons  before  and  after  October  12  is 
but  0^".0O031,  and  is  too  small  to  be  considered  as  making  certain  a  change  of  length 
of  Tul>e  1  in  the  infprval.     For  this  reason  the  mean  of  all  has  been  taken. 

The  mean  of  the  lengths  at  maxima  exceeds  that  at  minima  by  0'".0021(). 

The  corresponding  difference  for  fourteen  maxima  and  ten  minima  at  the  Fond  da 
Lac  base  was  0»°.00150. 

As  the  errors  in  the  comparator  measurements  could  scarcely  equal  O*n.OOO20  in 
any  case,  the  differences  between  the  lengths  given  above  are  due  mainly  to  the 
•differences  of  temperature  of  the  two  compensating  bars,  and  to  the  errors  in  detenuin* 
ing  the  temperature  of  the  standard  bar. 

9.  The  following  table  gives  the  daily  means  of  lengths  of  Tube  1,  taken  every  half- 
hour  from  8  a.  m.  to  G  p.  m.,  the  tube  having  nothing  over  it  to  shield  it  from  the  son. 


Date. 


Maxironra  tube 
temperature. 


August  4,  1873. 
August  5,  1873. 


o 

90.5 
98.0 


Mean. 


Minimum  tube 
temperature. 


64.5 
68.0 


Range.       Weather. 


26 
30 


Clear  

i  FeMT  clouds 


Length  Tnbe 
1. 


tn. 
179. 9wa 


179.97Sn 


Comparing  this  with  ($  8)  the  maximum  and  minimum  length,  179*^.97338,  we  have 
for  correction  on  account  of  sun  to  the  maxima  and  minima  length  of  the  Fond  dtt 
Lac  base,  0>°.00334. 
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10.  The  followiDg  table  gives  the  results  of  comparisoDS  made  to  determine  the 
BTorking  length  of  Tabe  1  daring  the  measurement  of  the  Keweenaw  base.  Tube  1 
eras  compared  with  standard  bar  in  ice,  and  under  a  tent  as  in  measurement.  The 
table  gives  between  8  a.  m.  and  6  p.  m.  the  maximum  and  minimum  tube  temperature 
aod  the  mean  length  of  the  tube  in  that  time. 


Date. 


iSlaximnm  tab« 
temperature. 


MiDimum  tube 
temperature. 


August  6,1873 1  72.8 

AagUBt  7,  1873 \  65.0 

Aujcaat  8,  1873 1  66. 

September  9,  1873 :  53.6 

Uctober3,  1873 !  39.4 

Working-length  of  Tube  1— mean 


69.1 
62.0 
57.4 

48.4 
36.3 


Weatber 


Cloudy. 

Sunshine .  . . 
Snnsbiue . .  . 
Light  clouds 
Cloudy 


Mean  length  of 
Tube  1. 


in. 
179. 97482 
490 
536 

I  870 

I  425 

;  179. 97501  ±0««.000167 


The  maxima  and  minima  comparisons  ($  8)  indicating  no  permanent  change  of 
len^h  of  Tube  1,  during  the  measurement  the  mean  of  the  above  values  is  taken  as  the 
TTorking  length  of  tube  I  during  the  whole  of  this  measurement  of  Keweenaw  base. 

11.  The  following  table  gives  the  results  of  comparisons  of  Tube  2  with  thestandurd 
bar  at  its  maximum  or  minimum  temperature,  botli  being  wrapped  in  quilts  for  a  part 
of  the  time,  and  under  two  thicknesses  of  canvas.  Increase  of  temperature  for  two 
hoars  before  maximum  or  minimum  is  also  shown. 


Date. 


July  15,1873... 
July  26,  1873... 
Jaly  26,  1873... 
July  29,1873... 
Jaly  30,  1873... 
Jnly  31,  1873... 
October  11, 1873 
October  11, 1873 
October  12,  1873 
October  12, 1873 


Tube  temper- 
ature. 


71.99 
58.89 
69.28 
68.87 
57.93 
61.54 
45.  G5 
47.68 
32.65 
51.39 


Increase  of 
temperature. 


o 

0.53 
O.CO 
0.60 
1.02 
0.07 
1.70 
0.03 
0.36 
0.72 
3.63 


State  of  bar. 


Maximum ;  in  quilts 
Minimum ;  in  quilta. 
Maximum ;  in  quilts 
Maximum ;  in  quilts 
Minimum;  no  quilts 
Maximum ;  no  quilts 

Minimum  

Maximum 

Minimum  

Maximum 


Length  Tube 
2 


in. 

179. 99836 
884 
915 
916 
941 
953 
661 
631 
683 
669 


The  comparisons  from  July  25  to  July  31  were  before  any  measurements  had  been 
made,  and  those  from  October  11  to  October  12  were  after  all  measurements  had  been 
completed.  The  later  comparisons  show  a  large  change  in  the  length  of  Tube  2,  and 
hence  the  first  set  should  be  used  to  determine  the  length  at  the  beginning,  and  the 
second  set  that,  at  the  close  of  the  measurement. 

in. 

The  mean  of  the  maxima  comparisons  before  measurement  is 179. 9990.5 

The  mean  of  the  maxima  comparisons  after  measurement  is 179. 996.50 

Difference 0.00255 

The  mean  of  the  minima  comparisons  before  measurement  is 179.99912 

The  mean  of  the  minima  comparisons  after  measurement  is 179.99672 

Difference. 0.00240 

Both  alike  indicate  a  large  change  in  the  length  of  the  tube,  and  in  $  12  it  will  be 
aeen  that  the  comparisons  before  and  after  measurement  to  determine  the  working 
length  show  the  same  change. 

On  September  11,  one  end  of  the  tube  fell ;  it  was  caught  by  hands,  so  that  the  blow  on  a 
man's  shoulders  below  it  was  light,  and  therefore  it  received  no  great  jar.  It  was  at 
once  carried  to  camp  and  recompared,  but  the  comparison  indicated  no  change  of 
length. 

It  must  then  be  assumed  that  the  working  length  of  Tube  2  was  the  same  from  the 
beginning  of  the  measurement  until  September  11,  and  that  all  the  change  took  place 
between  this  date  and  the  close  of  the  measurement. 

Taking  the  half  sum  of  the  mean  maximum  and  mean  minimum  length  of  Tube  2 — 
_    -                                        ,  in. 

Before  measurement,  we  have 179.99909 

After  measurement,  we  have 179!  99661 
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The  first  is  tbe  leogth  to  adopt  for  Tube  2  before  tbe  lueasnrement,  ftem  ■tiimam 
and  minimnm  comparisoDs ;  tbe  second  tbe  correspoDding  length  after  measoiement 
Tbeir  diiference  measares  tbe  shortening  of  Tube  2,  O^n.00248. 

If  tbe  differences  of  tbe  maxima  and  minima  lengths  beforehand  again  after  Septem- 
ber 11,  be  taken,  and  tben  the  mean  of  tbese,  we  have  —0^.00015  as  the  excess  of  leo^ 
of  tbis  Tube  2  at  maximum  temperatures  above  that  at  minimum. 

At  the  Fond  du  Lac  base,  this  quantity  was  0*°.00079  as  derived  from  six  maxims 
and  five  minima  comparisons. 

12.  The  following  table  gives  tbe  daily  means  of  the  lengths  of  Tube  2,  t&ken  at^ch 
half  hour  between  8  a.  m.  and  6  p.  m.,  tbe  tube  being  exposed  to  tbe  sun  or  sky,  aiul 
compared  with  tbe  standard  bar  m  ice.  Tbe  standard  bar  was  placed  on  tbe  tobe  for 
five  or  ten  minutes,  once  in  about  two  hours,  the  piers  beiug  assumed  to  move  oni- 
formly  if  at  all,  in  the  interval. 


Date. 

Maximum  tube 
temperature. 

1 

Minimnm  tube 
temperature. 

Range 

Weather.                  \^^\ 

Jnlv  17. 187:1 

0 

76.5 
90.5 
94.5 

o 

64.5 
61.5 

o 

12 
2» 

in. 
Partial] V  cloud  v  ....          18a  00*1 
Clear IC 

JnlVai,  1873 

July  22, 1873 

72.5            22 

Partially  ol  ood y 13 

Mean 


From  ^11  tbe  maxima  and  minima  length  before  measurement  was. 
Difference 


180.00iif 
179.998» 


0.0031' 


Tbe  diflfererce  -f  0'".00217  is  tbe  correction  on  account  of  sunshine  to  apply  to  the  length 
of  Tube  2  UHed  in  computing  tbe  Fond  du  Lac  base. 

Tbe  corresponding  difference  for  Tube  1,  given  in  $7,  is  O>°.O0334. 

The  comparisons  of  Tube  1  were  made  in  weather  almost  entirely  clear,  with  constant 
sunshine  ;  those  of  Tube  2  were  on  days,  one  of  which  was  almost  entirely  clear,  while 
on  the  other  two  there  were  heavy  clouds  for  a  part  of  each  <lay.  The  mean  is  probi- 
bly  near  the  average  value  of  the  correction  to  the  mean  of  the  two  tubes. 

It  will  be  remembered  that  Tube  1  is  0'".(J0216  longer  at  maximum  temperature  tbao 
at  minimum,  in  consequence  of  its  compensating  bars  heating  at  difi&;rent  rates,  while 
tube  2  is  0'".00015  shorter.  This  difference  of  behavior  in  the  two  tubes  also  shows  itielf 
in  the  values  of  the  quantities  Oi»».00:m,  and  0»n.00217  just  obtainwl. 

13.  The  following  table  gives  the  daily  mean  working  length  of  Tube  2,  derived  from 
its  half-hourly  lengths  between  8  a.  ni.  and  6  p.  m.  Tube  was  under  tent,  as  in  meas- 
urement, and  was  compared  with  standard  bar  in  ice  : 


Date. 


Maximum  tube 
temperature. 


Minimum    t-nbe 
temperature. 


Length 
Tubei. 


Julv  18,1873. 
July  23,  lt!73. 


o 

60 
79 


Mean. 


September  30. 1873. 
October  1, 1873  .... 


43.5 
42.5 


Mean. 


53. 
70.5 


18aOOO»^ 

leaooix 


]8U.00Qb3 


3.5.5 
37.0 


179.99e» 

179,  »eu 


179.99^ 


Showing  a  change  in  length  of  Tube  2  of  0*".O0263.  The  change  of  length  of  Tube  2, 
shown  by  thene  comparisons,  differs  from  that  given  by  maxima  and  minima  compari- 
sons before  and  after  measurement  of  tbe  base  by  less  than  is  to  be  expected  from  the 
probable  errors  of  the  comp  irisons. 

As  the  working  length  comparisons  after  the  measurement  of  the  base  were  on  Sep- 
tember 30  and  October  1,  while  the  maxima  and  minima  comparisons  after  raeattare- 
ment  were  on  October  11  and  12,  it  follows  that  the  change  in  length  must  hsre 
occuiTed  between  September  11  and  Septeniber  30.  The  e<»mpari8on9  of  S<*pteraberll 
not  indicating  that  its  length  had  been  changed  by  its  partial  fall  on  that  day,  we 
must,  for  want  of  better  data,  assume  that  its  length  changed  gradually  from  September 
11  to  Septeniber  30,  and  take  for  working  length  of  tube  2  before  the  fall,  on  Septeni- 
ber 11,  the  value  resulting  from  comparisons  before  measurement ;  for  working  length 
from  Septeniber  11  till  tl<  ae  of  measurement,  the  mean  of  the  working  lengths  given 
by  comparisons  before  and  after  measnieuient ;   and  ior  working  lengtli  during  the* 
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reinraMnrewents  after  October  1,  tbelcnt^th  resultiug  from  comparisons  of  September  30 
aud  October  1.     These  values  ar<j  as  follows  : 

in. 

Tube  2,  working  length  bef*»re  September  11 180.  U0083 

Tube  2,  working  length  September  11  to  September  29 179.99951 

Tube  2,  working  length  after  September  29 179.99820 

14.  An  attempt  will  now  be  made  to  estimate  the  probable  error  in  the  working- 
length  179'».97501  adopted  for  Tube  1  during  the  rcmeasurement  of  theKeweenaw  base. 

On  examining  the  daily  curves  resulting  from  the  comparisons  to  determine  the  work- 
ing length  of  this  tube,  it  is  found  that  the  greatest  change  in  length  on  any  day  be- 
tween S  a. m.and  6  p.m.  during  comparisons  for  working  length  was  0^".00290  on 
An;2:u8t  8,  and  the  least  change  was  0'".00094  on  August  7.  These  quantities  give  the 
change  in  length  arising  from  varying  differences  of  temperature  between  the  npper 
and  lower  bar  in  the  tube  during  the  day,  the  tube  being  under  canvas.  Referring  to 
^  10,  it  is  seen  that  the  greatest  difference  between  the  results  of  such  comparisons 
c»u  different  days  is  0'". 001 45,  this  difference  resulting  from  the  average  temperature 
difference  between  the  upper  and  lower  bars  of  the  tube  being  different  on  different 
days. 

The  dilferences  arise  from  constantly  varying  causes,  among  which  are  cloudiness, 
humidity,  wind,  tent  cover  temperature,  and  earth  temperature.  While  these  causes 
are  known,  the  amount  of  influence  of  each,  on  the  length  of  the  tube,  is  entirely 
unknown. 

If  it  were  certain  that  the  conditions  to  which  the  tube  was  exposed  durinsr  the 
whole  of  the  measurement  were  fairly  represented  by  those  during  the  compariHons 
for  working  lengths,  we  might  obtain  the  probable  error  in  the  adopted  working 
length  from  the  discrepancies  between  it  and  the  single  day's  results,  as  if  those  dis- 
cT€?pancies  were  accidental  errors.  The  probable  error  thus  found  for  working  length 
of  Tube  1  js  ::tO'".0001G7. 

The  causes  most  effective  in  determining  the  daily  fluctuations  in  the  length  of  the 
tube  are,  the  dailj'  range  of  temperature,  and  the  daily  amount  of  sunshine.  Now  as 
these  condil»ions  were  variable,  the  average  dailj'  temperature  range  in  August  being 
considerably  greater  than  in  the  latter  part  of  September  ;  and  the  weather  during  the 
lirst  period  being  very  good,  while  in  the  latter  tbere  w  as  much  cloud  and  rain,  giving 
lower  and  steadier  temperatures,  there  is  a  considerable  i»robable  error  involved  in 
the  as>um])tion  that  the  few  days  of  comparison,  fairly  represented  the  many  days  of 
iiiea'^iuvment. 

Dm  ill;'  measurement  the  tube  is  over  jrronud  which  in  clear  weather  has  for  hours 
been  exposed  to  the  sun,  while  during  working  length  con]j)arisons,  it  is  over  ground 
contiinunisly  shaded  by  the  tents.  The  earth's  radiation  will  heat  the  lower  bar  most, 
thus  lartially  neutralizing  the  effect  of  the  sun  acting  through  the  tent  on  the  upper 
lijir,  and  shortening  the  tube  below  the  length  given  by  working  length  comparisons. 
The  ettV'Ct  will  vary  so  widely  with  the  amount  of  sunshine  and  the  nature  of  the 
gronnd,  that  it  is  imposvsible  to  estimate  it.  It  must  be  many  times  less  than  that  of 
direct  exposure  to  the  sun,  which  increases  the  mean  daily  length  of  the  tube  above 
the  working  length  by  0'".00171. 

Remembering  that  the  greatest  difference  between  any  of  the  daily  results  of  work- 
ing-length comparisons  was  only  0"'.00145,  it  would  seem  that  the  assumption  of  a 
]>robable  error  of  U'".000;J0  from  the  uncertainty  in  the  action  of  the  causes  just  men- 
tioned must  be  ample.  Combining  it  with  that  resulting  from  the  comparisons  we 
have 

±  \/(0»»Am7lM-~(0'^^OU030)-  =  O^n.00034 

as  the  probable  enor  in  the  adopted  value,  179'°.97501,  of  the  working  length  of  Tube  1. 

15.  An  estimate  will  next  be  made  ol  the  probable  error  in  the  working  lengths 
adopted  for  Tube  2.  It  has  already  been  stated  that  the  mean  of  six  maxima  and 
minima  comparisons  between  July  '25  and  31,  differs  from  the  mean  of  four  such  com- 
)>arisons  on  October  11  and  12  by  0'".00<i4."^,  while  mean  of  working  length  comparisons 
on  July  In  and  23  exceeded  that  of  such  comparisons  on  September  30  and  October  1 
by  <V°.U02«i3. 

Since  there  were  ten  of  those  to  four  of  these,  double  weight  is  given  to  the  first  deter- 
mination of  amount  of  change,  whence  results — 

Adopted  decrease  in  length  of  Tube  2  =  0'n.00253 

On  examining  the  curves  plotted  from  the  comparisons  for  working  length,  it  appears 
that  the  greatest  length  of  Tube  2  during  a  day's  comparisons  amounte<l  to  O'n.00112  on 
July  18,  and  the  least  change  of  length  during  a  day  was  0i".00065  on  September  30, 
while  the  greatest  difference  of  w^hole-day  resnlts  wa«  O'^'.OOISO. 

For  reasons  the  same  as  in  finding  the  probable  error  in  working-length  of  Tube  1, 
that  of  Tube  2  is  obtained  in  part  from  the  discrepancies  between  the  daily  mean  results 
and  the  final  mean.     But  as  the  tube  changed  length  by  0^^.00253  before  the  compari- 
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sons  of  September  30  and  October  1,  that  amount  has  been  added  to  the  resnltsof  thoae 
days  before  deducing  the  probable  errors,  as  the  number  of  results  before  or  after  niew- 
urement,  taken  separately,  was  too  small.  This  process  tacitly  assumes  that  the  pre- 
cise change  in  length  of  Tube  2  is  known  ;  the  error  in  the  assumption  most  besaiall 
and  would  have  little  eifect  on  the  following  value  of  the  probable  error. 

By  this  method  there  results  : 

Probable  error  in  working-length  of  tube  2  deduced  from  coraparisons^^t^'-^^^^ 

For  the  reasons  stated  in  $  14,  a  probable  error  of  0i".08030  is  assumed  tu  cover  tb« 
difiVreiice  between  the  external  conditions  during  measuremeut  and  during  working- 
length  comparisons. 

Combining  the  two  errors  we  have — 


±'/(0i'^.0O021)^-H(0i».O0U3U)-2  =±0"'.00037 

as  the  probable  error  in  the  working  lengths  adopted  for  Tube  2. 

16.  Alignment  was  obtained  after  finding  that  the  mark  at  the  middle  base  was  very 
nearly  on  the  line  through  the  marks  at  the  ends  of  the  base  by  setting  up  a  theodolite 
at  the  middle  of  one  of  the  halves  of  the  base,  very  nearly  on  the  line ;  then  reading 
by  several  repetitious  the  angle  (ver^'  nearly  180^)  between  the  ends  of  this  half  md 
computing  the  distance  .the  stake  must  be  moved  to  bring  it  on  the  line.  Each  of 
these  smaller  parts  was  then  bisected  in  the  same  way,  and  the  process  continned  till 
stakes  had  been  set  on  the  line  500  feet  apart.  By  this  method  it  is  improbable  thit 
any  of  those  lines  could  have  been  inclined  to  the  base-line  by  more  than  one  niiDotr. 
as  the  instrument  used  read  to  10  seconds,  and  the  probable  error  is  much  less.  At  an 
error  of  one  minute  would  only  introduce  an  error  into  that  part  of  the  baee  of 
¥uoofri7oif»  and  as  the  probable  error  is  much  less,  it  is  insignificant  in  comparisoc 
with  other  errors,  and  may  be  neglected,  or,  what  is  the  same  thing,  these  stakes  UX' 
feet  apart  may  be  assumed  to  be  precisely  on  the  line. 

To  place  a  tube  on  the  line,  the  base-line  transit-instrnment,  with  a  more  powerfol 
telescope  than  that  of  the  theodolite,  was  set  np  on  one  of  the  stakes  and  pointed  at  the 
preceding,  and  the  front  end  of  the  tube  placed  in  the  vertical  plane  of  ^he  telescope. 
When  the  front  tube  got  within  150  or  200  feet  of  the  transit,  the  latter  was  moved  U 
the  next  500-feet  stake.  The  distances  from  transit  to  tube  varied  then  from  200  t« 
700  feet. 

The  length  of  the  base  gives  57  of  these  500-feet  intervals,  and  so  many  times  will 
the  distance  of  the  tubes  from  the  transit  vary  from  700  to  200  feet. 

The  maximum  error  that  could  be  committed  in  putting  the  agate  at  the  end  of  th 
tube  on  the  line  at  the  distance  of  700  feet  may  be  taken  as  0'°.3,  and  at  the  distaoceof 
200  feet  as  O'n.05. 

From  the  ordinary  law  of  error,  when  the  maxima  errors  in  57  observations  a» 
respectively  0*°.3  and  Q^".05,  we  have  the  probable  errors  of  one  such  observatioa 
respectively  0»°.08  and  0«".0l3. 

These  values  give  for  the  probable  deviation>from  the  base-line  of  a  tube  at  700  feet 
from  the  transit — 


and  at  the  distance  of  SCO  feet— 


180 


0.013i/2 

*-r  =  21" 

180 


For  130"  the  correction  to  the  length  of  a  tube  wojild  bo  only  ttjtm'i fttt.t  part  of  its 
length,  and  taking — 

13(r-f.2l" 

2 

as  the  probable  deviation  of  any  tube,  the  probable  correction  to  each  tube  is — 

— 0»".000012 

This  correction  always  being  negative,  its  value  fi)r  the  whole  base  is — 

1933  X  (— 0in.0000l2)  =  — 0«".023 

The  probable  error  in  this  correction  is  so  small  in  comparison  with  other  probable 
errors  that  it  may  be  neglected. 

17.  The  inclination  of  the  tubes  to  the  horizon  is  read  to  seconds  by  means  of  the 
sector.  The  sector  is  liable  to  get  out  of  adjnstnient,  and  this  adjustment  was  there- 
fore examined  and  the  correction  determined  every  few  days  during  the  remeasore- 
ment,  eighteen  times  in  all  for  each  tube.  The  maximum  correction  found  was  11«> 
seconds.  The  error  in  the  adopted  value  for  any  inclination  will  therefore  be  made 
up  of  two  parts  :  first,  the  error  in  the  determination  of  the  correction  ;  secondly,  the 
error  in  the  a.ssumption  that  between  two  such  determinations,  the  correction  chau^ 
uniformly. 

The  correction  was  determined  bj*  bringing  the  two  agates  at  the  ends  of  a  tube  into 
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the  same  horizontal  plane  by  means  of  a  leveling-instrument  close  at  hand,  and  then 
reading  the  sector.  Repeated  trials  gave  a  range  to  the  values  of  the  correction  of 
less  than  twenty  seconds;  and  as  several  determinations  were  made  each  time  the  cor- 
rection was  determined,  if  five  seconds  be  taken  as  the  probable  error  of  the  correc- 
tion it  is  certainly  lar^e  enongh. 

If  the  mean  value  of  the  correction  as  derived  from  its  consecutive  determinations 
^rere  used^  the  resulting  correction  to  the  tubes  would  be  nearly  the  same  as  if  the  cor- 
rection was  supposed  to  change  uuiforinly.  The  probable  error  of  this  mean  value 
"^oolcl  be — 

V 

fnving  for  the  length  of  one  tube  a  corrocfion  of  0'".000107,  if  its  incliuation  be  taken 
at  2^.  This  value  '2^  is  more  than  doiiblo  the  average  incliuation  and  is  certainly  large 
enough  to  more  than  balance  the  greater  efft^ct  of  the  error  in  inclination  in  the  few 
larger  grade  angles.  There  being  thirty-six  determinations  of  the  correction,  we  may 
consider  the  line  as  divided  into  steps  whose  average  length  was  W,\  tubes.  In 
this  distance,  the  probable  error  in  the  length  will  be — 

53  X  Oi".000107  =  0»».005(J7 
and  for.36  steps,  or  the  whole  base — 

V;it)  X  0i».00567  =  0'".034 

There  is  another  error  in  the  assumption  that  betwean  two  determinations  of  the  sector- 
correction,  that  correction  varies  uniformly. 

There  is  no  method  of  judging  of  the  amount  of  error  in  the  assumption ;  but  as  the 
correction  was  sometimes  constant  for  several  days,  (once  for  ten  days,)  if  10"  be  taken 
as  the  probable  average  constant  error  in  any  set  of  53  tubes  from  this  cause,  it  would 
seem  to  be  ample. 

As  in  the  1,933  tube  lengths  which  made  up  the  base,  1,834  had  an  inclination  of  less 
than  2^,  we  shall  give  moie  than  tie  full  efiect  to  this  erior  ty  taking  !^^  as  the  incli- 
nation of  all  the  tubes  in  its  computation.  This  probable  error  of  10"  gives  a  probable 
error  of — 

]^''  X  0'".034  =  0'".097 

in  the  whole  base. 

The  resultant  error  in  the  base  arising  from  both  these  inclination-errors  is  then — 

\/ (0^.097)  2  4-(U*"."034)^=:  0«°.103 

18.  When  at  any  time  from  the  approach  of  night,  or  from  bad  weather,  the  measure- 
ment was  suspended,  the  terminal  point  of  the  measurement  was  marked  by  a  cut  in 
the  head  of  a  copper  tack  driven  into  the  head  of  a  stake;  this  head  being  below  the 
surface  of  the  ground. 

To  fix  the  position  of  this  mark,  a  theodolite  was  set  up  a  short  distance  from  the 
front  agate  of  the  advanced  tube  in  a  plane  through  the  end  of  the  agate  normal  to  the 
line  of  tube;  and  after  leveling  the  theodolite,  the  end  of  the  agate  was  pointed  at, 
and  the  mark  on  the  tack-head  made,  in  the  same  vertical  plane,  the  tack  having  been 
already  placed  in  the  vertical  plane  of  the  base  line. 

In  thus  referring  the  end  of  the  tube  to  the  ground  with  a  good  theodolite,  experi- 
ence shows  that  an  error  greater  than  0'".03  is  im))ossible.  A  similar  error  may  arise 
in  placing  the  rear  end  of  the  rear  tube  over  the  mark  on  the  copper  tack  when  the 
measurement  is  resnmed.  Assistant  Engineer  E.  S.  Wheeler  is  of  opinion  that  the 
greatest  error  did  not  exceed  0'".02. 

There  were  44  references  of  tube  to  ground  or  from  ground  to  tube  ;  and  assuming 
the  ordinary  law  of  error  to  hold,  and  that  the  maximum  error  in  such  references  was 
0»".03,  we  have  for  the  probable  error  in  one  reference  -|-0'».009,  and  the  probable  error  in 
the  length  of  the  base  arising  from  this  cause,  ±0'".Oli. 

19.  There  is  an  error  entering  into  every  measurement  of  one  tube  length,  arising 
from  the  pressure  of  contact  between  consecutive  tubes.  This  pressure,  when  reduced  to 
the  lowest  amount  consistent  with  certainly  overcoming  the  friction  of  the  slidiug-rod, 
was  still  four  ounces. 

Now,  supposing  a  standing  tube  to  be  in  the  right  position;  when  the  next  tube  is 
hrought  into  contact  with  it,  the  pressure  between  the  two  forees  back  the  rear  or 
standing  tube  by  a  certain  amount,  and,  of  course,  the  front  tube  is  moved  back  in 
contact  by  the  same  amount :  now,  when  the  rear  tube  is  taken  awa\%  the  front  tube  is 
relieved  from  the  pressure  of  contact,  and  moves  to  the  rear  by  the  same  amount,  and 
is  then  the  standing  tube,  but  is  a  distance  in  rear  of  the  position  it  would  have  had 
if  the  contact-preasure  had  been  zero,  by  twice  the  disturbance  produced  by  the  con- 
tact-pressure. The  amount  of  this  disturbance  will  vary  with  the  precision  with 
whicu  the  movable  parts  of  the  trestles  fit  each  other,  and  with  the  height  to  which 
the  tube  is  raised  by  the  vertical  motion  of  the  trestles.     From  nearly  a  hundred 
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dotermiDatious  of  the  amouDt  of  displacement,  made  by  Assistant  Engineer  E.  S.Whetlet 
and  ABfiintant  Engineer  Burton  in  lf^2  and  1873,  the  following  ujean  values  have  Wen 
obtained  for  disturbance  by  pressure  of  contact,  that  pressure  being  alwut  four  ounce*: 
the  trestle  being  either  run  up  to  its  full  height,  or  run  clear  down ; 

Trestle  up,  0i°.00O34  ;  trestle  down,  Oin.00013. 

During  the  remeasurement  of  the  Keweenaw  base,  the  trestles  were  kept  as  low  a^  pos- 
sible, the  average  being  estimated  at  one-tifth  their  total  range,  and  heuce  g^yin^ 
0*".0O017  as  the  average  displacement.  Doubling  and  multiplying  by  1932,  th«^  number 
of  tubes  less  one,  there  results  a  correction  to  the  length  of  the  ba^e  of  — O'^.twT. 

Taking  into  consideratioti  the  varying  conditions,  a«  cleanness  of  the  movable  part* 
of  the  trestles,  tirmnoss  of  ground  support,  and  the  difficulty  of  nieiisuring  with  prr- 
cision  movements  so  small  as  0'".00017,  its  probable  error  may  easily  be  0*'».lKKHi.{  or 
0'".00004.  Taking  the  latter,  we  have  for  the  correction  to  the  meusuremeut  of  the 
base  -0»».657i0'n.l09. 

20.  The  change  in  length  of  tube  2  between  the  middle  base  aod  Dorth  base  li* 
already  been  referred  to. 

In  the  computation  of  the  length  of  the  base,  it  has  been  assumed  that  this  tnb-^ 
changed  length  uniformly  from  ^September  11  to  the  end  of  the  measarement  of  tb? 
base,  which  gives  the  same  result  as  the  as^sumption  that  the  change  was  iustapUoeioo^ 
midway  between  these  points. 

The  maximum  error  in  this  assumption  would  exist  if  the  change  in  length  had  been 
instantaneous,  and  on  Septtmiber  11^  or  just  after  the  close  of  tlie  measurement,  aod 
would  amount  to  490  X  U"'.0012y  or  0'".()32.  In  view  of  the  nucertainty  as  to  whether 
the  change  was  instantaneous,  and,  if  so,  at  what  time  it  occurred,  it  is  deemed  be*i 
to  assume  that  the  probable  error  in  the  length  of  the  base  from  this  cause  i8  ow- 
fourth  the  maximum  error  possible,  namely,  ±  0^".lZ^S. 

21.  The  chief  sources  of  error  in  the  determination  of  the  working  lengths  oftb* 
tubes  by  compansous  with  the  standard  bar.  whose  length  is  supposed  known,  and  is 
the  actual  mcjisureuirnt  of  the  base,  have  now  be<'n  considered. 

The  probjible  errors  in  the  length  of  the  base  resulting  from  the  various  cau*e«i  are 
as  follows: 

$  14.  From  probable  error  in  length  of  Tube  1 :  007  X  O^"  00034 ff^» 32? 

I  15.  From  probable  error  in  length  of   Tube  2:  yiKJ  X  0i».00U37 O^S^ 

^  17.  From  probable  <'rror  in  inclinations (p^.l'C 

^  18.  From  probable  error  in  reference  to  and  from  ground O^'-'C^ 

$  19.  From  probable  error  in  contact-displacement ^ (F.l"^ 

$  20.  From  probable  error  in  ehange  of  length  of  Tube  2 • i^^X*" 

Taking  the  s<inare  root  of  the  sum  of  the  squares  of  these  quantities,  we  havefortk 
)>robable  error  in  the  length  of  the  base  arising  from  these  causes  ±  0»".535,  or  ^y,  f 
part  of  the  base. 

The  length  of  the  base  reduced  to  the  sea-level  and  uncorrected  for  the  displacemecJ 
of  contact,  as  computed,  is  :')47,VHii).2H  British  inches. 

Aiq)l.ving  the  correction  — (i'".J>r>7  for  displacement  by  contact,  (v^  19,)  and  -0'°.(K23fc: 
deviation  from  alignment,  (^  10,)  this  becomes  347,90r)"".004:0'".5:i5. 

22.  To  obtain  an  actual  test  of.  the  precision  with  which  a  measurement  conMb? 
re]>eated,  the  tirst  94  tubes,  or  1,410  feet,  were  renieasurtd  four  times  before  and  tbrty 
times  after  the  measurement  of  the  base. 

The  following  table  gives  the  results  : 


FirKt... 
Sfcouil  . 
Third  .. 
Fourth  . 
Fifth  ... 
Sixth  ... 
St' veil  th 


^ItJlsiiir. 


Mean 

j^lt'Uii  tirst  four. 
Me»u  litHt  three 


Temperature. 


Max. 


71 

71 

6e 


^57 
ti7 
()3 

r.4 

3<» 
40 
54 


Mill.      ^lean. 


o 
73.9 

m.6 

72.9 
61.2 
49.3 
(10.  e 
62.0 


"Weather. 


Leogit 


Rather 
Clear  . 

cloudy 

in. 

Mostlv 
Clonify 
Clear  . 

clear 

.39 

.it 

..a\o 

yi 

...do 

.Of 

__ 

16. 911  i^ 

.r 


Deducing  the  probable  error  of  a  single  result,  it  is  found  0^".032,  or  xj-^l.wo- 

It  will  be  noticed  that  in  these  measurements  the  mean  temperature   varied  froo 


REPORT  OF  THE  CHIEF  OF  ENGINEERS.         453 

49*^.3  to  73*^.9;  that  the  range  of  temperature  during  a  measurement  varied  from  4^  to 
81'^,  and  the  weather  from  steady  clear  to  entirely  cloudy. 

These  extreme  variations  in  mean  temperature  and  daily  ranges  shonld  develop  in 
the  fuUrst  degree  any  errors  arising  from  the  expansions  of  the  tuhes,  or  in  the  value- 
adopted  for  cnange  of  the  working-length  of  Tube  2 ;  and  as  these  extreme  variations 
doubtless  give  more  discrepant  results  than  the  ordinary  variations  dnring  measure- 
ment, it  may  be  expected  that  the  probable  error  deduced  for  one  measurement  of  the 
94  tubes,  5mT'oir(j»  is  larger  than  actually  existed  in  the  main  measurement  arising  fVom 
the  same  causes.  There  are  some  errors  which  would  not  reveal  themselves  in  these 
measurements  of  94  tubes : 

First,  the  displacement  by  contact,  which  would  remain  the  same  in  all  of  them. 

Secondly,  a  constant  error  in  the  working  length  of  the  tubes  used  in  the  computation. 

Taking  the  values  adopted  for  these  errors  in  $$  14, 15, 19,  we  have  for  the  errors  fr6m 
the  two  causes,  introduced  into  the  measurement  of  94  tubes,  ^0^".  004,  :t^*"*016»  *d^ 
±  OK  0.20, 

\/(0>".032)-^ (U'n.004)-  -h  {0"'M6)'~^J6^.\)20y  =  O'n  041 

is  therefore  the  probable  error  of  one  of  these  measurements  of  94  tubes,  or  ^Tu'otnj  P.art 
of  its  length. 

Remeniuering  that  while  for  some  of  the  errors  the  effect  increases  with  the  lei^th 
measured,  for  others  it  increases  only  as  the  square  root  of  the  length  ;  and  remember*  ^ 
ing  also  that  the  probable  co-ror  0'".  032  derived  from  measurements  made  under  ex- 
treme variations  of  tempe-rature,  is  undoubtedly  larger  than  for  measurements  under 
ordinary  conditions,  it  does  iiot  seem  that  the  accuracy  deduced  in  $  21,  fur  the  actaal 
measurement,  namely,  TrrtMrriTT,  i«  too  large. 

But  to  include  the  effect  of  any  errors  not  considered  in  deducing  that  vahie,  an4  to. 
underestimate  rather  than  overestimate  the  accuracy  of  the  measurement,  th&<value 
roifniu  will  be  adopted. 

The  length  of  the  Keweenaw  base  reduced  to  the  sea-level  is  then  347905.60  -i-  0.696 
British  inches,  provided  the  standard  15-feet  bar  has  the  length  179>°.  95752  when 
packed  in  melting  ice. 

A  slight  correction  to  this  length,  and  hence  to  the  base,  as  well  as  in  consequence  to 
its  probable  error,  will  be  applied  when  a  final  value  for  standard  bar  iti  adopted. 

23.  A  check,  though  not  a  very  precise  one,  was  obtained  by  erecting  a  station  at 
middle  base,  and  reading  the  angles  of  the  two  triangles  into  which  the  main  triangle, 
North  Base — South  Base— Quaq naming,  was  thus  split.  Unfortunately,  as  these  small 
triangles  did  not  form  a  part  of  the  main  triangulation,  fewer  readings  of  their  angles 
were  made,  and  the  angles  were  not  thoroughly  determined.  There  was  no  quadruat- 
eral. 

On  computing  with  these  angles  the  south  half  of  the  base  from  the  measured 
north  ha\t\  the  result  was  176584'".  31,  which  is  2''*.  08  shorter  than  the  measured  length. 
This  discrepancy  would  be  accounted  for  by  supposing  an  error  of  1^'.  3  in  the  angle 
opposite  the  north  half  of  the  base. 

The  datji  used  in  this  paper  will  be  found  in  office-reports  Nos.  255  and  282. 

C.  B.  C. 


Appkndix  F. — Examination  into  thk  accuracy  of  the  sckew  of  thk  wOrdrmann 

comparator. 

Report  of  Lieut.  D.  W,  Lockicoodf  Corps  of  Engineers, 

United  States  Lake  Survey  Stea&ier  Ada, 

Jii/j^8,1874. 

Major  :  I  have  the  honor  to  make  the  following  report  with  regard  to  the  value 
determined  for  one  turn  of  the  micrometer-screw  of  the  WUrdemanu  comparator,  osed 
in  connection  with  the  base  line  tubes  of  the  Lake  Survey,  and  also  with  regard  im  the 
constants  to  be  used  in  correcting  the  readings  of  the  micix>meter-head  fov  periodio 
errors  of  the  screw. 

The  metho<l  adopted  in  determining  the  first  set  of  values  was  as  follows: 
The  comparator  was  firmly  mount^  on  a  stone  post  in  the  basement  of  the  I^ke 
Survey  building,  and  carefully  leveled.  A  silver  inch-scale,  divided  to  tenths,  the 
values  of  which  bad  previously  been  determined  by  Mr.  Hilgard,  of  the  Coast  Survey, 
was  then  laid  upon  the  slide  carrying  the  pointer  of  the  comparator-scale,  and  adiusted 
so  that  the  line  of  the  graduated  edge  of  the  scale  should  move  parallel  to  the  line  of 
micrumeter-niotion.  A  reading-microscope,  from  the  Repsold  theodolite  in  the  office,  was 
adjusted  over  the  silver  inch-scale,  and  the  tenths  of  the  comparator-scale  compared  with 
the  different  tenths  of  the  silver  inch.    The  latter  is  graduated  on  both  sides;  the  lines 
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on  one  side  being  much  heavier  than  those  on  the  other.    The  coarse  side  only  was  used, 
as  some  of  the  lines  have  entirely  disappeared  on  the  fine  side,  while  nearly  all  oftbem 
were  found  to  be  imperfect  in  some  part  of  their  length.    The  scale  is  somewhat  bev- 
eled, or  rounded  on  the  graduated  edge,  and  it  wa^  also  found  that  some  of  tbelioei 
were  not  perpendicular  to  it.    In  consequence  of  these  facts,  only  those  tenths  were 
used  in  making  comparisons  which  were  marked  by  the  best  lines.     The  cut  0.6  was 
found  to  be  0.0U272  of  an  inch  in  width,  taking  the  least  reading  of  the  oompanfcor- 
micrometer  to  be  0.00001  of  an  inch,  from  which  it  does  not  vary  sufficiently  to  be  ap- 
preciable, in  measnring  so  small  a  distance.    Some  of  the  cuts  are  Darrower,  and  the 
mean  width  of  ah  is  from  0.002  to  0.0025  of  an  inch.    The  apparatus  for  boldiDg  the 
microscope  in  position  over  the  comparator  was  a  wooden  affair ;  the  adjustments  tor 
centering  the  microscope  being  efifected  with  wooden  wedges.    The  illnmination  was  b? 
means  of  an  ordinary  bull's-eye  lantern,  held  in  position  by  the  frame  that  supported 
the  microscope. 

At  0.45  on  the  comparator  there  was  required  a  marked  increase  of  force  to  torn  the 
screw,  and  the  slide  carrying  the  pointer  was  twisted  so  as  to  draw  the  edee  of  the 
silver  scale  away  from  the  longitudinal  wire  of  the  microscope  and  toward  the  oom- 
parator-scale.  This  would  seem  to  indicate  an  unequal  degree  of  conapreesion  in  the 
spiral  springs  which  press  against  the  slide.  On  taking  the  instruoieut  apart,  it  wis 
found  tnat  the  spring  on  the  side  opposite  to  the  comparator-scale  was  coiled  much 
closer  than  the  other,  and  became  compressed  fully  at  about  0.45.  No  observations  an 
therefore  adopted  that  extend  beyond  the  0.4-inch  mark  on  the  coniparator-acale. 
Twenty  measurements  were  taken  for  each  set  of  comparisons. 

The  following  are  the  results  obtained,  the  first  column  showing  the  space  on  the 
silver  scale,  the  second  column  showing  the  space  on  the  comparator-scale,  and  the 
third  the  result  obtained  by  dividing  the  value  of  the  space  in  the  first  column,  ei* 
pressed  in  terms  of  the  United  States  inch  as  given  by  Mr.|Hilgard,  by  the  micrometer- 
value  obtained  of  observation : 


Silver  scale. 

Comparator- 
scale. 

Value  of  0.1  of 
comparator- 
scale. 

0.  0  to  0. 1 

0. 0  to  0. 0 

0. 1004848 

.0         .1 

.1         .2 

.  1003738  > 

.0         .1 

.1         .2 

.  I(i03909  > 

0.10039581 

.0         .1 

.1          .2 

.  1004«7  ) 

.0         .1 
.0         .1 

.2         .3 
.2         .3 

.1004111  1 
.  1004131 5 

.1004131  . 

0. 1004024  -» 

.0         .1 

.15        .25 

. 1004121 

. 1004121 

.0         .1 

.25        .35 

.  1004096 

.1004096 

.0         .1 

.3          .4 

.  1003824 

.1003824. 

V 

0.1003673 

.1         .2 

.2          .3 

.  1003649 

.  1003491 

. 1003491 

.4          .5 

1    .4          .5 

i 

.1          .2 
.2          .3 

.  1003346  \ 
.  1003346  5 

.  1003346 

. 1003346  J 

i 

It  will  be  seen  from  the  above  table  that,  taking  the  values  for  the  dififereut  tentte 
on  the  comparator-scale,  as  determined  by  comparison  with  the  same  tenth  on  tbe 
silver  scale,  the  range  is  quite  small,  while  decidedly  the  reverse  obtains  when  different 
tenths  of  the  silver  scale  are  used.  From  this  it  would  appear  that  either  the  Taloe^ 
given  for  the  different  tenths  on  the  silver  scale  are  not  correct,  or  that  the  pointings 
were  not  made  to  the  same  parts  of  the  cuts  when  the  comparisons  were  made  as  wbea 
the  values  of  the  tenths  were  determined. 

The  value  of  space  0.0  to  0.1  on  the  comparator  is  thrown  out  because  the  compres- 
sion-springs acting  on  the  slide  that  carries  the  pointer  of  the  scale  are,  between  those 
two  points,  so  slack  as  to  exert  but  little  or  no  force.  The  comparator  should  be  used 
to  measure  distances  only  between  the  0.1  and  0.4  cuts. 

Tbe  following  table  shows  the  values  of  the  different  tenths  of  the  silver  inch 
(coarse  side)  as  furnished  by  Mr.  Hilgard,  United  States  Coast  Survey  : 


U.  S.  inch. 

U.  S.  inch. 

0.  0  to  0. 1 
.1       .2 
.2       .3 
.3        .4 
.4        .5 

0.10001  , 
.10066  ' 
.10001 
.09961  \ 
.10028 
i 

0.5  too.  6 
.6        .7 
.7        .8 
.8        .9 
.9        .10 

0.09998 
.  09986 
.10026 
.10023 
.09969 

f 

A) 
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The  valae  of  one  tnrn  of  the  compnrator-inicrometer  is  0.02  of  the  comparator-inch  ; 
its  head  is  divide4l  into  200  parts,  which  are  read  to  tenths  by  inspection,  making  the 
least  reading  0.00001  of  the  comparator-inch. 

PERIODIC  ERROR  OF  SCREW. 

Determinations  with  a  micrometer-screw  presnppose  not  only  the  knowledge  of  the 
value  of  one  turn,  bat  also  that  the  motion  of  the  screw  shall  be  proportioned  to  the 
divisions  on  its  head,  a  condition,  of  conrae,  that  is  never  precisely  fulfilled,  and  there 
is  in  consequence  a  small  correction  to  be  applied  to  each  reading  on  the  head,  which 
may  be  taken  as  of  the  form — 

Qx  cos  u  -f  6i  sin  m  -f  <?2  cos  2  m  -f  ta  sin  2  i* 

where,  for  several  consecutive  turns,  ai,  &i,  Oj,  6^,  may  be  considered  as  very  nearly  con- 
stant. 

If  in  measuring  a  distance,/,  we  obtain  the  readings  ii,  ii',  we  have — 

/=("'  —  «)  +  a«  (cos  u!  —  cos m)  -f  6,  (sin  ii'  —  sin  ii)  -f  a^  (cos 2  u'  -  cos2  ii)  ,- , 

-f  6a  (sin  2  a' -sin  2  u)  (1) 

while  a  nearly  correct  value  of /can  be  fonnd  by  measuring/,  starting  from  different 
parts  of  the  screw,  viz,  beginning  at  0.0,  0.1,  0.2/0..3,  .  .  .,0.9,  turns  of  the  screw  in  suc- 
cession, and  taking  the  means  of  the  values  of /thus  determined.  \ 
This  value  of /will  differ  so  little  from  u'  —  w  that  in  the  factors  of  the  small  quan- 
tities fli,  6i,  02,  6;,  we  may  replace  n'  by  \%  -f/,  and  eq.  (1)  becomes— 

in  (  "  +^  J  -  2  6i  sin^cos  T  "  +^  )  -f2a2  8in/8in(2M-f/) 

—  2  6i!sin/co8(2s-|-/) 

/ 
by  substituting  for  sin /cos/ their  equivalents  in  terms  of  functions  of  7- 

If  we  write  out  this  equation  for  all  ten  measurements,  treat  the  resulting  equations 
as  equations  of  condition  by  the  method  of  least  squares,  ai,di,a2. 2>3.  being  the  unknowns, 
and  remember  what  the  valuer  of  sums  of  sines,  cosines,  and  their  products,  when  the 
angles  are  uniformly  distributed  through  360^,  become,  we  shall  have  the  following 
normal  equations : 

10  fl,  sin  •-  =  2  («'— M— /)  sin  (  "  "+■  ^    ) 

10  ft,  sin  ^=  2  (m'— M— /)  cos  (^«-f  g  ^ 

10  o^  8iu/=  2  («'— M— /)  sin  (2  m  +  /) 
10  hi  sin  /=  2  («'— w— /)  cos  (2  it  -+-  /) 

from  which  the  values  of  a,,  6i,  09,  &.;,  can  be  found. 

The  above  is  the  method  adopted  by  Be8sel  in  determining  the  value  of  the  heli- 
omrter-screw  at  Konigsberg,  and  given  in  his  **  Astronomische  Untersuchungen."  He 
took  once  a  distance  of  about  one-half  of  a  turn  of  the  screw,  and  once  a  distance  of 
about  one-fourth  of  a  turn,  and  measured  each  distance  100  times,  beginning,  each  time, 
0.1  of  a  turn  farther  ahead  on  the  screws. 

It  will  be  observed  that/=  180^  makes  10  a^  and  10  ^2  =  «"»  unless — 

2  (u'— M— /)sin  (2tt  +/) 
and — 

i  2  («'— M— /)  cos  (2  u  -f /) 

become  equal  to  0.    In  consequence  of  this,  in  taking  a  distance  equal  to  ahoui  one-half 
turn,  its  value  should  be  such  as  to  make  the  value  of  sin /an  appreciable  quantity. 

In  determining  the  values  of  ai,  di,  as,  62,  for  the  micrometer-screw  of  the  WUrdemann 
comparator,  the  same  conditions  with  regard  to  arrangement  of  microscope  and  adjust- 
ment of  comparator  were  observed  as  in  determining  the  value  of  one  turn.  A  glass 
scale  divided  to  about  the  y,\-^\  of  an  inch  was  laid  on  the  slide,  and  a  distance  of 
al)ont  one-half  turn  having  been  selected,  this  distance  was  measured  25  times,  start- 
ing from  each  origin.    The  point  on  the  screw  selected  as  the  initial  point  was  0.14. 


456          REPORT  OF  THE  CHIEF  OF  ENGINEERS. 

A  distance  of  about  one-fourth  turn  was  then  taken,  and  nieasnreraents  made  of  it  in 
the  same  manner. 
The  following  are  the  results  obtained  : 

About  i  turn  :  0.50290  About  i  turn  :  0.24924 

.50170  .24982 

.50074  .248ri6 

.49934  ^  .24538 

.49898  .24498 

.49940  .24510 

.49974  .24688 

.50014  .24850 

.502.36  .24946 

.50414  .24988 


Mean,  0.500944  (or/=  180    20  23  .4)  Mean,  0.247789 (or/= 89^  12'  15  .?) 

First  set  gives    ai  =       .001045    ?i4„.^ 

&,  =  -. 0004141  1**"^^- 

Second  set  gives  Oi  =      .0006837  ] 

6,'=  — .0016839'    . 

a/=— .0001752  f*^"™- 
b,  =z      .0003137  J 
a  mean  of  which  gives — 

ai  =  0.00086643,  6i  =  —  0.001049  Oa  =  —  0.0001752,  h  =  .0003137 

and  the  corrected  value  of  any  reading  u  will  be — 

u'  =  u  +  0.000864  cos  u  —  0.001049  sin  u  —  0.0001752  cos  2  u  —  0.0003137  sin  2  ■ 

The  values  of  (h  and  63  as  determined  by  the  first  set  wore  thrown  out,  the  factor 
sin  /  being  so  small.  In  the  above  expression  it  is  the  reading  as  given  on  the  mic^oIu^ 
ter-head,  from  which  the  angle  u  is  readily  obtained,  while  the  constants  are  expre«8t<i 
in  terras  of  one  turn  as  a  unit,  the  approximate  value  of  which  is  about  0.02  of  an  ischf 
(comparator.) 

In  the  foregoing  discussion,  by  an  inch  is  meant  the  United  States  standard  iDeh, 
unless  otherwise  expressed. 

The  observations  from  which  the  foregoing  results  are  obtained  were  taken  «t 
various  times  from  January  22  to  May  2,  1873. 

Respectfully  submitted.^ 

D.   W.    LOCKWOOD, 

First  Lieutenant  of  Enginetn. 
Maj.  C.  B.  CoMSTOCK, 

Corps  of  EnginetrSj  U,  S.  A, 


Appendix  G.— Results  of  tests  ok  thermometers. 
Report  of  Mr,  T,  Ruaself  Assistant  Engineer, 

Office  United  States  Lake-JSui^vt.v, 

Detroit f  Mich,j  January  22,  1674. 

General:  I  have  the  honor  to  submit  the  following  report  concerning  the  determi- 
nation of  boiling  and  freezing  points  of  standard  thermometers,  aud  the  comparisoos  of 
standard  Trougnton  and  Simms  No.  230  with  various  other  thermometers. 

The  scale  of  standard  Troughton  and  Simms  No.  230  is  graduated  on  the  glass  tube 
through  which  the  column  of  mercury  rises.  The  tube  is  cylindrical,  and  on  the  side 
directly  opposite  the  graduation  there  extends  throughout  its  entire  length  a  strip  of 
white-colored  glass,  so  that  in  reading,  the  column  of  mercury'  and  graduation  are  pro- 
jected on  a  white  background.  This  standard  has  no  attachments  of  metal  or  anj 
other  material.  Its  length  is  16.4  inches  and  its  diameter  0.3  of  an  inch.  The  bulb  i« 
elongated,  the  greatest  diameter  being  0.85  of  an  inch  and  its  least  0.20  of  an  inch.  It 
is  graduated  to  whole  degrees  Fahrenheit  from  -f  20*^  to  -f  220°.  The  length  of  a  degiw 
is  0.067  of  an  inch.  When  not  in  use,  the  thermometer  is  inclosed  in  a  black  lacqaerdd 
brass  case  lined  with  soft  rubber. 
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This  standard  was  te^^ted  at  Kevr  observatory,  and  the  following  system  of  correc- 
tions found  for  thermoiueter  vertical : 


Janl'auy,  1872. 


Standard  Trovghton  and  Simms  No.  230. 


Temperature. 

Correction, 

0 

c 

32 

0.0 

42 

0.0 

,52 

-0.1 

<;2 

0.0 

72 

+0.1 

82 

-+-0.2 

92 

-fO.3 

212 

4-0.1 

The  alK)ve  corrections  are  to  be  applied  to  the  scale-reading  of  the  thennometer. 
The  freezing  point  of  standard  No.  230  was  tested  August  18, 19,  and  September  11, 1873. 
The  boiling  point  was  tested  October  15,  IG,  21,  and  22,  1873.  The  boiling  point  was 
again  tested  November  17  and  18,  1873,  each  determination  of  boiling  point  being  fol- 
lowed by  a  determination  of  freezing  point.  The  freezing  point  was  again  tested  De- 
cember 19  and  20,  1873,  and  January  6,  1874. 

For  the  purpose  of  testing  the  freezing  point,  a  box  was  filled  with  pounded  ice,  the 
coarse  pieces  being  at  the  bottom,  the  tiner  material  toward  the  top,  and  especially  in 
the  position  to  be  occupied  by  the  thermometer-bulb.  In  the  bottom  of  the  box  were  a 
nnmber  of  holes,  which  provided  an  escape  for  the  melted  ice.  On  opposite  sides  of 
the  box  strips  were  nailed,  extending  fourteen  inches  above  the  top,  and  supporting  a 
cross-piece,  from  which  the  thermometer  was  suspended.  The  thermometer-tube  was 
made  vertical  by  aligning  with  a  plumb-line,  securing  it  in  this  position,  and  then  pack- 
ing the  ice  around  the  bulb  and  tube,  allowing  only  so  much  of  the  mercurial  column 
to  project  as  to  admit  of  its  being  read. 

The  reading  of  (he  thermometer  was  made  with  a  telescope  of  short  focus,  so  arranged 
that  the  hue  of  sight  was  horizontal.  In  reading,  the  telescope  was  at  a  distance  of 
two  and  one-half  fe^t  from  the  thermometer.  The  maguifying-power  at  this  distance 
was  35.    In  the  following  results,  the  fractional  part  of  the  degree  was  estimated. 

Determination  (^f  freezing  point, — Standard,  Troughton  and  Simms  Xo.  230. 


Date,  1873. 

Reading  of 
No.  230. 

Correction  to 
No.  230. 

Aug.  18 

Aug.  19.... 
Sept.  11 

32. 15 
32. 15 
32.17 

-0.15 
—0.15 
—0. 17 

Mean 

—0.16 

The  apparatus  for  testing  the  boiling  point  was  constructed  on  the  principle  of  that 
used  for  the  same  purpose  b^  the  celebrated  French  physicist  Regnault.  Its  height  was 
such  that  when  the  reservoir  was  full  of  water  at  a  temperature  of  212"^  Fahrenheit, 
the  bulb  was  1.5  inches  above  the  surface,  enough  of  the  tube  projecting  at  the  top  to 
show  graduation  209^.  On  account  of  only  such  a  small  portion  of  the  tube  projecting 
from  the  vessel,  it  was  impossible  to  a<ljust  the  thermometer-tube  perpendicularly  with 
all  the  accuracy  desirable.  Errors,  arising  from  a  deviation  of  the  tube  from  the  per- 
pendicular, on  account  of  parallax,  there  being  a  considerable  distance  between  the 
mercurial  column  and  graduation,  are  probably  eliminated  in  taking  the  mean  of  sev- 
eral observations. 
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Lake-Snrvey  standard  barometer  1274,  James  Green,  was  nsed  for  detemiiniDg  tbt 
atmospheric  pressure.  The  barometer  was  suspended  in  a  room  adjoiningthe  one  when 
the  thermometer  was  being  tested.  The  level  of  the  mercnry  in  the  cistern  was  within 
a  few  inches  of  the  same  level  as  that  of  the  water  in  the  boiling  apparatas.  The  in- 
strnment  was  fixed  in  a  vertical  position  and  secured,  so  that  in  adjusting  the  level  of 
the  mercnry  in  the  cistern  the  instrument  was  steady. 

In  the  room  where  the  barometer  was  suspended,  there  was  found  to  be  considenbk 
variation  in  the  temperature  of  the  air  at  different  heights  above  the  floor.  On  this  ic- 
count,  two  additional  thermometers  were  used,  one  a  foot  above  and  the  other  i  foot 
below  the  attached  thermometer ;  but  in  the  reduction  for  temperature  the  attached 
thermometer  was  given  double  weight.  The  correction  to  these  two  additional  ther- 
mometers to  reduce  to  true  temperature  was  found  to  be  — 0.2  of  a  degree  at  G2P  Fah- 
renheit. Tbe  corrections  to  be  applied  to  the  various  observations  of  barometer,  to  in- 
duce to  32^  Fahrenheit,  were  taken  from  Guyot's  "  Tables  m6tfrologicale9  et  pkywiealetS 
In  James  Green's  barometers,  allowance  is  made  for  capillarity  in  setting  thescaka, 
and  there  is  therefore  no  correction  required.  The  Lake  Survey  Report  for  I'^l  gif» 
a  series  of  comparisons  made  by  W.  C.  Bond  between  Lake-Survey  barometer  1274  and 
standard  barometer.  No.  57  Newmann,  of  Cambridge  observatoiy.  Tbe  mean  of  the 
results  of  these  comparisons  gives  a  correction  of  —  0.006  of  an  inch  to  be  applied  to  tbe 
reading  of  barometer  1274  to  reduce  to  the  indication  of  standard  No.  57.  Cambridge 
standard  No.  57  had  been  previously  compared  with  Royal  Society  standard,  and  theit 
was  found  to  be  no  difference  between  them. 

The  correction  to  be  applied  to  barometer  1274  to  reduce  to  true  barometric  bei^t 
is,  therefore,  —  0.006  of  an  inch. 

The  line  212^  on  Fahrenheit  thermometers  represents  the  temperature  of  stean 
under  a  standard  atmospheric  pressure,  or  a  barometric  reading  in  the  latitude  of  45^ 
at  sea-level  of  0.760  of  a  meter  after  correction  to  32*^  Fahrenheit.  This  presMore  Id 
any  other  latitude,  a,  will  be  represented  by  a  ^olumn  of  mercury  whose  height  i*— 


0^.760  ^^-!^*^  ^^ 
gravity  at  ?. 


or,  adopting  the  length  of  the  meter  as  39.3704  English  inches,  this  pressure  in  the  lit- 
itude  of  Detroit,  /.  =  42^  20',  will  be  represented  by  a  column  of  mercury  whose  height 
is— 

29'n.9215  [1  H-  0.002625  cos  2  (42-  20')]  =29"»  .9238 

This  supposes  the  barometer  to  be  at  the  level  of  the  sea.  The  observing  room  at 
Detroit  being  at  an  altitude  of  600  feet  above  the  level  of  the  sea,  tbe  change  in  the 
intensity  of  the  force  of  gravity  for  this  elevation  would  cause  the  barometer  to  r«id 
0.0017  of  an  inch  greater  than  at  the  level  of  the  sea. 

The  attraction  of  the  matter  between  the  level  of  the  sea  and  the  place  of  observatioo 
would  also  cause  a  sensible  difference  iu  the  height  of  the  barometer. 

The  attraction  of  a  cone  for  a  particle  situated  at  its  vertex  is  given  by  the  ex- 
pression— 

A=2  K  h  d  (I  —  cos>) 

where  A  is  the  attraction  of  a  cone,  d  its  density,  h  its  altitude,  and  2  y  its  vertical  angl*. 
Representing  by  G  the  force  of  gravity  at  the  level  of  the  sea,  and  supposing  the 
cone  to  be  half  the  mean  density  of  the  earth,  we  have,  since  the  attraction  of  a  sphere 
for  a  particle  situated  on  its  surface  is  equal  to^  -  R  times  its  density,  R  being  tbe 
radius — 

G  =  5  T  R  (5 

so  that  the  entire  amount  by  which  the  force  of  gravity  is  affected  by  the  attraction  oft 
cone  is — 

^=i*(l-C08;) 

Detroit  being  situated  on  an  elevated  plane,  the  vertical  angle  of  the  cone,  2  } ,  may  !« 
considered  as  ItfO^,  and  the  above  expression  becomes — 

^  =  f  *  _=  0.00002 
G  R 

This  causes  tbe  barometer  to  read  0.0006  of  an  inch  less. 

The  sum  of  these  corrections  gives,  to  reduce  barometer  to  latitude  45^  t-o  sea-level 
and  allowance  for  matter  between  barometer  and  sea-level,  the  quantity  — O.OO'^  of  u 
inch. 
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In  the  detertDinatioDs  of  boiling  point,  made  November  17  and  18,  distilled  water  waB 
used.     In  those  made  in  October,  the  water  was  obtained  by  melting  ice. 

In  the  determinations  of  boiling  point,  made  in  October,  the  reading  of  the  ther- 
mometer was  effected  by  means  of  a  telescope  of  short  focus,  the  fractional  part  of  the 
degree  being  estimated. 

Determination  of  boiling  point  of  standard  Troughtan  and  Simms  Xo.  230. 


October  15 
October  15 
October  15 
October  16 
October  16 
October  16 
October  91 
October  21 
October  22 
October  22 


Date. 


1873. 


Mean 


08 
> 

« 

B 


h. 
0 
3 
3 
10 
11 
1 

10 
11 
11 
12 


m. 
40 
15 
40 
35 
38 
12 
50 
38 
15 
10 


g  • 

Eg- 

o  g 


in. 
29.847 
29.833 
29,802 
29.^50 
29.628 
29.598 
28.733 
2a  742 
29.280 
29.284 


^■*» 
a  9  a 

s 

o 

74.4 
9a  2 
77.7 
69.3 
70.8 
71.9 
49.2 
50.7 
59.  8 
59.6 


£i: 


£2 

P 


%n. 
29.725 
29.669 
29.671 
29.542 
29.516 
29.483 
28.679 
28.685 
29.206 
29.202 


%n. 
29.711 
29.655 
29.657 
29.528 
29.502 
29.469 
2a  665 
28.671 
29.192 
29.188 


a 
a 


211.65 
211.55 
211.56 
211.34 
211.29 
211.24 
209.85 
209.86 
210. 76 
210.  75 


u 

a 


I 


o 
211.55 
211.49 
211.46 
211.30 
211.25 
211. 15 
209.77 
209.80 
210.  76 
210.  75 


a 
o 


I 


+0.10 
.06 
.08 
.04 
.04 
.09 
.08 
.06 
.00 

+0.00 


-fO.06 


In  the  determinations  of  boiling  and  freezing  points,  made  November  17  and  IH,  the 
readings  of  the  thermometer  were  made  with  WUrdemauu  theodolite  No.  6H,  provided 
with  a  micrometer,  by  means  of  which  the  fractional  part  of  a  degree  was  ascertained 
to  at  least  0.01.  In  reading,  the  instrument  was  at  a  distance  of  five  feet  from  the 
thermometer,  and  so  arranged  that  the  line  of  sight  of  the  telescope  was  nearly  in  the 
same  horizontal  plane  as  the  top  of  the  column  of  mercury.  In  testing  the  boiling 
point,  the  water  was  allowed  to  boil  about  twenty  minutes  before  any  readings  were 
made.  The  process  of  observation  was  first  to  read  the  barometer  and  attached 
thermometers;  next  to  ascertain  the  indication  of  the  manometer  attached  to  the 
vessel,  and  which  denoted  the  excess  of  pressure  within  over  that  outside.  The  mi- 
crometer was  then  read  at  the  graduation  below  the  top  of  the  column  of  mercury, 
at  the  top  of  the  column,  and  at  the  graduation  immediately  above  the  top  of  the  column. 
Five  micrometer  measurements  were  usually  made,  the  time  being  noted  at  the  first 
and  the  last.  After  the  fifth  micrometer  measurement,  the  manometer  was  again  ob- 
served, and  another  reding  of  barometer  made.  Every  time  the  thermometer  was 
raised  to  the  boiling-point,  three  sets  of  observations  were  made,  each  consisting  of 
five  micrometer  measurements,  and  each  set  preceded  and  followed  by  an  observation 
of  the  barometer  and  the  manometer.  The  average  length  of  time  required  in  making 
five  micrometer  measurements  was  four  minutes.  In  only  a  few  instances  the  mano- 
meter indicated  a  pressure  inside  the  vessel  greater  than  the  pressure  outside.  Proper 
allowance  was  made  for  this  in  the  reduction.  The  amount  of  pressure,  when  there 
was  any  excess,  was  usually  equivalent  to  about  0.005  of  an  inch  of  barometric  press 
ure,  which  corresiwnds  to  0.01  of  a  degree  in  the  boiling  point. 
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Determiriation  of  boiling  point  of  standard  Ti'oughton  and  Simms  So.  2^)0. 


Date. 

Time  of  observa- 
tion. 

Mean  of  barome- 
ter readings. 

Mean  of  attached 
thermomoter 
readingd. 

Barometer      re- 
duced to  32<^  F. 

Barometer  at  sea- 
level. 

i 
1 

- 

a 

a 

1 

o 

210.03 
.03 
.03 

210.00 
.00 
.00 

209.89 
.89 
.90 

209.89 
.91 
.91 

209.91 
.91 
.91 

u 

Q 

s 

.a 
O 

0 

1873. 
November  17 

h.  tn. 
10  OS 
10  16 
10  23 

12  45 

12  52 

I  00 

10  19 
10  26 

10  33 

11  44 

11  51 
11  57 

1  32 
1  40 

1  46 

in. 
iJ&849 
.851 
.852 

.844 
.843 
.845 

.772 
.775 
.776 

.778 
.777 
.778 

.780 
.785 
.790 

o 

54.3 
54.7 
55.0 

61.8 
61.7 
62.3 

55.8 
56.5 
56.6 

;is.i 

57.9 
57.8 

57.0 
57  8 
58.9 

in. 
2a  782 
.783 
.783 

.758 
.757 
.758 

.701 
.702 
.704 

.702 
.702 
.703 

.706 
.710 
.711 

in. 
28.768 
.769 
.769 

.751 
.750 
.751 

.687 
.688 
.690 

.688 
.695 
.696 

.696 
.6«6 
.697 

o 

209.  n 
.91 
.92 

909.90 
.90 
.91 

.87 
.85 
.88 

.83 
.88 
.82 

.85 

,        .86 
.86 

0 

rfl-IO 

Novem  ber  17 

.11 

November  17...- 

.11 

November  17 

.19 

November  17 

.10 

November  17 

.» 

November  18 

M 

November  18 

.04 

November  18 

.« 

November  18 

.m 

November  Id 

.m 

November  18 

.«9 

November  18 

.» 

November  18 

.» 

November  18 

^fiLiJ5 

M  4Mn ....r 

44.97 

i 

Detcrminalion  of  freezing  point  of  standard  Troughton  and  Simms  Xo.  230. 


Date. 

Time  of  ob- 
ser^'ation. 

Reading. 

CorrettiM. 

1873. 
November  17 

h.  m. 
11  08 
11  10 
11  17 

2  00 
2  30 

0 

31.91 
31.92 
31.92 

32.00 
.00 
.00 

33.00 
.00 
.00 

32.00 
.00 
.00 

32.00 
.00 
.00 

0 

November  17 

^  .» 

November  17 *... 

.  .» 

November  17 

M 

November  17 

.« 

November  17 - . . .  r 

.« 

November  18 

11  10 

.« 

November  18 

.M 

November  18 

.00 

November  18 

12  35 

.W 

November  18 

.10 

November  18 

.M 

November  18 

2  30 

.00 

November  18 

.90 

November  18 

4^0.00 

Mean 

^-o,«s 

• 

lu  the  corrections  found  at  Kew  observatory  to  this  standard,  the  correction  at  freei- 
ing  point  was  0.0,  and  at  boiling  point  +  0.1.  Tbe  difference  of  tbe  corrections  at 
freezing  and  boiling  point,  as  seen  from  tbe  foregoing  result,  is  -|-  0.05. 

The  ueezing  point  of  this  standard  was  tested  again  December  19  and  20.  Three 
determinations  were  made  on  each  day.  After  each  determination,  the  thermometer 
was  taken  from  the  ice  and  repacked  before  another  determination  was  made.  On  Jao- 
nary  6,  1874,  the  freezing  point  was  also  tested  ;  four  determinations  were  made,  th« 
thermometer  being  repacked  in  diiferent  ice  after  each  determination,  the  same  as  on 
December  19  and  20. 
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Dettrmination  of  freezing  point  of  standard  Troughton  and  Simms  No.  230. 


Date. 


December  19,1873. 
December  19, 1873. 
Decern  l>er  19,  1H73. 
December  20, 1R73. 
December  20, 1?<73. 
L>eceuiber  20,  lv^72. 


Time  of  ob- 

Read- 

BervatioD. 

ing. 

K  m. 

o 

10  50 

32.05 

12  06 

.06 

3  00 

.08 

2  45 

.08 

3  20 

.Ot> 

4  Ov» 

.05 

Correc- 
tion. 


-0 


0.05 
.06 

.08 
.08 
.W5 
05 


Date. 


Jannarye,  1873. 
Jannary  6. 1873. 
JaDnary  6,  1873. 
January  6, 1873. 


Mean -0.06   ! 


Mean 


Time  of  ob- 
servation. 


10  05 

10  34 

11  10 
11  36 


32.07 
.06 
.07 
.07 


Correc- 
tion. 


o 

-0.07 
.06 
.07 

-0.07 


-0.07 


The  corrections  to  standard  Trongbton  and  Simnis  No.  230  can  be  found  at  any 
time  by  applying  a  constant  difference  equal  to  the  correction  at  freezing  point  at  that 
time  to  the  corrections  found  at  Kew  observatory. 

Before  the  boiling  point  of  the  thermometer  was  determined,  the  correction  at  freez- 
ing i>oint  was  —0.16  of  a  degree.  In  all  comparisons  made  between  this  standard  and 
other  thermometers  previous  to  October  15,  the  corrections  to  be  used  are  found  by  ap- 
plying —0.16  of  a  degree  to  the  original  corrections.  In  all  comparisons  made  between 
December  19  and  January  6  the  corrections  to  be  used  are  found  by  applying  — 0'^.07. 

The  boiling  and  freezing  points  of  standard  Wiirdemann  and  old  standard  Trough- 
ton  and  Simnis  have  also  been  determined. 

Both  of  these  standards  are  bniss-scale  thermometers.  Standard  Wiirdemann  has 
two  systems  of  graduation,  Fahrenheit  and  Centigrade.  The  graduation  extends  from 
— 2<»^  to  -f220^  Fahrenheit.  The  length  of  the  brass  scale  is  18.1  inches.  The  bulb  is 
s]>berical.  its  diameter  being  about  0.75  of  an  inch.  Old  standard  Troughton  and  Simms 
also  has  two  systems  of  gnuluation,  Fahrenheit  and  Rdanmur.  The  graduation  extends 
from  —20^  to  -f*~*-^0'^  Fahrenheit.  The  Fahrenheit  scale  is  graduated  to  half-dt^rees. 
The  graduation  of  the  half-degrees  is  very  inaccurate.  In  many  instances,  the  differ- 
ence in  length  of  successive  half-divisions  is  very  marked.  The  bulb  of  this  thermom- 
eter is  spherical  and  has  a  diameter  of  about  0.6  of  an  inch. 

For  the  purjtose  of  testing  these  thermometers,  the  tubes  were  taken  from  the  brass 
scales.  The  graduations  around  the  boiling  and  freezing  point  were  transferred  from 
the  brass  scales  to  sli]>8  of  j)aper.  These  slips  of  paper  were  pasted  on  the  glass  tubes, 
so  that  corresponding  graduations  were  coincident  with  the  scratches  on  the  glass 
tube,  marking  boiling  and  freezing  points. 

In  the  detenninaiions  of  freezing  point  made  August  18,  19,  and  September  11,  the 
readings  were  mrulr  with  ateiescojie,  and  the  fractional  part  of  the  degree  estimated. 

IhtenHinaiion  of  ftuznuj  po\ut  of  ttaudurd  Wurdtinann  and  Old  Standard  Troughton  and 

Simms. 


Standard  AViirdtmann 


Date. 


An«:n8t  18. 1&T3 i 

Aujinst  lf»,  1873 ' 

September  11,  1873 


Old  Standard  Trough- 
ton  and  SimniH. 


Reading.     Correction. 


o 

o 

• 

32.05 

-0  .05 

In  the  determinations  of  boiling  point  of  these  two  standards,  made  October  17,  18, 
20,  •.(>2,'i:j/i4,and  25,  the  readings  were  made  with  a  telescope,  and  the  fractional  part 
of  the  degree  estimated. 
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Determination  of  boiling  point  of  standard  FfUrdemann. 


DaU\ 


October 
October 
OctobtT 
October 
October 
October 
October 
October 
October 
October 
October 


17, 1873 
17,  1H73 
17,  1873 

17,  1873 

18,  1873 
18,  1873 
20,  1873 
20. 1873 
20. 1873 
22,  1873 
22, 1873 


h.  tn. 

11  34 

12  3:) 

3  28 


4 

U 


32 
17 


12  00 

11  22 

12  22 
4  24 

3  14 

4  00 


e  —  • 
Sea 

^5 


in. 
29.620 
.580 
.r.03 
.484 
.302 
.310 
.448 
.411) 
.324 
.273 
.269 


70. 
68. 
67. 
67. 


65.8 
60.  8 
56.1 
5H.  0 
51.4 

5a  2 

57.8 


»-  3  « 


in. 
29.510 
.474 
.402 
.382 
.205 
.215 
.375 
.317 
.  263 
.196 


192 


et 

c  « 

c  i 

pa 


\n. 
29.496 
.460 
.388 
.368 
.191 
.801 
.361 
.333 
.  249 
.182 
.178 


a 
1 

s 


"si 

o 


211.  i  8 

311.22 

211.  10 

211 

210 

210 

211 

211.01 

210.  86 

210.  75 

210.  74 


06 
76 
78 
05 


210. «»  1 
210. 76  < 
210.58 
210.  48  I 
210.21 
210.25  I 
210.51 
210.39 
S10.23 
SIO.  12 
210. 12 


Mean 


.4E 


Determination  of  boiling  point  of  Old  Standard  Troughton  and  SimtM. 


Dato. 


»4 

-I 

1^ 


October 
October 
Octotx^r 
Or.t4iber 
October 
October 
October 


23. 1873 
24.  1873 
24, 1873 
24. 1873 
24. 1873 
25, 1873 
25, 1873 


h. 

m. 

3 

11 

11 

07 

12 

00 

2 

48 

3  43 

10  45 

11 

35 

a 

•^m 

Qi  > 

^ 

%S 

tfi 

S  4 

a 

n 

.a 
O 


\n. 
29.481 
.720 
.699 
.66:) 
.666 
.753 
.739 


211 


26 
.66 
.63 
.57 
.57 
.72 
.69 


-OlS 


3 
'J 


o 

212.80 

-m 

21.TO0 

M 

212.97 

.M 

212.97 

.« 

812.97 

.# 

213.04 

.» 

S13.05 

-L* 

Mean !    "'-* 


On  November  11,  12,  and  13  the  boiling  point  of  standard  Wiirdemann  waa  a^i 
tested,  and  immediately  after  each  deteruiiuatiou  gf  boiling  point  the  freezing  poini 
was  tested. 

Determination  of  boiling  point  of  standard  Wiirdemann. 


Date. 


B 

H 


h.  m. 
KoveinlMT  1 1, 1 873 i     WW 


November  11,  ln73. 


N«»vembcrl2. 1873. 
NnvoinlH^r  12.  1873. 
November  12,  1873. 


November  12.  1873 

November  12.  Ih73 

November  12,  1b73 


Nov«-ml>erl3,  1873. 
November  13.  Im7;J 


13. IH73. 
"^lovember  13,  1873. 


i( 


November  13, 1873 
Novoml>erl3,  1h73 
November  13, 1873. 

Mean 


3  58 

8  .V> 

8  58 
•J  00 

12  26 
12  3.'! 
12  43 

10  40 

10  48 
10  56 

1  23 
1  30 
1  39 


£ 

c  V 

o  a  ?^ 
oi  p  s 


tn. 
29.  230 
.018 

.028 
.  o:i() 

.038 

.1.30  I 
.  13(1 
.141 

.320 
.324 
.324  I 

.306  I 
.307 
.309  I 


•    id 


3  o  ®  es 

2552 


o 

64.9 
61.9 

,V).  1 

r*-!.  0 

58.6 

62.  8 
63.6 
63.9 

.53.  3 
53.6 

5:j.  8 


3 
4 

.'i5.  0 


55 
55 


£  =r* 


in. 
2*>.  135 
28.  931 

.957 

.960 

20.041 
.  045 
.049 


2.55 
25'.> 
2.'>8 


.236 
.  2.37 
.240 


eg 

«i 

a 

• 

a 

£*^ 

u  » 

tc 

'^  a 

|I 

E<« 

a 

CtA 

©  ^ 

^R« 

^  a 

».  • 

•^ 

S-^ 

(S 

(S 

.a 
O 

in. 

o 

o 

21>.  121 

210.64 

210.06 

28.  917 

210.29 

209.70 

.943 

210.34 

209  75 

.942 

.33 

.75 

.946 

.34 

.74 

29.027 

210.  48 

210.03 

.031 

.49 

a01».  99 

.035 

.49 

209.98 

.241 

210.  85 

210.30 

.  245 

.85 

.30 

.244 

.85 

.31 

.222 

210.  81 

8ia30 

.223 

.82 

.30 

.226 

.82 

.31 

.» 

.0 

.43 
.» 

.Si 

.55 
.5i 
.54 

H 

jO.51 


REPORT  OF  THE  CHIEF  OF  ENGIXEERS. 


463 


lu  these  deU?riuiuation8  of  boiliuj;  and  freezing  points,  the  fractional  part  of  the  degree 
V.'a8  deterujiued  with  micrometer. 

Deter miiintion  of  freezing  jwint  of  standard  Wiirdemaun. 


Date. 


j"^' "^tiot""-;     Reading. 


November  11,  1873. 
Xovember  11,  1873 


Xorember  12,  1P73 

November  12,  187:i 

November  12,  1873 

November  12,  1873 9. 

November  12,  1873 .... 


November  13,  1873 
November  13.  1873. 
November  13,  1873. 
November  13,  1873. 
November  13,  1873. 


Mean. 


h.  m. 
1  00 

4  54 

10  00 
10  31 


2 
2 
3 


2:1 
36 
06 


11  49 

12  06 
2  38 

2  56 

3  07 


31.43 

31.43 

31.36 
31.37 
31.  42 
31.  42 
31.  I'J 

31.  45 
31.38 
31.  42 
31.45 
31.  43 


Correction. 


o 
4-0.57 

.57 

.64 
.63 
.58 
.58 
.51 

.55 
.62 
.58 
..55 
^0.57 


+0.58 


The  freezing  point  of  this  standard  wan  also  tested  on  Decemher  19,  20,  1873,  and 
Jannary  6,  1^4.    The  fractional  part  of  the  degree  was  determined  hy  micrometer. 


Determination  of  freezing  point  of  standard  IVUrdemann. 


December  19,  1873 
December  19,  1873 
December  19,  1873 
December  20. 1873 
December  20.  1873 
December  90, 1873 


Mean. 


Jannnrj  6,  187:? 
January  6,  1873 
JnnnarV  6,  1873 
January  6,  1873 


Mean 


Date. 


Timeofobeer- 
I       vatiou. 


h.   m. 

10  50 

12  06 

3  00 

2  45 

3  20 

4  00 


10  05 

10  34 

11  10 
11  36 


Reading. 


31.63 
.62 
.65 
.66 
.65 
.  65 


31.70 
.66 
.65 
.64 


Correction. 


o 

-fO.37 
.38 
.35 
.34 
.35 

+0.  35 


-f  0.,16 


4  0.30 
.34 
.35 
.36 


-fO.34 


Comparisons  were  made  between  standard  Trough  ton  and  Simms  No.  230,  standard 
Wiirdemann,  Old  Standard  Tronghton  and  Simms,  and  a  number  of  brass  and  ivory 
tiCi^Xe  thermometers  at  various  points  between  40-'  and  90^  Fahrenheit. 

When  comparisons  were  made,  the  various  thermometers  to  he  compared  were 
suspended  vertically  in  a  glass  vessel  filled  with  water,  their  bulbs  being  nearly  in  the 
same  horizontal  plane.  During  a  set  of  comparisons,  the  air  was  maintained  at  a  tem- 
perature as  nearly  as  po.ssible  equal  to  that  of  the  water  in  the  vessel.  The  water  was 
stirred  continually  for  at  least  half  an  hour  before  any  readings  of  the  thermometers 
were  made.  Four  sets  of  readings  were  usually  made,  the  mean  of  which  constituted 
a  comparison.  In  the  comparisons  of  standard  No.  230  with  the  other  standards,  about 
fifty  8uch  comparisfins  were  made  between  40^  and  90^.  In  the  comparisons  of  stand- 
ard thermometers,  the  readings  were  made  with  a  telescope  of  short  focus,  the  liue  of 
Hight  btibg  arranged  horizontally.  The  trlttscope  had  a  magnifying-powerof  35.  The 
fractional  part  of  the  decree  wjis  estimated.  Caro  was  taken  to  have  the  glass  surface 
of  the  vessel  through  which  the  readings  were  made  perpeudicular. 
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The  comparisons  of  standard  thermometers  were  made  before  the  boiling  poiou 
were  determined,  and  when  the  correction  to  standard  No.  230  at  32^  was— (M6of  i 
degree,  and  the  correction  to  standard  Wiirdemann  to  reduce  to  the  mark  on  the  kIm 
was  0.00.  When  the  tube  of  standard  VViinlemann  is  attached  to  the  brass  scale,  the 
mark  on  the  ghiss  tube  at  freezing  point  is  0.10  of  a  degree  above  CTadnation  '.Vai 
bniss  scale,  the  temperature  of  the  scale  and  tube  being  about  t>0- r.  Owinjjtotbe 
diiference  in  expansion  of  brass  and  glass,  when  the  temperature  of  the  tnbeandiKik 
is  32°  F.  the  mark  on  the  glass  tube  would  be  0.07  above  graduation  32-  on  tbebrw 
scale.  On  account  of  the  proximity  of  gra<luation  212^  and  the  point  where  thctal1e^ 
fastened  to  the  scali*,  the  relative  position  of  the  mark  at  boiliug  point  and  gradoatioii 
212^  would  be  atlet't<'d  only  slightly  by  changes  of  temperature. 


Comctions  to  standard  WUrdemann. 


True  temperature. 


32^" 

4<K 

4:> 

5<N \ 

f»;V^ 

CO- 


Correction.  \ 

' 

True 

temperature. 

Correction. 

o 

—  0.  07 

—  0.04 

70- 

—  O.i?. 

-i'.r 

0.  13 

1  ^-,' 

—  (1.^ 

—  0.  27 

...        -o.r 

—  0.  3.=S 

1)0- 

— 1'.*' 

—  0.  40 

1 

Boiling  changes  the  freezing  point  of  thermometers,  so  that  the  corrections  to  stand 
ard  Wiirdemann,  aftt-r  the  boiling  point  was  tested,  would  differ  from  the  foregoiu; 
by  a  constant  quantity,  depending  on  the  amount  by  which  the  freezing  point  »*< 
changed.  On  January  (>,  1^74,  the  correction  to  this  standard  at  freezing  lKliDttor^ 
dace  to  scratch  on  glass  tube  was  -f  0.34.  The  corrections  to  the  thermometer  aftrt 
that  date,  until  a  further  determination  of  its  freezing  point  is  made,  will,  therefore. l< 
the  corrections  in  the  foregoing  table,  with  the  constant  ditfereuce  4-0.34  of  adtgm 
applied. 

Old  standard  Troui:jhton  and  Sinnus  has  been  rejected  on  account  of  the  large  error* 
in  graduation  and  the  large  correetion  at  boiling  point. 

Several  brass-scale  tin  rmonieters  were  oonjpare«l  with  standard  No.  230.  Nws. -.^' 
4,  5,  (>,  10,  11,  Jiiid  12  are  primary  base  apparatus  therinouieters.  The  temp'rator^'-: 
the  air  during  thfse  comparisons  was  nearly  the  same  as  that  of  the  wat4?r  in  the  vtTy<^ 
The  readings  wi-re  \i\iu\v  to  tentlis  of  a  degree  without  the  a^ssistanee  of  a  telein-orr 

The  free/lug  p>iiits  of  these  tlierLiiouieters  were  test«'d  after  the  comparisons  wt-v 
made. 

CifrrnlinHs  fo  ht  npifJ'od  /o  uah-rtudinffs. 


4,   - 

o 

3 

1 

4 

t 

1 

5 

L 

c      i 

1 

o 

0 

0        ' 

r           1 

c 

3-2 

—  0.  * 
-0.  *»   1 

-1.3 
-1.  1 

-1.0 

-  —  1  '^ 

0.0  ' 

4-2 

—  0.  -2  i 

rr2 

— 0.  <;  i 

iV2 

-Lf*  , 

-l.H 



•  -1 

-0. !»  : 

r.i 

-l.s 

-'2.  I 

I  •■  1 

--0. 

1      1 

-1.0 

78 

-!.!» 

-•J.  1    ' 

— 1.7 

-0. 

1   < 

-1.0  1 

HI 

—  2.  0  1 

—  '2.  *2 

—  1.  fJ 

-0. 

1  1 

-1.0  1 

64 

-'2.0 

-•2.:{  , 

-1.^  1 

— 0. 

1      i 

-1.0  i 

1 

10 


-0.7 
-0.7 

-0.  ;> 

-1.0 

-1. 1 

-1.0 

-1.1 
-1. 1 


11 


12 


14-2? 


1439        1444     U^ 


r 

0 

z 

.- 

: 

-0.  s 

-0.  fi 

-0.  r. 

-0.7 

—  0.  •*    -•' * 

-0.  s 

-0.7 

-0.7 

-0.7 

-0.7     -"•• 

-1. 1 

-1.0 

-o.» 

-1.0 

-1.0    -1 

-1.1 

-1.1 

-1.1 

-1.0 

-1.1     -L. 

The  comparisons  of  brass-scale  thermometers  with  standard  No.  230  l>etween  42^aD«l 
02^  inclusive  were  made  in  January,  1K74,  when  the  correction  to  standard  at  freezinj; 
point  wjw— 0.07  of  a  degree.  The  remainder  of  the  comparisons  were  made  in  June,  \^TX 
when  the  correetion  to  the  stamlard  at  freezing  point  was  — O.lfi.  8ecoudary  ba*eap|«»- 
ratusthermometers5,(),\V,X.Y,Z,  were  compared  with  standard  No.  230  on  January  tiautl 
7,  1«74. 
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Tliese  art'  ivory-scale  thermometers.  Their  freezing  points  were  determined  before 
the  comparisons  were  made.  In  comparing  the  thermometers,  they  were  put  in  the 
glass  vessel  containing  water  at  a  temperature  of  100^  F.,  the  temperatare  of  the  room 
being  abont  60^. 

Readihgs  were  made  from  time  to  time  as  the  temperature  of  the  water  was  falling. 
When  the  temperature  of  the  water  was  nearly  that  of  the  air,  a  quantity  of  ice 
was  put  in  the  vessel,  and  after  it  had  all  melted  and  the  water  had  been  thoronghly 
stirred,  readings  were  again  made  ;  the  temperature  of  the  water  was  brought  down 
again  by  means  of  ice,  and  readings  made  as  before.  When  the  water  was  brought 
below  60^,  the  temperature  of  the  room  was  allowed  to  fall,  so  that  there  should  be  as 
little  difference  as  possible  between  the  temperature  of  the  air  and  the  water. 

Corrections  to  he  applied  to  scale-readings. 


True  toTiipcra- 
tiire. 

5 

G 

-  4.0 
-3.6 

-  2.7 

-  1.9 

-  i.:» 

-  0.8 

-  0.6 

-  0.5 
+  0.5 
+  0.3 
+  0.7 

+  4.4 
+  4.4 

+  3.6 
+  2.7 

+  1.1 
+  1.0 
+  0.8 

-  0.3 

-  0.1 

-  0.6 

-  0.0 

i 

X     •    i 

i 

• 

-  0.1 

0.0         1 
+  0.5         1 
+  0.5 
+   0.5 
+   1.0 
+  1.0        1 
+  1.1         1 
+  1.3        j 
+  1.3 
+   1.0 

Y 

Z 

o 
'A-2.  0 
AH.  4 

o 

+  0.6 
+  0.4 

b 
+  3.0 

o 

■  +  2.4 
+  3,2 
+  2.  1 

4!».  3 

+  2.3 
+  1.3 
+  0.3 
+  0.4 
0.0 

-  0.7 

-  0.5 

-  0.8 

-  0.5 

:»!».  3 
70: 1     - 
77.0 
W.  8 
87.1 
'Jl.O 

+  0.3 

+  0.1 

0.0 

-  0.2 

-  0.6 

-  0.5 

-  0.6 

-  0.9 

+  1.1 
+  0.1 

-  0.8 

-  1.2 

-  1.9 

95.3 

100.0 

-  1.7 

Two  ivory-scale  thermometers  were  compared  with  standard  No.  230  at  the  same 
time  that  comparisons  were  being  made  between  standard  WUrdemann,  Old  Standard 
Troughton  and  Simms,  and  standard  No.  230. 

Before  any  comparisons  were  made  between  these  thermometers  and  the  standard, 
marks  were  made  on  the  ivory  scales  which  would  show  in  the  future  any  change  in 
the  relative  positions  of  the  glass  tube  and  scale.  In  December,  1873,  when  additional 
comparisons  were  being  made  with  the  standard,  it  was  found  that  a  change  had  taken 
place.  It  was  also  found  that  when  the  thermometers  were  put  in  water  the  ivory 
scale  expanded  about  0.004.  This  expansion,  owing  to  the  manner  in  which  the  tube 
was  fastened  to  the  scale,  would  cause  the  thermometer  when  in  water  to  read  greater 
than  when  dry  and  in  the  air. 

For  3170  A  the  reading  would  be  0^.36  greater  at  32°,  and  0^.17  greater  at  90^. 

For  3171  B  the  reading  would  be  0*^.32  greater  at  32^,  and  0^.13  greater  at  90°. 

The  following  are  the  corrections  when  the  thermometers  are  dry,  and  when  the  top 
of  the  brass  fixture  retaining  the  thermometer  tube  is  tangent  to  the  scratch  on  the 
ivorv  scale : 

Corrections  to  he  applied  to  the  scale-readings  to  reduced  to  true  temperature. 


Trap  tem- 

3170  A      1 

3171  B 

ju' rat  lire. 

1 

1 

r, 

'A-Z 

+   0.5 

+  0.8 

41) 

+  0.49 

+  0.62 

4.-. 

+  0.33 

^  0.48 

.50 

r  0.14 

+  0.34 

5.5 

-  O.Ol  j 

+  0.24 

V.0 

-  0,14 

+  0.  17 

fi5 

-  0.  18 

4-  0.13 

70 

--  0.23 

-^    O.Ob 

75 

-  0.  23  ^ 

4-  0.03 

bO 

-  0.22 

-   0.03 

'              85 

-  0.21 

—  0.  Oi 

90 

-  0.25 

1 

-  0.  u»; 

Very  respectfully,  your  obedient  servant, 


Maj.  C.  B.  CoMSTOCK, 

Corps  of  Engineers,  Bvt.  Brig.  Genl.,  l\  S,  J, 

30  ENG 


T.  Rus^KL, 
Assistant  Engineer. 
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ArPKNDlX    II.— COMI'AiaSOX  OF  LAKE  SUHVEV  STANDAIM)    YAItDS   NOS.  6.  T,  ??,  &,  AM>  10. 

Report  of  Mr.  K.  S:  JVhefkr,  Amtftant  Engineer. 

Office  United  Statp:^^  Lake  Si  kvfy. 
Detroit  J  Mich.,  March  1'2, 1%4. 

Sin:  I  have  tbo  honor  to  report  tbe  followiug  results  of  the  comparison  of  the  Lake 
Snrvey  standard  yards  Nos.  G,  7,  8,  i),  and  10  with  each  otiier. 

These  comparisons  were  made  in  the  cellar  of  the  Lake  Survey  office  during  January. 
February,  and  a  part  of  March,  1874.    Two  comparators  were  mounted  upon  a  beaniot 
wood  one  yard  apart.    Their  quills  were  lined  and  leveled  in  the  usual  manner.    Two 
Y's  were  mounted  between  the  comparators,  so  that  when  a  yard  resttnl  in  them  tk 
contact  of  the  quills  with  the  ends  of  the  yards  was  central.     Two  yards  were  plact^i 
side  by  side,  and  wrapped  with  seven  thicknesses  of  woolen  cloth  ;  they  were  then  mv 
pended  together  by  spiral  springs,  so  that  only  four  ounces  of  their  weight  wa*  Iwme 
by  the  Y's.     Both  yards  and  comparators  were  then  covered  with  a  wooden  box,  bar- 
ing glass  windows  in  the  top.    The  milled  head  of  the  micrometer-screw  in  the  Wiirde- 
mann  comparator  projected  through  one  end  of  the  box,  so  that  it  could  be  turned  from 
the  outside.    The  yards  were  lifted  in  and  out  of  the  Y's  by  taking  hold  of  the  f*piral 
springs  above  the  box.    Two  thermometers  were  placed  inside  the  box,  so  that  they 
could  be  read  through  the  glass  windows.    The  corrected  readings  of  these  thermome- 
ters are  taken  for  the  temperature  of  the  yards.    A  maximum  and  a  miDiiuum  ther- 
mometer were  placed  on  the  outside  of  the  box  and  road  daily. 

The  observations  were  made  as  follows :  The  yard  nearest  the  observer  was  [ilacrti  io 
the  Y's  first.  The  bubble  in  the  level  of  the  Stackpole  comparator  was  then  made  t«  pby 
by  moving  the  yard  longitudinally.  This  was  easily  done  by  taking  bold  of  the  spiral 
springs  above  the  box  and  pressing  them  lightly  to  the  right  or  left.  The  bubble  in 
the  Wlirdemann  comparator  waft  then  made  to  play  by  turning  the  iiiicronieter-screir. 

The  micrometer  and  level  of  the  Wiirdemann  and  the  level  only  of  the  Stackpole  com- 
parator were  then  read.  The  yards  were  then  alternated  in  the  Y''s,  and  the  readiogn 
repeated.  This  was  done  eleven  times,  which  gives,  by  comparing  the  reading  of  oBt 
yard  with  the  mea\i  reading  of  the  other  before  and  after,  five  results.  The  averajr? 
time  occupied  in  taking  a  set  of  five  was  twenty-two  minutes.  After  an  absence  of  ow 
or  two  hours,  the  observer  would  return  and  take  another  set.  In  this  way  the  ten 
probable  combinations  of  twos  were  observed.  After  each  pair  had  been  observed  on 
at  least  two  days,  the  comparators  were  taken  out,  liued,  leveled,  and  centered  a  second 
time,  and  the  entire  series  of  observations  repeated,  taking  care  to  change  sides  with 
the  yards,  so  that  the  yard  which  was  nearest  the  observer  in  the  first  series  should  1* 
farthest  from  him  in  the  last,  thus  eliminating  the  error  caused  by  the  lu'at  of  tbe 
observer's  body.  The  results  are  tabulated  below.  The  unit  is  one-millionth  of  an  inch 
of  the  Wurdemann  comparator. 


(T)-i6) !  0 

(•^)-(O) !  "' 

(I)-(9) "? 

(l0)-(6) I  4 

(7Me) 4 

4 
4 
4 
3 
4 


(10)-(7) 
(8)-(9)  . 
(UO-(H) 

(10)-(9) 


Totals . 


48 


01 
45 
7,» 
46 
55 
45 
37 
4-2 
40 
42 


^ 

X 

^ 

c  . 

K 

'•*'  a 

(ta 

<=  ^ 

rail-  of  yards 
used. 

C 

u 

ber 
rvati< 

a 

as 

rt 

s  * 

"A 

'A 

«M     O 

0; 


1334 
09 
147e! 
15M5 
1230 
2^25 
%\\ 
\^^^ 
1403 
3063 


517      14934 


n 


% 


1334 

1335 

05 

HU 

1473 

1470 

1586 

1.584 

1-238 

l-2:i8 

2-<2t 

2.S26 

235 

236 

1.585 

1584 

1491 

1487 

3064 

3066 

14924 

14027 

a 
c 


14913 


1331 

14s;j 

1.5B8 
12  J8 
2b20 
231 
1.586 
1404 
3053 


u 
rt 


a 
c 


14982 


c 


1337 

1329 

100 

94 

1485 

1464 

1595 

1577 

1235 

1241 

2811 

2836 

240 

220 

1503 

1.570 

140<) 

1487 

3087 

3042 

14878 


£    . 

*^  s 


41.5 
.39.2 
40.0 
41.8 
41.4 
40.1 
40.3 
41.3 
41.2 
41.2 


o   ,       a. 

Si       £ 


37.0 
37.1 
38.4 
38.8 
38.5 
38.0 
38.3 
37.9 
37.4 
37.1 


5 


38,4 
38.4 
39.1 
40.4 
39.7 

as,  8 

.39.6 

:».9 

40.1 
38.8 


39.3 


o 

41.5 
40.0 


40. 

41 

41 

4a 

40. 

4i0 

411 

4-2.  I 


£  I    ;    2  § 

0^ 


r.e 
r.i 

37.5 
37; 

37.0 


In  the  preceding  table,  the  tenth,  eleventh,  and  twelfth  columns  contain  tbe  highest 
lowest,  and  mean  temperatures  of  the  yards  when  they  were  observed.  The  thirt^eoth 
and  fourteenth  columns  contain  the  highest  and  lowest  temperatures  of  the  room  as 
shown  by  the  maximum  and  minimum  thermometers  during  tbe  whole  number  of  days 
observations  were  made  on  that  pair. 

The  table  also  shows  : 

1st.  The  mean  of  all  the  results,  the  mean  of  the  daily  means,  the  mean  of  the  A.  M.'s 
and  the  mean  of  the  P.  M.'s  are  all  practically  the  same. 
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2d.  The  heat  of  the  observer's  body  makes  the  yard  which  is  nearest  him  0.0i)UU0r>  inch 
longer  than  the  other  one. 

3(1.  The  entire  range  of  tf  mperature  in  the  room  during  comparisons,  from  January 
14  to  March  9,  1874,  was  Cr  . 

Taking  the  means  of  the  daily  means,  and  correcting  them  to  British  inches,  and  then 
forming  the  e(|uations  of  condition,  we  shall  have  the  followiiij^ 


Efjuations  of  condition. 

(  7)_(6^  — i:W9  =  0  Residuals,  7 

(  8)  — (f)>—     99  =  0  1 

(  6)  — (9)  — 1479  =  0  7 

(10)  — (6)  — 1592  =  0  2 

(  7)  — (5<)  — 1243  =  0  r* 

(  7)  — (i))  — 2634  =  0  2 

(10)  — (7)—   236  =  0  H 

(  8)  — (9)  — ir>9l  =  0  7 

(10)  — (8)  — 1497  =  0  f) 

(10)  — (9)  — 3076  =  0  0 

Equal  weights  are  assigned  to  all  the  equations  of  condition.  Though  some  have 
more  results  than  others,  they  do  not,  probably,  have  greater  weight,  for  the  additional 
results  were  taken  because  the  usual  number  did  not,  owing  to  change  of  temperature, 
&.C.,  seem  to  have  the  usual  weight. 

The  normal  equations  will  then  be  as  follows : 

4  (  7)  -  (8)  -  (9)  —  (10)  =  (6)  +  5180 
4(  8)  — (7)  — (9)  — (10)  =  (6)  — 1060 
4(  9)  — (7)  — (8)  — (10)  =  (6)  — H9H0 
4(10)  — (7)  — (8)  — (  9)  =  (6)  — 6401 
Solving,  we  lind — 

(  7)  =  (6) +  1346 

(  8)  =  (6)+   98 

(  9)  =  (6)  — I486 

(10)  =  (6) +  1590 

Substituting  these  values  in  the  equations  of  conditions,  the  residuals  there  given  are 
found.     Solving  for  probable  error,  it  is  found  to  be  0.000002  inch  for  all  the  (jTiantities 
Collecting  the  temperatures,  we  find  that — 

(6)  — (  7)  at  39^2  =  —  1346  British  inches. 
(6)  — (  8)  at  39^.3  =  —  98  British  inches. 
(6)  — (  9)  at  39^.5  =  4-1486  British  inches. 
(6)  —  (10)  at  39  .  5  =  —  1590  British  inches. 

Very  respectfully, 

•    E.  S.  WlIKELKU, 

Assibtant  Kufjinirr. 
General  C.  B.  Comstock, 

Supcnntendeni  United  Statca  Lake  Smvq/. 

Note. — The  Wiirdemann  values  are  multiplied  by  l.o^^-^  to  reduce  tlicm  to  Britifili 
inches. 
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AriENDlX    I.— CoMrAUlSONS    OF   STANDARD    15- FOOT    BAR    WITH    NEW    LAKE   ^UHVET 

YARDS  NOS.   6,   7,    8,   9,  AND   10. 

1. — Report  of  Mr.  E.S.  IVheeJerf  Assitiant  Engineer. 

Office  United  States  I.ake  Survey, 
Detroit f  Mich.y  June  16, 1873, 

Sir  :  I  hiivo  the  honor  to  report  the  following  results  of  the  comparisons  of  the 
standard  lo-lbot  bar  with  the  new  yards  numbered  6,  7,  !^,  9,  and  10. 

The  comparisons  were  begun  in  February,  1872,  and  stopped  in  May.  The  bar  w« 
used  during  the  summer  in  comparisons  with  the  tubes  at  Fond  du  Lac,  Wis. 

Additional  comparisons  have  been  made  during  the  present  mouth. 

The  bar  and  yards  were  placed  parallel  to  each  other  and  two  inches  apart  in  » 
wooden  box.  The  yards  rested  in  adjustable  Y's,  and  were  supported  by  spiral  spriDgs 
hanging  from  the  ceiling  above.  These  springs  are  fastened  to  each  yard  nine  inchts 
from  the  end,  and  are  so  adjusted  that  the  yards  press  in  each  Y  with  a  weight  of  only 
four  ounces. 

The  spiral  springs  are  inclined  toward  the  center  of  the  box  at  such  an  angle  that 
the  yarcls  press  against  each  other  longitudinally  with  a  force  of  one  pound,  (making 
the  pressure  at  the  ends  of  the  middle  one  two  pounds  less  the  friction  in  the  Y's.) 

The  bar  is  supported  on  small  rollers  18  iuches  apart,  and  has  on  each  side  gaid^ 
furnished  with  set-screws,  to  facilitate  lining. 

The  box  containing  the  yards  is  about  8  inches  wide  and  3  inches  deep ;  •the  sides 
and  bottom  are  double,  and  packed  with  cotton.  The  top  is  single ;  the  ends  are  closed 
with  tin,  which  has  small  holes  through  which  the  ends  of  the  baj*  and  yards  project 
about  one-fourth  of  an  inch  ;  they  are  also  packed  with  cotton.  During  all  the  com- 
parisons made  in  1873  there  were  four  heavy  bed  quilts  wrapped  around  the  outside  of 
the  box  ;  three  thermometers  were  in  the  box,  one  at  each  end  and  one  in  the  middle 
They  were  read  and  corrected  in  the  usual  manner. 

The  bar  was  lined  with  a  tine  silver  wire,  and  leveled  with  a  hand-level,  whoee  sup- 
ports were  18  inches  apart.  For  lining  the  yards,  a  half-cylinder  of  brass,  with  a  diam- 
eter the  same  as  that  of  the  axis  of  the  yards,  was  prepared.  On  its  plane  surface  diag- 
onal lines  were  drawn,  so  that  their  intersection  was  in  the  middle.  The  silver  wire 
was  stretched  over  the  Y's,  and  the  half-cylinder  laid  in  the  Y's,  which  were  then  ad- 
justed till  the  intersection  of  the  lines  on  the  half-cylinder  was  directly  under  the  wire. 
The  yards  were  leveled  by  fastening  a  level  to  one  of  the  yards  and  reversing  it  in  the 
Y's.     A  small  level  was  iirepared  for  those  Y^'s,  which  were  only  two  inches  apart. 

The  accuracy  of  the  line  and  level  of  the  yards  was  tested  by  coating  the  ends  of  the 
yards  with  wax,  then  bringing  them  in  contact  and  examining  the  point  of  coutaet, 
which  showed,  as  a  litte  round  point,  where  the  wax  was  pushed  away.  This  point 
was  in  every  case  precisely  in  the  center  of  the  end  of  the  yard. 

The  comparators  were  the  Wiirdemaun  and  Stackpole;  they  were  mounted  on  the 
piers  in  the  basement  of  this  office  in  the  usual  manner. 

The  Wiirdemann  was  read;  the  level  only  of  the  Stackpole  was  used. 

Before  observations  made  at  widely  varying  temperatures  can  be  compared  with 
each  other,  it  is  necessary  to  know  the  difference  in  the  rates  of  expansion  of  the  bar 
aiul  yards.     This  was  found  from  the  observations  themselves. 

The  observations  were  selected  in  the  following  way :  The  curves  for  the  bar,  yards, 
and  temperature  for  each  day  were  plotted.  If  they  passed  through  a  maximum  or 
niinimnm,  the  day's  work  was  used  ;  if  they  did  not,  the  day's  work  was  rejected. 

The  difference  between  the  lengths  of  the  bar  and  yards  at  the  maximum  or  mini- 
mum was  taken  as  the  result  for  the  day,  and  the  day's  work  treated  as  a  single  obser- 
vatit»n.  The  curves  for  some  days  were  much  more  perfect  than  others.  Sometimes  the 
curves  passed  rapidly  through  the  change;  at  others  they  yvere  almost  stationary  for 
six  or  seven  hours.  Different  weights  were  therefore  assigned  dift'erent  days'  work. 
These  weiglits  are  arbitrary,  being  made  simply  from  an  inspection  of  the  curves. 
Tlu'y  range  from  one  to  ten. 
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The  following  is  a  list  of  the  days  used,  with  their  curves,  and  the  weights  assigned 
them : 


Dnte. 


February  26. 1872 
March  5,1872... 
March  11,1872  ... 
March  14, 1872  . . . 
March  19.  1872  ... 
April  26. 1672.... 

May  1,1872 

May  4. 1872 

May  10. 1872 

May   13,1872 

June  6, 1873. 

June  11,1873 

June  12,1873 

June  13, 18T3 

June  17,1873 

June  20.1873 

June  24, 1873 


Temp. 


Bar  longer  than  yard», 
Wiirderoann  '  com- 
parator inch. 


Weight. 


36.8 
24.7 
33.9 
37.1 
'M.G 
CI.  7 
61.4 
49.3 
G3.4 
56.7 
C8.9 


67. 
66. 
64. 
68. 
71. 


ri.3 


0.  00821 
0.  00791 
0. 00823 
0.00811 
0. 00815 
0. 00833 
0.  00852 
0. 00820 
0.00830 
0.00837 
0. 00858 
0.  00844 
0. 00847 
0, 00847 
0. 00848 
0. 00849 
0.  0084G 


inch 

inch 

inch 

inch 

inch 

inch 

inch 

inch 

inch 

inch 

inch 

inch 

inch 

inch' 

inch 

inch 

inch 


1 
5 
1 
1 
1 
6 
6 
6 
5 
3 
4 
8 
8 
4 
4 
8 
8 


Minimum. 

Do. 

Do. 
Maximum. 
Minimum. 
Maximum. 

Do. 
Minimum. 

Do. 
Maximum. 

Do. 

Do. 
Minimum. 

Do. 

Do. 

Do. 
Rising. 


Daring  the  observations  of  1872,  a  pointed  quill  was  used  in  the  Wiirdemann  com- 
parator, and  a  blunt  one  in  the  Stackpole  comparator.  In  1873,  pointed  quills  were 
used  in  both  comparators. 

An  examination  was  made  to  see  if  there  was  any  difference  in  the  results  obtained 
with  a  pointed  or  blunt  quill.  The  two  quills  were  used  alternately  in  the  Stackpole 
comparator  for  two  days.  The  mean  results  obtained  with  the  pointed  quill  differed 
only  0.000006  inch  from  those  obtained  with  the  blunt  quill — a  quantity  so  much  less 
than  the  errors  of  observation  that  it  maybe  entirely  neglected;  there  is,  therefore, 
no  correction  on  this  account  to  be  made  to  the  observations  of  1872. 

The  blunt  and  pointed  quills  were  also  alternated  in  the  Wiirdemann  comparator.  It 
was  found  that  the  blunt  quill  made  the  difference  between  the  bar  and  yards  0.00015 
greater  than  the  pointed  quill.  This  is  partly  because  the  end-surface  of  the  bai;  is 
not  at  right  angles  to  the  axis  of  the  bar,  and  partly  because  the  quill  of  the  compar- 
ator as  then  mounted  was  not  in  line  with  the  bar,  so  that  the  contact  of  the  bar  and 
quill  was  not  central ;  but  since  the  pointed  quill  was  used  in  this  comparator  during 
all  the  time,  this  difference  does  not  enter  into  the  observations  at  all,  and  need  not, 
therefore,  be  considered.* 

The  inclinations  of  the  end-surfaces  of  the  bar  were  examined.  The  quill  at  one  end 
of  the  bar  was  kept  in  contact  with  the  middle  of  the  bar,  while  the  quill  at  the  oppo- 
site end  was  read  one-tenth  of  an  inch  to  the  right,  left,  above,  and  below  the  center. 

The  difference  in  these  observations  give  the  data  for  computing  the  angular  position 
of  the  plane  surfaces  at  the  ends  of  the  bar. 

The  ends  of  the  bar  approximate  quite  closely  to  a  plane  surface,  but  are  not  quite 
perpendicular  to  the  axis  of  the  bar.  The  greatest  deviation  found  being  15'  at  the 
marked  end  of  the  bar,  an  error  of  one-fiftieth  of  an  inch  in  centering  the  pointed  quill 
may  make  an  error  of  0.00010  in  the  reading  of  the  comparator;  but  this  error  will  be 
sometimes  plus  and  sometimes  minus,  so  that  in  a  large  number  of  readings  it  will  be 
eliminated.  It  is  probably  due  to  this  cause  that  slight  irregularities  in  the  curve  of 
the  bar  are  greater  than  in  that  of  the  yards. 

The  ends  of  the  pointed  quills  have  a  radius  of  about  one  twenty-fifth  of  an  inch. 
The  inclination  of  the  end-surfaces  of  the  bar  to  the  axis  of  this  pointed  quill  and 
bar  will  make  a  constant  error,  arising  from  the  point  of  contact  not  being  central, 
which,  in  the  case  of  the  maximum  angle,  (15',)  will  be  0.000004.  This  error  is  con- 
stant mid  should  be  subtracted  from  the  readings  of  the  bar. 
Very  respectfully,  your  obedient  servant, 

E.  S.  Wheeler, 

A>ixiiitaHt  Engineer, 

General  C.  B.  Comstock. 


2. — Report  of  Mr.  i?.  S,  JVoodirard,  Assistant  Engineer. 

Determination  by  least  squares  of  the  difference  between  the  standard  bar  and  Lake  Sur- 
vey yards  Nos.  6,7, 8,9,  and  10,  at  62^  Fah.,  and<also  the  difference  between  their  co-effl- 
cients  of  expansion,  resulting  from  the  data  iu  the  preceding  report. 

The  data  from  which  the  within  computation  is  made  were  obtained  from  MS.  report 
No.  203. 

•Provided  the  iuclination  of  the  quill  to  axis  of  bar  is  so  small  as  not  to  affect 
0.00839  inch,  or  not  exceeding  2'^  30'.  It  is  scarcely  possible  that  its  error  can  have 
been  so  great. — C.  B.  C. 
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In  tbo  formation  of  the  normal  oqi]»'\tions,  the  co-efficients  were  checked  by  means  of 
the  nsnal  ''control." 

The  weights  of  the  ciuantitics  sought  were  determined,  by  two  different  methwU  and 
found  to  agree. 

The  Bar  being  longer  than  the  Yards,  and  the  valno  of  the  difference  between  tbeir 
co-efficients  of  expansion  being  positive,  (i.  e.,e  =  -\-  1.177,)  {i.e.,  bar  expands  that 
much  faster,)  it  appears  that  the  Bar  expands  or  contracts  faster  than  the  Yards. 

Throughout  the  computation,  O.OOOOl  inch  has  been  used  an  the  unit,  the  obserYed 
difference  (D  t)  being  expressed  in  the  same. 

Hence  the  values  of  the  tiuantities  sought,  and  their  probable  errors,  are  also  ex- 
pressed in  terms  of  the  same  unit. 

R.  S.  Woodward. 

January,  1874. 

D  62-  =  difference  between  Bar  and  Yards  at  62-  F. 
D    t^  =  difference  between  Bar  and  Yards  at  P  F. 

(  =  difference  between  the  co-efficients  of  expansion  of  the  bar  and  yards. 

Hence  the  equation  of  condition — 

D  62-"  +  ((o— 6  J^)  e  —  DP  =  0 


fo 

-25.2 

821 

Equatioos. 

Wt. 

V 

T  r 

36.8 

.   D  62-25. 2  e- 821=0 

1 

-11.23 

126. 11» 

24.7 

-37.3 

791 

D  62-37.3  -791=0 

5 

+  10. 12 

102.4144 

33.9 

-28.1 

e<23 

D  62-28.1    -823=0 

1 

-16.65 

277.21^ 

37.1 

-24.9 

811 

D  62-24.9   -811=0 

1      ! 

-00.^ 

ooa7;44 

36.6 

-25.4 

815 
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1 

-05.47 
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61.7 

-00.3 
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6 

+14.87 

219L 110 

61.4 

-00.6 
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1039. 3«5 

49.3 
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820 
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120L1SU 
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-1-01.4 
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+  24.75 

611865 

56.7 

-05.3 
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-06.61 
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6a9 

+06.9 
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4 

-2a  92 
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3S.a4M 
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-05.46 
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847 
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+06.1 
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l^ormal  equations. 
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-  —      78.46 
J  — 12849.35 

f=       14.99 
tz^        10.11 
—       01.711 

Probable  error  of         < 
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34 

Appendix  J.— Instrumental  constants  of  Troughton  and  Simm.V.s  NON-RErEATiv- 

THEODOLITE. 


lieport  of  Mr.  0.  Y.  Wisner,  Asfsistant  Engineer. 

.Office  United  States  Lake-Survey, 

Detroit,  Mich.,  December  20,  lt?73. 

Gen?:ral  :  I  have  the  honor  to  submit  the  following  report  upon  the  determination 
of  the  instrumental  constants  of  the  Lake-Survey  Troughton  and  Simms^s  non-repeating 
theodolite.  The  instrument  has  a  14-inch  horizontal  circle,  reading  with  three  micro- 
meters to  single  seconds,  and  a  12-iDch  vertical  circle,  reading  with  two  verniers  toteo 
seconds.    The  horizontal  ciicle  is  divided  to  5',  and  the  vertical  to  10'.    W^ere  the  verti- 
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cal  circle  provided  with  micrometers  instead  of  verniers,  it  would  he  of  uiiicL  greater 
value  where  accuracy  is  requirtid  in  the  nieasureujent  of  vertical  angles. 

The  tt^lescope  is  24.5  inches  focal  length,  with  an  ohject-gl ass  2.24  luches  in  diameter, 
and  is  provided  with  au  illuminated  axis.  The  value  of  tme  division  of  the  striding- 
level  w:is  found  to  change  with  temperature,  owing  to  the  glass  hulh  heing  too  firmly 
set  in  the  brass  case.  Values  have  been  determined  at  dilVerent  temperatures,  vaxying 
from  14^  to  70-,  from  which  the  annexed  curve  was  plotted.  The  curve  indicates  that 
the  value  of  one  division  increases  uniformly  with  the  temperature.  The  values  were 
observed  on  different  parts  of  tbe  graduation,  and  are  apparently  uniform  throughout 
whole  length. 

The  telescope  was  revolved  through  VO-  of  arc,  and  jio  change  was  noted  from  irregu- 
larity of  pivots. 

The  eccentricity  was  found  by  reading  tbe  micrometers  for  every  ten  degrees  for 
whole  limb,  and  reducing  by  method  given  by  Chavenet.  The  power  of  the  eye-pieces 
was  determined,  in  combination  with  object-glass,  with  a  Ramsden's  dynameter. 

The  values  of  the  equatorial  intervals,  and  of  one  revolution  of  micrometer  to  teles- 
cope, were  determined  by  setting  on  threads  of  collimator  and  reading  of  the  corre- 
sponding arcs  from  horizontal  limb.  Each  value  is  the  mean  of  live  determinations. 
The  value  of  one  division  of  level  to  vertical  circle  was  obtained  from  readings  on 
vertical  circle,  (mean  of  tec.)  The  bulb  being  set  in  the  same  manner  as  that  of  the 
striding-level,  it  will  probably  change  value  with  temperature.  All  the  notes  from 
which  the  following  tables  were  formed  will  be  found  in  note-book  S,  581. 

Letting  A,  B,  ana  C  be  the  readings  of  the  three  micrometers,  and  120° -f/?,  and 
240^-f  >'?  the  angular  distance  of  micrometers  B  and  C  from  micrometer  A,  then — 

^(B-f  C)-A=i  (>-f /3-f  i  ^  si"  (Z-f  P) 

where  e  is  the  eccentricity,  P  the  reading  of  the  line  passing  through  center  of    limb 
and  axis,  and  Z  the  division  under  micrometer  A. 

«  =  1".02,  P  =  240  53/,  and  i  (y  +  /?)  =  -2".84 


z 

i(B  +  C)-A 
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J  t  Bin  (Z  +  P) 

i 
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i(B  +  C)-A 

f  c  sin  (Z+  P) 
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The  following  table  gives  values  of  constants: 

Diameter  of  horizontal  limb 14'".0 

Diameter  of  vertical  limb 12*".0 

Diameter  of  object-glass 2'" .24 

Focal  length  of  telescope ...^ 24''*.5 

Eccentricity  of  horizontal  circle,  (toward  24^  53') 1".00 

Horizontal  limb  reads  to  (with  three  micrometers) 1".02 

Vertical  limb  reads  to  (with  two  verniers) lO^'.O 

Equatorial  interval  of  wires 1-3  =  7'  04".4 

Equatorial  interval  of  wires 2-3  =  3'  32".4 

Equatorial  interval  of  wires 4-3=3'  34".l 

Equatorial  interval  of  wires ". 5-3  =  7'  07".4 

One  revolution  of  micrometer  to  telescope 85" .2 

One  division  of  level   to  vertical  circle 3".l 

Pivot  correction  (illuminated  end  large) 0".G 

Power  of  telescope  with  direct  eye-piece  (1),  diameters 30 

Power  of  telescope  with  direct  eye-piece  (2),  diameters 46.1 

Power  of  telescope  with  direct  eye-piece  (:i),  diameters i:^0.2 
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^N4    ^    Q^    CO    K    ;©    V^ 
S    N    ^    ^    ^    ^    ^ 


iN    ^    Ct    «^    )i     ^    ^-^ 
S    S    ^    ^    ^    ^    ^- 


t 


•"I' 


Power  of  telescope  with   diagonal  eye- 
piece, diameters 27.3 

Power  of  magnifiers  on  vertical  circle, 

diameters >^.S 

Power  of  micrometers  to  horizontal  circle, 

diameters 40.0 

For  valueof  striding  level  see  annexed  diagram. 
Very  respectfully  submitted. 

Geo.  Y.  Wisner, 
Assistant  Engineer. 
General  C.  B.  Comstock, 

Superintendent  United  States  Lake  StuTey. 

The  following  curve  is  that  of  the  values  of 
the  striding  level  (Troughton  and  Simms's  non- 
repeating theodolit<e)  obtained  from  observational 
made  at  diiferent  temperatures.  The  value  at  70 
degrees,  however,  is  not  very  reliable,  as  the  tem- 
perature was  changing  rapidly. 

The  value  at  14  degrees  was  obtained  by  com- 
parison with  micrometer  of  zenith  telescope 
No.  19. 

That  at  25  degrees  was  determined  by  r*'  ari- 
8on  with  micrometer,  and  also  with  stridi*  *  vel 
(new,  1873)  of  Troughton  and  Simms's4ii-'  is- 
tronomical  transit,  both  agreeing.  All  tl  .  lor 
values  are  from  comparison  with  striding  k  vel  of 
Troughton  and  Siuims's  transit. 


"1^ 

1 


1^ 


Appkndix  K.— Rksults  of  meteorological  ob- 

bEKVATIOXS. 

licport  of  Mr.  0.  B.  Wheeler f  Assintant  Euginar. 

Oi  FicE  United  States  Lake  Survey, 

Detroit,  Mich.,  May  2h,  1874. 

Sir:  I  have  the  honor  herewith  to  snbmit  the 
results  of  the  reductions  of  the  observations  made 
at  the  three  meteorological  stations  Port  Austin 
and  Monroe,  Mich.,  and  Sacket's  Harbor,  N.  Y.,  for 
the  year  1873. 

The  tables  herewith  appended  give^ — 

1st.  The  ijumber  of  observations  of  wind  from 
the  diflerent  points  of  the.  compass,  and  also  the 
total  number  for  months  and  year. 

2d.  The  resultant  direction  of  the  wind  for  each 
month  and  season,  and  for  the  year. 

3d.  The  maximum,  minimum,  and  mean  baro- 
metrical pressure  for  each  month  and  season,  and 
for  the  year,  reduced  to  32^  temperature  Fahren- 
heit, but  uncorrected  for  elevation.  The  barome- 
ters remain  at  the  same  elevations,  respectively, 
as  reported  in  the  Annual  Report  for  1872. 

4th.  The  maximum,  minimum,  and  mean  tem- 
perature for  each  month  and  season,  and  for  the 
year. 

5th.  The  mean  amonnt  of  cloudiness  for  month.s. 
seasons,  and  the  year. 

6th.  The  total  amount  of  rain  or  melted  snow 
for  months,  seasons,  and  the  year. 

7th.  The  mean  amount  of  humidity  for  months, 
seasons,  and  the  year. 

Very  respectfully,  your  obedient  serv^aut, 

O.  B.  Wheeler, 
Assistant  Engineer. 

General  C.  B.  Comstock, 

Major  of  EiifjiueerSj  U.  S.  J., 

i<n}){.  United  States  Lake  Surrey. 
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Port  Austin,  Michigan. 
Xumher  of  ohaerrations  of  icindfrom  different pointa  of  compass^  1873. 


Months. 


Janaary . . . 
February . . 

March 

April 

May 

June 

July 

August 

September. 

(>ctolH?r 

Novembor . 
December  . 

Sum  . 


X. 

KE. 

6 

13 

0 

5 

8 

6 

8 

18 

8 

24 

4 

13 

6 

16 

8 

29 

9 

2 

10 

3 

17 

5 

3 

4 

87 

138  1 

4 
8 
1 

14 
10 
14 
4 
7 
7 
3 
7 
S 


S.E. 


9 

8 
4 
8 

15 
3 
3 
4 
5 

11 
2 

11 


81 


83 


s. 

S.W. 

W. 

X.  VV. 

Calms. 

15 

21 

7 

14 

3 

8 

32 

17 

6 

0 

12 

25 

12 

16 

4 

4 

9 

12 

9 

4 

4 

9 

11 

6 

5 

15 

13 

11 

3 

10 

10 

13 

13 

11 

9 

22 

7 

2 

7 

5 

19 

23 

4 

18 

2 

16 

25 

6 

17 

0 

11 

20 

4 

21 

1 

5 

31 

16 

14 

5 

141 

228 

115 

142 

48 

No.  of 

obaerva- 

tiona. 


92 

P4 
88 
86 
92 
86 
85 
91 
89 
91 
88 
91 

1,063 


Monroe,  Michigan. 
Sumher  of  observations  of  mnd  from  different  points  of  compass f  1873. 


Months. 


J.inuar\' .. 
February . 

March 

April 

May 

June 

.July 

AU}£USt 

St'ptember 

October 

yoveraber 
December . 

Sum. 


N. 

N.E. 

£. 

11 

9 

11 

4 

17 

3 

5 

9 

7 

6 

25 

9 

9 

36 

6 

4 

19 

6 

10 

17 

3 

9 

20 

6 

13 

12 

9 

6 

12 

7 

5 

16 

7 

4 

14 

6 

86 

206 

80 

S.E. 


8 
5 
5 
7 
8 
12 
3 
9 
6 
5 
5 
5 


78 


S. 

14 
5 

12 
.') 
9 

13 
9 
7 

10 

13 
7 

11 


115 


22 

21. 

19 

19 

16 

18 

21 

16 

23 

27 

22 

27 


251 


S.  W. 


w. 

N.W. 

12 

6 

18 

3 

i    21 

15 

8 

11 

6 

3 

7 

3 

9 

6 

6 

7 

5 

6 

10 

8 

11 

10 

15 

7 

128 

85 

Calms. 


0 
0 
0 
0 
0 
8 
8 
13 
6 
5 
7 
3 


50 


No.  of 
obm^rva 

tiODS. 


93 
76 
93 
90 
93 
90 
86 
93 
90 
93 
90 
92 


1,079 


Sachet's  Harbor,  New  York. 
Number  of  observations  of  wind  from  different  points  of  compass^  1873. 


Months. 


I      N. 


January  . . 
February  . 

>f  arch 

April 

May 

June 

July 

August ... 
.September 
October... 
November 
December 

Sum. 


5 
2 
3 
7 
4 
1 
3 
2 
3 
8 
12 
5 


N.E. 


21 
19 
17 
27 
13 
13 

M 
18 

2 
14 
28 
22 


55    I      202 


£. 


4 

1 
3 
6 
2 
5 
4 
11 
5 
2 
9 
6 


58 


S.E. 


4 

3 
3 
0 
3 
7 
5 
7 
4 
6 
1 


45 


S. 


s.  w. 


17 

12 

15 

12 

23 

10 

6 

10 

27 

13 

24 

20 

25 

26 

21 

11 

31 

11 

29 

12 

6 

10 

21 

12 

245 


159 


W. 


13 
14 
19 
14 
15 
11 
12 
12 
19 
12 
7 
14 


162 


N.W. 


7 
5 

7 
6 
3 
4 
1 
4 
6 
9 
9 
7 


68 


Calms. 


12 

12 

8 

11 

15 

8 

3 

3 

1 

3 

3 

5 


84 


No.  of 
observa- 
tions. 


93 

84 
93 
90 
92 
89 
8!^ 
87 
85 
93 
90 
93 

1,078 
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Jiiaaltant  (Urn  timi  of  the  wind  for  tavh  monih  and  ncason,  and  for  the  ytar  1S73. 


MoDtljs,  neasons,  ami  year. 


Port  Austin. 


Monroe. 


MONTH. 

Januiirv 

iM'bruaiv 

March.; 

A  pril 

May 

Jnrie 

July 

AugUHt 

September 

October 

November 

December 

!»EASON 

Spring 

Slimmer 

Aatnmn  

Winter  of  ie7',»  and  lb73  ... 

YF.AK. 

1873 


S.  ..(i^  w. 
X.  y^^  w. 
\.    :p    k. 

X.  C(P  E. 
X.  1-2^  W. 
X.  4G3  W. 

X.  :w^   K. 

X.  41^  W. 
X.  2tP  W. 
X.  HP  W. 
S.    Ic^  W. 


X.  10^  W. 
N.     1^  W. 

X.  -2^^  W. 
X.  71^  W. 


N.  30^  W. 


S.  40  W. 
S.  tf4-  W. 
S.  77  W. 
X.  65^  E. 
X.  W-  E. 
S.  3r^  E. 
X.  81 2  AV. 
X.  43-  E. 
S.  28^  W. 
S.    37=  W. 

s.  533  W. 

S.    37-  W. 


X.  r.7=  W. 

N.  8P  E. 
S.  36=  \V. 
S.    (iU^  W. 


S.    47=  W. 


Jacket's 

HMrbor. 

S. 

r.3    w. 

s. 

cv  w. 

s. 

5.^  W. 

X. 

f\'  w. 

S. 

3G:  W. 

s. 

41-  W. 

s. 

44-   W. 

s. 

arr^  w. 

s. 

41-  W. 

s. 

43    W. 

X. 

7-     W. 

s. 

to  w. 

s. 

.%=  w. 

s. 

41=  W. 

s. 

50=  W. 

s. 

69    W. 

s. 

W=  W. 

Maximum,  minimum,  and  me^in  barometrical  prensure  for  each  month  and  season,  and  for  the 

year  1873. 


Mouth8,  seaHODP,  and  year. 


MONTH. 

Janaary 

February 

March 

April 

May 

June 

Jtily 

Augnst 

September 

October 

November 

December 

SEASON. 

Spring 

Summer 

A  ntnmn 

Winter  of  1872  and  1873  . . . 

YEAR. 

1873 

Range 


Port  Austin. 


a 
s 

H 


29.747 
29.716 
29.933 
29.643 
29.837 
29.695 
29.577 
29.779 
29. 795 
29.  870 
29.923 
29.899 


29.933 
29.  779 
29.923 
29.849 


29.933 


s 

9 

a 
a 


28.745 
2a  722 
28.175 
28.781 
2a  882 
28.860 
29.018 
29.115 
28.907 
28.287 
2a  724 
28.654 


3 


2P.306 
29.288 
29.265 
29.288 
29.296 
29.301 
29.352 
29.426 
29.369 
29.348 
29.356 
29.412 


Monroe. 


Sacket'8  Harbor. 


s 
s 

a 

a 

:3 


29.776 
29.782 
29.962 
29.503 
29.774 
29.808 
29.619 
29.730 
29.761 
29.759 
29.901 
29.852 


28. 175  29.  283  29.  9fi2 

28.  860  I  29.  :J60  29.  808 

28.287  29.3.')8  29.901 

28.  722  !  29.  412  29.  886 


28.175  29.334  29.  U62 


a 

a 


28.740 
28.843 
2a  738 
2a  755 
28.912 
28.899 
29.098 
29.137 
29.052 
2a  751 
28.703 
2a  928 


2a  738 
2a  899 
28.  703 
28.740 


28.703 


V 
^ 


1.758 


1.  259 


29.341 
29. 315 
29.297 
29.269 
29.297 
29.334 
29.366 
29.427 
29.411 
29.387 
29.310 
29.  445 


29.288 
29.376 
29. 369 
29.372 


29.350 


a 
a 


30.182 
30.219 
30.329 
29.933 
30.132 
30.061 
29.923 
30. 045 
30.129 
30. 249 
30.364 
30.  406 


30.329 
30. 061 
30.364 
30.283 


30.  406 


0 

s 

.3 


29.118 
2a  985 
28.635 
29.950 
29. 119 
29.S60 
29.358 
29.515 
29.318 
29.051 
2a  816 
29.153 


2a  635 
29.260 
2a  816 
28.985 


2a  635 


6 

ce 


99.717 
29.646 
99.597 
29.614 
29.685 
99.657 
29.673 
29.781 
99.719 
99.738 
99.625 
29.772 


99.632 
29.704 
29.691 
2S.708 


29.685 


1.771 
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Maximum,  minimumjaud  mean  tempcraf  are  for  each  month  and  season ^  and  for  the  year  1873. 


Mouths,  sta-Hons.  .lud  voar. 


MONTH. 

January 

Fobiuury 

March 

A  pril 

May 

June 

July  

August 

Si'ptember 

October 

November 

December 

SEASON. 

Spring 

Summer 

Autumn  

Winter  of  1872  and  1873 

YBAR. 

1873 

Range 


Port  Austin. 

Monroe. 

5 
S 

"y. 

• 

s 

5 

.  s 

• 

5 
1 

• 
• 

±1 

5? 

a 

1^ 

?? 

44 

0 

1^.1 

53 

— 2G.  5 

20.1 

55 

4 

21.0 

5^ 

}i 

25.6 

54 

0 

21).  2 

59 

—  0 

30.6 

61 

13 

38.7 

71 

2ri 

43.  2 

TO 

•33 

51.5 

87 

34 

58.  0 

S»2 

34 

66.7 

ih;  ' 

39 

72.5 

IK) 

50 

70.9 

96 

50 

74.0 

85 

52 

70.1 

\C 

52 

73.8 

8.") 

40 

60.6 

91 

35 

62.7 

78 

27 

47.6 

79 

22 

47.6 

53 

11 

31.5 

57 

4 

32.3 

56 

14 

31.3 

57 

10 

31.4 

79 

0 

39.8 

87 

—  9 

43.9 

92 

34 

69.2 

96 

39 

73.4 

85 

27 

46.9 

91 

4 

47.5 

55 

—12 

19.5 

58 

-26.5 

21.5 

92 

—7 

44.8 

96 

-26.5 

47.7 

S 

►9 

12! 

2.5 

Sacket's  ITaibor. 


51 
45 
50 
59 
82 
88 
86 

8:? 

76 
54 
59 


82 
88 
86 
51 


88 


a 

mm 

3 

a 


0  I 

0 

0 
20 
27 
42 
48 
45 
34 
21 

0 
—4 


0 

42 

0 


18.2 
20.  5 
27.1 
38.7 
52.8 
64.9 
69. 1 
67.4 
60.8 
48.  5 
27.5 
29.0 


39.  5 
67.1 
45.6 
18.4 


43.7 


92 


Mean  amount  of  cloudiness  from  0  (clear  sJcy)  to  10,  for  monlhs,  seasons,  and  year, •for  the 

year  1873. 


Stations. 


Port  Austin 

Monroe 

Sacliet's  Harbor 


• 

i 

7.7 
7.4 

8.0 

2 

.a 

9 

- 

3.4 
5.0 
6.3 

■ 

5.9 

4.8 
4.6 

• 

0* 

< 

6.5 
5.8 

|7.3 

3.4 
3.8 
5.3 

• 
0 

a 

•-3 

2.9 
2.7 

4.8 

• 

>> 

a 

3.0 
3.4 
.5.9 

1 

3.9 
3.1 
5.7 

1 

a 

a. 

4.2 
4.0 
.5.4 

»4 

1 

5.1 

4.7 
6.6 

> 

7.0 
5.7 
8.6 

.a 

a 


6.9 
6.4 

a2 


a 

•c 

Pi 
CO 


5.3 

4.8 
5.7 


9 

a 
a 

a 

CO 


2.9 
3.1 
5.5 


a 


I 


5.4 

4.8 
6.9 


5.3 
5.9 
7.5 


4.9 
4.7 
6.4 


Total  amount  of  rain  or  melted  snotv,  in  inches^  for  months^  seasons,  and  year,  for  the  year  1873 


• 

I 

c^ 

• 

• 

u 

• 

• 

a 

5 

t^^ 

Stations. 

« 

3 

a 
cs 

3.34 

08 

2 

.a 

• 

.a 

1 

• 

c 

a. 
< 

5.18 

a 

• 

•3 

•-a 

3 

3 
< 

1.31 

a 
p. 

5.21 

8 

6.22 

i 

> 
o 

2.76 

a 

1.18 

a 
■§, 

CO 

8.68 

a 
a 

6.12 

a 

3 

5.38 

• 

Port  Austin 

0.24  1.61 

1.  89'3. 26  1.  55 

14. 19 

3a  75 

Monroe 

4.37 

I.  39  3.  58  4.  17 

3.94 

3. 26  2. 22  0.  96  2.  43 

2. 03  1.  86  4.  40 

11.69 

6.44 

6.32 

7.62 

34.61 

Sacket's  Harbor 

4.50 

1.  34  6.  72  3.  44  1. 10  1. 42  4. 18  2.  87  2. 20 

1                          i                 1 

5.30  2.84  2.70 

1 

11.26 

8.47 

10.34 

7.96 

38.61 

Mean  amount  of  humidity  for  months,  seasonr,  and  year,  (saturation  1.000,) /or  the  year  1873. 


Stations. 


Port  Austin 

Monroe 

Sacket's  Harbor 


u      5      -J 


a34.  81 0.772.  752 


O 


6991.668.701.715.691  .728 


.  785 .  727 .  672 .  702 .  6901.  670 .  691 1.  677 .  6761.  713 
.  848  .  842 .  852.  774'.  667!.  651 .  718 .  715 .  683  . 701 


I         I 


.a 

a 

> 


9 

.a 

a 

V 

Q 


.  779'.  787 
,  689 .  765 
.714.764 


a 
*C 

CO 


a 
a 

3 
JO 


741.695 
688 .  679 
764 .  695 


a 

a 

3 


3   ;r 


,ss 


.  733 .  902 
.  693 .  750 
.  699 .  840 


.745 
.705 
.744 
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Appendix  L.~Charts  issued. 

Table  showing  the  annual  issue  of  charts  of  the  Xorthern  and  yorthwesiern  JmIg. 

Prior  to  October  1, 1857 V**) 

October  1,1857,  to  October  1,1858 l.filj 

October  1, 1858,  to  October  1, 1859 %m 

October  1,1859,  to  October  1,1860 4,!*) 

October  1, 1660,  to  October  1, 1861 U^ 

October  1,1861,  to  October  1,1862 5,24.i 

October  1,1862,  to  October  1,1863 iM 

October  1,1863,  to  October  1,1864 3,4!3 

October  1,1664,  to  October  1,1865 2,ie9 

October  1,1865,  to  October  1,1866 V^^ 

July  1,1866,  to  July  1,1867 5,W 

Julvl,1867,to  July  1,1868 ^M 

July  l,1868,to  July  1,1869 5.C< 

July  1,1869,  to  July  1,1870 !»: 

July  1,1870,  to  July  1,1871 .^3^ 

July  1,1871,  to  July  1,1872 3.«9 

Julvl,  1872,  to  July  1,1873 o,:>lt; 

July  1,1873,  to  July  1,1874 M^l 

IJiit  of  tracings  from  original  Laic  Survey  Charts  furnished  frofn  July  1, 1873,  to  Jtilji\,\f^ 


To  whom  furnished.  Date. 


Locality. 


Mjvj.  D.  C.  Houaton 1  July  26.1873 

Mi^j.  D.  C.  Houston i  Aug.  21, 1873 

William  T.  Casgrain I  Sept.  27, 1873 

Maj.  D.  C.  Houston I  Kov.    3.1873 

M^.  G.  Weitzel April  9,1874 

Mai  .G.  Woitzel I  April  9,1874 

Maj.  G.  Weitzel '  June  29,1874 


•  j  Lake  Superior. 


Grand  Marais  Harbor.  Lake  Soprrw 
Grand  Portage  IJav.  Lake  Snp*ri«. 
Vicinitv  of  Stnrgreon  Bay  Canal. 
Grand  Marais  Harbor,  Lake  Sopois 
Maniton  Island,  Lak<^  Saperior. 
Huron  Islands.  Lake  Superior. 
Portion  of  Siskiwit  Bay,  Isle  Rojil' 


APPENDIX  DD. 

ANNUAL   REPORT   OF   MAJOR  G.  L.  GILLESPIE,  CORPS  OF 
ENGINEERS,  FOR  THE  YEAR  ENDING  JUNE  30,  1874. 

SURVEY  OF   THE  BATTLEFIELDS  IN  THE   SHENANDOAH^  VALLEY,  VIB 

GINIA. 

Headquarters  Mlliiary  Division  of  the  Missouri, 

Office  of  the  Chief  Engineer, 

Chicago,  III.,  August  25,  1874. 

General  :  I  have  the  bouor  to  submit  herewith  my  annual  report  on 
the  survey  of  the  battle-fields  in  the  Shenandoah  Yalley,  for  the  fiscal 
year  endiug  June  30, 1874. 

The  field-work  of  the  surveys  in  the  Shenandoah  Valley,  with  which 
I  was  charged  by  Special  Order  46,  Headquarters  Military  Division  of 
the  Missouri,  May  7,  1873,  was  completed  in  October,  1873.  My  parties 
were  then  discharged,  retaining  one  assistant ;  and  in  obedience  to 
Special  Order  No.  78,  Headquarters  Military  Division  of  the  Missouri. 
September  9, 1873,  my  office  was  transferred  to  Chicago. 

In  February  the  topography  of  the  maps  was  completed,  and  having 
received  verbal  instructions  from  theLieutenant-General  to  indicate  apoa 
the  maps  the  positions  and  principal  movements  of  the  contending 
forces  during  the  engagements,  I  opened  a  correspondence  with  all  the 
accessible  commanders  of  the  corps  and  divisions  constituting  the  Army 
of  the  Shenandoah  ;  and  with  Major  Jed.  Hotchkiss,  late  Chief  engineer 
on  the  staflf  of  General  Early,  commanding  the  confederate  forces  in  the 
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Slienaiidoah  Valley,  with  the  view  of  acquiring  more  detailed  informa- 
tion relative  to  special  movements  than  was  contained  in  official  reports. 

AVhile  acknowledging  a  disposition  on  the  part  of  all  from  whom  I 
received  replies  to  contribute  to  the  end  in  view,  with  but  few  excep- 
tions the  actual  information  received  was  meager  and  unreliable,  con- 
flicting in  many  cases  with  official  reports. 

^ly  communications  contained  a  general  review  of  the  operations,  and 
were  accompanied  by  accurate  sketches  of  the  ground  on  a  suitable 
Bcale  for  ready  comprehension,  but  for  reasons  which  I  can  only  ascribe 
to  lack  of  memory,  or  to  imperfect  comprehension  of  a  topographical 
sketch,  but  little  available  detail  was  gained.  1,  then  deemed  it  best  to 
print  the  maps  at  once,  using  first  only  such  information  as  was  clearly 
and  unmistakably  indicated  in  the  official  reports  or  was  gained  from 
other  reliable  sources,  leaving  the  residue  to  be  added  as  it  could  be  ob- 
tained subsequently. 

1  desire  to  express  my  thanks  to  Major  Hotchkiss,  of  General  Early's 
^taft',  for  his  courtesy  in  giving  locations  and  movements  of  the  confed- 
erate troops. 

Early  in  April  an  ajrangement  was  entered  into  with  a  lithographer 
^^i  New  York  City  for  printing  two  hundred  copies  of  each  of  the  sheets. 
Those  of  Winchester  and  Waynesborough  have  been  received  at  this 
^ftice,  and  those  of  Cedar  Creek  and  Fisher's  Hill  will  be  received  at  an 
^Hrly  day.  ^ 

^tiionnt  available  Juue  30,  1873 S4,897  71 

^Uiount  allotted 2,500  00 

7,397  71 
-^tnoiiut  expeuded 7,:W3  00 

Balance  returned  to  the  Treasury 14  71 

Kespectfully  submitted. 

G.  L.  Gillespie, 
Major  of  Engineers, 
Brig.  Gen.  A.  A.  Humphreys, 

Chief  of  Engineers^  U.  S.  A. 
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ANNUAL   EEPORT   OF   MR.   CLARENCE   KING,  GEOLOGIST, 
FOR  THE  FISCAL  YEAR  ENDING  JUNE  30,  1874. 

aEOLOGICAL  EXPLORATION  OF  THE  FORTIETH  PARALLEL,  FROM 
BIERRA  NEVADA  TO  THE  EASTERN  SLOPE  OF  THE  ROCKY  MOUNT- 
AINS. 

U.  S.  Geological  Exploration  of  the  40th  Parallel, 

New  York,  September  20,  1874. 

General  :  I  have  the  honor  to  present  herewith  a  brief  annual 
report  of  the  operations  of  the  geological  exploration  of  the  fortieth 
parallel,  under  my  charge,  from  July,.  1873,  to  the  present  time. 

My  corps  of  assistants  has  consisted  of  two  geological  assistants,  one 
topographer,  a  clerk  during  one  month,  (July,  1873,)  one  messenger,  and 
one  micoscopical  assistant,  the  latter  from  April  last  to  the  present 
time. 
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FIELD-WORK. 

The  only  field-operatiou  undertaken  during  the  year  was  a  recon 
noissance-journey,  made  by  me  in  the  autumn  of  1873,  and  extending 
from  September  2  to  December  13.  During  that  journey  I  visited  and 
examined  the  White  Mountain  Range  in  California,  with  its  important 
ancient  rocks  and  mining  districts.  Also  the  mining  regions  of  Piocbe, 
Hamilton,  Eureka,  Austin,  and  Toyase,  all  in  Nevada ;  the  first  locality 
for  pure  geological  research,  and  all  the  Xevada  localities,  to  study  tbe 
dependence  of  mineral  districts  on  local  geology.  The  results  of  these 
examinations  were  admirably  satisfactory,  but  cannot  be  intelligently 
treated  within  the  necessarily  narrow  limits  of  a  report  like  this.  It  may 
be,  however,  generally  stated  that  the  Silurian^  and  probably  the  Ackm^^, 
formations  were  recognized  in  California,  and  that  the  comparative 
study  of  the  mining  districts  has  developed  a  most  interesting  classifi- 
cation, dependent  upon  wide  geological  causes. 

TOPOGRAPHY. 

During  the  year,  all  the  series  of  topographical  maps  (proi>er)  have 
been  completed  on  a  scale  of  4  inches  to  the  mile.  The  last  plats  were 
reduced  to  the  common  scale,  and  the  hill-draughting  completed.  This 
series  consists  of  ten  sheets,  each  20J  inches  by  2(>|  inches,  neat-line 
measurement,  representing  a  continuous  belt  of  country  from  the  one 
hundred  and  fourth  meridian  to  the  one  hundred  and  twentieth. 

Along  the  fortieth,  forty-first,  and  forty-second  parallels  of  latitude, 
the  hill-work,  instead  of  hachures,  is  represented  by  brush-shading  with 
an  oblique  light,  and  is  intended  to  have  this  effect  reproduced  in  litho- 
graphic crayon-ink,  that  being  the  only  means  within  the  limits  of  onr 
funds.  One  of  these  ten  sheets  has  been  in  the  hands  of  Mr:  Julias 
Bien  for  eight  months  and  is  now  being  proved. 

I  have  delayed  this  report  until  now,  hoping  for  weeks  to  be  able  w 
accompany  it  by  a  specimen  proof-sheet,  but  I  shall  be  unable  to  for- 
ward it  for  ten  days  yet.  I  can  only  say  that,  judging  from  the  stone 
and  preliminary  proofs,  a  very  creditable  result  may  be  expected. 

The  ten  companion  sheets  of  grade-curve  topography,  designed  to  be 
the  basis  for  geological  maps,  are  also  engraved,  and  are  now  receiving 
their  lettering  and  altitudes,  and  are  undergoing  correction  for  engraver's 
ferrors  in  grade-curve  work.  The^  are  on  the  same  scale  as  the  topo- 
graphical  maps.  Upon  these  we  are  coloring  the  geological  formation^ 
and  upon  them  finally  will  be  printed  the  geological  charts. 

The  original  plats  of  field-work,  on  a  scale  of  two  miles  to  the  inch, 
have  all  been  put  in  order  to  go  on  record  at  the  Engineer  Department. 
Such  as  in  the  first  instance  were  not  on  good  permanent  paper  are  now 
transferred  to  new  sheets,  and  the  whole  series,  although  ready  to  be 
transmitted  to  headquarters,  are  retained  here  at  present  for  reference. 
Should  the  specimen-sheet  of  topography  prove  satisfactory,  it  is  ex- 
pected that  four  engravers  will  be  at  once  put  on  the  remaining  nine 
sheets,  and  that  all  may  be  completed  in  ten  months. 

GEOLOGY. 

The  preparatory  work  for  the  two  geological  volumes  has  gone  on 
uninterruptedly  during  the  year,  consisting  of  chemical  analysis,  micro- 
scopic study  of  the  sedimentary  rocks,  (paleontology  preparation  of  rock- 
slides  for  examination  under  transmitted  light,)  and  preparation  of 
illustrations. 
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CHEMISTRY. 

There  are  uow  completed  studies  of  tbe  cbeuiistry  of*  the  tlieriiial  aud 
5>aliue  waters  of  our  Cireat  Jiasin  region  ;  also  of  tbe  numerous  alkaliue 
deposits  of  Navada  and  Utah,  (witbiu  our  limits,)  many  of  which  are  of 
commercial  value. 

Analyses  have  also  been  made  of  the  tufaceous  deposits  of  tbe  lake 
terraces  of  Pyramid  and  Salt  Lakes,  illustrative  of  the  condition  of 
the  lime-charged  lakes,  of  which  tbe  present  sheets  of  water  are  but 
shrunken  relics.  We  are  now  engaged  upon  silicate  analysis,  de- 
i>igned  to  settle  certain  difficult  points  in  the  composition  and  classifica- 
tion of  the  crystalline  rocks.  These  latter,  necessarily  the  slow  est  of  all 
our  chemical  work,  are,  however,  progressing  as  rapidly  as  possible^  and 
w  ill  be  continued-during  the  present  year.  When  assembled  the  whole 
cbemical  work  will  be  found  to  touch  only  such  points  as  are  quite 
necessary  for  the  intelligent  description  of  localities.  The  whole  amount 
of  analytical  work  might  have  been  profitably  devoted  to  single  divisions 
of  onr  study,  and  although  it  may  seem  large  in  the  aggregate,  chemical 
inquiry  has  only  been  directed  to  the  few  necessary  problems. 

MICROSCOPIC   STl'DV. 

Twelve  hundred  illustrative  slides  (or  thin  sections)  of  typical  species 
and  varieties  of  rocks  have  been  made  within  the  year,  and  are  now 
being  actively  studied.  This  branch  of  investigation  is  one  of  the  newest 
additions  to  geological  study,  but  has  become  essential  wherever  a  con- 
siderable variety  of  crystalline  rocks  are  to  be  classified.  This  is  pecu- 
liarly the  case  in  the  treatment  of  a  region  so  rich  in  varied  volcanic 
products  as  ours.  Although  our  studies  have  commenced  but  recently, 
important  observations  have  already  been  made. 

Together  with  the  chemical  results,  this  microscopical  work  is  enabling 
us  to  identify  the  whole  of  our  collection  of  rocks  with  the  known 
petrograpliic  types  of  Europe,  a  labor  not  hitherto  attempted  in  this 
country  on  any  considerable  scale.  In  this  I  am  now  receiving  the 
co-operation  of  Dr.  Ferdinand  Zirkel,  professor  of  geology  in  the  Uni- 
versity of  Leipzig,  the  most  eminent  authority  in  Europe.  He  is  exam- 
ining with  us  the  crystalline  rocks,  and  Dr.  Wright  is  at  work  upon  the 
microstructure  of  the  sedimentary  rocks. 

As  authorized  we  have  imported  a  first-class  l)ino<ular  litbological 
microscope,  with  comi)lete  accompanying  appliances  for  polarization  and 
spectroscopic  work.  This  instrument,  selected  with  much  care  by  Mr. 
iS.  F.  Emmons,  in  England^  proves  admirably  adapted  to  our  needs.- 

PALEONTOLOOY. 

The  unhappy  failure  of  Prof.  B.  F.  Meek's  health  has  caused  me  much 
delay  and  anxiety  as  to  a  completed  paleontological  report.  The  fossil 
material  not  already  worked  up  by  Meek  was,  in  July  last,  given  to 
Messrs.  Hall  and  Whitfield,  of  Albany,  who  promise  to  bring  their  work 
to  a  close  in  October.  As  soon  thereafter  as  their  few  illustrations  are 
lithographed,  the  volume  IV,  already  more  than  half  in  type  can  be 
rapidly  brought  out. 

GEOLOGICAL  ILLUSTRATIONS. 

The  preparation  of  geological  maps  and  illustrations  has  been  and  is 
now  pushed  as  rapidly  as  possible.  They  consist  of  the  ten  atlas  geo- 
logical maps  of  views  of  interesting  geological  objects  and  localities 
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now  being  put  upon  stone,  besides  relief  and  orographical  diagrams  and 
strati  graphical  sections.  The  latter  will  progress  pari  passu  with  the 
text,  and  are  now  under  way.  A  series  of  eleven  colored  plates  are  also 
in  progress,  illustrating  important  geological  views  in  which  color  plays 
an  important  part.    They  are  to  be  chromo-lithographed  for  volume  I. 

GENERAL. 

It  will  require  six  or  eight  months  more  to  complete  the  preparation 
of  all  the  detailed  work  necessary  for  the  final  reports  and  their  illus 
tration.  The  entire  past  year  has  been  devoted  to  this  labor,  and  we 
are  now  able  to  look  forward  to  a  speedy  completion  of  all  the  pre 
limiuary  questions  undertaken  by  us.  With  the  chemistry,  microscopy, 
paleontology,  and  | illustrations  all  off  our  hands  there  will  remain  onlv 
to  complete  the  text,  the  least  laborious  and  time-consuming  part  of  on: 
long  research.  It  is  my  hope  and  intention  to  have  everything  com- 
pleted within  a  year  from  this  time,  and,  if  possible,  printed. 
Very  respectfully,  your  obedient  servant, 

Clare:^ce  King, 

Geologist  in  Charge. 
Bri^.  Gen.  A.  A.  TIumphreys, 

Chief  of  Engineers,  U.  S,  Army, 


APPENDIX  FF. 

ANNUAL  REPORT  OF  LIEUTENANT  GEORGE  M.  WHEELER, 
CORPS  OP  ENGINEERS,  FOR  THE  FISCAL  YEAR  ENDING 
JUNE  30,  1874. 

GEOGRAPHICAL  EXPLORATIONS  AND  SURVEYS  WEST  OF  THE  ONE  HUN 
DREDTH  MERIDIAN,  IN  CALIFORNIA,  NEVADA,  UTAH,  ARIZONA,  COLO- 
RADO, NEW  MEXICO,  WYOMING,  AND  MONTANA. 

Season^s  operations. 

United  States  Engineer  Office, 
Geographical  Explorations  and  Surveys 
West  of  the  One  Hundredth  Meridian, 

Washington^  D.  C,  June  30,  1871. 

General:  I  have  the  honor  to  submit  the  following  annnal  report 
upon  geographical  explorations  and  surveys  west  of  the  one  hundredth 
meridian,  in  California,  Nevada,  Utah,  Arizona,  Colorado,  New  Mexico. 
Wyoming,  and  Montana  for  the  fiscal  year  ending  June  30,  1874. 

Toward  the  close  of  the  last  fiscal  year,  the  expeditiou  of  1873  bad 
ftiken  the  field  in  three  separate  divisions  from  Salt  Lake  City,  Utah. 
Denver,  Col.,  and  Santa  Fe,  N.  Mex. 

The  Salt  Lake  division,  under  Lieut.  R.  L.  Iloxie,  Coq)s  of  Engineers, 
crossed  the  Colorado  River  near  the  mouth  of  Paria  Creek,  emerging 
upon  the  mesa  to  the  southward,  in  the  vicinity  of  El  Vado  de  las 
Padres;  from  thence  making  its  way  to  the  southward,  joined  the  soath- 
ern  or  main  division,  operating  in  the  territory  in  New  Mexico  and  Ari- 
zona but  little  known,  lying  between  the  thirty-fifth  and  the  thirty-sec- 
ond parallel  after  it  had  completed  the  duties  assigned  to  it  in  atlas 
rectangles  50  and  59. 
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Each  division  was  accompanied  by  a  small  escort.  These  escorts 
were  (with  the  exception  of  one  corporal  and  six  men,  with  Lieutenant 
Hoxie,  detailed  from  the  military  department  of  the  Platte,  General  E. 
O.  C.  Ord  commanding)  drawn  from  the  military  department  of  the  Mis- 
souri, General  John  Pope  commanding,  the  larger  portion  of  the  latter 
having  been  detailed  from  the  military  district  of  New  Mexico,  Col.  J. 
Irwin  Gregg  commanding.  These  escorts  were  distributed  among  the 
several  working  field-parties,  and  were  in  numbers  sufficient  only  for  the 
protection  of  the  lives  of  the  members  of  the  expedition  and  for  guarding 
the  public  property.  The  necessary  number  of  guides,  packets,  herders, 
laborers,  &c.,  accompanied  the  expedition. 

The  Denver  division,  or  Colorado  party,  under  Lieut.  W.  L.  Marshall, 
Corps  of  Engineers,  was  occupied  for  the  entire  season  in  Colorado,  and 
completed  most  successfully  the  duties  assigned  to  it  in  that  field. 

Executive  reports  submitted  by  Lieutenants  Hoxie  and  Marshall  are 
herewith. 


Report  of  Lieut  R,  L.  Hoxie,  Corps  of  Engineers, 

United  States  Engineer  Office, 
Geographical  Explorations  and  Surveys 

West  of  One  Hundredth  Meridian, 

Washington,  D.  C,  January  1,  1874. 

Sir  :  I  have  the  honor  to  submit  the  following  executive  report  of 
operations  under  my  charge  during  the  field  season  of  1873 : 

The  party  to  which  I  was  assigned  as  executive  officer  in  charge  was 
organized  at  Salt  Lake  City,  Utah,  and  consisted  of  Gilbert  Thompson, 
topographer;  Edwin  E.  Howell,  geologist;  William  Somers,  meteorol- 
ogist; Alexander  Brown,  odometer  recorder;  one  cook,  one  cargadore, 
and  four  packers,  with  an  escort  of  one  sergeant  and  five  privates  from 
the  military  Post  of  Beaver,  Utah. 

The  party  left  Salt  Lake  City  on  May  30th,  and  operated,  until  Septem- 
ber 7th,  east  of  the  Wahsatch  Mountain^  in  Castle  Valley,  working  its 
way  southward  to  the  Colorado  Eiver,  over  the  western  part  of  Castle 
Valley,  the  portion  of  country  required  to  complete  atlas  sheets  Nos.  50, 
59,  and  67,  at  that  time  prepajing  for  publication. 

On  the  7th  of  September  we  crossed  the  Colorado  Eiver  and  proceeded 
by  way  of  Oraybe  and  the  Moquis  Pueblos  to  Fort  Wiugate,  N.  Mex., 
whence,  after  refitting,  we  proceeded  southward,  cooperating  with  the 
other  parties  in  New  Mexico  and  Arizona  Territories,  and,  returning 
at  the  close  of  the  season, disbanded  at  Fort  Wingate  on  the  25th  of  No- 
vember. 

During  the  three  months'  operations  in  Utah  about  fifteen  hundred 
topographical  and  triangulation  stations  were  occupied,  and  one  thou- 
sand and  twenty-five  miles  of  meander  lines  measured,  besides  which 
numerous  detours  were  made  for  the  ascent  of  prominent  points  as  tri- 
angulation stations.  The  latitude  and  departure  of  camp  was  computed 
each  night,  the  meander  lines  of  the  day  plotted,  and  the  principal  topo- 
graphical features  drawn  upon  the  field-map.  Sextant  observations  for 
latitude  upon  north  and  south  stars,  and  observations  on  Polaris  for 
magnetic  declination,  were  taken  at  eaph  camp.  The  meridian  of  Proyo 
was  connected  with  that  of  the  observatory  at  Salt  Lake  City,  time-sig- 
nals having  been  sent  over  the  wires  of  the  Deseret  Company,  freely 
tendered  to  the  expedition  by  the  courteous  action  of  D.  Milton  Musser, 
superintendent. 
31  ENG 
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The  cistern  ami  aneroid  barometers,  with  the  psychronaeter,  wererwd 
at  regular  intervals  in  camp  and  at  all  points  that  would  serve  to  indi- 
cate the  relief  of  the  country. 

About  six  thousand  square  miles  of  a  very  difficult  mountain  aod 
canon  country  was  mapped  here. 

The  accuracy  of  the  work  depends  upon  the  triangulation  and  the 
latitude-checks.  The  former  was  entirely  upon  natural  objects,  the 
peaks  of  the  Wahsatch  range,  the  Henry  Mountains,  Xavajo,  and  prom- 
inent mesas,  and  made  with  the  gradienta  by  Mr.  Thompson,  who  has 
shown  more  than  ordinary  skill  and  energy  in  performing  rapid  and 
accurate  work.  We  derived  much  assistance  from  Mr.  Howell,  whose 
investigations  in  geology  were  necessarily  carried  on  in  intimate  con- 
nection with  the  topography. 

The  sextant  observations  were  made  entirely  by  myself,  and  the  aver 
age  probable  error  of  the  results  is  about  ten  seconds  of  arc. 

More  time  was  taken  in  this  part  ot  our  field  of  operations  than 
allowed  by  your  instructions,  but  this  was  necessitated  by  the  obstacles 
encountered.  In  the  month  of  June  we  found  the  high  passes  of  the 
Wahsatch  Range  blockaded  with  snow  and  mud,  and  the  streams  on 
the  eastern  slope  were  swift,  cold,  and  deep,  causing  serious  detentions. 

Later  in  the  season  we  had  worked  our  way  southward  into  the  canon 
country,  in  which  progress  was  necessarily  slow,  and  a  scarcity  of  grass 
and  water  added  to  the  difficulty  of  traversing  the  country.  At  this 
time  two  of  my  packers  deserted  with  thirty-two  mules,  and  caused  a 
further  delay  of  about  twenty  days.  The  time  was  usefully  employed, 
however.  The  full  working  force  kept  the  field  as  usual,  and  although 
I  had  not  intended  to  give  the  time  here,  the  work  done  in  consequence 
could  not  well  have  been  dispensed  with.  The  recovery  of  the  mules, 
with  the  men  who  ran  them  off,  cost  me  a  chase  of  four  hundred  miles, 
the  return  being  accomplished  in  two  hundi'ed  more,  over  the  wilder 
part  of  a  difficult  country. 

We  encountered  considerable  hardship  during  this  part  of  our  season's 
work,  being  frequently  without  good  wat^r,  and  sometimes  without  any. 
At  one  time  we  subsisted  for  seven  days  upon  hard  corn,  brought  along 
for  the  mules,  and  taken  Irom  them  when  they  could  ill  spare  it. 

It  was  not  possible  to  sacrifice  close  work  to  the  pressure  of  time,  as 
the  devious  track  which  covered  so  much  ground  was  forced  upon  us  hy 
the  difficult  nature  of  the  countrv. 

A  portion  of  the  results  of  this  part  of  the  season's  work  are  already 
published  in  Atlas  sheets  Nos.  50  and  59,  and  Mr.  Howell  will  report 
upon  the  geology  and  mineralogy  of  the  country  so  far  as  observer!  by 
him. 

From  the  crossing  of  the  Colorado  to  Fort  Wingate,  the  most  direct 
route  was  taken  and  no  attempt  was  made  to  map  the  country  through 
which  we  passed.  The  trail  was  carefully  meandered,  however,  the  to- 
pography adjacent  sketched  in,  and  frequent  bearings  taken  as  checks 
upon  prominent  i)oints,  with  the  usual  latitude-checks  for  the  camps 
and  the  observations  with  cistern  barometer,  aneroid,  and  psychrometer. 
The  primiary  object  here  was  celerity  of  motion,  the  survey  recom- 
mencing at  Fort  Wingate.  The  length  of  measured  meander  line  was 
about  two  hundred  miles. 

JSoou  after  leaving  Fort  Wingate  Mr.  Thompson  was  detached  by 
your  order,  with  a  snmll  party,  to  carry  a  system  of  triangles  over  the 
ground  covered  by  my  own  and  the  other  parties  then  operating  together 
iu  ]Sew  Mexico.    This  work  was  successfully  accomplished.     Base  lines 
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were  measured  at  Fort  Tulerosa  and  Fort  Bayard,  and  others  located  to 
be  measured  next  season. 

The  work  of  my  own  party  in  this  section  of  the  country  was  con- 
ducted in  the  same  manner  as  in  Castle  Valley  during  the  earlier  part  of 
the  seavson ;  but,  having  much  more  favorable  conditions,  better  results 
were  obtained. 

About  five  thousand  square  miles  were  covered  along  the  Atlantic 
and  Pacific  divide,  in  the  section  of  country  embraced  in  Atlas  sheets 
Nos.  76,  83,  77,  and  84. 

This  has  been  mapped  and  is  ready  to  be  transferred  to  the  Atlas 
sheets; 

Detailed  reports  of  the  geology  and  mineralogy  of  the  region  trav- 
ersed will  be  submitted  bv  Mr.  Howell  and  Dr.  Oscar  Loew. 
Very  respectfully,  your  obedient  servant, 

E.  L.  HoxiE, 
Lieut  of  Engineers  J  U,  S.  A, 
Lieut.  Geo.  M.  Wheeler, 

Corps  of  Engineers^  TJ,  8.  A. 


Report  of  Lieut   W.  L.  Marshall^  Corps  of  Engineers. 

United  States  Engineer  Offut^e, 
Geographical  Explorations  and  Surveys 
West  of  the  One  Hundredth  Meridian, 

Washington,  D.  C,  June  30,  1874. 

Sir  :  I  have  the  honor  to  submit  the  following  executive  report  of  the 
operations  of  the  Colorado  party  of  the  expedition  for  explorations  and 
surveys  west  of  the  one  hundredth  meridian,  during  the  field  season  of 
1873. 

In  accordance  with  the  annual  project,  approved  by  the  Secretary  of 
War  and  Chief  of  Engineers,  and  pursuant  to  instructions  from  you,  I 
organized  the  party  at  Denver,  Colo.,  about  June  1, 1873.  It^ personnel 
was  as  follows:  First  Lieut.  W.  L.  Marshall,  United  States  Engineers, 
executive  officer  and  astronomer;  Dr.  J.  T.  liothrock,  acting  assistant 
surgeon.  United  States  Army,  surgeon  and  naturalist;  Prof.  J.  J.  Ste- 
venson, geologist;  J.  J.  Young,  topographer;  Edgar  Schroeder,  assist- 
ant topographer ;  Prof.  John  Wolf,  collector  in  botany  ;  Bernard  Gilpin, 
meteorologist,  and  a  small  escort  of  enlisted  men  from  the  Fifth  In- 
fantry. Including  packers  and  employes  the  party  numbered  forty-two 
men.  Later  in  the  season  we  were  joined  b^^  Mr.  Louis  ^ell,  chief  of 
triangulatioii.  Pending  the  organization  of  the  main  party,  on  the  8th 
day  of  June  a  small  topographical  party  was  sent  out  to  define  the  bases 
of  the  mountains,  or  "  hogsbacks,''  from  the  mouth  of  the  Platte  Canon 
to  Golden  City,  with  orders  to  join  the  main  party  at  Georgetown,  Colo., 
on  the  IGth. 

On  the  17th  of  June,  having  received  at  Georgetown  the  necessary 
supplies,  I  sent  the  main  party,  under  Dr.  Kotbrock,  to  encaujp  near 
Fair  Play,  in  South  Park,  to  allow  the  collectors  in  natural  history  an 
opportunity  to  make  full  collections  in  the  several  branches  in  that 
vicinity,  and  to  establish  a  meteorological  station  at  the  permanent 
camp.  My  email  party  retraced  their  course  to  Idaho  Springs,  visited 
the  mines  at  Central  City  and  Black  Hawk;  thence,  by  way  of  Chicago 
Lake  and  Mount  Evans,  toGeorgetown,  making  the  necessary  topograph- 
ical stations.    On  June  22  the  Atlantic  and  Pacific  divide  was  crossed 
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at  the  Argentine  Pass,  and  from  this  date  to  July  4  the  party  worked 
about  the  heads  of  the  Blue  and  Platte  Rivers,  in  the  cross  range  be- 
tween Middle  and  South  Parks,  and  in  the  Blue  River  range,  making 
the  ascent  of  Lincoln  Peak  and  such  other  stations  as  were  necessar)' 
to  give  a  knowledge  of  the  topography  of  this  region. 

Leaving  the  collecting  party  at  Fair  Play  with  orders  to  move  camp  to 
Twin  Lakes,  on  the  west  side  of  the  Upper  Arkansas  River,  by  August 
1,  the  field  party  proceeded  to  survey  the  monntain-ridges  bouuding 
South  Park,  examined  the  country  about  the  heads  of  the  North  Fork 
of  the  South  Platte ;  the  Kenosha  range  from  Mount  Evans  to  the 
Platte  and  Arkansas  divide ;  this  divide  from  the  southeastern  limit  of 
South  Park  to  the  head  of  the  South  Fork  of  the  South  Platte  River, 
meandering  en  route  the  principal  roads  and  streams,  and  making  the 
necessary  stations  upon  mountain-peaks  to  check  by  triangnlatiou  the 
principal  points  of  the  survey.  Wet  Mountain  Valley  was  visited,  aud 
the  Arkansas  River  traced  from  near  Canon  City  to  Granite  C.  H.,  at 
which  place  we  arrived  August  1,  1873. 

During  this  interval,  July  5  to  August  1,  Mr.  Schroeder  was  employed 
with  a  small  topographical  party  in  collecting  topographical  data  aud 
in  meandering  roads  and  streams  in  South  Park  not  traced  uj>on  the 
plats  of  the  General  Land-OflRce,  and  not  visited  by  my  own  party. 

From  the  non-arrival  of  supplies  forwarded  by  the  Quartermasters 
Department  from  Cheyenne,  a  delay  of  several  days  was  necessitatedt 
which  interval  was  spent  In  the  immediate  vicinity  of  Twin  Lakes  in 
collecting  topographical  details.  A  base  was  measured  and  an  acearate 
trigonometric  survey  of  the  lakes  made,  and  the  topographical  features 
relatively  located  from  it.  Two  lines  of  soundings  across  either  lake 
were  made  at  the  request  of  Prof.  Stevenson. 

On  the  6th  of  August,  having  purchased  the  necessary  supplies,  the 
geologist  and  topographer  were  sent  to  visit  the  mines  at  Oro  Citj, 
Colo.,  and  McNutty  gulches,  and  Homestrike  Mountain,  and  to  exam- 
ine the  country  about  Ten-Mile  Creek,  one  of  the  tributaries  of  the 
Blue  River;  the  western  slope  of  the  Blue  River  range;  to  meander 
Eagle  River  and  its  main  branches,  and  to  define  the  northern  limit  ol 
the  main  or  Saguache  range  west  of  the  Arkansas  River. 

This  party  having  accomplished  its  object,  returned  to  the  permanent 
camp  at  Twin  Lakes  on  August  18.  On  the  following  day,  still  leaving 
the  collecting  party  at  Twin  Lakes  with  facilities  to  extend  the  field  of 
their  investigation  wheresoever  they  pleased,  two  topographic^U  parties 
were  dispatched — Mr.  Schroeder,  assistant  topographer,  to  collect  topo- 
graphical data  and  meander  the  streams  flowing  into  the  Arkansas 
north  of  Lake  Creek ;  to  fix  the  water-shed  and  locate  the  heads  of  the 
middle  branch  of  the  Roaring  Fork  of  the  Grand  River ;  while  my  owe 
party  crossed  the  divide  at  the  head  of  Lake  Creek,  and  from  August  19th 
to  September  3rd  were  engaged  about  the  heads  of  the  Gunnison  Biver. 
and  the  southern  tributaries  of  the  Roaring  Fork  of  the  Grand  Rn& 
stations  were  made  upon  prominent  peaks  in  the  Elk  Mouut^ins,  and 
also  in  the  Saguache  range  at  the  heads  of  Chalk  and  Cottonwood 
Creeks,  and  the  caiion  of  Taylor  River  traced  to  the  junction  of  this 
stream  with  East  River. 

On  the  3d  of  September  the  party  was  joined  by  Mr.  Nell,  chief  of 
triangulation,  from  Fort  Wingate,  N.  M. 

On  September  5th,  he  was  sent  with  orders  to  make  triangulation- 
stations  near  the  junction  of  the  Eagle  and  Grand,  at  the  northern  ex- 
tremity of  the  Saguache  range,  in  the  Blue  River  range,  uponGrav's 
Peak  and  Mount  Evans,  connecting  the  former  with  the  astronomical 
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point  at  Georgetown ;  thence  to  proceed  by  the  shortest  road  to  Pike's 
Peak,  which  point  had  been  located  from  a  base  measured  near  the 
astronomical  station  at  Colorado  Springs  by  Dr  Kampf,  making  sec- 
ondary stations  en  route  ;  thence  via  the  southern  rim  of  South  Park 
and  the  Phitte  and  Arkansas  divide  to  South  Arkansas  Creek,  and 
thence  to  Fort  Garland,  making  the  necessary  stations  to  give  a  con- 
nected system  of  triangles  from  the  northern  to  the  southern  limit  of 
our  survey,  from  which  points  those  occupied  by  Messrs.  Young  and 
Schroeder  could  be  fixed.  These  orders  were  carried  out  by  Mr.  Nell, 
except  that  he  was  prevented  by  snow  from  actujiUy  occupying  one  of 
the  main  stations  near  the  head  of  the  South  Arkansas,  suggested  to 
him.  This  point,  though  quite  accurately  fixed  in  longitude  and  latitude, 
must  be  occupied  the  coming  season. 

From  September  5  to  October  10  two  parties  were  continuousl}'  em- 
ployed in  completing  the  survey  of  the  drainage-areas  of  the  upper 
Arkansas,  and  that  part  of  the  area  drained  by  the  Gunnison  River 
which  lies  east  of  the  one  hundred  and  seventh  meridian.  From  the 
10th  of  October  to  November  4  a  line-survey  was  run  up  the  valley  of 
the  Rio  Grande  River  to  the  San  Juan  mining  district,  but  snow,  which 
fell  to  the  depth  of  13  inches  on  the  loth,  16th,  and  17th  of  October,  pre- 
vented any  further  work  in  this  region  at  high  altitudes  and  etfectually 
prevented  any  main  stations  on  mountain-peaks.  The  Las  Animas  River 
was  headed,  and  a  line  run  down  this  stream  connecting  with  Mr.  NelPs 
trail  from  Fort  Wingate,  thence  via  the  Pagosa  Hot  Springs,  Tierra 
Am.arilla,  and  the  head  of  the  east  branch  of  the  Chama,  and  the  San 
Antonio  River  to  Fort  Garland. 

The  streams  tributary  to  the  Rio  Grande  from  the  west  and  its  main 
South  Fork  had  meanwhile  been  meandered  by  a  small  party.  The 
Sangre  de  Christo  range  south  of  Fort  Garland  as  far  as  the  New  Mex- 
ican line  was  also  surveyed  by  Mr.  Young.  The  interval  from  Novem- 
ber 4  to  November  14  was  employed  by  Mr.  Nell  in  measuring  a  base 
near  Fort  Garland  and  expanding  it  to  his  triangulationstations. 

A  small  party  under  the  direction  of  Dr.  Rothrock  was  dispatched  on 
November  0  to  Denver  via  Wet  Mountain  Valley,  the  Hardscrable  Mines 
at  Rosita,  the  Coal  Mines  at  Canon  City,  Colorado  Springs,  and  mouth 
of  Platte  Canon,  to  define  the  limits  of  the  foot-hills  and  meander  cer- 
tain roads  and  streams.  This  party  arrived  at  Denver  December  4th, 
1873.  The  measurement  of  the  base  and  the  local  triangulation  about 
Fort  Garland  having  been  completed,  the  escort  returned  to  its  station 
and  the  supernunierary  employes  were  discharged.  My  party  left  Fort 
Garland  November  14,  and  proceeded,  via  the  Aheyta  Pass,  to  the  east 
of  the  Sangre  de  Cristo  range,  headed  the  Cucharas,  the  Apishpa,  the 
Purgatoire,  and  the  North  Fork  of  the  Canadian  River,  made  a  triangu- 
latioustation  upon  the  Greenhorn  Mountain;  then  proceeded  via  Mace's 
Hole,  Red  Creek,  Caiion  City,  Oil  Creek,  the  Canon  of  the  South 
Platte,  North  Fork  of  the  South  Platte,  and  Turkey  Creek,  to  Denver, 
making  the  necessary  topographical  stations  en  route^  and,  with  the  lines 
already'  run  by  Messrs.  Nell  and  Young,  completing  the  survey  of  the 
foot-hills.  On  the  10th  day  of  December  the  parties  were  disbanded  at 
Denver,  Colorado. 

METHODS  OP  SURVEY. 

The  two  peaks,  Gray's  and  Pike's,  were  located  from  the  astronomical 
stations  at  Georgetown  and  Colorado  Springs,  C.  T.,  and  the  computed 
length  and  azimuth  of  the  line  connecting  them  were  used  as  a  base  for 
our  triangulation. 
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During  tbe  season  thirty-six  peaks,  over  13,000  feet  in  height,  were 
occupied,  and  many  others  of  less  altitude,  which  were  fixed  by  triaiio^- 
lation  processes.  At  the  main  points,  the  angles,  repeated,  wer«*  read 
from  aii  instrument  made  by  Stackpole,  8''  circle,  graduated  to  read  by 
vernier  to  10''  of  arc.  At  other  important  points  a  gradieuta  was  em- 
ployed. In  addition  to  the  mountain-work,  nearly  five  thousand  miles 
of  roads  and  streams  were  meandered  ;  the  angled  being  read  from  a 
Casella  theodolite  and  the  distances  measured  by  an  odometer,  checked 
by  angles  to  fixed  points,  and  by  sextant  observations  made  by  myself 
for  latitude.  The  area  covered  is  nearly  twenty-one  thousand  square 
miles. 

METEOROLOaY  AND  HYPSOMETRY. 

At  all  camps  cistern- barometer  readings  were  taken  tri-daily  when 
the  camps  were  for  an  entire  day  or  more,  and  at  7  a.  m.  and  9  p.  m. 
when  en  route. 

The  altitudes  of  mountain  stations  were  determined  by  cistern  barom- 
eter observations,  referred  either  to  our  main  camps  or  to  the  astronom 
ical  hourly  stations,  and  by  vertical  angles  from  barometric  and  trigtv 
nometric  bases. 

At  topographical  stations  along  roads  and  streams  aneroid  readings 
were  taken.  The  profiles  of  nineteen  passes,  eleven  over  the  Atlantic 
and  Pacific  divide,  and  eight  over  subordinate  rangCvS,  were  taken,  and 
the  slopes  of  many  beds  of  streams  near  their  heads  determined. 

GEOLOGY. 

Prof.  J.  J.  Stevenson,  of  New  York,  accompanied  the  party  as  geolo- 
gist, and  bis  report,  already  submitted,  attests  the  ability  and  zeal  with 
which  he  worked  in  spite  of  the  necessarily  limited  facilities  thatconld 
be  afforded. 

NATURAL  HISTORY. 

Dr.  J.  T.  Kothrock  and  assistant  John  Wolfe  were  ottered  everv  fiicil 
ity  and  aid  in  my  power  in  making  collections  in  natural  history,  and 
the  results,  especially  in  botany,  have  probably  never  been  equaled  by 
any  exploring  or  surveying  expedition  to  the  West.  Nearly  12,(K)0 
specimens  of  plants  from  over  1,100  different  species,  and  large  collee 
tions  in  other  branches  of  natural  history,  were  gathered  by  these  gen- 
tlemen, and  are  now  being  worked  up. 

To  these  and  the  other  gentlemen  of  the  party,  for  their  eflBcient  aid 
and  exertions  during  the  field-season,  I  desire  to  return  my  thanks, 
llespectfully  submitted. 

W.  L.  Marshall, 
First  Lieutenant  of  Engineers, 
Lieut.  Geo.  M.  Wheeler, 

Corps  of  Engineers^  in  charge. 

The  division  moving  out  from  Santa  F6  accomplished  during  the  sea- 
son, with  the  assistance  of  the  Salt  Lake  division,  the  survey  of  11,(KHI 
square  miles  in  the  Territory  of  New  Mexico,  and  17,500  in  Arizona,  in 
a  region  possessed  of  remarkably  interesting  topographical  features. 
The  total  area  surveyed  during  the  entire  season  was,  approximately, 
72,500  square  miles.  The  degree  of  accuracy  of  the  survey  was  con- 
siderably in  advance  of  that  of  former  years.  The  connecting  station 
for  astronomical  signals  of  the  main  parties  was  at  the  Mormon  observ- 
atory, Salt  Lake  City,  until  late  in  September,  when  it  was  transferred 
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to  the  observatory  constructed  under  the  auspices  of  the  survey,  at 
Ogden,  Utah.  Several  astronomical  parties  were  remarkably  fortunate 
in  carrying  out  their  observations  at  all  points  selected,  which  were 
tw^elve  in  number,  making  it  notably  an  astronomical  campaign  of  a 
single  season,  marked  by  the  most  successful  results.  The  parties  are 
again  about  to  take  the  field  to  continue  their  labors  in  southern  an(^ 
southwestern  Colorado,  northern  and  northwestern  New  Mexico,  ana 
northwestern  Arizona.  The  geographical  area  to  be  occupied  is  repre- 
sented by  Atlas  rectangle  No.  60,  southwestern  quarter  of  No.  61,  west- 
ern half  of  No.  70,  and  portions  of  N'^.  08.  The  equipments  and  prepa- 
rations, notwithstanding  the  late  date  of  commencing  the  latter,  are 
better  than  ever  before,  and  the  addition  of  a  few  new  members  to  the 
organization  has  established  lor  each  of  the  parties  an  ei^cxent personnel. 

The  number  of  applications  by  young  men,  graduates  of  the  several 
scientific  schools  of  the  country,  besides  gentlemen  of  professional  note, 
has  been  much  greater  than  heretofore,  and  it  is  believed  will  increase 
from  year  to  year. 

The  following  officers  and  civilian  assistants  have  been  connected 
with  the  survey  during  the  season  or  i)ortious  thereof:  First  Lieut.  K. 
L.  Hoxie,  Corps  of  Engineers,  in  charge  of  main  field  party  No.  2,  until 
the  close  of  field  operations ;  since  that  time  in  charge  of  the  meteoro- 
logical branch  of  office ;  Lieut.  Wm.  L.  Marshall,  Corps  of  Engineers, 
in  charge  of  main  field  party  No.  3,  and  of  astronomical  work  in  the 
oftice,  and  since  March  24  in  charge  of  topographical  branch  ;  Lieut. 
S.  E.  Tillman,  Corps  of  Engineers,  reported  for  duty  upon  the  survey 
on  the  20th  of  August,  and  from  that  date  until  the  close  of  field  opera- 
tions was  in  charge  of  main  party  No.  1,  and  of  topographical  branch 
of  the  office  until  March  24,  when  he  was  relieved  and  ordered  for  duty 
upon  the  observations  for  the  transit  of  Venus;  Lieut.  Phili[)  M.  Price, 
Corps  of  Engineeis,  reported  for  duty  on  the  27th  of  June,  1874.  Sec- 
ond Lieut.  A.  H.  Russell,  Third  United  States  Cavalry,  was  connected 
with  the  work  during  the  year  until  February  4, 1874,  as  acting  assist- 
ant quartermaster,  assistant  commissary  subsistence,  and  oidnance 
officer  to  the  expedition.  In  addition  to  these  duties  he  was  in  charge 
of  a  portion  of  main  field  party  No.  1,  during  field  operations,  and  after- 
ward employed  in  the  settlement  of  his  accounts  and  reduction  of  his 
topographical  work,  until  relieved.  Lieut.  H.  R.  Brinkerhoff,  15th 
United  States  Infantry,  was  detailed  as  escort  officer  to  the  expedition, 
in  which  capacity  he  served  until  July  5,  1873,  when  he  was  relieved  by 
Second  Lieut.  L.  H.  Walker,  Fifteenth  United  States  Infantry,  who  in 
addition  had  charge  of  a  small  party  in  its  operations  from  Fort  Win- 
gate  to  Fort  Tulerosa,  New  Mexico,  until  close  of  field  operations. 

Acting  Assistant  Surgeon  J.  T.  Rothrock,  United  States  Army,  was 
on  duty  with  the  survey  during  the  entire  season ;  Acting  Assistant 
Surgeon  H.  C.  Yarrow,  United  States  Army,  from  January  31,  1874,  and 
on  the  3d  of  February  was  assigned  to  the  charge  of  the  natural- history 
branch  of  the  survey,  in  addition  to  his  other  duties.  Acting  Assistant 
Surgeon  C.  G.  Newberry,  United  States  Army,  rei)orted  for  duty  on  the 
7th  of  May,  1873,  in  compliance  with  instructions  of  the  Surgeon  Gen- 
eral United  States  Army,  and  continued  with  the  work  until  January 
31,  1874,  when  he  was  relieved  and  his  contract  annulled. 

Hospital  Steward  Theodore  V.  Brown  has  been  on  duty  with  the  survey 
during  the  entire  year  until  May  1st,  when  he  was  granted  furlough  for 
three  months,  with  x>ermission  to  go  beyond  the  sea. 

In  the  astronomical  branch  of  the  survey  Civilian  Assistants  Dr.  F. 
Kampf,  William  W.  Marryatt,  J.  H.  Clark,  Professor  S.  H.  Saftbrd,  and 
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Professor  H.  B.  Herr  have  been  engaged — DnKampf  daring  the  entire 
year;  Mr.  Marry att  from  July  1,  1873,  to  October  8,  1873,  when  his 
death  occurred,  at  Bozeman,  Montana ;  Mr.  Clark  from  Jaly  1  to  April 
1,  1874;  Professor  Safl'ord  for  seven  mouths;  Professor  Herr  until 
August  25,  1873. 

Assistants  Louis  Nell,  Gilbert  Thompson,  J.  J.  Young,  E.  J.  Sommer, 
Max  E.  Schmidt,  H.  J.  Ainsworth,  and,  at  times,  Francis  Elett  and 
Edgar  Schroeder  have,  under  direction  of  the  oflQcers  in  charge, 
conducted  field  topographical*  work,  and  during  the  winter  have  been 
engaged  in  the  reduction  of  their  not^s  and  plottings. 

Assistant  F.  M.  Ijee  has  been  employed  during  the  entire  year  in  the 
reduction  of  barometrical  observations  taken  by  the  several  parties. 

In  the  reduction  and  presentation  of  topography  Messrs.  Weyss  and 
Herman  have  been  engaged  during  the  whole  5  ear,  and  Messrs.  Lang, 
Philp,  and  Aquirre  a  portion  thereof. 

In  the  natural  history  branch  Assistants  H.  W.  Henshaw,  George  M. 
Keasby,  and  John  Wolf  were  employed  in  making  collections  in  the  field, 
and  Mr.  Henshaw,  during  the  winter,  classified  and  arranged  sx>ecimen8 
collected. 

Mr.  T.  H.  O'Sullivan,  photographer,  secured  forty-two  landscape  views 
and  one  hundred  and  four  stereoscopic  views,  a  portion  of  which  will  be 
published. 

Mr.  A.  H.  Wyant,  artist,  traveled  with  the  photographic  party,  and 
made  studies  of  some  scenes  in  the  Caiion  de  Chelle,  one  of  which  be 
l)roposes  to  put  on  canvas  when  his  health  will  permit. 

Assistants  G.  K.  Gilbert,  Prof.  John  J.  Stevenson,  E.  E.  Howell,  and 
Oscar  Loew  were  employed  during  the  year  in  geological  researches  in 
the  field,  and  compilation  of  results  during  the  winter.  Dr.  Loew  has 
made  many  interesting  analyses  regarding  minerals,  soils,  &c.  In  the 
general  duties  pertaining  to  the  work,  both  in  the  field  and  the  office,  I 
have  been  ably  and  faithfully  assisted  by  Assistants  W.  D.  Wheeler  and 
J.  B.  Minick.  I  have  again  the  agreeable  duty  of  reporting  the  cour- 
tesies extended  to  the  survey  by  the  oflBcers  of  the  Western  Union  Tele- 
graph Company,  and  the  use  of  wires  of  that  company  over  lines  extend- 
ing from  Salt  Lake  City  westward  to  Virginia  City,  Nev.,  eastward  w 
Cheyenne,  and  thence  southward  to  Santa  F^ ;  and  northward  from 
Ogden,  Utah,  to  Helena,  Mont.  Mr.  Hibbard,  the  superintendent  at 
Salt  Lake  City,  made,  with  commendable  zeal,  all  the  arrangements 
necessary  to  carry  out  this  extended  programme,  in  which  he  was 
seconded  by  Mr.  Woodward,  manager  at  Denver,  Colo. ;  as  likewise  the 
operators  at  Cheyenne,  and  at  all  the  points  from  whence  signals  were 
sent  and  received. 

The  Atlantic  and  Pacific  Telegraph  Company  extended  also  the  finee 
use  of  their  lines.  Messages  for  longitudinal  difference  were  also  sent 
over  the  lines  of  the  Deseret  Telegraph  Company  from  Richfield,  Utah, 
by  Lieutenant  Hoxie.  Mr.  Thomas  Largey  afforded  the  use  of  his  lines 
from  Helena  to  Bozeman,  Mont.,  at  reduced  rates.  We  were  thereby 
enabled  to  fix  the  geographical  position  of  this  important  point  agree- 
ably to  the  wishes  of  Bvt.  Maj.  Gen.  E.  O.  C.  Ord,  commanding  the 
Department  of  the  Platte,  it  being  one  of  the  extremities  of  the  routes 
survej'ed  by  Capt.  William  A.  Jones,  Corps  of  Engineers,  from  the 
Union  Pacific  Railroad  to  the  head-waters  of  the  Yellowstone,  and 
beyond.  Longitude  connection  was  made  between  the  observatoty 
at  Ogden,  Utah,  and  that  of  the  United  States  lake  survey  at  Detroit, 
Mich. ;  Maj.  C.  B.  Comstock,  Corps  of  Engineers,  detailing  at  the  Detroit 
end  of  the  line  Assistant  O.  B.  Wheeler  for  that  purpose. 
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The  officers  of  the  United  States  Naval  Observatory  have,  as  hereto- 
fore, extende<l  kind  assistance  to  the  survey. 

The  only  casualty  to  be  noted  during:  the  year  has  been  the  death, 
from  fever,  of  Astronomical  Assistant  Wm.  W.Maryatt,  while  engaged 
in  carrying  on  his  observations  at'  Bozeiuan,  Mont.  This  was  one  of 
the  last  stations  to  have  been  occupied  by  him  during  the  season.  He 
bad  gone  forward,  after  having  been  very  successful  at  the  other  stations, 
and  was  stricken  down  soon  after  reaching  Bozeman,  and,  after  a  short 
and  severe  illness,  died  at  that  point.  The  survey  lost  a  most  valuable 
assistant,  and  the  profession  of  astronomy  an  accurate,  faithful,  and 
zealous  worker. 

ASTRONOMICAL  BRANCH. 

The  classes  of  astronomical  work  conducted  by  the  survey  have  been 
of  two  distinct  grades: 

1st.  Those  at  the  main  or  primary  station,  where,  by  the  most  refined 
methods  and  use  of  the  best  class  of  instruments,  the  astronomical  co- 
ordinates are  detiormined  with  the  utmost  accuracy,  and  the  meridian 
line  of  the  point  carefully  established. 

2d.  At  positions  in  the  field,  where,  in  order  to  carry  out  the  scheme 
of  survey,  sextant  latitude  checks  are  required,  and  at  other  points 
where,  the  telegraph  being  accessible,  the  meridian  is  determined  by 
(comparing  local  times,  the  watch-errors  having  been  obtained  by  sextant 
observations.  The  latter  class  of  stations  are  more  or  less  numerous,  in 
accordance  with  the  character  of  the  area  surveyed,  and  of  the  points 
within  the  same  whose  position  can  only  well  be  determined  by  this 
means. 

The  others  are  at  specifically-selected  points  near  the  fields  of  survey, 
and  from  which,  measured  and  developed,  bases  controlling  the  trian- 
gulation  can  easily  be  laid  out. 

The  main  or  primary  points  occupied  during  the  season  of  1873  were: 

1.  Georgetown,  Colo. 

2.  Hughes,  Colo. 

3.  Colorado  Springs,  Colo. 

4.  Labran,  near  Canon  City,  Colo. 

5.  Trinidad,  Colo. 

6.  Ogden,  Utah. 

7.  Green  River,  Wyo 

8.  Winnemucca,  Nev. 
1).  Virginia  City,  Nev. 

10.  Bozeman,  Mont. 

11.  Santa  Fe,  N.  Mex. 

12.  Fort  Union,  N.  Mex. 

OBSERVATORY  AT   OGDEN. 

A  substantial  observatory,  of  three  rooms,  with  brick  superstructure 
and  stone  foundations,  has  been  built  at  this  point.  The  walls  are  com- 
pleted, but  the  dome  and  the  middle  observing-room  are  yet  unfinished. 

The  co-ordinates  of  this  position,  as  referred  to  the  meridian  estab- 
lished by  the  United  States  Coast  Survey  at  Salt  Lake  City,  and  that  of 
the  United  States  Lake  Survey  at  Detroit,  Mich.,  have  been  determined. 
In  the  season  of  1874  it  is  intended  to  exchange  signals  with  the  United 
JStates  Naval  Observatory  at  VVashiugtoii,  and  resulting  therefrom 
another  check  will  Be  introduced.  The  several  results  will  be  discussed 
in  the  astronomical  volume.   The  meridian  oi:'  Ogden  will  then  be  assumed 


490  REPORT   OF   THE    CHIEF   OF   ENGINEERS. 

as  the  standard  of  reference  for  the  future  astronomical  positions  deter 
mined  by  the  survey. 

There  are  submitted  results  from  the  reports  ujwn  the  determinations 
of  the  astronomical  co-ordinates  of  the  followiu«:  main  or  primary  sin 
tions  :  1.  Oarlin,  Nev. ;  2.  Battle  Mountain,  Nev. ;  3.  Austiu,  Nev.: 
4.  Saint  George,  Utah ;  5.  Fort  Whipple,  Ariz. ;  6.  Fort  Fred  Steele, 
Wyo. ;  7.  Laramie,  Wyo. ;  deduced  from  observations  made  during  the 
years  1871  and  1872. 

CARLIN,  NEVADA. 

Geographical  position— longitude,  116o  7'  20.6",  latitude,  4(P  42'  26.6T" 

The  astronomical  station  is  situated  west-northwest  from  Carlin,  Nev., 
344  feet  from  the  track  of  the  Central  Pacific  Iiailroa<l.  and  1,4(M»  feet 
from  the  Humboldt  River,  which  is  dne  south,  a!id  550  feet  from  the 
railroad-bridge  over  a  small  creek  entering  the  Ilnmboldt  from  the 
south.  The  town  has  nearly  2,000  inhabitants,  and  is  mainly  located 
from  east  to  west  along  the  railroad-track. 

Physical  geography  details. — The  ground  around  the'station  is  level  to 
the  east  and  west;  at  a  distance  of  2,000  feet  south  and  north  a  gentle 
rise  commences.  At  a  distance  of  two  or  three  miles  some  slight  hilk 
not  more  than  100  to  800  feet  above  the  station,  are  visible.  Theeleva^ 
tion  of  the  monument  above  the  level  of  the  sea  is  determined  approxi 
mately  to  be  5,000  feet. 

Meteorological  conditions. — No  meteorological  observations  of  a  general 
or  special  kind  were  made  during  the  time  of  observations.  As  far  a^* 
can  be  seen  from  the  diary  of  the  observer,  there  was  a  great  diurnal 
change  of  temperature,  bA'  which  the  rate  of  the  chronometer  was  moch 
affected. 

Description  of  observatory, — The  observations  were  taken  in  a  common 
wall-tent,  10  by  10  feet,  with  an  opening  for  the  meri<lian  line.  The 
telegraphic  instruments  were  placed  in  the  northeast  corner.  The  wires 
of  the  Western  Union  Telegraph  Company  were  used  for  exchange  of 
signals.  The  observer  had  no  assistance  but,  Carlin  being  the  st^irting- 
point  for  all  parties,  Mr.  Francis  Klett  acted  as  recorder  during  the  time 
he  was  present. 

Description  of  instruments, — The  astronomical  instrument  was  a  com 
bined  transit,  made  by  Wiirdemann,  numbered  16.  It  was  of  20  inches 
focal  length  and  1 J  inches  aperture,  and  mounted  on  four  pieces  of  red 
wood  scantling  4  by  4  inches,  which  were  planted  in  the  ground  about  4 
feet,  and  fastened  together  above  by  board  cross-pieces.  For  telegraphing, 
a  switch-board  was  used,  a  description  of  which  will  be  found  in  the  rejHirt 
on  Colorado  Springs,  Col.  The  observations  were  taken  by  eye  and  ear, 
using  the  sidcral  chronometer  Negus  1314;  for  the  exchange  of.sig 
nals,  mean  solar  chronometer  Huttou  No.  288  was  always  used. 

Points  with  which  connections  were  made  were  with  the  United  States 
Lake-Survey  Observatory  at  Detroit,  Mich.,  and  the  United  States 
Naval  Observatory  at  Washington,  D.  C. — Detroit  receiving  the  sigoals 
sent  from  Carlin  and  Washington.  Signals  were  sent  on  May  19,  23,  and 
24,  1871.  Carlin  was  occupied  by  E.  P.  Austin ;  the  observations  at 
Detroit  were  conducted  by  Mr.  O.  B.  Wheeler,  assistant.  United  States 
Lake-Survey ;  at  Washington,  by  Prof.  John  R.  Eastman,  United  States 
Naval  Observatory.  The  computations  relating  to  Carlin  and  also  the 
arrangement  of  the  report  were  made  by  Dr.  F.  Kampf. 

Instrumental  values,  &c, — The  value  of  one  division  of  the  stridin^- 
level  was  1.14";  the  value  of  one  division  of  the  zenith-level  was  2.70"; 
of  one  revolution  of  the  micrometer  screw,  80.86''.    The  wires  of  the 
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Western  Union  Telegraph  Company  were  brought  into  the  tent  by  a 
loop.  By  means  of  automatic  repeaters  the  signals  were  sent  to  the 
connected  stations — the  repeaters  being  placed  at  Corinne,  Clieyenne, 
Omaha,  Chicago,  Pittsburgh,  and  Philadelphia. 

In  relation  to  the  personal  equation,  1  have  to  state  that,  as  far  as  it 
is  known  in  this  office,  this  value  for  the  relative  error  of  the  observers 
has  not  been  determined.  Mr.  Austin  was  in  Washington  in  the  spring 
of  1873  for  this  purpose,  but  no  satisfactory  results  were  obtained.  The 
resulting  longitude  is  therefore  atfected  by  this  relative  error. 


OBSERVATIONS     TO    DETERMINE     THE      CLOCK-CORRECTION 

UNITED  STATES  NAVAL   OBSERVATORY. 


AT    THE 


The  instrument  used  in  these  observations  is  that  known  as  the 
"  meridian  transit,''  which  has  been  employed  at  the  Observatory  for 
many  years,  and  is  nov^  situated  in  the  east  wing  of  the  building.  The 
description  of  this  instrument  may  be  found  in  the  "  Washington  Astro- 
nomical and  Meteorological  Obsei  vations"  for  1802. 

The  transit  was  employed  in  I87I,  under  the  direction  of  Prof.  M. 
Yarnall,  United  States  Navy,  in  observing  stars  for  the  "  General  Cata- 
logue ;^  and,  as  the  observations  for  time  used  in  the  longitude  work  were 
made  after  the  regular  work  with  the  instrument  was  tinished  for  the 
night,  the  same  observations  for  collimation  were  employed  in  reducing 
the  time  stars  as  were  used  in  the  reduction  of  the  regular  work. 

The  system  of  trausit- threads  in  this  instrument  is  composed  of  five 
groups  or  sets.  When  the  clamp  end  of  the  axis  is  east,  the  set  which 
is  first  reached  by  a  star  in  its  transit  at  the  upper  culmination  is  known 
as  set  A,  and  the  others  as  sets  B,  C,  D,  and  B. 

During  the  early  part  of  1871  the  equatorial  interval  between  each 
thread  in  the  five  sets  and  the  mean  of  B,  C,  and  D  was  found  to  be 
as  follows : 


Thread. 

1 
Interval. 

Thread. 

lutervaL 

Ai 

37.897 
a5.  97-2 
34.  30H 
32.  745 
30.  205 

9. 

A, 

A, 

A4 

A, 

B, 

Ba 

»i 

19.216 
17.  5453 
15.  OiiO 

Thread. 


i\ 

C4 
C3 


Interval. 


i. 

3. 183 
1.654 
0.014 
1.639 
3.221 


Thread,  i  Interval.  Ii  Thread,  i  Interval. 


n. 


9. 

15.  146 
17.  58?) 
19.110 


E, 


». 

30.003 
32.  647 
34. 153 
35.  ^^20 
693 


The  reduction  for  C^  is  +  0\014  when  the  clamp  end  of  the  axis  is 
east.  The  clock  used  is  that  known  as  the  "  mural  clock,"  and  is 
mounted  against  a  stone  pier  in  the  transit-room.  It  is  connected  with 
the  chronograph  in  the  usual  way,  and  closes  the  circuit  at  each  second, 
except  at  the  sixtieth  second  of  each  minute,  when  a  small  ivory  lever 
on  the  axis  of  the  escapement-wheel  raises  a  very  delicate  spring,  which 
forms  a  portion  of  the  circuit,  and  prevents  the  closing  of  the  circuit  at 
that  instiint. 

The  observations  of  all  except  circumpolar  stars  were  recorded  in  the 
nsnal  manner  by  the  chronograph,  which  is  described  in  the  annual 
volume  for  1862. 

In  the  reductions,  whenever  a  broken  set  of  observations  occurred, 
each  thread  was  reduced  separately. 

Instrumental  corrections, — The  corrections  to  the  observed  transit  of 
a  star  were  derived'  from  the  observed  and  computed  errors  c',  n',  and  m'. 

The  error  of  collimation  is  represented  by  c';  the  equatorial  value  of 
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the  distance  between  the  line  of  collimation  and  the  trae  meridian  at 
the  pole,  by  n';  and  the  distance  between  the  line  of  collimation  and  the 
true  meridian  at  the  equator,  by  w'. 

The  quantities  represented  by  n'  and  m'  are  used  instead  of  errors  of 
azimuth  and  level. 

i3y«ineans  of  a  coUimating  eyepiece,  the  error  of  collimation  and  level 
was  determined  by  reversing  the  instrument  over  a  basin  of  mercury, 
and  measuring  with  the  right-ascension  micrometer  the  distance  between 
the  central  thread  (C3)  and  its  image  reflected  from  the  mercury. 

Denoting  by — 
0,  n,  and  m  the  corrections  obtained  from  the  observed  and  computed 

errors  c',  n',  and  m' ; 
2  J,  the  distance  of  the  central  thread  iceH  of   its  image  when  the 

clainp-end  of  the  axis  is  east; 
2  J',  the  distance  of  the  central  thread  west  of  its  image  when  the 

clamp  end  of  the  axis  is  west ; 
Pj  the  correction  for  the  excess  of  the  radius  of  the  clamp-pi  vot=0*.(H)8; 
r,  the  equatorial  distance  of  the  middle  thread  from  the  mean  of  sets 

B,C,  andD=0«.014; 

a,  the  correction  for  diurnal  aberration =0".0 16; 

b,  the  level-correction ;  ^ 
a,  the  adopted  place  of  the  star ; 

a',  the  observed  place  of  the  star  5 
dj  the  declination  of  the  star; 
^,  the  latitude  of  the  observing-station ; 
C,  the  approximate  clock-correction  ;  and 

C,  the  clock-correction  derived  from  the  observation  of  each  star— 
and  we  have  the  following  formulas,  which  have  beeu  employed  in  redue- 
ing  the  observations  for  time : 
?t  was  determined  from  the  observations  of  circumpolar  stars. 
The  quantities  J  and  J'  are  given  in  revolutions  of  the  micrometer 
head,  each  revolution  =l'*.5865. 

c  =  J(J— J')  —2?  —  r — a  for  clamp  east. 
c  =  — J(J — J')  + jt>  4.  r  —  afor  clamp  west, 
h  =  —  J(J4-J') — p  for  clamp  east. 
b  = — l{A  +  ^')+P  for  clamp  west. 

71=  a — (g^-h  C3^+  C  sec  d) 

sec  d 
m  =  — n  tan  ^  +  b  sec  ^ 
C  =  a — (a'  +  m  +  n  tan  d  +  c  sec  d) 

In  the  CQlumn  "Adopted  right  ascension''  in  the  following  table,  the 
places  of  the  clock-stars  are  those  used  at  the  observatory  in  1S71,  some 
of  the  Nauticiil- Almanac  places  being  slightly  changed. 
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Tbe  values  of  m,  n,  and  c,  used  in  the  reduction,  are  as  follows  : 


Date. 


May  19 
May  2:J. 
Maj-  24 
June  16. 


m 


ti. 
-0.143 
-0. 046 
-0.010 
-0.  iia 


n 


-f  0.  184 

-f  0.  088 
-f  0.08-2 
H- 0.242 


>J-0. 103 
-0.114 
-0.110 
-f  0.050 


From  the  clock-corrections  obtained  from  the  observations  the  fol- 
lowinj?  corrections  and  rates  were  computed  by  the  method  of  least 
squares,  and  have  been  employed  to  determine  the  error  of  the  clock  at 
the  time  of  the  interchange  of  signals  on  each  night: 


Date. 


May  19 
May  23 
May  24 
Juuo  16 


Sidereal  boar.        Correction. 


14.0 
16.0 
15.0 
17.0 


«.  9. 

-0.5!l4i  0.007 
+  2.854^:0.010 
-f2.117±0.012 
-2. 234  ±0.007 


Hoarly  rate. 


-0. 034 
-0. 039 
-f  0.016 
-0. 012 


UNITED  STATES  LAKE-SURVEY,  DETROIT,  MICHIGAN. 

The  dates  of  the  observations  are  May  19,  23,  and  24,  and  June  1^ 
3,  10,  16,  20,  and  29,  1871.  The  observer  at  Detroit  was  Mr.  O.  B. 
Wheeler,  assistant  United  States  lake-survey,  and  the  instruments  used 
were  the  Troughton  and  Simms  transit  of  43  inches  focal  length,  clock 
No.  184,  Bond  &  Son,  and  chronograph  No.  216,  Bond  &  Son. 

The  stone  pier  upon  which  the  transit-instrument  was  mounted  is  sit- 
uated 321.0  feet  west  and  294.0  feet  north  of  the  southwest  corner  of  the 
stone  foundation  of  the  Westminster  church,  on  Washington  avenue. 

The  reductions  have  been  made  by  Messrs.  Thomas  Russel,  C.  F. 
Burton,  and  John  Eisenmann,  subassistants  United  States  lake-survey. 
A  preliminary  reduction  by  high  and  low  stars  of  May  19,  23,  and  24, 
was  made  by  Mr.  Burton.  Two  reductions  by  the  method  of  least 
squares,  on  different  suppositions,  were  made,  either  of  which  would 
cause  an  extreme  range  of  only  0*.05  from  the  preliminary  reduction. 

For  the  remaining  dates,  the  high  and  low  star  reductions  were  made 
by  Mr.  Eisenmann,  and  the  least  square  reductions  by  Mr.  Russel.  The 
agreement  in  extreme  cases  was  the  same  as  above. 

In  the  following  tables  are  contained  the  abbreviations : 

C Ji  —  reduction  to  the  middle  wire ; 

Aberr  =  diurnal  abera  ion; 

B  ft  =  level-correction ; 

C  c  =  collimatioh-correction ; 

t'=  observed  time  of  transit  of  a  star,  commonly  the  mean  of  five 
wires; 

f  r=  f  the  above  corrections  being  made ; 

a  —  right  ascension  of  a  star ; 

(a — i) — (an  assumed  JO=the  Absolute  termof  the  equations  of  con- 
dition ; 

a  =  deviation  from  the  meridian,  -f  when  the  instrument  points  east 
of  south ; 

c=  distance  of  the  middle  wire  from  the  line  of  collimation ; 

/>=  hourly  rate  of  the  clock  ; 

J^  =  clock-correction,  —  when  fast;  +  when  slow. 
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Notes. — On  May  19,  23,  and  24,  t  =  <',  as  above,  except  that  the 
the  collimatiou -correction  is  not  included.  On  June  16,  a  =  the  devi- 
ation to  be  applied  befoire  the  exchange  of  signals,  and  a'  =that  to  be 
applied  after  the  exchange  of  signals. 

When  OJi  is  omitted,  t'=  the  mean  of  the  several  wires  reduced  to 
the  middle  wire. 

Computation  of  clock-correction/or  Detroit,  May  19,  1871. 


111. 


E. 
W. 


E. 


E. 


SUr. 


Polaris,  L.  C. 

PolariH,  L.  C . . 

^  Vlrgiuls 

17  UrsH!  Maoris. 

Boutis 

Virginia 

Bootis  ....'... 

Bootifl 

/?«ootiB 

S  Librae 

fi^  Boot  in 

a  SerpeiitiH. 

e  Serpen  tis 

i  Opbiuchi 

i  Ophinchi 

u  AqailH) 

y  Aqiiila; 

a  Aquihc 

0  Aquilte 


C^i 


i. 


-f.03 
-I-.05 
f.03 
+.03 
■I-.04 

+.a3 

-.04 
-.03 
-.04 
-.03 
-.03 
-.03 
-.03 
-.03 
-.03 
-.03 
-.03 


Aberr. 


i. 

+.58 
+  .58 
-.01 
—.02 
-.02 
-.01 
-.02 
-.02 
-.02 
-.01 
-.02 
-.02 
-.01 
-.01 
-.01 
-.01 
-.01 
-.01 
-.01 


Bb 


9. 

+  2.01 
-2.23 
+  .06 
+  .15 


+ 
+ 


13 
12 


+  .25 
+  .20 
+  .09 
+  .05 
+  .09 
+  .07 
+  .07 
+  .07 
+  .14 
+  .11 


+ 
+ 
+ 


16 
15 
15 


A.   m. 

13  11 
11 
28 
42 
49 
55 
26 
39 
57 
10 
20 
38 
44 

16  08 

19  00 
12 
40 
45 
49 


14 


15 


». 
24.75 
29.60 
:)9.41 
59.87 
04.80 
37.29 
48.85 
.•W.  85 
38.  34 
36.60 
10.24 
27.  62 
55.94 
07.94 
01.73 
ia40 
40.43 
02.14 
31.56 


h.    fM-.       S. 

13  10  59.  40 


28 
42 
48 
55 

14  26 
39 
57 

15  10 
19 
37 
44 

16  07 
18  59 

11 
40 
44 
48 


0&37 
29.05 
33.80 
06.13 
17.67 
2166 
06.91 
O.").  42 
38.76 
56.27 
24.62 
36.60 
29.82 
46.62 
08.43 
30.15 
59.36 


(«-0 


s. 
-27.94 
28.55 
31. 12 
31.00 
31.14 
31.30 
31.45 
31.40 
31.46 
31.19 
31.51 
31.34 
31.35 
31.37 
32.01 
31.85 
32.12 
32.10 
32.31 


+.02 
-.22 
-.03 
+.13 

+  .17 
+.09 
+.0« 
-.17 
+  .07 
-.08 
-.12 
-.15 
-r.l6 
-.13 
+.07 
+.03 

+.21 


Normal  equations, 

+  1965. 223  a  +    3. 671  e  +  167. 496  p  .4-  70. 250  J  9-168. 096=0 

+   3.  671  a  +  3458.  724  c  -  36.  620  p  +  4. 820  ^  tf  +  31.  768=0 

7. 496  a-      36. 6i0  e  +  104. 196  p  +  2. 170  S  9-   30. 069=0 

0.250a+        4.820C+      2. 170  p  +  19. 000  «  »+    3.510=0 

a=  +  0«.09 

c=— 0«.  007,  lamp  eaat 
p=  +  0».  1493,  ^to  per  hour. 
A  e=  -3l«.  54.  ±0".  023,  at  15>«  57". 

Computation  of  clock-correction  for  Detroit,  May  23. 1871. 


111. 


W. 


W. 
E. 


E. 
W. 


W. 


Star. 


Polaris,  L.  C 

PolariH.  L.C  .... 

i  Virginia 

I?  UrsiB  Miyorls. .. 

I?  Bootis    

T  Virpinis 

a  Bootin    

5  Ur.sjp  Minoris... 

a*Librjo 

\f/  Bootis 

0  Libne 

fi»Bo<)tl8 

a  Corona'  Borcalis 

a  Sorpeutla 

r  Sorpentis  . .: 

e  Corona>  Itorealls 

d  Sapittarii 

w  Aqiiilii' 

d  Aquihv 

K  Aqnilai* 

y  A<iiiihi' 

o  Aqiiilif 

0  Aqiiilie 


CAt 

Aberr. 

Bb 

t. 

«. 

'9. 

+.58 
+.58 

—1.56 

-3.78 

+.03 

-.01 

+  .12 

+.05 

-.02 

+  .30 

+.03 

-.01 

+  .19 

+.03 

-.01 

+  .17 

+.03 

-.01 

+  .26 

-.  13 

-.06 

+  .52 

-.03 

-.01 

+  .08 

-.04 

-.02 

+  .16 

-.03 

-.01 

+  .08 

-.04 

-.02 

+  .14 

-.04 

-.02 

+  .Ji 

-.03 

-.01 

-f  .01 
+  .07 

-.ai 

-.01 

-.04 

-.02 

+  .10 

-.03 

-.02 

+  .n 

-.03 

-.01 

+  .18 

-.03 

-.01 

+  .16 

+  .03 

-.01 

+  .13 

+.03 

-.01 

+  .17 

+  .03 

-.01 

+  .19 

+.03 

-.01 

+  .20 

h.   m. 

13  11 
11 
28 
43 
49 
55 

14  10 
28 
44 
59 

15  10 
20 
29 
38 
45 
52 

19  10 
12 
19 
30 
40 
45 
49 


9. 
55.87 
59.76 
50.01 
10.32 
15.43 
47.91 
29.69 
35.24 
28.17 
38.71 
47.54 
20.95 
57.40 
:*8.  46 
06.77 
58  05 
49.10 
29.  .')2 
4i.  29 
40.  4H 
51.  03 
12.  87 
42. 12 


h.   tn.      9. 
13  11  02. 14 


28 
42 
48 
55 

14  09 
27 
43 
58 

15  10 
19 
29 
37 
44 
52 

19  10 
11 
19 
29 
40 
44 
48 


08.36 
29.00 
33.79 
06.13 
47.92 
54.47 
46.09 
56.60 
a5.45 
38.77 
15.13 
56.30 
24.65 
16.49 
06.29 
46.73 
00.63 
58.00 
08.51 
30.26 
59.47 


la-f) 


«. 

-Si.  75 
54.42 
41.79 
41.65 
41.85. 
41.97 
42.05 
41.10 
43.12 
42.21 
42.13 
42.26 
42.32 
42.19 
42.15 
42.20 
42.87 
42.93 
42.78 
4-2.03 
42.68 
42.82 

—42.  87 


9. 


-.15 
+.03 
-.04 
-.02 
+.10 


-.19 
+.16 
*-.  14 
+.22 
-f.19 
-.07 
-.14 
+  .02 
-.03 
+  .17 
-.04 
-.24 
-.12 
.00 
+.03 
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+ 


168.  577  a  - 
70. 620  a  + 


Xottnal  equations. 

+  1972.  912  a  -        8. 095  c  +  168.  577  p  +  70.  62  <J,0  +  602. 347  =  0 
-        8.  095  a  +  3477.  516  c  -      3.  731  p  +    6.26(j'fl+    73.934  =  0 

3.  731  c  +  131.  784  p  +    44.  713  --  0 

6. 260  c  +  23.  00  5  »  +    51.  740  ^  0 

a  =  -0».  38. 

c  =  —  0*.  02,  lamp  east. 

p  =  -l-O*.  147,  rate  per  hoar. 

A  t  =  -42*.  08.  ±  0».  019,  at  16«»  04- 
Computation  of  clock-correction  for  Detroit^  May  24, 1871. 


Xormal  equations. 

+  1967. 037  a  -   .  0675  c  +  16.3.  305  p  +  72.  460  J  0  +  519.  956 
0.675  a  +  3458.511  c  +  11.  019  p  -  1.  480  (J «  + 222.  909 


+    163.  .105  a  + 
+      72.  4C0  a  - 


11.019  c  +  101.  074  p  + 

1.  480  c  +  21. 000  (J  &  + 

a  =  -    0".  26 

c  =  —   0".  07,  lamp  east. 

p  =  +    0».  098,  rate  per  hour. 

A  e  =  -  45'.  28  ±  0«.  020,  at  15*"  54» 
Carlin,  Xevada,  May  19,  1871. 


32.  893 
24. 870 


0 
0 
0 
0 


Name  of  star.      Clamp. 


o    Virjfinis 

*     Corvi 

4     Draconis 

1 3  Comee 

£    Corvi 

0   Corvi 

21  Caesiopeflp,  L.  C. 
32  I'amelopardalis 

0    Virginia    

a    Virginia 

^    Virginis 


E. 

E. 

E. 

E. 

E. 

E. 

W. 

W. 

W. 

W. 

W. 


T 

&B 

aA 

h. 

tn,    8. 

t. 

*• 

11 

53  46.09 

+  0.06 

'  +    9.  7o; 

58  29.  58 

+  0.02 

+   17.65 

12 

2  24.  58 

+  0.  12 

—  55.  "if* 

13    3.16 

0.00 

+     4.95 

18  13.30 

-0.  04 

+   15.99 

22  36.  70 

-0.07 

-^   17.87 

31  24.  60 

—0.20 

1+   61.85 

45  37. 38 

+  0.56 

-122.481 

58  20.  47 

+  0.02 

+   13.  2l! 

13 

13  26.  94 

+  0.04 

+   14.61 

23  12.64 

+  0.07 

+    12.01 

t. 

-0.23 
-0  25 
-1.14 
-0.26 
-0.24 
-0.  25 
-0.  K") 
+  2.22 
+  0.23 
+  0.  23 
+  0.23 


T' 

h. 

m.    g. 

11 

5;J  5.=).  62 

58  47.00 

12 

1  27.78 

13    7.85 

18  29.  01 

22  54.  25 

.32  25.  20 

43  37.  68 

58  33.  93 

13 

13  41.8-4 

2:J  24.  95 

111. 

Star. 

C  A< 

Aberr. 

B6 

V 

a 

(a-t) 

V 

W, 

Polaris.  L.  C 

*. 

+  .58 
+  .58 
-.01 
-.02 
-.02 
-.02 
-.02 
-.01 
-.02 
-.01 
-.02 
-.02 
-.01 
-.02 
-.02 
-.01 
-.02 
-.01 
-.01 
-.01 
-.01 

9. 
-3.78 
-2.23 
+  .09 
+  .12 
+  .12 
+  .14 
+  .14 
+  .07 
+  .22 
+  .13 
+  .31 
+  .31 
+  .23 
+  .31 
+  .14 
+  .20 
+  .07 
+   .10 
+  .08 
+   .08 
+  .07 

k.  tn.    8. 

13  12  01.  85 

11  54.94 
28  S.-*.  43 
49  18.  88 

14  10  .33. 12 
27  03.  00 
40  07.  97 

44  31.33 

57  51.  88 

15  10  50.  .52 
20  23.66 
30  00. 16 
38  41.54 
53  01.54 

58  43. 04 

16  08  21.  86 
19  10  51.  83 

12  32.  20 
40  54.  43 

45  16.21 
49  45.  57 

k.  m.    8. 
13  11  02.74 

8. 

-.'•>5.  91 
50.55 
45.13 
45.17 
45.27 
45.42 
45.39 
4.5.27 
45.22 
45.22 
45.21 
45.  35 
4.'>.  4ft 
45.38 
45.35 
45.43 
45.59 
45.57 
45.90 
45.96 

-46. 10 

8. 

E. 

Polaris,  L.  C ^.. 

C  Vinrinis  ............... . 

-.6,3 
-.03 
-.03 
-.04 
-.04 
-.03 
+  .01 
+  .03 
+  .04 
+  .04 
+  .03 
+  .04 
+  .03 
+  .03 
+  .03 
+  .03 
-.03 
-.  03 
-.03 

28  08.  35 
48  33.78 

14  09  47.  92 
26  17.66 

39  22.  66 

43  46.  09 
57  06.  90 

15  10  05.  45 
19  3a  78 

29  15. 14 
37  56.  31 
52  16.  49 
57  57.  84 

16  07  36. 65 
19  10  06. 32 

11  46.75 

40  08.  57 

44  30.29 
48  59.  50 

—  .16 

It  Booti.s 

—.09 

a  Bootis 

—  .(»2 

a  Bootis 

+  .15 

(  Bootis 

+  .08 

E. 

a«Librffi 

—.20 

W. 

P  Bootis 

+  .11 

0  Libn© 

—.13 

/m'Bootis 

+  .04 

a  Corona)  Borealis 

+  .  10 

a  Serpentis 

+  .14 

e  CoroDte  Borealis 

^  Scorpii 

+  .09 
-.12 

B  Ophiuchi 

+  .01 

W. 

d  SaRittarii 

(u  Ao uiUe 

-.18 
-.11 

E. 

y  Aonilte 

+  .04 

a  Aqnilte 

+  .08 

E. 

/?  Aquilai 

+  .20 

AK. 


k.  tn.    8. 
11  58  38.97 


12 


3 
6 


13 


30.55 
10.99 

17  50.99 
23  12.  86 

27  37.80 
37  7.33 
48  20.  57 

3  17.38 

18  2,5.07 

28  8.37 


Mean  correction  for  12''  40»  local  sidereal  time. 
Excluding  polar  stara 


AT 


tit.      8. 

+  4  43.35 


+  4 


43.  55 
43.21 
43.14 
43.85 
43.55 
42. 13 
42.89 
43.45 
43.25 
43.42 


+  4  43.  254 
+  4  43.445 


yormal  equations. 

0  =  -  2.51  +  11.00  ^T  -  o-57a'+  1.28  c 
0  =  +  18.  44  -  0.  57  <J  T  +  68.  94  o'  +  62. 19  c 
0  =  -f  35.  55  +    1.  28  ^  T  +  62. 19  a'  +  140.  36  c 


<JT  =  +  0».  2.')4 

a'  =  -  0«.  058 

c  =  -  Ov  230 


(To  avoid  large  nnmbers,  an  azimuth  of  4- IS^.-W  was  introduced:  a',  found  by  the  method  of  Irast  .squares, 
gives  the  correction  of  the  adopted  azimuth  ;  therefore,  a  =  +  l8*.442.) 
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Name  of  star. 


I 

K 

c 


Ophiucbi  

Herculia 

Ophiuchl 

Ophiuchi 

Ursoe  Minoris 
Herculis 


w  Dracoois 


E. 
W. 
W. 
W. 
W. 
W. 
£. 


Carlin,  Nevada,  May  23,  1871. 


T 


h. 

16 


17 


25  20. 8-2 
33  49.  96 
43  Vi.  84 
46  5*2.  46 
55  14.38 
4  4.77 
33  13.82 


Mean  correction  for  n>>  0°>  local  sidereal  time. 


&B 

aA 

cC 

8. 

9. 

-0.02 

■k-  4.46 

-O.OI 

-0.22 

+  0.20 

+  0.02 

-0.17 

+  2.90 

+  0.01 

-0.18 

+  2,96 

+0.01 

-0.72 

-27.78 

+  0.(j8 

-0.15 

+  2.58 

+  0.01 

-0.63 

--  7.35 

-0.03 

h,  in.     8. 

16  25  25.  25 
33  49.  96 
43  1.5.  58 
46  55.25 
54  45.  96 
4  7.21 
33  5.81 


17 


AR. 


h. 

m. 

9. 

16  30 

4.89 

38  30.  22 

47 

55.  84 

51 

35. 16 

59  25.  94 

17 

8 

47.38 

37  46.  CI 

AT 


m.    t. 

+  4  39.64 

40.26 

40.96 

39.91 

3«l.98 

40.17 

+  4  40.20 

+  4  40.060 

0 
0 
0 


Normal  equations. 

-  1.90  +  7.00  «T-  3.90a  —  7.97c 
+  10. 25  -  3.  90  (J  T  +  27. 26  a'  +  32. 16c 
+  12. 66  -  7. 97  <JT  +  32. 16  a'  +  68.  53c 


<J  T  =  +  0«.060 

o'  =  -  0. 353 

c  =  -  0. 012 


I  Introduced  a  preliminary  azimuth  of  +  0».00  ;  the  aximnth  of  the  instrument  was  +  5».647.     The 
observations  of  t;  Draconis  and  ot  Draconis  ditfer  so  much  that  they  had  to  l>e  excluded. 

Carlin,  Nevada,  May  24,  1871. 


Name  of  star. 


Clamp. 


Y  Cepliei,  L.  C 

/?  Leonis 

y  Ursaj  M^joris  '. . 

o   Virginia 

4  Draconis 

0  Corvl 

SI  CassiopeeB,  L.  C. 
32  Csmelopardalis 

e   Virginls 

a    Virginis 


E. 

E. 

E. 

E. 

E. 

E. 

W. 

W. 

W. 

W. 


T 

bB 

aA 

r.C     . 

T' 

AR. 

h.  m.    i. 

9. 

9. 

«. 

h.  tn.    9. 

h.  m.     9. 

11  29  21.  72 

+  1.22 

-4.18 

+  1.32 

11  29  20.08 

11  34    2.59 

37  49.86 

-0.55 

-0.48 

-0.31 

37  48.  52 

43  *i9. 27 

42  23.  65 

-0.97 

+  0.44 

-0.52 

42  22.60 

47    3.00 

53  59. 94 

-0.48 

-0.57 

-0.  .10 

53  58.59 

58  3a  92 

12    1  30.32 

-1.84 

+3.2:< 

-1.48 

12    1  30.23 

12    6  10.58 

22  58.86 

-0.24 

-1.04 

-0.32 

22  57.26 

27  37.  76 

32  31. 19 

+0.34 

-3.57 

-1.11 

32  26.85 

37    6.05 

43  30.87 

-2.68 

+7.10 

+  2.90 

43  3a  19 

48  19.81 

58  37.  92 

-0. 24 

-0.77 

+  0.30 

58  37.21 

13    3  17.36 

13  13  45. 64 

-0.15 

-0.85 

+0.31 

13  13  44.  95 

18  25.05 

AT 


m. 

+  4 


McAn  correction  of  chronometer  excluding  the  polar  stars,  for  13^  0*  local  sidereal  time 


+  4 


9, 

42.51 
40.75 
40.40 
40.33 
40.35 
40.  ."lO 
39. » 

4i.es 

40.15 
40.10 


+4  40.372 


Normal  equations. 

0  =  +    4.  22  +  10.  00  «  e  +    0.  63  a 
0  =  -  89. 14  +   0.  63  <f  e  +  82.  97  a 


a=  -  1-072 


Several  other  computations  have  been  made,  giving  for  the  correction  of  chronometer  no  better 
result.    The  error  of  ooUimatiou  was  adopted  to  —  0'.30. 

Carlin,  Nevada,  May  24,  1871. 


Name  of  star. 


e    Serpentis 

^    Ursa)  Minoris 

^•Scorpll 

6  Ophiuchi. w... 
T    Herculis 

Di-aconis 

Ophiuchi 

Herculis 


n 
i 

n 


Clamp. 


W. 
\V. 
W. 
W. 
E. 
E. 
E. 
E. 


T 

bB 

aA 

cC 

k.  m.    9. 

9. 

9. 

9. 

15  40  45. 54 

-0.06 

-1.25 

+  0.30 

44     1.61 

-0  19 

+  6.32 

+  1.47 

53  19.  06 

-O.OI 

- 1.  9.» 

-rO.32 

16    2  57.  60 

0.00 

-1.48 

+0.30 

11  14.00 

-0.17 

+0.32 

-0.44 

17  36.72 

-0.24 

+  1.61 

-0.64 

25  26.  92 

-0.07 

-1.67 

-0..10 

.13  51. 10 

-0.13 

-0.07 

-0  39 

A.  tH.       9. 

15  40  44.  53 
44  9.21 
.53  17.  42 

16  2  56. 42 
11  13.71 
17  37.  45 
25  24.  88 
33  50.51 


AR. 


AT 


h  tn.     9. 

15  44  24.  65 

48  49.  34 
57  57  84 

16  7  36.  65 
15  53.70 
22  17.  79 
30  4.89 
38  30.  22 


Mean  correction  for  lO*"  10«. 


m. 


+  4 


40.13 
4a  11 
40. 4i 
40.23 
39.99 
40.34 
4a  01 
39.71 


+  4  40.12 


Normal  equations. 

0  =  -    2.  78  +  8.  00  J  <  -    0.  86  a 
0  =  +  24.  99  -  0.  86  <J «  +  11.  74  a 

The  error  of  colliniatiou  of  the  instrument  is  adopted  as  — 0\30. 


St-  +  0M20 
a  =  -  2M20 
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The  following  table  contains  the  corrections  of  the  chronometer  and 
its  rate,  to  obtain  the  correction  for  the  time  of  exchange: 


Date. 


Mav  19, 1871 
May  23,  1871 
May  24, 1871 


Local  aide- 
real  time. 


h. 
12.667 
17.000 
14.508 


Corrections  of 
cbruuoiuetcr. 


Hourly 
rate. 


m,     8. 
+  4    43.44.'> 
-f  4     40.060 
+  4    40.246 


-  0.0.14 
+  0.009 
+  0.009 


For  exchange,  mean-solartime  chronometer  Hutton  No.  288  was 
always  used.  May  19,  I  find  in  the  proper  place  onlv  one  comparison 
of  Negus  1344  with  Hutton  2SS : 

h,     m.      8.  h.     m.      8. 

Negus...  1344        13    30    20  0        13    33    27.0 
Hutton..  288  9    21    20.0  9    24    2(3.5 

Hutton  288,  at  9^  22*"  53«.25,  is  slow  of  local  sidereal  time  4»'  13™ 
43".666.  In  another  place  I  And  one  comparison  made  May  19,  in  the 
morning,  and  one  at  nearly  the  same  time  May  20 : 


May  19. 

May  20, 

h.     in.          8. 

Negus...  0    32    12.0 
Hutton.. 20    25    21.50 

h.    m.        8.        h,    m.      8. 
1    41    31.0        1    44    34.0 
21    30    29.5      21    33    32.0 

Therefore,  I  find  the  rate  of  Hutton  288  from  the  morning  to  the 
evening  of  May  19,  +  9».9785,  and  from  the  evening  to  the  next  morn- 
ing, +  9".9641,  both  for  one  hour  of  Hutton  288.  To  reduce  Hutton 
for  the  timd  of  exchange,  the  mean  +  9».9713  is  used. 

For  May  23  and  May  24,  one  cooiparison  was  made  before  and  after 
exchange. 

May  23. 


h,    tn.      8. 

h.    m,      8. 

h. 

m.      8. 

Negus...  1344 

13    27     18.0 

13    30    25.0 

13 

33    34.0 

Hutton..  288 

,9      2    24.5 

9      5    31.0 

9 

8    39.5 

And  after  exchange : 

h,    m.      8.  h.  m,      8. 

Negus. ..1344        16    12    10.0        16  15  15.0 

Hutton..  288        11    46    49,5        11  49  54.0 


May  24. 

Negus...  1344 
Hutton..  280 

h,    m,      8. 
13    34    32.0 
9      5    37.5 

After  exchange: 

h. 

13 

9 

m. 
37 

8 

35.0 
40.0 

Negus...  1344 
Hutton..  288 

h.    m,      8. 
15    30    19.0 
11      1      5.5 

h. 
15 
11 

m. 

33 

4 

8. 

20.0 
6.0 

From  these  comparisons  and  the  rate  given  for  Negus  1344,  the  fol 
lowing  table  for  Hutton  288  is  derived  : 


Date. 


May  19. 1871 
May  23,  1871 
Slay  24,  1871 


Hours  on  the  face 
of  Hatton'd  chro- 
nometer. 


h.  tn,      $. 

9  22  53.2.'S 

10  26  56.72 

10  4  52.25 


Hutton 

288  be- 

bind   locul   si- 

dereal time. 

h. 

m. 

8. 

4 

13 

43.  666 

4 

29 

47.  4:)4 

4 

33 

44.496 

Losing  per 
hour  on  face 

of  Button's 
chronometer. 


Logarithm. 


8. 

9.9713 
•  9.  H7H 

9.  8c?32 


0.  99P7518 

0.  !»n:j:j402 

0.  994i?986 


The  logarithm  is  used  to  convert  the  chronometer-time  of  the  means 
of  the  signals  into  sidereal  time. 
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EXCHANGE  OF  SIGNALS. 

Signals  sent  from  the  Washington  Observatory. 

On  the  19th  of  Maj^  the  firat  sipnials  to  Carlin  were  at  intervals  of  one 
second,  and  were  sent  by  so  arranging  the  apparatus  that  the  clock 
broJce  a  closed  circuit  at  each  second.  These  signals  could  not  be  u?e»l 
at  Carlin. 

Afterward  an  attempt  was  made  to  send  signals  b^'^  causing  the  clock 
to  close  an  open  circuit,  but  these  signals  failed  to  get  through. 

So  much  objection  was  made  at  Carlin  to  the  clock-signals  that  sig 
nals  were  sent,  finally,  at  intervals  of  ten  seconds,  with  an  ordinary 
message-key,  by  breaking  the  circuit  in  coincidence  with  the  beat  of  the 
clock  as  indicated  by  the  sounder  in  the  local  circuit. 

Similar  signals  were  sent  on  the  23d  and  24th  of  May. 

On  the  IGth  of  June  signals  were  sent,  at  intervals  of  ten  second^ 
directly  from  the  clock,  by  switching  the  clock  into  the  main  line  at  the 
proper  time  to  enable  it  to  break  the  circuit  at  the  desired  second. 

Signals  sent  to  the  Observatory. 

Signals  from  Carlin  and  Austin  were  received  on  the  Observatory 
chronograph. 

Exchange  of  signals  heUceen  IVashinglonj  D.  C,  Detroit^  Mich.,  and  CaWin, -Xer. 

May  19, 1811.— Signals  sentfrmn  Washington.  ^ 


■IS 


WaHhington 
clock. 

Detroit  clock. 

Carlin  chro- 
nometer. 

Washington 

clock. 

Detroit  clock. 

j  Carlin  f^ 
\      Dometer. 

/*•    m.       s. 

h.    m. 

S. 

h.    m. 

*. 

h.     fn. 

s. 

*. 

m. 

s. 

h.    m.     t^ 

17    35      0.00 

17    11 

30.75 

10    44 

45.20 

17    37 

30.00 

17 

14 

0.90 

10    47   liii 

10.00 

40.70 

55.40 

40.00 

10.82 

H!> 

20.00 

50.77 

45 

5.30 

38 

50.00 
0.00 

20.85 
30.  HO 

54 » 

'          Si* 

36      0.00 

12 

30.77 

45 

45.60 

10.00 

40.82 

10.00 

40.  H3 

55.  10 

20.00 

50.81 

4i    t-* 

20.00 

50.80 

46 

5.60 

30.00 

15 

a  82 

mi 

'10  00 

13 

0  t^Q 

l*!  20 

40.00 

10.01 

25.10 

Mean.  17    36 

52. 94 

17 

13 

23.78 

10    46   3*«! 

50.00 

20.90 

35,20 

37      0.00 

30.  bO 

44.90 

May  23,  1811. —Signals  sent  from  Washington. 


^^'"chicT*"     I  Detroit  clock. 


m. 


36 


37 


10.00 
20.00 
30.  00 
40.00 
^M.  00 
0.00 

0.00 
10.00 
20.00 
30.  (0 
40.00 


h.    m. 


12 


13 
14 


s. 
45.19 
55.28 
5.23 
15.27 
25.  20 
35.19 
44.99 

45.  05 
S."!.  80 
.•i.  16 
l.^  11 
25.05 


Carlin  chro- 
nometer. 

Washington 

clock. 

Detroit  clock. 

Carhn  chi»- 
nomet^. 

h.    m. 

s. 

h.    m. 

s. 

h. 

m. 

s. 

k.    nt.     t. 

11    28 

48. 30 

18    37 

50.00 

18 

14 

35.11 

11    31   r.Ji 

58.60 

38 

0.00 

45w05 

47.  X 

29 

8.50 

18.50 

39 

0.00 

15 

45.18 

33   i'"^ 

28.  40 

10.00 

55.18 

57. » 

38.40 

20.00 

16 

5.00 

33    :• 

48.10 

1 

30.00 
40.00 

15.00 
35.00 

27* 

30 

48. 10  1 

' 

50.00 

35.00 

r» 

58.60 

40 

0.00 

45.90 

17. « 

31 

8  00 

17.90 

Mean,  18    37 

30.00 

18 

14 

15.15 

11  31  ites 

28.00 

t 

• 
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May  23,  l87l,^Signals  tent  from  Carlin. 

FIBST  SERIES. 


Washington 
clock. 

Detroit  clock. 

Carlin  chro- 
nometer. 

A.    tn. 

8. 

h. 

m. 

». 

h. 

m. 

f. 

17    53 

17 

29 

10 

47 

15.80 

30 

6.52 

16.66 

21.20 

5  84 

15.00 

25.80 

10.49 

20.00 

30.90 

15.69 

25.00 

35.90 

20.60 

30.00 

40.80 

25.52 

35.00 

45.90 

30.59 

40.00 

50.90 

35.61 

45.00 

55.90 

40.61 

50.00 

54 

1.00 

45.69 

55.00 

6.00 

50.70 

48 

0.00 

55 

6.10 
11.20 

31 

51.05 
56.05 

49 

0.00 
5.00 

16.20 

32 

1.00 

10.00 

21.30 

6.00 

15.00 

26.30 

11.05 

20.00 

31.50 

16.15 

25.00 

36.40 

21.10 

30.00 

41.30 

26.00 

35.00 

WaahingtoD  clock. 


h. 
17 


m. 

55 


56 


57 


58 


9. 

46.20 

51.20 

56.50 

1.50 

6.30 

6.50 
11.50 
16.50 
21.60 
26.50 
31.40 
36.50 
41.40 
46.60 
51.60 
56.50 
1.70 
6.60 


Mean,  17    55    41 24 


Detroit  clock. 


h. 
17 


m. 
32 


33 
34 


8. 
30.90 
35.80 
41.20 
46.20 
51.00 

51.18 
56.20 
1.20 
6.40 
11.30 
16.18 
21.25 
26.00 
31.40 
36.39 
41.22 
46.40 
51.35 


17    32    2a  97 


Carlin  chro- 
nometer. 


10 


m. 
49 


50 


51 


52 


9. 

40.00 
45.00 
50.00 
55.00 
O.0O 

0.00 
5.00 
10.00 
15.00 
20.00 
25.00 

:<o.oo 

35.00 
40.00 
45.00 
50.00 
55.00 
0.00 


10  49  37.97 


Mat  23,  1811.— SigtMli  tent/rom  Carlin. 

SECOND  SERIES. 


Washington 
clock. 

Detroit  clock. 

Carlin  chro- 
nometer. 

Washington  < 

slock. 

Detroit  clock. 

Carlin  chro- 
nometer. 

A.    fn.        t» 

h,         m.                    8m 

h.          fn.                     8m 

A.    fn. 

f. 

K.    nt.       4. 

A.      TH.          8. 

18    26    11.20 

18     2    56.00 

11    20      0.00 

18    28 

56.80 

18      5    41. 63 

11    22    45.00 

16.20 

3      1.00 

5.00 

29 

1.70 

46.81 

50.00 

21.20 

5.99 

10.00 

6.80 

51.61 

55.00 

26.20 

11.00 

15.00 

11.60 

56.41 

23      0.00 

31.30 

16.00 

20.00 

16.70 

6      1.49 

5.00 

36.20 

21.00 

25.00  ! 

1 

21.60 

6.39 

10.00 

41.10 

25.92 

30.00 

1 

26.80 

11.58 

15.00 

46.40 

31.28 

35.00 

31.60 

16.45 

20.00 

51.50 

36.33 

40.00 

p 

36.70 

21.48 

25.00 

56.40 

41.17 

45.00 

41.70 

26.51 

30.00 

27      1.60 

46.40 

50.00 

46.80 

3L60 

35.00 

6.30 

51.00 

55.00 

1 

51.80 

36.64 

40.  OO 

11.30 

56.12 

21      0.00 

56.80 

41.67 

45.00 

16.50 

4      1.50 

5.00 

30 

2.00 

46.80 

50.00 

26.50 

11.30 

15.00 

6.70 

51.59 

55.00 

31.40 

16.25 

20.00 

11.80 

56.70 

24      0.00 

36.40 

21.29 

25.00 

16.90 

7      1.80 

5.«0 

41.30 

26.00 

30.00 

21.70 

6.50 

10.00 

t 

46.60 

31.40 

35.00 

1 

26.90 

11.78 

15.00 

51.80 

36.60 

40.00 

32.00 

16.80 

20.00 

2S      1.60 

46.40 

50.00 

36. 9D 

21.70 

25.  DO 

6.50 

51.26 

55.00 

41.90 

26.70 

30.00 

11.  40 

56.12 

22      0.00 

47.00 

31.80 

35.00 

16.50 

5      1.29 

5.00 

52.20 

37.00 

40.00 

21.40 

6.29 

10.00 

57.10 

41.89 

45.00 

26  40 

11.29 

15.00 

31 

2.30 

47.18 

50.00 

31.50 

16.37 

20.00 

7.20 

52.05 

55.00 

36.50 

21.27 

25.00 

12.10 

56.95 

25      0.00 

41.60 
46.60 

26.60 
31.61 

30.00 
35.00 

Mean,  18    28 

43.92 

18      5    28.56 

11    22    32.  U 

51.60 

36.69 

40.00 

• 
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May  24,  ISll.—SifpiaU  9entfrom  TTo^Am^ton. 

FIRST  8ERIB8. 


Washington 
cloc^k. 

Detroit  clock. 
h.    in.  .     9. 

Carlin  chro-    1 
nometer.       { 

! 

Washington  i 

clock. 

Detroit  clock. 

Carlin  chro- 
nometer. 

h,     171.          9. 

A.    m,       9. 

h.    m. 

9. 

h. 

m. 

9. 

h.    tn.       9. 

16     

16     .. 

16    56 
57 

50.00 
0.00 

16 

33 

37.60 
47.80 

9    46    54.10 
47      4.2D 

• 

58 

0.00 

34 

47.82 

48      4.20 

54    30.66 

31 

17.90 

44    34.30 

10.00 

57.76 

13.90 

40.00 

28.00 

45.50 

20.00 

35 

7.70 

23.70 

50.00 

37.69 

54.20 

■ 

30.00 
40.00 

17.69 
27.54 

3a  60 
43.40 

56     

32 

46     

50.00 

37.89 

53.80 

-   •  »  •  • 

31 

1 

59 

0.00 

47.89 

49      a  80 

30.00 

ii.'TO 

34.00 

Mean,  16    57 

10.71 

16 

33 

5a  47 

9    47    14.76 

40.00 

27.65 

43.90 

1 

1 

SECOND  SERIES. 


Wanhiogton 
clock. 

Detroit  clock. 

Carlin  chro- 
nometer. 

Washington 

clock. 

Detroit  clock. 

Carlin  chro- 
nometer. 

h,    m.        9. 

;>. 

m. 

9. 

h.    m.       9. 

1 

h. 

m. 

9. 

h. 

m. 

9. 

h.    fi».        9. 

17      1     

16 

37 

38 

9      51     

17 

4 

i6.66 

16 

40 

47.  S6 
57.80 

9  54    aoo 

12.80 

30.00 

17.70 

3a  20 

40.00 

27.70 

4a  00 

5 

10.00 

41 

57.89 

55    12.70 

50.00 

37.79 

53.30 

20.00 

42 

7.79 

29.60 

2      0.00 

47.  85 

52      3. 20 

30.00 

17.70 

32.60 

10.00 

57.89 

ia20 

56.06* 

37.71 

52*66 

3    10.00 

39 

57.89 

53   laio 

6 

0.00 

47.71 

56      2.60 

20.00 

40 

7.62 

22.30 

10.00 

57.90 

12.60 

30.00 
40.00 

17.60 
27.70 

32.80 
42.80  1 

Mean,  17 

3 

49.44 

16 

40 

37.21 

9     53    ^33 

50.00 

37.  76 

5a  00 

* 

THIRD  SERIES. 


Washington 
clock. 

Detroit  clock. 

Carlin  chro- 
nometer. 

Washington  clock. 

Detroit  clock. 

Carlin  chro- 
nometer. 

h.    m.       9» 

17    26      0.00 

10.00 

20.00 

30.00 

h.    fn,       9. 
17      2    48.00 

57.90 
3      7.68 

17.85 

h,    ffi.       9. 

10    15    59.60 

16      9.30 

19.20 

29.30 

h.    m.       9. 

17    26    40.00 
50.00 

A.    fit.       9. 
17      3    27.93 

:n.80 

It.    m,       9. 
10    16    39.50 
49.10 

Mean,  17    26    25.00 

17      3    12.86 

10    16    24. 3;^ 
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Mat  24,  lertl.SigtMU  sent  from  Carlin. 

FIRST  SERIES. 


Wai«hiiigton 
clock. 

Detroit  clock. 

Carlin  chro- 
uometer. 

Washington 

clock. 

Detroit  clock. 

Carlin  chro- 
nometer. 

h.    m.       s. 

h.    m. 

8. 

A.    m.       8.    1 

h.     tn. 

8. 

A.    m.        8. 

h.    m.       8' 

17      9    59.30. 

16    46 

46.55 

10      0      0. 04) 

17    12 

39.70 

16    49    27.00 

10      2    40.00 

10      4. 40 

51.70 

5.00 

44)90 

32.28 

45.00 

9.30 

56.65 

10.00 

49:70 

37.10 

50.00 

14.40 

47 

1.70 

15.00  i 

54.80 

42.15 

55.00 

19.40 

6.69 

20.00 

59.  to 

47.15 

3      0.00 

24.50 

11.81 

26.00 

13 

4.90 

52.20 

5.00 

29.40 

16.71 

30.00 

9.80 

57.13 

10.00 

3».20 

. 

*21.  51 

35.00 

14.80 

50      2.10 

15.00 

39.  GO 

26.90 

40.00 

19.80 

7.05 

20.00 

44.70 

32.00 

45.00 

24.80 

12.10 

25.00 

49.50 

36.80 

50.00  , 

29.80 

17.15 

30.00 

54.50 

.41.88 

55.00  ' 

.35.  10 

22.45 

35.00 

59.70 

46.90 

1      0.00 

39.90 

27.15 

40.00 

11      4.60 

51.91 

5.00 

44.90 

32.15 

45.00 

9.50 

56.80 

10.00 

50.00 

37.30 

50.00 

J4.60 

46 

1.90 

15.00 

54.10 

42.39 

55.00 

19.70 

7.00 

20.00 

59.90 

47.20 

4      0.00 

24.70 

12.00 

25.00 

14 

5.00 

52.21 

5.00 

29.70 

16.98 

30.00 

9.90 

57.10 

10.00 

34.60 

21.92 

35.00 

15  10 

51      2.30 

15.00 

39.80 

26.98 

40.00 

19.80 

7.10 

20.00 

44.60 

31.87 

45.00 

24.90 

12.15 

25.00 

49.80 

37.10 

50.00 

29.80 

17.15 

30.00 

54.80 

42.00 

55.00  ; 

35.20 

22.50 

35.00 

59.70 

47.00 

2      0.00  { 

40.20 

27.50 

40.00 

12      4. 70 

52.00 

5.00 

45.10 

32.38 

45.00 

9.70 

57.00 

10.00 

50.40 

37.30 

50.00 

49 

55.  10 

42.39 

55.00 

19.80 

7.66 

20.66 

15 

0.10 

47.21 

5      0.00 

24  70 

11  95 

25.00 
30.00 

2».70 

16.99 

Mean,  17    12 

30.06 

16    49    17.29 

10      2    30.25 

34.  70 

21.99 

35.00  , 

SECOND  SERIES. 


WaBhington 
clock. 

Detroit  clock. 

Carlin  chro- 
nometer. 

Washington 

clock. 

Detroit  clock. 

Carlin  chro- 
nometer. 

h,    m.       8. 

h.    tn. 

8. 

h.    tn.       8. 

h.    m. 

8. 

h.    tn.       8. 

h,    tn,       €. 

17    17      0. 50 

16    53 

47.89 

10      7      0.00  1 

17    19 

40.90 

16    56    2a  18 

10      9    40.00 

5.70 

52.81 

5.00 

46.00 

33.21 

45.00 

10.30 

57.56 

10.00 

51.00 

38.29 

50.00 

15.50 

54 

2.79 

15.00 

56.00 

43.30 

55.06 

80.50 

7.80 

20.00 

20 

0.90 

48.15 

10      0.00 

25.  .30 

12.53 

J25.0O 

5.90 

53.19 

5.00 

30.60 

17.80 

30.00 

. 

11.00 

58.19 

10.00 

35.30 

22.61 

35.00  1 

16.10 

57      3.33 

15,00 

40.70 

28.00 

40.00 

21.00 

8.30 

20.00 

45.70 

3.1  00 

45.  00 

26.00 

13.70 

25.00 

50.60 

.37.  91 

50.00 

31.10 

ia.50 

30.00 

55.70 

42.90 

55.00 

36.10 

23.55 

35.00 

18      0.60 

47.90 

8      0.00 

41.20 

2a  60 

40.00 

5.60 

53.10 

5.00 

46.10 

33.49 

4.^.00 

10.40 

57.70 

10.00 

51.50 

3a  59 

50.00 

55 

56.20 

43.70 

55.00 

21 

1.20 

4a  50 

11      0.00 

25.76 

12.88 

25.00 

6.20 

53.52 

5.00 

30.50 

17.79 

30.00 

11.20 

5a  .V) 

10.00 

35.60 

2ti-90 

35.00 

16.20 

58      3.50 

15.00 

40.70 

28.05 

40.00  { 

21.10 

a  36 

20.00 

45.  70 

33.00 

45.00 

26.40 

13.72 

25.00 

50.80 

.38. 10 

50.00 

31.20 

ia50 

30.00 

55.80 

43.10 

5.5.00 

19      0.80 

48.10 

9      0.00 

41.30 

2a  60 

46.66 

5.80 

53.10 

5.00  1 

46.20 
51.30 

33.48 
3a  59 

45.00 
50.00 

56 

56.40 

43.70 

55.00 

26.96 

8.19 

20.00 

22 

1.30 

4a  60 

13      0. 00 

25  QO 

13.20 
18.10 

m  00 

30,90 

30.00 

Mean,  17    19 

31.88 

16    56    19.00 

10      9    30.98 

36.00 

23.22 

:J5.00 
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May  23,  1871,  I  find  one  more  set  sent  from  Washington  toCarlin, 
but  not  recorded  at  Detroit : 


h.    m. 
17    21 


40.00 

50.00 

23      0.00 


8. 

h. 

m. 

ff. 

t 

h. 

Wl. 

9. 

K 

m.      1 

10 

41 

17 

49 

30.00 

10 

43  as.0 

40.00 

36.10 

40.00 

3Sl« 

50.00 

46.30 

50.00 

45.9 

0.00 

56.20 

50 

aoo 

a^? 

10.00 

42 

6.20 

10.00 

44     i- 

20.00 

16.20 

20.00 

15l- 

30.00 

26.10 

M«an, 

17 

40 

58.47 

10 

34   SI) 

And  one  set  sent  from  Carlin  to  Washington,  on  the  same  dat( 
recorded  only  at  Washington  and  Carlin : 


h. 

m.       8. 

h.    m.       8. 

h. 

m.       8. 

h. 

m.       f. 

Id 

1    37.40 

10    55    30.00 

18 

3      7.t0 

10 

57      0  00 

42.30 

35.00 

17.60 

10.00 

47.30 

40.00 

22.70 

15.00 

57.20 

50.00 

27.60 

20.00 

2      2.40 

55.00 

32.60 

25.00 

7.30 

56      0.00 

1 

37.40 

30.00 

12.80 

5.00 

1 

42.60 

35.00 

17.60 

10.00 

i 

47.50 

40.00 

22.70 

15.00 

52.60 

45.00 

27.50 

20.00 

57.80 

50.00 

32.30 

25.00 

4      7.60 

58      0.00 

37.50 

30.00 

Mean,  Id 

2    51.22 

10 

56    43.70 
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Mean  pl^tces  of  stars  for  1871.0  used  for  determination  of  latitude  of  Carliny  Nernda. 


No.  of 
pair. 

No.  in 
B.  A.  C 

Declination. 

1  Xo.  of 
pair. 

No.  in 
B.  A..  C 

Declination. 

No.  of 
pair. 

Na  in 

D,  A..  \j. 

D«iliiiatk». 

O         / 

// 

O         1              H 

0           '             M 

452B 

25      1 

2.73 

4825 

37    11    39.22 

5234 

18    33    30i: 

1 

4.'>40 

56      0 

36.66 

6 

4841 

44    11    57.58 

11 

5249 

6i    59   SIC 

4568 

55    20 

5.00 

4885 

42    55    27.50 

5322 

33     9   5&: 

2 

4594 

26    21 

2.56 

7 

4897 

38    20    36.56  ' 

12 

5348 

58    54    37.1 

4640 

29    17 

1.25 

4952 

47    47    15.90 

53*5 

36    49    lii 

3 

4684 

51    35 

32.39 

6 

.  5000 

33    34    10.00  1 

13 

5400 

44      9    5i 

4728 

4758 

4804 

42      7 
39    23 

50    2.*> 

33.27 
16.50 

22.70 

9 

5071 
5098 

5116 

14 

5432 
5463 

34    11    HI 

4 

46    37    1&* 

62    43    17.93 

5 

4808 

30    56 

20.26 

10 

5146 

18      5    14.96  ; 

1 

Observations  for  latitude, — Station j  Carlin,  Nevada. 


Date.      ^ 


■ 

hi    . 

to 

<M 

c-s 

o 

h  4 

J 

u  « 

o 

•'-  u 

^ 

^ 

Level. 


1871. 
May  17 


N. 


4568 
4594 

4640 
4684 

4804 
4808 


25   4568 
4594 

4640 
4684 

4728 

4758 


4804 
^14808 


S. 


12  52.2  13.5  10.0 
24  66.3   a  0115.0 


12.5 


7  94.711.0 


31  72.6 

17  35.8 
15  25.6 


15.0 


9.8 
14.8 


a3 

14.0 
9.2 


12  92.7  17.213.0 
25    8.012.4le.O 

7  ."13.0114.  815.  3 
31  30.9  17.0  13.9 


26 


4526 
4540 

4568 
4594 

4640 
4684 

4728 
4758 

4804 

4808 

4825 
4841 

4885 

4897 

4952 

500U 

5071 
5098 

5116 
5146 

5234 
5249 


19  16.  9 
23  16.  7 

18  32.0 
16     8.54 

11  73.6 
28  74.9 


15.0 
16.8 

16.0 
13.2 

17.0 
12.4 


9  59.0.14.2 


18.0 
15.0 

16.2 

ia8 

10.0 
14.7 

12.8 


15.7  12.5 


21  83.2 


1  45.  3  14.  8  14.  0 


25  26.9 

16  20.4 
20  65.7 

17  52. 5 


Keinarks. 


Date. 


1871. 
May  26 


27 


Mistake  in  reading, 
to  be  excluded. 


12.8  16.3! 

13. 0  16. 0 
16.0  13.9 

9.  8  21.  0 


15  20.8119.0  11.8 


11  91. 2'  7. 2  2.3.  5 

12  88.  3  21.  3,  9.  6 


25  6.7 
18  53.5 

15  66.2 
12  99.2 

1  62.5 

26  51.6 

33  23.9 

6  ia7 

20  74.2 
15  20.0 


16.215.0 
11.3  20.2 

9. 2  19.  8 
16.9  11.7 

13  0  15.2 
IX  0  15.  4 

17.  8  10.  5 
9.0  19.2 

1 
17.811.2 
9.  7  19.  8 


C8 


o 

d 
"A 


CO 
hi  4 


Level. 


X. 


5322 
5348 

.53851 
54001 
t 
5432 
5463! 

4526 
45401 

45681 
4594 1 

4640| 
4684 

4728 

4758; 

4804 

4808 

4825 
4841 

4885 

4897  j 

49.')2, 
5U00| 

5071 ! 
5098| 

5116 
5146 

5234! 
5249 

5322 
5348 

5385 
5400^ 

5432I 
5463 


Bemarki. 


32  51.  6  la  8  16.  4 

3  15.4|15.7  13.9 

9  64.8'l3.21fi.2i 
28  88.  713.  8  15.  2 

4  41.7  16.213.2 
36  62.  2   7.  8  20.  8 


Most  be  31*. 


6  99.8i22.2  16.2, 
24    6.0  17.8120.5! 


10    9.2 


21  2 


22  22.8  15.8 


16.8 
22.7 


3  la  5  16.  0  23.0 
27    a0  2U.0jl9.5 

10  10.9'ia8'20.7 
13  7a  9,17. 5122.0 


Most  be  14«  58*. 


13  22.  21a  022.0 

10  87.7ia2|21.8: 

14  9.3 

15  12.8  17.0 

19  e9.4iae 

13    5.0il7.6 

! 

11  30.0  20.9 
8  52. 9  13.  7 


19.  0  21.  2 
23w3 

22.0 
23.0 

20.0 


2  76.9 


5.0 


10.2 
13.0; 


Verj'  faint. 


Bubble  b  e  j  o 
scalet. 


27  51. 0  2. 3 

30    6.o'22.8 
3  54. 7,20.  7 

14  97.8  13.8 
9  75. 9   0. 0 

32  87.0  12.0 
3  58.311.2 


5  11.118  3  15.7 
24  37.4  13.2  20.7 

4  36.014.0  23.0 
31  4a  1121.  0  16.  2 


la  8  Mistake  in  read 


2L3 

10.8 
21.0 

9.8 
10.8 


excluded. 
Moat  be  9»  45^.) 
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Date. 


1871. 
May  17  ... 

M5«j  25  ... 
Mav  26  . . . 


Mav  27 


o 
d 


2 
3 
5 

2 

4 

5 

1 

2 

3 

4 

."i 

6 

7 

8 

9 

10 

11 

12 

13 

14 

1 

2 
3 
4 

5 

fi 

7 

8 

9 

10 

11 

12 

13 

14 


40  HS 
26 
45 
40 

40  30 
50 
26 
45 
40 
41 
38 
40 
59 
24 
46 
62 
29 
24 

40  30 
50 
26 
45 
40 
41 
38 
40 
59 
24 
46 
62 
29 
24 


39.29 
21.67 
29.14 
55.10 

55.63 
39.48 
21.88 
29.37 
55.33 
52.30 
5.52 
44.81 
17.83 
17.32 
13.3d 
14.01 
31.  73 
14.  6d 

55.82 
39.69 
22.09 
29.61 
55.56 
52.57 
5.77 
45.05 
18.07 
17,  55 
13.54 
14.30 
32.00 
14.94 


Corrections. 


Half-snm  of  * 
dccliDation. 


40  50  37.  68 
26  19.97 
40  53.23 


-  8  11.00 
+16  1. 70 
+  1  25.00 

-  8  11.49 
+  16    1.69 

-  2  61.68 
+  1  30.50 

+  11  28.04 


—  8 
-}-16 

-  3 


4- 


1 
0 
4 


15.08 
3.18 
0.08 
33.70 
39.26 
24.16 
1  47.97 
—16  46.65 
+  18  14.08 
-  3  44. 13 
-19  47.47 
+ 12  58.  04 
+  18  20.25 


+  11  30.02 

-  8  10.80 
6.  .37 

.'V8.75 
1  34.83 
41.85 
28.69 
52.  05 
-16  40.59 
-18  12.51 

-  3  43.24 
-19  44.44 
+  12  59.01 
+  18  16.85 


-fl6 
-  2 

+ 
-f 


0 
4 
I 


-  2.36 
+  3.51 
+  0  95 

-  0.  95 
+  1.76 

-  0.81 
-3.92 


+ 
+ 


3.17 
3.10 
1.82 
0.61 
2.70 
3.10 
5.20 
3.65 
3.10 
1.28 
2.36 
0.27 
2.97 
6.75 


+  2.23 

-  1.69 
-4.39 
-4.32 

-  5.13 

-  5.74 
-5.80 
^  8.  SO 
-10.73 


2.30 
5.40 
1.76 
3.31 
2.83 


Mean,  40°  42'  2C".67  ±  0".28. 


Latitade. 


o     »  " 

40  42  24.  32 
25.18 
19.18 

40  42  96.  85 

25.12 

[26.  36) 

21.68 

40  42  26.  84 
27.50 
23.24 
28.68 
26.33 
28.46 
24.  48 
29.13 
28.08 
30.12 
26.89 
26.27 
26.80 
2a]8 

40  43  28.07 
27.20 
24.07 
2&54 
25.26 
2a  68 
28.66 
28.60 
26.  T5 
[32.  36] 
24.90 
31.62» 
27.70 
28.96 


We  conclude,  therefore,  that  the  longitude  of  Carlin  station  is  39^ 
04'  18''.80  west  of  Washington,  or  IIG^  07'  20".G  west  of  Greenwich, 
and  the  latitude  =  N.  40-  42'  2G".67. 


BATTLE   MOUNTAIN,   NEVADA. 
Geojrraphical  positio*  •f  station:  Lonflritnde,  lltF  56'  13".50  ;  latitude,  40<^  38'  I8".74 

'fhe  astronomical  station  is  situated  near  Battle  Mountain,  Nev.,  a 
town  on  the  Central  Pacific  Railroad.  The  track  of  the  railroad  runs  at 
this  point  in  a  nearly  north  and  south  direction.  The  astronomical 
monument  is  placed  southeastward  from  the  town,  and  1,475  feet  east 
of  the  track,  and  1,16G  feet  from  the  public-school  buik}ing.  Battle 
Mountain  has  aboul  800  inhabitants.  The  astronomiciil  station  is  but 
slightly  elevated  above  the  railroad-track  ;  the  place  is  level,  but  at  a 
distance  of  one  mile  prominent  hi^ls  and  ridges,  rising  3,000  feet  above 
the  station,  are  visible.  The  elevation  of  the  station  is  determined  to 
be,  approximately,  4,500  feet  above  the  level  of  the  sea. 

Meteorological  conditions^ — No  detailed  meteorological  observations 
were  taken  at  this  station.  From  the  diary  of  the  observer  it  can  be 
seen  that  it  was  cloudy  almost  always  during  the  day,  but  clear  at  night. 
The  observer  lost  much  time  waiting  for  the  line  to  Detroit.    On  some 
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days  only  very  few  observations  for  latitude  were  taken,  after  he  bad 
waited  until  late  at  night  expecting  to  get  the  use  of  the  wires  for  longi- 
tude-work. 

Description  of  observatory  and  instruments  used. — The  construction  of 
the  observatory  was  the  same  as  at  Carlin,  and  a  description  of  it  will 
be  found  in  the  report  for  that  station. 

The  same  instruments  for  time-determination  and  exchange  of  siocnals 
were  also  used.  For  tlie  latter  purpose  the  wires  of  the  Western  Uni  n 
Telegraph  Company  were  employed.  The  observer,  E.  P.  Austin,  was 
assisted  at  this  point  by  two  enlisted  men. 

Points  with  which  connections  were  made, — It  was  intended  to  connect 
Battle  Mountain  with  Washington  and  Detroit,  but  it  wa&  impracticable 
to  connect  with  Washington,  and  the  exchange  of  signals  was  made 
with  Detroit  only,  where  Mr.  O.  B.  Wheeler,  assistant  tjnited  States 
laiie-survey,  conducted  both  observations  and  computations. 

An  explanation  of  the  signs  and  symbols  used  in  the  determination  of 
time  at  Detroit  will  be  found  in  the  report  for  Carlin  station.  The  ob- 
servations made  at  Battle  Mountain  were  reduced  in  1873  by  Dr.  F. 
Kampf,  and  revised  in  1874.  The  arrangepient  of  the  report  was  also 
made  by  him. 

Instrumental  values^  (&c. — The  instrumental  values  are  given  in  the 
report  for  Carlin  station.  The  signals  were  sent  by  sound  from  Battle 
Mountain,  and  recorded  by  eye  and  ear.  At  Detroit  they  were  sent  by 
sound  also,  but  recorded  on  a  chronograph.  By  means  of  automatic 
repeaters  at  Corinne,  Cheyenne,  Omaha,  and  Chicago,  the  signals  were 
transmitted  direct  to  the  connected  stations. 

It  has  been  found  impossible  to  get  a  better  result  for  longitude.  The 
observer  used  for  temporary  monuments  pieces  of  wood  buried  in  the 
ground,  which  proved  too  unsteady  to  give  the  most  accurate  results. 
These  temporary  moninnents  were  replaced  later  by  a  sandstone  pier. 

•  Computation  of  clock-correction  for  Detroit^  June  1,  1871. 


lU. 


W. 


W. 


E. 


Star. 


a    Sorpentis 

e    Serpentis 

i  Ura®  Minoris  . . . 

c  Coronro  Borealis . 

0  Scorpll 

d    Ophiuchi , 

r    Horonlis 

K    Ophiuchi , , 


S  Ursffi  Minoris 

1  Aqailffi 

i  AqoilsB 

w  Aqiiilffi 

i  Aquilse 

Y  Aquilie 

a  Aquilas 

fi  Aqnilie 


CAt 

Aberr. 

B6 

Ce 

8. 

/r. 

s. 

s. 

+.03 

-.01 

+  .23 

+  .11 

+.03 

-.01 

+  .20 

+  .10 

+.16 

-.07 

+  .94 

+  .51 

+.03 

-.02 

+  .24 

+  .18 

+  .03 

-.02 

+  .10 

+  .11 

+  .03 

-.01 

+  .12 

+  .10 

+  .04 

-.02 

+  .27 

+  .15 

+.03 

-.24 

+  .81 

+  .11 

-.24 
-.01 

..2.18 
+  .12 

-1.76 
-  .11 

-.03 

-.03 

-.01 

+  .19 

-  .11 

-.03 

-.01 

+  .19 

-  .11 

-.03 

-.01 

+  .16 

-  .10 

-.03 

—.01 

+  .19 

-  .11 

-.03 

-.01 

+  .19 

-  .11 

-.03 

-.01 

+  .19 

-  .11 

h.fn,     $. 

15  39  04.  91 
45  33. 21 

49  56.06 
53  24.  93 
59  06.39 

16  08  45.  31 
17  02.15 
52  44. 06 

18  15  23. 94 
29  21.54 

19  00  39. 26 
12  56.11 
20  10.03 
41  17.97 
43  39. 61 

50  oa92 


15  37 
44 
48 
52 
57 
07 
15 
51 


16 


«. 

56.36 
2171 
49.16 
16.53 
57.91 
36.71 
53.74 
35.87 


18 


19 


14  17.  S3 
3d  12.61 
59  30.13 
11  46.95 
19  00  85 
40  08.78 
44  30.50 
48  59.71 


(«-« 


-1 


f. 

08.91 

oass 

08.44 
08.77 
08.70 
08.84 
0&85 
09.13 

06.89 
08.90 
09.17 
09.20 
09.90 
09.33 
09.15 
09.35 


t. 

+.« 
-  « 


-.03 
-.« 
-.06 

+.ft* 
+.« 


^.05 

-r.OS 
^.03 
+  .04 
-.OJ 
+.04 


Normal  equations. 


+  151.98a  +    0.96p  -    6.  88 <I9  +  19.62  =  0 
+      0. 96  a  +  4J.  91  p  -   3. 57  =  0 

-      6.88  a  +16.00<je  +1.3. 45  =  0 

o  =.  -  0«.  17 

c  =  —  0*.  10,  lamp  eofit. 
p  r=  -I-  0».  087,  per  hour. 
A  « =  -  1-  08*.  91  ±  0'.  021,  at  17^  38-. 
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Computation  of  clock-correction  for  Detroit f  June  3,  1871. 


III. 


Star. 


E. 
TV. 


W. 


c    Coronap  Borealis 

0   Srorpil 

d    Ophiiicbi 

§    Ophiuchi 

^    Hcrcnlid 

1}   Hercuhs 


a    Ophinchi 

6  Ursa}  Miuoris 

6  Urs«p  MinoriH 

1    A<iuilic< 

^    Aquiltr? 

d   StiKitlarii 

u>    A(]niht' 

6    A<]iiila> 

y    Aiinilii' 

(I   Aquilie 


C  A  i    I  Aberr. 


». 

-.04 
-.03 
—.03 
-.03 
-.04 
-.04 

-.03 


4-.  03 
-f.03 
+  .03 
-T.03 
1.03 
+.03 
+  .03 


B& 


». 

-.02 
-.02 
-.01 
-.01 
-.02 
-.02 


01 
24 
24 
01 
01- 
02 
01 
01 
,01 
,01 


-i- 


-i- 

-1- 

T 

I 

-r 

t 
-t- 


21 
10 
13 
10 
19 
20 

13 
19 

1.88 
.09 
.09 
.05 
.07 
.06 
.16 
.21 


1 


Cc 


03 
03 
03 
03 
03 
03 

03 
64 
64 
03 
03 
-.63 
+.03 
+  .03 
+  .03 
+  .03 


+ 

+ 


h,  tn.     s. 

15  53  30.  Id 
'      58  11.40 

16  08  50.  28 
{       31  18.  13 

37  40.  56 
39  43.  82 

17  30  12.10 

18  15  31.93 

29.96 
29  26.  39 
1^  00  44.14 
11  20.41 
13  00.  93 
20  14.73 
41  22.71 
45  44. 57 


h.  tn.     9. " 

15  52  16.  54 
57  57.  93 

16  07  36.  73 
30  05. 02 
36  27. 16 
38  30.30 

17  28  58.  34 

18  14  17.33 


19 


28  12.65 
59  30. 17 

10  06.  S8 

11  46.99 
19  00.90 
40  0aH3 
44  30.  55 


(a-t) 

V 

m.  s. 

8. 

-1  13.76 

+  .32 

13.49 

+.08 

13.61 

+.15 

13.  44 

-.10 

13.50 

-.10 

13.63 

+  .01 

13.82 

+.07 

14.91 

14.91 

•••••• 

13.88 

-.06 

14.11 

+  .06 

13.92 

-.14 

14.06 

-.04 

13.94 

-.17 

14.09 

-.10 

-1  14  28 

+  .08 

Xonnal  equations. 

144.  49  a  +    3.  96p  -    3.  72«tf  -  15.  88  =  0 

3.96  a  ^29.78  p  -    5.67  =  0 

-      3.7Ba  +15.OO<J0  n  13. 44=-0 

a  =  :  0».  08. 
c  =  -:-  0».  03,  lamp  ea»t. 
p  =  +  0».  201,  per  bour. 
A  f  ^  _  !■  13*.  86  ±  0«.  024,  at  IT*  50» 

Computation  of  clock-correction  for  Detroit^  June. 10,  1871. 


111. 


E. 


E. 
W 


Star. 


W. 
W. 

vr. 

E. 


a    Bootis 

p    Bootis 

c    Bootis 

a*  Librjv 

Urnae  Minoris 
Ursie  Miooris 
Librie 

f«*  Bootis 

a    Sorpentis  .... 

e    St-rpentis 

^    T'thr*  Mluoris 

p'  Scorpii 

^    Opbiuchi 

K    Opbiucbi 

«    Vrsa;  Minoris 

a*  Herculis 


C  At 


8. 

-.03 
-.04 
-.03 
-.03 


+.03 
+.  03 
+.03 
+.16 


+  .03 
+.03 
+  .24 
+.03 


fl    SerpcDtis +.03 

51  Cepbei.  L.C 

51  Cephol.  L.(; 

i    Aquihc  

d    Sagittnrii 

<u   Aqtiibi' 

6     Aipiila* 

K     AqtlilK'    


03 
03 
03 
03 
03 


Aberr. 


Bb 


8. 

-.02  I 

-.02  I 

-.02 

-.02  I 

-.05 

-.05  i 

-.01 

-.02 

-.02 

-.01 

-.07 

-.02 

-.01 

-.01 

-.10 

-.01 


+  .13 
+  .  15 
+  .14 
+  .07 
+  .42 
+  .71 
+  .14 
+  .28 
IH 
18 


11 


+  .13 
+  .17 

+ 1.  12 
-f.  .17 


-.01 

+  .29 
+  .29 
-.01 
—.02  ,+ 
-.01  + 
-.01    + 


+  .12 
-3.06 
—  .  65 


+ 


06 
05 
10 
10 


-.01    +  .10 


Cc 


-.03 
-.03 

-.o:j 

-.03 
-.10 
+.10 
-♦-.03 
+.03 
+i03 
-.03 
+  .13 
+.03 
+.03 
+  .03 
+  .19 
+  .03 

+.03 
-.53 
+  .53 
—.03 
-.03 
-.03 
-.03 
-.03 


19 


1^.    m. 

14  11 
27 
40 
45 
52 

il5  11 
20 
.39 
4S 
50 
59 

16  31 
52 

17  00 
10 


8. 
09.  3-2 
39.  02 
44.04 
07.  50 
.10.36 
.30.  95 
26.  75 
.'ia  72 
17.  e7 
46.17 
08.03 
19.29 
26.40 
56.73 
44.49 
09.  to 


h. 
14 


m. 
09 
26 
39 
43 
51 


8. 

47.84 
17.59 
22.60 
46.10 
10.30 


15 


16 


17 


10 
19 
37 
44 

48 
57 
30 
51 
59 
08 


05.50 
38.74 
56.38 
24.  74 
48.83 
57.97 
05.08 
35.  35 
25.78 
47.59 


18  16  01.00  18  14  39.64 


40 

00 
11 
13 
20 
31 


18. 12 
14.64 
51.88 
28.38 
08.75 
22.64 
19.97 


6    38    49.29 

'"  59**36*32 

19     10    06.75 

11     47. 14 

19    01.05 

29    58.46 


{a-t) 


m. 
-I 


1-1 


8. 

21.53 
21.  49 
21.50 
21. :» 
20.33 
20.51 
21.41 
21.30 
21.51 
21.66 
20.30 
21.44 
21.56 
21.60 
20.16 
21.63 

21.53 
25.53 
.52 
21.55 
21.60 
21.64 
21.62 
31.54 


8. 

+  . 

08 

+  . 

10 

+. 

0!» 

^^  • 

19 

Normal  equations. 

+  296. 13  a    -  38. 83  p    +  17. 03  «J  d  +  84.  99 
-    38. 83  a    +  69. 42  p  -  12.  35 

+    17.03  a  +  22.00  «je  +  11.92 

a  =  -  0«.  03 

e  -.:.  —  0».  03,  lamp  east. 

p  r-z  +  0. 009,  per  hour. 
A<=  -  1".  21*.  34  ±  0«.017.at  U^  42« 


0 
0 
0 


-.15 

-.06 

.00 

+.15 


^B 

17 

— . 

02 

+. 

09 

+. 

14 

— . 

04 

+  .04 
-.05 
+  .12 
-.03 
-.06 
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Battle  Mouniaiiif  Xev.j  June  1, 1871. 


Name  of  star. 


Clamp. 


6B 


a  A 


a    Virpinii 

g    VirgiDis  ....:. 
71    Ursa-*  Mi^o^s- 

■n    BootlH 

50  Cap..  L.  C 

T    Herculia 

a    Scorpii 

15  Draconis 

a    Camelnp.,  L.  C 
«     Ursae  MiDoris. 


W. 


E. 


h.  m. 
13  17 


8. 

5.98 
S6  49.  52 
41  13.48 
47  16.24 
50  59. 16 
16  14  39.  59 
20  12.34 
27  10.04 
39  44.96 
58  35.  38 


8. 

0.02 
0.08 


;+  0.26 


i  + 


0.18 
0.23 
0.36 
0.  U 
0.54 
0.14 
1.21 


+ 


8. 

3.23 
2.66 
1.02 
1.60 
+  12.  n 

-  0.61 
-f  4.17 

-  5.44 
+  9.65 
-20.12 


cC 


i  + 

;+ 


8. 

0  42 
0.41 


+  0.64 
0.43 
1.31 
0.60 
0.46 
1.15 
1.01 
3.04 


+ 


h. 

w. 

8. 

13 

17 

9.65 

26  52.67 

41 

13.36 

47 

ia45 

51 

9.73 

16  14  38.  02 

SO 

15.94 

27 

2.91- 

39  55.76 

56  11.01 

AR. 

1 

AT 

h.  vn.     t. 

«.     L 

13  18  25w01 

T  1  15^» 

28    a  32 

15.6 

42  StHe- 

11  a 

48  33.74 

ua 

52  25. 27 

uy 

16  15  53.75 

\L7i 

21  31.80 

1S.» 

38  18.51 

15. 6B 

41  11.40 

UM 

59  25.98 

^  1  lit: 

i 

Mean  for  15*>  0">  local  sidereal  time U  1 15.  Si 

Four  different  computations  to  find  the  error  of  chroooroeter  were  made.  The  error  of  conimttnt 
adopted  from  two  computations  =  —  0*.41.  The  method  of  least  squares  gave  an  unsatisfactory  refolt: 
the  azimuth  of  the  instrument  was  therefore  computed  from  polar  and  south  stars  ^  +  4'.09.  iS  Dra- 
conis is  excluded  in  the  above  determination  of  time,  as  it  gives  a  result  differing  too  much  from  thote 
of  the  other  stars. 


Name  of  star. 


i    Virginis 

n    UrKR*  Mj^oris.. 

n    Ikxitis 

50  Cassiop.,  L.  C  . . 
a    Draconis 


Clamp. 


W. 


Battle  Mountainj  Nev.jJune  3^  1871. 


bB 


h.  m.     8.  8. 

13  26  52.96  '-  0.16 
41  13.50  I-  0.11 
47  ia44  I-  0.12 
51  9.85  1+  0.20 
59  41.45    -  0.35 


( 

X  A 

eC 

8. 

8. 

+ 

0.33 

+ 

0.32 

0.13 

+ 

0.50 

-f- 

0.20 

+ 

0.34 

+ 

1.50 

1.  02 

0.49 

+ 

0.86 

h.  m. 


8. 


13  26  53.  45 
41  13.76 


47 
51 


ia86 
10.53 


59  41.  47 


AR. 


A.    fH. 

13  28 
42 
48 
52 

14  0 


AT 


a  31 

2a  85 
33.74 
25l39 
46.21 


-hi 


+1 


k   #- 
14  « 

14.7* 


Mean  for  13'>  45">  loc«>l  sidereal  time -1-1  UW 


Normal  equations. 

0  =  -  0.23  +  5.00  «  f  +    2.78  a 
0  =-  -  2-86  +  2.78  6 1  +  10.33  a 


J«  =  -0M15 
a  «  +  0«.308 


By  preliminary  reduction  the  error  of  ooUimation  is  found  =  —  0".32;  adopted  error  of  aziaBtl 
:  Hh  0*.20.    The  azimuth  of  the  instrument  found  by  the  method  of  least  squares  =  -f  0".50a 

Battle  Mountain^  Nei\^  June  3, 1871. 


Name  of  star. 


<J    Corvi .'.... 

fc    Draconis 

y    Virginis 

35  Virginis 

12  Cauum  Venat. 

Virginis    

0    Virginis 


Clamp. 


E. 


h.  tn.    8. 

12  22  51.  52 
26  55.48 
33  49. 00 
40  59. 21 
48  45.  52 
54  28.  28 

13  1  57.84 


bB 

a  A 

eC 

8. 

8. 

8. 

-0.02 

+5.84 

-0.33 

-0.08 

-9.99 

-0.96 

-0.04 

+4.43 

-0.32 

-0.06 

+4.02 

-0.32 

-0.14 

+  0.27 

-0.41 

-0.12 

+  3.35 

-0.  33 

-0.10 

+4.83 

-0.32 

AR. 


AT 


a.  m.    ff. 

h. 

m.    #. 

m.  1. 

12  42  57. 01 

12  23  19. 00 

+1  11» 

36  44.45 

87  59.50 

Utf 

33  53.07 

35    a07 

15.« 

41    2.85 

41  laio 

lift 

48  45.24 

50    0.39 

liU 

54  31.18 

55  46.32 

15lI 

13    2    S.  25 

13 

3  17.30 

+  1  li» 

Mean  for  12^  40"  local  sidereal  time 


+  1  13l( 


Normal  equations, 

0  =  +  0.  05    +  7. 00  <J  «    +  1. 90  a  <5  f  =  -  0«.  01 

0=-0.02    +l.90<Je    +4.  55«  o  »  +  0«.009 

The  error  of  collimation  is  found  by  preliminary  reduction =  —  0».  32 

The  azimuth  was  determined  l>y  d  Com  and  «c  Draconis ~  +  6«.  70 

And  by  mean  of  the  least  squares  the  azimuth  is  given _  -j-  6".  709 
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Baiih  Mouniainj  Nev.,  June  10,  1871. 


Name  of  star. 


^    Ursa  Minoris 

d     Scorpii 

^'  Scorpii 

Groom.  2320.. 

T     HercuKs 

a     Scorpii 


h.  m     ». 

15  47  41.  85 
51  35.  8tt 
56  49.  56 

16  4  54.4*2 
14  45.4*2 
20  23.  40 


Mean  for  16^  0^  focal  sidereal  time 


&B 

aA 

cC     j 

t. 

9. 

8. 

-2.25 

+0.40 

+0.06  1 

-0.24 

—0.13 

+  0.01 

-0.211 

—0.12 

4  0.01 

-1.43 

-fO.  17 

+  0.03 

-0.83 

+0.02 

4-0.02 

—0.24 

—0.13 

-rO.Ol 

h.  tn.    8. 

15  47  40.  06 
51  3.'^.  52 
56  49. 16 

16  4  53. 19 
14  44.  63 
20  23.04 


A.  tn.    8. 

15  48  48.  84 
52  44.  21 
.'»7  57. 97 
6  2.00 
15  53.  76 
21  31.68 


16 


AT 


m.  8. 

+  1  8.78 
8.69 
8.81 
8.41 
9.13 
8.84 


i-1  8.84 


Normal  equations, 

0  -   ]  0.  59     i    6. 00  <J  e    —  1.  47  a    —12. 29  c  «  -^  —  0-.  16 

0=    11.73    —  1.47«J«    +13. 47  a    +13.71  c  a  =  —  0-.  133 

0  =  i  0.  36     -  12.  28  <J  t     + 13.  71  a     +36.  75  c  c  =  -  0-.  012 

From  the  preceding  observations,  the  following  table  containing  cor- 
rections of  chronometer  and  adopted  rates  for  Negus  No.  1344  is 
derived. 

1871.  A.  m.    8.  •  8. 

Jane  1,  15.0  local  sidereal  time:  cor.  of  chronometer,  -f  1  15.52;  adopted  rate,  -f  0.011 
June  3,  13.2  local  sidereal  time :  cor.  of  chronometer,  -j-  1  14.99 ;  adopted  rate,  -j-  0.023 
June  10,  14.8  local  sidereal  time:  cor.  of  chroaometer,  -j-  1    ^-^4  ;  adopted  rate,  -j-  0.035 

Before  and  after  exchange,  comparisons  of  Negus  1344  and  Button 
288  (mean  solar  chronometer)  were  made,  as  follows : 

1871.  h.    m.    8.  h.    m.    8.  h.    m.    8. 

June    1.  Negus  i:^4 13  56  30.0  13  59  34.0 

Hutton28« 8  55  57.5  8  58  51.0 

After  exchange : 

Negus   1344 1557.56.0  16  00  59.0        16    4    6.0 

Button  288 • 10  56  5:^.5  10  59  56.0        11     3    2.5 

June    3.  Negus  1344 14    5    2.0  14    8    5.0 

Button  288 8  56  25.0  8  59  27.5 

After  exchange : 

Negus  1344 15    040.5  15    3  44.0        15    6  49.0 

Button  288 9  5154.0  9  M  57.0          9  58     1.5 

June  10.  Negus  1344 14  14  13.0  14  17  17.0 

Button  288 8  37  57.0  8  41    0.5 

After  exchange : 

Negus  1344 15  38  24.0  15  41  26.0 

Button  288 10     154.0  10    4  55.5 

From  these  comparisons  the  following  table  for  meantime  chronome- 
ter Button  288  is  derived. 

Huiton  288. 


June  1,  1871. 
Jane  3,  1871. 
Jaoe  10, 1^71 


Hiitton  time. 


8. 9553:> 
10.99925 

8.  96562 

9.  91597 
H.  6,5799 

10.  06021 


Slow  of  Aidereal 
time. 


h. 
5 


m. 

1 

2 

9 

10 

37 

37 


8. 
58.28 
18.  51 
52.20 
1.94 
25.11 
39.06 


Losiog    per 
bour. 


Log. 


8. 

9.898 

0.9955363 

10.  249 

1.  0106754 

9.949 

0.  9977580 
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Exchange  of  signals  heUceen  Detroit j  Mich.f  and  Battle  J/oMw/aiii,  Xev, 

JuXE  1,  l&ll.—SignaU  tent  from  Detroit 


Detroit  clock. 


i 


h.    I/I-. 

8. 

17    22 

40.25 

50.06 

23 

0.35 

24 

0.21 

lU.OJ 

20.05 

Battle  MoQut- 

aiix 
chronometer. 


h. 
10 


m.      8. 

3  49.80 
50.60 

4  9.80 

5  9.60 
19.  20 
29.20 


Detroit  clock. 


h,    fin. 


8. 


17  24  40.10 
50.20 

25  0. 24 

26  0.25 
10.19 


Battle  Motiut- 

aiD 
chronometer. 


h,    m.      8. 


10 


5    

49.30 
59.10 

6  9.40 

7  9.30 
19.00 


Detroit  clock. 


h.    m. 
17  26 


27 


8. 

20.05 
30.20 
40  20 
50.15 
0.21 


Mtau,  17    25      3.92 


Battle  Mount- 
ain 
chronometer. 


n>. 


10 


8 


8, 
39.00 
39.  H) 
49.00 
59.00 
9.00 


10       6     13.03 


SECOND  SERIES. 


Detroit  clock. 

Battle  Mount- 
ain 
chronometer. 

Detroit  clock. 

Battle  Monnt- 

ain 
chronometer. 

Detroit  clock. 

Battle  Moont- 

ain 
chronometer. 

h.    m.       8. 
17    52    40.29 
50.21 

53  0. 21 
10.20 
20.15 
30.20 
40.11 

54  40.08 

h.    m.       8. 

10    33    44.80 
54.70 

34  4.60 
14.50 
24.50 
34.50 
44.50 

35  44.30  ; 

h.    m.      8. 
17    54    50.10 

55  0. 08 
10.18 
20.10 
30.20 
40.20 

56  40.05 
50.14 

h.    m.       8. 
10    35    54.40 

36  4.30 
14.30 
24.00 
34.10 

/           44.20 

37  43.90 

54.00 ; 

h.         m,               8m 

17    57      0.05 
10.05 
20.10 
30.20 
40.10 

h.    fn.       8. 

10  38  4.00 
14.00 
2190 
33w90 
44.00 

Mean,   17    55    10.14 

10    36     14.26 

SiffnaU  8ent  from  Battle  Mountain. 


Battle  Moan^ 

Battle  Mount- 

BatUe MooDt- 

Detroit  clock. 

ain 

Detroit  clock. 

ain 

Detroit  clock. 

ain 

chronometer. 

chrofiometer. 

chronometer. 

h.    m.       8. 

h.    m.       8. 

h.    w. 

ff. 

• 
h.    tn.      8. 

h. 

w. 

8. 

h.    fn.      8. 

17    40    24.31 

10    22    10.00 

17    44 

54.92 

10    26    40.00 

17 

46 

15.10 

10    28      0.00 

29.50 

15.00 

59.95 

45.00 

20  05 

5.00 

34.22 

20.00 

45 

4.90 

50.00 

2.").  12 

10.00 

39.  31 

25.00 

9.92 

55.00 

30.25 

15.00 

44.28 

30.00 

14.91 

27      0.00 

35.20 

20.00 

49.45 

35.00 

19.90 

5.00 

40..% 

25.00 

54.60 

40.00 

24.  98 
30.10 

10.00  I 
15.00 

45.35 
50.30 

30.  M 
35.00 

44    14.88 

26      0.00 

35.15 

20.00  1 

55.31 

40.00 

19.69 

5.00 

40.40 

25  00 

47 

0.20 

45l00 

24.80 

10.00 

45.10 

30.00  1 

5.19 

5a  (10 

29.90 

15  00 

50.27 

25.00  1 

10.30 

55.00 

34.88 

20.  00 

55.06 

40.00  1 

15.20 

29      0.00 

39.92 
45.00 

25.00 
30.00 

46 

0.20 
5.18 

45.00  i 
50.00 

,  Mean,   17 

44 

56.44 

10    26    Aim 

49.75 

35.00 

10.06 

55.00 

1 

1 

1 

June  3,  \^\.—8ignal8  8ent  from  Detroit 


Detroit  clock. 


16 


m. 
41 


42 


10.25 
20.00 
30.15 
40.25 
50.31 
0.25 


43      0.38 


Battle  Mount- 
ain 
chronometer. 


9 


14 


15 


8. 


29.10 
39.00 
49  10 
59.10 
9.20 
19.00 


16    19.00 


Detroit  clock. 


h.      ffl. 

8. 

16    43 

10.12 

20.08 

30.10 

40.20 

50.29 

44 

0.30 

45 

0.28 

10.08 


Battle  Mount- 
ain 
chronometer. 


9 


m. 
16 


17 


18 


ft. 
28.80 
38.60 
48.60 
58.70 
8.60 
18.80 

18.60 
28.40 


Detroit  clock. 


16 


m. 
45 


46 


8. 
20.05 
30.25 
40.12 
50.12 
0.40 


Mean,  16    43    37.70 


BatUe  Mounts 

am 
chronometer. 


9 


tn. 
18 


19 


8. 
38.40 
48.54) 
58.50 
8.30 
18.50 


9     16    56.24 
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SECOND  SERIES. 


Detroit  clock. 

Battle  Mount- 
ain 
chronometer. 

Detroit  clock. 

Battle  Mount- 
ain 
chronometer. 

Detroit  dock. 

Battle  Mount- 
ain 
chronometer. 

h.    m.       9. 

17  0  0. 25 
10.05 
20.13 
30.21 
40.11 
50.23 

1  0.41 

2  0.30 

h.    m.       9. 
9    31    16.50 
26.10 
36.20 
40.  30 
56.00 
32      6.00 
16.00 

38    15.90 

h.    m,       9. 

17  2  10.20 
20.18 
30.15 
40.21 
50.13 

3  0.18 

4  0.10 
10.20 

A.    tn.      9, 
9    33    25.80 

35.80 
45.80 
55.80 

34  6.00 
16.00  . 

35  15.40 
25.50 

1 

h.    tn.       9.  A 
17      4    80.2a 

40.18 

50.25 

5      0.20 

h.    tn.       f. 
9    35    35.40 

'55.56 

36      5.40 

15.  SO 

Mean,   17      2    24.19 

9    33    39.83 

SxgnaU 

9int  from  Battle  Mountain. 

Battle  Mount- 

Battle Moun^ 

Battle  Mount- 

Detroit clock. 

ain 

Detroit  cluck. 

1            ain 

Detroit  clock. 

ain 

chronometer. 

1 

j    chronometer. 

chronometer. 

h,      Tfi. 

9. 

h,    m.       9. 

k.    m. 

9. 

h.    fn.      9. 

h.    m. 

9. 

h.    m.       9. 

16    49 

43.23 

9    23      0.00 

16    51 

28.72 

9    24    45.00 

16    53 

13.93 

9    26    30.00 

48.30 

5.00 

33.45 

50.00 

19.05 

35.00 

53.12 

10.00 

38.60 

55.00 

23.88 

40.00 

58.20 

15.00 

43.70 

25      0.00 

28.80 

45.00 

50 

3.30 

20.00 

48.70 

1                     5.00 

33.90 

50.00 

8.83 

25.00 

53.59 

10.00 

38.85 

55.00 

13.50 

30.00 

5e.50 

15.00 

43.82 

27      0.00 

18.61 

35.00 

52 

3.85 

20.00 

48.90 

5.00 

23.68 

40.00 

8.83 

25.00 

53.80 

10.00 

'>8.  6« 

45.00 

^ 

13.  81 

30.00 

59.10 

15.  00 

33.45 

50.  00 

18.89 

35.00 

54 

4.10 

20.00 

38.60 

55.00 

23.78 

40.00 

9.34 

25.00 

43.42 

24      0.00 

2;«.71 

45.00 

14.10 

30.  00 

48.41 

5.00 

33.74 

50.00 

19.20 

35.00 

53.45 

10.00 

38.59 

55.00 

24.  36 

40.00 

58.55 

15.00 

43.  60 

26      0.00 

29.20 

45.  00 

51 

3.50 

20.00 

48.68 

5.00 

34.08 

50.00 

8.82 

25.  <0 

53.  70 

10.00 

1 

39.15 

55.00 

13.60 

30.00 

58.75 

15.00 

44.00 

28      0. 00 

18.70 
23.70 

35.00 
40.00  ; 

53 

3.71 

8.95 

20.00 
25.00 

Mean,   16    52 

13.75 

9    25    30.00 

Ju>E  10,  1811.— ^SignaU  9ent  from  Detroit. 


Detroit  clock. 


h. 
17 


m. 
12 


13 


10.10 
20.25 
30.20 
40.45 
50.20 
a20 


14      0.25 


Biittle  Mount- 
ain 
chronometer. 


9 


m. 
17 


18 


9. 


19    3-'S.  10 


45. 10 
55.40 
5.40 
1.5.50 
25.10 
35.10 


Detroit  clock. 

1 

h.    m. 

9. 

17    14 

10.00 

20.15 

.30.10 

40.10 

50.20 

15 

0.10 

16 

0.43 

10.10 

Battle  Mount- 
ain 
chronometer. 


h. 
9 


m. 
19 

20 


21 


«. 
44.80 
54.90 
4.90 
14.90 
24.  «0 
31.60 

34  60 
44.  40 


Detroit  clock. 


h. 
17 


m. 
16 


17 


9. 
20.10 
30.10 
40.10 
50.15 
0.55 


Battle  Mount- 
ain 
chronometer. 


9 


m. 
21 
22 


Mean,   17    14    37.69       9    20    12.32 


8. 

54.60 
4.50 
14.40 
24.20 
34. 10 


SECOND  SEKIE8. 


Detroit  clock. 


h.    m. 
17  26 


27 


30.24 
40.00 
50.20 
0.20 
10.10 
20.12 
30.10 


28    30.27 


Battle  Mount- 
ain 
chronometer. 


Detroit  clock. 


h.    tn. 


33 
34 


h.    m.       9. 
9    32      3.00        17    28    40.21 


12.70 

.50.  21 

22.70 

59.84 

32.  70 

29 

10. 12 

42.60 

20.15 

52.  50 

1 

30.21 

2.60 

1 

'           30 

30.21 

2.60 

1 

40.  IH 

Battle  Mount- 
ain 
chronometer. 


h. 

9 


m. 
34 


35 
36 


8. 

12.fi0 
22.  50 
32.20 
42.  40 
52.  40 
2.40 

2.20 
12.20 


Detroit  clock. 


17 


m. 
30 
31 


9 
50.15 
0.00 
10.26 
20.10 
30.  30 


Mean,   17    29      0.  It 


Battle  Mount- 
I  ain 

chronometer. 


„  I 


k. 
9 


36 


37 


9. 
22.00 
32.00 
42.10 
52.00 
2.10 


9    34    32.40 


33  ENG 
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SiiniaL"  sent  from  Battle  Mountain. 


Battle  Mouut- 

Batile  Mouut- 

• 

Battle  Motjnt 

Dotruit  clock. 

aiu 

Dt'troit  clock. 

aiu 

Detroit  clock. 

aiu 

chrouomotor. 

chronometer. 

chntnometer. 

h.    m.      8. 

h.    m.      s. 

/i.     in.      8. 

h.    m.      8. 

h.    m. 

*. 

h.     m       t. 

17    19    26.69 

9    25      0.00 

17    21      r,.03 

9    26    40. 00 

17    22 

47.29 

9    28    20.  (to 

31.75 

5.  0(1 

12.  06 

45.  00 

52.  3'» 

25.  lir» 

36.60 

10.  00 

n.'.>o 

50.  00 

57.30 

30.  (X) 

41.80 

1.5.  00 

21.  bO 

55.  00 

23 

2.46 

35.00 

46.90 

20.00 

27.  OS 

27      0. 00 

7.42 

40.  W 

51.84 

25.00 

32.  01 

5.  00 

12.49 

45.  (k) 

56.88 

30.00 

1                    36.  r^2 

10.  (10 

17.  45 

.50.00 

20      1.92 

35.00 

41.90 

15.  00 

21  50 

5'i.OO 

7,15 

40.00 

i                    4:.  IS 

20.  00 

27.55 

29      0.00 

12.10 

4.V00 

5l.«»2 

25.  00 

32.  41 

5.00 

17.03 

50.00 

57.  25 

30,00 

37.  4S 

10.00 

22.00 

55.00 

'            22      2.  15 

35.  00 

42.40 

15.00 

26.90 

26      0. 00 

j                      7.24 

40.00 

■ 

47.  6-2 

20.  <« 

32.00 

5.00 

!                    12. 45 

45.  00 

. 

52.  55 

25.(«) 

37.00 

10.00 

17.25 

50.  00 

57.50 

.10.00 

41.96 

15.00 

1                    22. 50 

55.00 

24 

2.72 

35.00 

46  95 

20  00 

27.35 
I                    32. 3S 

28      0.00 
5.00 

51.95 

25.  00 

Mean,    17    21 

44.66 

9    27     17.50 

56.98 

30.00 

37.  32 

10.00 

1 

21      2.00 

35.00 

42.  30 

! 

15.00 
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Mean  places  of  stars  for  1871.0  used  for  determination  of  latitude  of  Battle  MountaiHy  Xev. 


No.  of 
pair. 

No.  in 
B.A.C. 

Declination.    ! 

No.  of 
pair. 

No.  in 
B.  A.  C. 

1 
Declination. 

! 

No.  of 
pair. 

No.  in 
B.  A.  C 

Declination. 

o 

/        // 

0 

/        '/ 

o 

/          n 

1 

■1568 

55 

20    5.  00  ! 

7 

4825 

37 

11  39.22 

5385 

36 

49  12.83 

4594 

26 

21    2. 56 

4841 

44 

11  57.58 

13 

5400 

44 

9  59L74 

2 

4605 

55 

4  38.28 

1 

8 

4863 

37 

18  26.30 

14 

5432 

34 

11  14.06 

4640 

29 

17    1.25  i 

4952 

47 

47  15.90 

5463 

46 

37  laoo 

3 

4684 

51 

35  32. 39  ; 

9 

5000 

33 

34  10.00 

15 

5479 

34 

6  14.  SS 

4694 

31 

28    3.52 

5072 

33 

23  49.53 

5541 

30 

46  15.72 

4 

4701 

50 

4    5.00 

10 

5113 

48 

9  36.29 

16 

5549 

50 

34  52.65 

» 

4723 

29 

42  34.  42 

5157 

43 

35  44.  60 

5596 

49 

10  5184 

5 

4752 

51 

54  18.25 

11 

5178 

37 

3  21. 00  1 

17 

5604 

31 

50  17.80 

4804 

50 

25  22.  70 

5252 

21 

22    3. 96 

57.'>2 

56 

52  42.77 

6 

4808 

3U 

56  20. 26 

12 

5307 

59 

17    a  64 

18 

5798 

24 

23  49.00 

Observations  for  latitude. — Stati^n^  Battle  Mountain,  Ner, 


■•a 

ii 

Level. 

t 

1 

1 

1^ 
1^ 

Level. 

Date. 

«-4 

u 

Kemarks. 

Date. 

"s 

Remarkt. 

o 
6 

N. 

S.    1 

6 

u   9 

N. 

S. 

» 

S 

1                       1 

JZ5 

s 

1871. 

t       d. 

1871. 

f.       d. 

Jane  6 

5432 

1    41.5 

18.2 

15.5 

June  8 

5252 

7    91.0 

15.0 

10.0 

5463 

32    13.9 

18.5 

15.2 

5307 

3^^^67.0 

10.0 

15.0 

5479 

-2    34.4 

18.2 

15.8 

5385 

8    97.8 

13.0 

13.5 

5541 

12    62.2 

17.5 

16.8 

•                              1 

5400 

26    90.5 

14.8 

11.0 

Mast  be  21'. 

5549 

16    49.0 

22.0 

12.0 

5432 

13    76.8 

15.8 

10.0 

Jane  7 

5352 

7    48.2 

17.0 

15.0 

5463 

34    43.5 

12.8 

13.0 

5307 

35      8.2 

lao 

13.8 

5479 

10      1.6 

15.8 

10.0 

5385 

11    72.2 

*21.8 

10.2 

■ 

5541 

18    16.2 

9.5 

16.8 

5400 

24    59.5 

12.8 

19.0 

5549 

21    98.9 

21.2 

5.0 

5432 

13    81.0 

15.6 

15.0 

5596 

25    79.9 

12.0 

14.0 

5463 

34    47.8 

20.0 

12.8 

9104 

14    51.0 

17.5 

8.8 

5479 

10    19.2 

16.3 

16.3 

5752 

23    64.8 

17.8 

9.3 

• 

5541 

18    53.0 

20.3 

13.0 

5798 

23    83.8 

17.0 

10.3  1 

^ 

5549 

22    35.3 

18.0 

15.0 

Jane  9 

1 

4568 

9    86.2 

12.0 

11.0 

Jane  8 

4568 

11     10.0 

12.0 

10.5 

4594 

28    13.0 

8.0 

1.5.8 

4594 

29    47.0 

12.0 

10.5 

! 

4605 

22    55.8 

10.7 

12.0  1 

4640 
4684 

10    87.9 
28    79.0 

13.5 
4.0 

10.3 
30.8 

4640 

11    88.8 

10.2 

12.2  1 

4684 

29    5U.3 

13.0 

10.2  1                         t 

4694 
4701 

26    40.3 
14    80.0 

6.2 
17.0 

18.8 

ao 

4694 

26    51.0 

15.5 

8.0 

4701 

14    83.6 

8.0 

16.0 

1 

4723 
4752 

35    68.9 
5    93.8 

11.3 
11.3 

13.5 
13.3 

Mo8tbe33<. 

4723 

23    2«.0 

12.6 

11.8' 

4752 

5    48.9 

14.0 

10.3 

Is  No.  474a 

4804 

4808 

15  78.8 

16  67.7 

13.0 
13.0 

13.0 
18.3 

4825 

23    27.9 

14.8 

10.0 

i 

4841 

17    78.8 

14.0 

10.5 

4825 

22    94.2 

14.0 

11.8 

4863 

28    28.0 

14.0 

11.0 

i 
1 

4841 
4863 

17    56.7 
27    94.5 

13.8 
16.0 

13.3 
10.5 

5072 
5113 

24      9.1 
11    63.6 

11.8 
12.8 

11.8 
11.8 

1 

t 

4952 
5000 

20    42.5 
24    28.5 

19.3 
13.0 

7.8 
15.0 

5157 

32    29.5 

15.0 

9.5' 

5072 

23    56.7 

14.0 

14.0 

5178 

4    65.3 

10.0 

14.8 

1 

5113 

10    87.0 

30.8 

7.2 
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Comp 

utatiom 

r  for  latitude 

of  Battle  Mountain,  Xev. 

No.  of 

Half-sniu  of 
decliDation. 

Corrections. 

Latitude. 

^*^«-                    1    pair. 

Micr.  and  refr. 

Level. 

Mcrd. 

Jane  6  1871          i 

o      /           '/ 

40  24  17. 66 
21  47.85 
35  35. 02 

40  19  36.  46 
29  34.  96 
24  17.95 
21  48.09 

t             II 

+13  58.11 
+  16  30.13 
+  2  36. 42 

+  18  36.24 
4    8  40.  61 
rl3  56.25 
-J  16  22.16 

-  2  34.  57 

-12  22.92 

-  4  .39.  54 
^11  52.38 

-  7  52. 12 
-11  59.50 

-  3  42.  07 

-  7    4.  .31 

-  8  23.  70 
^  18  37.  91 

-  18  42.71 
-i    8  42.  78 
4  13  55.82 
+  16  27.55 
^    2  34.  77 
-i    7  36.54 

-  0     7.68 

-12  18.29 
^12    4.34 

-  7  49.  20 
-11  57.88 

-  2  37  51 

-  3  37.  37 

-  .6  59.  70 

-  2  36. 10 

+  4.05 
-i    3.85 
-r  7.26 

-L  4.19 
^    3.64 
4    5.26 
-^    4.86 
+  6.95 

-;    2.02 
^    0. 14 
+  0.54 
+  0.34 
+  3.04 

-  5.60 
-^4.32 
+  0.  67 
+  0.47 

0.00 
^    2.90 
4    3.78 
4-  3.  78 
+  6.01 
+  4.52 
4  10.39 

-  4.59 

-  9.18 

-  2.43 

-  2.90 

-  0.14 
4    1.21 
+  3.44 
A-   6.34 

0    '       // 
40  38  19.  as 

1 ... 

21.83 
ia70 

1 
Jcme  7,  1871 ' 

16.89 

19.21 

19.46 

15.11 

|]] j           35  35.  30 

16.82 

]•  • 

•Tune  8   1871 

40  50  41.76 
42  56. 26 
26  24.  .30 
46  11.  65 
50  17.23 
41  54.87 

45  la  28 

46  42.  34 
19  36*.  73 

40  36  20.  66 

16.86 

17.22 

19;  19 

20.77 

18.40 

1 

18.29 

19.31 

1.5. 11 

\.      .....            19  36.72 

19.43 

1 

29  35.22 
24  18.20 
21  48.38 
35  35.  57 

30  36.  80 
38  15.72 

40  50  41.  91 

20.90 

1 

17.  80 

19.71 

•••>••■> 

16.35 

17.86 

ia43 

"^^^H^O,  1871 

18.  93 

26  24.  51 

19.67 

46  11.84 
50  17.41 
40  Sri'lf^ 

20.21 

16.63 

20.63 

41  5.5.  OH 

18.  92 

1  -------  • 

45  18.  49 
40  48.50 

46  42.  59 

22.23 

1 

18.74 

1 

--  8  33.49        +  9.18 

18.28 

Alean  latitude  of  Battle  Mountain,  Xev  ,  40°  36'  18".  74  iO".  21. 
Besulting  astronomical  co-ordinates. 

Adopting  the  longitude  of  Detroit  a«  given  in  the  Report  of  the  Chief  of  Engineers  for  1871,  to  be— 

O"*  24«  0.  14*  west  of  Wa.shington,  or 
83^     3'  3".  90  west  of  Gieenwirh— 
The  resulting  astronomical  co-ordinates  of  Battlo  Mountain,  N«*v.,  will  1)6 — 

Longitude  :      IIO^^  56'  13".  50  west  of  (Jreenwich. 

39^  .53'  11".  70  we«T  of  Waahiugton. 
Latitude:  N.  40^  38'  16".  74  ±0".2l. 


AUSTIN,  NEVADA. 
Longitude  IIT^  03'  41".70;  latitude  39^  29'  21".92. 

The  astronouiical  station  is  situated  near  Austin,  Xev.,  in  the  canon 
through  which  the  road  to  Belmont  passes.  A  short  distance  above  the 
Manhattan  INIill,  to  the  east  of  the  station,  the  land  rises  rapidly  to 
Mount  Prometheus ;  to  the  north,  there  is  a  slope  downward  to  the  valley 
of  the  Eeese  River.  The  mountains  to  the  south  and  west  rise  to  a  height 
of  several  hundred  feet  above  the  station.  The  weather  seems  to  have 
been  quite  fair  when  the  station  was  occupied ;  at  least,  at  night.  During 
the  day  the  clouds  accumulated  about  3  p.  m.,  clearing  again  at  11  p.  m, 
Ko  detailed  meteorological  observations  were  made  by  the  observer.  The 
observations  were  taken  in  the  same  tent  used  at  Carlin  and  Battle 
Mountain;  the  instrument  was  placed  on  three  pieces  of  board  buried 
three  feet  in  the  ground.  Th'e  observer,  E.  P.  Austin,  was  assisted  by 
two  soldiers. 
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The  wires  of  the  Western  TJuion  Telegraph  Company  were  used  for 
exchange  of  signals.  For  time  and  latitude  observations  the  same  in- 
strnments  were  used  as  at  Carlin  and  Battle  Mountain,  a  description  of 
which  is  given  in  the  proper  place  in  the  report  on  Carlin. 

Connection  was  made  with  Washington  and  Detroit;  Washington 
could  be  reached  only  once.  The  result  derived  from  the  exchanf:e3 
between  Austin,  and  Detroit  and  Washington  for  the  longitude  of  De- 
troit is  again  larger  than  that  given  in  the  Report  of  the  Chief  of  Engi 
ueers  for  1871.  This  discrepancy  of  the  results,  being  all  independent 
of  each  other,  will  be  investigated  at  another  time. 

The  observations  for  time  were  taken  on  the  16th,  26th,  and  29th  ot 
June ;  those  for  latitude  on  June  15, 17,  21,  and  23.  The  corresiwnding 
determinations  for  time  at  Detroit  were  taken  by  Mr.  O.  B.  Wheeler, 
assistant  United  States  lake-survey,  and  at  Washington  by  Prof. 
John  R.  Eastman,  United  States  Naval  Observatory.  The  reductions 
of  the  observations,  made  at  the  connected  places,  were  made  in  the  re- 
spective offices ;  those  for  Austin  station  by  Dr.  F.  Kampf,  who  also 
prepared  the  report. 

The  explanation  of  signs  in  the  report  for  the  Detroit  observations 
will  be  found  in  the  report  for  Carlin ;  the  same  report  contains  the 
observations  and  computations  for  time  relating  to  Washington. 

For  the  reductions  of  observations  made  at  Austin,  the  same  insira 
mental  values  as  given  in  the  report  on  Carlin  station  were  used.  Tik 
signals  were  sent  through  by  means  of  automatic  repeaters;  the  num 
ber  of  them  and  also  the  places  where  they  are  situated  are  given  iutb^ 
Carlin  report. 


Computation  of  clock-correction  for  Detroit,  June  16,  1871. 


111. 


W. 


w. 

E. 


E. 
E. 


E. 
W. 

w. 


C  Ai 


0  Bootis 

49  C'phei,  L  C 

0  Liune 

a  Corouje  Borealis 

a  Serpentia 

e  Sorpontis  

i  Ursa?  Minorifl  . . . 

e  Corouie  Borealis 

i  Opbiuchi 

C  Oubiuchi   

ri  Herculis 

K  Opbiuchi 

c  Vthiv'  Minoris  . . , 

a*  HerculiH 


+  .03 
+  .03 
+  .03 
+  .03 
4-  .16 
-I-  .03 
+  .03 

-  .03 

-  .04 

-  .03 


-  .03 


K    AquilaB —  .  03 

y    Aqiiihe j  —  .03 

a    AqnilH^ !  —  .03 

0   Aquilie -  .03 

A    Ursi©  Miuoris  ...  I 

A    Urwt*  Minoriii . . . } 

u'  Capricorui -j-  .03 

e    Ddpbiui 4-  .03 


Aberr. 


-  .02 
-H  .06 

-  .01 

-  .02 

-  .01 

-  .01 

-  .07 

-  .0-2 

-  .01 

-  .01 

-  .02 

-  .01 

-  .10 

-  .02 

-  .01 

-  .01 

-  .01 

-  .01 

-  .74 
-r  .74 

-  .01 

-  .01 


B6 


«. 

-h  .29 
-  .47 


+ 


Cc 


14  I 
23  I 
4-  .19  ' 
+  .19  I 
+  .97  i 
+  .28 
+  .18  I 
-f  .  12  1 

h  .24 
4-  .17 
+  t.l6  I 

^  .  1» 

+     06  j 

-f  .08  ! 
^  .08 
-r   .07  , 

+  3.88 

-r3.  SS 

-r  .06 

-\-  .09 


s. 
f  .08 
-  .29 
+  .07 
+  .07 
+  .07 
+  .06 
-i-  .31 


+ 


07 
06 
07 
08 
07 
47 
07 


-  .07 

-  .07 

-  .07 

-  .07 
-3.39 

-f-  .07 
-T  .07 


tL 

14 


m. 

r>8 


15  05 
11 
30 
39 
45 
50 
53 

16  09 
31 
39 
53 

00 
10 


17 


—  -  -     I 

«. 
32.36 
25  12 
30.94 
40.  68 
22.  07 
50.31 
12.81 
42. 05 
02.44 
30.68 
56.30 
01.20 
50.24 
i3.51 


19  31  24.  57 
41  35.  08 
45  56.  92 
50  26. 10 

19  55  44.  83 

29.  67 

20  12  21.  07 
28  30.  22 


h.  m. 

14  57 
3  03 

15  10 
29 
37 
44 
48 
52 

16  07 
30 
38 
51 
59 

17  08 


t. 

06.78 
58.79 
05.49 
15.14 
56.38 
24.75 
48.52 
16.54 
36.79 
05.11 
30.  35 
35.39 
2.\  52 
47.64 


19  29  .'S8.  59 
40  09. 12 
44  30.  85 
49  00.06 
54  13.55 


(a-O 


m 

.    t 

I 

-1 

25.97 
23.63   . 

-  .H 

i'i  68 
25.85 
2^97 
25.83 
25.66 
25.87 
25.91 
25.58 
26.05 
25l87 
25.31 
2.'*.  93 

2.\93 
25  93 
26l04 
2a  Oil 
31.03 


M 

.r. 
.% 

.¥,■ 


-  .^! 

-  .Co 


20  10  55.20        aao-i  -  »^ 

27  04.  33  i         26. 07    -  > 


+  49.63  a 

h     9.61  a  -f 
+     1.74  a- 


Xormal  equations. 

-I-     9.61  p  -f     1.74  5  0+  3.60 

1480.91  a'  +  90.89  p  -  34.62  <J  tf  -  228.03 

90.89  a'  +  77.44  p                       -  16.81 

34.02  a'                     4-21.00  30+  23.13 

a  =  -  0«.  01 

a'  —  ^  0'.  14 

c  =  —  0'.  06  lamp  east. 

(0  =  +  0\  051,  per  hoar. 

At  =   -  1«  2j*.93  ±  0'.019  at  17"  19~ 


0 
0 
0 
0 
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Comimtat'xon  of  dock-correction  for  Detroit,  June  26,  1871. 


E. 

w. 


E. 


$    Bootis 

48  Cephei,  L.  C 

/i*  Bootis 

a    Coron*  Boreal  is 

a    Scorpii 

t    Serpi^ntis 

€    Corona*  Borealia 

6    Ophiuchi 

C    Ophiuchi , 

K    Ophiuchi 

i    Ophiuchi , 


w.  c 


E. 


Aquilfe 

a»  A(iuil»; 

6    A(iuilfe 

A«iuila» 

Uiwe  Minoris. 

Delphini 

CyKni 

Aquaiii 

il2  Vulpecula;  ... 

Gl-Cvgni 

C    Cygui 


—.06 
-.06 
-.07 
-.06 
-.06 
-.06 
+.06 

-f.06 

r.06 

^.06 

+  .06 


06 
08 
06 
07 

oe 

07 


-.02  !4 

-.0-2  ; 

-.01  ! 

-.01 

-.02 

-.01 

-.01 

-.01 

-.01 


+ 


18 
17 
13 
11 
20 
14 
16 
18 
15 


-.01 
—.01 


1  .20 
.-  .16 


-.01  h  .13 
-.01  u-  .10 


-.74 
-.01 
— .  Oi 
-.01 
-.02 
-.02 


+ 


4.78 
.11 
.18 
.08 
.12 
.16 


10 
35 
10 
09 
08 
08 
09 
08 
08 
08 
08 


16 


17 


-.02  1+  .13 


4-  .08  19 
r  -08 
f-  .08 
4-  .08 
-4.12 

-  .08 

-  .11 

-  .08 

-  .09 

-  .10 

-  .09 


20 


21 


m. 

58 

0^ 

21 

30 

39 

45 

53 

09 

31 

53 

30 

00 
13 
20 
31 
.55 
28 
38 
47 
50 
02 
08 


8. 

35.55 
28.01 
07.49 
43.75 
24.93 
5.3. 16 
45.14 
05.23 
33.49 
03.93 
26.85 

58.79 
15.69 
29.48 
26.91 
40.46 
32.  83 
32.  63 
11.52 
33.70 
37.45 
56.  69 


h.    m. 

14  57 

15  03 
19 
29 

1  3T 
44 

I    52 

16  07 
30 
51 

jl7  28 

Id  59 

19  11 

I    19 
'    29 

54 

20  27 
37 
45 

>    49 

21  01 
07 


9. 

06.66 
59.68 
38.63 
15.09 
56.37 
24.74 
16.50 
36.81 
05.14 
35.  42 
58.56 

30.57 
47.40 
01.35 
58.78 
16.37 

04.  55 
03.96 
43.  19 

05.  35 
08.83 
28.  32 


m. 
-1 


« 
28.84 
28.61 
28.84 
28.65 
28.54 
28.  41 
28.66 
28.41 
28.33 
2a  54 
28.57 

28.55 
28.  58 
28.39 
28.  36 
32.25  I 
28.24  I 
28.64 
28.26 
28.29 
28.  58 
28.32 


-.16 


Xormal  equations. 

-1502.25  a     +83.30p     -25.67««     -157.33 

-  83.30  a     ^111. 16  p  -    2.30 

—  25.67  a  ^  22.005  »      -   14.86 

a    -  -  O'.  10 

c     =  —  0*.  08,    lamp  east.   / 

p     =  —  0\  053,  per  hour. 

/\  f=  -1»    29*.  54  ±  0\  01^  at  18»«    04» 


0 
0 
0 


Computution  of  clock-correction  for  Detroit,  June  29, 1671. 


No 

wires. 


III.. 


9 
9 
9 
5 
9 
'J 

5 
9 
9 
9 
5 
9 
9 
9 
*) 
7 
5 
5 
5 
5 


5 
5 
3- 


W. 


E. 


E. 


Star. 


0  Frsfe  Minoris 

(3  Bootis 

IJ  Librje 

/i'  Bootid 


CAi  Aberr. 


a  Serpontis 

c  Serpentis 

i  UrjMv  Minoris  . .. 
£  Coronjp  Borealis 

0^  Scorpii 

6  Ophiuchi 

T  Horculis 

^  Ophiuchi 

s  Herculis 

ri  Hercnlis 

«  (Jphiuchi , 

e  Ursai  Minoris ... 

a'  Hercnlis , 

a  Ophiuchi 

ft  Hercnlis 

6  Ur.sje  Minoris. .. 


8. 
,23 

,08 
,06 
,04 
.06 
.06 
.16 
.04 
.06 
.06 
.('5 
.06 
.07 
.07 
.06 


f 


.03 
.03 
.04 
.54 


K  Aquilfe -.03 

y  Aquilse .03 

a  AquiliL- -r.  U3 

A  Urs;*.'  Minoris ! 


05 
02 
01 
02 
01 
01 
07 
02 
01 

01 
,  02 
,01 
,02 
.02 
.01 
,  10 
.01 
.01 
,02 
.24 

.01 
,01 
,01 
,74 


6^ 

26 

11 

23 

16 

17 

8H 

25 

12 

17 

37 

,15 

,20 

,21» 

.22 

,49 

-  .13 
^  .13 

-  .16 
r  1.  79 


+  1 


t-. 


■f-1. 


12 

13 
10 
79 


+ 


h.   m.     8. 

13  14  .52  .32.  24 

04  58  30.  83 

04  15  11  29.  59 

04  21  02  77 

04  I   39  20.  55 

04  45  48.  .*4 

17  50  10.  47 

04  53  40.61 

04  59  22.  05 
(>3  16  08  00.  89 

05  17  17.83 
04  31  21>.  14 
04  37  51.  37 

,  04  39  54.  39 

,  04  52  59.  59 

.25  17  00  46.  86 

.04  10  12.00 

.  04  30  22.  82 

.04  42  50.  72 

.57  18  15  41.00 

.  04  19  31  22.  83 

.04  41  33.41 

.  04  45  55.  05 

1.81  55  41.23 


h.    m.  8. 

14  51  09.  25 
57  06.  62 

15  10  05.  45 
19  38.60 
37  56.  36 
44  24.  73 


48 


70 


47 

52  16.  49 
57  58.00 

16  07  36.  81 
15  53.  64 
30  05. 15 
36  27.  20 
38  30.  31 
51  3.5.43 
59  24.  69 
08  47.70 

I  28  58.  58 
41  26.50 

16  14  16.93 

19  29  58.83 
40  09.  36 
44  31.09 
54  17.05 


1 


m. 
-1 


2.3.98 
24.57 
24.34 
24.46 
24.44 
24.27 
23.91 
24.  43 
24.26 
24.23 
24.  64 
24.  23 
24.55 
24.46 
24.47 
23.81 
24.35 
24.29 
24.28 
24.51 

24.04 
24.  10 
2:J.  98 
23.42 


-I  .08 
+  .13 
.00 
+  .01 
-.15 


+ 


02 
14 
17 
26 
13 
20 
11 
14 


+ 

.04 

•■1 

01 

.02 

-.07 

.00 

-.12 
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Normal  equations. 

+  1661.  89  a  +  125.  63  p  -  51. 00  «fl  +  19.  91  =0 
-r  125.63  o  ^    55. 18  p  +4.  89=0 

-    51. 00  a  4-  24.  GO  JO  +    6. 02=0 

a  =  -0«.O03. 
c  =  —  0*  .  03,  lamp  eaat. 
p  =  —  0».  082.  per  hour. 
A  <=  -1«  24*.  33  ±  0*.  019,  at  le""  53». 

Aueiin,  Nev.j  June  16,  1871. 


Name  of  star. 

Clnmp. 

T 

IB 

8. 

-0.22 
-0.25 
-fO.53 
-0.29 
-0.12 
-T  0.28 
+  0..'=i8 
-0.13 

a  A 

c  C               T 

AR.        ' 

k.  m.     s. 

13  48  33.64 
,'i2  26.  2s 

14  0  55.  45 

9  47.  H) 
18  26.  44 
20  49.  8fi 
27  53.  23 

39  22.5*^ 

AT 

ij    Boofis 

50  Cansiopea*,  L.  C. 
a    Uraconia 

E. 

h.  m.     8. 

13  48    1.08 
51  47.76 

14  0  26.42 
9  15.28 

17  ."iO.  35  1 
20  17.51 
27  24.  62 
38  49.  72  ! 

8. 

+  0.76 
^6.15 
-2.11 

0.74 
-r5.04 
-0.76 
-.1.20 

0.48 

-0.  36 

+  1.08 
-0.  HO 

h.  m.     8. 

13  48    1.70 
51  .■>4.  74 

14  0  24  04 

W.     1. 

t0  3LM 

31.  y 

31  41 

a    Bootls 

-0.36              9  15.95 

-0.86           17  .•>4.  41 

4  (».  56           20  17.  59 

;  1.  43           27  21.  43 

i  0.  38  :         38  50.  71 

31  >^ 

1     CnH8iopfa>,  L.  C. 
B    BootiH 

W. 

ma 

JIT. 

5    Ursa*  MiDoris  . 

31  "*0 

c    Bootis 



-  0  31  -i 

Meau  for  14''  30«  local  Hidereal  time -  0  31. 3S 


0 
0 
0 


=  + 


Xonnal  equations. 
0.  08     +  8.  00  <J  <    —    2.  47  o'    —   3. 15  c 


+    1. 00     +  2.  47  (5  « 
+  14.82    -3.15  6  t 


4- 


22  68  a' 
5. 99  a' 


-     5.92  c 
+  46.  35  c 


6t 

a' 
e 


-  o«.ia3 

+  0-063 
-  0«.339 


Adopted  azimuth  =  +  2«.  00;  the  whole  azimuth  of  the  instrument,  a  =    — 2'.063. 


Austin,  Nev.f  June  16,  1871i 


Name  of  star. 


$  Sapttarii 
i  DracoHis. 
6  Aqiiihi*  .. 
K  Aiinilw  . . 
y  AqniliP. . 
a  Aquihc  . 
e  Drucoiiis 


Clauip. 


E. 


aA         cC 


AR. 


AT 


h.  in.     8. 

8. 

8. 

8. 

h.  m.     8. 

h.  m.      8. 

m.    1. 

19    9  3I.4'» 

-0.  03 

4.44 

-0.36 

J9    9  35.45 

19  10    6.88 

^0  31.  C 

12    9.85 

-0.  15 

-6.  00 

-0.  89 

12    2.  81 

12  34.46 

31.6.* 

18  27.26 

-0.06 

-2.93 

-0.  34 

18  29.79 

19     1.17 

3L> 

29  23.  H) 

0.00 

-  3.  .'Mi 

-0.  34 

29  27.  02 

29  58.59 

31.  K 

39  35.  7H 

-  0.  04 

1  2  :i5) 

-0.35 

39  37.  86 

40     9. 12 

31. « 

43  57.  38 

+0.06 

-2.54 

-0.  35 

43  59.  6.3 

44  30.  85 

31.  iJ 

48  15.98 

-0.25 


-7.22 

-0.  99 

48    8.02 

48  39.  22 

^0  31. a> 

sidereal  time 

0  31  K 

Xovmal  equations, 

0  =  -  0.  55      t   1.00  it     -  0.  54  rt'  »5  f  —  +  Ov  08 

0  -^  +  0.  68     H    0.  54  ^  f     +  5.  93  a'  a'  -  -  0M22 

Adopted  azimuth.  -  5\00;  whole  azimuth,    —  4».  878. 


tustiuy  Xev.,  June  26,  1871. 


a 

K 

a 

e 


ft 
ft 


Name  of  star,     i  Clamp. 


1     &B 


W. 


r>ra'"onis 

Viijliiiis 

Bo«)tis 

I'.tiuti.s 

Trs;»'  Miuoria. 

Bocitirt 

Librsi- 

lTrs;f  Minoris. 

IkMitis 

Lilnsi- j '  15 

Bootis I I 


h.  m. 
14    0 


E. 


8. 

9.  75 
42  4r- 
22.  60 
20  14.20 
26  47.  28 
38  55.  40 
43  27.  .'iO 
.%  1.3.66 
56  36.  80 
9  4.5.  84 
19     9. 85 


5 
9 


a  A         eC 


8. 

8. 

J  0.91 

i  13.  11 

^  0.  25 

-  9.  89 

0.30 

-  4.60 

-,0.58 

■^  4.74 

!  0.  95 

r  2.44 

0. 
0. 
0. 
0. 
0. 
0. 


29 
11 
6^ 
46 
()(> 
11 


32.  98 
10.93 
28.08 
0.49 
10.13 
-  0.48 


8. 

1.35 

0..58 

0.61 

0.93 

2.41 

0.  64 

-0.  59 
2  16 

-0.  .^ 
0.  56 

-0.72 


T 

All. 

h. 

m.     8. 

h. 

W.       8. 

14 

0  2.V  12 

14 

0  55.45 

5  33.  42 

6     2.09 

9  18.91 

9  47.72 

20  20.  45 

20  49.67 

27  23.08 

27  52.54 

38  53.  .^5 

39  22.48 

43  16.09 

43  46.04 

50  40.  26 

51     9. 44 

J»6  .36.  88 

57     6. 68 

15 

9  35.  21 

15 

10     5.46 

19    8.76 

19  38. 19 

AT 


tn.    t- 

-0  30.13 

2>  t": 

28.-1 

og  ^ 

S4< 

2y.  13 

29. « 

OO   li 

29.  *«> 

».23 

0  29.  43 

Mean  for  14*^  40"  local  .»*idereal  time I  -  0  S9.r5 
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Normal  equations. 


0=  _  4.  68 

-11.00 

<J  f-  3.  09 

a-  2.60  c    6t= 

-0«.525 

0=   r42.e0 

-  3.09 

6  (+14.  42 

a->-  5.  64  c      rt= 

-2«.  858 

0=  4-43.17 

-  2.80 

6t-\    5.64 

a+49. 98  c      c= 

+0-.  570 

Adopted  azimuth,  —10*.  00;  whole  azimuth  of  the  inatrument,  —12*.  858. 

AusiiUj  Xev.y  June29j  1871. 


Name  of  star. 

Clamp. 

T 

bB 

aA 

cC 

T 

AR. 

AT 

5    Frsa*  Minoris . . 
w    Bootis 

1 

E.     ! 

h.  m.     8. 

14  27  40  83 
34  16.22 
38  58.  40 
43  19.20 
50  57.  06 
56  43.  98 

15  3  18.96 
9  38.22 

20  4.5.  32 
28  50.  ,50 
37  30.  08 

8. 
-0.41 
-0.20 
-0.31 
-0.  20 
-0.16 
—0.20 
+  U.43 
-0.22 
-0.  86 
-0.35 
-0.34 

8. 

-10.64 
+   1.83 
+   1.05 
-\-  3.90 
-10.00 

-  0.18 
+  18.57 
V  3.62 

-  8.16 
t     I.  10 
i   2.48 

8. 
-1.11 

-0.28 
-0.30 
-0.27 
-1.00 
-0.40 
-1.J9 
4  0.27 
+0.  87 
-  0.29 
-rO.27 

h.  m.    8. 

14  27  28.  67 
34  17.57 
38  58.  84 
43  22.63 
50  45.90 
56  43.20 

15  3  36.  77 
9  41.  89 

20  37. 17 
28  51.  54 
37  32.  49 

h.  tn.     8. 

14  27  52.  32 
34  41.00 
39  22.  04 
43  46. 02 
51    9.25 
57    6.62 

15  3  59.  96 
10    5.45 
SI    0.04 
29  1.5.07 
37  56.36 

tn.    8. 
i  0  23.  65 
23.43 

■e      Booti« 

a2  Librae 

/?    Ursfe  Minoris.. 
I3    ISootis  . .... 

1 

23.20 
23.39 
23.  .35 
23.42 

48  C<*phei,L.C.... 
0    Libiw 

w. 

23.19 
23.56 

y'  Ui"8ie  Miuoris.. 

22.  87 

a    Coroutt; 

23.53 

a    Serpeutis 

iO  23.87 

Mean  for  IS**  0"  local  sidereal  time +0  23.405 


Normal  equations. 

0=     +  1.48     -}  11.00     (!«+  0.78     a  +  10.86c 
0=     -13.57     +  0.78     J  r4  31.61     a 4-  2.91c    o=     -0*.  415 
0=     -15.71     ^10.86     6t\-  2.91     a^- 72. 60  c     c=     -0*.  263 
Adopted  azimuth,  -5*.  00:  whole  azimuth  of  the  iustrameut,  +4*.  585. 

The  following  table  shows  the  corrections  aud  rates  for  the  sidereal 
chronometer : 

Negus  1344. 


Dat«. 


Juno  16, 1871 
June  26.  1871 
June  29, 1871 


Local  sidereal 
time.        i 


h. 
17.0 
14.7 
15.0 


Correction  of 
chronometer. 


Adopted  hourly 
rate. 


tn.    8. 
-0  31.612 
+  0  20.475 
^0  23.  405 


8. 
4  0.  042 
4  0.070 
4  0.085 


The  sijrnals  were  sent  by  sound  from  the  mean -time  chronometer 
Hiitton  No.  288.  It  was  compared  witlj  Ne«:us  1344,  both  before  and 
after  exchange.  The  comparison,  June  16, 1871,  made  before  exchange, 
is: 

h.     m.        8.  h.     m.       8. 

Negus  1344 14     45     45.0         14     48     50.0 

Huttoo  *^d8 8     45     '37.0  «    48     41.5 

and  after  exchange — 

/*.      m.        8.  h.      in.        8. 

Negiis  1344 18     44     1(5.0         18    47     20.0 

Huttou  288 1>     43     37.0         12     46    40.5 

The  hourly  rate  of  Hutton  288,  derived  from  these  comparisons,  would 
be  7M73;  this  first  comparison  has  to  be  rejected,  as  there  is  evidently 
a  mistake  in  it,  as  shown  by  the  comparison  below.  Both  chronometers 
were  compared  again  the  next  morning. 

h.    tn.        f. 

Ne«Tiis  1344 6     44     37.0 

Hutton  288 0    41    59.5 

The  rate  derived  from  this  com])arison  and  that  made  after  exchange 
is  9«.85G1,  and  is  used  for  the  determination  of  the  change  of  Hutton 
288  against  sidereal  time. 
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The  comparisons  of  both  chrouometers  on  the  other  dates  are  as 
follows : 

h.  m.       s.            h.  m.  s. 

June  26,1871.    Negns  1344 15  38    30.0        15  41  31.0 

Hutton  25^8 a  58    57.0          9  1  57.5 

After  exchaDge : 

Negus  1344 13  20    21.0        18  23  24.0 

Hutton  288 11  40    21.0        11  43  23.5 

June  29,1871.    Negus  1344 15  42    12.0        15  45  15.0 

Hutton  288 8  50    44.5          8  53  47.0 

After  exchange : 

Negus  1344 17  30    33.0        17  33  35.0 

Hutton  288 10  38    47.5        10  41  49.0 

From  these  comparisons  is  derived  the  data  given  in  the  table  below. 

Hutton  288. 


Date. 


Jane  16. 1871 
June  26. 1871 
Jane  29, 1871 


Hatton's     Slow  of  sidereal      Losin;;  p«r 
time.  time.  boor. 


k. 

h.  m.    8. 

e. 

12.7.524 

6    1  10.79 

9.5«1 

11.  6»7e 

6  40  29.  46 

9.y&« 

10.  6717 

6  52    8.  94 

9.  yi* 

Exchange  of  signals  between  Washington,  Detroit,  and  Autiin. 

JUNE  16,  1871. 
Signals  gent  from  Detroit. 


Detroit  clock. 


18 


m. 
53 


54 


55 


8. 

30.16 
40.24 
50.26 

0.30 
10.22 
20. 21 
30.08 

30.26 
40.  OH 
50.15 


Austin  chro' 
Dometer. 


h. 
10 


fit. 
35 


36 


37 


8. 

12.60 
22.70 
32.70 
42.60 
52.  a^ 
2.60 
12.50 

12.30 
22.20 
32.20 


Detroit  clock. 


h.    m. 

18    56 

8. 

0.05 
10.30 

59 

10.19 
19.78 
30.  08 
40.07 
50.15 


Aastin  chro- 
nometer. 


h.    m.     8. 

10    37    42.10 
52.  20 
0.00 


38 


40 
41 


0.00 
51.  (K) 

1.30 
11.70 
21.  60 
31.60 


Detroit  clock. 


h.      771.   t. 

19   0   0. 03 

59.97 

1  10.11 
20.08 
30.  10 
40.22 
50.05 

2  0.07 


Aostin  chro- 
nometer. 


10     41    4L30 


42 


43 


41. 1§ 
51.  ■» 
1.3) 
11.  U* 
•iL« 
31.16 
41.10 


MeaD,  18    57    4a  53  |    10    39    30.  i» 


SECOND  8BUIES. 


Detroit  clock. 


19 


m. 
13 


8. 

0.05 
10.00 
20.23 
30.28 
40.29 
50.21 
59.83 


15      0.00 


AnMtiu  chro- 
nometer. 


h. 
10 


m. 
54 


55 


8. 

39.20 
49.10 
59.40 
9.40 
19.  50 
29.30 
38.90 


56    38.90 


Detroit 

clock. 

h.    m. 

«. 

19    15 

10.17 

20.20 

30.  43 

40.17 

50.10 

16 

0.05 

17 

0.00 

10.20 

Austin  chro- 
nometer. 


k. 
10 


7». 

56 
57 


58 


8. 

49.00 
59.00 
9.20 
18.90 
28.80 
38.70 

38.  70 
48.60 


Detroit  clock. 


Austin  chro* 
nometer. 


h.    m.     t. 

J^. 

fi». 

«. 

10    17    20.  10 

10 

58 

^•*..'» 

30.  10 

59 

8.  a 

4n.  28 

l^.T« 

50.25 

28.  t« 

59.57 

3^-(• 

Menn.  19    15    30.12      10    57      el» 


REPORT    OF   THE    CHIEF   OF   ENGINEERS. 


523 


Signals  sent/rom  Atistin. 


Detroit  clock. 

Austin  chro-    1 
uomet^r. 

1 

•  Detroit  clock. 

AnstiD  chro- 
nonieter. 

Detroit  clock. 

Anatiu  chro- 
uoineter. 

h.    m.     s. 

h.    m.     8. 

h.    m.     s. 

h.    in.     s. 

h.    m.     i. 

h.    m.     8. 

Ill      3    20.33 

10    47      0.  00  ' 

19      7      5.  ?5 

10    48    4.".  00 

19      8    51.00 

10    50    30.00 

25.  i6 

5.00  , 

10.61 

50.00 

56.00 

35.00- 

30.24 

10.00 

15.70 

55.00 

9      1.22 

40.00 

35.32 

15.00 

20.70 

49      0.00 

5.95 

45.00 

40.31 

20.00 

25,77 

5.00 

10.98 

50.00 

45.37 

25.00 

30.61 

10.00 

15.92 

55.00 

50.38 

30.00 

35.  69 

15.00 

21.00 

51       0. 00 

55.  58 

35.00 

40.74 

20.00 

25.99 

5.00 

G      0.77 

40.00 

45.69 

25.00 

.30.90 

10.00 

5.71 

45.00 

50.^0 

30.00 

35.98 

15.00 

10.  54 

50.00 

56.00 

35.00 

41.21 

ao.oo 

15.  46 

55.  OC/ 

8      0.95 

40.00 

46.24 

25.00 

20.44 

48      0. 00 

6.00 

45.00 

51.23 

30.  oa 

25. 47 

5.00 

lO.r^i^ 

50.00 

56.26 

35.  oa 

30.34 

10.00  1 

15.72 

55.00 

10      1.28 

40.00 

;«.  60 

15.00 

20.86 

50      0.(10  ; 

6.00 

45.0(K 

40.47 

20.00 

25.87 

5.00 

11.21 

50.00 

45.60 

25.00 

30.  78 

10.00 

16.10 

55.00> 

50.63 

30.00 

35.81 

15.00 

21.10 

53      0.00 

55.68 
7      0.70 

35.00 
40.00 

41.00 
46.00 

20.00  I 
25.00  ! 

1 

Mean,  19      7    50.  78 

10    49    30.00* 

SiitnaU  sent  from  Wathington. 


WaahiDgton 
clock. 


Anstin  chro- 
nometer. 


h.    in. 

«. 

h. 

m. 

f. 

20    14 

40.00 
50.00 

11 

33 

36.6 
46.2 

15 

10.00 
30.00 
30.00 
40.00 

34 

6.3 
16.3 
26.4 
36.0 

Washington 
clock. 


k. 
20 


m. 
15 
16 


50.00 
10.00 
20.00 
30.00 
40.00 
50.00 


Austin  chro- 
nometer. 


h. 
11 


m. 
34 
35 


8. 

46.2 
6.3 
16.1 
26.0 
36.0 
46.0 


Washington  clock. 

Austin  chro- 
nometer; 

h.    m.     8, 
20    17    10.00 
20.00 

h.    tn.     8. 
11    36      6.0 
16.0 

Mean,  20    16      0. 00 

11    34    56.16 

SECOND  8EKIE8. 


Wa«hingt<in 
clock. 


h. 
20 


in. 
35 


36 


8. 

25.00 
35.00 
45.00 
55.00 
5.00 
15.00 
25.00 
35.00 
45.00 
55.00 


Austin  chro- 
nometer. 


h. 
11 


m. 
54 


55 


8. 

18.1 
27.9 
38.0 
47.9 
58.0 
7.9 
18.0 
27.7 
37.6 
47.6 


Washin$;ton 
clock 


h. 
30 


m. 
38 


39 


8. 

25.00 
35.  fO 
45.  00 
5.'i.  00 
5.00 
15.  00 
25.  00 
:j.'i.  00 
4.i.  00 


Austin  chro- 
nometer. 


h. 

m,      *. 

11 

57    17.6 

27.6 

37.5 

58 


47. 
57. 
7. 
17. 
27. 
37. 


Washington  clock. 


20 


m. 
40 


5.00 
15.00 
25.00 
35.00 
45.00 
55.00 


Menu,  20    38     15.40 


Austin  chro- 
nometer. 


h. 
11 


m. 
58 
59 


8. 

57.0 
7.0 
17.0 
27.1 
37.0 
47.0 


11    57      7.90 
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Signals  tent  from  Austin, 


WMhin'gton 
clock. 

AuRtin  chro- 
nometer. 

Washington 
clock. 

Austin  chro-    ' 
no  meter. 

1 

Washingrton  clock. 

Anstin  cbro- 
nometer. 

h.    m.     f. 

k.    m.     8. 

h.    m.     8. 

h.    m.     8. 

h. 

m.      8. 

k,    m.     «. 

20    21      6.0 

11    40      0.00 

;     20    24    36.7 

11     43    30.00 

20 

26     .... 

11    45    

11.0 

5.00 

41.  7 

35.00 

41.8 

35.00 

l.'i.9 

10.00 

1                    46.7 

40.00 

47.0 

40.00 

21.0 

15.00 

51.7 

45.00 

52.1 

45lW 

*  •  ■  • 

j                   56.4 

50.00 

. 

56.9 

50.  OB 

22    56.3 

41     50. 66 

25      1.6 

55.00 

27  1.9 

55 'M 

23      1.3 

55.00 

6.4 

44       0. 00 

6.9 

46     0.00 

*  •  ■  • 

11.7 

5.00 

12.0 

5« 

31.3 

42    25.66 

16.6 

10.00 

17.0 

10.00 

36.4 

30.00 

21.7 

15.00 

21.9 

15.00 

■  ■  • 

26.6 

20.00 

•  •  •  • 

46.6 

40.00 

31.7 

25  00 

32.0 

25.00 

51.5 

45.00 

•       36. 7 

30.00 

37.0 

30.00 

56.5 

50.00 

41.9 

35.00 

42.0 

35.00 

24   'e.'d 

43  ."6.66 

5i.'9 

45.00 

52.6 

45.00 

11.2 

5.00 

56.5 

50.00 

56.9 

50. « 

16.3 

10.00 

26      1. 7 

5.5.00  1 

28       1.8 

55^06 

21.  4 

1.5.00 

6.6 

45      0.00  1 

7.0 

47      O.O0 

26  6 

2(J  00 

11.7 
16.6 

5.00 
10.00  1 

31.6 

25.00 

Mean,  20 

25    19.37 

11     44    12.74 

Signals  sent  from  Austin. 


Washington 
clock. 

Anstin  chro- 
nometer. 

Washington 
clock. 

Austin  chro- 
nometer. 

VTashington  clock. 

i 
Austin  chro- 
numeier. 

h.     tn.      8. 

20    48    10.3 
15.3 
20.2 
25.2 
30.4 

:i5  3 

h.    in.      8. 

12      7      0. 00 
5.  00 
10.00 
15.00 
20.00 
2.5  00 

h.    m.     8.           h.    m.     8. 

20    48    50.5         12      7    40.00 

55.  5     !                    45.  00 

49      0. 5                        50. 00 

5.  5                        55.  00 

10.3                   8      0.00 

1                       15  3                              ''»  '^" 

h.    m.     ». 

20  49  30.5 
35.5 
40.4 
45.5 
50.6 

h,    m.     i. 

12      8    2a  •» 
25',« 
.10.00 
35.  (« 
40.0(1 

40.3 
45.4 

30.00 
35.00 

20.  6 
25.5 

1 

10.00 
15.00  1 

Meau,  20    49      0.41 

12     7   5a« 

Signals  sent  from  Attstin. 


Washington 
clock. 

Austin  chro- 
nometer. 

Wa.shin:;ton 
clock. 

Aastin  chro- 
nometer. 

Was 

hington 

clock. 

Anstin  chro- 
uometer. 

h.    m. 

8. 

h. 

m. 

8. 

h. 

»n. 

*. 

h.    tn. 

*. 

h. 

m. 

8. 

h. 

m.      «. 

20    57 

11.9 
16.9 

12 

16 

0.00 
5.  00 

20 

58 

32.0 

•     •     •    a 

12    17 

20.00 

20 

59 

52.  3 
57.7 

12 

18    40  00 

45  0ki 

21.8 

10.00 

4-2.1 

30.00 

21 

0 

2.4 

501* 

26.8 

15.00 

47.0 

35.  00 

7.3 

5,100 

32.0 

20.00 

52.  1 

40.00 

1 

12.4 

19      O.U0 

36.9 

25.00 

•  •  •  - 

1 

•     >     s     ■ 

•  ■  •  ■ 

41.8 

30. 00 

59 

2.4 

,50.  00 

22.2 

10.  oo 

46.8 

35.  00 

7.3 

55.  00 

i 

27.2 

15  W 

52.  0 

40.00 

12  2 

18 

0.  W» 

3-2  4 

20.00 

57.0 

45.  00 

17.2 

5.00 

37.3 

35  IX) 

58 

2.1 

7.0 

12.  0 

17 

.50  00  1 
55.00 
0  00 

22.1 
3-2  2 

10.00 
'^0  00 

4-2.3 
47.4 

3a  w 

35  00 

17.0 

5.  00 

.37.  2 

25.  00 

Meau 

20 

58 

57.63 

12 

17    45l50 

22.0 

10.00 

4-2.1 

30.00 

27.  0 

15.00 

47.3 

35.00 
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JUNE  26,  1871. 
SignaU  8ent  from  Detroit 


Detroit  clock. 

Aastin  chro- 
nometer. 

Detroit  clock. 

Austin  chro- 
nometer. 

Detroit  clock. 

Austin  chro- 
nometer. 

h,    tn.      8. 
19    43      0.19 

m 

h.    m.      8. 
10    45      9.6 

•  •  •  • 

29.2 

39.4- 

49.5 

h.    m.      8. 
19    43    50.00 
44      0.00 

58    40.35 
50.54 

h.    m.      8. 

10  45    59.3 
46      9.2 

11  0    47.3 

57.4 

1 

h.    m.      8. 
19    59      0.39 

h,    fn,      8. 
16      1      7. 2 

19.87 
30.00 
40.00 

Metin,  19    48    39.04 

10    50    47.57 

SECOND  SERIES. 


Detroit  clock. 

Austin  chro* 
nometer. 

Detroit  clock. 

Austin  chro- 
nometer. * 

Detroit  clock. 

Austin  chro- 
nometer. 

A.    tn.      f. 

20      9      0.00 
10.00 
20.20 
30.00 
40.51 
50.20 

A.      9A.         8. 

11    IJ      5.2 
15.1 
25.2 
35.2 
45.4 
55.4 

i 

h.    m.      8. 
20      9    59.98 

11      0.00 
10.27 
20.18 
30.13 

A.    fn,      8. 
11     12      5.1 

13      5.0 
16.0 
25.0 
35.0 

h.    m.      8. 

20    11    40.10 
50.19 
59.  T3 

h.    tn.      8. 
11    13    44.9 
55.0 
14      4.8 

Mean,  20    10    30.11 

11    12    35.09 

SignaU  8ent  from  Au8tin. 


Detroit  clock. 

Austin  chro- 
nometer.      1 

1 

Detroit  clock. 

• 

Austin  chro- 
nometer. 

Detroit  clock. 

Austin  chro- 
nometer. 

h.    m.      8. 

h.    m.      8. 

h.    tn,      8- 

h.     W.        8. 

h. 

m       8. 

h.    tn.      8. 

20      0    55.49 

11      3      0. 00 

20      2 

11      4    

5     

20 

4    24.74 
29.92 

11      6    30.00 
35.00 

1      4.60 

10.00 

49.87 

55.00 

35.00 

40.00 

9.58 

15.00 

54.91 

0.00 

40.00 

45.  oa 

14.79 

20.00 

59.90 

5.00 

45.17 

50.00 

19.77 

25.00 

3    

49.89 

55.  oa 

24.69 

30.00 

55.15 

7      0.00 

29.78 

35.00 

34.82 

40.00 

5      5.66 

i6.66 

39.68 

45.00 

25.00 

30.66 

10.18 

15.00 

44.63 

50.00 

29.91 

35.00 

15.20 

20.00 

49.85 

55.00 

34.95 

40.00 

20.10 

25.00 

54.92 

4      0.00 

39.89 

45. 00 

25.00 

30.00 

59.61 

5.00 

44.93 

.■iO.OO 

30.21 

35.00 

2      4.79 

10.00 

49.71 

55.00 

35.21 

40.00 

9.90 

15.00 

54.81 

6      0.00 

40.39 

45.00 

14.64 

20.00 

59.92 

5.00 

45.47 

50.00 

19.61 

25.00 

4      4.91 

10.00 

50.43 

55.00 

24.93 

30.00 

10.00 
14.80 
19.87 

15.00 
20.00 
25.00 

55.48 

8      0.00 

Mean,  20 

1 

3    30.63 

11      5    35.60 

JUNE  29,  1871. 
SignaU  8ent  from  Detroit 


Detroit  clock. 

Austin  chro-  i 

nometer.       , 

1 

Detroit  clock. 

Austin  chro- 
nometer. 

Detroit  clock. 

Austin  chro- 
nometer. 

A.    tn.      8. 

18  54  0.00 
10.11 
20.17 
30.20 
40.12 
50.42 

55  0.16 

56  0.00 

1 

h.    tn,      8. 

9    44    34.2 
44.0 
54.1 

45  4.2 
14.0 
24.2 
34.2 

46  33.8 

1 

A. 

18 

m.      8. 

56  10.31 
90.18 
30.21 
40.37 
50.09 

57  0.39 

58  0.15 
10.19 

A.    tn.      8. 
9    46    4a  9 
53.8 

47  a  6 

ia8 

23.6 
3a7 

48  3a  5 
4a  4 

h. 

18 

tn.      8. 

58  20.24 
30.19 
40.21 
50.20 

59  0.18 

h.    tn.      8. 
9    48    5a6 
49     a  5 

ia5 
9a4 

33.4 

Mean,  18 

56    30.19 

9    47      a  78 

! 
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8EC0XD  SERIES. 


Detroit  clock. 


h. 
19 


m. 
10 


11 


8. 

0.38 
10.  32 
20.12 
30.23 
40.16 
50.25 

0.27 


12      0.27 


Austin  chro- 
nometer. 


k. 
10 


m. 
0 


8. 

31.6 
41.5 
51.6 
1.6 
11.5 
21.6 
31.5 


2    31.3 


Detroit  clock. 


h. 
19 


m. 
12 


13 
16 


8. 

10.26 
20.17 
30.20 
40.21 
50.22 
0.18 

0.28 
10.20 


Austin  chro- 
nometer. 


Detroit  ch»ck. 


ill. 


8. 


19  . 


•20.21  i    10      6    50.5 


30.  3t) 

40.  2.> 

50.00 

17       0. 32 


Angtin  chr^ 
noiwUT- 


ni. 


0.6 
10.5 

90.4 
30.5 


Mean.  19     13    10.23      10      3    41. « 


SignaU  sent  from  Austin. 


Detroit  clock. 

Austin  chro- 
nometer. 

'  Detroit  clock. 

Austin  chro- 
nometer. 

1        Detroit  clock. 

Austin  chro- 
uometcr. 

h»    tn.      8. 

h.    tn.      8, 

h.    m-.      8. 

h.    in.      8. 

h. 

m.       8. 

h.    m.      t. 

19      1    27.99 

9    52      0.00 

19      3    13.13 

9    53    45.00 

19 

4    58,43  ; 

9    55    3100 

32.98 

5.00 

18.27 

50.00 

5      3.47 

35.0.t 

37.83 

10.00 

23.  .32 

55.00 

a  42 

40. » 

43.00 

15.00 

2^.  46 

54      0.00 

13.55  ' 

4iOI 

48.18 

20.00 

33.37 

5.00 

18.67  \ 

saiio 

53.00 

25.00 

1                   38.29 

10.00 

23.63  1 

55. » 

58.10 

30.00 

43.26 

15.00 

28.77 

56    aoo 

2      2.93 

35.00 

48.27 

20.00 

' 

33.76 

5.  OB 

8.00 

40.00 

53.25 

25.00 

, 

38.48  ; 

10.00 

13.00 

45.00 

58.42 

30.00 

43.70 

15.00 

18.16 

50.00 

1              4      3. 52 

35.00 

1 

48.79  ! 

20.  OA 

23.10 

55.00 

8.45 

40.00 

1 

53.64 

25.00 

28.00 

53      0.00 

13.46 

45.00 

58.72 

30.00 

33.23 

5.00 

18.45 

50.00 

6      3.80 

35.00 

38.00 

10.00 

23.  35 

55.00 

8.85 

40. 0» 

43.00 

15.00 

28.65 

55      0.00 

13.79 

45.00 

48.00 

20.00 

33.66 

5.00 

: 

ia73 

50.00 

53.10 

25.00 

38.41 

10.00 

23.83 

55.00 

58.22 

30.00 

;                   43.35 

15.00 

28.84 

57      0.0» 

3      3.26 
8.24 

35.00 
40.00 

48.  45 
53.58 

20.00 
25.00 

'  Mean,  19 

3    58.37 

9    54    30.M 
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Determination  of  longitude  between  Waehingtonj  D.  C,  and  Austin^  Nev. 


Mean  of  sig* 


Jnne  16,  1871. 

nals    sent 
and  received. 

Waahinirton  clock 

fu   m.     s. 
20  16    0.00 

Anstin  chrocometer 

11  34  56.16 

WashiugtoD  clock 

Austiu  chronometer. ...... ...... 

30  3d  15. 40 
n  57    7.90 

Anstin  chronometer 

11  44  13.74 

Waahincrton  clock 

S40  25  19.  37 

Anstin  cnronometer. 

12    7  50.00 

Waahinirton  clock 

20  49    0.  41 

•Austin  chronometer 

12  17  45.  50 

Washineton  clock. .............. 

20  58  57. 63 

Time  oorrec- 
tion. 


Corrected 
time. 


Difference  of 
longitade. 


h.  m. 
-0  0 
+6  0 
-0 
+6 
+6 
-0 
+6 
-0  0 
+  6  1 
-0  0 


i. 
2.27 
59.26 
'2.28 
2.90 
0.78 
2.28 
4.65 
2.28 
6.29 
2.28 


h, 
20 
17 
20 
17 
17 


20  25 

18  8 
20  48 
18  18 
20  58 


m.     t. 

15  57. 73 
35  55.  42 
13.12 
10.80 
13.52 
17.09 
54.65 
58.13 
51.79 
55.35 


w 


m. 


2  40  2.31 


38 
58 
45 


2  40  2.33 


2  40  3.57 


2  40  3.46 


2  40  3.56 


Means. 


JLm.    I 


240i 


2  40X 


Anstin,  Nov.,  west  of  Washington,  D.  C,  2h.  40m.  2. 93«. 


Mean  places  of  stars  for  1871  used  for  determination  of  latitude  of  Austin^  Xer, 


No.  of 
pair. 

No.  in 
B.  A.  C 

Declination. 

No.  of 
pair. 

No.  in 
B.  A.  C. 

Declination. 

o     /         // 

o      /           " 

4847 

16  58  22.  31 

5693 

31  55    0.  47 

1 

4874 

61  48  45.  81 

11 

5706 

46  44  55.  94 

4905 

19  38  14.45 

12 

5740 

65  19  54.64 

2 

4918 

59  49    7.  80 

13 

5745 
5753 

65  14    7.35 
13  47  26.  25 

4980 

48  39    1. 13 

5757 

13  45  la  36 

3 

5001 

29  43  14. 44 

5785 

54  38  36l40 

5075 

30  45  18.71 

14 

5798 

24  23  49.  00 

4 

5113 

48    9  26. 29 

5863 

32  38    9.99 

5259 

36    3  33.20 

15 

5871 

46  22    6.04 

5 

5271 

42  48  48. 95 

5900 

20  11  30.49 

5319 

33  41  43.  38 

16 

5918 

58  45  37.  83 

6 

5388 

45  16  26.  S8 

5951 

55  15  3a  97 

5426 

19    8    8.60 

17 

5967 

24  23  la  74 

7 

5459 

60    4    6.27 

6021 

27  47  52.65 

5480 

34    0  16.  80 

18 

6052 

50  48  45.90 

8 

5497 

44  59    9.  56 

6087 

30  12    5.28 

5568 

46  52  31. 27 

19 

6129 

48  27  33. 22 

9 

5604. 

31  50  17.  80 

6162 

43  26  50. 67 

5628 

64  50    1. 62 

30 

6235 

36    0  27.  75 

10 

5647 

13  29  20.  »0 
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No.  of 
star. 


4P05 
4918 

4980 
5001 

5075 
5U3 

5319 

5388 

S426 
5459 

5480 
5497 

5568 
5604 

5628 
5647 


Ohsetrations  far  Witude, — Station y  AusHnf  Nev» 

JUNE  15,  1871. 


t       t 

Level. 

•       • 

Level. 

No.  of 

M.0 

Remarks. 

No.  of 
'    star. 

Remarks. 

»tar. 

N. 

S. 

.2^  a 

N. 

S. 
d. 

L     d. 

d. 

d. 

f.     4 

d. 

4847 

12    9.1 

14.0 

11.8 

5740 

12  18. 2 

4«n4 

20  61.6 

12.2 

13.6 

1 

5745 
5753 

16  48  1 
18  48.  5 

16.8 

11.0 

4905 

26  80.8 

14.0 

12.0 

5757 

16  93.  4 

6.5 

21.5 

4918 

5  12.5 

13.2 

12,5 

5785 

12  69.  7 

15.8 

12.5 

5075 

16  41.2 

13.3 

13.0 

5798 

15  38.0 

11.5 

16.5 

5113 

19  25.6 

12.5 

13.8 

5863 

18  41.1 

12.8 

15.7 

5319 

13  80.2 

13.8 

13.0 

5871 

17  *27.  4 

14.2 

14.0 

53eft* 

14  21.0 

12.0 

15.0 

5900 

20  10.6 

13.0 

15.0 

5426 

25  88.2 

10.5 

16.8 

5918 

21  22.4 

14.5 

14.0 

5459 

15  76.  7 

15.0 

12.0 

6021 

11  19.6 

13.5 

15.0 

5480 

19  95.  0 

13.3 

14.9 

6052 

27  67.  7 

13.0 

15.6 

5497 

19  36.  2 

1-2.2 

15.4 

,     6087 

15  27.5 

14.0 

14.8 

5568 

24  99.9 

12.5 

15.7 

61*29 

29  49.6 

11.2 

17.2 

5604 

13  19.5 

14.0 

14.4 

1    6162 

7  4.'>.0 

12.5 

16.2 

5628 

34  57.  9 

ll.« 

16.8 

6235 

28  60.0 

16.5 

1*2.8    1 

5647 

5  50.3 

16.0 

12.5 

1 

5693 

8  7.5.0 

14.5 

13.8 

5706 

22  49.  2 

18.8 

9.3 

' 

» 

JUNE  17,  1871. 


I"?   * 

P  r  « 


Level. 


Remarks. 


S. 


No.  of 
star. 


f.      d. 

26    3.7 

4.  77.  6 

d. 

14.0 

9.0 

d. 
1*2.0 
17.0 

33  38.7 
6  60.6 

13.8 
15.3 

12.8 
10.8 

16  98.  4 
19  51.  5 

13  63.6 

14  7.8 

26  81.0 
16  71.  8 

90  15.2 
19  59.  5 

24  82.3 
12  87.9 

34  42.7 
5  15  5 


34ENa 


2.0 
22.0 

13.0 
12.0 

15.2 
11.5 

13.8 
13.7 

15.5 
16.0 

8.5 
20.2 


25.0 
5.2 

15.8 
17.2 

12.8 
17.8 

16.0 
15  6 

14.2 
14.0 

21.2 
9.3 


Must  be  68^.4. 


Mast  be  2*X 
Excl. 


5740 
5745 
5753 
5757 

57e5 
5798 

.^863 
5871 

5900 
5918 

6021 
6052 

6087 
6129 

6162 
6235 


c  u  « 
.Si  V  a 


Level. 


Kemarkf. 


N. 


t.     d. 
11  61.0 

15  9*2.  5 

18  10.2 

16  56.3 

13  36.7 
15  94.  4 

19  39.4 
18  30.0 

21  13.8 

22  31.6 

11  41.3 

27  84.8 

14  61.  7 

28  fc7.9 

6  89.4 
27  92.7 


d. 

13.0 

16.5 

14.0 
13.7 

17.0 
12.3 

15.8 
11.8 

11.2 
15  6 

13.0 
11.2 

12.2 

9.6 


^ 

d. 

16.9 

13.5 

15.8 
16.3 

12.8 
17.2 

14.8 

17.8 

17.2 
12.8 

15  0 
16.2 

14.6 
16.5 
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Observations  for  latitude* — Station,  Austinf  Kei\ — Continued. 

JUNE  21,  1871. 


Microme  - 
ier-read- 
ingB. 

L«vel. 

•    • 

LeveL 

No.  of 

Remarks. 

No.  of 
star. 

RemarkiL 

Htar. 

N. 

S. 

N. 

S. 

t     d. 

d. 

d. 

f.     d. 

d. 

d. 

5568 

24  75.3 

14.8 

17.8 

5863 

18  91.4 

16.0 

17.2 

5604 

17  97.  6 

17.2 

15.5 

Mast  he  12<. 

5871 

17  81.9 

14.9 

las 

5628 

34  .W.  7 

11.7 

21.2 

5900 

22  20.0 

16.4    *     17.0 

5647 

5  40.2 

21.2 

11.5 

5918 

23  35.9 

14.7 

• 

la? 

.^93 

9  :n.  0 

16.8 

16.0 

5951 

4  81.0 

17.0 

16.5 

5706 

23  29.1 

15.0 

17.7 

5967 

34  71.4 

16.8    1     17.0 

I 

5740 

12  83.3 

14.7 

lao 

6021 

11  34.5 

17.  5         16. 1 

.5745 

17    2.9 

6052 

27  75.1 

14.  0         19.  6 

57.'>3 

19  27.  4 

lai 

15.0 

5757 

17  69.  7 

6087 
6129 

14  6.3.7 

23  7a  7 

17.5 
15.9 

16.3 

lao 

5785 

13  51.2 

15.7 

17.2 

5798 

16  21.3 

16.2 

17.0 

6162 

7  73..0 

15.9 

lai 

6235 

28  95.0 

19.8 

14.  U 

JUNE  23,  1871. 


No.  of 
star. 


5259 
5271 

5319 

5388 

5426 
5459 


• 

'i 

i 

u 

tm 

bC 

u 

& 

a 

:!^ 

♦* 

'pm 

d. 
5.5 


t. 
16 
20  65.4 

13  86.  7 

14  31.9 

26  49.9 
16  4.5.  5 


Level. 


N. 

S. 

d. 
15.5 
15.2 

d. 
16.0 
17.0 

14.5 
14.2 

lao 

19.0 

12.8 
17.5 

20.5 
15.5 

Kemarks. 


t     d. 
20  86.2 
20  33.4 

25  29.5 
13  47.  9 

34  25.0 
5    4.1 


d. 

20.8 

a  8 

d. 
12.5 
24.5 

16.5 
12.0 

17.0 
21.0 

13.8 
14.5 

19.5 

ia8 

Remarks. 


Computations  for  latitude  of  Austin y  Nev. 


Dat«. 

No.  of 
pair. 

Half-snm  of 
tlecliuation. 

Corrections. 

Latitude. 

Micr.  and  refr. 

Level. 

Merid. 

June  15  1871 

1 

2 

4 

6 

7 

8 

9 

10 

11 

12 

13 

14 

15 

16 

18 

19 

20 

0        /            /' 

39  23  40.  78 

43  47.  75 

27  28.27 
29    9.43 
36  10.96 
29  4a  70 
21  27.37 

9  43.52 
20    0.40 
33  42.18 

29  44.56 
31    9.20 

30  8/97 

28  34. 74 

18  ia66 

19  4a  31 

44  37.  46 

+  5  44. 77 
—14  3a  93 
+  1  55.01 
+  0  la  50 

—  6  49.  06 

—  0  23.  78 
+  7  57.37 
+  19  35.97 
+  9  15.  75 

—  4  14.91 

—  0  aa  31 

—  1  4a  50 

—  0  45.  98 
+  0  45. 22 
+11    a  53 
+  9  35.12 
-14  15.35 

4  0.  54 
+  1.82 
-0.67 
-L48 
-2.23 
-2.77 
-2.43 
-1.01 

+a88 

-a  21 

a  21 

-1.15 
-1.82 
-1.01 
-2.77 
-4.50 
O.iiO 

o     /        «# 
39  39  Sa09 

.•••.••... 

22.64 

22.61 

S4.45 

* 

19.67 
20.13 

22.31 

2a  48 

S3. 03 

ia94 

20.04 

19.55 

at  17 

ia95 

92.43 

1&84 

22L11 

REPORT    OF   THE    CHIEF   OF   ENGINEERS. 


523 


Signals  gent  from  Ati8tin. 


Detroit  clock. 

Austin  chro- 
uotueter.       j 

■  Detroit  clock. 

Aastin  chro- 
nometer. 

Detroit  clock. 

Aattin  chro- 
nometer. 

h.     tn.      8. 

i 
n.    m.      8.       1 

h.    in.     8. 

h.    m.     ». 

h.    fn.     8. 

A.    m.     $. 

vj     5   20.  :o 

10    47      0.00 

19      7      5.  #5 

10    48    4.^00 

19      8    51.00 

10    50    30.00 

25.  -,'6 

5.00  , 

10.61 

50.00 

56.00 

35.00- 

:jo.  24 

10.00 

15.70 

55.00 

9      1.22 

40.00 

35.32 

15.00 

20.70 

49      0.00 

5.95 

45.00 

40.31 

20.00 

25.77 

5.00 

10.98 

50.00 

45.37 

25.00 

30.61 

10.00 

15.92 

55.00 

50. :« 

30.00 

35.  69 

15.00 

21.00 

51      0.00 

55.  58 

35.  00 

40.74 

20.00 

25.99 

5.00 

6      0.77 

40.00 

45.  69 

25.00 

30.90 

10.00 

5.71 

45.00 

50.  frO 

30.00 

35.98 

15.00 

10.  54 

50.00  1 

5<).00 

35.00 

41.21 

20.00 

15.  46 

55.00'! 

8      0.95 

40.00 

46.24 

25.00 

20.44 

48      0.  00  1 

6.00 

45.00 

51.23 

30.  oa 

25.  47 

5.00 

10.  ee? 

50.00 

56.26 

35.00 

ItO.  34 

10.00  1 

15.72 

55.06 

10      1.28 

40.00 

;tt.fiO 

15.00 

20.86 

50      0. 10 

6.00 

45.00 

40.47 

20.00 

25.  f  7 

5.00 

11.21 

50.00 

45.60 

25.00  ' 

30.  78 

10.00 

16.10 

55.00 

50.63 

30.00  1 

35.81 

15.00  1 

21.10 

52      0.00 

55.  6« 
7      0.70 

35.00  1 
40.00 

41.00 
46.00 

20.00 
25.00 

Mean,  19      7    50. 78 

10    49    30.00 

S\{maU  sent  from  Washington. 


Washington 
clock. 

AnHtin  chro-    i    Washington 
nometer.       \          clock. 

■ 

Austin  chro- 
nometer. 

Washington  clock. 

Austin  chro- 
nometer. 

h.    m.     8. 

20    14    40  00 
50.00 
15    10. 00 
20.00 
30.00 
40  00 

h.    m.     8. 

11    33    36.6 
46.2 
34      6.3 
16.3 
26.4 
36.0 

h.    m.     8. 

20    15    50  00 
16    10  00 
20.00 
30.00 
4O00 
50.00 

h.    m.     8. 

11    34    46.2 
35      6.2 
16.1     , 
26.0    ! 
36.0 
46.0     , 

h.    tn.     8. 
20    17    10  00 
20.00 

A.    tn.     #. 
11    36      6.0 
16.0 

Mean,  20    16      0  00 

11    34    56.16 

SECOND  BERIE8. 


Washington 
clock. 


h. 
20 


m. 
35 


36 


8. 

25.00 
35.00 
45.  OU 
55.00 
5.00 
15.00 
25.00 
35.  00 
4.">.  00 
55.00 


Austin  chro- 
nometer. 


h. 
11 


wi. 
54 


55 


8. 

18.1 
27.9 
38.0 
47.9 
5r<.  0 

7.9 
18.0 
27.7 
37.6 
47.6 


Washington 
clock 


h. 
20 


m. 

38 


39 


*. 
2.'.  00 

4.'..  (K> 

5.'i.  0(» 

5.  (M) 

15.00 

•r).  00 

4.'..  00 


Austin  chro- 
nometer. 


h. 

m.     8. 

11 

57    17.  6 

27.6 

37.5 

47.4 

58 


o< 


5 

7.4 

17.2 

27.3 

37.2 


Washingt 

on 

clock. 

m. 

8. 

20 

40 

5.00 
15.00 
25.00 
35.  (lO 
45.00 
55.00 

Austin  chro- 
nometer. 


h. 
11 


m. 

58 
59 


s. 
57.0 

7.0 
17.0 
27.1 
37.0 
47.0 


11    57      7.90 
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wLen  the  station  was  occupied  by  the  astronomer.  As  far  as  can  be 
learned  from  the  diary,  the  nights  were  pretty  clear,  and  the  condition 
of  the  air  very  favorable  for  astronomical  observations.  In  1872  some 
barometric  observations  were  taken  to  determine  the  altitude  of  the 
place. 

The  astronomical  observations  were  taken  in  a  common  wall-tent,  as 
at  the  other  stations.  Mr.  A.  E.  Marvine,  the  observer,  was  assisted 
by  a  recorder  and  two  soldiers,  and  Mr.  E.  P.  Austin  had  charge  of  the 
Salt  Lake  observatory,  the  use  of  which  was  kindly  tendered  by  Presi- 
dent Brigham  Young,  of  the  Mormon  church.  Through  him  the  use  of 
the  Deseret  Telegraph  line,  for  exchange  of  signals,  was  secured.  The 
wires  were  brought  into  the  tent  by  a  loop. 

The  astronomical  instruments  used  at  St.  George  were  the  combined 
transit,  used  before  by  Assistant  E.  P.  Austin,  in  Nevada,  and  the  side- 
real chronometer,  Negus  No.  1344.  The  Salt  Lake  instrument  belonged 
to  President  Young,  and  was  used  by  a  Coast-Survey  party,  and  by  the 
expeditions  of  1872  and  1873.  All  the  data  relating  to  this  instrument 
will  be  found  in  the  general  report  for  1873  by  J.  H.  Clark. 

Hutton  mean-time  chronometer  No.  288  was  used  for  the  determina- 
tion of  time.  All  the  observations  were  taken  by  eye  and  ear,  and  the 
exchange  of  signals  made  by  sound. 

Connection  was  made,  as  stated,  with  Salt  Lake  observatory.  Ex- 
changes of  signals  were  eft'ected  on  the  nights  of  September  13, 14,  and 
15, 1871. 

The  observations  at  both  stations  were  compared  in  1873  by  Dr.  F. 
Kampf,  and  rereduced  in  1874,  when  this  report  was  made  up  by  him. 

The  instrumental  values  for  the  St.  George  instruments  will  be  fonnd 
in  the  Carlin  report,  and  those  for  the  Salt  Lake  transit  in  J.  H.  Clark's 
general  report  for  1873.  The  telegraphic  line  is  three  hundred  miles 
long,  and  the  signals  were  transferred  direct,  without  repeaters.  The 
discrepaiicy  between  the  results  for  longitude  on  the  first  and  second 
days  is  very  remarkable,  but  too  large  on  the  second  day  to  take  into 
the  final  result.  It  may  be  that  this  change  is  an  example  of  rapid  va- 
riation in  personal  equation. 

Salt  Lake  City,  Septemher  13,  1871. 


Xame  of  star. 


I    Lyrre 

^    Lyrse 

fiO  Draconis.. 

Aqailw  .. . 

UracoDis.. 

Aquilo) .. . 

Aqailie  ... 

Aquilo)  . . . 

Draoouia.. 


^ 


a 


W. 


Af 


h. 

a 

7 


6 


54 
6 
13 
21 
M 
40 
51 
1 
10 


s. 

12.09 

56.94 

9.5n 

6.88 

9.  65 

37.59 

35.09 

45.70 

14.64 


Mean  for  1\  5369  Hattou's  time 


bB 

aA 

s. 

i. 

-0.33 

0.00 

-0.26 

-f0.02 

-0.65 

-0.28 

-0.22 

+0.06 

-0.40 

-0.15 

-0.17 

-f0.08 

-0.15 

+0.09 

-0.20 

+0.07 

-0.34 

-0.18 

eC 


8. 
+0.02 
+  0.02 
+  0.06 
+0.02 
+0.04 
-0.02 
-0.02 
-0.02 
-0.05 


h. 

6 
7 


m. 
54 

6 
12 
21 
34 
40 
51 

1 
10 


«. 

11.78 

56.72 

a63 

6.74 

9.14 

37.48 

35.01 

45.55 

14.07 


AR. 


18 


19 


m. 
32 
45 
SO 
59 
12 
19 
29 
40 
48 


i. 

35.48 
90.37 
32.36 
30.33 
32.64 

1.31 
5&86 

9.35 
37.84 


AT 


h.    «». 

+11    38 

SXft 
SI  73 
SX» 
SlSi 
2L» 
«.« 
S.(« 

+  11     3B    SX77 


+  11    38    aTU 


Xormal  equations. 


0  =  +  0. 12    +  9. 00  <J  f    -  1. 25  a    -  4. 10  c  ^  f  =  +  c.  013 

0  ^  -  1.  35    -  1.  25  ^  C    +  9. 79  a     +  8.  84  c  «  =  +  ©•.  195 

0=-1.66     -4.10<J«     +a84a     -r3i01c  C  =  -  0*.  01« 
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Salt  Lake  City,  September  13,  1871. 


Name  of  star. 


g  Pegasi .... 

/t  Capriconii 

^19  Draoonia... 

a  Aquarii  — 


Clamp. 


W. 


A.  fn.     9. 

9  50    2.53 

10    7  27.  46 

12  29.62 

90  20.91 


Mean  for  10>>.1616  Hutton's  time 


5B 


8. 

ao6 

0.02 
0.00 
0.06 


aA 


cC 


+ 


0.13 
0.21 
0.44 
0.16 


1  + 
+ 
+ 
+ 


9. 

0.02 
0.02 
0.06 
0.02 


h.  fit.       9. 

9  59    2. 62 

10    7  27.  67 

12  29. 24 

20  21. 03 


AR. 


h,  tn.     9. 
21  37  53. 24 
46  1&06 
51  19.74 
59  11. 74 


AT 


h.  fn.  9. 

4  11  38  50.62 
50.39 
50.50 

+  11  38  50.71 


+  11  38  50.555 


Normal  equaliona, 

0  =  + 0.52  +  4.00  <J «  + 0.24 a  6t  = -0:145 

0  =  -  1. 23  + 0.24  <Jf+ 4.69a  a  =  +  0«.238 

Adopted  e=  —  0*.016.    It  is  not  possible  to  solve  normal  equations  if  factors  for  e  are  ictrodaced. 

Salt  Lake  City,  September  14,  1871. 


Name  of  star. 


6 


e 

T 


Draconis. 
Aqaike  . . 
Aquilffi  . . 
AquilflQ  . . 
Aqoilae  . . 
Draconis. 
Aqail»  . . 


Clamp. 


W. 


£. 


h.  fit. 
7 


8 


9. 

30  7.07 
36  35.50 
47  32.92 
57  43. 50 
2  .M6 
6  12.38 
15  26.03 


bB 


9. 

0.00 
0.04 
0.00 
0.06 
0.U6 
0.20 
0.07 


Moan  for  7^.8706  Hatton's  time  286 


aA 


+ 

+ 
+ 
+ 

1  + 


9. 

0.32 
0.17 
0.21 
0.14 
0.15 
0.39 
0.16 


cC 


9. 

0.05 
0.02 
0.02 
0.02 
0.02 
0.06 
0.02 


h.  m. 
7 


8 


9. 
30  6.80 
36  35.65 
47  33.15 
57  43.  68 
2  5.35 
6  12. 13 
15  26.24 


AR. 


h.  tn.     9. 

19  12  32. 59 
19  1.29 
29  58.84 
40  9.33 
44  31. 12 
48  37.78 
57  52. 12 


AT 


h.  tit.  #. 

+  11  42  25.79 
25.64 
25.69 
25.65 
25.77 
25.65 

+  11  42  25.88 


+  11  42  25.724 


Normal  equations, 

0  =  +  0.41  +  7.00  <J «  +  0.41  a  St=  -  0«.076 

0  =  -  1.41  +  0.41  6 1  +  5.18  a  a  =  +  0-.278 

Error  of  collimation  found  by  preliminary  reduction  =  —  0*.02. 


SqU  Lake  City,  September  14,  1871. 


Xame  of  star. 


fAqnarii ... 
ICepbel.... 
jt,  Capricomi 
79  Draconis . . 
a  Aquarii... 
$   Aquarii — 


Clamp. 


E. 


W. 


&B 


h.  fit.      9.  9. 

9  48  06. 08  -0. 14 

57  16.36-0.10 

10  03  2a  76-0. 02 


aA 


9 

+0.16 
-0.31 

+0.18 


cC 


08  30.761  O.UO-0.38 
16  22.571-0.04+0.14 
27  14.421-0. 10!+ 0.16 


9. 

-0.02 
-0.06 
-0.02 
+0.07 
+  0.02 
+  0.02 


Mean  for  10M279  Hutton  288 


AR. 


h.  fit.      0.         h.  fit.      9. 
9  48  06.  OHi  21  30  55. 26 


57  15.89 

10  03  28.  90 

08  30.  45 

16  22.  69 


40  05. 01 
46  18.05 
51  19.71 
59  11.74 


27  14. 50  22  10  03. 89 


AT 


h.  tn.  9, 
+  11  42  49. 18 
49.12 
49.15 
49.26 
49.05 
+  11  42  49.39 


+  11  42  49.192 


Normal  equations. 


0=  +0. 07+6. 00  <J<— 0.27  a 

<Je  =  -0-.108 

0=  —1. 69^-0. 27  <J  f  +8.  06  a 

a  =-  +0«.206 

Adopted  c  =  — 0-.02 
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Salt  Lake  City,  September  15, 1871. 


Name  of  star. 


Clamp. 


1  AqailcD  .. 
a  LyraB  .... 
0  Lyrse  .... 
50  DraconiB. 
C  Aquilffi  .. 
6  Draconis 
d  Aqnilas  .. 
«  Aquilro  .. 
y  AqailiD  .. 
a  Aquila3 .. 


W. 


E. 


Mean  for  1^  3337  Hntton  288 


T 

6  B     o  A      eC 

T' 

AR. 

AT 

h.  tn.    8. 

8.            8.            8. 

h.  fn.    8. 

A.  m,    8. 

k.  m.    1. 

6  41  51.  86 

+0.03+0.23  40.02 

6  41  52.14 

18  28  12. 71 

+  11  46  20157 

46  15.  03 

0.00+0.01  +0.C3 

46  15.07 

33  35l43 

9Q.X 

58  59.85 

-0.06+0.05+0.02 

58  59.86 

45  90.3t 

20.41 

7  04  12.  47 

-0.10—0.69+0.08 

7  04  U.  76 

50  32.17 

20.41 

13  09.  94 

—0.05+0.15+0.02 

13  10.06 

59  30.29 

aoifl 

26  12.37 

+0.12—0.36-0.05 

26  12.08 

19  12  32. 52 

90.44 

32  40.  70 

+0.04+0.19—0.02 

32  40.  91 

19  01. 27 

2Ql» 

43  38. 21 

+0.02+0.23,— 0.02 

43  3&  44 

29  58.83 

«l3I 

53  4a  70 

+0.03+0.16—0.02 

53  48.87 

40  09.32i 

20.6 

58  10.  48 

+  0.03+0.17—0.02 

58  10.66 

44  31.11 

+  11  46  20L4S 

, 

+  11  46  90.412 

Normal  equations. 

0=  +1. 74+10. 00  ^f +0.47  a 
0=  —2. 59+  0.  47  (J  f  +a  67  a 
Adopted  e=  —  0».02 


6t 

a 


-or.ies 

+0'.309 


Salt  Lake  City,  Septemher  15, 1871. 


Name  of  star. 


i  Aquarli... 

11  Cephei.... 

ft  Capricomii 

a  Aquarii... 

0  Aqaarii... 

ir  Aqaarii . . . 


226  Cephei. 


Clamp. 


E. 


W. 


T 

5B 

h.  m.     8. 

8. 

9  44    5.  42 

+  0.03 

53  15.  48 

+  0.42 

59  27.96 

+  0.03 

10  12  21. 94 

-  0.04 

23  13.93 

+  0.03 

31  53.79 

+  0.03 

43  15.  74 

+  0.45 

MeAD  for  10\2278  Hntton's  time. 


aA 


8. 

+ 

0.27 

0.53 

+ 

0.31 

+ 

0.23 

+ 

0.27 

+ 

0.22 

— 

0.92 

+ 
+ 
+ 
f 


0.02 
0.06 
0.02 
0.02 
0.02 
0.02 
0.09 


h.  tn.  8. 
9  44  5. 70 
53  15.31 
59  28.28 

10  12  23. 15 
23  14.25 
31  54.06 
43  15.36 


h.   9M.   8, 

21  30  55.95 
40  04.97 
46  ia04 
59  11.  74 

22  10  03.88 
18  43.63 
30  04.97 


AT 


+  11  46  49.5$ 
49Lei 
49.76 
49.31 
49.63 
49.57 

+  11  46  4ft  ei 


+11  46  ^m 


Normal  equations. 

0  =  — 0.72 +  7.00  <Jf—   0.43  a  6t 

0  =  —  4.15  —  0.43  6 1  +  12.05  a  a 

Adopted  c  =  -  ©•.02 


+  0«.124 
+  0-.349 


St.  Georgcj  Utah,  Septemher  13,  1871. 


Name  of  star. 


a  Sagitarii... 
r  Draconis . 

«  Aqail» 

/?  Aqail«) 

T  Aqailce  ... 
K  Cephei  ... 
tr  Capricomi, 
t  Delpbini.. 


Clamp. 


W 


E. 


A.  m.     8. 

19  06  04.  44 

14  00. 18 
25  56.  62 
44  58.  83 
53  50.47 

20  09  15.02 

15  56.  56 
23  03  52 


bB 


aA 


8. 

0.11 
1.39 
0.43 
0.34 
0.18 

0.32 
0.52 


1  + 


8. 

0.13 
0.29 
0.10 
0.03 
0.03 
0.18 
0.05 
0.03 


( 

cC 

8. 

+  0.42  j 

+ 

1.28 

+ 

0.40 

0.40 

— 

0.41 

— 

1.82 

— 

0.42 

— 

0.41 

}u  tn.     8. 

19  06  04. 62 

14  00.36 
25  56.49 
44  58.06 
53  49.85 

20  09  11.^5 

15  55.77 
23  02.56 


AR. 


A.    fli. 

19  10 
18 
29 
49 
57 

20  13 
19 
27 


9. 
07.05 
02.76 
5a  86 
00.40 
52.14 
14.35 
5a  30 
04.92 


AT 


+ 


M.  8. 
402.43 
02  4» 
0137 
0234 
03.9 
0141 
6153 
4  0131 


Mean  for  19>>  10"  local  sidereal  time •+  4  0130 


The  azironth  of  the  instrument  is  chan^i^ed  after  reversing.    The  error  of  colIimatioD  is  derircd  br 
preliminary  computation,  =  —  0*.40  ;  and  the  azimuth  determined  for  both  poaitiona  separately.  '' 


Normal  equations. 

For  clamp  west :  0  =  -  0.06  +  3.00  6  t  —  0.44  a 
0  =  +  0.78 -  0.44  it+   5.39  o 

For  clamp  east :  0  ^  +  0.04  +  5.00  «  t  -  0.59  a 
0  =  +  0.61  -  0.59  6 1  +  10.13  a 


«f  = 

O-.OOO 

a  = 

—  0-.145 

6t=' 

-0».01 

a  => 

-0».06O 
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SU  George,  Utah,  September  13, 1871. 


i 

c 

t 

e 


Name  of  star.      |  Clamp. 


Pegael. 


E. 


Pega«i . . 
Cephei.. 
Piacium 
Pisciom 


W, 


h.  m.    8. 

21  33  50.  76 

22  14  41.04 

31  01.  65 

41  oa34 

23  17  24. 31 

29  17.88 

&B 

8. 

—  0.57 

—  0.51 

—  0.66 

aA 

cC 

T' 

8. 

8. 

h.  m.     8. 

—  0.07 

—  0.75 

21  33  49.37 

—  0.09 

—  0.74 

22  14  39.70 

—  0.07 

—  0.75 

31  00. 17 

+  0.36 

—  1.79 

41  05.25 

—  0.08 

+  0.74 

23  17  24.03 

—  0.08 

+  0.75 

29  17.53 

AR. 

h.  m.     8. 

21  37  53. 23 

28  18  43.  64 

35  03. 99 

45  09. 12 

23  21  27.  82 

33  21.38 

AT. 


m.     8. 

+  4  03.86 

03.94 

03.82 

03.87 

03.79 

+  4  03.  85 

Mean  for  92^  33"  local  sidereal  time +  4  03.855 


\  Normal  equations. 

0  =  — 0.30    +6.00<Je    +0.98  a  fif=  + 0.055 

0  =  +  1.03    +0.23«e    +6.57  a  a  =  —  0.158 

Error  of  collimation  foand  by  preliminary  redaction  =  —  0 .74. 
St.  George,  Utah,  September  14,  1871. 


Name  of  star.       Clamp. 


i  Aqoarii 

<  Pegasi. 

fi  Capricomi 

a  Aqnarii 

ir  Aqnarii 

226  Cephei 

^  Pefcasi 

t  Cephei 

a  Pegasi 

B  Pisciam 


T 

bB 

aA 

eC 

T' 

AR. 

AT 

h.  m.    8. 

8. 

*. 

8. 

h.  m.     8. 

h.  fn.     8. 

m.    8. 

21  26  42. 34 

—  0.03 

+  0.64 

—  1.46 

21  26  41. 49 

8i  30  55. 26 

+  4  13. 77 

33  40.54 

+  0.09 

+  0.42 

—  1.46 

33  39.59 

37  53.23 

13.64 

42  05. 11 

—  0.06 

+  0.71 

—  1.46 

42  04. 30 

46  18.05 

13.75 

54  58.92 

0.00 

+  0.55 

—  1.44 

54  58.03 

59  11.  74 

13.  71 

22  14  30.  82 

—  0.10 

+  0.52 

—  1.44 

23  14  29.  80 

22  18  43. 64 

13.84 

26  00.90 

—  1.28 

—  2. 23  —  5.  79 

25  51.60 

30  05.00 

13.40 

30  49.11 

—  0.24 

+  0.41 

+  1.46 

30  50.74 

35  03.98 

13.24 

40  54.  56 

—  0.79 

—  2.03 

+  a48 

40  55.22 

45  09.11 

13.89 

54  07.67 

—  0.29 

+  0.35 

+  1.49 

54  09. 22 

58  22.53 

13.31 

i  23  17  12. 90 

—  0.  50    +0.  46'  +  1.  45l  23  17  14. 3l!  23  21  27.  82 

+  4  13.51 

cal  sidereal  t 

ime.....   - 

+  4  13.606 

Normal  equations. 


0 

0: 

0 


:  +    4.31     +  10.00  6t    —  0.23  a    —   3.57  c 
:— 16.67    —  0.23  <Jt    +14.34  a    +    2.78  c 
r  — 45.50    —   3.57  <}f    +    2.78  a    +  30.07  c 


a  =  +  0\884 
c  =  +l'.444 


St.  George^  Utah,  September  15,  1871. 


Name  of  star. 

Clamp. 

T 

&B 

aA 

cC 

T' 

AR. 

AT 

S    TTrsse  Minoris. . 
a    L vne 

E. 

h.  tn.     8. 

18  10  06. 18 
28  12.63 
55  06.36 

19  13  43.  67 
25  33.83 
35  44. 76 
40  06.  46 

sidereal  time 

+  4.18 
+0.  .38 
-rO.26 
+0.26 
+  0. 10 

8. 
-33.93 
-  0.  08 
+  1.08 
-5.37 
+  1.32 

8. 

-5.46 
-0.  42 
-0.33 
+  1.12 
+  0.33 
+  0.33 
+  0.33 

h.  m.     8. 

18  09  30. 97 
28  12.51 
55  07.  37 

19  13  39.  68 
25  35.58 
35  46.  45 
40  08. 20 

h.  m.     8. 

18  13  53. 94 
32  35.43 
59  30.29 

19  18  02.62 
29  58.  83 
40  09.32 
44  31.11 

m.   8. 

+  4  22.  97 
22.92 

^    AqDilee 

22.92 

T    Draconia 

K    AonilsD... 

W. 

22.94 
23.25 

V    AauilcB 

+0.14 

4-  1.22 

22.87 

a.    Aoailse  ........ 

r0.17  ,+   1.24 

+  4  22.91 

Mean  for  lO**  0"  local 

+  4  22.97 

. 

Normal  equations. 

0  =  +  38.  84  h  7. 00  J «  -  13. 04  a  +  12.  69  c 

0  =  -  516. 71  -  13. 04  ^  e  +  169. 32  a  -  210. 22  c 

0  :=  +  654. 68  +  12. 69  (J  e  -  210. 22  a  +301. 96  c 


(J  t  =  -  0'.  030 

a  =  +  2V  647 

c  =  -  0\  324 
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St.  GeorgCj  Utahj  September  15, 1871. 


Name  of  star.     |  Clamp. 


0  Aqnarii 

(  Aquarii 

a  Aquarii 

IT  Aquarii 

a  Pegaai 

0  Pisoium 

y  Cephei 

Groom.  41(>3. 

a  Andromedie 

y  Pegaai 

a  Caaaiopeie... 


SI  Cassiopeae. 


W. 


h.  m. 

21  20 
26 
TA 

23  14 
53 

23  17 
29 
44 
57 

70  02 
38 
33 


8. 
31.48 
28.60 
45.11 
17.20 
56.92 
01.49 
5.3.33 
33.63 
21.36 
13.10 
53.74 
02.86 


&B 

aA 

cC 

«. 

g. 

«. 

-0.20 

+  1.53 

+0.38 

-0.06 

+2.15 

+0.38 

-0.13 

+  1.85 

+0.38 

-0. 24 

+  1.76 

+0.38 

-0.38 

+  1.19 

+0.39 

-0.31 

+  1.56 

^  0.  38 

-1.50 

-7.86 

+  1.66 

-1.32 

-6.34 

-1.34 

-0.43 

+  0.54 

-0.42 

-0.37 

+1.23 

-0.39 

-0.80 

-1.70 

-0.67 

-2.67 

-  6.67 

-1.38 

h,   171. 

81  20 
26 
54 

22  14 
53 

23  17 
29 
44 
57- 

0  02 
28 
33 


23.19 

31.  or 

47.21 
19.10 
58.13 
03.13 
45.63 
14.63 
21.05 
13.57 
50.57 
52.14 


AT 


h.  m. 

SI  24 
30 
5» 

22  18 
58 

23  31 
34 
48 

0  01 
06 
33 
37 


9. 

m.  t. 

4&25 

-  4a« 

55.25  ; 

2113 

11.74  ' 

HS] 

43.63  > 

3iS 

22.  St 

H« 

27.  8t 

itT9 

10.35 

iLU 

40.14 

25. » 

45.88 

21  S3 

3a  08 

^51 

15.31 

21^4 

15.71 

V  4  215: 

Mean  for  23^  5"  local  sidereal  time t^  4  21® 


Normal  equations. 

0  =  +  33. 83  +  12. 00  J  «  -  3.  60  o  +  0. 72  c 
0  =  ~  C6. 22  -  3. 60  <J  f  +  18. 84  a  —  7. 91  c 
0  =  +  46. 58  +  0. 72  J  f  -  7. 91  a  +  57. 38  c 


St  ^  -1\ 900 
a  =  -i-  S*.  992 
c  =  —  0«.  375 


The  following  table  contains  correction  and  rate  of  Hatton  288 


Date. 


Button's  time. 


September  13,  1871 
September  14,  1871 
September  15,  1871 


A. 
8.8492 
9.0038 
a  7807 


Correctioii  of 
Button. 


h.  m.     t. 
+  11  38  37.134 
42  37.  458 
46  35.018 


Rate  per  boor. 


-18. 

-10.43:9 

-10.e»7 


The  corresponding  observations  at  Saint  George  give  for  Negas  1344: 


Date. 


September  13. 1871 
Sei>tember  14, 1871 
September  15, 1871 


Local  sidereal     Correction  of      Rat«  per  hour 


Negus  1344. 


h.  m.     t. 
+  0    4    3.122 
13.6U6 
23.785 


adopted. 


i. 

-0.4W 
-0.4K 


Exchange  of  signals  hettceen  Salt  Lake  City  and  Saint  George. 

SEPTEMBER  13,  1871. 
Signals  sent  from  Salt  Lake  City. 


Salt  Lake 

Saint  Georjre 

Salt  Lake 

Saint  Georjfe 

1  Salt  Lake  chronom- 

Saint GeoitE* 

cbrouometer. 

chronometer. 

1  chronometer. 

chronometer. 

eter. 

chranometer. 

h.    tn,     8. 

h.    m.     8. 

h.    m.     8. 

h.    tn.     8. 

1 

h.    tn. 

8. 

A.    m.     c 

9      11      0. 0 

20    38    52.7 

9      13    10.0 

20    41      3.0 

9    15 

30.0 

20    43    U.  2 

10.0 

39      2.8 

20.0 

13.1 

30.0 

212 

20.0 

12.6 

30.0 

2.^2 

40.0 

33.2 

30.0 

22.6 

40.0 

33.0 

1 

5ao 

4X1 

40.0 

32.6 

51).  0 

43.0 

1                      1^ 

0.0 

512 

50  0 

42.  7 

14      0. 0 

53.2 

12      0.0 

52.8 

Mean,  9    13 

30.00 

20    41    21W 

,            15      0. 0 

42    53.4 

1 

13      0.0 

40    52.9 

10.0 

43      3.4 

1 
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SEPTEMBER  13,  1871. 
Signah  sent  from  Salt  Lake  Cii y^Coutinned, 

•RCOND  SEBIEf^. 


Salt  Lake 
^hroDometer. 


A. 
9 


36 


27 


«. 

4.3 
13.8 
2&1 
35.3 
45.1 
55.1 

4.7 


28      5u8 


Saint  Georf^e 
cbroiiomoter. 


h, 
30 


tn. 
53 
54 


«. 
59.9 

8.8 
30.1 
30.1 
40.3 
50.1 
59.9 


56      0.6 


Salt  Lake 
chroBometer. 


h. 
9 


m. 
38 


39 
30 


«. 

14.0 
25.3 
35.3 
45.7 

«  •  •  « 

5.1 

»  «  •  • 

15.6 


Saint  George 
chronometer. 


h.    tn.     s. 

20  56  9.6 
20.6 
30.5 
40.9 

6.*7 


57 

58 


11.3 


Salt  Lake  chronom- 
eter. 

Saint  George 
chronometer. 

A.    in.     8. 

9    30    36.0 

35.7 

45.6 

55.4 

31      5.6 

A.    m.     8. 

80    58    81.3 

31.5 

41.3 

51.0 

59      1.1 

Mean,    9    28    29.35 


30    56    34.70 


SignaU  8entfrom  Saint  George. 


Salt  Lake 
chronometer. 


A. 

9 


m. 
19 


30 


«. 

6.3 
16.1 
26.3 
36.0 
46.1 
56.0 

6.0 


21      5.9 


Saint  George 
chronometer. 


A. 

30 


m. 
47 


48 


8. 

0.0 
10.0 
30.0 
30.0 
40.0 
50.0 

0.0 


49      0.0 


Salt  Lake 
chronometer. 


A. 
9 


m. 
31 


32 
33 


8. 

15.8 
25.8 
35.7 
45.6 
55.5 
5.5 

5.4 
15.5 


Saint  George 
chronometer. 


A. 
20 


m. 
49 


50 
51 


8. 

10.0 
20.0 
30.0 
40.0 
50.0 
0.0 

0.0 
10.0 


Salt  Lake  chronom- 
eter. 


Saint  George 
chronometer. 


A. 
20 


m. 
51 


52 


8. 

30.0 
30.0 
40.0 
50.0 
0.0 


30    49    30.00 


SECOND  8KRIEA. 


Salt  Lake 
chronometer. 


0 


m. 
36 

37 


8. 

44.1 
53.7 

3.6 
1^.3 
84.1 
34.0 
43.9 


38    4a8 


Saint  George 
chronometer. 


A.    w. 
31      4 


4  40.3 
50  3 

5  0.3 
10.7 
80.7 
30.4 
40.5 

6  40.9 


Salt  Lake 
chronometer. 


A.    m.     8. 


38 
39 


40 


54.1 
3.6 
14.6 
24.3 
34.0 
44.0 

44.3 
54.4 


Saint  George 
chronometer. 


A.    in.     8. 


21 


6 
7 


8 


51.0 
0.6 
11.1 
21.0 
31.0 
41.1 

41.4 
51.5 


Salt  Lake  chronom- 

Saint George 

eter. 

chronometer. 

A.    m.     8. 

A. 

m.     8. 

9    41      4.0 

21 

9      1.3 

14.8 

12.0 

24.6 

31.9 

34.5 

31.9 

44.2 

41.7 

Mean,    9    39    14. 13     31      7    11. 03 


SEPTEMBER  14.  1871. 
Signals  8ent/rom  Salt  Lake  City. 


Salt  Lake 
chronometer. 


A. 
9 


m. 
.6 


8. 

0?00 
10.0 
30.0 
30.0 
40.0 
50.0 

0.0 


8      0.0 


Saint  George 
chronometer. 


A. 
20 


m. 
37 

38 


8. 

41.1 
51.1 
1.2 
11.2 
21.3 
31.1 
41.3 


39    41.4 


Salt  Lake 

Saiut  George 

chronometer. 

chronometer. 

A.    m. 

8. 

A. 

m.     8. 

9      8 

10.0 

20 

39    51.5 

20.0 

40      1.5 

30.0 

11.5 

40.0 

21.6 

50.0 

31.5 

9 

0.0 

41.7 

10 

0.0 

41    41.8 

10.0 

52.0 

Salt  Lake  chronom- 
eter. 

Saint  George 
chronometer. 

A.    m.     8. 

9    10    20.0 

30.0 

40.0 

50.0 

11      0.0 

A.    vn.     8. 

2U    42      1.8 
11.8 
21.8 
31.9 
42.0 

Mean,    9      8    30.  CO 

20    40    11.53 
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SEPTEMBER  14,  1871. 

Sijnah  sent  from  Salt  Lake  City — Continued. 

SECOND  SERIES. 


Salt  Lake 
chronometer. 


h. 
9 


m. 

18 

19 


«. 

46.8 
57.0 

6.7 
1&6 
26.0 
37.6 
47.2 


20    47.2 


Saint  George 
chronometer. 


h. 
SO 


m. 
50 


51 


8. 

29.8 
40.0 
49.9 
0.0 
9.1 
20.5 
30.4 


53    39.4 


Salt  Lake 
chronometer. 


h. 
9 


m. 
20 
21 


32 


8. 

57.1 
16.9 
17.0 
26.1 
37.0 
47.5 

47.4 
57.5 


Saint  George 
chronometer. 


h. 
20 


m. 
52 

53 


54 


8. 

40.5 
50.4 
0.5 
9.6 
20.5 
30.7 

30.9 
41.1 


Salt  Lake  chronom- 
eter. 


k, 
9 


in.     8. 

K    m. 

23      7.1 

20    54 

17.3 

S3 

26.4 

37.6 

47.7 

Mean,    9    21     17.33 


SftiDtGeorfr 
chrooometer. 


t. 

5LI 
LI 

ia4 

2L4 
3L4 


90    53     0.41 


SignoiU  sent/rom  Saint  George, 


Salt  Lake 

chronometer. 

A.    m. 

8. 

9    12 

1&2 

87.9 

37.8 

47.7 

57.7 

13 

7.6 

17.6 

14 

17.6 

Saint  George 
chronometer. 


h,.    m.     8. 


20    44 


45 


0.3 
10.0 
20.0 
30.0 
40.0 
50.0 

0.0 


46      0.0 


Salt  Lake 
chronometer. 


1.    m. 
9    14 


15 


16 


27.5 
37.6 
47.5 
57.6 
7.5 
17.5 


Saint  George 
chi'onometer. 


h. 
20 


til. 
46 


8. 

10.0 
20.0 
30.0 
40.0 
50.0 

0.0 


Salt  Lake  chrpnom- 
eter. 


h. 

1V». 

9. 

9 

16 

37.1 
47.1 
57.1 

17 

7.0 
17.1 

Saint  Georft 
chroiKuncia. 


20  48  20. 0 
3flL9 
4&d 
5a.9 

49    ao 


20    46    30.0I 


SECOND  8BKIB8. 


Salt  Lake 
chronometer. 


m. 
25 


26 


«. 

36.6 
45.7 
55.7 

7.1 
16.2 
27.6 
37.0 


27    37.2 


Saint  George 
chronometer. 


h. 
20 


m. 
57 


58 


8. 
20.5 
30.0 
40.1 
51.3 

0.6 
11.7 
21.4 


59    21.7 


Salt  Lake 
chronometer. 


9 


m. 

27 

28 


29 


8. 

46.0 
55.9 
7.1 
16.8 
27.1 
37.1 

37.2 
46.6 


Saint  George 
chronometer. 


h. 

20 


21 


m. 
59 


8. 

30.6 
40.5 
51.6 
1.6 
11.7 
21.7 


1    22.0 
31.8 


Salt  Lake  chronom- 
eter. 


Saint  Geoffe 
chrononifitcr. 


h. 

i». 

8. 

9 

29 

56.5 

30 

7.7 
16.7 
27.6 
37.2 

Mean,   9 

28 

6.79 

h. 

21 


1 


«. 

4L4 
52.3 
L7 
13.  C 
32.2 


30    59    5L3o 


SEPTEMBER  15, 1871. 
SignaU  sent  from  Salt  Lake  City. 


Salt  Lake  chro-  St  George  chro- 

Salt Lake  chro-  St  George  chro- 

1 
Salt  Lake  chronom- 

St  George 

nometer. 

nometer. 

nometer. 

uomctcr. 

eter. 

chroDomeier. 

h.  m.       8, 

h.    tn.      8. 

h,  m.      8. 

h.    m.      8, 

h.  m. 

8. 

A.    m.      8, 

8    53      0.0 

20    28    27.5 

8    55    10.0 

20    30    37.6 

8    57 

90  0 

90    33    ^i.l 

10.0 

37.4 

20.0 

47.7 

30.0 

58,1 

20.0 

47.3 

30.  0 

57.6 

4a  0 

33      8.0 

30.0 

57.4     i 

40.0 

31      7.7 

.50.0 

13.8 

40.0 

29      7.5    1 

50.0 

17.7 

58 

0.0 

98.0 

50  0 

17  ^     ' 

56      0.0 

27.8 

54       0.0 

27.5    ' 

Mean, 

8    55 

30.00 

90    30    Sl/^ 

57      0.0 

32    28.0 

1 

55      0.0 

30    27.5 

10.0 

3ai 

1 

REPORT   OF    THE   CHIEF   OF   ENGINEERS. 


539 


SEPTEMBER  15,  1871. 
Signals  sent  from  Salt  Lake  City — Continued. 


Salt  Lake  chro- 
nometer. 

i  1 

St.  George  chro-  Salt  Lake  chro- 

Dometer.        i       nometer. 

1 

St.  George  chro- 
nometer. 

i 

Salt  Lake  chronom- 
eter. 

St  George 
chronometer. 

h.     171.       8. 

9    8     .... 
47.5 
57.5 
9      6.6 
18.0 
2k.  1 

A.    m,      8.      1 
22    44     .... 
17.1 
27.2    1 
36.8 
4a  0 
58.1     1 

45  7.8 

46  7.8 

1 

h.    m.      8. 
9    10    47.6 
57.4 

11  6.6 
18.3 
27.4 
37.6 

12  37.5 
47.1 

h.    m.      8. 

22  46  17.7 
27.5 
36.9 
48.3 
57.6 

47  8.0 

48  8.2 
17.3 

k.   tn,      8. 

9    12    57.2 

13      6.7 

17  9 

27.6 

38.0 

h.    tn.      8. 

22  48  27. 6 
37.4 
46.4 

58.4 
49      &5 

37.7 
10    37.6 

Mean,    9    11    15.00 

22    46    45.23 

SEPTEMBER  15,  1871. 
SignaU  sent  from  St.  George. 


Salt  Lake  chro- 
nometer. 

1 
St.  George  chro-^ 
nometer. 

Salt  Lake  chro- 
nometer. 

I 

I 

St  George  chro- 
nometer.      I 

1 

Salt  Lake  chronom- 
eter. 

St.  George 
chronometer. 

A.   m.    8. 

9    3    31.3 
41.1 
51.2 
3      1.2 
11.0 
21  1 

h.    m.      8. 

20    38      0.0 
IP.O 
20.0 
30.0 
40.0 
50.0    1 
39      0.0 

30    40      0.0 

h.  in.     8. 
9    4    40.7 
50.8 

5  0.6 
10.6 
20.6 
30.6 

6  .30.5 
40.6 

h.    m.      8. 

20    40    10.0 

20.0    I 
30.0 
40.0    ; 
50.0 

41  0.0 

42  0.0 

10.0 

1 

h.   m.    8. 

9    6    50.4 

7      0.4 

10.5 

20.4 

30.4 

h.   fn.      8. 

30    42    SO  0 

30.0 

40.0 

50.0 

43      0.0 

31.0 
4    30.9 

Mean,     9    5      0.75 

30    40    30.00 

Salt  Lake  chro- 
nometer. 


St  George  chro-hSalt  Lake  chro- 


nometer. 


nometer. 


16    33.3 


St  George  chro- 1 1  Salt  Lake  chronom- 
nometer.       I  eter. 


St  George 
chronometer. 


h. 
20 


m. 
52 


53 
54 


8. 

12.9 
22.4 
33.1 
4:1.2 
53.3 
3.6 

4.0 
13.3 


A. 

m. 

8. 

A. 

m. 

8. 

9 

16 

52.4 

20 

54 

83.6 

19 

3.1 
12.6 
22.8 

34.2 
44.1 
54.3 

32.7 

55 

4.8 

Mean,    9 

17 

9.62 

30 

52 

40.71 

Signals  sent  from— 


September  13, 1871. 


Salt  Lake 


St  George 


Recorded  at — 


St.  George. 


Salt  Lake 


c  •  *^ 
S  es  g 


A.     m.    8. 

9  13  30. 00 

20  41  23.00 

9  28  29.35 
20  56  24. 70 

9  21  35.  72 

20  49  30.  00 

9  39  14. 12 

21  7  11.02 


CJ-r- 


A.  m.      8. 

+  11  38  40.98 
+  0    4    2.95 

+  11  38  43.53 
+  04    3.05 

4-11  36  42.36 
+  0    4    3.01 

+  11  38  45.36 
+  04    3.13 


9 


«  s 

1,"** 

o 


h.  tn.  8. 
20  52  10.  98 
20  45  25. 95 


21 
21 


7  12.88 
0  27.75 


21    0  18. 08 

20  53  33.  01 

21  17  59.  48 
21  11  14.15 


o 


s 


«5 


A.  971.    8. 

0  6  45. 03 
45.13 
45.07 
45.33 


Means. 


A.  97K    8. 


0  6  45^  14 
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Signals  sent  from — 

Recorded  at — 

Mean  of  sig- 
nals    sent 
and  received. 

Time  correc- 
tions. 

Corrected 
time. 

Difference  of 
longitude. 

Meaaa. 

September  14. 1871. 
Salt  Lake 

St.  George 

Salt  Lake 

St  George 

Salt  Lake 

h.  tn.     s. 

9    8  30.00 

20  40  11.53 

9  21  17. 33 
90  53    0. 46 

9  14  47.48 
20  46  30.  00 

9  28    6.79 
20  59  5L  38 

8  55  30.  00 
20  30  57.  76 

9  11  15.00 
22  46  45.23 

9    5    0.T5 
20  40  30. 00 

9  17    9.62 
20  52  40.  71 

h.  m.      s. 
+  11  42  38.90 
+  0    4  12. 88 

+  11  42  41.12 
+  0    4  13. 98 

+  11  42  39.99 
+  0    4  12.93 

+  11  42  42.31 
+  0    4  13. 03 

+  11  46  36.48 
+  0    4  23. 60 

+  11  46  39.12 
+  0    4  23.  72 

+11  46  38.  07 
+  0    4  23. 67 

+11  46  40. 12 
+  0    4  23.  76 

k.  m.    «. 
20  51    8. 90 

20  44  24.  41 

21  3  58.  45 
20  57  13.41 

90  57  27.  47 

20  50  42.  93 

31  10  49. 10 

21  4    4. 41 

20  42    6: 48 
20  35  21.36 

20  57  54.  12 
20  51    &  95 

20  51  3d.  82 

20  44  53. 67 

21  3  49.  74 
20  57    4.  47 

h.m.  i.      k.m.  1 

St.  George 

44.49 
45.01 

September  15, 1871. 
Salt  Lake 

44.54 
44.  e 

45.12 
45.17 
45.15 
45.27 

K« 

St  George 

! 

41U 

Final  difference  of  longitude,  St  George,  west  of  Salt  Lake 0  6  4S.M 

Adopted  longitude,  (by  excluding  September  14,  1871) 0  6  44K 

Mean  places  of  stars  for  1871.0,  used  for  determination  of  latitude  of  St,  George,  Utsk. 


No.  in 
B.A.C. 

Declination. 

No.  in 
B.  A.  C. 

Declination. 

No.  in 
B.  A.  C. 

Declination. 

No.  in 
B.  A.  O. 

1 

>  DeeUaatMa 

o    /        // 

O       /             /' 

0      /           " 

o       /      ^ 

6401 

41  18  15.  82 

6731 

44  24  40.  50 

7029 

31  46  30. 12 

7474 

23    4  2aiS 

6426 

32  39  56. 12 

6740 

29  51  26. 07 

7041 

42  11    1. 46 

7512 

51    7«7.ti 

6473 

41  26  19.  86 

6784 

33  25  42.  66 

7121 

14    8  52. 88 

7548 

49    5Sltf 

6491 

32  30  50.60 

6817 

40  16  22. 12 

7160 
7176 

14    7  31. 14 
60    2  22.18 

7571 

25    3  1&» 

6542 

24    3    8.51 

6839 

16  17  41.  03 

7193 

60    8  14.39 

7598 

4d42r.S^ 

6566 

50    9  24. 24 

6863 

57  54  36. 98 

7218 

52  31  33.  82 

7627 

25  19  aw 

6589 

21    9  50. 63 

f^82 

24  26  37.  77 

7275 

21  49  41.53 

7736 

.•Sa  39  4i» 

6623 

53    7  52.68 

6895 

49  44  47.  56 

7742 

15  24«C0Lt<l 

' 

7317 

44  16  as,  50 

7755 

58  46  4L« 

6659 

50    1  11.62 

6912 

23  14  3fi.  59 

7368 

29  41  56.66 

6674 

24  24  19. 93 

6959 

51    4  35. 00 

7807 

20  11  49.54 

7410 

23  18  50. 27 

7846 

53  35    9.44 

6712 

58  19  2a  10 

6986 

39  58    0.90 

7448 

51    6  11.60 

6724 

16  10  29.  08 

1 

6998 

34  34  51. 16 
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Obeervatiopsfor  latitude, — StaiioHy  Saint  GeorgCj  Utah, 


Dftte. 


i 


c 
JZ5 


1871. 

Sept.  19   6404 

|6426 

16473 
6491 


6542 
6566 

16589 
6623 

6i»39 
6863 

68?2 
68115 


90  |6404 
j6426 

6473 

6491 

t 

6542 

6566 

6659 

6674 

I 

6712 
6784 

6731 
674(1 


»4 

5^ 


S 


6784 
'6817 

6839 
6863 

|6882 

|6895 

!6912 
6959 

6986 
6998 

7029 
7041 


31  j6404 
6426 

6473 
16491 

6542 
,«566 


6589 
6623 

6659 
6674 

6712 
6724 

0731 
6741' 


25 
15 

19 

8 

17 
17 

22 
18 

20 
SO 

20 
21 

25 
15 

19 

8 

17 
17 

16 
25 

10 
23 

18 
20 

13 
34 

21 
21 

19 
20 

21 
16 

11 
36 

13 
24 

2C 
15 

SO 

8 

17 
17 

33 

18 

15 
25 

10 
33 

18 
20 


73.9 
20.0 

78.5 
46.8 

81.9 
70.9 

45.8 
49.9 

60.0 
72.3 

34.4 
4.5 

69.9 
30.1 

70.5 
46.8 

34.6 
4.9 

10.0 
90.6 

40.3 
49.1 

13.7 

90.8 

41.2 
78.9 

4.0 
4.0 

45.1 
9.5 

75.7 
63.3 

1.0 
30.7 

13.1 
5.0 

14.0 
59.7 

14.5 
86.0 

48.0 
35.1 

41.6 
43.3 

97.8 
74.0 

1.3 
3.0 

13.5 
9a  0 


Leyel. 

X. 

S. 

8.9 
9.0 

e.4 
a5 

8.0 
9.5 

9.5 
8.3 

8.4 
10.1 

9.7 
8.0 

9.0 
9.1 

9.1 
9.0 

7.7 
11.0 

10.9 
7.5 

8.0 
10.0 

11.0 
8.5 

8.9 
9.0 

8.0 
8.0 

9.4 
9.0 

7.8 
8.5 

9.0 
10.0 

8.5 
7.4 

11.0 
8.3 

6.8 
9.1 

8.9 
10.3 

8.4 
7.0 

6.0 
13.1 

11.4 
4.4 

8.6 
9.9 

9.3 
8.0 

7.7 
13.7 

10.0 
4.0 

10.0 
10.0 

7.8 
7.3 

9.0 
11.2 

8.5 
6.5 

9.6 
10.0 

8.4 
8,7 

8.8 
12.0 

9.9 

6.8 

a3 

7.5 

7.1 
&1 

9.0 
7.4 

6.8 
8.7 

8.5 

a8 

8.0 
8.0 

7.0 
10.5 

10.3 
6.6 

11.1 
6.5 

6.3 
1L2 

8.0 
10.0 

9.7 
8.0 

9.7 
9.5 

a4 

8.8 

Remarks. 


Date. 


1871. 
Sept  31  16839 
6863 


Must  be  87.9 


32 


s 

ce 

«M 

O 
o 
5Z5 


6882 
6«95 

6912 
6959 

6986 
6998 

7029 
7041 

6404 


u 
«  bA 

5 


31 
21 

19 
19 

22 
17 

11 
26 

13 
23 

25 
6426,  15 

6473   20 
6491 I     8 

65421  17 
65661  17 


6.189 
6623 


23 
19 


6659 1  16 
6674    26 

6712    10 


6724 


23 


6784    12 
6817    34 


68391  21 
16863   31 


6882 
6895 

6912 
69S9 


19 
20 

23 
17 


6986    11 
6998'  36 


7029 
7041 

7131 
7160 
7176 
7193 

7218 


13 
33 

33 
31 
23 

18 

16 


72751  23 


7410 

74^8 

7474 
7512 

7548 
7571 

7.'>98 
7637 

7736 
7743 

7755 


39 
19 

18 
18 

19 
17 

33 

15 

35 

18 
19 


6.7 
14.1 

16.0 
77.1 

49.4 
34.7 

14.0 
39.7 

53.8 
49.7 

33.5 
41.3 

10.4 
68.5 

56.1 
43.0 

5.9 
9.6 

6.4 
1.3 

36.7 
33.3 

35.3 
90.9 

10.0 
16.4 

30.0 

7,8 

50.7 
43.1 

87.4 
48.0 

85.6 
83.3 

34.8 

84.3 

&0 

73.9 

16.8 

78.4 

10.8 

Tao 

46.3 
81.4 

70.5 
34.3 

86.3 
14.6 

0.1 
77.9 
76.3 


Level. 


N. 


Remarks. 


9.6 
9.8 

a6 
13.0 

5.0 
15.3 

13.1 
7.3 

7.7 
10.0 

8.8 
7.3 

5.5 
8.5 

7.9 
10.0 

9.0 
9.1 

11.0 
13.0 

9.0 
9.0 

8.7 
6.1 

11.9 
7.6 

9.4 
7.9 

9.9 
10.5 

10.8 
9.3 

5.5 
15.0 

10.6 
10.8 
10.3 
10.3 

11.0 
10.0 

11.0 
9.9 

11.3 

lae 

11.7 
9.4] 

11  4 
9.5 

19.1 

9.4 

13.3 


9.4 
9.0 

10.4 
6.8 

13.9 
3.4 

6.3 
11.3 

11.0 
7.7 

7.9 
9.3 

11.5 

8.9 

9.8 
7.3 

8.7 
8.4 

6.9 
6.0 

9.0 
9.0 

10.4 
13.0 

8.8 
11.9 

10.4 
13.0 

10.3 
10.0 

9.9 
11.3 

15.0 
5.5 

10.5 
10.6 
10.5 
10.5 

10.0 
101 

10.0 
11.1 

10.0 
11.3 

9.4 
1L9 

10.0 
13.3 

10.0 

13.1 

9.0 
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Observations  for  latitude, — Station,  Saint  George^  Utah — Continued. 


s 

Level. 

Remarks. 

Date. 

1 

"5 

BB 
t1 

LereL 

Date. 

t 

EeoiirkL 

d 

N. 

s. 

d 

=  £ 

N. 

S. 

5z5 

s 

5z; 

S 

1871. 

1871. 

Sept.  23 

7807 

9  40.7 

12.0 

11.0 

Sept.  24 

7029  13   2.6 

10.7 

9.9 

7846 

28  25.7 

11.8 

11.8 

1 

7041'  23  9&3 

1 

10.4 

10.  S 

23 

6404 

26  16.1 

9.6 

8,5 

2121  22  24.3 

10.1 

11.0 

64-26 

15  70.2 

10.3 

7.7 

7160  21  27.5 
71761  23  10. 8 

11.1 
10.0 

10.1 
11.2 

6473 

30  16.9 

9.7 

8.5 

7193  18  74.9 

10.0 

ILl 

6491 

8  92.5 

10.0 

8.3 

i 

7218;  15  85.7 

10.9 

10.6 

6543 

17  82.9 

9.8 

8.9  I 

7275  22  49.9 

11.2 

lae  \ 

6566 

17  65. 4 

10.3 

8.3 

7217  27   3.0 

3.6 

115 

Tery&iat 

6589 

33  53.3 

8.6 

10  5 

7368  16  97.0 

9.7 

12.3 

6623 

18  47.1 

13.1 

5.8  ! 

1 

7410,  29  13.  4 

11.9 

I 
10.3 

6659 

16  39.9 

10.9 

8.5 

7448  19  72.4 

11.1 

11.1 

6674 

26  20.8 

10.0 

9.5 

1 

7474  23  52.5 

12.4 

9.9 

6713 

10  57.9 

8.0 

11.4 

7512  23  7&9 

12.0 

10.3 

6724 

23  65.6 

12.9 

6.9 

7548  19  74.3 

15.1 

6.6 

6839 

21   8.6 

9.0 

10.3 

7571  17  31.4 

7.0 

14.5 

6863  21   8.2 

13.3 

6.4 

1 

7.598  22  66.3 

9.0 

13.5 

C882 

19  59.0 

9.4 

10.1 

7627  14  80.6 

a  3 

13.2 

6895 

20  22.5 

12.1 

7.4 

7736 

25   a  9 

7.8 

14.1 

6912 

22  73.9 

14.0 

5.6 

7742  18  99.0 

16.8 

5.1 

6959 

17  59.3 

8.1 

12.0 

7755  19  77.4 

11.0 

10.9 

• 

6986 

11  34.9 

9.8 

10.5  ; 

78071  9  11. 1 

10.9 

10.5 

6998 

26  60.3 

13.3 

7.0 

1 

7846  28   1.3 

9.0 

12.4 

7029 

13  94.1 

11.5 

9.1 

25 

6404  26  33.0 

7.7 

9.3 

7041 

33  68.0 

16.4 

4.1 

6426  15  69.8 

9.0 

ao 

7121 
7160 

23  31.0 
31  28.9 

11.0 
11.0 

10.6  i 

10.7  1 

6473  20  3a  4 
6491   8  96.7 

a6 

9.0 

9.0 

ao 

7176 
7193 

23   4.0 
18  70.1 

13.5 

ia4 

7.5 
7.5 

6731  17  13.5 
6740  20   4.4 

13.7 
9.5 

5.0 
9.3 

7218 

16  14.4 

11.1 

11.1 

6784  8  65.9 

ao 

10.5 

7275 

22  76.3 

11.4 

11.6 

6817  31   a  5 

11.1 

7.6 

7317 

26  95.0 

11.0 

11.5 

6882  19  53.7 

10.0 

9.6 

7368 

16  96.4 

10.6 

11.9 

6895  20  24.0 

9.0 

10.5 

• 

7410 

29  50.3 

10.7 

11.9 

7029  13  25.6 

11.6 

a8 

7448 

20  14.0 

11.1 

11.0 

7041  24  23.1 

7.5 

13.0 

7474 

18  87.5 

11.1 

11.0 

7121  21  8a  9 

a  8 

10.0 

7512 

19  13.7 

ia8 

8.5 

7160  20  8a  6 
7176  22  71.1 

9.0 
10.6 

9.9 

ai 

7548 

20  52.2 

12.0 

10.3  { 

7193  18  36.4 

ia4 

a4 

7571 

18  15.6 

12.9 

9.5 

7218  16  13.1 

9.3 

11.8 

7.598 

22  34.1 

11.0 

11.4 

72751  22  64.5 

9.5 

12.0 

7627 

14  70.4 

14.5 

8.1 

i 

1 

7410  28  69.4 

10.5 

11.6 

7807 

9  28.8 

13.6 

10.0 

7448i  19  27.7 

13.0 

9.8 

7846 

8   4.7 

12.0 

10.6  • 

7474;  18   1.7 

10.0 

13.1 

24 

6659 

16  46.2 

5.0 

13.4 : 

7512  18  33.6 

.12.4 

9.7 

6674 

26   9.3 

10.0 

8.9 

7.598  23  65.0 

11.9 

10.5 

§731 

17  70.0 

10.4 

8.5 

76271  14  83.1 

7.5 

14.9 

6740 

20  45.4 

8.5 

10.4 

7736  25   3.9 

13.0 

9.9 

6784 

8  63.0 

9.0 

10.0 

7742!  18  86.7 

9.8 

13.3 

6817 

31   a  4 

9.9 

9.5 

7755:  19  80.8 

14.0 

9.0 

6882 

19  50.5 

a6 

11.0 

7807 

9  ao.0 

13.3 

ILO 

6895 

20  18.2 

11.6 

7.9 

7646  27  9a0 

11.8 

11.6 
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Computations  for  latitude  of  St,  George,  Utah. 
Mean  lutitnde  of  St.  George,  Utah :  37o  6'  29".3d  ±  0"  08. 


Date. 


No.  of  :  Half-sum  of 
pair.    I  declioatioD. 


September  19, 1871 


September  20, 1871 


September  21, 1871 


September  22, 1871 


September  23, 1871 


1 
2 
3 
4 
6 
9 
10 

1 

o 

m 

3 

5 

6 

7 

8 

9 

10 

11 

12 

13 

1 
3 
4 

5 

6 

7 

9 

10 

11 

12 

13 

1 
2 
3 
4 

5 

6 
8 
9 
10 
11 
12 
13 
14 
15 
IH 
18 
19 
20 
21 
22 
23 
24 


36  59  23.58 
58  52.98 

37  6  33.93 
9    9.16 

15  15.90 
6  26.50 
6    0  87 

36  59  23. 61 
'      58  53. 04 

37  6  34.00 
13    3.77 

15  15.99 

8  21. 69 

36  51  20.  96 

37  6  26.  62 
6    1.00 

9  55.07 

16  44.  84 
36  59    4.51 

36  59  23. 65 

37  6  34.  07 
9    9.31 

13    3  84 

15  16.08 

8  21.  78 
6  26.73 
6     1.12 

9  55.20 

16  44.  97 
36  59    4.65 


36 
37 


36 
37 


36 
37 


59  23.69 

58  53. 15 
6  34. 13 
9    9.38 

13    3.92 

15  16.16 
51  21. 17 

6  26.84 
6  1.2:) 
9  55.32 

16  45. 10 

59  4.78 

5  55.35 
8  10.55 

10  56.  26 
12  49.  32 

6  16.09 
f:-0.35 
16.23 
18.68 
48.36 


4 

1 

2 
5 


36  53  46.  64 


1 

36  59  23.72 

2 

58  53.20 

3 

37  6  34. 18 

4 

9  9.45 

5 

13  4.00 

6 

15  16.  25 

9 

6  26.94 

10 

6  1.35 

11 

9  55.45 

12 

16  45. 23 

13 

36  59  4.92 

14 

37  5  55.  49 

15 

8  10.69 

16 

10  56.  41 

17 

36  59  46.  58 

18 

37  12  49.  50 

19 

6  16.27 

20 

4  50.54 

21 

1  16.42 

24 

36  53  46.  82 

Corrections. 


Micr.  and  refr. 


// 


+  7    5.81 

+  7  37.  68 

-  0    4.45 

-  2  40. 11 

-  8  47. 94 
4  0  4.97 
-h  0  28. 34 


+ 


+ 


7    6.37 
0  51.22 

-  2  41.12 

-  6  34.  79 

-  8  46.  44 

-  1  5a04 
-i  0  2.99 
-r  0  24. 70 

-  3  28. 16 
-10  17.01 
-f  7  23.  61 

4  7    5.52 

4-  7  41.80 

-  0  5.30 

-  2  41.  08 

-  6  42.35 

-  8  48.  42 
+  15  12.21 
-f  0  2.59 
+  0  31.  45 

-  3  25.70 
-10  14.95 

-  7  23.  8il 
+  0  33. 65 

-  1  41.27 

-  4  27.  57 

-  6  19. 26 
4  0  14. 19 
-r  1  17.95 
+  5  12.06 
T  4  11.64 
-r  0  39.  79 

i  12  42.  34 

-r  7    2.98 

-  7  34.  72 

-  0    7.08 

-  2  43.  87 

-  6  36.  69 

-  8  4a  86 
0  0.08 
0  25.67 

-  3  28. 12 
-10  16.89 
+  7  14.31 
4-  0  2^.  * 

-  1  44.66 

-  4  27.  70 
+  6  43. 84 

-  6  la  62 
4-  0  10.59 
4-  1  35.69 
-r  5  a86 
4^12  3a  66 


4 


7    4.55 
7  34.  44 

0    7.96 

-  6  36.  57 

-  8  49.31 

-  1  52.07 
+  15  a  61 
+  0  0.00 
4-  0  26.04 

-  3  27.23 
-IC  la  63 
+  7  21. 59 


Level. 


4- 


4- 


4- 
4- 
4- 

4- 

-r 


4- 
4- 


4- 


4- 


4- 
4- 

4- 

4- 
-+- 


4- 


4- 


4- 


4- 

4- 
4- 
-|- 
4- 
4- 
4- 
4- 
4- 
4- 
4- 
4- 
4- 
-I- 


-I- 
4- 
4- 
4- 


0.67 
0.14 
0.54 
0.00 
0.07 
0.20 
1.01 


1.27 
1.41 
2.09 
2.29 
2.57 
2.56 
0.80 
5.00 
3.31 
3.51 
1.69 
4-  2.77 


0.40 
0.88 
0.47 
0.07 
0.20 
1.35 
0.67 
2.30 
2.02 
1.15 
0.00 

0.74 
4.32 
0.54 
0.68 
6.82 
0.00 
5.13 
0.81 
3.44 
0.07 
0.74 
0.00 
0.07 
0.07 
0.61 
0.14 
0.00 
0.13 
0.88 
1.08 
0.91 
0.67 

2.50 
2.02 
1.96 
3.78 
1.96 
1.76 
3.78 
2.70 
3.04 
3.78 
9.92 
4.32 
4.18 
0.14 
1.22 
0.74 
3.64 
3.44 
4.05 
2.70 


Merid. 


Latitude. 


o    /        // 

37  6  30.06 
30.52 
30.02 
29.05 
27.89 
31.67 
2a  20 

29.43 
2a  89 
28.13 
29.49 
29.25 
32.18 
30.37 
31.62 
30.35 
31.  :{5 
27.90 
28.87 

30.42 
29.73 
28.66 
29.12 
29  84 
30.09 
30.39 
28.12 
29.06 
29.11 
2a  26 

2a  47 
30.63 
29.37 
28.98 
2a  39 
27.74 
2a  25 
2a  62 
29.24 
29.69 
29.41 
28.67 
28.93 
29.21 
29.30 
29.92 
30.28 
28.17 
27.41 
29.24 
27.21 
29.74 

29.20 
29.94 
29.06 
29.36 
29.27 
29.15 
30.80 
29.72 
30.37 
32.12 
29.15 
29.3:1 
30.21 
2a  57 
29.20 
30.14 
30.50 
29.57 
89.33 

2a  18 
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Computations  for  latitude  of  St,  George,  Utdh — Continned. 


X 

Date. 

No.  of 
pair. 

1 

Half-snm  of 
declination. 

Corrections. 

Latitude. 

Micr.  and  refr. 

Level. 

Merid. 

SeDtember  24. 1871 

5 
7 
8 
10 
13 
14 
15 
16 
17 
18 
19 
20 
21 
22 
23 
24 

1 

2 

7 

8 

10 

13 

14 

15 

16 

18 

19 

.     21 

22 

23 

24 

0       /           '/ 

37  13    4.08 
8  22.05 

36  5L  21.36 

37  6    1.45 
30  59    5.05 
37    5  5.5. 63 

8  10.83 
10  56.56 

36  59  4a  73 

37  12  49. 67 

6  la  45 

4  50.73 

1  laoi 

2  19.07 

5  48.  75 
36  53  47. 00 

36  50  23.  79 
58  53.29 

37  8  22.14 

36  51  21.45 

37  6    1.55 

36  59    5. 18 

37  5  55.  76 
8  10.  97 

10  56.  72 
12  49.  85 

6  ia63 

1  ia8i 

2  19.  28 

5  48.  95 

36  53  47. 17 

-  6  29.  49 

-  1  51.38 
4^15    a  47 
^  0  27.  30 
+  7  23.12 
4-  0  34.  98 

-  1  42. 16 

-  4  28.63 
^  6  4a  43 

-  6  20.56 
^-  0  10.  67 

-  1  3&23 
+  5  17.76 
-r  4    a66 

t-  0  31.71 
rl2  21.44 

^  7    5.52 
~  7  37.  68 
-  1  57.65 
^15    a  95 
^  0  28.  43 
r  7  23.  85 
-r  0  33. 24 

-  1  41.99 

-  4  23.  45 

-  6  20.84 
-r^   0  12.90 

r  5  ia22 

-  4    9.61 
r  0  ,38. 05 

^12  39.75 

—  4.93 

0    1      ■ 

T7  6il.tt 

aoo 

-  0.40 

-f  a68 

-r  0.67 

—  1.42 

SBlCI 

•••••••••• 

210 

29ie 

W.c4 

9.11 

-  0.07 
-f  0.61 

-  5.06 
-f  1.08 
-r  2.90 

tt.« 

iiM 

&M 

911! 

30.  a 

-  0.  67 

-  5.67 
+  3.64 
-r  7.96 

-  2.02 

-  0.40 
0.00 

-  a  01 
r  a  68 

-  0.75 

-  1.82 
^  0  88 
-r  0.74 

-  3.37 
4-0.74 
~r  0.40 

-  4.05 

-  0.20 
+  1.08 
+  1.01 

9.63 

tm 

a.  3: 

3^.43 

3Lli 

ScDtember  2.'*  1871 

2iM 

30.17 

30.50 

29. 1« 

-••- 

1                 27.fl 
9.S 

S9l:3 

• 

29.90 

29.75 

29lS 

--• 

2!*.J^ 

1                  3^«i 

2!i0^ 

27.S 

• 

Adopting  the  longitude  of  Salt  Lake,  lll^  53'  42''.90  west  of  Green- 
wich, the  astronomical  co-ordinates  of  St.  George  will  be : 

Longitude,  113^  35'  0".30  west  of  Greenwich. 

Longitude,  36o  31'  58".50  west  of  Washington. 

Latitude :  N.  37o  6'  29".38  ±  0".08. 

The  results  obtained  for  the  longitude  by  lunar  culmiuations  &f  Camp 
Independence,  California,  and  Fort  Whipple,  Arizona  Territory,  and 
for  the  latitude  of  Camp  Independence,  California,  will  be  incor|)orated 
in  the  astronomical  volume. 

In  the  same  publication  will  appear  a  list  of  the  geographical  posi- 
tions established  by  the  survey. 

Observations  and  computations  for  latitude.— Station,  Fort  Whipple,  Arizona  Ter, 

OCTOBER  27,  1871. 


o 

1. 

Iievel. 

Bemarks. 

Half-sum  of 
declination. 

Corrections. 

I5 

N. 

s. 

Micrometer 
and  refer- 
ence. 

Level.     Merid. 

Latitodfc 

6990 
1029 

7061 
7131 

7275 
7301 

t  d. 

12  40.  4 
26  52.2 

16  86.3 
19    a  5 

13  7a  4 
34  67.0 

17  49.9 
19  32.5 

12.5 
15.7 

11.9 
19.0 

ia3 

15.0 
17.0 

lao 

13.8 
11.0 

18.2 
12.0 

lao 

17.1 

lao 

17.2 

oil' 

34  42  35,  1 
34  34.6 
25  4a  7 
31  53.5 

-  9  30.5 

-  1  29.6 
-h  7  90.7 
+  1  13.8 

+2.3 

O         '      " 

.    34  33  19 

40.5 

11 

—1.2 

1« 

7372 
7387 

-0.1  

T.J 
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Observations  and  computations  for  latitude  of  Fort  Whipple,  Arizona — Continued. 

OCTOBER  27,  1871. 


«04 

1 
1 

Level. 

Rcmark.s. 

Half  sum  of 
decliuatiuii. 

i 

1 

CorroctioDfl. 

X. 

( 

S. 

MiciomeU'rl 
and  refer- 
euce. 

/      // 

-  4  11.0 

-  7  29.  2 
+  4  20.7 

-  0  53.7 
+  2    7.6 

-  0  13.  8 
+  2  16. 0 
-f  2  42.3 
H    5  10.  8 
-f  6  27.6 

-  1  29.0 
i-  6  27.  6 

-  3  28.2 
^  2  58.  6 
-1    5  39.  3 

-  5  47.  2 

-  6    8.0 

-  8    1.9 

1 
Level.    Meridiao. 

Latitude. 

74r,5 
7474 

14  82.  7 
21     3.9 

24  70.  4 

13  5t-.  7 

14  81.4 

21  26.5 

19  32.  3 

20  65.3 

19    8.6 

22  24.8 

19  70.  0 

20  4.2 

22  60.7 

19  24.  2 

20  60.7 
16  59.  0 

15  74.  2 

23  73.4 

26  10.1 

16  50.  8 

19  80.  5 
22    0.8 

15  4i  4 

25  1.5 

20  90.  1 

15  74.8 

16  59.  0 

21  0. 9 
1 

!     16  83.  9 
1     25  23.  6 

14  0.9 

1     22  60. 1 

15  93.  0 
13  11.1 
25    3.7 

20.1 
12.9 

16.4 
17.7 

5.  5 
2.9 

4.9 
4.0 

2.8 
4.0 

7.5 
4.9 

7.1 
5.3 

6.7 
6.5 

8.5 
6.5 

6.1 

6.8 

7.9 
5.3 

8.0 
5.1 

7.3 
6.0 

7.1 

8.0 

8.6 
3.2 

6.4 
5.7 

5.8 

5.9 

14.0 

1.3.  6 
20.8 

17.6 
16.7 

5.6 
7.3 

4.9 

5.8 

4.0 
3.0 

6.4 
9.0 

7.0 
8.9 

8.0 
8.0 

7.4 
8.3 

8.3 

7.9 

7.0 
9.1 

6.7 
9.9 

7.9 
9.1 

8.0 
7.1 

6.0 
10.0 

7.6 

8.2 

8.5 

8.4 
0.4 

1 

o     /       // 
34  37  18.  0 

40  35.8 

// 
-  0.9 

o      /       // 
34  33  6.1 

7r.20 
75b0 

1 
1 

-0.1 
-3.0 
-1.2 
-0.1 
-2.0 
—2.4 

6.5 

7fior» 

767 1> 

28  48.9 
34    2.0 
30  58.4 

33  22. 2 
30  52.7 
30  27.1 

27  53.9 
26  40.  6 

34  36.1 
26  38.9 
36  36.8 
30    5.3 

28  28.6 

38  55.  2 

39  7. 9 

6.6 

7749  ; 
779(]  ' 

7.1 

7807 
78*-W 

5.9 

7915 
7923 

6.4 

8023 
803^ 

6.3 

8076 
8079 

i 
—1.9 

7.5 

8097 
8128 

? 

-0.5 
-2.2 
—2.0 
—2.4  1 

4.2 

8158 
81^2 

6.0 

8195 
8200 

5.1 

8250 
e2e0 

4.1 

8290 
8307 

( 
-2  5l 

6.1 

8335 

7 

0.0 
—2.8 

3.9 

106 
173 

5.1 

201 
211 

-2.5 

f7.3 
+  4.1 

. 

5.  5 

232 
235 

7.2 

247 

41    3.4 

1 

5.6 

• 

OCTOBER  28.  187 

1. 

7275 

,      t.     d. 
1     13  63.  2 

24  47.  1 

19  48.  3 

20  29.  2 

15  2.0 

18  98.  8 
17  45.0 

16  5.5.9 

25  6.0 

14  77.  4 

23  45.  5 

15  53.3 

24  48.5 

5.1 
9.9 
9.6 

8.3 
9.6 

7.0 
,       10. 9 

18.4 
15.0 

7.8 
11.0 

4.6 
13.0 

8.5 
4.0 
4.0 

8.7 
6.3 

9.0 
5.3 

19.6 
22.  9 

9.5 
6.4 

12.7 
4.0 

25  46.  6 
29     9.4 

36  37.  0 

34     7.6 

28  28.8 

38  55.  3 

39  8. 1 

4  7  18.0 
t3  56.4 

-3  33.  0 

-1     2.2 

,5  43.5 

-5  51.6 

-6    1.8 

+  1.7 
11.5 

[2.0 

2.  4 

-6.1 

4^2.0 

-fO.  8 

1 

1 

34  33  6  3 

7345 

7.3 

8299 
8307 

4H 

92 

Clondy. 

! 
1 

6.0 

7.8 

166 
173 

6  2 

201 
211 

5  7 

232 
247 

7  I 

1 

i 

35  ENG^ 
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Observations  and  computations  for  latitude  of  Fort  JThipple,  Jrirowa— Continued. 

OCTOBER  29,  1871. 


—•    S3 

a  • 

9 

JZ5 


727.". 
7301 
7345 

7372 
73ft7 

745.'> 
7474 

7.'»20 
75t)0 

7641 
7t»83 

7749 
7796 

7807 
78-20 

7915 
79i:3 

7943 
7953 

80-23 
e03'2 

8076 
8079 

81. '■'8 
818-2 

eig.-i 

8206 

8250 
8*2f^U 

48 
92 

122 
146 

201 
211 

232 
2;i5 
247 


7275 
73(»l 
7345 

7372 
iSt  i 

74.55 
7474 

75^ 
7.5tX) 

7fiM 


C   ON 


t.    d. 

13  12.  4 

23  99  2 
18  99.6 

16  55.  9 
18  33.0 

14  50.2 
20  79. 1 

24  27.4 
13  10.0 

16    6.1 
27    3.6 

18  72.7 
20  13.  5 

20  73.0 
22  78.  0 

19  7.0 
19  52.  4 

25  57. 0 

15  62.  6 

22  67.0 

19  40.  7 

20  25.8 

16  35.4 

25  85.  0 
16  33.8 

16  51.0 

18  82.2 

15  31.  3 
24  94.0 

19  14.5 

17  62.1 

12  4K  5 

26  97.  8 

13  76.2 
22  40.  7 

15  42.  3 
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Observations  and  computations  for  latitude  of  Fort  Whipplef  Arizona — Continued. 

OCTOBER  30,  1871. 
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Observations  and  computations  for  latitude  of  Fort  JVhipple,  Arizona — Continued. 

OCTOBER  31,  1871. 
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Obsirvaiions  and  computations  for  latitude  of  Fort  Whijjplef  Arizona — Continued. 

NOVEMBER  1,  IflTl. 
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Mean  latitude  of  Fort  Whipple,  Arizona,  34'  33'  6".  124  ±0.065. 
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FORT  FRED   STEELE,   WYO^IING,   (1872.) 
LoDKitiule,  106-^  5G'  48".30 ;  latitude,  4F  4(V  40''.24  :i^O"m. 

The  point  selected  for  the  station  at  Fort  Fred  Steele  was  just  in  the 
rear  of  the  sutler-s  store,  on  the  west  side  of  the  railroad  track.    Being 
across  a  ravine  which  lay  between  it  and  the  railroad,  it  was  eutirely 
free  from  the  jar  of  passing  trains ;  and  being  at  the  same  time  to  tbe 
windward,  there  was  no  interference  from  smoke.    Fort  Fred  Steele  is  a 
military  post  pure  and  simple,  is  situated  on  the  left  bank  of  the  ^ortb 
Platte,  where  the  Union  Pacific  Kail  road  crosses  it,  and  has  no  citizen- 
population  whatever,  if  the  few  railroad  emx)loyes  and  the  proprietors 
of  one  or  two  insignificant  ranches  in  the  immediate  vicinity  he  except^. 
The  location  is  on  a  bluff  of  the  river,  which  presents  here  limited  and 
rather  barren  valleys,  while  the  surrounding  country  has  been  much  dis- 
turbed by  volcanic  ac^tion,  and,  subsequently,  further  cut  up  by  erosion. 
The  general  view  is  very  limited;  the  top  of  Elk  Mountain  can  be  seen 
at  the  southeast  and  directly  north  on  the  east  side  of  the  river,  and 
but  two  or  three  miles  distant  a  rocky  ridge^  around  which  the  river 
works  its  way  to  the  •west.    Southward  the  view  is  up  the  valley  of  the 
river,  the  barrenness  of  which  is  somewhat  relieved  by  a  few  straggling 
cotton- wood  trees.    Taken  altogether,  its  surroundings  are  not  inviting, 
and,  if  we  except  the  country  about  Green  liiver,  no  region  which  the 
Union  Pacific  Kailroad  traverses  is  more  destitute  of  animal  and  vege- 
table life. 

Meteorological, — The  most  unfavorable  condition  possible  as  to  weather 
prevailed  during  the  occupation  of  this  station,  which  was  iu  the  month 
of  November.  In  this  time  there  was  scarcely  a  week  altogether  that 
could  be  made  available  for  astronomical  work  in  connection  with  Salt 
Lake.  It  was  entirely  too  cold  to  make  anything  like  satisfactory 
observations,  the  thermometer  showing  frequently  a  range  of  tempera- 
ture from  30^  to  40°  below  freezing,  and  once  it  actually  touched  6<P, 
when  it  was  no  longer  possible  to  remain  in  the  tent  or  keep  the  ink 
and  battery  from  freezing,  despite  the  use  of  a  stove — a  very  objection- 
able feature  to  an  observatorv  under  anv  circumstances.  It  was  not 
only  cold,  but  an  almost  uninterrupted  series  of  drifting  snow  and  dust 
storms  succeeded  each  other. 

Observatory  and  instruments. — The  observatory  and  instruments  were 
the  same  as  those  used  at  Cheyenne,  Wyo.,  and  the  transit  was 
mounted  in  the  same  way.  The  assistants,  (J.  H.  Clark  being  the  prin- 
cipal,) were  also  the  same.  The  telegraphic  work  was  done,  over  tbe 
Atlantic  and  Pacific  line,  and  the  operators  were  Messrs.  Brown,  McCov, 
Murphy,  and  three  others.  These  were  not  all  present  at  the  same 
time,  but  came  as  reliefs  during  the  occupancy  of  this  station. 

Connections. — Connection  was  made  with  Salt  Lake  observatorv.  On 
the  Ist,  4th,  5th,  7th,  19th,  20th,  21st,  22d,  25th,  and  26th  of  November, 
observations  were  made  with  the  view  of  interchanging  signals  for 
longitude,  and  chronometer-signals  were  sent  and  received  on  six  nights. 
For  eleven  nights,  work  was  prosecuted  on  the  latitude.  On  many  of 
them  only  a  pair  or  two  of  stars  here  and  there  between  the  passing 
storm-clouds  could  be  observed. 

Instrumental  vahies. — The  instrumental  values  are  given  in  the  report 
on  Cheyenne  station  already  published. 

Circumstmices  of  telegraphic  connection. — ^The  length  of  the  circuit  is 
about  four  hundred  miles.  The  observatory  was  connected  by  a  loop 
with  the  railroad  telegraph  office,  and  all  the  signals  were  received  and 
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5^eut  by  the  iustniraentality  of  the  chronograph.    Ko  information  is 
available  as  to  the  batteries  and  repeaters  on  the  circuit  employed, 

The  computations  were  made  by  civilian  assistants,  J.  H.  Clark  and 
Dr.  F.  Kampf.  The  arrangement  into  publication  form  was  made  by 
the  latter. 


Unif 0)^)1  tables  of  time-reductions  at  Fort  Fred  Steele^  TTyo.,  Novemher  5,  1872. 


Xanie  of  star. 


5 


«     T*ej:a8i W. 

11  Cephei 

ff    Capricorni  . .  j 

79  JJraoouis | 

a.    Arinarii 

3-2  Urs.  M;ij.,L.Cj  E. 

IT   Atlaarii i 

9    Draconis,  L.  C 

*j     l3racoui8 ... 

^    Pegasi  1 


h. 
23 


0 


m. 

38 

40 

46 

51 

5!) 

08 

19 

24 

21» 

35 


6B 

s. 

«. 

16.20 

-0.  28 

32.  96 

—0.87 

40.04 

-0.19 

46.  27 

-0.  4l 

34.12 

+0.04 

58.  09 

4-0.04 

00.  2.=i 

-0.04 

17.  43 

+  0.20 

08.  83 

-0.  10 

27.  42 

-0.17 

Mean  for  22''  0""  local  sidereal  time 


h. 

o 


AT 


00 


-2    00 


t. 
22.  61 
22.73 
22.62 
22.92 

22.  69 

23.  o6 
22.79 
22.87 
2:J.02 
22.97 


2     00    22.88 


Xormal  equations. 

10       6t  - 

6.74  a 

-13.16  c    =+30.82 

6.  74  ^  t  + 

27. 38  a 

+  11.  12  c    =-121.02 

13.  16  <J «  f 

11. 12  a 

+  51.01  c    =  —    49.81 

a  —- 
c  = 


-  4».  390 

+  0«.  035 


Fort  Fred  Steele,  Wye,,  Xoremher  5,  187-2. 


JN^ame  of  8tAr.      S 

5 


A    Piscinm '  E 

Groomb.  4163|... 

oi  PiHcium j . . . 

a    Adrom 

4    Drac.  L.  C  . . 

a    CasBiopeito . . !  W. 

/?   C«'ti j... 

32  Camel.,  L.  C  .j 

c    Pidcium ! 


m. 


8. 


1    33    43.92 


49 
.'i3 
02 
06 
33 
37 
47 
56 


12.  05 
06.  6.'> 
10.38 
12.13 
43.22 
31.54 
51.86 
40.  98 


feB 


a  A 


g. 


-LO.  07    +  2.68 


+0.21 
+  0.04 
-  0.05 
-0.  12 
-0.04 
-rO.  05 
0.  .')7 
+0.  08 


—  8.45 
r  2.64 
t  1.  16 
r  19.09 

—  1.92 
+   4.11 

35.27 


Mean  for  0**  0™  local  sidereal  time 


cC 


*. 

0.00 
-0.01 

0.00 

.0.00 

+  0.02 

0.00 

0.00 
—  0.  03 

0.00 


h.    m.      s. 

1  33  46.67 
49  0.3.60 
53  09.33 

2  02  11.59 
06  31.12 
3:}  41.26 
37  35.70 
47  26.53 
56  43.61 


AR. 


h.    m.  8. 

•23    33  24.44 

48  41.34 

52  46. 80 

0    01  4a  95 

06  08.90 

33  18. 58 

37  12. 51 

48  04.97 

56  20.77 


AT 


h. 

2 


m. 
00 


8. 

22.23 
22.46 
22.53 
22.64 
22.22 
22.  ftS 
2:  J.  19 
22.  56 
22.  84 


2    00    22. 59 


9  J  <  —  12.  78  a 

1*1  78  (j  f  +  S6. 18  a 
7.  6<;'  S  t  -  49.  74  a 


Xo)'mal  equations. 

+  7.  60  c  =  +  60.  50 
-  49.  74  c  =  -  389.  94 
i    140.  57  c    =  -i-  224.  57 


a  —  —  4*.  470 
C  -  —  0».  003 


Fort  Fred  Steele,  Xoi^enther  19,  187*2. 


Xame  of  star. 


^  Peffa.si 

t   Cephoi 

a  Pisci.s  AiiHtrallH. . 
a  UrHfl^MajoriH,L.C 

o  Cephei 

0  Piscinra 

y  Cepbel 

a  CasMiopeiu; 

/3Ccti 

<  Piscium 


Clamp. 


W. 


W. 
E. 


h.  m. 

0  34 
44 
50 
55 

1  12 
20 

:« 

2  32 
36 
55 


8. 

32. 
39. 
02. 
12. 
56. 
57. 
45. 
46. 
37. 
46. 


85 
27 
05 
13 
31 
12 
03 
48 
46 
54 


615 


8. 

0.44 

1.16 

0.19 

0.  33 

1.69 

0.  57 

2.  56 

1.78 

0.  54 

0.86 


Mean  for  23''  0»  local  sidereal  time. 


a  A 


8. 

+  0. 

-  I. 

+  1. 

+  3. 

-  1. 

I-  1. 

-  4. 

-  0. 
i  1. 
^  1. 


93 
71 
94 
70 
99 
04 
47 
76 
62 
00 


cC 


+ 


0.50 
1.19 
0.57 
1.07 
1.29 
0.50 
2,19 
0.88 
0.52 
0.50 


h.   m.    8. 

0  34  32.  84 
44  35.21 
50  03.  23 
.55  17.23 

1  12  51.  .34 
20  57.  09 
33  3,').  Hi 

2  32  44.  82 
36  39.  06 
55  47.  18 


AR. 


h.  m.     8. 

22  35  06.  47 
45  08.  90 
50  36.  74 

55  50.  44 

23  13  24.  57 
21  30.63 
:»  69. 15 

}  33  18.  38 
37  12.  43 

56  20.  74 


AT 


-1 


74    -1 


fll.      8. 

59  26.  37 
26.31 
26.49 
26.79 
26.77 
26.  46 
26.66 
26.44 
26.63 

59  26.44 


— 1  59  26.  44 
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Normal  equations, 

10       St  -     0.74  a  -    6.61  c  =  -     7.33 
0.74  S  t  +  16.27  a  -  19.42  e  =  -  37.t^ 
6.61  6  t  -  19.42  a  +  45.50  c  =  -\-  60.16 


a 
c 


-  1-.758 
+  0«.  495 


Fort  Fred  Steele,  November  20, 1872. 


bli     !    aA 


cC 


AR. 


AT 


$  PiNcinra 
y  Ccphei 
a  Cu88iuiieiic 


h.  m.     s. 

1  20  ."VO.  1»0  - 

33  42.87  i- 

2  32  44.71  - 


0.2? 
1.2:1 
0.69 


«. 

8. 

A.  m.     s. 

1 
h.  m.       #.        A.    in.   * 

^  2.63 

-    0.41 

1  20  .53.  66 

23  21  30.  fii    -1  :.9  ^W 

-11.30 

i     1.78 

33  :«  12 

:      33  m.o^            iUM 

-  1.91 

-  0.72 

2  32  41.  39 

j  0  33  15.35                21t»4 

Meau  for  C*  O*"  local  sidereal  time, —  i  r>9  23.04 


Normal  equations. 


-f  3  6t  -\-  2.38  a  +  3.65  c  = 
-1-  2.38  d  t  f  6.98  a  +  9.86  c  = 
H    3.65  d  t  +  9.86  a  4-  23.':3  c  = 


-     9.23 

-  27.20 

a  -=  -  4V452 

-  34.48 

c  =  ..  0».403 

For<  Fred  Steele,  Noreinher  21,  1872. 


Xame  of  star. 


a  Aqnarii 

32  Urssu  Ma^joris,  L.  C 

w  Aqnarii 

9  l>rac<)ui8  (H.)  .*. 

y  Aquarii. 

226  Cephoi 

^  Posasi 

ir  Aquarii 

a  l*irtci«  Aiistialis 

a  Urf-a'  Ma^joris,  L.  C. . 

0  IN'pisl ^ 

1  Piwiiira 

y  Cephei 


Clamp. 


W. 


E. 


h.  m. 
2:1  58 

0  07 

IH 

2:j 

ii8 

29 
34 
4.-. 
49 
55 
57 

1  32 
33 


8. 

30.00 
5;t.  67 
02.  05 
14.  17 
04.  42 
30.  59 
22.  83 
13.  1- 
50.  12 
01.30 
41.  12 

39.  (>:> 

36.  t9 


bB       aA 


-0.  12 
+  0.15 
-0.  Id 
+  0.60 
-0.19 
-0.  73 
-0. 1(> 
-0.  34 
-0.  19 
—0.28 
-0.50 
-0.44 
-2.  02 


8. 
+  2.64 
+  9.00 
+  2.  .'it; 
+  14.51 

+  2.  r.4 

-  8.65 
Of) 


eC 


+ 
+ 
+ 
■t- 
+ 
+ 
-  9. 


2. 
3. 
4. 

8. 

1. 
o 


03 
27 
15 
f2 
:« 
86, 


8.      I  h. 
-0.38  23 
+  0.91  0 
-0.  38' 
+  1.  59 
-0.38 
-1.51 
-0.  38 

38 

44 


+  0. 
+  0. 


-0.  Hi 

+  0.  :io 

+  0.  38- 

+  1.  ()6, 


in.  8. 
58  32. 14 
08  03.  73 
18  04.  05 
2.3  30.  87 
28  06.  49 
19.70 
24.  :J5 
16.  27 
49  54.  64 
55  08  36 
57  42.-3 

32  41.92 

33  26.  67 


29 
34 
45 


AR. 


h.   m. 

21  59 

22  08 
18 

24 

28 
29 

:i5 

45 
5(1 
55 
58 

23  :« 
33 


8.      I 

14.22 

45.  72 

46.  16 
12.  70 
4f.  55 
61.2f» 
(W.  45 
.V.  10 
M)   71 

.50.  .5*; 
25  07 
24.  29 
69.01 


AT 


Mean  for  22''  30"  local  sidereal  time 


h.  m.    f 
-1  59  i:  >i 

lr.Oi 

17-3 

1-.  i: 

l-.4i 

\:  '* 
1-.  i: 

17  ^ 

n.  >■ 

i:  Q 

-1  .50  n »» 

-1  59  17*1 


Normal  equations. 

13  a  t-  8.  89  o-  5.  09  c  =  +  37.  .50 
8.  89  6  f +39.  24  a- 15.  28  c  -=  -158.  95 
5.  09  &  t- 15.  28  a  +  72.  72  c  =-  +  90.  21 


a=  -3-.880 
c^   +0».375 


Fort  Fred  Steele,  November  22,  1872. 


Xarae  of  star. 


9      Draconis,  L.  C 
226  (.'epln'i 

a 
o 
A 

y 


C'ephei 

Vrmv  Majoris,  L.  C 

CVpbci 

Draconis,  L.  C 

Cephei 


Clamp. 


W. 


T 


0  23  18.72  0.  12  +8.75 
29  20.  S4- 0.20  -5.22 
44  2.5.84  -0.  :10  -2.  27 
54  59.83  +0.0.5+4.91 
12  41.:i8  -0.201-2.  65 


1 


22  ,55. 1)2  +  0.  0,H      c.  :n 
33  2I».  63-0.2,51-5.  94 


8.       ! 

0.  00 

0.00 

0.  00' 

0.  ooi 
0.  Ool 
0.  00 
0.00 


h.  m. 

0  23  27.  .59 
29  1.5.421 
44  23  27' 
.55  04.  79 

1  12  .^•'.  5:i| 
23  02.  07' 
:W  2.3.  44, 


h.  m.    8. 

22  24  12,81 
29  61.20 
45  08  78 
55  ,V).  62 

23  13  24.  41 
23  48.  22 
33  68.  8.-^ 


h.  m.    f. 

-1  59  li> 
R£ 
14.4? 
14.  i: 
14-13 
11  ?j 

-1  .59  R5«; 


Mean  for  2.3"' O"  local  sidereal  time I  —1  59  14  31 


Normal  equations. 


7       fi  f—  1.  69  a-  4. 12  c—  +     1. 76 

1.  69  6  t  +  :j9.  44  o  -  5:J.  84  c  -  —  91.  94 
4. 12  6  t    .53.  84  a  +  79.  .50  c-    ,127.  58 


a 
c- 


2«.345 
0\000 
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Fort  Fred  Steele,  November  22,  1872. 


Xame  of  star.      Clamp. 


K  Draconis I     "W. 

a  f 'aHMioptMJT'  .. 

21  C'«K«i(n>eijv  ..J 

32  Caiiuilop'rdalis 

e  I'iseintn 

3j'  Ca**aiopeiit  ...| 


E. 


T 

bB 

8, 

oA 

cC 

T' 

AR. 

AT 

h.  fn,   8, 

1 

8. 

8. 

h.  m.    8.       h.  m.    8. 

h.  m.     8. 

i  27  07.  10 

iO.  11 

-i-  6.48 

H  0.67 

2  27  14.  45     0  28  00.  46 

—1  59  13.  99 

32  33.  67 

-0.17 

—  1.01 

—0.  40 

32  :J2.  09         3;j  18.  'M 

13.79 

3«i  38.  17 

—0.32 

i—  4.  66 

—0.83 

36  32.  36         37  18. 18 

14.18 

47  04.  43 

i  0.57 

j  18.  46 

—2.19 

47  21.  27         48  07.  25 

14.02 

n5  3;J.  60 

—0.08 

r   1.33 

0.  23 

55  35.  08         56  20.  71 

14.37 

3  21  05.  61 

-l).25 

—  3.14 

-fO.65 

3  21  02.  87 

1  21  48. 1)7 

—1  59  13.  90 

Moan  for  0''  30'»  local  aideroal  time 


•1  59  14.  04 


Noiinal  equations. 


6  ^  /  —  7.47  a  —  8.34  c  = 
7.47  ^  t  ]  76.18  a  ;  63.73  «:  --■ 
8.34  6  t    r  63.73  a    i    1211.86  c  - 


15..34 

—  163.74 

a  =  -  2»  .340 

—  119.46 

c  -    .    U»  .225 

Fort  Fred  Steele^  Xovcmher  25,  1872. 


Xarno  of  8tar. 

Clamp. 

^ 

( '«  plioi  

OL 

o 

IMsci.s  A  list. . . 
l-rs.M^j.(L.C.) 
(\].lM'i 

f* 

l*is«ium 

c 

Pi'-cium 

(ridom.  4163. .. 

a 

4 

Pisi'iuiii 

Andnnnodji'  . . 
l>r:K-oni.s(L.C.) 
<"•  ti    



38 

r 

o 

CiiHsiopiea?  . . . 
I'i'^iiuiu 

I'i>tiiiiu 

^ 

Aiivtij* 

bB 


1 


h.  m. 

0  44 
49 
54 
12 
20 
32 
47 
51 
00 
04 
16 
20 
23 
37 
4»I 


s. 


1.3 

:»; 

4s. 
2t», 
31, 
25 

4i;. 

47 

50, 

03. 

41 

.')4. 

42 

42. 

38. 


50 
43 
09 
60 
51 
09 
42 

:.o 

.32 
82 
14 
<»<» 
3J» 
31 
92 


8. 

—1.  12 

—0.  18 
+  0.27 
—  1.17 
—0.  40 

—0. :!,') 
— 1.3rt 
—0.  37 
—0.  45 
i  1.02 
— />.  12 
—0.  76 
—0.31 
—0.  31 
—0.44 


aA 


8. 

—2.  03 

+  2.30 

+  4.39 

—2.  :i(i 

+  1.23 

+  1.25 

—3.  95 

i  1.23 

I  0.  54 

i  8.  92 

+  1.63 

— 2.HJ 

+  0.98 

+  1.17 

i  0.  82 


AR. 


AT 


*. 

+  0.45 
r0.2l 

—0.40 

+  0.48 

+  0.19 
0.  19 
0.  66 

+  0.  1!> 
.0.21 

—0.91 

—  0.  19 

— 0 

— 0 

— 0 


.■)3 
19 
19 


0 


—0.  20 


m. 
44 

49 
54 
12 
20 
32 
47 
51 
(lO 
04 
16 
20 

2:j 

37 
46 


8. 

10.80 
3r.  76 
5-2.  31 
26.  55 
32.  56 
26.  18 
41.75 
4r^.  .55 
50.  62 
12.  85 
42.  4r. 
50.  87 
42.  rt7 
42.  98 
39.  10 


h.  m. 


22 


23 


0 


45 
50 
55 
13 
21 
33 
48 
52 
01 
06 
17 
21 
24 
38 
47 


8. 
08.60 
36.61 
50.79 
24.  28 
30.  5() 
24.  25 
40.  24 
46.  63 
48.  74 
10.73 
40.  24 
4h.  91 

40.  90 

41.  (t5 
37.  27 


h.  m.    8. 

l  59  02.  20 
02.  12 
01.52 
02.  27 
02.00 

01.  93 
01.51 
01.;»2 
01.88 

02.  12 
02.  22 
0l.9t5 
01.97 
01.  93 

1  59  01.  83 


Moan  forO''  0">  local  sidereal  time —1  59  01. 1>6 


Normal  equaiions. 


+  15.00  5  t 

—  6.38  ^  t 

-  0.21  6  t 


6.3,^  a—  0  21  c  =- 
33.>«)rt  32r)7<*-- 
32.67  a    ;    72.51  c  ^ 


13.83 

—  64  r-i 

a  -  —2*  .Of>0 

—  54.83 

«  =       0'.le5 

Salt  Lake,  Xorvmher  5,  1872. 


Name  of  star. 


Clamp. 


o  Ceplii 

0  Pi.mium 

to  Piheiiim 

y  Ctphei 

Gr(K)m.  4163 

w  Pi.H<-iiim 

a  Aiiilromcdit) 
y  Peiiasi 

1  Ceti 


W. 


E. 


h. 
23 


ni .  *. 
16  01.  13 
24  14.06 
36  07.  .'i9 
36  40.  31 
51  14. 14 
.55  30.21 
04  30.  97 
09  24.  1 1 
15  41.21 


6B 


8. 

0. 46;  : 

0.  07j  - 
0.10  — 
0.62, 
0.44'} 
0.  09  — 
0.  10  — 
0.  06  — 
0.02- 


8.     ' 

5.  09 
2.  5J 
2.  57 
11.31 
8.44 
2.48 
1.04 
2.00 
3.39 


8.     ! 
0.  OH 
0.03 
0.  03  j 
0.  13 
0.11 
0.03 
0.  03 
0.  03] 
-0.031 


h.  m. 

23  16 
24 
36 
3(! 
51 
55 
0  04 
09 
15 


8. 

05.  84 
11.50 
04.  95 
51.  13 
22.  03 
27.  61 
29.80 
22  02 
37.81 


AR. 


AT 


h. 
23 


fn.  8 
13  25. 
21  30. 

33  24. 

34  10. 
48  41. 
f>2  46. 
01  48. 
06  41. 
12  56. 


.    '    h.  in 

09  -0  02 

82, 

40 

29 

35 

80 

9() 

26! 

96  -0  02 


.     8. 

40.75 
40.68 
40.  55 
40.84 
40.68 
40.81 
40.84 
40.76 
40.85 


Mean  for  23'>  30™  local  nidereal  time i     0  02  40.75 


Normal  equations. 


9.  00  <^  < 

2.  49  a 

+     1.27  c 

— 

J  13.  12 

2.  19  6  t 

;    13.  78  a 

-    8.  :»:<  f 

.- 

«]0.  \S^ 

a  ~ 

4\  346 

1.  27  3  t     - 

~    8.  53  a 

,    45.30  c 

3?.  70 

c  ~ 

0'.  029 
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Salt  Lake,  November  19,  1872. 


Name  of  star. 


!  Clamp. 


B    Aquanh  .  ...,. 

tr    Aquarii 

9    Draconis,  L.  C 
226  Cephei 

I 
A 
a 

0 

o 


Pej^aai 
Cephei  . 
Aquarii . 
Pegasi . . 
Aquarii 
Cophei . 


W. 


E. 


bB 


h.  m.      8. 

22  12  19.55 
20  59.  27 
26  27.  29 
32  13.  80 
37  19.  55 
43  21.  71 
48  11.40 

23  00  38.  24 

9  56.96 
15  37.  22 


aA 


0. 
0. 


0.  15 

0.12 

0.  i:<  -I. 
-0.30  fl. 

0.12-0. 

0.2r  rO. 
-0. 07i  0. 
-0. 18-0. 

0.  14—0. 
-0.461^0. 


35 


eC 


s. 
0.04 
2.>|  !  0.  04 
71-0.17 
05'  0.16 
24  0.04 
461  0. 09 
351-0.04 
21-0.04 
34;  0.04 
53.  -0.  10 


h.  tru      #. 

22  12  19.  09 
20  58.90 
26  25.54 
32  14.  71 
37  19.23 
43  21.  87 
48  10.94 

23  00  37.  81 
09  56.  44 
15  37. 19j 


AR. 


AT 


h.  vi».      s.  I    h.  m. 
2s{  10  06.  54     0  lis 

18  46. 19i 

24  12.22 

30  01.39 

35  06.  .">:» 

45  08.  89' 

45  58.  IT 

58  25.  10 
23  07  43.74 

13  24-  50     0  02 


t. 

Iii5 

11*0 

li« 

liTT 
liTl 


Mean,  excluding  9  Draconis  and  226  Cephei j    0  f>2    li  H 

Mean  for  22''.  30'».  local  sidere^  time i-O  02    lt'.\ 


Normal  equations. 


,10.00  (5  t      !    3. 19  a 

j-3. 19(Jf     4  24.2!»a 

—  5.25<J  t    —19.60  a 


-5.25  c 

=  -  0.  17 

19.  60<? 

—  -11.45 

a  — 

-  0-.  457 

i-  52.  59  c 

=   T  10.  57 

C    - 

.    O*.  042 

Salt  Lake,  November  19,  1872. 


Name  of  star. 

Clamp. 

T 

6B 

8. 

a  A 

eC 

T' 

AR.        1 

1 

AT 

a    Andromeda) 

E. 

h.  fit.    8. 
0  04  01.72 

8. 
—  0.06 

8. 

_o  to 

h.  m.    8. 

0  04  01. 24 
08  53.  50 
25  45.  69 
35  30.  52 
39  24.  98 
50  18.59 
58  33.29 

A.   TO.     9. 

0  01  48.  83 
06  41.16 
23  32.92 

33  ia27; 

37  1-2.46 
48  06.  17' 
56  20.73 

( 

—0  02  VI  n 

y    Pegaai 

08  53.  98  —0  2s 
25  46.17—0.21 
35  30.  98—0.  73 

—0.11—0.09 

— 0.  18—0.  09 

i  0. 11      0. 16 

liU 

12  Ceti 

liTT 

a    CasaiopoifC 

W. 

li23 

/?    Ceti 

39  25.  21;— 0.  10 

—0.  5*'     n  0*> 

If  si 

32  Camelopardalis,  L.  C  . 
«    Piscium  . . .  i 

50  20.  .'i2      0.  92  —1.  97—0.  n^ 
58  33.  47i— 0. 13  —0. 14;  rO.  09 

12. « 
— 0  02  115* 

^lean  for  o»>  .TOm  in 

cal  sidereal  1 

,iino 

—0  02  12.  r 

■* 

■■ 

Normal  equations. 


-f  7.  00  ^  < 
-i-  10.  43  S  t 
—    9.  07  6  < 


4  10. 43  a  —  9.07  c 
-r  6t).  14  a  —  78.  83  c 
—  7c.  83  a     -1-103.  96  c 


-.  +    0.  34 

^  —  17.  Si 

o  =  —  0«.  246 

-.    ■   23.82 

c  -^  -T  0:  091 

Salt  Lake,  November  20,  1872. 


Name  of  star. 


«■      Aqnarii 

9      Draconis,  L.C. 

226  Cephei 

^      Peii;»8i 

Aquarii 

Cephei ., 

PiHcium 

Cephei 

PlBcium 


A 

0 

e 
y 


Clamp. 


W. 


E. 


T 

6B 

a  A 

8. 

cC 

T' 

AR. 

AT 

h. 

in.     8. 

8. 

8. 

h.  m.     8. 

h. 

tn.     #. 

A.  m.  «. 

22 

20  56.  45—0.  17!— 0.  271  |  0.  03 

22  20  .56.  04 

22 

13  46.18 

— 0  02  W.  -^ 

26  23.86+0.40—1.60 

—0.11 

26  22.  55 

24. 12.  32 

10  .3 

32  11.20—0.66   i  0.98 

0.  11 

32  I1.6:J 

30  01.31 

m?i 

37  16.75—0.16—0.22 

1  0.  03 

37  16.  40 

35  06.  52 

W.- 

48  08.30— 0.  17!— 0.33   i  0.  03 

48  07.  83 

45  5a  16 

(W,'^ 

23 

15  34.  54  —0.  62  fO.  50  —0.  07 

23  15  34.  :J5 

23 

13  24.  45 

O*.-"^ 

23  41.  23—0.  22  —0.  24  —0.  (Ki 

23  40.  74 

21  30.  67 

10.  OT 

36  19. 15 -0.97} 4- 1.1 1—0.  12 

36  19.  17 

34  09.22 

09. '*'^ 

35  34.  79,-0.  22!— 0.  25  —0.  03 

35  34.  29 

33  24.  26 

—0  02  la'i' 

(cal 

sidereal 

time 

—0  02  04*^ 

Normal  equations. 


-f  9.  00  ^  f 
-r  0.11  At 

—  6. 19  6  e 


-f    0.77  a    —    6.19  c 

,-  29.  42  o     —    9.  54  c 

—   9.  54  a      f   65.  34  c 


r—      0.39 

::  —   12.  82 

fl  =r  _  0«.  427 

.  +   5.  77 

c  ~  ~\-  0«.027 
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Salt  Lake,  Xovemhei'  20,  1872. 


Name  of  star. 


Clamp. 


13 

a 


Andromedse 

Pegasi 

Ceti 

Ceti 

Cassiopeiae.. 
Ceti 


E. 


W. 


h.  m.    8. 

0  03  50. 26 
08  51. 73 
15  07.28 
25  43. 15 
35  28. 16 
39  22.  79 


Mean  for  0^  O™  local  sidereal  time. 


6B 

aA 

cC 

fi. 

*. 

8, 

-  0.28 

—  0.  08 

~  0.10 

-  0.22 

-  0.16 

-  0.09 

-  0.  14 

-  0.27 

-  0.09 

—  0.  12 

-  0.25 

1-  0.09 

-  0.  22 

1    0.16 

-r   0.  15 

-  0.06 

-  0.32 

1-0.09 

h.  m.    8. 

0  03  58.  80 
08  51. 2f; 
15  06.  78 
25  42.  87 
35  28.  25 
39  22.50 


AR 


h.  m.    8. 

0  01  48.  82 
06  41. 16 
12  56.  84 
23  32.  91 
33  18.  25 
37  12.45 


AT 


h.  tn.  8. 
-00  02  9.  98 
10.10 
09.94 
09.96 
10.00 

0  02  10.  05 


0  02  10.  00 


Normal  equations, 

fi.OO  i  t  J-  2.64  a  -f  0.66  c  =  -  0.91 

2.«>4  it  \  2.43  a  -  0.68  c  =  —  0.91  o  --  —  0'.35l 

0.66  J  t  —  0.68  a  +  8.72  c  =    ,   0.99  c  =   i  0».086 

Salt  Lake,  Hovemher  21,  1872. 


!Namc  of  star. 


Clamp. 


I 
a. 

o 


Pejrafii 

CVplui 

Pega«i 

Aquarii 

Cephei 

Pificium 

Piscium 

lei 


W. 


E. 


T 


h.  m.    8. 

22  37  14.  76 
47  16.32 

23  00  3:}  24 
09  52.  01 
15  32.  :^2 
23  38.  99 

35  32.38 

36  16.64 


6B 


8. 

0.22 

0.59 

0.25 

0.16 

0.46 

0.16 

0.16 

0.72 


Mean  for  23'»  0«  local  sidereal  time. 


a  A 


8. 

0.35 
0.68 
0.30 
0.  50 
0.78 
0.38 
0.39 
1.73 


cC 


■f 


8. 

0.14 
0.33 
0.  U 
0.14 
0.35 
0.14 
0.14 
0.61 


T' 

AR 

AT 

• 

A.  tn.    8. 

h.  tn.    8. 

ft.  m     8. 

22  37  14.  33 

22  35  06.  51 

-0  02  07.  82 

47  16.74 

45  08.  80 

07.  91 

23  00  32.83 

58  25.08 

07.75 

09  51.  49 

23  07  43.  72 

07.77 

15  32.  29 

13  24.  41 

07.88 

23  38.  31 

21  30.  66 

07.65 

35  31.  69 

33  24.25 

07.44 

36  17.04 

34  09. 14 

-0  02  07. 90 

• 

—0  02  07.  77 

Normal  equations. 


p.OO(^f—  1.92  a—  3.54r=  f2.63 
l.;»2 6t-^\0  92a  4-  12.78 c  =  -  5.07 
3.54  6  t  -r  12.78  o   h  37.43  --  —  4.19 


a^  —  0*.C64 
c  =  -t  0M37 


Salt  Lake,  November  21, 1872. 


Name  of  star. 

— 1 

Clamp. 

T 

feB 

aA 

cC 

T' 

AR. 

AT 

a    Audromedaj 
y    Pojjasi 

E. 

h.  m.     8. 

0  03  56.  f  8 
08  49.  3:t 
15  05.16 
35  25.  70 
39  20.  53 
50  17.  64 
58  28.  78 

8. 

—  0.  34 

—  0.  2^ 

—  0.  18 

—  0.  38 

—  0.09 
+  0.  90 

—  0.14 

8. 

—  0.13 
0  24 

8. 

—  0.  02 

—  0.02 

h.  tn.    8. 

0  03  .%.  39 
08  48.  79 
15  04.  54 
35  25.  60 
39  19.  97 
50  14.03 
58  28.  36 

h.  tn.    8. 

0  01  48.  81 
06  41.  14 
12  56. 76 
33  ia23 
37  12.44 
48  06.  53 
56  20.  72 

h.  tn.  8. 
—0  02  07.  58 
07.65 

t     Ceti 

_  0.  42   —  0.  OJ 
+  0.25  1+  0.03 

—  0.49  ,+  0.02 

—  4.:W    —  0.18 

—  0.30  i+  0.02 

07.78 

a    CaHsiopeia;... 
0    CVti 

W. 

07.37 
07.  .53 

32  Camelop..L.C. 
€     Piscium  .-.,.. 

07.50 
— 0  02  07.  64 

Mean  for  O*"  O^  lor 

al  sidereal  tii 

no 

—0  02  07.  58 

4-    7.  on  5  f 

~   10.  47  8  f 
—    9.08  <Jf 


Normal  equations, 

10.47a  —  9.08c  =  —  2.88 
66.  21  o  —  78.  !l2r  =  —  32.  .'.3 
7i-.  92  a  +104.  02  c  -=  -h  40.66 


O  =  _  0".  541 

c  ^  +  0*.  018 
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Salt  Lake,  Xoveviher  22, 1872. 


Name  of  star. 


IT  Aqnnrii . 

226  Cephei.. 

^  Tegasi . . 

t  Oephei . . 

A  A(inaiii. 

a  Poga«i  . . 

<^  Aquarii. 

0  Cephei  . 

■  PiHcium 

Y  Ct'pliei.. 


Clamp. 


W. 


E. 


h.  m. 

22  20 
32 
37 
47 
48 

23  00 
09 
15 
23 
36 


s. 
52. 18 
06.  86 
12.47 
13.93 
04.16 
30. 98 
49.85 
29.60 
36.69 
13.19 


6B 

8. 

— 

0.22 

.^ 

1.02 



0.27 

— 

0.59 

— . 

0.  15 

-^ 

0.07 

— 

0.01 

■H 

0.07 

+ 

0.04 

\- 

0.18 

aA 


+ 


+ 


eC 


8. 

0.30 
1.08 
0.25 
0.48 
0.36 
0.21 
0.35 
0.55 
0.27 
1.23 


+ 

i  + 

-1- 


0.03 
0.12 
0.03 
0.07 
0.  03 
0.03 
0.03 
0.08 
0.03 
0.13 


k.  m.     8. 

22  20  51.  69 
32  07.  04 
37  11.98 

47  13.89 

48  03.  68 

23  00  30.67 
09  49.  46 
15  30.14 
23  36.  43 
36  14.  47 


AR. 


h,  m.  8. 

22  18  46.17 
30  01.13 
35  06.50 
45  08.  75 
45  5e.  14 
58  25.07 

23  07  43.72 
13  24.  36 
21  30.64 
34  09.05 


AT 


-0 


•5- '.'I 
Oal4 

0-1  a 


MeaD  for  23''  O*".  local  sidereal  time 1—0  02  KL  3 


Normal  cquatioiiH. 

4-  10.  00  <J f  —  3  39a  —  0.  63 c  =  —  4. 34 

—  3.  39  5  «+  16.  81  a  +  3.  15  c  =  —  5.  87 

—  0.  63  5  <  -H  3. 15  a  +  54.  55  c  =  -j  0.  64 

Salt  Lale,  Xovemhei'  25,  1872. 


a 

c 


—  0».473 

T-  0».  032 


Name  of  »tar.    .  Clamp. 


226  Cepbei . . 

i  I't'Ka.si  .  - 

I  Cc'phei.. 

A  Aquarii. 

a  P«'paHi . . 

^  Aquarii. 

o  Cephei . . 

0  Pisciiim 

1  I*i.*<ciura 
y  Cepbei . . 


W. 


E. 


T 

&B 

h.  m.     8. 

8. 

22  31  58.  88 

4-0.06 

37  05.  63 

-i  O.Ol 

47  06.  96 

1  0.  06 

47  57.  30 

4^0.04 

23  00  24.  06 

+0.  02 

09  42.  89 

-fO.05 

15  22.  82 

i  0.  14 

%i  29.  51 

1  0.04 

35  23.  34 

+  0.04 

36  07. 12 

fO.  14 

+ 


!  H- 


I  -r 


8. 

0.63 

0.15 

0.30 

0.2.3 

0.13 

0.22 

0.35 

0.17 

0.18 

0.78 


8. 

-fO.21 
H  0.05 
+  0.12 
-}  0. 05 
}  0.  05 
-0.05 
-0.13 
—0.  05 
-  0.05 
-0.23 


h.  m.     8. 

22  31  59.  83 
37  05.  54 
47  07.  44 
47  57.  16 

23  00  24.  00 
09  42.  67 
15  2.3. 18 
23  29.  33 

35  23. 15 

36  07.  81 


AR. 


AT 


h.  nt. 

22  30 
35 
45 
45 
5d 

23  07 
13 
21 
33 
34 


8. 


h.  m.  i 


00. 8?  -0  01  s- :» 

06.  46  :a  > 

08. 61  :>-  ■" 

58.  1 1   I  0 '  t 

25.03  ^'< 

43.  70 

24. 2i  ^^ 

30.61  I  ir- 

24.21  I  fc?< 

08.82 


-0  01  5-  * 


Moan  for  23''  0"'  local  sidereal  time —0  01  5r.S^' 


Normal  equations. 

-!  10.  00  ^  f  —  3.  44  a  —  0.  55  c  =  M.  53 

—  3.  44  6  f  -[-  16.  75  a  +     2.  85  c  =-  -5.  03 

—  0.  55  (5  <  I   2.  t:'}  a  4-  54.  55  c  =  |  1. 96 


a— -OV  298 
c=  +  0'.  052 


Salt  La  Ice  chronometer. 


Xegus  1511. 

1872. 

Local  sidereal 
time. 

Correction    of 
cbronomet«r. 

Adopt«Hlhooriy 
ratf». 

November   5 

>»'ovembcT   7 

Noveuil>er  19 

November  20 

h. 
23.5 

22.  5 

23.  5 
23.5 
23.5 
23.0 
2:1.0 
23.0 

TO.        8. 

-2  40.75 
39.96 
12.61 
10.00 
07.68 
—2  05.  59 
-1  58.95 
55.78 

4. 
0.  f'l* 
0.  *>> 
0. 101 
0.  m 

Noveml)er  21 

o.m 

November  22 

0.  oyi^ 

November  25 

a  Hi 

November  26 

a  132 
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Fort  Fred  Steele  chronometer. 

Negus  1499. 


1872. 

• 

Local  sidereal 
time. 

Correction   of 
chronometer. 

Adopted  hourly 
rates. 

November   5 

h. 
23.0 
22.5 
23.0 
24.  0 
22.  5 
23.5 

0.0 
22.5 

h.    m-.     8. 

—2  00  22.  70 
16.52 

-1  59  26.  54 

23.04 

17.93 

14.16 

59  01.  96 

—1  58  56.  40 

8. 

0. 129 

Xovciubor    7 

0.  140 

Novemb(*r  19 

0. 150 

N ovoinb«^r  20    

0.  IHO 

Novciii bcr  21 

0.  IHl 

Novenibor  22 

0.  161 

November  25 

0.201 

November  26 

0.232 

NOVEMBER  5, 1872. 
Signals  sent  from  Scut  Lake. 


Ft.  Fred  Steele 

Salt  Lake  chro- 

i Ft.  Fred  Steele 

Salt  Lake  chro- 

t 

;  Ft  Fred  Steele  chro- 

Salt Lake 

chronometer. 

nometer. 

1    clirouometer. 

nometer. 

nometer. 

chronometer. 

h.    m.     8. 

h.    Tn.     8. 

h.    m.     8. 

• 

h.    m.     8, 

h.    tn.     t. 

h.    m.       8. 

1    03    40.4 

22    46    10.7 

1    05    30.7 

22    48    01.1 

1    07    20.9 

22    49    51.1 

50.4 

20.8 

40.7 

11.1 

31.2 

50    01.4 

04    00.2 

30.6 

50.6 

20.9 

41.2 

11.4 

10.2 

40.6 

6    01.0 

31.1 

51.1 

21.2 

20.3 

50.7 

10.6 

40.9 

08    00.7 

31.1 

30.7 

47    01.1 

20.7 

51.0 

11.0 

41.1 

40.6 

10.9 

30.9 

49    01.1 

2L0 

51.3 

50.4 

20.8 

40.9 

11.1 

31.4 

51    01.7 

05    00.5 

30.8 

50.7 

21.1 

41.0 

11.3 

10.4 
20.4 

40.7 
50.8 

07    00.7 
10.7 

3L0 
41.1 

Mean,   1    6    10.71 

22    48    41.02 

Signals  sent  from  Fort  Fred  Steele. 


Ft.  Fre<l  Steele 
chronometer. 


m. 
10 


11 


8. 

06.1 
17.1 
27.6 
35.8 
46.  0 
56. 1 
06.  5 
17.0 
26.  4 
36.  1 
46.7 
56.6 


Salt  Lake  chro- 
nometer. 


h.    m. 
22    52 


53 


54 


36.3 
47.3 
58.0 
06.3 
16.3 
26.3 
36.8 
47.3 
5*i.  9 
06.3 
16.1 


27.0 


Ft.  Fi-ed  Steele 
chronometer. 


4.    m. 
1    12 


13 


06.7 
17.3 
27.0 
36.1 
47.9 
56.  6 
07.3 

n.  1 

27.0 
36.8 
47.2 


57.0 


Salt  Lake  chro- 
nometer. 


A.    m. 
22    54 


55 


56 


37.1 
47.7 
.57.4 
06.4 
18.2 
27.0 
37.8 
47.4 
57.4 
07.2 
17.7 
27.3 


Ft.  Fred  Steele  chro- 
nometer. 


h. 

m. 

8. 

1 

14 

07.5 
16.8 
27.7 
36.6 
47.2 
57.2 

15 

07.5 
17.2 
27.4 

Mean,    1 

12 

46.88 

Salt  Lake 
chronometer. 


h. 
22 


m. 
56 


57 


8. 

37.9 
47.1 

58.1 
07.0 
17.8 
27.8 
38.0 
47.6 
57.9 


23 


Ft.  Fred  Steele 
chronomet*  r. 


h.     m. 

*. 

2    00 

2-.  3 

3p.  1 

4H.2 

r>^.  0 

01 

Of.  2 

17.9 

27.8 

'.if'  2 

•IH.  3 

58.  1 

02 

07.9 

Salt  Lake  ehro- 
noraeter. 


h.      VK        8. 

23  43  27.0 
36.9 
46.9 
56.  8 

44  06. 9 
16.6 
26.  3 
:i6.  9 
47.0 

45  06.7 


NOVE^rDER  19,1872. 
Sujnals  sent  from  Salt  Lake. 


Ft.  Fred  Steele  '  Salt  Lake  chro- 
chronoineter.  nonieter. 


h.    in.      s. 

2  02  l^'.  0 
2H.  2 
38.2 
18.  3 
5H.  2 
03  08  1 
1^.3 
28.  3 
38.3 
48.7 
58.  3 


h. 
2:j 


m. 
45 


40 


J?. 
16.7 
26.  9 
36.9 
47.1 

5»;.  9 

06  9 
17.0 
2<».  9 
37.  I 
47.2 
57.  I 


Ft.  Fred  Steele  chro-      Salt  Lake 
uometer.  chronometer. 


h.    m. 

* 

2    04 

08.3 

18.3 

2.8.6 

38.7 

4K  7 

58.  7 

05 

08.6 

18.7 

28.6 

Mean,      2  02 

58.  30 

k. 

m. 

*. 

23 

47 

07.1 
17.1 
27.1 
37.  2 
47.2 
57.  2 

48 

07.  2 
17.3 
27.2 

23    45    50.97 
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Signnls  8€nt  from  Fort  Fred  Steele. 

Ft.  Fred  Steele 

Salt  Lake  chro- 

Ft. Fred  Steele 

Salt  Lake  chro- 

Ft 

Fred  Steele  chro- 

Salt U\r 

chronometer. 

nometer. 

chronometer. 

nometer. 

1 

nometer. 

cizroooffieU-r 

h.    m.     8. 

h.    tn.     8. 

k.    m.     «. 

k.    in.      8. 

h,     m.     8. 

h.    m.     f 

2    07    33.8 

23    50    32.6 

2    09    24.6 

23    52    23  3 

2     11     14.6 

23    54    liJ 

43.5 

42.2 

34.2 

33.  0 

I 

24.9 

23^ 

53.6 

52.3 

43.7 

4-2.5 

34.8 

3i: 

08    03.2 

51    02,0 

54.1 

52.  9 

43.8 

4i( 

14.0 

12.9 

10    03.2 

53    01.8 

53.3 

511 

24.7 

23.3 

14.5 

13.2 

12    03.5 

55   Oil 

34.4 

33.1 

24.6 

23.3 

14.8 

Ml 

43.7 

42.3 

34  5 

33.2 

25.0 

»' 

53.7 

52.3 

44.0 

42.8 

34.9 

n^ 

09    03.4 
14.6 

52    02.1 
12.2 

54    T 

53  1 

11    03.3 

54    02.0 

Me^in,     2    10  03. 11 

•23    53    0Lr4 

NOFEMBER  20, 1872. 
Siijnala  sent  from  Salt  Lake. 


/ 


Ft  Fred  Steele 

Salt  Lake  chro- 

1 
Ft.  Fred  Steele 

chronometer. 

nometer. 

chronometer. 

h.    m. 

8. 

h. 

m. 

8. 

h. 

m. 

*. 

2    55 

17.7 
27.3 
37.6 
47.6 
57. 1 

23 

38 

16.9 
26.5 
36.9 
46.9 
56.2 

1 

57 

07.  5 
17.5 
27.8 
37.8 

47.8 

56 

07.1 

39 

06.3 

57.8 

17.3 

16.5 

58 

07.6 

27.6 

26.9 

17.5 

37.8 

37.0 

2t^.O 

47.8 

47.0 

3^.1 

57.5 

56.8 

47.7 

Salt  Lake  chro- 
nometer. 


w.      8. 


Ft.  Fn*d  Steele  chro- 
nometer. 


23    40 


41 


06.8 
16.8 
27.0 
37.1 
47.1 
56.9 
06.9 
16.8 
27.1 
37.2 
47.1 


m. 


». 


58 

57.8 

59 

07.8 

17.8 

as.o 

38.1 

4^.2 

58.0 

00 

0?,0 

17.8 

Mean,     1     57    47.71 


Salt  Lakf 
chn>noine8rT 


h.    m. 
23  41 
42 


43 


57.  C 
07.0 
17. « 
27.2 
37.3 
47.4 

y,.i 

07.1 

I'.ii 


23    40    44  S 


Siffnals  tient/rom  Fort  Fred  Steele. 


Ft,  Fred  Steele 
chronometer. 


h. 
2 


m. 
01 


02 


8. 

19.5 
30.5 
40.7 
50.7 
00.3 
10.4 


19. 
30. 
41. 


50.8 
03    00.4 


Salt  Lake  chro- 
nometer. 


h. 
23 


m. 
44 


45 


8. 

18.8 

30.0 

40.0 

.50.0 

59.7 

09.7 

19.0 

29.9 

40. 

50. 

59. 


2 
1 

8 


Fts  Fred  Steele 
chronometer. 


m. 
03 


04 


8. 

10.5 
20.3 
30.7 
41.0 
50.8 
59.9 
10.3 
20.2 
30.3 
41.1 
51.3 


Salt  Lake  chro- 
nometer. 


h. 
23 


m. 
46 


47 


8. 

09.9 
19.7 
30.0 
40.2 
50.1 
59.2 
09.6 
19.  5 
29.6 
40.2 


50.6 


Ft  Fred  Steele  chnv 

Salt  Ukf 

nometer. 

chronometer 

h. 

m.     9. 

k.    m.     %. 

2 

05    01. 1 

23  4i    Of».3 

11.2 

10.2 

20.8 

».l 

30.8 

9X1 

40.9 

40.1 

51.2 

50  4 

06    01.2 

49    Oil  5 

11.0 

lU.:i 

21.0 

2ai 

Mean,    2 

03     50.65 

23    46    49. « 

NOVEMBER  21.  1872. 
Signals  sent  from  Salt  Lake. 


Ft.  Fred  Steele 

1 
Salt  Lake  chro- 

Ft Fred  St(M:le 

Salt  Lake  chro- 

chronometer. 

nometer. 

chronometer. 

nometer. 

h.    m.      8. 

i 
h.    m.       s. 

h.    m.      8. 

h.    m.      8. 

2    UO    34. 5 

2:}    43     36.9 

2    02    24.8 

23    45    27.1 

44.2 

4().  8 

34.6 

37.0 

54.1 

50. 7     ] 

44.4 

46.9 

01     04. 2 

44    06.8 

54.  5 

56.9 

14.5 

17.0     1 

03    04.5 

46    07.0 

24.6 

27.1 

14.8 

17.1 

34.4 

36. 9     1 

25.1 

27.6 

44.3 

46.  8     ' 

34.  6 

37.1 

54.3 

56. 8     i 

44.6 

47.1 

02    04.3 

45    06.8     i 

54.6 

57.0 

14.6 

17.0 

04     04.8 

47     07.  I 

Ft  Fred  Steele  chro-  ,      Salt  Lako 
nometer.  '   chronoiaein 


h. 


m .       8. 

04  14. 9 
25.  1 
34.9 
44.7 
,>l.  7 

05  04.9 
15.  1 
25.3 
35.1 


h. 

m. 

4, 

♦23 

47 

r.  3 
:»: : 

.17.3 

4:.  I 

:iT.  1 

4; 

(tT.  i 
IT  t 
•2T  • 
3:  > 

Mean,    2    03    04.65      23    4o    07. 1 2 
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SignaU  sent  from  Fort  Fred  Stede. 

Ft.  Fred  St^^ole 

Salt  Lake  chro- 

'  Ft.  Fred  St<?ele 

Salt  Lake  chro- :  Ft.  Fred  Steele  chro- 

Salt Lake 

chronometer. 

uometor. 

chronometer. 

nometer,                   uometer 

» 

chronometer. 

h.    in.      8. 

h.    ni.      8. 

h.    m.      8. 

h.    in.      8. 

1               h.    tn. 

*. 

h.     m.      8. 

2    06    45.2 

23    49    47.8 

2    06    55.5 

23    51    58.  1 

2    11 

05.9 

23    54    08.5 

56.6 

59.2 

09    05.8 

52    06.3 

' 

15.1 

17.5 

07    05.1 

50    07.6 

«  •  *  • 

a  *  •  • 

25.6 

28.1 

14.9 

17  5 



■    •   *   ■ 

35.0 

37.5 

25.2 

27.5 

34.9 

37.5 

1 
1 

45.7 

48.2 

34.5 

37.0 

•       ■      B      • 

■  •  •  • 

56.1 

58.5 

45.  4 

48.0 

• 
•  *  «  ■ 

:                12 

06.2 

55    08.5 

55.5 

58.1 

10     .... 

53     .... 

! 

15.6 

16.1 

08    05. 6 

51    Odl 

•     •    W    • 

•  •  •  • 

25.5 

28.1 

•  •  •  • 

•  •  •  • 

•     *     •     • 

•  •  »  • 

35.0 

37.6 



34.8 

37.3 

1 

45.7 

48.2 

34.4 
45.2 

37.0 
47.5 

45.  5 
5&.9 

48  0 
58.3 

* 

I 

j  Mean,    2    09 

49.69 

23    52    52.20 

NOVEMBER  22,  1872. 
SiffH€U8  sent  from  Salt  Lake. 


Ft.  Fred  Steele 

Salt  Lake  chro- 

Ft. Fred  Steele 

Salt  Lake  chro- 

Ft, Fred  Steele  chro- 

Salt Lake 

chronometer. 

nometer. 

cbrouometer. 

nometer. 

nometer. 

chronometer. 

h.    m.      #. 

h.    m.       8. 

h.    m.      8. 

k.    in.      8. 

h.    in.      8. 

h.     m.      8. 

1     57    23.1 

23    40    27.1 

1    59    13.1 

23    42    17.1 

i                 2    01    03.3 

23    44    07.2 

33.0 

37.0 

23.1 

27.1 

i                              13.5 

17.3 

42.9 

46.9 

33.0 

36.9 

1                              23.4 

27.2 

53.1 

57.1 

43.0 

46.9 

33.3 

37.1 

58    02.6 

41    06.6 

5:j.o 

56.9 

43.3 

47.2 

12.9 

16.9 

2    00    03.1 

43    07.1 

5.3.1 

57.1 

22.9 

26.9 

13.1 

17.1 

02    03.4 

45    07.2 

32.8 

36.8 

23.1 

27.1 

13.7 

17.7 

42.9 

46.9 

33.0 

37.0 

23.6 

27.4 

52.8 
59    03.0 

56.8 
42    06.9 

4.3.1 
53.1 

47  0 

57.0 

Mean,    1    59    S3. 11 

23    42    57.05 

Sig^nalB  sent  from  Fort  Fred  Steele. 

Ft.  Fred  Steele 

Salt  Lake 

'  Ft.  Fred  Steele 

Salt  Lake 

Ft  Fred  Steele  chro- 

Salt Lake 

chronometer. 

chronometer. 

I   chronometer. 

chronometer. 

nometer 

» 

chronometer. 

h.    in.     8. 

h.    m.     8. 

h.    m.     8. 

h.    in.     8. 

h.    m. 

8. 

h.    m.     8. 

2    12    00.1 

23    55    04.1 

2    13    50.6 

23    56    54.7 

2    15 

40.4 

23    58    44.3 

10.8 

14.9 

14    00.3 

57    04.3 

50.9 

54.9 

20.8 

24.  9 

10.8 

14.9 

16 

00.6 

59    04.5 

31.0 

35.0 

20.7 

24.8 

10.9 

14.8 

40.3 

44.2 

30.7 

34.7 

20.8 

24.9 

50.6 

54.  7 

40.4 

44.3 

30.9 

34.9 

13    00.0 

56    04.0 

50.9 

54.9 

40.5 

44.6 

10.3 

14.2 

15    00.9 

58    04.9 

51.0 

55.0 

20.6 

24.7 

10.5 

14.3 

17 

01.0 

24    00    05.0 

31  0 

T»  0 

^n  6 

24.8 
34.9 

40.4 

44.3 

30.9 

1 

:XIean,    2    14 

30.65 

23    57    34.66 

NOVEMBER  25,  1672. 
Signals  sent  from  Salt  Lake. 


Ft  Fred  Steele 

Salt  Lake 

chronometer. 

cbronomet^'r. 

h.    m. 

8. 

k. 

m. 

8. 

2    36 

24.0 
34.3 

44.8 

0 

19 

33.1 
43.3 
54. 0 

54.5 

20 

03.8 

37 

04.3 
14.2 
24.1 
.34.3 

44.8 

13.4 
23.  3 
33.  3 
43.5 
54.0 

54.7 

21 

04.0 

38 

04.4 

13.6 

Ft.  Fred  Steele 

Salt  Lake 

Ft  Fred  Steele  chro- 

Salt  Lake 

chroiiomet«T. 

chronometer.    | 

i 

nometer 

chronometer. 

h.    tn. 

s. 

h. 

m. 

8.         1 

h. 

m. 

8. 

h. 

m. 

8. 

2    38 

14.4 
24.2 
34.  5 
4.'>.  0 

54.8 

0 

21 
22 

2.3.5     ' 
:J3.3     1 
43.  8 
.54.2 
04.0     1 

2 

40 

04.7 
14.7 
24.6 
34.9 
45.1 

0 

23 

13.9 
23.9 
33.  9 
44.0 
54.  1 

39 

04.6 
14.7 
24.3 
34.  7 

44.8 
54.8 

13.  9 
23.  9 
3.}.  3 
44.0 
54.  I 
04.1 

41 

55.  0 
04.8 
14.8 
24.6 

24 

04.2 
14.1 
24.0 
34.0 

23 

Me 

;iu,    2 

36 

54.  00 

0 

32 

03.79 
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Sig^nal^  sent  from  Fort  Fred  Steele. 


Ft.  Fred  Steele 
chi-ouometer. 


m. 
48 
49 


50 


8. 

54.8 

05.2 

15. 

25. 

35. 


7 
7 

Q 


45.3 


54. 
05. 


15.7 


Salt  Lake 
cbronoraeter. 


h.      7/1. 

8. 

0     32 

04.1 

14.2 

25.  1 

35.1 

44.5 

54.7 

33 

04.0 

14.4 

25.1 

Ft.  Fred  St«H"le 
chrouoiiieter. 


Salt  Lake 
cbronoraot<r. 


h. 

m. 

8. 

/». 

tn. 

8. 

2 

50 

25.  5 
34.8 
45.  3 

0 

33 

34.9 
44.1 
54.6 

54.9 

34 

04.2 

51 

05.5 
15.  7 

14.8 
25.1 

25.7 
35.  2 
45.4 

35. 1 
44.6 
54.9 

Ft^  Fred  Steele  cbro 
iiomet^r. 


Salt  I^ke 
chroDomttet 


h. 

9». 

8. 

h. 

tn. 

t. 

2 

51 

54.9 

0 

35 

CM.^ 

52 

05.  6 
15.9 
25.  7 
34.7 
45.6 

15  ft 
2L.i 
311 
44  1 

51'  fi 

55.3 

38 

04.  T 

Meun,    2 

50 

55.32 

0 

34 

on; 

Signals    sent 
from — 


Nov.  5, 1672. 

Salt  Lake 

Fort  Fred  Steele 

Xov.  19, 1872. 

Salt  Lake 

Fort  Fred  Steele 

Nov.  20, 1872. 

Salt  Lake 

Fort  Fred  Steele 

Nov.  21, 1872. 

Salt  Lake 

Fort  Fred  Steele 

Nov.  22,  1872. 

Salt  Lake 

Fort  Fred  Steele 

Nov.  25, 1872. 

Salt  Lake 

Fort  Fred  Steele 


Ft  Fied  Steele 

Salt  Lake 

Ft.  Fred  Steele 
Salt  Lake 

Ft.  Fred  Steele 

Salt  Lake 

Ft  Fred  Steele 
Salt  Lake 

Ft  Fred  Steele 

Salt  Lake 

Ft.  Fred  Steele 
Salt  Lake 

Ft.  Fred  Steele 
Salt  Tiakc^  .... 
Ft.  Fred  Steele 
S<ilt  Lake 


Ft  Fred  Stwde 

Salt  Lake   

Ft.  Fred  Steele 
Salt  Lake 


CB  U 

5  -  > 

R  Q  Oi 

6  oc  u 


h.  m.     8. 

1  06  10.  71 
22  48  41.  02 

1  12  46.  88 
22  55  17.  23 


2  02  58.  30 
23  45  56.  97 

2  10  03.  11 
23  53  01.  84 


1  57  47.  71 
23  40  46.  93 

2  03  50.  ()5 
23  46  49.  93 


2  03  04.  65 
23  46  07.  12 

2  09  49.  (»1) 
23  52  52.  20 


J^.   7ft.       8. 

—2  00  22.  69 
—0  02  40.  76 
—2  00  22.  67 
—0  02  40.  76 


—1  59  26.  39 
—0  02  12.  59 
—1  59  26.  37 
—0  02  12.  58 


—1  59  23.  03 

—0  02  09.  9^ 
—1  59  23.  01 
—0  02  09.  97 


— 1  .59  17.64 
— 0  02  07.  66 
— 1  .M)  17.62 
—0  02  07.  65 


— 1  59  14.08 
Ovi  0.5.  :vA 


Ft.  Fred  Steele. 
Salt  Lake   ..    .. 
Ft.  Fred  Steele 
Salt  Lake 


1  50  53. 11 
23  42  57.  05 

2  14  30.65  I  —1  .59  14.04 
23  57  34.  66     —0  02  05.  51 


2.  38  54.  60  —1  .59  01.  83 

0  22  03.  79  —0  01  58.  80 

2  .50  ,5.5.32  !  —1  59  Ot  79 

0  34  04.  67  1  —0  01  58.  78 


d 

s 

4-1 

& 

1 

• 

a 
5  — 

3 
•— • 

1 

! 

j  1 
i  1 

h.  97).        8. 

K  tift.    «. 

8, 

«. 

23  05  4a  02 

22  46  00. 26 

0  19  47.  76 

23  12  24.  21 

22  52  :J6.  47 

47.74 

0.02 

47.750 

0  03  31.  91 

23  43  44.  38 

47.53 

0  10  36.  74 

23  50  49.  26 

47.48 

a  05 

47.5flC 

23  58  24. 68 

23  38  36.  95 

47.73 

0  04  27.  64 

23  44  39.  96 

47.66 

0.05  1 

1 

47.7ftS 

0  03  47.  01 

• 

23  43  59.  46 

47.55 

0  10  :^2. 07 

23  50  44.  55 

47.52 

0.03 

47.53S 

0  00  39.  03 
2: J  40  51.  .52 

0  15  16.61 
23  55  29.  15 


0  30  52.  77 
0  -jO  04.  99 
0  51  53.  .53 
0  32  05.  89 


47.51 

47.  46  '  0.  05     47. 4-5 


47.78 

47.  64      0. 14  I  47.  710 


Final  ditlerouce  i>f  l«>n>iinide:  Fort  Fred  Steele,  east  of  Salt  Lake,  O*'  19™  47\C12  ±  0\034. 
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fS2l2 

8330 
4 

51 

101 
114 

gr.96 
14(> 
153 
166 

215 
239 

250 
'J53 

299 
314 

330 
343 


Obf*€nation8  and  comjmtations  for  latitude  of  Fort  Fred  Steele,  IVyo. 

NOVEMBEK  3,  1872. 


4  1.5 
26  32.2 

35  67.0 
29  G3.5 

5  43.0 
29  G3.5 

26  82.0 
20    7.0 

25  46.  5 

12  23.  5 

2  4.3. 3 
34  17.0 

9    2.2 
11     5.0 

26  75.  6 
15  77.5 

36  99.5 

11  5.0 

0  19.0 
34  10.0 

13  10.  0 

10  83.2 
26  9{<.0 

12  58.0 
15  96.0 


Level. 


N. 


d. 

9.5 

36.0 

20.0 
23.0 

20.0 
23.0 

23.0 
23.0 

24.5 
28.5 

19.5 
14.0 


7.0 

35.5 

25.5 
15.5 

25.5 
15.0 


24.5 
15.5 

20.5 
25.0 


S. 


d. 
32.  5 

6  0 

21.0 
17.5 

21.0 
17.5 

17.5 
18.0 

19.0 
14.0 

20.0 
26.0 


32.0 

3.5 

13.5 
25.5 

13.5 
27.5 


Kemarks. 


19.0 
28.0 

22.0 
18.0 


Corrections. 


Half  sum  of 
decllDatiou. 


Micronjcter 
aud  refer- 
ence. 


Level.  Meridian. 


o      /        /' 
41  35    6.2 

49  47.  4 


11  33.3 


-  3    7.6 


34    6.3       -i  12  32.3 


43  1L3 


39  44.  2 


30  15.0 

50  6.1 
49  3.7 
40  56.5 


// 


L2 


-1-2.9 


-i-  3  29.  8      -H  2.  9 


-\-  6  51.  2     +  5.  5 


+  16  26.4 

—  3  29.9 

-  2  26.  8 
-i-  5  41.  3 


—  3.4 


60    5.  8  '     —13  26.  4 


J- 

2.0 

+ 

2.0 

4- 

2.0 

29    6.0 
39  59.5 


3d  21.1 


48  23.5 


+  17  33.9 
-1    6  41.2 


+  8  21.9 


—  1  45.1 


+  0.6 


—  0.1 

—  0.1 


—  1.8 


+  1.5 


Latitude. 


O        '  II 


+  1.8    41  46  41.3 


41.0 


41.5 


44.0 


40.9 


38.0 

38.2 

3b.  9 
39.8 


40.0 


39.8 
40.6 


41.2 


3i«.  9 


NOVEMBER  4,  1872. 


8024 
eOJ2 

K)'?3 
80117 

8212 
tf-Ji3 
fSil 

8256 
KJ22 

8330 

4 

166 

215 

239 

•jr)0 

21»9 
314 

3:J0 
313 


6  48.0 

21  53.0 

3  90,0 
30  91,  5 

4  96.0 

22  13.0 
27  65.0 

35  37.  0 
29  58.5 

26  82.  4 
19  78.  5 

25  68.  0 

14  2tf.  5 

37    6.0 

11  37.5 

0  27.0 
13  :k).  2 

9  71.0 

26  4. 5 

12  70.  0 

15  6H.  0 


28.0 
8.0 

26.0 

8.5 

24  0 

9.0 

10.0 

6.0 
3U.0 

30.0 
6.0 

19.  0 
10.0 

18.0 
18.0 

.15.0 
17.0 

28.0 
8.0 

48.0 


23.0 
44.0 

26.0 
43.5 

27.0 
43.0 
4-2.0 

45.0 
20.5 

20.5 
42.0 

3.3.0 
42.5 

3,5.  0 
35.0 

39. .') 
4U.  0 

2^0 
4c.  0 

8.0 


41  54  37. 0 

60  46.  7 


37  59.  0 
35    6. 3 


49  47. 5 
43  11.  4 


—  7  47.  7  I  —  8.  6 


—13  56.  8  I  —11.  4 


+  8  53.  6  I 
+  11  45.2 


—10.1 
—  9.7 


—  2  59.  8  I  —  8. 1 


+  3  38.  8  I  —  7.  3 


40  56. 7  ;  -r  5  54. 2     —12.  7 

60    6.  0  —13  18. 3  ]  —  9.  3 

39  59.  6  :  -t-  6  51. 3     —1.3. 1 

I 

38  21.3  -  8  27.7     —11.0 


30  ENG 


(')  4?  23.7  !     —  1  32.6     —11.0 

Level  could  not  be  read  on  revrrsal. 


41  46  40.  7 


38.5 


42.5 

41.8 


39.6 
42.9 
38.2 
38.4 

37.8 
38.0 
40.1 


562 


REPORT  OF  THE  CHIEF  OF  ENGINEERS. 


Ohwrvations  and  computations  for  latitude  of  Fort  Fred  Steele,  JVyo. — Continued. 

^'OVEMBER  4,  1872. 


o 

$ 


c 


409 
441 

4f^0 
501 

558 

mo 

707 

731 

7tW 


12  15.  5 
20    7.0 

24  68.  0 
'38  76.5 

22  54.  0 

10  70.2 
7  62.  0 

24  67.0 

11  99.0 

12  2.0 


Level. 


Micro 
read 

.  N. 

1 

t      d. 
15  86.  0 
24  ys.o 

d. 

•  •  •  • 

38.0 
0.0 


d. 


14.0  ,       40.0 
19.0  j       35.0 

14.0  I       42.0 


11.0  I       44.0 
25.0         30.0 


18.0 
56.0 


Eemarks. 


Corrections. 

Half  sum  of 

decliuation.  iMicroineterl  j 

and  reler-i  Level.    Meridian. 

ence.         I 


Latitad!: 


o      /         '/ 
41  42    6.5 

42  45.  4 


44  1&4 
39  10.3 


// 


4-  2  32.0 


—  4  43.5     —11.0 
+  4    6.0     —11.5 


— ILO 


+  7  43.  7  I  —10.  5 
54    8. 1       —  7  14. 1     —10.  4 


46  50.  9       —  0    0.  9  ,  —  9.  9 


0     > 

41  46  39.1 

as.: 

43.:. 
41« 

40.1 


NOVEMBER  6,  1672. 


7623 
7636 

7«i99 
7712 

7754 

7778 
7798 

7815 
7843 

7880 
7e94 

7062 
7972 
7994 

8024 
8<i83 
8t)91 
8U97 

8212 
8237 

8256 
8*^''4 
8:.22 
8330 
4 

51 

58 

101 
114 

146 

166 

215 
239  i 
25.3  j 

2d2 


17  46.7 
2  70.  5 

17  50. 2 
19  58.0 

12  67. 2 

0  94.5 

22  84.0 

18  74.2 
16  74.  8 

16  61.2 

19  64.  0 

28  31.8 

7  39.  0 

8  7.0 

6  75.8 

4  22.0 

21  15.5 

31  41.0 

4  89.7 
27  45.  0 

36  35.2 

6  13.5 

30  46.  0 

27  67. 5 

iO  95.  7 

25  54.  2 
12  57.2 

2  41.0 
33  80.0 

9  83.  8 
25  50.3 
14  47.0 

36  61.0  I 

10  62.0  I 

33  lii.  2  ' 
12  5&.  8 


30.0 
11.0 

16.0 
48.0 

30.5 

33.5 


21.0 
35.0 

29.0 
15.0 
45.0 

35.  5 
34.5 

22.0 

33.0 
17.0 

31.5 
23.0 

23.6 
42.0 

32.0 
51.0 

28.0 

^•'      K 


31.0 
31.0 

35.  0 
27.5 
30.0 
35.0 


32.0 
51.0 

47.0 
15.5 

31.5 


28.0 


40.0 
26.0 

34.0 
48.0 
19.0 

28.0 
29.0 

42.0 

29.0 
45.0 

31.  5 
39.0 


40.0 
20.0 

31.0 
12.0 

35.  5 
6.0 


31.0 
32,0 

27.5 
3f).  0 
33.  5 
27.5 


:Mu8t  be  32« 

« 

(t) 


C) 


Relevelod. 


•*••• ■•••< 


41  54  32.0 


47  43.3 

57    6.0 
63  10.  5 


45  36.0 


45    8.4 

57  40.  5 
47     1.5 


54  10.8 
60  46.  9 


35    6.5 

51  15.9 
34  6.7 
49  47.  7 

43  IL  6 


39  44.  5 


30  15.  5 

49     4.1 
40  57.  0 


60  6.3 
48  10.  6 
59    3.8 


—  7  38.  8  !  —11.  5 


—  1    4.6 

—10  26. 9 
—16  31.  5 


-f  0.  4 

^1.2 
+  1.2 


-f  I    2. 0      +  1. 2 


+  1  34. 1 
—10  50.  4 


—  2.7    . 
—10.4  ' 


—  0  2L  1     —  2.  0 


—  7  27.  5 
—14    5.1 


3.4 
4.0 


-fll  41.0—6.6 

—  4  29. 7     —  6.  6  I , 

+  12  36.0     —4.4  ' 

-+-  6  59.0  j  —  4.  4  ,. 


3  28.8 


L3 


+  6  43. 1      + 12.  6 


-r  16  15.  6  :  -r  12. 1 

—  2  24.  0  I  —  0.  2 
-r  5  42.  9     —  0.  3 


—13  27.  8 
—  1  31.  9 
—12  26.  6 


—  0.3 

-  1.1 
+  4.1 


41  46  4L: 


39.1 


♦J.3 


35.  i 


39.8 

39.: 
3t.4 


39.9 
31- 


40.9 

396 
3?-t 
4i3 

4LT 


4ai 


43.  :2 
39  0 


39  - 

41.  :i 


t  No  level  taken. 


Level  doubtfuL 
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Obstrvadoifs  ami  comjxitations  for  latitude  of  Fort  Fred  Steele,  JTyo. — Coutiuucd. 

NOVEMBER  6.  1872. 


o 

« 
-Z  r: 

5,    U 

Level. 

Remarks. 

Half  snm  of 
(lecliuatioD. 

Corrections. 

1   * 
5 

N. 

S. 

Micrometer 
and  i-et'er- 
euce. 

Level. 

Meridian. 

Latitude. 

1 

t.       d. 

2J)0       10  4:j.  0 
314        26  30.  0 

d. 
20.0 
4d.  0 

36.0 
37.0 

3^.0 
3c!.  5 

25.0 
50.5 

46.0 
23.5 

d. 
35.  0 
16.0 

27.5 
27.0 

25.0 
24.5 

:}6.5 
11.0 

17.5 

40.0 

0        /           /' 

41  38  21.  6 

+  8  13.2 
—  1  50.2 
-f  4  26.2 
-h  3  49.  0 
-f  2  18.6 

II 
+  7.1 

4-5.1 

-f  7.4 

+  7.7 

+  3.3 

o     /        // 
41  46  41.9 

:i30        12  32.  5 
343        l.'i  h7.  0 

48  24.  0 
42    6.8 
42  45.8 

38.9 

400 
441 

16    9.8 
24  66.2 

13  65.  0 
20  Oe.  5 

24  30.0 
19  93.0 

40.4 

480 

r»oi 

41.5 

569 

Cloudy.... 

44  19. 1 

41.0 

NOVEMBER  8,  1872. 


8212 
fc<22.'» 
8237 

82ri6 

82?<4 
e*322 

8330 

4 

51 

58 

101 
114 


215 
239 

2r>0 
2:»3 
V»2 


3:«) 

343 

400 
441 

4fi0 
501 

.W 
560 


.5p)^ 
610 
6<i5 
6}^ 

915 

962 


3  65.  0 
20  17.3 

25  74.7 

35  8.5.  5 

5  5^^.  0 

29  67.7 

26  88.  0 
20  40.0 

24  86. 0 
11  87.0 

1  77.0 
33  37.0 


Gr.96  ,  8  57.  8 

146  1  10  50.  0 

153  26  26.  0 

166  15  44.0 


37  46.  0 
U  30.0 

0  63.  6 

?;1  20.  0 
3  35.6 


299         7  04.  5 
314  1     24  11.5 


12  27.  0 

15  93.  5 

16  5.0 

24  48.  0 

12    3.0 
19  42.  5 

2.3  81.  0 
10  01.  0 


38  76.  :> 

22  32.  3 

1  23.7 

8     ^.5 

41  40.0 
27  J."^.  2 


23.5 
40.0 


36.0 

29.6 

29.0 
32.0 

24.0 
41.0 

19.0 
32.0 

29.0 

27.6 

16.0 
39.0 

17.0 
40.0 


21.0 
18.0 

30.0 
34.0 

20.0 
42  0 

13.  5 
44.5 

25.0 
32.  5 


27.0 

34.0 

38.0 
22.0 


16.0 
14.0 


16.5 


18.5 

30.0 
7.0 

28.5 
6.0 


n 


41  37  59.  4 

35    6.7 

49  47.  8 
34    6.9 


+  8  33.5 

+  11  26.8 

—  3  12.  0 
+  12  28.9 


+  9.4 

+  9.4 

+  5.4 
+  5.4 


43  11.8       +3  21.4      +8.6 


39  45.  0       +6  43. 7 


+  10.7 


30  15.8  +16  22.1  +3.0 

50    6.  9  —  3  33.  3  +  5.  7 

40    4.  4  —  2  30.  7  {  +  5,  7 

40  57.  4  +5  36.  2  '  +  5.  7 


60    6. 6       —13  33.  0     +  4. 9 


29    6.9       +17  26.2+6.2 
40    0.  4        +  6  35.  5  '   +  6. 2 


38  21.  9  ;     +  8  22. 6 


48  24.  5  I     —  1  53.  9 


42    7.2 


42  46. 1 


44  19.5 


27    5.7 
39  11.0 


—  3.8 


+  10.1 


+  4  22.0      +13.2 


+  3  49.  8 


+  2  13.6 


+  6.0 


5.  9  1 


53  58. 1 
*  Level  donbtful. 


+  19  26.4  i   +7.7 
+  7  22.  5  j   +  7.  7 


—  7  24.  7      +  6. 2 


41  46  42.  3 

42.9 

41.2 
41.2 

4L8 
39.4 


40.9 

39.3 
39.4 
39.3 


3a  5 


39.3 
42.1 


40.7 
40.7 
42.4 
41.9 
39.0 


39.8 
41.2 


39.6 
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Observations  and  computations  for  latitude  of  Fort  Fred  Steele,  TTyo, — ContiDued. 

NOVEMBER  8,  1872. 


o 


S  « 

a 


10:)7 
lOll 
1017 

1052 

1058 

IIU 

113:^ 

1143 

l-i5'2 
1208 

1320 
1339 

1397 
1398 
1414 


I" 


Level. 


t.    d. 

14  97.  2 

22  25.  7 
12  71.5 

24  51.  0 

11  88.8 

23  84.8 

15  pO.8 

11  4.0 

4  77.0 
29    0.5 

14  88.  5 
10  53.0 

12  41.0 
10  62.  5 

24  64.  0 


N. 


d. 
27.0 

35.6 

19.0 
46.0 

25.0 

42.0 

28.0 
31.0 

40.0 
18.0 


20.0 
43.0 


Bemarks. 


S. 


d. 
19.0 


7.5 
28.0 


27.0 
4.0 


Half  sum  of 
decliaatiou. 


>/ 


41  45  20. 1 
41  33.3 


53    2.7 

39  51.2 
44    0.9 


59    6.9 


48  50.5 

52  52.5 

53  45.  2 


Corrections. 


Micromett^r 
and  refer- 
ence. 

Level. 

/      // 

// 

+  1  10.2 
+  4  56.6 

+  8.5 

+  8.5 

-  6  32.3 

+  10.1 

+  6  38. 1 
+  2  28.  2 

+  11.0 
+11.0 

-12  33. 2 

+  6.7 

-  2  15.  4 

+  6.2 

-  6  20.1 

-  7  15.  6 

+  8.8 
+  8.8 

,  Latitude. 


Meridian. 


41  46  >,  r 


«ji5 


40.3 

40.1 


4(14 


41.3 
41  i 

:^.4 


NOVEMBER  10,  1872. 


8212 
8-223 
8-^37 

8330 

8374 

4 

146 
166 

299 
314 

480 
501 


3  76.0 
20  47.0 
26    2.0 

26  44.0 
15  75.  5 

19  71.  0 

9  53.7 
14  42.0 

8  23.7 
24  54.0 

12  44  0 

20  33.5 


8.0 
42.0 


16.0 
42.6 

33.0 

42.0 

18.0 
22.0 

28.0 
15.0 


40.0 
•6.0 


42.0 

i6.'6 

23.0 
14.0 

40.0 
35.0 

29.0 
42.0 


Cloudy.. 


41  37  59. 5 
35    7.0 


41    8.6 
43  12.0 


49    4.7 


38  22.3 


42  46.  6 


+  8  39.3 
+  11  3L8 


+  5  32.1 
+  3  29.2 


-  2  31.8 


+  8  26.7 


+  4    2.3 


+  1.1    '     41  46  4<H 

+  1-1    39.J 


0.0 
0.0 


+  10.4 


-9.9 


-7.7 


a: 
ili 


».i 

4L5 


NOVEMBER  12,  1873. 


7778 
7798 

7815 
7M3 

7880 
7894 

7962 
7972 
7994 

8024 


2  35.0 
34  47.7 

16  82.2 

17  6.0 

16  86. 2 
19  80.0 

28  50,5 
6  97.0 
8  5.0 

6  71.5 


8032  I  22  33.  5 


8212 
8223 
8237 


4  87.0 
21  66.0 
27  24.  5 


36  46. 


8256 

8284         6  18.0 

e322       29  93. 0 


8330 
8374 


27  10.0 
16  80.  0 


25.0 
42.0 

3L0 
38.0 

23.0 
29.0 

31.0 

40.0 
39.0 

32.0 
45.0 

33.0 

'27.6 


34.0 


26.0 
10.0 

20.0 
12.0 

24.5 
18.5 

28.0 
21.0 
24.0 

30.0 
20.0 

30.0 

36.' 5' 


29.0 


58.0 


5.0 


41  63  10. 3  -16  38. 5 

45  36. 2  +  0  54.  8 

45    8.  5  +1  31. 3 

I 

57  41,  0  I  —11    9. 3 

47    1.  9  ;  -  0  33.  5 

54  37.  7  -  8    5.  5+7, 


37  59.  8 
35    7.2 

49  48.  2 
34     7. 2 


+  8  41,8 
+  11  35.4 

-   3  23. 1 

+ 12  18. 1 


41     8.  7       -   5  18.  3 


+  8.6 

+10.1 

+  2.4 

+  6.1 

+  8.3 

+  7.4 

-  1.8 

-  1.7 

-:  16.0 
+  16.0 

^   16.0 

41  46  40l4 

4L1 
42.2 

r  • 

36.: 

39.  c 


3?.! 

4ii.9 

41.1 
41.3 


43.6 
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Obsetraiiona  and  computations  for  latitude  of  Fort  Fird  StedCj  ll'yo. — Cou  tinned. 

XOVEMBER  12.  1872. 


k  .• 

S  -i 
£.2 

II 

Le^ 

kul. 

Half  snra  of 
ilecliiiutiun. 

Corrections. 

E  ■ 

N. 

S. 

Remarks. 

Micrometer 
and  refer- 
ence. 

Level. 

Meridian. 

Latitude. 

51 

t     d. 

25  e2.3 
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lieaulting  astronomical  co-ordinates. 

The  daily  results,  couibiuing  the  observations  of  November  10, 18,21,  and  26.  to  one  re.sult,  will  l> 

No.  of  oba.     o     '       " 

November    4 31  4146  40.30 

6 27  40.18 

'  8 30  40.41 

JO o.^  39.".»9 

10.  i8,2i.'and  26  !'*.".'.*.!'."!!!!.*.'.*.'!'.'.'.        24  4()!oO 

24 30  4o.:rr 

27 36  40.42 

Giving  every  mean  the  same  weight,  the  final  result  for  the  latitude  of  Fort  Fred  Steele  will  be : 

Latitude 41°  46'  40".24  ±  0".O5 

Longitude. 7^1.    7m.  47*.25  or  106    5<»   48  .80  west  of  Grec-nwic 

1     59       35  .13  or    29    53   47  .00  west  of  Waahingi 
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LAR^VMIE. 

Longitude— 105^  35'  3.T'.riO  W. 
Latitude— 41-  18'  51".8  -|-  0".08  N. 

At  Laramie,  a  poiut  iu  an  open  lot  northeast  from  and  near  the 
railroad  depot  was  selected  as  the  station.  It  was  not  a  desirable  lo- 
cality, but  was  about  the  only  alternative  by  reason  of  the  position  of 
the  telegraph  wires.  There  was  no  possible  objection  to  the  position  so 
far  as  the  surface  of  the  land  was  concerned,  for  the  entire  vicinity  is 
but  a  gently  undulating  plain  ;  but  the  observatory  being  in  the  middle 
of  the  city,  the  view  both  north  and  south  was  intercepted  at  short  dis- 
tances by  houses,  making  it  impossible  to  lay  out  any  extended  meridian 
line.  Laramie  stands  centrally  on  the  great  plateau  bearing  the  well- 
known  name  **  Laramie  Plains,"  and  to  my  notion  is  the  most  inviting 
town  on  the  whole  transcontinental  route.  These  plains,  though  some 
7,000  feet  above  the  level  of  the  sea,  are  well  clothed  in  grass,  (but  des- 
titute of  other  forms  of  vegetation,)  and  watered  by  the  Laramie  River, 
which  flows  with  a  gentle  current  northerly  through  the  valley.  Mount- 
ains are  visible  to  the  right  and  left,  and  though  from  8,000  to  10,000 
feet  high,  appear  only  as  slight  ridges  and  low  peaks  from  this  elevated 
plateau. 

Meteorological, — Two  weeks  of  December  were  spent  here,  and  the 
meteorological  conditions  experienced  found  to  be  very  similar  to  those 
of  the  previous  month  at  Fort  Steele.  The  same  violent  dust  and 
snow-storms  prevailed,  and  though  not  quite  so  cold  as  it  had  been,  it 
was  not  possible  to  run  the  observatory  without  a  stove.  Here,  as  at 
Fort  Steele,  there  were  times  when  it  required  the  best  exertion  of  the 
observers  to  keep  the  observatory  and  all  its  appliances  from  being 
blown  away. 

Observatory. — The  observatory  consisted  of  a  hospital-tent — the  same 
that  was  used  at  Cheyenne.  The  assistants  were  also  the  same.  The 
operator  was  Mr.  Williams,  of  the  West^hi  Union  line. 

Instruments, — Precisely  the  same  as  were  used  at  Cheyenne  and  Fort 
Steele. 

Connections, — Connection  was  made  with  Salt  Lake  by  a  loop  into  the 
main  wire  of  the  Western  Union  line.  Some  observations  for  latitude 
were  made  on  each  of  the  nights  of  December  6,  7,  8,  11,  13, 15,  and  17. 
On  the  nights  of  the  9th,  12th,  and  IGth,  observations  for  time  were  made 
and  exchanged  with  Salt  Lake  for  difl'erence  of  longitude.  Of  all  the 
stations  occupied  by  Assistant  J.  H.  Clark  this  has  proven  the  least  sat- 
isfactory, by  reason  of  smoke  and  dust,  and  the  near  vicinity  of  moving 
trains. 

Instrumental  values, — See  report  on  the  Cheyenne  station. 

Tahle  containing  the  corrections  of  chronometers  and  their  rates. 

Laramie. 
Correction  of  Salt  Lake  chronometer. 
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Correction  of  Laramie  chronometer. 
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Ohaerrationa  and  comjmtationa  for  latitude  of  Laramie,  Wyo, — Continued. 
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Observations  and  computations  for  latitndt  of  Laramie^  TTyo. — Continoed. 


DECEMBER  8,  1872. 
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Observations  and  compHtaUons  for  latitude  of  Laramie,  W'yo.— Continued. 
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Resulting  astronomical  co-ordinates. 

The  following  table  cont-ains  the  daily  means  for  latitude : 

1872.  No.  ofobs.      Mean  latitude  obtained. 

December  6 IS  4118  52.43 

7 13  51.50 

8 24  51.93 

11 21  51.83 

13 17  51.el 

15 40  51.46 

17 22  51.79 

The  mean  of  the  daily  results  gives  51".  82 ;  the  mean  of  all  observations  made,  51".  78. 

Adopted  latitude 41^  18'51".80  ±  0'^  08 

Longitude 1^    2"  22»,24  or  lO.i"  35'  33".  60  M-e«t  of  Gre<-nwifi. 

1  54«  10'.  12  or    28=  32'  31".  80  weet  of  WaahrD?ti« 

The  followiug  points  are  proposed  for  occupation  as  raain  astroDoiuical 
stations  during  the  field-season  of  1S74: 

1.  Las  Vegas,  N.  Mex. 

2.  Cimarron,  N.  Mex. 

3.  Sidney  Barracks,  Keb. 

4.  Julesburgh,  Neb. 

5.  Crossing  of  the  Union  Pacific  Railroad  by  the  one-buudredth  me- 
ridian, or  at  the  !North  Platte  station,  Nebraska. 

The  above  will  be  sufficient  during  the  coming  year  to  answer  all  the 
wants  experienced  in  checking  belts  of  triangles  to  be  exteudeil  over 
the  area  to  be  surveyed,  and  will  continue  the  work  upon  the  astrononi 
ical  base. 
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The  usual  lield-astronomical  observatious  will  be  kept  up,  in  accord- 
ance with  the  elaborated  scheme  of  survey  determined  upon  for  the 
prosecution  of  further  geographical  work  by  the  officers  in  executive 
charge  of  the  several  parties. 

GEODETIC  AND  ASTRONOMICAL. 

The  character  of  the  observations  made  in  this  most  important  bnanch 
of  the  survey  has  been  improved  and  perfected  so  far  as  consistent  with 
the  policy  oif  covering  large  geographical  areas  during  a  single  field- 
season.  The  problem  of  conducting  a  geographical  survey  over  mount 
ainous  areas  by  methods  at  once  thorough  and  rapid  presents  many 
grave  difficulties,  prominent  among  which  is  the  uncertainty  as  to  the 
extent  of  the  physical  obstacles  to  be  encountered.  Tbe  present  organ- 
ization will,  however,  during  the  coming  season  prosecute  its  labors  in 
accordance  with  a  certain  plan  conditioned  upon  the  character  of  the 
several  portions  of  the  area  to  bo  entered,  and  founded  upon  a  compre- 
hensive system  of  triangulation  developed  from  bases  whose  extremities 
and  azimuths  are  well  determined,  the  former  by  astronomical  methods. 
These  series  of  triangles  network  the  entire  area,*  and  in  addition  thereto 
the  horizontal  and  vertical  values  of  the  drainage  lines  of  the  several 
mjiin  and  sub  basins  are  determined. 

The  progress  of  the  geodetic  survey  of  the  character  proposed  is  some- 
what slower  than  by  the  methods  employed  prior  to  the  season  of  1873; 
but  when  confined  to  areas  of  the  i>ublic  domain  that  are  attracting 
attention  on  account  of  their  mineral  or  other  resources  developing,  and 
about  to  be  developed,  where  the  Indian  tribes  are  quiet,  the  decrease 
in  cost  because  of  the  smaller  number  of  persons  required  in  each  party 
for  reasons  of  safety  makes  apparent  the  fact  that  a  well-established 
policy  as  to  the  character  of  the  surveys  over  such  areas  may  be  reached. 
I  have  reason  to  believe  that  such  a  course  is  about  to  be  adopted,  and 
in  consequence  hereafter  some  of  the  parties  of  the  survey,  at  least, 
may  annually  be  sent  to  areas  not  occupied  by  hostile  Indians ;  while 
other  parties  may  be  directed  to  more  inaccessible  portions  of  mountain- 
territory,  where  reconnoissance-work  alone  is  required,  and  where  escorts 
will  be  needed. 

In  the  season  of  1S73,  the  astronomical  coordinates  of  points,  and  the 
determination  of  meridional  line^  through  them,  were  determined  at 
Hughes',  Colorado  Springs,  and  Trindad,  Col.,  and  Fort  Union,  N.  Mex.,  all 
on  the  eastern  base  of  the  Rocky  Mountain  range,  and  a  series  of  triangles 
developed  from  bases  at  these  points  into  portions  of  Colorado,  New 
Mexico,  Eastern  Utah,  and  Eastern  Arizona.  The  labors  of  the  saason 
of  1874  will  take  up  the  triangulation  at  the  points  where  it  was  left  in 
the  preceding  season,  for  the  purpose  of  completing  it  over  the  area 
extending  from  the  latitude  of  Denver  southward  to  the  thirty-second 
parallel.  The  several  belts  will  be  joined  to  a  number  of  points,  all  of 
which  are  along  nearly  the  same  meridian  east  of  the  Rocky  Mountain 
ridge.  The  bases  are  measured  by  compensated  steel  tapes,  referred  to 
a  standard,  and  a  sufficient  number  of  repetitions  made  to  guarantee  a 
small  probable  error.    The  azimuths  are  also  carefully  determined. 

At  the  extremities  of  the  developed  b«ases,  angular  measurements  are 
taken  to  the  most  prominent  points  of  the  adjacent  triangulation-belt, 
which  points  are  natural  objects — usually  hi;:^^  mountain-peaks. 

The  extension  of  the  triangulation  is  made  from  point  to  point  in 
accordance  with  the  plan  made  at  the  beginning  of  the  season,  and  the 
azimuth  of  at  least  one  side  of  everv  triaiiirle  determined. 

37  ENa 


578         REPORT  OF  THE  CHIEF  OF  ENGINEERS. 

Within  the  main  or  principal  triangles  there  is  measured  a  series  of 
minor  triangles,  covering  the  entire  mountain-area,  checked  latitudinally 
at  specified  points.  The  checks  used  for  the  remaining  detaile<l  opera- 
tions of  the  survey  are  by  latitudes  along  the  meanders,  and  by  the 
connection  of  station-points  with  three  or  more  main  or  prominent  points 
within  the  horizon  of  each.  The  belts  of  triangles  are  further  controlled 
by  interior  check-bases  at  distances  not  exceeding  one  hundred  and  fifty 
miles  from  the  primary  astronomical  point.  By  these  methods,  forty 
four  main  triangulation-points  were  occupied  in  New  Mexico  and  Ari- 
zona and  thirty-six  in  Colorado  during  the  season  of  1^73. 

When  the  connection  is  made  between  the  two  sets,  their  publication 
will  indicate  the  character  of  the  results,  which  have  so  far  proven  very 
satisfa<;tory,  since  the  geographical  position  of  most  of  the  points  usd 
could  not  be  sufficiently  ascertained  in  advance  to  always  insure  cer 
tainty  as  to  resulting  well-conditioned  triangles. 

A  part  of  the  topographic  work  of  1873,  especially  that  in  Golorada 
demands  a  representation  upon  a  scale  of  one  inch  to  four  miles,  because 
of  the  intricate  character  of  the  several  drainage-lines  within  the  Rocky 
Mountain  system.  This  will  in  no  wise  interfere  with  the  regular  and 
systematic  plan  proposed  for  the  atlas  of  the  region  w  est  of  the  one  hon- 
dredth  meridian.  Since  the  final  publication  of  the  same,  may  be  made 
upon  a  scale  of  one  inch  to  eight  miles. 

The  remarkably  fruitful  results  from  the  topographical  work  of  the  past 
season  are  a  matter  of  much  congratulation  to  me,  since  the  several  areas 
were  widely  distributed  and  the  different  points  of  departure  compara- 
tively remote.  Certain  of  the  topographical  assistants,  too,  were  inci 
perienced ;  yet,  notwithstanding  all  this,  and  the  multitude  of  physical 
obstacles  constantly  in  the  path  of  each  one  of  the  parties*,  the  area 
covered  has  been  notably  large,  and  almost  equal  to  that  of  the  season 
of  1871,  when  it  was  jMincipally  by  reconnoissance- methods  that  the 
results  were  obtained.  v. 

It  has  been  alone  due  to  the  untiring  vigilance  of  the  officers  in  charge 
and  the  industry  of  the  several  topographical  assistants  that  the  mate 
rial  for  the  important  contributions  to  the  geography  of  so  large  a  part 
of  onr  western  interior  has  been  gathered. 

3IETE0R0L0GICAL  BRANCH. 

The  general  method  of  the  previous  seasons  has  been  followed  during 
that  of  1873.  Hourly  observations  have  been  taken  at  the  primary 
astronomical  stations  with  the  cistern-barometer,  psychrometer,  and  ane 
mometer.  As  many  cistern-barometers,  aneroids,  and  ps^xhrometers 
as  could  be  used  to  advantage  have  been  distributed  among  the  diflferent 
ent  field-parties,  and  a  system  of  observation  has  been  so  adapted  to 
camps,  triangulation,  topographical,  and  other  stations,  as  to  insure 
the  determination  of  the  greatest  possible  number  of  altitudes.  The 
record  of  all  these  observations,  up  to  the  close  of  the  field-season  of 
1873,  has  been  transcribed  upon  computation-sheets,  corrected  and  ^^ 
duced,  and  the  computation  of  altitudes  is  going  forward. 

It  is  proposed  to  group  these  altitudes,  in  accordance  with  the  main 
topographical  features  of  the  country,  in  tables,  which  will  appear  in 
volume  3  of  the  series  of  publications. 

The  contents  of  this  volume  will  be — 

1st.  A  synopsis  of  the  general  plan  for  meteorological  observations, 
the  methods  of  reduction  and  computation,  and  the  application  of  the 
results. 
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2(1.  The  tables  of  altitudes,  with  general  descriptiou  of  the  locality 
of  each  group. 

3d.  Contour-maps  of  the  atlas-sheets,  with  the  curves  at  such  inter- 
vals of  altitude  as  are  warranted  by  the  results  in  barometric  hypsome- 
try,  in  conjunction  with  the  elevations  and  vertical  distances  determined 
by  the  topographers. 

•ith.  Tables  and  plates  deduced  from  the  hourly  observations  at  the 
astronomical  stations.  These  will  comprise  the  abnormal  and  horary 
oscillations,  and  the  changes  in  temperature  and  humidity  of  the  atmos- 
phere, with  their  effect  upon  the  mercurial  column. 

With  these  will  be  published  all  facts  that  have  been  observed  con- 
cerning the  climate  and  climatal  oscillations,  with  a  description  of  the 
X^hysical  geography  of  the  region  of  territory  surveyed. 

This  branch  of  the  survey  is  indebted  to  the  cordial  cooperation  of 
the  United  States  Signal-Service. 

It  has  not  been  i)racticable,  with  the  limited  force  that  could  be 
employed  in  working  up  the  meteorological  observations,  to  prepare  this 
matter  for  publication ;  but,  as  time  can  be  spared  from  other  branches, 
this  will  gradually  be  brought  forward. 

Being  an  auxiliary  to  the  other  branches  of  the  survey,  it  is  in  all 
respects  subordinate  to,  and  most  of  its'results  incorporated  with,  them. 

GEOLOGICAL  BRANCH. 

Four  professional  geologists  have,  for  different  periods,  been  employed 
to  accompany  the  several  geographical  parties  and  examine  the  struc- 
ture of  the  region  traversed.  Of  these,  Mr.  G.  K.  Gilbert  was  engaged 
in  1871,  and  has  continued  with  the  survey  up  to  the  present  time  5 
Mr.  A.  R.  *Marvine  was  employed  during  a  portion  of  the  first  year 
only ;  Mr.  E.  E,  Howell  during  the  second  and  third,  and  Prof.  J.  J. 
Stevenson  during  the  third  year. 

In  1871,  Mr,  Gilbert  traveled  mostly  with  the  main  field-party,  cross- 
ing portions  of  Nevada,  California,  and  Arizona,  and  making  the  voyage 
of  the  Colorado.  Mr,  Marvine,  who  spent  but  two  months  at  geological 
work,  began  his  observations  at  St.  George,  Utah,  and  continued  them, 
via  Prescott,  Camps  Verde,  and  Apache,  to  Tucson,  Ariz. 

The  succeeding  year,  Messrs.  Gilbert  and  Howell  were  employed  prin- 
cipally in  Western  and  Southern  Utah ;  but  their  examinations  also 
reached  into  Eastern  Nevada  and  Northern  Arizona. 

For  the  greater  portion  of  the  season  Mr.  Gilbert  accompanied  Lieu- 
tenant Hoxie,  and  Mr.  Howell  the  main  division;  but,  upon  the  return - 
inarch,  Mr.  Howell  joined  Lieutenant  Hoxie's  party,  while  Mr.  Gilbert 
was  detached,  and  traveled  alone  by  way  of  the  valley  of  the  Sevier  to 
the  final  rendezvous  at  Salt  Lake  City. 

In  1873,  Mr.  Howell  accompanied  Lieutenant  Hoxie  throughout  the 
season,  spending  the  earlier  portion  of  it  in  Southern  Central  Utah,  and 
the  latter  in  Western  New  Mexico;  Mr.  Gilbert  traveling  with  divisions 
of  the  main  party  in  New  Mexico  and  Eastern  Arizona,  and  Professor 
Stevenson  with  the  party  commanded  by  Lieutenant  Marshall  in  Colo- 
rado. 

In  all  cases  the  geologists  were  assigned  to  separate  topographical 
parties,  and  their  routes  arranged,  so  as  to  give  them  opportunity  to 
acquire  the  most  comprehensive  ideas  of  the  character  of  the  country', 
and  to  obtain  the  fullest  collection  of  data  in  a  little-known  region. 

To  get  a  right  understanding  of  the  results  of  their  work,  it  is  neces- 
sary to  appreciate  a  broad  distinction  that  exists  between  two  regions 
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of  country  that  were  eutered.  Almost  the  entire  region  included  be 
tween  ''  the  Plains-'  and  the  Pacific  Ocean  is  mountainons ;  that  is,lltt 
rocks  which  are  its  foundation  are  bent  and  broken  and  uphfted  into 
ridges,  which  ridges  are  mountain  ranges.  But  there  is  one  exceptional 
area  in  which  the  beds  of  rock  lie  level,  or  nearly  so,  and  this  was  named 
by  myself  in  the  year  1871  the  ''  Colorado  Plateau"  region.  In  its  gee 
era!  features,  it  contrasts  very  strongly  with  the  surrounding  mount 
ain  country.  It  consists  of  a  system  of  tables,  in  places  rising  above 
each  other  in  step-like  order,  and  elsewhere  divided  by  narrow,  deep, 
and  often  impassable  gorges.  A  large  portion  of  this  region  is  drained 
by  the  Colorado  and  its  tributaries,  but  other  parts  send  their  waters 
to  the  Sevier  Desert  and  via  the  Ilio  Pecos  to  the  Rio  Grande. 

Of  the  political  divisions,  it  comprises  portions  of  Utah,  Colonic, 
Arizona,  and  New  Mexico,  and  its  physical  boundaries  are  the  Uiutali 
Mountains  at  the  north,  the  Rocky  Mountains  at  the  east,  and  at  the 
west  and  south  the  regions  of  the  Cordilleras. 

Through  the  labors  of  the  topographers  and  geologists,  the  general 
dimensions  of  this  area  are  now  for  the  first  time  known,  and  its  west 
ern,  southern,  and  southeastern  boundaries,  making  a  line  900  niib 
long,  are  drawn  on  the  map. 

Within  it  are  excex)tional  opportunities  for  the  study  of  certain  special 
geological  subjects,  and  to  these  their  attention  has  been  turned.  One 
of  them  is  that  of  erosion  by  running  water,  which  finds  its  sni)erlatiTe 
expression  in  the  caiions  of  the  Colorado,  and  is  there  contrasted  with 
erosion  by  rain  and  compared  with  erosion  by  drifting  sand. 

Another  subject  is  that  of  the  origin  of  mountains;  for,  although  tk 
plateaus  are  distinctively  not  mountains,  they  contain  certain  sinipk 
dislocations  which  are  the  germs  of  mountains,  and  bear  the  sam 
relation  to  dynamical  geology  that  embryos  bear  to  biology.  These 
dislocations  are  faults  and  simple  folds,  and  they  have  been  traced  and 
studied  for  hundreds  of  miles. 

Another  subject  to  which  great  attention  has  perforce  been  given  is 
that  of  volcanic  phenomena. 

Every  State  and  Territory  west  of  the  plains,  every  physical  divisioa 
the  Rocky  Mountains,  the  Plateaux,  the  Cordilleras,  are  crowded  withtke 
products  of  volcanic  action,  ancient  and  modern.  Hardly  a  mountain 
range  lacks  them. 

The  largest  consecutive  areas  without  them  are  among  the  plateaai: 
but  in  that  same  province,  also,  are  some  of  the  largest  lava-fields. 

In  Southern  Utah  there  are  connected  floods  of  lava,  covering  an  am 
of  5,000  squjire  miles ;  and  of  this  area  the  geologists  of  the  expedition 
have  obtained  data  for  geological  maps. 

They  have  also  approximately  defined  the  limits  of  a  similar  area  in 
Arizona  and  New  Mexico  not  less  than  20,000  square  miles  in  extent, 
and  never  before  recognized  as  a  connected  belt. 

Of  the  conclusions  which  they  draw  from  their  accumulation  of  vol 
canic  data,  one,  at  least,  is  of  general  interest,  namely  :  that  eruptions 
in  our  western  territory  will  be  again  resumed,  which  occurrences  may 
take  place  at  any  time.  In  the  pa^t,  they  have  occurred  so  recently 
that  it  is,  indeed,  surprising  that  there  is  no  human  record  of  them. 

The  distribution  of  the  geological  formations  has  been  made  out  witb 
a  good  degree  of  accuracy  in  the  portions  of  the  plateau  country  and 
Rocky  Mountains  that  have  been  examined;  but  in  the  region  of  the 
Cordilleras  less  has  been  accomplished,  for  the  reason  that  all  relatioo> 
there  are  more  complicated  and  no  strata  can  be  traced  continuou8ljf*»f 
great  distances.  Among  the  contributions  to  stratigraphical  knowled<?p 
are  the  determmaUoii  oi  Wx^  T^xU^Yy  age  of  the  Sam  Pitch  coals  of 
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Utah,  of  the  Cretaceous  age  of  the  coals  of  Castle  Vallej'  and  Southern 
"Ctfth,  and  of  the  Cretaceous  age  of  the  disputed  coal-series  of  Colorado. 
Tertiary,  Cretaceous,  Jurassic,  Carboniferous,  and  Silurian  rocks  have 
been  identified  by  fossils  in  Utah,  and  all  of  these  but  the  Jurassic  in 
New  Mexico ;  in  Colorado  and  Arizona,  Cretaceous,  Carboniferous,  and 
Silurian ;  in  Nevada,  Jurassic,  Carboniferous,  and  Silurian ;  and  in  South- 
ern California,  Carboniferous  and  Silurian. 

The  age  (heretofore  in  doubt)  of  the  shale  and  sandstone  at  the  base 
of  the  series  of  strata  exposed  in  the  Grand  Caiion  of  the  Colorado,  has 
been  ascertained  to  be  primordial. 

Of  special  subjects  of  study,  one  of  the  most  interesting  has  been  that 
of  the  glacial  epoch.  The  southern  limit  of  the  ancient  system  of  gla- 
ciers has  been  ascertained  through  the  entire  extent  in  longitude  of  the 
survey,  and  an  attentive  examination  hasjbeen  made  of  the  record  of  an 
expansion  of  Great  Salt  Lake,  which  occupied  the  valleys  of  Utah,  while 
its  highest  mountain-gorges  were  clicked  with  ice. 

The  elaboration  of  these  results  into  reports  for  publication  has  occu- 
pied the  geologists  during  the  winter-months. 

The  report  of  Mr.  Marvine  is  in  manuscript,  ready  for  the  press,  and  the 
same  may  be  said  of  the  report  of  Mr.  Gilbert  for  the  field-work  of  the  sea- 
son s  of  1871  and  1872,  and  of  that  of  Mr.  Howell.  A  portion,  however,  of  the 
notes  of  the  latter  gentleman  have  been  put  into  the  hands  of  Mr.  Gil- 
bert to  combine  with  some  closely-related  examinations  of  his  own,  and 
embody  in  the  report,  upon  which  he  is  now  engaged,  of  his  examina- 
tions in  1873. 

Professor  Stevenson  has  completed  and  submitted  his  report,  with  the 
exception  of  a  single  chapter.  The  whole  will  fill,  when  printed,  about 
350  quarto  pages. 

In  the  preparation  of  these  reports,  the  itinerary  form,  so  easy  to  write, 
but  so  inconvenient  for  use,  either  by  the  general  reader  or  by  the  future 
student  in  the  same  field,  has  been  avoided,  and  all  the  material  pre- 
sented has  been  thoroughly  classified.  Facts  of  common  character  have 
been  brought  together,  and  where  their  importance  warranted,  have  been 
briefly  discussed  in  their  relations  to  each  other  and  to  cognate  facts 
in  other  fields ;  and  it  is  believed  that  the  arrangement  is  such  that  the 
various  data  will  be  readily  accessible  to  those  who  shall  have  occasion 
to  use  it. 

An  atlas  of  geological  maps  is  in  preparation,  to  accompany  the 
reports. 

The  general  facts  of  rock-distribution  are  to  be  indicated  by  colors  laid 
upon  the  topographical-atlas  sheets,  and  special  maps  will  be  constructed 
to  illustrate  some  other  features,  such  as  the  distribution  of  glacial  phe- 
nomena and  of  thermal  springs. 

The  illustrations  with  the  text  will  consist  of  fourteen  plates,  derived 
chiefly  from  photographs  of  peculiar  geological  features,  and  of  a  large 
number  of  wood-cuts,  the  major  part  of  which  are  now  drawn. 

The  wood-cuts  are  chiefly  diagrams  and  sections  representing  rock- 
structure,  and  are  strictly  explanatory  of  the  text. 

The  geological  collections  (without  including  the  fossils  and  ores) 
number  2,700  specimens.  One  of  their  chief  uses  has  been  already  sub- 
served in  enabling  the  geologists  to  study,  during  the  preparation  of 
their  reports,  peculiarities  of  texture  and  composition  that  could  not 
receive  full  attention  in  the  field ;  but  a  larger  portion  of  them  have  a 
X)ermanent  value  also  as  material  for  special  lithological  study. 

It  is  hoped  that  at  some  future  day  the  volcanic  rocks,  which  out- 
number all  others  in  the  collection,  can  be  placed  in  the  hands  of  a  com- 
petent specialist  for  study. 
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PALEONTOLOGY. 

The  fossils  number  4,500  specimens,  and  come  from  all  portions  of  t\\e 
area  examined.  They  have  had  their  first  (geological)  use  in  identify- 
ing the  several  formations  in  a  great  number  of  localities,  and  promise 
to  reward  richly  their  paleontological  study.  A  prelimiuary  examina- 
tion has  been  made  of  the  invertebrates  by  Mr.  F.  B.  Meek,  the  paleon- 
tologist, and  upon  his  judgment  an  estimate  has  been  made  of  150  quarto 
pages  of  text  and  30  plates  for  the  description  of  the  new  forms. 

The  vertebrate  remains,  including  bones  of  mastodon,  horse,  camel, 
rliinoceros,  &c.,  have  been  submitted  to  Prof.  ().  C.  Marsh,  who  will 
report  upon  them. 

The  collections  were  made  by  the  geologists  and  mineralogists  of  tk 
expedition,  and  by  Assistant  George  M.  Keasby,  who  accompanied  one 
of  the  parties  in  New  Mexico  in  the  last  season  with  the  special  errand  • 
of  gathering  vertebrate  remains. 

MINERALOGY. 

During  the  field-season  of  1871,  Acting  Assistant  Surgeon  W.  J. 
Hoffman  accompanied  the  expedition  as  naturalist  and  mineralogist^ 
and  in  1873  Dr.  O.  Loew  joined  the  survey  as  mineralogist  and  chemist. 

Besides  the  collections  of  these  gentlemen,  a  great  many  specimens  of 
minerals  and  especially  of  ores  have  been  gathered  by  the  ofiicers  in 
charge  of  parties  and  by  the  geologists. 

The  entire  accumulation  numbers  1,600  specimens.  Dr.  Loew  ba* 
prepared  a  report  to  be  included  in  the  geological  volume,  comprising, 
with  a  r68iim6  of  the  results  of  previous  years,  a  full  account  of  his 
chemical  and  other  investigations.  It  is  now  ready  for  the  press,  will 
fill  45  pages,  and  includes — 

1.  A  report  on  the  agricultural  capacities  and  lands  of  portions  of 
New  Mexico  and  Arizona,  with  notes  on  the  geographical  distribution  of 
plants,  and  on  several  cosmical  phenomena.       ' 

2.  The  analyses  of  all  mineral  springs  encountered,  of  saline  efi3o- 
rescences  and  incrustations ;  also  analyses  of  soils  and  plants,  of  coal- 
specimens,  ores,  kaolins,  and  of  a  fossil  resin  hitherto  unknown. 

3.  A  description  of  the  volcanic  rocks  of  New  Mexico  and  Arizona, 
with  numerous  analyses.  In  some  of  these  rocks,  cobalt  and  nickel  were 
found,  an  occurrence  heretofore  not  observed. 

4.  Tables  comprising  the  minerals  collected,  their  occurrence  in  Ne- 
vada, Utah,  Arizona,  New  Mexico,  and  Colorado.  These  comprise  the 
collections  of  the  last  four  years,  and  are  arranged  after  the  chemical 
system  of  Professor  Dana. 

Numerous  mining-districts  in  Colorado  and  New  Mexico  were  visite<l^ 
the  ores  and  their  geological  occurrence  described,  and  specimens  col- 
lected. 

In  Colorado,  especial  attention  was  paid  to  the  mines  of  Gold  Hill, 
Central,  and  Georgetown. 

The  predominating  ores  of  Gold  Hill  are  the  tellurides  of  gold,  sil- 
ver, and  lead ;  those  of  Central,  auriferous  pyrites ;  those  of  Ge<:»rge- 
town,  argentiferous  galena. 

The  principal  gold-mines  of  New  Mexico  are  situated  in  the  Placer 
Mountains,  30  miles  south  of  Santa  F^,  where  the  precious  metal  is 
found  free  in  placers  as  well  as  in  iron-pyrites. 

The  chief  silver-mines  noted  in  this  Territory  are  those  at  Silver  City 
and  Fort  Bayard,  where  chloride  of  silver  occurs  in  gypsum  and  slate, 
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associated  frequently  with  cerassite,  galena,  and  malachite.  These  ores 
are  chiefly  deposits,  no  true  fissure- veins  havius:  as  yet  been  developed. 
Similar  ores  occur  on  the  Sierra  Madalena,  (Socorro  mines,)  together 
with  frequent  deposits  of  argentiferous  ccrassite. 

True  fissure-veins  of  argentiferous  galena  occur  at  La  Joya  on  the 
Rio  Grande  Extension,  and  valuable  copper-mines  are  worked  in  the 
Burro  Mountains,  at  Santa  Rita,  and  on  the  Rio  San  Francisco  in  Arizona. 

Silicate,  carbonate,  red  oxide,  and  sulphide  of  copper  are  the  princi- 
pal forms  in  which  the  copper  is  encountered.  Colorado  and  New  Mex- 
ico abound  in  mineral  springs.  These  springs  may  be  classified,  as  to 
their  thermal  conditions,  into  hot  and  cold,  or,  according  to  their  prom- 
inent compounds,  into  soda,  iron,  salt,  sulphur,  lime,  and  siliceous 
si>rings. 

Hot  salt-springs  occur  on  the  Rio  San  Francisco  in  Arizona ;  hot  lime 
and  soda  springs  at  Ojos  Calientes  on  the  Jemez  Creek,  New  Mexico ; 
cold  soda  springs  at  Caiion  City,  Col. ;  iron  springs  on  the  Arkansas 
River(Carlisle),  and  in  the  Greenhorn  Mountain  Range  a  sulphur-spring. 

Spectroscopic  investigations  have  always  been  combined  with  the 
analysis,  and  thus  the  presence  of  lithia  was  detected  in  most  of  the 
classes  of  springs  above  mentioned. 

NATURAL  HISTORY   BRANCH. 

The  force  at  disposal  has  been  directed  with  a  view  to  the  accom- 
plishment of  the  largest  possible  results,  which  have  proven  entirely 
satisfactory. 

Considering  the  character  and  extent  of  the  area  entered,  the  attend- 
ant expense  has  been  comparatively  small. 

The  subjoined  report  from  Acting  Assistant  Surgeon  H.  C.  Yarrow, 
U.  S.  Army,  sets  forth  the  objects,  operations,  and  results  more  fully. 

report  of  acting  assistant  surgeon  h.  c.  yarrow,  u.  s.  arm.y. 

United  States  Engineer  Office, 
Geographical  Explorations  and  Surveys 

West  of  the  100th  Meridian, 
Washington,  D.  C,  June  30, 1874. 

Sir  :  I  have  the  honor  to  submit  the  following  brief  rhtim6  of  the 
results  of  operations  in  the  branch  of  natural  history  of  the  survey  under 
your  charge,  during  the  past  year,  introducing  incidentally  facts  bear- 
ing upon  the  results  of  the  two  previous  years. 

Such  a  sketch  would  appear  particularly  desirable  at  this  time,  since 
as  yet,  excepting  in  two  instances,  the  natural-history  branch  has  been 
unable  to  publish  either  notes  or  descriptions  of  the  specimens  collected 
and  studied  during  the  period  in  question,  notwithstanding  many  hun- 
dred pages  of  manuscript  have  long  been  prepared. 

The  general  plan  for  studying  the  natural  history  of  the  Western  Ter- 
ritories has  been  to  collect  everything  calculated  to  throw  any  light  on 
the  subject  and  add  to  our  somewhat  limited  knowledge  of  the  geographi- 
cal distribution  of  animals  and  plants,  and  afterward  to  submit  such 
collections  to  specialists  for  study,  and  a  report  of  the  results  of  their 
investigations;  the  specimens  finally  being  presented  to  the  National 
Museum  at  the  Smithsonian  Institution,  by  which  establishment  they 
are  distributed  to  different  institutions  of  a  similar  ch.iracter  through- 
out the  world. 
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For  the  last-meutioned  reason,  therefore,  especial  atteotion  has  been 
directed  to  procure  duplicates,  iu  order  that,  instead  of  our  industry 
appearing  selfish,  numbers  of  learned  institutions  might  partake  of  tbe 
knowledge  thus  acquired. 

Some  years  since  it  was  held  that  the  possession  of  scientific  acquire- 
ments shoiUd  be  only  for  a  favored  few  ;  but  at  the  present  day  more 
thorough  systems  for  the  dissemination  of  scientific  knowledge  have  been 
inaugurated. 

To  the  corps  under  whose  auspices  this  expedition  was  projected,  and 
is  still  carried  on,  is  due,  to  a  great  degree,  the  popularization  of  the  study 
of  natural  history  in  this  country. 

The  operations  of  the  natural-history  branch  of  this  survey  maybe 
briefly  stated  as  follows : 

In  1871,  the  services  of  Dr.  W.  J.  Hoflfman,  U.S.  Army,  and  Mr.  Ferdi- 
nand Bischofif  were  secured,  the  former  as  surgeon  and  naturalist,  the 
latter  as  collector,  by  whose  joint  efforts  many  hundreds  of  si^ecimens  were 
secured  in  zoology  and  botany,  among  which  were  quite  a  number  hith- 
erto unknown  to  science.  Of  this  collection,  the  botanical  portion  was 
placed  in  the  hands  of  Prof.  Sereno  Watson,  of  Cambridg:e,  who  kindly 
named  the  new  species,  and  submitted  a  report  upon  the  collection,  whic^ 
has  been  received,  and  will  prove  a  valuable  contribution  to  our  knowl- 
edge of  the  flora  of  the  interesting  section  of  country  visited. 

The  mammals  collected  have  been  reported  upon  by  Dr.  Hoflfman ;  the 
birds,  by  Mr.  Ridgway  of  the  *  Smithsonian,'  Mr.  Henshaw,  and  myself; 
the  reptiles  and  fish,  by  Prof.  E.  D.  Cope  and  myself;  and  the  insects,  of 
which  many  thousands  were  secured,  by  Mr.  Ulke,  Professor  Thomas, 
Professor  Uhler,  and  others.  In  addition  to  those  received  at  this  office, 
many  other  specimens  were  collected,  which,  however,  unfortunately, 
were  either  lost  in  transit  from  the  West  or  destroyed  in  the  great  Chi- 
cago fire. 

The  collection  of  1871,  while  not  as  large  as  either  that  of  1872  or  1873, 
is  extremely  interesting,  from  the  fact  that  many  of  the  rarer  forms  of 
zoological  life  were  met  with  as  well  as  important  data  obtained  reUi- 
tive  to  their  general  distribution  and  occurrence.  This  entire  collection 
has  been  deposited  in  the  National  Museum. 

In  1872,  recognizing  the  great  value  of  the  collections  already  made 
by  the  Engineer  Corps  of  the  Army,  and  being  assured  that  to  the  scien- 
tific world  researches  in  natural  history,  especially  on  our  western  fron- 
tier, would  add  greatly  to  our  knowledge  of  the  zoology  of  that  region, 
you  permitted  unusual  facilities  for  the  prosecution  of  such  labor,  the 
results  proving  the  wisdom  and  foresight  of  such  a  course,  since  a 
collection  was  made  seldom  rivaled  by  that  of  any  similar  exi>editioD 
having  but  two  collectors. 

It  is  but  proper,  however,  to  add  that  several  of  the  members  of  the 
survey  contributed  largely  to  the  general  stock  of  specimens. 

In  this  collection  there  were  about  eight  hundred  bird-skins,  most 
of  them  rare  and  valuable ;  a  large  number  of  mammals ;  several  hun- 
dred fish,  of  which  no  fewer  than  sixteen  species  wore  new  to  science: 
and  many  reptiles,  insects,  shells,  plants,  &c.,  embracing  in  all  probaUj 
5,000  specimens.  Not  the  least  important  specimens  iu  the  collection 
were  a  number  of  Indian  crania,  obtained  at  considerable  risk  from  the 
Ute  burial  places  and  ancient  mounds  in  the  valley  of  the  Great  Salt 
Lake,  as  well  as  numerous  implements,  both  ancient  and  modem,  used 
by  the  aborigines. 

This  entire  collection  has  been  apportioned  among  eminent  special- 
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ists  for  determination,  most  of  whom  have  already  reported,  their  man- 
uscripts awaiting  publication. 

The  mammals  have  been  identified  and  reported  upon  by  myself;  the 
birds,  by  Mr.  Henshaw  and  myself,  with  the  assistance  of  Mr.  Ridgway, 
of  the  Smithsonian  Institution  ;  the  reptiles  and  fishes,  by  Prof.  B,  D. 
Cope  and  myself;  the  insects,  by  Mr.  Ulke,  Professor  Uhler,  Professor 
Cresson,  Dr.  Hagen,  Baron  Osten-Sacken,  Professor  Thomas,  and  Mr. 
Edwards;  and  the  shells  by  Mr.  G.  W.  Tryon,  jr.,  of  the  Philadelphia 
Academy  of  Natural  Sciences. 

The  botanical  collection  has  been  worked  up  by  Prof.  Sereno  Wat- 
son, of  Cambridge,  who  had  charge  of,  and  reported  upon,  the  collection 
of  1871. 

The  Indian  crania  have  been  forwarded  to  the  Army  Medical  Museum, 
and  we  are  assured  by  the  officer  in  charge  that  the  donation  is  a  val- 
uable one. 

In  1873,  the  natural-history  party  was  enabled  to  take  the  field  early, 
and,  through  the  indefatigable  exertions  of  the  collectors,  results  were 
secured  even  exceeding  those  of  the  previous  year ;  the  official  record 
showing  the  following  number  of  specimens : 

''  Seven  Indian  crania. 

"  One  hundred  and  sixty  mammals. 

**  One  thousand  and  two  hundred  bird-skins. 

"  Five  hundred  birds  eggs. 

"  Twenty-five  birds  nests. 

"  Fifty  birds  crania,  skeletons,  and  sterna. 

'^  One  hundred  and  forty-five  reptiles. 

''  Five  hundred  and  five  fish. 

^'  Five  hundred  beetles,  (Coleopfera,) 

^*  One  hundred  and  fifty  butterfiies,  (Lepidopiera,) 

"  Five  hundred  grasshoppers,  {Orthoptera,) 

*'  Thirteen  lots  of  flies,  {Diptera.) 

'*  Thirteen  lots  of  bugs,  (Ifemiptera,) 

"  Twelve  lots  of  worms,  leeches,  larvae,  &c. 

"  Seven  lots  of  ants,  {Formica,) 

^•^  Fifty-five  lots  of  shells,  land  and  fresh-water. 

*'  Twenty -four  lots  of  dragon  flies,  {Netiroptera.) 

"  Twenty-eight  lots  of  bees  and  wasps,  (Hymenoptera.) 

'*  Twenty-six  lots  of  spiders,  scorpions,  &c.,  {Arachnida,) 

"  Fifteen  thousand  plants,  embracing  at  least  one  thousand  and  five 
hundred  species." 

This  collection  contains  many  new  as  well  as  many  rare  species, 
seldom  to  be  found  in  public  museums.  As  in  former  years,  the  plan 
has  been  continued  of  distributing  the  specimens  to  eminent  scientists, 
and  from  the  majority  of  these  gentlemen  reports  have  already  been 
received  and  are  now  ready  for  printing. 

Thanks  are  due  to  the  following  gentlemen,  who  have  so  kindly  aided 
in  many  ways,  in  every  case  giving  their  valuable  services  gratuitously 
to  the  elucidation  of  scientific  material  connected  with  the  expedition, 
viz :  Prof.  Joseph  Henry,  Prof.  S.  F.  Baird,  Prof.  E.  D.  Cope,  Prof.  S. 
A.  Allen,  Prof.  A.  E.  Yerrill,  Prof.  O.  C.  Marsh,  Dr.  H.  Allen,  Dr.  H. 
Wood,  jr.,  Dr.  George  A.  Otis,  U.  S.  A.,  Dr.  J.  J.  Woodward,  U.  S.  A., 
Prof.  A.  Agassiz,  Dr.  H.  A.  Hagen,  Mr.  W.  H.  Edwards,  Mr.  Theodore 
L.  Mead,  Dr.  P.  H.  Uhler,  Mr.  H.  Ulke,  Prof.  Cyrus  Thomas,  Prof. 
Townend  Glover,  Mr.  Robert  Ridgway,  Mr.  G.  Browne  Goode,  Prof.  E. 
T.  Cresson,  Mr.  W.  G.  Binney,  Mr.  G.  W.  Tryon,  jr..  Prof.  Sereno  Wat- 
son, Mr.  George  Thurber,  Prof.  Thomas.  P.  James,  Dr.  George  Vasey, 
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BaroQ  Osteu-Sackeu,  Mr.  G,  N.  Lawrence,  Mr.  Thomas  Bland,  Prof.  S, 
Olney,  Mr.  R.  H.  Stretch,  Mr.  Aug.  R.  Grote,  Dr.  William  Holden,  Mr. 
Edward  Norton,  Dr.  Elliott  Coues,  U.  S.  A.,  Prof.  Asa  Gray,  Mr.  J.  H. 
Milner,  Dr.  A.  S.  Packard,  jr.,  Mr.  S.  C.  Scudder,  and  others. 

In  conclusion,  I  beg  leave  to  express  thanks  for  the  great  interest 
manifested  in  this  branch  of  the  work  committed  to  your  charge  as 
well  as  for  the  facilities  you  have  always  afforded  for  making  collections. 
With  the  hope  that,  as  in  tjhe  past,  the  future  may  find  you  alive  to 
the  importance  of  the  natural-history  wants  of  the  period,  I  have  the 
honor  to  be,  very  respectfully,  your  obedient  servant, 

H.  C.  Yarrow, 
Surgeon  and  Naturalist  to  Expedition. 
Lieut.  G.  M.  Wheeler, 

Corps  of  Engineer Sy  U.  S,  Army. 

PHOTOGRAPHS. 

As  heretofore,  a  photographer  has  accompanied  the  expedition,  follow- 
ing a  route  from  Santa  fI  westward,  via  Fort  Wingate;  thence  to  Camp 
Apjiche,  and  the  vicinity  of  the  Sierra  Blanca  range,  Arizona;  thence 
northward,  via  old  Fort  Defiance,  Moquis  Pueblos,  and  theCaiious  of  the 
Colorado. 

A  great  variety  of  negatives,  of  which  a  few  prints  have  been  taken, 
were  secured,  illustrative  of  natural  scenery,  the  habits  and  customs  of 
the  Indian  tribes,  ancient  ruins,  &c. 

During  the  season,  the  executive  officers  of  parties  have  gained  valua- 
ble experience  in  the  subjects  of  observation  intrusted  to  their  charge. 

The  property,  purchasing  and  disbursing  branches  have  been  faith- 
fully and  efficiently  filled  by  Assistants  Francis  Klett  and  George  IVt 
Lockwood. 

OFFICE. 

While  the  expedition  of  1873  was  in  the  field,  three  draughtsmen  and 
one  computer  were  employed  in  the  office,  and  completing  results  to  the 
close  of  the  season  of  1872,  both  topographical  and  meteorological,  and 
those  of  1873  are  well  advanced. 

The  great  mass  of  geographical  information  obtained  annually  obliges 
this  method,  which  proves  to  be  most  economic. 

CONCLUSION. 

The  progress  and  improvement  of  the  survey  have  passed  through  suc- 
cessive stages  since  its  commencement  in  18C9,  It  is  believed  that  in 
its  present  efficient  state  it  answers  a  want  of  the  W^ar  Department 
and  the  country,  and  has  at  its  foundation  a  judicious  economy. 

The  results  are  ax'ailablo  to  other  executive  departments  of  the  Gov- 
ernment than  the  War  Department,  and  incidentally  to  the  industries  of 
the  region  surveyed.  While  suggesting  the  propriety  of  the  continu- 
ance of  the  survey,  a  few  of  the  many  classes  of  information  are  here 
noted,  the  results  from  which  are  believed  to  be  of  constant  necessity  and 
usefulness  in  the  War  Department: 

1st.  The  published  maps,  profiles,  and  compiled  distances  over  pres- 
ent and  future  routes  of  communication  and  supply  that  look  to  a  saving 
in  cost  of  transportation  of  all  materials  and  munitions  of  war  and  other 
supplies  forwarded  throxAgU  the^  Ciwa^te.rviiaster's  Department  of   the 
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Army.  As  a  correct  understanding  of  the  topographical  features  of  a 
country  is  necessary  to  all  military  operations,  either  in  times  of  war  or 
peace,  the  necessity  for  the  acquisition  of  this  information  in  a  system- 
atic form  at  the  War  Department,  and  its  dissemination  through  the 
different  branches  of  the  military  service,  becomes  apparent. 

2d.  The  establishment  of  routes  of  communication  necessary  for  the 
supply  of  interior  posts.  For  an  understanding  of  the  above,  the  inter- 
lying  country  requires  thorough  examination. 

3d.  Critical  routes  to  be  followed  in  the  interchange  of  troops  between 
distant  stations  when  demanded. 

4th.  New  and  shorter  routes  for  forwarding  recruits  to  their  com- 
l^anies  and  stations. 

oth.  Routes  for  scouts  pursuing  hostile  or  unfriendly  Indians. 

6th.  The  selections  of  sites  for  new  military  posts  established  in 
advance  of,  or  as  safeguards  to,  civilization. 

7th.  Routes  for  troops  when  called  out  for  the  protection  of  miners  or 
settlers. 

8th.  A  knowledge  of  the  resources  of  the  country  surrounding  the 
military  establishments,  and  its  capacity  for  furnishing  supplies. 

9th.  Routes  of  transit  when  troops  are  ordered  to  remote  points  in  aid 
of  the  civil  law. 

10th.  A  knowledge  of  the  character  and  habits  of  the  several  Indian 
tribes,  and  their  disposition  toward  each  other  and  toward  settlers. 

The  above  are  a  few  of  the  classes  of  examinations  necessary  and 
valuable  to  the  several  Bureaus  of  the  War  Department  and  to  the 
commanders  of  troops  in  their  pioneering  into  the  unoccupied  and  com- 
paratively inaccessible  portions  of  the  western  interior. 

To  obtain  such  information  that  should  be  at  all  times  immediately 
available  for  the  uses  of  the  War  Department,  such  observations  as  are 
necessary  for  an  accurate  deUneatian  and  description  of  the  surface  and 
resources  of  the  area  surveyed  must  be  made.  This  calls  for  geographical 
surveys  in  their  highest  and  broadest  sense. 

The  position  of  the  cognate  branches  of  science  in  carrying  on  so  im- 
portant a  work  must  naturally  be  subservient  to  the  exact  science  neces- 
sary to  the  delineation  of  the  surface  with  accuracy.  Meanwhile,  the 
CO  operation  of  specialists  in  the  branches  above  referred  to  will,  without 
largely  increasing  the  cost,  enhance  that  portion  of  the  results  relating 
to  the  resources  of  the  region  surveyed,  and  to  them  the  best  facilities 
for  the  prosecution  of  their  inquiries  are  aflforded,  as  also  most  excellent 
opportunities  for  the  proper  application  of  their  results. 

In  order  that  the  survey  may  be  continued  at  the  standard  proposed 
in  the  Progress  Report  for  1872,  the  estimate  below  submitted  will  be 
required  to  be  appropriated,  so  that  one  of  the  units  of  force  may  take 
the  field,  and  within  the  year,  or  shortly  thereafter,  publish  its  entire 
and  complete  results. 

The  survey  is  capable  of  expansion  to  meet  the  wants  of  the  Govern- 
ment, but  its  operations  cannot  be  made  satisfactory  except  at  least 
one  of  the  units  of  force  is  appropriated  for. 

The  law  for  the  present  year  admits  of  the  prosecution  of  the  survey 
with  the  force  at  its  disposal  in  any  portion  of  the  area  west  of  the  one 
hundredth  meridian. 

The  special  area  for  the  season  of  1874  has  been  autliorized  by  the 
War  Department. 

Of  mountainous  areas  very  little  known,  whose  present  and  prospect- 
ive mining  developments  indicate  that  this  industry  will  soon  enter 
them,  are  portions  of  New  Mexico,  represented  by  that  part  of  atlas- 
rectangles  77,  84,  78,  and  85,  west  of  the  Rio  Pecos  and  east  of  the  Rio 
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Grande ;  also,  in  rectangles  47,  48,  and  57,  and  portions  of  65,  along  the 
east  base  of  the  Sierra  Nevada  range. 

It  is  not  deemed  essential  or  advisable  to  have  limited  long  in  advance 
special  areas  to  be  occupied  in  any  one  year,  although,  so  far  as  practi- 
cable, the  areas  of  several  years  should  be  made  to  conjoin,  yet  the 
survey  should  be  held  as  an  intact  organization,  prepared  to  carry  on 
its  work  in  any  portion  of  the  interior  west  of  the  one  hundredtU  merid- 
ian into  which  it  shall  be  ordered  by  the  War  Department. 

As  the  surveys  of  the  General  Land-Office  are  being  extended  into 
the  mountainous  mining-districts,  and  as  there  are  boundary-lines  be- 
tween political  divisions  yet  to  be  marked,  I  would  suggest  the  propriety 
of  an  interchange  of  results  between  the  General  Land-Office  and  this 
survey. 

The  use  of  details  of  the  former  prevents  the  necessity  of  duplication 
of  work  in  certain  valley-areas,  while  points  could  be  furnished  checking 
standard  meridians  and  bases,  prominent  points  on  boundary-lines,  ini- 
tial points  for  the  surveys  of  mining  claims  and  areas,  &c. 

The  amount  required  for  the  prosecution  of  the  field  and  office  work 
of  the  survey  for  the  fiscjil  year  ending  June  30,  1876,  by  the  unit  of 
force  proposed,  is  $95,000.  No  less  sum  than  this  can  be  used  with  the 
same  resulting  degree  of  economy. 

The  probable  distribution  of  expenditures  under  this  appropriation 
would  bo  as  follows : 

Expense  of  nine  parties  in  field  and  office $5B,  000 

Transportation,  including  purchase  of  animals 8, 500 

Purchase  of  materials,  outfits,  &c 6, 500 

Subsistence  of  parties  in  the  field 6, 400 

Forage,  including  winter-herding 7, 500 

Repairs  of  instruments • J ,  500 

Office-rent,  fuel,  storage,  &c 3, 100 

Contingencies,  including  erection  of  monuments  and  observatories  at  astro- 
nomical stations 3, 500 

Total 95,000 

Amount  appropriated  to  continue  explorations  and  surveys  west  of  the  one 

hundredth  meridian  for  the  fiscal  year  ending  June  30, 1875 f  30, 000  00 

Amount  allotted  from  balances  existing  June  30, 1873,  and  made  available 
by  act  approved  June  23, 1874 60,  000  00 

Amount  remaining  on  hand  at  close  of  fiscal  year  ending  June  30, 1874 25,  889  45 

Amount  required  for  field  and  office  for  fiscal  year  ending  June  30, 1876 95,  000  00 

All  of  which  is  respectfully  submitted. 

Geo.  M.  Wheeler, 
First  Lieutenant  Corps  of  Engineers^  in  charge. 
Brig.  Gen.  A.  A.  Humphreys, 

Chief  of  Engineers^  V.  S.  Army. 


F  F  2. 


PLAN  FOR  PUBLICATION  OF  REPORTS  AND  MAPS,  WITH  ESTIMATES.— SUM- 
MARY OF  PUBLICATIONS  TO  PRESENT  TIME. 

United  States  Engineer  Office, 
Geographical  Explorations  and  Surveys 

West  of  the  100th  Meridian, 

Washington^  D.  (7.,  June  30,  1874. 

General  :  The  estimate  of  $95,000,  submitted  as  the  amount  neces- 
sary to  continue  the  work  under  my  charge  for  the  fiscal  year  ending 
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June  30, 1876, covers  tlie  expense  only  of  tbe  field  and  office  work  of  tbe 
survey,  but  not  tbe  publication  of  maps  or  illustrations  for  tbe  survey- 
reports. 

In  tbe  act  approved  June  23,  1874,  tbe  amount  of  $25,000  was  appro- 
priated for  tbe  fiscal  year  ending  June  30,  1875,  for  illustrations  for  tbe 
volumes  to  be  publisbed. 

Tbe  greater  number  of  tbe  manuscripts  for  tbe  six  volumes  proposed 
(see  Annual  Report  of  tbe  Cbief  of  Engineers  for  1873,  p.  1717)  are  ready 
for  tbe  press,  and  only  await  tbe  preparation  of  the  illustrations  for 
tbe  same,  wbicb  will  be  begun  early  in  tbe  coming  fall. 

Tbe  necessary  cbanges,  in  tbe  manner  proposed  in  tbe  last  annual 
report,  for  tbe  form  and  scope  of  tbe  volumes  are  as  follows :  Volume  1 
is  to  include  tbe  general  report  of  1873,  and  condensed  reports  upon  all 
the  mining-districts  visiteil  since  tbe  year  1871.  It  sbould  be  complete 
soon  after  the  return  of  tbe  expedition  of  1874.  Volume  2  is  to  include 
reports  upon  tbe  astronomical  stations  of  1873.  Tbe  manuscript  will  be 
ready  for  tbe  press  as  soon  as  tbe  observations  necessary  for  tbe  connec- 
tion of  the  astronomical  observatory  at  Ogden,  Utah,  with  the  U.  S.  Naval 
Observatory  at  Washington,  D.  C.,  are  computed.  Volume  3  is  to 
embrace  tbe  subjects  proposed  in  tbe  annual  report  of  this  year.  It  is 
somewhat  doubtful  whether  it  can  be  publisbed  during  tbe  present  fiscal 
year.  Volume  4,  as  indicated  in  tbe  main  body  of  the  report,  approaches 
completion,  and  ought  to  be  ready  for  the  press  by  October  10.  The 
examination  of  fossils  and  the  preparation  of  reports  upon  paleontology 
are  going  on  while  the  parties  are  in  the  field,  and  ought  to  be  well 
advanced  by  tbe  1st  of  October.  This  volume  will  also  contain  a  report 
upon  the  vertebrate  fossils  collected  in  1873.  Manuscript  reports  for 
volume  6  are  nearlj^  ready,  and  can  go  forward  to  tbe  printer  during 
October. 

It  has  been  found  impossible  to  include  in  the  present  annual  report 
total  results  up  to  date  in  tbe  astronomical,  meteorological,  and  topo- 
^aphical  branches,  as  stated  in  my  last  annual  report.  They  are  all 
brought  closely  to  completion,  however ;  and  the  reports  relating  to  the 
cognate  branches  of  the  survey,  as  therein  indicated,  will  be  hereafter 
brought  out  in  special  form. 

Tbe  present  field-season  must  necessarily  be  a  short  one,  and  during 
tbe  coming  year  it  is  deemed  possible  to  establish  a  complete  harmony 
between  field  and  office  work  and  results  so  that,  as  nearly  as  possible, 
within  the  fiscal  year,  the  final  Results  shall  be  placed  in  publication- 
form. 

PUBLICATIONS. 

Since  tbe  inception  of  tbe  work  under  my  charge,  the  following  sepa- 
rate publications  other  than  maps  relating  thereto  have  appeared : 
Preliminary  Report,  18G9,  (octavo;)  Preliminary  Report,  1871,  (quarto;) 
Table  of  Camps,  Distances,  &c.,  1871  and  1872,  (quarto ;)  List  of  Mining- 
Questions  ;  List  of  Mining-Districts  Visited,  1871, 1872,  and  1873  ;  Land- 
scape and  Stereoscopic  Views  taken  in  the  years  1871, 1872,  and  1873  ; 
Preliminary  Report  upon  tbe  Fishes,  1871  and  1872,  by  Prof.  E.  D.  Cope, 
(pamphlet ;)  Annotated  List  of  tbe  Birds  of  Utah,  collected  in  1872, 
(pamphlet.) 

The  following  reports  have  been  submitted  to  the  Engineer  Depart- 
ment, with  a  request  for  their  publication,  and  it  is  believed  have  gone 
forward  to  press :  Progress  Rei)ort,  1872 ;  Report  upon  the  Botanical 
Collections  of  1871,  1872,  anif  1873;  Report  upon  tbe  Ornithological 
Collections  of  1871  and  1872. 
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A  Report  upon  tbe  Determination  of  the  Astronomical  Co-ordinates 
of  the  Stations  at  Chejenne,  Wyoming,  and  Colorado  Springs,  Col- 
orado, quarto,  was  issued  in  January,  1874. 

MAP-PUBLICATIONS. 

Topographical  atlan,  —  An  advanced  sheet  issue  of  this  atlas  has  been 
photolithographed  during  the  year.  It  contains  (1)  title-sheet,  (2)  le- 
ji^end-page,  (3)  basin-chart,  (4)  progress-map,  and  sheets  !No8.  50,  58, 
59,  and  (jQ.  A  2,000-copy  edition  has  been  published,  and  486  sets 
distributed ;  500  copies  of  sheets  Nos.  50,  58,  59,  and  G^  have  been 
printed  on  thin  paper  for  preliminary  distribution. 

Proofs  have  been  presented  of  sheets  Nos.  50,  59,  and  CG,  executed  by 
the  crayon-process.  No.  59  is  within  a  few  days  of  completion.  Iq 
addition,  there  are  in  the  hands  of  the  lithographer,  of  which  proofs  are 
to  be  furnished  soon,  (1)  index-map,  (2)  general  topographical  map  of 
the  area  west  of  the  Mississippi  Uiver,  and  (3)  an  explanation -sheet. 
Sheets  49  and  07  are  in  an  advanced  state  of  preparation,  and  go  for- 
ward soon  to  the  lithographer.  Sheets  57,  Qo^  75,  76,  83,  and  portions 
of  77  and  84,  are  in  process  of  construction  on  a  scale  of  one  inch  to 
eight  miles.  The  southeastern,  northeastern,  and  southwestern  parts 
of  sheet  61,  and  the  southeastern  quarter  of  sheet  52,  are  being  con- 
structed on  a  scale  of  one  inch  to  four  miles. 

All  of  the  sheets  above  mentioned  will  doubtless  be  completed  and 
published  during  the  coming  year.  The  several  photographic  copies  of 
the  preliminary  maps  for  office-use  are  printed  by  the  photographer  of 
the  expedition.  There  have  been  made,  during  the  year,  issues  of  the 
preliminary  maps  of  1869  and  1871  and  of  the  office-map  of  1872. 

There  is  a  large  and  increasing  call  for  maps  of  the  comparatively 
unknown  regions  west  of  the  one  hundredth  meridian,  and  the  edition 
already  authorized  will  be  insufficient  to  meet  the  wants  of  the  present 
fiscal  year.  The  atlas  of  geological  maps  is  referred  to  in  the  main 
body  of  the  report.  From  material  gathered,  fourteen  sheets  are  pro- 
posed for  publication. 

The  following  estimate  for  the  publication  of  maps  and  illustrations 
for  the  reports  is  submitted  for  the  fiscal  year  ending  June  30,  1876. 
The  amount  is  the  same  as  that  appropriated  for  the  present  fiscal  year. 

For  preparation,  photolithographing,  engraving,  and  printing  atlas  and  other 
topograpbical  maps,  including  tho  field-work  of  1874 $15,000 

For  preparation,  photolithographing,  engraving,  and  printing  geological  maps, 

to  include  the  work  of  the  field-Heason  of  \r<l'^ 2,  r>00 

For  engraving  and  printing  plat<j  and  other  illustrations  for  reports 7,500 

Total 25,000 

The  amount  appropriated  for  engraving  and  printing  illustrations  for  the  reports  of 
explorations  and  surveys  wiist  of  the  one  hundredth  meridian,  for  the  fiscal  year  end- 
ing June  30,  lc<75,  is  .^25,000. 

Amount  required  for  the  preparation,  engraving,  and  printing  of  topographical  and 
geological  atlas,  maps,  and  illustrations  for  reports  for  the  year  ending  June  30,  1876, 
^25,000. 

A  copy  of  the  progress- map  is  herewith,  showing  approximately  the 
areas  surveyed  up  to  the  close  of  the  field-season  of  1873. 
Very  respectfully,  your  obedient  servant, 

George  M.  Wheeler, 
FirHt  Lieut  of  Engineers^  in  charge. 
Brig.  Gen.  A.  A.  Humphreys,        « 

Chief  of  Engineers^  U,  S,  Army, 
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APPENDIX     FF3. 

KEPORT  ON  PALEONTOLOGY. 

United  States  Engineer  Office, 
Explorations  and  Surveys  West  of  the  100th  Meridian, 

Washington^  D.  C,  October  15,  1874. 

General:  I  have  the  honer  to  forward  herewith  a  sf>ecial  report 
received  from  Prof.  E.  D.  Co|)e,  paleontologist  to  the  expedition  of  this 
season,  embodying  some  of  the  results  of  his  labors  in  portions  of  New 
Mexico,  up  to  the  27th  of  September.  This  report  contains  new  and 
valuable  information  relative  to  vertebrate  fossil  remains. 
Very  respectfully,  your  obedient  servant, 

Geo.  M.  Wheeler, 
Lieutenant  of  Engineers,  in  charge. 
Brig.  Gen.  A.  A.  Humphreys, 

Chief  of  Engineers^   U.  S.  Army. 


report  of  prof.  e.  d.  cope,  paleontologist. 

Camp  ox  Gallinas  Creek,  September  27,  1874. 

Sir  :  In  accordance  with  your  instructions  to  forward  a  report  of  proceedings,  I  beg 
leave  to  state  that  I  returned  to  this  camp  from  Tien-a  Amarilla  on  the  15th  of  the 
month,  and  have  remained  here  ever  since.  We  have  been  mostly  employed  in  examin- 
ing the  bivd  lands  of  the  Eocene  of  the  divide  between  the  Chama  and  San  Juan  Rivers, 
and  in  coUecting  the  vertebrate  fossils  which  their  beds  contain.  A  little  time  has 
been  devoted  to  the  Cretaceous  beds  forming  the  rim  of  the  Basin.  From  the  Eocene 
beds,  more  than  seven tv-live  species  of  vertebrates  have  been  obtained,  many  of  which 
are  new  to  science,  and  others  are  largely  illustrated  by  additional  remains.  Four 
species  of  a  new  order,  the  Toxodontiaf  have  been  discovered,  and  our  knowledge  of  the 
structure  of  other  peculiar  forms  enlarged.  Interesting  relations  between  the  Creta- 
ceous and  Tertiary  beds  have  been  observed. 

Mr.  Shedd  has  been  assisting  in  making  collections  and  taking  his  meteorological 
observations  at  the  stated  times. 

The  health  of  the  party  con tiuues  good,  and  we  hope  to  move  camp  to  another  point 
ere  long. 

Very  respectfully,  your  obedient  servant, 

Edw.  D.  Cope, 

Faleoittolo^sL 

Lieut.  Geo.  M.  Wheeler, 

Corps  of  Engineer >i J  U.  S.  J. 


Notes  on  the  Eocene  and  Pliocene  lacustrine  formations  ok  New  Mexico, 

INCLUDING    descriptions   OF    CERTAIN    NEW    SPECIES    OF   VERTEBRATES,   BY    PrOF. 

E.  D.  Cope,  p.lleontologist  to  the  expedition. 

PART  I. 

One  of  the  results  of  the  examinations  ma<le  during  the  field-season  of  1874  is  the 
discovery  of  an  extensive  series  of  deposits  of  Eocene  age.  These  indicate  the  existence, 
during  early  Tertiary  time,  of  an  extensive  lake  of  fresh  water  in  that  part  of  New  Mex- 
ico now  drained  by  the  tributaries  of  the  Chama  River  on  the  east  and  the  San  Juan 
River  on  the  west.  This  lake  received  the  remains  of  the  fauna  of  its  shores  and 
other  regions  adjacent,  which  have  been  preserved  and  obtained  by  the  members  of 
the  expedition  detailed  by  Lieutenant  Wheeler  for  its  investigation,  in  considerable 
numbers. 

The  shore  of  this  lake  was  formed  by  rocks  of  the  Cretaceous  formation  of  an  age 
near  the  No.  3  of  Meek  and  Hayden.  In  approaching  it  from  the  east,  we  traverse 
the  sandstones  of  Cretaceous  No.  1,  both  horizontal,  and  tilted  at  various  angles,  and 
find  No.  2  resting  npon  it  frequently  uncon  form  ably,  and  tilted  at  higher  angles,  fre- 
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qnently  45^,  sometimes  oO^,  to  the  west  and  southwest,  and  contaiuinj;  nuraerons  fo.>^iU, 
as  Inoceramus,  etc.  The  upper  sandstones  of  this  formation  pass  into  a  brackish  or 
fresh-water  formation,  which  includes  a  bed  of  lignite,  of  sometimes  50  feet  iu  thick- 
ness. Above  this  rests,  conformably  where  seen,  a  moderate  thickness  of  rather  soft 
marine  rocks,  containing  numerous  shells,  AeephalUy  Gastropoday  and  Cephaloj}oda,  in- 
cluding Oysters,  liaeulites,  and  Amvionite^i  resembling  A. placenta  most,  with  sharks*  teeth. 
Resting  uucouformably  on  these,  with  a  much  reduced  dip,  is  a  mass  of  brown  and 
reddish  sandstones,  some  1,500  feet  in  thickness,  inclining  perhaps  10-'  south  and 
southeast.  These  pass  continuously  into  the  superincumbent  red  and  gray  marls,  alter- 
nating with  brown  and  white  sandstone  of  the  fossiliierous  bods  of  the  Eoceue.  The 
observed  part  of  these  beds  is  about  1,500  feet  in  depth. 

A  considerable  number  of  species  of  Fertebrata  have  been  obtained,  a  large  majority 
of  which  are  Mammalia.  While  it  is  premature  to  attempt  to  determine  fully  the 
character  of  the  fauna,  enough  has  been  ascertained  to  indicate  marke<l  differences 
from  that  of  the  Bridger  group  of  Wyoming.  It  is  peculiar  in  the  entire  absence  of 
the  genus  Paltvosyopsos^  so  characteristic  of  the  former,  and  its  replacement  by 
Bathmodotiy  which  has  never  been  recorded  from  the  Bridger  formation.  The  abun- 
dant species  of  Hyrachyus  of  the  Bridger  are  here  represented  by  a  single  one  of  small 
size,  which  occurs  but  rarely,  while  its  companion,  Hyopsodns,  is  very  rare  or  wanting. 
W^hile  gar-remains  are  abundant  in  both,  the  AmiUlw  and  Silnrida'  have  not  yet  re- 
warded our  examinations.  The  characteristic  genera  of  the  New  Mexican  fauna  are 
Bathmodotij  Cope;  Hipposyus,  Leidy  ;  and  Phenacodusy  Cope,  genera  which  it  shares  with 
the  Bathmodon  bed  of  the  Green  River  formation  of  the  Bear  River  Wyoming.  There  is 
in  all  respects  so  close  a  resemblance  between  these  deposits  as  to  lead  to  the  belief  in 
their  horizontal  identity,  and  with  other  reasons,  to  give  to  the  southern  basin  a  higher 
antiquity  than  belongs  to  the  celebrated  Bridger  series.  The  interesting  fact  that  the 
teeth  of  six  or  seven  species  of  sharks  and  one  Ostrea  have  been  de|K)sitod  with  the 
mammalian  remains  indicates  that  the  marine  Cretaceous  rocks  forme<l  the  coast-mate- 
rial of  this  lake,  and  the  earlier  periml  of  its  deposit  is  probable  on  various  grounds,  to 
be  considered  at  a  future  time.  The  facts  are  all  confirmatory  of  the  view  already  ex- 
pressed by  the  writer  that  the  population  of  the  liridger  epoch  was  derived  by  migration 
from  a  southern  region. 

Perhaps  the  most  important  addition  to  paleontological  science  obtained  during  the 
courseof  the  investigation  is  the  discovery  of  four  species  of  two  new  genera,  Calamo- 
don  and  Ectoganus  of  Toxodontla,  an  order  which  has  not  been  heretofore  identified  as 
having  existed  on  the  North  American  continent. 

DESCRIPTION'   OF  SPKCIKS. 

Ectoganus  CtLiRiFORMis,  gen.  ei  sp.  nor. 

Char.  gen. — This  genus  rests  on  a  number  of  remains  of  the  crania  of  three  species, 
including  principally  teeth,  in  a  good  state  of  preservation,  all  found  in  appropriate 
relations  by  the  writer.  The  teeth  include  incisors,  molars,  and  premolars,  it  is  believed, 
of  both  superior  and  inferior  series. 

There  are  two  types  of  gliriform  incisor-teeth,  and  of  one  of  these  in  the  largest 
species  three  sizes.  In  the  one,  the  teeth  are  elongate,  compresseil,  convex  in  both  direc- 
tions on  the  anterior ;  are  convex  or  angulate  in  section  at  the  posterior  face.  In  all, 
the  enamel  is  confined  to  a  band  on  the  anterior  face,  extending  more  or  less  on  one 
side  or  the  other,  the  naked  dentine  extending  prominently  backward  at  the  middle 
and  basal  portion  of  the  shaft. 

In  the  larger  size,  this  portion  is  subacute  behind ;  in  the  smaller,  obtuse.  Teeth  of 
this  type  are  of  three  sizes,  the  smaller  two  the  most  compressed  and  with  narrowest 
enamel.  Those  of  the  second  type  are  of  one,  an  intermediate  size,  and  are  shorter 
than  those  of  the  others  and  less  compressed.  One  of  their  faces  is  concave  iu  both 
directions,  and  is  covered  with  enamel  from  the  apex  of  the  tooth  for  some  distance 
posteriorly.  From  its  terminus  on  the  concave  side,  the  enamel  borders  retire  to  the 
sides  of  the  convex  front. 

There  are  three  molars  of  the  superior  and  many  of  the  inferior  series  available  for 
present  determination.  The  superior  are  all  remarkable  for  the  great  exposure  of  their 
external  faces  as  compartnl  with  their  internal,  and  the  extension  of  the  enamel  on  the 
outer  face  of  the  very  thick  external  root,  which  is  not  distinguished  from  the  crown. 
The  true  molar  ha^  three  roots,  and  the  crown  is  longer  antero-posteriorly  than  trans- 
versely. It  consists  of  two  transverse  tubercular  ridges,  connected  by  a  medium  oblique 
longitudinal  ridge.  The  premolars  have  two  of  the  roots  connate,  forming  a  support 
to  the  greater  part  of  the  crown.  The  worn  surface  is  in  form  something  like  the 
Greek  w,  the  deep  emargination  being  internal.  The  inferior  molars  have  greater 
antero-posterior  than  transverse  diameters.  The  enamel  is  more  extended  on  one  side 
than  the  other,  covering  the  exposed  portions  of  the  root^.  The  grinding  surface  is 
plane,  and  has  the  form  of  a  horizontal  gc  :  the  limbs  being  angulate,  as  iu  the  Greek  -. 

It  is  inipossiljle  to  determine  the  atlinitics  of  this  curious  genus  with  the   material 
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at  present  in  my  hands,  but  it  is  evidently  nearer  to  the  South  American  ToxodoUf 
Owen,  and  Typotherium,  Gervais,  than  anything  yet  discovered  in  the  North  American 
Tertiaries.  It  is  no  doubt  related  to  the  Anchippodus,  Leidy,  and  Tillotherium  Marsh, 
(which  Marsh  observes  may  be  identical,)  but  differs  from  both  in  many  points  of  the 
dentition. 

Char,  specif, — All  the  incisors  are  regularly  convex  in  front.  The  surfoce  of  at<;ritio  n 
of  the  large  ones  truncate,  of  the  small  ones  oblique.  The  section  of  the  large  ones 
near  the  base  is  diamond-shaped,  with  one  acute  angle  truncate  and  the  other  rounded. 
There  are  some  shallow  grooves  on  the  sides,  and  on  one  side  a  more  pronounced  longi- 
tudinal shallow  angulation.  The  enamel  of  these  and  of  all  the  molars  is  smooth,  and 
there  are  no  cingula  on  the  latter.  The  transverse  crests  of  the  unworn  true  molars 
support  two  tubercles,  and  the  inner  extremities  of  the  crests  of  the  premolars  are  pro- 
duced  in  accordance  with  the  oblique  wearing  of  the  incurved  crown  in  mastication. 

Me<isurements, 

M. 

Length  of  incisor,  largest,  type  1 043 

Width  of  incisor,  largest,  type  1 i 013 

Depth  of  incisor,  largest,  type  1 018 

Length  of  incisor,  medium,  type  1 034 

Width  of  incisor,  medium,  type  1 006 

Depth  of  incisor,  medium,  type  1 014 

Depth  (?)  of  incisior,  last,  type  1 009 

Width  of  incisor,  last,  type  1 004 

Length  of  incisor,  type  2 031 

Width  of  incisor,  type  2 006 

Diameterofcrownofprenioiar  j  "s:^^^:::::::"":":":::::":":::—  \Z 

Length  of  enamel  of  face  externally 013 

Length  of  enamel  of  face  posteriorly 005 

Length  of  crown  of  posterior  upper  molar 016 

Width  of  crown  of  posterior  upper  molar 012 

Length  of  crown  of  posterior  lower  molar 012 

Width  of  crown  of  posterior  lower  molar 009 

Size  about  that  of  a  fully-grown  hog,  {Sus  scropha,) 
Portions  of  several  individuals  have  been  foand. 

Calamodon  simplex,  gen.  et  sp.  nov. 

Char.  gen. —"M-oIat  teeth  subcylindric,  prismatic,  rootless ;  the  crown  only  distinguished 
by  its  investiture  of  enamel,  which  exhibits  a  weak  marginal  inflection  for  a  portion 
of  the  length.  Enamel  extending  in  a  band  on  one  or  both  sides  of  the  tooth  to  the 
base.  Incisors  rodent-like,  curved,  with  a  baud  of  enamel  on  the  anterior  face,  and 
obliquely-truncate  extremity. 

A  number  of  specimens,  probably  representing  this  genus,  have  been  found,  and  I 
select  as  typical  those  of  an  individual  in  which  the  molar  and  incisor  teeth  occurred 
together.  The  form  is  evidently  allied  to  EctogamtSy  as  the  close  resemblance  of  the 
incisor  teeth  demonstrates,  but  the  molars  are  of  a  much  more  simple  type  than  any- 
thing yet  discovered  in  this  group,  imitating  superficially  those  of  some  Edentata. 

Char,  specif. — Molar  (f  superior)  longitudinally  bent,  the  convex  (outer)  face  covered 
with  enamel  to  the  base.  Enamel  extending  a  much  shorter  distance  on  the  inner 
face,  and  soon  worn  through  by  attrition  on  one  of  the  other  faces.  Section  of  the 
base  of  crown  a  subquadrate  oval.  A  slight  inflection  of  enamel  on  the  inner  and  a 
still  weaker  one  on  the  (t)po8terior  border  of  the  triturating  face.  Enamel  with  slight 
longitudinal  ridges.  Incisor  much  curved,  strouf^ly  convex  in  transverse  section,  the 
enamel  obscurely  longitudinally  ridged  on  both  sides  near  the  border.  Section  of  one 
side  slightly  concave. 

These  and  other  specimens  indicate  an  animal  at  least  as  large  as  the  American  tapir. 

Meaaurements, 

Length  of  a  molar 042 

Diameter  of  the  same 015 

Diameter  of  incisor,  transverse 019 

Calamodon  arcamcenus,  sp.  nov. 

This  Troxodont  is  represented  by  a  portion  of  the  skeleton  of  a  specimen  including  sev- 
eral teeth,  and  most  probably  by  portions  of  another,  which  includee  a  large  and  per- 
fect inferior  incisior-tooth.    The  former  displays  the  alveoli  for  molars  and  incisors, 
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showing  the  one-rooted  character  of  those  of  the  lower  jaw,  and  the  deep  iraplaTitation 
of  the  incisor  below  the  antepenultimate  molar.  The  number  of  molars  indicated  b? 
the  ramus  is  five,  the  anterior  in  close  contact  with  the  single  large  incisor.  The  mo- 
lars are  subquadrate  in  section,  the  last  a  little  longer  than  broad.  The  only  one  in 
which  the  crown  is  preserved  exhibits  a  short  crown,  with  its  inferior  enamel  border 
notched  on  two,  and  oblique  on  two  sides,  and  the  external  layer  of  the  root  swollen 
above  it  all  round.  The  summit  of  the  crown  is  worn,  and  is  divided  snbequally  by  & 
transverse,  rather  shallow,  groove.  One  division  of  the  crown  exhibits  two  dentinal 
areas  in  transverse  line,  the  other  three  small  ones  in  a  curved  line.  The  extremity  of 
the  curved  incisor  is  rodent-like,  and  regnlarly  convex  on  the  anterior  face  aud  entirely 
smooth.    The  posterior  or  grindini^  face  is  convex  in  cross-section. 

A  large  lower  incisor  of  another  individual  is  about  five  inches  in  length  and  one  and 
a  half  in  depth,  without  the  increase  of  elevation  of  the  superior  or  int^jrior  edge,  as  is 
seen  in  Ectoganus  gliriformis.  This  edge  is  obtusely  rounded,  and  instead  of  l>eing 
obliquely  leveled  to  meet  the  masticatory  surface  of  the  extremity,  is  abruptly  trun- 
cate, the  masticating  face  tnrnihg  ofi*  at  one  side  of  the  shaft.  The  enamel  is  smooth 
and  of  equal  width  and  convexity  throughout. 

Measurements, 

M. 

Elevation  of  crown  of  molar 013 

Length  of  crown  of  molar i)15 

Width  of  crown  of  molar .Ol.'i 

Diameter  of  incisor™.  010  from  tip OVS 

Length  of  series  of  five  molars 090 

Depth  of  jaw  at  third  molar 055 

Thickness  of  jaw  at  third  molar 0^ 

CaLAMODON  NOVOMEIHICANUS,  8p,  nOV. 

Represented  by  a  superior  incisor-tooth  of  a  species  of  smaller  size  than  either  of 
those  already  described,  and  diHering  in  various  respects  from  those  of  the  C.  nmpia, 
of  which  a  fine  specimen  has  been  obtained  since  it  was  first  described.  Both  anterior 
and  posterior  ed^es  are  protected  by  a  convex  band  of  enamel ;  and  the  triturating  sur- 
face is  tran  verse  in  the  direction  of  the  depth,  and  oblique  in  that  of  the  width.  Thesbait 
Increases  in  depth  toward  the  root  and  is  longitudinally  concave  on  one  face  and  con- 
vex on  the  other.  The  enamel  bands  are  most  extended  on  the  convex  face,  and  unit« 
on  that  side  round  the  triturating  face  and  present  an  abrupt  emargination  on  the 
middle  of  their  convex  border.  The  other,  being  formed  of  dentine  only,  is  deeply 
worn  by  attrition. 

Me€i»ur€mcnU. 

Length  of  fragment 038 

Depth  at  fracture. .  * 018 

Depth  at  grinding  face Oil 

Width  at  grinding  face 009 

This  species  differs  from  the  supposed  C.  simplex  in  this  incisor  in  other  respects  than 
in  the  smaller  size.  The  latter  is  concave  on  both  sides,  and  on  the  lower  border;  the 
former  convex  on  one  side,  and  on  the  lower  border. 

EsTHONYX  BisuLCATUS,  gen.  et  sp.  ttov. 

Char,  gen.  (?). — Incisors  of  two  fortes;  the  inferior  subgliriform^bnt  not  growing 
from  persistent  pulps  ;  the  enamel  covering  a  long  and  narrow  external  vertical  face, 
aud  terminating  above  the  alveolus,  thus  distinguishing  crown  aud  root.  The  other 
form  of  (f)incisor  with  the  ai>ex  encased  in  enamel,  but  extending  much  farther  on  the 
outer  than  the  inner  side ;  the  crown  compressed,  not  wider  than  the  root.  Molare 
supporting  two  V*s  with  rounded  apices  directed  outward,  the  posterior  soon  wearing 
into  a  triangle  lower  than  the  anterior.  The  anterior  elevated  and  transverse  only 
distinguished  from  a  triangle  by  a  notch  on  the  inner  side.  Last  lower  molar  with 
this  anterior  transverse  triangle,  a  diagonal  ridge  and  a  heel  with  raised  border. 

The  type  of  this  genus  is  Ectoganus  bhulrutusy  Cope,  and  a  second  species  is  A'.  burmei9- 
iei-iij  Cope.  It  ditl'ers  from  Ectoganus  as  well  as  from  Anckippodus  in  the  far  less  gliri- 
forui  character  of  the  incisor  teeth,  which  may  be  compared  with  the  extremities  of  the 
slender  fingers  of  some  monkeys  with  narrow  nails. 

Char,  specif. — A  species  about  the  size  of  the  Capyhara  is  represented  by  the  greater  part 
of  the  dentition  of  the  lower  jaw,  which  includes  representatives  of  both  kinds  of  incis- 
ors akeady  described  under  the  characters  of  the  genus.  The  rodent-like  form  is  less  typi- 
cal of  the  genus  than  in  the  E.glinfoj-mis  in  being  rather  shorter  and  furnished  with  a 
less  extensive  external  enamel-plate.  The  dentinal  column  projects  well  internally, 
giving  the  tooth  a  regularly  oval  section.    The  incisor  of  the  second  form  has  the  in 
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ternal  as  well  as  the  external  enamel-face,  and  the  former  possesses  a  longitudinal  an- 
cle bounding  its  concavity.  The  grinding-face  of  the  molars  and  some  of  the  premo- 
lars is  9Q -shaped  OS  in  the  other  species,  but  the  anterior  limb  of  the  figure  is  much 
thickened  on  the  inner  face,  so  as  to  have  a  triangular  form,  the  base  being  inward. 
This  base  is  notched  by  a  second  groove  of  that  side  of  the  tooth,  which  interruption 
is  obliterated  by  prolonged  attrition.  This  portion  of  the  crown  is  elevated  above  the 
posterior,  in  consequence  of  the  more  rapid  removal  of  the  latter  by  trituration.  The 
large  interujil  and  external  grooves  continue  nearly  to  the  base  of  the  crown,  as  in  the 
larger  species.  The  last  inferior  molar  is  longer  than  the  others,  and  is  three-lobed, 
forming  by  its  base  nearly  an  isoceles  triangle.  The  heel  is  formed  by  the  backward 
pro<luction  of  the  posterior  convexity  of  the  cc ,  the  central  line  of  the  figure  forming 
a  diagonal  ridge  across  the  middle  of  the  tooth. 
The  mandibular  ramus  is  of  a  deep  compressed  form. 

Measurements, 

M. 

Length  of  three  consecutive  molars 0250 

Length  of  last  two  molars 0210 

Length  of  penultimate  molar 0084 

Width  of  penultimate  n^olar 0062 

Length  of  last  molar ^ 0112 

Width  of  last  molar 0070 

Length  of  incisor,  second  form 0250 

Diameter  of  incisor,  second  form 0050 

Diameter  of  incisor,  iirst  form,  transverse 0030 

Diameter  of  incisor,  first  form,  antero-posterior 0070 

ESTHONYX  BUHMEISTKRII,  tup.  flOt?. 

A  species  more  nearly  allied  to  the  E.  hisalcatas  than  to  the  type  of  the  genus  is 
represented  by  a  portion  of  the  right  mandibular  ramus,  with  the  last  molar  tooth  in 
perfect  preservation.  While  the  jaw  is  of  depth  similar  to  that  of  the  E.  hiitulcatus^  it 
is  more  slender  in  its  proportions.  The  molar,  also,  while  of  nearly  the  same  length,  is 
relatively  narrower,  especially  in  its  anterior  portion.  The  crown  of  this  tooth  is  worn 
in  the  specimen,  and  the  auterior  portion  is  elevated  above  the  posterior,  and  displays 
a  trace  of  the  notch  of  the  inner  margin  already  observed  in  the  species  last  described. 
The  composition  of  the  tooth  is  similar  in  other  respects.  No  ciugular;  enamel 
smooth. 

Measurements, 

M. 

Length  of  last  lower  molar 009 

Length  of  last  lower  molar  from  anterior  tubercles 0060 

Width  ^»"'«"?^'y ^, 

I  postenorly 0025 

Depth  of  ramus  at  last  molar 0240 

This  species  is  dedicated  to  Prof.  Hermann  Burmeister,  director  of  the  museum  of 
Buenos  Ay  res,  who  has  studied  the  group  of  Toxodontidae,  and  given  us  an  excellent 
account  of  their  osteology, 

ESTHONYX  ACER,  Sp.  fWF. 

Chfir,  specif, — Established  on  a  portion  of  the  lower  jaw,  in  which  the  last  four  pre- 
molars remain.  They  resemble  those  of  the  species  already  named,  except  in  the  ante- 
rior one  of  the  series.  This  tooth  in  E.  acer  assumes  the  form  of  a  premolar,  tha 
posterior  V  becoming  %  curved  median  cutting  edge,  and  the  anterior  V  opening  into  a 
creseeutoid  section;  it  rises  to  an  acuminate  apex,  having  thus  a  rather  sectorial  char-, 
acter.  In  the  last  three  molars,  there  is  a  small  tubercle  at  the  inner  base  of  the  pos- 
terior limb  of  the  anterior  V.    Posterior  V  much  lower ;  enamel  smooth. 

MeasHrenients, 

M. 

Length  of  four  last  molars 035 

Length  of  three  last  molars 026 

Length  of  penultimate  molars 008 

Width  of  penultimate  molars 005 

Length  of  last  molar Oil 

Width  of  last  molar 005 

Depth  of  jaw  at  last  molar 020 

This  species  (litters  from  the  £,  bisulcatus  in  the  modified  form  of  the  last  premolar; 
in  the  latter,  it  is  relatively  larger  and  more  like  the  true  molars.  The  last  molar  of 
E,  acer  is  more  like  that  of  the  E.  bHrmeisteriiy  but  the  mandibular  ramus  of  that  species 
is  relatively  much  deeper  and  similar  to  that  of  E,  bisulcatus. 
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ESTHONYX  MITICULU8,  sp,  tlOV, 

Represented  by  portious  of  mandibular  rami  of  three  or  four  individaals  of  mncb 
smaller  size  than  any  of  those  referred  to  the  species  already  described.  There  are 
represented  two  premolars  and  three  molars ;  other  teeth  are  lost.  The  molars  differ 
from  those  of  the  three  species  named  in  lacking  the  notch  or  groove  on  the  inner  side 
of  the  anterior  triangle  of  the  crown,  which  constitutes  it  a  V  in  those  species,  giving 
the  worn  surface  a  more  simply  sigmoid  form ;  the  anterior  portion  is,  moreover,  not 
materially  more  elevated  than  the  posterior.  The  last  molar  has  a  large  heel,  an  inner 
and  two  anterior  tubercles  when  little  worn.  The  premolars  preserved  are  each  two- 
rooted,  the  last  is  like  the  correponding  one  in  E.  acer^  the  penultimate  without  heel  or 
inner  tubercles. 

Measurements, 

M 

Length  of  three  true  molars,  (No.  1) .• 0120 

Length  of  two  last  premolars,  (No.  2) 0064 

Length  of  first  true  molar,  (No.  1) 0040 

Width  of  first  true  molar,  (No.  1) 0030 

Depth  of  ramus  at  first  true  molar,  (No.  1) 0080 

The  worn  surfaces  of  the  first  and  second  true  molars  are  much  like  those  of  the  cor- 
responding teeth  of  Menotheriumj  Cope.  That  genus  differs  in  the  reduced  foFm  of  the 
last  inferior  molar  and  in  the  premolars. 

Meniscothbrium  chamensb,  gen,  et  sp,  nov. 

Char,  gen, — Molars  three,  with  two  continuous  external  crescents  and  two  internal 
tubercles,  except  on  the  posterior,  where  there  is  but  one,  the  anterior  conic  tubercle. 
The  posterior  tubercles  on  the  other  molars  crescentoid  in  section.  A  well-developed 
crescent  between  the  anterior  tubercle  and  anterior  crescent,  and  an  oblique  crest 
extending  from  the  latter  to  the  adjacent  horn  of  the  posterior  inner  tubercle.  Two 
external  crescents  on  the  last  premolar. 

This  genus  presents  a  curious  combination  in  the  structure  of  its  molars  of  the 
character  of  Palceosyopsj  HyopotamuSj  and  Eipposyvs,  It  is  exceptional  among  the 
ungulates  of  the  same  fauna  in  the  number  of  crescents  of  the  molars. 

Vhar.  «pect/.— Last  molar  with  the  oblique  inner  posterior  crest  terminating  at  the 
posterior  margin  of  the  crown.  Prominent  external  ribs  at  the  point  of  connection  of 
the  external  crescents  of  the  crown.    No  cingula ;  enamel  entirely  smooth. 

Measurements, 

M. 

Length  (externally)  of  last  four  molars , 029 

Length  of  true  molars 022 

Length  of  penultimate 009 

Width  of  penultimate * .010 

This  animal  was  about  the  size  of  the  raccoon,  and  probably  had  the  habits  of  tba 
tapirs. 

Bathmodon  8IMU8,  sp,  nov. 

Represented  by  the  remains  of  a  great  number  of  individuals,  including  all  parts  of 
the  skeleton,  dentition,  &c.,  but  especially  by  one  of  the  most  complete  ot  these,  which 
possesses,  among  other  portions,  the  premaxillary  bones.  These  indicate  a  species  very 
distinct  from  the  B.  radianSy  Cope,  and  one  approaching  the  Metalophodon  armatus  in  the 
structure  of  the  molar  teeth. 

The  canine  teeth  have  cylindric  roots  and  trihedral  crowns,  the  section  of  the  latter 
forming  a  nearly  equilateral  spherical  triangle.  The  crown  of  the  inferior  canines  are 
shorter,  and  have  one  concave  side.  The  superior  molarssupport  two  crests,  which  are 
nearly  parallel  on  the  single  and  last  tooth  of  this  type.  The  posterior  crest  is  com- 
posed of  two  portions,  the  posterior  conic  and  the  anterior  flatter,  and  which  becomes 
the  external  posterior  crescent  on  the  penultimate  molar.  The  anterior  cingular  crest 
is  very  well  developed  on  the  last  lower  molar. 

The  premaxillary  bone  is  short  and  stout,  and  descends  steeply  from  an  elevated 
front,  presenting  its  three  teeth  downward.  The  canine  follows  closely  from  an  ele- 
vated rib  on  the  side  of  the  face.  Behind  it  is  a  considerable  diastema.  The  humerus 
is  a  very  stout  bone,  and  the  femur  is  rather  slight  in  comparison  with  it. 

Measurements, 

M. 

Length  of  bases  of  last  three  molars 083 

Len;jth  of  basis  of  last  molar 026 

Width  of  basis  of  last  molar 035 
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M. 

Diameter  of  canine  at  base 025 

Length  of  penultimate  inferior  molar O'M) 

Width  of  penultimate  inferior  molar 021 

IndividualB  of  larger  size  than  the  above  are  more  common.    Measurements  of  one 

of  these  are : 

M, 

Lens^th  of  last  superior  molar 032 

Width  of  last  superior  molar 043 

Diameter  of  crown  of  canine,  (another  species) 030 

This  is  the  especially  characteristic  large  mammal  of  this  fauna,  and  must  have 
existed  in  herds. 

Bathmodon  molestus,  sp.  nov. 

Established  on  remains  of  one  species  and  probably  respresented  by  those  of  others 
in  possession  of  the  expedition.  The  teeth  differ  in  several  important  respects  from 
those  of  B.  radians  and  B.  aimus.  Thus  the  canine  is  quite  compressed  in  the  coronal 
portion,  and  is  narrow  triangular  in  section,  the  narrow  base  of  the  triangle  being  con- 
cave; that  is,  the  section  of  a  strong  groove,  which  is  bounded  by  a  sharp  edge  on  each 
side.  The  edge  proper  of  the  crown  is  also  duplicated  by  a  ridge  of  the  enamel, 
which  joins  it  at  an  acute  angle.  The  last  npper  molar  is  characteristic  in  its  wide 
crown,  the  posterior  nsually  transverse  crest  being  curved  so  as  to  represent  the  seg- 
ment of  a  circle,  the  convexity  posterior.  The  ramus  of  the  lower  jaw  is  very  slen- 
der. The  posterior  inferior  molar  is  large,  and  has  subequal  transverse  crests.  The 
posterior  cingulum,  which  descends  from  the  external  angle,  is  moderately  developed 
on  both  of  the  crests. 

In  a  young  specimen  of  this  or  an  allied  species  of  BathmodoUy  the  deciduous  tooth 
which  is  replaced  by  the  last  premolar  has  two  external  crescents;  an  interesting 
point  of  resemblance  to  the  Periseodactyle  ungulates. 

Measurements. 

M. 

Width  of  anterior  crest  of  last  inferior  molar 023 

Width  of  anterior  crest  of  superior  molar 0.39 

Length  of  superior  molar 029 

Antero-posttrior  diameter  of  crown  of  canine 022 

Transverse  diameter  of  crown  of  canine 013 

Depth  of  mandible  at  last  lower  molar .050 

Bathmodon  loma8,  »p.  nov. 

The  very  numerous  remains  of  the  genus  Bathmodon  obtained  are  referrible  to  several 
species,  as  indicated  especially  by  the  teeth.  The  present  form  is  characterized  among 
other  points  by  the  form  of  the  last  interior  molar.  The  anterior  crest  is  much  more 
elevated  than  the  posterior,  with  its  inner  apex  almost  a  cone,  with  anterior,  thick, 
revolute  border.  The  usual  oblique  cingulum  descends  from  the  outer  apex  forward. 
The  longitudinal  ridge  connecting  the  crests  is  low  but  distinct,  while  the  posterior 
cingnlar  ridge  is  remarkably  large.  This,  which  constitutes  one  of  the  specitic  marks, 
is  extended  horizontally  so  as  to  form  a  broad  ledge,  whose  border  is  a  segment  of  a 
circle.  Enamel  roughened  with  five  ridges  on  all  the  external  surfaces.  Tooth  well 
worn  by  prolonged  use. 

Measurements, 

M. 

Liength  of  crown 041 

Width  of  crown  anteriorly 027 

WMdth  of  posterior  crest 022 

Elevation  of  posterior  crest Oil 

Elevation  of  anterior  crest 024 

Bathmodon  elephantopus,  sp,  nov. 

The  most  abundant  species  of  the  New  Mexican  Eocene  formation,  and  of  the  largest 
size,  exceeding  in  this  respect  both  the  B,  simus  and  B.  molestus,  1  describe  at  present  the 
last  molai's  of  both  superior  and  inferior  series.  The  former  is  a  transverse  oval,  slightly 
swollen  on  the  posterior  border  external  to  the  middle  point.  The  two  crests  are  par- 
allel, the  anterior  as  usual  curving  round  to  the  inner  extremity  of  the  shorter  poste- 
rior, and  leaving  a  wide  interval  between  them.  The  posterior  is  not  divided,  but  is, 
elevated  at  the  extremities.  Anterior  cingulum  strong,  posterior  obsolete,  excepting  on 
the  external  border,  where  it  sends  a  low  ridge  to  the  elevated  extremity  of  the  anterior 
crest.  Exteroanterior  to  this  ridge  is  a  shallow  fossa.  Enamel  very  slightly  rugose. 
The  posterior  lower  molar  exhibits  a  great  disparity  of  elevation  of  the  crests,  the 
anterior  being  high,  and  terminating  on  the  inner  side  in  an  elevated  cone.    The  cou- 
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necting  ridgo  is  low,  and  there  is  only  a  trace  of  a  descending  posterior  cingnlum  on 
the  posterior  crest. 

Measuremenis, 

M. 

Width  of  last  superior  molar 040 

Length  of  la«t  superior  molar 030 

Length  of  last  inferior  molar 039 

Width  of  last  inferior  molar 0*26 

Elevatioa  of  posterior  crest  of  inferior  molar 015 

Elevation  of  anterior  crest  of  inferior  molar 025 

A  remarkably  fine  skeleton  of  a  species  of  this  genus,  discovered  by  my  friend  and 
assistant,  William  G.  Shedd.  exhibits  characters  heretofore  only  inferential,  and  dem- 
onstrates the  correctness  of  a  number  of  positions  heretofore  based  on  a  few  fragment- 
ary bones.  The  feet  exhibit  proboscidian  characters  throughout.  They  are  very  short 
and  plantigrade,  and  there  are  five  digits  on  the  hind  foot.  The  calcanenm  is  recurved 
inward,  and  the  astragalus  flat  above.  The  navicular  is  transverse  and  very  thio, 
while  the  cuboid  is  subequilateral.  The  metatarsals  are  short,  and  the  phalanges  much 
wider  than  long.  The  cranium  remarkably  resembles  that  of  a  carnivorous  animal  in 
its  massive  expanded  zygomas  and  huge  canine  tusks.  It  differs  remarkably  from  this 
type,  and  shows  its  affinity  to  Uintatheriuvi  in  the  broad  plane  of  the  upper  cranial  wall, 
with  overhanging  marginal  crests  for  the  attachment  and  protection  of  the  temporal 
and  neck  muscles.  These  crests  do  not  support  horns.  The  muzzle  is  contracted  at 
the  diastema,  thus  rendering  more  prominent  the  ridges  which  mark  the  position  of 
the  alveoli  of  the  tusks.  The  latter  are  directed  downward,  giving  tho  profile  the 
pick-ax4ike  form  of  that  of  Uintatheriumj  though  more  robust  in  its  proportions  than 
the  latter.    The  length  of  this  skull  is  19  inches ;  the  width  at  the  zygomas  1^ 

• 

Phenacodus  prim^vus,  Cope.* 

Char.  gen. — The  genus  Phenacodus  was  first  recognized  by  the  writer  in  a  posterior 
inferior  molar  of  a  mammal  of  about  the  size  of  a  ho^,  of  unknown  affinities,  which 
was  named  P. pHmoiVHS.  Specimens  of  the  same  species,  embracing  the  dentition  of 
both  jaws,  having  been  procured  ^n  the  Eocene  of  New  Mexico,  I  am  prepared  to  add 
to  the  characters  of  the  genus. 

There  are  three  molars  in  each  jaw,  and  the  specimens  include  two  premolars,  which 
form  a  continuous  series,  as  in  Achwnodon.  There  are  four  principal  tubercles  on  the 
inferior  molars  and  sometimes  a  third  small  one  between  the  posterior  pair,  always  on 
the  last  one,  which  is,  however,  not  largely  developed.  The  first  inferior  premolar 
presents  a  broad  heel,  a  double  medium  tubercle,  and  an  anterior  tubercle,  (in  P.  prU 
mcBvus.)  The  crowns  of  the  superior  molars  are  low  and  broad,  and  supiK)rt  numerous 
tubercles;  these  are  low  and  vary  in  number,  but  there  are  two  near  the  external  bor- 
der which  are  quite  constant.  They  have  general  resemblances  to  those  of  hogs,  bears, 
and  monkeys.  The  first  true  molar  is  broader  than  long,  and  there  are  no  diastemata 
between  it  and  the  premolars,  or  between  the  latter,  which  are  quadri-,  and  tri-cnspid, 
respectively.  The  forms  of  these  teeth  are  entirely  difierent  from  those  of  the  corre- 
sponding teeth  in  Elothenum, 

Char.  «p^i/.— The  posterior  molar  of  the  loft  side  is  wide  in  front  and  regularly  oval 
in  posterior  outline,  and  has  two  equal  anterior  and  three  unequal  posterior  tubercles. 
One  of  the  posteriors  is  situated  near  the  middle  of  the  outer  side,  and  is  separated  from 
the  adjacent  anterior  by  a  deep  groove.  The  corresponding  inner  tubercle  is  more  pos- 
trrior;  anterior  tubercles  low,  tnhedral,  and  connected  by  a  shelf-like  cingnlum  across 
the  front  of  the  tooth :  rudimental  cingula  on  outer  side  of  crown.  The  penultimate 
molar  has  three  tubercles  on  the  posterior  border ;  and  a  deep  fissue,  corre8i>onding  to 
that  of  the  last  molar,  separates  one  of  them  from  the  anterior  tubercle. 

MeasuremenU, 

M. 

Length  of  last  molar 015 

Width  J  anteriorly Oil 

I  between  two  posterior  tubercles 005 

Elevation  of  anterior  cusp  from  base 008 

Width  of  penultimate  molar  behind 010 

From  the  same  locality  as  the  preceding  species. 

Phenacodus  omnivorus,  sp.  nov. 

Superior  molar  with  low  and  broad  tnbercular  crown,  with  outline  of  base  parallelo- 
grammic,  with  one  end  oblique;  the  oblique  end  with  two  principal  low  tnbercles, 
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which  form  the  extremities  of  two  series  of  similar  ones,  some  of  which   arise  from 
the  strong  cingulum  which  forms  part  of  the  snmmit  of  the  crown. 

CAar.— Molar  without  cingulum  on  the  (f )  outer  side  only ;  ele where  very  strong  and 
crenate,  at  one  point  rising  into  a  stout,  low  tubercle.  The  largest  tubercle  is  near 
this,  on  the  inner  summit  of  the  crown,  and  is  connected  with  the  larger  outer  by  a 
low,  broad  tubercle.  A  smaller  one  intervenes  between  the  cingular  tubercle  and  the 
smaller  external.  The  outer  tubercles  low  aud  broad,  a  smaller  one  opposite  the  inter- 
nal between  them  in  the  position  of  a  cingulum.    Enamel  coarsely  rugose. 

Measurements. 

M. 

Transverse  diameter 014 

Longitudinal 010 

Distance  between  apices  of  inner  and  outer  tubercles 007 

Elevation  of  cingulum 004 

Elevation  of  outer  cusp 005 

The  tooth  described  is  about  the  size  of  the  posterior  inferior  molar  of  the  black 
bear,  (  Ursus  americanus.) 

PhENACODUS  8ULCATUS,  Sp,  tlOV. 

Represented  especially  by  the  molar  tooth  corresponding  to  that  above  described 
under  the  head  of  P.  omnivorus,  in  good  preservation.  It  is  a  species  considerably  less 
than  half  the  size  of  the  one  just  named,  and  presents  several  important  differences  of 
structure.  Of  the  two  out«r  tubercles,  one  is  very  small,  and  there  is  a  third  adjacent 
to  the  larger,  produced  by  the  enlargement  of  the  cingulum.  As  in  P.  omnivoruSf  the 
cingulum  extends  entirely  round  the  remainder  of  the  crown,  and  is  tubercular  on  the 
side  of  the  least  outer  tubercle.  The  inner  tubercle  is  connected  with  the  larger  outer 
by  an  intermediate  of  elongate  form,  so  that  the  series  when  worn  down  resembles  the 
transverse  ridge  of  the  superior  molar  of  Hyposy us,  aud  which  is  separated  by  a  groove 
from  the  cingular  ridge  on  each  side. 

Measurements, 

M. 

Transverse  diameter 008 

Lougitudiual  diameter 006 

Distance  between  apices  of  inner  and  outer  tubercles 004 

Elevation  of  cingulum 002 

Elevation  of  outer  cusp 003 

Size  similar  to  that  of  the  corresponding  tooth  of  a  CoatL 

OxYJENA  LUPINA,  geii,  et  sp.  nov. 

Represented  by  a  portion  of  the  cranium,  which  includes  the  great-er  part  of  the  denti- 
tion. The  generic  characters  are,  three  premolars  and  four  molars  above  and  below  ; 
lower  premolars  with  anterior  cone  and  posterior  cutting  heel;  last  premolar  and  all 
the  molars  of  the  superior  series  with  an  internal  heel ;  the  last  molar  transverse  ;  first 
and  second  upper  molars  with  an  anterior  cone  and  posterior  cutting  lobe  ;  the  penul- 
timate with  two  anterior  acute  cones,  the  posterior  forming  a  sectorial  edge  with  the 
posterior  lobe ;  last  superior  molar  trenchant. 

Mandibular  dentition,  I.,  0;  C,  1;  P.  M.,  3;  M.,  3;  the  canine  teeth  directed  forward 
and  upward  without  intervening  incisors.  First  premolar  one-rooted ;  second  and 
third  consisting  of  an  anterior  elevated  cone,  and  posterior  heel,  which  is  elevated  in 
the  middle. 

The  first  true  molar  is  nearly  similar,  with  the  posterior  tubercle  sharp  edged.  Last 
two  molars  with  an  anterior  elevated  portion  and  small  low  heel ;  the  former  consisting 
of  three  acute  tubercles,  of  which  the  largest  or  interior  forms  with  the  anterior  a  sec- 
torial blade  oblique  to  the  axis  of  the  mandibular  bone. 

This  genus  has  one  less  molar  with  double  median  cones  than  Protot&mus.  It  is  one 
of  the  flat-clawed  group,  of  which  two  forms  have  already  been  described,  Mesonyx, 
Cope.,  and  Synoplotherium^  Cope,  which  present  in  their  dentition  a  nearer  resemblance 
to  the  genus  Hyamodon  than  to  any  other  of  later  age.  It  differs  from  both  the  genera 
named  in  having  only  six  molar  teeth,  and  the  triangular  type  of  inferior  sectorial 
teeth  has  not  yet  been  obtained  among  them.  The  0.  farcipata  is  the  larger  species ; 
the  smallest  one  described  by  me  is  the  Oxywna  morsitans.  In  Stypolophus  brevicalca' 
raluSy  I  find  three  sectorials  of  tbe  form  described  instead  of  two  only. 

Char,  speoif. — The  posterior  cutting  lobes  of  molars  1  and  2  elevated  and  rather  obtuse, 
that  of  molar  3  lower  and  more  acute.  Molar  2  has  a  well-marked  anterior  tubercle ; 
molar  4  consists  of  an  outer  cutting  edge  and  inner  cone.  The  inner  tubercle  of  molar  3 
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i8  smaller  than  in  the  three  teeth  preceding.  First  lower  premolar  well  developed visk 
one  rout.    Enamel  of  all  the  teeth,  especially  of  the  canines,  rugose. 
This  species  is  allied  to  those  of  the  genus  Pterodon.  I  ^ 

Mea9urement8,  1 1^=-* 

Length  of  fonr  posterior  superior  molars -- J&»  11* 

Length  of  first  true  molar -OU  IWe 

Width  of  first  true  molar ^U  fW* 

Leugth  of  second  true  molar - M 

Width  of  third  ( transverse)  molar ft- 

Length  of  five  anterior  inferior  molars M   fV* 


This  species  is  intennediate  in  size  between  the  0.  forcipata  and  O.  mormtans.  Us 
penultimate  inferior  molar  differs  from  that  of  both  these  species  in  the  much  weaker 
development  of  the  internal  lateral  tubercle  and  more  obtuse  anterior  tubercle;  m 
O.  fordpaia  the  blade  is  continued  on  the  front  of  this  tubercle. 

Two  specimens  embracing  five  series  of  teeth  have  been  examined  by  the  writer:  tb« 
measurements  given  are  those  of  the  smaller. 

OXY^NA  MORSITANS,  «p.  flOV. 

The  genus  of  flesh-eating  mammals,  described  in  1872  under  the  name  of  Stypolofku, 
presents  a  type  of  dentition  which  is  further  illustrated  by  the  present  addition  of  nev 
species  much  larger  than  any  hitherto  known  to  possess  it.     Those  described  are  ii 
the  order  of  size :  S.  inaeciivomSj  S.  pungenn,  and  S,  hrevicalcarains.  Cope.     The  presnt 
new  species  is  twice  the  bulk  of  the  last.     It  is  represented  by  broken  mandibles  witk 
molars  and  canines  of  two  specimens,  and  part  of  the  maxillary  dentition  of  a  thiri 
The  molar,  which  is  typical  of  the  genus,  in  its  subtriangular  basis  supporting  thm 
elevated  cusps,  and    a    short    heel,    is   evidently    functionally  the    sectorial,  wbAt- 
ever  its  homological  relations  may  be.    In  the  present  instance,  the   inner  posterior 
cusp  is  much  reduced,  while  there  is  a  small  additional  cusp  on  the  front  of  the  aot6- 
rior  near  its  basis.    The  trihedral  outer  posterior  forms  a  cutting  edf^e  with  the  Ur|>c 
outer  anterior,  which  is  produced  forward.    A  posterior  molar  exhibits  a  correspood- 
ing  tricuspidate  portion,  and  a  more  elongate  heel,  with  acute  circumference.    In  i 
premolar,  the  posteiior  heel  becomes  trenchant  and  median.     The  canine  is  very  stoat 
and  compressed  at  basis.    The  enamel  in  all  the  teeth  is  more  or  leas  rugose. 

Meiisurements, 

Length  of  base  of  crown  of  sectorial  tooth — . .......    .014 

Width  of  base  of  crown  of  sectorial  tooth .009 

Elevation  of  principal  cusps Ol-i 

Elevation  of  inner  posterior  cnsps - W* 

Length  of  basis  of  posterior  molar 015 

Width  of  basis  of  posterior  molar rOT 

Length  of  heel  of  posterior  molar (i05 

Elevation  of  principal  cnsps Oil 

Elevation  of  anterior  cusps f"* 

Long  diameter  of  canine  at  base Old 

The  maxillary  series  belongs  to  a  still  larger  animal.  The  sectorial  presents  the 
same  form  as  that  of  the  mandibular  series,  and  is  more  robust  in  form  than  in  exi^Uni; 
Camivora,  The  section  of  the  middle  crests  is  very  convex  on  the  inner  side,  so  that  the 
shear  is  oblique.  The  heel  is  small  and  low.  The  premolar  preceding  has  a  lar;^, 
broad  heel.  In  another  premolar,  the  heel  supports  a  median  crest,  while  the  ant<*nor 
part  of  the  crown  is  a  slightly-compressed  cone,  with  a  small  tubercle  at  the  anterior 
base.    Other  specimens  indicate  that  this  species  lacks  the  inferior  incisor  teeth. 

OXY^NA  FORCIPATA,  8p.  IIOV, 

Char,  spec}/.— Mandibular  rami  robust  and  deep,  with  the  symphysis  short,  and  the 
chin  contracted.  The  canine  tooth  forms  a  vertical  oval  in  section.  The  first  one- 
rooted  premolar  is  a  stout  tooth  ;  there  is  no  anterior  basal  tubercle  on  the  second  and 
third  premolars,  but  a  distinct  one  on  the  first  true  molar.  There  is  a  small  taberrle 
at  the  base  of  the  anterior  lobe  of  the  last  or  second  sectorial  molar.  This  tootb  i* 
larger  than  the  ])enultimate.  The  enamel  of  all  the  teeth  is  quite  rugose,  altboo^k 
they  are  well  worn  by  use. 

Corresponding  characters  are  exhibited  by  four  specimens  of  this  species,  one  of 
which  includes  portions  of  the  upper  jaw.  All  the  bones  are  particularly  massive, 
and  there  is  a  high  parietal  crest,  a  fair  indication  of  the  size  of  the  temporal  mosdee. 

Additional  specimens  of  the  Oxywna  moraitanSf  Cope,  show  that  it  differs  m  the 
reduced  size  of  the  sectorial  molara,  and  the  very  small  first  premolar,  which  is  quito 
rudimental. 
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Measurements. 

M. 

Length  of  inferior  dental  series 103 

Depth  of  ramus  at  last  molar 040 

Depth  of  ramns  at  second  premolar 030 

Diameter  of  canine  tooth 019 

Length  of  premolar  series 035 

Length  of  base  of  penultimate  molar 016 

Length  of  base  of  last  molar 019 

Width  of  base  of  last  molar 012 

Elevation  of  crown  of  last  molar 019 

Length  of  superior  last  molar 020 

Width  of  superior  last  molar 013 

This  animal  differs  in  specific  characters  from  the  Wyoming  carnivores,  already  re- 
ferred to,  in  the  greater  robustness  of  all  its  parts.  From  Synoplotherium  lanius^  it  also 
differs  in  the  regular  increase  backward  in  the  size  of  the  molars.  In  the  Wyoming 
species  the  penultimate  is  largest  in  the  lower  jaw. 

The  fragments  of  the  Oxywna  forcipata  are  as  large  as  corresponding  parts  of  the 
jaguar. 

Pachy^na  ossifraga,  gen,  et  sp,  nov. 

Char,  gen, — Established  on  a  single  superior  molar  tooth  of  a  large  carnivore,  ap- 
parently allied  to  the  ^roup  of  flat-clawed  Camivora,    It  is  either  the  last  premolar 
or  first  true  molar.    It  is  characterized  by  the  absence  of  the  cutting  edge  seen  in  the 
allied  genera,  and  its  replacement  by  a  conic  tul^ercle. 

The  principal  lobe  is  also  a  cone,  and  the  inner  one  a  perfect  cone,  a  little  less  ele- 
vated than  the  principal  one. 

Char,  specif . — Crown  with  well-developed  anterior  and  posterior  basal  tubercles; 
no  ciuguli,  either  internal  or  external.    Enamel  slightly  rugose. 

Measuremenis, 

M. 

Length  of  crown 020 

Width  of  crown 018 

Elevation  of  anterior  basal  tubercle 006 

Elevation  of  central  cone Oil 

Elevation  of  interior  cone 010 

This  is  the  largest  carnivore  j'et  observed  in  this  formation,  and  of  peculiar  charac- 
ter; its  structure  indicating  a  diet  not  purely  carnivorous. 

PROTOTOMUS  viVERRiNUS,  gen,  et  sp,  nov. 

Char.  gen. — Three  true  molars  in  the  maxillary  bone  ;  premolars  compressed,  the  last 
of  the  upper  series  triangular  in  form  ;  each  angle  enlarged ;  the  center  of  the  crown 
with  a  compressed  conic  tubercle.  First  and  second  true  molars  triangular,  with  a 
tubercle  at  each  angle,  and  two  adjacent  cones  in  the  center.  The  tubercle  of  the  pos- 
terior angle  forms  a  slight  sectional  edge  with  the  posterior  of  the  central  pair.  L.'vst 
(third  molar)  transverse,  with  a  median  cone.  Supposed  mandible  with  the  posterior 
two  molars  tubercular ;  the  anterior  tubercles  similar  to  the  posterior. 

This  genus  is  evidently  allied  to  the  Viverridce^  differing  from  VirerrdySO  far  as  known, 
in  the  simple  character  of  the  last  two  inferior  molars.  From  Limnocyon  it  differs,  ac- 
cording to  Professor  Marsh's  descriptions,  in  possessing  three  instead  of  two  superior 
true  molars,  or,  if  we  include  with  these  the  last  premolar,  as  does  Professor  Marsh, 
four  instead  of  three.  According  to  Professor  Marsh,  the  tubercular  molars  in  his 
Vulpavus  are  generally  similar  to  those  of  the  existing  genus  Canis,  Prototamus  pre- 
sents the  number  of  superior  molars  seen  in  Amphicyon, 

Char,  specif. — The  F,  viveiirinus  is  established  on  a  considerable  part  of  the  cranium 
and  skeleton  of  one  individual  in  good  preservation.  The  last  upper  premolar  is  tri- 
radiate,  having  concave  and  subequal  sides.  The  first  molar  is  as  broad  as  long,  and 
is  triangular,  presenting  a  right  angle  outward  and  forward. 

The  second  molar  is  broader  than  long,  and  presents  an  acute  tubercle  on  the  ante- 
rior border  between  the  inner  and  anterior  median  cones.  There  is  a  tubercle  at 
the  inner  and  outer  extremities  of  the  base  of  the  last  molar.  No  cingulum  on  the  pos- 
terior or  outer  sides  of  the  last  premolar.  External  cones  of  the  last  two  inferior  mo- 
lars subcrescentic  in  section  ;  anterior  inner  obsolete ;  posterior  inner  prominent. 
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Measurements,  u  ff%*~- 

Length  of  last  five  molars...- SSA  Mtr-^ 

Length  of  true-molar  series X»15  ln> 

Length  of  last  premolar - i^  I  tra 

Width  of  last  premolar "w 

Length  of  pennltiraate  molar J)^ 

Width  of  penultimate  molar ^ 

Width  of  last  molar M 

Length  of  last  two  inferior  molars SfSA 

About  the  size  of  the  domestic  cat. 

PROTOTOMUS   IN8IDI06U8,  Sp.  HOV. 

Represented  in  the  collections  of  the  survey  by  parts  of  the  maxillary  bone  and  bath 
mandibular  rami  with  teeth.  The  species  is  much  less  than  the  pre'^eding,  and  diffen 
materially  in  the  forms  of  the  teeth.  The  two  anterior  tubercles  of  the  tubercalir 
molars  are  similar  and  approximated ;  the  posterior  slightly  divergent,  and  on  theLut 
tooth  inclosing  a  third  of  small  size.  The  last  premolar  has  a  broacl  heel  and  §t»t 
anterior  cone,  but  no  anterior  tubercle.  The  tooth  immediately  preceding  is  much 
smaller,  and  also  possesses  a  heel.  The  mandibular  ramus  is  x>arCicularly  slender,  ibA 
the  angle  is  not  inflected. 

Measurements, 

Length  of  last  two  inferior  molars (^ 

Length  of  last  molar - - C*G4 

Width  of  last  inferior  molnr 003^ 

Depth  of  ramus  at  last  inferior  molar ("M.^ 

Length  of  last  premolar - HO) 

Elevation  of  last  premolar , 1 (XSs 

Prototomus  jarrovii,  «p.  nor. 

This  Carnivore  is  of  considerably  larger  proportions  than  either  of  the  precedinjj.  It 
is  readily  recognized  ivs  pertaining  to  the  same  genus  by  the  identical  form  of  the  ha 
two  inferior  molars,  which  are  quite  difierent  from  the  corresponding  ones  in  Oifsu 
and  other  genera.    These  indeed,  with  the  portion  of  the  mandibular  ramus  which  snp- 

?orts  them,  are  the  only  well-preserved  remains  of  this  animal  ae  3^et  in  our  possession, 
hey  indicate  an  animal  of  the  size  of  the  gray  fox.  In  the  last  molar,  the  inner  »Dt«- 
rior  tubercle  is  double,  though  low  and  obtuse.  It  differs  from  that  in  t  he  species  Uss 
enumerated  in  the  presence  of  only  two  tubercles  on  the  posterior  portion  of  the  croim 
instead  of  throe,  one  being  terminal  and  the  other  on  the  middle  of  the  outer  si<k. 
There  are  but  two  on  the  posterior  end  of  the  penultimate  tooth,  and  all  are  low  tad 
unconnected  excepting  by  the  distinct  rim  of  the  crown.  The  center  of  the  croirnis 
thus  concave.  The  rim  is  interrupted  by  notches  between  the  tubercles  on  the  oat«r 
side.    No  cingulum  on  inner,  a  weak  one  on  outer  side.    Enamel  smooth. 

The  form  of  the  molars  is  rather  stout,  and  the  ramus  is  thick  and  not  deep,  and 
with  broad,  simple,  lower  border  below  the  molars. 

Measurements, 

Length  of  last  lowermolar OCTO 

Width  { *"*r'?'''y -SJf, 

)  posteriorly 00*» 

Width  of  penultimate  behind UO^'^ 

Elevation  of  anterior  cusp  of  last 003) 

Depth  of  ramus  at  last  molar 0140 

This  species  is  dedicated  to  my  friend  Henry  C.  Yarrow,  M.  D.,  to  whom  was  com- 
mitted the  charge  of  that  party  of  the  survey  to  which  I  was  attached,  and  to  who« 
zeal  in  the  cause  of  the  natural  sciences  the  success  of  the  special  expedition  is  laifelj 
due. 

LiMNOCYON  PROTKNUS,   sp,  HOV, 

A  civet-like  Carnivore  represented  by  one  entire  and  a  portion  of  the  other  mandibo- 
lar  ramus,  with  teeth  well  preserved,  agrees  in  generic  characters  with  the  specie* 
referred  by  Professor  Marsh  to  his  genus  Limnocyon^  but  differs  from  theui  all  in  iu 
superior  size.  The  molars  are  |,  but  the  first  molar  is  like  the  premolars  of  the  C^- 
nidiVy  except  in  a  slight  widening  of  its  posterior  bas^s  by  the  development  of  a  brotd 
cingulum  on  the  inner  side  and  round  the  basal  lobe  behind.  From  this  point  it  ex- 
tends forward  on  the  outer  side  to  the  beginning  of  the  anterior  basal  lobe,  and  there 
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ceases.  The  second  molar  has  the  anterior  portion  elevated,  supporting];  three  cnsps  and 
a  large  heel,  with  lateral  and  sub-median  cutting  edges.  The  last  molar  is  smaller, 
elongate,  oval,  and  two-rooted,  with  marginal  posterior,  intermarginal  external,  and 
two  anterior  tubercles,  of  which  the  inner  is  bifid.  The  ramus  is  slender,  and  the 
symphysis  elongate.    The  angle  is  not  incurved.    First  premolars  one-rooted. 

Measurements, 

M. 

Length  of  dental  series 0680 

Length  of  four  premolars 0340 

Length  of  first  molar 0105 

Length  of  second  molar 0100 

Width  of  second  molar 0055 

Length  of  third  molar 00*^0 

Width  of  third  molar  in  front 0040 

Depth  of  ramus  at  third  premolar 0130 

Depth  of  ramus  at  last  molar 0150 

Alugator  chamensis,  ap.  nor. 

Represented  by  portions  of  the  mandibular  arch  of  a  small  crocodilian  resembling  in 
some  respects  the  A,  heterodon  of  the  Wyoming  beds.  The  posterior  teeth  have  the  same 
short,  expanded,  sessile,  beau-shaped  crowns,  with  a  median  longitudinal  ridge,  and 
more  delicate  lines  radiating  close  together  from  it  to  the  border  of  the  crown.  The 
anterior  teeth  ditfer  in  being  cylindric  instead  of  compressed.  There  is  a  large  canine 
preceded  and  followed  by  teeth  of  much  smaller  size. 

Measurements, 

M. 

Length  of  symphysis • 019 

Length  of  alveoli  of  six  teeth  from  symphysis 022 

Width  of  ramus  just  behind  symphysis  . .  - ' 010 

Long  diameter  of  posterior  tooth 005 

The  specimens  selected  as  type  is  one  of  the  smallest.  The  surface  of  the  bones  is 
roughened  with  pits. 

Plastomenus  lachrymalis,  sp.  nov. 

The  largest  species  of  the  genus,  and  abundantly  represented  in  the  Eocene  of  New 
Mexico.  The  costal  bones  are  rather  finely  punctate,  the  posterior  as  well  i\s  the  an- 
terior. The  anterior  costal  bones  are  crossed  by  numerous  ridges  from  side  to  side 
obliquely  ;  the  obliquity  increasing  posteriorly.  On  the  posterior  bones,  they  are 
broken  into  vertical  bars,  separated  by  considerable  intervals,  and  of  linear  form. 
The  posterior  costals  reach  a  thickness  of  0".006  and  a  width  of  0™.025. 

The  pitting  of  the  posterior  part  of  the  carapace  distinguishes  this  species  from  the 
P.  cedemius, 

PART  II. 

In  addition  to  the  investigations  pursued  in  the  regions  already  indicated,  and  of 
which  some  of  the  new  species  have  been  described,  it  may  be  stated  that  a  careful 
examination  was  made  of  the  extensive  lacustrine  deposits  in  the  valley  of  the  Rio 
Grande. 

These  deposits  are  supposed  to  commence  to  the  northward  of  Taos,  N.  Mex.,  and 
continue  to  an  unknown  distance  southward,  certainly  at  least  fifty  miles  beyond 
Santa  F^,  and  occupy  that  portion  of  the  valley  between  the  Rocky  Mountains  in  the 
east  and  the  Jemez  range  in  the  west,  and  have  been  stated  as  late  Tertiary,  but  with- 
out special  determination  or  co-ordination  with  the  other  known  lacustrine  formations 
of  this  continent.* 

Abundant  material  having  been  obtained  by  the  party,  it  is  easy  to  determine  the 
fauna,  whose  remains  are  entombed  in  it,  to  be  a  part  of  that  already  described  by  Dr. 
Leidy  and  the  writer  as  occurring  in  Dakota  and  Colorado  under  the  name  of  Pliocene. 
This  conclusion  is  indicated  by  the  presence  of  the  genera  Hippotherium,  ProtohippuSf 
Procamelusy  Cosoryx,  and  Merychippus^  and  known  Pliocene  species  of  other  genera, 
among  which  may  be  mentioned  Canis^  Aceratherium^  <&c.  In  atldition  to  siiecies 
already  known,  a  number  new  to  science  were  obtained,  of  some  of  which  descriptions 
are  here  given. 

Martes  nambianus,  sp.  nov. 

Represented  by  a  mandibular  ramus,  which  supports  three  teeth.  The  anterior  blade 
of  the  sectorial  is  rather  obtuse. 


•  The  new  species  described  from  the  valley  of  the  Rio  Grande  were  discovered  from 
August  20  to  September  1, 1874. 
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The  first  premolar  is  one-rooted ;  the  second  and  third  are  withoat  poBterior  conni 
lobes,  but  exhibit  small  basal  lobes,  both  anterior  and  posterior.  The  anterior  of  tk 
second  is  rather  elevated,  and  the  entire  crown  is  directed  obliquely  forward.  Ca&iix 
compressed ;  mental  Ibrainiua  below  the  second  and  third  premolars. 

Meaaurenients. 

Length  of  three  premolars - •** 

Elevation  of  anterior  lobe  of  sectorial ^^ 

Depth  of  ramus  at  anterior  lobe  of  sectorial ^ 

This  species  is  of  smaller  size  than  the  M.  muatelinuSf  Cope,  and  the  sectohil  \»i^ 
less  elevated  and  trenchant. 

COSORYX  RAM08U8,  8p.  nov. 

Char.  </ew.— Inferior  molars  prismatic,  f ;  the  premolars  all  sectorial,  last  viA 
short  branch-crests.  Molars  with  basal  iutercolumnar  tubercles.  Horus  supercilitfr, 
solid,  branched.  This  genus  was  indicated  by  Dr.  Leidy  from  a  horn  of  the  spMkf 
known  to  him,  the  Cosoryx  furcatus^  from  the  Pliocene  beds  of  the  Niobrara.  The  s»m 
or  a  similar  species  has  left  abundant  remains  in  the  Santa  V6  marls,  and,  in  coDHce- 
tion  with  the  more  numerous  C.  ramoeua^  has  enabled  me  to  determine  the  dental  and 
other  characters  of  the  genus.  Aft'Cr  a  careful  examination  of  the  horns  of  these  i^ 
cies  in  my  possession,  those  of  eighteen  individuals  (at  least  I  find  that  of  ten  wberc 
the  basal  portion  is  preserved)  the  beam  has  been  broken  off  and  reunite  by  anchj* 
losis  in  six.  In  most  of  these  the  spot  is  marked  by  a  ring  of  exostosed  tuberositiei, 
like  those  constituting  the  burr  of  the  deer's  horn.  On  a  specimen  of  this  character, 
pertaining  to  a  third  species,  Professor  Leidy  based  his  Cervus  warreniiy  which  nuj 
now  be  called  Cosoryx  warrenii.    It  is  abnndant  in  the  Santa  ¥6  marls. 

The  fracture  has  taken  place  in  every  instance  at  a  point  as  far  above  the  frooUl 
bone  as  the  burr  of  deer  is  situated,  and  is  irregular  in  outline,  higb«)r  on  the  one  side 
than  the  other.  In  some  of  the  specimens  the  smaller  antlers  are  also  broken,  and  ex- 
hibit a  similar  burr,  but  the  terminal  portion  is  usually  lost.  In  one  specimen,  a  broken 
antler  is  anchylosed  in  the  usual  manner  of  overlapping  ends.  The  horns  are  solid, 
the  center  having  a  narrow,  spongy  axis.  The  surface  is  aense  and  marked  by  artoial 
grooves,  but  not  pierced  by  noticeable  foramina. 

It  is  evidently  a  question  whether  this  genus  should  be  referred  to  the  hollow  or  solid- 
horned  liuminantia;  to  the  Borida',  or  Cervidce,  The  horns  might  be  regarded  as  those  of 
deer  were  it  not  for  the  occasional  specimens  without  burr,  while  the  teeth  are  both 
cervine  and  bovine.  We  way  here  draw  such  inferences  as  we  can  respecting  the 
nature  of  the  covering  of  the' horn.  That  the  fractured  beam  should  not  be  lost  in- 
dicates the  presence  of  some  kind  of  covering  to  retain  it.  That  this  covering  wssdoC 
horny  is  probable  from  the  fact  that  the  horns  are  brauched,  a  structcire  impossible  to 
the  Bovidw,  since  antlers  effectually  prevent  the  usual  mode  of  increase  of  horn  by  ad- 
ditions at  the  base  and  removal  at  the  extremity.  That  such  covering  protected  arte- 
ries, which  aided  in  the  production  of  buri-s,  is  also  probable.  We  may  thus  believe  it  to 
have  been  dermal  like  tbat  of  the  giraffe,  or  the  Aniilocapray  at  the  period  of  immutnrity 
of  its  horny  sheath. 

It  may  be  concluded,  then,  that  the  genus  Cosoryx  represents  the  ancestral  type  of  the 
Cervida'j  and  explains  the  origin  of  the  remarkable  type  of  horns  of  that  family  as  fol- 
lows: Ruminants  with  fixed  horns  of  structure  more  dense  and  brittle  than  others  of 
the  same  type,  in  their  annual  combats  at  the  rutting-season,  very  frequently  broke 
the  beams  off  not  far  above  the  base.  The  usual  location  of  nutrition  followed,  which, 
being  annually  repeated,  became  as  periodical  in  its  return  as  the  activity  of  nutritioo 
of  the  reproductive  system.  This  activity  ceasing,  the  horn,  being  dense,  lost  iti 
vitality,  the  more  so  as  the  normal  covering  would  have  already  perished  in  iis  distal 
portions.  The  natural  consequence,  the  separation  of  the  dead  from  the  living  bone 
by  suppuration,  would  follow.  This  process  would,  however,  probably  require  a  longer 
time  for  the  establishment  of  its  periodical  return  than  the  fracture  and  attachment  of 
the  existing  horn. 

This  appears  to  be  the  only  explanation  of  the  ongin  of  the  phenomena  exhibited 
by  the  horns  of  the  Cervidce^  and  is  suggested  by  the  specimens  of  Cosoryx  to  be  de- 
scribed. 

Char,  specif. — This  species  is  larger  than  the  C.  furcaius,  Leidy,  and  differs  from  the 
C.  tcarreiiii  in  possessing  two  antlers  instead  of  one,  of  which  the  first  is  given  off  at 
a  point  much  farther  from  the  base  than  in  that  species. 

The  beam  near  the  base  is  curved  a  little  inward,  and  is  semicircular  in  section,  the 
outer  face  being  slightly  concave,  the  inner  very  convex.  The  base  is  situated  a  short 
distance  within  the  free  superciliary  border.  The  beam  becomes  more  cylindric,  and  then, 
expanding  in  a  fore  and  aft  direction,  gives  off  an  antler  at  right  angles  nearly  parallel 
to  the  cranial  axis.  At  a  distance  little  over  half  the  elevation  of  the  first  antler,  the 
beam  gives  off  a  second  in  a  plane  tranverse  to  the  axis  of  the  skolL  The  termioal 
portion  of  the  beam  is  c^Uudtic,  c\itvQd^  and  acute  at  the  apex. 
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elevation  o(  \bf^  I-.1«^^':r»?^*«r>^c T.5r  oxxt:;'  o«£  i*-*'  rr<5  sr*  ".at.  '•"bkh  :^  «vVt  :r*v*  a  kx>o  Ji9 
33  long  and  \hfc  t%sl'i&  ^  i.:  n  >:cii  «;:l::*  *f*oc,-er. 


M 

LoD^  dianw^^-r  of  lb»&».  X.x  1 — . 01^ 

Long  dian»et<-r  oi  t<fc5e,  N«>.  ^ - i*iV 

£leTatioD  erf  ikrsk  ai.ii#ef  6^o<s  l«»?*-.  No.  1 — i>H^ 

ElevatiMD  of  a^^^-cjd  asii^rr  fr»3:  2r<.  N*x3 ivt:* 

Length  of  terminal  pats  oi  bra^n.  N«j».4 ...... i^V> 

Length  of  idoI-ats  :i--5».  No.  5 ^<C 

Length  of  ro<>iAr»  4-5l  No.* .... . .« in*:? 

Length  of  Trtth  n>.-!ar 01^ 

Width  of  iir;h  moLfcr iXt» 

Established  on  th*  crooa^^-fd  fnootal  bone?,  jnpportins:  the  boms  of  on*  sp^Yim^Q, 
snd  repr«!«'Dted  ot  potikkjes  of  h«»rck9  of  two  othrrs.  The  fomwr  iiuiiN  uiaal  usi  wirvxT 
ttian  any  one  \^\otismiz  to  lh«e  other  *i>ecir*,  aini  the  spt^ttt*  is-  doul»iit*5N$  ib<'  Ui^isi  of 
tbe  genii*.  The  h«>rcs  Mand  above  the  p«.^ienor  part  \>x  the  orbit,  wiuoh  eiLcavjiieis  it* 
iMMe,  and  presennng  a  considerable  laee,  deseeoding  into  the  tem{HH^I  «»r  fys^>matic 
fossa.  There  i»  no  free  stiv«ertiiiary  rim  oQt^ide  of  the  bas^  as  in  1\  m »•><•*,  Cop^K. 
Xhe  section  of  the  beam  near  the  base  15  a  iv^ilar  oval;  the  long  axis  dirwt<Hl  U>ugi> 
tndinally  an^l  a  little  oatward  in  fn»Dt.  The  l»eam  id  erect,  with  a  sJi^ht  curvature 
ootward  at  the  ioner  base  only.  So  tar  as  pre^rTeti.  it  does  not  branch.  Imt  may  do 
BO  in  its  distal  portion,  which  is  loc<>t.  The  ti^ssae  is  more  $|Hnigy  interiorly  than  in 
the  other  specie?} :  snpraorbital  tbramen  far  within  the  superciliary  bi>r\lrr. 

Outer  width  between  bases  of  hom-cores JW 

Inner  width  between  l>ase:s  of  horn-cores l\3o 

1\' id th  of  temporal  fosisa  behind  horns .iVv^ 

Long  diameter  of  horn-core lh*8 

8bort  diameter  of  horn-core i>^l 

Length  of  part  preserved 0;J3 

This  species  was  as  large  as  the  Amtilocapra  aaicrioajia  of  the  plains. 

Hesperomys  i»xodox,  «p.  aor. 

An  entire  mandibular  ramus,  with  all  the  teeth  preserved,  was  found  in  the  same 
deposits  as  the  preceding  species.  Molars  8ube4|ual.  short-crowue<l ;  triturating  sur- 
ftice  sigmoid.  The  apices  of  the  sigma  on  the  inner  side  tubercular,  and  auterior  to 
the  outer  apices.  First  molar  with  an  additional  transverse  cnMt  in  front.  Incisor 
compressed ;  outer  angle  of  enamel  face  rounded  smooth.  Molar  series  oblitiuo,  risiug 
aoteriorly. 

AftasMrements. 

M. 

L«ength  of  molar  series OOoO 

Length  of  first  molar (H)IS 

Depth  below  last  molar,  (inner  side) CHKW 

Depth  below  first  molar . CH)|*> 

Depth  of  incisor (H)ir> 

Depth  at  diastema W^ 

pANOULX  SANCT^FiDFi,  gen,  et  «p.  nor. 

Char.  gen. — Molars  prismatic,  transverse,  except  the  first  and  last ;  oaoh  divided  by  a 
plate  of  enamel  extending  transversely  from  the  inner  side.  Auterior  molar  longitu- 
dinal ;  posterior  molar  composed  of  two  columns. 

This  genus  is  represented  by  numerous  teeth  and  portions  of  the  craniinu.  It  evi- 
dently belonged  to  the  Leparidaj  and  is  allowed  to  both  lA'pua  and  Pahrohigua.  As  the 
teeth  are  mostly  separate,  it  is  not  easy  to  determine  which  is  the  posterior  and  whieh 
the  aoteri(»r  molar.  Judging  by  the  analogy  of  the  known  species,  the  deterniination 
as  here  made  is  correct;  should  the  relations  be  reversed,  the  species  will  be  referreil 
to  Palaolagns. 

Char,  spnif. — The  teeth  are  curved,  the  convexity  inward.  Inner  face  grooved,  the 
groove  occupied  by  cementum,  the  outer  border  compressed  either  without  or  with 
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very  shallow  groove.  First  molar  with  triturating  surface  twice  as  long  as  wide,  viti 
an  entering  loop  of  enamel  on  the  inner  side  anteriorly  narrower.  L*a8t  molar  a8  wiik 
antero-poRteriorly  as  transversely,  the  shaft  curved  hackward,  the  posterior  coln^ 
suh-cylindric  half  the  diameter  of  the  anterior. 

Measurements^ 

Diameter  of  middle  molar  j-t«-P^«»--:^ 

T^.        ^       r  a    4.       i-«         (  antero-posterior -. \$ 

Diameter  of  first  molar....  I^^^^^^^i;^ ^^ 

^.      *  r  1    4.  ~.  1  -         S  awtero-posterior .!«* 

Diameter  of  last  molar....  J  ^^^jj^^^*^^^ ^^ 

Length  of  crown  of  last  molar :350 

This  species  is  ahout  the  size  of  the  northern  hare. 

Cathartes  umbrosus,  sp,  nov. 

Represented  hy  numerous  portions  of  nearly  all  parts  of  the  skeleton,  in  excelkst 
preservation.  The  heak  from  the  frontal  bone  to  near  the  apex  is  preserved  ;  it  Us- 
plays  the  depression  just  anterior  to  the  nares,  which  marks  the  anterior  boandarref 
the  cere.  The  culraen  is  nearly  horizontal  to  just  beyond  this  mark,  and  then  exhikti 
a  gradual  decurvature  to  the  apex.  The  beak  is  strongly  compressed,  and  the  tooui 
strongly  decurved,  forming  an  open  festoon,  whose  middle  point  marks  one-fourth^ 
length  of  the  beak  from  the  nares.  The  latter  are  directed  obliqaely  downward  iai 
forward,  narrowing  anteriorly  and  having  a  prominent  inferior  bounding  ledge. 

The  mandible  is  weak,  the  symphisis-iuarkiug  on  half  the  length  of  the  beak  fnm 
th«?  anterior  angle  of  the  nares. 

.  The  bones  of  the  anterior  extremities  exhibit  large  and  powerful  proportions,  as 
compared  with  the  posterior,  appropriately  to  capacity  for  sustained  flight.  The  bead 
of  the  humerus  is  much  compressed,  and  the  articular  face  is  nearly  dividtMl  into  two 
by  the  deep  bicipital  groove.  The  head  of  the  femur  is  small,  and  the  rotular  faee  a 
wide  and  deep  groove. 

The  tibia  is  slender,  the  shaft  much  compressed,  with  a  prominent  ridge.  Tbf 
cnemial  crest  is  short,  and  not  produced  downward  on  the  shait.  The  distal  posterior 
bridge  is  narrow  and  oblique.  The  tarso-metatarsus  has  a  strong  exterior  crest,  wliid 
constitutes  half  the  width  of  the  shaft. 

Measurements, 

Length  of  beak  from  base  of  culmen,  (axial) U«) 

Length  of  beak  from  cere  to  apex,  (axial) L3) 

Depth  of  beak  at  culmen ?7 

Depth  of  preniaxillary  at  festoon .73 

Length  of  symphysis .69 

Length  of  nares :C 

Width  of  palate  at  festoon iO 

Width  of  head  of  humerus 1.37 

Width  of  condyles 1.13 

Width  of  distal  end  of  femur il4 

Width  of  head  of  tibia >I 

Width  of  condyles  of  tibia 66 

Width  of  con<ly les  of  tarso-metatarsus .75 

Length  of  a  tii-st  phalanx 1.V2 

Length  of  seven  sacral  vertebra? 1.?^ 

Length  of  two  dorsal  vertebne l.l*i 

Depth  of  a  dorsal  vertebra,  (total ) 98 

Depth  of  a  dorsal  vertebra  to  roof  of  arch - 44 

Depth  of  centrum  of  roof  of  arch .:g 

Width  of  centrum  of  roof  of  arch ^ 

Length  of  two  cervical  vertebne l.li 

Depth  of  two  cervical  vertebra?  to  apex  of  neural  spine 44 

Depth  of  articular  face  of  centrum 17 

Width  of  articular  face  of  centrum j^ 
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APPENDIX  GG. 

ANNUAL  REPORT  OF  MAJOR  J.  W.  BaRLOW,  CORPS  OF  ENGI- 
NEERS,  FOR  THE  FISCAL  YEAR  ENDING  JUNE  30,  1874. 

Engineer  Office,  United  States  Army, 

Neic  Iiondiyn^  Conn.^  August  10, 1874. 

General:  I  have  the  honor  to  present  herewith  my  annual  report  as 
engineer-officer  of  the  Military  Division  of  the  Missouri  on  the  staff  of 
the  Lieuteuaut-General  commanding  for  the  fiscal  year  ending  June  30, 
1874. 

I  am  indebted  to  Prof.  T.  H.  Saflford,  of  the  University  of  Chicago,  for 
the  principal  portion  of  the  astronomical  calculations  and  a  large  share 
of  the  field-work. 

It  is  to  be  regretted  that  the  transits  used  proved  inadequate  for  nice 
work;  but,  suspecting  this,  three  independent  results  for  the  longitude  of 
Bismarck  have  been  obtained,  and  our  personal  equation  eliminated. 
These  results  not  diflFering  largely  from  each  other,  either  one,  or  their 
mean,  may  be  safely  taken  as  a  close  approximation  to  the  true  longi- 
tude sought. 

Very  respectfully,  your  obedient  servant, 

J.  W.  Barlow, 
Major  of  Engineers. 
Brig.  Gen.  A.  A.  Huimphreys, 

Chief  of  EngiueerSy  U.  S.  A. 


EXPLORATIONS  AND  SURVEYS,  MILITARY  DIVISION  OF  THE  MISSOURL 

Surveys  and  explorations  have  been  conducted  by  the  engineeroflS- 
cers  of  the  several  departments,  the  results  of  which  have  usually  been 
forwarded  to  division  headquarters,  where  they  have  been  compiled  for 

ilitary  and  geographical  purposes, 
m Astronomical  determinations  have  formed  an  important  part  of  these 
surveys,  by  which  erroneous  positions  of  many  points  have  been  cor- 
rected. 

From  this  office,  by  Major  Barlow  and  Professor  Safford,  were  deter- 
mined the  longitude,  by  telegraph,  of  Bismarck,  on  the  Missouri  Eiver, 
the  present  terminus  of  the  Northern  Pacific  Railroad,  and  the  latitude, 
by  the  prime- vertical  method,  of  Bismarck  and  Fargo.  A  report  in 
detail  of  this  work  is  submitted. 

The  usual  work  of  revising  the  maps  of  the  military  division  has  been 
continued  during  the  year.  To  this  end,  information  has  been  collected 
from  all  possible  sources,  including  railroad  and  land-office  surveys, 
scouting  partie^ii,  and  expeditions  sent  out  si>ecially  to  obtain  geograph- 
ical and  topographical  information. 

The  following  office- work  has  been  completed: 

I. — LITHOGRAPHIC  PUBLICATIONS. 

1.  Corrections  and  additions  (office-compilations)  upon  the  War  De- 
partment map  of  Kansas,  Indian  Territory,  and  Texas. 
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2.  Map  of  Yellowstone  River,  from  Fort  Buford  to  moatb  of  PowAii  I  ^^^ 
River ;  Captaia  Ludlow's  survey.  I  ^ 

3.  Map  of  a  part  of  Indiau  Territory,  vicinity  of  Fort  Sill,  prepaid  I  ^4 
by  Lieut.  Col.  J.  W.  Davidson,  Tenth  Cavalry.  |  ^t 

4.  Scout  from  Fort  Russell  to  North  Park  and  Laramie  Plains;  6e^ 
eral  Sheridan's  party. 

5.  Eastern  Mexico  and  a  part  of  Texas,  (office-compilation.) 

II. — ^MILITARY  RESERVATIONS  AND   POSTS. 

Maps  of  all  the  reservations  in  the  division  and  plans  of  the  post»- 
about  sixty  of  each — have  been  constructed  to  a  uniform  size  of  4by1 
inches,  and  carefully  drawn,  with  a  view  of  having  them  engraved  to 
illustrate  the  outline-descriptions  of  posts  in  the  Military  Division  of 
the  Missouri,  being  prepared  at  the  headquarters  of  the  division. 

The  work  of  engraving  these  maps  on  copper-plates  by  an  enlisted 
man  of  the  Army  has  been  commenced,  and  an  agreement  for  doing  tbe 
printing  at  a  moderate  expense  has  been  made. 

III. — NEW  MAP  OF   WESTERN  TERRITORIES. 

Authority  for  continuing  the  engraving  upon  stone  of  the  new  map 
of  the  Western  Territories  on  a  scale  14-2000000  (one  sheet  of  which 
was  published  last  year)  having  been  suspended,  and  the  draughtsmans 
time  employed  upon  more  pressing  matters,  but  little  progress  has  been 
made  during  the  season  upon  that  important  work.  As  stated  iu  mj 
last  annual  report,  two  additional  sheets  are  nearly  ready  for  the  en- 
graver, and,  now  that  recent  explorations  have  added  materially  to  the 
previous  knowledge  of  the  region  covered  by  these  sheets,  I  would  re- 
pectfully  recommend  that  this  office  be  given  the  necessary  authority  to 
have  them  completed  and  engraved. 

This  map  was  projected  to  embrace  the  territory  lying  west  of  a  line 
drawn  near  the  eastern  boundaries  of  Minnesota  and  Texas,  and  was  to 
have  been  engraved  in  six  sheets,  each  19  by  25  inches;  four  of  these  could 
readily  be  completed,  making  a  map  about  38  by  50  inches,  extend- 
ing to  the  western  limits  of  the  Military  Division  of  the  Missouri.  This 
would  be  a  valuable  and  convenient  map  for  military  and  geographical 
purposes. 

Pursuant  to  Special  Orders  No.  140,  War  Department,  Adjutant- 
General's  Office,  Washington,  June  26,  1874,  I  was  relieved  from  tlie 
staff  of  the  Lieutenant-General,  and  the  charge  of  the  office  was  trans- 
ferred to  Major  G,  L.  Gillespie. 

Statement  of  funds. 

Ainouut  on  hand  Jane  30, 1873 ^10  6? 

Amount  received  during  year 6,000  00 

Amount  expended 5]  664  tt 

Amount  on  band  June  30, 1874 '  gS6  3*' 

Anionut  available  July  1, 1874 ^^  500  00 

Amount  desired  for  fiscal  year  ending  June  30,  1876 lo' 000  ^ 

DETERMINATION  OF  THE  LATITUDE  AND  LONGITUDE  OP  BISMARCK, 
DAKOTA,  AND  OF  THE  LATITUDE  OF  FAEGO,  DAKOTA, 

The  instruments  used  were,  at  Du  Luth,  a  transit  by  Patton  &  Son, 
marked  U.  S.  Topographical  Bureau  No.  1 ;  manifestly  an  old  iustro- 
meut,  but  recently  repaired.    The  images  given  by  its  telescope  were 
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very  bad,  so  that  it  became  impossible  to  adjnst  the  wires  in  the  focus 
with  any  accuracy.  As  will  be  seen  by  the  results,  it  is  an  inferior  instru- 
ment ;  although,  so  far  as  the  level  of  its  axis  would  indicate,  it  is  reason- 
ably good,  being  very  firm  in  its  mechanical  construction. 

The  instrument  employed  at  Bismarck  was  a  WiLrdemann  No.  13.  The 
object-glass  was  bad^but  for  the  time  beiug  was  replaced  by  a  better; 
this  latter  glass  has  since  been  transferred  to  Patton  No.  1.  Both  in- 
struments have  nearly  the  same  focal  distance  and  aperture ;  about  25 
inches  and  2  inches  respectively.  The  Wiirdemann  transit  gave  at  first 
some  trouble,  from  the  fact  that  the  eye-piece  would  slip  away  from  the 
object-glass,  altering  the  focal  distance  when  the  telescope  was  pointed 
nearly  at  the  zenith. 

No  chronograph  was  used ;  the  observations  were  of  two  kinds,  eye 
and  ear,  by  the  usual  method,  combined  with  signals  sent  by  hand  from 
the  chronometers,  and  star-transits  sent  telegraphically  and  noted  by 
the  recorders  at  both  ends  of  the  line.  The  nights  when  the  latter 
method  was  employed  gave  each  two  results ;  one  from  the  eye  and  ear 
transits,  and  the  other  according  to  the  second  method.  These  two 
results  were  effected  with  diflerent  personal  equations,  but  were  very 
nearly  independent  of  each  other.*  Although  the  star-transits  served  as 
arbitrary  signals  also,  I  do  not  apprehend  that  they  introduced  any  new 
error,  as  their  results  for  both  directions  of  the  current  differ  very 
little. 

The  telegraph-line  was  in  such  excellent  condition  that  the  wave- 
time  is  very  small,  and  masked  under  the  personal  equations  of  sending 
and  receiving  signals.  The  personal  equation,  0®.59,  between  Colonel 
Barlow  and  Professor  Safford  was  determined  by  three  nights'  observa- 
tions in  June,  1874.  It  has  the  same  sign  as  the  value  0^39  between 
Mr.  MacConnel  and  Professor  Safford,  determined  by  exchange  of  ob- 
servers during  a  series  of  observations  made  in  November,  1873,  to 
fix  the  west  line  of  Wyoming  Territory ;  Professor  Safford's  clock-cor- 
rections being  smaller  than  those  of  the  other  two  observers. 

The  value  0*.35  derived  from  the  star-signals  includes  a  different  per- 
sonal equation  for  the  two  recorders.  It  was  obtained  by  a  comparison 
of  the  individual  nights'  results  by  this  method. 

The  latitude  of  Bismarck  was  determined  by  observations  with  the 
transit  Wiirdemann  No.  13  in  the  prime  vertical.  The  transits  of  the 
same  star  across  the  prime  vertical  were  not  obtained ;  it  was  preferred 
to  use  transits  both  east  and  west  of  the  meridian  of  different  stars,  but 
about  the  same  time. 

This  method  has  the  advantages  that  each  star  gives  a  result ;  that 
the  operations  can  be  rapidly  conducted,  and  so  as  to  eliminate  all  instru- 
mental errors.  Were  the  level  always  upon  the  axis  and  a  chronograph 
at  hand,  it  is  believed  that  it  would  give  results  of  greater  accuracy  than 
the  zenith- telescope ;  the  more  as  there  is  no  necessity  to  include  stars 
not  well  observed  at  the  fixed  observations. 

The  latitude  of  Fargo  was  determined  by  a  few  observations  made 
October  13,  between  flying  clouds,  to  be  46^  52'  48"  by  the  same  method. 
It  became  completely  cloudy  after  three  stars  had  been  observed  in  the 

reverse  position  of  the  instrument. 

•  •  •  •  •  •  * 

39ENa 
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Latitude  of  Bismarckf  from  ohservations  mad^  October  9,  1873,  i»  the— 


I 
s 

3 
4 
5 
6 

7 
8 
9 

10 
11 
12 
13 
14 
15 
16 
17 
18 


Star's  name. 


p  Herculis 

6  Lacertffl  — 

o  Andromedse 

0  Herculis  — 

^  Andromedae 

(  Aodromedfe 

i  Lyn© 

fl  LyrjE 

/i,  Andromedse 

d  Lyn© 

V  Cygiii 

r  Andromedto 

V  Andromedee 

V  Cygni 

75  Cygnl 

y  Anaromeda9 

16  Persel 

6  Cygni 


No. 

E.or 

B.A.C. 

W. 

5888 

W. 

7850 

E. 

8023 

E. 

6082 

W. 

52 

E. 

8229 

E. 

6392 

W, 

6581 

W. 

259 

E. 

6599 

W. 

7022 

W. 

502 

E. 

480 

E. 

7277 

W. 

7544 

W. 

628 

E. 

871 

E. 

7398 

W. 

T+At 


h,  m. 

20  17 
22 
42 
49 

21  19 
30 
36 
52 
56 

4 
51 
0 
5 
17 
35 
43 
49 
55 


22 
23 


8. 

3.00 
15.23 
41.02 
36.32 
13.14 
29.68 
19.20 
11.80 
59.74 

5.18 
18.64 
33.32 
4a  26 
15.08 

6.80 
39.96 
40.78 
50.46 


h.   Tit. 

17  19 

22  25 
56 

17  51 
j  0  10 

23  31 

18  40 


119 

I  0 
19 


9 
49 
11 


20  17 


33 
29 


20  52 

21  35 


1 

2 

21 


56 
42 
12 


8. 
18.58 

2.63 

7.26 
54.38 
30.42 
57.33 
24.71 
26.95 
45.46 
58.58 
41.56 

8.51 
24.01 
27.92 
13.96 

9.76 
37.53 
27.41 


37  15 
4S  28 

41  38 
37  16 
37  58 

42  34 

37  28 

38  55 
37  48 
37  54 

39  51 

39  56 

40  46 

40  41 
42  42 

41  43 

37  47 

38  52 


sai 

43.3 

5a3 

16.8 
54.9 
15.3 
37.2 
5a2 
55.0 
44.5 
22.4 
14.6 
27.2 
3.6 
12.6 
24.3 
54  0 

ai 


*• 


46  49 
47 
47 
49 
47 

48 

47 

48 
48 
47 
47 
48 
48 
47 
47 
48 


n 

6.05 
57.63 
55.64 
07.21 
22.88 
39.29 
51.00 
46.12 
22.76 
4a  58 
42.45 
33.19 
34.26 
36.62 
44.81 
45.79 
37.48 
57.71 


Bemarfa. 


For  tbe  ntit 
and  methM 
rednetifQ, 
Cbaarex 
AstroDcxy 
p.  269. 


Latitude  of  Bismarckj  from  observations  made  October  9, 1873,  in  the  prime  r^ical 

m 

log  tan  z 

log  sec  z 

b 

Aa 

Ce 

* 

Remarii. 

1 

9.8267 
9. 6089  n 
9. 6538  n 
9.8266 
9.  8024  n 
9.  6032  n 
9.  8197 
9.  7097 
9.  8081  n 
9.8054 
9.  7.345 
9. 7306  n 
9.  6952  n 
9.  6997 
9.  5962 
9.  6500  n 
9.  8087  n 
9.  7721 

0.081 
0.033 
0.040 
0.081 
0.  073  n 
0.032n 
0. 078  n 
0.  0G5  n 
0.  075  n 
0.  074  n 
0.056  n 
0.  055  n 
0.  048  n 
0.  049  n 
0.031 
0.040 
0.075 
0.065 

II 

—1.65 
—1.65 
—1. 10 
—0.72 
+  0.93 
+  1.22 
+  1.26 
+1.39 
+  1.43 
+  1.48 
+  1.86 
+1.93 
+  1.96 
+2.02 
+  2.12 
+2.17 
+2.  18 
+2.18 

II 

—44.22 

+26.78 
+29.70 
—44. 21 
+  41.81 
+26.  43 
—43.  51 
—38.78 
+  42.36 
—42.  JO 
—35.76 
+35.  44 
+32.  67 
—3.3.  01 
—26.  01 
+29.43 
+42.  42 
--38.99 

II 

—3.19 
—6.44 
—6.55 
—7.19 

+7. 06 
+6.43 
+7.15 
+6.93 
+  7.10 
+7.10 
+  6.79 
+6.78 
+  6.67 
+  6.69 
—6.42 
-6.55 
—7.10 
—6.93 

O       '          II 

46  48  13.0 
16.3 
17.7 
15.  1 
12.7 
1.1.4 
15.9 
15.7 
13.  C 
15.1 
15.3 
17.3 
15.6 
12  3 
14.5 
10.8 
15.0 
14.0 

2 

3 

4 

5 

6 

7 

8 

9 

10 

11 

12 

13 

14 

15 

16 

17 

18 

Adopted  values : 
0—65".  90 

'  c 5".  97 

Latitude.  46°  58'  14".6±0".31 


P  obable  error  of  1  observation,  ±  1".  30  by  snma  of  errors. 

±  1".  27  by  sums  of  sqnaret 
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LONGITUDE  OF  BISMARCK. 
Comparison  of  chronometer. 


Chroaometer. 


Kind  of  time. 


"Where  used  and  when. 


I^Bond  279 Sidereal Du  Luth,  Minn.,  September  30  to  October  20,  1873. 

..K^daius  376d 1  Mean '  BiMnia'ck.  Dak.,  September  30  to  October  20,  1«73. 

damH  3768 do i  Dii  Lnth.  Minn.,  October  19  and  20.  1873. 

Dd202 ,  Sidereal j  Bismarck,  Dak.,  September  30  to  October  20,  1873. 


Date. 

1873. 
Sept.  30 

Oct.      5 

Oct.      6 

Oct.      7 

Oct.      8 
Oct.    19 


Oct.     20 


Oct.     20 


Bond  279. 


h.   m.      8. 
22      0      0. 


23 


3    19.23 
3    19.08 


23    27  21.55 

27  21.53 

22    51  22.36 

51  22.41 

22    25  13.92 

22    n  53.45 

0      2  11.79 


0    36      0.00 


23    16    0 
0    36    0 


Adams  3768. 


h.    tn. 
9      5 


9  50 

10  10 

9  30 

9  0 

8  0 

9  50 

8  0 

9  50 


■ 

s  -<^ 

II 


8. 

20.308    W 
20.337 

0. 
0. 
0. 


0. 

0. 
0. 

0. 
0. 


10  19  39.52 
10  19  39.52 


W. 
E. 

W. 
E. 

W. 
E. 

W. 


E. 
E. 


W. 
E. 


Mean  of  37Cd. 


h.    tn.      $. 

'"'9'*'5"20.'32 

^  Mean  of  279= 
5  23      3    19.16 

?  Mean  of  279= 
5  23    27    21.54 


Bond  202. 


{ 


h.    m.      8. 
21*26  "18.98 
22    29    58.31 


22    54    04.32 


^  Mean  of  279= I  (  22    17    57.  79 


5  22    51     22.39 


21    38    56.25 
iV  29    14.90 


\ 


21    51     51.91 


21    38    5C.2C 
56.25 

23    29    14.86 
11.93 


0      3    06.67 


23    48    53.50 


Remarks. 


(f  Signals  received  at 
\    Du  Lath  missing. 


1      8    53.50    5    Becker 


Observed    by  T.   H. 
Sad'ord. 

( Observed  by  Sergt. 


Note  Xo.  1.— Adopted  O*"  9*  0»  Bond  279  =  0*  41«  5:}\  44  Bond  202. 

Note  No.  2. — No  .satisfactory  determination  of  wave-time  can  be  obtained  from  the.<*e  observations,  as 
tho.v  are  influenced  by  irregularities  in  the  rate  of  the  chronometers,  and  were  not  chronographically 
rc^jjiMtered.    The  amount  indicated,  however,  does  not  exceed  0.01  in  the  mean. 

The  sisals  observed  were  very  numerous,  and  were  reduced  to  a  mean  epoch  by  one  or  the  other 
ohrono  meter. 

For  ohaei'vationH  of  clock-signals  and  stars. 


Observer. 


Recorder  of  clock-signals. 


Msgor  Barlow  — 
Do , 

ProfesHor  Safford . 
Do 


Mr.  Freeman 

do 

Sergeant  Becker  and  Mr.  W.  H.  Wood  . . 
do 


Place. 


Time. 


Du  Lnth,  Minn 
Bismarck,  Dak.. 

—  .do 

Du  Luth,  Minn 


Sept.  30  to  Oct.  8, 1873. 
Oct.  19  and  20, 1873. 
Sept.  30  to  Oct.  8. 1873. 
Oct.  19  and  20, 1873. 


Method  of  ohnerving. — On  September  30,  and  October  5,  8,  and  19,  stars  were  observed  by  eye  and  ear 
and  clock-signals  sent  and  received  by  telegraph.  On  October  6, 7,  and  20,  some  stars  were  observed  by 
eye  and  ear,  and  others  were  observed  after  the  chronographic  method,  but  the  times  noted  at  botli 
places  by  the  recorder.  These  dates  give  two  values  for  the  longitude  :  the  one  from  the  eye  and  ear 
observations ;  the  other  from  the  star-signals  sent  by  telegraph.  This  method  was  employed  chiefly  aa 
an  experiment,  and  has  given  an  independent  value  for  the  longitude.  In  order  to  receive  t.he  ordinary 
clock-Hignals  with  accuracy,  the  mean-time  chronometer  (Adams  3768)  which  accompanied  Professor 
Safford  was  compared  with  the  two  sideretfl  chronometers,  with  the  one  telegraphically  and  with  the 
other  by  coincidencea. 
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LONGITUDE  OF  BISMARCK. 
Clock-corrections y  Du  Luihj  Minn,,  September  30, 1873. 


Star  8  name. 


Ji    Draconis 

0   Cyffni ^.. 

^    Cygni 

15  CyKDi 

a    Aquilee 

Draoonis 

UrsaB  Mtgoris  (Hev) 

Aquilis 

Cephel 

Cepbei 

Delphini 

Cygni 


« 
3 
B 

K 

e 

a 

V*  UrsfB  Majoris 

Q    Cygui 

1    Pegasi 

1    Draconis  H... 

fi   Cepbei 

1    Cepliei 


11  Cepbei 


Adopted,  for  21*  Se*. 


Clamp. 

dt 

KemArks. 

W. 

9, 

-  7.88* 

The  valne  of  d  f  marked  with  u 

w. 

-  9.18 

i8k  (*)  refers  to  atans  north 

W. 

-  9.00 

north  declination. 

W. 

-  8.43 

W. 

-  8.23 

W.* 

-  9.34* 

E. 

-  9.23* 

E. 

-  9.17 

E. 

-  7.14* 

E. 

-  5.78* 

E. 

-  9.25 

W. 

-10.38 

W. 

-12.25* 

W. 

-  8.99 

W. 

10.36 

W. 

-  6.53* 

W. 

-  a  44* 

W. 

-  9.34 

\V. 

-13.20* 

-9.20 


Clock'OorrectionSj  Du  Lutht  Minn.,  October  5,  1873. 


Star's  name. 


y    Delphini 

32  ValpoculiT- 

PiazziXXI.l., 
C    Cygni 

I  Pegasi 

jP   Cepbei 

II  Cepbei 

16  Pcgaai 

t    Pej^asi 

24  Cepbei 

31  Pegaai 

6    Cepbei 

1)    Pe^asi 

y    Cepbei 

T    CaHsiopeise  .... 

1^   Pegasi 

a    Andromeda.... 

y    Pegasi 

<r    Andromedie. . . 

K    Cassiopeia) 

c    Andromedte... 
^    Aridromedie... 

y   Cassiopeise 

<     Pinciiim , 

Polaris 


Adopted,  for  2.3''  0« 


Clamp. 


dt 


i. 

E. 

+  5.47 

E. 

4.93 

E. 

4.96 

E. 

4.46 

E. 

4.24 

E. 

3.31* 

E. 

4.28* 

E. 

4.28 

W. 

3.38 

W. 

6.10* 

W. 

4.46 

W. 

[1.75] 

W. 

4.43 

W. 

3.57* 

W. 

4.11 

W. 

4.13 

W. 

3.  86* 

W. 

3.97 

W. 

4.44 

E. 

4.42* 

E. 

3.59 

E. 

3.47 

E. 

4.66* 

E. 

4.24 

E. 

-f  9.25* 

+  4.22 


Remarka. 
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LONGITUDE  OF  BISMARCK. 
C lock-corrections f  Du  Luthj  Minn..,  October  6,  1873. 


e 


1 

€ 


Star's  name. 


Clamp.        d  t 


Aqnilee 

Cephel 

Cephei 

Delphini 

Br.  2749 

Br.  2749 

Cygni 

Pegasi 

Cophei 

PiHcinm 

Andramedae 
Polaris 


STAR-SIGNALS. 


IT      Popaal 

e       Cephei 

3-2    Pegawi 

6      Cephei 

»?      Pcgasl 

i       Cephei 

0     Pegasi 

n     Cephei 

T      Pegasl 

y      Pegasi 

B.  A.  C.  8188 


Adopted  for  23*»  19"  by  eye  and  ear 

observations 

Adopted  for  SS*"  19"  by  star-signals . 


E. 
E. 
E. 
E. 

E. 

E. 

E. 

E. 

\V. 

W. 

W. 


E. 

E. 

E. 

E. 

E. 

E. 

W. 

W. 

W. 

W. 


8. 

-]  7.  66 
7.50* 
6.  S.^* 
7.28 

6.47* 

5.59 

5.81 

4.04* 

5.99 

6.78 

5.6C:* 


7.13 
6.92 
6.80 
6.98 
^.61 
8.11 
6.88 
6.96 
6.41 
6.64 
+  6.36 


-f6.48 
-h6.73 


Remarks. 


Clock-corrections y  Du  Litthj  Minn.y  October  7,  1873. 


Star's  name. 


K 

e 

a 
c 

32 
a 

y 


74 

A* 

14 

i 

IT 

t 

32 

6 

n 
i 


FrsjB  Midoris  (Hev) 

Cephei 

Cephei 

Delphini 


Cygni 

YuTpeculaB  .. 

Cepnei 

Pej^asi 

Andromeda;, 
Cassiopeia^  . 


STAR-SIGNALS. 


Cygni.. 
Pegasi  . 
Pegasi  - 
Pegasi  . 
Pegasi  . 
Cephei . 
P«?gasi  . 
Cephei  . 
Pegasi  ^ 
Cephei . 


Adopted  for  22''  51 "»  by  eye  and  ear 

observations 

Adopted  for  22i>  51 »  by  star-signals 


E. 

E. 

E. 

E. 

E. 

E. 

E. 

W. 

W. 

W. 


E. 

E. 

E. 

E. 

E. 

W. 

W. 

W. 

W. 

W. 


4-0.59* 
-f  0.  26* 
+  0.01 
-0.20 
—0.35 
—1.  m* 
-0.06 
+0.50 
+0.  19* 


-0.12 

l-l.  18] 

-fO.  16 

—0.03 

+0.04 

-0.49 

1+2.281 

1-1.54] 

-0.20 

—1.09* 


+0.06 
-0.11 


Remarks. 


614 


REPORT  OF  THE  CHIEF  OF  ENGINEERS, 


LONGITUDE  OF  BISMARCK. 
Clock-correciionSf  Du  Luihy  Minn.,  October  8,  1873. 


Star's  name. 


a 


$    AqnilflE , 

K    Cephei 

39  CvffDi 

e    C'ephel 

Delphini 

Cypnl 

32  ValpecnliP 

PiazBi  X^I,  1 

i    C vgni 

1    Pegasi 

0   Cephei 

74  Cygni 

p   Pegasi 

n   Cephei 

Piecinm 

Peeasi 

B.  A.  C.  8188  . . 

Cephei 

Cassiopeife . . . 

Pegasi 

Andromedse.. 

Pegasi 


y 

V 

r 

T 

X 

a 


Adopted,  for  82*  25" . 


Clamp. 


TV. 

W. 

W. 

W. 

W. 

E. 

E. 

E. 

£. 

E. 

E. 

E. 

E. 

E. 

E. 

E. 

E. 

W. 

W. 

W. 

W. 

W. 


di 


Ke  marks. 


-f 

4- 

+ 
+ 
-f 
-f 
-f 


9. 

2.72 

1.98* 

2..'>2 

1.89* 

2.07 

1.73 

2.13 

1.60 

2.11 


+  2.23 


+ 
+ 


2.92* 
2.95 
2.56 
3.24* 
2.57 
4-2.52 
+  2.04 
1.88 
2.38 
2.#0 
2.79 
2.96 


4- 
+ 


+  2.45 


ClocJC'Correciiona,  Du  Luihy  Minn,,  October  19,  1873. 


0 

o 
73 

r 

61 

i 

1 

13 

11 

6 

A 


K 
V 

70 

Y 
P 


Star's  name. 


AqnilsB.. 
Cygni  ... 
Braconis 


Delphini.... 

Br.  2749 

Cygni,  pr... 

Cygni 

Pegasi 

B.A.C.7495 
H.  Cephei . . 

Cephei 

Pegasi 

Pegasi 

Pegasi 

Pegasi 

B.  A.  C.  8026 

I*egasi 

Pegasi 

Pegasi 

Cephei 

Cassiopeiffi  . 


Adopted,  for  22''  K« 
Adopted,  for    0*  2« 


Clamp. 


dt 


8. 

E. 

+24.  62 

E. 

24.99 

E. 

25.67* 

E. 

25. 15* 

E. 

24.77 

E. 

2a  93* 

E. 

24.79 

E. 

24.70 

W. 

25.09 

W. 

24.57 

W. 

2.^24 

^y. 

24.40 

w. 

25.03 

w. 

25.46 

w. 

24.72 

w. 

25.32 

w. 

23.44* 

E. 

24.26 

E. 

24.92 

E. 

84.82 

E. 

25.  69* 

E. 

+25.05 

+24.92 
+24.82 


Bemarka. 
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LONGITUDE  OF  BISMARCK. 
Clock-correctUma,  Du  Luthf  Minn.y  October  20, 1873. 


Star's  name. 


a  LyriB 

Y  LyrsB 

t  Aquilae 

d  Draconis.... 

6  Aquilff3 

0  Cygni 

<r  Draconis 

0  Cephei 

14  Pegaai 

16  Pegasi 

20  Cephei 

24  Cephei 

X  CasaiopeisB.. 
tr  PisciaiD 

V  Andromedfe 


8TAR-B10NAL8. 

Pegasi 

Pegasi 

Pegasi 

B.A.C.7984 

AndromedsD 

CassiopeisB 

CassiopeifB 

V   Pegasi 

73  Pegasi 

(    Androroedee 

r  Cassiopeia) 

p  CassiopoisB 

85  Pegasi 

a  ADdromedse 


Clamp. 

dt 

8. 

E. 

+    23.28 

E. 

2:j.  10 

E. 

22.98 

E. 

23.69* 

W. 

23.21 

\V. 

24.14 

W. 

22.9a* 

W. 

24. 34* 

W. 

24.37 

W. 

24.17 

W. 

25.09* 

W. 

23.05* 

E. 

23.73 

E. 

23.74 

E. 

25.52 

W. 

24.14 

W. 

24.00 

W. 

23.83 

W. 

23.31 

W. 

23.63 

W. 

23.63 

W. 

24.25 

E. 

[2.5.  42] 

E. 

24.01 

E. 

24.22 

E. 

23.30 

E. 

23.42 

E. 

24.12 

£. 

+    23.53 

Remarks. 


I  have  attempted  to  improve  the  in 
strtimeutal  constants  without  mnch 
success.    The  night's  result  is  less 
discordant  than  nsaal. 


Adopted  d  t :  eye  and  ear  observations 
+  23*.64  for  0^  9-  j  sUi  -signals,  + 
23».81for0*'9'». 


(Rate  assumed  zero.  The  stars  during 
the  night  indicate  an  increase,  those 
from  night  to  night  a  decrease  of  dt.) 


Clock'Oarreciions,  Bitmarck,  Dak,,  September  30, 1873. 


Star's  name. 


B.  A.  C.  6480 

^    AqnilGD 

I     Lyr«j 

r    Draconis  ... 

ff   Cygnl 

y    AquilBB 

c    Draconis 

Y  Sagittse 

27  Cygni 

28  Cygni 

29  Cygni 

K    Cephei 

31  Pegasi 

6    Lacertae 

31  Cephei 

A    Pegasi 

n    Cephei 

y    Piscium 

T    Pegasi 

V  Pegasi 


Adopted,  for  21''.  26« 


Clamp. 


dt 


m.    9. 

w. 

-1  11.57 

w. 

11.55 

w. 

11.27 

w. 

11.59* 

w. 

11.67 

E. 

11.57 

E. 

12.36* 

E. 

11.68 

E. 

11.77 

K. 

10.97 

E. 

11.36 

E. 

10.  65* 

E. 

11.14 

E. 

11.95 

E. 

11.  04* 

E. 

11.42 

W. 

11.24* 

W. 

11.29 

vr. 

11.32 

W. 

-1  11.11 

-1  11.42 


Remarks. 
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KEIOUT    OF    TUE    CHIEF    OF    ENGINEERS. 


LONGITUDE  OF  BtSMARCK. 


Clock-co)TecUon8f  Bismarck,  Dak.,  October  5,  1873. 
Stai's  name. 


Pegasi . 


a 

n 

T 

V    Pegasi 

70  Pegasi 

72  Pegasi 

y    Cephei 

n.  Ctrpliei  . . 
CaMiopeia*  . 

Pisciura 

B.  A.  C.  8374 
ADdrouedu;) 


41 

P 


Adopte<i,  for  22''  3C« 


Clamp. 


25  Camrlopardalis,  (Hev.)  S.P. 
0    LVTW 

0  Cygiii 

0    Cygni 

i    Cygui 

X    Cygni 

K    Cepbei 

y    Cvgiii 

41  Cygni 

Cygni 

Cephei 


E. 

K. 

E. 

E. 

E. 

E. 

W. 

W. 

W. 

W. 

W. 

W. 

W. 

W. 

W. 

W. 

E. 

E. 

E. 

E. 

E. 


dt 


— 1 


9. 
19.  00*^^ 
19.  29 
19.37 
19.  27 
19.10 
19.  24 
19.  00* 
19.32 
19.29 
19.  34 
19.  51* 
19.39 
19.  14 
19.41 
19.44 
19.  93* 


19.  41* 
19.08 
19.05 
19.0% 
—1  19.6-J 

—1  19.37 

Kemarks. 


Clock-corrections,  Bismarck,  Dak,,  October  6,  1873. 


Star's  name. 


«  Dracouis 
tp  Cvgni  ... 
27  C'Vgni... 


STAR-SIGNALS. 

ft   Pegasi 

2    Cassiopeia* 

y    PiHcinm 

T    l*ega.si 

V    I*ega8i 

i?l88 

1^    Pegasi 

85  Pega.si 

13    CosHiopein; 

y    Pegasi 

o    Andromedi€ 


ADDITIONAL  POLAR  STARS. 

39  Cephei,  (Hev.) 

y    Cephei 

6    Ursw  Minoris,  B 


Adopted,  for  22''  46«  by  eye  and 

ear  obscrvatlona 

Adopted,  for  22''  40»  by  star-signals. 


Clamp. 


0  Lyra* 

c     Aquila? 

25  Camelopardali*,  (Hev.)  S.  P 

6    Draconis 

«    Aquilee 

1  Cvgni 

15  Cygni 

Ar^uilaj 


E. 

E. 

E. 

E. 

E. 

E. 
W. 
W. 
W. 
W. 
W. 


W. 
W. 
W. 
W. 

W. 
E. 
E. 
E. 
E. 
E. 


m 
1 


VT. 
E.       - 


.      8. 

19.26 
19.30 
19.  25* 
19.  92* 
19.11 
19.47 
19.00 
19.24 
19.  44 
19.  10 
19.  26 


19.64 
19.64 
19.29 
19.14 
18.92 
(20.  14J 
18.87 
19.36 
18.88 
19.10 
18.85 


21.  46* 
18.80 
1  19.  (W* 


1  19.22 
1  19.18 


Remarks. 
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LONGITUDE  OF  BISMARCK. 
Clock'COfrectionSj  Bismarck,  Dak.,  October  7,  1873. 


Star's  name. 


Clamp. 


0 

r 

25 
6 

4 

a 

a 
A 
33 

K 

Y 
Y 

Y 


6 
10 
13 
t 

T 
V 

70 
72 


Lyrrt?' 

Lyr»B 

Canielopardalis,  (Hev.)  S.  P  — 

Dracouis 

CygDi 

Cvgni 

Cygni 

Aquil«) 

Ursa)  Minoris 

Cyjrni 

Cepliei 

Cyjcni 

Cephei 

Pegasi 

Pegaai 


8TAR-BlGNALi$. 

Cephei 

Lacertffi 

Lacerta) .»* 

Cephei ■ 

Pegasi i 

Br.  3077 i 

Pegasl 

Pegasi j 

Pegasi ! 

Pegaai I 

Adopted,  for  aS""  IS"  eye  and  ear  ob-  | 

Rorvations - 

Adopted,  for  22''  18™  by  star-signalH  .  I 


E. 
E. 
E. 
£. 
E. 
E. 
W. 
W. 
\V. 
W. 

vr. 

W. 
E. 
E. 
E. 


Remarks. 


w. 

19.  88 

w. 

18. 1>6 

w. 

l(-.99 

vv.    1 

18.97 

w. 

19.34 

E.      1 

18.93 

E.      1 

19.  07 

E. 

18.  88 

E.      t 

19.39 

E.      ! 

-     19.24 

1  19.66 
1  19. 19 


Chck'CarrectionSf  Bismarck^  Dak.^  October  8,  1873. 


Star's  name. 


Clamp. 


dt 


m      Lyne 

0      Lyne 

R     LyraB 

V      Draconis 

»?      Lyrae 

T      Draconis 

t       Cvgni 

e      Cygni 

<5      Cygni 

a      Aquilffi 

Adopted,  for  21>>  52 


W. 

W. 

W. 

W. 

W. 

E. 

E. 

E. 

E. 

E. 


m. 
-I 


8. 

19.93 
19.  98 
20.06 

19.  75* 
19.91 

20.  2.3* 
19.93 
20.25 
19.  .59 
19.65 


-1  19.94 


Remarks^ 
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Clock-corrections f  Bismarck^  Dak,,  October  19, 1873. 


Star's  name. 


Clamp. 


Lyra* 

Aquihe 

Ur8a*  Minorie 

AqiiiUe 

Cephei 

Cypni 

Cenhei 

Dt^lphini 

32  Volpeculao  ... 

Cygni 

Cyirni 

Cy»fui 

Cygni 


a 
A 
0 

K 

39 

e 
y 


V 

60 


o 

R 

24 

31 

3 

18 

6 

10 

13 


Cygni  . . . . 
A.C.  T705. 


Cephei 

Pegasi 

Lacertffi 

He  is  LacertfiB. 

Lacertse 

Lacertie 

Laoertae 

Pegaai 

a  A.C.  7995.... 
o  Audromedffi . . 
It   Cephei 

^Cassiopeise . . . 
.  A.C.8345 

RA.C.8:n4 

a    Andromedse . . 

y    Pegasi 

B.A.C.  100 

Cassiopeiee  . . . 

Andromeda) . . 

AndromediB.. 

Andromed».. 


Adopted,  for  21^  39",  at. 
Adopted,  for  23^  29",  at. 


E. 

E. 

E. 

E. 

E. 

E. 

E. 

E. 

W. 

W. 

W. 

W. 

W. 

W. 

W. 

W. 

W. 

W. 

W. 

W. 

E. 

E. 

E. 

E. 

E. 

E. 

E. 

E. 

E. 

E. 

£. 

W. 

W. 

W. 

W. 

W. 


It 


Kemarka. 


». 


— 1  20.52 
20.43* 
19.93 
20.79* 
2(».54 
20.81 
20.77 
20.61 
20.72 
20.40 
20.80 
20.88 
19.20* 
20.65 
19.95 


20.85 
20.44 
21.01 
20.77 
20.14 
20.52 
20.84' 
20.87 
20.43 
20.78 
20.96 
20.85 
21.00 
20.75 
20.75 
20.66 
— 1  20.79 


Instmments  not  yet  adjusted. 


Star's  AR.  oot  known. 


—I  20.54 
— 1  20.72 


Clock-corrections f  Bismarck^  Dak,,  October  20,  1873. 


Star  s  name. 


39  Cvgni 

B    Cephei 

a    Dflphini 

Br.  2749 

C     Cygni 

o     Cygni 

a     Cephei 

74   Cygni 

"75  Cygni 

M     Cygni /L 

V  Cephei 

B.  A.C. 7631 

Y  CnsHiojjeia; 

c      Piscium 


BTABSIONALa 


T     CaaslopeiflP . . 
B.  A.C.  8296  .... 

•/»  Pegasi 

B.  A.  C.  8345  . . . . 
B.  A.  C.  8374  . . . , 
a    Andromedfe 
o     Audroniedie 
p     Androraeda» 

B.  A.C,  100 

K    CasHiopeiiB.. 
^     CassiopeiiB.. 


W. 

W. 

W. 

W. 

W. 

W. 

W. 

E. 

E. 

E. 

E. 

E. 

W. 


E. 

E. 

E. 

E. 

E. 

E. 

W. 

W. 

W. 

W. 

W. 


Adopted  from  eye  and  ear  observations. 

Adopted  from  star-signals 

Adopted  rate,  equal  to  zero. 


Remarks. 


m.      $. 
—\  25.53 
25.56* 
25.51 
25.14 
25.72 
25.87 
25.79* 
25.40 
25.79 
25.46 
25.94 
25.48 
26.45 
25.79 


25.  ^ 
25.47 
25.58 
25.66 
25.57 
25.09 
25.49 
25.84 
26.04 
25.65 
25.15 


1  25  69 
-1  25.56 
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Computation  oflongitudej  eye  and  ear  ohserrationa. 


Signals     sent 

Date 

• 

and  received, 
r  e  d  u  c  e  d  to 
lueaD  time. 

Time  correc- 
tions. 

Corrected  time. 

Difference  of 
louptude. 

Personal 
equation. 

Means. 

1873. 

h.   m.     8. 

m.    8. 

A.  m.      8. 

m.      8. 

8. 

m.     8. 

Sept 

30 

21  26  la  19 

-  1  11.42 

21  25  07. 56 

22  00  00.00 

-         9.20 

21  59  50.  80 

34  43. 24 

-  0.59 

34  42. 6S 

Oct. 

5 

23  03  19.  15 

+        4. 22 

23  03  23.  37 

22  29  58. 30 

-  1  19.37 

22  28  38.  93 

34  44.  44 

-  C.59 

34  43.  8& 

Oct. 

6 

23  19  17.  42 

+        6.48 

23  19  23.  79 

22  46  00.  00 

—  1  19.  22 

22  44  40.  74 

34  43.05 

—  0.59 

34  42.46 

Cot. 

7 

22  51  22.  39 

-r        0.06 

22  51  22.  45 

22  17  57.  79 

-  1  19.66 

22  16  38.  13 

34  44. 32 

-  a59 

34  43  73 

Oct. 

8 

22  25  i:i  92 

'\-        2.45 

22  25  16.37 

21  51  51.  91 

-  1  19.94 

21  50  31.  97 

24  44.  40 

-  0.59 

34  43.  81 

Oct. 

19 

22  11  5.3.45 

-r  0  24.  92 

22  12  18.  :n 

21  3q  56.  25 

—  1  20.54 

21  37  35.  71 

34  42.66 

+  0.59 

34  43. 2S 

Oct. 

19 

0  02  11.79 

+  0  24.  82 

0  02  36. 61 

23  29  14.  90 

—  1  20.  72 

23  27  54.  18 

34  42.  43 

+  0.59 

34  43.03 

Oct, 

20 

0  09  00.00 

-f       23.64 

0  09  23  64 

23  36  06.  56 

—  1  25.  69 

23  34  40.  87 

34  42.  77 

+  0.59 

34  43.3e 

BTAR-8IOXAL8. 


Oct. 

6 

23  19  17.  42 

+        6.73 

23  19  S4. 15 

22  46  00.  00 

—  1  19. 18 

22  44  40.  82 

34  43.33 

—  0.35 

34  42. 98 

Oct. 

7 

22  51  22.  39 

—        0.11 

22  51  22.28 

22  17  57.  79 

—  1  19. 19 

22  16  38.  60 

34  43.68 

—  0.35 

34  43.33 

Oct. 

20 

0  09  00.  00 

+      23.81 

0  09  23.  81 

23  36  06.56 

—  1  25.56 

23  34  41.00 

34  42.81 

+  0.35 

34  43.16- 

Final  result  for  longitude  of  Bismarck,  Dak, 
Bismarck  west  cf  Du  Lnth  observatory. 


Date  of  observations. 

Mean  result. 

Observers. 

September  30  to  October  8,  1873  . 
C  )ctober  19  and  20.  1873 

m.      M. 
34    43.  .^0 
34    43. 21 

T.  H.  Safford.  at  Bismarck  :  J.  W.  Barlow,  at  Du  Lnth. 
.T   Vr.  RArlnw.  at  KifiniArrk  ■  T.  H.  Saflbrd.  at  Du  Luth. 

Star-siirnals 

34    4a  16 

Final  mean 

34    43.22 

The  observatory  at  Du  Luth  was,  by  communication  of  Thomas  Allen^ 
esq.,  assistant  engineer  in  charge  of  harbor  improvements — 

8, 458.  27  feet  north  of  lake-survey  north  base. 
6, 370.  45  feet  west  of  lake-survey  north  base. 
Or,  2, 123. 48  yards  w^est  of  lake-survey  north  base. 

And  north  base  is  1^  0™  6*,07  west  of  Washington  by  lake-survey 
determination. 

Assuming  46^  48'  as  the  latitude  of  the  point  half-way  between  the 
Du  Luth  observatory  and  north  base,  we  have,  by  Lee's  Tables  and  For- 
mulae — 

V  =1391.3 

30''  =    695.7 

1"  =     23.19 

0".  573  =      13.  29 


1'  31".  573  =  2123.  48  =  6».  105" 
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Hence  we  have— 

h.  m,      I. 

Bismarck  west  of  Du  Luth 0  34  43.22 

Du  Luth  west  of  north  base 6. 10 

North  base  west  of  Washington  1    0    6.01 

Bismarck  west  of  Washington 1  34  55.:5l» 

AVashington  west  of  Greenwich 5    8  12,12 

Longitude  of  Bismarck 6  43    7.51 

=100^     46'  52".: 

The  probable  error  of  this  result  cannot  easily  be  computed.  By  tbe 
usual  rules,  it  will  be  about  =f  OMO  ;  but  it  is  to  be  here  noted  that  the 
personal  equations  are  very  thoroughly  eliminated,  and  that  the  three 
determinations — 

m,    8. 
34  43.  30 
43.21 
43.16 

are  very  completely  independent  of  each  other. 

LOCATION    OF    OBSERVATORY    AT     BISMARCK,     DAKOTA      TERRITORY, 

OCTOBER  20,  1873. 

First  ineasurement. — From  center  of  pier  due  north  to  the  north  line 
of  Main  street,  501J  feet ;  thence  due  west  along  said  north  line  of  Main 
street,  84J  feet,  to  the  northeast  corner  of  Main  and  Fifth  streets,  known 
as  "  Mason's  corner." 

Second  measurement — From  center  of  pier  due  north  to  the  north  rail 
of  the  main  line  of  the  Northern  Pacific  Railroad,  233  feet ;  thence  due 
west  along  the  same  rail,  1,512  feet;  thence  due  north  1U3  feet,  to  the 
flagstaff  at  Camp  Hancock. 


APPENDIX  H  H. 

ANNUAL  REPORT  OF  CAPTAIN  W.  A.  JONES,  CORPS  OF  ENGI 
NEERS,  FOR  THE  FISCAL  YEAR  ENDING  JUNE  30,  1874. 

EXPLORATIONS  AND  SURVEYS  IN  THE  DEPARTMENT  OF  THE  PLATTE. 

Fort  Schuyler,  N.  Y.,  September  25,  1874. 

Sir  :  I  have  the  honor  to  submit  my  annual  report  of  operations  a^ 
engineer-oflBcer  of  the  Department  of  the  Platte  for  the  year  ending 
June  30,  1874. 

The  usual  operations  of  the  office  have  been  carried  on,  viz,  the  col- 
lation of  geographical  information  pertaining  to  the  department,  aod 
its  embodiment  in  maps,  sketches,  &c.,  for  the  use  of  officers  conducting 
military  operations  within  its  limits;  the  survey  of  military  reserva- 
tions ;  and  the  reconnoissance  of  special  areas  concerning  which  infor- 
mation is  incomplete  or  defective. 


REPORT    OF   THE    CHIEF   OF   ENGINEERS  •      621 

The  beginniDg  of  the  fiscal  year  found  me  in  the  field  engaged  in  a 
reconnoissance  of  the  country  lying  about  the  headwaters  of  the  Yel- 
lowstone, Snake,  Green,  Wind,  Big  Horn,  Grey  Bull,  Clark's  Fork,  and 
Stinkingwater  Kivers,  an  excessively  mountainous  area,  lying  in  the 
northwestern  corner  of  Wyoming  Territory,  and  largely  unexplored. 

As  the  region  wns  one  of  rare  interest  to  physical  science,  a  geologist 
and  botanist  were  secured.  The  small  amount  of  funds  in  hand  pre- 
vented the  employment  of  more  observers  of  this  class.  This  reconnois- 
sance was  completed  late  in  September,  and  a  preliminsiry  report  at 
once  prepared  and  submitted.  The  final  report  was  finished  and  sub- 
mitted earl}'^  in  the  following  May,  shortly  after  which  Congress  or- 
dered its  publication.* 

Besides  the  descriptive  journal,  it  treats  of  the  physical  geography^ 
geology,  botany,  meteorology,  entomology,  mineral  and  thermal  waters, 
and  general  geography  of  the  region.  A  new  route  to  the  Yellowstone 
Park  and  Montana  from  the  southeast  was  discovered.  It  traverses  a 
piece  of  country  about  the  headwaters  of  Wind  River  that  had  pre- 
viously been  considered  impassable  and  will  probably  become  a  high- 
way. The  outlines  and  character  of  a  remarkable  range  of  mountains, 
the  Sierra  Shoshone,  lying  between  the  valleys  of  the  Yellowstone  and 
Big  Horn,  were  ascertained.  This  range  was  crossed  for  the  first  time 
by  our  party,  and  was  previously  almost  unknown.  The  existence  of 
four  passes  through  it  was  found,  two  of  which  were  discovered  by  us. 

The  survey  was  effected  by  means  of  a  preliminary  triangulation^ 
checked  by  astronomical  observations,  and  accompanied  by  thorough 
barometric  measurements. 

The  report  is  ilhistrated,  and  accompanied  by  a  general  map  of  the 
region  traversed  compiled  from  the  latest  reliable  data,  together  with 
detailed  sketches  of  the  topography  of  the  country  traversed  each  day. 

After  the  completion  of  this  reconnoissance,  the  ordinary  oflBce-w^ork 
was  resumed,  and  the  following  maps  finished,  viz: 

Sheet  No.  3  Department  of  the  Platte,  Wyoming  Territory:  General 
map  of  Department  of  the  Platte,  showing  the  movements  of  troops 
and  expeditions  during  the  year. 

Sheets  Nos.  1,  2,  3,  4,  5,  of  skeleton-map  of  Department  of  the  Platte 
on  an  enlarged  scale,  for  the  use  of  scouting  parties. 

Map  of  the  reconnoissance  of  Northwestern  Wyoming.  Two  tracings 
of  same. 

Three  tracings  of  west  end  of  general  map  of  the  department. 

Forty-five  topographical  maps  of  the  reconnoissance  of  Northwestern 
Wyoming,  showing  details.  Various  tracings  and  sketches  for  the  use 
of  oflBcere  serving  in  the  department. 

Very  respectfully,  your  obedient  servant, 

W.  A.  Jones, 
Captain  of  Engineers. 

Brig.  Gen.  A.  A.  Hximphreys, 

Chief  of  Engineers,  U,  S.  A. 

—  •  —      »     ■     »  —■■—  — — ^  —.■y,      ■■■,-,  .1.  ■■■■  ■■  ^  .■■■■ 

•  Printed  in  H.  Ex.  Doc.  No.  285,  4'3d  Congress,  1st  session. 
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APPENDIX  II. 

ANNUAL  REPORT  OF  LIEUTENANT  E.  H.  RUFFNER,  CORPS 
OF  ENGINEERS,  FOR  THE  YEAR  ENDING  JUNE  30,  1874. 

Headquarters  Department  of  the  Missouri, 

Fort  Leavenworth^  Kan^.j  August  27,  1874. 

Sir  :  I  have  the  honor  to  submit  the  following  reiK>rt  for  the  yearead 
ing  June  30,  1874  : 

EXPLORATIONS  AND  SURVEYS  IN  THE  DEPARTMENT  OF  THE  MISS      El 

The  principal  duty  of  this  office  being  the  organization  of  means  for 
collecting  and  the  arranging  of  information  so  gathered  by  the  vaims 
scouting  parties  in  the  Department,  it  is  gratifying  to  notice  the  rapid 
increase  of  mileage,  and  valuable  journals  recorded  from  year  to  year. 
The  sum-total  of  journals  recorded  for  the  season  of  1873  was  160; 
comprising  special  surveys,  reconnoissances,  examination  of  roads,  aod 
ordinary  scouting-journals.  The  total  mileage  reported  was  22,903  for 
the  past  year  against  9,085  for  the  preceding.  The  movement  of  troops 
has  not  been  any  greater,  but  there  has  been  greater  attention  paid  to 
the  journals.  The  principal  improvement  has  been  made  in  the  district 
of  New  Mexico,  where  the  presence  of  the  engineer-detachment  under 
my  orders,  the  instructions  given  by  them  to  private  soldiers,  and  in- 
creased attention  to  the  whole  matter,  have  been  productive  of  valuable 
results.  A  very  fine  collection  of  plats  of  roads  and  scouts  was  made 
during  the  season  amounting  to  a  very  large  mileage,  and  these,  reduced 
to  a  uniform  scale  and  embodied  in  a  series  of  special  plats,  have  been 
furnished  to  all  directly  interested.  Attention  is  especially  invited  to 
the  fact  that  all  the  information  in  the  vicinity  of  Fort  Tulerosa,  and  be- 
tween Fort  Tulerosa  and  Forts  Win  gate  and  Bayard  and  Camp  Apacbe, 
(published  in  map-form,)  has  come  from  this  office  as  furnished  by  the 
engineer  office  at  Santa  Fe.  This  was  first  published  in  a  small,  special 
map  of  the  vicinity,  and  afterward  on  sheet  No.  4  of  the  map  of  the  De- 
partment of  the  Missouri.  Since  that  time  the  plats  of  roads  and  scoutsio 
New  Mexico,  (season  of  1873,)  already  alluded  to,  will  be  found  to  contain 
much  furnished  by  me  in  advance  of  other  issues.  In  New  Mexico  the 
section  of  country  also  to  the  south  and  southeast  of  Fort  Stanton  has 
been  quite  thoroughly  gone  over  by  the  command  of  Maj.  W.  K.  Price, 
Eighth  Cavalry,  who  seems  to  have  been  almost  ubiquitous  during  the 
last  season.  From  a  cavalry-camp  on  the  Canadian  River,  near  Fort 
Bascom,  a  number  of  scouts  under  Capt.  S.  B.  M.  Young,  Eighth  Cav- 
alry, over  and  near  the  Staked  Plains,  are  recorded.  One,  a  very  long  one, 
from  old  Fort  Sumner  over  the  Llano,  and  across  the  upper  part  of  the 
Red  River,  and  thence  to  Camp  Supply,  gives  the  most  thorough  descrip- 
tion on  record  of  a  country  now  to  be  traversed,  in  part,  by  the  expedi- 
tion in  the  Indian  Territory  just  organized.  From  Fort  Dodge  the 
ceaseless  movement  of  cavalry  during  the  entire  season  kept  an  accurate 
record  of  almost  every  settler  on  the  Indian  frontier ;  and  from  Fort 
Lyon  a  list  of  one  thousand  four  hundred  miles  of  carefully-recorded 
journals  adds  to  our  resources,  and  furnishes  matter  which  is  almost 
immediately  called  for  again  by  the  military  at  those  posts. 

This  office  now  possesses  very  thorough  descriptions  of  nearly  all 
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roads  in  the  department,  and,  in  addition  to  this,  is  constantly  employed 
giving  attention  to  new  and  proposed  routes,  with  a  view  to  shortening 
and  bettering  communications.  It  was  with  this  intention  of  giving 
detailed  practical  information  on  the  resources  of  and  communications 
with  the  mountainous  regions  of  Colorado,  where  the  threatened  troubles 
with  the  Ute  Indians  might  have  made  such  valuable,  that  a  reconnois- 
sance  partly  in  the  Ute  country  was  organized  and  sent  out  in  May, 
1873.  This  party  examined  the  headwaters  of  the  Eio  Grande,  Gunnis- 
sou^s  or  Grand  River,  and  the  Arkansas,  and  their  approaches.  The 
report,  accompanied  by  a  map,  was  made  to  the  Chief  of  Engineers,  and 
published  as  executive  document  No.  193  of  the  House  of  Representatives 
at  the  last  session.  The  running  of  a  continuous  azimuth  and  stadia  line 
so  long  and  diflScult,  crossing  live  high  mountain-passes,  was  an  experi- 
luent,  and,  as  a  successful  one,  I  take  pride  in  referring  to  the  achieve- 
ment. It  originated  in  an  effort  to  use  the  finished  methods  of  the 
United  States  lake-survey  on  reconnoissance-work.  I  feel  safe  in  in- 
viting critical  examination  of  the  work  as  a  finished  and  valuable  survey 
so  far  as  the  instrumental  line  is  concerned  ;  and  in  view  of  discussions 
since  arisen  as  to  the  value  of  the  "meandering''  method  and  of  *'  re- 
conuoissance "  work,  I  here  desire  distinctly  to  state  that  until  this 
-work  has  been  checked  by  a  regularly-organized  geodetic  triangulation 
»n<l  proved  incorrect,  the  manner  and  method  gives  it  a  claim  to  credit, 
not  excelled  by  any  kind  of  topographical  work  done  in  the  mountains. 
Moreover,  as  the  results  are  immediately  available,  they  are  therein  of 
especial  use  at  department  headquarters,  and  to  those  who  are  inter- 
ested in  the  region  traversed. 

This  spring,  commencing  in  the  middle  of  May  and  completed  in  the 
middle  of  July,  was  uiade  an  examination  by  Lieut.  G.  S.  Anderson, 
Sixth  Cavalry,  of  a  direct  practicable  wagon-route  from  Fort  Garland 
to  Fort  Wingate.  The  link  especially  examined  was  a  direct  route  from 
Conejos,  Colorado  Territory,  to  the  headwaters  of  tbe  Chama  and 
Puerco  Rivers,  the  remainder  of  the  route  having  been  proved  avail- 
able by  Lieutenant  Morrison  in  1872. 

Two  instrumental  lines  were  run,  and  a  detailed  report,  with  esti- 
mates, is  in  preparation,  and  will  shortly  be  submitted,  with  maps.  The 
importance  of  a  direct  and  good  communication  from  Fort  Garland  to 
Wingate  and  Northeast  Arizona  is  easily  seen,  more  especially  when  it 
is  believed  that  the  Denver  and  Rio  Grande  Railroad  will  shortly  extend 
their  line  to  Badito,  and  possibly  over  the  range  to  the  Rio  Grande 
watershed.  An  attempt  was  made  to  survey  the  proposed  Indian  and 
military  reservations  at  Fort  Tulerosa.  The  extreme  length  of  the 
lines,  (three  hundred  miles,)  the  difficult  nature  of  the  country,  com- 
bined with  the  inefficiency  of  the  civil  engineer  employed,  resulted  in 
the  discoutinuance  of  the  survey  after  a  portion  had  been  run.  The 
reservations  will  not  be  declared,  owing  to  the  proposed  removal  of  the 
Indians  to  another  place  j  further  operations  have  been  suspended. 

At  the  close  of  the  operations  of  the  party  of  the  Ute  reconnoissance 
a  survey  was  made  by  them  of  a  reservation  for  the  use  of  the  signal- 
service  on  the  top  of  Pike's  Peak.  This  was  completed  in  October ;  a 
report  made,  accompanied  with  plats ;  and  a  reservation,  as  proposed, 
was  declared  by  the  President. 

In  consequence  of  a  private  claim  having  been  made  on  a  part  of  the 
military  reservation  of  Fort  Leavenworth,  Kans.,  a  i-esurvey  was  ordered 
by  the  Secretary  of  War  in  May.  This  was  ably  done  by  my  assistant, 
Mr.   Donald  W.  Campbell,  and  a  minute  and  accurate  plat  of  this 
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large  reservation  of  6,900  acres  was  furnished,  giving  all  the  prindpal 
artificial  as  well  as  natural  features. 

I  myself  having  been  placed  in  charge  of  the  completion  of  a  militaiy 
road  from  Santa  F^  to  Taos,  N.  Mex.,  made  surveys  daring  the  M 
of  various  roads  in  that  vicinity,  and  in  the  spring  I  was  engaged  for 
four  months  on  its  construction. 

The  field-operations  during  the  present  season  comprise  mainly  the 
notes  to  be  taken  under  direction  of  Lieut.  G.  S.  Anderson,  Sixth Cav- 
airy,  acting  engineer-officer  during  the  expedition  in  the  Indian  Terri- 
tory, and  the  scouts  in  New  Mexico,  whei*e  the  engineer-detachment  is 
still  on  duty.  There  being  no  funds  for  the  use  of  surveys,  &c.,  tbi» 
year,  none  are  contemplated.  The  office-work  has  consisted  of  the 
platting  of  the  various  scouts  and  marches.  Tracings  of  these  were 
also  made  and  furnished  the  engineer-office  at  headquarters  of  the 
Military  Division  of  the  Missouri. 

At  any  interval  of  leisure  for  the  last  three  years,  the  preparation  of 
a  map  of  the  Indian  Territory  has  been  slowly  going  on ;  and  daring 
the  past  winter  the  reception  of  the  many  laud-survey  plats  of  the 
two  preceding  years'  work  gave  a  great  deal  additional. 

1  laid  off  and  platted,  myself,  a  large  part  of  these  surveys,  and  the 
remainder  have  been  put  on  by  the  draughtsmen,  and  now  the  greater 
part  of  the  Territory  is  delineated  on  a  scale  of  j^njoo o-  When  com- 
menced, this  work  seemed  extra,  the  territory  not  belonging  to  this  de- 
partment ;  the  wisdom  of  it  was,  however,  seen  when  the  transfer  to  this 
department  of  half  of  the  territory,  and  the  sudden  organization  of  a 
large  expedition,  called  for  the  best  map  I  could  furnish.  Fort^ro 
weeks  the  entire  force  of  this  office  was  at  work  making  tracings  of  what 
was  completed,  and  as  much  more  reliable  matler  as  could  be  safely 
added. 

The  preparation  on  stone  of  the  preliminary  map  of  the  Ute  recon- 
noissance  occupied  the  principal  draughtsman,  A.  Hnnuius,  a  month 
and  a  half  in  the  winter. 

The  second  draughtsman,  Samuel  Anstey,  afterward  made  a  cor- 
rected map  of  the  same  on  paper  when  recalculation  had  changed  many 
positions.  Mr.  Anstey  also  made  on  an  enlarged  scale  a  sketch  show- 
ing the  mining-regions  of  the  San  Juan  district. 

And  Mr.  Hunnius  made  a  very  handsome  sketch  of  the  Philosophers 
Mounts,  so  called,  a  portion  of  the  same  reconnoissance.  The  prepara- 
tion of  the  report  of  the  Ute  reconnoissance  occupied  the  entire  force  of 
the  office  for  two  months.  When  sent,  a  revision  of  the  calculations 
and  the  general  tables  was  made  by  Mr.  Campbell,  and  the  meteorologi- 
cal observations  were  partially  gone  over  again.  During  the  year,* 
volume  on  a  uniform  scale  of  ^^^^^^^0  of  the  various  roads  and  'scoots 
in  New  Mexico  reported  during  the  season  of  1873  was  prepared  and 
sent  to  the  Engineer  Bureau,  and  1  was  much  pleased  at  the  receipt  of 
a  commendatory  letter  thereupon. 

During  the  year,  the  engineer-detachment  in  my  charge  have  con- 
ducted themselves  very  creditably  in  the  discharge  of  their  duties,  and 
have,  in  addition  to  the  duties  in  the  field,  performed  creditably  their 
office-work. 

Sergeants  R.  N.  Harper  and  G.  A.  Lichtenberg  have  been  of  material 
service  in  the  preparation  of  the  Ute  recounoisance  report,  and  Private 
Winckler  as  draughtsman  and  clerk  in  the  engineer  office,  Santa  Fe, 
!New  Mexico. 

In  the  issue  of  maps  from  this  office,  the  total  number  of  maps  of  the 
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Ute  reconnoissance  is  inclnded,  these  having  been  bound  with  the  report 
as  printed. 

Maps  isstied  during  the  fiscal  year  ending  June  30, 1874. 

Map  of  vicinity  of  Fort  Tulerosa 13 

Roads  from  Fort  Dodge  to  Camp  Supply 12 

Map  of  Chickasaw  country 29 

Western  Territories 2 

Map  of  ludian  Territory,  Lieutenant  Jackson 3 

Map  of  Kansas,  Lieutenant  Jackson 1 

Kansas  campaign 31 

department  of  the  Missouri,  sheet  2 70 

I>epartment  of  the  Missouri,  sheet  4 404 

XJte  reconnoissance 925 

Tracings 63 

Total 1,553 

Financial  statement. 

During  the  year  the  expenditures  of  the  office  have  been |10, 000 

Amount  available  for  fiscal  year  ending  June  30,  1875 3,200 

Amount  applied  for  for  fiscal  year  ending  June  30,  187G 10, 000 


COMPLETION  OF  MILITARY  ROAD  FROM  SANTA  Ffi  TO  TAOS,  NEW  MEXICO. 

This  work,  authorized  by  act  of  Congress  approved  March  3,  1873, 
was  placed  under  ray  charge  by  paragraph  7,  Special  Orders  No.  133,  War 
Department,  Adjutant-OeneraPs  OflSce,  Washington,  July  3,  1873. 

Under  instructions  from  the  Engineer  Bureau  I  proceeded  to  New 
Mexico  in  September,  1873,  and  made  preliminary  recoanoissances  of  the 
various  routes,  and  a  survey  of  the  one  selected  for  operations. 

My  preliminary  report  and  a  proposed  plan  was  then  forwarded  to 
the  Chief  of  Engineers  and  received  his  approval,  and  I  was  authorized 
to  construct  the  road  myself  under  my  own  personal  supervision. 

It  seems  hardly  necessary  to  expand  further  than  to  state  that  the 
work  contemplated  was  in  the  canon  of  the  Bio  Grande  between  the 
villages  of  La  Joya  and  Cienigilla,  in  the  location  recommended  by 
Capt.  J.  N.  Macomb,  Corps  of  Engineers,  in  1859,  and  afterward  the 
subject  of  a  memorial  from  the  legislature  of  New  Mexico  to  the  Con- 
gress of  the  United  States.  On  either  side  of  the  points  named  are 
good  roads  from  Cienigilla  to  Taos  and  from  La  Joya  to  Santa  F4 ;  but 
the  intervention  of  the  high  mountain-spur  which  caused  the  canon  was 
only  to  be  overcome  by  hard  work.  During  the  winter,  supplies  were 
purchased  and  sent  forward,  and  early  in  March  I  left  for  Santa  F6.  A 
severe  and  prolonged  winter  had  blocked  the  roads,  supplies  were  de- 
layed, and  commencement  of  work  was  a  month  later  than  calculated 
upon.  About  April  1  work  was  fairly  commenced  in  the  middle  of  the 
canon  at  the  village  of  Eincouada,  and  pushed  forward  with  miners  and 
laborers  as  fast  as  was  practicable. 

The  original  plan  contemplated  crossing  the  Eio  Grande  twice  by 
means  of  crib-pier  bridges,  and  early  in  the  fall  orders  had  been  given 
for  logs  and  lumber  for  the  same.  Unfortunately,  however,  both  of  the 
parties  failed  to  fill  the  orders  in  time,  and  it  became  imperative  not  to 
waste  time,  but  to  push  up  on  the  left  bank  of  the  river.  The  result  was 
heavy  work  and  a  largely-increased    expenditure,  not  only  from  the 
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nature  of  the  work,  but  because  the  partially-completed  work  on  the 
other  side  of  the  river  and  at  the  bridge-sites  was  lost. 

Communication  was,  however,  opened  by  the  third  week  in  May. 
The  remainder  of  the  appropriation  was  expended  in  the  canon  from  La 
Joya  to  Embudo,  to  avoid  the  high  hill  now  crossed  on  that  road.  A 
narrow  road  was  pushed  through  this  to  the  farthest  point  possible, 
leaving  about  three-fourths  of  a  mile  unfinished  to  complete  the  throngh- 
road.  If  this  were  finished,  the  road  from  Santa  F6  to  Taos  would  be 
of  excellent  grades,  excepting  at  one  place,  the  Arroya  Honda,  and 
would  be  one  of  the  best  roads  for  its  length  of  seventy  miles  in  the 
Territory.  As  it  is,  heavy  freight  is  only  interfered  with  by  one  sharp 
rise  between  Embudo  and  La  Joya,  which  can  easily  be  lightened  over. 
In  light  travel  from  the  end  of  the  railroad  to  Santa  Fe,  forty  miles  can 
now  be  saved  by  passing  via  Cimarron,  Taos,  and  the  new  road,  and 
communication  with  Fort  Garland  from  Santa  F6  has  been  macli  bet- 
tered. 

During  the  entire  working-season  I  was  assisted  by  Lieut.  C.  C.  Mor- 
rison, Sixth  Cavalry,  acting  engineer-officer  district  of  New  Mexico, 
to  whom  I  am  indebted  for  his  watchfulness,  energy,  and  perseverance 
in  carrying  out  duties  intrusted  to  him. 

Miles- 

Distance  from  Santa  V6  to  Taos,  United  States  mountain  road 87. 7') 

Distance  from  Santa  F<5  to  Taos,  via  Ojo  Caliente ► 80. 50 

Distance  from  Santa  ¥6  to  Taos,  (new  road) 70.00 

Of  tbis  road  miles  worked  in  the  upper  canon,  (new  road) 11.83 

Of  this  road  milas  worke<l  in  the  lower  canon 2.  S'J 

^Number  of  miles  repaired  between  La  Joya  and  Kmbudo 6. 00 

Total  miles  worked ..  20. 83 

The  accompanying  skeleton-map  will  illustrate  the  principal  connec- 
tions. 

Appropriation  for  completion  of  military  road  from  Santa  Fe  to  Taos, 
N.  Mex.,  $25,000,  of  which,  including  contracts  still  unpaid,  all  has  been 
spent. 

Very  respectfully,  your  obedient  servant. 

•  E.  H.  EUFFNEB, 

Firttt  Lieutenant  of  Engineers 
Brig.  Gen.  A.  A.  Humphreys, 

Chief  of  Engineers^  U,  S.  A. 


APPENDIX  KK. 

ANNUAL  REPORT  OF  CAPTAIN  WILLIAM  LUDLOW,  CORPS 
OF  ENGINEERS,  FOR  THE  FISCAL  YEAR  ENDING  JUNE 
30, 1874. 

explorations  and  surveys  in  the  department  of  dakota. 

Headquarters  Department  of  Dakota, 
Office  of  the  Chief  Engineer, 
St.  Fauly  Minn.j  September  7,  1874. 

SxR :  I  have  the  honor  to  forward  herewith  copies  of  my  annual 
report  to  the  department  commander,  together  with  the  prelirainary 
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xeports  of  the  reconnoissauce  to  the  Black  Hills,  by  Professor  Wiachell, 
Mr.  Grinuell,  and  myself. 

Very  respectfully,  your  obedient  servant, 

William  Ludlow, 
Captain  of  Engineers. 
Brig.  Gen.  A.  A.  Humphreys, 

Chief  of  Engineers^  U.  S.  A, 


ANNUAL  REPORT  TO  DEPARTMENT  COMMANDER. 

Office  of  Chief  Engineer, 
Headquarters  Department  of  Dakota, 

St.  Paulj  Minn,j  September  5,  1874. 

Sir:  1  have  the  honor  to  make  the  following  report  of  the  operations 
of  my  department  since  October  1,  1873 : 

During  the  fall  and  winter  I  was  engaged  in  examining  the  reports  of 
Journeys  by  officers  in  the  department,  and  plotting  the  trails,  when 
any  information  could  be  obtained  from  them.  In  the  great  majority  of 
cases,  these  itineraries  and  maps  are  valueless,  sometimes  on  account  of 
Sk  want  of  proper  instruments,  but  generally  because  the  officer  will  not 
take  the  necessary  trouble  in  addition  to  the  routine  duties  of  his  daily 
march.  I  shall  endeavor  to  provide  the  instruments,  and  the  work  can 
best  be  done  by  an  intelligent  enlisted  man,  suitably  instructed  and 
specially  detailed  for  the  duty. 

The  revision  of  the  official  map  of  the  department  was  continued  until 
the  spring,  and  authority  obtained  for  the  publication  of  a  new  edition, 
which  will  soon  be  ready  for  distribution. 

In  accordance  with  instructions  contained  in  Special  Orders  No.  11, 
current  series,  from  these  headquarters,  I  proceeded  to  Fort  Ripley, 
Minn.,  on  May  29,  and  made  a  survey  of  the  vicinity,  at  the  same  time 
marking  the  limits  of  a  reservation  one  mile  square,  recommended  in 
the  report  of  the  board  convened  at  Ripley  for  that  purpose. 

A  map  was  prepared,  and  accompannied  the  report  of  the  board. 

Special  Orders  No.  117  directed  me  to  accompany  the  Black  Hills  ex- 
pedition as  engineer  officer.  I  was  unable,  on  account  principally  of 
lack  of  funds,  to  make  any  extended  preparations  for  the  trip,  or  to 
secure  the  services  of  as  many  skilled  and  instructed  gentlemen  as  I 
desired.  I  had  no  funds  with  which  to  pay  salaries.  Nevertheless,  Pro- 
fessor Winchell,  State  geologist  of  Minnesota,  and  Mr.  G.  B.  Grinnell, 
representing  Professor  Marsh,  of  Yale  College,  accompanied  the  expedi- 
tion under  my  direction.  A  photographer  was  fitted  out  mostly  from 
the  apparatus  used  on  the  Yellowstone  expedition  of  last  summer,  and 
took  very  successful  views. 

A  preliminary  report  of  the  expedition,  accompanied  by  similar 
reports  from  Professor  Winchell  and  Mr.  Grinuell,  will  be  submitted  in  a 
few  days. 

The  detailed  reports  and  map  of  the  route  cannot  be  completed  under 
two  months;  the  time  being  also  required  by  Winchell  and  Grinnell  for 
a  proper  examination  of  their  geological  and  zoological  collections,  and 
a  full  study  and  digest  of  the  information  obtained. 

The  whole  will  be  submitted  At  the  earliest  practicable  day. 
Very  respectfully,  your  obedient  servant, 

Wm.  Ludlow, 
Captain  of  Engineers^  Chief  Engineer  Department  Dalota. 

The  Assistant  Adjutant-General, 

Department  of  Dakota. 
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PRELIMINARY  REPORT  OF  RECONNOISSANCE  TO  THE  BLACK  HILLS. 

St.  Paxil,  Minn.,  September  7, 1874 

Sir:  TheexiM^dition[andertbecommandof  Lieutenant-Colonel  Costal,  '] 
Seventh  Cavalry,]  was  organized  for  the  purpose  of  exploring  the  nn^ 
known  territory  lying  principally  in  the  western  and  southwestern 
portion  of  Dakota  and  the  eastern  portion  of  Wyoming,  with  a  viewof 
discovering  practicable  interior  military  routes  between  Fort  Lincoln, 
in  the  Department  of  Dakota,  and  opposite  the  terminus  of  the  Northern 
Pacific  Railroad,  and  Forts  Laramie  and  Fetterman,  in  the  Department 
of  the  Platte,  with  the  Union  Pacific  Railroad  for  their  base.  In  case 
circumstances  should  at  any  time  require  the  establishment  of  military 
posts  in  the  region  referred  to,  a  more  exact  knowledge  of  it«  resoams 
than  we  possessed  would  also  be  required  to  guide  *in  the  selection  of 
suitable  sites. 

I  was  directed  by  the  department  commander  to  accompany  the  expe- 
dition and  act  as  its  engineer  oflBicer. 

Unable  to  obtain  funds  which  would  be  available  for  the  payment  of 
salaries,  I  nevertheless  secured  the  services  of  Prof.  N.  H.  WincheU,  of 
Minneapolis,  to  act  as  geologist  for  the  expedition,  and  of  Mr.  G.  B 
Grinnell,  representing  Professor  Marsh,  of  Yjile  College,  who  kindly 
agreed  to  report  upon  the  paleontology  and  zoology  of  the  region  to  be 
traversed.  Professor  WincheU  would  also  make  such  i-eport  as  his  tinie 
might  afford  upon  the  botany  of  the  Hills;  and  Dr.  Williams,  assistant 
surgeon  United  States  Army,  and  medical  oflBcer  of  the  expedition, 
promised  to  aid  in  the  same  department. 

A  photographer  was  fitted  out  with  apparatus  and  chemicals  and  a 
spring-wagon  constructed  for  similar  use  on  the  Yellowstone  expedition 
of  1873. 

For  the  surveying  I  had  my  detachment  of  engineers,  consisting  of 
two  sergeants  and  four  men,  who  were  to  keep  two  sets  of  notes  of  the 
route  with  prismatic  compass  and  odometer,  while  my  assistant,  Mr.  W. 
H.  W^ood,  and  myself,  would  attend  to  the  general  topography  and  the 
astronomical  observations  for  latitude  and  longitude. 

The  expedition  left  Fort  Lincoln  on  July  2,  and  consisted  of  ten  com- 
panies of  cavalry  and  two  of  infantry,  with  a  battery  of  three  Gatlin^ 
and  one  Rodman  gun,  and  a  detachment  of  Indian  scouts,  guides,  &t. 
The  train  consisted  of  over  one  hundred  wagons. 

We  were  assured  by  the  guides  of  two  things  in  advance  :  first  that 
the  expedition  would  be  strenuously  opposed  by  a  hostile  force  of 
Indians  ;  secondly,  that  we  could  never  penetrate  the  fastnesses  of  the 
Black  Hills.  They  represented  the  difficulties  in  our  way  as  being  for- 
midable for  cavalry,  and  for  wagons  insuperable.  Both  predictions 
failed.  The  expedition  returned  to  Fort  Lincoln  on  August  30,  the 
sixtieth  day  out,  with  a  loss  of  but  four  men — three  from  sickness  and 
one  killed  in  a  quarrel — having  seen  no  hostile  Indians  during  the  whole 
trip  of  nearly  one  thousand  miles,  and  having  thoroughly"  explored  the 
Black  Hills  from  east  to  west  and  from  north  to  south. 

The  route  pursued  led  us  up  the  south  side  of  Heart  River ;  thence, 
in  a  general  west-southwest  direction,  across  the  Cannon-Ball  and  op 
the  north  fork  of  Grand  River;  theuQe  south westwardly  to  a  point 
which  we  named  Prospect  Valley,  in  about  latitude  45^  :ny  and  longi- 
tude 103^  4(K ;  thence,  up  the  east  side  of  the  Little  Missouri  River  and 
southwardly^,  to  the  north  fork  of  the  Cheyenne  River,  known  as  the 
Belle  Fourche. 
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This  point  we  reached  on  July  18,  in  about  longitude  104^,  after  six- 
teen marches  and  three  hundred  miles  of  travel. 

Hitherto  the  country  had  much  resembled  other  portions  of  Dakota ; 
an  open  prairie;  wood  scarce,  and  only  found  in  river-v^alleys;  water 
not  always  to  be  met  with  in  sufficient  quantity,  and  frequently  im- 
I^refjnated  with  salts, which  was  both  disagreeable  and  injurious;  but 
still  with  a  fair  amount  of  grass,  and  presenting  no  serious  diillculties 
to  the  traveler. 

All  the  country  bordering  on  Heart  River  is  good;  that  on  Cannon- 
Bali  is  fair.  Grand  River  country  is  poor  as  well  as  that  near  the  head- 
waters of  the  Moreau,  or  Owl  River.  # 

All  these  streams  flow  east  and  head  close  up  to  the  Little  Missouri, 
vrbicli  running  northward  at  right  angles  to  the  others,  has  but  a  narrow 
and  barren  belt  tributary  to  it  on  the  east  side.  Its  main  support  is 
from  its  branches  heading  in  the  Powder  River  range  of  hills. 

Our  route  led  us  in  view  of  Slim  Butte,  which  is  rather  a  high  steep 
c'oteau  than  a  butte,  of  Slave  and  Bear  Buttes,  and  manj^  others  not 
hitherto  located ;  and  the  Black  Hills,  as  we  approached  them,  looked 
very  high  and  dark  under  their  covering  of  pine-timber. 

We  crossed  the  Belle  Fourche  on  the  20th  July,  and  found  ourselves 
transported  to  a  new  country.  The  whole  character  of  our  surround- 
ings was  changed.  There  was  an  abundance  of  grass,  timber,  small 
fruits,  and  flowers,  and,  what  was  perhaps  better  appreciated  than  all, 
an  ample  supply  of  pure  cold  water;  and  these  advantages,  with  a  few 
exceptions,  we  enjoyed  until  we  left  the  Hills  for  the  return-journey. 

Our  course  laj^  up  the  valley  of  the  Red  water — a  large  branch  of  the 
Belle  Fourche — to  Inyankara;  thence  easterly  and  southeasterly  into 
the  heart  of  the  Hills,  valley  leading  into  valley,  to  the  beautiful  park- 
country,  always  until  now  marked  unexplored  on  the  maps,  of  which 
we  had  heard  much,  but  hardly  hoped  to  reach  with  our  wagons. 

After  arriving  near  Harney's  Peak,  a  lofty  granite  mass,  with  an  alti- 
tude of  over  8,000  feet  above  the  sea,  and  surrounded  with  craggy  peaks 
and  i)innacles,  a  rapid  scout  w^as  made  to  the  south  fork  of  the  Chey- 
enne, nearly  due  south  of  us,  with  live  companies  of  cavalry,  and  the 
exit  from  the  interior  shown  to  be  not  difficult  on  that  side. 

Returning,  the  course  lay  northerly  and  northeasterly,  looking  fot"  an 
exit  near  Bear  Butte.  Failing  to  find  an  ea«y  one,  we  weht  southerly 
a  short  distance,  and  discovered  a  pass  near  Elk  Creek,  which  let  us  out 
on  the  prairie.  The  change  to  the  hot  dry  air  and  yellow  grass  of  the 
Xirairie  was  wonderfully  sudden  and  anything  but  pleasant. 

From  Bear  Butte,  the  return-journey  led  back  past  Slave  Butte, 
touching  the  headwaters  of  the  Moreau,  crossing  the  down-trail  in 
Prospect  Valley;  thence  tapping  the  head  of  Grand  River,  and  follow- 
ing roughly  the  east  side  of  the  Little  Missouri  northward  and  eastward 
to  where  the  trail  of  the  Yellowstone  expedition  crosses  it ;  thence  into 
Lincoln  on  the  north  side  of  Heart  River. 

The  return-route  Tvas  a  much  better  one  for  a  large  force  than  the 
other.  We  had  no  difficulty  in  finding  good  camps  witli  plenty  of  water 
and  grass.  The  country  passed  over  tributary  to  the  Moreau  is  barren, 
but  the  river-valley  itself  is  more  favorable,  and  at  the  head  of  Grand 
River  is  much  better  country  than  low^er  down.  From  Grand  River  to 
above  Heart  River  the  grass  had  been  thoroughly  burned  by  the 
Indians.  It  caused  some  inconvenience,  but  we  were  always  fortunate 
in  finding  a  camp  in  some  localities  which  the  fire  had  spared. 

With  regard  to  the  geology  of  the  Black  Hills,  Professor  Winchell's 
report  will  be  nearly  exhaustive.    Both  Mr.  Grinnell  and  he  were  as 
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industrious  as  possible  in  collecting  information,  and  I  can  only  regrtt 
that  the  time  available  prevented  as  much  opportanity  for  study  as  they 
could  have  improved.  I  beg  to  call  attention  to  the  preliminary  reports 
from  both  gentlemen  presented  herewith.  Their  detailed  reports  will 
be  prepared  as  soon  as  possible,  as  well  as  one  from  Dr.  Williams  oo 
the  flora  of  the  hills. 

It  is  a  region  admirably  adapted  to  settlement,  abounding  in  timber^ 
in  grass,  and  flowing  streauis,  with  springs  of  pure,  cold  wat^r  almost 
everywhere;  the  vallies  of  gentle  slope,  and  ready  for  tlie  plow;  the  soil 
of  wonderful  fertility,  as  evidenced  by  the  luxuriance  of  the  grass  and 
the  profusion  of  lowers  and  small  fruits ;  the  climate  entirely  differ- 
ent from. that  of  the  plains,  giving  evidence  of  being  moch  more  ajjree^ 
able ;  cooler  in  summer  and  more  moderate  in  winter ;  not  subject  to 
drought,  for  the  nightly  dews  are  very  heavy;  not  liable  to  excessive 
snow-fall,  for  in  narrow  valleys  containing  a  large  i^reek  no  indications 
of  overflow  could  be  detected. 

The  creeks  confine  their  favor  to  the  hills.  Upon  reaching  the  exte- 
rior range,  they  pass  through  rocky  canons,  sometimes  of  great  deptli, 
and  arriving  at  the  outer  foot-hills  sink  into  the  ground  and  disapi>e^r. 

Upon  the  mineral  resources  of  the  hills,  Professor  Wineheirs  report 
will  throw  full  light.  No  coal  was  found.  Extensive  deposits  of  iron 
ore  of  good  quality  exist ;  immense  beds  of  gypsum  were  met  with; 
specimens  of  gold  were  washed  from  the  soil  in  the  vicinity  of  Hamejs 
Peak,  and  quartz  in  bed  and  bowlder  was  visible  in  large  quantities. 
A  specimen  of  something  which  the  discoverer  believed  to  be  silver,  but 
which  more  resembled  platinum,  was  shown  me.  Plumbago  also  was 
found  in  small  quantities. 

Any  amount  ot*  excellent  building  stone,  limestones,  sandstones,  aod 
granite  exist.  Home  of  the  limestones,  particularly  in  the  vicinity  of 
Inyankara,  were  tine  enough  for  marbles  and  handsomely  colored. 

The  timber  is  mainly  red  pine  and  spiuce,  of  large  size  ;  oak,  ash,  and 
elm  are  found  on  the  exterior  slopes.  Game  is  abundant.  Bear,  elk, 
and  deer  of  two  kinds  were  found  and  many  killed.  On  the  prairies  the 
antelope  were  found  in  large  numbers. 

The  comi)lete  report,  accompanied  by  the  reports  of  Professor  Wiu 
chell,  Mr.  Grinnell,  and  Dr.  Williams,  will  be  transinitted  at  the  earliest 
possible  day,  together  with  a  map  showing  the  route   pursued,  with 
bordering  country  from  Fort  Lincoln  and  return,  and  a  special  map  on 
a  larger  scale  of  the  Black  Hills  proper. 

The  photographer  secured  negatives  for  about  sixty  views,  a  set  of 
which  will  accompany  the  report. 

KespectfuUy  submitted. 

William  Ludlow, 
Capt.  of  Engineers  U.  S.  A,,  Chief  Engineer  Department  of  Dakota, 

The  Assistant  adjutantGeneral, 

Department  ofDalotn. 


PRELIMINAKY  (GEOLOGICAL  REPORT  BY  PROF.  N.  H.  WINCHELL. 

The  University  of  Minnksota, 

MinneapoliBy  September  8,  ld74. 

Dear  Sir  :  In  accordance  with  your  request,  I  herewith  give  you  a  brief  statement  ot* 
the  work  done  by  nie  in  the  late  exploration  of  the  Black  Hills  by  General  G.  A.  Cust«r. 
indicating  at  the  same  time  some  of  the  most  important  geological   results  that  »Tt 
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likely  to  couie  from  the  recoDDoissauce.  It  is  plain  to  see  that  in  the  absence  of  the 
Hpecimens  collected, none  of  which  have  yet  arrived  at  Minneapolis,  this  report  is  based 
on  iield-notes  and  impressions  received  in  the  field,  and  lacks  that  authentication  that 
is  der.vable  only  from  a  careful  study  of  the  fossils. 

In  passing  over  the  plains  between  Fort  Lincoln,  on  the  Missouri  River,  and  the 
Black  Hills,  there  was  but  little  opportuuity  to  fix  certainly  the  western  limit  of  the 
Cretaceous,  or  to  determine  the  area  of  the  Tertiary.  A  few  fossils  were  gathered  near 
the  Little  Missouri  River,  and  careful  notes  of  exposed  sectioi^s  of  rock  were  taken  at 
all  accessible  iM)iuts.  At  a  number  of  points,  beds  of  lignite  were  seen,  and  they  will 
be  expressed  on  the  geological  map  intended  to  accompany  the  final  report.  In  cross- 
ing the  plains,  the  expedition  traversed  a  district  that  had  never  before  been  visited 
and  reported  on  by  any  geologist.  Dr.  F.  V.  Hayden,  in  a  final  report  on  the  geology 
of  Nebraska,  has,  however,  published  a  geological  map  showing  the  presumed  areas  of 
the  Tertiary  and  Cretaceous  in  that  portion  of  Dakota.  Without  intending  here  to 
deny  the  correctness  of  that  map,  I  may  state  that  the  impression  received  from  litho- 
logical  evidence  would  reduce  very  much  the  area  of  the  Tertiary  and  increase  relatively 
that  of  the  Cretaceous.  The  Cretaceous  area  that  Dr.  Hayden  represents  along  the  val- 
ley of  the  Missouri  Riv^r  at  Fort  Lincoln  seems  to  extend  much  farther  west  than  has 
been  supposed.  Very  important  beds  of  lignite  occur  in  it  on  both  sides  of  the  river, 
ill  the  vicinity  of  Fort  A.  Lincoln,  and  they  seem  not  to  be  restricted  to  the  Dakota 
group.  On  this  question,  the  fossils  collected  may  throw  some  light  when  they  shall 
have  been  examined.     They  have  been  submitted  to  Prof.  Marsh,  of  New  Haven,  Conn. 

In  entering  the  region  of  the  Black  Hills  proper,  the  evidences  of  disturbances  begin 
to  appear  on  the  plains  about  twenty  miles  betbre  reaching  the  Belle  Fourche,  along 
our  line  of  march.  The  shales  and  clays  here  begin  to  show  a  changeable  dip,  and  are 
more  or  less  slaty,  and  deepened  in  color  to  a  dark  purple  or  black.  A  considerable 
clay  ironstone  is  scattered  over  the  surface  weathered  from  the  beds,  and,  by  drain- 
age and  erosion,  the  rock,  which  is  easily  disintegrated,  is  wrought  into  a  series  of 
ravines  and  low  blufis.  This  aspect  is  most  marked  at  our  first  crossing  of  the  Belle 
Fourche,  where  the  Fort  Pierre  group  forms  an  exposed  thickness  of  slate  and  slaty 
shale  between  three  and  four  hundred  feet.  From  the  Belle  Fourche,  the  formations 
passed  over  in  entering  the  Hills  come  in  the  following  order: 

Feet. 

1.  Purplish  or  black  slate.  Fort  Pierre 300-400 

2.  Sandstone,  Dakota,  about 500 

3.  Green  shale,  Dakota 45 

4.  Fossiliferous  conglomerate 2 

5.  Purplish  shale,  toward  the  top  arenaceous 10 

6.  Snowy  gypsum 4-(> 

7.  Red  sbale,  massive  or  laminated 75 

5*.  Snowy  gypsum 22 

9.  The  same  as  No.  7 18 

10.  Snowy  gypsum 2^ 

11.  The  same  as  No.  7 30 

12.  Snowy  gypsum \ 2^ 

VA.  The  same  as  No.  7,  and  slope 35 

14.  Fine-grained  limestone,  on  which  the  last  lies  unconformably  ;  this  is  knowii 

as  the  carboniferous  limestone,  about 100 

15.  Harsh,  arenaceous,  magnesian  limestone,  about 75 

IC.  White  massive  sandstone,  about 75 

17.  An  immense  limestone  formation,  stretching  over  a  large  area  in  the  northern 

portions  of  the  Hills,  capping  hundreds  of  buttes  and  blufiis;  this  is  a 
light-colored, often  saccbaroidal,  variable  limestone;  it  is  hard, and  usu-. 

ally  of  a  compact  texture 225 

IH.  Hard  red  limestone,  with  chert  and  cyathophylloid  and  crinoid  joints 16 

19.  White  coarse  sandstone,  with  small  rounded  quartz  pebbles 25 

20.  Red  sandstone,  with  glauconitic  partichxs,  perhaps  25  feet,  seen  only 10 

21.  Conglomeritic  sandstone,  white 30-40 

"^Z.  Metamorphic  schistic  and  slates. 

23.  White  feldspathic  coarse  granite. 

Sections  were  observed  in  the  southern  portion  of  the  Black  Hills,  in  which  a  reddish 
quartzitc  was  conspicuous,  immediately  overlying  the  metamorphic  slates,  and  form- 
ing the  surface-rock  over  the  tops  of  a  groat  many  hills.  In  some  places,  also,  a  shaly 
sandstone  is  associated  with  Nos.  19  and  20,  and  contains  OboHla  and  lAngula, 

In  respect  to  the  economical  products  of  the  rocks  of  the  Black  Hills,  the  following 
minerals  exist  in  considerable  quantities,  and  will  ultimately  be  found  very  useful : 

Gypsum  in  unlimited  quantities;  variej^ated  marble  from  the  Carboniferous  lime- 
stone; iron-ore  in  the  southeastern  portiou  of  the  Hills:  muscovite;  talcose  slate, 
useful  for  whetstones. 

Tberemay  be  found,  also,  other  products  of  the  granite  rocks;  indeed,  the  miners 
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that  accompanied  the  expedition  report  the  finding  of  gold  and  silver  in  some  of  tin- 
gulches  in  tiie  southeastern  portion  of  the  Hills,  though  I  saw  none  of  the  gold;  nor 
did  I  see  any  auriferous  quartz.  I  have  taken  the  gold-reports  with  a  large  grain  of 
allowance. 

The  granite  center  of  the  Black  Hills  is  in  the  sonthem  and  i^outheastem  portions 

The  whole  of  the  region  was  explored,  so  as  to  determine  the  general  geological  struc- 
ture, excepting  a  range  of  hills  in  the  southwestern  part,  the  composition  of  which  U 
presumed  to  be  of  the  sedimentary  rocks  above  the  Potsdam.  The  Hills  die  rat 
toward  the  south  much  more  rapidly  than  toward  the  north.  The  most  practieablr 
routes  for  entering  the  Hills  are  from  the  north. 

A  large  part  of  the  Hills,  especially  in  the  north,  are  com  posed  of  sligbtly-tilte*!  «i3:- 
mentary  rocks,  cut  by  erosion  into  bluffs,  buttes,  and  ridges,  separated  by  valleys  tbtr 
generally  are  well  watered,  often  grassed,  and  arable. 

The  Hills  have  a  delightful  climate,  pure  water,  abundance  of  pine-timber,  ao^a 
sufficient  quantity  of  arable  land  to  sastain  a  thick  population. 

Very  respectfully  submitted. 

^         X.  H.  WixcnKM 

Col.  VV\r.  Ludlow, 

St.  Paulf  Minn. 


PRELIMINARY  REPORT  ON  PALEONTOLOGY,  BY  MR.  GEO.  BIRD    GRINXELL 

Sir  :  The  rapidity  with  which  General  Custer's  command  traveled,  the  long  mtrtb« 
and  brief  halts,  precluded  any  but  a  very  hasty  and  incomplete  exploration  of  du 
conntry  passed  through.  No  small  camping-ground  would  accommodate  so  larf«  a 
force  as  the  one  in  question,  and,  as  might  readily  be  supposed,  the  country  best  adapted 
for  the  discovery  of  fossil  remains  is  that  least  litted  for  camping-pnrpoaes  on  aeooQct 
of  the  lack  of  wood,  water,  and  grass.  Tlius  the  very  days  on  which,  with  the  great- 
est degree  of  probability,  fossils  might  be  expected,  were  usually  those  on  which  ti^e 
longest  marches  were  made. 

Of  course,  under  such  circumstances  it  was  necessary  to  pass  by  many  large  are»©f 
washed  bluffs  without  even  a  cursory  survey,  and  this  was  especially  the  case  on  tk 
14th  day  of  July,  on  which  day  the  first  vertebrate  remains  were  discovered.  Euon^h, 
however,  wjis  seen  to  assure  mo  that  the  localities  traversed  were  bj'  no  means  rich  ia 
fossils,  and  that  but  limited  collections  could  have  been  made  even  had  I  more  time  to 
devote  to  their  examination.  In  the  present  brief  notice,  I  propose  merely  to  tooch 
upon  the  discoveries  made,  reserving  all  scientific  details  for  a  futnre  report,  to  be 
made  as  soon  as  the  few  specimens  collected  can  be  identified  and  their  geological 
horizon  determined  with  accuracy.  This,  it  is  hoped,  may  be  accomplished  in  a  few 
weeks. 

Starting  from  Fort  Lincoln,  July  2,  and  passing  over  a  rolling  prairie  for  abont 
twenty  miles,  the  first  fossils  were  found  July  3,  near  the  summit  of  a  small  batt^ 
and  just  beneath  the  layer  of  friable  brown  sandstone  with  which  all  the  snrroundiog 
bnttes  were  covered.  These  consisted  merely  of  a  few  Cretaceous  shells,  bivalve**, 
a  gasteropod  and  a  cephalopod,  all  much  weathered  and  so  fragile  as  almost  tocrnmble 
while  being  picked  up. 

From  this  point  until  we  left  Ludlow's  Cave,  July  12,  no  bad  lands  were  seen,  but  on 
the  13th,  several  washes  were  visited  and  thoroughly  explored,  but  all  proved  barrMi 
of  fossils.  On  the  14th,  the  country  became  much  more  rugged  and  barren.  Hi^ 
bluffs  and  mounds  of  blue  clay,  and  without  vegetation,  were  numerous,  so  much  so 
that  we  were  unable  to  visit  all  of  them.  At  Castle  Butte  we  found  the  first  Tertiary 
remaifls  of  the  trip,  a  few  turtle-bones  much  worn  by  the  weather,  and  a  single  lef- 
bone  of  a  mammal  of  mammoth  size,  the  latter  so  much  cracked  and  shattered  by 
pressure  that  I  was  unable  to  transport  it  to  camp. 

At  some  very  extensive  bad  lands  at  the  northwest  point  of  Short  Pine  Bnttes,  two 
large  vertebra)  were  discovered  together  with  a  few  chelonian  bones,  and  here,  I  think, 
was  the  most  promising  locality  that  we  visited  during  tl^e  trip.  But  the  time  to 
examine  them  was  wanting,  and  wo  were  obliged  to  leave  them  without  a  proper 
exploration. 

While  in  the  Black  Hills,  a  few  Pabeozoic  fossils,  chiefly  brachiopods,  of  various  kinds, 
were  found,  which  will  be  enume^a^ed  in  a  future  report ;  nothing,  however,  of  ptn- 
eral  interest  wasobserved  until  August  17,  when  a  few  concretionary  fossils  were  foand 
in  the  black  shale  northwest  of  Slave  Butte.  These  were  Cretaceous  bivalves  and 
cephalopods,  and  the  limestone  concretions  in  which  they  were  found  lay  in  position  in 
the  shale. 

It  is  much  to  be  regretted  that  the  time  allowed  for  investigation  in  this  brancb  of 
natural  science  was  so  short,  ami  it  is  earnestly  hoped  that  another  year  a  more 
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thorough  and  careful  exploration  of  this  region  may  be  made,  and  more  int^restinir 
Te8alt«  obtained. 

In  concluding  this  brief  review,  I  must  heartily  thank  General  Custer  and  Colonel 
Ludlow  for  their  constant  willingness  to  assist  me  in  every  way  possible  consistently 
with  the  best  interests  of  the  expedition. 
Your  obedient  servant, 

,    ,    „,      ,  Gko.  Biiu)  Grinnell. 

Col.  >\m.  Ludlow, 

Chief  Engineer,  Department  of  Dakota. 


PRELIMINARY  NOTICE  OF  ZOOLOGY,  BY  MR.  GEO.  BIRD  GRINNELL. 

Sir:  In  accordance  with  your  request  made  to  me  while  at  Fort  Lincoln,  viz,  that 
I  should  make  such  notes  on  the  zoology  of  the  region  as  I  could  in  connection  with  my 
other  duties,  I  have  to  report  that,  although  my  opportunities  for  zoological  observa- 
tions and  collections  were  very  limited,  owing  to  the  rapidity  of  our  travel  and  the 
necessity  of  devoting  all  my  time  to  the  collection  of  fossils,  I  observed  nearly  thirty 
species  of  mammals,  about  one  hundred  and  twenty  species  of  birds,  and  a  few  reptiles. 
A  full  enumeration  of  the  animals  observed,  togetlier  with  such  observations  as  I  was 
enabled  to  make  upon  their  habits,  will  appear  in  a  detaile<l  report,  which  I  shall  have 
the  honor  to  make  to  you  as  soon  as  pratieable. 

As  a  game-country,  the  Black  Hills  will  compare  very  favorably  with  any  locality  in 
the  country.  Deer  of  two  species  are  most  abundant,  the  white-tailed  deer  especially 
being  so  numerous  about  the  headwaters  of  Elk  Creek  that  one  hundred  were  killed 
by  the  command  in  a  single  day.  Elk,  from  the  indications,  are  nnmerous,  although 
only  a  few  were  killed.  Several  bears  were  secured,  and  not  a  few  exciting  incidents 
occurred  during  their  capture.  No  mountain-sheep  were  obtained,  although  there 
were  many  indications  of  their  presence,  and  a  single  female  was  seen. 

Almost  all  the  streams  which  we  passed  were  dammed  in  many  places  by  beaver,  and 
fresh  tracks  and  signs  were  very  plenty.  Game-birds  are  well  represented  by  several 
species  of  geese  and  ducks,  whicn  are  to  be  found  along  the  various  water-courses  in 
and  about  the  Hills,  and  by  at  least  two  species  of  grouse,  the  sharp-tailed  and  the 
rnffed.  The  former  are  numerous  along  the  open  valleys  and  on  the  sparsely- wooded 
hill-sides,  and  the  latter  among  the  dense  pines  of  the  higher  land 

Altogether,  the  Black  Hills  offer  to  the  sportsman  abundance  and  variety  of  gam^ 
and  if  opened  to  the  white  man  will  be  as  much  esteemed  as  a  hunting-ground  by  him 
as  they  now  are  by  the  Indians. 

The  fuller  details  which  I  shall  present  later  will,  I  trust,  be  found  interesting  to  the 
zoologist,  as  presenting  information  on  the  fauna  of  a  region  of  which  so  little  has  been 
told. 

Yours  respectfully, 

Gko.  Bird  Grinnkll. 

Col.  Wm.  Ludlow, 

Chief  Engineer  Department  of  Dakota. 
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A. 

Accotink  Creek,  Va.,  improvement  of 

Ahnepee,  Wis.,  harbor  of 

Alton  Harbor,  111 

Angelina  River,  Tex 

Apalachicola  River,  Fla.,  improvement  of 

Appomattox    River,  Va.,  improvement  of,  below  Peters- 
burgh  

Aquia  Creek,  Va.,  improvement  of 

Arkansas,  Missouri,  and  Mississippi  Rivers,  improvement  of. 

Aroostook  River,  Me.,  survey  for  improvement  of 

Ashtabula,  Ohio,  harbor  of 

Atchafalaya  River,  La.,  survey  of . .  .*. 

Au  Sable,  Mich.,  harbor  of 

B. 

Baltimore,  Md.,  harbor  of 

Battalion  of  engineers 

Battle-fields  and  campaigns,  maps  of t 

Bayou  La  Fourche,  La.,  survey  of 

Big  Sodus,  N.  Y.,  harbor  of 

Black  Lake,  Mich.,  harbor  of 

Black  River,  Ohio,  harbor  of 

Black  River,  N.  Y.,  mouth  of 

Black  River,  Saint  Clair  River,  Mich,  mouth  of 

Black  Hills,  Dakota  and  Wyoming,  reconnaissance  of 

Block  Island,  R.  I.,  construction  of  harbor  at 

Boards  of  engineers  for  fortifications 

Boston,  Mass.,  harbor  of t 

Broadkiln  River,  Del.,  improvement  of 

Bridge  across  the  Genesee  River  at  Charlotte,  N.  Y 

Bridge  (ponton)  across  the  Mississippi  River  at  Prairie  du 

Chien 

Bridge  across  the  Mississippi  River  at  Saint  Louis,  Mo 

Bridgeport,  Conn.,  harbor  of 

Bridging  the  channel  between  Lakes  Huron  and  Erie 

Brunot's  hydraulic  gates 

Bufialo,  N.  Y.,  harbor  of 

Burlington,  Vt.,  harbor  of 

C. 

"  Calcasieu  Pjiss,  La.,  improvement  of 

Calumet,  111.,  harbor  of 

Cambridge,  Md.,  harbor  of 

Camden  Harbor,  Me.,  improvement  of 

Canal  from  Doualdsonville,  La.,  to  Rio  Grande  River 

Canal,  (ship,)  Mississippi  River  and  Gulf  of  Mexico 

Cape  Fear  River,  N.  C,  improvement  of,  below  Wilmington 

Cedar  Keys,  Fla 

Channel  between  Staten  Island  and  New  Jersey,  improve- 
ment of 
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Charleston  Harbor,  S.  C,  iraprovemoiit  of  ship-channel  in... 

Charlotte,  N.  Y.,  harbor  of 

Chattahoochee  River,  Ga.  and  Fla 

Cheboygjin,  Mich.,  harbor  of 

Chesapeake  and  Ohio  Canal,  survey  for  extension  of 

Chester  River,  Md.,  improvement  of,  at  Kent  Island  Nar- 
rows  

Chicago,  111.,  harbor  of 

Choctawhatchie  River,  Fla.  and  Ala.,  improvement  of 

Cleveland,  Ohio,  harbor  of 

Cleveland,  Ohio,  harbor  of  refuge  at 

Cocheco  River,  N.  H.,  improvement  of 

Cohansey  Creek,  N.  J.,  improvement  of 

Columbia  River,  Lower,  Oreg.,  improvement  of 

Columbia  River,  Upper,  Oreg.,  improvement  of . .  * 

Conneaut,  Ohio,  harbor  of 

Connecticut  River  above  Hartford,  Conn.,  improvement  of.. 
Connecticut  River  below  Hartford,  Conn.,  improvement  of.. 

Coquille  River,  Oregon,  survey  of  month  of 

Crow  Shoals,  Delaware  Bay,  survey  of 

Cumberland  River,  Tenn.,  improvement  of 

Cypress  Bayou,  Texas,  improvement  of 

D. 

Defenses,  sea-coast  and  lake  frontier 

Delaware  River  below  Fort  Mifflin  Bar,  improvement  of 

Delaware  River  at  Horse-Shoe  Shoals,  improvement  of 

Delaware  River  between  Trenton  and  Borden  town,  N.  J.,  im- 
provement of 

Detroit  River,  Mich.,  improvement  oC 

Des  Moines  Rapids,  Mississippi  River,  improvement  of 

Du  Luth,  Minn.,  harbor  of 

Dunkirk,  N.  Y.,  harbor  of 

Duxbury,  Mass.,  harbor  of 

E. 

Eagle  Harbor,  Mich 

East  Chester  Creek,  N.  Y.,  improvement  of 

East  River,  N.  Y.,  removal  of  obstructions  from 

Edgartot\'n  Harbor,  Mass r--* 

Elizabeth  River,  Va.,  improvement  of  South  Branch  of 

Elk  River,  Md.,  improvement  of  and  examination  of 

Engineer  depots 

Erie,  Pa.,  harbor  of 

Explorations  and  surveys  in  the  Division  and  Department  of 

the  Missouri 

Explorations,  geographical,  &c.,  west  100th  meridian 

Explorations,  geological,  40th  parallel 

Explorations  and  reconnaissances • 

Explorations  and  reconnaissances,  estimates  for 

Explorations  and  surveys  in  Department  of  the  Platte 

Explorations  and  surveys  in  Division  of  the  Pacific 

F. 

Fall  River,  Mass.,  survey  and  improvement  of  harbor  of — 

Falls  of  Saint  Anthony,  Minn.,  preservation  of 

Falls  of  the  Ohio  River,  improvement  of  navigation  at 

Flint  River,  Ga.  and  Fla 

Fortifications 
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Fort  Saint  Philip  Canal 

Fort  Mifflin  Bar,  Delaware  River,  improvement  at. 

Forked  Deer  River,  Tenn.,  survey  of 

Fox  and  Wisconsin  Rivers,  improvement  of 

Frankfort,  Mich.,  harbor  of 


G. 


Galena  River,  III.,  survey  of 

Galveston  Bay  and  Harbor,  improvement  of  and  survey  of. 

Geological  exploration  40th  parallel 

Gloucester,  Mass.,  harbor  of 

Grand  Haven,  Mich.,  harbor  of 

Grand  River,  Ohio,  harbor  of 

Great  Kanawha  River,  improvement  of 

Green  Bay,  Wis.,  harbor  of 


H. 


Harbor  of  refuge,  Lake  Huron 

Harbor  of  refuge,  Sturgeon  Bay  Canal,  Wis 

Harlem  River  near  East  River,  N.  Y.,  improvement  and  sur- 
vey of 

Hell-Gate,  N.  Y.,  improvem«nt  of  navigation  at. 

Hodgkin^s  Cove,  Ipswich  Bay,  Mass.,  survey  at 

Horseshoe  Shoals,  Delaware  River,  improvement  of 

Housatouic  River,  Conn.,  improvement  of 

Hudson  River,  N.  Y 

Huron,  Ohio,  harbor  of 

Hyannis,  Mass.,  harbor  of 

Hydraulic  gates  and  movable  dams 


I. 


Illinois  River,  improvement  of 

Ipswich  Bay,  Mass.,  survey  for  breakwater  at 

Irrigation  of  the  Joaquin,  Tulare,  and  Sacramento  Valleys, 
Cal 

J. 


James  River  and  Kanawha  water-line. 
James  River,  Va.,  improvement  of 


K. 


Kanawha  River,  Great,  improvement  of 

Kennebec  River,  Me.,  improvement  of 

Kenosha,  Wis.,  harbor  of 

Kent  Island  Narrows,  Md.,  improvement  of 


L. 


Lake  harbors 

Levees  of  the  Mississippi  River 

Lewes,  Del.,  construction  of  pier  at 

Little  Sodus,  N.  Y.,  harbor  of 

Louisville  and  Portland  Canal,  enlargement  of, 
Ladington,  Mich.,  harbor  of 
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M. 

Macbias  River.,  Me.,  improvement  of 

ManiHtee,  Mich.,  harbor  of 

Mauitowoc,  Wi«.,  harbor  of 

Maps  of  campaigns  and  battle-fields 

Marcus  Hook,  Pa.,  harbor  of 

Marquette,  Mich.,  harbor  of 

Matagorda  Bay  entrance,  Texas 

Meeker's  Inland,  Minn.,  lock  and  dam  at 

Menomonee,  Mich,  and  Wis.,  harbor  of 

Merrimac  River,  Mass.,  improvement  of 

Michigan  City,  Ind.,  harbor  of 

Milford,  Conn.,  harbor  of 

Milwaukee,  Wis.,  harbor  of 

Minnesota  River,  improvement  of 

Mississippi,  Missouri,  and  Arkansas  Rivers,  improvement  of. 
Mississippi  River,  between  mouths  of  the  Illinois  and  Ohio 

Rivers,  improvement  of 

Mississippi  River  levees 

Mississippi  River  and  Gulf  of  Mexico  Ship-Canal 

Mississippi  River,  mouths  of,  improvement  of 

Mississippi  River,  Upper,  improvement  of 

Mississippi  River  between  Saint  Cloud  and  Falls  of  Saint 

Anthony,  survey  of 

Mobile,  Ala.,  improvement  of  harbor  of 

Monongahela  River,  improvement  of 

Monroe,  Mich.,  harbor  of 

Muskegon,  Mich.,  harbor  of 

Military  road  from  Santa  F6  to  Taos,  New  Mexico 

Military  and  geographical  survey,  estimates  for 

N. 

Nansemond  River,  Va.,  improvement  of 

Narragnagus  River,  Me.,  improvement  of 

Neches  River,  Tex 

NeV  Buffalo,  Mich.,  harbor  of 

Ne wburyport,  Mass.,  harbor  of 

Now  Castle,  Del.,  construction  piers  at 

New  Haven,  Conn.,  harbor  of 

Newport,  R.  I.,  harbor  of 

Nomini  Creek,  Va.,  improvement  of 

Northeast  River,  Md.,  improvement  of. 

Norwalk  River,  Conn.,  improvement  of 

O. 

Oakland  Harbor,  San  Francisco  Bay,  improvement  of 

Oak  Orchard,  N.  Y.,  harbor  of 

Occoquan  Creek,  Va.,  improvement  of  and  survey  of 

Office  of  the  Chief  of  Engineers 

Officers  of  the  Corps  of  Engineers 

Ogdensburgh,  N.  Y.,  harbor  of 

Ohio  River,  improvement  of 

Olcott,  N.  Y.,  harbor  of 

Old  House  Channel,  Pamlico  Sound,  survey  of 

Ontonagon,  Mich.,  harbor  of 

Oostenaula  River,  Ga.,  examination  of 

Osage  River,  Mo.,  impDovement  of 

Oswego,  N.  Y.,  harbor  of 

Otter  Creek,  Vt.,  improvement  of 

Ouachita  River,  Ark.  and  La.,  improvement  of  and  survey  of 
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Pamlico  Soand,  N.  C,  survey  of  chaDoel  in 

Pascagoiila,  Miss.,  survey  at  harbor  of 

Passaic  River,  N.  J.,  improvement  of 

Patapsco  River,  Mrl.,  improvement  of 

Pawcatuck  River,  R.  I.  and  Conn.,  improvement  of 

Pawtucket  River,  R.  I.,  improvement  of 

Peconio  River,  Long  Island,  N.  Y.,  improvement  of 

Penobscot  River,  Me.,  improvement  of  and  survey  of 

Pent  Water,  Micb.,  harbor  of 

P^re  Marqnette,  harbor  of,  (see  Ludington) 

Plattsburgh,  N.  Y.,  harbor  of 

Plymouth  Harbor,  Mass.,  improvement  and  survey  of.  ..-.. 

Port  Chester,  N.  Y.,  harbor  of 

Port  Clinton,  Ohio,  harbor  of 

Port  Jefferson,  Long  Island,  N.  Y.,  harbor  of 

Portland,  Me.,  harbor  of 

Portsmouth  Harbor,  N.  H.,  survey  for  breakwater 

Port  Warden's  line  at  Philadelphia 

Port  Washington,  Wis.,  harbor  of 

Point  Judith  Lake,  R.  I.,  survey  of  outlet  of 

Providence  River,  R.  I.,  improvement  of 

Provincetown,  Mass.,  harbor  of 

Public  buildings,  grounds,  and  works.  District  of  Columbia 
Pultneyville,  N.  Y.,  harbor  of 

Q. 
Qneenstown,  Md.,  harbor  of 

R. 

Racine,  Wis.,  harbor  of 

Rappahannock  River,  Va.,  improvement  of,  below  Fred- 

ericksburgh 

Raritan  River,  N.  J.,  survey  of 

Reconnoissances  and  explorations 

Red  River  of  the  North,  Minn.,  survey  of 

Red  Ri  ver  Raft,  removal  of 

Red-Fish  Bar,  Galveston  Bay 

Richmond's  Island,  Me.,  harbor  of  refuge  at 

Rincon  Rock,  Harbor  of  San  Francisco,  Cal.,  removal  of ... 

River  and  harbor  improvements 

Roanoke  River,  N.  C,  improvement  of,  below  Weldon 

Rock  Island  Rapids,  Mississippi  River 

Rocky  River,  Ohio,  harbor  of 

Rondout,  N.  Y.,  harbor  of 

Rhone,  France,  jetties  at  the  mouthfcf 

8. 

Saco  River,  Me.,  improvement  of 

Sii^naw  River,  Mich.,  improvement  and  survey  of 

Saiut  Anthony,  Falls  of,  Minn.,  preservation  of 

Saint  Clair  Flats  Ship-Canal 

Saint  Croix  River,  Me.,  improvement  of 

Saint  Fraucis  River,  Ark.  and  Mo.,  improvement  of 

Saint  John's  River,  Fla.,  improvement  of  bar  at  mouth  of.. 

Saint  Joseph's,  Mich.,  harbor  of • 

Saint  Louis,  Mo.,  improvement  of  harbor  of 

Saiut  Mary's  Falls  Canal,  Mich 

Saint  Mary's  River,  Mich 


Pages. 


89 

74 

95 

81 

100 

98 

103 

106 

43 

43 

5G 

115 

95 

48 

103 

108 

116 

93 

39 

103 

99 

115 

120 

54 


80 


754 


116 
179 
178 
274 
117 

217 


149 


249 


40        152 


84 

29 

96 

173 

123 

58 

295 

72 

702 

73 

740 

109 

306 

119 

371 

34 

88 

64 

59 

311 

50 

221 

95 

167 

74 

888 

109 

307 

46  205  206 

57 

277 

47 

211 

104 

290 

63 

371 

78 

8 

45 

194 

60 

325 

45 

196 

46 

198 

84 

165 
17 
243 
227 
271 
299 


323 
167 

270 
304 
342 
145 

286 
237 
325 
385 


16 


331 


34^ 


640 


INDEX. 


Pages. 


Salem,  Mass.,  harbor  of 

San  Diego,  Cal.,  harbor  of 

Sandusky  City,  Ohio,  harbor  of,  improvement  of 

Santa  Cruz,  Cal.,  examination  at 

San  Antonio  Creek,  San  Francisco  Bay,  harbor  at 

Saugatuck,  Mich.,  harbor  of 

Savannah  Harbor  and  River,  Ga.,  improvement  of  and  re- 
survey  of , 

Sfty brook  Bar,  mouth  of  Connecticut  River,  iniprovement.. 

Schuylkill  River,  Pa.,  improvement  of , 

Sea-coast  and  lake  frontier  defenses 

Seekonk  River,  R.  I.,  improvement  of 

Sheboygan,  Wis.,  harbor  of , 

IShrewsbury  River,  N.  J.,  improvement  of , 

Ship-canal  to  connect  Mississippi  with  Gulf  of  Mexico 

Sodus,  Great,  N.  Y.,  harbor  of 

Sodus,  Little,  N.  Y.,  harbor  of... 

South  Haven,  Mich., harbor  of ^---. 

South  River,  N.  J.,  improvement  ot 

Staten  Island,  N.  Y.,  survey  of  New  Jersey  Channel 

Stonington,  Conn.,  harbor  of 

Sturgeon  Bay  Canal,  Wis.,  harbor  of  refuge  at 

Sullivan  River  and  Sullivan  Falls,  Me.,  improvement  of 

Superior  Bay  and  entrances.  Wis  ..; 

Superior  City,  Wis.,  harbor  of 

Surveys  and  explorations  40th  parallel 

Surveys  and  explorations  west  of  100th  meridian 

Survey  northern  and  north  western  lakes 

Surveys  aud  examinations  for  improvement  of  rivers  and 
harbors,  estimates  for 

Susquehanna  River,  Md.,  improvement  of,  near  Havre  de 
Grace 

Swan  ton,  N.  Y.,  harbor  of,  survey  of 

T. 


Taunton  River,  Mass.,  improvement  of,... 

Tennessee  River,  improvement  of 

Toledo,  Ohio,  harbor  of 

Tombigbee  River  in  Ala.,  improvement  of. 

Toners  Bayou,  La.,  improvement  of . .  i 

Torpedo  defense 

Two  Rivers,  Wis.,  harbor  at 


U. 


Upper  Mississippi  River,  improvement  of. 
Unipqua  River,  Oregon 


V. 


Vermillion,  Ohio,  harbor  of. 


KT.  jr.  .-jva 


w. 


Wabash  River,  Ind.,  improvement  of 

Wachita  River,  Ark.  and  La.,  improvement  of  and  sur- 
vey of 

Waddington,  N.  Y.,  harbor  of 

Wareham,  Mass.,  harbor  of 

Washington  and  Georgetown,  D.  C,  improvement  of  harbors 
of 

Washington  aqueduct,  D.  C 
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Water-ganires  on  Mississippi  and  tribataries 

Wellfleet,  Mass.,  harbor  of 

Wells  Harbor,  Me.,  improvement  of 

White  River,  Ark.,  improvement  of 

White  River,  Mich.,  harbor  of 

Wickford  Harbor,  R.  I.,  improvement  of 

Wicomico  River,  Md.,  improvement  of 

Willamette  River,  Lower,  Oregon,  improvement  of 
Willamette  River,  Upper,  Oregon,  improvement  of 
Wilmington,  Cal.,  construction  of  breakwater  at.. 

Wilmington,  Del.,  harbor  of 

Wisconsin  and  Fox  Rivers,  improvement  of 

Wood's  Hole,  Buzzard's  Bay,  Mass.,  survey  at 

Worton,  Md.,  harbor  of 

Y. 

Tamhill  River,  Oregon,  survey  of 

Yazoo  River,  Miss.,  removal  of  wrecks  in 

Youghiogheny  River,  Pa.,  survey  of 
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